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June 28, 2019
File No. 262018.063

Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Battle Ground School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Battle Ground School District

We appreciate Battle Ground School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 
 

1. Maple Grove K-8, Gym
2. Maple Grove K-8, Main
3. Prairie High School, 400 Building
4. Prairie High School, 500 Building
5. Prairie High School, 600 Building
6. River Homelink, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Maple Grove K-8, Gym 1990 Wood Frame Yes

Maple Grove K-8, Main 1990
Wood Frame 

Yes

Prairie High School, 400 Building 1995
Wood Frame 

Yes

Prairie High School, 500 Building 1979
Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Prairie High School, 600 Building 1979
Reinforced Masonry Walls 
with Flexible Diaphragms Yes

River Homelink, Main Building 1980 Wood Frame Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Bickleton School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Bickleton School District

We appreciate Bickleton School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 
 

1. Bickleton Elementary & High School, Building B – Vocational/Transportation
2. Bickleton Elementary & High School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Bickleton Elementary & High 
School, Building B – 
Vocational/Transportation

1961 Steel Light Frames No

Bickleton Elementary & High 
School, Main Building 2010 Reinforced Masonry Walls 

with Stiff Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
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modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

WRK Engineers, Inc. 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Boistfort School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Boistfort School District

We appreciate Boistfort School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Boistfort Elementary School, Gymnasium Building
2. Boistfort Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Boistfort Elementary School, 
Gymnasium Building 1963 Reinforced Masonry Walls 

with Flexible Diaphragms No

Boistfort Elementary School, 
Main Building 1936 Unreinforced Masonry 

Bearing Walls Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
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Seismic Evaluation for Burlington-Edison School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Burlington-Edison School District

We appreciate Burlington-Edison School District’s participation and invaluable assistance in 
this statewide project.  The following school district building was included as part of this study: 

1. Edison Elementary School, Original Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Edison Elementary School, Original 
Building 1995 Wood Frame No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Burlington-Edison School District
June 28, 2019
File No. 262018.063
Page 4

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Camas School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Camas School District

We appreciate Camas School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study: 

1. Lacamas Heights Elementary School, 100 Pod
2. Lacamas Heights Elementary School, Multipurpose
3. Liberty Middle School, Main Building
4. Liberty Middle School, Music Building
5. Skyridge Middle School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Lacamas Heights Elementary 
School, 100 Pod 1962

Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Lacamas Heights Elementary 
School, Multipurpose 1962

Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Liberty Middle School, Main 
Building 1958

Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Liberty Middle School, Music 
Building 1970

Reinforced Masonry Walls 
with Flexible Diaphragms No

Skyridge Middle School, Main 
Building 1995

Reinforced Masonry Walls 
with Stiff Diaphragms Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Chief Hazards Geologist Program Development Manager
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Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Cape Flattery School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Cape Flattery School District

We appreciate Cape Flattery School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Clallam Bay High and Elementary School, Big Gym
2. Clallam Bay High and Elementary School, Elementary Building
3. Clallam Bay High and Elementary School, Elementary Gym
4. Clallam Bay High and Elementary School, High School Building
5. Clallam Bay High and Elementary School, Shop and Art Building
6. Neah Bay Elementary School, Elementary School
7. Neah Bay Junior/Senior High School, High School Classroom Building
8. Neah Bay Junior/Senior High School, High School Gym
9. Neah Bay Junior/Senior High School, High School Shop Building
10. Neah Bay Junior/Senior High School, Middle School and Gym

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at 
a site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:

School Building
Year Constructed /
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Clallam Bay High & Elementary 
School, Big Gym 1962 Wood Frame No

Clallam Bay  High & Elementary 
School, Elementary Building 1962 / 2006 Reinforced Masonry Walls with 

Flexible Diaphragms No

Clallam Bay  High & Elementary 
School, Elementary Gym 1980 Reinforced Masonry Walls with 

Flexible Diaphragms Yes
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School Building
Year Constructed /
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Clallam Bay  High & Elementary 
School, High School Building 1972 Concrete Shear Walls with Bearing 

Walls & Flexible Diaphragms Yes

Clallam Bay  High & Elementary 
School, Shop & Art Building 1980 Reinforced Masonry Walls with 

Flexible Diaphragms Yes

Neah Bay Elementary School, 
Elementary School 1961 Reinforced Masonry Walls with 

Flexible Diaphragms Yes

Neah Bay Jr/Sr High School, 
High School Classroom Building

Phases from 1956 
through 1988

Wood Frame Yes

Neah Bay Jr/Sr High School, 
High School Gym 1972 Concrete Shear Walls with Bearing 

Walls & Flexible Diaphragms No

Neah Bay Jr/Sr High School, 
High School Shop Building 1972 Steel Light Frames Yes

Neah Bay Jr/Sr High School, 
Middle School & Gym 2002 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural engineers 
when trying to determine the seismic vulnerabilities of existing buildings and to begin a process 
of mitigating these seismic vulnerabilities.  School district facilities management personnel and 
their design consultants should be able to take advantage of this information to help inform and 
address seismic risks in existing or future renovation, repair, or modernization projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.
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If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
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111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Screening for Carbonado School District

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Carbonado School District

We appreciate Carbonado School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Carbonado Historical School 19, 1st & 2nd Grade and Special Education Building
2. Carbonado Historical School 19, A – Main Building
3. Carbonado Historical School 19, B – Community Building
4. Carbonado Historical School 19, Computer Lab and Library

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Carbonado Historical School 19, 
1st & 2nd Grade and Special 
Education Building

1968 Steel Moment Frame 
with Flexible Diaphragms No

Carbonado Historical School 19, 
A – Main Building 1929 Unreinforced Masonry 

Bearing Wall No

Carbonado Historical School 19, 
B – Community Building 1936 Wood Frame No

Carbonado Historical School 19, 
Computer Lab and Library 1990 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
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seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Centerville School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Centerville School District

We appreciate Centerville School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study:

1. Centerville Elementary School, Main Building
 
The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Centerville Elementary School, 
Main Building 1919 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessments project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Centralia School District

We appreciate Centralia School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. Edison Elementary School, Main Building

The seismic evaluation of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study: 

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Edison Elementary School, Main 
Building 1918 Unreinforced Masonry 

Bearing Wall No

A detailed description of the seismic screening evaluation of this building can be found in the 
building report and the ASCE 41-17 Tier 1 screening checklist documents enclosed with this 
letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety. 

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety


Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Centralia School District
June 28, 2019
File No. 262018.063
Page 3

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources and this school district and is not 
intended for use by other parties, as it may not contain sufficient information for other parties' 
purposes or their uses.
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Seismic Evaluation for Central Kitsap School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Central Kitsap School District

We appreciate Central Kitsap School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Ridgetop Junior High, Main Building
2. Silver Ridge Elementary, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Ridgetop Junior High, Main 
Building 1986 Reinforced Masonry Walls 

with Stiff Diaphragms No

Silver Ridge Elementary, Main 
Building 1990 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety


Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Central Kitsap School District
June 28, 2019
File No. 262018.063
Page 3

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.



June 28, 2019
File No. 262018.063

Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Concrete School District

We appreciate Concrete School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Concrete High School, Main Building
2. Concrete High School, Tech Building
3. Concrete K-6 School, Gym
4. Concrete K-6 School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Concrete High School, Main 
Building 1951 Wood Frame Yes

Concrete High School, Tech 
Building 1952 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Concrete K-6 School, Gym 1981 Wood Frame Yes

Concrete K-6 School, Main 
Building 1981 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety


Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Concrete School District
June 28, 2019
File No. 262018.063
Page 3

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
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seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Cosmopolis School District

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessments project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Cosmopolis School District

We appreciate Cosmopolis School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Cosmopolis Elementary School, Auditorium Building
2. Cosmopolis Elementary School, Gymnasium Building
3. Cosmopolis Elementary School, Main Building
4. Cosmopolis Elementary School, Multipurpose

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Cosmopolis Elementary School, 
Auditorium Building 1960 Wood Frame Yes

Cosmopolis Elementary School, 
Gymnasium Building 1969 Wood Frame Yes

Cosmopolis Elementary School, 
Main Building 1960 Wood Frame Yes

Cosmopolis Elementary School, 
Multipurpose 1960 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
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better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources and this school district and is not 
intended for use by other parties, as it may not contain sufficient information for other parties' 
purposes or their uses.
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State of Washington   State of Washington
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Coupeville School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Coupeville School District

We appreciate Coupeville School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Coupeville Elementary School, Cedar Pod
2. Coupeville Elementary School, Main
3. Coupeville Elementary School, Multipurpose
4. Coupeville High School, Annex
5. Coupeville High School, Gymnasium
6. Coupeville Middle School, Middle and High School Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at 
a site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Coupeville Elementary School, 
Cedar Pod 1979

Reinforced Masonry Walls 
with Flexible Diaphragms No

Coupeville Elementary School, Main 1974
Reinforced Masonry Walls 
with Flexible Diaphragms No

Coupeville Elementary School, 
Multipurpose 1979

Reinforced Masonry Walls 
with Flexible Diaphragms No

Coupeville High School, Annex 1978
Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Coupeville High School, 
Gymnasium 1981

Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Coupeville Middle School, Middle 
and High School Building 1992 Wood Frame No
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural engineers 
when trying to determine the seismic vulnerabilities of existing buildings and to begin a process 
of mitigating these seismic vulnerabilities.  School district facilities management personnel and 
their design consultants should be able to take advantage of this information to help inform and 
address seismic risks in existing or future renovation, repair, or modernization projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for Creston School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Creston School District

We appreciate Creston School District’s participation and invaluable assistance in this statewide 
project.  The following school district building was included as part of this study: 

1. Creston Junior Senior High School, Creston K-12 School Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study: 

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Creston Junior Senior High School, 
Creston K-12 School Building 1953 / 1984 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Darrington School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Darrington School District

We appreciate Darrington School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Darrington Elementary School, Main Elementary School
2. Darrington Senior High School, Darrington High School
3. Darrington Senior High School, Woodshop

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building
Year Constructed/ 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Darrington Elementary School, 
Main Elementary School 1990 Wood Frame Yes

Darrington Senior High School, 
Darrington High School 1935 / 2001 Wood Frame No

Darrington Senior High School, 
Woodshop 1960 Reinforced Masonry Walls 

with Stiff Diaphragms No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Dayton School District

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Dayton School District
June 28, 2019
File No. 262018.063
Page 2

       
School Buildings Evaluated in the Dayton School District

We appreciate Dayton School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study:  

1. Dayton High School, Ag Shop
2. Dayton High School, Gymnasium
3. Dayton High School, High School Building
4. Dayton High School, Wood shop
5. Dayton K-8 School, Elementary and Middle School Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings 
(ASCE 41-17), national standard Tier 1 structural and nonstructural seismic screening checklists 
specific to each building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at 
a site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Dayton High School, 
Ag Shop 1954 Unreinforced Masonry 

Bearing Walls No

Dayton High School, 
Gymnasium 1966 Steel Light Frames Yes

Dayton High School, High 
School Building 1923 Unreinforced Masonry 

Bearing Walls No

Dayton High School, Wood 
Shop 1966 Unreinforced Masonry 

Bearing Walls No

Dayton K-8 School, Elementary 
and Middle School 1966 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety


Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Dayton School District
June 28, 2019
File No. 262018.063
Page 3

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
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cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI
 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for Dixie School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Dixie School District

We appreciate Dixie School District’s participation and invaluable assistance in this statewide 
project.  The following school district building was included as part of this study: 

1. Dixie Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Dixie Elementary School, 
Main Building 1921 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the East Valley (Yakima) School District

We appreciate East Valley (Yakima) School District’s participation and invaluable assistance in 
this statewide project.  The following school district buildings were included as part of this study: 

1. East Valley Central Middle School, 6th Grade Building
2. East Valley Central Middle School, 7th/8th Grade Building
3. East Valley Central Middle School, Computer Lab
4. East Valley Central Middle School, Gymnasium Building
5. East Valley Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

East Valley Central Middle 
School, 6th Grade Building 1980 Tilt-Up Shear Walls Yes

East Valley Central Middle 
School, 7th/8th Grade Building 2010 Steel-Braced Frames Yes

East Valley Central Middle 
School,  Computer Lab 1996 Wood Frame No

East Valley Central Middle 
School, Gymnasium Building 1950 Tilt-up Shear Walls Yes

East Valley Elementary School, 
Main Building 1996 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
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with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
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Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.



June 28, 2019
File No. 262018.063

Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Evaline School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Evaline School District

We appreciate Evaline School District’s participation and invaluable assistance in this statewide 
project.  The following school district building was included as part of this study:

1. Evaline Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Evaline Elementary School, Main 
Building 1926 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Ferndale School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Ferndale School District

We appreciate Ferndale School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study:

1. Beach Elementary, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Ferndale, Beach Elementary, 
Main Building 1919 Wood Frame No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Fife School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Fife School District

We appreciate Fife School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study: 

1. Columbia Junior High School, Main Building
2. Fife High School, Building IV 400 Library
3. Fife High School, Building IX, 900 Science
4. Fife High School, Building V 500 Main
5. Fife High School, Building VI 600 Gyms
6. Fife High School, Building VII 700 Cafeteria
7. Fife High School, Building VIII 800 Shop

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building
Year Constructed/
Year Structurally 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Columbia Junior 
High School, Main Building 2003 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Fife High School, 
Building IV 400 Library 1950/1975 Concrete Shear Walls Yes

Fife High School, 
Building IX 900 Science 1970/1992

Wood Frame 
Yes

Fife High School, 
Building V 500 Main 1950/1992

Wood Frame 
Yes

Fife High School,
 Building VI 600 Gyms 1956/1992

Wood Frame 
Yes

Fife High School, 
Building VII 700 Cafeteria 1963/1992

Wood Frame 
Yes

Fife High School, 
Building VIII 800 Shop 1963/1992 Reinforced Masonry Walls 

with Flexible Diaphragms Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Glenwood School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Glenwood School District

We appreciate Glenwood School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study:

1. Glenwood School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Glenwood School, Main Building 1981 Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Grand Coulee Dam School District
June 28, 2019
File No. 262018.063
Page 2

public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Grand Coulee Dam School District

We appreciate Grand Coulee Dam School District’s participation and invaluable assistance in 
this statewide project.  The following school district buildings were included as part of this 
study: 

1. Lake Roosevelt K-12, CTE Building
2. Lake Roosevelt K-12, Wood Shop

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study.   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Lake Roosevelt K-12, CTE Building 1955 Steel Light Frames Yes

Lake Roosevelt K-12, Wood Shop 1974 Reinforced Masonry Walls 
with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
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modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Green Mountain School District

We appreciate Green Mountain School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Green Mountain School, Gymnasium
2. Green Mountain School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Green Mountain School, 
Gymnasium 1950 Wood Frame No

Green Mountain School, Main 
Building 1932 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
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vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Harrington School District

We appreciate Harrington School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study:  

1. Harrington Elementary and High School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Harrington Elementary and High 
School, Main Building 1936 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Highline School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Highline School District
June 28, 2019
File No. 262018.063
Page 2

and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Highline School District

We appreciate Highline School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:  

1. Woodside Site, Annex
2. Woodside Site, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Woodside Site, Annex 1960 Steel Frames with Infill Masonry 
Walls and Flexible Diaphragms Yes

Woodside Site, Main 
Building 1958 Steel Frames with Infill Masonry 

Walls and Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Hoquiam School District

We appreciate Hoquiam School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Hoquiam High School, A – Administration – Lower
2. Hoquiam High School, A – Administration – Upper
3. Hoquiam High School, B – Science – Lower
4. Hoquiam High School, B – Science – Upper
5. Hoquiam High School, E – Library
6. Hoquiam High School, H – Gymnasium
7. Lincoln Elementary School, Administrative and Library Building
8. Lincoln Elementary School, East Wing
9. Lincoln Elementary School, Multipurpose
10. Lincoln Elementary School, West Wing

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at a 
site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Hoquiam High School, 
A – Administration – Lower 1966 Concrete Shear Walls with 

Bearing Walls Yes

Hoquiam High School, 
A – Administration – Upper 1966 Wood Frame Yes

Hoquiam High School, 
B – Science – Lower 1966 Concrete Shear Walls with 

Bearing Walls Yes

Hoquiam High School, 
B – Science – Upper 1966 Wood Frame Yes

Hoquiam High School, 
E – Library 1966 Wood Frame Yes

Hoquiam High School, 
H – Gymnasium 1966 Reinforced Masonry Walls with 

Flexible Diaphragms Yes

Lincoln Elementary School, 
Administrative/ Library Building 1968 Wood Frame Yes
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School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Lincoln Elementary School, 
East Wing 1968 Wood Frame Yes

Lincoln Elementary School, 
Multipurpose Building 1968 Wood Frame Yes

Lincoln Elementary School, 
West Wing 1968 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural engineers 
when trying to determine the seismic vulnerabilities of existing buildings and to begin a process of 
mitigating these seismic vulnerabilities.  School district facilities management personnel and their 
design consultants should be able to take advantage of this information to help inform and address 
seismic risks in existing or future renovation, repair, or modernization projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Index School District

We appreciate Index School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study:

1. Index Elementary School, Enclosed Covered Play
2. Index Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Index Elementary School, 
Enclosed Covered Play 1997 Wood Frame No

Index Elementary School, 
Main Building 1954 Reinforced Masonry Walls 

with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Kelso School District

We appreciate Kelso School District’s participation and invaluable assistance in this statewide 
project.  The following school district building was included as part of this study: 

1. Carrolls Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Carrolls Elementary School, Main 
Building 1948 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for La Conner School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the La Conner School District

We appreciate La Conner School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. La Conner High School, High School Auditorium
2. La Conner High School, High School Main Building
3. La Conner Middle School (Form. Elem.), Old Auditorium/Cafeteria Bldg

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

La Conner High School, 
High School Auditorium 1921 / 2003 Unreinforced Masonry 

Bearing Walls Yes

La Conner High School, 
High School Main Building 1974 Wood Frame Yes

La Conner Middle School (Form. 
Elem.), Old Auditorium/Cafeteria 1921 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
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cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI
 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Longview School District

We appreciate Longview School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. R.A. Long High School, Gym
2. R.A. Long High School, Main Building
3. R.A. Long High School, RA Long Annex
4. R.A. Long High School, Science Wing
5. R.A. Long High School, Shop Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at 
a site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

R.A. Long High School, Gym 1927 Tilt-Up Concrete Shear Walls Yes

R.A. Long High School, Main 
Building 1927 Unreinforced Masonry Bearing 

Walls with rigid Diaphragm Yes

R.A. Long High School, R.A. 
Long Annex 1963 Wood Frame No

R.A. Long High School, Science 
Wing 1935 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

R.A. Long High School, Shop 
Building 1942 Unreinforced Masonry 

Bearing Walls Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural engineers 
when trying to determine the seismic vulnerabilities of existing buildings and to begin a process 
of mitigating these seismic vulnerabilities.  School district facilities management personnel and 
their design consultants should be able to take advantage of this information to help inform and 
address seismic risks in existing or future renovation, repair, or modernization projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Mabton School District

We appreciate Mabton School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study:

1. Mabton Jr/Sr High School, Main Building
2. Mabton Jr/Sr High School, Shop/Ag Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Mabton, Mabton Jr/Sr High 
School, Main Building 1950 Reinforced Masonry Walls 

with Flexible Diaphragms No

Mabton, Mabton Jr/Sr High 
School, Shop/Ag Building 1980 Reinforced Masonry Walls 

with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Mansfield School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Mansfield School District

We appreciate Mansfield School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 
 

1. Mansfield Elem and High School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study: 

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Mansfield Elementary and High 
School, Main Building 1983 Reinforced Masonry Walls 

with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for Marysville School District

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Marysville School District

We appreciate Marysville School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Liberty Elementary School, Main Building
2. Marysville Middle School, Building B
3. Marysville Middle School, Building C – Shop Classrooms
4. Marysville Middle School, Main Building
5. Totem Middle School, Cafeteria Gym Building
6. Totem Middle School, Home Economics Building
7. Totem Middle School, Main Building
8. Totem Middle School, School House Café
9. Totem Middle School, Science Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at a 
site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Liberty Elementary School, 
Main Building 1951 Wood Frame Yes

Marysville Middle School, 
Building B 1960 Wood Frame Yes

Marysville Middle School, 
Building C – Shop Classrooms 1960 Reinforced Masonry Walls with 

Flexible Diaphragms Yes

Marysville Middle School, 
Main Building 1960 Wood Frame Yes

Totem Middle School, 
Cafeteria Gym Building 1958 Reinforced Masonry Walls with Stiff 

Diaphragms Yes

Totem Middle School, 
Home Economics Building 1955 Concrete Shear Walls with Bearing 

Walls with Flexible Diaphragms Yes

Totem Middle School, 
Main Building 1966 Reinforced Masonry Walls with 

Flexible Diaphragms Yes
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School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Totem Middle School, 
School House Café 1955 Concrete Shear Walls with Bearing 

Walls with Flexible Diaphragms No

Totem Middle School, 
Science Building 1962 Reinforced Masonry Walls with 

Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural engineers 
when trying to determine the seismic vulnerabilities of existing buildings and to begin a process 
of mitigating these seismic vulnerabilities.  School district facilities management personnel and 
their design consultants should be able to take advantage of this information to help inform and 
address seismic risks in existing or future renovation, repair, or modernization projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI  

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Methow Valley School District

We appreciate Methow Valley School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Liberty Bell Junior Senior High School, Main Building
2. Methow Valley Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Liberty Bell Junior Senior High 
School, Main Building 1994 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Methow Valley Elementary School, 
Main Building 1963 Reinforced Masonry Walls 

with Flexible Diaphragms Some

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Morton School District

We appreciate Morton School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study:

1. Morton Elementary School, Gymnasium
2. Morton Elementary School, Main Building
3. Morton Junior Senior High School, Gymnasium
4. Morton Junior Senior High School, Main Building
5. Morton Junior Senior High School, Shop

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at 
a site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Morton, Morton Elementary 
School, Gymnasium 1985 Wood Frame No

Morton, Morton Elementary 
School, Main Building 1930 Concrete Shear Walls with Bearing 

Walls & Flexible Diaphragms No

Morton, Morton Junior Senior 
High School, Gymnasium 1957 Wood Frame No

Morton, Morton Junior Senior 
High School, Main Building 1957 Wood Frame Yes

Morton, Morton Junior Senior 
High School, Shop 1957 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
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better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Mount Baker School District 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Mount Baker School District

We appreciate Mount Baker School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Mount Baker Junior High School, 200 Building – JHS
2. Mount Baker Junior High School, Pro-Rate Portion of Commons – Building 100
3. Mount Baker Senior High School, 300 North
4. Mount Baker Senior High School, 300 South
5. Mount Baker Senior High School, 700 Building
6. Mount Baker Senior High School, 800 Building (Former Deming Elem.)
7. Mount Baker Senior High School, Field House
8. Mount Baker Senior High School, Pro-Rate Portion of Commons – Building 100

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at a 
site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Mount Baker Junior High School, 
200 Building – JHS 1992 Wood Frame Yes

Mount Baker Junior High School, Pro-
Rate Portion of Commons – Building 100 1990 Wood Frame Yes

Mount Baker Senior High School, 
300 North 1980 Wood Frame Yes

Mount Baker Senior High School, 
300 South 1980 Wood Frame Yes

Mount Baker Senior High School, 
700 Building 1992 Wood Frame Yes

Mount Baker Senior High School, 
800 Building (Former Deming Elem.) 1970 Wood Frame Yes

Mount Baker Senior High School, 
Field House 1968 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Mount Baker Senior High School, Pro-
Rate Portion of Commons – Building 100 1992 Wood Frame Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety


Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Mount Baker School District
June 28, 2019
File No. 262018.063
Page 4

deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI
 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Mount Vernon School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Mount Vernon School District

We appreciate Mount Vernon School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. Lincoln Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Lincoln Elementary School, 
Main Building 1938 Concrete Shear Walls with Bearing 

Walls and Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
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Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Naches Valley School District

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Naches Valley School District

We appreciate Naches Valley School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Naches Valley High School, Gym Building
2. Naches Valley High School, Main Building
3. Naches Valley High School, Vocational Building
4. Naches Valley Middle School, Main Building

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Naches Valley High School, Gym 
Building 1979 Tilt-up Concrete Shear Walls 

with Rigid Diaphragm Yes

Naches Valley High School, Main 
Building 1979 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Naches Valley High School, 
Vocational Building 1979 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Naches Valley Middle School, Main 
Building 1994 Reinforced Masonry Walls 

with Flexible Diaphragms Some

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Naches Valley School District
June 28, 2019
File No. 262018.063
Page 4

cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Newport School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.      

School Buildings Evaluated in the Newport School District

We appreciate Newport School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. Newport High School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study: 

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Newport High School, Main Building 1983 Tilt-up Concrete 
Shear Walls Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the North Beach School District

We appreciate North Beach School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:  

1. Pacific Beach Elementary School, Gym/Lunchroom
2. Pacific Beach Elementary School, Main Building
3. Pacific Beach Elementary School, Quad Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Pacific Beach Elementary School, 
Gym/Lunchroom 1956 Reinforced Masonry Walls 

with Flexible Diaphragms No

Pacific Beach Elementary School, 
Main Building 1956 Wood Frame No

Pacific Beach Elementary School, 
Quad Building 1970 Reinforced Masonry Walls 

with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI
 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for Ocean Beach School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Ocean Beach School District

We appreciate Ocean Beach School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Ilwaco High School, Ilwaco High School
2. Ilwaco High School, Stadium Complex
3. Ilwaco (Hilltop) Middle School, Auditorium
4. Ilwaco (Hilltop) Middle School, Main Building
5. Long Beach Elementary School, Main Building
6. Ocean Park Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Ilwaco High School, Ilwaco 
High School 1971 Wood Frame Yes

Ilwaco High School, Stadium 
Complex 1976 Reinforced Masonry Walls with 

Stiff  Diaphragms Yes

Ilwaco (Hilltop) Middle 
School, Auditorium 1936 / 2007 Concrete Shear Walls with Bearing 

Walls &  Flexible Diaphragms No

Ilwaco (Hilltop) Middle 
School, Main Building 1932 / 2007 Concrete Shear Walls with Bearing 

Walls &  Flexible Diaphragms Yes

Long Beach Elementary 
School, Main Building 1964 Wood Frame Yes

Ocean Park Elementary 
School, Main Building 2005 Wood Frame Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Ocosta School District

We appreciate Ocosta School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study: 

1. Ocosta Elementary School, Primary Addition
2. Ocosta Junior Senior High School, Junior Senior High

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Ocosta Elementary School, 
Primary Addition 1986 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Ocosta Junior Senior High 
School, Junior-Senior High 1986 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Chief Hazards Geologist Program Development Manager
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Oroville School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Oroville School District

We appreciate Oroville School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study:   

1. Oroville Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building 
Classification

Structural Drawings 
Available for Review

Oroville Elementary School, Main 
Building 1954 Reinforced Masonry Walls 

with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Chief Hazards Geologist Program Development Manager
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Palisades School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.      
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School Buildings Evaluated in the Palisades School District

We appreciate Palisades School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 
 

1. Palisades Elementary School, Grange Hall
2. Palisades Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:     

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Palisades Elementary School, 
Grange Hall 1930 Wood Frame No

Palisades Elementary School, 
Main Building 1923 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Pasco School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Pasco School District

We appreciate Pasco School District’s participation and invaluable assistance in this statewide 
project.  The following school district building was included as part of this study: 

1. Edwin Markham Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study: 

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building 
Classification

Structural Drawings 
Available for Review

Edwin Markham Elementary 
School, Main Building 1962 / 1984 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Pateros School District

We appreciate Pateros School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study: 

1. Pateros K-12 School, Main Building
2. Pateros K-12 School, Metal Shop
3. Pateros K-12 School, Music Building
4. Pateros K-12 School, Wood Shop 

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Pateros, Pateros K-12 
School, Main Building 1948 Reinforced Masonry Walls 

with Flexible Diaphragms No

Pateros, Pateros K-12 
School, Metal Shop 1962 Steel Braced Frames with 

Flexible Diaphragms No

Pateros, Pateros K-12 
School, Music Building 1958 Reinforced Masonry Walls 

with Flexible Diaphragms No

Pateros, Pateros K-12 
School, Wood Shop 1995 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Paterson School District

We appreciate Paterson School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. Paterson Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Paterson Elementary School, 
Main Building 1968 / 2003 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for Port Angeles School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Port Angeles School District

We appreciate Port Angeles School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 
 

1. Roosevelt Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Roosevelt Elementary School, 
Main Building 1978 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Port Townsend School District

We appreciate Port Townsend School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Port Townsend High School, Gym
2. Port Townsend High School, Main Building
3. Port Townsend High School, Math Science Annex
4. Port Townsend High School, Stuart Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Port Townsend High School, 
Gym 1941

Unreinforced Masonry 
Bearing Walls No

Port Townsend High School, 
Main Building 1934

Unreinforced Masonry 
Bearing Walls Yes

Port Townsend High School, 
Math Science Annex 1928

Unreinforced Masonry 
Bearing Walls Yes

Port Townsend High School, 
Stuart Building 1952 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
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seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Puyallup School District

 Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Puyallup School District

We appreciate Puyallup School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Maplewood Elementary School, Main Building
2. Puyallup High School, Gymnasium and Swimming Pool Building
3. Puyallup High School, Library and Science Building
4. Puyallup High School, Main Building
5. Spinning Elementary School, East, West, Special Education Wing
6. Spinning Elementary school, Main Building

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building
Year Constructed / 
Year Seismically 

Renovated
FEMA Building
Classification

Structural Drawings 
Available for Review

Maplewood Elementary School, 
Main Building 1934 / 1998 Unreinforced Masonry 

Bearing Walls Yes

Puyallup High School, 
Gymnasium and Swimming Pool 
Building

1958 / 1984 Wood Frame Yes

Puyallup High School, Library and 
Science Building 1962 / 1986 Wood Frame Yes

Puyallup High School, Main 
Building 1927 / 1995 Unreinforced Masonry 

Bearing Walls Yes

Spinning Elementary School, 
East, West, Special Education 
Wings

1960 Wood Framed No

Spinning Elementary School, 
Main Building 1890 / 1985 Unreinforced Masonry 

Bearing Walls Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Quilcene School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Quilcene School District
June 28, 2019
File No. 262018.063
Page 2

and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Quilcene School District

We appreciate Quilcene School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Quilcene High and Elementary School, Elementary
2. Quilcene High and Elementary School, High School
3. Quilcene High and Elementary School, Middle School

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Quilcene High and Elementary 
School, Elementary 1952 Wood Frame Yes

Quilcene High and Elementary 
School, High School 1935 Concrete Shear Walls with Bearing 

Walls & Flexible Diaphragms No

Quilcene High and Elementary 
School, Middle School 1964 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Raymond School District

We appreciate Raymond School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Raymond Elementary School, Raymond Elementary
2. Raymond Junior Senior High School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Raymond Elementary School, 
Raymond Elementary 1955 Concrete Shear Walls with 

Bearing Walls &  Flexible Frames Yes

Raymond Junior Senior High 
School, Main Building 1925 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Ridgefield School District

We appreciate Ridgefield School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:  

1. Union Ridge Elementary School, Covered Play Area
2. Union Ridge Elementary School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Union Ridge Elementary School, 
Covered Play Area 1993 Wood Frame Yes

Union Ridge Elementary School, 
Main Building 1952 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Riverside School District

We appreciate Riverside School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Chattaroy Elementary School, 35 Wing Building
2. Chattaroy Elementary School, Main Building 

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Chattaroy Elementary School, 
35 Wing Building 1934 Unreinforced Masonry 

Bearing Walls Yes

Chattaroy Elementary School, 
Main Building 1987 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Royal School District

We appreciate Royal School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study: 

1. Red Rock Elementary School, Main Building
2. Royal High School, A Gymnasium
3. Royal High School, B Main Building
4. Royal Middle School, Main Building 

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Red Rock Elementary School, 
Main Building 1992 Wood Frame No

Royal High School, 
A Gymnasium 1965 Concrete Frames with Infill 

Masonry Shear Walls No

Royal High School, 
B Main Building 1965 Reinforced Masonry Walls 

with Flexible Diaphragms No

Royal Middle School, 
Main Building 1991 Reinforced Masonry Walls 

with Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
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seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Shaw Island School District

We appreciate Shaw Island School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Shaw Island School, Admin/PR Building
2. Shaw Island School, Intermediate Classroom Building
3. Shaw Island School, Primary Classroom Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Shaw Island School, 
Admin/PR Building 1954

Wood Frame 
No

Shaw Island School, 
Intermediate Classroom Building 1992

Wood Frame 
Yes

Shaw Island School, 
Primary Classroom Building 1902

Wood Frame 
No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Skykomish School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Skykomish School District

We appreciate Skykomish School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study:

1. Skykomish School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Skykomish School, 
Main Building 1938 Concrete Shear Walls with Bearing 

Walls & Flexible Diaphragms No

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Subject: Department of Natural Resources Washington Geological Survey,
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Seismic Evaluation for South Bend School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the South Bend School District

We appreciate South Bend School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. South Bend Jr/Sr High School, Koplitz Field House
2. South Bend Jr/Sr High School, Vocational Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

South Bend Jr/Sr High School, 
Koplitz Field House 1950 / 1995 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

South Bend Jr/Sr High School, 
Vocational Building 1954 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
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modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for South Whidbey School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the South Whidbey School District

We appreciate South Whidbey School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. South Whidbey Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

South Whidbey Elementary 
School, Main Building 1988 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
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Seismic Evaluation for Spokane School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Spokane School District

We appreciate Spokane School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 

1. Spokane Adams Elementary School, Gym and Cafeteria Building
2. Spokane Adams Elementary School, Main Building
3. Spokane Audubon Elementary School, Main Building
4. Spokane Libby Center, Main Building

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Spokane Adams Elementary 
School, Gym and Cafeteria 1950 Unreinforced Masonry Bearing 

Walls No

Spokane Adams Elementary 
School, Main Building 1910 Unreinforced Masonry Bearing 

Walls Some

Spokane Audubon Elementary 
School, Main Building 1980 Steel-braced Frames with 

Flexible Diaphragms Yes

Spokane Libby Center, Main 
Building 1928 Unreinforced Masonry Bearing 

Walls with Rigid Diaphragm Some

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
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deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Sunnyside School District

We appreciate Sunnyside School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. Outlook Elementary School, Outlook Elementary School Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Outlook Elementary School, 
Main Building 1932 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Tacoma School District

We appreciate Tacoma School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Fern Hill Elementary School, Main Building
2. Oakland High School, Main Building

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for Review

Fern Hill Elementary School, 
Main Building 1911 / 2006 Unreinforced Masonry 

Bearing Walls No

Oakland High School, Main 
Building 1911 Unreinforced Masonry 

Bearing Walls No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Taholah School District

We appreciate Taholah School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:  

1. Taholah School, Covered Court
2. Taholah School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:  

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Taholah School, Covered Court 1991 Wood Frame Yes

Taholah School, Main Building 1973 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

 

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.



 

 

June 28, 2019 

File No. 262018.063 

 

 

Ms. Corina Forson Mr. Scott Black 

Chief Hazards Geologist Program Development Manager 

State of Washington       State of Washington 

Department of Natural Resources  Office of Superintendent of Public Instruction 

Washington Geological Survey       600 Washington Street 

111 Washington Street SE     Olympia, Washington 98504 

Olympia, Washington 98504 

 

 

Subject: Department of Natural Resources Washington Geological Survey, 

  School Seismic Safety Assessment Project, Contract No. AE 410 -  

  Seismic Evaluation for Thorp School District  

 

Dear Ms. Forson and Mr. Black: 

 

Reid Middleton and our consultant team, under the direction of The Department of Natural 

Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 

conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 

Washington State.  This letter is transmitting the results of these seismic assessments for each 

school district that graciously participated in this statewide study.  We understand that you will 

be forwarding this letter and the accompanying seismic screening reports to each school district 

for their reference and use. 

 

Many disparate studies on improving the seismic safety of our public school buildings have 

been performed over the last several decades.  Experts in building safety, geologic hazards, 

emergency management, education, and even the news media have been asserting for decades 

that seismic risks in older public school buildings represent a risk to our communities.  The time 

to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  

This statewide school seismic safety assessment project provides a unique opportunity to draw 

attention to the need for statewide seismic safety policies and funding on behalf of all school 

districts that will help enable school districts to increase the seismic safety of their older 

buildings to make them safer for students, teachers, staff, parents, and the community. 

 

It is not the intent of this study to create an unfunded mandate for school districts to seismically 

upgrade their schools without associated funding or statewide seismic safety policy support.  

The overall goal of this study was to screen and evaluate the current levels of seismic 

vulnerabilities of a statewide selection of our older public school buildings and to use the data 

and information to help quantify funding and policy needs to improve the seismic safety of our 

public schools.  In this process, we are using the information to inform not only the Governor 

and the Legislature of the policy and funding needs for seismically safe schools but also the 

school districts that participated in the study.       
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School Buildings Evaluated in the Thorp School District 

We appreciate Thorp School District’s participation and invaluable assistance in this statewide 

project.  The following school district buildings were included as part of this study:  

 

1. Thorp Elementary and Junior Senior High School, Brick Building 

2. Thorp Elementary and Junior Senior High School, Thorp Elem/Jr/Sr High School 

  

The seismic screening of these buildings was performed using the American Society of Civil 

Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 

national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 

building's structure type.   

 

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 

determine the soil site class at each campus.  Site class is an approximation of how much soils 

at a site will amplify earthquake-induced ground motions and is a critical parameter used in 

seismic design.  Reid Middleton subsequently used this information in their seismic screening 

analyses. 

 

The following table is a list of available seismic assessment information used in our study: 

 

School Building 
Year 

Constructed 
FEMA Building 
Classification 

Structural Drawings 
Available for Review 

Thorp Elementary and Junior 
Senior High School, Brick Building 

1935 
Unreinforced Masonry 

Bearing Walls 
Some 

Thorp Elementary and Junior 
Senior High School, Thorp 
Elem/Jr/Sr High School 

1991 
Reinforced Masonry Walls 
with Flexible Diaphragms 

Some 

 

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 

individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 

with this letter.  This information will also be available for download on the WGS website: 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-

faults/school-seismic-safety.   

 

These Tier 1 seismic screening checklists are often the first step employed by structural 

engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 

a process of mitigating these seismic vulnerabilities.  School district facilities management 

personnel and their design consultants should be able to take advantage of this information to 

help inform and address seismic risks in existing or future renovation, repair, or modernization 

projects. 
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It is important to note that information used for these school seismic screenings was limited to 

available construction drawings and limited site observations by our team of licensed structural 

engineers to observe the general conditions and configuration of each building being seismically 

screened.  In many cases, construction drawings were not available for review as noted in the 

table above.  Due to the limited scope of the study, our team of engineers were not able to 

perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 

in other areas obstructed from view.  Where building component seismic adequacy was 

unknown due to lack of available information, the unknown conditions were indicated as such 

on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 

“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 

safety compliance and further development of seismic mitigation strategies are desired. 

 

Nonstructural Seismic Screening 

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 

immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 

earthquake impacts from these nonstructural elements should be addressed as soon as practical 

by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 

bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 

strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 

piping, fire protection systems, etc.). 

 

It is often most economical to mitigate nonstructural seismic hazards when the building is 

already undergoing mechanical, electrical, plumbing, or architectural upgrades or 

modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 

from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 

the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 

publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 

implemented by district facilities and maintenance personnel. 

 

Structural Seismic Screening 

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 

statements that are reviewed for specific building elements and systems to determine if these 

items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 

statements provide guidance on which structural systems and elements have identified seismic 

deficiencies and should be investigated further.  Further seismic evaluations beyond these 

seismic screening checklists typically consist of more-detailed seismic structural analyses to 

better define the seismic vulnerabilities and risks.  This information is then used to determine 

cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 

projects or incrementally as part of other ongoing building maintenance, repair, or 

modernization projects.  Consequently, implementing seismic structural mitigation strategies 

typically requires that they be developed as a part of longer-term capital improvements and 

modernization programs developed by the school district and their design consultants. 
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Next Steps 

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 

evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 

improvements, conceptual designs, and probable construction cost estimates are developed. 

 

If you have any questions or comments regarding the engineering reports or would like to 

discuss this further, please contact us. 

 

Sincerely, 

 

 
David B. Swanson, P.E., S.E.  

Principal, LEED AP, F.SEI 

 

Limitations 
The professional services described in this document were performed based on available 

information and limited visual observation of the structures.  No other warranty is made as to 

the professional advice included in this document.  This document has been prepared for the 

exclusive use of the Department of Natural Resources, the Office of the Superintendent of 

Public Instruction, and this school district and is not intended for use by other parties, as it may 

not contain sufficient information for other parties' purposes or their uses. 
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Tonasket School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Tonasket School District

We appreciate Tonasket School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Tonasket Elementary School, Greenhouse
2. Tonasket Elementary School, Tonasket Elementary
3. Tonasket Middle-High School, High School/Middle School 

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Tonasket Elementary School, 
Greenhouse 1995 Steel Braced Frames with 

Flexible Diaphragms No

Tonasket Elementary School, 
Tonasket Elementary 1995 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Tonasket Middle-High School, 
High School/Middle School 1995 Reinforced Masonry Walls 

with Stiff Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Touchet School District

 
Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Touchet School District

We appreciate Touchet School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Touchet Elementary and High School, CTE Building
2. Touchet Elementary and High School, Elementary – Main Building
3. Touchet Elementary and High School, Secondary Facility

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Touchet Elementary and High School, 
CTE Building 1960 Reinforced Masonry Walls 

with Flexible Diaphragms No

Touchet Elementary and High School, 
Elementary – Main Building 1960 Reinforced Masonry Walls 

with Flexible Diaphragms No

Touchet Elementary and High School, 
Secondary Facility 1975 Tilt-up Concrete 

Shear Walls Some

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
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projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504

Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Tumwater School District

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Tumwater School District

We appreciate Tumwater School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study: 
 

1. Black Lake Elementary School, Building A
2. Black Lake Elementary School, Building B
3. Blake Lake Elementary School, Building C

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Blake Lake Elementary School, 
Building A 1982 Wood Frame Yes

Blake Lake Elementary School, 
Building B 1982 Wood Frame Yes

Blake Lake Elementary School, 
Building C 1984 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.



June 28, 2019
File No. 262018.063

Ms. Corina Forson Mr. Scott Black
Chief Hazards Geologist Program Development Manager
State of Washington   State of Washington
Department of Natural Resources Office of Superintendent of Public Instruction
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Subject: Department of Natural Resources Washington Geological Survey,
School Seismic Safety Assessment Project, Contract No. AE 410 - 
Seismic Evaluation for Vashon Island School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the Vashon Island School District

We appreciate Vashon Island School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Vashon Island High School, Building D – Gymnasium
2. Vashon Island High School, Building K – Annex 

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building Year 
Constructed

FEMA Building
Classification

Drawings Available 
for Review

Vashon Island High School, 
Building D – Gymnasium 1961 Reinforced Masonry Walls 

with Flexible Diaphragms Some

Vashon Island High School, 
Building K – Annex 1957 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Warden School District

We appreciate Warden School District’s participation and invaluable assistance in this statewide 
project.  The following school district buildings were included as part of this study:
 

1. Warden K-12, Cafeteria
2. Warden K-12, Gymnasium
3. Warden K-12, Middle School/High School

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Warden, Warden K-12, Cafeteria 1900 Reinforced Masonry Walls 
with Flexible Diaphragms Some

Warden, Warden K-12, 
Gymnasium 1900

Concrete Frames with Infill 
Masonry Shear Walls and 

Flexible Diaphragms
Some

Warden, Warden K-12, Middle 
School/High School 1998 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 



Department of Natural Resources Washington Geological Survey
School Seismic Safety Project – Warden School District
June 28, 2019
File No. 262018.063
Page 4

cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.



June 28, 2019
File No. 262018.063

Ms. Corina Forson Mr. Scott Black
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Department of Natural Resources Office of Superintendent of Public Instruction
Washington Geological Survey     600 Washington Street
111 Washington Street SE    Olympia, Washington 98504
Olympia, Washington 98504
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
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and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the Washougal School District

We appreciate Washougal School District’s participation and invaluable assistance in this 
statewide project.  The following school district building was included as part of this study: 

1. Hathaway Elementary School, Main Building

The seismic screening of this building was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building
Year Constructed / 
Year Seismically 

Retrofitted
FEMA Building
Classification

Structural Drawings 
Available for 

Review
Hathaway Elementary 
School, Main Building 1935 / 2002 Wood Frame Yes

Detailed descriptions of the seismic screening evaluations of this building can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for Washtucna School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Washtucna School District

We appreciate Washtucna School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:
 

1. Washtucna Elementary High School, Ag Shop/Music Room
2. Washtucna Elementary High School, Main Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Washtucna Elementary High 
School, Ag Shop/Music Room 1920 Unreinforced Masonry 

Bearing Walls No

Washtucna Elementary High 
School, Main Building 1956 Unreinforced Masonry 

Bearing Walls Some

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.
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Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Seismic Evaluation for White Pass School District

 

Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
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public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.       

School Buildings Evaluated in the White Pass School District

We appreciate White Pass School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. White Pass Elementary School, Main Building
2. White Pass Junior Senior High School, Main Building

 
The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:

School Building
Year Constructed / 
Year Seismically 

Renovated
FEMA Building
Classification

Structural Drawings 
Available for Review

White Pass Elementary School, 
Main Building 1964 / 2010 Reinforced Masonry Walls 

with Flexible Diaphragms Yes

White Pass Junior Senior High 
School, Main Building

1964 (Main Gym), 
2010 (All Other 

Structurers)
Reinforced Masonry Walls 
with Flexible Diaphragms Yes

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
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cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
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and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.

School Buildings Evaluated in the White Salmon Valley School District

We appreciate White Salmon Valley School District’s participation and invaluable assistance in 
this statewide project.  The following school district buildings were included as part of this study: 

1. Columbia High School, C Court – Gym
2. Columbia High School, Library
3. Columbia High School, Metal/Wood Shop
4. Hulan L. Whitson Elementary School, Main Building – Concrete
5. Hulan L. Whitson Elementary School, Main Building – Masonry
6. Wayne M. Henkle Middle School, Middle School

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils at 
a site will amplify earthquake-induced ground motions and is a critical parameter used in seismic 
design.  Reid Middleton subsequently used this information in their seismic screening analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Columbia High School, C 
Court – Gym 1970 Tilt-Up Concrete Shear Walls 

with Rigid Diaphragm Yes

Columbia High School, Library 1970 Tilt-Up Concrete Shear Walls Yes

Columbia High School, 
Metal/Wood Shop 1970 Tilt-Up Concrete Shear Walls Yes

Hulan L. Whitson Elementary 
School, Main Building – 
Concrete

1956 Concrete Shear Walls with 
Bearing Walls Yes

Hulan L. Whitson Elementary 
School, Main Building – 
Masonry

1956 Unreinforced Masonry Bearing 
Walls Yes

Wayne M. Henkle Middle 
School, Middle School 1960 Reinforced Masonry Walls 

with Flexible Diaphragms Yes
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Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 
personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Dear Ms. Forson and Mr. Black:

Reid Middleton and our consultant team, under the direction of The Department of Natural 
Resources (DNR) Washington Geological Survey (WGS) School Seismic Safety Project, have 
conducted seismic evaluations of 222 school buildings and 5 fire stations throughout 
Washington State.  This letter is transmitting the results of these seismic assessments for each 
school district that graciously participated in this statewide study.  We understand that you will 
be forwarding this letter and the accompanying seismic screening reports to each school district 
for their reference and use.

Many disparate studies on improving the seismic safety of our public school buildings have 
been performed over the last several decades.  Experts in building safety, geologic hazards, 
emergency management, education, and even the news media have been asserting for decades 
that seismic risks in older public school buildings represent a risk to our communities.  The time 
to act is now, before we have a damaging earthquake and/or tsunami that could be catastrophic.  
This statewide school seismic safety assessment project provides a unique opportunity to draw 
attention to the need for statewide seismic safety policies and funding on behalf of all school 
districts that will help enable school districts to increase the seismic safety of their older 
buildings to make them safer for students, teachers, staff, parents, and the community.

It is not the intent of this study to create an unfunded mandate for school districts to seismically 
upgrade their schools without associated funding or statewide seismic safety policy support.  
The overall goal of this study was to screen and evaluate the current levels of seismic 
vulnerabilities of a statewide selection of our older public school buildings and to use the data 
and information to help quantify funding and policy needs to improve the seismic safety of our 
public schools.  In this process, we are using the information to inform not only the Governor 
and the Legislature of the policy and funding needs for seismically safe schools but also the 
school districts that participated in the study.
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School Buildings Evaluated in the Wilson Creek School District

We appreciate Wilson Creek School District’s participation and invaluable assistance in this 
statewide project.  The following school district buildings were included as part of this study:

1. Wilson Creek K-12, Business Building/Home Economics
2. Wilson Creek K-12, Gym/Commons
3. Wilson Creek K-12, Main-Gym and Classrooms
4. Wilson Creek K-12, Vo-Ag/Science Building

The seismic screening of these buildings was performed using the American Society of Civil 
Engineers' Standard 41-17, Seismic Evaluation and Retrofit of Existing Buildings (ASCE 41-17), 
national standard Tier 1 structural and nonstructural seismic screening checklists specific to each 
building's structure type.  

The WGS also conducted seismic site class assessments to measure the shear wave velocity and 
determine the soil site class at each campus.  Site class is an approximation of how much soils 
at a site will amplify earthquake-induced ground motions and is a critical parameter used in 
seismic design.  Reid Middleton subsequently used this information in their seismic screening 
analyses.

The following table is a list of available seismic assessment information used in our study:   

School Building Year 
Constructed

FEMA Building
Classification

Structural Drawings 
Available for Review

Wilson Creek K-12, Business 
Building, Home Ec. 1984 Wood Frame No

Wilson Creek K-12, Gym/Commons 1997 Reinforced Masonry Walls 
with Flexible Diaphragms No

Wilson Creek K-12, Main-Gym & 
Classrooms 1932 Unreinforced Masonry 

Bearing Walls No

Wilson Creek K-12, Vo-Ag/Science 
Building 1989 Wood Frame No

Detailed descriptions of the seismic screening evaluations of these buildings can be found in the 
individual building reports and the ASCE 41-17 Tier 1 screening checklist documents enclosed 
with this letter.  This information will also be available for download on the WGS website: 
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-
faults/school-seismic-safety.  

These Tier 1 seismic screening checklists are often the first step employed by structural 
engineers when trying to determine the seismic vulnerabilities of existing buildings and to begin 
a process of mitigating these seismic vulnerabilities.  School district facilities management 

https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
https://www.dnr.wa.gov/programs-and-services/geology/geologic-hazards/earthquakes-and-faults/school-seismic-safety
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personnel and their design consultants should be able to take advantage of this information to 
help inform and address seismic risks in existing or future renovation, repair, or modernization 
projects.

It is important to note that information used for these school seismic screenings was limited to 
available construction drawings and limited site observations by our team of licensed structural 
engineers to observe the general conditions and configuration of each building being seismically 
screened.  In many cases, construction drawings were not available for review as noted in the 
table above.  Due to the limited scope of the study, our team of engineers were not able to 
perform more-detailed investigations above ceilings, behind wall finishes, in confined spaces, or 
in other areas obstructed from view.  Where building component seismic adequacy was 
unknown due to lack of available information, the unknown conditions were indicated as such 
on the ASCE 41-17 Tier 1 checklists.  Additional field investigations are recommended for the 
“unknown” seismic evaluation checklist items if more-definitive determinations of seismic 
safety compliance and further development of seismic mitigation strategies are desired.

Nonstructural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Nonstructural Seismic Screening checklists can provide 
immediate guidance on seismic deficiencies in nonstructural elements.  Mitigating the risk of 
earthquake impacts from these nonstructural elements should be addressed as soon as practical 
by school districts.  Some nonstructural elements may be easily mitigated by installing seismic 
bracing of tall cabinets, moving heavy contents to the bottom of shelving, and adding seismic 
strapping or bracing to water tanks and overhead elements (light fixtures, mechanical units, 
piping, fire protection systems, etc.).

It is often most economical to mitigate nonstructural seismic hazards when the building is 
already undergoing mechanical, electrical, plumbing, or architectural upgrades or 
modernizations.  Enclosed with these nonstructural seismic screening checklists are excerpts 
from the Federal Emergency Management Agency (FEMA) publication E-74 entitled, Reducing 
the Risks of Nonstructural Earthquake Damage (FEMA E-74).  We have included these FEMA 
publication excerpts to help illustrate typical seismic mitigation measures that can potentially be 
implemented by district facilities and maintenance personnel.

Structural Seismic Screening

The enclosed ASCE 41-17 Tier 1 Structural Seismic Screening checklists have evaluation 
statements that are reviewed for specific building elements and systems to determine if these 
items are seismically compliant, noncompliant, not applicable, or unknown.  These evaluation 
statements provide guidance on which structural systems and elements have identified seismic 
deficiencies and should be investigated further.  Further seismic evaluations beyond these 
seismic screening checklists typically consist of more-detailed seismic structural analyses to 
better define the seismic vulnerabilities and risks.  This information is then used to determine 
cost-effective ways to seismically improve these buildings with stand-alone seismic upgrade 
projects or incrementally as part of other ongoing building maintenance, repair, or 
modernization projects.  Consequently, implementing seismic structural mitigation strategies 
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typically requires that they be developed as a part of longer-term capital improvements and 
modernization programs developed by the school district and their design consultants.

Next Steps

Due to the screening nature of the ASCE 41-17 Tier 1 procedures, an in-depth seismic 
evaluation and analysis of these buildings may be needed before detailed seismic upgrades or 
improvements, conceptual designs, and probable construction cost estimates are developed.

If you have any questions or comments regarding the engineering reports or would like to 
discuss this further, please contact us.

Sincerely,

David B. Swanson, P.E., S.E. 
Principal, LEED AP, F.SEI

Limitations
The professional services described in this document were performed based on available 
information and limited visual observation of the structures.  No other warranty is made as to 
the professional advice included in this document.  This document has been prepared for the 
exclusive use of the Department of Natural Resources, the Office of the Superintendent of 
Public Instruction, and this school district and is not intended for use by other parties, as it may 
not contain sufficient information for other parties' purposes or their uses.
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Building Name: Gym
Facility Name: Maple Grove K-8
District Name: Battle Ground
ICOS Latitude: 45.768
ICOS Longitude: -122.544
ICOS
County/District ID: 6119

ICOS Building ID: 17800
ASCE 41 Bldg Type: W2
Enrollment: 484
Gross Sq. Ft. : 17,350
Year Built: 1990
Number of Stories: 1
SXS BSE-2E: 0.818
SX1 BSE-2E: 0.515
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 320
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Battle Ground, Maple Grove K-8, Gym
1.1 Building Description

The Maple Grove K-8 gymnasium building is a one-story wood-framed structure. The building is

constructed on level ground and is located in Battle Ground, Washington. The building measures

approximately 125 feet by 180 feet. Building construction consists of wood stud walls. The ground floor

system is a concrete slab-on-grade. The roof system consists of premanufactured wood trusses and wood

joists with a plywood sheathing diaphragm. The building shares the site with a playground, multiple school

buildings, a parking lot, and various outbuildings.
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1.1.1 Building Use

The gym building includes gymnasium space and storage. The school has over 480 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Maple Grove K-8
Structural System Description

Structural Roof
The structural roof is comprised of premanufactured wood trusses with plywood

sheathing.

Structural Floor(s) The ground level is a 4-inch concrete floor slab.

Foundations
The wood stud walls are supported by continuous concrete wall footings. Steel

columns are supported by concrete spread footings.

Gravity System
The gravity system is composed of wood beams, wood-framed walls, and steel

columns.

Lateral System The lateral system is wood shear walls with plywood sheathing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Maple Grove K-8
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Battle Ground Maple Grove K-8 Gym
Deficiency Description

Load Path

There are no structural details available and compliance of this item could not be visually verified. This item is

likely non-compliant due to the building's age and construction type. Further investigation is required to make a

final determination.

Spans
Wood diaphragms do not consist of wood structural panels or diagonal sheathing. Installation of wood

structural panels is required.

Other Diaphragms
Diaphragm consists of Tectum roof deck. Diaphragm strengthening may be appropriate to mitigate seismic

risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Battle Ground Maple Grove K-8 Gym
Unknown Item Description

Mezzanines

No structural details were available and compliance could not be visually verified. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection

No structural details were available and compliance could not be visually verified. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Battle Ground Maple Grove K-8 Gym
Deficiency Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Inadequate anchoring/bracing of life-safety equipment. All life-safety equipment should be

anchored or braced to the structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Battle Ground Maple Grove K-8 Gym
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone contents.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment.
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Photos:

Figure 1-1. Maple Grove K-8 Gym - East Exterior

Figure 1-2. Maple Grove K-8 Gym - North Exterior
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Figure 1-3. Maple Grove K-8 Gym - West Exterior

Figure 1-4. Gymnasium - North Interior
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Figure 1-5. Gymnasium - South Interior
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Figure 1-6. Inadequate Fire Sprinkler Penetration Clearance in Classroom
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Figure 1-7. Unanchored Shelving and Storage
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Battle Ground, Maple Grove K-8, Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

There are no structural

details available and

compliance of this item

could not be visually

verified. This item is likely

non-compliant due to the

building's age and

construction type. Further

investigation is required to

make a final determination.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

No structural details were

available and compliance

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   

Battle Ground, Maple Grove K-8, Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 28



17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No structural details were

available and compliance

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panels or diagonal

sheathing. Installation of

wood structural panels is

required.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Diaphragm consists of

Tectum roof deck.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk.
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Battle Ground, Maple Grove K-8, Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Inadequate

anchoring/bracing of life-

safety equipment. All life-

safety equipment should be

anchored or braced to the

structure.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Further investigation is

required to review

anchorage of fall-prone

contents.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review

anchorage of fall-prone

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No Elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No Elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No Elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No Elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No Elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No Elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No Elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No Elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No Elevator
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Building Name: Main Building
Facility Name: Maple Grove K-8
District Name: Battle Ground
ICOS Latitude: 45.768
ICOS Longitude: -122.544
ICOS
County/District ID: 6119

ICOS Building ID: 14257
ASCE 41 Bldg Type: W2
Enrollment: 484
Gross Sq. Ft. : 64,693
Year Built: 1990
Number of Stories: 2
SXS BSE-2E: 0.818
SX1 BSE-2E: 0.515
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 320
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Battle Ground, Maple Grove K-8, Main Building
1.1 Building Description

The Maple Grove K-8 main school building is a two-story wood-framed structure. The building is

constructed on level ground and is located in Battle Ground, Washington. The original 1989 construction

consisted of two buildings measuring 240 feet by 79 feet and 38 feet by 88 feet. A 1991 expansion joined the

two structures and increased the overall dimensions to approximately 295 feet by 255 feet. Building

construction consists of wood stud walls. The ground floor system is a concrete slab-on-grade. The second

floor system consists of plywood sheathing over wood joists. The roof system consists of premanufactured

wood trusses and wood joists with a plywood sheathing diaphragm. The building shares the site with a

playground, a gymnasium, the River Homelink school building, a parking lot, and various outbuildings.
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1.1.1 Building Use

The Maple Grove main school building includes classrooms and storage. The school has over 480 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Maple Grove K-8
Structural System Description

Structural Roof
The main school building is comprised of premanufactured wood trusses with

plywood sheathing.

Structural Floor(s) The ground level is a 4-inch concrete floor slab.

Foundations
The wood stud walls are supported by continuous concrete wall footings. Steel

columns are supported by concrete spread footings.

Gravity System
The gravity system is composed of wood beams, wood-framed walls, and steel

columns.

Lateral System The lateral system is wood shear walls with plywood sheathing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Maple Grove K-8
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Battle Ground Maple Grove K-8 Main Building
Deficiency Description

Overturning

Ratio of least horizontal dimension of seismic-force-resisting system to building height is greater than 0.6Sa.

Additional overturning resistance such as new footings and hold-downs may be appropriate to mitigate seismic

risk. Further investigation is required.

Walls Connected

Through Floors

No call-outs for straps in new drawings. Lateral system strengthening may be appropriate to mitigate seismic

risk, such as strengthening existing shear walls, adding new shear walls, or adding strapping between floors.

Cripple Walls
Cripple walls are not braced to the foundation with wood structural panels. Add plywood sheathing to cripple

walls.

Diaphragm

Continuity
The diaphragm is discontinuous. New shear walls at location of diaphragm discontinuity may be appropriate.

Roof Chord

Continuity

The roof chord is not continuous through changes in roof elevation. New shear walls at location of diaphragm

discontinuity may be appropriate.

Other Diaphragms Diaphragm fasteners non-compliant. Cross-grain bending is present.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Battle Ground Maple Grove K-8 Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts
This evaluation item is unknown due to incomplete drawings provided. This item requires further investigation

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Battle Ground Maple Grove K-8 Main Building
Deficiency Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

No emergency generator

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Battle Ground Maple Grove K-8 Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify the method of support of masonry veneer at each floor

above grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone contents.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Maple Grove K-8 Main Building - West Exterior

Figure 1-2. Maple Grove K-8 Main Building - North Exterior
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Figure 1-3. Maple Grove K-8 Main Building - East Exterior

Figure 1-4. Maple Grove K-8 Main Building - South Exterior (Main Entrance)
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Figure 1-5. Unbraced Fire Sprinkler Piping
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Figure 1-6. Unanchored Nonstructural Components in Kitchen
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Figure 1-7. Unanchored Shelving and Storage
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Figure 1-8. Unanchored Shelving and Storage
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Figure 1-9. Roof Top HVAC Unit

Figure 1-10. Library Interior
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Battle Ground, Maple Grove K-8, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Ratio of least horizontal

dimension of seismic-force-

resisting system to building

height is greater than 0.6Sa.

Additional overturning

resistance such as new

footings and hold-downs

may be appropriate to

mitigate seismic risk.

Further investigation is

required.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

No call-outs for straps in

new drawings. Lateral

system strengthening may be

appropriate to mitigate

seismic risk, such as

strengthening existing shear

walls, adding new shear

walls, or adding strapping

between floors.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

 X   

Cripple walls are not braced

to the foundation with wood

structural panels. Add

plywood sheathing to cripple

walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to incomplete

drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X   

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

The diaphragm is

discontinuous. New shear

walls at location of

diaphragm discontinuity

may be appropriate.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

The roof chord is not

continuous through changes

in roof elevation. New shear

walls at location of

diaphragm discontinuity

may be appropriate.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X     

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Diaphragm fasteners non-

compliant. Cross-grain

bending is present.
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Battle Ground, Maple Grove K-8, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation is

required to verify the

method of support of

masonry veneer at each

floor above grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Further investigation is

required to review

anchorage of fall-prone

contents.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: 400 Building
Facility Name: Prairie High School
District Name: Battle Ground
ICOS Latitude: 45.705
ICOS Longitude: -122.555
ICOS
County/District ID: 6119

ICOS Building ID: 15523
ASCE 41 Bldg Type: W2
Enrollment: 1,577
Gross Sq. Ft. : 25,057
Year Built: 1995
Number of Stories: 2
SXS BSE-2E: 0.827
SX1 BSE-2E: 0.518
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 297
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Battle Ground, Prairie High School, 400 Building
1.1 Building Description

The Prairie High School 400 Building is a two-story wood-framed structure constructed on level ground and

located in Brush Prairie, Washington. The building was originally constructed in 1995. The building is

rectangular in plan, roughly 150 feet by 100 feet, with a maximum roof height of around 22 feet. The

building construction consists of wood stud walls with masonry veneer on the first floor and stucco on the

second floor. The roof and floor systems are flexible structural panel sheathing diaphragms supported by

wood framing. The ground floor structure is a concrete slab-on-grade. The building shares the site with nine

other Prairie High School buildings. The building is directly east of the 500 Building.
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1.1.1 Building Use

The Prairie High School 400 Building includes classrooms and administrative offices. The high school has

over 1,570 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Prairie High School
Structural System Description

Structural Roof
The structural roof consists of wood structural panel sheathing over wood

framing.

Structural Floor(s)
The structural floor consists of wood structural panel sheathing over wood

framing.

Foundations
The foundation is assumed to be a conventional shallow foundation with spread

footings under columns and continuous footings under bearing walls.

Gravity System
The roof and floor framing are supported by wood stud bearing walls and wood

beams and posts.

Lateral System

The lateral forces are resisted by the wood structural sheathing roof diaphragm

and transferred into the structural panel wood shear walls in both the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Prairie High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Battle Ground Prairie High School 400 Building
Deficiency Description
Shear Stress

Check

Pseudo shear stress is greater than 1000 plf. The building likely requires wood shear wall strengthening. Further

investigation is required.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm has horizontal spans over 40 feet. Diaphragm strengthening including additional nailing,

blocking, and strapping may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Battle Ground Prairie High School 400 Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Battle Ground Prairie High School 400 Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Insufficient protection (shutoff valves or other devices) to limit spills/leaks from piping containing

hazardous materials. Installation of shutoff valves may be appropriate to limit hazardous material

spills.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Battle Ground Prairie High School 400 Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system of light fixtures.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify anchorage of canopies at exits to the main structure.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Could not be visually verified. None observed. Further investigation is required to review

anchorage of fall-prone contents.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Prairie High School 400 Building - East Exterior

Figure 1-2. Prairie High School 400 Building - North Exterior
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Figure 1-3. Prairie High School 400 Building - Northwest Exterior
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Figure 1-4. Large Exterior Glazing Panes in Hallway
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Figure 1-5. Inadequate Fire Sprinkler Penetration Clearance in Classroom, Typical Throughout
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Figure 1-6. Typical Classroom. Seismic Bracing of Light Fixtures is Unknown.

Figure 1-7. Office with Unbraced Tall, Narrow Contents

Battle Ground, Prairie High School, 400 Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 31



Figure 1-8. OSB Sheathing over TJI Joists Floor Framing

Battle Ground, Prairie High School, 400 Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 31



Figure 1-9. Fire Riser. Bracing of Fire Suppression Piping is Unknown.
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Figure 1-10. Elevator with Unknown Detailing
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Battle Ground, Prairie High School, 400 Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 1000 plf. The building

likely requires wood shear

wall strengthening. Further

investigation is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X     

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm has

horizontal spans over 40

feet. Diaphragm

strengthening including

additional nailing, blocking,

and strapping may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Battle Ground, Prairie High School, 400 Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

 X   

Insufficient protection

(shutoff valves or other

devices) to limit

spills/leaks from piping

containing hazardous

materials. Installation of

shutoff valves may be

appropriate to limit

hazardous material spills.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system of light

fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  Wood studs

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  Wood studs

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

exits to the main structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Could not be visually

verified. None observed.

Further investigation is

required to review

anchorage of fall-prone

contents.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review

anchorage of fall-prone

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: 500 Building
Facility Name: Prairie High School
District Name: Battle Ground
ICOS Latitude: 45.705
ICOS Longitude: -122.555
ICOS
County/District ID: 6119

ICOS Building ID: 11537
ASCE 41 Bldg Type: RM1
Enrollment: 1,577
Gross Sq. Ft. : 9,052
Year Built: 1979
Number of Stories: 1
SXS BSE-2E: 0.827
SX1 BSE-2E: 0.518
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 297
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Battle Ground, Prairie High School, 500 Building
1.1 Building Description

The Prairie High School 500 Building is a one-story reinforced masonry structure constructed on level

ground and located in Brush Prairie, Washington. The building is rectangular in plan, roughly 140 feet by 64

feet, with a maximum roof height of around 18 feet at the ridge. The building was originally constructed in

1979. The building construction consists of precast concrete columns and reinforced masonry walls. The

roof system is a flexible plywood diaphragm supported by wood framing. There is a mechanical mezzanine

level with a floor system consisting of a concrete topping slab over plywood sheathing and wood framing.

The ground floor structure is a concrete slab-on-grade. The building shares the site with nine other Prairie

High School buildings. The 500 Building is directly west of the 400 Building.
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1.1.1 Building Use

The Prairie High School 500 Building is the Social Studies Classroom Building. It includes classrooms and

administrative offices. The high school has over 1,570 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Prairie High School
Structural System Description

Structural Roof
The structural roof consists of ¾-inch plywood sheathing over wood framing

(including glulam girders, TJI joists, and solid-sawn joists).

Structural Floor(s)

The floor system is a concrete slab-on-grade. The mezzanine floor level consists

of a 2.5-inch concrete slab over 5/8-inch plywood sheathing supported by 2x

wood joists.

Foundations
The foundation consists of spread footings tied together with grade beams. There

are wood piles underneath the footings.

Gravity System

The roof framing spans between exterior masonry walls. The exterior masonry

walls span between precast concrete columns. There are interior steel columns

supporting the glulam girders.

Lateral System
The lateral forces are resisted by the plywood roof diaphragm and transferred

into the exterior masonry walls in both the transverse and longitudinal directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Prairie High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Battle Ground Prairie High School 500 Building
Deficiency Description

Reinforcing Steel
Reinforcing steel spacing is greater than 48 inches. The building's masonry walls likely require strengthening,

such as FRP and/or steel strongbacks. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not adequate. Additional tension ties, blocking, strapping, and diaphragm

nailing is required along the masonry walls.

Wood Ledgers
Connections that induce cross-grain bending in wood ledgers are present. Strengthening of connection, such as

adding blocking and anchor straps, may be appropriate to mitigate seismic risk.

Cross Ties

The building does not have continuous cross ties between diaphragm chords. Diaphragm strengthening may be

appropriate to mitigate seismic risk through the addition of new cross ties between diaphragm chords or adding

strap plates to connect the existing framing members together.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Battle Ground Prairie High School 500 Building
Unknown Item Description

Mezzanines

Sill plate nailing is unknown and compliance of this item could not be visually verified. This evaluation item is

likely non-compliant due to the building's age. This item requires further investigation to make a final

determination on its compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Battle Ground Prairie High School 500 Building
Deficiency Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Natural gas. Piping/ductwork not adequately protected from damage that could potentially allow

release of hazardous material. Hazardous material piping should be braced to the structure.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

None observed. Insufficient protection (shutoff valves or other devices) to limit spills/leaks from

piping containing hazardous materials. Installation of shutoff valves may be appropriate to limit

hazardous material spills.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

None observed. Flexible couplings not noted on hazardous material piping/ductwork. Installation

of flexible couplings may be appropriate.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Battle Ground Prairie High School 500 Building
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.
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Photos:

Figure 1-1. Prairie High School 500 Building - Northwest Exterior

Figure 1-2. Prairie High School 500 Building - Southwest Exterior
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Figure 1-3. Prairie High School 500 Building - North Exterior

Figure 1-4. East Covered Walkway
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Figure 1-5. Masonry over Precast Column at Exterior As-Built Condition Versus Precast Concrete Beam in
Drawings
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Figure 1-6. Masonry over Precast Column at Interior
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Figure 1-7. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-8. Wood-Framed Gable Wall above Masonry Wall
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Figure 1-9. Glulam Beam to Masonry Wall Connection
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Figure 1-10. Wood Roof Framing to Masonry Wall Connection at Corner
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Battle Ground, Prairie High School, 500 Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Sill plate nailing is unknown

and compliance of this item

could not be visually

verified. This evaluation

item is likely non-compliant

due to the building's age.

This item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Reinforcing steel spacing is

greater than 48 inches. The

building's masonry walls

likely require strengthening,

such as FRP and/or steel

strongbacks. Further

investigation is required.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not adequate. Additional

tension ties, blocking,

strapping, and diaphragm

nailing is required along the

masonry walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connections that induce

cross-grain bending in wood

ledgers are present.

Strengthening of connection,

such as adding blocking and

anchor straps, may be

appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

The building does not have

continuous cross ties

between diaphragm chords.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk through

the addition of new cross ties

between diaphragm chords

or adding strap plates to

connect the existing framing

members together.
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Battle Ground, Prairie High School, 500 Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire suppression

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Natural gas.

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Hazardous material piping

should be braced to the

structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

 X   

None observed.

Insufficient protection

(shutoff valves or other

devices) to limit

spills/leaks from piping

containing hazardous

materials. Installation of

shutoff valves may be

appropriate to limit

hazardous material spills.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

None observed. Flexible

couplings not noted on

hazardous material

piping/ductwork.

Installation of flexible

couplings may be

appropriate.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No cladding

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"a

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: 600 Building
Facility Name: Prairie High School
District Name: Battle Ground
ICOS Latitude: 45.705
ICOS Longitude: -122.555
ICOS
County/District ID: 6119

ICOS Building ID: 10577
ASCE 41 Bldg Type: RM1
Enrollment: 1,577
Gross Sq. Ft. : 10,725
Year Built: 1979
Number of Stories: 1
SXS BSE-2E: 0.827
SX1 BSE-2E: 0.518
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 297
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Battle Ground, Prairie High School, 600 Building
1.1 Building Description

The Prairie High School 600 Building is a one-story reinforced masonry structure constructed on level

ground and located in Brush Prairie, Washington. The building is L-shaped in plan, roughly 128 feet by 100

feet overall, with a maximum roof height of around 18 feet at the ridge. The building was originally

constructed in 1979. The building construction consists of precast concrete columns and reinforced masonry

walls. The roof system is a flexible plywood diaphragm supported by wood framing. There is a mechanical

mezzanine level with a floor system consisting of a concrete topping slab over plywood sheathing and wood

framing. The ground floor structure is a concrete slab-on-grade. The building shares the site with nine other

Prairie High School buildings. The 600 Building is directly south of the 500 Building.
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1.1.1 Building Use

The Prairie High School 600 Building is the Math/Science Classroom Building. It includes classrooms and

administrative offices. The high school has over 1,570 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Prairie High School
Structural System Description

Structural Roof
The structural roof consists of ¾-inch plywood sheathing over wood framing

(including glulam girders, TJI joists, and solid-sawn joists).

Structural Floor(s)

The floor system is a concrete slab-on-grade. The mezzanine floor level consists

of a 2.5-inch concrete slab over 5/8-inch plywood sheathing supported by 2x

wood joists.

Foundations
The foundation consists of spread footings tied together with grade beams. There

are wood piles underneath the footings.

Gravity System

The roof framing spans between exterior masonry walls. The exterior masonry

walls span between precast concrete columns. There are interior steel columns

supporting the glulam girders.

Lateral System
The lateral forces are resisted by the plywood roof diaphragm and transferred

into the exterior masonry walls in both the transverse and longitudinal directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Prairie High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Battle Ground Prairie High School 600 Building
Deficiency Description

Reinforcing Steel
Reinforcing steel spacing is greater than 48 inches. The building's masonry walls likely require strengthening,

such as FRP and/or steel strongbacks. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not adequate. Additional tension ties, blocking, strapping, and diaphragm

nailing is required along the masonry walls.

Wood Ledgers
Connections that induce cross-grain bending in wood ledgers are present. Strengthening of connections, such as

adding blocking and anchor straps, may be appropriate to mitigate seismic risk.

Cross Ties

The building does not have continuous cross ties between diaphragm chords. Diaphragm strengthening may be

appropriate to mitigate seismic risk through the addition of new cross ties between diaphragm chords or adding

strap plates to connect the existing framing members together.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Battle Ground Prairie High School 600 Building
Unknown Item Description

Mezzanines

Sill plate nailing is unknown and compliance of this item could not be visually verified. This evaluation item is

likely non-compliant due to the building's age. This item requires further field investigation to make a final

determination on its compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Battle Ground Prairie High School 600 Building
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Science supplies. Inadequate restraints for breakable containers storing hazardous material. Provide

latched doors, shelf lips, or wires.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Natural gas. Piping/ductwork not adequately protected from damage that could potentially allow

release of hazardous material. Natural gas piping should be adequately braced to the structure.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

None observed. Insufficient protection (shutoff valves or other devices) to limit spills/leaks from

piping containing hazardous materials. Installation of shutoff valves may be appropriate to limit

hazardous material spills.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

None observed. Flexible couplings not noted on hazardous material piping/ductwork. Installation

of flexible couplings may be appropriate.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Battle Ground Prairie High School 600 Building
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.
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Photos:

Figure 1-1. Prairie High School 600 Building - North Exterior

Figure 1-2. Prairie High School 600 Building - West Exterior
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Figure 1-3. Prairie High School 600 Building - Southwest Exterior

Figure 1-4. Prairie High School 600 Building - Southeast Exterior
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Figure 1-5. Science Classroom with Unknown Light Fixture Bracing

Figure 1-6. Science Classroom
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Figure 1-7. Mechanical Equipment, Typical
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Figure 1-8. Unbraced Tall Narrow Contents, Typical
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Figure 1-9. Unrestrained Breakable Containers, Typical
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Figure 1-10. Natural Gas without Shutoff Valve
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Battle Ground, Prairie High School, 600 Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Sill plate nailing is unknown

and compliance of this item

could not be visually

verified. This evaluation

item is likely non-compliant

due to the building's age.

This item requires further

field investigation to make a

final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Reinforcing steel spacing is

greater than 48 inches. The

building's masonry walls

likely require strengthening,

such as FRP and/or steel

strongbacks. Further

investigation is required.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not adequate. Additional

tension ties, blocking,

strapping, and diaphragm

nailing is required along the

masonry walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connections that induce

cross-grain bending in wood

ledgers are present.

Strengthening of

connections, such as adding

blocking and anchor straps,

may be appropriate to

mitigate seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

The building does not have

continuous cross ties

between diaphragm chords.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk through

the addition of new cross ties

between diaphragm chords

or adding strap plates to

connect the existing framing

members together.
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Battle Ground, Prairie High School, 600 Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire suppression

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Science supplies.

Inadequate restraints for

breakable containers

storing hazardous material.

Provide latched doors,

shelf lips, or wires.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Natural gas.

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Natural gas piping should

be adequately braced to the

structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

 X   

None observed.

Insufficient protection

(shutoff valves or other

devices) to limit

spills/leaks from piping

containing hazardous

materials. Installation of

shutoff valves may be

appropriate to limit

hazardous material spills.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

None observed. Flexible

couplings not noted on

hazardous material

piping/ductwork.

Installation of flexible

couplings may be

appropriate.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No cladding

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Main Building
Facility Name: River Homelink
District Name: Battle Ground
ICOS Latitude: 45.767
ICOS Longitude: -122.545
ICOS
County/District ID: 6119

ICOS Building ID: 11747
ASCE 41 Bldg Type: W2
Enrollment: 966
Gross Sq. Ft. : 34,863
Year Built: 1980
Number of Stories: 2
SXS BSE-2E: 0.818
SX1 BSE-2E: 0.515
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 320
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Battle Ground, River Homelink, Main Building
1.1 Building Description

The River Homelink main school building is a two-story wood-framed structure. The building is constructed

on level ground and is located in Battle Ground, Washington. The 1980 building is 780 feet by 240 feet with

a maximum roof height of 32 feet. Building construction consists of wood stud walls. The ground floor

system is a concrete slab-on-grade. The roof system consists of premanufactured wood trusses and wood

joists with a plywood sheathing diaphragm. The building shares the site with a playground, a gymnasium, a

school building, a parking lot, and various outbuildings.
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1.1.1 Building Use

The River Homelink main school building includes classrooms and storage. The school has over 960 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of River Homelink
Structural System Description

Structural Roof
The main school building is comprised of premanufactured wood trusses with

plywood sheathing.

Structural Floor(s) The ground level is a 4-inch concrete floor slab.

Foundations
The wood stud walls are supported by continuous concrete wall footings. Steel

columns are supported by concrete spread footings.

Gravity System
The gravity system is composed of wood beams, wood-framed walls, and steel

columns.

Lateral System The lateral system is wood shear walls with plywood sheathing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of River Homelink
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Battle Ground River Homelink Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Battle Ground River Homelink Main Building
Unknown Item Description

Load Path

Roof diaphragm to shear wall connection is unknown because incomplete structural drawings are available.

This item requires further field investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary.

Mezzanines

No structural details are available and compliance could not be visually verified. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection

No structural details are available and compliance could not be visually verified. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Battle Ground River Homelink Main Building
Deficiency Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Inadequate anchoring/bracing of life-safety equipment. All life-safety equipment should be

anchored or braced to the structure of the foundation.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. All life-safety

equipment should be anchored or braced to the structure.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Battle Ground River Homelink Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Further investigation is required to review the anchorage of fall-prone contents.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review the anchorage of fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review the vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review the anchorage of tall narrow equipment.
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Photos:

Figure 1-1. River Homelink - West Exterior

Figure 1-2. River Homelink - South Exterior Canopy
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Figure 1-3. River Homelink - East Exterior

Figure 1-4. Inadequate Fire Sprinkler Penetration Clearance, Typical Throughout
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Figure 1-5. Classroom with Unbraced Tall Narrow Contents, Typical

Figure 1-6. Open Space in School Interior with Large Glazing Panes
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Figure 1-7. Wood Truss Roof
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Figure 1-8. Mechanical Room with Unbraced Piping
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Figure 1-9. Storage Room with Unbraced Tall Narrrow Contents
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Figure 1-10. Girder to Concrete Column Connection. Unknown Detailing.
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Battle Ground, River Homelink, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Roof diaphragm to shear

wall connection is unknown

because incomplete

structural drawings are

available. This item requires

further field investigation to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

No structural details are

available and compliance

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No structural details are

available and compliance

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X     

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Battle Ground, River Homelink, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Inadequate

anchoring/bracing of life-

safety equipment. All life-

safety equipment should be

anchored or braced to the

structure of the foundation.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices. All

life-safety equipment

should be anchored or

braced to the structure.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Battle Ground, River Homelink, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 30



P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage required for tall

narrow contents more than

six feet high to provide

overturning restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Further investigation is

required to review the

anchorage of fall-prone

contents.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review the

anchorage of fall-prone

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review the

vertical support and lateral

bracing of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review the

anchorage of tall narrow

equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No Elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No Elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No Elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No Elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No Elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No Elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No Elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No Elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No Elevator
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Building Name: Bldg B -
Vocational/Transportation

Facility Name: Bickleton Elementary and High
School

District Name: Bickleton
ICOS Latitude: 45.999
ICOS Longitude: -120.293
ICOS
County/District ID: 20203

ICOS Building ID: 23173
ASCE 41 Bldg Type: S3
Enrollment: 87
Gross Sq. Ft. : 3,672
Year Built: 1961
Number of Stories: 1
SXS BSE-2E: 0.329
SX1 BSE-2E: 0.135
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1031
Liquefaction
Potential: None

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: WRK Engineers

1. Bickleton, Bickleton Elementary and High School, Bldg B -
Vocational/Transportation
1.1 Building Description

The Bickleton Elementary and High School Vocational/Transportation Building is a one-story steel

structure. The building is constructed on level ground and is located in Bickleton, Washington. The 1961

building is mostly rectangular in plan, 82 feet by 68 feet, with a maximum roof height of 15 feet. Building

construction consists of steel frames with metal siding and metal roof decking. Interior walls are wood stud

walls with gypsum board sheathing. For lateral resistance, the transverse direction uses steel moment frames

and the longitudinal direction uses steel rod bracing. The floor system at the mezzanine level is plywood

sheathing over wood joists. The building shares a site with a track field, a gym, a school building, and a

parking lot.
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1.1.1 Building Use

The vocational/transportation building includes classrooms, a shop space, and storage. The elementary and

high school has over 80 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Bickleton Elementary and High School
Structural System Description
Structural Roof The roof system is composed of a metal roof deck supported by steel beams.

Structural Floor(s)
The ground level is a 4-inch concrete floor slab. The mezzanine is composed of

plywood sheathing over wood joists.

Foundations
The cold-form steel walls are supported on concrete wall footings. Steel columns

are supported on concrete footings.

Gravity System
The gravity system is composed of steel beams, steel columns, and wood-framed

interior walls.

Lateral System

The lateral forces are resisted by steel rod bracing in the longitudinal direction

and steel moment frames in the transverse direction. The roof diaphragm resists

the lateral forces with horizontal rod bracing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Bickleton Elementary and High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Bickleton Bickleton Elementary and High School Bldg B -
Vocational/Transportation
Deficiency Description

Torsion
Building has eccentric stiffness. Further investigation is required. Addition of new shear walls or braced frames

may be appropriate to resist torsional effects.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Bickleton Bickleton Elementary and High School Bldg B -
Vocational/Transportation
Unknown Item Description

Load Path

Limited structural drawings are available. Unknown if connection between rod bracing and structure is

adequate. No clear connection to foundation. Further investigation is required to make a final determination on

this item's compliance.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Bickleton Bickleton Elementary and High School Bldg B -
Vocational/Transportation
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Bickleton Bickleton Elementary and High School Bldg B -
Vocational/Transportation
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation required to review support system for light fixtures. Based on the age of the

building, this item is likely non-compliant. Installation of light fixture bracing may be appropriate

to mitigate seismic risk.

CG-2 Cladding Isolation. HR-

not required; LS-MH; PR-MH.
Further investigation required to verify cladding connection detailing.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Further investigation required to verify cladding connections.

CG-6 Bearing Connections.

HR-MH; LS-MH; PR-MH.
Further investigation required to verify cladding connections.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation required to verify stair connections.
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Photos:

Figure 1-1. Bickleton Vocational/Transportation Building - Southwest Exterior

Figure 1-2. Bickleton Vocational/Transportation Building - South Exterior

Bickleton, Bickleton Elementary and High School, Bldg B - Vocational/Transportation ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 29



Figure 1-3. Shop Room - South Side

Figure 1-4. Shop Room - North Side
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Figure 1-5. Classroom with Unknown Bracing for Light Fixtures
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Figure 1-6. Storage Room with Unbraced Lockers
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Figure 1-7. Garage Addition - East Side
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Figure 1-8. Garage Addition - North Side with Diagonal Rod Bracing
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Figure 1-9. Covered Area at Garage
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Bickleton, Bickleton Elementary and High School, Bldg B -

Vocational/Transportation

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Limited structural drawings

are available. Unknown if

connection between rod

bracing and structure is

adequate. No clear

connection to foundation.

Further investigation is

required to make a final

determination on this item's

compliance.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is required.

Addition of new shear walls

or braced frames may be

appropriate to resist

torsional effects.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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17-12 Collapse Prevention Structural Checklist for Building Type S3

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Tansfer to Steel Frames

Diaphragms are connected for transfer of seismic

forces to the steel moment frames. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.2)

X     

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Moment-Resisting

Connections

All moment connections are able to develop the

elastic moment (FyS) of the adjoining members.

(Tier 2: Sec. 5.5.2.2.1; Commentary: Sec.

A.3.1.3.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Compact Members

All frame elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.2.2.4; Commentary:

Sec. A.3.1.3.8)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Roof Panels

Where considered as diaphragm elements for

lateral resistance, metal, plastic, or cementitious

roof panels are positively attached to the roof

framing to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Wall Panels

Where considered as shear elements for lateral

resistance, metal, fiberglass, or cementitious wall

panels are positively attached to the framing and

foundation to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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Bickleton, Bickleton Elementary and High School, Bldg B -

Vocational/Transportation

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation

required to review support

system for light fixtures.

Based on the age of the

building, this item is likely

non-compliant. Installation

of light fixture bracing

may be appropriate to

mitigate seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

   X

Further investigation

required to verify cladding

connection detailing.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Further investigation

required to verify cladding

connections.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

   X

Further investigation

required to verify cladding

connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Main Building

Facility Name: Bickleton Elementary and High
School

District Name: Bickleton
ICOS Latitude: 45.999
ICOS Longitude: -120.293
ICOS
County/District ID: 20203

ICOS Building ID: 23171
ASCE 41 Bldg Type: RM2
Enrollment: 87
Gross Sq. Ft. : 39,330
Year Built: 2010
Number of Stories: 1
SXS BSE-2E: 0.329
SX1 BSE-2E: 0.135
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1031
Liquefaction

Potential:
None

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Bickleton, Bickleton Elementary and High School, Main Building
1.1 Building Description

The Bickleton Elementary and High School main building is a one-story reinforced masonry structure. The

building is constructed on level ground and is located in Bickleton, Washington. The 2010 building is 219

feet by 228 feet with a maximum roof height of 45 feet. Building construction consists of reinforced concrete

masonry unit block walls. The floor system at the interstitial level is a steel-framed system with a concrete

over metal deck floor slab. The roof system at the lower roof is a wood-framed system with a plywood-

sheathed diaphragm. The roof system at the high roof is a steel-framed system with a metal deck diaphragm.

The building shares a site with the track field, gym, vocational/bus storage building, and parking lot.
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1.1.1 Building Use

The main building includes classrooms and storage. The elementary and high school have over 80 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Bickleton Elementary and High School
Structural System Description

Structural Roof

The low roof system is composed of wood joists and wood trusses with a

plywood-sheathed roof diaphragm. The high roof system is composed of steel

truss framing with a metal deck diaphragm.

Structural Floor(s)
The ground level is a 6-inch concrete floor slab. The interstitial floor is steel

beams with a concrete over metal deck floor slab.

Foundations The masonry walls are supported by continuous concrete perimeter footings.

Gravity System

The gravity system is composed of wood and steel beams, reinforced masonry

walls, and wood-framed walls. Steel columns are used from the interstitial level

to the low roof.

Lateral System

The lateral system is a mixture of 8-inch and 12-inch concrete masonry unit

shear walls with a flexible plywood-sheathed diaphragm and a metal deck

diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Bickleton Elementary and High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Bickleton Bickleton Elementary and High School Main Building
Deficiency Description

Wood Ledgers
Connections that induce cross-grain bending in wood ledgers are present. Strengthening of connections, such as

adding blocking and anchor straps, may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Bickleton Bickleton Elementary and High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Bickleton Bickleton Elementary and High School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Bickleton Bickleton Elementary and High School Main
Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation required to review fire suppression anchorage and bracing.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation required to review fire suppression for flexible couplings.
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Photos:

Figure 1-1. Gymnasium with Steel Truss and Metal Deck Diaphragm Roof System
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Figure 1-2. Server Room. Unbraced Tall Nonstructural Components Typical.
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Figure 1-3. Interstitial Level
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Figure 1-4. Typical Diaphragm Connection to CMU Wall
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Figure 1-5. Interstitial Level Showing Roof Framing
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Figure 1-6. Typical Lab Classroom with Unknown Light Fixture Bracing
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Figure 1-7. Bickleton Elementary and High School - Southeast Exterior
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Figure 1-8. Mechanical Equipment Unbraced

Figure 1-9. Bickleton Elementary and High School - West Exterior
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Figure 1-10. Mechanical Room with Unbraced Equipment
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Bickleton, Bickleton Elementary and High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Bickleton, Bickleton Elementary and High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 32



17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X     
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connections that induce

cross-grain bending in wood

ledgers are present.

Strengthening of

connections, such as adding

blocking and anchor straps,

may be appropriate to

mitigate seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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Bickleton, Bickleton Elementary and High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation

required to review fire

suppression anchorage and

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X     

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X     

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Does not contain

hazardous material

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
Does not contain

hazardous material

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
Does not contain

hazardous material
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
Does not contain

hazardous material

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
Does not contain

hazardous material

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Does not contain

hazardous material

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

X     

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X     

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

Bickleton, Bickleton Elementary and High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 32



ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Gymnasium Building
Facility Name: Boistfort Elementary
District Name: Boistfort
ICOS Latitude: 46.55
ICOS Longitude: -123.133
ICOS
County/District ID: 21234

ICOS Building ID: 16933
ASCE 41 Bldg Type: RM1
Enrollment: 99
Gross Sq. Ft. : 14,530
Year Built: 1963
Number of Stories: 1
SXS BSE-2E: 0.948
SX1 BSE-2E: 0.610
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 320
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Boistfort, Boistfort Elementary, Gymnasium Building
1.1 Building Description

The Boistfort Elementary School gymnasium building is a one-story reinforced masonry and wood-framed

structure. The building is constructed on level ground and is located in Curtis, Washington. The 1963

building is 170 feet by 100 feet with a maximum roof height of 25 feet. Building construction consists of

reinforced masonry walls and wood-stud walls. The floor system is concrete slab-on-grade at the gym and a

wood-framed elevated floor at the multi-purpose room. The roof system is wood-framed stress-skin panels

over glulam beams. The building shares a site with the main building, a play shed, and various outbuildings.
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1.1.1 Building Use

The building is a gymnasium for the Boistfort Elementary School and includes the gymnasium, a

multipurpose room, locker rooms, storage, mechanical rooms, and a kitchen. The PK-8 elementary school

has over 90 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Boistfort Elementary
Structural System Description

Structural Roof

The roof system is composed of stress-skin wood panels over glulam beams. The

stress-skin panels consist of plywood sheathing over 2x dimensional lumber

framing.

Structural Floor(s)
The main floor consists of a concrete slab-on-grade. The elevated floor at the

multipurpose room consists of T&G decking over wood framing.

Foundations

The foundation consists of cast-in-place reinforced concrete shallow spread

footings supporting wall piers and columns, as well as concrete strip footings

supporting reinforced masonry and wood stud bearing walls.

Gravity System

The gravity system consists of a wood-framed roof supported by glulam and

solid-sawn beams supported by reinforced masonry bearing walls, wood stud

bearing walls, and steel columns.

Lateral System
A mixture of wood shear walls and reinforced masonry walls with a structural

diaphragm resists the forces in the longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Boistfort Elementary
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Boistfort Boistfort Elementary Gymnasium Building
Deficiency Description

Load Path

The windows along the east and west sides of the gymnasium create a break in the load path from the roof

diaphragm to the masonry shear walls. In-plane strengthening is recommended, such as infilling windows with

CMU or adding new shear walls or braced frames along the east and west sides.

Shear Stress

Check

Shear stress for CMU walls is compliant. However, corresponding check for W2 system is non-compliant. The

building likely requires lateral strengthening through the addition of new masonry shear walls. Further

investigation is required.

Wall Anchorage

Roof exterior CMU wall connection types and extent are unknown. This evaluation item is likely non-

compliant due to the building's age, but could not be visually verified. This item requires further field

investigation to make a final determination on its compliance. The addition of out-of-plane wall anchors,

blocking, and strapping is likely required.

Transfer to Shear

Walls

There is no connection between the gymnasium roof diaphragm and the east/west masonry walls. Existing wall

anchorage elsewhere is likely insufficient to transfer roof diaphragm loads to the shear walls. Post-installed

anchors should be installed between the roof diaphragm and the existing masonry walls.

Cross Ties

There are no continuous cross ties between diaphragm chords. Diaphragm strengthening may be appropriate to

mitigate seismic risk through the addition of new cross ties between diaphragm chords or adding strap plates to

connect the existing framing members together.

Diagonally

Sheathed and

Unblocked

Diaphragms

This evaluation cannot be visually verified, but is likely non-compliant. This item requires further investigation

to make a final determination on its compliance. Diaphragm strengthening may be appropriate to mitigate

seismic risk through the addition of diaphragm blocking and increased nailing.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Boistfort Boistfort Elementary Gymnasium Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

No structural drawings are available. This evaluation item is unknown and cannot be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Reinforcing Steel

The reinforcing steel size and spacing for the masonry walls is unknown based on the available as-built

information. This item requires further field investigation to make a final determination on its compliance. The

addition of FRP or vertical HSS strongbacks may be appropriate.

Wood Ledgers

This evaluation item is unknown and likely non-compliant due to the building's age. This item requires further

field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Girder-Column

Connection

No structural drawings are available. This evaluation item is unknown and cannot be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Boistfort Boistfort Elementary Gymnasium Building
Deficiency Description

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Partition wall at entrance to boys' locker room is likely unbraced based on the age of the building.

This item requires further field investigation to make a final determination on its compliance and

to develop a mitigation recommendation, if necessary. Unreinforced masonry partition walls

should be braced at spacing of six feet or demolished.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Boistfort Boistfort Elementary Gymnasium Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Emergency power equipment was not observed. Based on the age of the building, emergency

power is likely non-existent or non-compliant. Further investigation is required to review the life-

safety system anchorage and bracing.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

This evaluation item is unknown and likely non-compliant due to the building's age. This item

requires further field investigation to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

This item requires further investigation to review the support system for light fixtures and to make

a final determination on its compliance. Light fixture bracing is likely inadequate and the addition

of bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Tall narrow contents do not appear to be anchored to the structure or to each other. Contents more

than six feet high should be anchored to provide overturning base restraint.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical equipment in-line with the duct or piping system weighing more than 75 pounds does

not appear to be braced or restrained, but cannot be visually verified. This item requires further

investigation to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation required to review anchorage of tall narrow equipment. All tall narrow

mechanical equipment should be braced or anchored to the structure.
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Photos:

Figure 1-1. Boistfort Gym - West Exterior

Figure 1-2. Boistfort Gym - South Exterior
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Figure 1-3. Boistfort Gym - East Exterior

Figure 1-4. Boistfort Gym - North Exterior
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Figure 1-5. Unbraced Nonstructural Partition Wall at Entry
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Figure 1-6. Locker Room with Unbraced Half-Height Partition Walls

Figure 1-7. Gymnasium - North Interior
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Figure 1-8. Mechanical Room
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Figure 1-9. Multipurpose Room with Unknown Light Fixture Bracing, Typical Throughout

Figure 1-10. Kitchen - Large Nonstructural Components Unbraced
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Boistfort, Boistfort Elementary, Gymnasium Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

The windows along the east

and west sides of the

gymnasium create a break in

the load path from the roof

diaphragm to the masonry

shear walls. In-plane

strengthening is

recommended, such as

infilling windows with CMU

or adding new shear walls or

braced frames along the east

and west sides.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

No structural drawings are

available. This evaluation

item is unknown and cannot

be visually verified. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Shear stress for CMU walls

is compliant. However,

corresponding check for W2

system is non-compliant.

The building likely requires

lateral strengthening through

the addition of new masonry

shear walls. Further

investigation is required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

The reinforcing steel size

and spacing for the masonry

walls is unknown based on

the available as-built

information. This item

requires further field

investigation to make a final

determination on its

compliance. The addition of

FRP or vertical HSS

strongbacks may be

appropriate.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Roof exterior CMU wall

connection types and extent

are unknown. This

evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination on its

compliance. The addition of

out-of-plane wall anchors,

blocking, and strapping is

likely required.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

There is no connection

between the gymnasium roof

diaphragm and the east/west

masonry walls. Existing wall

anchorage elsewhere is

likely insufficient to transfer

roof diaphragm loads to the

shear walls. Post-installed

anchors should be installed

between the roof diaphragm

and the existing masonry

walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No structural drawings are

available. This evaluation

item is unknown and cannot

be visually verified. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk through

the addition of new cross ties

between diaphragm chords

or adding strap plates to

connect the existing framing

members together.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

This evaluation cannot be

visually verified, but is

likely non-compliant. This

item requires further

investigation to make a final

determination on its

compliance. Diaphragm

strengthening may be

appropriate to mitigate

seismic risk through the

addition of diaphragm

blocking and increased

nailing.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Boistfort, Boistfort Elementary, Gymnasium Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Emergency power

equipment was not

observed. Based on the age

of the building, emergency

power is likely non-

existent or non-compliant.

Further investigation is

required to review the life-

safety system anchorage

and bracing.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Partition wall at entrance

to boys' locker room is

likely unbraced based on

the age of the building.

This item requires further

field investigation to make

a final determination on its

compliance and to develop

a mitigation

recommendation, if

necessary. Unreinforced

masonry partition walls

should be braced at

spacing of six feet or

demolished.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

This item requires further

investigation to review the

support system for light

fixtures and to make a

final determination on its

compliance. Light fixture

bracing is likely

inadequate and the

addition of bracing may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"
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LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Tall narrow contents do

not appear to be anchored

to the structure or to each

other. Contents more than

six feet high should be

anchored to provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical equipment in-

line with the duct or piping

system weighing more than

75 pounds does not appear

to be braced or restrained,

but cannot be visually

verified. This item requires

further investigation to

review vertical support and

lateral bracing of

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation

required to review

anchorage of tall narrow

equipment. All tall narrow

mechanical equipment

should be braced or

anchored to the structure.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Boistfort, Boistfort Elementary, Gymnasium Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 30



D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

N/A due to ASCE 41

Performance Level: "Life

Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Moderate"

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Moderate"

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

"Level: Life Safety (LS)"
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Building Name: Main Building
Facility Name: Boistfort Elementary
District Name: Boistfort
ICOS Latitude: 46.55
ICOS Longitude: -123.133
ICOS
County/District ID: 21234

ICOS Building ID: 18408
ASCE 41 Bldg Type: URM
Enrollment: 99
Gross Sq. Ft. : 18,935
Year Built: 1936
Number of Stories: 1
SXS BSE-2E: 0.948
SX1 BSE-2E: 0.610
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 320
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Boistfort, Boistfort Elementary, Main Building
1.1 Building Description

The Boistfort Elementary School main building is a one-story unreinforced masonry structure with a CMU

addition and a wood-framed mezzanine. The building is constructed on level ground and is located in Curtis,

Washington. The 1936 building is 154 feet by 83 feet with a maximum roof height of 25 feet. Building

construction consists of unreinforced brick walls in the main building and concrete block walls in the

addition. The floor system is a wood-framed system below a finished floor. The roof system is a wood-

framed system with a straight-sheathed diaphragm. The building shares a site with the gym, a play shed, and

various outbuildings.
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1.1.1 Building Use

The Boistfort Elementary School main building includes classrooms, a playroom, a kitchen, and storage. The

PK-8 elementary school has over 90 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Boistfort Elementary
Structural System Description

Structural Roof
The roof system is composed of wood joists and wood trusses with a straight-

sheathed roof diaphragm.

Structural Floor(s)
The lower main level and the addition have a concrete floor slab. The main level

and the mezzanine level are wood-framed systems.

Foundations
The masonry walls are supported by continuous wall footings. The floor system

is supported by wood girders resting on concrete posts and spread footings.

Gravity System
The gravity system is composed of wood trusses and joists, wood girders and

posts, wood stud walls, and masonry walls.

Lateral System
The lateral system is a mixture of wood shear walls between the attic floor and

roof, unreinforced masonry walls, and reinforced concrete block walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Boistfort Elementary
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Boistfort Boistfort Elementary Main Building
Deficiency Description

Load Path
Incomplete structural drawings/details available. Unknown transfer to CMU shear walls and no foundation

dowels. Post-installed anchors and FRP may be appropriate to provide a load path.

Adjacent

Buildings

No seismic gap between main building and CMU addition. New shear walls may be appropriate to reduce

building drift. Further investigation is required.

Mezzanines
There is no transfer between wood shear walls at the mezzanine level and the main floor. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Vertical

Irregularities

Vertical elements resisting shear wall overturning are discontinuous between the attic and the main level.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Shear Stress

Check

Pseudo shear stress is greater than 30 psi. The building likely requires URM shear wall strengthening or the

addition of new shear walls. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing is required

along the URM walls.

Wood Ledgers

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary.

Transfer to Shear

Walls

Wall anchorage between diaphragms and URM shear walls not present for transfer of seismic forces to the

shear walls. Post-installed anchors recommended to connect the diaphragm to the URM shear walls.

Proportions

The height-to-thickness ratio of the URM shear walls at each story is greater than 13 (12-foot height/9-inch

thickness). URM out-of-plane strengthening is likely required. The addition of steel strongbacks may be

appropriate to strengthen the URM walls. Further investigation is required.

Cross Ties

The building does not have continuous cross ties between diaphragm chords. Diaphragm strengthening may be

appropriate to mitigate seismic risk through the addition of new cross ties between diaphragm chords or the

addition of strap plates to connect existing framing members together.

Straight Sheathing
Straight-sheathed diaphragms have aspect ratios greater than 2-to-1. Diaphragm strengthening, including the

addition of wood structural panel sheathing, may be appropriate to mitigate seismic risk.

Spans
Wood diaphragms do not consist of wood structural panels or diagonal sheathing. Installation of wood

structural panels may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

This evaluation item cannot be visually verified, but is likely non-compliant. This item requires further

investigation to make a final determination on its compliance. Diaphragm strengthening may be appropriate to

mitigate seismic risk through the addition of diaphragm blocking and additional nailing.

Beam
Girder, and Truss Supports,Beams, girders, and trusses supported by URM walls or pilasters do not have

independent secondary columns for support of vertical loads. Addition of secondary support is recommended.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Boistfort Boistfort Elementary Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Masonry Layup
This evaluation item is unknown and cannot be visually verified. This item requires further field investigation

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Boistfort Boistfort Elementary Main Building
Deficiency Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Piping/ductwork is not adequately protected from damage that could potentially allow the release

of hazardous material. Hazardous material piping should be braced to the structure.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Flexible couplings not noted on hazardous material piping/ductwork. The installation of shutoff

valves may be appropriate to limit hazardous material spills.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Inadequate bracing for URM partitions. URM partitions should be braced at a maximum spacing

of six feet.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Inadequate attachments for suspended ceilings. Add ceiling attachment at twelve feet spacing in

each direction.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Inadequate attachments for suspended ceilings. Add ceiling attachment at twelve feet spacing in

each direction.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Inadequate independent attachments for light fixtures. Add seismic bracing to all light fixtures in

grid ceiling suspension systems.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Greater than 6'-0\ spacing. Add additional anchors, as required, to ensure a maximum of six feet

spacing between anchors.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow contents greater than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage required for fall-prone contents. Heavy items on upper shelves should be restrained by

netting or cabling to avoid becoming falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Boistfort Boistfort Elementary Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Emergency power equipment was not observed. Based on the age of the building, emergency

power is likely non-existent or non-compliant. Further investigation is required to review the life-

safety system anchorage and bracing.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping. Based on the age of the building, shutoff valves are likely non-existent or non-

compliant. The installation of shutoff valves may be appropriate to limit hazardous material spills.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

This evaluation item is unknown and likely non-compliant due to the building's age. This item

requires further investigation to make a final determination on its compliance.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation required to verify detailing of masonry veneer ties.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation required to verify method of support of masonry veneer at each floor above

grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation required to verify anchorage of masonry veneer at weakened planes.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Further investigation required to verify anchorage of masonry veneer.
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Photos:

Figure 1-1. Storage Room at the CMU Addition. Original Unreinforced Masonry Wall Shown on Left.

Figure 1-2. Library at Lower Main Level
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Figure 1-3. Wall Space Showing Straight-Sheathed Walls
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Figure 1-4. Unbraced Ducts and Piping in Attic Space

Figure 1-5. New Plywood Shear Walls in Attic Discontinuous to Foundation

Boistfort, Boistfort Elementary, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 9 of 30



Figure 1-6. Connection of Roof Diaphragm to Plywood Shear Wall Likely Inadequate

Figure 1-7. Lack of Connection from Roof Diaphragm to Masonry Walls
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Figure 1-8. Boistfort Elementary School - West Exterior

Figure 1-9. CMU Addition - East Exterior
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Figure 1-10. Unbraced Tall Narrow Contents, Typical
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Boistfort, Boistfort Elementary, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Incomplete structural

drawings/details available.

Unknown transfer to CMU

shear walls and no

foundation dowels. Post-

installed anchors and FRP

may be appropriate to

provide a load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

No seismic gap between

main building and CMU

addition. New shear walls

may be appropriate to reduce

building drift. Further

investigation is required.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

 X   

There is no transfer between

wood shear walls at the

mezzanine level and the

main floor. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Vertical elements resisting

shear wall overturning are

discontinuous between the

attic and the main level.

Lateral system strengthening

or addition of new shear

walls may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Pseudo shear stress is greater

than 30 psi. The building

likely requires URM shear

wall strengthening or the

addition of new shear walls.

Further investigation is

required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing is

required along the URM

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Wall anchorage between

diaphragms and URM shear

walls not present for transfer

of seismic forces to the shear

walls. Post-installed anchors

recommended to connect the

diaphragm to the URM

shear walls.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

The height-to-thickness ratio

of the URM shear walls at

each story is greater than 13

(12-foot height/9-inch

thickness). URM out-of-

plane strengthening is likely

required. The addition of

steel strongbacks may be

appropriate to strengthen the

URM walls. Further

investigation is required.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown and cannot be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

The building does not have

continuous cross ties

between diaphragm chords.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk through

the addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight-sheathed

diaphragms have aspect

ratios greater than 2-to-1.

Diaphragm strengthening,

including the addition of

wood structural panel

sheathing, may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panels or diagonal

sheathing. Installation of

wood structural panels may

be appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

This evaluation item cannot

be visually verified, but is

likely non-compliant. This

item requires further

investigation to make a final

determination on its

compliance. Diaphragm

strengthening may be

appropriate to mitigate

seismic risk through the

addition of diaphragm

blocking and additional

nailing.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

Beams, girders, and trusses

supported by URM walls or

pilasters do not have

independent secondary

columns for support of

vertical loads. Addition of

secondary support is

recommended.
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Boistfort, Boistfort Elementary, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Emergency power

equipment was not

observed. Based on the age

of the building, emergency

power is likely non-

existent or non-compliant.

Further investigation is

required to review the life-

safety system anchorage

and bracing.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Piping/ductwork is not

adequately protected from

damage that could

potentially allow the

release of hazardous

material. Hazardous

material piping should be

braced to the structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping. Based on

the age of the building,

shutoff valves are likely

non-existent or non-

compliant. The installation

of shutoff valves may be

appropriate to limit

hazardous material spills.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Flexible couplings not

noted on hazardous

material piping/ductwork.

The installation of shutoff

valves may be appropriate

to limit hazardous material

spills.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Inadequate bracing for

URM partitions. URM

partitions should be braced

at a maximum spacing of

six feet.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

Inadequate attachments for

suspended ceilings. Add

ceiling attachment at

twelve feet spacing in each

direction.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

Inadequate attachments for

suspended ceilings. Add

ceiling attachment at

twelve feet spacing in each

direction.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Inadequate independent

attachments for light

fixtures. Add seismic

bracing to all light fixtures

in grid ceiling suspension

systems.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further

investigation to make a

final determination on its

compliance.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation

required to verify method

of support of masonry

veneer at each floor above

grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Further investigation

required to verify

anchorage of masonry

veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

Greater than 6'-0" spacing.

Add additional anchors, as

required, to ensure a

maximum of six feet

spacing between anchors.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage required for tall

narrow contents greater

than six feet high to

provide overturning

restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Original Building
Facility Name: Edison Elementary School
District Name: Burlington-Edison
ICOS Latitude: 48.562
ICOS Longitude: -122.439
ICOS
County/District ID: 29100

ICOS Building ID: 14601
ASCE 41 Bldg Type: W2
Enrollment: 449
Gross Sq. Ft. : 58,646
Year Built: 1995
Number of Stories: 2
SXS BSE-2E: 0.906
SX1 BSE-2E: 0.822
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 173
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Burlington-Edison, Edison Elementary School, Original Building
1.1 Building Description

The Elementary School Original Building is a two story wood frame building. The building is located at a

flat site in the northern area of the Edison Elementary School campus. The exterior walls are covered with

brick veneer on the lower level in some locations and extending up to half of the second level in other

locations. The footprint of the building is rectangular and approximately 290 feet by 180 feet. The building

has multiple roof lines and gables. The roof presumably consists of wood sheathing supported by solid sawn

beams. The solid sawn roof beams are supported by the wood bearing walls around the perimeter and in the

interior of the building. Nonstructural components include, but are not limited to, brick veneer and

mechanical, electrical and plumbing systems.
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1.1.1 Building Use

The building use is a K-6 elementary school with classrooms. There is also an outdoor freestanding play

structural that consists of concrete columns that act as an inverted pendulum frames supporting a structural

steel truss roof.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Edison Elementary School
Structural System Description

Structural Roof
Drawings are not available. It is assumed the roof structure is wood frame

construction. Likely to be wood sheathing supported by solid sawn beams.

Structural Floor(s) Unknown - drawings not available

Foundations Unknown - drawings not available. Likely to be concrete strip footings.

Gravity System
Wood frame system - drawings not available. Likely to be wood bearing walls

around the perimeter and on the interior of the building.

Lateral System
The lateral system appears to consist of floor and roof framing systems acting as

diaphragms to transfer loads into wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Edison Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Burlington-Edison Edison Elementary School Original Building
Deficiency Description

Roof Chord

Continuity

A large portion of the roof connects with the 2nd Floor ceiling on the north side of the building and the 1st

Floor ceiling on the south side of the building. It is unlikely that the chord element is continuous for the roof

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Burlington-Edison Edison Elementary School Original Building
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Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning

Drawings not available. Sa=0.91, 0.6Sa=0.546. Based on the exterior of the building, there appears to be least

dimensions of the lateral-force-resisting system that do not meet this requirement. Further investigation should

be performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Ties Between

Foundation

Elements

Drawings not available. Due to soil being classified as site class E, this is likely non-compliant due to poor soil

conditions and year of construction (1995). However, there may be grade beams to restrain footings. Further

investigation should be performed. Additional foundation ties may be appropriate to mitigate seismic risk.

Shear Stress

Check

There appear to be many potential structural walls to distribute the seismic forces. This item is likely

compliant. Further investigation should be performed. Lateral system strengthening or addition of new shear

walls may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

There appears to be potential shear walls with aspect ratios greater than 2-to-1. However, it is unknown if those

walls are intended as shear walls. Further investigation should be performed. Lateral system strengthening or

additional shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

It is unknown how the shear walls at each story are connected. Further investigation should be performed.

Lateral system strengthening may be appropriate to mitigate seismic risk.

Cripple Walls
It is unknown if the building lateral system consists of cripple walls at the foundation. Further investigation

should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Openings

There does not appear to be any large openings in the roof diaphragm. However, it is unknown how the 2nd

Floor diaphragm is configured. This item is likely compliant. Further investigation should be completed.

Lateral system strengthening may be appropriate to mitigate seismic risk.

Wood Posts

It is unknown how the wood framing is connected to the foundation. However, this is likely compliant due to

the age of the structure. Further investigation should be performed. Additional anchoring may be appropriate to

mitigate seismic risk.

Wood Sills

It is unknown how the wood framing is connected to the foundation. However, this is likely compliant due to

the age of the building. Further investigation should be performed. Additional anchoring may be appropriate to

mitigate seismic risk.

Girder-Column

Connection

It is unknown how the wood framing is interconnected. However, this is likely compliant due to the age of the

structure. Further investigation may be appropriate to determine the configuration of the wood framing.

Additional connection hardware between girders and column supports may be appropriate to mitigate seismic

risk.

Wood Sill Bolts

It is unknown how the wood framing is connected to the foundation. However, this is likely compliant due to

the age of the building. Further invetigation should be performed. Additional sill bolts may be appropriate to

mitigate seismic risk.

Diaphragm

Reinforcement at

Openings

There does not appear to be any large openings in the roof diaphragm. It is unknown how the 2nd Floor

diaphragm is configured. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

It is unknown how the diaphragms are configured and if they are blocked or unblocked. Further investigation

should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Burlington-Edison Edison Elementary School Original Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Burlington-Edison Edison Elementary School Original
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Partition designed stiffness is unknown. Further investigation may be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Available record drawings are unclear to whether the building has gypsum board ceiling. Further

investigation may be appropriate to mitigate seismic risk. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is anchored. Further investigation may be appropriate to

mitigate seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.

It is unknown if cold formed steel stud backup was used. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

There is a canopy at the front entrance of building. Unable to tell how frequently the canopy is

anchored to building. Further investigation should be performed. Additional connection to the

building may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
It is unknown if the building has an elevator.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
It is unknown if the building has an elevator.

Unknown Item Description
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Photos:

Figure 1-1. Exterior west side of building at the main entrance.

Figure 1-2. Exterior northwest corner near entrance.
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Figure 1-3. Exterior north side of building at the loading dock area.

Figure 1-4. Exterior north side of building.
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Figure 1-5. Covered play area structure at the exterior southeast side of the Original Building.

Figure 1-6. Exterior east side of building.
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Figure 1-7. Exterior west side of building.

Figure 1-8. Exterior north side of building.
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Figure 1-9. Exterior south side of building.

Figure 1-10. Exterior west side of building.
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Burlington-Edison, Edison Elementary School, Original Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Drawings not available.

However, it appears that the

structure has a load path to

the foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
There are no adjacent

buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  

Drawings not available, but

there does not appear to be

any interior mezzanine

levels per field investigation.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

The first floor appears to

have more shear wall length

than the second floor. This

item is likely compliant.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

Drawings not available. It

appears that the first story

would not have any soft

story issues as it is larger

than the second story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Drawings not available. It

appears that vertical

elements are continuous to

the foundation. This item is

likely compliant.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

Drawings not available. Due

to the irregular geometry of

the building this may be a

concern from the first story

vs the second story. This is

likely compliant.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
This item appears to be

compliant.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

Drawings not available.

Sa=0.91, 0.6Sa=0.546.

Based on the exterior of the

building, there appears to be

least dimensions of the

lateral-force-resisting system

that do not meet this

requirement. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Drawings not available. Due

to soil being classified as

site class E, this is likely

non-compliant due to poor

soil conditions and year of

construction (1995).

However, there may be

grade beams to restrain

footings. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It is likely that there are

more than 2 shear lines of

shear walls in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

There appear to be many

potential structural walls to

distribute the seismic forces.

This item is likely

compliant. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

Due to the age of the

building, it is unlikely that

the shear walls depend on

exterior stucco walls to

resist seismic forces.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

Due to the age of the

building, it is unlikely that

the shear walls depend on

exterior stucco walls to

resist seismic forces.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

There appears to be potential

shear walls with aspect

ratios greater than 2-to-1.

However, it is unknown if

those walls are intended as

shear walls. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X

It is unknown how the shear

walls at each story are

connected. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The building is located on a

flat site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

   X

It is unknown if the building

lateral system consists of

cripple walls at the

foundation. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

There does not appear to be

any large openings in the

roof diaphragm. However, it

is unknown how the 2nd

Floor diaphragm is

configured. This item is

likely compliant. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

It is unknown how the wood

framing is connected to the

foundation. However, this is

likely compliant due to the

age of the structure. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

It is unknown how the wood

framing is connected to the

foundation. However, this is

likely compliant due to the

age of the building. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

It is unknown how the wood

framing is interconnected.

However, this is likely

compliant due to the age of

the structure. Further

investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

It is unknown how the wood

framing is connected to the

foundation. However, this is

likely compliant due to the

age of the building. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

It is unlikely that the

building has split-level

floors or expansion joints.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

A large portion of the roof

connects with the 2nd Floor

ceiling on the north side of

the building and the 1st

Floor ceiling on the south

side of the building. It is

unlikely that the chord

element is continuous for the

roof diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X

There does not appear to be

any large openings in the

roof diaphragm. It is

unknown how the 2nd Floor

diaphragm is configured.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

It is unlikely that the

diaphragms are straight-

sheathed due to the age of

the structure.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

It is likely that the

diaphragms consist of wood

structural panels due to the

age of the building.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

It is unknown how the

diaphragms are configured

and if they are blocked or

unblocked. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
It is likely that the

diaphragms consist of wood.
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Burlington-Edison, Edison Elementary School, Original Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

It is unlikely that the

building contains masonry

or hollow-clay tile

partitions.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Partition designed stiffness

is unknown. Further

investigation may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Available record drawings

are unclear to whether the

building has gypsum board

ceiling. Further

investigation may be

appropriate to mitigate

seismic risk. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.
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LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

anchored. Further

investigation may be

appropriate to mitigate

seismic risk.
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M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

It is unlikely that the

building contains

unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

It is unknown if cold

formed steel stud backup

was used. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

 X   

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

This building does not

appear to have any

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

There is a canopy at the

front entrance of building.

Unable to tell how

frequently the canopy is

anchored to building.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.
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PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  

This building does not

appear to have any

parapets or cornices.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

This building does not

appear to have any

cornices, parapets, signs,

or other ornamentation that

applies.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

This building does not

appear to have any

unreinforced masonry

chimneys. Chimneys

appear to be aluminum or

steel.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

This building does not

appear to have any

masonry chimneys.

Chimneys appear to be

aluminum or steel.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

Drawings not available

and unable to access

during site investigation.

The building appears to be

a wood framed building

and therefore it is assumed

there are no hollow-clay

tile or unreinforced

masonry walls.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

Drawings not available

and unable to access

during site investigation.

The building appears to be

a wood framed building

and therefore it is assumed

there are no hollow-clay

tile or unreinforced

masonry or concrete walls.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

any racks or pallet racks

more than 12 ft high.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X
It is unknown if the

building has an elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X
It is unknown if the

building has an elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: 100 Pod

Facility Name: Lacamas Heights Elementary
School

District Name: Camas
ICOS Latitude: 45.6128704
ICOS Longitude: -122.4032525
ICOS
County/District ID: 6117

ICOS Building ID: 14197
ASCE 41 Bldg Type: RM1
Enrollment: 353
Gross Sq. Ft. : 8,182
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.727
SX1 BSE-2E: 0.416
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 415
Liquefaction

Potential:
Very Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Camas, Lacamas Heights Elementary School, 100 Pod
1.1 Building Description

The Lacamas Heights Elementary School 100 Pod is a one-story reinforced masonry structure. The 1962

building is constructed on level ground and is located in Camas, Washington. The building was reroofed in

1989 and remodeled in 1996. The building is heptagonal in plan, roughly 108 feet across. The rooms are

distributed around a heptagonal core. The building has a maximum roof height of around 13 feet. Building

construction consists of reinforced masonry walls. There are wood stud walls in the interior of the building

that were added in the 1996 remodel. The roof system is a flexible diaphragm composed of glulam beam

framing and 4x straight sheathing. The building shares the site with two other similar pods, the

main/multipurpose building, and the administration building.
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1.1.1 Building Use

The 100 Pod includes classrooms and restrooms. The school has over 350 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lacamas Heights Elementary School
Structural System Description
Structural Roof The roof system is composed of glulam beam framing and 4x straight sheathing.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations The walls are supported by continuous wall footings.

Gravity System
The gravity system consists of glulam beam framing supported by the reinforced

masonry walls.

Lateral System
Lateral forces are resisted by the straight sheathing diaphragm and transferred

into the reinforced masonry walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lacamas Heights Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Exterior walls at windows are boarded up with plywood at some locations.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Camas Lacamas Heights Elementary School 100 Pod
Deficiency Description

Load Path

There is a lack of a complete, well-defined load path from the roof diaphragm to the foundation. A direct,

structural connection is required between the roof diaphragm and the masonry shear walls for the transfer of

seismic forces, sjch as post-installed anchors.

Shear Stress

Check

Pseudo shear stress is greater than 70 psi. The building likely require CMU shear wall strengthening through

the addition of new CMU shear walls or FRP. Further investigation is required.

Reinforcing Steel

Masonry walls do not have sufficient vertical and horizontal reinforcing steel to resist in-plane and out-of-plane

seismic demands. Strengthening of masonry walls is required to mitigate seismic risk, such as FRP and/or steel

strongbacks.

Wall Anchorage
Out-of-plane wall anchorage is not adequate. Additional tension ties, blocking, strapping, and diaphragm

nailing is required.

Transfer to Shear

Walls

There is no direct, structural connection between the roof diaphragm and the masonry shear walls. Installation

of new diaphragm connections is required, such as post-installed anchors.

Foundation

Dowels

Masonry walls have no connection to the foundation. Installation of a direct, structural connection between the

masonry walls and the foundation is required. FRP between the masonry wall and the foundation may be

appropriate to provide a direct, structural connection.

Straight Sheathing
Straight sheathing is structurally inadequate to resist the seismic force demands. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.

Spans
The diaphragm has long spans and does not consist of wood structural panels. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Camas Lacamas Heights Elementary School 100 Pod
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors

This evaluation item is unknown and is likely non-compliant due to the building's age. This item requires

further field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Camas Lacamas Heights Elementary School 100 Pod
Deficiency Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Inadequate bracing for URM partitions. URM partitions should be braced at a maximum of six

feet.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Camas Lacamas Heights Elementary School 100 Pod
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.
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Photos:

Figure 1-1. 100 Pod - South Exterior at Covered Walkway

Figure 1-2. 100 Pod - Southeast Exterior
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Figure 1-3. 100 Pod - East Exterior

Figure 1-4. Classroom 108/109 with Moveable Partition
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Figure 1-5. Classroom 109 with Under-Reinforced Interior Masonry Walls

Figure 1-6. Classroom 108 with Unreinforced Exterior Masonry Walls
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Figure 1-7. Classroom 108

Figure 1-8. 4x Decking Typical at Roof
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Figure 1-9. Hollow CMU Lintel
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Figure 1-10. Exterior Double Wythe Masonry Wall with Mortar Gap

Camas, Lacamas Heights Elementary School, 100 Pod ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 29



Camas, Lacamas Heights Elementary School, 100 Pod

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

There is a lack of a

complete, well-defined load

path from the roof

diaphragm to the foundation.

A direct, structural

connection is required

between the roof diaphragm

and the masonry shear walls

for the transfer of seismic

forces, sjch as post-installed

anchors.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Pseudo shear stress is greater

than 70 psi. The building

likely require CMU shear

wall strengthening through

the addition of new CMU

shear walls or FRP. Further

investigation is required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Masonry walls do not have

sufficient vertical and

horizontal reinforcing steel

to resist in-plane and out-of-

plane seismic demands.

Strengthening of masonry

walls is required to mitigate

seismic risk, such as FRP

and/or steel strongbacks.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not adequate. Additional

tension ties, blocking,

strapping, and diaphragm

nailing is required.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

There is no direct, structural

connection between the roof

diaphragm and the masonry

shear walls. Installation of

new diaphragm connections

is required, such as post-

installed anchors.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Masonry walls have no

connection to the

foundation. Installation of a

direct, structural connection

between the masonry walls

and the foundation is

required. FRP between the

masonry wall and the

foundation may be

appropriate to provide a

direct, structural connection.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight sheathing is

structurally inadequate to

resist the seismic force

demands. Diaphragm

strengthening through the

installation of plywood

sheathing may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm has long

spans and does not consist

of wood structural panels.

Diaphragm strengthening

through the installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and is likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Camas, Lacamas Heights Elementary School, 100 Pod

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency backup

power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Inadequate bracing for

URM partitions. URM

partitions should be braced

at a maximum of six feet.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X     

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Multipurpose

Facility Name: Lacamas Heights Elementary
School

District Name: Camas
ICOS Latitude: 45.6128704
ICOS Longitude: -122.4032525
ICOS
County/District ID: 6117

ICOS Building ID: 11253
ASCE 41 Bldg Type: RM1
Enrollment: 353
Gross Sq. Ft. : 18,804
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.727
SX1 BSE-2E: 0.416
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 415
Liquefaction

Potential:
Very Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Camas, Lacamas Heights Elementary School, Multipurpose
1.1 Building Description

The Lacamas Heights Elementary School Multipurpose Building is a one-story reinforced masonry structure.

The 1962 building is constructed on level ground and is located in Camas, Washington. The building was

reroofed in 1989 and remodeled in 1996. The building is mostly rectangular in plan, roughly 218 feet across.

The building has a maximum upper roof height of around 24 feet and a lower roof height of around 15 feet.

Building construction consists of a mixture of reinforced masonry walls, unreinforced masonry walls, and

wood stud walls. The roof system is a flexible diaphragm composed of glulam beams, 4x purlins, and 4x

straight sheathing. The upper roof system over the multipurpose room is composed of glulam beams, 4x

purlins, and an insulated roof deck. A reinforced CMU multipurpose room addition was added to the south

end, roughly 30 feet by 72 feet, where the original covered play shed was located. The addition has a wood-

framed mezzanine at the east end. The building shares the site with three classroom pods and the
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administration building.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Camas Lacamas Heights Elementary School Multipurpose
Deficiency Description

Load Path

There is a lack of a complete, well-defined load path from the roof diaphragm to the foundation. A direct,

structural connection, such as post-installed anchors, is required between the roof diaphragm and the masonry

shear walls for the transfer of seismic forces. There are no drawings available for the multipurpose room

addition.

Shear Stress

Check

Pseudo shear stress is greater than 70 psi. The addition to the multipurpose room removed the original exterior

masonry shear wall, which reduced the length of shear wall available to resist seismic forces. The building

likely requires CMU shear wall strengthening through the addition of new CMU shear walls or FRP. Further

investigation is required.

Reinforcing Steel

Masonry walls do not have sufficient vertical and horizontal reinforcing steel to resist in-plane and out-of-plane

seismic demands. Strengthening of masonry walls is required to mitigate seismic risk, such as FRP and/or steel

strongbacks.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along the URM walls.

Transfer to Shear

Walls

In-plane diaphragm to shear wall connection is inadequate. Strengthening of the connection may be appropriate

to mitigate seismic risk through the addition of post-installed anchors.

Cross Ties

There are no continuous cross ties between diaphragm chords. Diaphragm strengthening may be appropriate to

mitigate seismic risk through the addition of new cross ties between diaphragm chords or the addition of strap

plates to connect existing framing members together.

Spans
The diaphragm has long spans and does not consist of wood structural panels. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.

Other Diaphragms
Insulated roof deck at upper roof. Installation of wood structural panel sheathing at upper roof diaphragm may

be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Camas Lacamas Heights Elementary School Multipurpose
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Foundation

Dowels

No connection to the foundation is present. Unknown if connection is present at multipurpose room addition.

Further investigation is required at this location. Strengthening is likely required. FRP between the masonry

wall and the foundation may be appropriate to provide a direct, structural connection.

Stiffness of Wall

Anchors

This evaluation item is unknown and is likely non-compliant due to the building's age. This item requires

further field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Camas Lacamas Heights Elementary School Multipurpose
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Inadequate restraints for breakable containers storing hazardous material. Provide latched doors,

shelf lips, or wires.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Inadequate bracing for URM partitions. URM partitions should be braced at a maximum spacing

of six feet.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Camas Lacamas Heights Elementary School Multipurpose
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Further investigation is required to verify anchorage of masonry veneer backup.

Camas, Lacamas Heights Elementary School, Multipurpose ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 31



1.1.1 Building Use

The Multipurpose Building includes a library, a computer lab, a kitchen, a music room, restrooms, and

multipurpose rooms. The school has over 350 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lacamas Heights Elementary School
Structural System Description

Structural Roof
The upper roof system is composed of an insulated roof deck over glulam and 4x

purlin framing.

Structural Floor(s)
The ground floor is a concrete slab-on-grade. There is a wood-framed mezzanine

in the multipurpose room addition.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings.

Gravity System
The structural roof system is supported by steel columns and masonry bearing

walls.

Lateral System

The lateral forces are resisted by reinforced masonry walls in the longitudinal

and transverse directions. The lower roof has a straight sheathing diaphragm.

The upper roof at the multipurpose room has an insulated roof deck diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lacamas Heights Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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Photos:

Figure 1-1. Multipurpose Building - West Exterior

Figure 1-2. Multipurpose Building - East Exterior
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Figure 1-3. Multipurpose Room Addition - East Exterior

Figure 1-4. Original Multipurpose Room - North Interior
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Figure 1-5. Multipurpose Room Addition - West Interior
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Figure 1-6. Storage Space with Mezzanine at East End of Multipurpose Room Addition
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Figure 1-7. Computer Lab with Unbraced Tall Narrow Contents

Figure 1-8. Full-Length Wall of Windows in Library. Likely Has Insufficient Lateral Strength.
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Figure 1-9. Connection of Roof Diaphragm to Masonry Wall (1996 Remodel)

Figure 1-10. Large Unbraced Cabinets Typical Throughout
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Camas, Lacamas Heights Elementary School, Multipurpose

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

There is a lack of a

complete, well-defined load

path from the roof

diaphragm to the foundation.

A direct, structural

connection, such as post-

installed anchors, is required

between the roof diaphragm

and the masonry shear walls

for the transfer of seismic

forces. There are no

drawings available for the

multipurpose room addition.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Pseudo shear stress is greater

than 70 psi. The addition to

the multipurpose room

removed the original

exterior masonry shear wall,

which reduced the length of

shear wall available to resist

seismic forces. The building

likely requires CMU shear

wall strengthening through

the addition of new CMU

shear walls or FRP. Further

investigation is required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Masonry walls do not have

sufficient vertical and

horizontal reinforcing steel

to resist in-plane and out-of-

plane seismic demands.

Strengthening of masonry

walls is required to mitigate

seismic risk, such as FRP

and/or steel strongbacks.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along the URM

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

In-plane diaphragm to shear

wall connection is

inadequate. Strengthening of

the connection may be

appropriate to mitigate

seismic risk through the

addition of post-installed

anchors.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No connection to the

foundation is present.

Unknown if connection is

present at multipurpose

room addition. Further

investigation is required at

this location. Strengthening

is likely required. FRP

between the masonry wall

and the foundation may be

appropriate to provide a

direct, structural connection.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk through

the addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm has long

spans and does not consist

of wood structural panels.

Diaphragm strengthening

through the installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Insulated roof deck at upper

roof. Installation of wood

structural panel sheathing at

upper roof diaphragm may

be appropriate to mitigate

seismic risk.

Connections

Camas, Lacamas Heights Elementary School, Multipurpose ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 31



EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and is likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Camas, Lacamas Heights Elementary School, Multipurpose

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency backup

power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Inadequate restraints for

breakable containers

storing hazardous material.

Provide latched doors,

shelf lips, or wires.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Inadequate bracing for

URM partitions. URM

partitions should be braced

at a maximum spacing of

six feet.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X     

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Further investigation is

required to verify

anchorage of masonry

veneer backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X     

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Liberty Middle School
District Name: Camas
ICOS Latitude: 45.592
ICOS Longitude: -122.403
ICOS
County/District ID: 6117

ICOS Building ID: 14296
ASCE 41 Bldg Type: RM1
Enrollment: 763
Gross Sq. Ft. : 109,248
Year Built: 1958
Number of Stories: 1
SXS BSE-2E: 0.732
SX1 BSE-2E: 0.417
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 667
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Camas, Liberty Middle School, Main Building
1.1 Building Description

The Liberty Middle School main building is a one-story reinforced masonry structure. The 1958 building is

constructed on level ground and is located in Camas, Washington. The building was remodeled and extended

in 2005. The building consists of five separate units and is approximately 260 feet across. The building has a

maximum roof height of approximately 33 feet and lower roof heights ranging from 13 to 20 feet. Building

construction consists of unreinforced masonry walls, reinforced masonry walls, concrete walls, and wood

stud walls. The roof system is a flexible diaphragm composed of glulam beam framing, straight sheathing,

and plywood sheathing. Two enclosed courtyards exist in the center of the building and two U-shaped

courtyards exist on the east side of the building. The building shares a site with a theater, a music building, a

high school, and a covered parking structure for school buses.
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1.1.1 Building Use

The Liberty Middle School main building consists of a cafeteria, a library, classrooms, locker rooms,

gymnasiums, and administrative offices. The school has over 760 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Liberty Middle School
Structural System Description

Structural Roof
The main roof system is composed of straight sheathing and plywood sheathing

over glulam beams. The gymnasium roofs are composed of metal decking.

Structural Floor(s) The ground floor system is a concrete slab-on-grade.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings.

Gravity System
The gravity system consists of glulam beam framing supported by masonry and

concrete bearing walls and steel columns.

Lateral System

The lateral forces are resisted by 8-inch reinforced masonry walls and 9-inch

concrete walls in the transverse and longitudinal directions. The lower roof has a

plywood sheathing diaphragm. The upper roofs have metal deck diaphragms.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Liberty Middle School
Structural System Description
Structural Roof Cracking in straight sheathing diaphragm observed.

Structural Floor(s)
Minor cracking in concrete floor observed, common. Isolated spalling at

underside of concrete floor observed.

Foundations Unknown.

Gravity System Minor cracking in bearing walls, common.

Lateral System Minor cracking in concrete walls, common.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Camas Liberty Middle School Main Building
Deficiency Description

Torsion

Distance between story center of mass and story center of rigidity is greater than 20%. Building likely requires

lateral system strengthening. New shear walls or brace frames may be appropriate to resist torsional effects.

Further investigation is required.

Shear Stress

Check

Pseudo shear stress is greater than 70 psi. The building likely requires CMU shear wall strengthening through

the addition of new shear walls or FRP. Further investigation is required.

Straight Sheathing
Straight sheathing is structurally inadequate to resist the seismic force demands. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.

Spans
The diaphragm has long spans and does not consist of wood structural panels. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Camas Liberty Middle School Main Building
Unknown Item Description

Load Path
Missing drawings for original construction. Additions from 2005 modernization are compliant. Further

investigation into original construction is required to make a final determination on this item's compliance.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

This evaluation item is unknown due to lack of original construction drawings. New CMU wall additions to the

building are compliant. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Wall Anchorage

This evaluation item is unknown at original walls due to lack of original construction drawings. New additions

to the building are compliant. This item requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary. The addition of post-installed out-of-

plane wall anchorage, blocking, and strapping may be required.

Wood Ledgers

This evaluation item is unknown due to lack of original construction drawings. New additions to the building

are compliant. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary. The addition of blocking and strapping may be required.

Transfer to Shear

Walls

This evaluation item is unknown due to lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary. The addition of post-installed anchors between the diaphragm and masonry walls may be

appropriate.

Foundation

Dowels

This evaluation item is unknown due to lack of original construction drawings. New additions to the building

are compliant. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary. The addition of FRP between the masonry walls and the

foundation may be appropriate to provide a direct, structural connection.

Girder-Column

Connection

This evaluation item is unknown due to lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary. The addition of a positive connection using plates, straps, or hardware may be required.

Cross Ties

This evaluation item is unknown due to lack of original construction drawings. New additions to the building

and gymnasium are compliant. This item requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate at the original construction portion.

Diagonally

Sheathed and

Unblocked

Diaphragms

This evaluation item is unknown due to lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary. The addition of diaphragm blocking and additional nailing may be appropriate.

Stiffness of Wall

Anchors

This evaluation item is unknown due to lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Camas Liberty Middle School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression not anchored and braced in accordance with NFPA-13. All fire suppression piping

should be braced.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

None observed. Flexible couplings not installed on fire suppression piping in accordance with

NFPA-13. Installation of flexible couplings may be appropriate.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Natural gas. Piping/ductwork not adequately protected from damage that could potentially allow

release of hazardous material. Hazardous material piping should be braced to the structure.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

None observed. Insufficient protection (shutoff valves or other devices) to limit spills/leaks from

piping containing hazardous materials. Installation of shutoff valves may be appropriate to limit

hazardous material spills.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

None observed. Flexible couplings not noted on hazardous material piping/ductwork. Installation

of flexible couplings may be appropriate.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

URM backup is present. Further investigation is required to determine the state of URM backup

and to develop a mitigation recommendation, if necessary.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing required for in-line equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Camas Liberty Middle School Main Building
Unknown Item Description
HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to verify bracing of URM partitions. All URM partitions should

be braced at a maximum spacing of six feet.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation is required to verify lateral support at the top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. Seismic bracing at

light fixtures may be required.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
Further investigation is required to verify anchorage of masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Further investigation is required to verify anchorage of masonry veneer backup.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure. Additional post-installed anchors may be appropriate.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system. Additional post-installed anchors may be appropriate.
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Photos:

Figure 1-1. Liberty Middle School - Southwest Exterior

Figure 1-2. Liberty Middle School - Northwest Exterior
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Figure 1-3. Auxiliary Gymnasium

Figure 1-4. Main Gymnasium
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Figure 1-5. Straight Sheathing, Typical

Figure 1-6. Straight Sheathing Diaphragm Crack
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Figure 1-7. Cracking in Masonry Wall
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Figure 1-8. Concrete Spalling
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Figure 1-9. Water Damage in Ceiling
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Figure 1-10. Concrete Floor Cracking
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Camas, Liberty Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Missing drawings for

original construction.

Additions from 2005

modernization are

compliant. Further

investigation into original

construction is required to

make a final determination

on this item's compliance.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Distance between story

center of mass and story

center of rigidity is greater

than 20%. Building likely

requires lateral system

strengthening. New shear

walls or brace frames may

be appropriate to resist

torsional effects. Further

investigation is required.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Pseudo shear stress is greater

than 70 psi. The building

likely requires CMU shear

wall strengthening through

the addition of new shear

walls or FRP. Further

investigation is required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. New CMU wall

additions to the building are

compliant. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This evaluation item is

unknown at original walls

due to lack of original

construction drawings. New

additions to the building are

compliant. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

post-installed out-of-plane

wall anchorage, blocking,

and strapping may be

required.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. New additions to

the building are compliant.

This item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

blocking and strapping may

be required.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

post-installed anchors

between the diaphragm and

masonry walls may be

appropriate.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   
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Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. New additions to

the building are compliant.

This item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

FRP between the masonry

walls and the foundation

may be appropriate to

provide a direct, structural

connection.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

a positive connection using

plates, straps, or hardware

may be required.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. New additions to

the building and gymnasium

are compliant. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

new cross ties between

diaphragm chords or the

addition of strap plates to

connect existing framing

members together may be

appropriate at the original

construction portion.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight sheathing is

structurally inadequate to

resist the seismic force

demands. Diaphragm

strengthening through the

installation of plywood

sheathing may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm has long

spans and does not consist

of wood structural panels.

Diaphragm strengthening

through the installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

diaphragm blocking and

additional nailing may be

appropriate.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Camas, Liberty Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression not

anchored and braced in

accordance with NFPA-13.

All fire suppression piping

should be braced.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

None observed. Flexible

couplings not installed on

fire suppression piping in

accordance with NFPA-13.

Installation of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Natural gas.

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Hazardous material piping

should be braced to the

structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

 X   

None observed.

Insufficient protection

(shutoff valves or other

devices) to limit

spills/leaks from piping

containing hazardous

materials. Installation of

shutoff valves may be

appropriate to limit

hazardous material spills.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

None observed. Flexible

couplings not noted on

hazardous material

piping/ductwork.

Installation of flexible

couplings may be

appropriate.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

Further investigation is

required to verify detailing

of hazardous material

piping/ductwork at seismic

joints. Installation of

flexible couplings at

seismic joints may be

appropriate.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Further investigation is

required to verify bracing

of URM partitions. All

URM partitions should be

braced at a maximum

spacing of six feet.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation is

required to verify lateral

support at the top of heavy

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. Seismic bracing at

light fixtures may be

required.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    
Compliant per general

structural notes.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

 X   

URM backup is present.

Further investigation is

required to determine the

state of URM backup and

to develop a mitigation

recommendation, if

necessary.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

Further investigation is

required to verify

anchorage of masonry

veneer.
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Further investigation is

required to verify

anchorage of masonry

veneer backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure. Additional post-

installed anchors may be

appropriate.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Additional post-installed

anchors may be

appropriate.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators

Camas, Liberty Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 32 of 32



Building Name: Music Building
Facility Name: Liberty Middle School
District Name: Camas
ICOS Latitude: 45.592
ICOS Longitude: -122.403
ICOS
County/District ID: 6117

ICOS Building ID: 24118
ASCE 41 Bldg Type: RM1
Enrollment: 763
Gross Sq. Ft. : 4,928
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 0.732
SX1 BSE-2E: 0.417
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 667
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Camas, Liberty Middle School, Music Building
1.1 Building Description

The Liberty Middle School Music Building is a one-story reinforced masonry structure. The building is

constructed on level ground and is located in Camas, Washington. The building is rectangular in plan, 104

feet by 48 feet, with a maximum roof height of around 20 feet. There is a lower roof, about 14 feet high, at

the west side of the building where the mechanical units are located. The building’s walls are constructed out

of reinforced concrete blocks. The roof system is a flexible diaphragm composed of glulam beam framing

and straight sheathing. There is a wood-framed mezzanine in the interior of the building. The building shares

the site with a covered play area and the main building.
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1.1.1 Building Use

The Liberty Middle School Music Building consists of a band room, a choir room, multiple practice rooms,

administrative offices, storage space, restrooms, and a lobby. The school has over 760 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Liberty Middle School
Structural System Description
Structural Roof The roof system is composed of straight sheathing over glulam beams.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations The walls are supported by continuous wall footings.

Gravity System
The gravity system consists of glulam beam framing supported by the reinforced

masonry walls.

Lateral System
The lateral forces are resisted by 8-inch exterior reinforced masonry walls in the

transverse and longitudinal directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Liberty Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Minor cracking in reinforced masonry wall mortar joints is observed.

Lateral System Minor cracking in reinforced masonry wall mortar joints is observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Camas Liberty Middle School Music Building
Deficiency Description

Wall Anchorage

This evaluation item is likely non-compliant based on the building's age and the lack of wall anchorage

observed. This item requires further investigation to make a final determination on its compliance. The addition

of tension ties, blocking, strapping, and diaphragm nailing may be appropriate to mitigate seismic risk.

Cross Ties

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination on its compliance. If noncompliance is

verified, the addition of new cross ties between diaphragm chords or the addition of strap plates to connect

existing roof framing members together may be appropriate.

Straight Sheathing
Straight sheathing is structurally inadequate to resist the seismic force demands. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.

Spans
The diaphragm has long spans and does not consist of wood structural panels. Diaphragm strengthening

through the installation of plywood sheathing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Camas Liberty Middle School Music Building
Unknown Item Description

Load Path
Missing drawings for original construction. This item requires further investigation into original construction to

make a final determination and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

Missing drawings for original construction. This item requires further investigation into original construction to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Strengthening of masonry walls, such as FRP or steel strongbacks, may be appropriate.

Transfer to Shear

Walls

Missing drawings for original construction. This item requires further investigation to make a final

determination on its compliance. Direct, structural connections, such as post-installed anchors, between the

diaphragm and masonry shear walls may be required.

Foundation

Dowels

Missing drawings for original construction. This item requires further investigation to make a final

determination on its compliance. A direct, structural connection, such as FRP, may be required between the

masonry wall and the foundation.

Stiffness of Wall

Anchors

This evaluation item is unknown due to lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Camas, Liberty Middle School, Music Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 31



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Camas Liberty Middle School Music Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Camas Liberty Middle School Music Building
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.
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Photos:

Figure 1-1. Liberty Middle School Music Building - South Exterior

Figure 1-2. Liberty Middle School Music Building - Southeast Exterior
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Figure 1-3. Liberty Middle School Music Building - North Exterior
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Figure 1-4. Choir Room with Unknown Light Fixture Bracing
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Figure 1-5. Wood-Framed Mezzanine

Figure 1-6. 4x Decking Diaphragm at Mezzanine
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Figure 1-7. Straight Sheathing over Glulam Beams, Typical

Figure 1-8. Masonry Wall Unbraced at Top
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Figure 1-9. Mortar Cracks, Typical
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Figure 1-10. Tall Nonstructural Components Unbraced, Typical Throughout
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Camas, Liberty Middle School, Music Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Missing drawings for

original construction. This

item requires further

investigation into original

construction to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Missing drawings for

original construction. This

item requires further

investigation into original

construction to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary. Strengthening

of masonry walls, such as

FRP or steel strongbacks,

may be appropriate.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Camas, Liberty Middle School, Music Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 31



Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

This evaluation item is likely

non-compliant based on the

building's age and the lack

of wall anchorage observed.

This item requires further

investigation to make a final

determination on its

compliance. The addition of

tension ties, blocking,

strapping, and diaphragm

nailing may be appropriate

to mitigate seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Missing drawings for

original construction. This

item requires further

investigation to make a final

determination on its

compliance. Direct,

structural connections, such

as post-installed anchors,

between the diaphragm and

masonry shear walls may be

required.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Missing drawings for

original construction. This

item requires further

investigation to make a final

determination on its

compliance. A direct,

structural connection, such

as FRP, may be required

between the masonry wall

and the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination on its

compliance. If

noncompliance is verified,

the addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing roof

framing members together

may be appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight sheathing is

structurally inadequate to

resist the seismic force

demands. Diaphragm

strengthening through the

installation of plywood

sheathing may be

appropriate to mitigate

seismic risk.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm has long

spans and does not consist

of wood structural panels.

Diaphragm strengthening

through the installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown due to lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Camas, Liberty Middle School, Music Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  No natural gas observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

Camas, Liberty Middle School, Music Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 31



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X     

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Skyridge Middle School
District Name: Camas
ICOS Latitude: 45.6156412
ICOS Longitude: -122.4476309
ICOS
County/District ID: 6117

ICOS Building ID: 10395
ASCE 41 Bldg Type: RM2
Enrollment: 936
Gross Sq. Ft. : 108,198
Year Built: 1995
Number of Stories: 2
SXS BSE-2E: 0.841
SX1 BSE-2E: 0.516
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 312
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Camas, Skyridge Middle School, Main Building
1.1 Building Description

The Skyridge Middle School main building is a two-story reinforced masonry structure. The building is

constructed on level ground and is located in Camas, Washington. The building is T-shaped in plan, 530 feet

by 360 feet, with a maximum roof height of around 36 feet. The building is broken up into four sectors.

There is a mechanical mezzanine that runs along Sectors A and B at the roof level. The building’s exterior

and bearing walls are constructed out of reinforced masonry. The interior non-bearing walls are metal stud

walls. The roof system is a flexible diaphragm composed of plywood sheathing over premanufactured wood

trusses in Sectors A, B, and C. Sector D and the gymnasium have a metal deck diaphragm over steel joists at

the roof level. There are steel braced frames at the windows in the media center and the commons. There is a

second level gallery mezzanine above the media center. The building shares the site with portable buildings,

a covered play shed, and the Joe Sosky Wrestling Room.
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1.1.1 Building Use

Skyridge Middle School consists of classrooms, a computer lab, a media center, a commons, a gymnasium, a

kitchen, and administrative offices. The school has over 930 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Skyridge Middle School
Structural System Description

Structural Roof

The roof system at Sectors A, B, and C is composed of plywood sheathing over

premanufactured wood trusses. The roof system at Sector D and the gymnasium

is composed of metal decking over steel joists.

Structural Floor(s)

The floor system is a concrete and metal deck system over steel beam framing.

The mezzanine is plywood sheathing over wood framing, including glulam

beams. The ground floor is a concrete slab-on-grade.

Foundations
The walls are supported by continuous wall footings. The columns are supported

by spread footings.

Gravity System
The roof and floor are supported by steel beams, steel columns, and reinforced

masonry bearing walls.

Lateral System

The lateral forces are resisted by reinforced CMU walls in the transverse and

longitudinal directions. In addition, at the media center and commons, the lateral

loads are resisted along the exterior window walls by steel diagonal bracing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Skyridge Middle School
Structural System Description
Structural Roof There is evidence of water damage on ceiling finishes.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Camas Skyridge Middle School Main Building
Deficiency Description

Adjacent

Buildings

One-inch seismic joint is less than 1.5 inches of the building height. Mitigation may be required. Further

investigation is required. Further investigation into building drift is required. Additional shear walls near

seismic joint may be appropriate to reduce building drift.

Vertical

Irregularities

CMU shear walls do not stack. Lateral system strengthening or addition of new shear walls may be appropriate

to mitigate seismic risk. Further investigation is required.

Wall Anchorage
Out-of-plane wall not present at all locations. Tension ties, blocking, strapping, and diaphragm nailing required

along the exterior masonry walls.

Cross Ties

There are no continuous cross ties between diaphragm chords. Diaphragm strengthening may be appropriate to

mitigate seismic risk through the addition of new cross ties between diaphragm chords or the addition of strap

plates to connect existing framing members together.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Camas Skyridge Middle School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Camas Skyridge Middle School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire sprinklers only in gym and commons. Fire suppression not anchored and braced in accordance

with NFPA-13. All fire suppression piping should be braced to the structure.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Inadequate restraints for breakable containers storing hazardous material. Provide latched doors,

shelf lips, or wires.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Piping/ductwork not adequately protected from damage that could potentially allow release of

hazardous material. Hazardous material piping, such as natural gas, should be adequately braced to

the structure.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Inadequate anchorage of canopies at building exits to the main structure. Add additional post-

installed anchors, as required, to ensure a maximum of six feet spacing between anchors.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Parapet at commons/cafeteria. Inadequate reinforcing/anchorage of appendages extending above

the main structural building system. Add additional anchorage/bracing, as required, to ensure a

maximum of six feet spacing between anchorage points.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Camas Skyridge Middle School Main Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. Installation of

flexible couplings may be appropriate if non-existent.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be braced or anchored.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints. Installation of bracing and flexible connections may be appropriate.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping. Installation of shutoff valves may be appropriate if non-existent.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping. Installation of flexible couplings may be appropriate if non-existent.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation is required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Further investigation is required to determine if tall industrial storage racks meet the requirements

of ANSI/RMI MH 16.1 and ASCE 7, Chapter 15.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review the anchorage of fall-prone equipment.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Skyridge Middle School - West Exterior

Figure 1-2. Skyridge Middle School - Southeast Exterior
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Figure 1-3. Skyridge Middle School - Gymnasium Exterior

Figure 1-4. Typical Classroom with Unknown Bracing of Light Fixtures
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Figure 1-5. Media Center

Figure 1-6. Commons Roof Framing, Steel Bracing, and Unbraced Ducts at Windows

Camas, Skyridge Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 9 of 29



Figure 1-7. Gallery Mezzanine in Media Center

Figure 1-8. Gymnasium with Metal Roof Deck Over Steel Joists
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Figure 1-9. Wood-Framed Mechanical Mezzanine and Masonry Wall without Out-of-Plane Anchorage
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Figure 1-10. Kitchen - Tall Unbraced Nonstructural Components, Typical Throughout
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Camas, Skyridge Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

One-inch seismic joint is

less than 1.5 inches of the

building height. Mitigation

may be required. Further

investigation is required.

Further investigation into

building drift is required.

Additional shear walls near

seismic joint may be

appropriate to reduce

building drift.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

CMU shear walls do not

stack. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall not

present at all locations.

Tension ties, blocking,

strapping, and diaphragm

nailing required along the

exterior masonry walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk through

the addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Camas, Skyridge Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire sprinklers only in gym

and commons. Fire

suppression not anchored

and braced in accordance

with NFPA-13. All fire

suppression piping should

be braced to the structure.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. Installation of

flexible couplings may be

appropriate if non-existent.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints. Installation of

bracing and flexible

connections may be

appropriate.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Inadequate restraints for

breakable containers

storing hazardous material.

Provide latched doors,

shelf lips, or wires.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Hazardous material piping,

such as natural gas, should

be adequately braced to the

structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

Installation of shutoff

valves may be appropriate

if non-existent.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

Installation of flexible

couplings may be

appropriate if non-existent.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

Further investigation is

required to verify detailing

of hazardous material

piping/ductwork at seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

X     

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X     
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

Inadequate anchorage of

canopies at building exits

to the main structure. Add

additional post-installed

anchors, as required, to

ensure a maximum of six

feet spacing between

anchors.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

 X   

Parapet at

commons/cafeteria.

Inadequate

reinforcing/anchorage of

appendages extending

above the main structural

building system. Add

additional

anchorage/bracing, as

required, to ensure a

maximum of six feet

spacing between anchorage

points.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

   X

Further investigation is

required to determine if

tall industrial storage racks

meet the requirements of

ANSI/RMI MH 16.1 and

ASCE 7, Chapter 15.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review the

anchorage of fall-prone

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Big Gym

Facility Name: Clallam Bay High and
Elementary School

District Name: Cape Flattery
ICOS Latitude: 48.252
ICOS Longitude: -124.259
ICOS
County/District ID: 5401

ICOS Building ID: 13292
ASCE 41 Bldg Type: W2
Enrollment: 115
Gross Sq. Ft. : 11,909
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.984
SX1 BSE-2E: 0.653
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 295
Liquefaction

Potential:
moderate to high

Tsunami Risk: Low
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Clallam Bay High and Elementary School, Big Gym
1.1 Building Description

The Clallam Bay Big Gym is an 11,900 square-foot gym serving the adjacent high school and middle school

building. Originally built in 1962, the building received a major renovation and expansion in 2007. The

expansion built a large entry and concessions area and added a plywood overall across the original roof. The

overall footprint is approximately 120 feet by 113 feet at its widest points. The original gym framing

consists of deep glulam beams spanning the transverse direction across the gym and perimeter wood-framed

walls with integral steel posts at the beam locations. The added section framing consist of wood-framed

walls supporting 2x10 joists and a plywood diaphragm. CMU walls occur at the locker rooms.
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1.1.1 Building Use

The building provides gym space and a basketball court for the adjacent high school and junior high school

building. This includes locker rooms, offices, storage, and mechanical spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Clallam Bay High and Elementary School
Structural System Description

Structural Roof

The original gym roof framing consists of deep glulam beams spanning the

transverse direction across the gym and perimeter wood-framed walls. The added

entry section roof framing consists of wood-framed walls supporting 2x10 joists

and a plywood diaphragm.

Structural Floor(s)
The floors consist of concrete slab-on-grade. The slab is 4-inches thick at the

entry. No information is available at the main gym area.

Foundations

The foundation consist of continuous concrete footings under the bearing walls.

At the entry, the footing is constructed integrally with the slab edge. Small pad

footings are included integral with the wall footings at post locations, such as

those supporting the main gym beams.

Gravity System

The gravity system consists of wood bearing walls below the roof framing.

Round steel posts are included at each end of each main gym beam. CMU

bearing walls are included at the locker rooms.

Lateral System

The lateral system consists of the roof diaphragm supported by wood shear walls

at the perimeter of the gym and through the entry. CMU shear walls are provided

at the locker rooms.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Clallam Bay High and Elementary School
Structural System Description

Structural Roof No visible damage or deterioration was observed.

Structural Floor(s) No visible damage or deterioration was observed.

Foundations No visible damage or deterioration was observed.

Gravity System No visible damage or deterioration was observed.

Lateral System No visible damage or deterioration was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Big Gym
Deficiency Description

Shear Stress

Check

Loads in the gym walls may exceed this threshold by a small margin. Detailed assessment is suggested;

exposing portions of the existing sheathing to verify the thickness and nailing will be required for detailed

analysis, unless record drawings can be found to verify this information. Further investigation should be

performed. Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic

risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Blocking was not observed. This should be verified and detailed assessment could be performed. Further

investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School Big
Gym
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection

Primary framing connections could not be observed. Further investigation may be appropriate to determine the

configuration of the wood framing. Additional connection hardware between girders and column supports may

be appropriate to mitigate seismic risk.

Wood Sill Bolts

No record drawing are available. Location where a cut-off bolt was observed in a door opening could not be

used to confirm spacing. Further invetigation should be performed. Additional sill bolts may be appropriate to

mitigate seismic risk.

Roof Chord

Continuity

No record information is present for the wood-framed section. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Big Gym
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No flexible couplings observed.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Storage room shelving not observed to be anchored. Brace tops of shelves taller than 6 feet to

nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

High storage on storage room shelving, however, there is limited access to this area. Heavy items

on upper shelves should be restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School Big
Gym
Unknown Item Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Gypboard ceilings in some of the locker room zone; framing is not visible. May be direct-applied

gymboard rather than hung. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.

Cape Flattery, Clallam Bay High and Elementary School, Big Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 29



Photos:

Figure 1-1. Big Gym, South Face and Main Entry

Figure 1-2. Big Gym, Southeast Corner and Generator
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Figure 1-3. Big Gym, Northwest Corner with Storage and Mechanical Space

Figure 1-4. Big Gym, Cracking under the Beams at the West Face
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Figure 1-5. Big Gym, Main Entry

Figure 1-6. Big Gym, Main Gym Area

Figure 1-7. Big Gym, Main Gym Area
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Figure 1-8. Big Gym, Storage Loft Access

Figure 1-9. Big Gym, Locker Room
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Figure 1-10. Big Gym, Mechanical Space in the Locker Room Area
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Cape Flattery, Clallam Bay High and Elementary School, Big Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Building appears to have

clear system.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Buildings are well-spaced on

the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    
Mezzanines appear to tie to

walls.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Building is single story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Building is Single story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    Walls are continuous.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Building is Single story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Building is Single story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
Building walls appear to be

well-distributed.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Wall aspect ratio is

favorable.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Paving is present around

most wall foundations.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Walls bound each major

space.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Loads in the gym walls may

exceed this threshold by a

small margin. Detailed

assessment is suggested;

exposing portions of the

existing sheathing to verify

the thickness and nailing

will be required for detailed

analysis, unless record

drawings can be found to

verify this information.

Further investigation should

be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  Single story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  Single story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    Walls are typically long.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single story building.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Site is relatively flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Walls are directly onto

foundation.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  
Openings are generally

minor throughout.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  
Walls are generally used; no

posts observed.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Notes on existing drawings

indicate some bolts. One was

observed at a location where

wall had been removed in a

past remodel.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Primary framing

connections could not be

observed. Further

investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

No record drawing are

available. Location where a

cut-off bolt was observed in

a door opening could not be

used to confirm spacing.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    Floor is one level.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

No record information is

present for the wood-framed

section. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  Openings are minor.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Based on information

observed, plywood appears

most likely.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
This is likely based on

observed locations.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Blocking was not observed.

This should be verified and

detailed assessment could be

performed. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Plywood is expected

throughout.
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Cape Flattery, Clallam Bay High and Elementary School, Big Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   
No flexible couplings

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency system

controls observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Only mechanical loft

access stair.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
Exposed sprinkler piping

in most areas.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material

equipment observed.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

storage observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  No seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No unreinforced masonry.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No unreinforced masonry.

Does not appear that there

are any heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious finishes.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No lathe and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Gypboard ceilings in some

of the locker room zone;

framing is not visible. May

be direct-applied

gymboard rather than

hung. Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  No grid ceiling observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No overhead glazing.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Exterior canopies are free-

standing, so do not

specifically align with this

requirements, but also do

not rely on anchoring.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
No parapets or substantial

ornamentation.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No unreinforced masonry.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  Only loft-access stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Storage room shelving not

observed to be anchored.

Brace tops of shelves taller

than 6 feet to nearest

backing wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

High storage on storage

room shelving, however,

there is limited access to

this area. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Observed equipment is

fully-tied to ceiling

diaphragm.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    
Water heater is anchored

to the wall.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Elementary Building

Facility Name: Clallam Bay High and
Elementary School

District Name: Cape Flattery
ICOS Latitude: 48.252
ICOS Longitude: -124.259
ICOS
County/District ID: 5401

ICOS Building ID: 18373
ASCE 41 Bldg Type: RM1
Enrollment: 115
Gross Sq. Ft. : 5,880
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.984
SX1 BSE-2E: 0.653
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 295
Liquefaction

Potential:
moderate to high

Tsunami Risk: Low
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Clallam Bay High and Elementary School, Elementary Building
1.1 Building Description

Clallam Bay Elementary School is a single-story, 5,900 square-foot building. The building was original built

in 1962, with a major remodel in 2006. The building was originally U-shaped, with an overall footprint of

104 feet by 80 feet. The 2006 remodel infilled the open area in the center, creating a rectangular building

with a central corridor and common space in the building. The common space was also used to create storage

and public and private meeting spaces. The roof line was also revised in the expansion effort. Framing

consists of CMU bearing walls at the perimeter and throughout the interior. Roof framing in the original

sections consist of glulam beams with solid 2x4 (nominal 4-inch dimension vertical) decking. In the added

areas, steel tube beams support skin-insulated panels (SIPs).
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1.1.1 Building Use

The building serves as an elementary school for 155 students. A computer lab is included at the North end,

with bathrooms and a small faculty room at the southwest corner of the building. A parent meeting room is

included in the central common area. Dedicated administration space is extremely limited.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Clallam Bay High and Elementary School
Structural System Description

Structural Roof

Roof framing in the original sections consist of glulam beams with solid 2x4

(nominal 4-inch dimension vertical) decking. In the added areas, steel tube

beams support skin-insulated panels (SIPs).

Structural Floor(s) The floor consists of a 4-inch concrete slab-on-grade.

Foundations
Foundations consist of continuous concrete footings at the CMU bearing walls.

Integral concrete pad footings are provided at some post locations.

Gravity System

The gravity systems consists of the roof structure bearing on CMU walls below.

Where the roof height was adjusted in the 2006 remodel, added steel posts were

added on top of the existing CMU walls, supporting the added high roof zones.

Lateral System

The lateral system consists of the roof diaphragm supported by CMU shear walls

at the perimeter, around the central common area, and between some classrooms.

It is not clear that any additional lateral system was provided when the center of

the original U-shaped building was infilled.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Clallam Bay High and Elementary School
Structural System Description
Structural Roof No visible damage or deterioration was observed.

Structural Floor(s) No visible damage or deterioration was observed.

Foundations No visible damage or deterioration was observed.

Gravity System No visible damage or deterioration was observed.

Lateral System No visible damage or deterioration was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Elementary Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School
Elementary Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Elementary
Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Shelving does not appear to be anchored. Brace tops of shelves taller than 6 feet to nearest backing

wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Boxes stored on top of cabinets. Heavy items on upper shelves should be restrained by netting or

cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School
Elementary Building
Unknown Item Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

No hazardous materials observed. Equipment room partially separated from building should be

reviewed to verify.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

No qualifying equipment observed. May occur in partially-attached equipment room. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No qualifying equipment observed. May occur in partially-attached equipment room. Further

investigation should be performed. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.
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Photos:

Figure 1-1. Elementary School, South Face Murals and Main Entry

Figure 1-2. Elementary School, East Face and North Utility Room
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Figure 1-3. Elementary School, West Face of Building

Figure 1-4. Elementary School, Overhang with Finish

Figure 1-5. Elementary School, Central Space with Main Entry Beyond
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Figure 1-6. Elementary School, Central Space Ceiling

Figure 1-7. Elementary School, Doorway to Computer Room

Figure 1-8. Elementary School, Typical Classroom with Exposed Beam
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Figure 1-9. Elementary School, Typical Classroom with Storage

Figure 1-10. Elementary School, Central Space with Original CMU Perimeter Walls Exposed
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Cape Flattery, Clallam Bay High and Elementary School, Elementary Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
Building walls are well-

distributed.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
Buildings are well-

distributed on the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
No mezzanines were

observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Building is one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X Building is one story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
Walls appear to be

continuous.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Building is one story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    Walls are well-distributed.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Building has a favorable

aspect ratio.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Paving confines the

foundation at most locations.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

     

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

     

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)
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Cape Flattery, Clallam Bay High and Elementary School, Elementary Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinkler system noted.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinkler system noted.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No life safety systems

noted.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinkler system noted.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

noted.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

No hazardous materials

observed. Equipment room

partially separated from

building should be

reviewed to verify.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

noted.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

noted.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

noted.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No unreinforced masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    
Supported by roof

structure.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious panels.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No lathe and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Ceiling systems are direct-

applied tiles only.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  No grid ceiling.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
No parapets or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  No storage racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Shelving does not appear

to be anchored. Brace tops

of shelves taller than 6 feet

to nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Boxes stored on top of

cabinets. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

No qualifying equipment

observed. May occur in

partially-attached

equipment room. Bracing

or anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No qualifying equipment

observed. May occur in

partially-attached

equipment room. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

No qualifying equipment

observed. May occur in

partially-attached

equipment room.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

Cape Flattery, Clallam Bay High and Elementary School, Elementary Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 27



D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Elementary Gym

Facility Name: Clallam Bay High and
Elementary School

District Name: Cape Flattery
ICOS Latitude: 48.252
ICOS Longitude: -124.259
ICOS
County/District ID: 5401

ICOS Building ID: 11357
ASCE 41 Bldg Type: RM1
Enrollment: 115
Gross Sq. Ft. : 4,305
Year Built: 1980
Number of Stories: 1
SXS BSE-2E: 0.984
SX1 BSE-2E: 0.653
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 295
Liquefaction

Potential:
moderate to high

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Clallam Bay High and Elementary School, Elementary Gym
1.1 Building Description

The Clallam Bay Elementary Gym is a single-story, 4,300 square foot building serving the adjacent

elementary. The footprint of the building is approximately 96 feet by 49 feet. Building framing consists of

perimeter CMU bearing walls with a wood roof structure. 33-inch deep glulam beams span the transverse

direction of the gym, with 4x10 joists and a plywood diaphragm between the beams. The building includes a

low-roof section including storage and bathrooms at its East end (closest to the elementary building). An

extensive remodeling and expansion project was designed in 2008, but has not been constructed.
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1.1.1 Building Use

The building serves as a gym for the adjacent elementary school. The West end of the building bounds a

basketball court, and the East end bounds a small garden area.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Clallam Bay High and Elementary School
Structural System Description

Structural Roof

The roof framing consists of 30-inch deep, tapered glulam beams spanning

transverse across the gym at 14-foot, 9-inches on-center. 4x10 joists span

between the beams, with plywood sheathing over them. At the storage and

bathroom area, 4x8 joists span between the bearing walls and a central glulam

beam.

Structural Floor(s)
The floor consists of a 4-inch thick concrete slab-on-grade with welded-wire

reinforcing.

Foundations
Foundations consist of continuous footings under the CMU bearing walls, with

3-foot, 6-inch square pad footing cast integrally at steel post locations.

Gravity System

The gravity system consists of the roof framing supported on steel posts or

bearing walls along the perimeter. At the main gym beam locations, S7x15.3

posts are built into the CMU wall.

Lateral System
The lateral system consists of the roof diaphragm and the perimeter CMU shear

walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Clallam Bay High and Elementary School
Structural System Description
Structural Roof No visible deterioration or damage was observed.

Structural Floor(s) No visible deterioration or damage was observed.

Foundations No visible deterioration or damage was observed.

Gravity System
Evidence of past moisture was observed at many perimeter CMU walls, causing

flaking and bubble paint. No other visible deterioration or damage was observed.

Lateral System No visible deterioration or damage was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Elementary Gym
Deficiency Description

Ties Between

Foundation

Elements

Foundations are continuous, however, no ties across the building or slab ties are indicated in the record

drawings and exterior paving only restrains walls in some areas. Soils review, in concert with liquefaction

review, should be performed to verify capacity of exterior soils to restrain wall movement. Additional

foundation ties may be appropriate to mitigate seismic risk.

Reinforcing Steel

Bond beams spacing is at 48 inches on-center. Ratios meet the criteria. Detailed wall stress review should be

performed. Further investigation should be performed. Lateral system strengthening or additional shear walls

may be appropriate to mitigate seismic risk.

Wall Anchorage

8-foot strap spacing along the short sides exceeds likely capacity of strap. Additional straps may be required to

reduced per-strap load and overall spacing of straps. Further investigation should be performed. Additional

diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

No blocking between joists for a 76 foot span. Detailed analysis should be performed to determine capacity.

Added blocking at panel edges may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School
Elementary Gym
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Elementary Gym
Deficiency Description
ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Suspended ventilation equipment does not appear to be braced. Bracing or anchoring of equipment

may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Suspended ventilation equipment does not appear to be braced. Bracing or anchoring of equipment

may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School
Elementary Gym
Unknown Item Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. Elementary Gym, Southeast Corner

Figure 1-2. Elementary Gym, West Wall and Mural
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Figure 1-3. Elementary Gym, Northeast Corner

Figure 1-4. Elementary Gym, Minor Wall Deterioration Near Main Entry

Figure 1-5. Elementary Gym, Main Entry
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Figure 1-6. Elementary Gym, Gym Interior

Figure 1-7. Elementary Gym, Roof Framing

Figure 1-8. Elementary Gym, Inside Gym with Main Entry Beyond
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Figure 1-9. Elementary Gym, Roof Beam Connection and Duct

Figure 1-10. Elementary Gym, Basketball Hoop
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Cape Flattery, Clallam Bay High and Elementary School, Elementary Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Diaphragm supported by

walls on all sides.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Nearby buildings are well-

spaced.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  No mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Building is one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Continuous walls with only

a few openings.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
The main section is

rectangular.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Foundations are continuous,

however, no ties across the

building or slab ties are

indicated in the record

drawings and exterior

paving only restrains walls

in some areas. Soils review,

in concert with liquefaction

review, should be performed

to verify capacity of exterior

soils to restrain wall

movement. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

CMU walls bound each side

of gym and bathroom

spaces.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Roughly have of the limit,

based on walls all-around

spaces.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Bond beams spacing is at 48

inches on-center. Ratios

meet the criteria. Detailed

wall stress review should be

performed. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  No topping slabs.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

8-foot strap spacing along

the short sides exceeds likely

capacity of strap. Additional

straps may be required to

reduced per-strap load and

overall spacing of straps.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    
Straps are used along the

walls.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    
Boundary nailing to a bolted

rim board.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  No topping slabs.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    
Record drawings indicate

doweling.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Bolted connection indicated

in record drawings.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    Few openings.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
Door openings appear to fall

below this limit.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X    
Joist and girder lines appear

to function as cross-ties.
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    Only minor door openings.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
Door openings appear to fall

below this limit.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    Roughly 1.5:1 ratio.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    Wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

No blocking between joists

for a 76 foot span. Detailed

analysis should be

performed to determine

capacity. Added blocking at

panel edges may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    Plywood at each location.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    
Anchors are grouted in and

nailed.
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Cape Flattery, Clallam Bay High and Elementary School, Elementary Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinkler system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinkler system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No life safety systems

noted.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinkler system noted.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

noted.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

noted.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

noted.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

noted.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

noted.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No unreinforced masonry

partitions noted.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    CMU supported by roof.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceiling finishes.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceiling finishes.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Lighting not associated

with a ceiling system.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

Cape Flattery, Clallam Bay High and Elementary School, Elementary Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 27



CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
Only glazing at entry

doors.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Cape Flattery, Clallam Bay High and Elementary School, Elementary Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 27



Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No unreinforced masonry.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Minor CMU parapets.

Sideward extensions are

more concerning, however,

these are reinforced.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No storage or high

contents.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
No storage or high

contents.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  Minimal building contents.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Suspended ventilation

equipment does not appear

to be braced. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Suspended ventilation

equipment does not appear

to be braced. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Minimal equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: High School Building

Facility Name: Clallam Bay High and
Elementary School

District Name: Cape Flattery
ICOS Latitude: 48.252
ICOS Longitude: -124.259
ICOS
County/District ID: 5401

ICOS Building ID: 18300
ASCE 41 Bldg Type: C2a
Enrollment: 115
Gross Sq. Ft. : 27,217
Year Built: 1972
Number of Stories: 1
SXS BSE-2E: 0.984
SX1 BSE-2E: 0.653
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 295
Liquefaction

Potential:
moderate to high

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Clallam Bay High and Elementary School, High School Building
1.1 Building Description

The Clallam Bay High School Building is a single-story, 27,200 square-foot high school building which also

houses the junior high school students. The overall footprint is approximately 154 feet wide and 240 feet

long at it widest points. The building was originally built in 1972 to replace a previous facility and the Choir

Room wing and the Shop & Arts Building were added in 1978. The original building was constructed as part

of the same design project as the Neah Bay High School Gym located 30 minutes away. The main building

consists of a 4x wood decking roof supported by interior glulam beams, steel posts and concrete walls at the

perimeter. The addition consists of 4x and glulam roof framing, steel posts and CMU walls at the perimeter

and at corridors.
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1.1.1 Building Use

The building serves approximately 115 high school and junior high school students. The facility includes

classrooms, offices, a cafeteria, and a dedicated choir room. The building is also integral with the adjacent

Shop & Art Building, which was built at the same time as the Choir Room addition. The offices are the core

administrative center for the entire site.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Clallam Bay High and Elementary School
Structural System Description

Structural Roof

The roof structure in the original building consists of 31 1/2-inch deep glulam

beams at 14-feet on-center, with 4-inch wood decking. The roof structure in the

Choir Room addition consists of 30-inch and 22-1/2-inch deep glulam beams,

4x10 and 4x12 joists, and a plywood diaphragm.

Structural Floor(s)

The floor is a 4-inch concrete slab-on-grade throughout the building. Loft

framing in the Choir room appears to be a wood-framed construction with a

plywood diaphragm.

Foundations

Concrete and CMU walls, located primarly at the exterior, are supported on

continuous concrete footings. Interior columns are supported on concrete pad

foundations and pilasters are supported on pad foundations cast integrally with

the continuous wall foundations.

Gravity System

The gravity system support of the roof consists of concrete bearing walls and

steel posts at the main building and CMU bearing walls and steel posts in the

Choir Room addition.

Lateral System

The lateral system consists of concrete shear walls at the original building and

CMU shear walls at the Choir Room addition. These are located primarily at the

perimeter, creating long interior diaphragm spans at the main building.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Clallam Bay High and Elementary School
Structural System Description
Structural Roof No visible deterioration or damage were observed.

Structural Floor(s) No visible deterioration or damage were observed.

Foundations No visible deterioration or damage were observed.

Gravity System No visible deterioration or damage were observed.

Lateral System No visible deterioration or damage were observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School High School Building
Deficiency Description
Adjacent

Buildings

The Art and Shop building, as well as the choir addition, appear to be built immediately adjacent to the original

building section.

Transfer to Shear

Walls

Diaphragms appear to be connected primarily at beam locations, and immediately adjacent to beams. This does

not create an ideal load path. At the back of the building, an edge angle detail is indicated, however, details at

the front of the building do not appear to include this. Verification should be performed. Supplementary angle

connections may be appropriate to mitigate seismic risk.

Cross Ties
Perpendicular to the beams, there is only deck. Further investigation may be appropriate. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Spans

4x decking spans greatly exceed this limit. Additional review should be performed. Plywood overlay,

additional interior shear walls, or braced frames may be appropriate to reduce the unsupported spans and

mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Choir room roof span appears to exceed this. Additional analysis should be performed. Blocking may be

appropriate to mitigate seismic risk.

Cape Flattery, Clallam Bay High and Elementary School, High School Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 3 of 28



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School High
School Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School High School
Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

No flexible couplings noted in limited areas visible. Further investigation of mechanical piping

should be performed. Flexible coupling for piping may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

1970s-era ceiling construction. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Tall and unbraced cabinets observed in multiple locations. Brace tops of shelves taller than 6 feet

to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Items stored on tall shelves. Heavy items on upper shelves should be restrained by netting or

cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Equipment noted at ceiling in some locations. Bracing or anchoring of equipment may be

appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Equipment noted at ceiling in some locations. Bracing or anchoring of equipment may be

appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School
High School Building
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Limited section of gas line visible, all equipment rooms should be reviewed to mitigate seismic

risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchoring could not be observed below equipment. Further investigation should be performed.

Brace tops of equipment taller than 6 feet to nearest backing wall or provide overturning base

restraint.
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Photos:

Figure 1-1. High School, Front of Building and Main Entry

Figure 1-2. High School, Covered Walkway in Front of Building
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Figure 1-3. High School, Northeast Corner and Choir Building

Figure 1-4. High School, Southeast Connection to Shop & Art Building

Figure 1-5. High School, Cafeteria - Near Main Entry
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Figure 1-6. High School, Corridor Near Office

Figure 1-7. High School, Science Classroom

Figure 1-8. High School, Choir Room - Stairs to Mechanical Loft
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Figure 1-9. High School, Classroom in Choir Room Addition

Figure 1-10. High School, Tall Cabinets Common Throughout Many Spaces
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Cape Flattery, Clallam Bay High and Elementary School, High School Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Walls are all around roof

area.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The Art and Shop building,

as well as the choir addition,

appear to be built

immediately adjacent to the

original building section.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    
Mezzanines appear to be

attached to main framing.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Walls extend to foundation.

Single story building.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Building is relatively square

overall, with other areas

surrounded by walls.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Building walls are relatively

long and short.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Walls appear to be

surrounded by paving in

each area.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

  X  
Building uses wood framing

inside the concrete walls.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Space is surrounded by

walls.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X    
The entire perimeter consists

of walls.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X    Meets this in both directions.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

X    

At minimum of one anchor

per beam and anchors to

either side of the beams

were assumed based on

record information.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Diaphragms appear to be

connected primarily at beam

locations, and immediately

adjacent to beams. This does

not create an ideal load path.

At the back of the building,

an edge angle detail is

indicated, however, details at

the front of the building do

not appear to include this.

Verification should be

performed. Supplementary

angle connections may be

appropriate to mitigate

seismic risk.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X    
Reinforcing is continuous

into the foundation.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

X    

Wall system with pin

connections to wood beams

only.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  No flat slabs.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X  No coupling beams.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X    

Single-level at most

location, or supported all-

around.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X    Minimal roof openings.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Perpendicular to the beams,

there is only deck. Further

investigation may be

appropriate. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

X    
Spans are long, but ratios are

generally favorable.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

 X   

4x decking spans greatly

exceed this limit. Additional

review should be performed.

Plywood overlay, additional

interior shear walls, or

braced frames may be

appropriate to reduce the

unsupported spans and

mitigate seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Choir room roof span

appears to exceed this.

Additional analysis should

be performed. Blocking may

be appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X    Wood framing.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  No piles.
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Cape Flattery, Clallam Bay High and Elementary School, High School Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X    

Observed equipment is

wall-mounted or built into

a wall.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Stairs to choir room

equipment loft only.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

noted.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

noted.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Limited section of gas line

visible, all equipment

rooms should be reviewed

to mitigate seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

No flexible couplings

noted in limited areas

visible. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

Cape Flattery, Clallam Bay High and Elementary School, High School Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 28



HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  No seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No unreinforced masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No unreinforced masonry.

Does not appear that there

are any heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious panels.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No lathe and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypboard

noted.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

1970s-era ceiling

construction. Adding wires

for suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No unreinforced masonry

or veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No unreinforced masonry.

Cape Flattery, Clallam Bay High and Elementary School, High School Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 28



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Rear bleacher canopies at

attached a spacing below

the minimum required.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Parapets are typically

small and integral with

wall.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
Stairs to choir room

equipment loft only.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
Stairs to choir room

equipment loft only.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Tall and unbraced cabinets

observed in multiple

locations. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Items stored on tall

shelves. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Equipment noted at ceiling

in some locations. Bracing

or anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Equipment noted at ceiling

in some locations. Bracing

or anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Anchoring could not be

observed below

equipment. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Shop and Art Building

Facility Name: Clallam Bay High and
Elementary School

District Name: Cape Flattery
ICOS Latitude: 48.252
ICOS Longitude: -124.259
ICOS
County/District ID: 5401

ICOS Building ID: 18358
ASCE 41 Bldg Type: RM1
Enrollment: 115
Gross Sq. Ft. : 6,058
Year Built: 1980
Number of Stories: 1
SXS BSE-2E: 0.984
SX1 BSE-2E: 0.653
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 295
Liquefaction

Potential:
moderate to high

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Clallam Bay High and Elementary School, Shop and Art Building
1.1 Building Description

The Clallam Bay Shop and Arts Building is a 6,000 square-foot, single-story building with a loft that serves

the shop and arts programs of the high school and junior high. The building was constructed in 1980 as an

addition to the existing high school building, as part of the same project as the choir room and adjacent

classrooms. The building's footprint is approximately 80 feet by 73 feet, with the art spaces on the West side

and the shop spaces in the central and eastern areas. Framing consists of CMU bearing walls supporting

glulam beams and 4x8 joists at the roof. A loft occurs in the middle of the building, which is used as a

storage area for the shop.
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1.1.1 Building Use

The building provides space for the shop and arts programs for both the high school and junior high school

students. Art rooms are on the East side of the building. Shop space is on the West side of the building and

uses a central loft for storage. Large roll-up doors allow over-sized materials access to the shop.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Clallam Bay High and Elementary School
Structural System Description

Structural Roof

Roof framing consists of 27-inch deep glulam beams at 12 feet on-center with

4x8 joists at 4-feet on-center spanning between them. A plywood diaphragm

occurs across the roof. A central, 30-inch deep glulam beam provides a ridge

down the middle of the roof and support the interior end of the 27-inch glulams.

Structural Floor(s)
The floor is a 4-inch concrete slab-on-grade with welded-wire reinforcing. The

loft floor appears to be wood-framed, but is not included in documents.

Foundations

The foundation consist of continuous concrete footings at bearing wall locations

with concrete pad footings at post locations. Pad footings are cast integrally with

the continuous footings.

Gravity System

The gravity system consists of the roof framing supported by CMU bearing

walls and steel posts. Steel posts occur primarily at the East face, where the

CMU walls include more window openings, and in the middle of the structure,

to support the loft and the ridge beam.

Lateral System

The lateral system consists of the roof diaphragm supported by the perimeter and

interior CMU walls. A short section of wood-framed shear walls is also included

near the middle of the building, in-line with a segment of CMU shear wall.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Clallam Bay High and Elementary School
Structural System Description
Structural Roof No visible deterioration or damage were observed.

Structural Floor(s) No visible deterioration or damage were observed.

Foundations No visible deterioration or damage were observed.

Gravity System No visible deterioration or damage were observed.

Lateral System No visible deterioration or damage were observed.

Cape Flattery, Clallam Bay High and Elementary School, Shop and Art Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 27



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Shop and Art Building
Deficiency Description
Adjacent

Buildings

Building is constructed against the original high school building. Jointing or options to strongly tie the

structural together should be explored.

Reinforcing Steel

Spacing is 48 inches on-center. Detailed analysis should be performed for light reinforcing. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate seismic risk.

Wall Anchorage

Straps or nailer plates are indicated in each location per record drawings. However, capacity of bolts in ledger

does not appear to be sufficient. Further investigation should be performed. Additional diaphragm shear wall

anchoring may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm in the East-West direction significantly exceeds this. Detailed analysis should be

performed to determine capacity. Added blocking at panel edges may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School Shop
and Art Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Clallam Bay High and Elementary School Shop and Art
Building
Deficiency Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

1970s-era ceiling in the hallway only. No other locations noted. Adding wires for suspending the

light fixtures may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Tall cabinets in some locations are free-standing. Brace tops of shelves taller than 6 feet to nearest

backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Items stored on high shelves in Art space, some storage in Shop. Heavy items on upper shelves

should be restrained by netting or cabling to avoid becoming falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No bracing noted on ventilation equipment. Bracing or anchoring of equipment may be appropriate

to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

No anchoring observed on tall equipment, such as drill press. Brace tops of equipment taller than 6

feet to nearest backing wall or provide overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Clallam Bay High and Elementary School
Shop and Art Building
Unknown Item Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Gas stove noted, however, it was not clear if it is in-use or merely stored. If gas piping is provided,

this should be reviewed to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Gas stove noted, however, it was not clear if it is in-use or merely stored. If gas piping is provided,

this should be reviewed. Shutoff valves may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Gas stove noted, however, it was not clear if it is in-use or merely stored. If gas piping is provided,

this should be reviewed. Flexible coupling for piping may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. Shop & Arts, Southwest Exterior Corner

Figure 1-2. Shop & Arts, Southeast Corner with Covered Bleachers and Shop Equipment

Cape Flattery, Clallam Bay High and Elementary School, Shop and Art Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 27



Figure 1-3. Shop & Arts, West Roll-Up Door

Figure 1-4. Shop & Arts, East Side Exterior

Figure 1-5. Shop & Arts, Corridor Storage
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Figure 1-6. Shop & Arts, Art Room

Figure 1-7. Shop & Arts, Shop Space

Figure 1-8. Shop & Arts, Roof Connection to CMU Walls
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Figure 1-9. Shop & Arts, Shop Lighting and Duct

Figure 1-10. Shop & Arts, Shop with Loft Above
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Cape Flattery, Clallam Bay High and Elementary School, Shop and Art Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Building is roughly square

with walls on all sides.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

Building is constructed

against the original high

school building. Jointing or

options to strongly tie the

structural together should be

explored.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    Mezzanine are tied to walls.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Building is one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Walls are continuous

throughout.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
Building is relatively

symmetric.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Building walls have

favorable aspect ratio.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Walls have paving on most

sides.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Wall occur around each

major space.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Walls are present throughout

and appear to result in a low

stress.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Spacing is 48 inches on-

center. Detailed analysis

should be performed for

light reinforcing. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  No topping slabs.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Straps or nailer plates are

indicated in each location

per record drawings.

However, capacity of bolts

in ledger does not appear to

be sufficient. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    
Straps and nailers are used at

most locations.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    
Connections present

throughout.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  No topping slabs.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    
Walls include foundation

dowels.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Connections are present at

each location per record

drawings.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
Only minor openings are

present.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
Only minor openings are

present.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X    
Beams and joists appears to

provide cross-ties.
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
Only minor openings are

present.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
Only minor openings are

present.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  Plywood panels used.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Plywood diaphragms are

typical.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm in the

East-West direction

significantly exceeds this.

Detailed analysis should be

performed to determine

capacity. Added blocking at

panel edges may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Plywood diaphragms in

typical locations.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    
Anchors and nailers appear

to be stiff.
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Cape Flattery, Clallam Bay High and Elementary School, Shop and Art Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

No sprinkler system noted

in most areas. One line

above a counter may not

be functional, but it

attached directly to the

wall.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinkler system noted.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No life safety systems

observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinkler system noted.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
None noted in this

building.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
None noted in this

building.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Gas stove noted, however,

it was not clear if it is in-

use or merely stored. If gas

piping is provided, this

should be reviewed to

mitigate seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Gas stove noted, however,

it was not clear if it is in-

use or merely stored. If gas

piping is provided, this

should be reviewed.

Shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Gas stove noted, however,

it was not clear if it is in-

use or merely stored. If gas

piping is provided, this

should be reviewed.

Flexible coupling for

piping may be appropriate

to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  No seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No unreinforced masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No unreinforced masonry.

Does not appear that there

are any heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious panels.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No lathe and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypboard

ceilings.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

1970s-era ceiling in the

hallway only. No other

locations noted. Adding

wires for suspending the

light fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
Limited glazing, primarily

small door windows.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No unreinforced masonry.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Rear bleacher canopies are

connected at lesser spacing

than minimum.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

CMU parapets continuous

with wall below and

generally short.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.

Cape Flattery, Clallam Bay High and Elementary School, Shop and Art Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 27



Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No unreinforced masonry.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  Access to loft only.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Tall cabinets in some

locations are free-standing.

Brace tops of shelves taller

than 6 feet to nearest

backing wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Items stored on high

shelves in Art space, some

storage in Shop. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Limited equipment noted.

See ME-2.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

No bracing noted on

ventilation equipment.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

No anchoring observed on

tall equipment, such as

drill press. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Elementary School

Facility Name: Neah Bay Elementary
School

District Name: Cape Flattery
ICOS Latitude: 48.364
ICOS Longitude: -124.622
ICOS
County/District ID: 5401

ICOS Building ID: 19336
ASCE 41 Bldg Type: RM1
Enrollment: 166
Gross Sq. Ft. : 17,740
Year Built: 1961
Number of Stories: 1
SXS BSE-2E: 0.947
SX1 BSE-2E: 0.645
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 232
Liquefaction

Potential:
moderate to high

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Neah Bay Elementary School, Elementary School
1.1 Building Description

Neah Bay Elementary School is a one-story, CMU wall structure with a wood-framed roof built in 1978,

enclosing approximately 17,800 square feet at the first floor. A mechanical loft runs throughout much of the

building, with a small, centrally located office being located centrally in the loft. The building is constructed

on a flat site, approximately 1,200 feet from the waterfront. The building has an L-shaped plan, with

classrooms in both legs of the building and the main entry in the North side. The North and West legs of the

building are 190 feet long and 150 feet long, respectively, and 70 feet wide. Like the perimeter walls, many

interior partition walls are also reinforced CMU, braced by the mechanical lofts.
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1.1.1 Building Use

Neah Bay Elementary School serves approximately 170 students. Classrooms occur throughout the building,

with office and library spaces near the center of the North leg of the building. A mechanical loft occurs

throughout the building, with a small office at the loft level near the middle of the building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Neah Bay Elementary School
Structural System Description

Structural Roof

The roof system consists of glulam beams running parallel to the main corridors

at approximately 10-feet on-center, supported by glulam girders running

perpendicular to the corridors. 2x10 framing at 16 inches on-center run between

the beams and support a plywood roof diaphragm. The girders are supported by

the exterior walls and by posts located at each side of the corridor.

Structural Floor(s)

The floor consists of a 4-inch thick concrete slab on grade. A 300 square-foot

recessed seating area is located in the northwestern corner of the building, but

has been infilled with a wood-framed floor system.

Foundations

The foundation consists of concrete stem walls on continuous footings at

perimeter walls and thickened slab supports at interior walls. 4-foot square pad

footings are provided at each interior post location.

Gravity System
The mechanical loft is framed with 2x members of varying depths supported by

a combination of interior and corridor bearing walls, and by glulam beams.

Lateral System

The lateral system consists of flexible plywood diaphragms supported by

partially-grouted CMU shear walls. Walls are well-distributed at the perimeter,

along corridors, and transverse to the corridors at 30-feet on-center (walls

dividing classrooms). CMU vertical and horizontal reinforcing is at 48 inches

on-center

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Neah Bay Elementary School
Structural System Description

Structural Roof

The ends of major beams cantilever over the exterior walls and extend past the

roof. Deterioration is present in many of these exposed locations. In some cases,

it appear to be spreading into the portion of the beam within the roof structure.

No visible signs of corrosion, damage, or deterioration were observed at other

locations.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations No visible signs of corrosion, damage, or deterioration.

Gravity System

A small greenhouse zone is incorporated into the South face of the building,

which appears to be inducing humidity and leading to wall and beam

deterioration. No visible signs of corrosion, damage, or deterioration were

observed at other locations.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Neah Bay Elementary School Elementary School
Deficiency Description

Reinforcing Steel

Spacing is 48 inches on-center. Detailed assessment should be performed to determine expected performed

with low reinforcing. Further investigation should be performed. Lateral system strengthening or additional

shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

Out-of-plane connection appears to consist of attachment of blocking between beams in the weak-axis. Beams

also brace the walls, but spacing is up to 30 feet on-center. Further investigation should be performed.

Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Cross-grain bending on blocking is induced. Further investigation should be performed. Additional blocking

and strapping may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Elementary School Elementary School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Neah Bay Elementary School Elementary School
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

1970s-era construction. Diesel generator reported on-site. Further investigation may be appropriate

to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

48-inch spacing, no corrosion resistance noted. Adding connections for the veneer may be

appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Isolated elements, such as statue at main entry. Brace tops of elements taller than 6 feet to nearest

backing wall or provide overturning base restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

No bracing for water tank noted. Brace tops of equipment taller than 6 feet to nearest backing wall

or provide overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Elementary School Elementary
School
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. Elementary School, Northwest Exterior Corner

Figure 1-2. Elementary School, Southern Exterior Face
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Figure 1-3. Elementary School, Southeastern Exterior Corner (Beam Damage Visible)

Figure 1-4. Elementary School, South Face with Greenhouse Element
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Figure 1-5. Elementary School, North-South Corridor

Figure 1-6. Elementary School, Typical Corner Roof Framing
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Figure 1-7. Elementary School, Typical Roof Framing and Lighting

Figure 1-8. Elementary School, Suspending Lighting

Figure 1-9. Elementary School, Stair to Central Loft Office
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Figure 1-10. Elementary School, Mechanical Room
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Cape Flattery, Neah Bay Elementary School, Elementary School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    Walls are well-distributed.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Buildings are well-spaced on

the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

Mezzanines and lofts

generally have walls on all

sides.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Building is one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Building is one story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Walls appear to be

continuous.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Building is one story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    Walls are well-distributed.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    Building is relatively short.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Interior footings are

restrained by slabs, and

exterior paving surrounds

the other walls.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    Walls are well-distributed.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Numerous walls keep the

stress low.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Spacing is 48 inches on-

center. Detailed assessment

should be performed to

determine expected

performed with low

reinforcing. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  No precast concrete.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane connection

appears to consist of

attachment of blocking

between beams in the weak-

axis. Beams also brace the

walls, but spacing is up to 30

feet on-center. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Cross-grain bending on

blocking is induced. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    
Blocking connections appear

to be effective in-plane.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  No topping slabs.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    
Doweling is indicated in the

record drawings.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Connections are indicated in

the record drawings.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    Few openings are noted.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    Few openings are noted.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X    
Beams and joists appear to

provide cross-ties.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

Openings for doors occur,

but building has few

windows.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    Few openings are noted.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Aspects ratios are generally

favorable.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    Plywood panels used.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X    
Intermediate walls typically

occur at 30 feet on-center.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  Plywood diaphragms.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    

Connection appears to be

relatively stiff, where they

occur.
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Cape Flattery, Neah Bay Elementary School, Elementary School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No back-up systems

observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

Single-story building. Only

mechanical loft stairs

present.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

 X   

1970s-era construction.

Diesel generator reported

on-site. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

observed in the building.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

observed in the building.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
Site reported not to have

gas service.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No hazardous materials

observed. Building does

not have gas service.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  No seismic joints.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No unreinforced masonry

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    
Partitions are braced by

steel angle braces.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  None present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Building generally has

exposed structure and/or

direct-applied finishes.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    
Lights are hung separately

from ceiling systems.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

 X   

48-inch spacing, no

corrosion resistance noted.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

Record drawings indicate

brick ties, however, no

veneer was observed.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

Record drawings indicate

brick ties, however, no

veneer was observed.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

Record drawings indicate

brick ties, however, no

veneer was observed.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Brick typically backed by

reinforced CMU.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

Record drawings indicate

brick ties, however, no

veneer was observed.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  None present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  None present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  None present.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  None present.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  None present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  None present.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  None present.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
Only light-framed stairs to

lofts.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None present.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Isolated elements, such as

statue at main entry. Brace

tops of elements taller than

6 feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    
Shelving is typically low

in accessible areas.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

No bracing for water tank

noted. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

Cape Flattery, Neah Bay Elementary School, Elementary School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 29



EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Neah Bay High School Classroom
Building

Facility Name: Neah Bay Junior/ Senior High
School

District Name: Cape Flattery
ICOS Latitude: 48.363
ICOS Longitude: -124.623
ICOS
County/District ID: 5401

ICOS Building ID: 24280
ASCE 41 Bldg Type: W2
Enrollment: 185
Gross Sq. Ft. : 26,463
Year Built: Phases from 1956 through 1988
Number of Stories: 1
SXS BSE-2E: 0.947
SX1 BSE-2E: 0.645
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 232
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School
Classroom Building
1.1 Building Description

Neah Bay High School is a single-story, 26,500 square foot building that was built in three primary phases

(1956, 1966, and 1988). The current layout has two primary classroom corridors at the West end of the

building. Although superficially similar, the two were constructed in 1956 and 1988, with major

reconstruction performed to the 1956 portion. A large, stand-alone Multi-Purpose Room and

classroom/office building was added in 1966. The 1988 addition tied together the two existing buildings, as

well as added classroom and commons space. An existing maintenance building was also incorporated at the

South face of the building. Lofts are includeed over the central portions of the 1988 addition. Overall, the

building is approx 270 ft long (East/West) and 150 ft wide (North/South) at the widest point. The majority of

the building is wood-framed, although some steel posts and limited areas of concrete and CMU walls are
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1.1.1 Building Use

The building serves as a high school for approximately 185 students. Administration space is at the East end,

with classrooms primarily in the center and in the western end of the building. The large Multi-Purpose

Room serves as a gathering space, in addition to the stage and commons in the classroom wing. A

maintenance building is attached on the South face.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Neah Bay Junior/ Senior High School
Structural System Description

Structural Roof

The roof structural consists of glulam beams and tongue-and-groove decking at

the Multi-Purpose Room and adjacent spaces. Decking is 2x6 over the

multipurpose room and 4x6 at the office and classrooms. At the western end of

the building the typical framing consists of glulam beams and glulam joists over

the classrooms and pre-manufactured joists over the corridors. A plywood

diaphragm is supported by the joists.

Structural Floor(s)

The floor throughout most of the building is typically a 4-inch concrete slab-on-

grade. This is unreinforced in the older zones but includes welded-wire mesh in

the 1988 addition. In the 1956 classrooms, a 5-inch slab is provided.

Foundations

Foundations consist of continuous concrete footings under bearing and exterior

walls. Concrete pad footings are provided under posts and columns. Continuous

footings and pad footings are built integrally at locations where posts or columns

occur within a wall.

Gravity System

The gravity system typically consists of wood bearing walls and posts, which

support the roof system. At the loft areas in the 1988 expansion 24-inch deep

engineered (TJ and TJM) joists were used at 16 inches on-center. A W14 steel

beam is used to support the portion of the loft occurring over the stage.

Lateral System

The lateral system consists of wood diaphragms and wood-framed walls

throughout the building. Shear wall sheathing and hold downs were used in the

1988 construction and were added to the 1956 portion of the building at that

time. The 1966 and 1988 roof structures appear to attach to one another,

however, it is not clear if any specific lateral connection was provided.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Neah Bay Junior/ Senior High School
Structural System Description
Structural Roof No visible damage or deterioration was observed.

Structural Floor(s) No visible damage or deterioration was observed.

Foundations No visible damage or deterioration was observed.

Gravity System No visible damage or deterioration was observed.

Lateral System No visible damage or deterioration was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay High School
Classroom Building
Deficiency Description

Roof Chord

Continuity

The connection of the multi-purpose room building to newer section does not appear to indicate strapping or

ties. Further investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate

seismic risk.

Spans
Multi-purpose room decking is 2x decking. Detailed assessment may be required. Plywood overlay could be

used, if the capacity is not sufficient.

Diagonally

Sheathed and

Unblocked

Diaphragms

South classroom plywood diaphragm spans exceed this by a small market. Detailed assessment can be

performed to verify the capacity. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay
High School Classroom Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay High School
Classroom Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-5 Equipment on Access

Floors. HR-not required; LS-

not required; PR-MH.

Not required for life safety performance level.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Bracing not observed in mechanical room. Limited bracing provided at antenna over office entry.

Bracing or anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Bracing not observed in mechanical room. Bracing or anchoring of equipment may be appropriate

to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Bracing not observed in mechanical room. Brace tops of equipment taller than 6 feet to nearest

backing wall or provide overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah
Bay High School Classroom Building
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. High School, Northeast Face with Main Entry

Figure 1-2. High School, North Face of Classroom Wing
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Figure 1-3. High School, Northwest Corner with West Face

Figure 1-4. High School, South Classroom Wing

Figure 1-5. High School, Covered Walkway on South Face, Maintenance Room Beyond
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Figure 1-6. High School, East Face and Offices (Note Antenna as Possible Seismic Hazard, Further Review of
Attenna Is Recommended)

Figure 1-7. High School, Central Multi-Purpose Room
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Figure 1-8. High School, Corridor Between Multi-Purpose Room Building and 1988 Addition

Figure 1-9. High School, Stage in Classroom Wing

Figure 1-10. High School, Classroom Interior
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School

Classroom Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
Walls are distributed

throughout.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
Buildings are well-spaced on

the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
Mezzanines tie into the shear

walls.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Vertical elements appear to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X Walls are well-distributed.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X Ratios are favorable.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X

Foundations are typically

surrounded by slabs and

paving.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Walls are distributed

throughout.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Highest-load locations

appear to be at this limit for

plywood walls in the

western zone.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    
Plywood shear walls at

many locations.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

Single story building, meets

criteria at older sections that

have not been upgraded.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Segments are generally

favorable.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Flat site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Walls are continuous to

footing.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

Longer sections of wall

typically occur beyond

windows.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

Detailing is not entirely clear

at all locations, however,

even the older sections

indicate positive connections

at locations that are detailed.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Multi-purpose room

drawings indicate 6-foot

spacing, and appears to

represent the oldest section

that has not been upgraded.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Detailing is not entirely clear

at all locations, however,

even the older sections

indicate positive connections

at locations that are detailed.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Multi-purpose room

drawings indicate 6-foot

spacing, and appears to

represent the oldest section

that has not been upgraded.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

The connection of the multi-

purpose room building to

newer section appears to be

continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

The connection of the multi-

purpose room building to

newer section does not

appear to indicate strapping

or ties. Further investigation

should be performed.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
Openings are generally

small.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

Multi-purpose roof is

roughly 1:1, as are adjacent

classrooms, if intermediate

walls are considered as shear

walls.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Multi-purpose room decking

is 2x decking. Detailed

assessment may be required.

Plywood overlay could be

used, if the capacity is not

sufficient.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

South classroom plywood

diaphragm spans exceed this

by a small market. Detailed

assessment can be performed

to verify the capacity.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    Wood diaphragms only.
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School

Classroom Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No back-up systems

observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

Single-story building. Only

mechanical loft stairs

present.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material

equipment noted.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  None observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No gas or other piping at

the site.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
Site reported not to have

gas service.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No hazardous materials

observed. Building does

not have gas service per

maintenance.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  No seismic joints.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No unreinforced masonry

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    
Masonry at maintenance

area extends to roof.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No panels observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  None present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Ceilings typically direct-

applied acoustic tile.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

Lighting not supported by

grid, hung independent of

ceiling.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
Clerestory windows are

typically small segments.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer present.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer present.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer present.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer present.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No parapets.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    
Entry totem poles braced

by steel poles.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  None present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  None present.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  None present.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
Only light-framed stairs to

lofts.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None present.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

 X   
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Bracing not observed in

mechanical room. Limited

bracing provided at

antenna over office entry.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Bracing not observed in

mechanical room. Bracing

or anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Bracing not observed in

mechanical room. Brace

tops of equipment taller

than 6 feet to nearest

backing wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Neah Bay High School Gym

Facility Name: Neah Bay Junior/ Senior High
School

District Name: Cape Flattery
ICOS Latitude: 48.363
ICOS Longitude: -124.623
ICOS
County/District ID: 5401

ICOS Building ID: 24281
ASCE 41 Bldg Type: C2a
Enrollment: 185
Gross Sq. Ft. : 12,343
Year Built: 1972
Number of Stories: 1
SXS BSE-2E: 0.947
SX1 BSE-2E: 0.645
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 232
Liquefaction

Potential:
moderate to high

Tsunami Risk: High or Very High
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Gym
1.1 Building Description

The Neah Bay High School Gymnasium Building is a single-story, 12,400 square foot building built in 1972.

The main entry and concessions area was extended in 2008. The building consists of a large basketball court

with foldable bleachers, two locker rooms, a small mechanical room, and the entry and concessions area.

The overall footprint is approximately 115 feet by 140 feet at the widest points. Distinctive, exposed, slanted

concrete walls run around the exterior exterior, with integral buttresses at the beam locations and a steep roof

and architectural feature at the peak. Areas within the locker rooms are divided by non-bearing CMU walls

that are braced by the roof framing at the top.
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1.1.1 Building Use

The building serves as the gymnasium and basketball court for the high schools. Bleachers for spectators are

provided adjacent to gym floor. The building also provides locker rooms and an area for concessions.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Neah Bay Junior/ Senior High School
Structural System Description

Structural Roof

The roof structural consists of 30-inch deep glulam beams at 14-foot, 6-inch on-

center space over the main gym area with 4x tongue-and-groove decking.

Framing is similar at the locker rooms and the main entry, which have relatively

flat roof areas, with 24-inch deep and 15-inch deep beams, respectively. A

plywood diaphragm is provided at the entry area.

Structural Floor(s)

The floor throughout the building is a 4-inch concrete slab-on-grade cast over a

3-inch sand layer. Tie members have geometry associated with a typical

thickened slab, however, the sand layer occurs within the depth of the tie.

Foundations

Foundations consist of continuous concrete footings under bearing walls and

under CMU non-bearing walls. Large pad footings extent 11-feet outside the

building at each of the gym's main beam support elements. The beams have

buttress-style column elements built into the wall, thus creating the need for

thrust resistance. Tie beams run across the width of the gym to tie these buttress

footings together.

Gravity System

The gravity system consists of roof framing supported by the perimeter concrete

walls. The catwalk area over the gym is supported directly by the roof beams.

The perimeter walls include exterior buttresses at each of the main roof beam

locations, to resist the thrust created by the sloping beams.

Lateral System

The lateral system consists of wood diaphragms and perimeter concrete walls. 

The 2008 addition is connected directly to the original building with epoxy

dowels at the concrete walls and steel straps at the roof framing. Large windows

between the top of the wall and the bottom of the roof occur between most of the

beams leaving a limited path for shear to be transferred from the roof to the

exterior walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Neah Bay Junior/ Senior High School
Structural System Description
Structural Roof No visible damage or deterioration was observed.

Structural Floor(s) No visible damage or deterioration was observed.

Foundations No visible damage or deterioration was observed.

Gravity System No visible damage or deterioration was observed.

Lateral System No visible damage or deterioration was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay High School
Gym
Deficiency Description

Load Path

The roof attaches to the beams, which attach to the walls, however, no connection between the beams appears

to occur. A perimeter connection, potentially filling some windows and creating a steel drag line, may be

required.

Transfer to Shear

Walls

The only connection occurs through the main roof beams. Further investigation should be performed.

Additional connection may require window infill and chord steel.

Cross Ties
No cross ties appears to occur in the North-South direction. Additional assessment should be performed.

Diaphragm ties may be appropriate to mitigate seismic risk.

Spans

4x decking is used per record drawings; no plywood panels appear to be indicated. Additional review should be

performed. Plywood overlay, additional interior shear walls, or braced frames may be appropriate to reduce

unsupported spans and mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay
High School Gym
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay High School
Gym
Deficiency Description
CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Built-in shelving in lockers rooms has no restraints for items. Heavy items on upper shelves should

be restrained by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical room equipment does not appear to be braced. Bracing or anchoring of equipment may

be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical room equipment does not appear to be braced. Bracing or anchoring of equipment may

be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah
Bay High School Gym
Unknown Item Description
C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Locker room ceilings may be this type. Connections are not accessible to observe. Further

investigation should be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. High School Gym, Northwest Face with Main Entry

Figure 1-2. High School Gym, West and South Faces
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Figure 1-3. High School Gym, South Face with Mechanical and Locker Room Area

Figure 1-4. High School Gym, Typical Window between Main Beams at Exterior

Figure 1-5. High School Gym, Main Gym Area
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Figure 1-6. High School Gym, Main Gym Area with Catwalk Visible

Figure 1-7. High School Gym, Exposed Concrete Wall Finish at Gym

Figure 1-8. High School Gym, Locker Room
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Figure 1-9. High School Gym, Mechanical Room (South of Locker Rooms)

Figure 1-10. High School Gym, Main Entry and Concession Area
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

The roof attaches to the

beams, which attach to the

walls, however, no

connection between the

beams appears to occur. A

perimeter connection,

potentially filling some

windows and creating a steel

drag line, may be required.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Buildings are well-spaced on

the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    
Mezzanine is integral with

the roof framing.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    Single story building.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
Building sections are fairly

symmetric.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    Ratios are favorable.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Ties are provided for the

buttress elements.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

X    

Wood framing beams are

supported by integral

concrete buttress columns.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    Wall occur on each side.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X    
Overall wall stresses are

low.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X    

Existing detail 3/S7

indicates reinforcing above

this level.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

X    

Connection through beam

locations appear to have

sufficient capacity.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

 X   

The only connection occurs

through the main roof

beams. Further investigation

should be performed.

Additional connection may

require window infill and

chord steel.
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Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X    
Reinforcing is continuous

into footing.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

X    
Few secondary components

occur.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  No flat slabs.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X  No coupling beams.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X    

Sloping diaphragms are

bounded by walls are

locations where elevations

changes.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X    Few openings occur.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

No cross ties appears to

occur in the North-South

direction. Additional

assessment should be

performed. Diaphragm ties

may be appropriate to

mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

X    
Roof falls with the required

ratio.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

 X   

4x decking is used per

record drawings; no

plywood panels appear to be

indicated. Additional review

should be performed.

Plywood overlay, additional

interior shear walls, or

braced frames may be

appropriate to reduce

unsupported spans and

mitigate seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X  Straight-sheathing is used.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X    Wood 4x decking only.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  No pile caps.
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression system

noted.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression system

noted.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No back-up power system

noted.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression system

noted.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  No hazardous materials.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  No hazardous materials.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No gas or other piping at

the site.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  No hazardous materials.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  No hazardous materials.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  No hazardous materials.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No unreinforced masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    
Appear to be roof-

supported.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

panels.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No lathe and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Locker room ceilings may

be this type. Connections

are not accessible to

observe. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  No grid ceiling system.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 27



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Top appendage of room

includes bracing, per

record drawings.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Built-in shelving in lockers

rooms has no restraints for

items. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Mechanical room

equipment does not appear

to be braced. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Mechanical room

equipment does not appear

to be braced. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No such equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Neah Bay High School Shop
Building

Facility Name: Neah Bay Junior/ Senior High
School

District Name: Cape Flattery
ICOS Latitude: 48.363
ICOS Longitude: -124.623
ICOS
County/District ID: 5401

ICOS Building ID: 24282
ASCE 41 Bldg Type: S3
Enrollment: 185
Gross Sq. Ft. : 8,081
Year Built: 1972
Number of Stories: 1
SXS BSE-2E: 0.947
SX1 BSE-2E: 0.645
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 232
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Shop
Building
1.1 Building Description

The Neah Bay High School Shop Building is a one-story, 8,100 square-foot, pre-engineered metal building.

The L-shaped building was built in two different phases, with the slightly larger West leg added to the

original East portion in 1988. Foundations for the West leg are documented in the 1988 high school

expansion project. The West leg is approximately 100 feet by 50 feet, and the East portion is approximately

43 feet by 82 feet. The East portion has CMU walls along the perimeter, stopping below the roof elevation

and lacking clear bracing. A small storage loft is present at the northeast end of the building.
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1.1.1 Building Use

The Neah Bay High School Shop building serves as a shop building for the school, including primarily

wood-working, large canoe projects, and project storage. The southeastern corner of the building includes

space of maintenance equipment.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Neah Bay Junior/ Senior High School
Structural System Description

Structural Roof

The roof structure consists of pre-engineered metal beams spanning the narrow

direction of the building with purlins spanning between them. Typical beam

spacing is around 21 feet on-center. Beams are supported by perimeter columns.

Structural Floor(s)
The floor is a 4-inch concrete slab-on-grade. Thickened slab edges are indicated

around the perimeter in the North leg.

Foundations

Foundations consist of reinforced concrete pad footings at each building column.

Footings in the North leg are 3-foot, 6-inches square, with small plinths to raise

the column support to floor level.

Gravity System
The gravity systems consists of a pre-engineered metal building beam-column

frame, with purlins spanning between each frame.

Lateral System

The lateral systems consists of pre-engineered metal building frames in each

building section's narrow direction, and cable x-bracing at the perimeter in the

building's long direction.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Neah Bay Junior/ Senior High School
Structural System Description
Structural Roof No visible damage or deterioration was noted.

Structural Floor(s) No visible damage or deterioration was noted.

Foundations

Downspouts and gutters at the northeastern corner appear to be putting water

against the building wall, leading to localized erosion and deterioration. No

visible damage or deterioration was noted elsewhere in the building.

Gravity System No visible damage or deterioration was noted.

Lateral System No visible damage or deterioration was noted.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay High School
Shop Building
Deficiency Description

Adjacent

Buildings

The two sections are tied together and should be reviewed to see if either load transfer can occur or if

movement is tolerable. The covered walk on the North side ties the building to the adjacent high school

building. Further investigation should be performed. Increasing clear distance between buildings or tying

seismic joints together may be appropriate to mitigate seismic risk.

Ties Between

Foundation

Elements

The footings do not appear to be tied through the slab. Additional investigation could determine whether soil

resistance is sufficient, and may occur in conjunction with liquefaction analysis. Additional foundation ties may

be appropriate to mitigate seismic risk.

Brace Axial Stress

Check

Cables appear to be provided at the ends of the West section only, on each side, providing only 4 cables to

resist the entire load. Further investigation should be performed. Additional resistance, such as sheathing for

perimeter walls, may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay
High School Shop Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Tansfer to Steel

Frames

Record drawings are not available and insulation covered the connections. Additional field work and removal

of finishes may be required to verify. Further investigation should be completed. Lateral system strengthening

may be appropriate to mitigate seismic risk.

Moment-Resisting

Connections

PEMB members are not standard shapes. Detailed investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Compact

Members

PEMB members are not standard shapes. Detailed investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Roof Panels
Record drawings are not available and insulation covered the connections. Additional field work and removal

of finishes may be required to verify. Lateral system strengthening may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay High School
Shop Building
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

No restraints observed for chemical storage in maintenance bay.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Perimeter walls have no bracing visible.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.
No anchoring noted in maintenance bay racks.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

No restraints observed. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

No restraints observed. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

No restraints observed on equipment. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No restraints observed. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.
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Photos:

Figure 1-1. Shop Building, Southeast Exterior Corner

Figure 1-2. Shop Building, Northwest Exterior Corner
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Figure 1-3. Shop Building, Covered Walkway to High School Building

Figure 1-4. Shop Building, Deterioration at Southeast Exterior Corner

Figure 1-5. Shop Building, Interior of North Leg
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Figure 1-6. Shop Building, South Loft and Unbraced Heater. Bracing of Heater May Be Warranted to Increase
Seismic Safety.

Figure 1-7. Shop Building, Ventilation Equipment in North Leg
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Figure 1-8. Shop Building, Central Classroom Space (Cable Bracing Visible)

Figure 1-9. Shop Building, Southwest Corner (Top of CMU Wall Visible)

Figure 1-10. Shop Building, Equipment Storage Room at Southeast Corner
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Shop

Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The building has frames and

cable bracing throughout.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The two sections are tied

together and should be

reviewed to see if either load

transfer can occur or if

movement is tolerable. The

covered walk on the North

side ties the building to the

adjacent high school

building. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

The loft appears to the main

structure, however, that also

serves as the laterals system

for the building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
Building segments are

symmetrical.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
The building has favorable

ratios.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

The footings do not appear

to be tied through the slab.

Additional investigation

could determine whether soil

resistance is sufficient, and

may occur in conjunction

with liquefaction analysis.

Additional foundation ties

may be appropriate to

mitigate seismic risk.
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17-12 Collapse Prevention Structural Checklist for Building Type S3

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

 X   

Cables appear to be provided

at the ends of the West

section only, on each side,

providing only 4 cables to

resist the entire load. Further

investigation should be

performed. Additional

resistance, such as sheathing

for perimeter walls, may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Tansfer to Steel Frames

Diaphragms are connected for transfer of seismic

forces to the steel moment frames. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.2)

   X

Record drawings are not

available and insulation

covered the connections.

Additional field work and

removal of finishes may be

required to verify. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X    Anchors are indicated.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Moment-Resisting

Connections

All moment connections are able to develop the

elastic moment (FyS) of the adjoining members.

(Tier 2: Sec. 5.5.2.2.1; Commentary: Sec.

A.3.1.3.4)

   X

PEMB members are not

standard shapes. Detailed

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Compact Members

All frame elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.2.2.4; Commentary:

Sec. A.3.1.3.8)

   X

PEMB members are not

standard shapes. Detailed

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Metal deck appears to serve

as the diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Roof Panels

Where considered as diaphragm elements for

lateral resistance, metal, plastic, or cementitious

roof panels are positively attached to the roof

framing to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.1)

   X

Record drawings are not

available and insulation

covered the connections.

Additional field work and

removal of finishes may be

required to verify. Lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Wall Panels

Where considered as shear elements for lateral

resistance, metal, fiberglass, or cementitious wall

panels are positively attached to the framing and

foundation to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.2)

  X  

Frames and cable bracing

appear to be intended to act

as lateral system.
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay High School Shop

Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

equipment.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

equipment.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No equipment observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinkler system noted.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous-material

equipment noted.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

No restraints observed for

chemical storage in

maintenance bay.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No gas or other piping at

the site.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No gas or other piping at

the site.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No gas or other piping at

the site.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No gas or other piping at

the site.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   
Perimeter walls have no

bracing visible.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  No ceiling system.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No rigid cement partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceiling systems.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceiling systems.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  Chain-hung lights only.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No overhead glazing.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No parapets or cornices.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No parapets or cornices.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No parapets or cornices.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

 X   
No anchoring noted in

maintenance bay racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

No restraints observed.

Brace tops of shelves taller

than 6 feet to nearest

backing wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

No restraints observed.

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

No restraints observed on

equipment. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

No restraints observed.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No such equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Neah Bay Middle School &
Gym

Facility Name: Neah Bay Junior/ Senior High
School

District Name: Cape Flattery
ICOS Latitude: 48.363
ICOS Longitude: -124.623
ICOS
County/District ID: 5401

ICOS Building ID: 12393
ASCE 41 Bldg Type: W2
Enrollment: 185
Gross Sq. Ft. : 14,397
Year Built: 2002
Number of Stories: 1
SXS BSE-2E: 0.947
SX1 BSE-2E: 0.645
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 232
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay Middle School &
Gym
1.1 Building Description

Neah Bay Junior High School is a 14,400 square-foot building built in 2002. The building is primarily wood-

framed, with steel trusses over the gym and steel joists at many of the roof areas. The building has an overall

footprint of approximately 95 feet by 166 feet. The high roof provides a high-volume space at the gym, and

allows space for mechanical systems in a tall attic above the classrooms. Engineered lumber studs and posts

are used to support the roof framing and the tall walls. The perimeter is covered in various wood siding

materials and painted. A series of 26-inch diameter columns are placed around the building's perimeter.

These support various covered entries, but are primarily architectural and appear to be purely architectural

along the East face as they appear to only support their own weight. Non-bearing walls divide adjacent

classrooms, providing considerable future flexibility.
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1.1.1 Building Use

The facility includes space for approximately 185 students, including five classrooms, a gymnasium, library,

and associated bathrooms. The layout places the bathrooms and the gym entry near the main building entry

facilitating use for sporting events.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Neah Bay Junior/ Senior High School
Structural System Description

Structural Roof

The roof system consists primarily of LH-series open-web joists supported on

wood posts. Steel tube trusses are used at the gym, and structural steel and

glulam beams are used at the southwest and northwest corners, respectively.

Metal deck is used to span between the roof framing members. The three roof

canopies consist of glulam beam framing.

Structural Floor(s)

A concrete slab-on-grade of unspecified thickness occurs through the building.

The scale of the details implies that it is roughly 4-inches thick. Attic floors

consist of plywood over 2x framing with supplemental glulam beams at the main

entry.

Foundations

The foundation consists of concrete stem walls and continuous footings at

bearing wall locations. Stem walls are noted as being 4-feet tall in the record

drawings, and appear to be intended to reach a bearing layer far below grade.

Gravity System

The gravity system consists of stud walls and wood posts supporting the roof

framing. Due to the great height of the walls, engineered wood studs up to 11

7/8-inches deep are used in some locations. The attic framing occurs primarily

over the corridors and uses the corridor walls for support.

Lateral System

The lateral system consists of the roof diaphragm supported by wood shear

walls. The majority of the building's bearing walls are also shear walls, creating

a highly-distributed system.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Neah Bay Junior/ Senior High School
Structural System Description
Structural Roof No visible deterioration or damage was observed.

Structural Floor(s) No visible deterioration or damage was observed.

Foundations No visible deterioration or damage was observed.

Gravity System

Superficial rust was observed near the base of the large, architectural column

elements on the East side. Plants and landscaping were observed against the

siding along the North and West faces. This landscaping issue has not yet lead to

observed deterioration, but will likely contribute to future deterioration if not

addressed. No visible deterioration or damage was observed.

Lateral System No visible deterioration or damage was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay Middle School &
Gym
Deficiency Description

Shear Stress

Check

Wall stress at the gym area is high based on the open area and wide span, however, detailed review of the

modern detailing may provide acceptance. Further investigation should be performed. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay
Middle School & Gym
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

Wood post detailing is not clear in record drawings. Finishes could be removed to verify, however, shear wall

framing may be effective in keeping posts in-place. Further investigation should be performed. Additional

anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cape Flattery Neah Bay Junior/ Senior High School Neah Bay Middle
School & Gym
Deficiency Description

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Sprinkler heads did not appear to meet this requirements. Further investigation may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cape Flattery Neah Bay Junior/ Senior High School Neah
Bay Middle School & Gym
Unknown Item Description

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. Junior High School, Northwest Entry

Figure 1-2. Junior High School, East Side (Gym and Library Wall)
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Figure 1-3. Junior High School, Southwest Corner and Adjacent Utilities

Figure 1-4. Junior High School, West Face with Classroom Windows
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Figure 1-5. Junior High School, Main Corridor

Figure 1-6. Junior High School, Gym
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Figure 1-7. Junior High School, Typical Classroom

Figure 1-8. Junior High School, Sprinkler Room
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Figure 1-9. Junior High School, Mechanical Attic over Classrooms. Many Mechanical Components do Not
Appear to be Braced. Further Investigation Is Recommended If Mitigation Is Desired.

Figure 1-10. Junior High School, Plants Along Perimeter Siding
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay Middle School &

Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Walls occur throughout the

building.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Buildings are well-spaced on

the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    
Mezzanines appear to be tied

to shear walls.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    Walls are well-distributed.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    Ratios are favorable.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Foundations appear to have

paving on all sides. They are

also fairly deep, to reach a

bearing layer, and so have

greater-than-typical restraint.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Multiple wall lines in each

direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Wall stress at the gym area

is high based on the open

area and wide span,

however, detailed review of

the modern detailing may

provide acceptance. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  Plywood shear walls used.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    Plywood shear walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Wall segments are generally

long.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

X    Site is generally flat.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Walls are continuous to

foundation.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    
Long wall segments are

generally present.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Wood post detailing is not

clear in record drawings.

Finishes could be removed

to verify, however, shear

wall framing may be

effective in keeping posts in-

place. Further investigation

should be performed.

Additional anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Notes indicate anchors bolts

at 32-inch spacing.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Connections for major

members are indicated.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
Notes indicate anchors bolts

at 32-inch spacing.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
Roof has conventional

shape.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
Roof has conventional

shape.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  Openings are minor.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  Metal deck diaphragm.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  Metal deck diaphragm.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  Metal deck diaphragm.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    Metal deck diaphragm.
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Cape Flattery, Neah Bay Junior/ Senior High School, Neah Bay Middle School &

Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X    
Bracing observed at many

locations

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No back-up power systems

were observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

No stairs present, only

access ladder to

mechanical loft.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Sprinkler heads did not

appear to meet this

requirements. Further

investigation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

X    
Not required for life safety

performance level.
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

No hazardous materials

observed; building does

not have natural gas

service.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

No hazardous materials

observed; building does

not have natural gas

service.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No hazardous materials

observed; building does

not have natural gas

service.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

Building does not have

natural gas service; no

seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  No masonry.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No rigid cement partitions.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum was

observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No masonry.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

Large steel tube ornaments

are used, however, the

appears likely to be able to

cantilever from their

connection points.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No masonry.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
Observed shelving shorter

than 6 feet.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: 1st and 2nd Grade and Special
Education Building

Facility Name: Carbonado Historical School 19
District Name: Carbonado
ICOS Latitude: 47.081
ICOS Longitude: -122.054
ICOS
County/District ID: 27019

ICOS Building ID: 15411
ASCE 41 Bldg Type: S1a
Enrollment: 179
Gross Sq. Ft. : 2,944
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.897
SX1 BSE-2E: 0.475
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 411

Liquefaction
Potential:

very low to low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: BergerABAM/WSP

1. Carbonado, Carbonado Historical School 19, 1st and 2nd Grade and Special
Education Building
1.1 Building Description

The primary structure is constructed of a series of interconnected modular steel frames that have a gabled

wood roof attached to the top.
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1.1.1 Building Use

The building is used as a classroom facility and appears to house four classroom spaces that are

interconnected with doors in the shared walls.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Carbonado Historical School 19
Structural System Description

Structural Roof

While the roof structural drawings were not available at the time of the site visit,

based on the time-period of construction, it is likely the roof is comprised of

wood trusses, sheathed with wood structural panels.

Structural Floor(s) This building is a single-story structure.

Foundations
The foundations are a shallow system of concrete beams with anchor bolts,

whereby the modular steel frames are connected.

Gravity System
Roof gravity loads appear to be transferred through wood trusses to the steel

frame of the module portion of the structure.

Lateral System
The only remaining drawings are "relocation drawings" from 1969, however, it

would seem most likely that the steel frame behaves like a moment frame.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Carbonado Historical School 19
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) This building is a single story structure.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Carbonado Carbonado Historical School 19 1st and 2nd Grade and Special
Education Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 1st and 2nd Grade
and Special Education Building
Unknown Item Description

Load Path
Important load path connections between the roof structure and the modular steel frame, as well as the

frequency of the steel frame to foundation connections could not be visually verified during the site visit.

Vertical

Irregularities
Items could not be visually verified during site visit.

Torsion

Without more site data and sophisticated analysis, it is unclear whether the roof behaves as the diaphragm

distributing lateral loads, or if the steel frame at the top chord level is stiff enough to behave as a diaphragm. It

seems likely that either system might behave fairly flexibly, and thus probably most given to torsional

irregularity.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

There is insufficient information on the foundation to verify. There does not appear to be a slab to restrain the

footings. It is not likely that the building floor beams adequately brace the footings as they are likely to behave

as a relative brace.

Drift Check There is insufficient data to perform the check.

Column Axial

Stress Check
There is insufficient data to perform the check.

Flexural Stress

Check
There is insufficient data to perform the check.

Transfer to Steel

Frames
Items could not be visually verified during site visit.

Moment-Resisting

Connections
Items could not be verified during site visit and there is insufficient data from the existing drawings to confirm.

Moment-Resisting

Connections
Items could not be verified during site visit and there is insufficient data from the existing drawings to confirm.

Panel Zones Items could not be verified during site visit and there is insufficient data from the existing drawings to confirm.

Strong Column-

Weak Beam
There is insufficient data from the existing drawings to confirm.

Compact

Members
There is insufficient data from the existing drawings to confirm.

Openings at

Frame
There is insufficient data from the existing drawings to confirm.

Cross Ties There is insufficient data from the existing drawings to confirm.

Spans Items could not be visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Carbonado Carbonado Historical School 19 1st and 2nd Grade and Special
Education Building
Deficiency Description
ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

A number of bookshelves appear to have heavy items on them and do not appear well secured.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 1st and 2nd
Grade and Special Education Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Presence of life safety systems not visually verified during site visit.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Presence of a smoke control duct system not visually verified.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Items could not be visually verified during site visit.
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Photos:

Figure 1-1. Exterior view of classroom building

Figure 1-2. Typical classroom
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Figure 1-3. Typical classroom

Figure 1-4. Fall prone contents and shelving that needs to be braced
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Figure 1-5. Front elevation of the classroom building
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Figure 1-6. Front elevation of the classroom building

Figure 1-7. Rear elevation
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Figure 1-8. Typical slatted window
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Figure 1-9. Fall prone contents and shelving that needs to be braced

Figure 1-10. Typical bolt connecting classroom modules
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Carbonado, Carbonado Historical School 19, 1st and 2nd Grade and Special

Education Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Important load path

connections between the

roof structure and the

modular steel frame, as well

as the frequency of the steel

frame to foundation

connections could not be

visually verified during the

site visit.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

There are no buildings that

are immediately adjacent to

this structure.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
This building is a single

story structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building is a single

story structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
Items could not be visually

verified during site visit.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X
This building is a single

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Without more site data and

sophisticated analysis, it is

unclear whether the roof

behaves as the diaphragm

distributing lateral loads, or

if the steel frame at the top

chord level is stiff enough to

behave as a diaphragm. It

seems likely that either

system might behave fairly

flexibly, and thus probably

most given to torsional

irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

There is insufficient

information on the

foundation to verify. There

does not appear to be a slab

to restrain the footings. It is

not likely that the building

floor beams adequately

brace the footings as they are

likely to behave as a relative

brace.
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17-8 Collapse Prevention Structural Checklist for Building Types S1 and S1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seimicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of moment frames in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.1.1.1)

X

Drift Check

The drift ratio of the steel moment frames,

calculated using the Quick Check procedure of

Section 4.4.3.1, is less than 0.030. (Tier 2: Sec.

5.5.2.1.2; Commentary: Sec. A.3.1.3.1)

X
There is insufficient data to

perform the check.

Column Axial Stress

Check

The axial stress caused by gravity loads in

columns subjected to overturning forces is less

than 0.10Fy. Alternatively, the axial stress

caused by overturning forces alone, calculated

using the Quick Check procedure of Section

4.4.3.6, is less than 0.30Fy. (Tier 2: Sec.

5.5.2.1.3; Commentary: Sec. A.3.1.3.2)

X
There is insufficient data to

perform the check.

Flexural Stress Check

The average flexural stress in the moment frame

columns and beams, calculated using the Quick

Check procedure of Section 4.4.3.9, is less than

Fy. Columns need not be checked if the strong

column– weak beam checklist item is compliant.

(Tier 2: Sec. 5.5.2.1.2; Commentary: Sec.

A.3.1.3.3)

X
There is insufficient data to

perform the check.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Steel

Frames

Diaphragms are connected for transfer of seismic

forces to the steel frames. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.2)

X
Items could not be visually

verified during site visit.

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X
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Moderate Seimicity (Complete the Following Items in Addition to the Items for Low
Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of bays of moment frames in each

line is greater than or equal to 2. (Tier 2: Sec.

5.5.1.1; Commentary: Sec. A.3.1.1.1)

X

Interfering Walls

All concrete and masonry infill walls placed in

moment frames are isolated from structural

elements. (Tier 2: Sec. 5.5.2.1.1; Commentary:

Sec. A.3.1.2.1)

X

Moment-Resisting

Connections

All moment connections can develop the

strength of the adjoining members based on the

specified minimum yield stress of steel. (Tier 2:

Sec. 5.5.2.2.1; Commentary: Sec. A.3.1.3.4)

X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.

High Seimicity (Complete the Following Items in Addition to the Items for Low and
Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Moment-Resisting

Connections

All moment connections are able to develop the

strength of the adjoining members or panel

zones based on 110% of the expected yield stress

of the steel in accordance with AISC 341,

Section A3.2. (Tier 2: Sec. 5.5.2.2.1;

Commentary: Sec. A.3.1.3.4)

X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.

Panel Zones

All panel zones have the shear capacity to resist

the shear demand required to develop 0.8 times

the sum of the flexural strengths of the girders

framing in at the face of the column. (Tier 2:

Sec. 5.5.2.2.2; Commentary: Sec. A.3.1.3.5)

X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.

Column Splices

All column splice details located in moment-

resisting frames include connection of both

flanges and the web. (Tier 2: Sec. 5.5.2.2.3;

Commentary: Sec. A.3.1.3.6)

X

Strong Column-Weak

Beam

The percentage of strong column–weak beam

joints in each story of each line of moment

frames is greater than 50%. (Tier 2: Sec.

5.5.2.1.5; Commentary: Sec. A.3.1.3.7)

X

There is insufficient data

from the existing drawings

to confirm.

Compact Members

All frame elements meet section requirements in

accordance with AISC 341, Table D1.1, for

moderately ductile members. (Tier 2: Sec.

5.5.2.2.4; Commentary: Sec. A.3.1.3.8)

X

There is insufficient data

from the existing drawings

to confirm.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Openings at Frame

Diaphragm openings immediately adjacent to the

moment frames extend less than 25% of the total

frame length. (Tier 2: Sec. 5.6.1.3; Commentary:

Sec. A.4.1.5)

X

There is insufficient data

from the existing drawings

to confirm.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X

There is insufficient data

from the existing drawings

to confirm.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X
Items could not be visually

verified during site visit.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X
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Carbonado, Carbonado Historical School 19, 1st and 2nd Grade and Special

Education Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Presence of life safety

systems not visually

verified during site visit.

Due to age of construction,

assumed to be non-existent

or non-compliant.

Evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

X

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

X

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

X

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

X

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

X

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

X
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

X

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

X

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

X
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

X

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

X

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

X

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

X

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

X

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

X
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

X

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

X

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

X

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

X

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

X

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

X
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

X
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

X

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

X

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

X

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

X
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Items could not visually

verified during site visit.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

A number of bookshelves

appear to have heavy items

on them and do not appear

well secured. Brace tall

narrow equipment to

backwall or provide

overturning anchors to

mitigate seismic risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

X

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

X

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

X

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

X
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

X

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

X
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

X
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

X

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

X
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

X

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

X

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

X

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

X
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

X

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

X
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

X

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

X
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Building Name: A - Main Building

Facility Name: Carbonado Historical School
19

District Name: Carbonado
ICOS Latitude: 47.081
ICOS Longitude: -122.054
ICOS
County/District ID: 27019

ICOS Building ID: 14620
ASCE 41 Bldg Type: URM
Enrollment: 179
Gross Sq. Ft. : 13,425
Year Built: 1929
Number of Stories: 2
SXS BSE-2E: 0.897
SX1 BSE-2E: 0.475
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 411
Liquefaction

Potential:
very low to low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: BergerABAM/WSP

1. Carbonado, Carbonado Historical School 19, A - Main Building
1.1 Building Description

The main building is an unreinforced masonry building with a sloped wood roof. It was originally built in

1929 and had a number of classrooms added to the north side in 1978. It underwent some repairs and

modernization again in 2012, but has not had a previous seismic evaluation.
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1.1.1 Building Use

The main building used to be the entire Carbonado School, but now it is primarily used as a classroom

building. The center of the original portion of the structure is a gymnasium and auditorium.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Carbonado Historical School 19
Structural System Description

Structural Roof
The roof is comprised of wood stick-framed and trussed portions. The roof is

sloped from the center of the central portion, equally to either side.

Structural Floor(s)

The second floor is wood framed. Because construction drawings were not

provided, we cannot say conclusively, however it's likely they are framed with

wood joists on posts and beams.

Foundations The foundation appears to be a traditional shallow concrete foundation.

Gravity System
The gravity system comprises of wood framed roof and floors with unreinforced

masonry walls at the exterior and post and beams at the interior.

Lateral System

The lateral system is primarily comprised of unreinforced masonry, however at

the interior walls steel tension-only bracing was discovered in the wood wall at

the second story.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Carbonado Historical School 19
Structural System Description

Structural Roof
There is some deterioration of the old roofs of the classroom sections, whether

they are tied to the gymnasium walls.

Structural Floor(s) The second floor is showing minor signs of age and wear

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.

Carbonado, Carbonado Historical School 19, A - Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 28



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Carbonado Carbonado Historical School 19 A - Main Building
Deficiency Description
Geometry The gymnasium creates a large opening in what is currently the second floor of the structure.

Shear Stress

Check
This structure fails the shear stress check.

Wood Ledgers The original roofs at the classrooms flanking the gymnasium fail this check.

Proportions The height-to-thickness ratios appear to be exceeded.

Straight Sheathing The roof is straight sheathed and appears to exceed the 2-to-1 limitation.

Spans Both roof diaphragm spans appear to exceed the 24 foot limitation and are straight sheathed.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 A - Main Building
Unknown Item Description

Load Path

The only extant structural drawings are for the 1978 addition, which shows enough detail to make that portion

of the structure complaint with this check. The load path of the 1929 portion of the building, however, could

not be completely visually verified.

Mezzanines
The balcony at the gymnasium will likely behave as a mezzanine, but the details of connectivity could not be

visually verified during the site visit.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Items could not verified during site visit and there is insufficient data from the existing drawings to confirm.

Wall Anchorage

Rosettes are visible at the exterior, however there are other diaphragms that do not appear to be sufficiently

connected, and others where connections could not even been visually verified. Because the construction

details were provided, it is unclear if any of the visually verified connections are sufficient to resist the forces

required per this check.

Transfer to Shear

Walls

The details for the 1978 renovation portion appear to show a load path, however details for the original portion

of the structure could not be located, nor visually verified.

Girder-Column

Connection

The details for the 1978 renovation portion appear to show a load path, however details for the original portion

of the structure could not be located, nor visually verified.

Masonry Layup Items could not be verified during site visit and there is insufficient data from the existing drawings to confirm.

Cross Ties Items could not be verified during site visit and there is insufficient data from the existing drawings to confirm.

Stiffness of Wall

Anchors
Items could not be verified during site visit and there is insufficient data from the existing drawings to confirm.

Beam
Girder, and Truss Supports,Items could not be verified during site visit and there is insufficient data from the

existing drawings to confirm.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Carbonado Carbonado Historical School 19 A - Main Building
Deficiency Description
PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

The parapets at the main building appear to exceed the required height to thickness ratio.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
The front canopy is immediately adjacent to, but not connected with the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

There interior stairs could not be visually verified, however the exterior stairs at the rear of the

building appear to fail this check.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Some tall narrow contents are not anchored to the structure.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
There are a number of locations where contents are not complaint with this check.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
There is some inline equipment in the mechanical room that appears to be non-compliant.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 A - Main
Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Items could not be visually verified during site visit.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Items could not be visually verified during site visit.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Items could not be visually verified during site visit.
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Photos:

Figure 1-1. South elevation of the building

Figure 1-2. Rear elevation of the building
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Figure 1-3. Rear entrance to the mechanical room

Figure 1-4. Layout of the mechanical room
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Figure 1-5. Faculty room

Figure 1-6. Gym with stage

Figure 1-7. Built in stands at the gym
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Figure 1-8. Upstairs classroom space

Figure 1-9. Science class room

Figure 1-10. Fall prone contents and shelving not braced at second floor storage room
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Carbonado, Carbonado Historical School 19, A - Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

The only extant structural

drawings are for the 1978

addition, which shows

enough detail to make that

portion of the structure

complaint with this check.

The load path of the 1929

portion of the building,

however, could not be

completely visually verified.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

The classrooms that flank

the gymnasium appear to be

tied to the gymnasium walls,

however there is some

deterioration of the

connection in places.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

The balcony at the

gymnasium will likely

behave as a mezzanine, but

the details of connectivity

could not be visually

verified during the site visit.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

 X   

The gymnasium creates a

large opening in what is

currently the second floor of

the structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

  X  

The roof is a wood framed

diaphragm, which is

idealized as flexible,

therefore torsional

irregularity is not expected.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Items could not verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   
This structure fails the shear

stress check.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Rosettes are visible at the

exterior, however there are

other diaphragms that do not

appear to be sufficiently

connected, and others where

connections could not even

been visually verified.

Because the construction

details were provided, it is

unclear if any of the visually

verified connections are

sufficient to resist the forces

required per this check.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

The original roofs at the

classrooms flanking the

gymnasium fail this check.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

The details for the 1978

renovation portion appear to

show a load path, however

details for the original

portion of the structure

could not be located, nor

visually verified.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

The details for the 1978

renovation portion appear to

show a load path, however

details for the original

portion of the structure

could not be located, nor

visually verified.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   
The height-to-thickness

ratios appear to be exceeded.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

The roof is straight sheathed

and appears to exceed the 2-

to-1 limitation.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Both roof diaphragm spans

appear to exceed the 24 foot

limitation and are straight

sheathed.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

Items could not be verified

during site visit and there is

insufficient data from the

existing drawings to

confirm.
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Carbonado, Carbonado Historical School 19, A - Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Presence of life safety

systems not visually

verified during site visit.

Due to age of construction,

assumed to be non-existent

or non-compliant.

Evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

appropriate to mitigate

seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

appropriate to mitigate

seismic risk.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It does not appear that the

ceilings are suspended lath

and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

warranted to mitigate

seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

appropriate to mitigate

seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

warranted to mitigate

seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

The parapets at the main

building appear to exceed

the required height to

thickness ratio. Further

investigation may be

warranted to mitigate

seismic risk.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

The front canopy is

immediately adjacent to,

but not connected with the

building. Further

investigation may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X    

The chimney failed in the

2001 Nisqually Earthquake

and was replaced with a

reinforced CMU backed

masonry chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

There interior stairs could

not be visually verified,

however the exterior stairs

at the rear of the building

appear to fail this check.

Further investigation may

be appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Some tall narrow contents

are not anchored to the

structure. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

There are a number of

locations where contents

are noncomplaint. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

There is some inline

equipment in the

mechanical room that

appears to be

noncompliant. Bracing for

heavy in-line equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   
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ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: B - Community Gym

Facility Name: Carbonado Historical School
19

District Name: Carbonado
ICOS Latitude: 47.081
ICOS Longitude: -122.054
ICOS
County/District ID: 27019

ICOS Building ID: 11276
ASCE 41 Bldg Type: W2
Enrollment: 179
Gross Sq. Ft. : 5,700

Year Built: 1936
Number of Stories: 2
SXS BSE-2E: 0.897
SX1 BSE-2E: 0.475
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 411
Liquefaction

Potential:
very low to low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: BergerABAM/WSP

1. Carbonado, Carbonado Historical School 19, B - Community Gym
1.1 Building Description

The community gym is a timber-framed wood structure with a curved roof. The approximate footprint is a

70 feet by 64 feet. There is a small kitchen, 70 foot by 42 foot gym, a storage room, and a music room.
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1.1.1 Building Use

The structure is primarily used as a community gymnasium, but also has a small kitchen as well as a larger

room on the second floor that appears to be used as a music room.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Carbonado Historical School 19
Structural System Description

Structural Roof
The roof appears to be a curved wood framed roof, however there were no

structural drawings available to confirm or contradict.

Structural Floor(s)
The second floor is wood framed with joists supported by beams and bearing

walls. Structural drawings were not available to provide further details.

Foundations

Although there are no structural drawings showing the foundation, it is likely

that it is a traditional shallow system comprised of continuous concrete footings

under bearing walls and pads at column locations.

Gravity System
The gravity system appears to be a mixture of post and beam with some bearing

walls to support the second floor joist framing.

Lateral System

Based on the time period of the construction, it is likely that the lateral system

employs concentric braced frames of wood compression elements (posts and

beams) with steel tension bracing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Carbonado Historical School 19
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations Minor deterioration of the concrete.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Carbonado Carbonado Historical School 19 B - Community Gym
Deficiency Description

Load Path
Items could not be verified during site visit, but based on the era of construction there are likely gaps in the

load path, specifically relating to positive anchorage to the foundations.

Ties Between

Foundation

Elements

Items could not be verified during site visit, but based on the era of construction there did not appear to be a

slab on grade or other element to adequately brace the foundation elements.

Walls Connected

Through Floors

Items could not be visually verified during site visit, but based on the era of construction, it is unlikely that

there are sufficiently detailed positive connections to transfer the expected overturning and shear forces.

Wood Posts
Items could not be visually verified during site visit, but based on the era of construction, it is unlikely that

there are sufficiently detailed positive connections to transfer the expected overturning and shear forces.

Wood Sills
Items could not be visually verified during site visit, but based on the era of construction, it is unlikely there are

sufficient bolts, if any, to resist the shearing forces.

Straight Sheathing
Based on the era of construction, it is likely the roof diaphragm is straight-sheathed and the aspect ratio appears

to exceed 2:1.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 B - Community
Gym
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection
Items could not be visually verified during site visit.

Wood Sill Bolts Items could not be visually verified during site visit.

Diaphragm

Continuity
Items could not be visually verified during site visit.

Roof Chord

Continuity
Items could not be visually verified during site visit.

Diagonally

Sheathed and

Unblocked

Diaphragms

Items could not be visually verified during site visit.

Carbonado, Carbonado Historical School 19, B - Community Gym ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 28



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Carbonado Carbonado Historical School 19 B - Community Gym
Deficiency Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Presence of life safety systems not visually verified during site visit. Due to age of construction,

assumed to be non-existent or non-compliant. Evaluation of emergency power equipment may be

appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Some contents appear to be noncompliant. Brace tops of shelving taller than 6 feet to nearest

backing wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Some items in the storage room appear to be noncompliant. Heavy items on upper shelves should

be restrained by netting or cabling to avoid falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 B - Community
Gym
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Item not visually verified during site visit, but assumed to be noncompliant due to year of original

construction. Further investigation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm. Further investigation may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Items could not be verified during site visit and there is insufficient data from the existing drawings

to confirm. Further investigation may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. East facade of building

Figure 1-2. Example of foundation condition (SE corner of building)
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Figure 1-3. Gymnasium

Figure 1-4. Kitchen

Figure 1-5. Second floor music room
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Figure 1-6. Stairs to second floor

Figure 1-7. Fall prone content and shelving that is not adequately braced
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Figure 1-8. Fall prone content and shelving that is not adequately braced

Figure 1-9. Example of foundations and minor deterioration of concrete
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Figure 1-10. Fall prone items in second floor storage area
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Carbonado, Carbonado Historical School 19, B - Community Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Items could not be verified

during site visit, but based

on the era of construction

there are likely gaps in the

load path, specifically

relating to positive

anchorage to the

foundations.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

There are no structures

immediately adjacent to this

building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  

It is unlikely that the second

story is framed like a

mezzanine, but rather

integrated with the exterior

walls as a true story.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

  X   

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Items could not be verified

during site visit, but based

on the era of construction

there did not appear to be a

slab on grade or other

element to adequately brace

the foundation elements.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X     

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

  X   

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Items could not be visually

verified during site visit, but

based on the era of

construction, it is unlikely

that there are sufficiently

detailed positive connections

to transfer the expected

overturning and shear

forces.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

 X   

Items could not be visually

verified during site visit, but

based on the era of

construction, it is unlikely

that there are sufficiently

detailed positive connections

to transfer the expected

overturning and shear

forces.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
 X   

Items could not be visually

verified during site visit, but

based on the era of

construction, it is unlikely

there are sufficient bolts, if

any, to resist the shearing

forces.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Items could not be visually

verified during site visit.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X
Items could not be visually

verified during site visit.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

   X
Items could not be visually

verified during site visit.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Items could not be visually

verified during site visit.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Based on the era of

construction, it is likely the

roof diaphragm is straight-

sheathed and the aspect ratio

appears to exceed 2:1.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Although structural

drawings were not found,

based on the geometry and

likely construction of this

structure, it's likely that it

does not comply with this

condition.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X
Items could not be visually

verified during site visit.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Carbonado, Carbonado Historical School 19, B - Community Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Presence of life safety

systems not visually

verified during site visit.

Due to age of construction,

assumed to be non-existent

or non-compliant.

Evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Items could not be verified

during site visit and there

is insufficient data from

the existing drawings to

confirm. Further

investigation may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

X     

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Some contents appear to

be noncompliant. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Some items in the storage

room appear to be

noncompliant. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Computer Lab and Library

Facility Name: Carbonado Historical School
19

District Name: Carbonado
ICOS Latitude: 47.081
ICOS Longitude: -122.054
ICOS
County/District ID: 27019

ICOS Building ID: 16857
ASCE 41 Bldg Type: W2
Enrollment: 179
Gross Sq. Ft. : 2,289
Year Built: 1990
Number of Stories: 1
SXS BSE-2E: 0.897
SX1 BSE-2E: 0.475
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 411
Liquefaction

Potential:
very low to low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: BergerABAM/WSP

1. Carbonado, Carbonado Historical School 19, Computer Lab and Library
1.1 Building Description

The Computer Lab and Library building is a one story wood framed building that has a footprint that is

approximately 57 feet by 47 feet. The roof is a gable roof with timber trusses.

Carbonado, Carbonado Historical School 19, Computer Lab and Library ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 28



1.1.1 Building Use

This building appears to serve three main purposes; the first is as a library and the second as a computer lab.

Finally, there is a smaller office to the right of the lobby entrance that appears to serve as an administrative

space.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Carbonado Historical School 19
Structural System Description

Structural Roof

The roof is wood framed with plywood sheathing serving as a diaphragm over

timber trusses. The underside is visible and reveals non-structural tongue and

groove decking.

Structural Floor(s) There are no elevated structural floors as this is a single story structure.

Foundations
The foundation is a traditional shallow foundation system comprised of strip

footings under the bearing walls.

Gravity System The roof trusses are supported by laminated stud posts in wood bearing walls.

Lateral System
Roof lateral loads are transferred to the exterior shear walls via the wood framed

roof diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Carbonado Historical School 19
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) This building is a single story structure.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Carbonado Carbonado Historical School 19 Computer Lab and Library
Deficiency Description

Spans
The main diaphragm is comprised of straight sheathing (3 inch tongue and grove) and is approximately 58 feet

between lines of resistance.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 Computer Lab and
Library
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Roof Chord

Continuity
Items could not be visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Carbonado Carbonado Historical School 19 Computer Lab and Library
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

A number of bookshelves appear to have heavy items on them and do not appear well secured.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
A number of bookshelves appear to have heavy items on them and do not appear well secured.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

There are some mechanical devices near the bottom chords of the roof trusses in the library, which

do not appear braced against lateral loads.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

A number of bookshelves appear to have heavy items on them and do not appear well secured.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Carbonado Carbonado Historical School 19 Computer Lab
and Library
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Presence of life safety systems not visually verified during site visit.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Presence of a smoke control duct system not visually verified.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Items could not visually verified during site visit.
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Photos:

Figure 1-1. Front elevation

Figure 1-2. Mechanical yard adjacent to building
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Figure 1-3. Rear elevation of building

Figure 1-4. View of roof trusses

Carbonado, Carbonado Historical School 19, Computer Lab and Library ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 28



Figure 1-5. View of roof trusses

Figure 1-6. Computer lab
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Figure 1-7. Exterior view of glazing

Figure 1-8. Suspended lights and equipment should be braced from swinging into each other
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Figure 1-9. Computer lab

Figure 1-10. Rear elevation of building
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Carbonado, Carbonado Historical School 19, Computer Lab and Library

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  No adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
No interior mezzanine

levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building is a single

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This building is a single

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

  X  

The roof is a wood framed

diaphragm, which is

idealized as flexible,

therefore torsional

irregularity is not expected.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Items could not be visually

verified during site visit.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

The aspect ratio appears to

be 1:1.9, which meets the

requirements for

compliance.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The main diaphragm is

comprised of straight

sheathing (3 inch tongue and

grove) and is approximately

58 feet between lines of

resistance.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Carbonado, Carbonado Historical School 19, Computer Lab and Library

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Presence of life safety

systems not visually

verified during site visit.

Due to age of construction,

may be compliant but

evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

The existing drawings

appear to show sufficient

evidence of compliance.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

A number of bookshelves

appear to have heavy items

on them and do not appear

well secured. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

A number of bookshelves

appear to have heavy items

on them and do not appear

well secured. Heavy items

on upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

There are some

mechanical devices near

the bottom chords of the

roof trusses in the library,

which do not appear

braced to resist lateral

loads. Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Items could not visually

verified during site visit.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

A number of bookshelves

appear to have heavy items

on them and do not appear

well secured. Brace tall

narrow equipment to

backwall or provide

overturning anchors to

mitigate seismic risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Centerville Elementary
School

District Name: Centerville
ICOS Latitude: 45.752
ICOS Longitude: -120.9
ICOS
County/District ID: 20215

ICOS Building ID: 13799
ASCE 41 Bldg Type: URM
Enrollment: 82
Gross Sq. Ft. : 16,188
Year Built: 1919
Number of Stories: 2
SXS BSE-2E: 0.383
SX1 BSE-2E: 0.241
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 412
Liquefaction

Potential:
Very Low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: WRK Engineers

1. Centerville, Centerville Elementary School, Main Building
1.1 Building Description

The Centerville Elementary School main building is a two-story unreinforced masonry structure. The 1919

building is constructed on level ground and is located in Centerville, Washington. The building is roughly

120 feet by 100 feet in plan with a maximum roof height of around 24 feet. Building construction consists of

unreinforced brick walls. The roof and floor systems are flexible diaphragms composed of straight sheathing

over wood joists. The building shares the site with two small shop buildings, a playground, and a 30-foot-tall

chimney.
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1.1.1 Building Use

The main building includes classrooms, a kitchen, a library, a gymnasium, and administrative offices. The

school has over 80 student occupants and staff.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Centerville Elementary School
Structural System Description
Structural Roof The roof system is composed of straight sheathing over wood framing.

Structural Floor(s) The floor system is composed of straight sheathing over wood framing.

Foundations The exterior walls are supported by continuous wall footings.

Gravity System
The gravity system consists of unreinforced masonry walls and wood stud infill

walls.

Lateral System
Unreinforced masonry walls resist the forces in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Centerville Elementary School
Structural System Description
Structural Roof Ceiling finishes show evidence of water damage.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System
Corrosion and cracking visible on exterior walls. Cracking visible on interior

wall finishes.

Lateral System Corrosion and cracking visible on exterior URM walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Centerville Centerville Elementary School Main Building
Deficiency Description

Load Path

There are no construction drawings and a viable load path, including connections, between the diaphragm,

vertical resisting elements, and the foundation is not apparent. This item is likely non-compliant due to the

building's age and construction type. Further investigation is required to make a final determination.

Vertical

Irregularities

Wall at northeast corner has large wood infill at level 1. It is unclear if infill is tied into structure for shear

transfer. Due to this and the condition of the building, it is likely inadequate for transferring the in-plane and

overturning forces to the foundation. Further investigation is required. The addition of a new shear wall and

hold-downs may be appropriate.

Overturning

Ratio of least horizontal dimension of seismic-force-resisting system to building height is greater than 0.6Sa.

Additional overturning resistance, such as new footings and hold-downs, may be appropriate to mitigate

seismic risk.Further investigation is required.

Shear Stress

Check

Pseudo shear stress is approximately 85 psi. Building likely requires in-plane shear strengthening (i.e. adding

concrete or CMU shear walls). Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing required

along the unreinforced masonry walls.

Wood Ledgers

This item is likely non-compliant due to the building's age, but it could not be visually verified. This item

requires further investigation to make a final determination. Strengthening of connections, such as adding

blocking and straps, may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

This item is likely non-compliant due to the building's age, but could not be visually verified. This item

requires further investigation to make a final determination. Direct, structural connections, such as post-

installed anchors, between the diaphragm and unreinforced masonry shear walls or the addition of new

CMU/concrete shear walls may be appropriate.

Girder-Column

Connection

This item is likely non-compliant due to the building's age, but could not be visually verified. This item

requires further investigation to make a final determination. The addition of positive connections using plates,

straps, or hardware between girders and columns may be appropriate to mitigate seismic risk.

Proportions

The height-to-thickness ratio of the URM shear walls at the upper story is greater than nine (12-foot height, 8-

inch thickness). URM out-of-plane strengthening through steel strongbacks is likely required. Further

investigation is required.

Cross Ties

This evaluation item is unknown and is likely non-compliant due to the building's age, but could not be visually

verified. Diaphragm strengthening through the addition of new cross ties between diaphragm chords or the

addition of strap plates to connect existing roof framing members together may be appropriate to mitigate

seismic risk.

Straight Sheathing
Straight-sheathed diaphragms have aspect ratios greater than 2-to-1. Diaphragm strengthening, including the

addition of wood structural panel sheathing, may be appropriate to mitigate seismic risk.

Spans
Wood diaphragms do not consist of wood structural panels or diagonal sheathing. Installation of wood

structural panels may be appropriate to mitigate seismic risk.

Beam
Girder, and Truss Supports,Beams, girders, and trusses supported by URM walls or pilasters do not have

independent secondary columns for support of vertical loads. The addition of secondary support is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Centerville Centerville Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Masonry Layup
This evaluation item is unknown and cannot be visually verified. This item requires further field investigation

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Centerville Centerville Elementary School Main Building
Deficiency Description
PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry parapet is laterally unsupported and has height-to-thickness ratio greater

than 2.5. Installation of lateral braces for URM parapet is recommended.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

Masonry chimney near playground is approximately 20 feet away from building and could collapse

on building. Requires further investigation and possibly demolition.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Masonry chimney near playground

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

Unreinforced masonry walls around stair enclosure are not restrained for out-of-plane loading.

URM should be strongbacked, FRP reinforced, or removed.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Centerville Centerville Elementary School Main Building
Unknown Item Description
C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Requires further investigation and selective demolition to investigate

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Requires further investigation and selective demolition to investigate

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Direct connection of support wires to structure could not be visually verified. Further investigation

is required. Could be performed by district maintenance staff.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Requires further investigation

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

This evaluation item could not be visually verified. Further investigation is required to review

vertical support and lateral bracing of equipment.
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Photos:

Figure 1-1. Centerville School - South Exterior

Centerville, Centerville Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 32



Figure 1-2. Evidence of Water Damage to Ceiling Finishes
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Figure 1-3. Multipurpose Room
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Figure 1-4. Boiler Room with Unbraced Equipment

Figure 1-5. Centerville School - East Exterior
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Figure 1-6. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-7. Centerville School - East Exterior with Unbraced Masonry Chimney
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Figure 1-8. Centerville School - West Exterior
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Figure 1-9. Cracking in Wall Finishes
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Figure 1-10. Kitchen - Unbraced Furnishing, Typical
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Centerville, Centerville Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

There are no construction

drawings and a viable load

path, including connections,

between the diaphragm,

vertical resisting elements,

and the foundation is not

apparent. This item is likely

non-compliant due to the

building's age and

construction type. Further

investigation is required to

make a final determination.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  No mezzanines

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Wall at northeast corner has

large wood infill at level 1. It

is unclear if infill is tied into

structure for shear transfer.

Due to this and the condition

of the building, it is likely

inadequate for transferring

the in-plane and overturning

forces to the foundation.

Further investigation is

required. The addition of a

new shear wall and hold-

downs may be appropriate.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Ratio of least horizontal

dimension of seismic-force-

resisting system to building

height is greater than 0.6Sa.

Additional overturning

resistance, such as new

footings and hold-downs,

may be appropriate to

mitigate seismic risk.Further

investigation is required.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Pseudo shear stress is

approximately 85 psi.

Building likely requires in-

plane shear strengthening

(i.e. adding concrete or

CMU shear walls). Further

investigation is required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing required

along the unreinforced

masonry walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

This item is likely non-

compliant due to the

building's age, but it could

not be visually verified. This

item requires further

investigation to make a final

determination. Strengthening

of connections, such as

adding blocking and straps,

may be appropriate to

mitigate seismic risk.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

This item is likely non-

compliant due to the

building's age, but could not

be visually verified. This

item requires further

investigation to make a final

determination. Direct,

structural connections, such

as post-installed anchors,

between the diaphragm and

unreinforced masonry shear

walls or the addition of new

CMU/concrete shear walls

may be appropriate.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

This item is likely non-

compliant due to the

building's age, but could not

be visually verified. This

item requires further

investigation to make a final

determination. The addition

of positive connections

using plates, straps, or

hardware between girders

and columns may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

The height-to-thickness ratio

of the URM shear walls at

the upper story is greater

than nine (12-foot height, 8-

inch thickness). URM out-

of-plane strengthening

through steel strongbacks is

likely required. Further

investigation is required.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown and cannot be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

This evaluation item is

unknown and is likely non-

compliant due to the

building's age, but could not

be visually verified.

Diaphragm strengthening

through the addition of new

cross ties between

diaphragm chords or the

addition of strap plates to

connect existing roof

framing members together

may be appropriate to

mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight-sheathed

diaphragms have aspect

ratios greater than 2-to-1.

Diaphragm strengthening,

including the addition of

wood structural panel

sheathing, may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panels or diagonal

sheathing. Installation of

wood structural panels may

be appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   
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Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

Beams, girders, and trusses

supported by URM walls or

pilasters do not have

independent secondary

columns for support of

vertical loads. The addition

of secondary support is

required.
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Centerville, Centerville Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No fire sprinklers

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stair and smoke ducts

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No fire sprinklers

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material

equipment

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

storage

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material

distribution
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous material

piping

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous material

distribution

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

No hazardous material

distribution or seismic

joints

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions observed

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Requires further

investigation and selective

demolition to investigate

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Requires further

investigation and selective

demolition to investigate

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Direct connection of

support wires to structure

could not be visually

verified. Further

investigation is required.

Could be performed by

district maintenance staff.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No heavy cladding

observed

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding panels
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding panels

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding panels

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding panels

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding panels

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding panels

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

No individual or overhead

glazing panels that exceed

16 square feet were

observed.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

 X   

Unreinforced masonry

parapet is laterally

unsupported and has

height-to-thickness ratio

greater than 2.5.

Installation of lateral

braces for URM parapet is

recommended.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No appendages

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

Masonry chimney near

playground is

approximately 20 feet

away from building and

could collapse on building.

Requires further

investigation and possibly

demolition.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

 X   
Masonry chimney near

playground
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

 X   

Unreinforced masonry

walls around stair

enclosure are not

restrained for out-of-plane

loading. URM should be

strongbacked, FRP

reinforced, or removed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X
Requires further

investigation

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  No industrial storage racks

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

This evaluation item could

not be visually verified.

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main
Facility Name: Ridgetop Junior High
District Name: Central Kitsap
ICOS Latitude: 47.658589
ICOS Longitude: -122.66801
ICOS
County/District ID: 18401

ICOS Building ID: 11861
ASCE 41 Bldg Type: RM2
Enrollment: 438
Gross Sq. Ft. : 121246
Year Built: 1986
Number of Stories: 2
SXS BSE-2E: 0.999
SX1 BSE-2E: 0.562
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 521
Liquefaction
Potential: very low

Tsunami Risk: none
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Central Kitsap, Ridgetop Junior High, Main
1.1 Building Description

Ridgetop Middle School is an approximately 121,000 square foot two story building that was opened in

1986. The building sits on a sloping site that allows much of the upper floor near the office to be on grade as

well as much of the lower floor to be on grade in areas such as the lower gymnasium. The two story portion

of the building is largely located in the class room wing areas. The roof of the building is typically

constructed of open web metal joist supported by steel framing and masonry bearing walls. The second floor

of the building appears to be constructed of a combination of concrete topped metal deck and concrete slabs

supported by reinforced masonry bearing walls below. The upper and lower gymnasium walls appear to be

constructed of concrete wall panels that support the upper roof that is also constructed of open web metal

joists and metal roof deck.
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1.1.1 Building Use

The building is used as a middle school for Central Kitsap School District. The building includes

classrooms, gymnasium spaces, shop classroom areas and administration space.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ridgetop Junior High
Structural System Description

Structural Roof

The roof is typically constructed of metal roof decking supported by open web

metal joists. the open web metal joists are supported by a combination of steel

framing, masonry bearing walls and concrete bearing walls .

Structural Floor(s)

The floor in the class room wing of the building appears to be constructed of a

combination of concrete topped metal deck supported by steel beams and

masonry bearing walls, and concrete slabs supported by concrete and masonry

bearing walls. The floors that are located on grade appear to be concrete slab-on-

grade.

Foundations

Record drawings were not available, but it appears that the building is founded

on traditional spread and strip foundations. This system is consistent with the

foundation system at Silver Ridge Elementary School that is located adjacent to

the middle school.

Gravity System

The building's roof system consists metal roof deck supported by a combination

of open web metal joist, steel beams that are supported by masonry and concrete

bearing walls below. The floor in the classroom wing of the building appears to

be constructed of a combination of concrete topped metal deck supported by

steel beams, and masonry bearing walls and concrete slabs supported by

concrete and masonry bearing walls.

Lateral System

The building's lateral force resisting system is constructed of a flexible light

gauge metal roof diaphragm at the roof levels that transfer lateral loads to

masonry and concrete shear walls. The floor in the classroom portion of the

building is a rigid concrete diaphragm that transmits lateral loads to the masonry

and concrete shear walls at various locations on the interior and exterior of the

building.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ridgetop Junior High
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System
Cracking was observed in the tall masonry wall the is located between the lower

gym and the upper gym. The crack can be seen from the lower gym.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Central Kitsap Ridgetop Junior High Main
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Central Kitsap Ridgetop Junior High Main
Unknown Item Description
Torsion Torsion should be investigated further. Additional shear walls may be appropriate to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Shear wall stress is unknown. Further investigation should be performed. Lateral system strengthening or

additional shear walls may be appropriate to mitigate seismic risk.

Reinforcing Steel
Wall stress is unknown. Further investigation should be performed. Lateral system strengthening or additional

shear walls may be appropriate to mitigate seismic risk.

Topping Slab
Detail of diaphragm is unknown. Further investigation should be performed. Lateral system strengthening or

additional diaphragm anchoring may be appropriate to mitigate seismic risk.

Wall Anchorage
Diaphragm-to-wall connection detail is unknown. Further investigation should be performed. Additional

diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Topping Slab to

Walls or Frames

Unknown if topping slab is used. Further investigation should be performed. Additional diaphragm shear wall

anchoring may be appropriate to mitigate seismic risk.

Foundation

Dowels

Foundation detail is unknown. Further investigation should be performed. Additional shear wall anchoring may

be appropriate to mitigate seismic risk.

Girder-Column

Connection

Connection detail is unknown. Further investigation should be performed. Additional connection hardware may

be appropriate to mitigate seismic risk.

Cross Ties
Diaphragm chord details are unknown. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.

Openings at Shear

Walls

Unknown opening configuration. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Anchor details are unknown. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Central Kitsap Ridgetop Junior High Main
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Heavy items on upper shelves should be restrained by netting or cabling to avoid becoming falling

hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Central Kitsap Ridgetop Junior High Main
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation may be appropriate to mitigate seismic risk. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.

It is unknown if cold formed steel stud backup was used. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Unknown if there are elevators with retainer guards installed. Further investigation should be

performed. Modifications to elevator may be appropriate to mitigate seismic risk.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Unknown if there are elevators with retainer plates installed. Further investigation should be

performed. Modifications to elevator may be appropriate to mitigate seismic risk.

Unknown Item Description
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Figure 1-1. Building interior at wood shop.
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Figure 1-2. Building interior corridor.
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Figure 1-3. Lower gymnasium level.
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Figure 1-4. Roof-to-wall connection at lower gymnasium.
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Figure 1-5. Building exterior at wood shop.
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Figure 1-6. Building exterior at gymnasiums.
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Figure 1-7. Building exterior at front of building.
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Figure 1-8. Building exterior at classroom wing, note the step in the site grade.
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Central Kitsap, Ridgetop Junior High, Main

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
A mezzanine was observed

in the wood shop.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Vertical elements appear to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Torsion should be

investigated further.

Additional shear walls may

be appropriate to mitigate

seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Shear wall stress is

unknown. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Wall stress is unknown.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

   X

Detail of diaphragm is

unknown. Further

investigation should be

performed. Lateral system

strengthening or additional

diaphragm anchoring may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Diaphragm-to-wall

connection detail is

unknown. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

   X

Unknown if topping slab is

used. Further investigation

should be performed.

Additional diaphragm shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Foundation detail is

unknown. Further

investigation should be

performed. Additional shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Connection detail is

unknown. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Diaphragm chord details are

unknown. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

   X

Unknown opening

configuration. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Anchor details are unknown.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Central Kitsap, Ridgetop Junior High, Main

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.

Central Kitsap, Ridgetop Junior High, Main ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 34



LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation may be

appropriate to mitigate

seismic risk. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Does not appear that CMU

is supported by integrated

ceiling.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.
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M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

It is unknown if cold

formed steel stud backup

was used. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be a chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be a chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

The stair enclosures are

not constructed with

hollow-clay tile or

unreinforced masonry

walls.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Unknown if there are

elevators with retainer

guards installed. Further

investigation should be

performed. Modifications

to elevator may be

appropriate to mitigate

seismic risk.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Unknown if there are

elevators with retainer

plates installed. Further

investigation should be

performed. Modifications

to elevator may be

appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Central Kitsap, Ridgetop Junior High, Main ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 34 of 34



Building Name: Main
Facility Name: Silver Ridge Elementary
District Name: Central Kitsap
ICOS Latitude: 47.658342
ICOS Longitude: -122.66653
ICOS
County/District ID: 18401

ICOS Building ID: 11534
ASCE 41 Bldg Type: W2
Enrollment: 412
Gross Sq. Ft. : 49531
Year Built: 1990
Number of Stories: 1
SXS BSE-2E: 0.999
SX1 BSE-2E: 0.562
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 521
Liquefaction
Potential: very low

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Central Kitsap, Silver Ridge Elementary, Main
1.1 Building Description

Silver Ridge Elementary is an approximately 51,000 square foot one-story building with a West wing that is

the academic wing and an East wing that is the administrative wing. The west wing is composed of 4

octagonal leaves located around an octagonal center. The east wing is a rectangular type structure that is

attached to the west wing between the two octagonal leaves on the east side of the west wing. As-built

drawings indicate that the building was constructed in 1990 under the 1988 Uniform Building Code (UBC).

The building is founded on concrete spread footings with engineered-wood framed roof, exterior and interior

wood bearing and shear walls and conventional concrete spread footings.
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1.1.1 Building Use

The west wing, composed of octagonal shapes, is the academic wing where classes are held for the

elementary school. The east wing is designed as the administrative wing which is composed of multiple

offices but also is where the school’s gymnasium and assembly area is located.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Silver Ridge Elementary
Structural System Description

Structural Roof

The roof framing system over the west wing consists of glulam beams that frame

from the exterior walls to discrete steel pipe columns typically located at the

center of each octagonal section. 3/4-inch tongue and groove plywood is

supported by 24-inch deep Trus Joist I-Joists (TJIs) that span between the glulam

beams at a typical spacing of 24-inches on center. 

The roof framing over the western most portion of the east wing, at the office

space, is composed of 5/8-inch tongue and groove plywood supported by 24-inch

deep TJIs that span between walls at a typical spacing of 24-inches on center.

The remaining roof framing, over the multipurpose gymnasium area, consists of

pre-engineered open web steel trusses that span the width of the building. 5/8-

inch tongue and groove plywood is supported by 12-inch deep TJIs that span

between the trusses at a typical spacing of 24-inches on center.

The very east end of the east wing has a structural ceiling composed of 1/2-inch

tongue and groove plywood supported by 18-inch deep TJIs that span between

walls at a typical spacing of 24-inches on center.

Structural Floor(s)
The floor throughout the structure consists of a 4-inch slab-on-grade with

welded-wire mesh reinforcing.

Foundations

Foundations consist of concrete strip footings supporting the exterior wood

bearing and shear walls at the west wing and the interior and exterior wood

bearing and shear walls at the east wing. Concrete spread footings support the

discrete steel columns located throughout the building.

Gravity System
The gravity system consists of a wood framed roof supported by wood bearing

walls and concrete spread footing.

Lateral System
The lateral system consists of a flexible plywood sheathed roof diaphragm and

plywood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Silver Ridge Elementary
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Central Kitsap Silver Ridge Elementary Main
Deficiency Description

Wood Sills
It does not appear that wood sills are adequately bolted to the foundation. Further investigation should be

performed. Additional anchoring may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Spans exceed 40-feet and diaphragm is not blocked. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Central Kitsap Silver Ridge Elementary Main
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Central Kitsap Silver Ridge Elementary Main
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Heavy items on upper shelves should be restrained by netting or cabling to avoid becoming falling

hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Central Kitsap Silver Ridge Elementary Main
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Figure 1-1. Building exterior at outside courts.
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Figure 1-2. Building exterior showing brick veneer.
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Figure 1-3. Building exterior
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Figure 1-4. Building interior at library
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Figure 1-5. Building interior room with shelving, cabinetry, sink and suspended ceiling.
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Figure 1-6. Gym interior
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Central Kitsap, Silver Ridge Elementary, Main

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The building appears to have

a clear load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

East side of east wing has

structural mezzanine area

labeled as ceiling in as-built

drawings.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

It appears that there is a

sufficient amount of shear

walls to meet the quick

check requirements.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
The building is a one story

structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  
The building is a one story

structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
The building is a one story

structure.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Site is generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any openings greater than

80% of the immediately

adjacent shear wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

It appears that wood posts

are positively connected to

the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
 X   

It does not appear that wood

sills are adequately bolted to

the foundation. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Maximum spacing noted in

as-built drawings is 48-

inches

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

It appears that the diaphragm

meets the aspect ratio

requirement.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Spans exceed 24 feet but

T&G Plywood Sheathing is

present.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Spans exceed 40-feet and

diaphragm is not blocked.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Central Kitsap, Silver Ridge Elementary, Main

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopies appear to be

adequately connected to

the structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be a chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be a chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

Does not appear that there

is stairs as the building is

one story.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

Does not appear that there

is stairs as the building is

one story.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Building is one story and

likely does not have an

elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Building is one story and

likely does not have an

elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Edison Elementary School
District Name: Centralia
ICOS Latitude: 46.722
ICOS Longitude: -122.959
ICOS
County/District ID: 21401

ICOS Building ID: 13954
ASCE 41 Bldg Type: URM
Enrollment: 345
Gross Sq. Ft. : 31,521
Year Built: 1918
Number of Stories: 1
SXS BSE-2E: 0.903
SX1 BSE-2E: 0.526
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 424
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: BergerABAM/WSP

1. Centralia, Edison Elementary School, Main Building
1.1 Building Description

Edison Elementary is a single-story unreinforced masonry school building, measuring approximately 340

feet by 125 feet at it's greatest plan extents. The building is approximately 15 feet tall at the eaves, except the

middle portion of the building is a high-story with an approximately 25 foot high eave. There is a partial

basement under the center, high bay structure. The school was constructed in 1918, with additional

classrooms added in 1921-1922. Two more classrooms, a music room added to the gym, a kitchen, and new

restrooms were added in 1957. The structure underwent a modernization remodel in 1987-1988. After the

Nisqually earthquake in 2001, some emergency repairs were made to remedy extensive damage to the foyer,

but it does not appear that the structure was evaluated for seismic resistance at that time.
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1.1.1 Building Use

The building contains a number of classrooms for elementary school students. There is a school kitchen

adjacent to a large high bay multi-purpose room, which clearly serves as a gymnasium, auditorium and

cafeteria.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Edison Elementary School
Structural System Description

Structural Roof
The roofs are hip and gable style, appear to be wood framed with composite

shingles and slope at 3:12 or 4:12.

Structural Floor(s)

The foyer floor, over the basement area, is a concrete slab and beam system. No

drawings were found at the time of the site visit, but it the appearance of the

construction is indicative of the early twentieth century and was likely built in

1918. The construction type of the mezzanine level floor is unknown, but is

likely timber wood framed based on the time period.

Foundations

The foundations are a traditional shallow system comprised of strip and isolated

pad footings. The basement walls are primarily concrete, with one of the walls

made of unreinforced masonry.

Gravity System
The basement retaining walls are cast in place concrete. The walls above grade

are all unreinforced masonry walls.

Lateral System

Although the roof system was not confirmed as a flexible wood diaphragm,

based on the typical practices of the era, it is likely such. It is most likely a

straight or diagonally rafter system that carries lateral loads to the unreinforced

masonry shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Edison Elementary School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) The underside of the structural floor does show some signs of deterioration.

Foundations
The concrete basement walls do have some cracking and other signs of moderate

deterioration. Minor cracking in the foundations at the classroom wings.

Gravity System No visible signs of damage or deterioration of the unreinforced masonry walls.

Lateral System No visible signs of damage or deterioration of the unreinforced masonry walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Centralia Edison Elementary School Main Building
Deficiency Description
Vertical

Irregularities
There appear to be some shear walls that are discontinuous over the front of the foyer.

Overturning
Although structural drawings were not found approximate field measurements of some of the URM wall piers

indicate that this structure does not comply with this condition.

Shear Stress

Check

A field survey of the building geometry is necessary however preliminary estimates based on approximate

dimensions indicate the structure is likely not compliant.

Proportions

It would appear that this condition is not met at the gymnasium area. This condition may potentially be satisfied

when considering the stiffening effect from the low roof however at this point such a rationalization cannot be

made as the roof to wall connections could not be visually verified.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Centralia Edison Elementary School Main Building
Unknown Item Description
Load Path Critical load path components could not be visually verified during site visit.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Items could not be visually verified during site visit.

Wall Anchorage Items could not be visually verified during site visit.

Wood Ledgers Items could not be visually verified during site visit.

Transfer to Shear

Walls
Items could not be visually verified during site visit.

Girder-Column

Connection
Items could not be visually verified during site visit.

Masonry Layup Items could not be visually verified during site visit.

Cross Ties Items could not be visually verified during site visit.

Straight Sheathing Items could not be visually verified during site visit.

Spans Items could not be visually verified during site visit.

Diagonally

Sheathed and

Unblocked

Diaphragms

Items could not be visually verified during site visit.

Other Diaphragms Items could not be visually verified during site visit.

Stiffness of Wall

Anchors
Items could not be visually verified during site visit.

Beam Girder, and Truss Supports,Items could not be visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Centralia Edison Elementary School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

A number of tall and narrow components in the basement and classroom wings did not appear to

comply with this requirement. Brace tops of shelving taller than 6 feet to nearest backing wall,

provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

A number of fall-prone components in the basement and classroom wings did not appear to

comply with this requirement. Heavy items on upper shelves should be restrained by netting or

cabling to avoid falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Centralia Edison Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Presence of a fire suppression system could not be visually verified during time of the site visit.

Further investigation may be appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Items could not be visually verified during site visit. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, emergency

power equipment is either nonexistent or noncompliant. Evaluation of emergency power

equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkler head clearance and unable to verify during

site investigation. Further evaluation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unclear if some of the interior partition walls are URM, and if they are how they are braced.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

P-4 Light Partitions Supported

by Ceilings. HR-not required;

LS-not required; PR-MH.

Items could not be visually verified during site visit.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.

Items could not be visually verified during site visit. Further investigation may be warranted to

mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Items could not be visually verified during site visit. Further investigation may be warranted to

mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Details of the canopy connection to the foyer front wall could not be visual verified during site

visit. Further investigation may be appropriate to mitigate seismic risk.
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MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

Stairs to the basement appear to be surrounded by concrete walls, however the construction type of

the walls around the stairs to the foyer mezzanine could not be visual verified during the site visit.

Further investigation may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Bracing required for equipment weighing more than 20 lb located 4 feet or more above the floor to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Items could not visually verified during site visit. Bracing for heavy in-line equipment may be

appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Items could not visually verified during site visit. Brace tall narrow equipment to backwall or

provide overturning anchors to mitigate seismic risk.

Unknown Item Description
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Photos:

Figure 1-1. South entrance

Figure 1-2. Main entrance
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Figure 1-3. Southwest elevation of the gym/auditorium

Figure 1-4. Typical classroom layout

Figure 1-5. View of the lobby mezzanine at the main entrance
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Figure 1-6. Typical hallway

Figure 1-7. 1957 music room addition to the backside of the the gym/auditorium

Figure 1-8. Kitchen
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Figure 1-9. Interior view of the gym/auditorium facing the 1957 music room addition (beyond)
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Figure 1-10. Piping in the basement mechanical space
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Centralia, Edison Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Critical load path

components could not be

visually verified during site

visit.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
This building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building is a single-

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

There appear to be some

shear walls that are

discontinuous over the front

of the foyer.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This building is a single-

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building is a single-

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

As the roof is believed to be

a light-framed wood roof

and would be idealized as a

flexible diaphragm, this

condition is likely met.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Although structural

drawings were not found

approximate field

measurements of some of

the URM wall piers indicate

that this structure does not

comply with this condition.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X
Items could not be visually

verified during site visit.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

A field survey of the

building geometry is

necessary however

preliminary estimates based

on approximate dimensions

indicate the structure is

likely not compliant.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
Items could not be visually

verified during site visit.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
Items could not be visually

verified during site visit.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
Items could not be visually

verified during site visit.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Items could not be visually

verified during site visit.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

It would appear that this

condition is not met at the

gymnasium area. This

condition may potentially be

satisfied when considering

the stiffening effect from the

low roof however at this

point such a rationalization

cannot be made as the roof

to wall connections could

not be visually verified.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X
Items could not be visually

verified during site visit.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
Items could not be visually

verified during site visit.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X
Items could not be visually

verified during site visit.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X
Items could not be visually

verified during site visit.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X
Items could not be visually

verified during site visit.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X
Items could not be visually

verified during site visit.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
Items could not be visually

verified during site visit.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X
Items could not be visually

verified during site visit.
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Centralia, Edison Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Presence of a fire

suppression system could

not be visually verified

during time of the site

visit. Further investigation

may be appropriate to

mitigate seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Items could not be visually

verified during site visit.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Facility does not appear to

have hazardous materials

on the premises.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

Facility does not appear to

have hazardous materials

on the premises.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

Facility does not appear to

have hazardous materials

on the premises.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

Facility does not appear to

have hazardous materials

on the premises.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unclear if some of the

interior partition walls are

URM, and if they are how

they are braced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

   X
Items could not be visually

verified during site visit.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be warranted to mitigate

seismic risk.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Items could not be visually

verified during site visit.

Further investigation may

be warranted to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

The masonry appears to

serve a structural and

architectural purpose.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Details of the canopy

connection to the foyer

front wall could not be

visual verified during site

visit. Further investigation

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

The two small "turret" like

structures over the

classroom wings appear to

be wood framed

construction.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X    

Actual measurements of

the URM (upper) chimney

could not be made during

the site visit, but it appears

that the chimney height

above the top of roof is

approximately 2 times the

dimension of the least

width. The lower chimney

appears to be wood frame

construction.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Stairs to the basement

appear to be surrounded by

concrete walls, however

the construction type of the

walls around the stairs to

the foyer mezzanine could

not be visual verified

during the site visit.

Further investigation may

be appropriate to mitigate

seismic risk.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

A number of tall and

narrow components in the

basement and classroom

wings did not appear to

comply with this

requirement. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

A number of fall-prone

components in the

basement and classroom

wings did not appear to

comply with this

requirement. Heavy items

on upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Items could not visually

verified during site visit.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Items could not visually

verified during site visit.

Brace tall narrow

equipment to backwall or

provide overturning

anchors to mitigate seismic

risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Concrete High School
District Name: Concrete
ICOS Latitude: 48.533
ICOS Longitude: -121.759
ICOS
County/District ID: 29011

ICOS Building ID: 15537
ASCE 41 Bldg Type: W2
Enrollment: 271
Gross Sq. Ft. : 58,216
Year Built: 1951
Number of Stories: 1
SXS BSE-2E: 0.704
SX1 BSE-2E: 0.368
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 470
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Concrete, Concrete High School, Main Building
1.1 Building Description

The Main Building is a 58,216 square foot one-story building constructed in 1951 and renovated in 1992.

The 1992 renovation included additions on the western side and the southeastern side of the building. The

addition on the southeastern side of the building included CMU walls and 

The building footprint is L-shaped and approximately 500 feet by 200 feet. The building is located on an

otherwise flat site spanning above and across a road that runs north-south. The sides of the road slope up to

the ground level of the building. The soil on each side of the road under the building is retained. This site is

in the north area of the Concrete High School campus. The exterior wall is covered with a masonry veneer

that extends one-story above the ground. 

Part of the building spans across a roadway. This span is supported by concrete columns. The building has a

shallow foundation with concrete footings under a 4" thick concrete slab-on-grade. The lateral system
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consists of wood shear walls with CMU and stud walls acting as bearing walls. The roof consists of 2 layers

of 1/2" plywood with 2x8 or 2x10 joists at 16" o.c. The building also contains parallel steel wide flange

beams running along the main axis of the school (east/west).
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1.1.1 Building Use

The main building is used for classrooms and administration. This building has a total enrollment of 271

students.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Concrete High School
Structural System Description

Structural Roof

The 1992 renovation included the addition of a new roof system to the entire

building, utilizing some of the existing steel wide flange beams. The roof

framing consists of existing steel wide flange beams, existing 2 x 10s, new wood

trusses spaced at 16-inches on center and new wood framing.

Structural Floor(s)
The floors in the 1992 building additions consist of a 4-inch thick concrete slab-

on-grade with welded-wire reinforcing.

Foundations
The foundation system in the 1992 building additions consist of perimeter

continuous reinforced concrete footings

Gravity System

The gravity system for the western addition to the building consists of plywood

sheathed shear walls supported on continuous reinforced concrete footings. 

The portion of the building spanning the roadway was constructed in 1952 and is

supported on concrete columns. 

The gravity system for the southeastern addition to the building consists of CMU

bearing walls supported on continuous reinforced concrete footings.

Lateral System

The lateral system consists of a flexible plywood roof diaphragm. The western

addition of the building consists of plywood shear walls and the southeastern

portion of the building consists of CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Concrete High School
Structural System Description
Structural Roof No visible signs of deterioration or damage.

Structural Floor(s) No visible signs of deterioration or damage.

Foundations No visible signs of deterioration or damage.

Gravity System No visible signs of deterioration or damage.

Lateral System No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Concrete Concrete High School Main Building
Deficiency Description
Vertical

Irregularities

The shear wall above the road (library) is not continuous to the foundation. Shear wall and supporting framing

may require strengthening to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Concrete Concrete High School Main Building
Unknown Item Description

Liquefaction

Concrete High School resides near the Skagit River and Lake Shannon which will affect the liquefaction

potential of the soil. The liquefaction potential of site soils is unknown at this time given available information.

Moderate to high liquefaction potential is identified per ICOS based on state geologic mapping. Requires

further investigation by a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
The building rests on a sloped site. Requires further investigation by a licensed geotechnical engineer to

determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning
There are shear walls that may not meet the requirement. Further investigation should be performed. Additional

shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

It appears that there are shear walls that may not meet this requirement. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Concrete Concrete High School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

It does not appear that the unreinforced masonry chimney meets the requirements of the check.

Further investigation should be performed. Bracing or removal of chimney may be appropriate to

mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Heavy items on upper shelves should be restrained by netting or cabling to avoid becoming falling

hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Concrete Concrete High School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

It does not appear that there are couplings leading to the gas cylinder in the mechanical room.

Further investigation of mechanical piping should be performed. Flexible coupling for piping may

be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No drawings and unable to determine from field investigation the compliance. Further

investigation should be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

No ceiling access to see if light fixtures are supported by two wires diagonally. Further

investigation may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Did not find details on anchoring to flashing on architectural. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

Unable to locate details on chimney. Further investigation should be performed. Chimney

reinforcement may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. Mechanical room interior.

Figure 1-2. Interior corridor with steel beams encased by veneer plaster.
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Figure 1-3. Underside of building span on west side of South Superior Avenue.

Figure 1-4. Exterior south side of building with building span over roadway.
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Figure 1-5. Exterior east side of building.

Figure 1-6. Exterior south side of building.
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Figure 1-7. Exterior south side of building showing the main entrance and the span across the road.

Figure 1-8. Exterior south side of building facing east.
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Figure 1-9. Exterior west side of building with the retained soil adjacent to the road.

Figure 1-10. Exterior south side of building.
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Concrete, Concrete High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The structure has a well-

defined load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

There are no adjacent

structures that would be of

concern.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines in this building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building does not

contain a soft story.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

The shear wall above the

road (library) is not

continuous to the

foundation. Shear wall and

supporting framing may

require strengthening to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This building is a one story

building and is not

applicable to this section.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This building is a one story

building and is not

applicable to this section.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has a flexible

diaphragm and appears to

have evenly spaced shear

walls. This item is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Concrete High School

resides near the Skagit River

and Lake Shannon which

will affect the liquefaction

potential of the soil. The

liquefaction potential of site

soils is unknown at this time

given available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The building rests on a

sloped site. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Concrete, Concrete High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 31



Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

There are shear walls that

may not meet the

requirement. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

It appears that there is a

sufficient amount of shear

walls to meet the quick

check requirements.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

It appears that there are

shear walls that may not

meet this requirement.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  

The building runs above a

road that is one story below

ground level. Two shear

walls line the sides of the

road that are continuous to

roof level.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  

There are no cripple walls

below the first-floor-level

shear walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There are no openings

greater than 80% of the

building's length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

It appears that wood posts

are positively connected to

the foundation per Detail

4/S3.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

3/4-inch bolts at 16 inches -

48 inches on center to sill

pate.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

3/4-inch bolts at 16 inches -

48 inches on center to sill

pate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The diaphragms are not

straight-sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Wood structural panels

present in building.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X    
All wood structural panels

appear to be blocked.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Concrete, Concrete High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No vibration isolators

located in building.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

It does not appear that the

building contains

breakable containers.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

It does not appear that

there are couplings leading

to the gas cylinder in the

mechanical room. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

X    

It appears that

unreinforced masonry

partitions are braced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

It is unlikely that there are

masonry or hollow-clay

tile partitions in the

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There is unlikely to be

suspended lath and plaster

ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No drawings and unable to

determine from field

investigation the

compliance. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No ceiling access to see if

light fixtures are supported

by two wires diagonally.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

Concrete, Concrete High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 31



CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

It appears that masonry

veneer is connected to the

backup.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    
It appears that the veneer is

supported by shelf angles.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Did not find details on

anchoring to flashing on

architectural. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No coldformed steel stud

backup in structure
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X    Backup is anchored.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    
Canopies are anchored to

the structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There does not appear to

be any concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

It appears that parapets are

adequately connected to

the structure.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

It does not appear that the

unreinforced masonry

chimney meets the

requirements of the check.

Further investigation

should be performed.

Bracing or removal of

chimney may be

appropriate to mitigate

seismic risk.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Unable to locate details on

chimney. Further

investigation should be

performed. Chimney

reinforcement may be

appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  There are no stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  There are no stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

industrial storage racks

taller than 12 feet in the

building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

There did not appear to be

any elevated equipment

weighing more than 20 lb.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X    

It appears that the

equipment is braced or

anchored.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    
Tall equipment appears to

be anchored or braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Tech Building
Facility Name: Concrete High School
District Name: Concrete
ICOS Latitude: 48.533
ICOS Longitude: -121.759
ICOS
County/District ID: 29011

ICOS Building ID: 18943
ASCE 41 Bldg Type: RM1
Enrollment: 271
Gross Sq. Ft. : 7,875
Year Built: 1952
Number of Stories: 1
SXS BSE-2E: 0.704
SX1 BSE-2E: 0.368
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 470
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Concrete, Concrete High School, Tech Building
1.1 Building Description

The technology building is a one story building in the southwest area of the Concrete High School campus.

The footprint of the building is approximately 146'-6" by 62'-2" with a total square footage of 7,875. The

building was constructed in 1952 and renovated in 1992. 

The 1992 renovation included replacement of the building roof system with a new roof system. The new roof

system utilized the existing steel wide flange beams, using steel plates on the top and bottom of the beams to

provide additional strength. The new roof system consists of plywood sheathing over wood roof trusses. The

bearing wall system for the building was constructed in 1952 and consists of CMU bearing walls over

continuous footings. The exterior walls are covered with brick veneer.
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1.1.1 Building Use

This high school building serves as a science, math, technology, and lab classroom setting that is part of the

Concrete High School Campus.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Concrete High School
Structural System Description

Structural Roof

The 1992 renovation included replacement of the building roof system with a

new roof system. The new roof system utilized the existing steel wide flange

beams, using steel plates on the top and bottom of the beams to provide

additional strength, as well as the addition of new steel wide flange beams. The

new roof system consists of plywood sheathing over single pitched wood roof

trusses.

Structural Floor(s)
The floor system consists of a 4" thick reinforced concrete slab-on-grade

reinforced with welded wire fabric that was constructed in 1952.

Foundations
The foundation system consists of continuous footings under the CMU bearing

walls. The foundation system was constructed in 1952.

Gravity System

The gravity system consists of plywood sheathing over single pitched wood

trusses. The trusses are supported by 16-inch square pilasters and CMU bearing

walls which bear on continuous spread footings.

Lateral System
The lateral system for this structure consists of a flexible plywood roof

diaphragm and CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Concrete High School
Structural System Description
Structural Roof No visible signs of deterioration or damage.

Structural Floor(s) No visible signs of deterioration or damage.

Foundations No visible signs of deterioration or damage.

Gravity System No visible signs of deterioration or damage.

Lateral System No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Concrete Concrete High School Tech Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Concrete Concrete High School Tech Building
Unknown Item Description

Liquefaction

Concrete High School resides near the Skagit River and Lake Shannon which will affect the liquefaction

potential of the soil. The liquefaction potential of site soils is unknown at this time given available information.

Moderate to high liquefaction potential is identified per ICOS based on state geologic mapping. Requires

further investigation by a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
The building rests on a sloped site. Requires further investigation by a licensed geotechnical engineer to

determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
Wall stress is unknown. Further investigation should be performed. Lateral system strengthening or additional

shear walls may be appropriate to mitigate seismic risk.

Wood Ledgers

Unable to determine cross-grain bending in ledgers due to not being able to see ledger composition. Further

investigation should be performed. Additional blocking and strapping may be appropriate to mitigate seismic

risk.

Transfer to Shear

Walls

Detail of connection unknown. Further investigation should be performed. Additional diaphragm shear wall

anchoring may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Bolted connection of masonry wall to wood elements shown in S5, but unable to determine the compliancy of

anchors relative to the 1/8-inch threshold. Further investigation should be performed. Additional anchoring may

be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Concrete Concrete High School Tech Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Concrete Concrete High School Tech Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

The building contains a lab classroom that may have hazardous materials in it. Restraining

breakable containers that hold hazardous material by latched doors, shelf lips, wires, or other

methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unable to tell from site investigation or drawings if piping is braced or not. There is gas piping that

leads to the lab classroom. Bracing piping may be appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Unable to tell from site investigation or drawings if there were shutoff valves. Shutoff valves for

piping containing hazardous material may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unable to tell from site investigation or drawings if there are flexible couplings. Further

investigation of mechanical piping should be performed. Flexible coupling for piping may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No ceiling access/drawings to determine attachments of suspended gypsum board ceilings. Further

investigation should be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

No drawings and unable to determine during site investigation the wiring of light fixture.

Independent support for the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is likely that the veneer is adequately connected to the building. However, it is unknown. Further

investigation should be completed. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is configured. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Unable to determine during site investigation if tall narrow contents are anchored. Bracing contents

taller than 6 ft to wall or providing overturning restraint may be appropriate to mitigate seismic

risk.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Unable to tell during site investigation if fall-prone contents are braced. Heavy items on upper

shelves should be restrained by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical and Electrical drawings not available to determine compliance. Bracing equipment

may be appropriate to mitigate seismic risk.
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ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical and Electrical drawings not available to determine compliance. Further investigation

should be performed. Supporting and laterally bracing independent equipment may be appropriate

to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Mechanical and Electrical drawings not available to determine compliance. Bracing to wall or

providing overturning restraint to equipment more than 6 ft high may be appropriate to mitigate

seismic risk.

Unknown Item Description
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Photos:

Figure 1-1. Exterior northeast side of tech building (building in middle of the photograph).

Figure 1-2. Exterior north side of tech building.
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Figure 1-3. Exterior north side of tech building.
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Concrete, Concrete High School, Tech Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
This building does not stand

adjacent to another building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

This building does not

contain an interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
Not applicable due to the

building being one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
Not applicable due to the

building being one story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Vertical elements in the

seismic force-resisting

system appear to be

continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
Not applicable due to the

building being one story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Not applicable due to the

building being one story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has a flexible

diaphragm and appears to be

configured so that torsion

would not be a concern.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Concrete High School

resides near the Skagit River

and Lake Shannon which

will affect the liquefaction

potential of the soil. The

liquefaction potential of site

soils is unknown at this time

given available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The building rests on a

sloped site. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

The least dimension of the

seismic force-resisting

system appears to meet the

requirements of the check by

inspection.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Per Seismic Design Aid

Excel sheet

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Wall stress is unknown.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
The slab on grade consists of

cast-in-place concrete.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

  X  

Masonry shear walls not

dependent on diaphragm for

lateral support due to the

nature of a flexible

diaphragm.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Unable to determine cross-

grain bending in ledgers due

to not being able to see

ledger composition. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Detail of connection

unknown. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

No precast concrete

diaphragm, but shear walls

are doweled into the slab on

grade.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Building is flexible wood

diaphragm

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  No openings in diaphragm
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  No openings in diaphragm

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Wood diaphragm consists of

plywood sheathing per detail

S5

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
No unblocked or diagonal

diaphragms in building.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Bolted connection of

masonry wall to wood

elements shown in S5, but

unable to determine the

compliancy of anchors

relative to the 1/8-inch

threshold. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Concrete, Concrete High School, Tech Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

There does not appear to

be any equipment mounted

on vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

The building contains a lab

classroom that may have

hazardous materials in it.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unable to tell from site

investigation or drawings

if piping is braced or not.

There is gas piping that

leads to the lab classroom.

Bracing piping may be

appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Unable to tell from site

investigation or drawings

if there were shutoff

valves. Shutoff valves for

piping containing

hazardous material may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unable to tell from site

investigation or drawings

if there are flexible

couplings. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  No heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

It is unlikely that there are

cementitious partitions in

the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Ceiling is not made of lath

and plaster

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No ceiling access/drawings

to determine attachments

of suspended gypsum

board ceilings. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings and unable to

determine during site

investigation the wiring of

light fixture. Independent

support for the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is likely that the veneer

is adequately connected to

the building. However, it is

unknown. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There are no floors above

the ground floor.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

configured. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
It is unlikely that there is

unreinforced backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There are no cold steel

studs in this building

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

It is unlikely that there is

an nonstructural concrete

block or masonry backup.

The veneer appears to be

attached to the CMU shear

wall.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

The canopies at the exits

are a continuation of the

roof.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No concrete parapets

present in building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

No unreinforced masonry

chimney present in

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

No unreinforced masonry

chimney present in

building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Unable to determine

during site investigation if

tall narrow contents are

anchored. Bracing contents

taller than 6 ft to wall or

providing overturning

restraint may be

appropriate to mitigate

seismic risk.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Unable to tell during site

investigation if fall-prone

contents are braced. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Mechanical and Electrical

drawings not available to

determine compliance.

Bracing equipment may be

appropriate to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical and Electrical

drawings not available to

determine compliance.

Further investigation

should be performed.

Supporting and laterally

bracing independent

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Mechanical and Electrical

drawings not available to

determine compliance.

Bracing to wall or

providing overturning

restraint to equipment

more than 6 ft high may be

appropriate to mitigate

seismic risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  There are no elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  There are no elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Gym
Facility Name: Concrete K-6 School
District Name: Concrete
ICOS Latitude: 48.535
ICOS Longitude: -121.758
ICOS
County/District ID: 29011

ICOS Building ID: 21078
ASCE 41 Bldg Type: W2
Enrollment: 254
Gross Sq. Ft. : 12,264
Year Built: 1981
Number of Stories: 1
SXS BSE-2E: 0.704
SX1 BSE-2E: 0.368
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 470
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Concrete, Concrete K-6 School, Gym
1.1 Building Description

The community building is a 12,264 square foot one story building constructed in 1981. The footprint of the

building is rectangular and approximately 130 feet by 120 feet. The community building consists of a

gymnasium portion (north portion) and a muli-purpose portion (south portion). The gymnasium is attached

to the main building in two locations at the roof level. The exterior wall is covered with a masonry brick

veneer. 

The roof consists of a glulam wood truss system with wood sheathing. Steel stud walls, wood stud walls, and

steel columns support the roof. Reinforced concrete footings support the steel columns and bearing walls.

Three of the four perimeter walls of the gymnasium portion consist of steel stud walls. The fourth wall

shares a wood stud wall with the multipurpose portion of the building. All stud walls are sheathed with

gypsum wall board as the intended lateral system. This building was designed to the 1976 Uniform Building

Code.
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1.1.1 Building Use

The Gymnasium/Community Building is used as a gym, a theater, and for classrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Concrete K-6 School
Structural System Description

Structural Roof

The structural roof system for the north portion of the building consists of

plywood sheathing over 2x10 joists spanning to glulam trusses spaced at 12-feet

on center. The glulam trusses span the width of the north portion of the building. 

The structural roof system for the south portion of the building consists of

plywood sheathing over wood 24-inch to 27-inch TJH wood joist trusses spaced

at 4-feet on center.

Structural Floor(s) The floor system consists of 4" thick reinforced concrete slab-on-grade.

Foundations

The foundation system consists of reinforced concrete continuous footings under

the walls, with 3-foot, 6-inch square and 4-foot square pad footings at steel

column locations.

Gravity System

The gravity system consists of a glulam wood truss system with wood sheathing.

The roof system is supported by steel stud walls at 24" o.c., wood 2x8 stud walls

at 16" o.c., and steel columns. The columns and walls are supported by

continuous spread footings.

Lateral System

The lateral for this structure consists of flexible plywood roof diaphragm and

perimeter sheathed shear walls with 1/2" to 5/8" thick blocked and unblocked

gypsum wall board.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Concrete K-6 School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Concrete Concrete K-6 School Gym
Deficiency Description

Adjacent

Buildings

There are no immediately adjacent buildings. The main building is connected by a corridor and at the roof. It

does not appear that there is a seismic joint at the connections. Further investigation may be appropriate to

mitigate seismic risk.

Overturning
It appears that there are shear walls that do not meet the requirement. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

Per Sa7 along gride line K, a 5 ft. 6 in. x 16 in. shear wall called out by shear wall 13 breaks compliancy. Shear

wall lies on east side of building. Further investigation should be performed. Lateral system strengthening or

additional shear walls may be appropriate to mitigate seismic risk.

Diaphragm

Continuity

It appeared that the west side of building roof is a split-level with the gymnasium roof diaphragm. Further

investigation should be performed. Diaphragm reinforcement or lateral system strengthening may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Concrete Concrete K-6 School Gym
Unknown Item Description

Liquefaction

Concrete resides near the Skagit River and Lake Shannon which will affect the liquefaction potential of the soil.

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Concrete Concrete K-6 School Gym
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Brick veneer anchored to wood framed walls at 16\ o.c. while steel stud walls have metal ties at 48\

o.c. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Concrete Concrete K-6 School Gym
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

No drawings and unable to determine from site investigation the compliance. It is unknown if

piping contains hazardous materials. Further investigation may be appropriate to mitigate seismic

safety.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if there are shutoff valves for piping containing hazardous materials. Further

investigation of mechanical piping should be performed. Further investigation may be appropriate

to mitigate seismic safety.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unable to determine during site investigation. Further investigation of mechanical piping should be

performed. Flexible coupling for piping may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Ceiling consists of suspended acoustic ceiling tile, but no details specify supports/no ceiling access

to confirm compliance. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. Interior of gym. Note glulam wood truss roof system.

Figure 1-2. Interior of gym.
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Figure 1-3. Interior of multipurpose room.

Figure 1-4. Exterior northeast side of gym.
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Figure 1-5. Exterior east side of gym.

Figure 1-6. Exterior plan of the main building and the gym building.
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Figure 1-7. Exterior south side of the diaphragm connection between the main building and the gym building.

Figure 1-8. Exterior east side of building.
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Figure 1-9. Exterior north side of building.

Figure 1-10. Exterior southeast corner of building.
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Concrete, Concrete K-6 School, Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There are no immediately

adjacent buildings. The main

building is connected by a

corridor and at the roof. It

does not appear that there is

a seismic joint at the

connections. Further

investigation may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines in this building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building does not

contain a soft story.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and it appears that the shear

walls have been configured

to prevent torsional

irregularities.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Concrete resides near the

Skagit River and Lake

Shannon which will affect

the liquefaction potential of

the soil. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

It appears that there are

shear walls that do not meet

the requirement. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Per Quick Check procedure

using Seismic Design Aid

sheet.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

Per Sa7 along gride line K, a

5 ft. 6 in. x 16 in. shear wall

called out by shear wall 13

breaks compliancy. Shear

wall lies on east side of

building. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
This building does not sit on

a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  

This building does not

contain a cripple wall below

the first floor.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

No openings greater than

80% of the wall length

present in building. There is

one large opening between

the multipurpose room and

gymnasium, but does not

take up 80% of wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  No wood posts found

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Steel column to girder

connection consists of

4x4x1/4x6-inch. angle with

2 machine bolts and welded

to column at 16 inches on

center.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Sill bolts spaced at 4' which

complies to 6 foot

maximum.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

It appeared that the west side

of building roof is a split-

level with the gymnasium

roof diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement or lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

No diaphragm opening

larger than 50% of building

width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragm consists of

structural panels.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
It does not appear that spans

are greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

No unblocked wood

structural panel diaphragms

in building.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Concrete, Concrete K-6 School, Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

It does not appear that

there was any equipment

on vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

No drawings and unable to

determine from site

investigation the

compliance. It is unknown

if piping contains

hazardous materials.

Further investigation may

be appropriate to mitigate

seismic safety.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation of

mechanical piping should

be performed. Further

investigation may be

appropriate to mitigate

seismic safety.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unable to determine

during site investigation.

Further investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry partitions. It

does not appear there are

any heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
There are no rigid

cementitious partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceiling

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Ceiling consists of

suspended acoustic ceiling

tile, but no details specify

supports/no ceiling access

to confirm compliance.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

The light fixtures appear to

be braced with two

diagonal wires in the

gymnasium, but there was

no indication of

compliancy for

multipurpose room.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

 X   

Brick veneer anchored to

wood framed walls at 16"

o.c. while steel stud walls

have metal ties at 48" o.c.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    
It appears that the veneer is

connected at the roof level.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X    

It appears that the veneer is

thoroughly anchored to the

backup.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
No unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

X    

Coldformed steel studs

spacing less than 24 inches

on center.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No concrete block or

masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
Canopies are an extension

of the roof diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No concrete parapets

present in building

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear that there

are applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No masonry chimney in

building

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No masonry chimney in

building

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs in building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs in building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

There does not appear to

be any tall narrow contents

in the building.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

There did not appear to be

any heavy items prone to

falling.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Concrete K-6 School
District Name: Concrete
ICOS Latitude: 48.535
ICOS Longitude: -121.758
ICOS
County/District ID: 29011

ICOS Building ID: 17024
ASCE 41 Bldg Type: W2
Enrollment: 254
Gross Sq. Ft. : 32,182
Year Built: 1981
Number of Stories: 1
SXS BSE-2E: 0.704
SX1 BSE-2E: 0.368
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 470
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Concrete, Concrete K-6 School, Main Building
1.1 Building Description

The main building is a one story wood frame building constructed in 1981. The building has two rectangular

wings that connect in an L-shape. The overall dimensions of the footprint are approximately 430 feet by 270

feet with a floor area of 32,182 square feet. The main building is located on the northwest area of the

Concrete Elementary School campus. The school has a gymnasium that is also known as the community

building. This building is attached to the main building by two hallways. The community building is

evaluated under a separate checklist. The exterior wall is covered with a masonry brick veneer. 

The school was designed to the 1976 Uniform Building Code. The roof system consists of a wood truss

system with wood sheathed panels. The roof is supported by steel tube steel columns and wood frame

bearing walls. The lateral system consists of wood sheathed shear walls. Walls are supported by concrete

spread footings. The building has a reentrant corner irregularity.
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1.1.1 Building Use

The school is a K-6 elementary school serving approximately 250 students and with externally accessed

classrooms as well as internally accessed classrooms through a central corridor.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Concrete K-6 School
Structural System Description

Structural Roof
The roof framing consists of plywood sheathing over glulam beams spanning to

the prefabricated wood trusses spaced at 24-inches on center.

Structural Floor(s)
The floor is a 4" thick cast-in-place concrete slab-on-grade reinforced with

welded wire mesh.

Foundations

Foundations consist of cast-in-place concrete spread footings supporting the

wood bearing walls, and 3-foot square, 3-foot-inch square and 4-foot pad

footings at the column locations.

Gravity System

The gravity system consists of wood roof truss supported by steel tube steel

columns and bearing walls. The columns and bearing walls are supported on

concrete spread footings.

Lateral System
The lateral system consists of the roof diaphragm and the perimeter wood shear

walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Concrete K-6 School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Concrete Concrete K-6 School Main Building
Deficiency Description

Adjacent

Buildings

There are no immediately adjacent buildings. The community center building is connected by a corridor and at

the roof. It does not appear that there is a seismic joint at the connections. Further investigation may be

appropriate to mitigate seismic risk.

Overturning
It appears that there are shear walls that do not meet the requirement. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

It appears that there are walls that are intended to be shear walls with an aspect ratio greater than 2-to-1. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate seismic risk.

Roof Chord

Continuity

The chord along grid line I and in between 7-9 is discontinuous. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Concrete Concrete K-6 School Main Building
Unknown Item Description

Liquefaction

Concrete resides near the Skagit River and Lake Shannon which will affect the liquefaction potential of the soil.

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Concrete Concrete K-6 School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

There was a cylinder that could potentially be a gas cylinder that did not appear to be restrained.

Restraint for breakable containers that hold hazardous material may be appropriate to mitigate

seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

It appears that the piping has fixed or welded connections. Flexible couplings may be appropriate

to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Per architectural drawings, brick veneer is anchored with metal ties at 4'-0\ o.c. Adding

connections for the veneer may be appropriate to mitigate seismic risk.

ME-7 Heavy Equipment. HR-

not required; LS-not required;

PR-H.

Not required for life safety performance level.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Concrete Concrete K-6 School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No drawings and unable to determine during site investigation the compliance of section. Further

investigation should be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Unable to determine weight of light fixtures/if they have wires supporting them from above based

on drawings. Further investigation may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

It is unknown if tall and slender contents are braced. Further investigation may be appropriate to

mitigate seismic risk. Brace tops of shelving taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Plenty of shelving units with covers, but difficult to determine if every 20 lb item above 4 ft is

restrained. Heavy items on upper shelves should be restrained by netting or cabling to avoid

becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. Exterior south side of building.

Figure 1-2. Exterior southwest side of building.
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Figure 1-3. Exterior north side of building of the interior angle.

Figure 1-4. Exterior north side of building.
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Figure 1-5. Exterior northeast side of building.

Figure 1-6. Exterior plan of the main building and gym.
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Figure 1-7. Exterior south side of connection between the main building and the gym building.

Figure 1-8. Exterior west side of building of the interior angle.
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Concrete, Concrete K-6 School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The building appears to have

a well defined load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There are no immediately

adjacent buildings. The

community center building

is connected by a corridor

and at the roof. It does not

appear that there is a seismic

joint at the connections.

Further investigation may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a one story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
The building is a one story

structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the seismic

force-resisting system is

continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
There are no adjacent

stories.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and it appears that the shear

walls have been configured

to resist torsional effects.

This item is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Concrete resides near the

Skagit River and Lake

Shannon which will affect

the liquefaction potential of

the soil. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Concrete, Concrete K-6 School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 28



Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

It appears that there are

shear walls that do not meet

the requirement. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are at least two lines

of shear walls in each

principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Compliant per Seismic

Design Aid excel sheet

check.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

It appears that there are

walls that are intended to be

shear walls with an aspect

ratio greater than 2-to-1.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  This is a one story building.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  This is a one story building.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
No cripple walls below first-

floor-level shear walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  There are no large openings.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

There are positive

connections from the wood

framing to the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Wood sills are bolted to the

foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

There appears to be positive

connections between girders

and column support.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
Sill bolts are spaced at 6 ft or

less in center of sill.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
There are no expansion

joints.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

The chord along grid line I

and in between 7-9 is

discontinuous. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There are no diaphragm

openings larger than 50% of

either major plan dimension.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms are not straight-

sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Diaphragm consists of wood

panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
All structural panel

diaphragms blocked.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Concrete, Concrete K-6 School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

Concrete, Concrete K-6 School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 28



LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

The building does not

appear to have vibration

isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

There was a cylinder that

could potentially be a gas

cylinder that did not

appear to be restrained.

Restraint for breakable

containers that hold

hazardous material may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    
It appears that piping has

shutoff valves.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

It appears that the piping

has fixed or welded

connections. Flexible

couplings may be

appropriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  No heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious partitions

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  Ceiling is G.W.B
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No drawings and unable to

determine during site

investigation the

compliance of section.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Unable to determine

weight of light fixtures/if

they have wires supporting

them from above based on

drawings. Further

investigation may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

 X   

Per architectural drawings,

brick veneer is anchored

with metal ties at 4'-0" o.c.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    
Masonry veneer appears to

be connected at the roof.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X    

Masonry veneer appears to

be anchored to the

weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No coldformed steel stud

backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No concrete block or

masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No masonry chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There does not appear to

be any industrial storage

racks or pallet rackets

more than 12 ft high.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

It is unknown if tall and

slender contents are

braced. Further

investigation may be

appropriate to mitigate

seismic risk. Brace tops of

shelving taller than 6 feet

to nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Plenty of shelving units

with covers, but difficult to

determine if every 20 lb

item above 4 ft is

restrained. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

 X   
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Concrete, Concrete K-6 School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 28



Building Name: Auditorium Building

Facility Name: Cosmopolis Elementary
School

District Name: Cosmopolis
ICOS Latitude: 46.953
ICOS Longitude: -123.772
ICOS
County/District ID: 14099

ICOS Building ID: 17331
ASCE 41 Bldg Type: W2
Enrollment: 164
Gross Sq. Ft. : 7,128
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 1.105
SX1 BSE-2E: 0.724
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 230
Liquefaction

Potential:
moderate to high

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Cosmopolis, Cosmopolis Elementary School, Auditorium Building
1.1 Building Description

The Cosmopolis Elementary Auditorium building was constructed circa 1960 and is located just east of the

multipurpose building. The building is approximately 108 feet long by 65 feet wide for an area of just over

7,000 square feet, and is a single story wood frame building with an eave height of approximately 14 feet,

with a 4:12 roof.
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1.1.1 Building Use

This building is used solely as an auditorium. The building has 518 fixed seats and an elevated stage area. It

appears that the school uses this building, or alternatively the gymnasium building, to host assembly

meetings.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Cosmopolis Elementary School
Structural System Description

Structural Roof

The roof is a 4:12 gable roof comprised of 2x8 wood rafters on glulam purlins,

which in turn are supported by glulam arches. The arches are spaced at

approximately 16 feet on center.

Structural Floor(s)

There is a 25 foot by 65 foot (1,625 square feet) storage area over the foyer area.

This area is accessed by a stair. The floor is a wood framed floor consisting of

2x10 joists, supported by timber beams and timber columns.

Foundations

The foundation is a traditional shallow foundation system comprised of strip

footings under the bearing walls. Six footings are integrated with the stem walls

at the glulam arch locations. There are three isolated pad footings at the columns

in the foyer area; these footings are continuously tied together with a concrete

tie-beam. There is a concrete slab on grade in the foyer as well as a sloped slab

on grade in the auditorium room.

Gravity System

Roof loads are supported by rafters and purlins, which are supported by glulam

arches. The entire perimeter of the building has a concrete wall that extends

approximately 4 feet above finished grade, extends approximately 4'-8" below

grade.

Lateral System

The roof and storage room diaphragms are wood sheathed flexible diaphragms.

Lateral loading from these diaphragms is transferred to the wood shear walls at

the exterior of the building, which are sheathed with 5/8" plywood panels.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Cosmopolis Elementary School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s)
Items could not visually verified during site visit as access to the storage room

was not possible.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Auditorium Building
Deficiency Description

Openings
From the drawings provided, it appears that the front wall at the stage, which has a large opening, may not be

sheathed above 8 feet, measured from the top of the stage.

Diagonally

Sheathed and

Unblocked

Diaphragms

The roof diaphragm spans greater than 40 feet between lines of resistance.

Cosmopolis, Cosmopolis Elementary School, Auditorium Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 3 of 28



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Auditorium
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Walls Connected

Through Floors

Items could not visually verified during site visit and details for these items have not been found in the design

drawings that were provided for review.

Wood Posts Items could not visually verified during site visit.

Wood Sills Items could not visually verified during site visit.

Girder-Column

Connection
Items could not visually verified during site visit.

Wood Sill Bolts Items could not visually verified during site visit.

Roof Chord

Continuity
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Auditorium Building
Deficiency Description
ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Ducts over the stage area do not appear to be braced.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Auditorium
Building
Unknown Item Description
LF-2 Pendant Supports. HR-

not required; LS-not required;

PR-H.

Light fixtures in the main auditorium room appear free to swing, however it's unclear if their

connections are capable of accommodating the movement without failure.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-

MH.

There are large glazing panels at the front of the foyer. It is unclear if the panels meet the

requirements of this check, certifications for the glazing were not visually verified during the site

visit.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Items could not visually verified during site visit.
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Photos:

Figure 1-1. View of auditorium and stage

Figure 1-2. Rear of auditorium
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Figure 1-3. Behind the curtain on stage

Figure 1-4. Lobby at entrance
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Figure 1-5. Roof support glulam bents

Figure 1-6. Front elevation

Figure 1-7. Side elevation
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Figure 1-8. Rear elevation

Figure 1-9. Fall prone contents and shelving should be braced
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Figure 1-10. Curtain supports should be braced
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Cosmopolis, Cosmopolis Elementary School, Auditorium Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

Based on existing drawings,

the floor of the storage space

over the foyer appears to be

interconnected with the

walls such that it is tied into

the seismic force system of

the main structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

This check only appears to

apply to the foyer space and

storage level above.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

This check only appears to

apply to the foyer space and

storage level above.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

This check only appears to

apply to the foyer space and

storage level above.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

This check only appears to

apply to the foyer space and

storage level above.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The roof and elevated floor

diaphragms are wood

framed, which is idealized as

flexible. Because of this,

torsional irregularity is not

anticipated.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
This building has no exterior

stucco walls.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X     

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X

Items could not visually

verified during site visit and

details for these items have

not been found in the design

drawings that were provided

for review.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

From the drawings provided,

it appears that the front wall

at the stage, which has a

large opening, may not be

sheathed above 8 feet,

measured from the top of the

stage.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X
Items could not visually

verified during site visit.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Items could not visually

verified during site visit.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Items could not visually

verified during site visit.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X
Items could not visually

verified during site visit.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

Items could not visually

verified during site visit, but

based on the design

drawings found it appears

this item is compliant.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Items could not visually

verified during site visit.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Roof diaphragm appears to

be comprised of plywood

sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

The roof diaphragm spans

greater than 40 feet between

lines of resistance.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Cosmopolis, Cosmopolis Elementary School, Auditorium Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No fire suppression

system.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceiling has acoustic tiles

applied to 2x3 furring

strips at 12 inches on

center that are attached

directly to the underside of

the 2x8 rafters.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

   X

Light fixtures in the main

auditorium room appear

free to swing, however it's

unclear if their connections

are capable of

accommodating the

movement without failure.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are large glazing

panels at the front of the

foyer. It is unclear if the

panels meet the

requirements of this check,

certifications for the

glazing were not visually

verified during the site

visit. Further investigation

may be warranted to

mitigate seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Items could not visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

Cosmopolis, Cosmopolis Elementary School, Auditorium Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 28



S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

The storage room could

not be viewed during the

time of the site visit,

however there did appear

to be some items stored on

the stage that should be

better secured.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Cosmopolis, Cosmopolis Elementary School, Auditorium Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 28



Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Ducts over the stage area

do not appear to be braced.

Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gymnasium Building

Facility Name: Cosmopolis Elementary
School

District Name: Cosmopolis
ICOS Latitude: 46.953
ICOS Longitude: -123.772
ICOS
County/District ID: 14099

ICOS Building ID: 13714
ASCE 41 Bldg Type: W2
Enrollment: 164
Gross Sq. Ft. : 10,743
Year Built: 1969
Number of Stories: 1
SXS BSE-2E: 1.105
SX1 BSE-2E: 0.724
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 230
Liquefaction

Potential:
moderate to high

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Cosmopolis, Cosmopolis Elementary School, Gymnasium Building
1.1 Building Description

The Cosmopolis Elementary Gymnasium building is the newest of the four elementary school buildings and

appears to have been built in 1969. It measures approximately 100 feet by 92 feet with a large canopy at the

front entrance and a lock room area to the rear of the structure. The upper portion of the structure is wood

framed, however the basement area (gymnastic area) appears to be concrete framed.
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1.1.1 Building Use

The building is used as a gymnasium and sporting event building. There is bleacher seating to the east and

west side of the basketball court main space of the building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Cosmopolis Elementary School
Structural System Description

Structural Roof

The roof is a 4:12 gable roof comprised of 2x8 wood rafters on glulam purlins,

which in turn are supported by glulam arches. The arches are spaced at

approximately 16 feet on center.

Structural Floor(s)
The floor over the gymnastics area (under the locker rooms) is a reinforced

concrete slab.

Foundations

The foundation is a traditional shallow foundation system comprised of strip

footings under the bearing walls. There are a number of isolated pad footings

under the concrete columns under the gymnastics/locker room portion.

Gravity System
Roof loads are supported by rafters and purlins, which are supported by glulam

arches. The walls and columns are supported by a concrete foundation.

Lateral System

The lateral system appears to be the wood roof diaphragm, which carries loads to

wood shear walls, which in turn carry the loads to the concrete shear walls and

foundation.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Cosmopolis Elementary School
Structural System Description

Structural Roof

There are visible signs of water damage at various locations of the interior

ceiling. There are locations where the ceiling tiles are missing in the locker room

space.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Gymnasium Building
Deficiency Description
Diagonally

Sheathed and

Unblocked

Diaphragms

The roof diaphragm spans greater than 40 feet between lines of resistance.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Gymnasium
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts Items could not visually verified during site visit.

Girder-Column

Connection
Items could not visually verified during site visit.

Diaphragm

Continuity
Items could not visually verified during site visit.

Roof Chord

Continuity
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Gymnasium Building
Deficiency Description
HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Items could not be visually verified during site visit.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The design drawings appear to show a gravity support at the main building structure, but there does

not appear to be positive ties to prevent the canopy from separating from the main building wall.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

There is a large asbestos-insulated 500 gallon tank in the locker room area that is approximately 8

feet above the floor that does not appear to be anchored or braced.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Ducting does not appear to be braced.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Gymnasium
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

No life safety systems visually verified during site visit.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Items could not be visually verified during site visit.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

The piping appears to be flexible, however couplings could not be visually verified during the site

visit.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Items could not be visually verified during site visit.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Items could not be visually verified during site visit.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Items could not visually verified during site visit.
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Photos:

Figure 1-1. Main entrance

Figure 1-2. Interior view of gym
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Figure 1-3. Asbestos insulated tank in locker room

Figure 1-4. Damaged ceiling tiles throughout building

Figure 1-5. Gymnasium roof framing
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Figure 1-6. Rear elevation

Figure 1-7. Ducting needs to be braced

Figure 1-8. Rear entrance to locker rooms
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Figure 1-9. Storage space

Figure 1-10. Basketball court
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Cosmopolis, Cosmopolis Elementary School, Gymnasium Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

Those areas that appear to be

mezzanines also appear to be

part of the concrete portion

of construction, which

appears to be connected to

the concrete seismic force

resisting system of the main

structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

  X  

The roof is a wood

diaphragm and is therefore

idealized as flexible,

therefore torsion behavior is

not anticipated.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X     

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

  X  

There do not appear to be

any shear wall piers of an

aspect ratio greater than 2-

to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X
Items could not visually

verified during site visit.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears from the design

drawings that the anchor

bolts are spaced at 5 feet on

center.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Items could not visually

verified during site visit.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

It appears from the design

drawings that the anchor

bolts are spaced at 5 feet on

center.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

   X
Items could not visually

verified during site visit.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Items could not visually

verified during site visit.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

It appears that the roof

diaphragm is sheathed with

plywood panels.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

The roof diaphragm spans

greater than 40 feet between

lines of resistance.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Cosmopolis, Cosmopolis Elementary School, Gymnasium Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

X    

The piping at the propane

tank at exterior south

corner of the building

appears to be flexible.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

The piping appears to be

flexible, however

couplings could not be

visually verified during the

site visit. Further

investigation may be

apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

X    

Drawings show that

glazing at the front

entrance is heat treated.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The design drawings

appear to show a gravity

support at the main

building structure, but

there does not appear to be

positive ties to prevent the

canopy from separating

from the main building

wall. Further investigation

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

The stairs of the building

appear to be surrounded by

reinforced concrete walls.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X    

The stairs are concrete and

are integrated with the

reinforced concrete walls

surrounding them.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Items could not be visually

verified during site visit.

Brace tops of shelving

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

There is a large asbestos-

insulated 500 gallon tank

in the locker room area

that is approximately 8 feet

above the floor that does

not appear to be anchored

or braced. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Ducting does not appear to

be braced. Bracing

required for equipment

weighing more than 20 lb

located 4 feet or more

above the floor to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Items could not visually

verified during site visit.

Brace tall narrow

equipment to backwall or

provide overturning

anchors to mitigate seismic

risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Cosmopolis Elementary
School

District Name: Cosmopolis
ICOS Latitude: 46.953
ICOS Longitude: -123.772
ICOS
County/District ID: 14099

ICOS Building ID: 17703
ASCE 41 Bldg Type: W2
Enrollment: 164
Gross Sq. Ft. : 30,456
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 1.105
SX1 BSE-2E: 0.724
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 230
Liquefaction

Potential:
moderate to high

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Cosmopolis, Cosmopolis Elementary School, Main Building
1.1 Building Description

The Cosmopolis Elementary main building is a wood framed, single story classroom and administration

structure built in 1960. The building is an L-shaped structure with each leg 278 feet long by 72 feet wide

(approximately 35,000 square feet in area). Two additional classrooms at each end of the building were

added in 1975. In 2018 the building was undergoing a modernization update, however it does not appear that

seismic considerations are part of this effort.
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1.1.1 Building Use

The main building is used as the primary school building as it houses the 18 classrooms, library and

administrative offices.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Cosmopolis Elementary School
Structural System Description

Structural Roof
The roof of the main building is comprised of wood trusses, which appear to

predate gang nail plates as the elements are connected with plywood gussets.

Structural Floor(s)
This building is a single story structure and there are no elevated structural

floors.

Foundations
The foundation is a traditional shallow foundation system comprised of strip

footings under the bearing walls.

Gravity System
The gravity system is comprised of wood framed trusses at the roof, supported

by beams and bearing walls at both the exterior and interior corridor walls.

Lateral System
Roof lateral loads are transferred to the exterior shear walls via the wood framed

roof diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Cosmopolis Elementary School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) This building is a single story structure.

Foundations No visible signs of damage or deterioration.

Gravity System

Other than the failure that had recently occurred at the covered play area between

the main building and multipurpose building, there were no other visible signs of

damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Main Building
Deficiency Description
Load Path Items could not be visually verified during site visit.

Shear Stress

Check

Calculated load exceeds the specified demand. Also there is no evidence of collectors and connections

sufficient to transfer these demands to the existing shear walls.

Openings There are no such positive ties.

Diagonally

Sheathed and

Unblocked

Diaphragms

Roof diaphragms appear to span up to 72 feet between lines of resistance, and they are certainly not blocked

diaphragms.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Roof Chord

Continuity
Items could not be visually verified during site visit.

Diaphragm

Reinforcement at

Openings

Items could not be visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Main Building
Deficiency Description

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, emergency

power equipment is either nonexistent or noncompliant. Evaluation of emergency power

equipment may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The canopy over the play area between the main building and the multipurpose building had

gravity connection failures in the main framing connections just prior to the site visit and were not

yet repaired. Apparently the gravity connections were insufficient or nonexistent. If the gravity

connectivity is suspect, the lateral connectivity is also likely suspect.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Heavy school room supplies are stored on top of storage cabinets and do not appear to be secured.

Heavy items on upper shelves should be restrained by netting or cabling to avoid falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Main Building
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Item not visually verified during site visit, but assumed to be noncompliant due to year of original

construction. Further investigation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Modernization construction was going on during the site visit.
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Photos:

Figure 1-1. End view of building

Figure 1-2. Typical class room
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Figure 1-3. Shelving and fall-prone contents should be braced

Figure 1-4. Typical hallway

Figure 1-5. Hallway during modernization construction
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Figure 1-6. Exterior view at administration office

Figure 1-7. Typical classroom windows

Figure 1-8. Exterior elevation
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Figure 1-9. View at end of classroom wing

Figure 1-10. Connection of play area roof to main building
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Cosmopolis, Cosmopolis Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   
Items could not be visually

verified during site visit.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

The multipurpose building is

approximately 60 feet away

from the main building,

however the covered play

area is attached to both

buildings, though its

connectivity is highly

suspect.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

  X   

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
The foundations appear to be

braced by a concrete slab.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Calculated load exceeds the

specified demand. Also there

is no evidence of collectors

and connections sufficient to

transfer these demands to the

existing shear walls.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X     

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   
There are no such positive

ties.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

The posts that carry the

exterior overhangs at the

building courtyard were

recently replaced and do

possess the noted

connections.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Details show plates are

secured with driven anchors

at 5 feet on center.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

The posts that carry the

exterior overhangs at the

building courtyard were

recently replaced and do

possess the noted

connections.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Details show plates are

secured with driven anchors

at 5 feet on center. It is

unclear if these connections

are sufficient to resist the

estimated shear loads.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Items could not be visually

verified during site visit.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X
Items could not be visually

verified during site visit.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Roof diaphragms appear to

span up to 72 feet between

lines of resistance, and they

are certainly not blocked

diaphragms.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Cosmopolis, Cosmopolis Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

Presence of a fire

suppression system could

not be visually verified

during time of the site

visit. Further investigation

may be appropriate to

mitigate seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   
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LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

The canopy over the play

area between the main

building and the

multipurpose building had

gravity connection failures

in the main framing

connections just prior to

the site visit and were not

yet repaired. Apparently

the gravity connections

were insufficient or

nonexistent. If the gravity

connectivity is suspect, the

lateral connectivity is also

likely suspect.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Modernization

construction was going on

during the site visit.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Heavy school room

supplies are stored on top

of storage cabinets and do

not appear to be secured.

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

Cosmopolis, Cosmopolis Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 27



ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Multipurpose Building

Facility Name: Cosmopolis Elementary
School

District Name: Cosmopolis
ICOS Latitude: 46.953
ICOS Longitude: -123.772
ICOS
County/District ID: 14099

ICOS Building ID: 16322
ASCE 41 Bldg Type: W2
Enrollment: 164
Gross Sq. Ft. : 4,278
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 1.105
SX1 BSE-2E: 0.724
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 230
Liquefaction

Potential:
moderate to high

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Cosmopolis, Cosmopolis Elementary School, Multipurpose Building
1.1 Building Description

The Cosmospolis Elementary multipurpose building is a mixed wood framed, CMU and concrete structure

that is rectangular (93 feet by 46 feet). The eaves are 11 feet above grade, with a wood frame gable style roof

having a 4:12 slope. The building is located to the northeast of the elementary main building and is

connected to this building in two locations by wood framed breezeways.
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1.1.1 Building Use

The building appears to be used primarily as a cafeteria space. It contains a kitchen and large multipurpose

space. There is also a boiler room, a storage room and boys and girls restrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Cosmopolis Elementary School
Structural System Description

Structural Roof

The roof is a gabled wood roof with 4:12 slope. The roof is more similar to the

auditorium or gymnasium in that it is framed with rafters, purlins and glulam

arches. Per plans, there is a concrete beam at the roof in the boiler room.

Structural Floor(s)
The building is a single story structure and does not have any elevated structural

floors.

Foundations
The foundation is a traditional shallow foundation system comprised of strip

footings under the bearing walls.

Gravity System Wood framed bearing walls, post and beams as well as CMU bearing walls.

Lateral System
Roof lateral loads are transferred to the exterior shear walls via the wood framed

roof diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Cosmopolis Elementary School
Structural System Description

Structural Roof
Other than nonstructural gypsum ceiling tiles showing some signs of wear and

damage, the structure itself does not show signs of damage or deterioration.

Structural Floor(s) This structure is a single story building without elevated structural floors.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Multipurpose Building
Deficiency Description

Wood Posts

The details appear to indicate that the connection at the base of the glulam arches are not positively connected

(i.e. able to resist tension). That being said, they could not be visually verified during the site visit. The posts

that carry the exterior overhangs at the building courtyard were recently replaced and do possess the noted

connections.

Diagonally

Sheathed and

Unblocked

Diaphragms

The roof diaphragm appears to span greater than 40 feet between lines of resistance. While the underside of the

roof was not visible, it is unlikely, given other construction on the site that was visible, that the roof diaphragm

is blocked.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Multipurpose
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills Items could not be visually verified during site visit.

Girder-Column

Connection
Items could not be visually verified during site visit.

Wood Sill Bolts Items could not be visually verified during site visit.

Roof Chord

Continuity
Items could not be visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Cosmopolis Cosmopolis Elementary School Multipurpose Building
Deficiency Description
MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

Details are sparse however it appears the chimney is unreinforced masonry and is taller than 3:1,

relative to the narrow width.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

A number of tall items in the kitchen as well as in the multipurpose room do not appear to be well

braced or anchored.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Cosmopolis Cosmopolis Elementary School Multipurpose
Building
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Presence of a smoke control duct system not visually verified. The hood above the grill in the

kitchen is directly attached to the wall.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Items could not be visually verified during site visit.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Items could not be visually verified during site visit.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Items could not be visually verified during site visit. The boiler room could not be accessed during

the site visit.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Items could not be visually verified during site visit. The boiler room could not be accessed during

the site visit.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Items could not be visually verified during site visit. The boiler room could not be accessed during

the site visit.
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Photos:

Figure 1-1. Covered play area

Figure 1-2. North elevation

Cosmopolis, Cosmopolis Elementary School, Multipurpose Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 27



Figure 1-3. Kitchen

Figure 1-4. Multipurpose room during modernization

Figure 1-5. South elevation
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Figure 1-6. Multipurpose building and breezeway

Figure 1-7. Typical glulam bent supporting roof
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Figure 1-8. Northeast corner of building

Figure 1-9. Connection of play area roof to multipurpose building

Figure 1-10. Breezeway looking towards multipurpose building
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Cosmopolis, Cosmopolis Elementary School, Multipurpose Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

The main building is

approximately 60 feet away

from the multipurpose

building, however the

covered play area is attached

to both buildings, though its

connectivity is highly

suspect.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building is a single

story structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The roof is a wood framed

diaphragm, which is

idealized as flexible,

therefore torsional

irregularity is not expected.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
The foundations appear to be

braced by a concrete slab.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X     

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

  X   

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

 X   

The details appear to

indicate that the connection

at the base of the glulam

arches are not positively

connected (i.e. able to resist

tension). That being said,

they could not be visually

verified during the site visit.

The posts that carry the

exterior overhangs at the

building courtyard were

recently replaced and do

possess the noted

connections.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Items could not be visually

verified during site visit.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Items could not be visually

verified during site visit.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X
Items could not be visually

verified during site visit.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Items could not be visually

verified during site visit.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

The roof diaphragm appears

to span greater than 40 feet

between lines of resistance.

While the underside of the

roof was not visible, it is

unlikely, given other

construction on the site that

was visible, that the roof

diaphragm is blocked.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Cosmopolis, Cosmopolis Elementary School, Multipurpose Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Presence of a smoke

control duct system not

visually verified but

assumed to be

noncompliant due to year

of construction. Further

investigation may be

appropriate to mitigate

seismic risk. The hood

above the grill in the

kitchen is directly attached

to the wall.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   
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LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Interior CMU partition

walls appear to be

reinforced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

X     

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cosmopolis, Cosmopolis Elementary School, Multipurpose Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 27



Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

Details are sparse however

it appears the chimney is

unreinforced masonry and

is taller than 3:1, relative to

the narrow width. Further

investigation may be

appropriate to mitigate

seismic risk.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

A number of tall items in

the kitchen as well as in

the multipurpose room do

not appear to be well

braced or anchored. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   
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CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Items could not be visually

verified during site visit.

The boiler room could not

be accessed during the site

visit. Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Items could not be visually

verified during site visit.

The boiler room could not

be accessed during the site

visit. Bracing for heavy in-

line equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Items could not be visually

verified during site visit.

The boiler room could not

be accessed during the site

visit. Brace tall narrow

equipment to backwall or

provide overturning

anchors to mitigate seismic

risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   

Cosmopolis, Cosmopolis Elementary School, Multipurpose Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 27



Building Name: Cedar Pod

Facility Name: Coupeville Elementary
School

District Name: Coupeville
ICOS Latitude: 48.212
ICOS Longitude: -122.688
ICOS
County/District ID: 15204

ICOS Building ID: 11115
ASCE 41 Bldg Type: RM1
Enrollment: 413
Gross Sq. Ft. : 4,481
Year Built: 1979
Number of Stories: 1
SXS BSE-2E: 0.989
SX1 BSE-2E: 0.550
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 412
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Coupeville, Coupeville Elementary School, Cedar Pod
1.1 Building Description

Coupeville Elementary School support over 400 students from grades K-5. The Coupeville Elementary

School Cedar Pod is a one-story wood framed building with reinforced brick masonry bearing walls

originally constructed in 1979. Framing system and appearance is similar to the Elementary School Main

Building.
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1.1.1 Building Use

The Cedar Pod consists of classrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Coupeville Elementary School
Structural System Description

Structural Roof
The roof structure consists of wood decking on wood beams supported by

reinforced brick masonry bearing walls.

Structural Floor(s) The floor structure consists of a concrete slab-on-grade.

Foundations Foundations are not visible but appear to be shallow concrete footings.

Gravity System The gravity system consists of wood framing on brick masonry bearing walls.

Lateral System
The lateral force-resisting system consists of brick masonry shear walls with a

flexible diaphragm at the roof.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Coupeville Elementary School
Structural System Description
Structural Roof Roof framing appears to be in satisfactory condition.

Structural Floor(s) Ground floor slab appears to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

apparent indications of damage or distress.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Coupeville Coupeville Elementary School Cedar Pod
Deficiency Description

Spans
Straight sheathing observed. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Constructed pre-benchmark year for RM1. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Coupeville Coupeville Elementary School Cedar Pod
Unknown Item Description

Liquefaction

Coupeville High School resides between two water fronts which greatly increases the chance for liquefaction.

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
Wall stress is unknown. Further investigation should be performed. Lateral system strengthening or additional

shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage
Likely non-compliant condition for pre-benchmark for RM1. Further investigation should be performed.

Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Likely non-compliant condition for pre-benchmark building. Further investigation should be performed.

Additional blocking and strapping may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Likely non-compliant condition for pre-benchmark building. Further investigation should be performed.

Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Cross Ties
Diaphragm chord details are unknown. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Coupeville Coupeville Elementary School Cedar Pod
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

No observed anchoring at lockers and storage shelves. Brace tops of shelves taller than 6 feet to

nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Coupeville Coupeville Elementary School Cedar Pod
Unknown Item Description

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. East Elevation at Cedar Pod
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Figure 1-2. Typical Roof Framing, East Wall at Cedar Pod
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Figure 1-3. Northwest Corner at Cedar Pod

Figure 1-4. Southwest Corner at Cedar Pod
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Figure 1-5. Breezeway Between Cedar Pod and Main Building
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Figure 1-6. Unsecured Lockers at Cedar Pod
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Figure 1-7. Typical Ceiling System

Figure 1-8. Typical Ductwork and Ceiling Support System
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Figure 1-9. Typical Ductwork at Ceiling Support System
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Coupeville, Coupeville Elementary School, Cedar Pod

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Assumed compliant relative

to standard construction

practice at time of original

construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  

This building does not

contain an interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Coupeville High School

resides between two water

fronts which greatly

increases the chance for

liquefaction. The

liquefaction potential of site

soils is unknown at this time

given available information.

Very low liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

masonry shear walls on 4

sides of an approximate

square building

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Assumed partially grouted at

48 inches oc.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Wall stress is unknown.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Likely non-compliant

condition for pre-benchmark

for RM1. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Likely non-compliant

condition for pre-benchmark

building. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Likely non-compliant

condition for pre-benchmark

building. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    likely compliant condition

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X   

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Diaphragm chord details are

unknown. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    no openings

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    No openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Straight sheathing observed.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

Constructed pre-benchmark

year for RM1. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Coupeville, Coupeville Elementary School, Cedar Pod

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression system

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression system

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency power

system observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression system

observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No hazardous material-

containing equipment

observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

storage observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material

conveyance observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous material

piping observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No hazardous material

ductwork and piping

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

No hazardous material

ductwork and piping

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

Coupeville, Coupeville Elementary School, Cedar Pod ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 31



C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

Observed compliant at one

location within ceiling of

Cedar Pod.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
It is unlikely that there is

unreinforced backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No masonry chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

No observed anchoring at

lockers and storage

shelves. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No tall narrow equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Building is one story and

likely does not have an

elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Building is one story and

likely does not have an

elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main

Facility Name: Coupeville Elementary
School

District Name: Coupeville
ICOS Latitude: 48.212
ICOS Longitude: -122.688
ICOS
County/District ID: 15204

ICOS Building ID: 10916
ASCE 41 Bldg Type: RM1
Enrollment: 413
Gross Sq. Ft. : 31,835
Year Built: 1974
Number of Stories: 1
SXS BSE-2E: 0.989
SX1 BSE-2E: 0.550
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 412
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Coupeville, Coupeville Elementary School, Main
1.1 Building Description

Coupeville Elementary School support over 400 students from grades K-5. 

The Coupeville Elementary School Main Building is a one-story wood frame building supported on interior

wood columns and reinforced brick masonry bearing walls.
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1.1.1 Building Use

The Coupeville Elementary School Main Building consists of classrooms and adminstrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Coupeville Elementary School
Structural System Description
Structural Roof The roof system consists of wood decking on wood beams.

Structural Floor(s) The ground floor consists of a reinforced concrete slab-on-grade.

Foundations Foundations appear to be shallow concrete footings.

Gravity System
The gravity system consists of a wood frame roof supported by interior wood

columns and reinforced brick masonry bearing walls.

Lateral System
The lateral force resisting system consists of reinforced brick masonry shear

walls and a wood frame diaphragm at the roof.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Coupeville Elementary School
Structural System Description

Structural Roof
The roof structure appears to be in satisfactory condition with some slight

evidence of wood rot at exposed ends of wood beams.

Structural Floor(s) The ground floor appears to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

indications of damage or distress.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Coupeville Coupeville Elementary School Main
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Coupeville Coupeville Elementary School Main
Unknown Item Description

Liquefaction

Coupeville High School resides between two water fronts which greatly increases the chance for liquefaction.

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
No record drawings available for original 1974 construction. Further investigation should be performed. Lateral

system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage
Likely non-compliant in pre-benchmark year building. Further investigation should be performed. Additional

diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Likely non-compliant in pre-benchmark year building. Further investigation should be performed. Additional

blocking and strapping may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Likely non-compliant in pre-benchmark year building. Further investigation should be performed. Additional

diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Coupeville Coupeville Elementary School Main
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

No observed anchoring at tall narrow storage contents. Brace tops of shelves taller than 6 feet to

nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Coupeville Coupeville Elementary School Main
Unknown Item Description

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing

applicable equipment may be appropriate to mitigate seismic risk.
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Figure 1-1. Northeast Corner of Administration Wing
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Figure 1-2. West Wall at Administration Wing
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Figure 1-3. North Wall at Classroom Wing

Figure 1-4. Southwest Corner at Classroom Wing
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Figure 1-5. South Wall at Classroom Wing
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Figure 1-6. Interior Corridor at Classroom Wing
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Figure 1-7. Interior Corridor at Classroom Wing
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Figure 1-8. Typical Post-Beam Construction at Classroom Wing
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Coupeville, Coupeville Elementary School, Main

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Compliant relative to

standard construction

practice at time of original

construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

This building does not

contain an interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Vertical elements appear to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Coupeville High School

resides between two water

fronts which greatly

increases the chance for

liquefaction. The

liquefaction potential of site

soils is unknown at this time

given available information.

Very low liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Percentage openings

approximately 50%.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

No record drawings

available for original 1974

construction. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Likely non-compliant in pre-

benchmark year building.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Likely non-compliant in pre-

benchmark year building.

Further investigation should

be performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Likely non-compliant in pre-

benchmark year building.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

compliant in 1992

renovation. assumed

compliant in 1974 original

construction.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

compliant in 1992

renovation, assumed

compliant in 1974 original

construction.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

It does not appear that there

are any openings adjacent to

shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

It does not appear that there

are any openings adjacent to

shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X    

compliant in 1992

renovation; likely non-

compliant in 1974 original

construction.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Compliant in 1992

renovation; straight

sheathing in 1974 original

construction.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X    
compliant in 1992

renovation.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    
Compliant in 1992

renovation.
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Coupeville, Coupeville Elementary School, Main

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency power

system observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X    
Compliant in 2018

addition.
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LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No hazardous material-

containing equipment

observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

storage observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material

conveyance observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous material

piping observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No hazardous material

ductwork or piping

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

No hazardous material

ductwork or piping

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

Likely compliant based on

above-ceiling observations

at adjacent Cedar Pod

building.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
It is unlikely that there is

unreinforced backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No masonry chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimney.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

No observed anchoring at

tall narrow storage

contents. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

Coupeville, Coupeville Elementary School, Main ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 31



CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing

applicable equipment may

be appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No tall narrow equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Building is one story and

likely does not have an

elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Building is one story and

likely does not have an

elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Multipurpose

Facility Name: Coupeville Elementary
School

District Name: Coupeville
ICOS Latitude: 48.212
ICOS Longitude: -122.688
ICOS
County/District ID: 15204

ICOS Building ID: 12528
ASCE 41 Bldg Type: RM1
Enrollment: 413
Gross Sq. Ft. : 7808
Year Built: 1979
Number of Stories: 1
SXS BSE-2E: 0.989
SX1 BSE-2E: 0.550
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 412
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Coupeville, Coupeville Elementary School, Multipurpose
1.1 Building Description

Coupeville Elementary School support over 400 students from grades K-5. 

The Multipurpose Building at Coupeville Elementary School is a one-story wood frame structure supported

on brick masonry bearing walls. Originally constructed in 1979, a major addition to the building in currently

being constructed (2018).
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1.1.1 Building Use

The Multipurpose Building includes a multipurpose facility with restrooms and storage space. The addition

consists of a new gymnasium and additional restrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Coupeville Elementary School
Structural System Description

Structural Roof

Roof system consists of wood sheathing with heavy timber beams supported by

reinforced brick masonry bearing walls. The 2018 addition consists of cross-

laminated timber (CLT) sheathing on open web steel joists supported by a steel

truss along the north side of the 2018 addition (south side of the original

multipurpose building) and wood bearing walls along the south, east, and west

perimeter of the addition.

Structural Floor(s)

Ground floor system for the original multipurpose building appears to be a

concrete slab-on-grade. Ground floor of the 2018 addition is a concrete slab-on-

grade.

Foundations
Foundations appear to be shallow reinforced concrete footings. Foundations for

the 2018 addition are shallow reinforced concrete footings.

Gravity System

Gravity system for the original Multipurpose building is wood frame with wood

sheathing supported by reinforced brick masonry bearing walls along the

perimeter. Gravity system for the 2018 addition consists of CLT decking

supported on open web steel joists and wood bearing walls.

Lateral System

Lateral force resisting system for the original Multipurpose Building is wood

diaphragm sheathing and reinforced masonry shear walls. Lateral force resisting

system for the 2018 addition is CLT diaphragm sheathing aind wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Coupeville Elementary School
Structural System Description

Structural Roof
Roof of existing Multipurpose Building appears to be in satisfactory condition.

Roof of 2018 addition is in good condition.

Structural Floor(s)
Floor of existing Multipurpose Building appears to be in satisfactory condition.

Roof of 2018 addition is in good condition.

Foundations

Foundations for existing Multipurpose Building are not visible but appear to be

in satisfactory condition with no indications of damage or distress. Foundations

for 2018 addition are not visible but appear to be in satisfactory condition with

no indications of damage or distress.

Gravity System
Gravity system for the existing Multipurpose Building appears to be in

satisfactory condition. Gravity system for the 2018 addition is in good condition.

Lateral System

Lateral force resisting system for the existing Multipurpose Building appears to

be in satisfactory condition. Lateral force resisting system for the 2018 addition

is in good condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Coupeville Coupeville Elementary School Multipurpose
Deficiency Description

Spans
Non-compliant in original 1974 construction; compliant in 2018 addition. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Coupeville Coupeville Elementary School Multipurpose
Unknown Item Description

Liquefaction

Coupeville High School resides between two water fronts which greatly increases the chance for liquefaction.

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
Wall stress is unknown. Further investigation should be performed. Lateral system strengthening or additional

shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage
Diaphragm-to-wall connection detail is unknown. Further investigation should be performed. Additional

diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Connection detail is unknown. Further investigation should be performed. Additional blocking and strapping

may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Unknown in existing 1974 construction; compliant in 2018 addition. Further investigation should be

performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Unknown in original 1974 construction; compliant in 2018 addition. Further investigation should be performed.

Additional connection hardware may be appropriate to mitigate seismic risk.

Cross Ties
Unknown in original 1974 construction; compliant in 2018 addition. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Anchor details are unknown. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Coupeville Coupeville Elementary School Multipurpose
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Coupeville Coupeville Elementary School Multipurpose
Unknown Item Description

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Likely compliant in 2018 addition. Unknown at original building. Based on the age of the building,

it is unlikely that the glazing on the windows are laminated or detailed to remain in the frame.

Most individual panes are below this threshold. Further investigation should be completed.

Replacing applicable glazing planes may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. West Entry at Original Building

Figure 1-2. Roof Overhang at Original Building West Entry
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Figure 1-3. West Elevation at Building Addition

Figure 1-4. Wood Roof Framing at Original Building
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Figure 1-5. Steel Roof Framing at New Addition
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Figure 1-6. East Elevation at New Addition
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Figure 1-7. Mechanical Piping at New Addition
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Figure 1-8. Typical Ceiling at Original Building Storage Room

Coupeville, Coupeville Elementary School, Multipurpose ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 26



Coupeville, Coupeville Elementary School, Multipurpose

17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X

Wall stress is unknown.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

X

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X

Diaphragm-to-wall

connection detail is

unknown. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Connection detail is

unknown. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Unknown in existing 1974

construction; compliant in

2018 addition. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

assumed compliant in

original 1974 construction;

compliant in 2018 addition.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Unknown in original 1974

construction; compliant in

2018 addition. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

It does not appear that there

are any openings adjacent to

shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

It does not appear that there

are any openings adjacent to

shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Unknown in original 1974

construction; compliant in

2018 addition. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Non-compliant in original

1974 construction;

compliant in 2018 addition.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Anchor details are unknown.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Coupeville, Coupeville Elementary School, Multipurpose ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 26



Coupeville, Coupeville Elementary School, Multipurpose

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X    

Likely compliant in 2018

addition which was under

construction at time of site

visit. Likely noncompliant

in original structure.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X    

Record drawings for 2018

addition indicate flexible

couplings between original

building and 2018

addition.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency power

system observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X    
Compliant in 2018

addition.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No hazardous material-

containing equipment

observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

storage observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material

conveyance observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous material

piping observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No hazardous material

ductwork or piping

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

No hazardous material

ductwork or piping

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

X    

Likely compliant in 2018

addition, noncompliant in

original structure.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Likely compliant in 2018

addition. Unknown at

original building. Based on

the age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Most individual

panes are below this

threshold. Further

investigation should be

completed. Replacing

applicable glazing planes

may be appropriate to

mitigate seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Compliant in 2018

addition. No veneer at

original building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    

Compliant in 2018

addition. No veneer at

original building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X    

Compliant in 2018

addition. No veneer at

original building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

Compliant in 2018

addition. No veneer at

original building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

X    

Compliant in 2018

addition. No veneer at

original building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X    

Compliant in 2018

addition. No veneer at

original building.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No masonry chimney.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
No observed tall narrow

contents.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    No observed deficiencies.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    No observed deficiencies.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X    

Incomplete in the 2018

addition at time of site

visit, likely compliant. No

equipment observed in

original structure.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Incomplete in the 2018

addition at time of site

visit, likely compliant. No

equipment observed in

original structure.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Building is one story and

likely does not have an

elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Building is one story and

likely does not have an

elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Annex
Facility Name: Coupeville High School
District Name: Coupeville
ICOS Latitude: 48.207
ICOS Longitude: -122.685
ICOS
County/District ID: 15204

ICOS Building ID: 19984
ASCE 41 Bldg Type: RM1
Enrollment: 321
Gross Sq. Ft. : 12,000
Year Built: 1978
Number of Stories: 1
SXS BSE-2E: 1.089
SX1 BSE-2E: 0.633
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 279
Liquefaction
Potential: very low

Tsunami Risk: Very Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Coupeville, Coupeville High School, Annex
1.1 Building Description

The Annex Building is located on the same campus as the Coupeville High School and Middle School

Buildings. The annex building is located on the north side of the campus. The Annex Building is a one-story

building that is rectangular in shape. The Annex Building walls are constructed with brick masonry and the

roof is constructed with wood framing.
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1.1.1 Building Use

The Annex Building Houses the School District Office. The Annex Building is used for office space and

administrative purposes.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Coupeville High School
Structural System Description

Structural Roof
The structural roof system of the building consists of wood sheathing with heavy

timber beams supported by brick masonry bearing walls.

Structural Floor(s)

The structural floor system is unknown as there are no drawings for the building.

However, based on the year and style of construction, the floor is assumed to be

a reinforced concrete slab on grade.

Foundations

The structural foundation system is unknown as there are no drawings for the

building. However, based on the year and style of construction, the foundation

system is assumed to consist of shallow reinforced concrete footings.

Gravity System
The gravity system consists of a wood framed roof and reinforced brick masonry

bearing walls.

Lateral System
The lateral system consists of reinforced brick masonry shear walls and a wood

frame diaphragm at the roof.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Coupeville High School
Structural System Description

Structural Roof

The roof appears to be in satisfactory condition with some slight evidence of

wood rot at exposed ends of wood beams and some evidence of rusting at the

anchor seats connecting the wood framing to the brick masonry walls.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

indications of damage or distress.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Coupeville Coupeville High School Annex
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Coupeville Coupeville High School Annex
Unknown Item Description

Liquefaction

Coupeville High School resides between two water fronts which greatly increases the chance for liquefaction.

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Structural drawings are not available. Further investigation should be performed. Additional foundation ties

may be appropriate to mitigate seismic risk.

Shear Stress

Check

Drawings not available. Further investigation should be performed. Lateral system strengthening or additional

shear walls may be appropriate to mitigate seismic risk.

Reinforcing Steel
Drawings are not available for the building. Further investigation should be performed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Wood Ledgers

Drawings are not available for the building. Unable to determine if cross-grain bending or tension will be an

issue. Further investigation should be performed. Additional blocking and strapping may be appropriate to

mitigate seismic risk.

Foundation

Dowels

Drawings not available for the building. Further investigation should be performed. Additional shear wall

anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Drawings are not available for the building. Unknown if the building has columns. Further investigation should

be performed. Additional connection hardware may be appropriate to mitigate seismic risk.

Cross Ties
Drawings are not available for the building. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Straight Sheathing

Drawings are not available for the building. Per field investigation, the diaphragm appears to contain straight-

sheathing. However, it is difficult to determine the aspect ratio of the straight-sheathing. Further investigation

should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Anchor details are unknown. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Coupeville Coupeville High School Annex
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

It was unclear which piping carries hazardous material, however, several of the pipes in the

mechanical room do not appear to be properly braced. Bracing may be appropriate to mitigate

seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Several of the pipes appear to have fixed connections. However, it is unclear which pipes hold

hazardous material. Further investigation of mechanical piping should be performed. Flexible

coupling for piping may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Drawings for the ceilings are not available. However, due to the year of construction it is assumed

that the suspended gypsum ceilings do not have attachments to resist seismic forces. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Unable to determine weight of light fixtures. However, the light fixtures do not appear to have two

wires at diagonally opposite corners of each fixture. Adding wires for suspending the light fixtures

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Bookshelves appear to be around 7 ft tall and do not appear to be properly anchored. Brace tops of

shelves taller than 6 feet to nearest backing wall or provide overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Coupeville Coupeville High School Annex
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.
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Coupeville, Coupeville High School, Annex

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Although drawings are not

available for the building, it

appears that there is a

reliable load path. The

lateral system consists of

reinforced brick masonry

shear walls and a wood

diaphragm at the roof. There

appears to be a positive

connection between the

wood diaphragm at the roof

and reinforced brick

masonry shear walls.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

There are no buildings

within these clear distance to

height ratios.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

The building is one story tall

and does not contain any

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is only one

story tall.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
The building is only one

story tall.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is only one

story tall.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Coupeville High School

resides between two water

fronts which greatly

increases the chance for

liquefaction. The

liquefaction potential of site

soils is unknown at this time

given available information.

Very low liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Drawings are not available

so approximate dimensions

of building base were taken

from google earth. Base =

150ft. Approximate height

for one story building

height= 15ft. base/height =

10. 0.6Sa = 0.65 Therefore,

overturning of structure is

not not a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Structural drawings are not

available. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Drawings are not available

for building. However, it

appears that the brick

masonry walls are all acting

as shear walls.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Drawings not available.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Drawings are not available

for the building. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
The building does not have a

precast concrete diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X    

Drawings are not available

for the building. It appeared

by visual inspection that the

connection between the

diaphragm and the shear

walls is adequate.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Drawings are not available

for the building. Unable to

determine if cross-grain

bending or tension will be an

issue. Further investigation

should be performed.

Additional blocking and

strapping may be appropriate

to mitigate seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Drawings are not available

for the building. However, it

appeared per the field

investigation that there was a

connection between the

diaphragm and the shear

walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

The building does not have

reinforced concrete topping

slabs.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Drawings not available for

the building. Further

investigation should be

performed. Additional shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Drawings are not available

for the building. Unknown if

the building has columns.

Further investigation should

be performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
The building does not

contain stiff diaphragms.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
The building does not

contain stiff diaphragms.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Drawings are not available

for the building. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

Drawings are not available

for the building. Per field

investigation, wall openings

are minimal and do not

appear to be larger than 25%

of the wall length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

Drawings are not available

for the building. However,

based on google earth

images, there do not appear

to be any diaphragm

openings that are greater

than 8ft wide.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Drawings are not available

for the building. Per field

investigation, the diaphragm

appears to contain straight-

sheathing. However, it is

difficult to determine the

aspect ratio of the straight-

sheathing. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Drawings are not available

for the building. Per site

investigation, the diaphragm

appears to contain straight-

sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Drawings are not available

for the building. Per field

investigation, the building

does not appear to contain

any diagonally sheathed or

unblocked diaphragms.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The building has a wood

diaphragm.

Connections
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Anchor details are unknown.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Coupeville, Coupeville High School, Annex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 27



Coupeville, Coupeville High School, Annex

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

There did not appear to be

any equipment mounted on

vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

It was unclear which

piping carries hazardous

material, however, several

of the pipes in the

mechanical room do not

appear to be properly

braced. Bracing may be

appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

The piping appears to have

shutoff valves. However, it

is unclear which pipes

hold hazardous material.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Several of the pipes appear

to have fixed connections.

However, it is unclear

which pipes hold

hazardous material.

Further investigation of

mechanical piping should

be performed. Flexible

coupling for piping may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
This building does not

contain any seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The building does not have

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

The building does not have

unreinforced masonry or

hollow-clay tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

The building does not have

rigid cementitious

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Coupeville, Coupeville High School, Annex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 27



Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The building does not have

suspended lath or plaster

ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

Drawings for the ceilings

are not available.

However, due to the year

of construction it is

assumed that the

suspended gypsum ceilings

do not have attachments to

resist seismic forces.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Unable to determine

weight of light fixtures.

However, the light fixtures

do not appear to have two

wires at diagonally

opposite corners of each

fixture. Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

glazing panels.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

masonry veneer or

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The building does not have

masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The building does not have

masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not have

unreinforced masonry

parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
The building does not have

a masonry chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

The building does not have

a masonry chimney and is

only one-story in height.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

Building is a one-story

building and does not have

stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

Building is a one-story

building and does not have

stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

The building does not

appear to contain any

storage that is 12 ft high.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Bookshelves appear to be

around 7 ft tall and do not

appear to be properly

anchored. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

There does not appear to

be any equipment, stored

items, or other contents

weighing more than 20lb

located with a center of

mass 4ft above the floor.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

The building does not

appear to have any

equipment weighing more

than 20lb whose center of

mass is more than 4ft

above the floor.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

The building does not

appear to have any

equipment weighing more

than 75lbs.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

The building does not

appear to have any

qualifying equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Building is one story and

likely does not have an

elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Building is one story and

likely does not have an

elevator.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Gymnasium
Facility Name: Coupeville High School
District Name: Coupeville
ICOS Latitude: 48.207
ICOS Longitude: -122.685
ICOS
County/District ID: 15204

ICOS Building ID: 11786
ASCE 41 Bldg Type: RM1
Enrollment: 321
Gross Sq. Ft. : 10,000
Year Built: 1981
Number of Stories: 1
SXS BSE-2E: 1.089
SX1 BSE-2E: 0.633
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 279
Liquefaction
Potential: very low

Tsunami Risk: Very Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Coupeville, Coupeville High School, Gymnasium
1.1 Building Description

The building contains two gyms where one was built in 1981 and the second gym came as an addition in

2006. Only drawings for the new gym and small architectural retrofits of the old gym are provided. The new

gym contains CMU, brick, and steel stud walls while the existing gym is mostly CMU construction. This

reinforced masonry building stands 30 feet tall with metal joists and metal decking along the gym roofs.

Steel W8 columns line the perimeter of the existing building to help out-of-plane force resistance with the

tall, heavy CMU walls. The auxiliary gym portion of the building acts as an addition to the original building

rather than placing a seismic joint between the two. This may cause more load to the existing building than

originally anticipated.
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1.1.1 Building Use

The gym building is used for athletic events with its two gyms, one of which is newer addition. The building

contains two sets of locker rooms, two sets of weight rooms and a couple office rooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Coupeville High School
Structural System Description

Structural Roof

Steel joists at 8' on center with metal decking roof. The corridor running between

the new and old gyms and lobby as well as the old contains glulam purlins at 8'

on center with T&G decking.

Structural Floor(s) 4" concrete slab on grade with 6x6 - W2.9xW2.9 WWF.

Foundations Foundations are reinforced concrete spread footings.

Gravity System
The building contains metal joists & metal decking on top of W8/HSS columns

and both 6" & 8" CMU bearing walls.

Lateral System
The building contains 6 and 8" CMU shear walls with columns to help support

the heavy brick and CMU out-of-plane resistance.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Coupeville High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Coupeville Coupeville High School Gymnasium
Deficiency Description

Reinforcing Steel

Per CMU reinforcing steel schedule 2/S4.01, all reinforcment spacing is 48 inches o.c. Further investigation

should be performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate

seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Coupeville Coupeville High School Gymnasium
Unknown Item Description

Liquefaction

Coupeville High School resides between two water fronts which greatly increases the chance for liquefaction.

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Original structural drawings are not available. Further investigation should be performed. Additional

foundation ties may be appropriate to mitigate seismic risk.

Wall Anchorage

Details unavailable on limited structural drawings. Only renovated drawings provided for existing gym

building. Further investigation should be performed. Additional diaphragm shear wall anchoring may be

appropriate to mitigate seismic risk.

Wood Ledgers

Unable to determine if ledgers produce cross - grain bending without being able to see the ledger connection

during site visit. Further investigation should be performed. Additional blocking and strapping may be

appropriate to mitigate seismic risk.

Cross Ties
Per detail 10/S5.01, chord detail unclear. Further investigation could be given for connection of joist truss to

diaphragm chord. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Unable to determine stiffness of wall anchors to account for 1/8 inch displacement. Further investigation should

be performed. Additional anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Coupeville Coupeville High School Gymnasium
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

There was a cleaning shelving unit that did not appear to be anchored to the wall. Brace tops of

shelves taller than 6 feet to nearest backing wall or provide overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Coupeville Coupeville High School Gymnasium
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

According to general notes A0.00, fire suppression compliant with NFPA-10. Further investigation

may be appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

According to general notes A0.00, fire suppression compliant with NFPA-10. Further investigation

may be appropriate to mitigate seismic risk.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

At least one piece of equipment did not appear to be anchored or braced, but could be braced from

backside of unit. Evaluation of emergency power equipment may be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

According to general notes A0.00, fire suppression compliant with NFPA-10. Evaluation of

penetrations may be appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No ceiling access to determine area of attachments. However, sheet A3.11 detail 2 shows the

suspension of the GWB. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Unable to find details on masonry veneer on structural/architectural plans. Further investigation

should be completed. Adding connections for the veneer may be appropriate to mitigate seismic

risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
Unable to find spacing details on masonry veneer anchoring to steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Unable to find spacing details on masonry veneer anchoring to masonry backup.
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Photos:

Figure 1-1. Exterior view of auxiliary gym

Figure 1-2. Auxiliary and existing gym
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Figure 1-3. Existing gym

Figure 1-4. Auxiliary gym
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Figure 1-5. Braced mechanical system
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Figure 1-6. Braced mechanical system
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Figure 1-7. Weight room
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Coupeville, Coupeville High School, Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The gravity force tops at the

metal deck and open web

steel joists through HSS

columns and CMU shear

and bearing walls. The force

then transfers down to the

concrete slab on grade and

then to the reinforced

concrete footings.

Connections in details

provide plates, angles, and

dowels to columns and

CMU walls with anchor

bolts and welds.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines in this building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This building does not

contain a soft story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building does not

contain a soft story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Coupeville High School

resides between two water

fronts which greatly

increases the chance for

liquefaction. The

liquefaction potential of site

soils is unknown at this time

given available information.

Very low liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    5.155 > .396

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Original structural drawings

are not available. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Per Quick Check Procedure

using Seismic Design Aid

Spreadsheet

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Per CMU reinforcing steel

schedule 2/S4.01, all

reinforcment spacing is 48

inches o.c. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

No precast concrete

diaphragms present in

building.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Details unavailable on

limited structural drawings.

Only renovated drawings

provided for existing gym

building. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Unable to determine if

ledgers produce cross - grain

bending without being able

to see the ledger connection

during site visit. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Per detail 10/S5.01. Metal

deck welded to angle and

channel which is anchored to

CMU wall

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

No precast concrete

diaphragm present in

building.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Per detail 10/S5.01, chord

detail unclear. Further

investigation could be given

for connection of joist truss

to diaphragm chord.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

No diaphragm opening

immediately adjacent to

shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
Per 6/S5.01, 6 ft. 0 in. max

opening

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  Diaphragm is metal decking

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
There are no unblocked

diaphragms in this building.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Unable to determine

stiffness of wall anchors to

account for 1/8 inch

displacement. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Coupeville, Coupeville High School, Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

According to general notes

A0.00, fire suppression

compliant with NFPA-10.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

According to general notes

A0.00, fire suppression

compliant with NFPA-10.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

At least one piece of

equipment did not appear

to be anchored or braced,

but could be braced from

backside of unit.

Evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

According to general notes

A0.00, fire suppression

compliant with NFPA-10.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

There does not appear to

be any equipment mounted

on vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

storage observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material

conveyance observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous material

conveyance observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous material

conveyance observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Does not appear that

partitions are braced into

integrated ceiling system.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Building ceiling consists of

suspended GWB and ACT

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No ceiling access to

determine area of

attachments. However,

sheet A3.11 detail 2 shows

the suspension of the

GWB. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

It appears that the light

fixtures are independently

suspended from the

ceiling.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Unable to find details on

masonry veneer on

structural/architectural

plans. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

Unable to find spacing

details on masonry veneer

anchoring to steel stud

backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Unable to find spacing

details on masonry veneer

anchoring to masonry

backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not have

unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No masonry chimney

present in building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No masonry chimney

present in building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

There was a cleaning

shelving unit that did not

appear to be anchored to

the wall. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

There did not appear to be

any items that were

noncompliant.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

Coupeville, Coupeville High School, Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 29



CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

Did not appear that there

was any applicable

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

Did not appear that there

was any applicable

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Did not appear that there

was any applicable

equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Building is one story and

likely does not have an

elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Building is one story and

likely does not have an

elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Middle and High School
Building

Facility Name: Coupeville Middle School
District Name: Coupeville
ICOS Latitude: 48.207
ICOS Longitude: -122.685
ICOS
County/District ID: 15204

ICOS Building ID: 10019
ASCE 41 Bldg Type: W2
Enrollment: 222
Gross Sq. Ft. : 33,550
Year Built: 1992
Number of Stories: 2
SXS BSE-2E: 1.089
SX1 BSE-2E: 0.633
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 279
Liquefaction

Potential:
Very Low

Tsunami Risk: Very Low
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Coupeville, Coupeville Middle School, Middle and High School Building
1.1 Building Description

This 2- story 33,550 sq. ft building is a shared building by the students of Coupeville Middle and High

Schools, which enrolls over 200 students. The middle school portion was constructed in 1991 according to

the 1991 Uniform Building Code (UBC) and the high school portion was an addition in 2006 and was

designed according to the 2003 UBC.
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1.1.1 Building Use

This building is used for classroom space for both the high school and middle school student population;

however, there is a main building area that acts as a common area for both students and school

administration staff.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Coupeville Middle School
Structural System Description

Structural Roof

The wood framed structural roof for the middle and high school building

consists of 3/4" T&G plywood sheathing with 2"x6" continuous flat stripping at

24" o.c and steel joists. The plywood sheathing panels have 10d nails at 6" o.c. at

supported edges and 12" o.c. at intermediate framing.

Structural Floor(s)

The ground floor consists of a 4" concrete slab on grade with 6x6-W2.9xW2.9

welded wire fabric mesh reinforcement. The second floor is constructed of a

cambered composite floor deck system that is consisted of a 20 gauge W-2 metal

deck above parallel wide flange beams and 5-1/2" nominal concrete topping. The

concrete is reinforced with 6x6-W1.4xW1,4 welded wire fabric reinforcement.

Foundations
The building is constructed over a shallow foundation that consists of continuous

and spread reinforced concrete footings.

Gravity System

This two story building's gravity system consists of a wood framed roofing

system that has wide flange steel beams and hollow steel columns. The second

story's floor system is a composite deck and the ground level has a reinforced

concrete slab on grade.

Lateral System

This building's lateral system primarily consists of plywood or oriented strand

board sheathed wooden shear walls. On the ground floor in the academic portion

of the building on grid N, there is a steel HSS cross braced frame that does not

continue all the up to the roof. (1/2" wood shear wall on the second level)

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Coupeville Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations
Not visible from the site visit; however, there are no indications of corrosion,

damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Coupeville Coupeville Middle School Middle and High School Building
Deficiency Description

Vertical

Irregularities

On Grid U between Grids 5 and 3 of the academic building, there is a shear wall above the second level that

does not continue down to the ground level. Further investigation should be performed. Additional shear wall

or transfer beam strengthening may be appropriate to mitigate seismic risk.

Diaphragm

Continuity

The academic/middle school portion of the building can be shown to exhibit a split level from an elevation

view. Further investigation should be performed. Diaphragm reinforcement or lateral system strengthening may

be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Coupeville Coupeville Middle School Middle and High School
Building
Unknown Item Description

Load Path

In the Coupeville Middle/High School building, there is a high roof area where steel HSS columns with brick

veneer run from the ground floor all the way up to the wood sheathed roof that has wide flange beams framed

into wide flanged girders and it was not clear from the site visit how the load path transfers from the diaphragm

down into the slab on grade. Further investigation should be performed in this area to fully understand how the

seismic load is being transferred to the foundation. Additional shear walls or anchoring may be appropriate to

mitigate seismic risk.

Liquefaction

Coupeville High School resides between two water fronts which greatly increases the chance for liquefaction.

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Coupeville, Coupeville Middle School, Middle and High School Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 29



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Coupeville Coupeville Middle School Middle and High School Building
Deficiency Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Coupeville Coupeville Middle School Middle and High
School Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

It was unknown from the site visit and plans that the equipment used to power these life safety

systems is braced or anchored. Evaluation of emergency power equipment may be appropriate to

mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

It was not apparent from the site visit that there was any breakable containers; however, not all

classrooms were visited and certain classrooms like chemistry or physics might contain such items.

Further investigation is warranted to make sure they are properly secured. Restraining breakable

containers that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

There was no ceiling access to confirm that the GBC had attachments that resist seismic forces.

The district should confirm this information. Bracing for ceilings may be appropriate to mitigate

seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

There was no information in the drawings to confirm the light fixture weights relative to the ceiling

weight. Further investigation might be warranted on this to make sure that these light fixtures do

not become falling hazards during seismic events.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There is large exterior glass panes in the administration/commons part of the building facing the

academic wing. Specifications for these panes could not be found to confirm whether or not they

are laminated annealed or laminating heat-strengthened. Further investigation should be completed.

Replacing applicable glazing planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

The masonry veneer section in the general notes states that the veneer is to be anchored per IBC

2014 Chapter 14 and project specifications that are unavailable. These specifications probably also

state how the veneer is tied to the backup. The district should look further into this to make sure

that the brick veneer does not pose a falling hazard during seismic events. Adding connections for

the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

The specifications that show how the veneer is anchored to the backup is unavailable. Further

investigation should be completed. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Details that show the anchoring of the canopy that is attached to the middle school portion of the

building could not be found. It is important, however, though that they district verify that this

canopy is properly fastened so that it is not a falling hazard to students and staff attempting to exit

the facility post shaking.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

No elevator details found in the mechanical drawings files. Further investigation should be

performed. The elevator checklist items should be verified by an elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

No elevator details found in the mechanical drawings files. Further investigation should be

performed. The elevator checklist items should be verified by an elevator designer or supplier.

Unknown Item Description
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Coupeville, Coupeville Middle School, Middle and High School Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

In the Coupeville

Middle/High School

building, there is a high roof

area where steel HSS

columns with brick veneer

run from the ground floor all

the way up to the wood

sheathed roof that has wide

flange beams framed into

wide flanged girders and it

was not clear from the site

visit how the load path

transfers from the diaphragm

down into the slab on grade.

Further investigation should

be performed in this area to

fully understand how the

seismic load is being

transferred to the foundation.

Additional shear walls or

anchoring may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

There are no adjacent

buildings close enough so

that the pounding effect

could be an issue during a

seismic event.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

The mezzanine observed

from the site visit appeared

to be braced to a shear wall

running the full height of the

building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

From the floor plan, it

appears like a weak story

issue does not exist.

However, something to be

cognizant about is on grid N

of the academic building.

There is a steel constructed

crossed brace frame on the

ground level and a wood

shear wall on the second

level. It is worth noting

though that the braced frame

is stiffer than the shear wall,

so this should not be an

issue.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

From the floor plan, it

appears like a weak story

issue does not exist.

However, something to be

cognizant about is on grid N

of the academic building.

There is a steel constructed

crossed brace frame on the

ground level and a wood

shear wall on the second

level. It is worth noting

though that the braced frame

is stiffer than the shear wall,

so this should not be an

issue.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

On Grid U between Grids 5

and 3 of the academic

building, there is a shear

wall above the second level

that does not continue down

to the ground level. Further

investigation should be

performed. Additional shear

wall or transfer beam

strengthening may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

While there is a minor out of

plane set back for this

building, the change in

horizontal dimension does

not appear to cause a

geometric irregularity.
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Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

From the site visit and plans,

it does not appear that there

is a drastic change in

effective mass of the two

stories for this building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and it appears that the shear

walls have been configured

to resist torsional effects.

This item is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Coupeville High School

resides between two water

fronts which greatly

increases the chance for

liquefaction. The

liquefaction potential of site

soils is unknown at this time

given available information.

Very low liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

60% of the spectral

acceleration comes out to be

about 0.40, which is

definitely less than the ratio

of the least horizontal

dimension of the SFRS to

the building height at that

location.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Per the foundation details, it

appears as if the spread and

continuous footings are

adequately tied.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are at least two shear

walls in each principal

direction per the plans.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Through performing the

ASCE 41-17 Shear Stress

Quick Check, there does not

appear to be a shear stress

issue with the wood shear

walls.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    
There are no exterior stucco

walls as part of the SFRS.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

The shear walls for this

building are constructed of

plywood sheathed wood.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

There are no shear walls

observed that have greater

than a 2-1 aspect ratio.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X    

As previously stated, on grid

U of the academic building,

there is a crossed braced

frame called out on the

ground and second level and

a wood shear wall called

above the second level,

which causes a SFRS

discontinuity between the

floor. This might prevent

shear and overturning forces

from being properly

transferred correctly so

further study might be

warranted on this

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
This building is not on a

sloped site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
There is no basement level

for this building.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any walls with openings

greater than 80% of their

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Structural details do not

appear to show that there are

any wood posts that continue

into the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
  X  

Structural details do not

appear to show any wood

sills.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Structural detail 10/S7.01

shows that a typical girder is

welded to the column with

steel angles on each face,

creating a positive

connection.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

  X  
The structural details do not

appear to show wood sills.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

The academic/middle school

portion of the building can

be shown to exhibit a split

level from an elevation view.

Further investigation should

be performed. Diaphragm

reinforcement or lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

Roof chords appear to the

continuous per the structural

plans.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There are no diaphragm

openings greater than 50%

of the building width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

The wood diaphragm at the

roof level is sheathed with

structural plywood panels.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The wood diaphragm at the

roof level is sheathed with

structural plywood panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

The wood diaphragm at the

roof level is sheathed with

structural plywood panels

and is blocked.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    

The diaphragm at the roof

level is wood and is metal

deck/concrete composite at

the second level.
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Coupeville, Coupeville Middle School, Middle and High School Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X    

Per the architectural plans,

on A.00, the fire

suppression is accordance

to section 903.3.1.1, which

according to the IBC is

accordance to NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X    

Per the architectural plans,

on A.00, the fire

suppression is accordance

to section 903.3.1.1, which

according to the IBC is

accordance to NFPA-13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

It was unknown from the

site visit and plans that the

equipment used to power

these life safety systems is

braced or anchored.

Evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X    

Per the architectural plans,

on A.00, the fire

suppression is accordance

to section 903.3.1.1, which

according to the IBC is in

accordance to NFPA-13.
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LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

It was not apparent from

the plans or site visit that

there was any equipment

mounted on vibration

isolators; however, it is

unlikely that a high school

houses such equipment

containing hazardous

material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

It was not apparent from

the site visit that there was

any breakable containers;

however, not all

classrooms were visited

and certain classrooms like

chemistry or physics might

contain such items. Further

investigation is warranted

to make sure they are

properly secured.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

It is unlikely that there are

seismic joints, isolation

planes, or independent

structures in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There were no

unreinforced masonry or

hollow clay tile partitions

observed in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

This building does not

appear to have an

integrated ceiling system

from the visit .

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Non-load bearing

partitions are wood framed

per the schedule in the

structural details.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There is no suspended lath

and plaster ceilings

present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

There was no ceiling

access to confirm that the

GBC had attachments that

resist seismic forces. The

district should confirm this

information. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

There was no information

in the drawings to confirm

the light fixture weights

relative to the ceiling

weight. Further

investigation might be

warranted on this to make

sure that these light

fixtures do not become

falling hazards during

seismic events.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There is large exterior

glass panes in the

administration/commons

part of the building facing

the academic wing.

Specifications for these

panes could not be found

to confirm whether or not

they are laminated

annealed or laminating

heat-strengthened. Further

investigation should be

completed. Replacing

applicable glazing planes

may be appropriate to

mitigate seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

The masonry veneer

section in the general notes

states that the veneer is to

be anchored per IBC 2014

Chapter 14 and project

specifications that are

unavailable. These

specifications probably

also state how the veneer is

tied to the backup. The

district should look further

into this to make sure that

the brick veneer does not

pose a falling hazard

during seismic events.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

The specifications that

show how the veneer is

anchored to the backup is

unavailable. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no cold formed

steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Details that show the

anchoring of the canopy

that is attached to the

middle school portion of

the building could not be

found. It is important,

however, though that they

district verify that this

canopy is properly

fastened so that it is not a

falling hazard to students

and staff attempting to exit

the facility post shaking.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There are no parapets,

cornices, signs or

appendages for this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no unreinforced

masonry chimneys.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

The stair enclosures are

not constructed with

hollow-clay tile or

unreinforced masonry

walls.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

From the site visit, it was

not apparent that there was

any industrial storage or

pallet racks taller than 12

feet in the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

It did not appear that there

was any tall narrow

contents.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

It was not apparent from

the site visit that there was

any furnishings that were

20 lb and suspended 4 feet

above the ground.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

From the site visit of the

mechanical and boiler

room, there did not appear

to be any equipment or

items that could be

categorized into these

requirements.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X    

It appeared from the site

visit that the equipment in

the boiler room were

adequately braced to the

structural wall.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Did not appear that there

was any applicable

equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

No elevator details found

in the mechanical drawings

files. Further investigation

should be performed. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

No elevator details found

in the mechanical drawings

files. Further investigation

should be performed. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Creston K-12 School Building

Facility Name: Creston Junior Senior High
School

District Name: Creston
ICOS Latitude: 47.755
ICOS Longitude: -118.52
ICOS
County/District ID: 22073

ICOS Building ID: 11613
ASCE 41 Bldg Type: W2
Enrollment: 57
Gross Sq. Ft. : 50,425
Year Built: 1953
Number of Stories: 1
SXS BSE-2E: 0.347
SX1 BSE-2E: 0.214
ASCE 41 Level of
Seismicity: Moderate

Site Class: D
VS30(m/s): 302
Liquefaction

Potential:
low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Creston, Creston Junior Senior High School, Creston K-12 School Building
1.1 Building Description

The Creston K-12 School building is the school building for the Creston School District. The 50,000-square-

foot building was originally constructed in 1953, with a major renovation and addition completed in 1979,

and another addition in 1984. The 1979 addition added an east and west wing south of the original wing and

a wood shop to the south of the primary structure. The 1984 addition infilled the space between the primary

structure and shop, making it one building. The building is trident-shaped, with three prongs pointing west.

The K-6 elementary classrooms are in the north wing, with a multipurpose room, kitchen and library

between the north wing and building core. The core houses 7-8 grade classrooms to the west and 9-12

classrooms to the east. The gymnasium connects to the south wing; the south wing contains a wood shop and

maintenance shops. The main lateral system is wood-sheathed wood stud walls, with CMU walls around the

gymnasium. The roof structure is wood trusses with a wood diaphragm.
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1.1.1 Building Use

The building is used as the K-12 school building for Creston School District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Creston Junior Senior High School
Structural System Description
Structural Roof The roof is prefabricated wood trusses with a wood structural panel diaphragm.

Structural Floor(s)
Slab-on-grade. Reinforced in the 1979 addition, unknown in the original and

1984 addition.

Foundations Shallow conventional footings.

Gravity System

Gravity system is roof trusses on wood bearing walls at the exterior and post-

and-beam construction at the interior. The gymnasium has steel columns at the

CMU walls to support steel girder trusses.

Lateral System The lateral system is primarily wood shear walls with CMU walls at they gym.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Creston Junior Senior High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage, or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Creston Creston Junior Senior High School Creston K-12 School Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Creston Creston Junior Senior High School Creston K-12
School Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Creston Creston Junior Senior High School Creston K-12 School Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Creston Creston Junior Senior High School Creston K-12
School Building
Unknown Item Description
HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

The mounting of equipment handling hazardous material is unknown.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Natural gas piping present but not visible.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Natural gas piping present but not visible.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Masonry veneer tie layout could not be verified.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Masonry veneer tie layout could not be verified.
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Photos:

Figure 1-1. Schematic map of Creston School.

Figure 1-2. Multipurpose room.
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Figure 1-3. Kitchen just south of multipurpose room.

Figure 1-4. Mechanical room.
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Figure 1-5. Library.

Figure 1-6. Chemistry room with gas shut-off valve visible on the far right of the picture.
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Figure 1-7. Gymnasium

Figure 1-8. Southeast corner of the building. Gymnasium visible in background.
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Figure 1-9. West wall of central building wing.

Figure 1-10. North face of building.
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Creston, Creston Junior Senior High School, Creston K-12 School Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not required for Moderate

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

  X  
Not required for Moderate

seismicity.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

  X   

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

  X   

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   
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Creston, Creston Junior Senior High School, Creston K-12 School Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No stairs are present in

this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

The mounting of

equipment handling

hazardous material is

unknown.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Hazardous material

containers were not

observed in the building,

but may be present.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X
Natural gas piping present

but not visible.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    
Emergency shut-off valve

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X
Natural gas piping present

but not visible.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

No seismic joints

observed; natural gas

piping present but not

visible.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No such partitions

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
No such partitions

observed.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No such partitions

observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

No curtain walls present;

no individual panes more

than 16 ft2 observed.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X
Masonry veneer tie layout

could not be verified.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  Single-story building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X
Masonry veneer tie layout

could not be verified.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry is supported by

wood framing.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

No elevator present. NA

due to LS-not required for

moderate and low seismic

zones.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Elementary School

Facility Name: Darrington Elementary
School

District Name: Darrington
ICOS Latitude: 48.247
ICOS Longitude: -121.602
ICOS
County/District ID: 31330

ICOS Building ID: 13321
ASCE 41 Bldg Type: W2
Enrollment: 311
Gross Sq. Ft. : 39,578
Year Built: 1990
Number of Stories: 1
SXS BSE-2E: 0.815
SX1 BSE-2E: 0.462
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 343
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Darrington, Darrington Elementary School, Main Elementary School
1.1 Building Description

Darrington Elementary school is a one-story wood-framed structure built in the late 80's to early 90's. The

building is located on a flat site in the northeast area of the Darrington Elementary School campus. The

building plan consists of four rectangular sections. The overall footprint is approximately 300 feet by 260

feet. There is no cladding covering the exterior walls. There are two wings that have a brick veneer. 

The structural roof consists of plywood sheathing supported wood joists. The structural gravity system

consists of wood frame load bearing stud walls. The gymnasium portion of the building consists of CMU

walls. The foundation is shallow, reinforced continuous spread footings. The primary structural lateral

system consists of studded wood sheathed walls. The building has several reentrant corner irregularities.

Darrington, Darrington Elementary School, Main Elementary School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 29



1.1.1 Building Use

This building is occupied primarily by classrooms, offices, and a library. There is a gymnasium that is used

for a multi-purpose assembly area as well as sporting events for the elementary school kids.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Darrington Elementary School
Structural System Description

Structural Roof
The structural roof consists of plywood sheathing supported by 18 inch roof

joists spaced at 24 inches on center.

Structural Floor(s)

The structural slab is a 4 inch slab on grade with 6" (longitudinal) x 6"

(transverse) W1.4 (longitudinal) xW1.4 (transverse) welded-wire fabric

reinforcement.

Foundations The foundations are shallow, reinforced continuous spread footings.

Gravity System
The structural gravity system consists of wood frame load bearing 2"x6" stud

walls.

Lateral System The primary structural lateral system consists of wood sheathed wood stud walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Darrington Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Darrington Darrington Elementary School Main Elementary School
Deficiency Description
Ties Between

Foundation

Elements

It does not appear that the slab is positively connected to the foundation and the Site Class is D. Additional

concrete ties and steel angles to connect the concrete slab to the foundation may be appropriate to mitigate

seismic risk.

Shear Stress

Check

From East/West direction, the shear stress check checks out (543 LF of wood shear walls with 977 lb/lf < 1000

lb/lf). However, North/South direction shear walls lacking lineal feet (291 lf with 1823 lb/lf > 1000 lb/lf) per

Seismic Design Aid. Additional wood frame shear walls may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Darrington Darrington Elementary School Main Elementary
School
Unknown Item Description

Mezzanines
Unable to identify anchorage of mezzanine in gymnasium from drawings. Further investigation may be

appropriate to mitigate seismic risk.

Liquefaction

Darrington resides in a valley next to the Sauk River where liquefaction is much more susceptible. The

liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning
It appears that there may be shear walls that do not meet this requirement. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

It appears that there may be shear walls that do not meet this requirement. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Darrington Darrington Elementary School Main Elementary School
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Hot water heater and adjacent equipment does not appear to be laterally braced independent of

piping. Bracing for water heater may be appropriate to mitigate seismic risk. May be other similar

items. Further investigation should be performed.

Darrington, Darrington Elementary School, Main Elementary School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 29



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Darrington Darrington Elementary School Main Elementary
School
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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Figure 1-1. Interior attic area of building.
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Figure 1-2. Exterior south side of building.

Figure 1-3. Exterior northeast of building at the main entrance.
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Figure 1-4. Exterior south side of building. Note the concrete columns.

Figure 1-5. Exterior overhead plan of the building.
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Figure 1-6. Exterior northeast side of building.
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Figure 1-7. Interior mechanical room with equipment susceptible to earthquake shaking. Inadequately braced
equipment may benefit from additional bracing.
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Darrington, Darrington Elementary School, Main Elementary School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
It appears that the structure

has a well defined load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  
There are no immediate

adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Unable to identify anchorage

of mezzanine in gymnasium

from drawings. Further

investigation may be

appropriate to mitigate

seismic risk.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This building is a one story

building and is not

applicable to this section.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This building is a one story

building and is not

applicable to this section.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This building is a one story

building and is not

applicable to this section.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and it appears that the shear

walls have been configured

to resist torsional effects.

This item is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Darrington resides in a

valley next to the Sauk River

where liquefaction is much

more susceptible. The

liquefaction potential of site

soils is unknown at this time

given available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

It appears that there may be

shear walls that do not meet

this requirement. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

It does not appear that the

slab is positively connected

to the foundation and the

Site Class is D. Additional

concrete ties and steel angles

to connect the concrete slab

to the foundation may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The number of lines of shear

walls in each principal

direction is at least 2.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

From East/West direction,

the shear stress check checks

out (543 LF of wood shear

walls with 977 lb/lf < 1000

lb/lf). However, North/South

direction shear walls lacking

lineal feet (291 lf with 1823

lb/lf > 1000 lb/lf) per

Seismic Design Aid.

Additional wood frame

shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

It appears that there may be

shear walls that do not meet

this requirement. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Darrington High School

does not sit on a sloped site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
No cripple walls present in

building.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

No wall openings greater

than 80% of its length

present in building.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

It appears that there is a

positive connection from the

wood posts to the

foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that the wood sills

are bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

There are positive

connections from the girder

to vertical elements.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Wood sill bolts spaced at

maximum 4 ft. 0 in. on

center

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

The transition in diaphragms

from gymnasium to the rest

of the building is a split-

level irregularity. However,

the diaphragms are still

supported on at least three

sides by shear walls.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There are no diaphragm

openings larger than 50% of

building dimension present

in building.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The building contains

structural panel sheathing

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Wood diaphragms consist of

wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

No unblocked structural

panel diaphragms present in

building.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Darrington, Darrington Elementary School, Main Elementary School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X    Per general notes sheet

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X    Per general notes sheet.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X    
Compliant per general

notes sheet.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

It does not appear that any

equipment is on vibration

isolators.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

It appears that the light

fixtures are independently

suspended from the

ceiling.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

It is unlikely that there is a

unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No coldformed steel stud

backup present in building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

There does not appear to

be any canopies at building

exits.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any applicable

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

No unreinforced masonry

chimney present in

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No chimney present in

building.

Darrington, Darrington Elementary School, Main Elementary School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 29



Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

Did not appear that there

was any applicable

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Hot water heater and

adjacent equipment does

not appear to be laterally

braced independent of

piping. Bracing for water

heater may be appropriate

to mitigate seismic risk.

May be other similar

items. Further

investigation should be

performed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

It appears that tall

equipment is braced or

anchored.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

Darrington, Darrington Elementary School, Main Elementary School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 29



ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Darrington High School

Facility Name: Darrington Senior High
School

District Name: Darrington
ICOS Latitude: 48.248
ICOS Longitude: -121.603
ICOS
County/District ID: 31330

ICOS Building ID: 14923
ASCE 41 Bldg Type: W2
Enrollment: 134
Gross Sq. Ft. : 39,857
Year Built: 1935
Number of Stories: 1
SXS BSE-2E: 0.815
SX1 BSE-2E: 0.462
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 343
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Darrington, Darrington Senior High School, Darrington High School
1.1 Building Description

Darrington Senior High School is a one-story wood-framed structure built in the early to mid 2000s. This

39,857 square foot set of buildings enrolls 134 students. The building is located on a flat site in the northeast

area of the Darrington High School campus. The building plan consists of four rectangular sections. The

overall footprint is approximately 240 feet by 190 feet. There does not appear to be any veneer or cladding

covering the exterior walls. 

The structural roof consists of wood sheathing supported by wood joists. The gravity system consists of

wood bearing walls. The building also contains CMU strong back walls as load bearing walls. The

foundation is a shallow continuous spread footing. There is a slab-on-grade at the ground level. The lateral

system consists of wood sheathed shear walls. There is a reentrant corner irregularity.

Darrington, Darrington Senior High School, Darrington High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 30



1.1.1 Building Use

Darrington Senior High School is separated into multiple units but there are classrooms, offices, a library,

gymnasium, and space where students can study.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Darrington Senior High School
Structural System Description

Structural Roof
The structural roof is pitched wood framed construction, T&G decked roof with

TJI joists spaced at 24 inches on-center.

Structural Floor(s)
The structural floor is a 4 inch reinforced concrete slab on grade with No. 3

reinforcement at 18 inches on-center, each way.

Foundations The foundation is a shallow continuous spread footing.

Gravity System
The gravity system consists of wood bearing walls. The building also contains

CMU strong back walls as load bearing walls.

Lateral System The lateral system consists of wood sheathed shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Darrington Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.

Darrington, Darrington Senior High School, Darrington High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 30



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Darrington Darrington Senior High School Darrington High School
Deficiency Description
Ties Between

Foundation

Elements

It does not appear that the slab is positively connected to the foundation and the Site Class is D. Additional

concrete ties and steel angles to connect the concrete slab to the foundation may be appropriate to mitigate

seismic risk.

Narrow Wood

Shear Walls

Although the plans do not show a building elevation (and therefore a story height), it is clear that there are

many rooms that are at least 15 feet tall. This building has many shear walls that are short in length spread

around the perimeter of the building. For example, on drawing S2-3 gridlines B5-B19, there is a short 5 foot

length wall called out as a 1/2-inch shear wall per the schedule, which means it exceeds a 2-1 aspect ratio for

any room taller than 10 feet. This appears to be common for many of the classrooms. Further investigation

should be performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate

seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Darrington Darrington Senior High School Darrington High
School
Unknown Item Description

Liquefaction

Darrington resides in a valley next to the Sauk River where liquefaction is much more susceptible. The

liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning
It appears that there may be shear walls that do not meet this requirement. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Darrington Darrington Senior High School Darrington High School
Deficiency Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

There is a propane gas line that appears to be unbraced. There may be other items. Bracing for

piping conveying hazardous material may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Gas piping does not appear to have flexible couplings. Flexible couplings for hazardous material

ductwork and piping may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Darrington Darrington Senior High School Darrington High
School
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown if light fixtures are independently supported. Further investigation may be

appropriate to mitigate seismic risk. Adding wires for suspending the light fixtures may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. Exterior east side of building.

Figure 1-2. Interior attic area.
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Figure 1-3. Interior attic area. The girders are strapped to the columns with Simpson ST22 that provide a
positive connection at the girder-column interface.

Figure 1-4. Interior attic area.
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Figure 1-5. Conduit for nonstructural systems. Further investigation is recommended into the bracing of the
conduit and whether the bracing is adequate for life safety hazards due to falling objects or if building life safety

systems (e.g. fire sprinkler controls) are operated by systems within these conduit.
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Figure 1-6. Large mechanical equipment that includes propane gas piping. Further investigation is
recommended to determine whether bracing and anchorage is adequate. Additional bracing and,or flexible

couplings for piping may be appropriate to reduce earthquake hazards.
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Figure 1-7. Interior library. Lights are suspended on unbraced wires from ceiling. Further investigation and
evaluation is recommended to be conducted to determine whether lights are able to swing freely without being

damaged in an earthquake and,or if existing supports are adequate. Alternative lighting support may be
appropriate to protect occupant life safety in an earthquake.
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Darrington, Darrington Senior High School, Darrington High School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

From site visit and drawings,

this building appears to have

a complete, well-defined

load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  
There are no immediately

adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  This is a one story structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  This is a one story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  This is a one story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

All vertical elements in the

lateral force-resisting system

are continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  This is a one story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  This is a one story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is a flexible

diaphragm and it appears

that the shear walls are

configured to resist

excessive torsion.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Darrington resides in a

valley next to the Sauk River

where liquefaction is much

more susceptible. The

liquefaction potential of site

soils is unknown at this time

given available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

It appears that there may be

shear walls that do not meet

this requirement. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

It does not appear that the

slab is positively connected

to the foundation and the

Site Class is D. Additional

concrete ties and steel angles

to connect the concrete slab

to the foundation may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are at least two lines

of shear walls in each

principal direction as shown

by the drawings.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

By performing the quick

checks from ASCE 41-17,

the shear stress in the walls

developed from the ground

accelerations conforms with

code.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story building.
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Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

Although the plans do not

show a building elevation

(and therefore a story

height), it is clear that there

are many rooms that are at

least 15 feet tall. This

building has many shear

walls that are short in length

spread around the perimeter

of the building. For example,

on drawing S2-3 gridlines

B5-B19, there is a short 5

foot length wall called out as

a 1/2-inch shear wall per the

schedule, which means it

exceeds a 2-1 aspect ratio

for any room taller than 10

feet. This appears to be

common for many of the

classrooms. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  This is a one story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
This building is not on a

sloped site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
This is a one story building

without a basement level.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

None of the shear walls have

openings greater than 80%

of their length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

Wood posts shown in the

drawings show a positive

connection to the footing.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Wood sills are positively

connected to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

The details show that the

girders are strapped to the

columns by Simpson ST22.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
Sill bolts are spaced at 4 ft.

on center.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

From aerial shots of the high

school, it appears like the

diaphragm is split leveled.

However, the diaphragms

appear to be supported on at

least three sides by shear

walls. There does not appear

to be any expansion joints.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

The diaphragm chords show

continuity across the floor

plan per the details.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

All diaphragm openings are

less than 50% of the building

width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
This building consists of

plywood structural panels.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The wood framed diaphragm

is comprised of plywood

structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

The diaphragm is blocked

and plywood structural panel

so this check does not apply.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
This is a wood framed

diaphragm.
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Darrington, Darrington Senior High School, Darrington High School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X    

It appears that fire

suppression piping is

braced

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X    
Likely compliant per other

buildings on campus.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

It does not appear that any

equipment is on vibration

isolators.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

It does not appear that

there were any containers

holding hazardous

material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

There is a propane gas line

that appears to be

unbraced. There may be

other items. Bracing for

piping conveying

hazardous material may be

appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

It appears that there is a

shutoff valve for the

propane line. It is likely

that this item is compliant.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Gas piping does not appear

to have flexible couplings.

Flexible couplings for

hazardous material

ductwork and piping may

be appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Does not appear that

partitions are braced into

integrated ceiling system.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown if light

fixtures are independently

supported. Further

investigation may be

appropriate to mitigate

seismic risk. Adding wires

for suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any unreinforced

masonry.

Darrington, Darrington Senior High School, Darrington High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 30



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopies appear to be

positively connected to the

building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be a chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be a chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevators present in

building.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevators present in

building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Woodshop

Facility Name: Darrington Senior High
School

District Name: Darrington
ICOS Latitude: 48.248
ICOS Longitude: -121.603
ICOS
County/District ID: 31330

ICOS Building ID: 24149
ASCE 41 Bldg Type: RM2
Enrollment: 134
Gross Sq. Ft. : 5800
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.815
SX1 BSE-2E: 0.462
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 343
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Darrington, Darrington Senior High School, Woodshop
1.1 Building Description

The Woodshop is a one story CMU wall structure constructed in the early 1960s. The building is located on

a flat site in the south area of the Darrington High School campus. The building plan is rectangular and

approximately 115 feet by 50 feet. There is no veneer or cladding covering the exterior walls. The woodshop

building is split up into two separate rooms: One classroom setting where the students learn and another

more traditional woodshop setting. The more traditional woodshop setting is where they gain practical

knowledge by actually making items out of wood. The structural roof consists of heavy timber beams

supporting a wood decked, pitched roof. The gravity system consists of CMU walls acting integrally with

CMU pilasters. The lateral system consists of a CMU wall system. 

Nonstructural systems include HVAC, lights, heaters, and various woodworking machinery.
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1.1.1 Building Use

This building is for construction trades instruction, also known as wood shop, where the senior high school

students learn about crafting items out of wood.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Darrington Senior High School
Structural System Description

Structural Roof

The structural roof consists of heavy timber beams supporting a wood decked,

pitched roof. Note that there are various mechanical units that are supported by

the plywood sheathed roof.

Structural Floor(s) The structural floor is a 4" thick reinforced concrete slab on grade.

Foundations Unknown - likely shallow strip footings.

Gravity System The gravity system consists of CMU walls acting integrally with CMU pilasters.

Lateral System

The lateral system consists of a CMU wall system with solid walls along the

transverse direction of the building. The longitudinal direction consists of shorter

CMU wall piers.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Darrington Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Darrington Darrington Senior High School Woodshop
Deficiency Description

Straight Sheathing

It appears that the aspect ratio of the straight sheathing is greater than 2-to-1. Further investigation should be

performed. Diaphragm reinforcement or replacing the roof sheathing with wood structural panels may be

appropriate to mitigate seismic risk.

Spans

It appears that the rood diaphragm is straight sheathed. Further investigation should be performed. Diaphragm

reinforcement or replacing the roof sheathing with wood structural panels may be appropriate to mitigate

seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Darrington Darrington Senior High School Woodshop
Unknown Item Description

Liquefaction

Darrington resides in a valley next to the Sauk River where liquefaction is much more susceptible. The

liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

There are no plans for this building to confirm nor deny that the foundation has ties. Further investigation

should be performed. Additional foundation ties may be appropriate to mitigate seismic risk.

Reinforcing Steel
There are no plans to confirm the amount of reinforcing in the CMU walls. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

There are no plans in order to confirm how the CMU walls are tied back to the diaphragm. Further

investigation should be performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate

seismic risk.

Wood Ledgers
No plans to verify wall connections to the diaphragm. This item is likely compliant. Further investigation

should be performed. Additional blocking and strapping may be appropriate to mitigate seismic risk.

Foundation

Dowels

No plans to confirm that the CMU reinforcement is doweled into the foundation. Further investigation should

be performed. Additional shear wall anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

No plans to confirm the connection between girder and column support. Further investigation should be

performed. Additional connection hardware may be appropriate to mitigate seismic risk.

Cross Ties
There are no drawings to confirm cross ties between diaphragm chords. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

No drawings to confirm how the walls are anchored. Further investigation should be performed. Additional

anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Darrington Darrington Senior High School Woodshop
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Does not appear that natural gas is braced. Bracing for piping may be appropriate to mitigate

seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Darrington Darrington Senior High School Woodshop
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Does not appear that natural gas has flexible couplings. Flexible couplings for piping may be

appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Unable to find details on masonry partition reinforcement. This item is likely compliant. Further

investigation should be performed. Wall bracing may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. Exterior north side of building.

Figure 1-2. Exterior north side of building.
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Figure 1-3. Interior of Woodshop Building. Note that piping does not appear to be laterally braced. Bracing could
be provided to increase seismic strength.

Figure 1-4. Interior of Woodshop Building. Note that what appears to be a natural gas space heater does not
appear to have flexible couplings or lateral bracing. Flexible couplings and lateral bracing could be provided to

improve seismic performance.
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Figure 1-5. Interior of Woodshop Building. Note that heavy suspended equipment does not appear to be laterally
braced. Bracing could be provided to increase seismic strength.

Figure 1-6. Exterior south side of building.
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Figure 1-7. Exterior northwest corner of building.

Figure 1-8. Exterior overhead plan of building.
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Darrington, Darrington Senior High School, Woodshop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

From the site visit, it appears

that this building contains a

complete load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

For this one story structure,

there are no buildings close

enough that the pound effect

will be an issue.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines in this building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  This is a one story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  This is a one story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

All vertical elements are

continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  This is a one story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  This is a one story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

For this building with a

rectangular floor plan and

CMU walls on all four sides,

torsional irregularities

should not be a factor.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Darrington resides in a

valley next to the Sauk River

where liquefaction is much

more susceptible. The

liquefaction potential of site

soils is unknown at this time

given available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

It is unlikely that

overturning is a concern as

the building seismic force-

resisting system is well

connected.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

There are no plans for this

building to confirm nor deny

that the foundation has ties.

Further investigation should

be performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are exactly two shear

walls in each principal

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

From performing a shear

stress quick check per ASCE

41-17, this building is

compliant. Assumptions

were made about wall

thickness, grout spacing,

amount of lineal feet for

walls, partitions and area of

roof since there are no plans

for this building; however,

for this one story structure

that is relatively lightweight,

the base shear was not high

enough for the shear walls to

have the possibility of being

over-stressed.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

There are no plans to

confirm the amount of

reinforcing in the CMU

walls. Further investigation

should be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
This is a wood framed roof

system.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

There are no plans in order

to confirm how the CMU

walls are tied back to the

diaphragm. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

No plans to verify wall

connections to the

diaphragm. This item is

likely compliant. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

It appears that the roof

diaphragm is interconnected

with the CMU pilasters that

aid in the distribution of

lateral load to the CMU

walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
This is a wood framed roof

system.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No plans to confirm that the

CMU reinforcement is

doweled into the foundation.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No plans to confirm the

connection between girder

and column support. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

There are no openings in the

diaphragm adjacent to the

CMU shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

There are no openings in the

diaphragm adjacent to the

masonry shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

There are no drawings to

confirm cross ties between

diaphragm chords. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

There are no openings in the

diaphragm adjacent to the

CMU shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

There are no openings in the

diaphragm adjacent to the

masonry shear walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

It appears that the aspect

ratio of the straight

sheathing is greater than 2-

to-1. Further investigation

should be performed.

Diaphragm reinforcement or

replacing the roof sheathing

with wood structural panels

may be appropriate to

mitigate seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

It appears that the rood

diaphragm is straight

sheathed. Further

investigation should be

performed. Diaphragm

reinforcement or replacing

the roof sheathing with

wood structural panels may

be appropriate to mitigate

seismic risk.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Roof appears to be straight-

sheathed.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    Diaphragm is wood framed.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

No drawings to confirm how

the walls are anchored.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Darrington, Darrington Senior High School, Woodshop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No panelized ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

It does not appear that any

equipment is on vibration

isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

There does not appear to

be any breakable

containers containing

hazardous material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Does not appear that

natural gas is braced.

Bracing for piping may be

appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

Shut off valve in main

building of high school.

This item is likely

compliant.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Does not appear that

natural gas has flexible

couplings. Flexible

couplings for piping may

be appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Unable to find details on

masonry partition

reinforcement. This item is

likely compliant. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No integrated ceiling

system, only wood deck

roof.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious partitions

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

It is unlikely that the

structure contains lath and

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No suspended ceilings.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

It appears that the light

fixtures are independently

suspended from the

ceiling.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
No masonry veneer

present on building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
No masonry veneer

present on building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No masonry veneer

present on building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No masonry veneer

present on building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No masonry veneer

present on building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No parapets present on

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies are extensions of

the roof diaphragm, which

is connected to the

building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No chimney present in

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No chimney present in

building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs present in

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs present in

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No storage racks taller

than 12 feet in building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Ag Shop
Facility Name: Dayton High School
District Name: Dayton
ICOS Latitude: 46.316
ICOS Longitude: -117.973
ICOS
County/District ID: 7002

ICOS Building ID: 21435
ASCE 41 Bldg Type: URM
Enrollment: 139
Gross Sq. Ft. : 7,376
Year Built: 1954
Number of Stories: 1
SXS BSE-2E: 0.229
SX1 BSE-2E: 0.086
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1013
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Dayton, Dayton High School, Ag Shop
1.1 Building Description

The Dayton Ag shop, constructed in the mid 1950’s, is a URM wall/wood roof building that serves as the

metal shop for the Dayton School District. The building houses a storage mezzanine on one end of the shop

floor and has a separate classroom for student instruction.

Dayton, Dayton High School, Ag Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 27



1.1.1 Building Use

The building serves as the metal shop and classroom for the high school students of Dayton school district. It

provides a separate classroom for instruction and a large open shop area with metal working tools.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Dayton High School
Structural System Description

Structural Roof
The roof construction consists of glulam beams with wood joists infills. The roof

sheathing is 1”x6” solid sheathing

Structural Floor(s) The floor is concrete slab-on-grade

Foundations Conventional/Shallow footings are present.

Gravity System
The gravity system consists of URM pilasters for the glulam beams with

portions of the building being solid URM bearing walls.

Lateral System The lateral system is URM shear walls

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Dayton High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration

Foundations Good. No visible signs of corrosion, damage or deterioration

Gravity System Good. No visible signs of corrosion, damage or deterioration

Lateral System Good. No visible signs of corrosion, damage or deterioration
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Dayton Dayton High School Ag Shop
Deficiency Description
Shear Stress

Check
The shear stress is above 30 PSI.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Dayton Dayton High School Ag Shop
Unknown Item Description

Load Path
The existing drawings received are incomplete architectural drawings only. Shear walls do not appear to be

present on all sides, and the building has a plywood diaphragm.

Wall Anchorage Existing drawings are incomplete (and do not show any details) and there was no access to verify.

Wood Ledgers Existing drawings are incomplete (and do not show any details) and there was no access to verify.

Transfer to Shear

Walls
Existing drawings are incomplete (and do not show any details) and there was no access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Dayton Dayton High School Ag Shop
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Welding cylinders appeared to be free standing.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Unit heaters are not laterally braced.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Equipment is not laterally braced.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Dayton Dayton High School Ag Shop
Unknown Item Description
C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Unable to verify ceiling construction. Existing drawings indicate ceiling is direct applied to joists.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There were large windows present. No access to verify what type of glass was present.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Details show cantilevered wood joists but there is no connection information and no access to

verify

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

The existing drawings state the chimney is supposed to be concrete block to the roof. There is no

information on chimney after the roof. If it is URM then it is non-compliant- 9'-0\ tall with a 20\

plan dimension.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
No details present.
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Photos:

Figure 1-1. Glulam beams visible in the shop area.

Figure 1-2. Glulam beams at CMU pilasters.
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Figure 1-3. View of mezzanine in the shop area with tall storage cabinets visible below.

Figure 1-4. Glulam beam at CMU pilaster.
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Figure 1-5. View of large vent located over a window and miscellaneous piping and mechanical units.

Figure 1-6. Mezzanine framing connection at ledger.
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Figure 1-7. CMU infill wall.
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Dayton, Dayton High School, Ag Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

The existing drawings

received are incomplete

architectural drawings only.

Shear walls do not appear to

be present on all sides, and

the building has a plywood

diaphragm.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

The mezzanine was

anchored to interior partition

walls via a ledger.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to Low

seismicity. However, if

seismicty is increase in the

future, this would be

noncompliant. The

minimum length allowed is

5.8 feet. Per the existing

drawings a 5 ft. length

exists.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to Low

seismicity. Also, no isolated

footings observed.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   
The shear stress is above 30

PSI.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Existing drawings are

incomplete (and do not show

any details) and there was no

access to verify.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Existing drawings are

incomplete (and do not show

any details) and there was no

access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Existing drawings are

incomplete (and do not show

any details) and there was no

access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
The existing drawings show

an attachment detail.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  

Not applicable due to Low

seismicity. If seismicity were

to be revised later, this item

would be noncompliant. The

2 course wall at 16' tall

result in a ratio of 24.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  

Not applicable due to Low

seismicity. However, no

access to verify, but

construction does not appear

to be multi-wythe.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to Low

seismicity. Also, no large

openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to Low

seismicity. Also, no large

openings observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to Low

seismicity. Also, existing

drawings are incomplete

(and do not show any

details) and there was no

access to verify.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Not applicable due to Low

seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to Low

seismicity. However, if

seismicity were revised in

future, this would be

noncompliant. Span of

(apparent) straight sheathing

diaphragm is approximately

99-feet.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. Also, diaphragm

is a straight-sheathed

diaphragm.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, no detail on

existing drawings and no

way to verify anchors in

field.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Not appicable due to Low

seismicity. If seismicity were

revised in the future, per the

existing drawings, the beams

are on brick piers with no

secondary support meaning

this item would be

noncompliant.
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Dayton, Dayton High School, Ag Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No seismic joints present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Welding cylinders

appeared to be free

standing.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous piping

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

From existing drawings it

appears partitions are

wood framed except for

the observed CMU wall at

the roof step.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Unable to see the

connection of the CMU

partition to the roof, but it

was confirmed it was not

braced by an integrated

ceiling.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Unable to verify ceiling

construction. Existing

drawings indicate ceiling is

direct applied to joists.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There were large windows

present. No access to

verify what type of glass

was present.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Details show cantilevered

wood joists but there is no

connection information

and no access to verify

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

The existing drawings

state the chimney is

supposed to be concrete

block to the roof. There is

no information on chimney

after the roof. If it is URM

then it is non-compliant-

9'-0" tall with a 20" plan

dimension.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X No details present.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
Stairs to the mezzanine are

not enclosed.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   
Unit heaters are not

laterally braced.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   
Equipment is not laterally

braced.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gymnasium
Facility Name: Dayton High School
District Name: Dayton
ICOS Latitude: 46.316
ICOS Longitude: -117.973
ICOS
County/District ID: 7002

ICOS Building ID: 21434
ASCE 41 Bldg Type: S3
Enrollment: 139
Gross Sq. Ft. : 27,152
Year Built: 1966
Number of Stories: 1
SXS BSE-2E: 0.229
SX1 BSE-2E: 0.086
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1013
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: DCI Engineers - Spokane

1. Dayton, Dayton High School, Gymnasium
1.1 Building Description

The Dayton Gymnasium, constructed in the late 1960’s, is a metal moment frame building with rod braced

frames in the longitudinal direction. It is located southeast of the Dayton High School Building in Dayton,

Washington. It is rectangular in shape measuring approximately 200-feet in length and 100-feet in width. It

has a low roof lobby space at the northeast end of the building. The building has CMU infill walls at ground

level; the walls are assumed to be a durable surface and not part of the lateral system.
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1.1.1 Building Use

The building serves as the gymnasium for sporting events for the Dayton High School sport teams. It also

has a partial mezzanine that serves as the weight lifting area for the school.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Dayton High School
Structural System Description

Structural Roof

The roof structure consists of transverse steel frames with open webbed steel

joists framing between the frames. The joists are topped with metal deck

sheathing.

Structural Floor(s)
The floor is wood framed over a crawl space. The mezzanine is a monolithic

cast-in-place deck/beam system.

Foundations Conventional/Shallow footings.

Gravity System
The gravity system consists of steel frames on concrete foundations with roof

framing as described above.

Lateral System
The lateral system consists of transverse steel moment frames with braced

frames providing stability in the longitudinal direction.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Dayton High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration

Foundations Good. No visible signs of corrosion, damage or deterioration

Gravity System Good. No visible signs of corrosion, damage or deterioration

Lateral System Good. No visible signs of corrosion, damage or deterioration
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Dayton Dayton High School Gymnasium
Deficiency Description
Brace Axial Stress

Check
The axial stress using the Quick Check procedure is greater than 0.50Fy.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Dayton Dayton High School Gymnasium
Deficiency Description
PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Spacing of girders attached to building is greater than 6'-0\ o.c.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Stairs are cast-in-place stairs that do not specifically allow any drift

Dayton, Dayton High School, Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 26



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Dayton Dayton High School Gymnasium
Unknown Item Description
C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

None observed, but access within the building was limited

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

None observed, but access within the building was limited

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Entrance had overhead storefront but there was no access to verify the type of glass

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
None observed but the mechanical equipment was inaccessible

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
None observed but the mechanical equipment was inaccessible

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

None observed but the mechanical equipment was inaccessible
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Photos:

Figure 1-1. Gymnasium, looking east at one of two moment frames.

Figure 1-2. Gymnasium, looking northeast at one of two moment frames.
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Figure 1-3. Gymnasium, looking northeast.

Figure 1-4. Moment frame panel point close-up.
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Figure 1-5. Moment frame panel point with rod bracing connection visible.

Figure 1-6. Gap between infill wall and intermediate column.
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Figure 1-7. Northeast gym wall.

Figure 1-8. Front lobby ceiling.
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Figure 1-9. View of horizontal reinforcement.

Figure 1-10. Plaque denoting the building completion date.
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Dayton, Dayton High School, Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single-story plus mezzanine.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single-story plus mezzanine.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to Low

seismicity. However, details

show ties between frame

columns.
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17-12 Collapse Prevention Structural Checklist for Building Type S3

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

 X   

The axial stress using the

Quick Check procedure is

greater than 0.50Fy.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Tansfer to Steel Frames

Diaphragms are connected for transfer of seismic

forces to the steel moment frames. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.2)

X     

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Moment-Resisting

Connections

All moment connections are able to develop the

elastic moment (FyS) of the adjoining members.

(Tier 2: Sec. 5.5.2.2.1; Commentary: Sec.

A.3.1.3.4)

  X  

Not applicable due to Low

seismicity. If the seismicity

were to be revised in the

future, the following would

likely be the evaluation

result: Per commentary

section A3.1.3.4, it is

assumed full penetration

welded connections without

added flange cover plates or

removal of beam flange, are

noncompliant. The existing

drawings show a fully

welded connection with no

additional ductility measures

detailed.

Compact Members

All frame elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.2.2.4; Commentary:

Sec. A.3.1.3.8)

  X  
Not applicable due to Low

seismicity.

Diaphragms
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Roof Panels

Where considered as diaphragm elements for

lateral resistance, metal, plastic, or cementitious

roof panels are positively attached to the roof

framing to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.1)

  X  
Not applicable due to Low

seismicity.

Wall Panels

Where considered as shear elements for lateral

resistance, metal, fiberglass, or cementitious wall

panels are positively attached to the framing and

foundation to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.2)

  X  

Not applicable due to Low

seismicity. However,

attachments are shown in the

existing drawings and appear

to be compliant.
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Dayton, Dayton High School, Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers observed

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material

present

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Partition walls are

reinforced masonry

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

None observed, but access

within the building was

limited

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

None observed, but access

within the building was

limited

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  None observed

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding present

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Entrance had overhead

storefront but there was no

access to verify the type of

glass
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No masonry veneer

present

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

Spacing of girders attached

to building is greater than

6'-0" o.c.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
Mezzanine stairs are

reinforced masonry
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

Stairs are cast-in-place

stairs that do not

specifically allow any drift

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

None observed but the

mechanical equipment was

inaccessible
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

None observed but the

mechanical equipment was

inaccessible

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

None observed but the

mechanical equipment was

inaccessible

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: High School Building
Facility Name: Dayton High School
District Name: Dayton
ICOS Latitude: 46.316
ICOS Longitude: -117.973
ICOS
County/District ID: 7002

ICOS Building ID: 21433
ASCE 41 Bldg Type: URM
Enrollment: 139
Gross Sq. Ft. : 37,524
Year Built: 1923
Number of Stories: 3
SXS BSE-2E: 0.229
SX1 BSE-2E: 0.086
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1013
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Dayton, Dayton High School, High School Building
1.1 Building Description

The Dayton High School building is a 38,000-square-foot URM structure built in 1923. The building is

roughly square in plan, with two stories over a crawlspace/partial basement, and attic space between the

ceiling- and roof structure. The building had an architectural renovation in 1985. The building houses an

auditorium, classrooms, administrative offices, and mechanical spaces. The structure is wood trusses with a

wood diaphragm over a wood I-joist ceiling structure. The floors are wood solid-sawn joists with diagonal

board sheathing. The exterior walls are URM, while the interior appears to be of post-and-beam

construction.
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1.1.1 Building Use

The building is used as classroom space for approximately 130 students, grades 9-12, in Dayton School

District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Dayton High School
Structural System Description
Structural Roof Wood joists with a wood diaphragm.

Structural Floor(s) Solid-sawn wood joists with diagonal board sheathing.

Foundations Unknown, assumed to be conventional shallow footings.

Gravity System
URM bearing walls at the exterior and post-and-beam construction at the

interior. Some interior bearing walls possible.

Lateral System URM shear walls at the exterior.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Dayton High School
Structural System Description
Structural Roof Good. No signs of corrosion, deterioration or damage.

Structural Floor(s) Fair. No signs of corrosion, deterioration or damage.

Foundations
Unknown. No signs of corrosion, deterioration or damage; a few cracks visible at

exterior stem wall.

Gravity System
Fair. No signs of corrosion or damage; minor grout deterioration noted around

perimeter of building.

Lateral System
Fair. No signs of corrosion or damage; minor grout deterioration noted around

perimeter of building.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Dayton Dayton High School High School Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Dayton Dayton High School High School Building
Unknown Item Description
Load Path No existing drawings and inadequate access to verify.

Weak Story No existing drawings to verify, but stories appear to be largely the same.

Soft Story No existing drawings to verify, but stories appear to be largely the same.

Vertical

Irregularities
No existing drawings to verify, but all walls appear to be continuous to the foundation.

Geometry No existing drawings to verify, but, no net horizontal dimension changes observed.

Mass No existing drawings to verify, but stories appear to be largely the same.

Torsion The building is fairly symmetrical; the center of mass assumed to be similar to the center of rigidity.

Redundancy
No existing drawings to verify; based on visual observation, there are at least two lines of walls in each

principal direction.

Shear Stress

Check
No existing drawings to verify; likely noncompliant, as exterior walls appear to have very little lateral capacity.

Wall Anchorage No existing drawings and inadequate access to verify; likely noncompliant based on the age of the structure.

Wood Ledgers No existing drawings and inadequate access to verify.

Transfer to Shear

Walls
No existing drawings and inadequate access to verify.

Girder-Column

Connection
No existing drawings and inadequate access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Dayton Dayton High School High School Building
Deficiency Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Rigid couplings were observed but full details of the system were unavailable to determine

compliance with NFPA-13.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2 that did not appear to be laminated.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Dayton Dayton High School High School Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

The building has a fire suppression system in the basement and bracing was observed but full

details of the system were unavailable to determine compliance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Full details of the system were unavailable to determine compliance with NFPA-13.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The exterior walls of the building appeared to be load bearing URM walls, but URM partitions

were not observed.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is likely that this is not applicable. The suspended ceilings that were observed were lay-in

acoustic tile.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Building drawings were unavailable and this condition could not be observed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Building drawings were unavailable and this condition could not be observed; likely not capable of

accommodating drift.
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Photos:

Figure 1-1. Attic space between wood I-joist ceilings and wood truss roof.
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Figure 1-2. Emergency gas shut-off valve.
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Figure 1-3. Library; bookshelves were positively attached to wall.
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Figure 1-4. Cornerstone with original construction date.
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Figure 1-5. Crack at stem wall.
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Figure 1-6. Open stairwell.
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Figure 1-7. Southwest face of building

Figure 1-8. Northwest face of building.
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Dayton, Dayton High School, High School Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
No existing drawings and

inadequate access to verify.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

No existing drawings to

verify, but stories appear to

be largely the same.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

No existing drawings to

verify, but stories appear to

be largely the same.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

No existing drawings to

verify, but all walls appear

to be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X

No existing drawings to

verify, but, no net horizontal

dimension changes

observed.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X

No existing drawings to

verify, but stories appear to

be largely the same.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

The building is fairly

symmetrical; the center of

mass assumed to be similar

to the center of rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to Low

seismicity. No existing

drawings to verify, If it were

evaluated it is likely

compliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings to verify;

crawlspace under main floor.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X

No existing drawings to

verify; based on visual

observation, there are at least

two lines of walls in each

principal direction.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

No existing drawings to

verify; likely noncompliant,

as exterior walls appear to

have very little lateral

capacity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

No existing drawings and

inadequate access to verify;

likely noncompliant based

on the age of the structure.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings and

inadequate access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

inadequate access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings and

inadequate access to verify.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to Low

seismicity. However, no

existing drawings to verify,

but likely compliant as no

large diaphragm openings

were observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to Low

seismicity. If seismicity were

revised in future: No

existing drawings to verify,

but likely compliant as no

large diaphragm openings

were observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to Low

seismicity. However, no

existing drawings and

inadequate access to verify.

Some diaphragms observed

to be straight sheathed.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Not appicable due to Low

seismicity. Also, no

secondary columns

observed, but no existing

drawings to verify.
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Dayton, Dayton High School, High School Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

The building has a fire

suppression system in the

basement and bracing was

observed but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

Rigid couplings were

observed but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are open,

pressurization and smoke

duct controls are not

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Full details of the system

were unavailable to

determine compliance with

NFPA-13.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    

Containers with hazardous

material in the chemistry

labs were observed to be

on shelves with lips.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
The gas piping is no longer

used.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

A shutoff valve for the gas

piping in the chemistry lab

was observed; the gas

piping is no longer in use.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
The gas piping is no longer

used.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
The building does not have

any seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The exterior walls of the

building appeared to be

load bearing URM walls,

but URM partitions were

not observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Masonry or hollow-clay

tile partitions were not

observed.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is likely that this is not

applicable. The suspended

ceilings that were observed

were lay-in acoustic tile.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Suspended gypsum board

ceilings were not observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
The building does not have

cladding panels.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
The building does not have

cladding panels.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

cladding panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

cladding panels.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

cladding panels.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

There are window panes

greater than 16 ft2 that did

not appear to be laminated.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

There are no masonry

chimneys present in this

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

There are no masonry

chimneys present in this

building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Building drawings were

unavailable and this

condition could not be

observed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Building drawings were

unavailable and this

condition could not be

observed; likely not

capable of accommodating

drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

Shelving units of this type

that were observed were

attached to the walls.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  
Items of this nature were

not observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Wood Shop
Facility Name: Dayton High School
District Name: Dayton
ICOS Latitude: 46.316
ICOS Longitude: -117.973
ICOS
County/District ID: 7002

ICOS Building ID: 21436
ASCE 41 Bldg Type: URM
Enrollment: 139
Gross Sq. Ft. : 10,846
Year Built: 1966
Number of Stories: 1
SXS BSE-2E: 0.229
SX1 BSE-2E: 0.086
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1013
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Dayton, Dayton High School, Wood Shop
1.1 Building Description

The Dayton High School Wood Shop is a single-story URM structure built as an addition to the existing bus

barn in 1966. The south half of the building is a bus barn for the Dayton School District; the northwest

section of the building is shop area; the north-central portion of the building is a classroom space; and the

northeast third of the building is a mechanical shop to support the bus barn. The building is roughly

rectangular in shape, approximately 170-feet-long and 80-feet-wide at the widest section. The woodshop and

classroom have slab-on-grade floors, while the bus barn does not have a slab. The building is URM, with

two types of brick visible on the exterior. The roof is open web wood joists with over-framing and a wood

diaphragm.
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1.1.1 Building Use

The building is used as a wood shop and classroom space for the high school, as well as a bus storage and

maintenance facility for the district.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Dayton High School
Structural System Description
Structural Roof Wood trusses with a wood diaphragm.

Structural Floor(s) Floor is slab-on-grade; reinforcement is unknown.

Foundations Unknown, shallow footings are assumed.

Gravity System Wood trusses bearing on URM bearing walls.

Lateral System URM shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Dayton High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System

Fair. Large crack present at the northwest corner of the building, a few smaller

cracks around the exterior. Large crack appears to be result of differential

settlement, but assessment by a licensed structural engineer is recommended.

Lateral System

Fair. Large crack present at the northwest corner of the building, a few smaller

cracks around the exterior. Large crack appears to be result of differential

settlement, but assessment by a licensed structural engineer is recommended.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Dayton Dayton High School Wood Shop
Deficiency Description
Mezzanines Interior mezzanine observed to be anchored to main structure with an inadequate lateral load path.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Dayton Dayton High School Wood Shop
Unknown Item Description

Load Path
Only drawings available are a partial architectural plan of the shop addition. Shear walls do not appear to be

present on all sides, and the building has a plywood diaphragm.

Vertical

Irregularities
No existing drawings available, but vertical elements appeared continuous to the foundation.

Torsion
No existing drawings available. Unable to make proper assumptions to determine compliance due to the

geometry of the building.

Redundancy
No existing drawings to verify, but the number of shear walls appears to be greater than or equal to 2 in each

principal direction. The southeast face of the building is primarily garage doors and has no lateral capacity.

Shear Stress

Check
No existing drawings to verify.

Wall Anchorage No existing drawings and inadequate access to verify.

Wood Ledgers No existing drawings and inadequate access to verify visually.

Transfer to Shear

Walls
No existing drawings and inadequate access to verify.

Girder-Column

Connection
No existing drawings and inadequate access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Dayton Dayton High School Wood Shop
Deficiency Description
PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Canopy anchorage exceeded the noted limit.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Dayton Dayton High School Wood Shop
Unknown Item Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There are window panes greater than 16 ft2 that did not appear to be laminated, but it could not be

determined from what could be observed during the site visit.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
The detailing of the stairs could not be observed.
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Photos:

Figure 1-1. Classroom space at "middle" of building.
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Figure 1-2. View in wood shop area.

Figure 1-3. Interior view of south wall of building. URM piers supporting joist girders.
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Figure 1-4. Demising wall between bus barn and wood shop.

Figure 1-5. Mezzanine in mechanical shop.
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Figure 1-6. Southeast face of building.
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Figure 1-7. Large crack on northwest corner of building
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Figure 1-8. Canopy over wood shop entrance.

Figure 1-9. Column at mid-span of beam girder.
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Figure 1-10. Footing for column in bus barn.
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Dayton, Dayton High School, Wood Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Only drawings available are

a partial architectural plan of

the shop addition. Shear

walls do not appear to be

present on all sides, and the

building has a plywood

diaphragm.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

 X   

Interior mezzanine observed

to be anchored to main

structure with an inadequate

lateral load path.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

   X

No existing drawings

available, but vertical

elements appeared

continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

No existing drawings

available. Unable to make

proper assumptions to

determine compliance due to

the geometry of the building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to Low

seismicity. No existing

drawings available; If it

were evaluated it is likely

noncompliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to Low

seismicity. No existing

drawings available; If level

of seismicity were to

increase in the future it is

compliant in shop area,

likely noncompliant at bus

barn.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X

No existing drawings to

verify, but the number of

shear walls appears to be

greater than or equal to 2 in

each principal direction. The

southeast face of the

building is primarily garage

doors and has no lateral

capacity.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X
No existing drawings to

verify.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings and

inadequate access to verify.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

No existing drawings and

inadequate access to verify

visually.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

inadequate access to verify.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings and

inadequate access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to Low

seismicity. Also, no large

diaphragm openings

observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to Low

seismicity. Also, no large

diaphragm openings

observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings to verify

dimensions, but likely

compliant.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to Low

seismicity. No existing

drawings and inadequate

access to verify fully. If

seismicity were revised in

future, this would be likely

compliant based on limited

observation.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. If seismicity

revised in future, it appears

there is no blocking visible

at panel edges and horizontal

spans estimated to be greater

than 40 ft.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Not appicable due to Low

seismicity. Also, secondary

columns were not present.
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Dayton, Dayton High School, Wood Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No enclosed stairs are

present in this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Hazardous material

containers were not

observed to be present in

the building.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
URM partitions were not

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Masonry or hollow-clay

tile partitions supported by

an integrated ceiling

system were not observed.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Light fixtures of this type

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
The building does not have

cladding panels.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
The building does not have

cladding panels.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

cladding panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

cladding panels.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

concrete cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are window panes

greater than 16 ft2 that did

not appear to be laminated,

but it could not be

determined from what

could be observed during

the site visit.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   
Canopy anchorage

exceeded the noted limit.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

There are no masonry

chimneys present in this

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

There are no masonry

chimneys present in this

building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

Hollow-clay tile or

unreinforced masonry

walls were not observed

around the stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X
The detailing of the stairs

could not be observed.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
Items of this nature were

not observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  
Items of this nature were

not observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Elementary and Middle School
Building

Facility Name: Dayton K-8 School
District Name: Dayton
ICOS Latitude: 46.317
ICOS Longitude: -117.975
ICOS
County/District ID: 7002

ICOS Building ID: 16695
ASCE 41 Bldg Type: URM
Enrollment: 245
Gross Sq. Ft. : 42,716
Year Built: 1966
Number of Stories: 2
SXS BSE-2E: 0.229
SX1 BSE-2E: 0.086
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 1013
Liquefaction

Potential:
moderate to high

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Dayton, Dayton K-8 School, Elementary and Middle School Building
1.1 Building Description

The Dayton Elementary School building consists of an original, early 1950s building, with an addition added

in the late 1950s. The original building is of URM construction. The addition is a combination of wood- and

URM bearing walls with a wood-framed roof structure. The addition is rectangular in plan measuring 95-

feet-wide by 200-feet-long. The original building is “L” shaped with a 240-foot-deep by 80-foot-wide main

portion and a 115-foot by 90-foot leg at the southeast edge of the main portion.
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1.1.1 Building Use

The building serves approximately 200 PK-5th grade students and 20 teachers. It has a gymnasium with a

small stage for school productions.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Dayton K-8 School
Structural System Description

Structural Roof
The addition has a wood-framed roof (typically 2x12 joists) with diagonal roof

sheathing. The original building is assumed to be wood-framed, as well.

Structural Floor(s)
The building is mainly a single-story building with a slab-on-grade. The floor

over the basement area is wood-framed.

Foundations
The foundations on the addition are concrete stem walls and basement walls. The

original building appeared to be the same.

Gravity System
The gravity system uses wood-framed roof/floors with combination wood and

URM bearing walls.

Lateral System
The lateral system appears to be URM shear walls in the both the addition and

the original building.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Dayton K-8 School
Structural System Description

Structural Roof

There was an area of infill between the main structure and the exterior steel

covered walkway that was showing signs of deterioration from exposure to

moisture, see photo. The remainder was good with no visible signs of corrosion

or damage deterioration (where visible).

Structural Floor(s) Good. No visible signs of corrosion, damage deterioration (where visible).

Foundations Good. No visible signs of corrosion, damage deterioration (where visible).

Gravity System Good. No visible signs of corrosion, damage deterioration (where visible).

Lateral System Good. No visible signs of corrosion, damage deterioration (where visible).
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Dayton Dayton K-8 School Elementary and Middle School Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Dayton Dayton K-8 School Elementary and Middle School
Building
Unknown Item Description
Load Path There appears to be a structural diaphragm and shear walls. Unable to verify connectivity.

Torsion No drawings available to make a reasonable estimate.

Shear Stress

Check

The existing drawings of the addition do not match what was built. However, using visual observation of shear

wall lengths, it appears the building is compliant.

Wall Anchorage
The addition drawings show anchors at the roof line. However there was no access to verify if they were

installed and there was no drawings or access to verify the existence of straps in the original building.

Wood Ledgers Per the available details they are compliant but unable to verify the original building.

Transfer to Shear

Walls
No connections could be verified.

Girder-Column

Connection
No connections could be verified.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Dayton Dayton K-8 School Elementary and Middle School Building
Deficiency Description
PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Non-compliant based on existing drawings. Unable to confirm in original building

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Hot water heaters appeared to be free-standing with no attachments to the structure
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Dayton Dayton K-8 School Elementary and Middle School
Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

From existing drawings it appears the partitions on the addition are all wood. No existing drawings

or access to verify in the original building

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

From existing drawings it appears the partitions on the addition are all wood. No existing drawings

or access to verify in the original building

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

In adequate existing drawings or access to verify

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

In adequate existing drawings or access to verify

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The diaphragm of the canopy on the addition is framed at the same level as the main roof

diaphragm (compliant). Unknown for the original building

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.
The chimney is in original building with no access to verify.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
The chimney is in original building with no access to verify.
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Photos:

Figure 1-1. Gymnasium with stage.

Figure 1-2. Gymnasium.
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Figure 1-3. Gymnasium exterior wall.

Figure 1-4. Wood-framed partition wall built under drop-in acoustical ceiling.
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Figure 1-5. Corridor with lockers.

Figure 1-6. Exterior canopy showing signs of deterioration from moisture exposure.
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Figure 1-7. Elementary school library with tall, free-standing shelves.
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Figure 1-8. Boiler with no visible seismic strapping.

Figure 1-9. Miscellaneous piping in mechanical space.
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Figure 1-10. Exterior canopy connection to the building. The canopy shows signs of deterioration.
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Dayton, Dayton K-8 School, Elementary and Middle School Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

There appears to be a

structural diaphragm and

shear walls. Unable to verify

connectivity.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanines present.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X
No drawings available to

make a reasonable estimate.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to Low

seismicity. Also, slab

present.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

The existing drawings of the

addition do not match what

was built. However, using

visual observation of shear

wall lengths, it appears the

building is compliant.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

The addition drawings show

anchors at the roof line.

However there was no

access to verify if they were

installed and there was no

drawings or access to verify

the existence of straps in the

original building.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Per the available details they

are compliant but unable to

verify the original building.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No connections could be

verified.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No connections could be

verified.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  

Not applicable due to Low

seismicity. However, the

addition appears to be

compliant based on wall

sections. No access to verify

in original building.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  

Not applicable due to Low

seismicity. Also, joint voids

could not be verified.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Not applicable due to Low

seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to Low

seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to Low

seismicity. Also, diaphragm

chord ties could not be

verified.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to Low

seismicity. Addition shows

diagonal sheathing. Unable

to verify existing building.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Addition shows diagonal

sheathing. Unable to verify

existing building.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. Addition appears

to be compliant. Unable to

verify the original building.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, no access

to verify. In the addition it is

assumed the wall anchors

are plate steel thus they

would be installed taut

(compliant) if seismicity

were revised in the future.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Not appicable due to Low

seismicity. However,

additional columns were not

visible and could not be

verified.
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Dayton, Dayton K-8 School, Elementary and Middle School Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers observed

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No seismic joints present

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

present

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

From existing drawings it

appears the partitions on

the addition are all wood.

No existing drawings or

access to verify in the

original building

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

From existing drawings it

appears the partitions on

the addition are all wood.

No existing drawings or

access to verify in the

original building

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions exist (assumed)

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

In adequate existing

drawings or access to

verify

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

In adequate existing

drawings or access to

verify

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No heavy cladding present

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

No masonry veneer

present; building is a URM

structure.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  Single-story building

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

 X   

Non-compliant based on

existing drawings. Unable

to confirm in original

building
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The diaphragm of the

canopy on the addition is

framed at the same level as

the main roof diaphragm

(compliant). Unknown for

the original building

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

The chimney is in original

building with no access to

verify.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

The chimney is in original

building with no access to

verify.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  Single-story building
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Hot water heaters appeared

to be free-standing with no

attachments to the

structure

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Dixie Elementary School
District Name: Dixie
ICOS Latitude: 46.141
ICOS Longitude: -118.151
ICOS
County/District ID: 36101

ICOS Building ID: 18037
ASCE 41 Bldg Type: URM
Enrollment: 30
Gross Sq. Ft. : 15,291
Year Built: 1921
Number of Stories: 3
SXS BSE-2E: 0.395
SX1 BSE-2E: 0.218
ASCE 41 Level of
Seismicity: Moderate

Site Class: D
VS30(m/s): 359
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Dixie, Dixie Elementary School, Main Building
1.1 Building Description

Dixie Elementary School is a 15,000-square-foot URM building constructed in 1921. The building is two

stories over a daylight basement. The building houses classrooms, storage and mechanical space, and a

kitchen in the basement; classrooms, administrative offices, locker rooms, and a gymnasium on the first

floor; and classrooms and an auditorium on the second floor. The gym has a narrow, hanging mezzanine

originally used for viewing; the access has been restricted as the mezzanine has been deemed unsafe. The

exterior walls are URM, while the interior of the building is assumed to be post-and-beam: a number of large

wooden posts were observed in the basement.

Dixie, Dixie Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 32



1.1.1 Building Use

The building serves as the K-5 elementary school for approximately 40 students in the Dixie School District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Dixie Elementary School
Structural System Description
Structural Roof The roof is wood trusses with a wood diaphragm.

Structural Floor(s)
The structural floors are assumed to be wood joists spanning between bearing

walls and beams with wood sheathing.

Foundations The foundations are assumed to be conventional shallow foundations.

Gravity System
The gravity system is URM bearing walls at the exterior and post-and-beam at

the interior.

Lateral System The lateral system is URM shear walls at the exterior of the building.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Dixie Elementary School
Structural System Description
Structural Roof Fair. No signs of corrosion, damage or deterioration; access was limited.

Structural Floor(s) Good. No signs of corrosion, damage or deterioration.

Foundations Unknown. Minor signs of deterioration at southwest corner of building.

Gravity System

Fair. Substantial cracking visible on gymnasium walls; cracks have translated to

both in- and outside faces of the wall. Assessment of cracking by a licensed

structural engineer is recommended.

Lateral System
Fair. Substantial cracking visible on gym walls. Assessment of cracking by a

licensed structural engineer is recommended.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Dixie Dixie Elementary School Main Building
Deficiency Description
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items marked as “unknown” and commentary indicating the need for further investigation or the likelihood of compliance or non-
compliance based on the age of construction. 
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Dixie Dixie Elementary School Main Building

Dixie, Dixie Elementary School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project
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Unknown Item Description
Load Path No existing drawings and inadequate access to verify; likely noncompliant based on the age of the building.

Mezzanines Connection of small mezzanine in gym is unknown but likely noncompliant.

Weak Story No existing drawings to verify, but stories appear to be largely the same.

Soft Story No existing drawings to verify, but stories appear to be largely the same.

Vertical

Irregularities
No existing drawings to verify, walls appear continuous to foundation.

Geometry No existing drawings to verify, but stories appear to be largely the same.

Mass No existing drawings to verify.

Torsion
The building is fairly symmetrical; the center of mass is assumed to be relatively similar to the center of 
rigidity.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high 
liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by 
a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of 
expected surface fault ruptures.

Overturning

No existing drawings to verify, but likely noncompliant based on observations. Interior structure appears to be 
post-and-beam construction, while the exterior structure is comprised largely of small wall piers between banks 
of windows.

Redundancy No existing drawings to verify, but likely compliant based on observation.

Shear Stress

Check

No existing drawings to verify, but likely noncompliant. Interior structure appears to be post-and-beam 
construction; exterior structure is largely small wall piers between banks of windows on three sides.

Wall Anchorage No existing drawings and inadequate access to verify.

Wood Ledgers No existing drawings and inadequate access to verify.

Transfer to Shear 
Walls

No existing drawings and inadequate access to verify.

Girder-Column

Connection
No existing drawings and inadequate access to verify.

Proportions No existing drawings and inadequate access to verify.

Masonry Layup No existing drawings and inadequate access to verify.

Openings at Shear 
Walls

No existing drawings and inadequate access to verify.

Openings at 
Exterior Masonry 
Shear Walls

No existing drawings and inadequate access to verify.

Cross Ties No existing drawings and inadequate access to verify.
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Straight Sheathing No existing drawings and inadequate access to verify diaphragm type.

Spans No existing drawings and inadequate access to verify diaphragm type.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings and inadequate access to verify diaphragm type.

Stiffness of Wall

Anchors
No existing drawings and inadequate access to verify.

Beam Girder, and Truss Supports,No existing drawings and inadequate access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Dixie Dixie Elementary School Main Building
Deficiency Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2 that do not appear to be laminated.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

The height to width ratio of the chimney extension above the roof could not be measured due to

limitations in access, but it appeared to exceed the limit noted.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Some bookshelves and cabinets exceeding this height-to-width ratio were observed and did not

appear to be anchored to the structure.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Dixie Dixie Elementary School Main Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

The ceiling details could not be observed, but the ceiling appeared to be direct applied.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Building drawings were not available and this configuration could not be observed.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
This condition could not be observed.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Building drawings were unavailable and this condition could not be observed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Building drawings were unavailable and this condition could not be observed; likely not capable of

accommodating drift.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Some contents were observed stored on top of cabinets, but their weights are unknown.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Items could not be visually verified during site visit.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Items could not be visually verified during site visit.
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Photos:

Figure 1-1. Large wood post in basement mechanical room.

Figure 1-2. Basement kitchen area
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Figure 1-3. Plaque denoting construction date and historic registry.
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Figure 1-4. Stairs from main floor to front entry. Stairwells on either end of building provide access from
basement to top floor.
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Figure 1-5. View of gymnasium, looking east.

Figure 1-6. View of gymnasium's east wall from mezzanine. It was noted the mezzanine was structurally
questionable during visit. Cracks can be seen near far corner of gym.
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Figure 1-7. Cracks in the west wall of the gym.
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Figure 1-8. West end of the building; doorway and window on far-right side of picture are at stairway.
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Figure 1-9. South wall of building at the gym. Some foundation wall deterioration is visible at base of wall.
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Figure 1-10. Southeast corner of gym. Cracks matching those inside can be seen near corner.
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Dixie, Dixie Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings and

inadequate access to verify;

likely noncompliant based

on the age of the building.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Connection of small

mezzanine in gym is

unknown but likely

noncompliant.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

No existing drawings to

verify, but stories appear to

be largely the same.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

No existing drawings to

verify, but stories appear to

be largely the same.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

No existing drawings to

verify, walls appear

continuous to foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

   X

No existing drawings to

verify, but stories appear to

be largely the same.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

   X
No existing drawings to

verify.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

The building is fairly

symmetrical; the center of

mass is assumed to be

relatively similar to the

center of rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

No existing drawings to

verify, but likely

noncompliant based on

observations. Interior

structure appears to be post-

and-beam construction,

while the exterior structure

is comprised largely of small

wall piers between banks of

windows.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade present.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X

No existing drawings to

verify, but likely compliant

based on observation.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

No existing drawings to

verify, but likely

noncompliant. Interior

structure appears to be post-

and-beam construction;

exterior structure is largely

small wall piers between

banks of windows on three

sides.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings and

inadequate access to verify.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings and

inadequate access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

inadequate access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings and

inadequate access to verify.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

   X
No existing drawings and

inadequate access to verify.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X
No existing drawings and

inadequate access to verify.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

   X
No existing drawings and

inadequate access to verify.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

   X
No existing drawings and

inadequate access to verify.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
No existing drawings and

inadequate access to verify.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

No existing drawings and

inadequate access to verify

diaphragm type.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

No existing drawings and

inadequate access to verify

diaphragm type.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

No existing drawings and

inadequate access to verify

diaphragm type.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No existing drawings and

inadequate access to verify.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X
No existing drawings and

inadequate access to verify.
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Dixie, Dixie Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are open,

pressurization and smoke

duct controls are not

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material was

observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material was

observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material was

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous material was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous material was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous material was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

The ceiling details could

not be observed, but the

ceiling appeared to be

direct applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Suspended gypsum board

ceilings were not observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

Light fixtures that weigh

more per square foot than

the ceiling they penetrate

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Heavy cladding

components were not

observed on the building.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any steel or concrete

moment-frames.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

concrete cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

There are window panes

greater than 16 ft2 that do

not appear to be laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

There is no unreinforced

masonry backup in this

building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Building drawings were

not available and this

configuration could not be

observed.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
No canopies were

observed.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  

Based on the building type

it is unlikely that there are

concrete parapets on this

building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

The height to width ratio

of the chimney extension

above the roof could not be

measured due to

limitations in access, but it

appeared to exceed the

limit noted.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X
This condition could not

be observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Building drawings were

unavailable and this

condition could not be

observed.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Building drawings were

unavailable and this

condition could not be

observed; likely not

capable of accommodating

drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Some bookshelves and

cabinets exceeding this

height-to-width ratio were

observed and did not

appear to be anchored to

the structure.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Some contents were

observed stored on top of

cabinets, but their weights

are unknown.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X
Items could not be visually

verified during site visit.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X
Items could not be visually

verified during site visit.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Equipment of this type was

not observed during the

visit.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: 6th Grade Building

Facility Name: East Valley Central Middle
School

District Name: East Valley (Yakima)
ICOS Latitude: 46.573
ICOS Longitude: -120.405
ICOS
County/District ID: 39090

ICOS Building ID: 16974
ASCE 41 Bldg Type: PC1
Enrollment: 686
Gross Sq. Ft. : 15,382
Year Built: 1980
Number of Stories: 1
SXS BSE-2E: 0.407
SX1 BSE-2E: 0.238
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 487
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. East Valley (Yakima), East Valley Central Middle School, 6th Grade Building
1.1 Building Description

The East Valley Central Middle School 6th Grade Building is a one-story structure constructed on level

ground and located in Yakima, Washington. The building was originally constructed in 1980 with a

subsequent addition in 2010. The original building is a precast concrete and reinforced concrete masonry

structure. The 2010 addition is a wood stud wall structure. The overall building is L-shaped in plan, roughly

240 feet by 170 feet overall, with a maximum roof height of around 16 feet. The 2010 addition is rectangular

in plan at the west end of the structure and is roughly 240 feet by 70 feet. The original building is also mostly

rectangular in plan, roughly 160 feet by 100 feet. There is a seismic joint located between the original

section and the addition. The building construction consists of precast concrete panel walls and reinforced

CMU walls at the original building and wood stud walls at the addition. The roof system consists of metal

roof decking over steel joists. The ground floor structure is a concrete slab-on-grade. The building shares the
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site with the East Valley Central Middle School 7th-8th Grade Building, the Gymnasium Building, the

Computer Lab Building, and four portables. The building is directly north of the 7th-8th Grade Building.
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1.1.1 Building Use

The East Valley Central Middle School 6th Grade Building includes classrooms, a library, science labs,

restrooms, storage, and administrative offices. The middle school has over 680 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of East Valley Central Middle School
Structural System Description
Structural Roof The structural roof consists of metal roof decking over steel joists.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations
The foundation is assumed to be a conventional shallow foundation with

continuous wall footings and spread footings.

Gravity System

The gravity system is comprised of precast concrete bearing walls, reinforced

CMU walls, wood stud-framed bearing walls, steel joists, steel beams, and steel

columns.

Lateral System

The lateral forces are resisted by the precast concrete panel shear walls in both

the longitudinal and transverse directions at the original building and by wood

shear walls at the 2010 addition.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of East Valley Central Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School 6th Grade Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School 6th
Grade Building
Unknown Item Description

Load Path
No drawings provided for original building. This item requires further investigation to make a final

determination on compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance. The

addition of tension ties, blocking, strapping, and diaphragm nailing may be appropriate to mitigate seismic risk.

Reinforcing Steel

This evaluation item is unknown due to lack of original building construction drawings. This item requires

further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Wood Ledgers

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Deflection

Compatibility for

Rigid Diaphragms

This evaluation item is unknown due to lack of original building construction drawings. This item requires

further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Cross Ties in

Flexible

Diaphragms

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Minimum

Number of Wall

Anchors Per Panel

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Precast Wall

Panels

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Girders

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School 6th Grade Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School 6th
Grade Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation required to review fire suppression for flexible couplings.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation required to verify lateral support at top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation required to review support system for light fixtures. All light fixtures in grid

ceiling system should have seismic bracing.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.

Further investigation required to verify cladding connection detailing for concrete cladding.

Additional post-installed anchors to ensure a maximum spacing of four feet between anchors may

be appropriate.

CG-4 Threaded Rods. HR-not

required; LS-MH; PR-MH.
Further investigation required to verify cladding connections.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Further investigation required to verify cladding connections.

CG-6 Bearing Connections.

HR-MH; LS-MH; PR-MH.
Further investigation required to verify cladding connections.
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Photos:

Figure 1-1. East Valley Central Middle School 6th Grade Building - Northeast Exterior

Figure 1-2. East Valley Central Middle School 6th Grade Building - East Exterior
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Figure 1-3. East Valley Central Middle School 6th Grade Building - South Exterior

Figure 1-4. East Valley Central Middle School 6th Grade Building - North Exterior at New Addition
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Figure 1-5. Seismic Joint Between Original Building and Addition - Exterior
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Figure 1-6. Seismic Joint Between Original Building and Addition - Interior
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Figure 1-7. Typical Hallway in New Addition

Figure 1-8. Library with Inadequate Sprinkler Head Penetration Clearance and Unknown Light Fixture Bracing at
Low Ceiling
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Figure 1-9. Precast Concrete Panel Wall Alongside CMU Wall at Original Building
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Figure 1-10. Mechanical Room with Unanchored Units
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East Valley (Yakima), East Valley Central Middle School, 6th Grade Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings provided for

original building. This item

requires further investigation

to make a final

determination on compliance

and to develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. The addition of

tension ties, blocking,

strapping, and diaphragm

nailing may be appropriate

to mitigate seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

  X   

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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East Valley (Yakima), East Valley Central Middle School, 6th Grade Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X     

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation

required to verify lateral

support at top of heavy

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation

required to review support

system for light fixtures.

All light fixtures in grid

ceiling system should have

seismic bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

Further investigation

required to verify cladding

connection detailing for

concrete cladding.

Additional post-installed

anchors to ensure a

maximum spacing of four

feet between anchors may

be appropriate.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

   X

Further investigation

required to verify cladding

connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Further investigation

required to verify cladding

connections.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

   X

Further investigation

required to verify cladding

connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

East Valley (Yakima), East Valley Central Middle School, 6th Grade Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 32



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage required for tall

narrow contents more than

six feet high to provide

overturning restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage required for tall

narrow equipment more

than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: 7th - 8th Grade Building

Facility Name: East Valley Central Middle
School

District Name: East Valley (Yakima)
ICOS Latitude: 46.573
ICOS Longitude: -120.405
ICOS
County/District ID: 39090

ICOS Building ID: 13229
ASCE 41 Bldg Type: S2
Enrollment: 686
Gross Sq. Ft. : 37,740
Year Built: 2010
Number of Stories: 2
SXS BSE-2E: 0.407
SX1 BSE-2E: 0.238
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 487
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. East Valley (Yakima), East Valley Central Middle School, 7th - 8th Grade Building
1.1 Building Description

The East Valley Central Middle School 7th-8th Grade Building is a two-story structure constructed on level

ground and located in Yakima, WA. The building was originally constructed in 2010. The building is L-

shaped in plan, roughly 245 ft by 165 ft overall. The second level is rectangular in plan, roughly 150 ft by 80

ft, and located at the northern portion of the building. The maximum roof height is around 30 ft. The building

construction consists of a steel frame with metal stud walls and concentrically braced frames. The exterior

walls are cladded in split CMU veneer, precast concrete panels, and metal panels. The roof system consists

of metal roof decking over open-web steel joists. The second floor structure is a concrete slab over metal

decking supported by steel joists. The ground floor is a concrete slab-on-grade. The building shares the site

with the East Valley Central Middle School 6th Grade Building, the Gymnasium Building, the Computer

Lab Building, and four portables. The building is directly south of the 6th Grade Building.
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1.1.1 Building Use

The East Valley Central Middle School 7th-8th Grade Building includes classrooms, a mechanical/electrical

room, a music room, restrooms, storage space, and administrative offices. The middle school has over 680

student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of East Valley Central Middle School
Structural System Description

Structural Roof
The structural roof is a flexible diaphragm consisting of metal roof decking

supported by steel joists.

Structural Floor(s)

The second level structural floor is a rigid diaphragm consisting of a 5-inch

concrete slab on a 1 ½-inch metal deck supported by steel joists. The ground

floor is a concrete slab-on-grade.

Foundations
The foundation consists of continuous wall footings under exterior walls and

spread footings under columns and braced frames.

Gravity System

The gravity system consists of steel joists spanning between perimeter steel

beams, as well as steel beams at the corridor. The steel beams are supported by

steel columns.

Lateral System
The lateral forces are resisted by the concentrically braced frames in both the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of East Valley Central Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School 7th - 8th Grade Building
Deficiency Description

Geometry

There are changes to the net horizontal dimension of the seismic-force-resisting system of more than 30% in

adjacent stories. Further investigation is required to determine the effects. Lateral system strengthening may be

appropriate to mitigate seismic risk, such as the addition of new shear walls or braced frames.

Column Axial

Stress Check

Axial stress caused by gravity loads is more than 0.30 Fy. The building likely requires strengthening of gravity

columns subjected to overturning forces. Axial stress may be reduced by the addition of new lateral force

resisting elements, such as brace frames. Further investigation/analysis is required.

Compact

Members

Not all brace elements meet compact section requirements in accordance with AISC 341, Table D1.1.

Strengthening of brace elements through the addition of steel plates or the addition of new braced frames to

reduced demand may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School 7th - 8th
Grade Building
Unknown Item Description

Load Path
Incomplete drawings provided. This item requires further investigation to make a final determination on

compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Transfer to Steel

Frames

No details provided in drawings. This item requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.

Steel Columns
No details provided in drawings. This item requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.

Connection

Strength

No details provided in drawings. This item requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.

Concentrically

Braced Frame

Joints

No details provided to confirm concentric joint. This item requires further investigation to make a final

determination on its compliance and to develop a mitigation recommendation, if necessary.

Cross Ties

Unknown if steel framing is tied together to transfer forces. This item requires further investigation to make a

final determination on its compliance. If noncompliance is verified, the addition of strap plates to connect the

existing roof framing members together may be appropriate.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School 7th - 8th Grade
Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression not anchored and braced in accordance with NFPA-13. All fire suppression piping

should be braced.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage required for fall-prone contents. Heavy items on upper shelves should be restrained by

netting or cabling to avoid becoming falling hazards.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School 7th -
8th Grade Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation required to review fire suppression for flexible couplings. Installation of

flexible couplings may be appropriate if non-existent.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

No piping/ductwork conveying hazardous material was observed. Further investigation is required

to verify hazardous piping/ductwork is non-existent. If existent, further investigation is required to

review piping/ductwork for bracing or other protection to prevent damage allowing release of

hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

If hazardous piping/ductwork is existent, further investigation is required to verify the existence

and location of shutoff valves or spill/leak protection.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

If hazardous piping/ductwork is existent, futher investigation is required to verify the existence and

location of flexible couplings.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation required to verify lateral support at top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation required to verify detailing of rigid cementitious partitions for drift.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation required to review support system for light fixtures. All light fixtures in grid

ceiling system should have seismic bracing.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation required to verify method of support of masonry veneer at each floor above

grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation required to verify anchorage of masonry veneer at weakened planes.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
Further investigation is required to verify anchorage and backup system of masonry veneer.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation required to verify proper installation of retainer plates.

East Valley (Yakima), East Valley Central Middle School, 7th - 8th Grade Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 30



Photos:

Figure 1-1. East Valley Central Middle School 7th and 8th Grade Building - East Exterior

Figure 1-2. East Valley Central Middle School 7th and 8th Grade Building - Northeast Exterior
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Figure 1-3. East Valley Central Middle School 7th and 8th Grade Building - West Exterior
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Figure 1-4. East Valley Central Middle School 7th and 8th Grade Building - North Exterior
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Figure 1-5. Typical Hallway

Figure 1-6. Typical Classroom
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Figure 1-7. Music Room with Unknown Light Fixture Bracing

Figure 1-8. Mechanical Room from Mezzanine with Unbraced Piping
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Figure 1-9. Unbraced Suspended Mechanical Equipment
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Figure 1-10. Unbraced Tall Narrow Contents, Typical Throughout
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East Valley (Yakima), East Valley Central Middle School, 7th - 8th Grade Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Incomplete drawings

provided. This item requires

further investigation to make

a final determination on

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

 X   

There are changes to the net

horizontal dimension of the

seismic-force-resisting

system of more than 30% in

adjacent stories. Further

investigation is required to

determine the effects.

Lateral system strengthening

may be appropriate to

mitigate seismic risk, such

as the addition of new shear

walls or braced frames.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-10 Collapse Prevention Structural Checklist for Building Types S2 and S2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of braced frames in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

X     

Column Axial Stress

Check

The axial stress caused by gravity loads in

columns subjected to overturning forces is less

than 0.10Fy. Alternatively, the axial stress

caused by overturning forces alone, calculated

using the Quick Check procedure of Section

4.4.3.6, is less than 0.30Fy. (Tier 2: Sec.

5.5.2.1.3; Commentary: Sec. A.3.1.3.2)

 X   

Axial stress caused by

gravity loads is more than

0.30 Fy. The building likely

requires strengthening of

gravity columns subjected to

overturning forces. Axial

stress may be reduced by the

addition of new lateral force

resisting elements, such as

brace frames. Further

investigation/analysis is

required.

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Steel

Frames

Diaphragms are connected for transfer of seismic

forces to the steel frames. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.2)

   X

No details provided in

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

   X

No details provided in

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of braced bays in each line is greater

than 2. (Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

X     

Connection Strength

All the brace connections develop the buckling

capacity of the diagonals. (Tier 2: Sec. 5.5.4.4;

Commentary: Sec. A.3.3.1.5)

   X

No details provided in

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Compact Members

All brace elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.4; Commentary:

Sec. A.3.3.1.7)

X     

K-Bracing

The bracing system does not include K braced

bays. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Column Splices

All column splice details located in braced

frames develop 50% of the tensile strength of the

column. (Tier 2: Sec. 5.5.4.2; Commentary: Sec.

A.3.3.1.3)

  X   

Slenderness of

Diagonals

All diagonal elements required to carry

compression have Kl/r ratios less than 200. (Tier

2: Sec. 5.5.4.3; Commentary: Sec. A.3.3.1.4)

X     

Compact Members

All brace elements meet section requirements in

accordance with AISC 341, Table D1.1, for

moderately ductile members. (Tier 2: Sec. 5.5.4;

Commentary: Sec. A.3.3.1.7)

 X   

Not all brace elements meet

compact section

requirements in accordance

with AISC 341, Table D1.1.

Strengthening of brace

elements through the

addition of steel plates or the

addition of new braced

frames to reduced demand

may be appropriate to

mitigate seismic risk.

Chevron Bracing

Beams in chevron, or V-braced, bays are capable

of resisting the vertical load resulting from the

simultaneous yielding and buckling of the brace

pairs. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.3)

  X   
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Concentrically Braced

Frame Joints

All the diagonal braces frame into the beam–

column joints concentrically. (Tier 2: Sec.

5.5.4.8; Commentary: Sec. A.3.3.2.4)

   X

No details provided to

confirm concentric joint.

This item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Frames

Diaphragm openings immediately adjacent to the

braced frames extend less than 25% of the frame

length. (Tier 2: Sec. 5.6.1.3; Commentary: Sec.

A.4.1.5)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Unknown if steel framing is

tied together to transfer

forces. This item requires

further investigation to make

a final determination on its

compliance. If

noncompliance is verified,

the addition of strap plates to

connect the existing roof

framing members together

may be appropriate.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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East Valley (Yakima), East Valley Central Middle School, 7th - 8th Grade Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression not

anchored and braced in

accordance with NFPA-13.

All fire suppression piping

should be braced.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation

required to review fire

suppression for flexible

couplings. Installation of

flexible couplings may be

appropriate if non-existent.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X     

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

No piping/ductwork

conveying hazardous

material was observed.

Further investigation is

required to verify

hazardous piping/ductwork

is non-existent. If existent,

further investigation is

required to review

piping/ductwork for

bracing or other protection

to prevent damage

allowing release of

hazardous material.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

If hazardous

piping/ductwork is

existent, further

investigation is required to

verify the existence and

location of shutoff valves

or spill/leak protection.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

If hazardous

piping/ductwork is

existent, futher

investigation is required to

verify the existence and

location of flexible

couplings.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation

required to verify lateral

support at top of heavy

partitions.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation

required to review support

system for light fixtures.

All light fixtures in grid

ceiling system should have

seismic bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation

required to verify method

of support of masonry

veneer at each floor above

grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

Further investigation is

required to verify

anchorage and backup

system of masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage required for tall

narrow contents more than

six feet high to provide

overturning restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage required for tall

narrow equipment more

than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Computer Lab Building

Facility Name: East Valley Central Middle
School

District Name: East Valley (Yakima)
ICOS Latitude: 46.573
ICOS Longitude: -120.405
ICOS
County/District ID: 39090

ICOS Building ID: 18947
ASCE 41 Bldg Type: W2
Enrollment: 686
Gross Sq. Ft. : 2,703
Year Built: 1996
Number of Stories: 1
SXS BSE-2E: 0.407
SX1 BSE-2E: 0.238
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 487
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: WRK Engineers

1. East Valley (Yakima), East Valley Central Middle School, Computer Lab Building
1.1 Building Description

The East Valley Central Middle School Computer Lab Building is a one-story wood-framed structure

constructed on level ground and located in Yakima, Washington. The building is L-shaped in plan, roughly

70 feet by 50 feet, with a maximum roof height of around 16 feet. The building was originally constructed in

1996 and consists of wood shear walls. The roof system is assumed to be a flexible diaphragm with wood

sheathing and wood framing. The ground floor structure is a concrete slab-on-grade. The building shares the

site with the East Valley Central Middle School Gymnasium Building, the 6th Grade Building, the 7th-8th

Grade Building, and four portables. The building is directly south of East Valley High School.
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1.1.1 Building Use

The East Valley Central Middle School Computer Lab Building includes a classroom, a computer lab, and

storage space. The middle school has over 680 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of East Valley Central Middle School
Structural System Description

Structural Roof
The structural roof is assumed to be a flexible wood diaphragm over wood

framing.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations
The foundation is assumed to be a conventional shallow foundation with

continuous wall footings.

Gravity System The roof framing spans between wood stud bearing walls.

Lateral System
The lateral forces are resisted by the exterior wood shear walls in both the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of East Valley Central Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Minor cracking and corrosion of finishes evident at exterior walls.

Lateral System Minor cracking and corrosion of finishes evident at exterior walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School Computer Lab Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School
Computer Lab Building
Unknown Item Description

Load Path
No drawings provided. This item requires further investigation to make a final determination on compliance

and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on compliance and to develop a mitigation recommendation, if necessary.

Wood Posts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on compliance and to

develop a mitigation recommendation, if necessary. The addition of wood post-to-foundation hardware may be

appropriate if non-existent.

Wood Sills

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on compliance and to

develop a mitigation recommendation, if necessary. The addition of post-installed wood sill-to-foundation

anchor bolts may be appropriate.

Girder-Column

Connection

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on compliance and to

develop a mitigation recommendation, if necessary. The addition of positive connections using plates, straps, or

hardware between the girders and columns may be appropriate if non-existent.

Wood Sill Bolts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on compliance. The

addition of post-installed wood sill-to-foundation anchor bolts may be appropriate.

Straight Sheathing
Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

compliance and to develop a mitigation recommendation, if necessary.

Spans

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

compliance. Installation of plywood sheathing at the diaphragm may be appropriate if item is determined to be

noncompliant.

Diagonally

Sheathed and

Unblocked

Diaphragms

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School Computer Lab
Building
Deficiency Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Flexible couplings not installed on fire suppression piping in accordance with NFPA-13.

Installation of flexible couplings may be appropriate.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Anchorage required for fall-prone equipment. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School
Computer Lab Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Unknown if braced in ceiling space. Further investigation required to review fire suppression

anchorage and bracing. All fire suppression piping should be braced in accordance with NFPA-13.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation required to review support system for light fixtures. All light fixtures in grid

ceiling system should have seismic bracing.
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Photos:

Figure 1-1. East Valley Central Middle School Computer Lab - East Exterior

Figure 1-2. East Valley Central Middle School Computer Lab - Northeast Exterior
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Figure 1-3. East Valley Central Middle School Computer Lab - South Exterior

Figure 1-4. East Valley Central Middle School Computer Lab - Southwest Exterior
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Figure 1-5. Unbraced Nonstructural Components in Entry

Figure 1-6. Classroom 404 with Unknown Light Fixture Bracing, Typical Throughout Building
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Figure 1-7. Tall Unbraced Cabinets

Figure 1-8. Classroom 405. Inadequate Fire Sprinkler Head Ceiling Penetration Clearance, Typical Throughout
Building.
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Figure 1-9. Unbraced Mechanical Equipment and Piping
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East Valley (Yakima), East Valley Central Middle School, Computer Lab Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings provided. This

item requires further

investigation to make a final

determination on compliance

and to develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on compliance

and to develop a mitigation

recommendation, if

necessary.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

wood post-to-foundation

hardware may be appropriate

if non-existent.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

post-installed wood sill-to-

foundation anchor bolts may

be appropriate.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

positive connections using

plates, straps, or hardware

between the girders and

columns may be appropriate

if non-existent.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on

compliance. The addition of

post-installed wood sill-to-

foundation anchor bolts may

be appropriate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on

compliance and to develop a

mitigation recommendation,

if necessary.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on

compliance. Installation of

plywood sheathing at the

diaphragm may be

appropriate if item is

determined to be

noncompliant.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on

compliance and to develop a

mitigation recommendation,

if necessary.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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East Valley (Yakima), East Valley Central Middle School, Computer Lab Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Unknown if braced in

ceiling space. Further

investigation required to

review fire suppression

anchorage and bracing. All

fire suppression piping

should be braced in

accordance with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

Flexible couplings not

installed on fire

suppression piping in

accordance with NFPA-13.

Installation of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation

required to review support

system for light fixtures.

All light fixtures in grid

ceiling system should have

seismic bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage required for tall

narrow contents more than

six feet high to provide

overturning restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage required for

fall-prone equipment.

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Gymnasium Building

Facility Name: East Valley Central Middle
School

District Name: East Valley (Yakima)
ICOS Latitude: 46.573
ICOS Longitude: -120.405
ICOS
County/District ID: 39090

ICOS Building ID: 14520
ASCE 41 Bldg Type: PC1
Enrollment: 686
Gross Sq. Ft. : 19,420
Year Built: 1950
Number of Stories: 1
SXS BSE-2E: 0.407
SX1 BSE-2E: 0.238
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 487
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. East Valley (Yakima), East Valley Central Middle School, Gymnasium Building
1.1 Building Description

The East Valley Central Middle School Gymnasium Building is a one-story structure constructed on level

ground and located in Yakima, Washington. The building was originally constructed in 1950 with

subsequent additions in 2010 and 2017. The original 1950 gymnasium is a precast concrete panel wall

structure with CMU veneer. The structure consists of steel stud walls with a braced frame system at the 2010

kitchen addition and a reinforced CMU structure at the 2010 locker room addition and the 2017 gym

addition. The original gym is rectangular in plan, roughly 105 feet by 85 feet, with a maximum roof height

of around 24 feet. The building additions include the commons to the east, locker rooms to the south, and a

new auxiliary gym to the southwest. The structure with all the additions is roughly 330 feet by 230 feet

overall. The building construction consists of precast concrete panel shear walls at the original gym, braced

frames at the kitchen addition, and reinforced concrete masonry shear walls at the locker rooms and the 2017
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addition. The exterior precast concrete walls have CMU veneer halfway up the height of the wall. The roof

system consists of diagonal sheathing over steel girders and wood purlins at the original gym and metal roof

decking over open-web wood joists at the additions. The ground floor structure is a concrete slab-on-grade.

The building shares the site with the East Valley Central Middle School 6th Grade Building, the 7th-8th

Grade Building, the Computer Lab Building, and four portables. The building is directly south of the 7th-8th

Grade Building.
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1.1.1 Building Use

The East Valley Central Middle School Gymnasium Building includes a competition gym, an auxiliary gym,

a commons, a kitchen, locker rooms, restrooms, and storage. The middle school has over 680 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of East Valley Central Middle School
Structural System Description

Structural Roof

The structural roof is diagonal sheathing over wood purlins and steel girders at

the original gym and metal roof decking over wood open-web joists at the

additions.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations
The foundation is assumed to be a conventional shallow foundation with

continuous wall footings and spread footings.

Gravity System

The roof framing spans between exterior precast concrete bearing walls at the

original gymnasium, between reinforced masonry exterior bearing walls at the

locker room and the 2017 addition, and between steel beams at the 2010 kitchen

addition.

Lateral System

The lateral forces are resisted by a mixture of precast concrete shear walls at the

original gym, braced frames at the kitchen, and reinforced masonry shear walls

at the locker room and the 2017 gym addition.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of East Valley Central Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School Gymnasium Building
Deficiency Description

Adjacent

Buildings

The clear distance between the building and the adjacent building is less than 1.5-inch of the building height.

Further investigation is required to determine the required clearance distance between buildings. The addition

of new shear walls may be appropriate to reduce building drift.

Cross Ties in

Flexible

Diaphragms

There are no continuous cross ties between diaphragm chords. Diaphragm strengthening through the addition

of new cross ties between diaphragm chords or the addition of strap plates to connect the existing roof framing

members together may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm is unblocked with spans over 40 feet. Diaphragm strengthening through the addition of

blocking and additional diaphragm fastening may be appropriate to mitigate seismic risk. Further investigation

is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School
Gymnasium Building
Unknown Item Description

Load Path
No drawings provided. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Mezzanines
No drawings provided. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance. The

addition of tension ties, blocking, strapping, and diaphragm fastening may be appropriate to mitigate seismic

risk.

Reinforcing Steel

This evaluation item is unknown due to lack of original building construction drawings. This item requires

further investigation to make a final determination on its compliance. Strengthening of precast concrete walls,

such as FRP or steel strongbacks, may be appropriate.

Wood Ledgers

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance.

Direct, structural connections, such as post-installed anchors between the diaphragm and the precast concrete

shear walls, may be required.

Deflection

Compatibility for

Rigid Diaphragms

This evaluation item is unknown due to lack of original building construction drawings. This item requires

further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Minimum

Number of Wall

Anchors Per Panel

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance.

Adding post-installed anchors to connect the wall panels to the diaphragm may be appropriate.

Precast Wall

Panels

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance. If

non-compliant, adding FRP between the precast wall panels and the foundation may be appropriate to mitigate

seismic risk.

Girders

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for East Valley (Yakima) East Valley Central Middle School Gymnasium
Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression not anchored and braced in accordance with NFPA-13. All fire suppression piping

should be braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearnace around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Inadequate restraints for breakable containers storing hazardous materials, such as cleaning

supplies. Provide latched doors, shelf ties, or wires.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Central Middle School
Gymnasium Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.
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Photos:

Figure 1-1. East Valley Central Middle Gymnasium - South Exterior

Figure 1-2. East Valley Central Middle School Gymnasium - East Exterior at Commons
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Figure 1-3. East Valley Central Middle School Gymnasium - Southwest Exterior at Addition

Figure 1-4. Original Gymnasium
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Figure 1-5. Gymnasium Addition

Figure 1-6. Commons with Unknown Light Fixture Bracing
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Figure 1-7. Diagonal Roof Sheathing Over Steel Girder in Original Gymnasium

Figure 1-8. Suspended HVAC Ducts in Storage room
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Figure 1-9. Metal Decking Over Wood Open-Web Joists in New Addition
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Figure 1-10. Unrestrained Hazardous Material Storage
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East Valley (Yakima), East Valley Central Middle School, Gymnasium Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The clear distance between

the building and the adjacent

building is less than 1.5-inch

of the building height.

Further investigation is

required to determine the

required clearance distance

between buildings. The

addition of new shear walls

may be appropriate to reduce

building drift.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

No drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. The addition of

tension ties, blocking,

strapping, and diaphragm

fastening may be appropriate

to mitigate seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     
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Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings. This

item requires further

investigation to make a final

determination on its

compliance. Strengthening

of precast concrete walls,

such as FRP or steel

strongbacks, may be

appropriate.

Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. Direct,

structural connections, such

as post-installed anchors

between the diaphragm and

the precast concrete shear

walls, may be required.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

  X   

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords.

Diaphragm strengthening

through the addition of new

cross ties between

diaphragm chords or the

addition of strap plates to

connect the existing roof

framing members together

may be appropriate to

mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The diaphragm is unblocked

with spans over 40 feet.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm fastening may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. Adding post-

installed anchors to connect

the wall panels to the

diaphragm may be

appropriate.
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Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. If non-

compliant, adding FRP

between the precast wall

panels and the foundation

may be appropriate to

mitigate seismic risk.

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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East Valley (Yakima), East Valley Central Middle School, Gymnasium Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression not

anchored and braced in

accordance with NFPA-13.

All fire suppression piping

should be braced.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearnace around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Inadequate restraints for

breakable containers

storing hazardous

materials, such as cleaning

supplies. Provide latched

doors, shelf ties, or wires.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage required for tall

narrow equipment more

than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building

Facility Name: East Valley Elementary
School

District Name: East Valley (Yakima)
ICOS Latitude: 46.575
ICOS Longitude: -120.403
ICOS
County/District ID: 39090

ICOS Building ID: 13907
ASCE 41 Bldg Type: RM1
Enrollment: 550
Gross Sq. Ft. : 71,064
Year Built: 1996
Number of Stories: 1
SXS BSE-2E: 0.407
SX1 BSE-2E: 0.238
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 582
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. East Valley (Yakima), East Valley Elementary School, Main Building
1.1 Building Description

East Valley Elementary School is a one-story reinforced concrete masonry unit (CMU) and wood stud wall

structure constructed on level ground and located in Yakima, Washington. The campus consists of the main

building and three classroom buildings. All the buildings are rectangular in plan and are connected by

covered hallways. The main building is roughly 220 feet by 150 feet overall with a maximum roof height of

around 32 feet at the gymnasium. The building was originally constructed in 1996 and consists of reinforced

concrete masonry. The building’s lateral system uses reinforced masonry in one direction and wood shear

walls in the other direction. The roof system is a flexible diaphragm with plywood sheathing over wood

trusses and joists, except at the gymnasium. The gymnasium roof system is metal roof decking over steel

joists. The ground floor structure is a concrete slab-on-grade. The building is just across the street to the east

from East Valley High School. The building shares the site with a playground and sports fields.
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1.1.1 Building Use

East Valley Elementary School includes classrooms, a media center, a computer lab, a library, a

multipurpose room, a gymnasium, a kitchen, locker rooms, storage space, and administrative offices. The

school has over 550 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of East Valley Elementary School
Structural System Description

Structural Roof
The structural roof is a metal roof deck over steel joists at the gymnasium. The

rest of the school is a flexible plywood diaphragm over wood joists and trusses.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations
The foundation is a conventional shallow foundation with continuous wall

footings and spread footings.

Gravity System

The roof framing spans between exterior reinforced concrete masonry bearing

walls and interior wood stud bearing walls and beams. Interior beams are

supported by steel columns.

Lateral System

Lateral forces are resisted by reinforced concrete masonry walls in the

longitudinal direction and by wood shear walls in the transverse direction for the

100, 200, and 300 classroom wings. The lateral forces at the administration and

gymnasium wings are resisted by reinforced CMU walls in both directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of East Valley Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System Cracking observed in CMU walls in the mechanical room.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for East Valley (Yakima) East Valley Elementary School Main Building
Deficiency Description

Adjacent

Buildings

No seismic joint between buildings. Clear distance between the buildings is less than 1.5% of the building

height. Mitigation may be required. Further investigation is required. The addition of new shear walls may be

appropriate to reduce building drift and lateral demand.

Shear Stress

Check

Shear stress for CMU walls is compliant. However, corresponding check for W2 system is non-compliant. The

building likely requires wood shear wall strengthening. The addition of new wood or CMU shear walls may be

appropriate to reduce demand on the existing wood shear walls. Further investigation is required.

Wall Anchorage

Out-of-plane wall anchorage is not present based on visual observation and structural drawings provided.

Structural drawing set provided is incomplete. Tension ties, blocking, strapping, and diaphragm nailing

required to provide out-of-plane connection at masonry walls.

Wood Ledgers
Connections that induce cross-grain bending in wood ledgers are present. Strengthening of connections, such as

adding blocking and anchor straps, may be appropriate to mitigate seismic risk.

Cross Ties

There are no continuous cross ties between diaphragm chords. Diaphragm strengthening through the addition

of new cross ties between diaphragm chords or the addition of strap plates to connect existing framing

members together may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm is unblocked with large spans. Diaphragm strengthening through the addition of blocking and

additional diaphragm nailing may be appropriate to mitigate seismic risk. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Elementary School Main
Building
Unknown Item Description

Mezzanines
This evaluation item is unknown and requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for East Valley (Yakima) East Valley Elementary School Main Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Inadequate restraints for breakable containers storing hazardous material. Provide latched doors,

shelf lips, or wires.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

None observed for natural gas. Piping/ductwork not adequately protected from damage that could

potentially allow release of hazardous material. Natural gas piping should be adequately braced to

the structure.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Insufficient protection (shutoff valves or other devices) to limit spills/leaks from piping containing

hazardous materials. Installation of shutoff valves may be appropriate.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing required for in-line equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for East Valley (Yakima) East Valley Elementary School Main
Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.
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Photos:

Figure 1-1. East Valley Elementary School Main Entrance - West Exterior
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Figure 1-2. East Valley Elementary School Gymnasium - Southwest Exterior

Figure 1-3. East Valley Elementary School 300 Wing - Southwest Exterior
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Figure 1-4. East Valley Elementary School 300 Wing - Northeast Exterior
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Figure 1-5. Interior of Hallway Between Wings. Unknown Light Fixture Bracing and Lack of Seismic Joint
Between Buildings, Typical.
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Figure 1-6. Classroom with Inadequate Fire Sprinkler Head Penetration Clearances, Typical

Figure 1-7. Gymnasium with Metal Decking Over Steel Joists
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Figure 1-8. Kitchen - Tall Unbraced Nonstructural Components, Typical Throughout Building
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Figure 1-9. Mechanical Room - Unbraced Mechanical Equipment, Typical
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Figure 1-10. Unrestrained Hazardous Material Storage
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East Valley (Yakima), East Valley Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

No seismic joint between

buildings. Clear distance

between the buildings is less

than 1.5% of the building

height. Mitigation may be

required. Further

investigation is required. The

addition of new shear walls

may be appropriate to reduce

building drift and lateral

demand.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

This evaluation item is

unknown and requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Shear stress for CMU walls

is compliant. However,

corresponding check for W2

system is non-compliant.

The building likely requires

wood shear wall

strengthening. The addition

of new wood or CMU shear

walls may be appropriate to

reduce demand on the

existing wood shear walls.

Further investigation is

required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present based on

visual observation and

structural drawings

provided. Structural drawing

set provided is incomplete.

Tension ties, blocking,

strapping, and diaphragm

nailing required to provide

out-of-plane connection at

masonry walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connections that induce

cross-grain bending in wood

ledgers are present.

Strengthening of

connections, such as adding

blocking and anchor straps,

may be appropriate to

mitigate seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords.

Diaphragm strengthening

through the addition of new

cross ties between

diaphragm chords or the

addition of strap plates to

connect existing framing

members together may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm is unblocked

with large spans. Diaphragm

strengthening through the

addition of blocking and

additional diaphragm nailing

may be appropriate to

mitigate seismic risk.

Further investigation is

required.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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East Valley (Yakima), East Valley Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Inadequate restraints for

breakable containers

storing hazardous material.

Provide latched doors,

shelf lips, or wires.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

None observed for natural

gas. Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Natural gas piping should

be adequately braced to the

structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

 X   

Insufficient protection

(shutoff valves or other

devices) to limit

spills/leaks from piping

containing hazardous

materials. Installation of

shutoff valves may be

appropriate.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No cladding

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Evaline Elementary School
District Name: Evaline
ICOS Latitude: 46.539
ICOS Longitude: -122.938
ICOS
County/District ID: 21036

ICOS Building ID: 12903
ASCE 41 Bldg Type: URM
Enrollment: 50
Gross Sq. Ft. : 6,207
Year Built: 1926
Number of Stories: 2
SXS BSE-2E: 0.932
SX1 BSE-2E: 0.590
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 326
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Evaline, Evaline Elementary School, Main Building
1.1 Building Description

The Evaline Elementary School main building is a two-story unreinforced masonry structure. The 1926

building is constructed on level ground and is located in Winlock, Washington. The building is rectangular

in plan, roughly 70 feet by 60 feet, with a maximum roof height of around 25 feet. Building construction

consists of unreinforced masonry exterior walls. The roof and floor systems are flexible diaphragms over

wood framing. The lower floor is partially below grade and roughly half the floor area of the upper floor.

The building underwent modernization in 2012. The building shares the site with three out buildings and a

playground.
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1.1.1 Building Use

The school building includes classrooms, a library, a commons, and administrative offices. The elementary

school has 50 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Evaline Elementary School
Structural System Description
Structural Roof The roof system is composed of sheathing over wood framing.

Structural Floor(s) The floor system is composed of sheathing over wood post and beam framing.

Foundations The exterior walls are supported by continuous wall footings.

Gravity System The gravity system consists of unreinforced masonry walls and wood posts.

Lateral System
Unreinforced masonry walls resist the forces in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Evaline Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Exterior finishes show cracking.

Lateral System Exterior finishes show cracking.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Evaline Evaline Elementary School Main Building
Deficiency Description

Load Path

There are no construction drawings and a viable load path, including connections, between the diaphragm,

vertical resisting elements, and foundation is not visually apparent. This item is likely non-compliant due to the

building's age and construction type. Further investigation is required to make a final determination. The

addition of direct, structural connections, such as post-installed anchors, may be appropriate.

Shear Stress

Check

Pseudo shear stress is greater than 30 psi. The building likely requires URM shear wall strengthening, such as

FRP, or the addition of new shear walls. Further investigation is required.

Wall Anchorage

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination. Tension ties, blocking, strapping, and

diaphragm nailing may be required along the URM walls.

Wood Ledgers

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination and to develop a mitigation

recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination. Post-installed anchors may be required

to connect the diaphragm to the URM shear walls.

Girder-Column

Connection

No positive connection between girders and column supports was observed in the crawlspace. It could not be

visually verified if positive connections are also non-existent throughout the rest of the building. Further

investigation is required to determine the extent of non-compliance. Positive connections should be provided

between all girders and column supports.

Cross Ties

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate.

Beam
Girder, and Truss Supports,No independent secondary support provided. Addition of secondary support may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Evaline Evaline Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Proportions
Wall thickness is unknown. Further investigation is required to make a final determination on this item's

compliance. The addition of steel strongbacks may be appropriate to strengthen URM walls.

Masonry Layup
This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Straight Sheathing

This evaluation item is unknown and the type of wood sheathing could not be visually verified. This item

requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Spans

This evaluation item is unknown and the type of wood sheathing could not be visually verified. This item

requires further investigation to make a final determination. Installation of plywood sheathing may be

appropriate if wood structural panel or diagonal sheathing is non-existent.

Diagonally

Sheathed and

Unblocked

Diaphragms

This evaluation item is unknown and the type of wood sheathing could not be visually verified. This item

requires further investigation to make a final determination on its compliance. The addition of blocking and/or

additional diaphragm nailing may be appropriate.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Evaline Evaline Elementary School Main Building
Deficiency Description
PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Inadequate anchorage of canopies at building exits to the main structure. Additional post-installed

anchors may be appropriate to ensure six feet maximum anchor spacing.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Evaline Evaline Elementary School Main Building
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

Unknown if restrained out-of-plane. Further investigation is required to verify stair wall out-of-

plane anchorage.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
No drawings available. Further investigation is required to verify stair connections.
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Photos:

Figure 1-1. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-2. Multipurpose Room
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Figure 1-3. Evaline Elementary School - Southwest Exterior

Figure 1-4. Cracking in Exterior Finish at Column
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Figure 1-5. Canopy Connection to Structure Likely Requires Additional Anchorage

Figure 1-6. Evaline Elementary School - Northwest Exterior
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Figure 1-7. Library

Figure 1-8. Crawlspace - No Connection Between Wood Beams and Posts
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Figure 1-9. Lockers Unbraced in Egress Path
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Figure 1-10. Tall Narrow Contents, Typical Throughout
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Evaline, Evaline Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

There are no construction

drawings and a viable load

path, including connections,

between the diaphragm,

vertical resisting elements,

and foundation is not

visually apparent. This item

is likely non-compliant due

to the building's age and

construction type. Further

investigation is required to

make a final determination.

The addition of direct,

structural connections, such

as post-installed anchors,

may be appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Pseudo shear stress is greater

than 30 psi. The building

likely requires URM shear

wall strengthening, such as

FRP, or the addition of new

shear walls. Further

investigation is required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination. Tension ties,

blocking, strapping, and

diaphragm nailing may be

required along the URM

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination. Post-installed

anchors may be required to

connect the diaphragm to the

URM shear walls.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

No positive connection

between girders and column

supports was observed in the

crawlspace. It could not be

visually verified if positive

connections are also non-

existent throughout the rest

of the building. Further

investigation is required to

determine the extent of non-

compliance. Positive

connections should be

provided between all girders

and column supports.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

   X

Wall thickness is unknown.

Further investigation is

required to make a final

determination on this item's

compliance. The addition of

steel strongbacks may be

appropriate to strengthen

URM walls.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination. The addition

of new cross ties between

diaphragm chords or the

addition of strap plates to

connect existing framing

members together may be

appropriate.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

This evaluation item is

unknown and the type of

wood sheathing could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

This evaluation item is

unknown and the type of

wood sheathing could not be

visually verified. This item

requires further investigation

to make a final

determination. Installation of

plywood sheathing may be

appropriate if wood

structural panel or diagonal

sheathing is non-existent.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

This evaluation item is

unknown and the type of

wood sheathing could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance. The addition of

blocking and/or additional

diaphragm nailing may be

appropriate.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X   

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

No independent secondary

support provided. Addition

of secondary support may be

appropriate to mitigate

seismic risk.
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Evaline, Evaline Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Evaline, Evaline Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 30



Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X     
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

Inadequate anchorage of

canopies at building exits

to the main structure.

Additional post-installed

anchors may be

appropriate to ensure six

feet maximum anchor

spacing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Unknown if restrained out-

of-plane. Further

investigation is required to

verify stair wall out-of-

plane anchorage.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No drawings available.

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Beach Elementary
District Name: Ferndale
ICOS Latitude: 48.725
ICOS Longitude: -122.687
ICOS
County/District ID: 37502

ICOS Building ID: 13227
ASCE 41 Bldg Type: W2
Enrollment: 39
Gross Sq. Ft. : 8,919
Year Built: 1919
Number of Stories: 3
SXS BSE-2E: 0.802
SX1 BSE-2E: 0.438
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 699
Liquefaction
Potential: low to moderate

Tsunami Risk: Very Low
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Ferndale, Beach Elementary, Main Building
1.1 Building Description

Beach Elementary is a two story building that was constructed 1919. The school had a interior renovation in

1979 that was primarily architectural, mechanical and electrical. The building has a gymnasium that is

integral with the remainder of the building, there is also a small second story and a partial basement where

the library is located. The building sits on a sloping site that allows for a day light basement. The building

has a wood-framed roof, wood-framed walls and a wood-framed floor system. The building appears to be

founded on concrete spread and strip foundations.
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1.1.1 Building Use

The building is used as an elementary school for the Ferndale School District. The building includes

classrooms, a gymnasium space and attic storage.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Beach Elementary
Structural System Description

Structural Roof
The roof system is constructed of a wood framed truss system with straight roof

sheathing.

Structural Floor(s)

The floor system appears to be framed with timber post and beam construction

with wood joist framing between the beams. The floor diaphragm was not

observable.

Foundations
The building appears to be founded on traditional concrete spread and strip

foundations, the building does not appear to show obvious signs to settlement.

Gravity System

The gravity framing system is comprised of a wood truss roof, with wood framed

floors supported by wood post and beam construction on the interior of the

building and wood bearing walls at the buildings exterior.

Lateral System
The buildings lateral framing system is comprised of straight timber decking at

the roof and main floor with diagonal 1x sheathing at the perimeter walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Beach Elementary
Structural System Description
Structural Roof The roof did not show obvious signs of distress.

Structural Floor(s) The floor did not show obvious signs of distress.

Foundations The foundation did not show obvious signs of distress.

Gravity System The gravity system did not show obvious signs of distress.

Lateral System The lateral framing system did not show obvious signs of distress.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ferndale Beach Elementary Main Building
Deficiency Description

Vertical

Irregularities

The east side of the buildings has large window wall openings that create a vertical irregularity. Further

investigation should be performed. Additional transfer beam strengthening or shear walls may be appropriate to

mitigate seismic risk.

Shear Stress

Check

It does not appear that there is a sufficient amount of shear walls to meet the quick check requirement. Further

investigation should be performed. Lateral system strengthening or addition of new shear walls may be

appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

The exterior wall at the side of the building has narrow wood shear walls. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Openings
The building is not sheathed with wood structural panels. Further investigation should be completed. Lateral

system strengthening may be appropriate to mitigate seismic risk.

Wood Posts
The wood posts in the basement do not appear to be connected to the foundation. Further investigation should

be performed. Additional anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

The posts in the basement do not appear to be connected to the beams above with connection hardware. Further

investigation may be appropriate to determine the configuration of the wood framing. Additional connection

hardware between girders and column supports may be appropriate to mitigate seismic risk.

Spans
The roof is constructed of straight sheathing with diaphragm spans exceeding 24 ft. Further investigation

should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ferndale Beach Elementary Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Gypsum

Wallboard or

Plaster Shear

Walls

The construction of the interior transverse shear walls is unknown. Further investigation should be performed.

Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

It is unknown how the shear walls at each story are connected. Further investigation should be performed.

Lateral system strengthening may be appropriate to mitigate seismic risk.

Cripple Walls
It is unknown if the building lateral system consists of cripple walls at the foundation. Further investigation

should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Wood Sills
It is unknown if sills are bolted to the foundation. Further investigation should be performed. Additional

anchoring may be appropriate to mitigate seismic risk.

Wood Sill Bolts
Details of sill connection is unknown. Further invetigation should be performed. Additional sill bolts may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ferndale Beach Elementary Main Building
Deficiency Description
MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

The masonry chimney is framed on all sides as it passes through the floor and roof but it does not

appear to be anchored.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ferndale Beach Elementary Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is unlikely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. South side of Beach School

Figure 1-2. West side of Beach School
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Figure 1-3. South side of Beach School

Figure 1-4. North side of Beach School
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Figure 1-5. Beach School gym looking East

Figure 1-6. Beach School main floor class room
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Figure 1-7. Beach School attic space, note the diagonal sheathing and wood wall construction.
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Figure 1-8. Beach School interior looking East
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Ferndale, Beach Elementary, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The building appears to have

a clear load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

The east side of the

buildings has large window

wall openings that create a

vertical irregularity. Further

investigation should be

performed. Additional

transfer beam strengthening

or shear walls may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

It does not appear that there

is a sufficient amount of

shear walls to meet the quick

check requirement. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

   X

The construction of the

interior transverse shear

walls is unknown. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

The exterior wall at the side

of the building has narrow

wood shear walls. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X

It is unknown how the shear

walls at each story are

connected. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

X    

It appears that shear walls

meet the aspect ratio

requirements.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

   X

It is unknown if the building

lateral system consists of

cripple walls at the

foundation. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

The building is not sheathed

with wood structural panels.

Further investigation should

be completed. Lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

 X   

The wood posts in the

basement do not appear to be

connected to the foundation.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

It is unknown if sills are

bolted to the foundation.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

The posts in the basement do

not appear to be connected

to the beams above with

connection hardware.

Further investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Details of sill connection is

unknown. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

It appears that the diaphragm

meets the aspect ratio

requirement.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The roof is constructed of

straight sheathing with

diaphragm spans exceeding

24 ft. Further investigation

should be performed.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Straight sheathing

throughout.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Ferndale, Beach Elementary, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

It does not appear that any

equipment is on vibration

isolators.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

Ferndale, Beach Elementary, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 31



CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

unlikely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

There does not appear to

be a veneer covering the

exterior walls.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

There does not appear to

be a veneer covering the

exterior walls.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No parapets present on

building.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopies appear to be

positively connected to the

building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No chimney present in

building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

 X   

The masonry chimney is

framed on all sides as it

passes through the floor

and roof but it does not

appear to be anchored.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

It is unlikely that there is

concrete or masonry

around stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building

Facility Name: Columbia Junior High
School

District Name: Fife
ICOS Latitude: 47.23039
ICOS Longitude: -122.356
ICOS
County/District ID: 27417

ICOS Building ID: 19656
ASCE 41 Bldg Type: RM1
Enrollment: 552
Gross Sq. Ft. : 97496
Year Built: 2003
Number of Stories: 1
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 168
Liquefaction

Potential:
high

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Fife, Columbia Junior High School, Main Building
1.1 Building Description

This one-story building consists of multiple wings of classrooms, admin areas, commons/cafeteria area,

gymnasiums, and a performing arts auditorium without any seismic or expansion joints. This one story

structure has wood framed exterior walls and a mix of wood framed and reinforced CMU interior walls that

are bearing walls and shear walls that are founded on a timber pile foundation with grade beams and a

structural slab on grade. This building is voluminous due to the large building footprint and sloped roofs and

has interior wood framed mechanical mezzanines across the main corridors. 
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1.1.1 Building Use

Building contains classrooms, library, gym, locker rooms, common spaces, performing arts auditorium, and

administration offices. Mechanical rooms are above the main floor, primarily over the corridors.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Columbia Junior High School
Structural System Description

Structural Roof

The roof framing primarily consists of engineered wood I-joists supported by

large glulam girders spanning to steel columns. In the gymnasium and common

area spaces the roof framing consists of plywood sheathed T&G decking

supported by large glulam beams that clear span these open spaces. Over the

performing arts auditorium, the roof framing consists of untopped metal roof

deck supported by steel bar joists and wide flange beams.

Structural Floor(s)

The structural slab on grade is a two-way slab, 8 inches thick, supported by a 10-

12 ft on center grid of timber piles and pile caps that are integral with the

structural slab on grade, with grade beams under the wood and CMU bearing

walls and shear walls. 

The mechanical mezzanine framing over the corridors is 3/4-inch plywood over

2x joists @ 16 inches on center. The mechanical mezzanine along grid A2 is

metal deck and topping over composite steel beams spanning to CMU walls.

Foundations

The foundation consists of a structural slab on grade supported by a 10-12 ft on

center grid of timber piles and pile caps that are integral with the structural slab

on grade. Grade beams occur under the wood and CMU bearing walls and shear

walls and around the perimeter of the building.

Gravity System

The gravity system consist of engineered wood I-joists supported by glulam

girders spanning to structural steel posts and CMU bearing walls; metal deck

supported by steel bar joists spanning to CMU bearing walls, concrete beams,

and steel and concrete columns; and wood T&G decking supported by glulam

purlins and large glulam girders spanning to masonry walls, steel columns and

built-up wood columns.

Lateral System

Plywood and metal roof deck diaphragms, interior CMU shear walls (RM1), and

exterior and interior plywood sheathed shear walls with holdowns (W2). For the

purposes of this seismic evaluation, this building was evaluated as an RM1

building (reinforced masonry walls with flexible diaphragms) due to the amount

of CMU walls in the building and because the construction of this building to the

1997 UBC is well past the ASCE 41 benchmark year for W2 buildings which is

the 1976 UBC.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Columbia Junior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.
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Structural Floor(s) No visible signs of corrosion, damage or deterioration.
Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Columbia Junior High School Main Building
Deficiency Description

Mezzanines

Mechanical mezzanine lofts above the corridors are only braced in their longitudinal directions. The mezzanine

wood diaphragm is detailed to brace the top of the CMU corridor walls for out-of-plane loading, but there does

not appear to be transverse shear walls or bracing elements spaced intermittently to resolve these out-of-plane

seismic loads and mezzanine diaphragm loads in the transverse direction.

Openings at

Exterior Masonry

Shear Walls

It appears that there is a diaphragm opening immediate adjacent to an exterior masonry shear wall that is

greater than 8 ft at the entrance. There does not appear to be any other cases. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Columbia Junior High School Main Building
Unknown Item Description

Load Path

The existing drawings show a clear load path of the roof diaphragms to the shear walls and the shear walls to

the foundation. However, it it unclear how the out-of-plane seismic forces from the CMU corridor walls and

free standing CMU walls in the auxiliary gym are resolved or transferred to the roof diaphragms. This should

be further investigated and analyzed.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

The CMU shear walls are mostly compliant, especially in the longitudinal directions of each wing and in then

transverse direction of main gym and performing arts auditorium. There does not appear to be enough CMU

shear wall in the transverse direction of commons area (between grids A and K from grids 1-8) that should be

further investigated and analyzed.

Diagonally

Sheathed and

Unblocked

Diaphragms

It does not appear that the drawings specify blocking and nailing at unframed panel edges . Diaphragm spans

for the split level roof appear to be greater than 40 feet. Further detailed analysis should be performed to

determine demands on the unblocked diaphragm and compare it to the capacity of the 3/4-inch plywood roof

diaphragms.

Stiffness of Wall

Anchors

The drawings specify connections between the diaphragm and the masonry walls however, the connection

installation has not been field verified. Further investigation should be performed during future TI or re-roofing

projects to see that anchors and tension straps were installed taught. Additional anchoring may be appropriate

to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Columbia Junior High School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Columbia Junior High School Main Building
Unknown Item Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Although the construction is relatively recent, it may not meet current NFPA 13

requirements. Recommend a fire protection engineer review the fire suppression system for seismic

bracing adequacy.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Although the construction is relatively recent, it may not meet current NFPA 13

requirements. Recommend a fire protection engineer review the fire suppression system for

adequacy of flexible couplings.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. If onsite emergency

power is present, verify equipment seismically braced and anchored.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information were available that showed sprinkler lines through the

ceiling grid and panelized ceiling systems to see if flexible branch lines to the sprinkler heads exist

or if adequate clearance is provided around the sprinkler head for differential movement between

structure and dropped ceilings. Recommend further investigation above the acoustical ceiling grid

or dropped GWB soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Presence of hazardous materials was not verified with maintenance or facility staff. Recommend

further investigation if hazardous material equipment is used at this school.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Storage of hazardous materials was not verified with maintenance or facility staff. Recommend

further investigation if hazardous material is stored is used at this school and if so, ensure breakable

containers are restrained from toppling or falling off shelving and breaking.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Conveyance of hazardous materials was not verified with maintenance or facility staff.

Recommend further investigation of piping and ductwork if hazardous material is conveyed in this

building.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Conveyance of hazardous materials was not verified with maintenance or facility staff.

Recommend further investigation of piping and shutoff valves if hazardous material is conveyed in

this building.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Conveyance of hazardous materials was not verified with maintenance or facility staff.

Recommend further investigation of piping copulings if hazardous material is conveyed in this

building.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Did not have sufficient drawings available to review if dropped GWB ceilings in large areas have

attachments and bracing to the structure above. Further investigation should be performed above

ceiling, especially if they occur over the main paths of egress.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

We observed that light fixtures in the main corridors are supported within an integrated ceiling

system, which is over a path of egress. We also observed light fixtures in the ceiling system in

classrooms and music rooms. Maintenance and facility staff should verify that each fixture is

independently supported to the roof structure from opposite corners and add wire supports as

necessary.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown and many individual panes are likely to be below this threshold.

Further investigation should be completed. Adding a glazing film to applicable overhead glazing

planes may be appropriate to mitigate seismic risk and them breaking during an earthquake and

become falling shards of glass.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

We did not see freestanding tall narrow contents except potentially the book shelves in the library

that are backed up to the walls of the library. Maintenance and facility staff should verify that the

tops of the shelving units are braced or anchored to the nearest backing wall or provide overturning

base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

We did not see heavy items stored up high that can become overhead falling hazards. Maintenance

and facility staff should verify that heavy items on upper shelves are restrained by netting or

cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Building entrance exterior on the west side of the building .

Figure 1-2. Exterior west entrance to gym area.
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Figure 1-3. Exterior south side of building.

Figure 1-4. Exterior south-central side of building.
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Figure 1-5. Building main entrance interior.
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Figure 1-6. Theater interior.
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Figure 1-7. Classroom interior.
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Figure 1-8. Hallway interior.
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Figure 1-9. Library interior.

Fife, Columbia Junior High School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
15 of 36



Fife, Columbia Junior High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

The existing drawings show

a clear load path of the roof

diaphragms to the shear

walls and the shear walls to

the foundation. However, it

it unclear how the out-of-

plane seismic forces from

the CMU corridor walls and

free standing CMU walls in

the auxiliary gym are

resolved or transferred to the

roof diaphragms. This

should be further

investigated and analyzed.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

There are no adjacent

buildings that are within a

distance from the main

building where clear

distance would be a concern.

It does not appear that the

sections of the main building

have seismic joints or any

separation.
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Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

 X   

Mechanical mezzanine lofts

above the corridors are only

braced in their longitudinal

directions. The mezzanine

wood diaphragm is detailed

to brace the top of the CMU

corridor walls for out-of-

plane loading, but there does

not appear to be transverse

shear walls or bracing

elements spaced

intermittently to resolve

these out-of-plane seismic

loads and mezzanine

diaphragm loads in the

transverse direction.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     
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Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Torsion is typically not a

concern with structures with

flexible diaphragms that do

not rely on cantilever action

and have exterior shear

walls that allow the

diaphragms to simple-span.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     
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Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Pile caps and grade beams

are integral with the

structural slab on grade.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

The CMU shear walls are

mostly compliant, especially

in the longitudinal directions

of each wing and in then

transverse direction of main

gym and performing arts

auditorium. There does not

appear to be enough CMU

shear wall in the transverse

direction of commons area

(between grids A and K

from grids 1-8) that should

be further investigated and

analyzed.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X    

Masonry reinforcement per

the typical schedule meets

reinforcement ratio

requirements and extends to

the top of the walls. in

addition, all are 48 inches on

center or less.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

The building does not have

precast concrete diaphragm

elements.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X    

Structural details in the

existing drawings show out-

of-plane lateral support via

steel joist connections, sill

plate clips to framing,

tension straps, or diagonal

bracing, to the wood and

steel roof framing and

diaphragms at the tops of the

exterior CMU walls and

where low roofs frame into

the side of the walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

Drawings have details that

have out-of-plane LTT

tension straps at ledger

conditions.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Drawings have details that

were well detailed for load

path connections of

diaphragms to shear walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

There are no precast

concrete diaphragm

elements.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

Drawing details indicate

dowels to match vertical

wall reinforcement.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Drawing details indicate

positive connections of

girders to their support

columns.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Diaphragm openings are less

than 25% of the wall length.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

 X   

It appears that there is a

diaphragm opening

immediate adjacent to an

exterior masonry shear wall

that is greater than 8 ft at the

entrance. There does not

appear to be any other cases.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
Diaphragm openings are less

than 25% of the wall length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

Drawings show that T&G

roof decking at Commons

and Gym roofs are overlaid

by wood structural panel

sheathing at 45 degrees to

the T&G boards.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Drawings specify plywood

roof sheathing for the wood

framed diaphragms.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

It does not appear that the

drawings specify blocking

and nailing at unframed

panel edges . Diaphragm

spans for the split level roof

appear to be greater than 40

feet. Further detailed

analysis should be

performed to determine

demands on the unblocked

diaphragm and compare it to

the capacity of the 3/4-inch

plywood roof diaphragms.
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms are either wood

or metal deck.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

The drawings specify

connections between the

diaphragm and the masonry

walls however, the

connection installation has

not been field verified.

Further investigation should

be performed during future

TI or re-roofing projects to

see that anchors and tension

straps were installed taught.

Additional anchoring may be

appropriate to mitigate

seismic risk.
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Fife, Columbia Junior High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Although the

construction is relatively

recent, it may not meet

current NFPA 13

requirements. Recommend

a fire protection engineer

review the fire suppression

system for seismic bracing

adequacy.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Although the

construction is relatively

recent, it may not meet

current NFPA 13

requirements. Recommend

a fire protection engineer

review the fire suppression

system for adequacy of

flexible couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. If onsite emergency

power is present, verify

equipment seismically

braced and anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information were

available that showed

sprinkler lines through the

ceiling grid and panelized

ceiling systems to see if

flexible branch lines to the

sprinkler heads exist or if

adequate clearance is

provided around the

sprinkler head for

differential movement

between structure and

dropped ceilings.

Recommend further

investigation above the

acoustical ceiling grid or

dropped GWB soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

Presence of hazardous

materials was not verified

with maintenance or

facility staff. Recommend

further investigation if

hazardous material

equipment is used at this

school.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Storage of hazardous

materials was not verified

with maintenance or

facility staff. Recommend

further investigation if

hazardous material is

stored is used at this school

and if so, ensure breakable

containers are restrained

from toppling or falling off

shelving and breaking.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Conveyance of hazardous

materials was not verified

with maintenance or

facility staff. Recommend

further investigation of

piping and ductwork if

hazardous material is

conveyed in this building.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Conveyance of hazardous

materials was not verified

with maintenance or

facility staff. Recommend

further investigation of

piping and shutoff valves

if hazardous material is

conveyed in this building.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Conveyance of hazardous

materials was not verified

with maintenance or

facility staff. Recommend

further investigation of

piping copulings if

hazardous material is

conveyed in this building.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Did not observe lath and

plaster ceilings during our

site observation.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Did not have sufficient

drawings available to

review if dropped GWB

ceilings in large areas have

attachments and bracing to

the structure above.

Further investigation

should be performed above

ceiling, especially if they

occur over the main paths

of egress.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

We observed that light

fixtures in the main

corridors are supported

within an integrated ceiling

system, which is over a

path of egress. We also

observed light fixtures in

the ceiling system in

classrooms and music

rooms. Maintenance and

facility staff should verify

that each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Fife, Columbia Junior High School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
28 of 36



Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown and many

individual panes are likely

to be below this threshold.

Further investigation

should be completed.

Adding a glazing film to

applicable overhead

glazing planes may be

appropriate to mitigate

seismic risk and them

breaking during an

earthquake and become

falling shards of glass.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

General structural notes

specify non-corrugated

Duro-wall seismic anchors

and pintels spaced at 16"

oc each way, that engage a

No. 9 continuous joint

reinforcement wire. This

was not visually verified

but is assumed to be there

based on inspection

requirements at the time of

construction.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X    
see comment for

evaluation item M-1.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

We did not observe any

canopies hanging off the

side of the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

We did not observe any

appendages or large heavy

signs hanging off the side

of the building.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Did not observe any

industrial storage racks

during site investigation.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

We did not see

freestanding tall narrow

contents except potentially

the book shelves in the

library that are backed up

to the walls of the library.

Maintenance and facility

staff should verify that the

tops of the shelving units

are braced or anchored to

the nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

We did not see heavy

items stored up high that

can become overhead

falling hazards.

Maintenance and facility

staff should verify that

heavy items on upper

shelves are restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

The building does not

appear to have any

elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

The building does not

appear to have any

elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building IV 400 Library
Facility Name: Fife High School
District Name: Fife
ICOS Latitude: 47.23832
ICOS Longitude: -122.353
ICOS
County/District ID: 27417

ICOS Building ID: 19844
ASCE 41 Bldg Type: C2
Enrollment: 837
Gross Sq. Ft. : 34556
Year Built: 1950
Number of Stories: 2
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 171
Liquefaction
Potential: high

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Fife, Fife High School, Building IV 400 Library
1.1 Building Description

This is a two-story library with educational spaces. It is 1950s-Era Concrete shear wall building with brick

veneer and wood framing. The building is located on a flat site in the north area of the Fife High School

complex. The building is rectangular in plan. 

The structural roof consists of solid sawn beams supporting wood sheathing. The roof is supported by

concrete bearing walls around the perimeter of the structure. 

Nonstructural systems consist of lights, masonry veneer, HVAC systems, and partition walls.
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1.1.1 Building Use

Building contains the school library. In addition, there are computer labs and classrooms. Lockers are

located in the hallways for students.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fife High School
Structural System Description
Structural Roof The structural roof consists of solid sawn beams supporting wood sheathing.

Structural Floor(s)

The ground floor consists of a 12 inch to 18 inch thick concrete slab-on-grade.

The 2nd Floor consists of a 9 inch to 20 inch concrete slab. The 2nd Floor

Ceiling consists of a 7.5 inch to 19 inch concrete slab.

Foundations

The foundations consist of thickened slab elements under bearing walls and

columns. Relatively thick ground floor slab-on-grade is cast integrally with

thickened slab elements.

Gravity System

The gravity system consists of solid sawn wood beams at the roof. The second

floor is a concrete concrete slab. The floor and roof systems are supported by

concrete bearing walls.

Lateral System Concrete shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Fife High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Fife High School Building IV 400 Library
Deficiency Description

Vertical

Irregularities

Shear walls appear to be continuous from the roof to the foundation and therefore compliant. However, there is

one location on the west elevation where a shear wall is above a window opening. Further investigation should

be performed. Shear wall reinforcement may be appropriate to mitigate seismic risk.

Overturning

There are a few shear walls that appear to be noncompliant. However, the majority of shear walls appear to be

compliant. Further investigation should be performed. Additional shear walls or shear wall anchoring may be

appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The roof diaphragm appears to be unblocked with an aspect ratio less than 4-to-1. However, the horizontal

dimension appears to be greater than 40 feet. Additional analysis should be performed. Blocking may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Fife High School Building IV 400 Library
Unknown Item Description

Adjacent

Buildings

There are no adjacent buildings that are within a distance from the main building where clear distance would be

a concern. It does not appear that the sections of the main building have seismic joints or any separation.

However, there appears to be an addition. It is unknown how this addition is connected or separated from the

main structure. Further investigation should be performed. Providing more clear distance between the

structures or tying them together at the joints may be appropriate to mitigate seismic risk.

Torsion
The second floor diaphragm is rigid and torsional effects are a concern. However, it appears that the concrete

shear walls are spaced adequately to prevent torsion.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

The shear stress is likely to be close to compliant in a 2-story structure. There appears to intermittently be a

concrete shear wall around the perimeter of the structure. Further investigation should be completed. Lateral

system strengthening or shear wall addition may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Fife High School Building IV 400 Library
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Available record drawings appear to show a suspended gypsum ceiling system. Further

investigation should be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Fife High School Building IV 400 Library
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. However, it is

unlikely. Further investigation should be performed. Wall bracing may be appropriate to mitigate

seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It is unknown if there are heavy partitions supported by ceilings. Further investigation should be

performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
It is unknown how the masonry veneer is connected to the building.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
There is likely no hollow-clay tile or unreinforced masonry walls around stair enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Unable to verify during site investigation. This item is typically noncompliant for contents more

than 6 ft high.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Building interior above ceiling tiles.

Figure 1-2. Exterior southwest corner of building.
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Figure 1-3. Exterior southeast corner of building.

Figure 1-4. Hallway interior.
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Figure 1-5. Classroom interior.

Figure 1-6. Storage room interior with storage racks.
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Figure 1-7. Stairwell interior.

Figure 1-8. Mechanical room interior. Wood frame roof above and 2nd Floor concrete ceiling below.

Fife, Fife High School, Building IV 400 Library ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 32



Figure 1-9. Exterior northeast corner of building.
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Fife, Fife High School, Building IV 400 Library

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Load path is clear on

original construction

drawings.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

   X

There are no adjacent

buildings that are within a

distance from the main

building where clear

distance would be a concern.

It does not appear that the

sections of the main building

have seismic joints or any

separation. However, there

appears to be an addition. It

is unknown how this

addition is connected or

separated from the main

structure. Further

investigation should be

performed. Providing more

clear distance between the

structures or tying them

together at the joints may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

Shear walls appear to be

continuous from the roof to

the foundation.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

Shear walls appear to be

continuous from the roof to

the foundation.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Shear walls appear to be

continuous from the roof to

the foundation and therefore

compliant. However, there is

one location on the west

elevation where a shear wall

is above a window opening.

Further investigation should

be performed. Shear wall

reinforcement may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

The roof and the second

floor appear to be the same

area. There does not appear

to be any mass irregularity

that would make this item

uncompliant.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

The second floor diaphragm

is rigid and torsional effects

are a concern. However, it

appears that the concrete

shear walls are spaced

adequately to prevent

torsion.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

There are a few shear walls

that appear to be

noncompliant. However, the

majority of shear walls

appear to be compliant.

Further investigation should

be performed. Additional

shear walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Footings restrained by slabs.

Therefore, no check on the

foundation ties is required.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

  X  

There do not appear to be

any steel or concrete

secondary components.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
There are least 2 shear walls

in each direction.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

   X

The shear stress is likely to

be close to compliant in a 2-

story structure. There

appears to intermittently be a

concrete shear wall around

the perimeter of the

structure. Further

investigation should be

completed. Lateral system

strengthening or shear wall

addition may be appropriate

to mitigate seismic risk.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X    

Concrete reinforcement per

appears to meet

reinforcement ratio

requirements.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

  X  

The diaphragms are rigid

and are therefore not

applicable.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

X    

Diaphragms appear to be

positively connected to the

concrete shear walls.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X    

Wall reinforcement appears

to be positively connected to

the foundation with vertical

bars equal in size and

spacing to the vertical wall

reinforcing directly above.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  

It does not appear that there

are any secondary

components to note.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  

There do not appear to be

any flat slabs or plates that

are not part of the seismic-

force-resisting-system.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X  

Concrete beams appear to be

attached and supported

vertically at each end.

However, it does not appear

that any of the concrete

beams are specifically

designed to the coupling

beams.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X    

The diaphragms do not

appear to have expansion

joints or be composed of

split-level floors.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X    

There do not appear to be

any diaphragm openings

greater than 25% of

immediately adjacent shear

wall lengths.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

X    

There appears to be

continuous concrete

reinforcement along

diaphragm chords at

concrete beams and concrete

walls.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X  

There does not appear to be

any straight-sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

X    

The roof diaphragm appears

to consist of wood structural

panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The roof diaphragm appears

to be unblocked with an

aspect ratio less than 4-to-1.

However, the horizontal

dimension appears to be

greater than 40 feet.

Additional analysis should

be performed. Blocking may

be appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X    

There do not appear to be

any diaphragms that consist

of a material other than

concrete or wood.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  
There do not appear to be

any piles or pile caps.
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Fife, Fife High School, Building IV 400 Library

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

It does not appear that the

sections of the main

building have seismic

joints or any separation.

However, there appears to

be an addition. It is

unknown how this addition

is connected or separated

from the main structure.

Flexible couplings or other

details accommodate the

relative seismic

displacements may be

appropriate to mitigate

seismic risk.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

However, it is unlikely.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It is unknown if there are

heavy partitions supported

by ceilings. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Fife, Fife High School, Building IV 400 Library ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 32



Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

Available record drawings

appear to show a

suspended gypsum ceiling

system. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
It is unlikely that there is

unreinforced backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

It is unknown how the

masonry veneer is

connected to the building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    

It is likely that the concrete

partition has vertical

reinforcement.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs, and

other ornamentation or

appendages other than the

concrete parapet, which

likely has vertical

reinforcement.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Unable to verify during

site investigation. This

item is typically

noncompliant for contents

more than 6 ft high.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building IX 900 Science
Facility Name: Fife High School
District Name: Fife
ICOS Latitude: 47.23832
ICOS Longitude: -122.353
ICOS
County/District ID: 27417

ICOS Building ID: 16375
ASCE 41 Bldg Type: W2
Enrollment: 837
Gross Sq. Ft. : 7040
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 171
Liquefaction
Potential: high

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Fife, Fife High School, Building IX 900 Science
1.1 Building Description

The Science Building is a one story L-shaped building. The original 1969 portion of the building consists of

wood shear walls with brick veneer and is approximately 4,070 square feet. In 1992, a 2,970 square foot

addition was added. Part of this addition consists of wood shear walls with brick veneer to match the

appearance of the original construction, and part of it consists of reinforced CMU masonry walls with brick

veneer. The roof of the wood construction portion of the building consists of 1/2-inch thick plywood

supported on wood truss joists spaced at 24-inches on center. The roof of the CMU masonry portion of the

building consists of 1/2-inch thick plywood supported by solid sawn 2x12s at 16-inches on center. The

ground level slab consists of a 4-inch slab-on-grade. The foundations of the 1969 portion of the building and

the 1992 portion of the building consist of shallow strip footings.

Building nonstructural components consist of a suspended ceiling system and lights typical of a classroom

setting. There are also desks, chairs, built-in counters, bookshelves and other types of shelving, filing
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cabinets and a fire sprinkler system. A storage room in the building contains a large Siemens electrical

switchboard that is supported on a concrete pad. This storage room also includes shelves that hold science

glassware (e.g. beakers and graduated cylinders) and chemicals that appear to be typical of a science

classroom. There is also a separate chemical storage room.
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1.1.1 Building Use

The building consists of three high school science classrooms. There are also storage areas for science

instruction equipment and there is a chemical storage area.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fife High School
Structural System Description

Structural Roof

The roof of the wood shear wall portion of the building consists of 1/2-inch thick

plywood supported by wood truss joists spaced at 24-inches on center. The roof

of the masonry wall portion of the building consists of 1/2-inch thick plywood

Structural Floor(s) The ground level slab consists of a 4-inch concrete slab-on-grade.

Foundations
The foundations of the 1969 and 1992 portion of the building consists of shallow

strip footings.

Gravity System

The gravity system of the wood wall portion of the building consists of a wood

truss roof supported on wood 2x6 bearing walls. The gravity system of the CMU

wall portion of the building consists of a solid sawn wood roof supported by

CMU bearing walls.

Lateral System
The lateral system of the wood portion of the structure is wood shear walls. The

lateral system of the CMU wall portion of the building is CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Fife High School
Structural System Description
Structural Roof No visible signs of damage, corrosion or deterioration.

Structural Floor(s) No visible signs of damage, corrosion or deterioration.

Foundations Foundations not visible.

Gravity System No visible signs of damage, corrosion or deterioration.

Lateral System No visible signs of damage, corrosion or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Fife High School Building IX 900 Science
Deficiency Description
Ties Between

Foundation

Elements

The building has strip footings that are not integrally connected to the slab-on-grade and are not restrained by

beams. Further investigation should be performed. Additional foundation ties may be appropriate to mitigate

seismic risk.

Shear Stress

Check

Average shear stress in east-west shear walls is 1648 lb/ft. Further investigation should be performed. Lateral

system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Diaphragm

Continuity

The 1969 portion of the roof diaphragm and the 1992 CMU wall portion of the structure have a split-level

diaphragm connection. Further investigation should be performed. Diaphragm reinforcement or lateral system

strengthening may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The horizontal diaphragm spans are larger than 40 ft and are noncompliant with this checklist item. Further

investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Fife High School Building IX 900 Science
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Roof Chord

Continuity

Roof chord details for 1969 construction are not available. Details from the 1992 addition show chord splice

details for continuity. Further investigation should be performed. Diaphragm reinforcement may be appropriate

to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Fife High School Building IX 900 Science
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

The building has a chemical storage room where the containers do not appear to be restrained.

Restraining breakable containers that hold hazardous material by latched doors, shelf lips, wires, or

other methods may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

The building has suspended ceilings. Based on the age of the building and the last renovation, it is

assumed the ceiling bracing is not compliant. Further investigation should be performed. Bracing

for ceilings may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

The building has tall narrow cabinets whose anchoring is not known but is assumed noncompliant.

Building also has filing cabinets and book shelves that don't appear to anchored. Brace tops of

shelves taller than 6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

There are some building contents that appear to weigh more than 20 lb and are located more than 4

ft above the floor level. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Fife High School Building IX 900 Science
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

The building does not have egress stairs as it is a one story building. The presence or bracing of

smoke ducts is unknown. The building does not have seismic joints. Evaluation of duct bracing

may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Masonry veneer shop drawings were not available. The masonry details are unknown.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Masonry veneer shop drawings were not available. The masonry details are unknown. Further

investigation should be completed. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Large mechanical or electrical that is fall prone was not observed, however, the interstitial space

between the ceiling and the roof was not investigated. Further investigation should be performed.

Bracing or anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

It did not appear that there was large in-line equipment within the building, however, the interstitial

space between the ceiling and the roof was not investigated. Further investigation should be

performed. Bracing or anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

There are tall and narrow electrical equipment in the chemical storage room whose anchoring is

unknown. Further investigation should be performed. Brace tops of equipment taller than 6 feet to

nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior south side of building.

Figure 1-2. Exterior southwest side of building.
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Figure 1-3. Photo from northeast exterior portion of building.
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Figure 1-4. Northwest exterior of building.

Figure 1-5. Foundation stem wall and brick veneer interface on north side of building.
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Figure 1-6. Classroom interior on east side of building.

Figure 1-7. Classroom interior on north side of building.
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Figure 1-8. Science instruction equipment storage room.
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Figure 1-9. Electrical switchboard equipment.
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Figure 1-10. Central classroom interior photo.
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Fife, Fife High School, Building IX 900 Science

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Not all record drawings

available, but load path

appears to be compliant

based on visual observation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
The building has no

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  The building is one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  The building is one story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The building is one story,

and the vertical elements

appear to extend from the

roof to the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  The building is one story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  The building is one story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and it appears that the shear

walls have been configured

to resist torsional effects.

This item is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

The building has strip

footings that are not

integrally connected to the

slab-on-grade and are not

restrained by beams. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Average shear stress in east-

west shear walls is 1648

lb/ft. Further investigation

should be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  The building is one story.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  The building is one story.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  The building is one story.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  The building site is flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
The building does not have

cripple walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There are no openings

greater than 80% of the

length of a wall.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  
The building does not appear

to have wood posts.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

1969 portion has sill bolts of

3/4-inch dia bolts at 4 ft. 0

in. OC, 1992 portion has

5/8-inch dia bolts at 2 ft. 8

in. OC.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X  

Building does not appear to

have girder-column

connections.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Bolts spaced less than 6' OC,

edge and end distances

appear to be compliant.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

The 1969 portion of the roof

diaphragm and the 1992

CMU wall portion of the

structure have a split-level

diaphragm connection.

Further investigation should

be performed. Diaphragm

reinforcement or lateral

system strengthening may be

appropriate to mitigate

seismic risk.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

Roof chord details for 1969

construction are not

available. Details from the

1992 addition show chord

splice details for continuity.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No large openings in

diaphragms.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms do not have

straight sheathing alone.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Diaphragms consist of wood

structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

The horizontal diaphragm

spans are larger than 40 ft

and are noncompliant with

this checklist item. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of wood

structural panels.
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Fife, Fife High School, Building IX 900 Science

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

The building does not have

egress stairs as it is a one

story building. The

presence or bracing of

smoke ducts is unknown.

The building does not have

seismic joints. Evaluation

of duct bracing may be

appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

The building has a

chemical storage room

where the containers do

not appear to be restrained.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The building does not

appear to have

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

Fife, Fife High School, Building IX 900 Science ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 34



P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

The building does not have

rigid cementitious

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
The building does not have

lath and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

The building has

suspended ceilings. Based

on the age of the building

and the last renovation, it

is assumed the ceiling

bracing is not compliant.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.
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LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Masonry veneer shop

drawings were not

available. The masonry

details are unknown.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Masonry veneer shop

drawings were not

available. The masonry

details are unknown.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

The building does not

appear to have

unreinforced masonry.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The building does not have

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

The building does not

appear to have any

canopies built integral with

the structure. However,

there is a covered walking

separate from the building

at its exterior.
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PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs, and

other ornamentation or

appendages other than the

concrete parapet, which

likely has vertical

reinforcement.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The building does not have

egress stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
The building does not have

egress stairs.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
The building does not have

large steel storage racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

The building has tall

narrow cabinets whose

anchoring is not known but

is assumed noncompliant.

Building also has filing

cabinets and book shelves

that don't appear to

anchored. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

There are some building

contents that appear to

weigh more than 20 lb and

are located more than 4 ft

above the floor level.

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Large mechanical or

electrical that is fall prone

was not observed,

however, the interstitial

space between the ceiling

and the roof was not

investigated. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

It did not appear that there

was large in-line

equipment within the

building, however, the

interstitial space between

the ceiling and the roof

was not investigated.

Further investigation

should be performed.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

There are tall and narrow

electrical equipment in the

chemical storage room

whose anchoring is

unknown. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building V 500 Main
Facility Name: Fife High School
District Name: Fife
ICOS Latitude: 47.23832
ICOS Longitude: -122.353
ICOS
County/District ID: 27417

ICOS Building ID: 12911
ASCE 41 Bldg Type: W2
Enrollment: 837
Gross Sq. Ft. : 21500
Year Built: 1950
Number of Stories: 1
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 171
Liquefaction
Potential: high

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Fife, Fife High School, Building V 500 Main
1.1 Building Description

Building 500 at Fife High School is a 21,500 square foot building that is mostly one story with a two-story

classroom portion at the north end of the building. The building’s original construction consists of

unreinforced brick exterior bearing walls and wood framed floors and roof. The building is founded on

concrete spread footings with a crawlspace under the first floor. Building 500 was originally constructed in

1930, expanded to the south in 1935, modernized in 1975, and then modernized and expanded to the south

again in 1992. Both the 1975 and 1992 modernizations included seismic improvements consisting of

masonry out-of-plane wall anchors (rosette plates), wood stud strong backing of URM walls, plywood

sheathed shear walls, plywood roof diaphragms. The south expansion in 1992 consists of an engineered-

wood framed floor and roof, exterior wood bearing walls with brick veneer, and conventional concrete

spread footings.
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1.1.1 Building Use

The middle and northern portions of Building 500 are classrooms and student/teacher support spaces. The

southern portion that was built in 1992 is administrative space and the main office for the high school.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fife High School
Structural System Description

Structural Roof

The roof framing system over the original 1930’s portions of the building

consists of plywood sheathing over 2x rafters and 2x14 ceiling joists @ 16” oc.

The 2x14 ceiling joists are used as ties for the masonry rosette wall anchors that

were added in 1975. The roof framing at the 2-story portion at the north end of

the building is plywood sheathing over 6x purlins and girders supported by

timber trusses. The pitched roof framing at the 1992 south expansion is 3/4”

plywood sheathing over TJI’s @ 48” oc supported by glulam ridge beams.

Structural Floor(s)

The first floor framing system in the original 1930’s portions of the building is

over a crawlspace and consists of plywood sheathing over 1” diagonal sheathing

on 2x floor joists supported by 6x and 8x girders and 6x and 8x posts in the

crawlspace. The first floor framing at the 1992 south expansion consists of 3/4”

plywood sheathing over TJI’s spanning approximately 12 feet to glulam girders

supported by concrete pedestals in the crawlspace. The second floor framing at

the north end of the building consist of plywood sheathing over 1” wood boards

supported by 2x16 joists clear spanning the classroom below.

Foundations

Foundations of the original 1930’s construction consist of concrete spread

footings and strip footings supporting the exterior brick walls and interior

concrete spread footings supporting the crawlspace posts. Foundations of the

1992 south expansion consist of concrete strip footings supporting the exterior

wood bearing walls and interior concrete spread footings supporting the

crawlspace pedestals.

Gravity System

The gravity system of original 1930’s construction consists of wood framed

floors and roof supported by brick masonry walls and concrete spread footings.

1992 addition consist of wood framed floors and roof supported by wood

bearing walls and concrete spread footing.

Lateral System

The lateral system consists of flexible plywood sheathed roof and floor

diaphragms and plywood shear walls. The original 1930’s construction was

retrofitted in 1992 with wood strongback walls for the exterior brick masonry

walls and was sheathed with plywood for in-plane strengthening.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Fife High School
Structural System Description

Structural Roof
No visible signs of damage or deterioration. No cracking of the brick was

observed.

Structural Floor(s) No visible signs of damage or deterioration.
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Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition.

Gravity System No visible signs of damage or deterioration.

Lateral System

No visible signs of damage or deterioration. Roof and floor diaphragms, interior

walls, and rosette wall anchors had no visible signs of corrosion, damage or

deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Fife High School Building V 500 Main
Deficiency Description
Ties Between

Foundation

Elements

Perimeter foundations are strip footings with continuous perimeter stem walls. Interior footings however are

isolated spread footings that are not tied together. Further investigation should be performed. Additional

foundation ties may be appropriate to mitigate seismic risk.

Shear Stress

Check

stresses along grid 7 (east-west shear wall line at south end of 2-story portion) is 2500 plf. The rest of the wall

lines in the east-west direction and in the north -south direction are less than 1,000 plf. Further investigation

should be performed. Lateral system strengthening or addition of new shear walls may be appropriate to

mitigate seismic risk.

Walls Connected

Through Floors

existing drawings do not indicate holdowns between 1st floor SWs and SWs in crawlspace. Further

investigation should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

No apparent chords for east-west direction of seismic load for middle portion of building that has diaphragm

spanning 162 ft and 62 ft deep. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Fife High School Building V 500 Main
Unknown Item Description

Liquefaction

Existing foundations are conventional spreads and strip footings design for relatively low bearing pressure but

not detailed for liquefiable soils and lateral spreading. The liquefaction potential of site soils is unknown at this

time given available information. High liquefaction potential is identified per ICOS based on state geologic

mapping. Requires further investigation by a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

Post to footing connection not indicated on the available drawings and this could not be visually observed

during field visit. Further investigation should be performed. Additional anchoring may be appropriate to

mitigate seismic risk.

Girder-Column

Connection

connections of original 1930's beams to posts are unknown and could not be observed. Girders added in 1975

modernization and 1992 modernization and addition are detailed in the drawings with positive connections to

support posts, columns, and foundation plinths. Further investigation may be appropriate to determine the

configuration of the wood framing. Additional connection hardware between girders and column supports may

be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Fife High School Building V 500 Main
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Fife High School Building V 500 Main
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

plaster ceilings are from original 1930s construction are supported by ceiling joists spanning to

interior wood partition walls. 1992 modernization may have removed plaster ceiling and replaced

with acoustical. Presence of plaster should be verified in classrooms. Large areas of plaster ceilings

and plaster ceilings in the path of egress should be verified for adequate attachment to resist

seismic loads.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

GWB was applied in 1975 over original 1930's plaster ceilings that are supported by ceiling joists.

The 1992 modernization may have removed plaster ceiling and replaced with acoustical ceiling.

This should be verified otherwise GWB ceilings may be susceptible if they were directly attached

over the original lath and plaster ceilings. Large areas of GWB ceilings and GWB ceilings in the

path of egress should be verified for adequate attachment to resist seismic loads.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Brick veneer in 1992 addition specified on structural drawings to have galvanized corrugated metal

ties spaced no more than 24\oc horizontal and 18\ oc vertical. However presence of ties are not

able to be verified without non-destructive investigation. Brick veneer over the exit doorways

should be investigated to avoid becoming falling hazards. Adding connections for the veneer may

be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Parapets on the east and west sides of the two story portion on the north end of the building appear

to extend at least 3 ft above roof but have rosette anchors near the top of the parapet. Aerial view

shows diagonal roofing/cricketing sloping from top of parapet to the roof which may be diagonal

bracing. Presence of diagonal parapet bracing should be verified.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Unknown if mechanical equipment exists in the interstitial space above the acoustical ceilings in

both the original and 1992 addition. Units above the ceiling should be verified to have bracing to

the roof structure. Bracing or anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Unknown if heavy ducting or piping exists in the interstitial space above the acoustical ceilings in

both the original and 1992 addition. Heavy duct or piping above the ceiling should be verified to

have bracing to the roof structure.

Unknown Item Description
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Figure 1-1. Exterior wall with rosette anchors
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Figure 1-2. Exterior wall with rosette anchors
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Figure 1-3. Exterior brick veneer of 1992 addition
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Figure 1-4. Aerial of Bldg 500 looking north
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Figure 1-5. 1975 retrofit detail for anchoring of BMU wall
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Figure 1-6. 1975 retrofit detail for anchoring of brick wall
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Figure 1-7. 1992 retrofit detail for load path from roof diaphragm to shear wall along perimeter brick bearing
walls.

Fife, Fife High School, Building V 500 Main ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 37



Figure 1-8. 1992 retrofit detail for load path from 1st floor shear wall to crawlspace shear wall to concrete
foundation
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Fife, Fife High School, Building V 500 Main

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Load path from roof and

floor diaphragms to shear

walls added in 1992

renovation

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a one story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
The building is a one story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

It appears that the vertical

elements are continuous to

the foundation.

Fife, Fife High School, Building V 500 Main ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 37



Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X
The building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

Existing foundations are

conventional spreads and

strip footings design for

relatively low bearing

pressure but not detailed for

liquefiable soils and lateral

spreading. The liquefaction

potential of site soils is

unknown at this time given

available information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Perimeter foundations are

strip footings with

continuous perimeter stem

walls. Interior footings

however are isolated spread

footings that are not tied

together. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

stresses along grid 7 (east-

west shear wall line at south

end of 2-story portion) is

2500 plf. The rest of the wall

lines in the east-west

direction and in the north -

south direction are less than

1,000 plf. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

It does not appear that the

building uses gypsum

wallboard or plaster shear

walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

existing drawings do not

indicate holdowns between

1st floor SWs and SWs in

crawlspace. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

X    

It appears that walls are

sheathed with wood

structural panels.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It appears that openings are

braced with wood structural

panel shear walls with

appropriate aspect ratios.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Post to footing connection

not indicated on the

available drawings and this

could not be visually

observed during field visit.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

connections of original

1930's beams to posts are

unknown and could not be

observed. Girders added in

1975 modernization and

1992 modernization and

addition are detailed in the

drawings with positive

connections to support posts,

columns, and foundation

plinths. Further investigation

may be appropriate to

determine the configuration

of the wood framing.

Additional connection

hardware between girders

and column supports may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

shear wall schedule in 1992

indicates AB spacing at 32

inches oc and 48 inches oc.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

No apparent chords for east-

west direction of seismic

load for middle portion of

building that has diaphragm

spanning 162 ft and 62 ft

deep. Further investigation

should be performed.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms do not appear to

be straight sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
It does not appear that spans

are greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

Drawings indicate blocked

diaphragms on 1992

addition. 1930s areas had

sheathing nailed over

shiplap.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms appear to

consist of wood.
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Fife, Fife High School, Building V 500 Main

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The building does not

appear to have

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

plaster ceilings are from

original 1930s construction

are supported by ceiling

joists spanning to interior

wood partition walls. 1992

modernization may have

removed plaster ceiling

and replaced with

acoustical. Presence of

plaster should be verified

in classrooms. Large areas

of plaster ceilings and

plaster ceilings in the path

of egress should be

verified for adequate

attachment to resist

seismic loads.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

GWB was applied in 1975

over original 1930's plaster

ceilings that are supported

by ceiling joists. The 1992

modernization may have

removed plaster ceiling

and replaced with

acoustical ceiling. This

should be verified

otherwise GWB ceilings

may be susceptible if they

were directly attached over

the original lath and

plaster ceilings. Large

areas of GWB ceilings and

GWB ceilings in the path

of egress should be

verified for adequate

attachment to resist

seismic loads.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

Fife, Fife High School, Building V 500 Main ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 37



CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Brick veneer in 1992

addition specified on

structural drawings to have

galvanized corrugated

metal ties spaced no more

than 24"oc horizontal and

18" oc vertical. However

presence of ties are not

able to be verified without

non-destructive

investigation. Brick veneer

over the exit doorways

should be investigated to

avoid becoming falling

hazards. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Parapets on the east and

west sides of the two story

portion on the north end of

the building appear to

extend at least 3 ft above

roof but have rosette

anchors near the top of the

parapet. Aerial view shows

diagonal roofing/cricketing

sloping from top of parapet

to the roof which may be

diagonal bracing. Presence

of diagonal parapet bracing

should be verified.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there is

stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Unknown if mechanical

equipment exists in the

interstitial space above the

acoustical ceilings in both

the original and 1992

addition. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Unknown if heavy ducting

or piping exists in the

interstitial space above the

acoustical ceilings in both

the original and 1992

addition. Heavy duct or

piping above the ceiling

should be verified to have

bracing to the roof

structure.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Did not observe any tall

and narrow mechanical

equipment in Building

500.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building VI 600 Gyms
Facility Name: Fife High School
District Name: Fife
ICOS Latitude: 47.23832
ICOS Longitude: -122.353
ICOS
County/District ID: 27417

ICOS Building ID: 12402
ASCE 41 Bldg Type: W2
Enrollment: 837
Gross Sq. Ft. : 43700
Year Built: 1956
Number of Stories: 1
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 171
Liquefaction
Potential: high

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Fife, Fife High School, Building VI 600 Gyms
1.1 Building Description

Building 600 at Fife High School is a 43,700 square foot building that houses the main and auxiliary

gymnasiums. The north half of the building was originally constructed in 1956 of CMU exterior walls with

brick veneer and arched glulams that clear span north-south over the 104-foot width of the gym floor. In

1992 the original building was modernized, seismically retrofitted, and expanded to the south to add an

auxiliary gym and a second floor wrestling room. The 1992 seismic retrofit included strongbacking of

existing CMU walls with wood stud walls that were also sheathed and nailed as plywood shear walls to

provide in-plane strength.
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1.1.1 Building Use

The northern half of Building 600 is the main gymnasium with locker rooms and concessions areas. The

middle portion of Building 600 has a wrestling room on the second floor with the main corridor and offices

below. The southern half of the building is used as the auxiliary gym.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fife High School
Structural System Description

Structural Roof

The roof framing system over the main 1956 gym is diagonal shiplap over

2x12’s spanning between arched glulams at 20 ft oc. The arched glulams are

shaped similar to a sprung structure with ends that bear on spread footings. Low

roof portions on the east, west, and north sides of the main gym are framed with

diagonal shiplap over 2x joists that span from the interior gym walls to the

exterior CMU bearing walls. Overframing was added in 1992 to reconfigure

sprung-shaped roof to gable. The roof over the boiler room at the south west

corner of the 1956 building is a 4-inch thick reinforced concrete slab supported

by concrete beams and CMU bearing walls. The 1992 addition south of the main

gym is framed with 3/4” plywood sheathing over pitched open-web wood trusses

(wood chords with metal tube webs) supported by wood stud bearing walls. The

1992 modernization added plywood sheathing over the existing shiplap for

diaphragm strengthening.

Structural Floor(s)

The second floor framing between the main and auxiliary gyms is 3/4” plywood

sheathing over engineered wood I-joists supported by wood stud bearing walls.

The first floor of the 1956 portion is a 3.75-inch thick slab on grade reinforced

with welded wire mesh, except at the boiler room where the slab is a 9-inch thick

slab on grade with mild reinforcing. The first floor of the 1992 addition is a 4-

inch thick slab on grade reinforced with welded wire mesh.

Foundations

Foundations of both the 1956 original construction and 1992 addition are

reinforced concrete spread and strip footings. 1956 drawings indicate footings

were designed for a maximum soil bearing pressure of 1,200 psf. The 1992

drawings indicate the allowable soil bearing pressure used was 2,000 psf on

compacted structural fill with a one-third increase for wind and seismic loads.

Gravity System

The gravity system of the 1956 original construction is primarily shiplap over 2x

wood joists spanning to arched glulams and CMU bearing walls bearing on

conventional spread footings. The gravity system of the 1992 addition is

plywood over engineered open-web wood trusses and I-joists supported by wood

bearing walls. Exterior wood bearing walls around the 1992 auxiliary gym are

framed with 12-inch TJI studs.

Lateral System

The lateral system consists of flexible plywood sheathed roof and floor

diaphragms and plywood shear walls. The exterior and interior CMU bearing

walls built in 1956 were strongbacked in 1992 with wood stud framing that was

also sheathed with plywood for in-plane strengthening. Nailing, blocking, and

attachments were detailed in the 1992 drawings to provide direct load path from
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roof diaphragms directly to strongback wood shear walls. 

1.1.3 Structural System Visual Condition
Table 1.1-2. Structural System Condition Description of Fife High School

Structural System Description
Structural Roof No visible signs of damage or deterioration .

Structural Floor(s) No visible signs of damage or deterioration.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition.

Gravity System No visible signs of damage or deterioration.

Lateral System
No visible signs of damage or deterioration. Roof and floor diaphragms, interior

shear walls had no visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Fife High School Building VI 600 Gyms
Deficiency Description

Shear Stress

Check

Overstressed walls include north and south shear walls of main gym (E/W direction grid B and E), and east and

west shear walls of main gym (N/S direction grid 2 and 4). Further investigation should be performed. Lateral

system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Roof diaphragm over wrestling room and auxiliary gym only has blocking at outer 20 feet of 100-ft diaphragm

span leaving the middle 60 ft of diaphragm unblocked with roof framing members spaced at 48 inches oc.

Aspect ratios are less than 4:1. Plywood diaphragms added over 1953 shiplapped roofs considered blocked

diaphragms. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Fife High School Building VI 600 Gyms
Unknown Item Description

Liquefaction

Existing foundations in both the 1953 original construction and the 1992 addition are conventional spreads and

strip footings design for relatively low bearing pressure but not detailed for liquefiable soils and lateral

spreading. The liquefaction potential of site soils is unknown at this time given available information. High

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Pending site specific soils analysis and geotechnical recommendations on lateral spreading. Perimeter are strip

tied together with continuous perimeter stem walls. Interior footings under arched glulams are spread footings

integral with strip footings and stem walls. There are a few interior interior footings on the east side of the 1953

construction not tied to the slab on grade. 1992 foundations tied together or are integral with slab on grade.

Further investigation should be performed. Additional foundation ties may be appropriate to mitigate seismic

risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Fife High School Building VI 600 Gyms
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Glazed block walls along grid 4 (east of the main gym) likely require bracing unless it was braced

to the 1992 concrete pilasters. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

The 1956 exterior masonry walls was not detailed with positive attachment to the roof joists. The

1992 wood stud strongbacking walls are anchored to the original masonry walls, however

connections of the strongbacking wood shear wall to the roof diaphragm appears to have been

detailed for in-plane load transfer only. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

Existing boiler room chimney is 4.5 ft x 4.5 ft and extends over 15 feet above the lower boiler

room roof and extends higher than the roof line of the roof over the wrestling room. 1992 drawings

do not have any details to anchor chimney back to the roof structure. Bracing and reinforcement or

removal of the chimney may be appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

1992 drawings do not have any details anchoring boiler room chimney back to the roof structure.

Bracing and reinforcement for the chimney may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Fife High School Building VI 600 Gyms
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits. Flexible

hoses from sprinkler branch line to sprinkler head does not require penetration clearances.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for boilers was not verified with maintenance or facility staff. If gas is used to

fire the boilers, verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Use of natural gas for boilers was not verified with maintenance or facility staff. If gas is used to

fire the boilers, presence of shutoff valves should be verified.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

1956 drawings indicate lath and plaster ceilings, connected to wood ceiling joists or metal channels

are indicated in 1956 drawings. Due to age of construction, the ceiling framing that supports the

lath and plaster, and its attachments are likely not adequate for seismic loads. Presence of lath and

plaster should be verified as the 1992 modernization may have removed the lath a plaster similar to

Building 500. Large areas of plaster ceilings and plaster ceilings in the path of egress should be

verified for adequate attachment to resist seismic loads. Further investigation should be performed.

Bracing for ceilings may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

GWB ceilings may be susceptible if they were directly attached over the original lath and plaster

ceilings. Large areas of GWB ceilings and GWB ceilings in the path of egress should be verified

for adequate attachment to resist seismic loads.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.
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M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

1956 drawings indicate k-mesh and anchor ties for the brick veneer. 1992 drawings also indicate

corrugated veneer ties, however presence of ties are not able to be verified without non-destructive

investigation. Brick veneer over the exit doorways should be investigated to avoid becoming

falling hazards.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not see instances of tall narrow contents in gym areas. Verify whether tall and narrow contents

exist in the locker rooms (free standing lockers) are anchored to each other or have tops anchored

to backing wall.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not see instances of heavy, fall-prone contents in the gym areas. Verify whether heavy fall

prone contents exist in the locker rooms and concessions room on high shelving or on top of

lockers, and move them lower or restrain them from falling.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Unknown if mechanical equipment exists in the interstitial space above the acoustical ceilings or

wall mounted in concessions or locker rooms. Units above the ceiling or wall mounted and

overhead, should be verified to have bracing to the roof structure. Bracing or anchoring of

equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Unknown if heavy ducting or piping exists in the interstitial space above the acoustical ceilings.

Heavy duct or piping above the ceiling should be verified to have bracing to the roof structure.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Did not see instances of tall narrow equipment in gym areas. Verify if tall and narrow equipment

in the locker rooms. Brace tops of equipment taller than 6 feet to nearest backing wall or provide

overturning base restraint.

Unknown Item Description
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Figure 1-1. Aerial of Bldg 600 looking southwest
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Figure 1-2. Arched glulams of main gym
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Figure 1-3. Open-web trusses in auxiliary gym
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Figure 1-4. Northeast corner of Bldg 600
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Figure 1-5. South exterior wall with brick veneer and EIFS
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Fife, Fife High School, Building VI 600 Gyms

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Load path provided from

low roof diaphragms and

arched roof diaphragms to

the wood strongback shear

walls added in 1992

renovation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Existing foundations in both

the 1953 original

construction and the 1992

addition are conventional

spreads and strip footings

design for relatively low

bearing pressure but not

detailed for liquefiable soils

and lateral spreading. The

liquefaction potential of site

soils is unknown at this time

given available information.

High liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Pending site specific soils

analysis and geotechnical

recommendations on lateral

spreading. Perimeter are

strip tied together with

continuous perimeter stem

walls. Interior footings under

arched glulams are spread

footings integral with strip

footings and stem walls.

There are a few interior

interior footings on the east

side of the 1953 construction

not tied to the slab on grade.

1992 foundations tied

together or are integral with

slab on grade. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Overstressed walls include

north and south shear walls

of main gym (E/W direction

grid B and E), and east and

west shear walls of main

gym (N/S direction grid 2

and 4). Further investigation

should be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

It does not appear that the

building uses gypsum

wallboard or plaster shear

walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X    

It appears that the shear

walls are positively

connected to intermediary

diaphragms where

applicable.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any openings greater than

80% of the immediately

adjacent shear wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

It appears that wood posts

are positively connected to

the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Shear wall schedule in 1992

indicates AB spacing at 32

inches oc and 48 inches oc.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms do not appear to

be straight sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Plywood sheathing added

over 1953 shiplap in 1992

modernization.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Roof diaphragm over

wrestling room and auxiliary

gym only has blocking at

outer 20 feet of 100-ft

diaphragm span leaving the

middle 60 ft of diaphragm

unblocked with roof framing

members spaced at 48 inches

oc. Aspect ratios are less

than 4:1. Plywood

diaphragms added over 1953

shiplapped roofs considered

blocked diaphragms. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Fife, Fife High School, Building VI 600 Gyms

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits. Flexible

hoses from sprinkler

branch line to sprinkler

head does not require

penetration clearances.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

boilers was not verified

with maintenance or

facility staff. If gas is used

to fire the boilers, verify

that gas lines are laterally

braced and anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Use of natural gas for

boilers was not verified

with maintenance or

facility staff. If gas is used

to fire the boilers, presence

of shutoff valves should be

verified.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

Use of gas for boilers was

not verified with

maintenance or facility

staff. If gas is used to fire

the boilers, path of gas

piping should be verified

or reviewed by an engineer

to ensure the piping is

protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Glazed block walls along

grid 4 (east of the main

gym) likely require bracing

unless it was braced to the

1992 concrete pilasters.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

1956 drawings indicate

lath and plaster ceilings,

connected to wood ceiling

joists or metal channels are

indicated in 1956

drawings. Due to age of

construction, the ceiling

framing that supports the

lath and plaster, and its

attachments are likely not

adequate for seismic loads.

Presence of lath and

plaster should be verified

as the 1992 modernization

may have removed the lath

a plaster similar to

Building 500. Large areas

of plaster ceilings and

plaster ceilings in the path

of egress should be

verified for adequate

attachment to resist

seismic loads. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

GWB ceilings may be

susceptible if they were

directly attached over the

original lath and plaster

ceilings. Large areas of

GWB ceilings and GWB

ceilings in the path of

egress should be verified

for adequate attachment to

resist seismic loads.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
There did not appear to be

any glazing panels.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

1956 drawings indicate k-

mesh and anchor ties for

the brick veneer. 1992

drawings also indicate

corrugated veneer ties,

however presence of ties

are not able to be verified

without non-destructive

investigation. Brick veneer

over the exit doorways

should be investigated to

avoid becoming falling

hazards.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
It is unlikely that there is

unreinforced backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

 X   

The 1956 exterior masonry

walls was not detailed with

positive attachment to the

roof joists. The 1992 wood

stud strongbacking walls

are anchored to the

original masonry walls,

however connections of

the strongbacking wood

shear wall to the roof

diaphragm appears to have

been detailed for in-plane

load transfer only. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

It does not appear that the

canopies are connected to

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

Existing boiler room

chimney is 4.5 ft x 4.5 ft

and extends over 15 feet

above the lower boiler

room roof and extends

higher than the roof line of

the roof over the wrestling

room. 1992 drawings do

not have any details to

anchor chimney back to

the roof structure. Bracing

and reinforcement or

removal of the chimney

may be appropriate to

mitigate seismic risk.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

 X   

1992 drawings do not have

any details anchoring

boiler room chimney back

to the roof structure.

Bracing and reinforcement

for the chimney may be

appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there is

stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not see instances of

tall narrow contents in

gym areas. Verify whether

tall and narrow contents

exist in the locker rooms

(free standing lockers) are

anchored to each other or

have tops anchored to

backing wall.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not see instances of

heavy, fall-prone contents

in the gym areas. Verify

whether heavy fall prone

contents exist in the locker

rooms and concessions

room on high shelving or

on top of lockers, and

move them lower or

restrain them from falling.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Unknown if mechanical

equipment exists in the

interstitial space above the

acoustical ceilings or wall

mounted in concessions or

locker rooms. Units above

the ceiling or wall

mounted and overhead,

should be verified to have

bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Unknown if heavy ducting

or piping exists in the

interstitial space above the

acoustical ceilings. Heavy

duct or piping above the

ceiling should be verified

to have bracing to the roof

structure.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Did not see instances of

tall narrow equipment in

gym areas. Verify if tall

and narrow equipment in

the locker rooms. Brace

tops of equipment taller

than 6 feet to nearest

backing wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Fife, Fife High School, Building VI 600 Gyms ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 33 of 33



Building Name: Building VII 700 Cafeteria
Facility Name: Fife High School
District Name: Fife
ICOS Latitude: 47.23832
ICOS Longitude: -122.353
ICOS
County/District ID: 27417

ICOS Building ID: 16347
ASCE 41 Bldg Type: W2
Enrollment: 837
Gross Sq. Ft. : 15655
Year Built: 1963
Number of Stories: 1
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 171
Liquefaction
Potential: high

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Fife, Fife High School, Building VII 700 Cafeteria
1.1 Building Description

Cafeteria, Auditorium, and Music Building, constructed in 1960 with a 1961 music addition and 1992 stage

addition.

The cafeteria is a one-story timber frame structure. The building is located on a flat site at the southeast

corner of the Fife High School complex. The building is rectangular in plan. 

The structural roof consists of solid sawn beams supporting wood sheathing. The roof is supported by wood

bearing walls around the perimeter of the structure. 

Nonstructural systems consist of lights, masonry veneer, HVAC systems, and partition walls.
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1.1.1 Building Use

The building contains the cafeteria area, auditorium with a stage, and music building. There is a kitchen for

preparing food for the cafeteria.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fife High School
Structural System Description
Structural Roof Wood beams at ~12` OC with 2x joists at ~4' OC.

Structural Floor(s) Concrete slab on grade; elevated floor at Auditorium stage

Foundations Concrete strip footings

Gravity System Wood stud walls; CMU wall along south wall

Lateral System Sheathed plywood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Fife High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Fife High School Building VII 700 Cafeteria
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Fife High School Building VII 700 Cafeteria
Unknown Item Description

Adjacent

Buildings

There are no adjacent buildings that are within a distance from the main building where clear distance would be

a concern. It does not appear that the clear distance between the additions of the cafeteria building is specified

on the drawings provided. It is unknown if the buildings are positively connected or have seismic joints

between each of the sections. Further investigation should be performed. Increasing clear distance between

buildings or tying seismic joints together may be appropriate to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

The footings are not restrained by beams, slabs, or soils. It is unknown if the foundation is adequate to resist

seismic forces. Further investigation should be performed. Additional foundation ties may be appropriate to

mitigate seismic risk.

Shear Stress

Check

Shear walls appear to be the full length around the exterior walls. It is likely that they are compliant for shear

stress as there are long stretches of continuous wall. Further investigation should be performed. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Diaphragm

Continuity

Diaphragms are not composed of split-level floors. However, it is unknown if the additions to the structure are

joined or contain a seismic joint. Further investigation should be performed. Diaphragm reinforcement or

lateral system strengthening may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

It appears that the chord elements are continuous. However, it is unknown if and how the chord elements are

connected together or if they overlap. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.

Straight Sheathing

Diaphragms appear to consist of built up roofs that include wood panels. The diaphragms do not appear to rely

on the straight-sheathed portion of the build-up roof to resist seismic loading. However, it is unknown if the

wood sheathing is structurally rated. Further investigation should be performed. Diaphragm reinforcement may

be appropriate to mitigate seismic risk.

Spans

Diaphragms appear to consist of built up roofs that include wood panels. However, it is unknown if the wood

sheathing is structurally rated. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragms appear to consist of built up roofs that include wood panels. However, it is unknown if the wood

sheathing is structurally rated. It is unknown if the wood panels are blocked. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Other Diaphragms

The diaphragms appear to rely on wood to resist seismic loading. There is a gypsum board liner as part of the

built-up roof, but it does not appear to be intended as a structural component. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Fife High School Building VII 700 Cafeteria
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It appears that there is a suspended gypsum ceiling system. It is unknown if the ceiling has

attachments that resist seismic forces. Further investigation should be performed. Bracing for

ceilings may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.

Fife, Fife High School, Building VII 700 Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 34



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Fife High School Building VII 700 Cafeteria
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. However, it is

unlikely. Further investigation should be performed. Wall bracing may be appropriate to mitigate

seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It is unknown if there are heavy partitions supported by integrated ceiling systems. Further

investigation should be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The canopies at building exits appear to be stand-alone structures. It is unknown if they are

connected to the structure. Further investigation should be performed. Additional connection to the

building may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Unable to verify if there were elevators during site investigation. The elevator checklist items

should be verified by an elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Unable to verify if there were elevators during site investigation. The elevator checklist items

should be verified by an elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Exterior northeast side of building.

Figure 1-2. Exterior southeast side of building.
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Figure 1-3. Kitchen storage interior.
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Figure 1-4. Kitchen interior.
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Figure 1-5. Cafeteria interior.
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Figure 1-6. Equipment room interior.
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Figure 1-7. Stage interior.

Fife, Fife High School, Building VII 700 Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 34



Fife, Fife High School, Building VII 700 Cafeteria

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Load path is clear on

original construction

drawings.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

There are no adjacent

buildings that are within a

distance from the main

building where clear

distance would be a concern.

It does not appear that the

clear distance between the

additions of the cafeteria

building is specified on the

drawings provided. It is

unknown if the buildings are

positively connected or have

seismic joints between each

of the sections. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There does not appear to be

any interior mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

The wood sheathing appears

to be continuous from the

roof to the foundation.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

The wood sheathing appears

to be continuous from the

roof to the foundation.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The wood stud wall and

sheathing appears to be

continuous from the roof to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes in the net

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Torsion is typically not a

concern with structures with

flexible diaphragms. It

appears that the main

building has a flexible

diaphragm and it is therefore

likely to be compliant. In

addition, it appears that the

walls have been placed

adequately to prevent

torsional effects.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

It appears that the horizontal

dimension of the seismic

force-resisting system at the

foundation level to the

building height is greater

than 0.6Sa.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

The footings are not

restrained by beams, slabs,

or soils. It is unknown if the

foundation is adequate to

resist seismic forces. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appears to be at least 2

shear walls in each principal

direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

Shear walls appear to be the

full length around the

exterior walls. It is likely

that they are compliant for

shear stress as there are long

stretches of continuous wall.

Further investigation should

be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

It does not appear that the

walls of the structure contain

stucco. In addition, there

appears to be wood

sheathing to act as the

primary seismic force-

resisting system.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

There does not appear to be

plaster or gypsum wallboard.

In addition, there appears to

be wood sheathing to act as

the primary seismic force-

resisting system.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X    

It appears that the shear

walls are positively

connected to intermediary

diaphragms where

applicable. This is not

applicable for shear walls

immediately adjacent to

open areas where there is no

second floor.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  

The structure is not located

on a sloping site. There are

areas of the structure where

the ground surface is at

different levels. However, it

is less than one-half story.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

X    

There appears to be a wall

under the first floor that are

braced to the foundation

with wood structural panels.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any walls with openings

greater than 80% of the

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

The wood framing appears

to be positively connected to

the concrete foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

The wood sills appear to be

positively connected to the

concrete foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X  

There does not appear to be

any columns. In addition, the

wood diaphragm appears to

be positively connected to

the stud wall.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Sill bolt spacing appears to

be specified to be less than

6ft on center. Bolts are

shown on drawings to be in

the center of the wood sill

plate.

Fife, Fife High School, Building VII 700 Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 34



Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

   X

Diaphragms are not

composed of split-level

floors. However, it is

unknown if the additions to

the structure are joined or

contain a seismic joint.

Further investigation should

be performed. Diaphragm

reinforcement or lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

It appears that the chord

elements are continuous.

However, it is unknown if

and how the chord elements

are connected together or if

they overlap. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There does not appear to be

any openings larger than

50% of the building width in

either major plan dimension.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Diaphragms appear to

consist of built up roofs that

include wood panels. The

diaphragms do not appear to

rely on the straight-sheathed

portion of the build-up roof

to resist seismic loading.

However, it is unknown if

the wood sheathing is

structurally rated. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Diaphragms appear to

consist of built up roofs that

include wood panels.

However, it is unknown if

the wood sheathing is

structurally rated. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Diaphragms appear to

consist of built up roofs that

include wood panels.

However, it is unknown if

the wood sheathing is

structurally rated. It is

unknown if the wood panels

are blocked. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X

The diaphragms appear to

rely on wood to resist

seismic loading. There is a

gypsum board liner as part

of the built-up roof, but it

does not appear to be

intended as a structural

component. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Fife, Fife High School, Building VII 700 Cafeteria

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

It is unknown if the

sections of the main

building have seismic

joints or any separation.

However, there appears to

be additions. It is unknown

how this addition is

connected or separated

from the main structure.

Flexible couplings or other

details accommodate the

relative seismic

displacements may be

appropriate to mitigate

seismic risk.

Fife, Fife High School, Building VII 700 Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 34



Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

However, it is unlikely.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It is unknown if there are

heavy partitions supported

by integrated ceiling

systems. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

It appears that there is a

suspended gypsum ceiling

system. It is unknown if

the ceiling has attachments

that resist seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

The building does not have

an unreinforced masonry

backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

There does not appear to

be a concrete block or

masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be an unreinforced

masonry parapet.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The canopies at building

exits appear to be stand-

alone structures. It is

unknown if they are

connected to the structure.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    

It appears that concrete

walls covered with a

masonry veneer extend

above the roof. It is likely

that they have vertical

reinforcement.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs, and

other ornamentation or

appendages other than the

concrete parapet, which

likely has vertical

reinforcement.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

Fife, Fife High School, Building VII 700 Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 34



ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Unable to verify if there

were elevators during site

investigation. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Unable to verify if there

were elevators during site

investigation. The elevator

checklist items should be

verified by an elevator

designer or supplier.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building VIII 800 Shop
Facility Name: Fife High School
District Name: Fife
ICOS Latitude: 47.23832
ICOS Longitude: -122.353
ICOS
County/District ID: 27417

ICOS Building ID: 14470
ASCE 41 Bldg Type: RM1
Enrollment: 837
Gross Sq. Ft. : 9500
Year Built: 1963
Number of Stories: 1
SXS BSE-2E: 0.917
SX1 BSE-2E: 0.919
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 171
Liquefaction
Potential: high

Tsunami Risk:
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Fife, Fife High School, Building VIII 800 Shop
1.1 Building Description

The metal shop, wood shop and art building is a one-story CMU masonry structure. The building is located

on a flat sight at the southwest corner of the main Fife High School complex. The building is rectangular in

plan. It is assumed the CMU walls possess steel reinforcing based on the date of construction, but it is

unclear from the record drawings. The 1992 renovation record drawings indicate some grout within the

CMU walls, but the precise locations and spacing of interior wall grout is unknown. 

The structural roof consists of flat straight solid sawn sheathing supported on solid sawn beams.

Supplemental 1/2" sheathing was added to the roof structure as part of the 1992 renovation. The solid sawn

roof beams are supported by glulam girders that bear on CMU pilasters at the building exterior. The

transverse building end walls possess supplemental tension-only steel flat strap bracing that was added as

part of the 1992 renovation. Interior CMU walls also appear to have HSS4x4 strong backs that support the

walls out-of-plane. It appears the added roof sheathing, HSS strong backs and tension-only flat strap bracing
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were likely added to increase the building's lateral strength.

Nonstructural systems consist of lights, HVAC systems, fans, blowers and many wood and metal working

tools. The building also houses oxygen and acetylene gas for metal works.
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1.1.1 Building Use

The building includes three main classroom instruction areas. Two of the classrooms are metal and wood

shops, respectively. The third classroom is for art instruction.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fife High School
Structural System Description

Structural Roof

Flat straight solid sawn sheathing supported by solid sawn beams. Supplemental

1/2" structural panel sheathing added in 1992. The solid sawn beams are

supported by glulam girders that bear on CMU pilasters at the building exterior.

Structural Floor(s) The ground level floor is a 4-inch slab-on-grade.

Foundations
The foundations appear to consist of shallow strip footings or thickened slab

elements under CMU bearing walls.

Gravity System
Wood roof construction bearing on masonry pilasters. CMU masonry bearing

and nonbearing walls.

Lateral System
CMU masonry shear walls with supplemental steel tension-only flat strap braces

(braces in transverse building direction only).

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Fife High School
Structural System Description
Structural Roof No visible signs of damage, corrosion or deterioration.

Structural Floor(s) No visible signs of damage, corrosion or deterioration.

Foundations Foundations not visible.

Gravity System Generally good condition. Some CMU wall cracks.

Lateral System Generally good condition. Some CMU wall cracks.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Fife Fife High School Building VIII 800 Shop
Deficiency Description
Ties Between

Foundation

Elements

Building has strip footings and a slab-on-grade at the ground floor level. It does not appear the strip footings or

slab-on-grade possess adequate ties extending across the foundation floor plan. Further investigation should be

performed. Additional foundation ties may be appropriate to mitigate seismic risk.

Wall Anchorage

Original record drawings are not available and building renovation drawings are unclear. It does not appear

adequate wall anchors exist. Further investigation should be performed. Additional diaphragm shear wall

anchoring may be appropriate to mitigate seismic risk.

Cross Ties
There do not appear to be continuous cross ties between diaphragm chords. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm spans much farther than 40 ft. Diaphragm has aspect ratio of 2 to 1. Detailed analysis should be

performed to determine capacity. Added blocking at panel edges may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Fife Fife High School Building VIII 800 Shop
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

Original record drawings are not available at this time. The masonry wall reinforcement is not known. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate seismic risk.

Foundation

Dowels

Original record drawings are not available at this time. The masonry wall reinforcing is not known. Further

investigation should be performed. Additional shear wall anchoring may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

The stiffness or existence of sufficient wall anchors is unknown at this time. It appears unlikely that wall

anchors would be compliant. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Fife Fife High School Building VIII 800 Shop
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

The art room suspended ceiling bracing is unknown, however, based on the age of the building and

the last renovation, it is assumed the ceiling bracing is not compliant. Further investigation should

be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

There are many items stored on shelves or in cabinets that are not braced against sliding or falling.

Heavy items on upper shelves should be restrained by netting or cabling to avoid becoming falling

hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

The building has a lot of large equipment in the metal workshops. Some of the equipment is

suspended overhead. The exact methods of attachment are unknown, but it is assumed that the

bracing is noncompliant. Bracing or anchoring of equipment may be appropriate to mitigate

seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

The bracing of duct or piping equipment is unknown. However, based on the age of the building

and the last renovation it is assumed not compliant. Further investigation should be performed.

Bracing or anchoring of equipment may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Fife Fife High School Building VIII 800 Shop
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

The building does not have egress stairs as it is a one story building. The presence or bracing of

smoke ducts is unknown. The building does not have seismic joints. Evaluation of duct bracing

may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Suspended ceilings exist in the art classroom 801. There are no suspended ceilings in the shop

classrooms 802 and 803. Based on the age of the building and its last renovation, it is assumed that

the fire suppression devices do not have the required clearances per NFPA-13. Evaluation of

penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Building houses oxygen and acetylene for welding. It is not known how the gas cylinders are

typically stored. Further investigation may be appropriate to mitigate seismic risk. Restraining

breakable containers that hold hazardous material by latched doors, shelf lips, wires, or other

methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Masonry veneer shop drawings were not available. The masonry details are unknown. Further

investigation should be completed. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Masonry veneer shop drawings were not available. The masonry details are unknown. Further

investigation should be completed. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

Masonry veneer shop drawings were not available. The masonry details are unknown. Adding

connections for the veneer may be appropriate to mitigate seismic risk.

Unknown Item Description
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Photos:

Figure 1-1. Building front exterior.

Figure 1-2. Interior entrance foyer showing suspended ceiling and furniture.
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Figure 1-3. Bare CMU walls in custodial closet near building entrance.

Figure 1-4. Art classroom with suspended ceilings, cabinets and desks.
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Figure 1-5. Shop Classroom 802.
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Figure 1-6. CMU wall steel strongback.
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Figure 1-7. Classroom 802 underside of roof.

Figure 1-8. Classroom 802 roof girder seat.
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Figure 1-9. Flat strap bracing in Classroom 802.

Figure 1-10. Mechanical equipment suspended from ceiling in Classroom 803.
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Fife, Fife High School, Building VIII 800 Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The building appears to have

a clear load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  

This building does not

contain an interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  The building is one story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  The building is one story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Vertical elements appear to

be continuous.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  The building is one story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  The building is one story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
The building has a flexible

roof diaphragm.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Building has strip footings

and a slab-on-grade at the

ground floor level. It does

not appear the strip footings

or slab-on-grade possess

adequate ties extending

across the foundation floor

plan. Further investigation

should be performed.

Additional foundation ties

may be appropriate to

mitigate seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Average shear stress in walls

assuming reinforced

masonry is approximately 45

psi.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Original record drawings are

not available at this time.

The masonry wall

reinforcement is not known.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
The building does not have

topping slabs.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Original record drawings are

not available and building

renovation drawings are

unclear. It does not appear

adequate wall anchors exist.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

Roof framing appears to be

in platform framing bearing

at building exterior.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

It appears there are

diaphragm to shear wall

connections that include

blocking, lag bolts, masonry

bolts and steel angle pieces.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
The building does not have

topping slabs.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Original record drawings are

not available at this time.

The masonry wall

reinforcing is not known.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

There appears to be steel

angles with bolted

connections at girder to

column connections.

Columns support girders

with a bearing connection.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Building does not have stiff

diaphragms.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Building does not have stiff

diaphragms.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There do not appear to be

continuous cross ties

between diaphragm chords.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

Openings adjacent to shear

walls are less than 25% of

the wall length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
Skylights in roof diaphragm

are shorter than 8 ft long.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

Building underwent

renovation that added wood

structural panel sheathing

overlay on top of original

straight sheathing

diaphragm.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Diaphragm has wood

structural panel sheathing

overlay.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm spans much

farther than 40 ft.

Diaphragm has aspect ratio

of 2 to 1. Detailed analysis

should be performed to

determine capacity. Added

blocking at panel edges may

be appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

The stiffness or existence of

sufficient wall anchors is

unknown at this time. It

appears unlikely that wall

anchors would be compliant.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Fife, Fife High School, Building VIII 800 Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

The building does not have

egress stairs as it is a one

story building. The

presence or bracing of

smoke ducts is unknown.

The building does not have

seismic joints. Evaluation

of duct bracing may be

appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Suspended ceilings exist in

the art classroom 801.

There are no suspended

ceilings in the shop

classrooms 802 and 803.

Based on the age of the

building and its last

renovation, it is assumed

that the fire suppression

devices do not have the

required clearances per

NFPA-13. Evaluation of

penetrations may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Building houses oxygen

and acetylene for welding.

It is not known how the

gas cylinders are typically

stored. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

Fife, Fife High School, Building VIII 800 Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 35



HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

It does not appear the

building has piping or

ductwork that conveys

hazardous materials. The

building does not have

seismic joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The building does not

appear to have

unreinforced masonry or

hollow-clay tile partitions.

It is assumed the CMU

walls are reinforced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

The building does not

appear to have

unreinforced masonry or

hollow-clay tile partitions.

It is assumed the CMU

walls are reinforced.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
The building is a CMU

wall structure.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
The building does not have

lath and plaster ceilings.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

The art room suspended

ceiling bracing is

unknown, however, based

on the age of the building

and the last renovation, it

is assumed the ceiling

bracing is not compliant.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Masonry veneer shop

drawings were not

available. The masonry

details are unknown.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Masonry veneer shop

drawings were not

available. The masonry

details are unknown.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

The building does not

appear to have

unreinforced masonry.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The building does not have

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Masonry veneer shop

drawings were not

available. The masonry

details are unknown.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

The building does not

appear to have any

canopies built integral with

the structure. However,

there is a covered walking

separate from the building

at its exterior.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs, and

other ornamentation or

appendages other than the

concrete parapet, which

likely has vertical

reinforcement.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The building does not have

egress stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
The building does not have

egress stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
The building does not have

large steel storage racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

The building does not

appear to have tall narrow

contents.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

There are many items

stored on shelves or in

cabinets that are not braced

against sliding or falling.

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

The building has a lot of

large equipment in the

metal workshops. Some of

the equipment is

suspended overhead. The

exact methods of

attachment are unknown,

but it is assumed that the

bracing is noncompliant.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

The bracing of duct or

piping equipment is

unknown. However, based

on the age of the building

and the last renovation it is

assumed not compliant.

Further investigation

should be performed.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

The building does not

appear to have many tall

and narrow equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Glenwood School
District Name: Glenwood
ICOS Latitude: 46.022
ICOS Longitude: -121.29
ICOS
County/District ID: 20401

ICOS Building ID: 10464
ASCE 41 Bldg Type: RM1
Enrollment: 90
Gross Sq. Ft. : 38,961
Year Built: 1981
Number of Stories: 1
SXS BSE-2E: 0.467
SX1 BSE-2E: 0.284
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 676
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Glenwood, Glenwood School, Main Building
1.1 Building Description

The Glenwood School main building is a one-story building with three sectors. Sectors A and B are a mix of

reinforced CMU and wood-framed walls. Sector C is a reinforced CMU gymnasium. The 1981 building is

constructed on level ground and is located in Glenwood, Washington. Each sector of the building is

rectangular in plan. Sectors A and B have a roof height of around 18 feet, while Sector C has a roof height of

around 22 feet. Building construction consists of reinforced CMU walls, wood stud walls, and brick veneer.

The roof system is wood gang-nailed trusses and T&G plywood sheathing. The gymnasium roof system is

open-web steel trusses with T&G plywood sheathing.
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1.1.1 Building Use

The Glenwood School consists of classrooms, a cafeteria, a resource center, administrative offices, and a

gymnasium. The school has 90 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Glenwood School
Structural System Description

Structural Roof
The roof system is composed of gang-nailed trusses and T&G plywood

sheathing. The gymnasium has open-web steel trusses.

Structural Floor(s) The ground level is a concrete floor slab.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System
The gravity system is composed of wood and steel trusses, CMU and wood stud

walls, and steel columns.

Lateral System The lateral system is a mixture of 8-inch masonry walls and wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Glenwood School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Minor cracking observed in masonry walls.

Lateral System Minor cracking observed in masonry walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Glenwood Glenwood School Main Building
Deficiency Description

Shear Stress

Check

Shear stress for CMU walls is compliant. However, corresponding check for W2 system is non-compliant. The

building likely requires wood shear wall strengthening. The addition of new wood or CMU shear walls may be

appropriate to reduce demand on the existing wood shear walls. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage not present. Tension ties, blocking, strapping, and diaphragm nailing are required

along the CMU walls.

Cross Ties

There are no continuous cross ties between diaphragm chords. Diaphragm strengthening through the addition

of new cross ties between diaphragm chords or the addition of strap plates to connect existing framing

members together may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Glenwood Glenwood School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Glenwood Glenwood School Main Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Glenwood Glenwood School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious portions for drift.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation is required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.
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Photos:

Figure 1-1. Glenwood School - West Exterior

Figure 1-2. Framing at Covered Play Shed
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Figure 1-3. Library with Unbraced Shelves

Figure 1-4. Mechanical Mezzanine in Gymnasium

Glenwood, Glenwood School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 31



Figure 1-5. Wood-Framed Mezzanine in Storage Room
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Figure 1-6. Unbraced CMU Half-Wall in Locker Room
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Figure 1-7. Cracking at CMU Wall
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Figure 1-8. Original Exterior Wall at Addition at North End of Vocational Room
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Figure 1-9. Addition to Vocational Room
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Figure 1-10. Glenwood School, Sector C - East Exterior
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Glenwood, Glenwood School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X   
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Shear stress for CMU walls

is compliant. However,

corresponding check for W2

system is non-compliant.

The building likely requires

wood shear wall

strengthening. The addition

of new wood or CMU shear

walls may be appropriate to

reduce demand on the

existing wood shear walls.

Further investigation is

required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along the CMU

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Glenwood, Glenwood School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 31



Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords.

Diaphragm strengthening

through the addition of new

cross ties between

diaphragm chords or the

addition of strap plates to

connect existing framing

members together may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X     

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X     
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Glenwood, Glenwood School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency generator

observed

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  No natural gas observed

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

portions for drift.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X     

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   
Anchorage is required for

fall-prone equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: CTE Building
Facility Name: Lake Roosevelt K-12
District Name: Grand Coulee Dam
ICOS Latitude: 47.972
ICOS Longitude: -118.971
ICOS
County/District ID: 13301

ICOS Building ID: 23616
ASCE 41 Bldg Type: S3
Enrollment: 750
Gross Sq. Ft. : 46,336
Year Built: 1955
Number of Stories: 1
SXS BSE-2E: 0.401
SX1 BSE-2E: 0.240
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 304
Liquefaction
Potential: Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: DCI Engineers - Spokane

1. Grand Coulee Dam, Lake Roosevelt K-12, CTE Building
1.1 Building Description

The Gym/CTE building is approximately 46,300-square-feet overall; it is comprised of a 19,000-square-foot,

single-story metal building over a walk-out basement of approximately the same size, and an 8,300-square-

foot, single-story wood-framed wing to the east. The original structure was built around 1955, and an

architectural remodel prior to 1995 revamped the main entrance of the building. Another remodel around

2014 removed the northeast end of the wood-framed wing.
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1.1.1 Building Use

The metal building contains a gymnasium, a stage, music rooms, and computer labs on the main floor, with

locker rooms, a weight room, mechanical rooms, and maintenance rooms in the basement. The wood-framed

wing contains classrooms and offices.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lake Roosevelt K-12
Structural System Description

Structural Roof

The roof is wood and steel framed. The roof over the gymnasium consists of 2x

decking supported by steel purlins that span between steel moment frame arches.

The roofs over the classroom/office areas are decking or sheathing supported by

wood trusses.

Structural Floor(s)

The floor of the gymnasium wing is comprised of wood planks over 2x12 purlins

that span between steel wide flange beams. The floors in the basement of the

gymnasium and in the classroom wing to the east are concrete slabs on grade.

Foundations
Both the gymnasium and classroom wings are supported by conventional

shallow concrete footings.

Gravity System

The gymnasium structure is comprised mostly of 2x decking over steel roof

purlins spanning between steel frames that clear span the gym and are supported

by concrete basement walls. The roof at the north portion of this wing is wood

framed and supported by interior wood posts as well as the exterior wood

bearing wall. The floor in this area is a post and beam system with wood joists

spanning between steel beams that are supported by steel columns at the interior

and concrete walls at the perimeter.

The classroom wing has wood roof trusses supported by wood bearing walls at

the interior and exterior.

Lateral System

In the gymnasium wing, the upper level of the building consists of moment

frames in the transverse direction with rod bracing in the longitudinal direction.

The north end of the structure appears to be wood-framed with the exterior wall

being a wood shear wall. The south end wall may be a concrete shear wall, but

this is not clear from the drawings or field investigation. The lower level of this

building is comprised of concrete shear walls around the perimeter.

Further investigation of the gymnasium wing lateral system by a licensed

structural engineer is recommended.

The classroom wing appears to have a wood diaphragm at the roof with wood

shear walls at both the interior and exterior.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lake Roosevelt K-12
Structural System Description
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Structural Roof 
Structural Floor(s)

Good. No visible signs of corrosion, damage or deterioration. 
Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Grand Coulee Dam Lake Roosevelt K-12 CTE Building
Deficiency Description
Moment-Resisting

Connections

The frame member connection could not be determined from the drawings provided, however the connections

were observed to be noncompliant, full penetration welds.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Grand Coulee Dam Lake Roosevelt K-12 CTE Building
Unknown Item Description

Load Path

The existing drawings we were able to review are incomplete, but there appears to be a complete load path and

connections between the elements. This is likely compliant, but additional access and as-built information is

needed to fully assess this item.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Brace Axial Stress

Check
Angle braces were seen, but the member sizes were not provided on the drawings we were able to review.

Tansfer to Steel

Frames
Detailing of the diaphragm to frame connection was not available for review.

Compact

Members
The frame member sizes could not be determined from the drawings provided.

Wall Panels The detailing of the end walls was not shown in the drawings provided.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Grand Coulee Dam Lake Roosevelt K-12 CTE Building
Deficiency Description
S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
The stairs are detailed as cast-in-place with no drift/slip allowance at either end.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Lockers, cabinets, and mobile storage units were observed that meet this criteria and were not

anchored to the structure or one another.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

The weights of the instruments on the top shelf in the band room are not known, but some appeared

to be greater than 20 lb and were unrestrained.

Grand Coulee Dam, Lake Roosevelt K-12, CTE Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 28



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Grand Coulee Dam Lake Roosevelt K-12 CTE Building
Unknown Item Description
P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Interior CMU walls were observed and assumed to be connected off at the floor/roof lines, but the

tops of the walls could not be observed to verify their configuration.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

The ceiling details could not be observed. Most were lay-in acoustic tile, but some lath and plaster

type ceilings were also present.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

The ceiling details could not be observed. Most were lay-in acoustic tile, but some gypsum board

ceilings were also present.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There are a few window panes greater than 16 ft2 but the type of glass used in them could not be

determined.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

There is a small amount of masonry veneer around the base of a portion of the building, but its

detailing could not be verified.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

The veneer detailing could not be verified.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

The veneer detailing could not be verified.
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Photos:

Figure 1-1. Interior view of gymnasium looking south.

Figure 1-2. Interior view of gymnasium looking west.
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Figure 1-3. Band room with unsecured storage units and heavy instruments stored on top of units.

Figure 1-4. Band room with unsecured storage units and heavy instruments stored on top of units.
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Figure 1-5. Maintenance room with unsecured shelving units.

Figure 1-6. Separation between gymnasium building (on the left) and the wood shop (on the right).
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Figure 1-7. Exterior view of building from the northeast & facing west. The north end of the gym wing is in the
center of the photo and the classroom wing extends to the left in the photo.

Figure 1-8. Exterior view of building from the northeast & facing south; showing the west end of the classroom
wing.
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Figure 1-9. Exterior view from the southeast corner of the overall building, facing northwest. This is the
southeast corner of the classroom wing.

Figure 1-10. Exterior view from the southeast corner of the gymnasium, facing northwest.
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Grand Coulee Dam, Lake Roosevelt K-12, CTE Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The existing drawings we

were able to review are

incomplete, but there

appears to be a complete

load path and connections

between the elements. This

is likely compliant, but

additional access and as-

built information is needed

to fully assess this item.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-12 Collapse Prevention Structural Checklist for Building Type S3

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

   X

Angle braces were seen, but

the member sizes were not

provided on the drawings we

were able to review.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Tansfer to Steel Frames

Diaphragms are connected for transfer of seismic

forces to the steel moment frames. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.2)

   X

Detailing of the diaphragm

to frame connection was not

available for review.

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X    

The building drawings

showed a column to

basement wall connection.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Moment-Resisting

Connections

All moment connections are able to develop the

elastic moment (FyS) of the adjoining members.

(Tier 2: Sec. 5.5.2.2.1; Commentary: Sec.

A.3.1.3.4)

 X   

The frame member

connection could not be

determined from the

drawings provided, however

the connections were

observed to be

noncompliant, full

penetration welds.

Compact Members

All frame elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.2.2.4; Commentary:

Sec. A.3.1.3.8)

   X

The frame member sizes

could not be determined

from the drawings provided.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    

The diaphragms appear to be

of 2x wood decking, wood

sheathing, and/or steel rod

bracing.

Connections
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Roof Panels

Where considered as diaphragm elements for

lateral resistance, metal, plastic, or cementitious

roof panels are positively attached to the roof

framing to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.1)

  X  

There did not appear to be

any diaphragm elements of

this nature.

Wall Panels

Where considered as shear elements for lateral

resistance, metal, fiberglass, or cementitious wall

panels are positively attached to the framing and

foundation to resist seismic forces. (Tier 2: Sec.

5.7.5; Commentary: Sec. A.5.5.2)

   X

The detailing of the end

walls was not shown in the

drawings provided.
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Grand Coulee Dam, Lake Roosevelt K-12, CTE Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

There is no fire

suppression system in the

building.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  

There is no fire

suppression system in the

building.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

There are no enclosed

stairs present in the

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  

There is no fire

suppression system in the

building.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Hazardous material

containers were not

observed to be present in

the building.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
URM partitions were not

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Interior CMU walls were

observed and assumed to

be connected off at the

floor/roof lines, but the

tops of the walls could not

be observed to verify their

configuration.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

The ceiling details could

not be observed. Most

were lay-in acoustic tile,

but some lath and plaster

type ceilings were also

present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

The ceiling details could

not be observed. Most

were lay-in acoustic tile,

but some gypsum board

ceilings were also present.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The cladding components

on this building are light-

weight metal panels.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
The building does not have

cladding panels.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

multi-story cladding

panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are a few window

panes greater than 16 ft2

but the type of glass used

in them could not be

determined.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

There is a small amount of

masonry veneer around the

base of a portion of the

building, but its detailing

could not be verified.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    

The veneer is partial height

and supported at the stem

wall.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X
The veneer detailing could

not be verified.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X
The veneer detailing could

not be verified.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The veneer is assumed to

be backed by wood studs.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The veneer is assumed to

be backed by wood studs.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

There are no masonry

chimneys present in this

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

There are no masonry

chimneys present in this

building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

Hollow-clay tile or

unreinforced masonry

walls were not observed

around the stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

The stairs are detailed as

cast-in-place with no

drift/slip allowance at

either end.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Lockers, cabinets, and

mobile storage units were

observed that meet this

criteria and were not

anchored to the structure

or one another.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

The weights of the

instruments on the top

shelf in the band room are

not known, but some

appeared to be greater than

20 lb and were

unrestrained.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

Grand Coulee Dam, Lake Roosevelt K-12, CTE Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 28



EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Wood Shop
Facility Name: Lake Roosevelt K-12
District Name: Grand Coulee Dam
ICOS Latitude: 47.972
ICOS Longitude: -118.971
ICOS
County/District ID: 13301

ICOS Building ID: 23615
ASCE 41 Bldg Type: RM1
Enrollment: 750
Gross Sq. Ft. : 4,043
Year Built: 1974
Number of Stories: 1
SXS BSE-2E: 0.401
SX1 BSE-2E: 0.240
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 304
Liquefaction
Potential: low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Grand Coulee Dam, Lake Roosevelt K-12, Wood Shop
1.1 Building Description

The Lake Roosevelt HS Wood Shop is a single-story building with masonry walls and a wood-framed roof.

The building is generally rectangular in plan, with overall dimensions of approximately 76'x54'. There is a

slight re-entrant corner at the southwest entry and bumpout on the north side that is used for material storage.

There is an exterior concrete pad and chainlink enclosure on the west side of the building that is used for

storage of gas cylinders.
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1.1.1 Building Use

The building serves as the wood/metal shop and classroom for Lake Roosevelt High School. It consists of

one large room that serves as the shop area with wood and metal working tools as well as some smaller areas

that are used for material storage.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lake Roosevelt K-12
Structural System Description

Structural Roof
It is covered with a direct applied ceiling, but appears to be wood sheathing

supported by wood gable trusses.

Structural Floor(s) The floor is concrete slab-on-grade.

Foundations
The foundations are unknown but appear to be conventional concrete

foundations.

Gravity System Wood roof trusses bearing on CMU walls at the perimeter of the building.

Lateral System
A wood roof diaphragm spanning between CMU shear walls at the perimeter of

the building.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lake Roosevelt K-12
Structural System Description

Structural Roof

Generally OK. There are a few small portions of ceiling in the wood storage area

that had signs of water damage, but the structure was covered and could not be

evaluated.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage, deterioration or settlement.

Gravity System Good. No visible signs of corrosion, damage, deterioration or settlement.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Grand Coulee Dam Lake Roosevelt K-12 Wood Shop
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Grand Coulee Dam Lake Roosevelt K-12 Wood Shop
Unknown Item Description

Load Path
It appears there is a well-defined load path, but no drawings were available and access was limited to

investigate the connections.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning The north wall may be noncompliant.

Reinforcing Steel The amount of reinforcement is unknown.

Wall Anchorage
The connections between the walls and diaphragms were not visible and drawings were not available for

review.

Wood Ledgers
The connections between the walls and diaphragms were not visible and drawings were not available for

review.

Transfer to Shear

Walls

The connections between the walls and diaphragms were not visible and drawings were not available for

review.

Foundation

Dowels
This condition could not be observed and drawings were not available for review.

Girder-Column

Connection

Based on the limited observation we were able to make it is doubtful this building has girder-column type

connections, so this is likely N/A.

Cross Ties This condition could not be observed and drawings were not available for review.

Straight Sheathing This condition could not be observed and drawings were not available for review.

Spans This condition could not be observed and drawings were not available for review.

Diagonally

Sheathed and

Unblocked

Diaphragms

This condition could not be observed and drawings were not available for review.

Other Diaphragms
This condition could not be observed and drawings were not available for review, but it is assumed this

building has a wood diaphragm and is Compliant with this check.

Stiffness of Wall

Anchors
This condition could not be observed and drawings were not available for review.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Grand Coulee Dam Lake Roosevelt K-12 Wood Shop
Deficiency Description
ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Lateral bracing for suspended equipment was not present.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Grand Coulee Dam Lake Roosevelt K-12 Wood Shop
Unknown Item Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There are window panes greater than 16 ft2 at the entry, but it could not be determined if they are

laminated.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Some tall cabinets were observed, but it could not be determined if they were anchored to the

structure.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Some contents were observed stored on top of cabinets, but their weights are unknown.
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Photos:

Figure 1-1. Exterior view from southeast corner of building.

Figure 1-2. Exterior view from northeast corner of building. Dust collector visible to left in foreground. Addition
used for wood storage in center of image.
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Figure 1-3. Exterior view from north side of building near northwest corner.

Figure 1-4. Enclosed gas cylinder storage area on west side of building.
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Figure 1-5. Exterior view from southwest corner with slight re-entrant corner in roof.

Figure 1-6. Interior view showing water damage in ceiling at north wall of storage bumpout.
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Figure 1-7. Interior view showing water damage in ceiling at north wall of storage bumpout.

Figure 1-8. Interior view at east wall of bumpout showing likely lack of out-of-plane connectivity to roof
diaphragm at top of CMU wall.

Grand Coulee Dam, Lake Roosevelt K-12, Wood Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 27



Grand Coulee Dam, Lake Roosevelt K-12, Wood Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

It appears there is a well-

defined load path, but no

drawings were available and

access was limited to

investigate the connections.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There are no mezzanines

present in this building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
The building is a single-

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The building is a single-

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a single-

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X
The north wall may be

noncompliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade is present.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
The amount of

reinforcement is unknown.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

This building appears to

have a flexible wood

diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

The connections between the

walls and diaphragms were

not visible and drawings

were not available for

review.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

The connections between the

walls and diaphragms were

not visible and drawings

were not available for

review.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

The connections between the

walls and diaphragms were

not visible and drawings

were not available for

review.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
No concrete topping slabs

were present in this building.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

This condition could not be

observed and drawings were

not available for review.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Based on the limited

observation we were able to

make it is doubtful this

building has girder-column

type connections, so this is

likely N/A.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

This building appears to

have a flexible wood

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

This building appears to

have a flexible wood

diaphragm.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

This condition could not be

observed and drawings were

not available for review.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

This condition could not be

observed and drawings were

not available for review.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

This condition could not be

observed and drawings were

not available for review.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

This condition could not be

observed and drawings were

not available for review.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X

This condition could not be

observed and drawings were

not available for review, but

it is assumed this building

has a wood diaphragm and is

Compliant with this check.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This condition could not be

observed and drawings were

not available for review.
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Grand Coulee Dam, Lake Roosevelt K-12, Wood Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No stairs are present in

this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    

Gas cylinders observed to

be restrained by chains or

wires.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
URM partitions were not

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

The masonry partitions

appeared to either be full

height or cantilevered from

the foundation.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Light fixtures of this type

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
The building does not have

cladding panels.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
The building does not have

cladding panels.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

cladding panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

cladding panels.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are window panes

greater than 16 ft2 at the

entry, but it could not be

determined if they are

laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
A chimney is not present

in this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
A chimney is not present

in this building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There are no stairs in this

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There are no stairs in this

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Some tall cabinets were

observed, but it could not

be determined if they were

anchored to the structure.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Some contents were

observed stored on top of

cabinets, but their weights

are unknown.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Lateral bracing for

suspended equipment was

not present.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gymnasium
Facility Name: Green Mountain School
District Name: Green Mountain
ICOS Latitude: 45.948
ICOS Longitude: -122.539
ICOS
County/District ID: 6103

ICOS Building ID: 17949
ASCE 41 Bldg Type: W2
Enrollment: 158
Gross Sq. Ft. : 6,353
Year Built: 1950
Number of Stories: 1
SXS BSE-2E: 0.817
SX1 BSE-2E: 0.516
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 341
Liquefaction
Potential: None

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Green Mountain, Green Mountain School, Gymnasium
1.1 Building Description

The Green Mountain School Gymnasium Building is a one-story structure. The main floor is constructed out

of wood studs. The lower floor is partially below grade and is constructed out of wood stud walls over the

concrete foundation wall. The 1950 building is constructed on sloping ground and is located in Woodland,

Washington. The building is rectangular in plan, roughly 110 feet by 65 feet, with a maximum roof height of

around 24 feet. The roof diaphragm is a flexible, wood-framed diaphragm. The floor diaphragm above the

lower level is also flexible and wood-framed. The building shares the site with the main school building, a

parking lot, and two other buildings.
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1.1.1 Building Use

The gymnasium building includes a gym and offices. The school has over 150 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Green Mountain School
Structural System Description
Structural Roof The roof system is composed of sheathing over wood framing.

Structural Floor(s)
The floor systems are composed of sheathing over wood framing at elevated

floors and a concrete slab-on-grade.

Foundations The exterior walls are supported by continuous wall footings.

Gravity System
The gravity system consists of wood trusses, wood beams, wood columns, and

wood stud bearing walls.

Lateral System
Lateral forces are resisted by wood shear walls in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Green Mountain School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Green Mountain Green Mountain School Gymnasium
Deficiency Description

Shear Stress

Check

Shear wall sheathing type is unknown and the All other conditions - 100 lb/ft criteria was assumed. Pseudo

shear stress is greater than 100 lb/ft. This building likely requires shear wall strengthening, such as the addition

of plywood sheathing, if non-existent, or new shear walls. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Green Mountain Green Mountain School Gymnasium
Unknown Item Description

Load Path
No drawings provided. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sills

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Girder-Column

Connection

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sill Bolts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Straight Sheathing
Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary.

Spans
Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary.

Diagonally

Sheathed and

Unblocked

Diaphragms

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Green Mountain Green Mountain School Gymnasium
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Green Mountain Green Mountain School Gymnasium
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow contents. All tall narrow

contents should be anchored to the structure.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be anchored to the structure.
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Photos:

Figure 1-1. Green Mountain Gymnasium - East Entrance
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Figure 1-2. Green Mountain Gymnasium - Northwest Exterior
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Figure 1-3. Green Mountain Gymnasium - Southeast Exterior

Figure 1-4. Green Mountain Gymnasium - East Exterior
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Figure 1-5. Green Mountain Gymnasium - Northeast Exterior

Figure 1-6. Gymnasium
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Figure 1-7. Stage

Green Mountain, Green Mountain School, Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 29



Green Mountain, Green Mountain School, Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Shear wall sheathing type is

unknown and the All other

conditions - 100 lb/ft criteria

was assumed. Pseudo shear

stress is greater than 100

lb/ft. This building likely

requires shear wall

strengthening, such as the

addition of plywood

sheathing, if non-existent, or

new shear walls. Further

investigation is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Green Mountain, Green Mountain School, Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Further investigation is

required to review

anchorage of tall narrow

contents. All tall narrow

contents should be

anchored to the structure.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

anchored to the structure.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Green Mountain School
District Name: Green Mountain
ICOS Latitude: 45.948
ICOS Longitude: -122.539
ICOS
County/District ID: 6103

ICOS Building ID: 12470
ASCE 41 Bldg Type: URM
Enrollment: 158
Gross Sq. Ft. : 3,554
Year Built: 1932
Number of Stories: 2
SXS BSE-2E: 0.817
SX1 BSE-2E: 0.516
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 341
Liquefaction
Potential: None

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Green Mountain, Green Mountain School, Main Building
1.1 Building Description

The Green Mountain School main building is a two-story structure. The main floor is constructed out of

unreinforced masonry walls and wood stud infills. The lower floor is partially below grade and constructed

out of concrete walls. The 1932 building is constructed on sloping ground and is located in Woodland,

Washington. The building is rectangular in plan, roughly 60 feet by 30 feet, with a maximum roof height of

around 24 feet. The roof and floor systems are both flexible diaphragms. The building shares the site with a

gymnasium building and two other buildings.
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1.1.1 Building Use

The school building includes classrooms and administrative offices. The school has over 150 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Green Mountain School
Structural System Description
Structural Roof The roof system is composed of sheathing over wood framing.

Structural Floor(s)
The floor system is composed of sheathing over wood framing at the main level

and a concrete slab-on-grade on the lower level.

Foundations The exterior walls are supported by continuous wall footings.

Gravity System
The gravity system consists of unreinforced masonry walls, concrete walls, and

wood stud bearing walls.

Lateral System
Forces are resisted in the longitudinal and transverse directions by unreinforced

masonry walls on the main level and concrete shear walls on the lower level.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Green Mountain School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Green Mountain Green Mountain School Main Building
Deficiency Description

Shear Stress

Check

Pseudo shear stress is greater than 30 psi for the east-west walls. This building likely requires masonry shear

wall strengthening, such as adding FRP or new lateral force resisting elements to reduce the demand on the

existing shear walls. Further investigation is required.

Proportions
The height-to-thickness ratio is greater than the limit required. URM wall strengthening, such as adding steel

strongbacks, may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Green Mountain Green Mountain School Main Building
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Unknown Item Description

Load Path
No drawings provided. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance.

Tension ties, blocking, strapping, and diaphragm nailing may be required along the URM walls.

Wood Ledgers

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance. Post-

installed anchors may be required to connect the diaphragm to the URM shear walls.

Girder-Column

Connection

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance. The

addition of positive connections using plates, straps, or hardware between girders and column supports may be

required.

Masonry Layup

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Cross Ties

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance. The

addition of new cross ties between diaphragm chords or the addition of strap plates to connect existing framing

members together may be appropriate.

Straight Sheathing
Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary.

Spans

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance. Installation of plywood sheathing may be appropriate if wood structural panel or diagonal

sheathing is non-existent.

Diagonally

Sheathed and

Unblocked

Diaphragms

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance. The addition of blocking and/or additional diaphragm nailing may be appropriate.
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Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Beam

Girder, and Truss Supports,This evaluation item is unknown and could not be visually verified. This item

requires further investigation to make a final determination on its compliance. In non-compliant, the addition of

secondary column support may be appropriate.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Green Mountain Green Mountain School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Green Mountain Green Mountain School Main Building
Unknown Item Description
C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system. Additional post-installed anchorage may be required.
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Photos:

Figure 1-1. Green Mountain School - East Exterior

Figure 1-2. Green Mountain School - South Exterior

Green Mountain, Green Mountain School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 32



Figure 1-3. Green Mountain School - North Exterior

Figure 1-4. Green Mountain School - West Exterior
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Figure 1-5. Wood-Framed Balcony at South Exterior
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Figure 1-6. Green Mountain School - Southwest Exterior

Figure 1-7. Typical Classroom with Unknown Light Fixture Bracing
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Figure 1-8. Computer Room with Unknown Light Fixture Bracing
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Figure 1-9. Tall Nonstructural Components Unbraced, Typical Throughout

Green Mountain, Green Mountain School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 32



Figure 1-10. Classroom - South Interior
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Green Mountain, Green Mountain School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   

Green Mountain, Green Mountain School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 32



17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Pseudo shear stress is greater

than 30 psi for the east-west

walls. This building likely

requires masonry shear wall

strengthening, such as

adding FRP or new lateral

force resisting elements to

reduce the demand on the

existing shear walls. Further

investigation is required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. Tension ties,

blocking, strapping, and

diaphragm nailing may be

required along the URM

walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. Post-installed

anchors may be required to

connect the diaphragm to the

URM shear walls.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. The addition of

positive connections using

plates, straps, or hardware

between girders and column

supports may be required.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

The height-to-thickness ratio

is greater than the limit

required. URM wall

strengthening, such as

adding steel strongbacks,

may be appropriate to

mitigate seismic risk.
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Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. The addition of

new cross ties between

diaphragm chords or the

addition of strap plates to

connect existing framing

members together may be

appropriate.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance. Installation of

plywood sheathing may be

appropriate if wood

structural panel or diagonal

sheathing is non-existent.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance. The addition of

blocking and/or additional

diaphragm nailing may be

appropriate.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance. In non-

compliant, the addition of

secondary column support

may be appropriate.
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Green Mountain, Green Mountain School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Additional post-installed

anchorage may be

required.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

Green Mountain, Green Mountain School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 32



S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building

Facility Name: Harrington Elementary & High
School

District Name: Harrington
ICOS Latitude: 47.479
ICOS Longitude: -118.251
ICOS
County/District ID: 22204

ICOS Building ID: 24193
ASCE 41 Bldg Type: URM
Enrollment: 87
Gross Sq. Ft. : 53,605
Year Built: 1936
Number of Stories: 1
SXS BSE-2E: 0.248
SX1 BSE-2E: 0.145
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 601
Liquefaction

Potential:
Bedrock

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Harrington, Harrington Elementary & High School, Main Building
1.1 Building Description

The Harrington School building is single-story structure that consists of multiple additions. The building

serves the entire district and houses K-12 classrooms. The additions appear to be built around the pool

building, encompassing the URM structure on all sides. The building forms a U-shape, creating a courtyard

in the center. There are multiple construction types used throughout the building, ranging from URM to

CMU to wood framing.
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1.1.1 Building Use

The school serves kindergarten through the 12th grade. There are approximately 120 students and 20 staff

members that use the facility. The structure also houses a swimming pool, a gymnasium, a multi-purpose

room, an agriculture/wood shop, administrative spaces, and mechanical spaces. There is also a bus barn

attached to the building along the southeast side of the building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Harrington Elementary & High School
Structural System Description

Structural Roof

The roof at the pool and gym areas appeared to be wood framed trusses, with

barrel trusses spanning the width of the gym. The classrooms appear to be

framed with wood trusses or joists. The agriculture/wood shop has open-web

steel joists and decking, while the bus barn was framed with wood joists and

steel girder beams.

Structural Floor(s) The building appeared to have a concrete slab-on-grade floors throughout.

Foundations
Unknown, but based on age of the building and visual observations it is assumed

conventional foundations are in place.

Gravity System

The gravity system at the pool and gym areas appears to consist of wood trusses

supported by exterior URM walls. The classroom areas appear to be framed with

wood trusses or joists supported by a combination of wood- and concrete bearing

walls. The agriculture/wood shop is framed with open-web steel joists bearing

on CMU walls. The bus barn has a wood framed roof supported by steel girders,

which bear on CMU walls. Existing drawings were not available to verify

systems and wall reinforcing.

Lateral System

The lateral system at the pool and gym areas appearg to be URM shear walls. At

the classrooms, the lateral systems appear to be wood-sheathed walls and

concrete shear walls. The lateral system at the agriculture/wood shop and bus

barn appear to be CMU walls. Existing drawings were not available to verify

systems and wall reinforcing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Harrington Elementary & High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations

Unknown. No visible signs of corrosion, damage or deterioration along most of

the building. At the north-east corner of the bus barn, there appeared to be

significant settlement.

Gravity System

Fair. No visible signs of corrosion, damage or deterioration for most of the

building. There was significant cracking in the northeast corner of the bus barn

CMU wall. It appear that ties were post-installed to prevent additional movement

in the wall.
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Lateral System system comment for the bus barn.
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Fair. No visible signs of corrosion, damage or deterioration. Refence the gravity
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Harrington Harrington Elementary & High School Main Building
Deficiency Description

Load Path
On one side of the gym, there are clearstory windows and no apparent lateral system. The remainder of the

school appeared to have an adequate load path.

Wall Anchorage In visible areas, no positive attachment was present.

Wood Ledgers At visible locations, the ledgers were attached such that lateral loads would induce cross-grain bending.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Harrington Harrington Elementary & High School Main Building
Unknown Item Description

Torsion

Existing drawings are not available and the have multiple additions to the building. Based on visual

observation, it appears that the center of mass and rigidity would be withing 20% of the building width in each

direction.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Due to lack of existing drawings the shear wall lengths are unknown but based on visual observation, assuming

that only 80% of the gym and pool walls provide lateral resistance, the shear stress in the wall is approximately

11 psi. It is unknown if interior shear wall provide lateral support. This is a very conservative check because the

entire lateral load is assumed to act on only four walls, when there are many other walls that are assumed to

provide lateral resistance.

Transfer to Shear

Walls
Connections were not visible for inspection.

Girder-Column

Connection
Connections were not visible for inspection.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Harrington Harrington Elementary & High School Main Building
Deficiency Description
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The Tier 1 nonstructural seismic evaluation performed for this school building could not confirm nonstructural seismic deficiencies due to 
limited access for visual observation and/or lack of existing drawings available for review.  Please refer to the next page of this report for 
the list of nonstructural items marked as “unknown” and commentary indicating the need for further investigation or the likelihood of 
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Harrington Harrington Elementary & High School Main
Building
Unknown Item Description
HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

The mounting of equipment handling hazardous material is unknown.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Access to piping conveying hazardous materials was limited.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
No shutoff was observed.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Flexible couplings were not observed.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

The ceiling details could not be observed.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

The ceiling details could not be observed.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures were observed, but their support could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2 that do not appear to be laminated.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Brick veneer was present but the attachment was not visible.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Brick veneer was present but the attachment was not visible.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Brick veneer was present but the attachment was not visible.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Brick veneer was present but the attachment was not visible.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Due to limited access and unavailable existing drawings, the height-to-thickness ratios are

unknown.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
It is unknown how the north canopy is anchored to the building.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.
No URM chimney was observed, but full roof extents could not be observed.
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MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
No URM chimney was observed, but full roof extents could not be observed.

Unknown Item Description
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Photos:

Figure 1-1. Typical classroom.

Figure 1-2. Bus barn wall with visible cracking.
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Figure 1-3. Visible parapet, likely unreinforced.

Figure 1-4. Multipurpose room.
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Figure 1-5. Northwest corner of the building, showing a canopy.

Figure 1-6. Greenhouse off of east side of bus barn.
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Figure 1-7. Mechanical space adjacent to the pool.

Figure 1-8. Main entrance.
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Figure 1-9. Gymnasium.

Figure 1-10. Pool area at core of building.
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Harrington, Harrington Elementary & High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

On one side of the gym,

there are clearstory windows

and no apparent lateral

system. The remainder of

the school appeared to have

an adequate load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
There were no adjacent

buildings on the site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There were no mezzanines

in the building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
The building is a single-

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

All shear walls appeared to

be continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    
The building is a single-

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a single-

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Existing drawings are not

available and the have

multiple additions to the

building. Based on visual

observation, it appears that

the center of mass and

rigidity would be withing

20% of the building width in

each direction.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to

Moderate seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
Not applicable due to

Moderate seismicity.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than two

lines of shear walls present

in each direction.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Due to lack of existing

drawings the shear wall

lengths are unknown but

based on visual observation,

assuming that only 80% of

the gym and pool walls

provide lateral resistance,

the shear stress in the wall is

approximately 11 psi. It is

unknown if interior shear

wall provide lateral support.

This is a very conservative

check because the entire

lateral load is assumed to act

on only four walls, when

there are many other walls

that are assumed to provide

lateral resistance.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   
In visible areas, no positive

attachment was present.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

At visible locations, the

ledgers were attached such

that lateral loads would

induce cross-grain bending.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
Connections were not visible

for inspection.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Connections were not visible

for inspection.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  
The site is classified as

Moderate seismicity.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  
The site is classified as

Moderate seismicity.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
The site is classified as

Moderate seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
The site is classified as

Moderate seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
The site is classified as

Moderate seismicity.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The site is classified as

Moderate seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
The site is classified as

Moderate seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
The site is classified as

Moderate seismicity.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
The site is classified as

Moderate seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
The site is classified as

Moderate seismicity.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  
The site is classified as

Moderate seismicity.

Harrington, Harrington Elementary & High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 30



Harrington, Harrington Elementary & High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building did not have

a generator.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
The building is a single-

story structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

The mounting of

equipment handling

hazardous material is

unknown.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    

The granular chlorine for

the pool was stored in

plastic containers stacked

in the mechanical room

against the wall.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Access to piping

conveying hazardous

materials was limited.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X No shutoff was observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X
Flexible couplings were

not observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

There did not appear to be

seismic joints in this

structure.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

All URM and concrete

walls appeared to be

bearing walls.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

All URM and concrete

walls appeared to be

bearing walls.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
The ceiling details could

not be observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
The ceiling details could

not be observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures were

observed, but their support

could not be verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

No cladding weighing

more than 10 lb/ft2

present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
Building is not a steel or

concrete moment-frame.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building is a single-

story structure.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

X    

Cladding panel

connections were visible at

approximately 12" OC.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
No concrete cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are window panes

greater than 16 ft2 that do

not appear to be laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Brick veneer was present

but the attachment was not

visible.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building is a single-

story structure.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Brick veneer was present

but the attachment was not

visible.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

Brick veneer was present

but the attachment was not

visible.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

It is assumed coldformed

steel studs are not present

in the exterior structure of

the building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Brick veneer was present

but the attachment was not

visible.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Due to limited access and

unavailable existing

drawings, the height-to-

thickness ratios are

unknown.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

north canopy is anchored

to the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  

Based on the building type,

it is unlikely that there are

concrete parapets on this

building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

No URM chimney was

observed, but full roof

extents could not be

observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

No URM chimney was

observed, but full roof

extents could not be

observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The building is a single-

story structure.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS - not

required for Moderate

seismicity.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS - not

required for Moderate

seismicity.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS - not

required for Moderate

seismicity.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS - not

required for Moderate

seismicity.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS - not

required for Moderate

seismicity.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building is a single-

story structure.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Annex
Facility Name: Woodside Site
District Name: Highline
ICOS Latitude: 47.438
ICOS Longitude: -122.325
ICOS
County/District ID: 17401

ICOS Building ID: 23449
ASCE 41 Bldg Type: S5a
Enrollment: 27
Gross Sq. Ft. : 10,306
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 1.122
SX1 BSE-2E: 0.636
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 355
Liquefaction
Potential: very low

Tsunami Risk: Extremely Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Highline, Woodside Site, Annex
1.1 Building Description

The Annex Building at the Woodside Site (also known as CHOICE Academy) is a one-story 10,300 square

foot building built in 1960 that includes a 1966 addition that added 4,000 square foot to the north end of the

building. The Annex is 40 feet west of the Main Building and is of similar construction that includes steel

castellated roof beams, wide flange steel columns, brick masonry infill walls at the exterior and interior

corridors, and brick masonry partitions, founded on conventional spread footings. The Annex building’s roof

is relatively flat and steps up as a high bay roof over the shop classroom areas. The brick masonry wall

heights vary with most walls partial height and capped with steel channels that span to wide flange columns

that support the castellated roof beams.
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1.1.1 Building Use

The Annex Building is used as classrooms for the CHOICE Academy.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Woodside Site
Structural System Description

Structural Roof

The roof framing system over the classroom and high-bay shop areas is 3x T&G

decking over exposed steel castellated beams spaced at 10 feet on center. The

castellated beams are supported by wide flange columns at each end. According

to maintenance and facility staff, a previous re-roofing project installed plywood

sheathing over the existing T&G decking. The high-bay roofs in the shop areas

are approximately 14 feet above finished floor and the roof over the classrooms

are approximately 10 feet above finished floor.

Structural Floor(s)
The first floor of the 1960 portion of the building is a 4-inch slab on grade and

the first floor of the 1966 addition is a 4.5-inch thick slab on grade.

Foundations

Foundations consist of reinforced concrete stem walls and strip footings

supporting the brick walls and steel columns. Foundations were designed based

on a soil bearing capacity of 4,000 psf.

Gravity System

The gravity system consists of T&G wood decking supported by exposed steel

castellated beams and wide flange posts founded on conventional strip footings.

Some areas of the classroom wings have the castellated roof beams cantilevered

for the roof overhang and trellis framing. Exterior walls perpendicular to the

T&G decking are brick masonry bearing walls.

Lateral System

The existing lateral system consists of flexible wood diaphragms and brick

masonry shear walls. The brick masonry shear walls in the longitudinal direction

are infilled between the steel columns supporting the castellated beams. The

1960 and 1966 drawings specify #3 dowels at every fifth course to anchor the

infill brick walls to the wide flange steel columns. Full-height brick masonry

shear walls at the ends of the classroom wings and gym laterally support the

building in the transverse direction and are directly attached to the T&G decking.

The steel columns that support the high-bay roofs in the shop areas are glazed

between the columns. This results in cantilevered steel wide flange columns

bending in weak-axis to transfer high-bay roof diaphragm loads to the brick

infill shear walls below and the low roof diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Woodside Site
Structural System Description

Structural Roof

There weren’t significant areas of deterioration observed in the roof decking or

ceilings. Based on discussions with maintenance and facility staff, there has been

maintenance work previously done to replace water-damaged T&G decking.

Structural Floor(s) No visible signs of damage or deterioration.

The foundation elements were not directly visible, as they are buried in the
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Foundations ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition.

Gravity System

Gravity system over interior spaces is generally in good condition. There are

areas where the exposed castellated beams at the trellis overhangs at the

northwest and northeast portions of the building have significant corrosion

where the rust is flaking and delaminating from the bottom flanges of the beams.

Lateral System
No visible signs of damage or deterioration in the roof diaphragms and brick

masonry shear walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Highline Woodside Site Annex
Deficiency Description

Load Path

Drawings do not indicate roof diaphragm to transverse brick shear wall connections, or doweling of brick shear

walls to foundation stem walls. Further investigation should be completed. Additional wall anchoring may be

appropriate to mitigate seismic risk.

Shear Stress

Check

Assuming walls are not vertically reinforced and doweled to the foundation stem walls, shear wall stresses

exceed 30 psi for the shear lines in the longitudinal direction (N/S) and the interior shear lines in the transverse

(E/W direction) along grids D, G, and J. Further investigation should be completed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Infill Wall

Connections

Masonry is in contact with the WF columns. Drawings specified that masonry abuts WF columns get doweled

to web of WF column with rebar every 5th course. Drawings do not indicate connection between top of

masonry and underside of steel L5x3.5 beams span column to column where exterior masonry infill shear walls

occur. Further investigation should be completed. Lateral system strengthening or additional shear walls may

be appropriate to mitigate seismic risk.

Transfer to Infill

Walls

Transverse Direction: Drawings do not indicate connection of roof diaphragm to transverse brick shear wall

connections. Longitudinal Direction: Diaphragm forces are likely transferred to infill masonry shear walls via

steel L5x3.5 that supports the T&G decking and and spans from column to column, however no connection

from L5x3.5 to T&G decking is specified. Columns are restrained by brick masonry infill walls. At interior

corridor walls, steel WF columns have to span weak-axis to transfer lateral loads due to high band of glazing

between T&G decking and top of the brick shear walls below. Further investigation should be performed.

Additional anchoring or additional shear walls may be appropriate to mitigate seismic risk.

Cross Ties

Continuous cross ties not present in the longitudinal direction of the classroom wings and shop areas (parallel

with T&G decking). T&G decking is not detailed for tension splice at abutting end joints. Castellated beams

serve as continuous cross ties in the transverse directions of gym and classroom wings. Areas at low-roof to

high-roof transition at grid C of 1960 should be further investigated due to diaphragm discontinuity and force

transfer at the corner of the opening in low roof diaphragm. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Stiffness of Wall

Anchors

5/8-inch plywood sheathing added over T&G decking for diaphragm strengthening as part of re-roofing project

considered a blocked diaphragm. Further investigation should be completed. Diaphragm strengthening and

anchoring may be appropiate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Highline Woodside Site Annex
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Drawings specify both reinforced 'S.C.R. Brick' with vertical reinforcement, however presence of vertical

reinforcement was not verified. If the walls are further investigated and verified to have reinforcing, this check

will be Compliant as quick-check shear wall stresses are less than 70 psi. Further investigation should be

completed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Proportions

Presence of vertical reinforcement in the brick masonry walls should be further investigated. Existing drawings

indicate #4 @ 24 inches oc vertical in 6-inch walls, #4 @ 18 inches oc vert in 8-inch walls. If there is no

vertical reinforcement, these URM walls are considered Non-Compliant (NC). Brick masonry walls are 8-inch

nominal on the exterior, 6-inch walls in the interior resulting in height-to-thickness ratios of 11 to 14. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Highline Woodside Site Annex
Deficiency Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Out of plane wall anchors not present at tops of walls, and drawings do no indicate roof decking to

sill plate attachment to top of wall. Wall bracing may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Based on age of building, the larger panes of overhead glass above doorways and corridors are

likely not laminated glass. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Highline Woodside Site Annex
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for boilers was not verified with maintenance or facility staff. If gas is used to

fire the boilers, verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. East exterior wall of Annex (looking southeast)

Figure 1-2. Castellated beams in corridor, interior brick corridor walls with upper band of glazing
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Figure 1-3. Typical classroom
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Figure 1-4. Face of WF column, brick infill corridor wall with steel channel cap
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Figure 1-5. Corroded steel beam at northeast trellis overhang
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Figure 1-6. West exterior wall of Annex (looking northeast)
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Figure 1-7. West exterior wall at high-bay of 1966 addition (looking south east)
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Highline, Woodside Site, Annex

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Drawings do not indicate

roof diaphragm to transverse

brick shear wall connections,

or doweling of brick shear

walls to foundation stem

walls. Further investigation

should be completed.

Additional wall anchoring

may be appropriate to

mitigate seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Building has flexible

diaphragms with exterior

shear walls on all four sides.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

Highline, Woodside Site, Annex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 34



High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
0.6Sa = 0.67. Base/Ht ratio:

5 - 7

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

It appears that the

foundation is adequately

restrained.
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17-16 Collapse Prevention Structural Checklist for Building Types S5 and S5a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appears to be at least

two lines of shear walls in

each principal direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Drawings specify both

reinforced 'S.C.R. Brick'

with vertical reinforcement,

however presence of vertical

reinforcement was not

verified. If the walls are

further investigated and

verified to have reinforcing,

this check will be Compliant

as quick-check shear wall

stresses are less than 70 psi.

Further investigation should

be completed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. Bays with

openings greater than 25% of the wall area shall

not be included in Aw of Eq. (4-8). (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Assuming walls are not

vertically reinforced and

doweled to the foundation

stem walls, shear wall

stresses exceed 30 psi for the

shear lines in the

longitudinal direction (N/S)

and the interior shear lines in

the transverse (E/W

direction) along grids D, G,

and J. Further investigation

should be completed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.
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Infill Wall Connections

Masonry is in full contact with frame. (Tier 2:

Sec. 5.5.3.5.1, 5.5.3.5.3; Commentary: Sec.

A.3.2.6.1)

 X   

Masonry is in contact with

the WF columns. Drawings

specified that masonry abuts

WF columns get doweled to

web of WF column with

rebar every 5th course.

Drawings do not indicate

connection between top of

masonry and underside of

steel L5x3.5 beams span

column to column where

exterior masonry infill shear

walls occur. Further

investigation should be

completed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X    

Drawings indicate WF

columns are anchored to

foundation with (2) 5/8-inch

diameter anchor bolts (not

visually confirmed).

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Infill Wall Eccentricity

The centerline of the infill masonry wall is not

offset from the centerline of the steel framing by

more than 25% of the wall thickness. (Tier 2:

Sec. 5.5.3.5.3; Commentary: Sec. A.3.2.6.5)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Transfer to Infill Walls

Diaphragms are connected for transfer of loads

to the infill walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Transverse Direction:

Drawings do not indicate

connection of roof

diaphragm to transverse

brick shear wall connections.

Longitudinal Direction:

Diaphragm forces are likely

transferred to infill masonry

shear walls via steel L5x3.5

that supports the T&G

decking and and spans from

column to column, however

no connection from L5x3.5

to T&G decking is specified.

Columns are restrained by

brick masonry infill walls.

At interior corridor walls,

steel WF columns have to

span weak-axis to transfer

lateral loads due to high

band of glazing between

T&G decking and top of the

brick shear walls below.

Further investigation should

be performed. Additional

anchoring or additional

shear walls may be

appropriate to mitigate

seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the unreinforced

infill walls at each story is less than 9. (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.6.2)

   X

Presence of vertical

reinforcement in the brick

masonry walls should be

further investigated. Existing

drawings indicate #4 @ 24

inches oc vertical in 6-inch

walls, #4 @ 18 inches oc

vert in 8-inch walls. If there

is no vertical reinforcement,

these URM walls are

considered Non-Compliant

(NC). Brick masonry walls

are 8-inch nominal on the

exterior, 6-inch walls in the

interior resulting in height-

to-thickness ratios of 11 to

14. Further investigation

should be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Cavity Walls

The infill walls are not of cavity construction.

(Tier 2: Sec. 5.5.3.5.2; Commentary: Sec.

A.3.2.6.3)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Continuous cross ties not

present in the longitudinal

direction of the classroom

wings and shop areas

(parallel with T&G

decking). T&G decking is

not detailed for tension

splice at abutting end joints.

Castellated beams serve as

continuous cross ties in the

transverse directions of gym

and classroom wings. Areas

at low-roof to high-roof

transition at grid C of 1960

should be further

investigated due to

diaphragm discontinuity and

force transfer at the corner of

the opening in low roof

diaphragm. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Per the maintenance and

facility staff, 5/8-inch

plywood sheathing was

added during prior re-

roofing project about 5 years

ago that also replaced areas

of water damaged T&G

decking.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Per the maintenance and

facility staff, 5/8-inch

plywood sheathing was

added over T&G decking

during prior re-roofing

project about 5 years ago for

diaphragm strengthening.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

5/8-inch plywood sheathing

added over T&G decking for

diaphragm strengthening as

part of re-roofing project

considered a blocked

diaphragm.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

5/8-inch plywood sheathing

added over T&G decking for

diaphragm strengthening as

part of re-roofing project

considered a blocked

diaphragm. Further

investigation should be

completed. Diaphragm

strengthening and anchoring

may be appropiate to

mitigate seismic risk.
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Highline, Woodside Site, Annex

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a sprinkler system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a sprinkler system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a sprinkler system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

boilers was not verified

with maintenance or

facility staff. If gas is used

to fire the boilers, verify

that gas lines are laterally

braced and anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Out of plane wall anchors

not present at tops of

walls, and drawings do no

indicate roof decking to

sill plate attachment to top

of wall. Wall bracing may

be appropriate to mitigate

seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Does not appear that

partitions are braced into

integrated ceiling system.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious partitions

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceilings are mostly

exposed T&G decking or

GWB directly applied to

underside of T&G

decking.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceilings are mostly

exposed T&G decking or

GWB directly applied to

underside of T&G

decking.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

Ceilings are mostly

exposed T&G decking or

GWB directly applied to

underside of T&G

decking.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

Based on age of building,

the larger panes of

overhead glass above

doorways and corridors are

likely not laminated glass.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No veneer on exterior

walls.
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
No veneer on exterior

walls.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
No veneer on exterior

walls.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No veneer on exterior

walls.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No veneer on exterior

walls.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No veneer on exterior

walls.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there is

stairs in the building.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

Did not observe tall

narrow contents during our

site visit. This can be

further verified by

maintenance and facility

staff and tops of tall

narrow contents can be

anchored to backing walls

or overturning base

restraint added.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Did not heavy contents

stored up high during our

site visit but not all areas

were accessible due to

school being in session.

This can be further verified

by maintenance and

facility staff and heavy

contents can be restrained

from falling or moved to a

lower elevation.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Woodside Site
District Name: Highline
ICOS Latitude: 47.438
ICOS Longitude: -122.325
ICOS
County/District ID: 17401

ICOS Building ID: 23448
ASCE 41 Bldg Type: S5a
Enrollment: 27
Gross Sq. Ft. : 22,768
Year Built: 1958
Number of Stories: 1
SXS BSE-2E: 1.122
SX1 BSE-2E: 0.636
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 355
Liquefaction
Potential: very low

Tsunami Risk: Extremely Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Highline, Woodside Site, Main Building
1.1 Building Description

The Main Building at the Woodside Site (also known as CHOICE Academy) is a one-story 22,800 square

foot building built in 1958. The building is of steel construction with brick masonry infill walls at the

exterior and interior corridors and brick masonry partitions. Brick masonry walls are founded on

conventional strip footings. The Main Building consists of a 3,600 square foot gym, a 1,000 square foot

boiler room, and two 8,400 square foot classroom wings connected by at 10-foot wide corridor. An 1,100

square foot locker room addition was constructed at the south end of the gym in 1966. Roofs over the

classroom wings are approximately 10 feet above finished floor with the roof over the gym about 18 feet

above finished floor.
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1.1.1 Building Use

The Main Building has various uses for the school district. The west classroom wing is used as classrooms

for the CHOICE Academy. The south classroom wing and gym area is used for administrative space and

general storage for the school district.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Woodside Site
Structural System Description

Structural Roof

The roof framing system over the classroom wings is 3x T&G decking over

exposed steel castellated beams spaced at 10 feet on center. The castellated

beams are supported by wide flange columns at each end. The roof system over

the gym is 4x T&G decking over exposed steel castellated beams spaced at about

14 feet on center. The castellated beams clear span the 42-foot width of the gym

and supported by wide flange columns. According to maintenance and facility

staff, a previous re-roofing project installed plywood sheathing over the existing

T&G decking. The roof of the boiler room is a 4.5-5-inch, one-way concrete slab

supported by concrete beams and CMU bearing walls.

Structural Floor(s)

The first floor is a 4-inch slab on grade. A 9-ft wide below-grade mechanical

tunnel runs down the corridor adjacent to the gym and down the two classroom

wings. The lid over the mechanical tunnel is 4 inches thick with mild

reinforcement. The floor of the boiler room is about 10 feet below the main floor

and finished grade, and also has a 4-inch thick slab on grade.

Foundations

Foundations consist of reinforced concrete stem walls and strip footings

supporting the brick walls and steel columns. The boiler room is below grade

with reinforced concrete basement walls all around. Foundations were designed

based on a soil bearing capacity of 4,000 psf.

Gravity System

The gravity system consists of T&G wood decking supported by exposed steel

castellated beams and wide flange posts founded on conventional strip footings.

Some areas of the classroom wings have the castellated roof beams cantilevered

for the roof overhang and trellis framing. Exterior walls perpendicular to the

T&G decking are brick masonry bearing walls.

Lateral System

The existing lateral system consists of flexible wood diaphragms and brick

masonry shear walls. The brick masonry shear walls in the longitudinal direction

are infilled between the steel columns supporting the castellated beams. The

1958 drawings specify #3 dowels at every fifth course to anchor the infill brick

walls to the wide flange steel columns. Full-height brick masonry shear walls at

the ends of the classroom wings and gym laterally support the building in the

transverse direction and are directly attached to the T&G decking. The tops of

the east and west brick infill walls of the gym are 10 feet above finished floor

with wood studs and fiberglass panels for the upper 8 feet of the wall to the roof

diaphragm. This results in cantilevered steel wide flange columns bending in

weak-axis to transfer roof diaphragm loads to the brick infill shear walls.

1.1.3 Structural System Visual Condition

Highline, Woodside Site, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 35



Table 1.1-2. Structural System Condition Description of Woodside Site
Structural System Description

Structural Roof

There weren’t significant areas of deterioration observed in the roof decking or

ceilings. Based on discussions with maintenance and facility staff, there has been

maintenance work previously done to replace water-damaged T&G decking.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition.

Gravity System

Gravity system is generally in good condition. There are areas where the

exposed steel flanges of the columns and exposed portions of the castellated

beams have peeled coatings and some minor rust. The interior masonry partition

wall at the west end of the corridor in the west classroom wing has a horizontal

crack across the width of the wall just above the head of the doors.

Lateral System
No visible signs of damage or deterioration in the roof diaphragms and brick

masonry shear walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Highline Woodside Site Main Building
Deficiency Description

Load Path

Drawings do not indicate roof diaphragm to transverse brick shear wall connections, or doweling of brick shear

walls to foundation stem walls. East and West exterior masonry walls of the gym and interior corridor masonry

walls of the classroom wings do not extend up to the roof diaphragm. Further investigation should be

completed. Additional wall anchoring or shear walls may be appropriate to mitigate seismic risk.

Torsion

Noncompliant for north classroom wing due to cantilevered diaphragm at west end supporting the north and

south exterior brick walls in the N/S direction. Further investigation should be performed. Additional shear

walls and shear wall connections may be appropriate to mitigate seismic risk.

Shear Stress

Check

Existing drawings indicate brick masonry. 5 out of the 11 shear wall lines in the N/S direction, and 6 out of the

11 shear wall lines in the E/W direction exceed 30 psi. The most deficient walls are the east and west exterior

walls of the south classroom wing (grids H and M). In addition, corridor shear walls in classroom wings and

east and west exterior walls of the gym require load transfer from roof diaphragm through high band of

glazing/fiberglass panels in lieu of weak axis steel column bending. Further investigation should be completed.

Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Infill Wall

Connections

Masonry is in contact with the WF columns. Drawings specified that masonry abuts WF columns get doweled

to web of WF column with rebar every 5th course. Drawings do not indicate connection between top of

masonry and underside of steel L5x3.5 beams span column to column where exterior masonry infill shear walls

occur. Further investigation should be completed. Lateral system strengthening or additional shear walls may

be appropriate to mitigate seismic risk.

Transfer to Infill

Walls

Transverse Direction: Drawings do not indicate connection of roof diaphragm to transverse brick shear wall

connections. Longitudinal Direction: Diaphragm forces are indirectly transferred to infill masonry shear walls

via steel L5x3.5 that is bolted to T&G decking and and spans from column to column. Columns are restrained

by brick masonry infill walls. Further investigation should be performed. Additional anchoring or additional

shear walls may be appropriate to mitigate seismic risk.

Proportions

Brick masonry walls are 6-inch and 8-inch at classroom wings; 8-inch and 10-inch walls at gym. Heights of

walls at classroom ranges from 7 feet to 9 feet resulting in height-to-thickness ratios of 11 to 14. Height of the

brick walls at the gym are 10 feet and 18 feet tall resulting in height-to-thickness ratios of 15 to 22. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate seismic risk.

Cross Ties

Continuous cross ties not present in the longitudinal direction of the classroom wings and gym (parallel with

T&G decking). T&G decking is not detailed for tension splice at abutting end joints. Castellated beams serve as

continuous cross ties in the transverse directions of gym and classroom wings. Further investigation should be

completed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Out of plane wall anchors on exterior end walls and interior transverse walls (parallel to roof beams) are not

present, nor detailed on available drawings. Further investigation should be completed. Diaphragm

strengthening and anchoring may be appropiate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Highline Woodside Site Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Highline Woodside Site Main Building
Deficiency Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Out of plane wall anchors not present at top of wall, and drawings do no indicate roof decking to

sill plate attachment to top of wall. Wall bracing may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Based on age of building, the larger panes of overhead glass above doorways and corridors are

likely not laminated glass. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Tall industrial storage racks are tied together, but are not bolted to the floor slab. They are resting

on sleepers on the existing gym flooring. Additional anchoring may be appropriate to mitigate

seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Highline Woodside Site Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for boilers was not verified with maintenance or facility staff. If gas is used to

fire the boilers, verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Figure 1-1. Castellated roof beams in corridor
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Figure 1-2. General storage in former gym, fiberglass panels in east exterior wall of gym (looking east)
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Figure 1-3. West wall of gym with partial height brick masonry infill and sheathed stud wall to roof diaprahgm
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Figure 1-4. Typical corridor wall in classroom wing with partial height masonry wall with upper band of glazing
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Figure 1-5. Typical classroom with exposed castellated beams and full height brick masonry walls
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Figure 1-6. Horizontal crack in brick masonry partition wall at the west end of the corridor of the north
classroom wing
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Figure 1-7. West exterior wall of south classroom wing

Highline, Woodside Site, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 35



Figure 1-8. Exterior brick infill wall and exposed flange of steel WF column
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Highline, Woodside Site, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Drawings do not indicate

roof diaphragm to transverse

brick shear wall connections,

or doweling of brick shear

walls to foundation stem

walls. East and West

exterior masonry walls of

the gym and interior corridor

masonry walls of the

classroom wings do not

extend up to the roof

diaphragm. Further

investigation should be

completed. Additional wall

anchoring or shear walls

may be appropriate to

mitigate seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Noncompliant for north

classroom wing due to

cantilevered diaphragm at

west end supporting the

north and south exterior

brick walls in the N/S

direction. Further

investigation should be

performed. Additional shear

walls and shear wall

connections may be

appropriate to mitigate

seismic risk.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

0.6Sa = 0.67 Base/Ht Ratio

Classroom Wings: 7 Base

/Ht Ratio Gym: 2.3

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

It appears that the

foundation is adequately

restrained.
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17-16 Collapse Prevention Structural Checklist for Building Types S5 and S5a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appears to be at least

two lines of shear walls in

each principal direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

  X   

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. Bays with

openings greater than 25% of the wall area shall

not be included in Aw of Eq. (4-8). (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Existing drawings indicate

brick masonry. 5 out of the

11 shear wall lines in the

N/S direction, and 6 out of

the 11 shear wall lines in the

E/W direction exceed 30 psi.

The most deficient walls are

the east and west exterior

walls of the south classroom

wing (grids H and M). In

addition, corridor shear

walls in classroom wings

and east and west exterior

walls of the gym require

load transfer from roof

diaphragm through high

band of glazing/fiberglass

panels in lieu of weak axis

steel column bending.

Further investigation should

be completed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.
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Infill Wall Connections

Masonry is in full contact with frame. (Tier 2:

Sec. 5.5.3.5.1, 5.5.3.5.3; Commentary: Sec.

A.3.2.6.1)

 X   

Masonry is in contact with

the WF columns. Drawings

specified that masonry abuts

WF columns get doweled to

web of WF column with

rebar every 5th course.

Drawings do not indicate

connection between top of

masonry and underside of

steel L5x3.5 beams span

column to column where

exterior masonry infill shear

walls occur. Further

investigation should be

completed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X    

Drawings indicate WF

columns are anchored to

foundation with (2) 5/8-inch

diameter anchor bolts (not

visually confirmed).

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Infill Wall Eccentricity

The centerline of the infill masonry wall is not

offset from the centerline of the steel framing by

more than 25% of the wall thickness. (Tier 2:

Sec. 5.5.3.5.3; Commentary: Sec. A.3.2.6.5)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Transfer to Infill Walls

Diaphragms are connected for transfer of loads

to the infill walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Transverse Direction:

Drawings do not indicate

connection of roof

diaphragm to transverse

brick shear wall connections.

Longitudinal Direction:

Diaphragm forces are

indirectly transferred to infill

masonry shear walls via

steel L5x3.5 that is bolted to

T&G decking and and spans

from column to column.

Columns are restrained by

brick masonry infill walls.

Further investigation should

be performed. Additional

anchoring or additional

shear walls may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the unreinforced

infill walls at each story is less than 9. (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.6.2)

 X   

Brick masonry walls are 6-

inch and 8-inch at classroom

wings; 8-inch and 10-inch

walls at gym. Heights of

walls at classroom ranges

from 7 feet to 9 feet

resulting in height-to-

thickness ratios of 11 to 14.

Height of the brick walls at

the gym are 10 feet and 18

feet tall resulting in height-

to-thickness ratios of 15 to

22. Further investigation

should be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Cavity Walls

The infill walls are not of cavity construction.

(Tier 2: Sec. 5.5.3.5.2; Commentary: Sec.

A.3.2.6.3)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Continuous cross ties not

present in the longitudinal

direction of the classroom

wings and gym (parallel

with T&G decking). T&G

decking is not detailed for

tension splice at abutting end

joints. Castellated beams

serve as continuous cross

ties in the transverse

directions of gym and

classroom wings. Further

investigation should be

completed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Per the maintenance and

facility staff, 5/8-inch

plywood sheathing was

added during prior re-

roofing project about 5 years

ago that also replaced areas

of water damaged T&G

decking.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Per the maintenance and

facility staff, 5/8-inch

plywood sheathing was

added over T&G decking

during prior re-roofing

project about 5 years ago for

diaphragm strengthening.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

5/8-inch plywood sheathing

added over T&G decking for

diaphragm strengthening as

part of re-roofing project

considered a blocked

diaphragm.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

Out of plane wall anchors on

exterior end walls and

interior transverse walls

(parallel to roof beams) are

not present, nor detailed on

available drawings. Further

investigation should be

completed. Diaphragm

strengthening and anchoring

may be appropiate to

mitigate seismic risk.
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Highline, Woodside Site, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a sprinkler system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a sprinkler system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a sprinkler system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

boilers was not verified

with maintenance or

facility staff. If gas is used

to fire the boilers, verify

that gas lines are laterally

braced and anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Out of plane wall anchors

not present at top of wall,

and drawings do no

indicate roof decking to

sill plate attachment to top

of wall. Wall bracing may

be appropriate to mitigate

seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Does not appear that

partitions are braced into

integrated ceiling system.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceilings are mostly

exposed T&G decking or

GWB directly applied to

underside of T&G

decking.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceilings are mostly

exposed T&G decking or

GWB directly applied to

underside of T&G

decking.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

Ceilings are mostly

exposed T&G decking or

GWB directly applied to

underside of T&G

decking.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

Based on age of building,

the larger panes of

overhead glass above

doorways and corridors are

likely not laminated glass.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No veneer on exterior

walls.
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
No veneer on exterior

walls.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
No veneer on exterior

walls.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No veneer on exterior

walls.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No veneer on exterior

walls.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No veneer on exterior

walls.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there is

stairs in the building.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

 X   

Tall industrial storage

racks are tied together, but

are not bolted to the floor

slab. They are resting on

sleepers on the existing

gym flooring. Additional

anchoring may be

appropriate to mitigate

seismic risk.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

Did not observe tall

narrow contents during our

site visit. This can be

further verified by

maintenance and facility

staff and tops of tall

narrow contents can be

anchored to backing walls

or overturning base

restraint added.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

Contents on the high

shelves of the industrial

storage racks at the gym

are restrained by netting.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: A-Administration
Facility Name: Hoquiam High School
District Name: Hoquiam
ICOS Latitude: 46.983
ICOS Longitude: -123.91
ICOS
County/District ID: 14028

ICOS Building ID: 11908
ASCE 41 Bldg Type: C2/W2
Enrollment: 491
Gross Sq. Ft. : 28,385
Year Built: 1966
Number of Stories: 2
SXS BSE-2E: 1.106
SX1 BSE-2E: 0.733
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 242
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Hoquiam High School, A-Administration
1.1 Building Description

The Hoquiam High School Administration Building is located at the main entrance to the school. The

building is built into a hill side such that the entrance on the south side of the building is at the foundation

level, and the finished grade at the north side of the building is level with the 2nd floor. The administration

building framing is comprised of precast concrete columns, concrete and masonry bearing walls supporting

steel framing at the 2nd floor and glulam beams with wood joists at the roof. The distinctive feature of the

Hoquiam High School buildings is the mansard style roof that hangs beyond the exterior walls.
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1.1.1 Building Use

The building houses administration office areas, classrooms and a cafeteria.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Hoquiam High School
Structural System Description

Structural Roof
The roof consists of a plywood diaphragm over open-web wood joists. Glulam

girders span to precast concrete columns.

Structural Floor(s)
Concrete topping over metal deck, open-web steel joists and wide flange girders

spanning to precast concrete columns.

Foundations Pile caps, grade beams, and structural slab supported on timber piles.

Gravity System

First floor framing consists of precast concrete columns and concrete or masonry

bearing walls supporting steel open-web joists and wide flange girders. First

floor deck consists of concrete topping slab over metal decking. Roof framing

consists of plywood sheathing over open-web wood joists and glulam girders

spanning to the precast columns.

Lateral System

First floor lateral system consists of concrete and masonry bearing walls. Second

floor lateral system is comprised of plywood or gypsum/plaster shear walls that

the original designer calls "braced partitions".

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Hoquiam High School
Structural System Description

Structural Roof
Fair condition - The roof is clearly weathered and probably needs maintenance

in the near future. However, no leaks or rot damage was observed.

Structural Floor(s) Good. Some cracking observed in slabs on grade.

Foundations Good. No major settlement observed.

Gravity System
Good. It appears the base of the precast columns have been patched recently.

Damage due to corrosion of steel connection plate.

Lateral System Good. No damage observed in the shear walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Hoquiam High School A-Administration - Lower
Deficiency Description

Geometry

2nd floor lateral system net horizontal length is significantly shorter than the first floor lateral system. Further

investigation should be performed. Additional reinforcement in areas of high demand may be appropriate to

mitigate seismic risk.

Torsion
First floor center of mass is offset from center of rigidity because of the open walls at the south side. Further

investigation may be appropriate. Additional shear walls may be appropriate to mitigate seismic risk.

Deflection

Compatibility

Column ties are not adequate. Further investigation should be performed. Secondary component strengthening

may be appropriate to mitigate seismic risk.

Openings at Shear

Walls

Diaphragm opening at main stair is greater than 25% of wall length. Further investigation may be appropriate.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School A-Administration - Lower
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure

The building is built into the hillside. Seismic soil pressures from the north side of the building could overstress

shear walls and foundations. Requires further investigation by a licensed geotechnical engineer to determine

susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Site Class D. Further investigation should be performed. Additional foundation ties may be appropriate to

mitigate seismic risk.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Hoquiam High School A-Administration - Upper
Deficiency Description
Shear Stress

Check

It does not appear that the walls meet the quick check requirement. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

Shear walls do not appear to have holdown anchors at ends of wall. Further investigation should be performed.

Lateral system strengthening may be appropriate to mitigate seismic risk.

Openings
Wall on the south side of the building is primarily windows without shear walls. Further investigation should be

completed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

It does not appear that diaphragm chords are continuous. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

It does not appear that the diaphragm is blocked. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Hoquiam High School A-Administration
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School A-Administration
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Masonry anchoring locations were not observed. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.
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ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. West elevation with planters and sidewalk

Figure 1-2. Main entrance, west side
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Figure 1-3. Northwest corner, grade is at 2nd floor

Figure 1-4. North elevation, viewed from courtyard
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Figure 1-5. North exterior elevation

Figure 1-6. Northeast exterior corner
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Figure 1-7. East elevation, trash enclosure

Figure 1-8. Southeast exterior corner
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Hoquiam, Hoquiam High School, A-Administration - Lower

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanine levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Wood shear walls transfer

loads from the roof to the

concrete and masonry walls

at the first floor.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

 X   

2nd floor lateral system net

horizontal length is

significantly shorter than the

first floor lateral system.

Further investigation should

be performed. Additional

reinforcement in areas of

high demand may be

appropriate to mitigate

seismic risk.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

First floor center of mass is

offset from center of rigidity

because of the open walls at

the south side. Further

investigation may be

appropriate. Additional

shear walls may be

appropriate to mitigate

seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The building is built into the

hillside. Seismic soil

pressures from the north side

of the building could

overstress shear walls and

foundations. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Site Class D. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

X     

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X    
Quick check max wall stress

= 51psi

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

X    
Concrete topping slab is

doweled to shear walls

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X     
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

 X   

Column ties are not

adequate. Further

investigation should be

performed. Secondary

component strengthening

may be appropriate to

mitigate seismic risk.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

Diaphragm opening at main

stair is greater than 25% of

wall length. Further

investigation may be

appropriate. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

  X   
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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Hoquiam, Hoquiam High School, A-Administration - Upper

17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

It does not appear that the

walls meet the quick check

requirement. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

It does not appear that the

building uses gypsum

wallboard or plaster shear

walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Shear walls do not appear to

have holdown anchors at

ends of wall. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Only the lower level is

affected by the sloped site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

Wall on the south side of the

building is primarily

windows without shear

walls. Further investigation

should be completed. Lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  
Posts and columns are

precast concrete or steel

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Girder to column

connections are made using

bolted steel plates

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
It appears that the sill bolt

spacing is adequate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

It does not appear that

diaphragm chords are

continuous. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
no large diaphragm openings

in the roof.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms do not appear to

be straight sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
It does not appear that spans

are greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

It does not appear that the

diaphragm is blocked.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms appear to

consist of wood.
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Hoquiam, Hoquiam High School, A-Administration

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Partitions are framed with

light weight materials.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Partitions are framed with

light weight materials.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

General structural notes

indicate that the veneer is

tied to the structure @ 24"

o.c. max spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    
This item is likely

compliant.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Masonry anchoring

locations were not

observed. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

There does not appear to

be a concrete block or

masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: B-Science
Facility Name: Hoquiam High School
District Name: Hoquiam
ICOS Latitude: 46.983
ICOS Longitude: -123.91
ICOS
County/District ID: 14028

ICOS Building ID: 13049
ASCE 41 Bldg Type: C2/W2
Enrollment: 491
Gross Sq. Ft. : 22,992
Year Built: 1966
Number of Stories: 2
SXS BSE-2E: 1.106
SX1 BSE-2E: 0.733
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 242
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Hoquiam High School, B-Science
1.1 Building Description

The Hoquiam High School Science Building is located just West of the Administration Building near the

school main entry. The building is built into a hill side such that the south side of the building is at the

foundation level, and the finished grade at the north side of the building is level with the 2nd floor. The

Science Building framing is comprised of precast concrete columns, concrete and masonry bearing walls

supporting steel framing at the 2nd floor and glulam beams with wood joists at the roof. The distinctive

feature of the Hoquiam High School buildings is the mansard style roof that hangs beyond the exterior walls.
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1.1.1 Building Use

The building includes spaces for classrooms and labs.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Hoquiam High School
Structural System Description

Structural Roof
Plywood diaphragm over open-web wood joists, glulam girders spanning to

precast concrete columns.

Structural Floor(s)
Concrete topping over metal deck, open-web steel joists and wide flange girders

spanning to precast concrete columns.

Foundations Pile caps, grade beams, and structural slab supported on timber piles

Gravity System

First floor framing consists of precast concrete columns and concrete or masonry

bearing walls supporting steel open-web joists and wide flange girders. First

floor deck consists of concrete topping slab over metal decking. Roof framing

consists of plywood sheathing over open-web wood joists and glulam girders

spanning to the precast columns.

Lateral System

First floor lateral system consists of concrete and masonry bearing walls. Second

floor lateral system is comprised of plywood or gypsum/plaster shear walls that

the original designer calls "braced partitions".

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Hoquiam High School
Structural System Description

Structural Roof
Fair condition - The roof is clearly weathered and probably needs maintenance

in the near future. However, no leaks or rot damage was observed.

Structural Floor(s) Good. Some cracking observed in slabs on grade.

Foundations Good. No major settlement observed.

Gravity System
Good. It appears the base of the precast columns have been patched recently.

Damage due to corrosion of steel connection plate.

Lateral System Good. No damage observed in the shear walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Hoquiam High School B-Science - Lower
Deficiency Description

Torsion

Lower level diaphragm is supported on three sides, resulting in significant offset from center of mass to center

of rigidity. Further investigation should be performed. Additional shear walls may be appropriate to mitigate

seismic risk.

Redundancy
Only one main shear wall in East-West direction. Further investigation should be completed. Lateral system

strengthening or shear wall addition may be appropriate to mitigate seismic risk.

Deflection

Compatibility

It does not appear that this item is compliant. Further investigation should be performed. Secondary component

strengthening may be appropriate to mitigate seismic risk.

Openings at Shear

Walls

Diaphragm opening at stair shaft. Further investigation may be appropriate. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School B-Science - Lower
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
The building is built into the hill side. Requires further investigation by a licensed geotechnical engineer to

determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Site Class D. Further investigation should be performed. Additional foundation ties may be appropriate to

mitigate seismic risk.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Hoquiam High School B-Science - Upper
Deficiency Description

Shear Stress

Check

Estimated shear stress = 1,200 lb/ft. Shear walls may not all be sheathed with structural panels. Some shear

walls have diagonal let in brace. Further investigation should be performed. Lateral system strengthening or

addition of new shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

Shear walls do not appear to have holdown anchors at the ends of the walls to resist overturning forces. Further

investigation should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

It does not appear that diaphragm chords are continuous. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

It does not appear that the diaphragm is blocked. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Hoquiam, Hoquiam High School, B-Science - Upper ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 34



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Hoquiam High School B-Science
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School B-Science
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Masonry anchoring locations were not observed. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.
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ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. South Exterior Elevation

Figure 1-2. Southwest Exterior Corner
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Figure 1-3. West Exterior Elevation

Figure 1-4. North Exterior Elevation

Hoquiam, Hoquiam High School, B-Science ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 34



Figure 1-5. Interior Hall

Figure 1-6. North Elevation
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Figure 1-7. East Exterior
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Hoquiam, Hoquiam High School, B-Science - Lower

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanine levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Different seismic force-

resisting systems at upper

and lower levels, but force

appears to transfer

continuously.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Lower level diaphragm is

supported on three sides,

resulting in significant offset

from center of mass to

center of rigidity. Further

investigation should be

performed. Additional shear

walls may be appropriate to

mitigate seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The building is built into the

hill side. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Site Class D. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

X     

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

Only one main shear wall in

East-West direction. Further

investigation should be

completed. Lateral system

strengthening or shear wall

addition may be appropriate

to mitigate seismic risk.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X    
Estimated shear stress =

50psi

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

X     
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Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

 X   

It does not appear that this

item is compliant. Further

investigation should be

performed. Secondary

component strengthening

may be appropriate to

mitigate seismic risk.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

Diaphragm opening at stair

shaft. Further investigation

may be appropriate.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

  X   
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  

Building is founded on

conventional spread

footings.
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Hoquiam, Hoquiam High School, B-Science - Upper

17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Estimated shear stress =

1,200 lb/ft. Shear walls may

not all be sheathed with

structural panels. Some

shear walls have diagonal let

in brace. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

It does not appear that the

building uses gypsum

wallboard or plaster shear

walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Shear walls do not appear to

have holdown anchors at the

ends of the walls to resist

overturning forces. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The sloped site affects the

lower level walls.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It appears that openings are

braced with wood structural

panel shear walls with

appropriate aspect ratios.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Steel and precast concrete

posts are used throughout.

These posts have positive

connections at the base and

top.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Column to girder

connections have a steel

bolted plate.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
It appears that the sill bolt

spacing is adequate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Hoquiam, Hoquiam High School, B-Science - Upper ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 34



Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

It does not appear that

diaphragm chords are

continuous. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Roof diaphragm consists of

plywood panels.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
It does not appear that spans

are greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

It does not appear that the

diaphragm is blocked.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms appear to

consist of wood.
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Hoquiam, Hoquiam High School, B-Science

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Partitions are framed with

light-weight materials.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Partitions are framed with

light-weight materials.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

General structural notes

indicate that the veneer is

tied to the structure @ 24"

o.c. max spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

Masonry veneer only

covers walls at the first

floor level.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Masonry anchoring

locations were not

observed. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

There does not appear to

be a concrete block or

masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Hoquiam, Hoquiam High School, B-Science ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 34 of 34



Building Name: E-Library
Facility Name: Hoquiam High School
District Name: Hoquiam
ICOS Latitude: 46.983
ICOS Longitude: -123.91
ICOS
County/District ID: 14028

ICOS Building ID: 16889
ASCE 41 Bldg Type: W2
Enrollment: 491
Gross Sq. Ft. : 11,193
Year Built: 1966
Number of Stories: 2
SXS BSE-2E: 1.106
SX1 BSE-2E: 0.733
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 242
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Hoquiam High School, E-Library
1.1 Building Description

The Library Building at Hoquiam High School is a single-story, 8,000 square foot building located just north

of the Administration Building. The footprint of the building is approximately 100 feet x 80 feet. Building

framing is comprised of precast concrete columns, plywood shear walls, wood framed flooring and heavy

glulam beams with wood joists at the roof. The Library also includes a large wood-framed mezzanine. The

distinctive feature of the Hoquiam High School buildings is the mansard style roof that hangs beyond the

exterior walls.
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1.1.1 Building Use

The building is used as the high school library.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Hoquiam High School
Structural System Description

Structural Roof
Plywood diaphragm over open-web wood joists, glulam girders spanning to

precast concrete columns.

Structural Floor(s)
Plywood diaphragms over open-web wood joists, glulam girders spanning to

precast concrete columns.

Foundations Pile caps, grade beams, and structural slab supported on timber piles.

Gravity System
Plywood sheathing over open-web wood joists and glulam girders spanning to

the precast concrete columns.

Lateral System
The lateral system consists of plywood sheathed wood diaphragms and plywood

or gypsum/plaster wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Hoquiam High School
Structural System Description

Structural Roof
Fair condition - The roof is clearly weathered and probably needs maintenance

in the near future. However, no leaks or rot damage was observed.

Structural Floor(s) Good. No major settlement observed.

Foundations Good. No major settlement observed.

Gravity System
Good. It appears the base of the precast columns have been patched recently.

Damage due to corrosion of steel connection plate observed.

Lateral System Good. No damage observed in the shear walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Hoquiam High School E-Library
Deficiency Description
Shear Stress

Check

Interior Shear Walls Vj_avg = 541 lb/ft > 100 lb/ft. Further investigation should be performed. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

High Roof - Grid 1 and 6 do not have chords. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Diaphragm

Reinforcement at

Openings

At the Mezzanine Floor the opening is not reinforced. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School E-Library
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Site Class D. Further investigation should be performed. Additional foundation ties may be appropriate to

mitigate seismic risk.

Gypsum

Wallboard or

Plaster Shear

Walls

It is unknown if the building uses gypsum wallboard or plaster shear walls. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Hoquiam High School E-Library
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Bookshelves do not appear to be braced or anchored to prevent falling. Brace tops of shelves taller

than 6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.

Hoquiam, Hoquiam High School, E-Library ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 30



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School E-Library
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.
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ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Southeast Exterior Corner

Figure 1-2. Northeast Exterior Corner
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Figure 1-3. Northwest Exterior Corner

Figure 1-4. Southwest Exterior Corner
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Figure 1-5. Main Floor and Mezzanine

Figure 1-6. Main Floor of Library (Mezzanine Above)
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Figure 1-7. Courtyard and East Elevation of Library
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Hoquiam, Hoquiam High School, E-Library

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
Building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Base = 11' Height = 10' Sa =

0.91

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Site Class D. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Interior Shear Walls Vj_avg

= 541 lb/ft > 100 lb/ft.

Further investigation should

be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

   X

It is unknown if the building

uses gypsum wallboard or

plaster shear walls. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X    

It appears that the shear

walls are positively

connected to intermediary

diaphragms where

applicable.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  
It does not appear that there

are any applicable openings.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Concrete Filled Steel

Columns & Concrete Precast

Columns

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
It appears that the sill bolt

spacing is adequate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

High Roof - Grid 1 and 6 do

not have chords. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

 X   

At the Mezzanine Floor the

opening is not reinforced.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms do not appear to

be straight sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
It does not appear that spans

are greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

It does not appear that there

are spans greater than 24

feet.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms appear to

consist of wood.
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Hoquiam, Hoquiam High School, E-Library

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Partitions are framed with

light-weight materials.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Partitions are framed with

light-weight materials.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No veneer on exterior

walls.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
No veneer on exterior

walls.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
No veneer on exterior

walls.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No veneer on exterior

walls.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No veneer on exterior

walls.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No veneer on exterior

walls.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopies are not attached

to the building, however

the seismic joint should be

evaluated by an engineer.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Bookshelves do not appear

to be braced or anchored to

prevent falling. Brace tops

of shelves taller than 6 feet

to nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: H-Gymnasium
Facility Name: Hoquiam High School
District Name: Hoquiam
ICOS Latitude: 46.983
ICOS Longitude: -123.91
ICOS
County/District ID: 14028

ICOS Building ID: 15751
ASCE 41 Bldg Type: RM1
Enrollment: 491
Gross Sq. Ft. : 31,040
Year Built: 1966
Number of Stories: 2
SXS BSE-2E: 1.106
SX1 BSE-2E: 0.733
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 242
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Hoquiam High School, H-Gymnasium
1.1 Building Description

The Hoquiam High School Gymnasium is a 30,000 square-foot building located East of the main entrance.

The building foot print is roughly 190 feet by 142 feet. Roof framing consists of steel trusses and steel beams

with un-topped metal decking. Floor framing consists of concrete beams and slabs spanning to precast

concrete columns and CMU walls.
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1.1.1 Building Use

The building includes gymnasium space and locker rooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Hoquiam High School
Structural System Description

Structural Roof

The main gym roof framing consists of steel trusses and steel beams overlayed

with metal decking. Roof trusses span approximately 110 feet, which is the

length of the gymnasium, and are spaced 15 feet on centers.

Structural Floor(s)
Balconies are framed with reinforced concrete beams spanning approximately 30

feet, spaced approximately 3 feet on centers supporting 5 1/2" thick slabs.

Foundations The building foundation consists of concrete pile caps supported by timber piles.

Gravity System
The primary gravity system consists of precast concrete columns supporting the

concrete beams and slabs and structural steel roof framing

Lateral System
Lateral forces are resisted by the reinforced CMU walls placed between precast

columns.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Hoquiam High School
Structural System Description

Structural Roof
Fair condition - The roof is clearly weathered and probably needs maintenance

in the near future. However, no leaks or rot damage was observed.

Structural Floor(s) Good. No major settlement observed.

Foundations Good. Some cracking observed in concrete.

Gravity System
Good. It appears the base of the precast columns have been patched recently.

Damage due to corrosion of steel connection plate.

Lateral System
Good. No major damage observed in the shear walls. Some cracking is apparent

in the CMU walls
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Hoquiam High School H-Gymnasium
Deficiency Description
Vertical

Irregularities

Discontinuous Reinforced CMU Wall along grid A starts at the 2nd Floor. Further investigation should be

performed. Additional shear walls or shear wall reinforcement may be appropriate to mitigate seismic risk.

Torsion

2nd Floor Grid A Discontinuous Shear Wall, diaphragm able to transfer loads through diaphragm action only

to the concrete shear wall at Grid B, but not the CMU shear wall on grid AA due to the untopped metal deck.

Further investigation should be performed. Additional shear walls or shear wall connections may be appropriate

to mitigate seismic risk.

Openings at Shear

Walls
2nd Floor

Openings at

Exterior Masonry

Shear Walls

There appears to be a pertinent opening on the 2nd Floor. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School H-Gymnasium
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Site Class D. Further investigation should be performed. Additional foundation ties may be appropriate to

mitigate seismic risk.

Cross Ties
Diaphragm chord details are unknown. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

West Side of the building (Cantilever Roof) along Grid 2. Further investigation should be performed.

Additional anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Hoquiam High School H-Gymnasium
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Hoquiam High School H-Gymnasium
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Heavy partitions consist of reinforced concrete masonry walls (CMU). Further investigation should

be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not visually observed all fixtures. Light fixtures are within the ceiling and should be verified

that they are braced to the structure. Adding wires for suspending the light fixtures may be

appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Masonry anchoring locations were not observed. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.
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M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The stair connection is unknown. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Northwest Exterior Corner

Figure 1-2. Northeast Exterior Corner
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Figure 1-3. Southeast Exterior Corner

Figure 1-4. Gymnasium Interior
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Figure 1-5. Balcony framing from below

Figure 1-6. Gymnasium balcony and bleachers

Hoquiam, Hoquiam High School, H-Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 30



Figure 1-7. Main entry at gymnasium - Southwest corner
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Hoquiam, Hoquiam High School, H-Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
The building appears to have

a clear load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  

This building does not

contain an interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Discontinuous Reinforced

CMU Wall along grid A

starts at the 2nd Floor.

Further investigation should

be performed. Additional

shear walls or shear wall

reinforcement may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

2nd Floor Grid A

Discontinuous Shear Wall,

diaphragm able to transfer

loads through diaphragm

action only to the concrete

shear wall at Grid B, but not

the CMU shear wall on grid

AA due to the untopped

metal deck. Further

investigation should be

performed. Additional shear

walls or shear wall

connections may be

appropriate to mitigate

seismic risk.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Base = 20', Height = 16', Sa

= 0.91

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Site Class D. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Shear Stress = 67 lb/in^2 in

E-W direction

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X    

Spacing at 48 inches O.C,

Reinforcement Ratio

Compliant.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X     
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

 X   2nd Floor

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

 X   

There appears to be a

pertinent opening on the 2nd

Floor. Further investigation

should be performed.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Diaphragm chord details are

unknown. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

West Side of the building

(Cantilever Roof) has 3/4

inches Plywood Deck

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

West Side of the building

(Cantilever Roof) along Grid

2. Further investigation

should be performed.

Additional anchoring may be

appropriate to mitigate

seismic risk.
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Hoquiam, Hoquiam High School, H-Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Heavy partitions consist of

reinforced concrete

masonry walls (CMU).

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Heavy partitions consist of

reinforced concrete

masonry walls (CMU).

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

Hoquiam, Hoquiam High School, H-Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 30



P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not visually

observed all fixtures. Light

fixtures are within the

ceiling and should be

verified that they are

braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

Hoquiam, Hoquiam High School, H-Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 30



LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

General structural notes

indicate that the veneer is

tied to the structure @ 24"

o.c. max spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

Masonry veneer only

covers walls at the first

floor level.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Masonry anchoring

locations were not

observed. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be any unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the building.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The stair connection is

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Administrative and Library
Building

Facility Name: Lincoln Elementary School
District Name: Hoquiam
ICOS Latitude: 46.991
ICOS Longitude: -123.888
ICOS
County/District ID: 14028

ICOS Building ID: 15720
ASCE 41 Bldg Type: W2
Enrollment: 317
Gross Sq. Ft. : 4,055
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.910
SX1 BSE-2E: 1.157
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 111
Liquefaction

Potential:
moderate to high

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Lincoln Elementary School, Administrative and Library Building
1.1 Building Description

The Administration Wing at Lincoln Elementary School is located at the main entry to the school on the

north side of the campus. The Administration Wing is approximately 5,000 square feet and houses most of

the staff offices as well as the school library. The footprint of the Administration wing is approximately 90

feet by 55 feet. The building framing consists of structural steel joists and steel columns over a structural

slab and pile caps with timber piles. The primary lateral system consists of wood shear walls sheathed with

plywood at the exterior, and gypsum wall board or other finishes at the interior.
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1.1.1 Building Use

The building houses administration offices and the library.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lincoln Elementary School
Structural System Description

Structural Roof
Roof framing consists of 2x6 tongue and groove decking over open-web steel

joist framing. Steel joists are spaced 7.5 feet on centers.

Structural Floor(s)
The ground floor at Lincoln Elementary consists of a 2-way structural slab on

grade supported on timber piles. The slab spans approximately 15 feet each way.

Foundations

Foundations consist if reinforced concrete pile caps and grade beams supported

on timber piles. Foundations are placed on a grid of approximately 15 feet by 15

feet.

Gravity System The building frame consists of steel open-web joists supported by steel columns.

Lateral System
Lateral loads are resisted by plywood shear walls and interior gypsum wallboard

shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lincoln Elementary School
Structural System Description

Structural Roof
Good. Corrosion was observed on the flashing pieces along the top of the

mansard. The actual roof surface was not observed.

Structural Floor(s) Good. No settlement or major cracking observed.

Foundations Good. No major settlement or cracking observed.

Gravity System
Good. Ceilings were in good condition, indicating that the roof framing is not

damaged.

Lateral System Good. No damage observed in interior or exterior walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Lincoln Elementary School Administrative and Library Building
Deficiency Description

Spans
The diaphragm consists of 2x6 T&G deck with spans larger than 24 ft. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School Administrative and Library
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills

Record drawings do not show condition at exterior walls. Wood sills of interior braced partitions are bolted to

the foundation. Further investigation should be performed. Additional anchoring may be appropriate to mitigate

seismic risk.

Wood Sill Bolts

Record drawings do not show condition at exterior walls. Wood sill bolts of interior braced partitions meet

spacing requirement. Further invetigation should be performed. Additional sill bolts may be appropriate to

mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Lincoln Elementary School Administrative and Library Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School Administrative and
Library Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Admin Building, Main Entry

Figure 1-2. Administration Offices
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Figure 1-3. Library Interior

Figure 1-4. Library Interior
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Hoquiam, Lincoln Elementary School, Administrative and Library Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
Building is a one story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
Building is a one story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
Building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

It appears that the

foundation is adequately

restrained.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Multiple lines of shear walls

are present.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Stress in the shear walls

meets minimum stress

allowed using the quick

check procedure.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
Building is a one story

structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  
Building is a one story

structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Wood shear walls have an

aspect ratio greater than 2.0.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
Building is a one story

structure.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building does not appear to

be built on a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Building does not have

cripple walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It appears that openings are

braced with wood structural

panel shear walls with

appropriate aspect ratios.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Building does not have

wood posts. Rather,

structural steel tubes have a

direct connection to the

foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Record drawings do not

show condition at exterior

walls. Wood sills of interior

braced partitions are bolted

to the foundation. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Girder and column

connections consists of steel

plates and bolts or welds.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Record drawings do not

show condition at exterior

walls. Wood sill bolts of

interior braced partitions

meet spacing requirement.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

Diaphragm openings are

smaller than 50% of the

largest building width

dimension.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

The largest aspect ratio of

the 2x6 T&G deck

diaphragm is less than 2.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm consists of

2x6 T&G deck with spans

larger than 24 ft. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
The diaphragm consists of

2x6 T&G deck.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Hoquiam, Lincoln Elementary School, Administrative and Library Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If hazardous materials are

used, the path of the piping

should be verified or

reviewed by an engineer to

ensure the piping is

protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer was not

observed.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer was not

observed.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer was not

observed.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer was not

observed.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer was not

observed.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer was not

observed.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there are

stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

Hoquiam, Lincoln Elementary School, Administrative and Library Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 28



CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: East Wing
Facility Name: Lincoln Elementary School
District Name: Hoquiam
ICOS Latitude: 46.991
ICOS Longitude: -123.888
ICOS
County/District ID: 14028

ICOS Building ID: 12912
ASCE 41 Bldg Type: W2
Enrollment: 317
Gross Sq. Ft. : 10,933
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.910
SX1 BSE-2E: 1.157
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 111
Liquefaction
Potential: moderate to high

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Lincoln Elementary School, East Wing
1.1 Building Description

The East Wing at Lincoln Elementary School is used exclusively for classrooms. The East Wing is

approximately 150 feet by 90 feet and 13,500 square feet. The building framing consists of structural steel

open-web joists and steel columns over a structural slab and pile caps with timber piles. The primary lateral

system consists of wood shear walls sheathed with plywood at the exterior, and gypsum wall board or other

finishes at the interior corridor walls.
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1.1.1 Building Use

The building houses classrooms for student instruction.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lincoln Elementary School
Structural System Description

Structural Roof
Roof framing consists of 2x6 tongue and groove decking over open-web steel

joist framing. Steel joists are spaced 7.5 feet on centers.

Structural Floor(s)
The ground floor at Lincoln Elementary consists of a 2-way structural slab on

grade supported on timber piles. The slab spans approximately 15 feet each way.

Foundations

Foundations consist of reinforced concrete pile caps and grade beams supported

on timber piles. Foundations are placed on a grid of approximately 15 feet by 15

feet.

Gravity System The building frame consists of steel open-web joists supported by steel columns.

Lateral System
Lateral loads are resisted by plywood shear walls and interior gypsum wallboard

shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lincoln Elementary School
Structural System Description

Structural Roof
Good. Corrosion was observed on the flashing pieces along the top of the

mansard. The actual roof surface was not observed.

Structural Floor(s) Good. No settlement or major cracking observed.

Foundations Good. No major settlement or cracking observed.

Gravity System
Good. Ceilings were in good condition, indicating that the roof framing is not

damaged.

Lateral System Good. No damage observed in interior or exterior walls.

Hoquiam, Lincoln Elementary School, East Wing ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 29



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Lincoln Elementary School East Wing
Deficiency Description

Shear Stress

Check

Stress in the shear walls does not meet minimum stress allowed using the quick check procedure. Interior

braced partition walls with gypsum sheathing are overstressed. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Spans
The diaphragm consists of 2x6 T&G deck with spans larger than 24 ft. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School East Wing
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills

Record drawings do not show condition at exterior walls. Wood sills of interior braced partitions are bolted to

the foundation. Further investigation should be performed. Additional anchoring may be appropriate to mitigate

seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Lincoln Elementary School East Wing
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School East Wing
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Northeast Elevation - East Wing

Figure 1-2. Typical Classroom
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Figure 1-3. Corridor

Figure 1-4. Northeast Elevation
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Figure 1-5. South Elevation
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Hoquiam, Lincoln Elementary School, East Wing

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
Building is a one story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
Building is a one story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
Building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

It appears that the

foundation is adequately

restrained.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Multiple lines of shear walls

are present.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Stress in the shear walls

does not meet minimum

stress allowed using the

quick check procedure.

Interior braced partition

walls with gypsum sheathing

are overstressed. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
Building is a one story

structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  
Building is a one story

structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Wood shear walls have an

aspect ratio greater than 2.0.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
Building is a one story

structure.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building does not appear to

be built on a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Building does not have

cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It appears that openings are

braced with wood structural

panel shear walls with

appropriate aspect ratios.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Building does not have

wood posts. Rather,

structural steel tubes have a

direct connection to the

foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Record drawings do not

show condition at exterior

walls. Wood sills of interior

braced partitions are bolted

to the foundation. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

  X  

Record drawings do not

show condition at exterior

walls. Wood sill bolts of

interior braced partitions

meet spacing requirement.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

Diaphragm openings are

smaller than 50% of the

largest building width

dimension.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

The largest aspect ratio of

the 2x6 T&G deck

diaphragm is less than 2.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm consists of

2x6 T&G deck with spans

larger than 24 ft. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
The diaphragm consists of

2x6 T&G deck.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Hoquiam, Lincoln Elementary School, East Wing

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If hazardous materials are

used, the path of the piping

should be verified or

reviewed by an engineer to

ensure the piping is

protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Partitions are framed with

light-weight components.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer was not

observed.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer was not

observed.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer was not

observed.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer was not

observed.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer was not

observed.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer was not

observed.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there are

stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Multipurpose Building
Facility Name: Lincoln Elementary School
District Name: Hoquiam
ICOS Latitude: 46.991
ICOS Longitude: -123.888
ICOS
County/District ID: 14028

ICOS Building ID: 15384
ASCE 41 Bldg Type: W2
Enrollment: 317
Gross Sq. Ft. : 10,569
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.910
SX1 BSE-2E: 1.157
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 111
Liquefaction
Potential: moderate to high

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Lincoln Elementary School, Multipurpose Building
1.1 Building Description

The Multipurpose Building at Lincoln Elementary School is used for classrooms, gymnasium and cafeteria.

The Multipurpose Building covers approximately 8,000 square-feet with a footprint of 113 feet by 74 feet.

The building framing consists of wood decking on open-web steel joists at 7.5 feet on centers supported by

steel columns over a structural slab and pile caps with timber piles. The primary lateral system consists of

wood shear walls sheathed with plywood at the exterior, and gypsum wall board or other finishes at the

interior corridor walls.

The covered play structure on the south side of the Multipurpose Building is appears to be anchored directly

to the gymnasium roof and wall framing. The covered play structure framing is similar to the gymnasium

building, except that the lateral system consists of cantilevered columns on three sides.
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1.1.1 Building Use

The building includes a gymnasium and a cafeteria.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lincoln Elementary School
Structural System Description

Structural Roof
Roof framing consists of 2x6 tongue and groove decking over open-web steel

joist framing. Steel joists are spaced 7.5 feet on centers.

Structural Floor(s)
The ground floor at Lincoln Elementary consists of a 2-way structural slab on

grade supported on timber piles. The slab spans approximately 15 feet each way.

Foundations

Foundations consist if reinforced concrete pile caps and grade beams supported

on timber piles. Foundations are placed on a grid of approximately 15 feet by 15

feet.

Gravity System The building frame consists of steel open-web joists supported by steel columns.

Lateral System
Lateral loads are resisted by plywood shear walls and interior gypsum wallboard

shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lincoln Elementary School
Structural System Description

Structural Roof
Good. Corrosion was observed on the flashing pieces along the top of the

mansard. The actual roof surface was not observed.

Structural Floor(s) Good. No settlement or major cracking observed.

Foundations Good. No major settlement or cracking observed.

Gravity System
Good. Ceilings were in good condition, indicating that the roof framing is not

damaged.

Lateral System Good. No damage observed in interior or exterior walls.

Hoquiam, Lincoln Elementary School, Multipurpose Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 30



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Lincoln Elementary School Multipurpose Building
Deficiency Description

Shear Stress

Check

Stress in the shear walls does not meet minimum stress allowed using the quick check procedure. Interior

braced partition walls with gypsum sheathing are overstressed. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Spans
The diaphragm consists of 2x6 T&G deck with spans larger than 24 ft. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School Multipurpose Building
Unknown Item Description

Adjacent

Buildings

Existing conditions shows an exterior covered play structure supported by cantilevered columns which do not

reflect what is shown on the record drawings. It is not clear if there is a structural separation between the high

roof interior gym and exterior covered play area. Further investigation should be performed. Increasing clear

distance between buildings or tying seismic joints together may be appropriate to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills

Record drawings do not show condition at exterior walls. Wood sills of interior braced partitions are bolted to

the foundation. Further investigation should be performed. Additional anchoring may be appropriate to mitigate

seismic risk.

Wood Sill Bolts

Record drawings do not show condition at exterior walls. Wood sill bolts of interior braced partitions meet

spacing requirement. Further invetigation should be performed. Additional sill bolts may be appropriate to

mitigate seismic risk.

Diaphragm

Continuity

Existing conditions shows an exterior court supported by cantilevered columns which do not reflect what is

shown on the record drawings. It is not clear if there is a structural separation between the high roof interior

gym and exterior court. Further investigation should be performed. Diaphragm reinforcement or lateral system

strengthening may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Lincoln Elementary School Multipurpose Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School Multipurpose Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. West Elevation - Multipurpose Building

Figure 1-2. Gymnasium Interior
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Figure 1-3. Covered Play Structure on South side of Multipurpose Building

Figure 1-4. Gymnasium Interior
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Figure 1-5. Interior of Covered Play Roof
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Hoquiam, Lincoln Elementary School, Multipurpose Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

   X

Existing conditions shows

an exterior covered play

structure supported by

cantilevered columns which

do not reflect what is shown

on the record drawings. It is

not clear if there is a

structural separation

between the high roof

interior gym and exterior

covered play area. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
Building is a one story

structure.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
Building is a one story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
Building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

It appears that the

foundation is adequately

restrained.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Multiple lines of shear walls

are present.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Stress in the shear walls

does not meet minimum

stress allowed using the

quick check procedure.

Interior braced partition

walls with gypsum sheathing

are overstressed. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
Building is a one story

structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  
Building is a one story

structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Wood shear walls have an

aspect ratio greater than 2.0.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
Building is a one story

structure.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building does not appear to

be built on a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Building does not have

cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It appears that openings are

braced with wood structural

panel shear walls with

appropriate aspect ratios.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Building does not have

wood posts. Rather,

structural steel tubes have a

direct connection to the

foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Record drawings do not

show condition at exterior

walls. Wood sills of interior

braced partitions are bolted

to the foundation. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Record drawings do not

show condition at exterior

walls. Wood sill bolts of

interior braced partitions

meet spacing requirement.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

   X

Existing conditions shows

an exterior court supported

by cantilevered columns

which do not reflect what is

shown on the record

drawings. It is not clear if

there is a structural

separation between the high

roof interior gym and

exterior court. Further

investigation should be

performed. Diaphragm

reinforcement or lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

Diaphragm openings are

smaller than 50% of the

largest building width

dimension.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

The largest aspect ratio of

the 2x6 T&G deck

diaphragm is less than 2.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm consists of

2x6 T&G deck with spans

larger than 24 ft. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
The diaphragm consists of

2x6 T&G deck.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Hoquiam, Lincoln Elementary School, Multipurpose Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

Hoquiam, Lincoln Elementary School, Multipurpose Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 30



LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If hazardous materials are

used, the path of the piping

should be verified or

reviewed by an engineer to

ensure the piping is

protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It is unlikely that the

building contains

unreinforced masonry or

hollow-clay tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

Hoquiam, Lincoln Elementary School, Multipurpose Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 30



P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No masonry veneer was

observed.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
No masonry veneer was

observed.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
No masonry veneer was

observed.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No masonry veneer was

observed.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No masonry veneer was

observed.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No masonry veneer was

observed.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there are

stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: West Wing
Facility Name: Lincoln Elementary School
District Name: Hoquiam
ICOS Latitude: 46.991
ICOS Longitude: -123.888
ICOS
County/District ID: 14028

ICOS Building ID: 19717
ASCE 41 Bldg Type: W2
Enrollment: 317
Gross Sq. Ft. : 8,610
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.910
SX1 BSE-2E: 1.157
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 111
Liquefaction
Potential: moderate to high

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Hoquiam, Lincoln Elementary School, West Wing
1.1 Building Description

The West Wing at Lincoln Elementary School is approximately 10,000 square feet on a footprint of 150 feet

by 83 feet, used for classrooms. The building framing consists of wood decking on open-web steel joists

spaced 7.5 on centers and steel columns over a structural slab and pile caps with timber piles. The primary

lateral system consists of wood shear walls sheathed with plywood at the exterior, and gypsum wall board or

other finishes at the interior corridor walls.
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1.1.1 Building Use

The building includes classrooms for student instruction.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lincoln Elementary School
Structural System Description

Structural Roof
Roof framing consists of 2x6 tongue and groove decking over open-web steel

joist framing. Steel joists are spaced 7.5 feet on centers.

Structural Floor(s)
The ground floor at Lincoln Elementary consists of a 2-way structural slab on

grade supported on timber piles. The slab spans approximately 15 feet each way.

Foundations

Foundations consist of reinforced concrete pile caps and grade beams supported

on timber piles. Foundations are placed on a grid of approximately 15 feet by 15

feet.

Gravity System The building frame consists of steel open-web joists supported by steel columns.

Lateral System
Lateral loads are resisted by plywood shear walls and interior gypsum wallboard

shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lincoln Elementary School
Structural System Description

Structural Roof
Good. Corrosion was observed on the flashing pieces along the top of the

mansard. The actual roof surface was not observed.

Structural Floor(s) Good. No settlement or major cracking observed.

Foundations Good. No major settlement or cracking observed.

Gravity System
Good. Ceilings were in good condition, indicating that the roof framing is not

damaged.

Lateral System Good. No damage observed in interior or exterior walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Hoquiam Lincoln Elementary School West Wing
Deficiency Description

Shear Stress

Check

Stress in the shear walls does not meet minimum stress allowed using the quick check procedure. Interior

braced partition walls with gypsum sheathing are overstressed. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Spans
The diaphragm consists of 2x6 T&G deck with spans larger than 24 ft. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School West Wing
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills

Record drawings do not show condition at exterior walls. Wood sills of interior braced partitions are bolted to

the foundation. Further investigation should be performed. Additional anchoring may be appropriate to mitigate

seismic risk.

Wood Sill Bolts

Record drawings do not show condition at exterior walls. Wood sill bolts of interior braced partitions meet

spacing requirement. Further invetigation should be performed. Additional sill bolts may be appropriate to

mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Hoquiam Lincoln Elementary School West Wing
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Hoquiam Lincoln Elementary School West Wing
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. South Elevation - West Wing

Figure 1-2. Interior Corridor
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Figure 1-3. Typical Classroom with Furniture, Lights, Book Shelves and Instruction Equipment

Figure 1-4. South Elevation
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Figure 1-5. Classroom Interior

Figure 1-6. South Elevation
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Figure 1-7. North Elevation

Figure 1-8. Corridor Walls
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Hoquiam, Lincoln Elementary School, West Wing

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
Building is a one story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
Building is a one story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
Building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
Building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

It appears that the

foundation is adequately

restrained.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Multiple lines of shear walls

are present.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Stress in the shear walls

does not meet minimum

stress allowed using the

quick check procedure.

Interior braced partition

walls with gypsum sheathing

are overstressed. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
Building is a one story

structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  
Building is a one story

structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Wood shear walls have an

aspect ratio greater than 2.0.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
Building is a one story

structure.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building does not appear to

be built on a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Building does not have

cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It appears that openings are

braced with wood structural

panel shear walls with

appropriate aspect ratios.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

Building does not have

wood posts. Rather,

structural steel tubes have a

direct connection to the

foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Record drawings do not

show condition at exterior

walls. Wood sills of interior

braced partitions are bolted

to the foundation. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Record drawings do not

show condition at exterior

walls. Wood sill bolts of

interior braced partitions

meet spacing requirement.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

Diaphragm openings are

smaller than 50% of the

largest building width

dimension.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

The largest aspect ratio of

the 2x6 T&G deck

diaphragm is less than 2.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm consists of

2x6 T&G deck with spans

larger than 24 ft. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
The diaphragm consists of

2x6 T&G deck.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Hoquiam, Lincoln Elementary School, West Wing

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If hazardous materials are

used, the path of the piping

should be verified or

reviewed by an engineer to

ensure the piping is

protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions appear to be

made with light-weight

framing materials.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The building does not have

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Does not appear to be any

applicable appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It is unlikely that there are

stairs in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It is unlikely that there are

stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Enclosed Covered Play
Facility Name: Index Elementary School
District Name: Index
ICOS Latitude: 47.821
ICOS Longitude: -121.555
ICOS
County/District ID: 31063

ICOS Building ID: 10626
ASCE 41 Bldg Type: W2
Enrollment: 44
Gross Sq. Ft. : 1,408
Year Built: 1997
Number of Stories: 1
SXS BSE-2E: 0.772
SX1 BSE-2E: 0.402
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 419
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Index, Index Elementary School, Enclosed Covered Play
1.1 Building Description

This 30 ft by 46 ft rectangular building is a single-story wood framed building with a pitched roof. There are

three built up steel trusses supported by 6x6 wood posts and OSB panelized wood shear walls on shallow

spread footings. 

Typical nonstructural components consist of gym equipment, suspended mechanical equipment, suspended

speakers, acoustical panels and lights. No fire suppression system was observed in the building. The building

also houses a wood-framed stage area for theater use.
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1.1.1 Building Use

The enclosed covered play building is primarily used for athletic activity and also has a stage for theater use.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Index Elementary School
Structural System Description

Structural Roof

Existing construction drawings were not available for this building. The

structural roof framing system appears to consist of plywood sheathing over 2x

joists spanning to the steel trusses spaced approximately 12 feet on center. The

steel trusses span the 30 ft width of the building and is comprised of a channel

section top chord, an angle section bottom chord, and three vertical steel web

members. The truss is connected to the inside face of the PT 6x6 columns with a

steel bracket and bolts or lag screws.

Structural Floor(s) The covered play floor appears to be a concrete slab on grade with floor finish.

Foundations
Although there were no drawings available, the foundation is assumed to be a

shallow continuous spread footings.

Gravity System

The gravity system consists of a plywood sheathing over 2x joists spanning to

built-up steel trusses spaced approximately 12 feet on center. The trusses are

supported by 6x6 posts embedded in the exterior wood stud walls and bear on

continuous spread footings. The gable end walls are likely wood stud bearing

walls. The longitudinal walls are also likely to be wood stud walls infilled

between the 6x6 posts that support the steel roof trusses

Lateral System

The lateral system for this structure consist of flexible plywood roof diaphragm

and OSB sheathed wood structural panel shear walls on all four sides. Punched

window openings approximately 2 ft by 4ft in size, about mid-height of the wall,

occur in the south and west exterior walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Index Elementary School
Structural System Description
Structural Roof No visible signs of damage or deterioration .

Structural Floor(s) No visible signs of damage or deterioration .

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition.

Gravity System No visible signs of damage or deterioration .

Lateral System No visible signs of damage or deterioration .
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Index Index Elementary School Enclosed Covered Play
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Index Index Elementary School Enclosed Covered Play
Unknown Item Description

Load Path

Main lateral system components of flexible wood sheathed diaphragm and OSB sheathed exterior shear walls

were identified. However without existing construction drawings available, and non-destructive field

observations, load path from the roof diaphragm to the shear walls, and the wood shear walls to the foundation

could not be verified. Recommend looking for the presence of sill plate anchor bolts in a 4-ft section of wood

shear wall on the north and east exterior walls. Also recommend looking for roof diaphragm connection to the

shear wall top plates by removing a 4-ft section of existing ceiling panel.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts
There are no drawings to confirm that there is a positive connection of the wood post to the foundation. Further

investigation required to determine the connection of the existing posts to their foundations.

Wood Sills
There are no drawings to confirm that wood sills are bolted to the foundation. Further investigation required to

determine the existing sill plate to foundation connection. See Load Path comment above.

Wood Sill Bolts
There are no drawings to confirm that wood sills are bolted to the foundation. Further investigation required to

determine the existing sill plate to foundation connection. See Load Path comment above

Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm is compliant for aspect ratio, but it is unknown whether or not it is blocked or unblocked due to

directly applied ceiling GWB. Diaphragm span in east-west direction exceeds 40 feet.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Index Index Elementary School Enclosed Covered Play
Deficiency Description
CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Elevated mechanical equipment at the southeast corner requires additional bracing and anchorage

back to the wall to avoid becoming a falling hazard.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Elevated mechanical equipment at the southeast corner requires additional bracing and anchorage

back to the wall to avoid becoming a falling hazard.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Index Index Elementary School Enclosed Covered Play
Unknown Item Description
HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Use of natural gas was not verified with maintenance or facility staff. If gas is used to fire the

boilers, verify that gas lines are laterally braced and anchored

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Use of natural gas was not verified with maintenance or facility staff. If gas is used to fire the

boilers, verify that gas lines are laterally braced and anchored.
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Photos:

Figure 1-1. West Exterior of Enclosed Covered Play Building
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Figure 1-2. Suspended Mechanical Equipment on East Exterior Wall (looking east)
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Figure 1-3. Steel Roof Trusses (looking West)
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Figure 1-4. Window Openings in South Exterior Wall (looking South)
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Figure 1-5. East Exterior Wall
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Figure 1-6. North Exterior Wall
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Figure 1-7. South Exterior Wall
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Index, Index Elementary School, Enclosed Covered Play

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Main lateral system

components of flexible wood

sheathed diaphragm and

OSB sheathed exterior shear

walls were identified.

However without existing

construction drawings

available, and non-

destructive field

observations, load path from

the roof diaphragm to the

shear walls, and the wood

shear walls to the foundation

could not be verified.

Recommend looking for the

presence of sill plate anchor

bolts in a 4-ft section of

wood shear wall on the north

and east exterior walls. Also

recommend looking for roof

diaphragm connection to the

shear wall top plates by

removing a 4-ft section of

existing ceiling panel.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

There are no buildings close

enough so that the pounding

effect will be an issue of

concern.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
This building does not have

an interior mezzanine.

Building System - Building Configuration
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
This is a one story structure,

so this does not apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This is a one story structure,

so this does not apply.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

All vertical elements for this

building are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This is a one story structure,

so this does not apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a one story structure,

so this does not apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

This building has a

rectangular floor plan with

shear walls on each side and

a flexible diaphragm.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
footings are founded in soils

classified as site class C
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
There are two shear walls in

each principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Shear wall shear stress

checks for the shear walls

are less than 1,000 plf,

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
This is a one story structure,

so this check does not apply.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  
This is a one story structure,

so this check does not apply.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
The wood shear walls have

aspect ratios less than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
This is a one story structure,

so this check does not apply.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  

This building is not on a

sloped site, so this check

does not apply.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
This is a one story structure,

so this check does not apply.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

The sum of these window

lengths along the south

exterior wall is less than 80

percent of the overall wall

dimension

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

There are no drawings to

confirm that there is a

positive connection of the

wood post to the foundation.

Further investigation

required to determine the

connection of the existing

posts to their foundations.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

There are no drawings to

confirm that wood sills are

bolted to the foundation.

Further investigation

required to determine the

existing sill plate to

foundation connection. See

Load Path comment above.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

The girder trusses are

connected to the inside face

of the posts with steel

bracket connection.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

There are no drawings to

confirm that wood sills are

bolted to the foundation.

Further investigation

required to determine the

existing sill plate to

foundation connection. See

Load Path comment above

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
Diaphragms were observed

as continuous.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

Diaphragm roof chord

elements were observed are

continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There are no roof diaphragm

openings .

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

The diaphragm appears to be

plywood or OSB panels and

not straight sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
The diaphragm appears to be

plywood or OSB panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

The diaphragm is compliant

for aspect ratio, but it is

unknown whether or not it is

blocked or unblocked due to

directly applied ceiling

GWB. Diaphragm span in

east-west direction exceeds

40 feet.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragm is wood

framed.
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Index, Index Elementary School, Enclosed Covered Play

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

X    

Exit and emergency

lighting anchored to walls

above the doors.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Use of natural gas was not

verified with maintenance

or facility staff. If gas is

used to fire the boilers,

verify that gas lines are

laterally braced and

anchored

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Use of natural gas was not

verified with maintenance

or facility staff. If gas is

used to fire the boilers,

verify that gas lines are

laterally braced and

anchored.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceiling present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

X    
GWB directly applied to

underside of roof framing.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

GWB ceiling directly

applied to underside of

roof joists.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
This building does not

have cladding panels.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  .
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
This building does not

have masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
This building does not

have masonry walls.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
This building does not

have any canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
This building does not

have concrete walls.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
This building does not

have any appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
This building does not

have a masonry chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
This building does not

have a masonry chimney.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  no stairs in this building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

This building did not

appear to have tall narrow

contents.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Elevated mechanical

equipment at the southeast

corner requires additional

bracing and anchorage

back to the wall to avoid

becoming a falling hazard.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Elevated mechanical

equipment at the southeast

corner requires additional

bracing and anchorage

back to the wall to avoid

becoming a falling hazard.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Index Elementary School
District Name: Index
ICOS Latitude: 47.821
ICOS Longitude: -121.555
ICOS
County/District ID: 31063

ICOS Building ID: 14319
ASCE 41 Bldg Type: RM1
Enrollment: 44
Gross Sq. Ft. : 4,881
Year Built: 1954
Number of Stories: 1
SXS BSE-2E: 0.772
SX1 BSE-2E: 0.402
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 419
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Index, Index Elementary School, Main Building
1.1 Building Description

The one-story masonry building is comprised of three sections: a multi-purpose room on the west side, two

classrooms on the east side, and administrative, mechanical, and restroom spaces in between multipurpose

and classroom areas. The multipurpose and classroom areas were formerly two separate buildings, until a

remodel infilled and covered the former outdoor area in between the buildings to create interior space. The

roof over the classroom and multi-purpose areas are framed with steel bar joists at 48" oc that support

gypsum panels. An interior masonry wall separates the two classrooms and the east exterior wall of the

classroom area has three segments of wood shear walls that was added as part of a renovation. Bands of

windows just below the roof diaphragm occur along the east and west (longitudinal) masonry walls of the

original classroom and multipurpose buildings just below the roof . The roof over the middle shared area is

framed with wood T&G decking over 4x12's @ 48" oc.
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1.1.1 Building Use

The main building is used for most of the schools operations: classrooms, administrative space, library, and

multi-purpose.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Index Elementary School
Structural System Description

Structural Roof

The roof over the classroom and multi-purpose areas were observed to be framed

with steel bar joists at 48" oc that support gypsum panels. The joists are

approximately 20 inches deep and span in the east-west direction. The gypsum

panels that span to the joists are unknown. The roof over the middle shared area

is framed with wood T&G decking over 4x12's @ 48" oc. The roof over the

storage and mechanical room is a concrete lid. Geometrically, the roof over the

multipurpose area is a high roof and steps down to a lower admin and classroom

roof elevation. Both the high and low roofs have a shallow or flat slope with the

classroom roof sloping down to the west towards the wood framed roof over the

admin area and entry.

Structural Floor(s) The structural floor is a concrete slab on grade.

Foundations
Although there were no drawings that verify this, the foundation is assumed to

be a shallow continuous spread footing.

Gravity System

The steel and wood roof framing systems are primarily supported by CMU walls

that have integral pilasters at 15-20 feet on center. The CMU walls appear to be

8" wide and partially grouted. Along the walls with a high band of windows, the

steel bar joists bear on a wood king post that bear on top of the CMU walls. At

the east wall of the classrooms the steel bar joists are supported by a wood

framed bearing wall. The presence of reinforcing in the CMU is unknown.

Lateral System

The lateral systems consists of CMU shear walls in both directions. The

classroom and multipurpose areas have gypsum panel diaphragm and admin area

in between has a wood T&G decking diaphragm. In the east-west direction, the

north and south exterior CMU shear walls of both the classroom and

multipurpose rooms are full height. In the north-south direction, the masonry

shear walls of the multipurpose and classroom areas terminate at the underside of

the high band of windows with only the pilasters cantilevering/extending up to

the roof diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Index Elementary School
Structural System Description
Structural Roof

Structural Floor(s) No visible signs of damage or deterioration were observed in the slab on grade.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in
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good condition.

Gravity System

There were no visible signs of corrosion of the steel bar joists. Although there

are areas indicating water damage to the underside of the T&G decking, we did

not observe rotted wood in the 4x purlins or T&G decking. As previously

mentioned there water damage was observed in the gypsum roof panels and

should be further investigated or replaced with lightweight roof panels that have

OSB panels or metal roof decking to be a viable diaphragm.

Lateral System No visible signs of damage or deterioration, or cracks in the CMU mortar joints.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Index Index Elementary School Main Building
Deficiency Description

Torsion

There are two main diaphragms: high roof diaphragm over the multipurpose area and the low roof diaphragm

over the admin and classroom areas. The discontinuity due to the high band windows of the classroom area

compared to the full height wood shear walls creates a 3-sided box in the north-south direction. The high band

of windows in the multipurpose area in conjunction with the lower roof that frames in on the east wall of the

multipurpose

Redundancy
There are masonry shear walls in two directions, however in the north-south direction, there is not a viable load

path from the roof diaphragm, through the bands of windows, and to the top of the masonry shear walls.

Wall Anchorage

The existing joist bridging that attaches to the north and south masonry walls are not adequate to support out of

plane wall forces and transfer these forces to the roof diaphragm. Also the connection of the steel joist that

aligns with the masonry pilasters (at 15 feet on center) are unknown and support a large tributary of out-of-

plane wall forces. Recommend out of plane anchorage be added to all masonry walls and pilasters.

Transfer to Shear

Walls

In the north-south direction of the multipurpose and classroom areas, there is not a viable load path from the

roof diaphragm, through the bands of windows, to the top of the masonry shear walls. In the east west

direction, without drawings and further investigation the diaphragm connection cannot be determined.

Recommend strengthening and adding diaphragm-to- shear wall connections throughout the main building.

Girder-Column

Connection

At the multipurpose and classroom areas, the top chord of steel bar joists align with wood king posts below and

bear both on the king post on a rim beam (girder). However a positive connection using plates, connection, or

straps were not visible at either the top of the king post-to-rim beam connection or to the king post-to-sill plate

connection at the top of the masonry walls.

Cross Ties
In the north-south direction (perpendicular to the steel bar joists), there are no continuous cross ties. In the east-

west direction however, the steel joists clear span from chord to chord providing a continuous cross tie.

Other Diaphragms

Diaphragms over the classroom and multipurpose areas are appear to be a gypsum panel and does not appear to

be wood or metal deck based on observed water damage at the underside of the panels and discussions with the

school district personnel.

Stiffness of Wall

Anchors

The masonry walls do not have viable wall anchors in the north-south direction. The joist bridging that anchors

to the wall is only clipped to the joists and is not sufficiently attached to be a rigid out-of-plane wall anchor

connection.

Index, Index Elementary School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 34



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Index Index Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

footings are founded in soils classified as site class C

Reinforcing Steel

No drawings were available. Further investigation required using pachometer to determine presence of vertical

and horizontal reinforcement and spacing, and an assumed rebar size to estimate the amount of reinforcing

steel in the existing masonry walls.

Foundation

Dowels

No drawings are available. Further investigation required using pachometer to determine presence of

reinforcing at the interface of the masonry wall and concrete foundation. Investigating this would also require

access to the exterior side of the foundation to also scan for reinforcing and see that it aligns with the vertical

wall reinforcement to make a determination that the walls are doweled to the foundation.

Spans

Based on age and observed water damage observed in the the T&G wood roof diaphragm over the middle

admin area, it is likely that there is no plywood over the T&G decking which means this is likely non

compliant.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Index Index Elementary School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Index Index Elementary School Main Building
Unknown Item Description

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

There is masonry partition in each restroom separating the sink and toilets, however it is unknown

if the wall is reinforced. A wood beam supporting a toilet partition is connected to the top of the

masonry partition and connects to the exterior masonry wall. Recommend strengthening

connection of the wood beam to the top of the masonry partition and to the exterior masonry wall.

CG-4 Threaded Rods. HR-not

required; LS-MH; PR-MH.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

measurements of glazing were not taken but may be close to 16 sf and likely not laminated

glazing, and thus likely non compliant. Glazing film should be added at windows above head

height to reduce the risk of falling shards of glass if the glazing breaks during an earthquake.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Recommend school district personnel verify if there are heavy contents overhead, and if so that

they are secured or restrained to avoid becoming overhead falling hazards.
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Photos:

Figure 1-1. East Exterior Wood Shear Walls of the Classroom Area

Figure 1-2. High Multipurpose Roof with High Band of Windows and Lower Admin Roof (Looking North)
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Figure 1-3. North CMU Wall of Multipurpose Area
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Figure 1-4. Rosette Anchors at SE and NE corner Pilasters of Classroom Area
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Figure 1-5. West Exterior Wall of the Multipurpose Area with High Band of Windows and Full-Ht Pilasters

Index, Index Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 34



Figure 1-6. East Wall of Multipurpose Area with High Band of Windows, Wood King Posts, and Joist Bridging to
North Exterior Wall
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Figure 1-7. Wood Framed Roof Over the Admin/Shared Area (looking southeast)
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Figure 1-8. Steel Roof Joists and Gypsum Roof Panels over Classroom (Looking East)

Index, Index Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 34



Figure 1-9. Joist Bridging Connecting to Masonry Walls
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Index, Index Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

In the North-South direction,

band of windows at the top

of the masonry shear walls

do not allow for a

continuous load path from

the roof diaphragm to the

shear walls. In the East-West

direction, although the

masonry walls extend full

height, the connections of

the diaphragm to the shear

walls could not be

determined. All wood

decking and gypsum panel

diaphragms to shear wall

connections should be

further investigated and

strengthened.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

There are no separated

buildings or structures

adjacent to this building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
This building does not have

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This is a one story structure,

so this does not apply.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
This is a one story structure,

so this does not apply.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Masonry shear walls are

continuous down to the

foundations.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a one story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a one story structure,

so this does not apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

There are two main

diaphragms: high roof

diaphragm over the

multipurpose area and the

low roof diaphragm over the

admin and classroom areas.

The discontinuity due to the

high band windows of the

classroom area compared to

the full height wood shear

walls creates a 3-sided box

in the north-south direction.

The high band of windows

in the multipurpose area in

conjunction with the lower

roof that frames in on the

east wall of the multipurpose
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X
footings are founded in soils

classified as site class C
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

There are masonry shear

walls in two directions,

however in the north-south

direction, there is not a

viable load path from the

roof diaphragm, through the

bands of windows, and to

the top of the masonry shear

walls.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

No drawings were available,

however, based on our

overall building

measurements and

observations of the existing

shear wall lengths, the quick

check shear stress was less

than 70 psi.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

No drawings were available.

Further investigation

required using pachometer

to determine presence of

vertical and horizontal

reinforcement and spacing,

and an assumed rebar size to

estimate the amount of

reinforcing steel in the

existing masonry walls.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

The existing joist bridging

that attaches to the north and

south masonry walls are not

adequate to support out of

plane wall forces and

transfer these forces to the

roof diaphragm. Also the

connection of the steel joist

that aligns with the masonry

pilasters (at 15 feet on

center) are unknown and

support a large tributary of

out-of-plane wall forces.

Recommend out of plane

anchorage be added to all

masonry walls and pilasters.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

wood ledger to CMU occurs

where lower roof of the

middle, admin area frames

into the east wall of

multipurpose. The 4x12

purlins @ 48 inches oc

frame flush into the side of

the ledger and not induce

cross grain bending as it

transfers out-of-plane wall

forces to the T&G decking

diaphragm.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

In the north-south direction

of the multipurpose and

classroom areas, there is not

a viable load path from the

roof diaphragm, through the

bands of windows, to the top

of the masonry shear walls.

In the east west direction,

without drawings and further

investigation the diaphragm

connection cannot be

determined. Recommend

strengthening and adding

diaphragm-to- shear wall

connections throughout the

main building.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   
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Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No drawings are available.

Further investigation

required using pachometer

to determine presence of

reinforcing at the interface

of the masonry wall and

concrete foundation.

Investigating this would also

require access to the exterior

side of the foundation to also

scan for reinforcing and see

that it aligns with the vertical

wall reinforcement to make

a determination that the

walls are doweled to the

foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

At the multipurpose and

classroom areas, the top

chord of steel bar joists align

with wood king posts below

and bear both on the king

post on a rim beam (girder).

However a positive

connection using plates,

connection, or straps were

not visible at either the top

of the king post-to-rim beam

connection or to the king

post-to-sill plate connection

at the top of the masonry

walls.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
This building has a flexible

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
This building has a flexible

diaphragm.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

In the north-south direction

(perpendicular to the steel

bar joists), there are no

continuous cross ties. In the

east-west direction however,

the steel joists clear span

from chord to chord

providing a continuous cross

tie.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

The diaphragm does not

have any openings adjacent

to shear walls that are

greater than 25% of the wall

length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

The diaphragm does not

have any openings adjacent

to external masonry shear

walls that are greater than 8

ft.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

the T&G decking diaphragm

between the multipurpose

and classroom area has an

aspect ratio less than 2:1.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Based on age and observed

water damage observed in

the the T&G wood roof

diaphragm over the middle

admin area, it is likely that

there is no plywood over the

T&G decking which means

this is likely non compliant.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Diaphragms were observed

to be either T&G decking or

gypsum panels.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Diaphragms over the

classroom and multipurpose

areas are appear to be a

gypsum panel and does not

appear to be wood or metal

deck based on observed

water damage at the

underside of the panels and

discussions with the school

district personnel.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

The masonry walls do not

have viable wall anchors in

the north-south direction.

The joist bridging that

anchors to the wall is only

clipped to the joists and is

not sufficiently attached to

be a rigid out-of-plane wall

anchor connection.
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Index, Index Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

The building does not have

emergency power

equipment powering life

safety equipment.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Per school district

personnel, there are no

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Per school district

personnel, there is no

hazardous material stored

on site.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Per school district

personnel, there is no

hazardous material

conveyed in the building.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

Per school district

personnel, there is no

hazardous material on site.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

Per school district

personnel, there is no

hazardous material on site.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

There is masonry partition

in each restroom

separating the sink and

toilets, however it is

unknown if the wall is

reinforced. A wood beam

supporting a toilet partition

is connected to the top of

the masonry partition and

connects to the exterior

masonry wall. Recommend

strengthening connection

of the wood beam to the

top of the masonry

partition and to the

exterior masonry wall.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended lath and

plaster ceiling. Occupied

areas are exposed to roof

structure above.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended gypsum

board ceiling. Occupied

areas are exposed to roof

structure above.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  Life safety not required

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  Life safety not required

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  Life safety not required

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  Life safety not required
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  Life safety not required

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  Life safety not required

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  Life safety not required

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
This building does not

have heavy cladding.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

   X  

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

measurements of glazing

were not taken but may be

close to 16 sf and likely

not laminated glazing, and

thus likely non compliant.

Glazing film should be

added at windows above

head height to reduce the

risk of falling shards of

glass if the glazing breaks

during an earthquake.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer not

present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer not

present.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer not

present.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
Masonry veneer not

present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer not

present.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer not

present.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  Life safety not required
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  Life safety not required

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices present.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopy at the north exit is

wood framed and ledgered

off the wood exterior wall.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No concrete parapets are

present.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
Building appendages are

not present.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No URM chimneys are

present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No masonry chimneys are

present.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stair enclosures in the

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

The main building does

not have any industrial or

pallet racks

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
did not appear to have tall

narrow contents.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Recommend school district

personnel verify if there

are heavy contents

overhead, and if so that

they are secured or

restrained to avoid

becoming overhead falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  Life safety not required

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  Life safety not required

Index, Index Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 34



CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  Life safety not required

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X     

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  Life safety not required

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  Life safety not required

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  Life safety not required

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  Life safety not required

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  Life safety not required

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  Life safety not required
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  Life safety not required

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  Life safety not required

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  Life safety not required

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  Life safety not required

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  Life safety not required

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  Life safety not required

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  Life safety not required

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator present.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  Life safety not required

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  Life safety not required

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  Life safety not required

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  Life safety not required

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  Life safety not required

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  Life safety not required

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  Life safety not required
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Building Name: Main Building
Facility Name: Carrolls Elementary School
District Name: Kelso
ICOS Latitude: 46.07
ICOS Longitude: -122.866
ICOS
County/District ID: 8458

ICOS Building ID: 17276
ASCE 41 Bldg Type: RM1
Enrollment: 148
Gross Sq. Ft. : 17,276
Year Built: 1948
Number of Stories: 1
SXS BSE-2E: 0.682
SX1 BSE-2E: 0.311
ASCE 41 Level of
Seismicity: High

Site Class: B
VS30(m/s): 1038
Liquefaction
Potential: None

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Kelso, Carrolls Elementary School, Main Building
1.1 Building Description

The Carrolls Elementary School main building is a one-story reinforced masonry structure. The building is

constructed on level ground and is located in Kelso, Washington. The 1948 building is 66 feet by 152 feet

with a maximum roof height of 14 feet. The building has multiple additions with no information provided

regarding the construction type or time of construction other than the multi-purpose room addition, which is

a one-story reinforced masonry structure. Building construction consists of reinforced pumice masonry unit

block walls. The roof system is a wood truss-framed system with a plywood-sheathed diaphragm. The

building shares a site with a playground and a parking lot.
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1.1.1 Building Use

The main building includes classrooms, a library, a kitchen, and offices. The elementary school has over 140

student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Carrolls Elementary School
Structural System Description

Structural Roof
The roof system is composed of wood trusses with a plywood-sheathed roof

diaphragm.

Structural Floor(s) The ground level is a 4-inch concrete floor slab.

Foundations The masonry walls are supported by continuous concrete perimeter footings.

Gravity System The gravity system is composed of wood trusses and reinforced masonry walls.

Lateral System
The lateral system is a mixture of 6-inch, 8-inch, and 12-inch pumice masonry

unit shear walls with a flexible plywood-sheathed diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Carrolls Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Several areas of light to moderate cracking of exterior masonry walls.

Lateral System Several areas of light to moderate cracking of exterior masonry walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Kelso Carrolls Elementary School Main Building
Deficiency Description

Load Path

A complete, viable load path, including connections, between the diaphragm, vertical resisting elements, and

foundation is not apparent in the construction drawings provided and could not be visually verified. This item

is likely non-complaint due to the building's age and construction type. Further investigation is required to

make a final determination. The addition of direct, structural connections, such as post-installed anchors, may

be required.

Reinforcing Steel

The masonry walls are under-reinforced and will likely need to be strengthened for in-plane and out-of-plane

seismic loads. Strengthening by adding FRP and steel strongbacks may be appropriate. Further investigation is

required.

Wall Anchorage
Out-of-plane wall anchorage is not present, Tension ties, blocking, strapping, and diaphragm nailing are

required along the masonry walls.

Transfer to Shear

Walls

Inadequate connection between diaphragms and masonry shear walls. Direct, structural connections, such as

post-installed anchors, should be installed to transfer seismic forces into shear walls.

Foundation

Dowels

Wall reinforcement is not doweled into the foundation. Direct, structural connections, such as FRP, between

walls and the foundation should be installed to mitigate seismic risk.

Cross Ties

There are no continuous cross ties. Diaphragm strengthening through the addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.

Straight Sheathing
The straight-sheathed diaphragm has an aspect ratio larger than 2-to-1. Diaphragm strengthening may be

appropriate to mitigate seismic risk, including installation of plywood sheathing.

Spans
Large span diaphragms have straight sheathing. Installing plywood sheathing to strengthen the diaphragm may

be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Kelso Carrolls Elementary School Main Building
Unknown Item Description

Adjacent

Buildings

The clear distance between the building and the adjacent buildings is unknown. Further investigation is

required to make a final determination on this item's compliance and to develop a mitigation recommendation,

if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Kelso Carrolls Elementary School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Kelso Carrolls Elementary School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be anchored or braced.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation is required to verify lateral support at the top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Further investigation required to verify masonry chimney anchorage.
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Figure 1-1. Typical Classroom
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Figure 1-2. Server Rack
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Figure 1-3. Boiler Room

Figure 1-4. Cracks in CMU Wall, Typical
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Figure 1-5. Gymnasium

Figure 1-6. Gymnasium Roof Beams Supported by Pilasters
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Figure 1-7. Carrolls Elementary School - North Exterior
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Figure 1-8. Cracking in Exterior CMU Walls

Figure 1-9. Play Shed and Gymnasium Exterior
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Figure 1-10. Carrolls Elementary School - South Exterior
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Kelso, Carrolls Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

A complete, viable load

path, including connections,

between the diaphragm,

vertical resisting elements,

and foundation is not

apparent in the construction

drawings provided and could

not be visually verified. This

item is likely non-complaint

due to the building's age and

construction type. Further

investigation is required to

make a final determination.

The addition of direct,

structural connections, such

as post-installed anchors,

may be required.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

   X

The clear distance between

the building and the adjacent

buildings is unknown.

Further investigation is

required to make a final

determination on this item's

compliance and to develop a

mitigation recommendation,

if necessary.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

  X   

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

The masonry walls are

under-reinforced and will

likely need to be

strengthened for in-plane

and out-of-plane seismic

loads. Strengthening by

adding FRP and steel

strongbacks may be

appropriate. Further

investigation is required.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present, Tension ties,

blocking, strapping, and

diaphragm nailing are

required along the masonry

walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Inadequate connection

between diaphragms and

masonry shear walls. Direct,

structural connections, such

as post-installed anchors,

should be installed to

transfer seismic forces into

shear walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Wall reinforcement is not

doweled into the foundation.

Direct, structural

connections, such as FRP,

between walls and the

foundation should be

installed to mitigate seismic

risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties. Diaphragm

strengthening through the

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

The straight-sheathed

diaphragm has an aspect

ratio larger than 2-to-1.

Diaphragm strengthening

may be appropriate to

mitigate seismic risk,

including installation of

plywood sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Large span diaphragms have

straight sheathing. Installing

plywood sheathing to

strengthen the diaphragm

may be appropriate to

mitigate seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Building is straight-

sheathed.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Kelso, Carrolls Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

anchored or braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation is

required to verify lateral

support at the top of heavy

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Further investigation

required to verify masonry

chimney anchorage.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   
Anchorage is required for

fall-prone equipment.

Kelso, Carrolls Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 31



ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: High School Auditorium
Facility Name: La Conner High School
District Name: La Conner
ICOS Latitude: 48.396
ICOS Longitude: -122.49
ICOS
County/District ID: 29311

ICOS Building ID: 21070
ASCE 41 Bldg Type: URM
Enrollment: 219
Gross Sq. Ft. : 4,808
Year Built: 1921
Number of Stories: 1
SXS BSE-2E: 0.959
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction
Potential: moderate to high

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. La Conner, La Conner High School, High School Auditorium
1.1 Building Description

The high school auditorium is a two-story brick masonry framed structure. The building is located on a flat

site in the central area of the La Conner High School complex. The building is rectangular in plan with an

approximate overall plan dimension of 100 feet by 80 feet. It is assumed the brick masonry walls do not

possess reinforcing steel based on the date of construction. However, there are no record drawings available.

The exterior walls are not covered with cladding or veneer as the brick masonry is exposed. 

The structural roof and floor level presumably consists of solid sawn beams supporting wood sheathing. The

solid sawn beams appear to be supported by brick masonry bearing walls around the exterior of the structure.
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1.1.1 Building Use

Building contains auditorium and classrooms. Use includes performing arts and drama classes.

1.1.2 Structural System

Table 1.1-1. Structural System Description of La Conner High School
Structural System Description
Structural Roof Wood roof system.

Structural Floor(s) Wood floor system.

Foundations Spread concrete foundations.

Gravity System
Exterior perimeter masonry bearing walls, interior masonry bearing walls and

columns.

Lateral System Unreinforced masonry bearing walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of La Conner High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for La Conner La Conner High School High School Auditorium
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for La Conner La Conner High School High School Auditorium
Unknown Item Description

Load Path
It appears that there is a general load path. However, the details of the load path are unknown. Further

investigation may be appropriate to mitigate seismic risk.

Mezzanines
It is unlikely that the structure contains an interior mezzanine. However, this has not been verified. Further

investigation may be appropriate to mitigate seismic risk.

Weak Story

It appears that this is compliant per the exterior elevations of the structure. However, the configuration of the

interior shear walls is unknown. Further investigation should be performed. Additional shear walls or bracing

may be appropriate to mitigate seismic risk.

Soft Story

It appears that this is compliant per the exterior elevations of the structure. However, the configuration of the

interior shear walls is unknown. Further investigation should be performed. Additional shear walls or bracing

may be appropriate to mitigate seismic risk.

Vertical

Irregularities

It appears that this is compliant per the exterior elevations of the structure. However, the configuration of the

interior shear walls is unknown. Further investigation should be performed. Additional shear walls may be

appropriate to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning

This item is likely to be compliant per the exterior shear walls. Interior shear walls are unknown. Further

investigation should be performed. Additional shear walls or shear wall anchoring may be appropriate to

mitigate seismic risk.

Ties Between

Foundation

Elements

The foundation configuration is unknown. Site class does not appear to be A, B, or C. Further investigation

may be appropriate to mitigate seismic risk.

Shear Stress

Check

There appear to be many window openings, which would reduce the amount of shear walls around the exterior

of the structure that could share the base shear. Further investigation should be performed. Lateral system

strengthening or addition of shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

It is likely that there are positive connections from the diaphragm into the walls at each level. However, the

capacity of those connections is unknown. Further investigation should be performed. Additional out-of-plane

anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

The use of straps has not been verified. Further investigation should be performed. Additional connection

hardware may be appropriate to mitigate seismic risk.

Proportions
Thickness of masonry is unknown. Further investigation should be performed. Lateral system strengthening

may be appropriate to mitigate seismic risk.

Masonry Layup
It is unknown how the wythes are configured. Further investigation should be completed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Cross Ties
The cross tie configuration is unknown. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.

Spans
It is unknown how the roof diaphragm is configured. However, it is likely compliant. Further investigation
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should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Sheathed and

Unblocked

Diaphragms

It is unknown how the roof diaphragm is configured. However, it is likely not applicable. Further investigation

should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

The stiffness of the connections is unknown. Further investigation should be performed. Additional shear wall

anchoring may be appropriate to mitigate seismic risk.

Beam

Girder, and Truss Supports,It is unknown if there are independent secondary columns for vertical loads. Further

investigation should be performed. Independent secondary columns for gravity system may be appropriate to

mitigate seismic risk.

Unknown Item Description
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for La Conner La Conner High School High School Auditorium
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for La Conner La Conner High School High School Auditorium
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. Further investigation

should be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It is unknown if there are heavy partitions supported by ceilings.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

The unreinforced masonry parapet details are unknown. It is likely that they are not compliant.

Further investigation should be performed. Reinforcement for the parapets may be appropriate to

mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The canopy appears to be its own free-standing structure. It is unknown if it is positively connected

to the structure. Further investigation should be performed. Additional connection to the building

may be appropriate to mitigate seismic risk.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
The detail of the stair-to-unreinforced masonry wall connection is unknown, if applicable.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The detail of the stair-to-unreinforced masonry wall connection is unknown, if applicable. Further

investigation should be performed. Additional anchoring from stairs to the structure may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Exterior south side of building.

Figure 1-2. Exterior southeast side of building.
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Figure 1-3. Exterior east side of building.

Figure 1-4. Building brick masonry wall. Diaphragm connects through the wall.
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Figure 1-5. Exterior northwest side of building.

Figure 1-6. Exterior northeast corner of building.
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Figure 1-7. Exterior north side of building.

Figure 1-8. Exterior north side of building.
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Figure 1-9. Exterior southeast corner of building.

Figure 1-10. Exterior south side of building.
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La Conner, La Conner High School, High School Auditorium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

It appears that there is a

general load path. However,

the details of the load path

are unknown. Further

investigation may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The building does not appear

to be immediately adjacent

to another building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

It is unlikely that the

structure contains an interior

mezzanine. However, this

has not been verified.

Further investigation may be

appropriate to mitigate

seismic risk.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

It appears that this is

compliant per the exterior

elevations of the structure.

However, the configuration

of the interior shear walls is

unknown. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

   X

It appears that this is

compliant per the exterior

elevations of the structure.

However, the configuration

of the interior shear walls is

unknown. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

   X

It appears that this is

compliant per the exterior

elevations of the structure.

However, the configuration

of the interior shear walls is

unknown. Further

investigation should be

performed. Additional shear

walls may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

It appears that both stories

share the same net horizontal

dimensions.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

This item is likely to be

compliant per the exterior

elevations of the structure.

However, the interior

configuration of the

structure is has not been

verified.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

This item is likely as the

structure is a square shape

with walls that are

continuous and consistent

from the roof to the base.

However, the interior

configuration of the

structure is unknown.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

This item is likely to be

compliant per the exterior

shear walls. Interior shear

walls are unknown. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

The foundation

configuration is unknown.

Site class does not appear to

be A, B, or C. Further

investigation may be

appropriate to mitigate

seismic risk.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The shear walls appear to be

around the exterior of the

structure, which is

rectangular shaped.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

There appear to be many

window openings, which

would reduce the amount of

shear walls around the

exterior of the structure that

could share the base shear.

Further investigation should

be performed. Lateral

system strengthening or

addition of shear walls may

be appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

It is likely that there are

positive connections from

the diaphragm into the walls

at each level. However, the

capacity of those

connections is unknown.

Further investigation should

be performed. Additional

out-of-plane anchoring may

be appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

The diaphragm is tied

through the exterior wall to

inhibit cross-grain bending.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

It is likely that there are

shear connections from the

diaphragm into the walls at

each level.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

The use of straps has not

been verified. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

   X

Thickness of masonry is

unknown. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

It is unknown how the

wythes are configured.

Further investigation should

be completed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
No openings near shear

walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
No openings near shear

walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

The cross tie configuration is

unknown. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Diaphragms have aspect

ratios less than 2-to-1.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

It is unknown how the roof

diaphragm is configured.

However, it is likely

compliant. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

It is unknown how the roof

diaphragm is configured.

However, it is likely not

applicable. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragms appear to be

wood.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

The stiffness of the

connections is unknown.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

It is unknown if there are

independent secondary

columns for vertical loads.

Further investigation should

be performed. Independent

secondary columns for

gravity system may be

appropriate to mitigate

seismic risk.
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La Conner, La Conner High School, High School Auditorium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It is unknown if there are

heavy partitions supported

by ceilings.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

La Conner, La Conner High School, High School Auditorium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 34



Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

The unreinforced masonry

parapet details are

unknown. It is likely that

they are not compliant.

Further investigation

should be performed.

Reinforcement for the

parapets may be

appropriate to mitigate

seismic risk.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The canopy appears to be

its own free-standing

structure. It is unknown if

it is positively connected

to the structure. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Parapets appear to be the

extension of the

unreinforced masonry

shear wall above the roof

level.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

The detail of the stair-to-

unreinforced masonry wall

connection is unknown, if

applicable.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The detail of the stair-to-

unreinforced masonry wall

connection is unknown, if

applicable. Further

investigation should be

performed. Additional

anchoring from stairs to

the structure may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: High School Main Building
Facility Name: La Conner High School
District Name: La Conner
ICOS Latitude: 48.396
ICOS Longitude: -122.49
ICOS
County/District ID: 29311

ICOS Building ID: 14029
ASCE 41 Bldg Type: W2
Enrollment: 219
Gross Sq. Ft. : 46,822
Year Built: 1974
Number of Stories: 1
SXS BSE-2E: 0.959
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction
Potential: moderate to high

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. La Conner, La Conner High School, High School Main Building
1.1 Building Description

The main building is a one-story timber framed structure. The building is located on a flat site at the north

side of the La Conner High School complex. The building plan consists of two rectangular areas and one

circular area. The overall plan is approximately 390 feet by 200 feet. There is no cladding or veneer covering

the exterior walls. 

The structural roof consists of solid sawn beams supporting wood sheathing. The solid sawn beams appear to

be supported by glulam beams. The glulam beams are supported by timber framed walls around the circular

perimeter of the structure.
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1.1.1 Building Use

High school classrooms and administration offices. In addition, there is a gymnasium at the north side of the

building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of La Conner High School
Structural System Description

Structural Roof
Heavy glulam timber roof beams radially drones from center of building.

Intermediate wood framing.

Structural Floor(s) Wood floor systems.

Foundations Concrete spread footings.

Gravity System Wood framed bearing walls with wood and steel tube posts.

Lateral System Wood panel shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of La Conner High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for La Conner La Conner High School High School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for La Conner La Conner High School High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning

There may be elements of the seismic force-resisting system that do not meet the requirements of the check.

Further investigation should be performed. Additional shear walls or shear wall anchoring may be appropriate

to mitigate seismic risk.

Shear Stress

Check

There appears to be a continuous shear wall around the perimeter of the structure. This item is likely compliant.

Further investigation should be performed. Lateral system strengthening or addition of new shear walls may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for La Conner La Conner High School High School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for La Conner La Conner High School High School Main
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the structure. Further investigation should be

performed. Additional connection to the building may be appropriate to mitigate seismic risk.
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ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior of southern circular side of building.

Figure 1-2. Exterior of the southern circular side of the building from the northwest.
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Figure 1-3. Exterior of southern circular side of building from the west.

Figure 1-4. Exterior of southern circular side of building from the west.
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Figure 1-5. Exterior of building addition on east side.

Figure 1-6. Exterior of building addition on east side.
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Figure 1-7. Exterior of circular-shaped portion of building.
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La Conner, La Conner High School, High School Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

It appears that there is a

well-defined load path that

serves to transfer inertial

forces.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
There does not appear to be

any seismic joints.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
No interior Mezzanines

present in building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This building is only one

story. Section not applicable.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This building is only one

story. Section not applicable.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

It appears that vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This building is only one

story. Section not applicable.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building is only one

story. Section not applicable.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and there does not appear to

be any mass irregularities

that would cause excess

torsion.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

There may be elements of

the seismic force-resisting

system that do not meet the

requirements of the check.

Further investigation should

be performed. Additional

shear walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Every concrete pile and pile

cap are restrained by floor

beams in the circular

configuration of the

building.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appears to be at least

two lines of shear walls in

each principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

There appears to be a

continuous shear wall

around the perimeter of the

structure. This item is likely

compliant. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
Structural walls do not

appear to contain stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

Structural walls do not

appear to contain or rely on

gypsum.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

There does not appear to be

any wood walls that are

intended to resist seismic

loading with an aspect ratio

less than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
This building is only one

story. Section not applicable.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The structure is not located

on a sloping site.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  

No cripple walls present in

building. Building sits on

elevated concrete

foundation.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

It does not appear that there

are any openings adjacent to

shear walls that are greater

than 80% of the wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

It appears that the shear

walls are positively

connected to the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that the shear

walls are positively

connected to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

There appears to be a

positive connection between

columns and horizontal

gravity elements.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Per Structural sheet A.12,

sill bolts placed at 4' on

center.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

The diaphragm does not

appear to have split-level

floors or expansion joints.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

There appears to be chord

elements that are

continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

X    

There does not appear to be

any openings in the

diaphragm larger than 50%

of the building width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Roof diaphragm consists of

wood panel sheathing.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Roof diaphragm consists of

wood panel sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

No diagonally sheathed or

unblocked wood structural

panels in building.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of a

wood system.
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La Conner, La Conner High School, High School Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
It does not appear that

there is a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
It does not appear that

there is a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
It does not appear that

there is a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
It does not appear that

there is a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It does not appear that

there is a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
It does not appear that

there is a masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

It does not appear that

there are any unreinforced

masonry parapets or

cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the structure. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

This is likely compliant as

the parapets appear to

extend above the roof at

the perimeter of the roof

diaphragm.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be any masonry chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be any masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There does not appear to

be any elevators in the

structure.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

There does not appear to

be any elevators in the

structure.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Old Auditorium/Cafeteria Bldg

Facility Name: La Conner Middle School (form.
Elem.)

District Name: La Conner
ICOS Latitude: 48.396
ICOS Longitude: -122.49
ICOS
County/District ID: 29311

ICOS Building ID: 13210
ASCE 41 Bldg Type: URM
Enrollment: 133
Gross Sq. Ft. : 9,537
Year Built: 1921
Number of Stories: 1
SXS BSE-2E: 0.959
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction

Potential:
moderate to high

Tsunami Risk: Moderate
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. La Conner, La Conner Middle School (form. Elem.), Old Auditorium/Cafeteria Bldg
1.1 Building Description

The high school auditorium is a two-story brick masonry framed structure. The building is located on a flat

site in the southwest corner of the La Conner High School complex. The building is rectangular in plan and

approximately 80 feet by 70 feet. It is assumed the brick masonry walls do not possess steel reinforcing

based on the date of construction. However, there are no record drawings available for the original

construction. There is no cladding or veneer covering the exterior brick masonry wall. 

The structural roof and floor level presumably consists of solid sawn beams supporting wood sheathing. The

solid sawn beams appear to be supported by brick masonry bearing walls around the exterior of the structure.
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1.1.1 Building Use

District administrative offices and classrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of La Conner Middle School (form. Elem.)
Structural System Description
Structural Roof Wood roof system.

Structural Floor(s) Wood floor systems.

Foundations Concrete shallow foundations.

Gravity System
Unreinforced brick masonry bearing walls along exterior perimeter and select

interior walls. Brick or heavy timber columns.

Lateral System Unreinforced masonry walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of La Conner Middle School (form. Elem.)
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for La Conner La Conner Middle School (form. Elem.) Old Auditorium/Cafeteria
Bldg
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for La Conner La Conner Middle School (form. Elem.) Old
Auditorium/Cafeteria Bldg
Unknown Item Description

Load Path
It appears that there is a general load path. However, the details of the load path are unknown. Further

investigation may be appropriate to mitigate seismic risk.

Mezzanines
It is unlikely that the structure contains an interior mezzanine. However, this has not been verified. Further

investigation may be appropriate to mitigate seismic risk.

Weak Story

It appears that this is compliant per the exterior elevations of the structure. However, the configuration of the

interior shear walls is unknown. Further investigation should be performed. Additional shear walls or bracing

may be appropriate to mitigate seismic risk.

Soft Story

It appears that this is compliant per the exterior elevations of the structure. However, the configuration of the

interior shear walls is unknown. Further investigation should be performed. Additional shear walls or bracing

may be appropriate to mitigate seismic risk.

Vertical

Irregularities

It appears that this is compliant per the exterior elevations of the structure. However, the configuration of the

interior shear walls is unknown. Further investigation should be performed. Additional shear walls may be

appropriate to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning

This item is likely to be compliant per the exterior shear walls. Interior shear walls are unknown. Further

investigation should be performed. Additional shear walls or shear wall anchoring may be appropriate to

mitigate seismic risk.

Ties Between

Foundation

Elements

The foundation configuration is unknown. Site class does not appear to be A, B, or C. Further investigation

may be appropriate to mitigate seismic risk.

Shear Stress

Check

There appear to be many window openings, which would reduce the amount of shear walls around the exterior

of the structure that could share the base shear. Further investigation may be appropriate to mitigate seismic

risk. Shear wall strengthening may be appropriate to mitigate seismic risk. Further investigation should be

performed. Lateral system strengthening or addition of shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

It is likely that there are positive connections from the diaphragm into the walls at each level. However, the

capacity of those connections is unknown. Further investigation should be performed. Additional out-of-plane

anchoring may be appropriate to mitigate seismic risk.

Masonry Layup
It is unknown how the wythes are configured. Lateral system strengthening or additional shear walls may be

appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

The stiffness of the connections is unknown. Further investigation should be performed. Additional shear wall

anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for La Conner La Conner Middle School (form. Elem.) Old Auditorium/Cafeteria
Bldg
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for La Conner La Conner Middle School (form. Elem.) Old
Auditorium/Cafeteria Bldg
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. Further investigation

should be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It is unknown if there are heavy partitions supported by ceilings. Further investigation should be

performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

The unreinforced masonry parapet details are unknown. It is likely that they are not compliant.

Further investigation should be performed. Reinforcement for the parapets may be appropriate to

mitigate seismic risk.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

The detail of the stair-to-unreinforced masonry wall connection is unknown, if applicable. Further

investigation should be performed. Bracing for walls around stair enclosures may be appropriate to

mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The detail of the stair-to-unreinforced masonry wall connection is unknown, if applicable. Further

investigation should be performed. Additional anchoring from stairs to the structure may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Exterior east side of building.
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Figure 1-2. Exterior south side of building.
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Figure 1-3. Exterior southeast side of building.
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Figure 1-4. Exterior north entrance of building.
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Figure 1-5. Exterior south side of building.
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Figure 1-6. Exterior overhead plan of building.
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La Conner, La Conner Middle School (form. Elem.), Old Auditorium/Cafeteria Bldg

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

It appears that there is a

general load path. However,

the details of the load path

are unknown. Further

investigation may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The building does not appear

to be immediately adjacent

to another building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

It is unlikely that the

structure contains an interior

mezzanine. However, this

has not been verified.

Further investigation may be

appropriate to mitigate

seismic risk.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

It appears that this is

compliant per the exterior

elevations of the structure.

However, the configuration

of the interior shear walls is

unknown. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

   X

It appears that this is

compliant per the exterior

elevations of the structure.

However, the configuration

of the interior shear walls is

unknown. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

   X

It appears that this is

compliant per the exterior

elevations of the structure.

However, the configuration

of the interior shear walls is

unknown. Further

investigation should be

performed. Additional shear

walls may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

It appears that both stories

share the same net horizontal

dimensions.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

This item is likely to be

compliant per the exterior

elevations of the structure.

However, the interior

configuration of the

structure is has not been

verified.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

This item is likely as the

structure is a square shape

with walls that are

continuous and consistent

from the roof to the base.

However, the interior

configuration of the

structure is unknown.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

This item is likely to be

compliant per the exterior

shear walls. Interior shear

walls are unknown. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

The foundation

configuration is unknown.

Site class does not appear to

be A, B, or C. Further

investigation may be

appropriate to mitigate

seismic risk.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The shear walls appear to be

around the exterior of the

structure, which is

rectangular shaped.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

There appear to be many

window openings, which

would reduce the amount of

shear walls around the

exterior of the structure that

could share the base shear.

Further investigation may be

appropriate to mitigate

seismic risk. Shear wall

strengthening may be

appropriate to mitigate

seismic risk. Further

investigation should be

performed. Lateral system

strengthening or addition of

shear walls may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

It is likely that there are

positive connections from

the diaphragm into the walls

at each level. However, the

capacity of those

connections is unknown.

Further investigation should

be performed. Additional

out-of-plane anchoring may

be appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

The diaphragm is tied

through the exterior wall to

inhibit cross-grain bending.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

It is likely that there are

shear connections from the

diaphragm into the walls at

each level.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Per Structural sheet S3.1,

girder-column connections

include straps

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

X    

Masonry shear walls appear

to meet the thickness

requirement.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

It is unknown how the

wythes are configured.

Lateral system strengthening

or additional shear walls

may be appropriate to

mitigate seismic risk.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
No openings near shear

walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
No openings near shear

walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X    

There appear to be

continuous cross ties

between diaphragm chords.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Diaphragms have aspect

ratios less than 2-to-1.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

It appears that the roof

consists of wood structural

panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
No Diagonal sheathing or

unblocked diaphragms.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragms appear to be

wood.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

The stiffness of the

connections is unknown.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

X    

It appears that there are

independent secondary

columns for support of

vertical loads.
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La Conner, La Conner Middle School (form. Elem.), Old Auditorium/Cafeteria Bldg

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It is unknown if there are

heavy partitions supported

by ceilings. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

The unreinforced masonry

parapet details are

unknown. It is likely that

they are not compliant.

Further investigation

should be performed.

Reinforcement for the

parapets may be

appropriate to mitigate

seismic risk.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies at

building exits.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Parapets appear to be the

extension of the

unreinforced masonry

shear wall above the roof

level.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

The detail of the stair-to-

unreinforced masonry wall

connection is unknown, if

applicable. Further

investigation should be

performed. Bracing for

walls around stair

enclosures may be

appropriate to mitigate

seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The detail of the stair-to-

unreinforced masonry wall

connection is unknown, if

applicable. Further

investigation should be

performed. Additional

anchoring from stairs to

the structure may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.
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CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.
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EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Gym
Facility Name: R. A. Long High School
District Name: Longview
ICOS Latitude: 46.141
ICOS Longitude: -122.955
ICOS
County/District ID: 8122

ICOS Building ID: 18567
ASCE 41 Bldg Type: PC1
Enrollment: 928
Gross Sq. Ft. : 44,541
Year Built: 1927
Number of Stories: 1
SXS BSE-2E: 0.909
SX1 BSE-2E: 0.872
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 166
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Longview, R. A. Long High School, Gym
1.1 Building Description

The R.A. Long Gym Building consists of the original gymnasium building and the gym annex. The building

is a one-story structure with an interstitial level at the original gymnasium. The building is constructed on

level ground and is located in Longview, Washington. The 1927 building is 220 feet by 180 feet with a

maximum roof height of 36 feet. The original gym building construction consists of reinforced concrete

walls, reinforced masonry infill, and unreinforced masonry. The annex building consists of precast concrete

panel walls. The floor system is a concrete slab-on-grade. The interstitial floor level is wood-framed. The

roof system for the gym building consists of premanufactured wood trusses and wood joists with both

plywood sheathing and decking. The roof system for the annex building consists of wood joists, composite

decking, and precast concrete decking. The building shares the site with a parking lot and various school

outbuildings.
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1.1.1 Building Use

The gym building includes a gymnasium, a mechanical space, locker rooms, and storage. The school has

over 920 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of R. A. Long High School
Structural System Description

Structural Roof

The roof system for the gym building consists of premanufactured wood trusses

and wood joists with both plywood sheathing and decking. The roof system for

the annex building consists of a mixture of insulated roof decking over wood

joists and beams and a precast concrete roof diaphragm.

Structural Floor(s)
The ground level is a 3 ½-inch concrete floor slab. The interstitial floor level is

wood sheathing over wood joists.

Foundations
The bearing walls are supported by continuous concrete wall footings. Concrete

piers are supported by concrete spread footings.

Gravity System

The gravity system is composed of concrete bearing walls and reinforced

masonry infill at the original gym and precast concrete bearing walls at the

annex.

Lateral System

The lateral forces are resisted by concrete shear walls at the original building in

both the longitudinal and transverse directions. The lateral forces are resisted by

precast concrete shear walls at the annex building in both directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of R. A. Long High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Longview R. A. Long High School Gym
Deficiency Description

Wall Anchorage
Out-of-plane anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are required

along all concrete walls.

Reinforcing Steel

The precast concrete walls are under-reinforced and will likely need to be strengthened for in-plane and out-of-

plane seismic loads. Strengthening with FRP and steel strongbacks may be appropriate. Further investigation is

required.

Transfer to Shear

Walls

Inadequate connection between diaphragms and masonry shear walls. Direct, structural connections, such as

post-installed anchors, should be installed to transfer seismic forces into the shear walls.

Cross Ties in

Flexible

Diaphragms

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.

Spans
Diaphragms consist of a mixture of straight-sheathed diaphragms and composite diaphragms. Installation of

plywood sheathing may be appropriate to mitigate seismic risk.

Other Diaphragms

Diaphragms consist of a mixture of straight-sheathed diaphragms and composite diaphragms. Plywood

sheathing should be installed over composite diaphragm and may be appropriate to be installed over straight-

sheathed diaphragm.

Longview, R. A. Long High School, Gym ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 3 of 31



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Longview R. A. Long High School Gym
Unknown Item Description

Load Path

Drawings provided are incomplete. This evaluation item is unknown and likely non-compliant due to the

building's age. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Mezzanines

Drawings provided are incomplete. This evaluation item is unknown and likely non-compliant due to the

building's age. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Topping Slab

This evaluation item is unknown due to incomplete original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Ledgers

This evaluation item is unknown due to incomplete original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Topping Slab to

Walls or Frames

This evaluation item is unknown due to incomplete original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Deflection

Compatibility for

Rigid Diaphragms

This evaluation item is unknown due to incomplete original building construction drawings. This item requires

further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Minimum

Number of Wall

Anchors Per Panel

This evaluation item is unknown due to incomplete original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Precast Wall

Panels

This evaluation item is unknown due to incomplete original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Girders

This evaluation item is unknown due to incomplete original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Longview R. A. Long High School Gym
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Longview R. A. Long High School Gym
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to verify bracing of URM partitions. Unreinforced masonry

partition walls should be braced at a spacing of six feet or demolished.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation is required to verify lateral support at the top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation is required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify the method of support of masonry veneer at each floor

above grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to verify presence of URM backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Further investigation is required to verify anchorage of masonry veneer backup.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.
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ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be anchored to the structure.

Unknown Item Description
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Photos:

Figure 1-1. R.A. Long Gym Building - Northeast Corner

Figure 1-2. R.A. Long Gym Annex Building - Northeast Corner
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Figure 1-3. Main Gymnasium

Figure 1-4. Annex Gymnasium
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Figure 1-5. Main Gymnasium Attic Space

Figure 1-6. Mechanical Equipment and Ducts in Attic Space
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Figure 1-7. Ramp Between Main Gym and Annex Building
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Figure 1-8. Precast Panel Walls at Annex Building

Figure 1-9. Pipes at Main Gymnasium Basement
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Figure 1-10. Main Gymnasium at Interstitial Level
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Longview, R. A. Long High School, Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Drawings provided are

incomplete. This evaluation

item is unknown and likely

non-compliant due to the

building's age. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Drawings provided are

incomplete. This evaluation

item is unknown and likely

non-compliant due to the

building's age. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Longview, R. A. Long High School, Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 31



Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane anchorage is

not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along all concrete

walls.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

 X   

The precast concrete walls

are under-reinforced and

will likely need to be

strengthened for in-plane

and out-of-plane seismic

loads. Strengthening with

FRP and steel strongbacks

may be appropriate. Further

investigation is required.

Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X     

Diaphragms
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Inadequate connection

between diaphragms and

masonry shear walls. Direct,

structural connections, such

as post-installed anchors,

should be installed to

transfer seismic forces into

the shear walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Diaphragms consist of a

mixture of straight-sheathed

diaphragms and composite

diaphragms. Installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Diaphragms consist of a

mixture of straight-sheathed

diaphragms and composite

diaphragms. Plywood

sheathing should be installed

over composite diaphragm

and may be appropriate to be

installed over straight-

sheathed diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

   X

This evaluation item is

unknown due to incomplete

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Longview, R. A. Long High School, Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  None observed

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Further investigation is

required to verify bracing

of URM partitions.

Unreinforced masonry

partition walls should be

braced at a spacing of six

feet or demolished.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation is

required to verify lateral

support at the top of heavy

partitions.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation is

required to verify the

method of support of

masonry veneer at each

floor above grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

Further investigation is

required to verify presence

of URM backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Further investigation is

required to verify

anchorage of masonry

veneer backup.

Longview, R. A. Long High School, Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 31



M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

anchored to the structure.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: R. A. Long High School
District Name: Longview
ICOS Latitude: 46.141
ICOS Longitude: -122.955
ICOS
County/District ID: 8122

ICOS Building ID: 14045
ASCE 41 Bldg Type: URMa
Enrollment: 928
Gross Sq. Ft. : 103,568
Year Built: 1927
Number of Stories: 2
SXS BSE-2E: 0.909
SX1 BSE-2E: 0.872
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 166
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Longview, R. A. Long High School, Main Building
1.1 Building Description

The R.A. Long High School main building is a two-story unreinforced masonry structure. The 1927 building

is constructed on level ground and is located in Longview, Washington. The building is rectangular in plan,

approximately 360 feet by 220 feet, with a maximum roof height of around 45 feet. The building’s exterior

walls are constructed out of unreinforced brick masonry. The interior walls are constructed out of either

unreinforced brick masonry or 2x wood studs. The roof system is a flexible diaphragm composed of

sheathing over wood beams and joists. The second floor is a concrete rib slab spanning between concrete

beams. The main floor is either a concrete slab-on-grade or a concrete slab over concrete beams and columns

above the below-grade tunnel. There is a full building height auditorium in the center of the building with a

concrete balcony. There is an unreinforced brick clock tower above the main entrance. The one-story boiler

room, cafeteria, and kitchen are at the west side of the building. The cafeteria has multiple exterior windows

that have been infilled with brick masonry. The cafeteria roof is supported by timber trusses. The building is
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attached to the shop building on the north end and the science wing on the south end. The building shares the

site with the shop building, the science wing, the gymnasium, and various other out buildings.
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1.1.1 Building Use

The R.A. Long High School main building consists of classrooms, an auditorium, a library, a cafeteria, a

kitchen, and administrative offices. R.A. Long High School has over 920 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of R. A. Long High School
Structural System Description

Structural Roof
The roof system is composed of wood sheathing over either wood joists or

timber trusses.

Structural Floor(s)

The main floor and the second level floor are one-way concrete slabs supported

by concrete joists and beams. Portions of the main floor are a concrete slab-on-

grade.

Foundations
The unreinforced masonry walls are supported by continuous wall footings. The

main floor slab is supported by spread footings.

Gravity System

The roof diaphragm is supported by the wood joists and trusses, which span

between unreinforced masonry bearing walls. The floor slabs are supported by

concrete joists and beams that are supported by the unreinforced masonry walls

and concrete columns.

Lateral System
The lateral forces are resisted by unreinforced brick masonry walls in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of R. A. Long High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System
Some spalling of concrete observed at concrete columns. Separation at mortar

joints observed in places at brick walls.

Lateral System Separation at mortar joints observed in places at brick walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Longview R. A. Long High School Main Building
Deficiency Description

Load Path

Unreinforced masonry clock tower and chimney flue at boiler room present structural hazard during heavy

shaking. The addition of a supplemental framing system on the interior of the clock tower may be appropriate

to reduce structural hazards. Further investigation is required.

Vertical

Irregularities

Vertical elements resisting shear wall overturning are discontinuous in locations. Lateral system strengthening

or the addition of new shear walls may be appropriate to mitigate seismic risk.

Shear Stress

Check

Pseudo shear stress is greater than 30 psi. The building likely requires URM shear wall strengthening, such as

adding FRP or adding new shear walls to reduce the demand on the URM walls. Further investigation is

required.

Wall Anchorage
Out-of-plane wall anchorage not present. Tension ties, blocking, strapping, and diaphragm nailing are required

along URM walls.

Cross Ties

The building does not have continuous cross ties between diaphragm chords. The addition of new cross ties

between diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Longview R. A. Long High School Main Building
Unknown Item Description

Mezzanines
Unknown if interior mezzanine level is adequately braced. Further investigation is required to make a final

determination on this item's compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Ledgers

This evaluation item is unknown and likely non-compliant due to the building's age. This item requires further

field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown and likely non-compliant due to the building's age. This item requires further

field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Masonry Layup
This evaluation item is unknown and cannot be visually verified. This item requires further field investigation

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Straight Sheathing

Flexible diaphragm sheathing is unknown and not apparent on the construction drawings. Based on the age of

the building, diaphragm strengthening, such as installing plywood sheathing, may be appropriate to mitigate

seismic risk. Further investigation is required.

Spans

Flexible diaphragm sheathing is unknown and not apparent on the construction drawings. Based on the age of

the building, diaphragm strengthening, such as installing plywood sheathing, may be appropriate to mitigate

seismic risk. Further investigation is required.

Diagonally

Sheathed and

Unblocked

Diaphragms

Flexible diaphragm sheathing is unknown and not apparent on the construction drawings. Based on the age of

the building, diaphragm strengthening through the addition of new plywood sheathing and blocking may be

appropriate to mitigate seismic risk. Further investigation is required.

Other Diaphragms
Flexible diaphragm sheathing is unknown and not apparent on the construction drawings. To determine the

sheathing type, installation of plywood sheathing may be required. Further investigation is required.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Longview R. A. Long High School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression not anchored and braced. All fire suppression piping should be braced in

accordance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Piping/ductwork not adequately protected from damage that could potentially allow release of

hazardous material. All hazardous material piping/ductwork should be braced.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Inadequate bracing for URM partitions. Unreinforced masonry partition walls should be braced at

a spacing of six feet or demolished.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

URM chimney extends above the roof surface more than two times the least dimension of the

chimney. Demolition of the URM chimney may be appropriate.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Longview R. A. Long High School Main Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping. If non-existent, the addition of shutoff valves may be appropriate.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping. Item is likely non-compliant based on the age of the building. If non-existent, the

addition of flexible couplings may be appropriate.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation is required to verify lateral support at the top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Further investigation is required to verify height-to-thickness ratios of URM parapets/cornices. The

addition of strongbacks and lateral bracing may be appropriate.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Further investigation is required to verify masonry chimney anchorage.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair wall out-of-plane anchorage.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow contents. All tall narrow

contents should be anchored to the structure.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be anchored to the structure.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.

Unknown Item Description
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Photos:

Figure 1-1. R.A. Long High School - East Exterior
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Figure 1-2. R.A. Long High School - South Exterior
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Figure 1-3. R.A. Long High School - West Exterior at Boiler Room

Figure 1-4. Timber Trusses in Cafeteria
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Figure 1-5. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-6. Library
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Figure 1-7. Auditorium
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Figure 1-8. Skylights in Upper Level East Hallway with Unknown Detailing Could Present Falling Hazard
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Figure 1-9. Opening Showing Unreinforced Multiple-Wythe Brick Wall
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Figure 1-10. Boiler Room with Unbraced Nonstructural Components
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Longview, R. A. Long High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Unreinforced masonry clock

tower and chimney flue at

boiler room present

structural hazard during

heavy shaking. The addition

of a supplemental framing

system on the interior of the

clock tower may be

appropriate to reduce

structural hazards. Further

investigation is required.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Unknown if interior

mezzanine level is

adequately braced. Further

investigation is required to

make a final determination

on this item's compliance

and to develop a mitigation

recommendation, if

necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Vertical elements resisting

shear wall overturning are

discontinuous in locations.

Lateral system strengthening

or the addition of new shear

walls may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Pseudo shear stress is greater

than 30 psi. The building

likely requires URM shear

wall strengthening, such as

adding FRP or adding new

shear walls to reduce the

demand on the URM walls.

Further investigation is

required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along URM walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

X     

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown and cannot be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

The building does not have

continuous cross ties

between diaphragm chords.

The addition of new cross

ties between diaphragm

chords or the addition of

strap plates to connect

existing framing members

together may be appropriate

to mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Flexible diaphragm

sheathing is unknown and

not apparent on the

construction drawings.

Based on the age of the

building, diaphragm

strengthening, such as

installing plywood

sheathing, may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Flexible diaphragm

sheathing is unknown and

not apparent on the

construction drawings.

Based on the age of the

building, diaphragm

strengthening, such as

installing plywood

sheathing, may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

Flexible diaphragm

sheathing is unknown and

not apparent on the

construction drawings.

Based on the age of the

building, diaphragm

strengthening through the

addition of new plywood

sheathing and blocking may

be appropriate to mitigate

seismic risk. Further

investigation is required.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X

Flexible diaphragm

sheathing is unknown and

not apparent on the

construction drawings. To

determine the sheathing

type, installation of plywood

sheathing may be required.

Further investigation is

required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

X     
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Longview, R. A. Long High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression not

anchored and braced. All

fire suppression piping

should be braced in

accordance with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material. All

hazardous material

piping/ductwork should be

braced.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping. If non-

existent, the addition of

shutoff valves may be

appropriate.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

Item is likely non-

compliant based on the age

of the building. If non-

existent, the addition of

flexible couplings may be

appropriate.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Inadequate bracing for

URM partitions.

Unreinforced masonry

partition walls should be

braced at a spacing of six

feet or demolished.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation is

required to verify lateral

support at the top of heavy

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Further investigation is

required to verify height-

to-thickness ratios of URM

parapets/cornices. The

addition of strongbacks

and lateral bracing may be

appropriate.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

URM chimney extends

above the roof surface

more than two times the

least dimension of the

chimney. Demolition of

the URM chimney may be

appropriate.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Further investigation is

required to verify masonry

chimney anchorage.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Further investigation is

required to verify stair wall

out-of-plane anchorage.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Further investigation is

required to review

anchorage of tall narrow

contents. All tall narrow

contents should be

anchored to the structure.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X     

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

anchored to the structure.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: RA Long Annex
Facility Name: R. A. Long High School
District Name: Longview
ICOS Latitude: 46.141
ICOS Longitude: -122.955
ICOS
County/District ID: 8122

ICOS Building ID: 18592
ASCE 41 Bldg Type: W2
Enrollment: 928
Gross Sq. Ft. : 9,592
Year Built: 1963
Number of Stories: 1
SXS BSE-2E: 0.909
SX1 BSE-2E: 0.872
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 166
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Longview, R. A. Long High School, RA Long Annex
1.1 Building Description

The R.A. Long High School Annex Building is a one-story wood stud wall structure. The 1963 building is

constructed on level ground and is located in Longview, Washington. The building is rectangular in plan,

approximately 160 feet by 50 feet, with a maximum roof height of around 14 feet. The building’s exterior

walls are constructed out of wood studs and straight sheathing. The roof system is a flexible diaphragm

composed of straight sheathing over wood beams. The building was originally built by the R.A. Long

carpentry class as a school bus garage and then was later converted into the current structure. There are four

garage bays on the north exterior that have been infilled with wood stud walls. The building shares the site

with R.A. Long High School, Monticello Middle School, Olympic Elementary School, and a sports fields.
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1.1.1 Building Use

The R.A. Long Annex Building consists of classrooms, mechanical rooms, storage, and administrative

offices. R.A. Long High School has over 920 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of R. A. Long High School
Structural System Description
Structural Roof The roof system is composed of straight sheathing over wood beams.

Structural Floor(s) The ground floor is a concrete slab-on-grade.

Foundations
The walls are supported by continuous wall footings. The columns are supported

by spread footings.

Gravity System
The roof and floor are supported by wood beams, wood posts, and wood stud

bearing walls.

Lateral System
The lateral forces are resisted by straight-sheathed wood shear walls in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of R. A. Long High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Longview R. A. Long High School RA Long Annex
Deficiency Description

Shear Stress

Check

Only exterior walls assumed to be shear walls. Pseudo shear stress is greater than 100 lb/ft. This building likely

requires shear wall strengthening or the addition of new shear walls to reduce demand. Further investigation is

required.

Narrow Wood

Shear Walls

Shear walls with aspect ratios greater than 2-to-1 are present. This building likely requires shear wall

strengthening or the addition of new shear walls. Further investigation is required.

Straight Sheathing
The straight-sheathed diaphragm has aspect ratios greater than 2-to-1. Installation of plywood sheathing may be

appropriate to mitigate seismic risk.

Spans
The diaphragm consists of straight-sheathing. Diaphragm strengthening, such as installation of plywood

sheathing, may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Longview R. A. Long High School RA Long Annex
Unknown Item Description

Load Path
No drawings available. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sills

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sill Bolts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Longview R. A. Long High School RA Long Annex
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Longview R. A. Long High School RA Long Annex
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment.
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Photos:

Figure 1-1. R.A. Long Annex - East Exterior

Figure 1-2. R.A. Long Annex - Northeast Exterior
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Figure 1-3. R.A. Long Annex - North Exterior with Infilled Garage Bays

Figure 1-4. R.A. Long Annex - South Exterior
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Figure 1-5. Straight Sheathing at Exterior Walls
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Figure 1-6. Straight Sheathing at Roof Diaphragm

Figure 1-7. Interior Showing Suspended Mechanical Equipment and Wood Beam Framing
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Figure 1-8. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-9. Mechanical Room with Unbraced Piping
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Figure 1-10. Tall Unbraced Nonstructural Components, Typical Throughout
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Longview, R. A. Long High School, RA Long Annex

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No drawings available. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Only exterior walls assumed

to be shear walls. Pseudo

shear stress is greater than

100 lb/ft. This building

likely requires shear wall

strengthening or the addition

of new shear walls to reduce

demand. Further

investigation is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

Shear walls with aspect

ratios greater than 2-to-1 are

present. This building likely

requires shear wall

strengthening or the addition

of new shear walls. Further

investigation is required.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

The straight-sheathed

diaphragm has aspect ratios

greater than 2-to-1.

Installation of plywood

sheathing may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm consists of

straight-sheathing.

Diaphragm strengthening,

such as installation of

plywood sheathing, may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Longview, R. A. Long High School, RA Long Annex

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

Longview, R. A. Long High School, RA Long Annex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 30



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Science Wing
Facility Name: R. A. Long High School
District Name: Longview
ICOS Latitude: 46.141
ICOS Longitude: -122.955
ICOS
County/District ID: 8122

ICOS Building ID: 16645
ASCE 41 Bldg Type: RM1
Enrollment: 928
Gross Sq. Ft. : 15,316
Year Built: 1935
Number of Stories: 1
SXS BSE-2E: 0.909
SX1 BSE-2E: 0.872
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 166
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Longview, R. A. Long High School, Science Wing
1.1 Building Description

The R.A. Long High School Science Wing is a one-story reinforced masonry structure. The building is

constructed on level ground and is located in Longview, Washington. The 1935 building is rectangular in

plan, approximately 160 feet by 100 feet, with a maximum roof height of around 14 feet. The building’s

exterior walls are constructed out of grouted, reinforced brick masonry. The interior walls are constructed

out of 2x wood studs with gypsum board sheathing on each side. The roof system is a flexible diaphragm

composed of plywood sheathing over wood joists. The main floor is a flexible, elevated diaphragm

composed of plywood sheathing over 2-inch T&G decking supported by wood beams and 2x8 joists. The

building has covered walkways on the north and west sides and an arcade along the east side. The

mechanical units are on the roof. Multiple exterior windows have been infilled with brick masonry. The

building attaches to the main high school building on the north end. The building shares the site with R.A.

Long High School’s main building, the gymnasium, and Discovery High School.
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1.1.1 Building Use

The R.A. Long Science Wing consists of science classrooms, laboratories, and storage spaces. R.A. Long

High School has over 920 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of R. A. Long High School
Structural System Description
Structural Roof The roof system is composed of plywood sheathing over wood joists.

Structural Floor(s)

The main floor is an elevated floor composed of plywood sheathing over 2-inch

T&G decking. The diaphragm is supported by 2x8 wood joists spanning between

wood beams.

Foundations

The exterior walls are supported by continuous wall footings. The interior walls

and columns are supported by a post-and-beam system supported by spread

footings.

Gravity System

The roof diaphragm is supported by wood joists spanning between exterior brick

bearing walls and interior wood stud bearing walls. The main floor and interior

bearing walls are supported by 8x wood floor beams.

Lateral System
The lateral forces are resisted by reinforced brick masonry walls in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of R. A. Long High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Longview R. A. Long High School Science Wing
Deficiency Description

Wall Anchorage
Out-of-plane wall anchorage not present. Tension ties, blocking, strapping, and diaphragm nailing required

along masonry walls.

Cross Ties

The building does not have continuous cross ties between diaphragm chords. The addition of new cross ties

between diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm has spans larger than 40 feet. Diaphragm strengthening, such as the addition of blocking and

additional diaphragm nailing. may be appropriate to mitigate seismic risk. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Longview R. A. Long High School Science Wing
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

This evaluation item is unknown and likely non-compliant due to the building's age. This item requires further

field investigation to make a final determination on its compliance. Strengthening of masonry walls, such as

FRP or steel strongbacks, may be appropriate.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Longview R. A. Long High School Science Wing
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression not anchored and braced. All fire suppression piping should be braced in

accordance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

Longview, R. A. Long High School, Science Wing ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 31



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Longview R. A. Long High School Science Wing
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system.
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Photos:

Figure 1-1. R.A. Long High School Science Wing - East Exterior

Figure 1-2. R.A. Long High School Science Wing - South Exterior
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Figure 1-3. R.A. Long High School Science Wing - Northwest Exterior

Figure 1-4. Science Wing Connection to Main Building at North Exterior
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Figure 1-5. View Down Arcade Along East Exterior
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Figure 1-6. Infilled Windows at Exterior
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Figure 1-7. Typical Classroom with Inadequate Fire Sprinkler Head Penetration Clearance, Typical Throughout
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Figure 1-8. Entrance at West Side. Unknown Light Fixture Bracing, Typical.
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Figure 1-9. Tall Unbraced Nonstructural Components, Typical Throughout
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Figure 1-10. Fire Riser and Fire Suppression Piping Should Be Braced
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Longview, R. A. Long High School, Science Wing

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance. Strengthening

of masonry walls, such as

FRP or steel strongbacks,

may be appropriate.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

not present. Tension ties,

blocking, strapping, and

diaphragm nailing required

along masonry walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

The building does not have

continuous cross ties

between diaphragm chords.

The addition of new cross

ties between diaphragm

chords or the addition of

strap plates to connect

existing framing members

together may be appropriate

to mitigate seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The diaphragm has spans

larger than 40 feet.

Diaphragm strengthening,

such as the addition of

blocking and additional

diaphragm nailing. may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Longview, R. A. Long High School, Science Wing

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression not

anchored and braced. All

fire suppression piping

should be braced in

accordance with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  None observed

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  None observed

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  None observed

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

Longview, R. A. Long High School, Science Wing ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 31



CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X     

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator

Longview, R. A. Long High School, Science Wing ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 31



Building Name: Shop Bldg
Facility Name: R. A. Long High School
District Name: Longview
ICOS Latitude: 46.141
ICOS Longitude: -122.955
ICOS
County/District ID: 8122

ICOS Building ID: 19084
ASCE 41 Bldg Type: URM
Enrollment: 928
Gross Sq. Ft. : 10,422
Year Built: 1942
Number of Stories: 1
SXS BSE-2E: 0.909
SX1 BSE-2E: 0.872
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 166
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Longview, R. A. Long High School, Shop Bldg
1.1 Building Description

The R.A. Long High School Shop is a one-story unreinforced masonry structure. The building is constructed

on level ground and is located in Longview, Washington. The building is rectangular in plan, approximately

100 feet by 75 feet, with a maximum roof height of around 14 feet. The building’s exterior walls are

constructed out of unreinforced brick masonry. The roof system is a flexible diaphragm composed of straight

sheathing over wood beams. The main floor is a concrete slab over concrete beams and columns. There is a

wood-framed mezzanine level. Multiple exterior windows have been infilled with brick masonry. The

building attaches to the main high school building on the south end. The building shares the site with R.A.

Long High School’s main building.
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1.1.1 Building Use

The R.A. Long High School Shop consists of classrooms, a shop, and a mezzanine. R.A. Long High School

has over 920 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of R. A. Long High School
Structural System Description
Structural Roof The roof system is composed of straight sheathing over wood beams.

Structural Floor(s)
The main floor is a concrete slab supported by concrete beams. The mezzanine

floor is a wood diaphragm supported by wood beams.

Foundations
The exterior walls are supported by continuous wall footings. The main floor

slab is supported by spread footings.

Gravity System
The roof diaphragm is supported by wood beams spanning between exterior

unreinforced masonry bearing walls and interior wood and steel columns.

Lateral System
The lateral forces are resisted by unreinforced brick masonry walls in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of R. A. Long High School
Structural System Description
Structural Roof Ceiling finishes show evidence of water damage.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Cracking at separation of mortar joints evident at unreinforced masonry walls.

Lateral System Cracking at separation of mortar joints evident at unreinforced masonry walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Longview R. A. Long High School Shop Bldg
Deficiency Description
Adjacent

Buildings

The clear distance between buildings is greater than 1.5% of the building's height. Mitigation may be required.

Additional shear walls may be appropriate to reduce building drift. Further investigation is required.

Shear Stress

Check

Pseudo shear stress is greater than 30 psi. The building likely requires masonry shear wall strengthening or the

addition of new shear walls. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along URM walls.

Cross Ties

The building does not have continuous cross ties between diaphragm chords. The addition of new cross ties

between diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.

Spans
The diaphragm consists of straight sheathing. Diaphragm strengthening, such as the installation of plywood

sheathing, may be appropriate to mitigate seismic risk.

Beam
Girder, and Truss Supports,Beams, girders, and trusses supported by URM walls or pilasters do not have

independent secondary columns for support of vertical loads. The addition of secondary support is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Longview R. A. Long High School Shop Bldg
Unknown Item Description

Load Path

Drawings are incomplete. This evaluation item is unknown and likely non-compliant due to the building's age.

This item requires further investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary.

Mezzanines
It is unknown if interior mezzanine is adequately braced for seismic loads. Further investigation is required to

make a final determination on this items compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Ledgers

This evaluation item is unknown and likely non-compliant due to the building's age. This item requires further

field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown and likely non-compliant due to the building's age. This item requires further

field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Masonry Layup
This evaluation item is unknown and cannot be visually verified. This item requires further field investigation

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Longview R. A. Long High School Shop Bldg
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Longview R. A. Long High School Shop Bldg
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.
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Photos:

Figure 1-1. R.A. Long High School Shop - West Exterior

Figure 1-2. Interior Entrance into Shop from Main Building
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Figure 1-3. Shop - North Interior with Mezzanine

Figure 1-4. Shop - East Interior
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Figure 1-5. Evidence of Cracking in Masonry Wall

Figure 1-6. Evidence of Water Damage at Ceiling
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Figure 1-7. Wood Beams Supported by Masonry Wall Only

Longview, R. A. Long High School, Shop Bldg ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 27



Longview, R. A. Long High School, Shop Bldg

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Drawings are incomplete.

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The clear distance between

buildings is greater than

1.5% of the building's

height. Mitigation may be

required. Additional shear

walls may be appropriate to

reduce building drift. Further

investigation is required.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

It is unknown if interior

mezzanine is adequately

braced for seismic loads.

Further investigation is

required to make a final

determination on this items

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Pseudo shear stress is greater

than 30 psi. The building

likely requires masonry

shear wall strengthening or

the addition of new shear

walls. Further investigation

is required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along URM walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

X     

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown and cannot be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

The building does not have

continuous cross ties

between diaphragm chords.

The addition of new cross

ties between diaphragm

chords or the addition of

strap plates to connect

existing framing members

together may be appropriate

to mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The diaphragm consists of

straight sheathing.

Diaphragm strengthening,

such as the installation of

plywood sheathing, may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

Beams, girders, and trusses

supported by URM walls or

pilasters do not have

independent secondary

columns for support of

vertical loads. The addition

of secondary support is

required.
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Longview, R. A. Long High School, Shop Bldg

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X     

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Longview, R. A. Long High School, Shop Bldg ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 27



Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Mabton Jr/Sr High School
District Name: Mabton
ICOS Latitude: 46.212
ICOS Longitude: -119.995
ICOS
County/District ID: 39120

ICOS Building ID: 22857
ASCE 41 Bldg Type: RM1
Enrollment: 387
Gross Sq. Ft. : 57,540
Year Built: 1950
Number of Stories: 1
SXS BSE-2E: 0.503
SX1 BSE-2E: 0.296
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 327
Liquefaction
Potential: Low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Mabton, Mabton Jr/Sr High School, Main Building
1.1 Building Description

The Mabton Junior Senior High School main building is a one-story structure constructed on level ground

that is located in Mabton, Washington. The building is rectangular in plan, roughly 205 feet by 315 feet, with

a maximum roof height of around 25 feet at the gym. The building was originally constructed in 1950 with

significant subsequent additions. The original building construction consists of concrete walls with the newer

additions constructed out of reinforced CMU walls. Masonry veneer covers the original building’s exterior

face of perimeter walls. The roof system is a flexible diaphragm supported by wood framing. Note that the

original gymnasium roof structure consisted of heavy timber bowstring trusses and was subsequently

removed and replaced with open-web steel joists and metal roof decking. The roof system at the newer

additions uses heavy timber roof girders. The floor structure is wood-framed above a crawlspace at the

original building and a concrete slab-on-grade at all other locations. The building shares the site with a

greenhouse, the shop/agriculture building, and various out buildings.
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1.1.1 Building Use

The Mabton Junior Senior High School includes classrooms, a cafeteria/commons, a library, two

gymnasiums, locker rooms, administrative offices, and other support function spaces. The school includes

grades 7-12 and has over 380 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mabton Jr/Sr High School
Structural System Description

Structural Roof

The structural roof is wood-framed with solid-sawn members and glue-laminated

girders (except the original gym, which is now framed with open-web steel joists

and metal decking).

Structural Floor(s)
The floor system is wood-framed over a crawlspace at the original building. All

other locations consist of a concrete slab-on-grade.

Foundations The foundation is assumed to consist of shallow concrete conventional footings.

Gravity System
The gravity systems consists of interior and exterior reinforced concrete walls at

the original building and CMU walls at the additions.

Lateral System

The lateral forces are resisted by concrete shear walls at the original building and

CMU shear walls at the additions in both the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mabton Jr/Sr High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mabton Mabton Jr/Sr High School Main Building
Deficiency Description

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing roof framing members together may be

appropriate.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mabton Mabton Jr/Sr High School Main Building
Unknown Item Description

Load Path
No drawings. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

This evaluation item is unknown due to the lack of structural drawings. This item requires further investigation

to make a final determination on its compliance. Strengthening of masonry walls, such as FRP or steel

strongbacks, may be appropriate.

Wall Anchorage

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance. The addition of tension ties,

blocking, strapping, and diaphragm nailing may be appropriate to mitigate seismic risk.

Wood Ledgers

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance. Direct, structural

connections, such as post-installed anchors, between the diaphragm and masonry shear walls may be required.

Foundation

Dowels

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance. A direct, structural

connection, such as FRP, may be required between the masonry wall and the foundation.

Spans

This evaluation item is unknown based on the lack of structural drawings and could not be visually verified.

This item requires further field investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary.

Diagonally

Sheathed and

Unblocked

Diaphragms

This evaluation item is unknown based on the lack of structural drawings and could not be visually verified.

This item requires further field investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary.

Stiffness of Wall

Anchors

This evaluation item is unknown based on the lack of structural drawings and could not be visually verified.

This item requires further field investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mabton Mabton Jr/Sr High School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone contents weighing more than 20 pounds.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mabton Mabton Jr/Sr High School Main Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings. If non-existent,

the addition of flexible couplings may be appropriate.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be anchored.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation is required to verify lateral support at the top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify the detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation is required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

This evaluation item is unknown due to the lack of building drawings and could not be visually

verified. Further investigation is required to review vertical support and lateral bracing of

equipment.
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Photos:

Figure 1-1. Music Room - Glue-Laminated Roof Girders

Figure 1-2. New Gymnasium - Glue-Laminated Roof Girders
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Figure 1-3. Unbraced Piping
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Figure 1-4. Original Gym with Open-Web Steel Joists and a Metal Roof Deck
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Figure 1-5. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-6. Mabton Junior Senior High School - South Exterior
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Figure 1-7. Cafeteria/Commons

Figure 1-8. Main Office - Suspended Light Fixtures
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Figure 1-9. Mabton Junior Senior High School - North Exterior

Figure 1-10. Unbraced Lockers and Benches Present Falling Hazard
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Mabton, Mabton Jr/Sr High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No drawings. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

This evaluation item is

unknown due to the lack of

structural drawings. This

item requires further

investigation to make a final

determination on its

compliance. Strengthening

of masonry walls, such as

FRP or steel strongbacks,

may be appropriate.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. The addition of

tension ties, blocking,

strapping, and diaphragm

nailing may be appropriate

to mitigate seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. Direct,

structural connections, such

as post-installed anchors,

between the diaphragm and

masonry shear walls may be

required.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   
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Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. A direct,

structural connection, such

as FRP, may be required

between the masonry wall

and the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing roof

framing members together

may be appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

This evaluation item is

unknown based on the lack

of structural drawings and

could not be visually

verified. This item requires

further field investigation to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

This evaluation item is

unknown based on the lack

of structural drawings and

could not be visually

verified. This item requires

further field investigation to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown based on the lack

of structural drawings and

could not be visually

verified. This item requires

further field investigation to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.
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Mabton, Mabton Jr/Sr High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X     

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings. If non-existent,

the addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X     

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation is

required to verify lateral

support at the top of heavy

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify the

detailing of rigid

cementitious partitions for

drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  One floor

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

Mabton, Mabton Jr/Sr High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 30



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents

weighing more than 20

pounds.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

This evaluation item is

unknown due to the lack of

building drawings and

could not be visually

verified. Further

investigation is required to

review vertical support and

lateral bracing of

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

Mabton, Mabton Jr/Sr High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 30



EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Shop/Ag Building
Facility Name: Mabton Jr/Sr High School
District Name: Mabton
ICOS Latitude: 46.212
ICOS Longitude: -119.995
ICOS
County/District ID: 39120

ICOS Building ID: 24210
ASCE 41 Bldg Type: RM1
Enrollment: 387
Gross Sq. Ft. : 10,400
Year Built: 1980
Number of Stories: 1
SXS BSE-2E: 0.503
SX1 BSE-2E: 0.296
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 327
Liquefaction
Potential: Low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Mabton, Mabton Jr/Sr High School, Shop/Ag Building
1.1 Building Description

The Mabton Junior Senior High School shop building is a one-story concrete masonry structure. The 1980

building is constructed on level ground and is located in Mabton, Washington. The building is rectangular in

plan, roughly 140 feet by 90 feet, with a maximum roof height of around 16 feet. Building construction

consists of reinforced masonry walls. The roof system is a flexible diaphragm over wood framing. There are

two storage mezzanines constructed over partial-height CMU walls. The building shares the site with a

greenhouse, the main junior senior high school building, and various out buildings.
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1.1.1 Building Use

The shop building includes classrooms, staff offices, a wood shop, and a metal shop. The junior senior high

school has over 380 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mabton Jr/Sr High School
Structural System Description
Structural Roof The roof system is composed of straight sheathing over wood framing.

Structural Floor(s) The floor system is composed of straight sheathing over wood framing.

Foundations The exterior walls are supported by continuous wall footings.

Gravity System
The gravity system consists of unreinforced masonry walls and wood stud infill

walls.

Lateral System
Unreinforced masonry walls resist the forces in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mabton Jr/Sr High School
Structural System Description
Structural Roof Ceiling finishes show evidence of water damage.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Cracking visible at header bearing at CMU walls

Lateral System Cracking visible at CMU walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mabton Mabton Jr/Sr High School Shop/Ag Building
Deficiency Description

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along all CMU walls.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords of the addition of strap plates to connect existing roof framing members together may be

appropriate.

Spans
Wood diaphragms do not consist of wood structural panel or diagonal sheathing. Installation of wood structural

panel sheathing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mabton Mabton Jr/Sr High School Shop/Ag Building
Unknown Item Description

Load Path
No drawings provided. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Mezzanines
Unclear if interior half-height walls have footings to act as seismic-force-resisting system. Further investigation

is required.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

This evaluation item is unknown due to the lack of structural drawings. This item requires further investigation

to make a final determination on its compliance. Strengthening of masonry walls, such as FRP or steel

strongbacks, may be appropriate.

Wood Ledgers

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance. Direct, structural

connections, such as post-installed anchors, between the diaphragm and masonry shear walls may be required.

Foundation

Dowels

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance. A direct, structural

connection, such as FRP, may be required between the masonry wall and the foundation.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mabton Mabton Jr/Sr High School Shop/Ag Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing are required for in-line equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mabton Mabton Jr/Sr High School Shop/Ag Building
Unknown Item Description
P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Further investigation is required to verify lateral support at the top of heavy partitions.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.
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Photos:

Figure 1-1. Northeast Classroom with Unknown Light Fixture Bracing

Figure 1-2. Interior Mezzanine in Northwest Classroom. Unknown if Adequately Braced for Seismic Loads.
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Figure 1-3. Cracking Interior Masonry

Figure 1-4. Tall Nonstructural Components Unbraced, Typical Throughout
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Figure 1-5. Metal Shop

Figure 1-6. Cracking in Masonry at Header Bearing
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Figure 1-7. Wood Shop with Unbraced Suspended Equipment

Figure 1-8. Mezzanine in Wood Shop. Unknown if Adequately Braced for Seismic Loads.
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Figure 1-9. Mabton Junior/Senior High School Shop - South Exterior

Figure 1-10. Mabton Junior/Senior High School Shop - West Exterior
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Mabton, Mabton Jr/Sr High School, Shop/Ag Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Unclear if interior half-

height walls have footings to

act as seismic-force-resisting

system. Further investigation

is required.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

This evaluation item is

unknown due to the lack of

structural drawings. This

item requires further

investigation to make a final

determination on its

compliance. Strengthening

of masonry walls, such as

FRP or steel strongbacks,

may be appropriate.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along all CMU

walls.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. Direct,

structural connections, such

as post-installed anchors,

between the diaphragm and

masonry shear walls may be

required.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance. A direct,

structural connection, such

as FRP, may be required

between the masonry wall

and the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

Mabton, Mabton Jr/Sr High School, Shop/Ag Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 29



High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

of the addition of strap plates

to connect existing roof

framing members together

may be appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panel or diagonal sheathing.

Installation of wood

structural panel sheathing

may be appropriate to

mitigate seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Mabton, Mabton Jr/Sr High School, Shop/Ag Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Further investigation is

required to verify lateral

support at the top of heavy

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

are required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building

Facility Name: Mansfield Elem and High
School

District Name: Mansfield
ICOS Latitude: 47.816
ICOS Longitude: -119.644
ICOS
County/District ID: 9207

ICOS Building ID: 13447
ASCE 41 Bldg Type: RM1
Enrollment: 106
Gross Sq. Ft. : 37,018
Year Built: 1983
Number of Stories: 1
SXS BSE-2E: 0.298
SX1 BSE-2E: 0.121
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 864
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Mansfield, Mansfield Elem and High School, Main Building
1.1 Building Description

The Mansfield Elementary and High School main building is a 37,000-square-foot reinforced masonry

structure. The building is a "T" shape, with classrooms and administrative space in the east and west wings,

and a gymnasium, weight room, and locker rooms in the north wing. The building also houses a kitchen, a

multipurpose space, a library, and mechanical space in the single-story structure. The building is reinforced

CMU block walls with wood trusses and a flexible wood diaphragm.
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1.1.1 Building Use

The building is used as the K-12 school building for approximately 85 students in the Mansfield School

District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mansfield Elem and High School
Structural System Description
Structural Roof Prefabricated wood trusses with a wood diaphragm.

Structural Floor(s) Slab-on-grade; unknown reinforcement.

Foundations Unknown; assumed to be conventional shallow footings.

Gravity System
The gravity system is prefabricated wood trusses on CMU bearing walls at the

exterior and interior.

Lateral System Reinforced masonry shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mansfield Elem and High School
Structural System Description
Structural Roof Good. No signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No signs of corrosion, damage or deterioration.

Foundations Unknown. No signs of corrosion, damage or deterioration.

Gravity System
Good. Minimal signs of corrosion or damage. Some cracks visible in gymnasium

and weight room. No deterioration of grout observed.

Lateral System Good. Minimal signs of corrosion or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mansfield Mansfield Elem and High School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mansfield Mansfield Elem and High School Main Building
Unknown Item Description

Load Path
No existing drawings and inadequate access to verify. Based on observation and age of building, it is assumed

to be compliant.

Mezzanines Connection of partial mezzanine in shop area not visible.

Vertical

Irregularities
No existing drawings and inadequate access to verify, but likely compliant.

Torsion
No existing drawings available. Unable to make proper assumptions to determine compliance due to the

geometry of the building.

Shear Stress

Check
No existing drawings available, but likely compliant based on amount of wall.

Reinforcing Steel No existing drawings available.

Wall Anchorage No existing drawings and inadequate access to verify.

Wood Ledgers No existing drawings and inadequate access to verify.

Transfer to Shear

Walls
No existing drawings and inadequate access to verify.

Foundation

Dowels
No existing drawings and inadequate access to verify; likely compliant.

Girder-Column

Connection
No existing drawings and inadequate access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mansfield Mansfield Elem and High School Main Building
Deficiency Description
CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Large tank observed with no lateral strapping.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mansfield Mansfield Elem and High School Main Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

There are masonry partition walls, but the reinforcing and bracing details are unknown.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

There are masonry partition walls, but the reinforcing and bracing details are unknown.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Cladding at soffit connection could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2, but it could not be determined if they are laminated.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Tall library shelves were anchored to structure, but connection of storage cabinets in classrooms

could not be verified.

Mansfield, Mansfield Elem and High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 28



Photos:

Figure 1-1. Plaque denoting year of construction.

Figure 1-2. Skylights in multipurpose room.
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Figure 1-3. Library. The tall shelves were positively connected to the walls.

Figure 1-4. Ag shop; woodworking tools are in the background, welding stalls on the right side of the picture. A
storage mezzanine can be seen along one wall.
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Figure 1-5. Gymnasium wall with performing stage. Some cracking was observed under the beam pockets at
intersection of the walls.

Figure 1-6. Ceiling of gymnasium. Large skylight is located in the middle of the gym roof.
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Figure 1-7. Large crack in the weight room.

Figure 1-8. Unbraced tank in mechanical room.
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Figure 1-9. West side of building.

Figure 1-10. Northwest corner of gymnasium.

Mansfield, Mansfield Elem and High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 28



Mansfield, Mansfield Elem and High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings and

inadequate access to verify.

Based on observation and

age of building, it is

assumed to be compliant.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Connection of partial

mezzanine in shop area not

visible.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
Building is a single-story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

No existing drawings and

inadequate access to verify,

but likely compliant.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

No existing drawings

available. Unable to make

proper assumptions to

determine compliance due to

the geometry of the building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information. Very

low to low liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to be

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to Low

seismicity. Also, slab-on-

grade present.

Mansfield, Mansfield Elem and High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 28



17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

No existing drawings

available, but large number

of walls in each principal

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

No existing drawings

available, but likely

compliant based on amount

of wall.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
No existing drawings

available.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  Wood diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings and

inadequate access to verify.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings and

inadequate access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

inadequate access to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No existing drawings and

inadequate access to verify;

likely compliant.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings and

inadequate access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to Low

seismicity. Also, the

building has a flexible

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to Low

seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to Low

seismicity. In addiiton, no

existing drawings and

inadequate access to verify.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to Low

seismicity. Also, no large

diaphragm openings

observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to Low

seismicity. Also, no large

diaphragm openings

observed.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify; likely

compliant based on age of

building.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify diaphragm

blocking.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and inadequate

access to verify.
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Mansfield, Mansfield Elem and High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material was

observed in breakable

containers.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

There are masonry

partition walls, but the

reinforcing and bracing

details are unknown.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

There are masonry

partition walls, but the

reinforcing and bracing

details are unknown.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No cladding over 10 lb/ft2

observed.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Cladding at soffit

connection could not be

verified.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
No concrete cladding

present.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are window panes

greater than 16 ft2, but it

could not be determined if

they are laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs present.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Tall library shelves were

anchored to structure, but

connection of storage

cabinets in classrooms

could not be verified.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   
Large tank observed with

no lateral strapping.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Equipment of this type was

observed to be attached to

adjacent walls.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Liberty Elementary School
District Name: Marysville
ICOS Latitude: 48.058
ICOS Longitude: -122.169
ICOS
County/District ID: 31025

ICOS Building ID: 14493
ASCE 41 Bldg Type: W2
Enrollment: 520
Gross Sq. Ft. : 43,162
Year Built: 1951
Number of Stories: 1
SXS BSE-2E: 0.965
SX1 BSE-2E: 0.565
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 245
Liquefaction
Potential: Low to Moderate

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Liberty Elementary School, Main Building
1.1 Building Description

The Liberty Elementary School main building is a single-story, 43,000 square foot wood-framed structure

originally constructed in 1951. The building is located on a flat site, is rectangular, and in the overall shape

of an "L" in plan with each leg being approximately 270 feet long. The westernmost part of the building is a

combined multi-purpose room and gymnasium while the remainder of the building consists of classrooms

and administrative spaces.

The roof framing presumably consists of plywood sheathing supported by solid-sawn wood beams which

bear on wood-framed walls.

Structural drawings for original construction were not available for review.

Architectural alterations were performed in 1974.
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1.1.1 Building Use

The building includes elementary classrooms, a gymnasium, a cafeteria, and various administrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Liberty Elementary School
Structural System Description

Structural Roof
The structural roof consists of solid sawn beams supporting wood sheathing. The

solid sawn beams are supported by wood framed walls.

Structural Floor(s) It is likely that the ground floor is a concrete slab-on-grade.

Foundations
It is likely that the foundation consists of concrete stem walls and a shallow,

continuous concrete footing.

Gravity System
The wood structural roof is supported by wood framed walls. Around the

perimeter of the gym, the roof is supported by CMU masonry bearing walls.

Lateral System
The lateral system primarily consists of wood shear walls. In addition CMU

masonry shear walls exist around the perimeter of the gym.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Liberty Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion. Some micro cracking in gym walls.

Lateral System No visible signs of corrosion. Some micro cracking in gym walls.

Marysville, Liberty Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 40



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Liberty Elementary School Main Building
Deficiency Description
Ties Between

Foundation

Elements

Perimeter foundations appear to be strip footings with continuous perimeter stem walls. Interior footings,

however, appear to be isolated spread footings that are not tied together. Further investigation should be

performed. Additional foundation ties may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Liberty Elementary School Main Building
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Unknown Item Description

Load Path
Existing structural drawings are not available. Further investigation should be performed. Additional shear

walls and anchoring may be appropriate to mitigate seismic risk.

Torsion

Existing structural drawings are not available. Further investigation should be performed. Additional shear

walls may be appropriate to\nmitigate seismic risk. Also, the roof diaphragm appears to be a flexible wood

diaphragm.

Liquefaction

Existing foundations appear to be conventional spread and strip footings designed for relatively low bearing

pressure but not detailed for liquefiable soils and lateral spreading. The liquefaction potential of site soils is

unknown at this time given available information. Low to moderate liquefaction potential is identified per

ICOS based on state geologic mapping. Requires further investigation by a licensed geotechnical engineer to

determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Redundancy
Existing structural drawings are not available. Further investigation should be performed. Additional shear

walls, shear wall reinforcement, or diaphragm ties may be appropriate to mitigate seismic risk.

Shear Stress

Check

Existing structural drawings are not available. Further investigation should be performed. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

Existing structural drawings are not available. Further investigation should be performed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Cripple Walls
Existing structural drawings are not available. Further investigation should be performed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Openings Existing structural drawings are not available. Further investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Wood Posts
Existing structural drawings are not available. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

Wood Sills
Existing structural drawings are not available. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

Girder-Column

Connection

It appears that girders and columns are positively connected based on visual observation. Existing structural

drawings are not available. Further investigation should be performed. Additional connection hardware may be

appropriate to mitigate seismic risk.

Wood Sill Bolts
Existing structural drawings are not available. Further invetigation should be performed. Additional sill bolts

may be appropriate to mitigate seismic risk.

Diaphragm

Reinforcement at

Openings

Existing structural drawings are not available. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Straight Sheathing
Existing structural drawings are not available. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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Spans
Existing structural drawings are not available. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Existing structural drawings are not available. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Other Diaphragms
Existing structural drawings are not available. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Liberty Elementary School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

There appears to be an unreinforced masonry chimney that extends above the chimney greater than

2 times the least dimension of the chimney. Further investigation should be performed and

maintenance and facility staff should verify. Bracing or removal of chimney may be appropriate to

mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Maintenance and facility staff should verify. This item

is commonly noncompliant for contents meeting the criteria. Brace tops of shelves taller than 6 feet

to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Maintenance and facility staff should verify. This item

is commonly not compliant for contents meeting the criteria. Heavy items on upper shelves should

be restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Liberty Elementary School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

See comments above.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials and natural gas to mitigate seismic risk. If so, verify

mechanical and gas piping is seismically braced and anchored to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If occurs, verify mechanical and gas piping has flexible couplings.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. There appears to be masonry wall around the perimeter of the gym area.

It appears to be a structural wall, but it is unknown how and if it is connected to the roof

diaphragm. Maintenance and facility staff should perform further investigation. Wall bracing may

be appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Maintenance and facility staff should verify. Wall bracing may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Based on our review of the existing drawings and site visit, this building did not appear to have

rigid cementitious partitions such as lath and plaster or stucco. Detailing to allow cementitious

partitions to drift an adequate amount during a seismic event may be appropriate to mitigate

seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this biulding did not appear to have

suspended lath and plaster ceilings. It is unlikely that the ceiling is braced for seismic forces.

Maintenance and facility staff should verify. Bracing for ceilings may be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. Based on the age of the building, it is

likely that large areas of GWB ceilings are noncompliant if they are not directly attached to the

roof structure. Further investigation should be performed for GWB ceiling construction in occupied

areas with large GWB ceiling areas, especially over paths of egress. Supplemental bracing or

reconstruction of these GWB areas may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Maintenance and facility staff should verify that each fixture is

independently supported to the roof structure from opposite corners and add wire supports as

necessary.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Maintenance and facility staff should verify glazing. Replacing applicable

glazing planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

The detail of the connection from the masonry veneer to the structure is unknown. Maintenance

and facility staff should verify. Adding connections for the veneer may be appropriate to mitigate

seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Maintenance and facility staff should

verify. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

The detail of the connection from the masonry veneer to the structure is unknown. Maintenance

and facility staff should verify. Adding connections for the veneer may be appropriate to mitigate

seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the building. They are likely to be compliant.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

There does not appear to be any cornices, signs and other ornamentation or appendages. There

appears to be a parapet. However, it is likely an extension to the structural system, but this is

unknown. Maintenance and facility staff should verify. Bracing or removal of parapet may be

appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

There appears to be an unreinforced masonry chimney. It is unknown how it is connected at the

roof. Maintenance and facility staff should verify and perform further investigation. Bracing or

removal of chimney may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Maintenance and facility staff should verify equipment

weight and bracing. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Maintenance and facility staff should verify equipment

weight and bracing. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Maintenance and facility staff should verify equipment

weight and anchorage. Brace tops of equipment taller than 6 feet to nearest backing wall or provide

overturning base restraint.

Unknown Item Description
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Figure 1-1. Elementary School, Exterior Wall
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Figure 1-2. Elementary School, Southwest Wall with Adjacent Covered Play Roof
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Figure 1-3. Elementary School, Gym Roof Framing
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Figure 1-4. Elementary School, Classroom Interior
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Figure 1-5. Elementary School, Gym, CMU Wall Supporting Timber Roof
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Figure 1-6. Elementary School, Covered Entrance
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Figure 1-7. Elementary School, CMU Pilaster
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Figure 1-8. Elementary School, Covered Play Roof Framing
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Figure 1-9. Elementary School, Window Over Exit
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Figure 1-10. Elementary School, Gym, Roof Beam Supported by CMU Wall Showing Small Diagonal Cracks
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Marysville, Liberty Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Existing structural drawings

are not available. Further

investigation should be

performed. Additional shear

walls and anchoring may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
There are no immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
This building does not have

interior mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Since this is a single-story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Since this is a single-story

structure, this check does not

apply.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Since this is a single-story

structure, this check does not

apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Additional shear

walls may be appropriate to

mitigate seismic risk. Also,

the roof diaphragm appears

to be a flexible wood

diaphragm.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Existing foundations appear

to be conventional spread

and strip footings designed

for relatively low bearing

pressure but not detailed for

liquefiable soils and lateral

spreading. The liquefaction

potential of site soils is

unknown at this time given

available information. Low

to moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Perimeter foundations

appear to be strip footings

with continuous perimeter

stem walls. Interior footings,

however, appear to be

isolated spread footings that

are not tied together. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Additional shear

walls, shear wall

reinforcement, or diaphragm

ties may be appropriate to

mitigate seismic risk.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

Since this is a single-story

structure, this check does not

apply.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  The site is generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

Existing structural drawings

are not available. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Existing structural drawings

are not available. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

It appears that girders and

columns are positively

connected based on visual

observation. Existing

structural drawings are not

available. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Existing structural drawings

are not available. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

It appears that the diaphragm

is continuous. Existing

structural drawings are not

available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

It appears that chord

elements are continuous.

Existing structural drawings

are not available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X

Existing structural drawings

are not available. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Marysville, Liberty Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on age of the building, it is

likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

Marysville, Liberty Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 40



LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X See comments above.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas to mitigate

seismic risk. If so, verify

mechanical and gas piping

is seismically braced and

anchored to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

occurs, verify mechanical

and gas piping has flexible

couplings.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. There

appears to be masonry wall

around the perimeter of the

gym area. It appears to be

a structural wall, but it is

unknown how and if it is

connected to the roof

diaphragm. Maintenance

and facility staff should

perform further

investigation. Wall bracing

may be appropriate to

mitigate seismic risk.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions.

Maintenance and facility

staff should verify. Wall

bracing may be appropriate

to mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco. Detailing to allow

cementitious partitions to

drift an adequate amount

during a seismic event may

be appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this biulding did not

appear to have suspended

lath and plaster ceilings. It

is unlikely that the ceiling

is braced for seismic

forces. Maintenance and

facility staff should verify.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. Based on the

age of the building, it is

likely that large areas of

GWB ceilings are

noncompliant if they are

not directly attached to the

roof structure. Further

investigation should be

performed for GWB

ceiling construction in

occupied areas with large

GWB ceiling areas,

especially over paths of

egress. Supplemental

bracing or reconstruction

of these GWB areas may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.

Marysville, Liberty Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 30 of 40



C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Maintenance

and facility staff should

verify that each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Maintenance and facility

staff should verify glazing.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

The detail of the

connection from the

masonry veneer to the

structure is unknown.

Maintenance and facility

staff should verify. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Maintenance and

facility staff should verify.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

The detail of the

connection from the

masonry veneer to the

structure is unknown.

Maintenance and facility

staff should verify. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.
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M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

The detail of the

connection from the

masonry veneer to the

structure is unknown.

However, it is unlikely that

there is unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

There does not appear to

be any cornices, signs and

other ornamentation or

appendages. There appears

to be a parapet. However,

it is likely an extension to

the structural system, but

this is unknown.

Maintenance and facility

staff should verify.

Bracing or removal of

parapet may be appropriate

to mitigate seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

There appears to be an

unreinforced masonry

chimney that extends

above the chimney greater

than 2 times the least

dimension of the chimney.

Further investigation

should be performed and

maintenance and facility

staff should verify.

Bracing or removal of

chimney may be

appropriate to mitigate

seismic risk.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

There appears to be an

unreinforced masonry

chimney. It is unknown

how it is connected at the

roof. Maintenance and

facility staff should verify

and perform further

investigation. Bracing or

removal of chimney may

be appropriate to mitigate

seismic risk.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There does not appear to

be any stairs interior to the

structure.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

There does not appear to

be any stairs connections

to the structure.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building. Maintenance and

facility staff should verify.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation.

Maintenance and facility

staff should verify. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation.

Maintenance and facility

staff should verify. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation.

Maintenance and facility

staff should verify

equipment weight and

bracing. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation.

Maintenance and facility

staff should verify

equipment weight and

bracing. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation.

Maintenance and facility

staff should verify

equipment weight and

anchorage. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There does not appear to

be any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
There does not appear to

be any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

Marysville, Liberty Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 39 of 40



EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building B
Facility Name: Marysville Middle School
District Name: Marysville
ICOS Latitude: 48.059
ICOS Longitude: -122.164
ICOS
County/District ID: 31025

ICOS Building ID: 12492
ASCE 41 Bldg Type: W2
Enrollment: 800
Gross Sq. Ft. : 2,997
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.965
SX1 BSE-2E: 0.565
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 245
Liquefaction
Potential: Low to Moderate

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Marysville Middle School, Building B
1.1 Building Description

Marysville Middle School Building B is a single-story 3,000 square foot CMU masonry and wood-framed

structure which was constructed in 1960. The building is located on a flat site and is rectangular in plan with

an 87-ft by 30-ft footprint. It contains spaces for classrooms, a storage room, and administrative spaces. The

building last had a major renovation in 1983.

The roof framing consists of wood sheathing supported by glulam beams which are supported by steel pipe

columns along the north and south sides of the building. It is assumed the CMU walls possess steel

reinforcing based on the construction of the main building, but the available drawings do not explicitly

define the reinforcing.
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1.1.1 Building Use

The building contains a supplementary classroom for the middle school.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Marysville Middle School
Structural System Description

Structural Roof

The roof structure of the building consists of “R031 Panel Bild” wood panels

supported by arched 5 1/4 x 17 3/4 glulam beams which bear on 4” diameter

steel pipe columns. Details in the existing drawings depict apparent 2x wood

framing between the wood panels and glulam beams, but they are not specified.

Structural Floor(s)
The main floor is a 3 1/2” concrete slab-on-grade poured against 6” of

compacted gravel and reinforced with 6x6x10/10 steel wire mesh.

Foundations

The exterior concrete masonry walls and steel pipe columns are supported by

concrete stem walls on conventional strip footings 8” wider than the wall,

founded a minimum of 1’-6” below grade, and reinforced with (2) #5 continuous

reinforcing bars.

Gravity System

The gravity system consists of a wood-framed roof supported by steel pipe

columns and conventional strip footings as described above. The CMU masonry

walls are self-supporting.

Lateral System

The lateral system consists of wood panel roof diaphragms supported by exterior

running-bond concrete masonry shear walls and plywood-sheathed wood-framed

shear walls at the interior of the building. The masonry shear walls are only

present on the east and west sides of the building whereas the plywood-sheathed

shear walls are oriented in both orthogonal directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Marysville Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Marysville Middle School Building B
Deficiency Description

Load Path

Structural drawings do not detail either the attachment of sheathed diaphragms to supporting elements or the

base attachment of masonry walls to the foundation.\nFurther investigation should be performed. Additional

shear walls and anchoring may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Marysville Middle School Building B
Unknown Item Description

Liquefaction

Existing foundations are conventional spread and strip footings designed for relatively low bearing pressure but

are not detailed for liquefiable soils and lateral spreading. The liquefaction potential of site soils is unknown at

this time given available information. Low to moderate liquefaction potential is identified per ICOS based on

state geologic mapping. Requires further investigation by a licensed geotechnical engineer to determine

liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Openings

Further investigation may be necessary to determine the location of openings within the sheathed partition

shear walls. Shear wall strengthening and/or anchorage strengthening may be appropriate to mitigate seismic

risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Further investigation should be performed to verify the interior sheathed partition walls. Diaphragm

reinforcement may be appropriate to mitigate\nseismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Marysville Middle School Building B
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on the age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Maintenance and facility staff should verify that the tops of shelving units are

braced or anchored to the nearest backing wall or provide overturning base restraint. Brace tops of

shelves taller than 6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Maintenance and facility staff should verify. Heavy items on upper shelves

should be restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Marysville Middle School Building B
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

See comments above.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

There does not appear to be any mechanical equipment. Maintenance and facility staff should

verify.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If so, verify mechanical and gas piping is seismically braced and anchored to

mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If occurs, verify mechanical and gas piping has flexible couplings.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

suspended lath and plaster ceilings. Maintenance and facility staff should verify. It is unlikely that

the ceiling is braced for seismic forces. Bracing for ceilings may be appropriate to mitigate seismic

risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Maintenance and facility staff should verify glazing. Replacing applicable

glazing planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Maintenance and facility staff should verify equipment

weight and bracing. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Maintenance and facility staff should verify equipment

weight and bracing. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.
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Figure 1-1. Building B, Exterior CMU Wall
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Figure 1-2. Building B, Classroom Interior
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Figure 1-3. Building B, Entrance
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Figure 1-4. Building B, South Wall
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Figure 1-5. Building B, Timber Roof Framing
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Marysville, Marysville Middle School, Building B

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Structural drawings do not

detail either the attachment

of sheathed diaphragms to

supporting elements or the

base attachment of masonry

walls to the foundation.

Further investigation should

be performed. Additional

shear walls and anchoring

may be appropriate to

mitigate seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
This building does not have

interior mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a single-story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Since this is a single-story

structure, this check does not

apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The center of mass and

center of rigidity are nearly

coincident. Also, the roof

diaphragm is a flexible wood

diaphragm.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Existing foundations are

conventional spread and

strip footings designed for

relatively low bearing

pressure but are not detailed

for liquefiable soils and

lateral spreading. The

liquefaction potential of site

soils is unknown at this time

given available information.

Low to moderate

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately 3.0:1.0. 0.6Sa

= 0.41

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All foundation elements are

continuous around the

perimeter of the structure

and are interconnecting.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Total length of plywood-

sheathed shear wall in the

east-west direction is

approximately 50 feet. Roof

story shear force is

approximately 40 kips which

creates a 800 lb/ft shear

stress. Further investigation

should be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

Since this is a single-story

structure, this check does not

apply.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1. Further

investigation may be

necessary to determine the

location of openings within

the sheathed partition shear

walls. Shear wall

strengthening and/or

anchorage strengthening

may be appropriate to

mitigate seismic risk.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  The site is generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
This building does not have

cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

Further investigation may be

necessary to determine the

location of openings within

the sheathed partition shear

walls. Shear wall

strengthening and/or

anchorage strengthening

may be appropriate to

mitigate seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  
This building does not have

wood posts.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Wood sills are attached to

the foundation with 1/2-inch

diameter bolts spaced at 4 ft.

0 in. on-center.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Glulam beams bear directly

on a steel cap plate welded

to the steel pipe columns.

Through-bolts are used to

attach the glulam beam to

the cap plate.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
See wood sill plate

attachment described above.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
The diaphragm is

continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

Further investigation may be

necessary to determine

whether chord strength is

adequate. Strengthening may

be appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

This building does not have

any large diaphragm

openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

This building does not have

straight-sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Further investigation should

be performed to verify the

interior sheathed partition

walls. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Marysville, Marysville Middle School, Building B

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on the age of the building,

it is likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X See comments above.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

There does not appear to

be any mechanical

equipment. Maintenance

and facility staff should

verify.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

so, verify mechanical and

gas piping is seismically

braced and anchored to

mitigate seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

occurs, verify mechanical

and gas piping has flexible

couplings.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on our review of the

existing drawings and site

visit, there does not appear

to be any partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Based on our review of the

existing drawings and site

visit, there does not appear

to be any partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on our review of the

existing drawings and site

visit, there does not appear

to be any partitions.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceilings.

Maintenance and facility

staff should verify. It is

unlikely that the ceiling is

braced for seismic forces.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on our review of the

existing drawings and site

visit, it does not appear

that the structure has a

drop ceiling. Maintenance

and facility staff should

verify.

Marysville, Marysville Middle School, Building B ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 30



C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

The light fixtures appear to

be independently braced to

the ceiling they penetrate.

Maintenance and facility

staff should verify that

each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Maintenance and facility

staff should verify glazing.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The unreinforced masonry

shear walls do not appear

to exceed the height of the

roof diaphragm; there does

not appear to be any

unreinforced masonry

parapets.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There does not appear to

be any canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  There are no stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  There are no stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There are no storage or

pallet racks more than 12 ft

high.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria.

Maintenance and facility

staff should verify that the

tops of shelving units are

braced or anchored to the

nearest backing wall or

provide overturning base

restraint. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria.

Maintenance and facility

staff should verify. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation.

Maintenance and facility

staff should verify

equipment weight and

bracing. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation.

Maintenance and facility

staff should verify

equipment weight and

bracing. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

There does not appear to

be any equipment more

than 6 ft high.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

The building does not

appear to have any

elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

The building does not

appear to have any

elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building C - Shop
Classrooms

Facility Name: Marysville Middle School
District Name: Marysville
ICOS Latitude: 48.059
ICOS Longitude: -122.164
ICOS
County/District ID: 31025

ICOS Building ID: 14481
ASCE 41 Bldg Type: RM1
Enrollment: 800
Gross Sq. Ft. : 2,592
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.965
SX1 BSE-2E: 0.565
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 245
Liquefaction

Potential:
Low to Moderate

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Marysville Middle School, Building C - Shop Classrooms
1.1 Building Description

The Marysville Middle School Shop Classroom is a single-story 2,600 square foot concrete masonry

structure which was constructed in 1960. The building is located at a flat site in the southern area of the

Marysville Middle School complex between the Main Building and Building B and is rectangular in plan

with a 60-ft by 45-ft footprint. The building is used primarily as a weight room with an adjacent custodial

space. It appears that this building was renovated and expanded since it was originally constructed, but

drawings of this work are not available.

The roof framing over the larger area consists of wood sheathing supported by glulam beams which are

supported by concrete masonry bearing walls. The roof framing at the custodial space consists of a 7” thick

reinforced concrete slab supported by concrete masonry bearing walls.. It is assumed that the CMU walls
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contain reinforcing steel bars based on the construction of the main building, but the available drawings do

not explicitly define the reinforcing.
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1.1.1 Building Use

The building was originally constructed as a wood shop classroom for the middle school, but is now used for

physical education.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Marysville Middle School
Structural System Description

Structural Roof

The roof structure of the building consists of “R031 Panel Bild” wood panels

supported by arched 5 1/4 x 17 3/4 glulam beams which bear on 4” diameter

steel pipe columns. Details in the existing drawings depict apparent 2x wood

framing between the wood panels and glulam beams, but they are not specified.

The roof over the custodial room is a 7”-thick reinforced concrete slab with #5

reinforcing bars spaced at 7-1/2" on-center.

Structural Floor(s)
The main floor is a 3 1/2” concrete slab-on-grade poured against 6” of

compacted gravel and reinforced with 6x6x10/10 steel wire mesh.

Foundations

The exterior concrete masonry walls are supported by concrete stem walls on

conventional strip footings 8” wider than the wall, founded a minimum of 1’-6”

below grade, and reinforced with (2) #5 continuous reinforcing bars.

Gravity System

The gravity system consists of a wood-framed roof over the main space and a

reinforced concrete roof over the custodial space, both supported by concrete

masonry bearing walls and conventional strip footings as described above.

Lateral System

The lateral system consists of wood panel and reinforced concrete roof

diaphragms supported by exterior running-bond concrete masonry shear walls on

all sides of the building.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Marysville Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Marysville Middle School Building C - Shop Classrooms
Deficiency Description

Load Path

Structural drawings do not detail either the attachment of sheathed diaphragms to supporting elements or the

base attachment of masonry walls to the foundation. Further investigation should be performed. Additional

shear walls and anchoring may be appropriate to mitigate seismic risk.

Reinforcing Steel
Walls are not vertically reinforced away from beam bearing locations. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

Structural drawings do not detail the connection of the diaphragm sheathing to the supporting shear walls.

Further investigation should be performed. Additional diaphragm shear wall anchoring may be appropriate to

mitigate seismic risk.

Transfer to Shear

Walls

Structural drawings do not detail the connection of the diaphragm sheathing to the supporting shear walls.

Further investigation should be performed. Additional diaphragm shear wall anchoring may be appropriate to

mitigate\nseismic risk.

Foundation

Dowels

Structural drawings do not depict vertical reinforcing doweled into foundations. Further investigation should be

performed. Additional shear wall anchoring may be appropriate to mitigate seismic risk.

Cross Ties
Structural drawings do not detail cross ties for diaphragm chords. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Detailed analysis should be performed to determine capacity. Added blocking at panel edges may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Marysville Middle School Building C - Shop
Classrooms
Unknown Item Description

Liquefaction

Existing foundations are conventional spread and strip footings designed for relatively low bearing pressure but

are not detailed for liquefiable soils and lateral spreading. The liquefaction potential of site soils is unknown at

this time given available information. Low to moderate liquefaction potential is identified per ICOS based on

state geologic mapping. Requires further investigation by a licensed geotechnical engineer to determine

liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors

Structural drawings do not depict attachment mechanism of the diaphragm to the nailers on top of the shear

walls. Further investigation should be performed. Additional anchoring may be appropriate to mitigate seismic

risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Marysville Middle School Building C - Shop Classrooms
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on the age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements. Bracing for fire

suppression piping may be appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Maintenance and facility staff should verify. Brace tops of shelves taller than

6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Maintenance and facility staff should verify. Heavy items on upper shelves

should be restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Marysville Middle School Building C - Shop
Classrooms
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

See comments above.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If so, verify mechanical and gas piping is seismically braced and anchored to

mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If occurs, verify mechanical and gas piping has flexible couples. Flexible

coupling for piping and ductwork may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

suspended lath and plaster ceilings. It is unlikely that the ceiling is braced for seismic forces.

Further investigation should be performed. Bracing for ceilings may be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. Based on the age of the building, it is

likely that large areas of GWB ceilings are noncompliant if they are not directly attached to the

roof structure. Further investigation should be performed for the GWB ceiling construction over

occupied areas with large GWB ceiling areas, especially over paths of egress. Supplemental

bracing or reconstruction of these GWB areas may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Maintenance and facility staff should verify glazing. Replacing applicable

glazing planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Shop Classroom, Northwest Corner
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Figure 1-2. Shop Classroom, Southeast Corner
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Figure 1-3. Shop Classroom, South Wall
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Figure 1-4. Shop Classroom, South Wall (Facing East)
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Figure 1-5. Shop Classroom, Interior
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Figure 1-6. Shop Classroom, Interior Gym Equipment and Mechanical Units
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Marysville, Marysville Middle School, Building C - Shop Classrooms

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Structural drawings do not

detail either the attachment

of sheathed diaphragms to

supporting elements or the

base attachment of masonry

walls to the foundation.

Further investigation should

be performed. Additional

shear walls and anchoring

may be appropriate to

mitigate seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
This building does not have

interior mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a single-story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Since this is a single-story

structure, this check does not

apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Both the distribution of mass

and seismic-force-resisting

elements appear to be

reasonably symmetric in

both orthogonal directions.

Also, the roof diaphragm

over the main area is a

flexible wood diaphragm

with masonry shear walls on

all four sides.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Existing foundations are

conventional spread and

strip footings designed for

relatively low bearing

pressure but are not detailed

for liquefiable soils and

lateral spreading. The

liquefaction potential of site

soils is unknown at this time

given available information.

Low to moderate

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately 4.5:1.0. 0.6Sa

= 0.41

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All foundation elements are

continuous around the

perimeter of the structure

and are interconnecting.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Walls are not vertically

reinforced away from beam

bearing locations. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

This building does not have

precast concrete diaphragm

elements.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Structural drawings do not

detail the connection of the

diaphragm sheathing to the

supporting shear walls.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Structural drawings do not

detail the connection of the

diaphragm sheathing to the

supporting shear walls.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

This building does not have

precast concrete diaphragm

elements.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Structural drawings do not

depict vertical reinforcing

doweled into foundations.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X  
This building does not have

columns.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
The diaphragm is

continuous.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

There are no diaphragm

openings immediately

adjacent to exterior masonry

shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Structural drawings do not

detail cross ties for

diaphragm chords. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

There are no diaphragm

openings immediately

adjacent to shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

There are no diaphragm

openings immediately

adjacent to exterior masonry

shear walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

This building does not have

straight-sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Detailed analysis should be

performed to determine

capacity. Added blocking at

panel edges may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Structural drawings do not

depict attachment

mechanism of the diaphragm

to the nailers on top of the

shear walls. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Marysville, Marysville Middle School, Building C - Shop Classrooms

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on the age of the building,

it is likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements. Bracing for

fire suppression piping

may be appropriate to

mitigate seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X See comments above.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

so, verify mechanical and

gas piping is seismically

braced and anchored to

mitigate seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

occurs, verify mechanical

and gas piping has flexible

couples. Flexible coupling

for piping and ductwork

may be appropriate to

mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceilings. It

is unlikely that the ceiling

is braced for seismic

forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. Based on the

age of the building, it is

likely that large areas of

GWB ceilings are

noncompliant if they are

not directly attached to the

roof structure. Further

investigation should be

performed for the GWB

ceiling construction over

occupied areas with large

GWB ceiling areas,

especially over paths of

egress. Supplemental

bracing or reconstruction

of these GWB areas may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

It appears that the light

fixtures are independently

suspended from the

ceiling. However, the

connection detail has not

been confirmed.

Maintenance and facility

staff should verify that

each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Maintenance and facility

staff should verify glazing.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The unreinforced masonry

shear walls do not appear

to exceed the height of the

roof diaphragm; there does

not appear to be any

unreinforced masonry

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There does not appear to

be any canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs and other

ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building. Maintenance and

facility staff should verify.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria.

Maintenance and facility

staff should verify. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria.

Maintenance and facility

staff should verify. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

Marysville, Marysville Middle School, Building C - Shop Classrooms ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 32 of 34



PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

The building does not

appear to have any

elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

The building does not

appear to have any

elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Marysville Middle School
District Name: Marysville
ICOS Latitude: 48.059
ICOS Longitude: -122.164
ICOS
County/District ID: 31025

ICOS Building ID: 15640
ASCE 41 Bldg Type: W2
Enrollment: 800
Gross Sq. Ft. : 97,150
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.965
SX1 BSE-2E: 0.565
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 245
Liquefaction
Potential: Low to Moderate

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Marysville Middle School, Main Building
1.1 Building Description

The Marysville Middle School Main Building is a single-story, 97,000 square foot concrete masonry and

wood braced partition structure which was constructed in 1960. The building is located on a flat site at the

north side of the Marysville Middle School complex and is rectangular and overall shaped like an "H" in

plan with an overall 246-ft by 374-ft footprint. The east and northwest wing of the building contains spaces

for classrooms, with a corridor centered down the length of the wing. The southwest wing of the building

consists of the music room, gymnasium, cafeteria, locker rooms, kitchen, and various storage rooms. The

building last had a major renovation in 1983.

The structural system is similar throughout all areas except for the gym. The typical roof framing consists of

wood panels supported by glulam beams which are supported by either concrete masonry bearing walls or

hollow steel columns. The typical lateral system consists of wood panel diaphragms supported by a

combination of concrete masonry shear walls and plywood-sheathed wood partition walls. The roof framing
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at the gym consists of a wood tongue-and-groove deck supported by a hyperbolic paraboloid roof network of

steel wide-flange beams. The gym’s lateral system consists of a tongue-and-groove wood deck diaphragm

supported by concrete masonry shear walls on all sides of the gym.

The existing drawings indicate that concrete masonry walls are only vertically-reinforced at locations where

beams bear on the wall, and are horizontally-reinforced everywhere with K-web reinforcing. 
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1.1.1 Building Use

The building contains classrooms, a gymnasium, locker rooms, a library, computer labs, and various

administrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Marysville Middle School
Structural System Description

Structural Roof

The typical roof framing consists of “R031 Panel Bild” wood panels supported

by glulam beams which are supported by either concrete masonry bearing walls

or hollow steel columns. Glulam beams vary in size between 5-1/4”x17-7/8”, 5-

1/4”x14-1/2”, 7”x25-7/8”, and 5-1/4”x12-7/8”. Steel columns vary between

4”x4”x3/16” tubes and 3” standard pipe columns. The typical lateral system

consists of wood panel diaphragms supported by a combination of concrete

masonry shear walls and plywood-sheathed wood partition walls.

The roof framing at the gym consists of 3” wood tongue-and-groove deck

supported by a clear-spanning hyperbolic paraboloid roof network of 12” deep

steel wide-flange beams over the approximately 43-ft by 43-ft space. The gym’s

lateral system consists of 3” tongue-and-groove wood deck diaphragm supported

by concrete masonry shear walls on all sides of the gym.

Structural Floor(s)
The main floor consists of a 3 1/2” concrete slab-on-grade poured against 6” of

compacted gravel and reinforced with 6x6x10/10 steel wire mesh.

Foundations

Concrete masonry walls are supported by concrete stem walls on conventional

strip footings which are 8” wider than the wall and founded a minimum of 1’-6”

below grade and reinforced with (2) #5 continuous reinforcing bars.

Steel and wood columns are supported either on the same stem wall which

supports the concrete masonry walls or by a 10”x12” concrete plinth on 2’-

0”x2’-0”x1’-0” conventional isolated footings founded a minimum of 1’-6”

below grade and unreinforced.

Gravity System

The gravity system consists of a wood-frame roof supported by concrete

masonry bearing walls and steel pipe columns on conventional shallow footings

at all areas except the gym. The gym’s gravity system consists of a wood-

sheathed steel roof supported by concrete masonry bearing walls on

conventional shallow footings.

The space that connects the east and west wings of the building contain some

4x6 wood columns supported by the foundations described above.

Lateral System

The lateral system consists of a combination of concrete masonry shear walls in

all spaces and plywood-sheathed wood-framed walls at partitions between

classrooms.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Marysville Middle School
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Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Marysville Middle School Main Building
Deficiency Description

Load Path

Structural drawings do not detail either the attachment of sheathed diaphragms to supporting elements or the

base attachment of masonry walls to the foundation. Further investigation should be performed. Additional

shear walls and anchoring may be appropriate to mitigate seismic risk.

Ties Between

Foundation

Elements

Perimeter foundations are strip footings with continuous perimeter stem walls. Interior footings, however, are

isolated spread footings that are not tied together. Further investigation should be performed. Additional

foundation ties may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The maximum wood structural panel diaphragm span appears to exceed 40 feet in the library area between the

northeast and northwest wings where there are no shear walls provided. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Marysville Middle School Main Building
Unknown Item Description

Liquefaction

Existing foundations are conventional spread and strip footings designed for relatively low bearing pressure but

are not detailed for liquefiable soils and lateral spreading. The liquefaction potential of site soils is unknown at

this time given available information. Low to moderate liquefaction potential is identified per ICOS based on

state geologic mapping. Requires further investigation by a licensed geotechnical engineer to determine

liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Marysville Middle School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Maintenance and facility staff should verify. Brace tops of shelves taller than

6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Maintenance and facility staff should verify. Heavy items on upper shelves

should be restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Marysville Middle School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

See comments above.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines

present.Maintenance and facility staff should verify presence of hazardous materials and natural

gas to mitigate seismic risk. If so, verify mechanical and gas piping is seismically braced and

anchored to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If occurs, verify mechanical and gas piping has flexible couplings.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

suspended lath and plaster ceilings. It is unlikely that the ceiling is braced for seismic forces.

Further investigation should be performed. Bracing for ceilings may be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. Based on the age of the building it is

likely that large areas of GWB ceilings are noncompliant if they are not directly attached to the

roof structure. Further investigation should be performed for the GWB ceilings over occupied areas

with large GWB ceiling areas, especially over paths of egress. Supplemental bracing or

reconstruction of these GWB areas may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unclear how much the light fixtures weigh, or if the light fixtures are supported independent of

the ceiling. The light fixtures in the gym area appear to be independently braced. Maintenance and

facility staff should verify that each fixture is independently supported to the roof structure from

opposite corners and add wire supports as necessary.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Maintenance and facility staff should verify glazing. Replacing applicable

glazing planes may be appropriate to mitigate seismic risk.
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PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the building. They are likely to be compliant.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior northeast side of the building.
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Figure 1-2. Building exterior.
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Figure 1-3. Exterior south side of building.
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Figure 1-4. Exterior southcentral side of building.
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Figure 1-5. Interior enclosure at south side of building.
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Figure 1-6. Exterior north west side of structure.
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Figure 1-7. Gym interior.
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Figure 1-8. Hallway interior.
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Figure 1-9. Gym interior.
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Figure 1-10. Building interior.
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Marysville, Marysville Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Structural drawings do not

detail either the attachment

of sheathed diaphragms to

supporting elements or the

base attachment of masonry

walls to the foundation.

Further investigation should

be performed. Additional

shear walls and anchoring

may be appropriate to

mitigate seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Since this is a single-story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Since this is a single-story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Since this is a single-story

structure, this check does not

apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
The roof diaphragm is a

flexible wood diaphragm

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Existing foundations are

conventional spread and

strip footings designed for

relatively low bearing

pressure but are not detailed

for liquefiable soils and

lateral spreading. The

liquefaction potential of site

soils is unknown at this time

given available information.

Low to moderate

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Perimeter foundations are

strip footings with

continuous perimeter stem

walls. Interior footings,

however, are isolated spread

footings that are not tied

together. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Using the northeast

classroom wing as a

representative sample of the

entire building, there is

approximately 700 plf shear

force in the braced partition

walls. Further investigation

should be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

Since this is a single-story

structure, this check does not

apply.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  The site is generally flat.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
This building does not have

cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

Further investigation may be

necessary to determine the

location of openings within

the sheathed partition shear

walls. Shear wall

strengthening and/or

anchorage strengthening

may be appropriate to

mitigate seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

Drift pins are installed at the

wood post base and

embedded within the

concrete plinth.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Wood sills are attached to

the foundation with 1/2-inch

diameter bolts spaced at 4 ft.

on-center.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
See wood sill plate

attachment described above.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
The diaphragm is

continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

It appears that chord

elements are continuous.

Further investigation may be

necessary to determine

whether chord strength is

adequate. Strengthening may

be appropriate to mitigate

seismic risk.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

This building does not have

any large diaphragm

openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

This building does not have

straight-sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

The maximum wood

structural panel diaphragm

span appears to exceed 40

feet in the library area

between the northeast and

northwest wings where there

are no shear walls provided.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Marysville, Marysville Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on age of the building, it is

likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X See comments above.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines

present.Maintenance and

facility staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

so, verify mechanical and

gas piping is seismically

braced and anchored to

mitigate seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

occurs, verify mechanical

and gas piping has flexible

couplings.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Partitions

appear to consist of wood

studs, insulation, lath, and

plaster per the original

architectural drawings.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Partitions

appear to consist of wood

studs, insulation, lath, and

plaster per the original

architectural drawings.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco. Partitions appear to

consist of wood studs,

insulation, lath, and plaster

per the original

architectural drawings.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceilings. It

is unlikely that the ceiling

is braced for seismic

forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. Based on the

age of the building it is

likely that large areas of

GWB ceilings are

noncompliant if they are

not directly attached to the

roof structure. Further

investigation should be

performed for the GWB

ceilings over occupied

areas with large GWB

ceiling areas, especially

over paths of egress.

Supplemental bracing or

reconstruction of these

GWB areas may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unclear how much the

light fixtures weigh, or if

the light fixtures are

supported independent of

the ceiling. The light

fixtures in the gym area

appear to be independently

braced. Maintenance and

facility staff should verify

that each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Maintenance and facility

staff should verify glazing.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The unreinforced masonry

shear walls do not appear

to exceed the height of the

roof diaphragm; there does

not appear to be any

unreinforced masonry

parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building. Maintenance and

facility staff should verify.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria.

Maintenance and facility

staff should verify. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria.

Maintenance and facility

staff should verify. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

The building does not

appear to have any

elevators.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

The building does not

appear to have any

elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Cafeteria Gym Building
Facility Name: Totem Middle School
District Name: Marysville
ICOS Latitude: 48.055
ICOS Longitude: -122.174
ICOS
County/District ID: 31025

ICOS Building ID: 14759
ASCE 41 Bldg Type: RM2
Enrollment: 556
Gross Sq. Ft. : 48,594
Year Built: 1958
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 246
Liquefaction
Potential: Low to Moderate

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Totem Middle School, Cafeteria Gym Building
1.1 Building Description

The Totem Middle School Cafeteria and Gym building is a two-story, 48,000 square foot concrete masonry

structure which was constructed in 1958. The building is located on a flat site at the east side of the Totem

Middle School complex and is rectangular in plan with a 245-ft by 190-ft footprint. The single-story

cafeteria is two stories tall, has a footprint of 65-ft by 141-ft, and is located to the west of the gym. The gym

is a two-story building comprising approximately three-quarters of the entire footprint and includes low roof

areas over the locker rooms to the north and south with a raised roof over the concessions area and the

highest roof over the gym.

The roof framing consists of metal decking over the cafeteria and concessions areas and reinforced concrete

over the gym, both supported by steel truss framing. The low roof over the locker rooms consists of

reinforced concrete supported by reinforced concrete beams. Vertical reinforcing in the CMU walls is not

specified in the existing drawings, however the pilasters which supported reinforced concrete beams are
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vertically reinforced with (4) #6 rebar and #3 ties spaced at 12” on-center. The highest roof over the gym is

braced laterally to the lower roof diaphragms on the east and west side by the truss bottom chords.
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1.1.1 Building Use

The building contains a gymnasium, cafeteria, locker rooms, concessions areas, and storage spaces and is

adjacent to the outdoor play area to the east which includes basketball and tennis courts.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Totem Middle School
Structural System Description

Structural Roof

The low roofs over the locker rooms to the north and south consist of reinforced

concrete rectangular beams which span approximately 40 feet and are supported

by reinforced concrete masonry pilasters built into the concrete masonry walls.

The beam widths range from 8” to 16” and depths range from 22” to 32”.

Smaller beams are reinforced with four #6 reinforcing bars while the larger

beams are reinforced with either two #7 or #8 reinforcing bars or three #10 or

#11 reinforcing bars. All concrete beams are reinforced with #3 reinforcing

stirrups spaced between 9” and 24” on-center. These beams are monolithically

connected to a reinforced concrete slab varying in thickness from 4” to 5” and

reinforced with #4 or #5 reinforcing bars spaced between 8” and 12” on-center.

The high roof over the concessions area and the transition area between the gym

and cafeteria consists of 2” concrete fill on metal deck which spans between

SJI24 open-web steel joists and is supported by 18WF55 beams which bear on

8” steel wide flange columns.

The upper high roof over the gym consists of2” concrete fill reinforced with

4x8x12/14 wire mesh supported by 1” wood form board on steel bulb tee beams

which span between steel B10x15 purlins spaced at 10’-0” on-center. These

purlins frame into the top chord of steel trusses which span 100’ clear over the

gym. Steel double-angle kicker braces are located at each purlin to brace the

truss’s bottom chord. Each truss bears on 8” steel wide flangecolumns built into

the concrete masonry pilasters. Each purlin also bears on steel wide-flange

columns where supported at the exterior of the gymnasium.

The roof over the cafeteria consists of 2” of concrete on metal deck and spans

between open-web steel joists which are supported by steel trusses which bear

on 8” steel wide flange columns.

Structural Floor(s)

The high roofs over the concessions area and transition space between the gym

and cafeteria consist of 2-1/4” concrete fill reinforced with 6x6x6/6 wire mesh

on metal deck supported by SJI45 steel joists spaced at 2’-0” on-center and

27WF94 steel beams. The steel joists are supported by CMU bearing walls and

the steel beams are supported by 8” steel wide flange columns embedded in

CMU wall pilasters.

The first floor consists of a 3-1/2” thick slab-on-grade reinforced with
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6x6x10/10 steel wire mesh and supported by gravel.

First floor slabs over trenches range from 4” to 5” thick and are reinforced with 
#4 or #5 bars at the bottom face and bent up to the top face near the ends of the 
beam or at continous supports.

Foundations

Conrete masonry supporteded by concrete stem walls reinforced with

(2) #5 reinforcing bars at the top, and 8” thick conventional strip footings 8”

wider than the wall founded a minimum of 1’-6” below grade and reinforced

with (2) #5 continuous reinforcing bars.

Reinforced concrete masonry pilasters are supported by reinforced concrete

square footings ranging from 3’-0” to 5’-6” in width and 1’-4” to 1’-6” in

thickness. The footings are reinforced with #3 reinforcing bars located at the

bottom face of the footing in both directions. Pilaster reinforcing is doweled into

the footing.

Gravity System

The gravity system consists of concrete framing at the second floor and concrete

slab on metal deck with steel framing at the roofs, all supported by either steel

columns or concrete masonry bearing walls.

Lateral System

The lateral system consists of concrete and metal deck roof diaphragms

supported by stack bond reinforced concrete masonry shear walls. The CMU

shear walls are horizontally reinforced with K-web reinforcing in every vertical

course, but vertical reinforcing is not specified.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Totem Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Totem Middle School Cafeteria Gym Building
Deficiency Description

Load Path
Existing drawings do not indicate vertical reinforcing in concrete masonry shear walls, thus there is no

connection to transfer shear between the wall and footing.

Adjacent

Buildings
The cafeteria is immediately adjacent to a new music building which was designed in 1985.

Shear Stress

Check

The roof diaphragm is supported by approximately 240 feet of shear wall with an average thickness of 8, which

requires an approximate 1600 kip story shear to produce a 70 psi shear stress. The pseudo story shear at the roof

is approximately 1600-2200 kips, depending on the actual architectural and mechanical mass. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate\nseismic risk.

Reinforcing Steel
Masonry walls are not vertically reinforced. Further investigation should be performed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

High roof diaphragms are detailed with a steel angle anchored to a bond beam at the top of CMU walls, but the

attachment of the diaphragm to the angle is not specified. Further investigation should be performed.

Additional diaphragm strengthening may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Structural details for the transfer of diaphragm forces between the diaphragm, steel trusses, and partial length

shears walls at the roof are not available. Further investigation should be performed. Additional diaphragm

shear wall anchoring may be appropriate to mitigate seismic risk.

Foundation

Dowels

Existing drawings do not indicate vertical reinforcing in concrete masonry shear walls, thus there is no

connection to transfer shear between the wall and footing.

Cross Ties

Continuous cross-tires are not present between the steel joists and masonry shear walls at the roof. Open-web

joists can serve as continuous cross-ties assuming there are connected for tension forces continuously over the

trusses and the masonry shear walls and continuous bond beam at the top of the wall serve as chords.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Totem Middle School Cafeteria Gym Building
Unknown Item Description

Liquefaction

Existing foundations are conventional spread and strip footings designed for relatively low bearing pressure but

are not detailed for liquefiable soils and lateral spreading. The liquefaction potential of site soils is unknown at

this time given available information. Low to moderate liquefaction potential is identified per ICOS based on

state geologic mapping. Requires further investigation by a licensed geotechnical engineer to determine

liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Totem Middle School Cafeteria Gym Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. School district to verify if the building contains a fire suppression system. If the

building does have a fire suppression system, based on age of the building, it is likely that the

seismic bracing, coupling, and sprinkler head clearances of the fire suppression piping does not

comply with current NFPA 13 requirements. Bracing for fire suppression piping may be

appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Maintenance and facility staff should verify if stair pressurization

and smoke control ducts are braced and have flexible connections. Based on age of the building, it

is assumed that the duct bracings are nonexistent.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Maintenance and facility staff should verify that the

tops of the shelving units are braced or anchored to the nearest backing wall or provide overturning

base restraint. This item is commonly noncompliant for contents meeting the criteria. Brace tops of

shelves taller than 6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Maintenance and facility staff should verify that heavy items on upper shelves

are restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Totem Middle School Cafeteria Gym Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Maintenance and facility staff should verify if penetrations have clearances in

accordance with NFPA-13. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials and natural gas to mitigate seismic risk. If so, verify

mechanical and gas piping is seismically braced and anchored to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. Flexible coupling for piping and ductwork may be appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Based on our review of the existing drawings and site visit, this building did not appear to have

rigid cementitious partitions such as lath and plaster or stucco. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.
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C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

suspended lath and plaster ceilings. It is unlikely that the ceiling is braced for seismic forces.

Further investigation should be performed. Bracing for ceilings may be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. Based on the age of the building it is

likely that large areas of GWB ceilings are noncompliant if they are not directly attached to the

roof structure. Further investigation should be performed for the GWB ceiling construction in

occupied areas with large GWB ceiling areas, especially over paths of egress. It is unlikely that the

ceiling is braced for seismic forces. Bracing for ceilings may be appropriate to mitigate seismic

risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Maintenance and facility staff should verify

that each fixture is independently supported to the roof structure from opposite corners and add

wire supports as necessary to mitigate the seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The canopies appear to be free-standing structures. It is unknown how the canopies are connected

to the building. Further investigation should be performed. Additional connection to the building

may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Detail between the stairs and the structure is unknown. Further investigation should be performed.

Additional anchoring from stairs to the structure may be appropriate to mitigate seismic risk.

CF-4 Access Floors. HR-not

required; LS-not required; PR-

MH.

Not required for life safety performance level.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

It is unknown if the building has elevators. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

It is unknown if the building has elevators. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Cafeteria interior.
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Figure 1-2. Building interior.
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Figure 1-3. Hallway interior.

Figure 1-4. Gym interior. Steel trusses support the roof.
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Figure 1-5. Exterior east side of building.
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Figure 1-6. Exterior south side of building. Photograph shows CMU masonry walls.
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Figure 1-7. Exterior west side of building.
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Figure 1-8. Exterior northwest side of building.
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Marysville, Totem Middle School, Cafeteria Gym Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Existing drawings do not

indicate vertical reinforcing

in concrete masonry shear

walls, thus there is no

connection to transfer shear

between the wall and

footing.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The cafeteria is immediately

adjacent to a new music

building which was designed

in 1985.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
Interior mezzanine levels do

not exist.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Shear walls which support

roof diaphragms are

supplemental at lower levels

by additional shear walls.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Shear walls which support

roof diaphragms are

supplemental at lower levels

by additional shear walls.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

All shear walls which

support roof or floor

diaphragms are continuous

from the foundation to the

roof or floor.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

With the exception of the

low roofs over the locker

rooms, all diaphragms are

supported by shear walls

which are continuous from

the foundation to the

diaphragms throughout the

entire building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

Structure is only two stories

with the upper story being a

light roof.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Both the distribution of mass

and seismic-force-resisting

elements appear to be

reasonably symmetric in

both orthogonal directions.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Existing foundations are

conventional spread and

strip footings designed for

relatively low bearing

pressure but are not detailed

for liquefiable soils and

lateral spreading. The

liquefaction potential of site

soils is unknown at this time

given available information.

Low to moderate

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately 3.5. 0.6Sa =

0.55.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All footings are tied together

by the concrete stem walls

supporting the seismic-

force-resisting walls.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

The roof diaphragm is

supported by approximately

240 feet of shear wall with

an average thickness of 8,

which requires an

approximate 1600 kip story

shear to produce a 70 psi

shear stress. The pseudo

story shear at the roof is

approximately 1600-2200

kips, depending on the actual

architectural and mechanical

mass. Further investigation

should be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Masonry walls are not

vertically reinforced. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

The building does not have

precast concrete diaphragm

elements.

Connections
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

High roof diaphragms are

detailed with a steel angle

anchored to a bond beam at

the top of CMU walls, but

the attachment of the

diaphragm to the angle is not

specified. Further

investigation should be

performed. Additional

diaphragm strengthening

may be appropriate to

mitigate seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X  

This building does not have

wood ledgers to connect the

diaphragm to shear walls.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Structural details for the

transfer of diaphragm forces

between the diaphragm, steel

trusses, and partial length

shears walls at the roof are

not available. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

This building does not have

precast concrete diaphragm

elements.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Existing drawings do not

indicate vertical reinforcing

in concrete masonry shear

walls, thus there is no

connection to transfer shear

between the wall and

footing.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Longitudinal reinforcing

bars in the concrete beams

are anchored into the

reinforced masonry pilasters.

Steel trusses and beams are

detailed with connection

hardware to steel columns.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Continuous cross-tires are

not present between the steel

joists and masonry shear

walls at the roof. Open-web

joists can serve as

continuous cross-ties

assuming there are

connected for tension forces

continuously over the trusses

and the masonry shear walls

and continuous bond beam at

the top of the wall serve as

chords.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

This building does not have

straight-sheathed wood

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
This building does not have

wood diaphragms.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

This building does not have

wood structural panel

diaphragms.
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
This building does not have

wood structural elements.
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Marysville, Totem Middle School, Cafeteria Gym Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. School

district to verify if the

building contains a fire

suppression system. If the

building does have a fire

suppression system, based

on age of the building, it is

likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements. Bracing for

fire suppression piping

may be appropriate to

mitigate seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Maintenance

and facility staff should

verify if stair

pressurization and smoke

control ducts are braced

and have flexible

connections. Based on age

of the building, it is

assumed that the duct

bracings are nonexistent.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Maintenance and facility

staff should verify if

penetrations have

clearances in accordance

with NFPA-13. Evaluation

of penetrations may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas to mitigate

seismic risk. If so, verify

mechanical and gas piping

is seismically braced and

anchored to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk.

Flexible coupling for

piping and ductwork may

be appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

No structural drawings are

available. It is unknown if

the structure has seismic

joints. Maintenance and

facility staff to verify if

piping or ductwork crosses

seismic joints to mitigate

seismic risk. Flexible

couplings or other details

accommodate the relative

seismic displacements may

be appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceilings. It

is unlikely that the ceiling

is braced for seismic

forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. Based on the

age of the building it is

likely that large areas of

GWB ceilings are

noncompliant if they are

not directly attached to the

roof structure. Further

investigation should be

performed for the GWB

ceiling construction in

occupied areas with large

GWB ceiling areas,

especially over paths of

egress. It is unlikely that

the ceiling is braced for

seismic forces. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Maintenance and facility

staff should verify that

each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary

to mitigate the seismic

risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The canopies appear to be

free-standing structures. It

is unknown how the

canopies are connected to

the building. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs and other

ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Detail between the stairs

and the structure is

unknown. Further

investigation should be

performed. Additional

anchoring from stairs to

the structure may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation.

Maintenance and facility

staff should verify that the

tops of the shelving units

are braced or anchored to

the nearest backing wall or

provide overturning base

restraint. This item is

commonly noncompliant

for contents meeting the

criteria. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria.

Maintenance and facility

staff should verify that

heavy items on upper

shelves are restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

   X
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

It is unknown if the

building has elevators. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

It is unknown if the

building has elevators. The

elevator checklist items

should be verified by an

elevator designer or

supplier.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Home Economics Building
Facility Name: Totem Middle School
District Name: Marysville
ICOS Latitude: 48.055
ICOS Longitude: -122.174
ICOS
County/District ID: 31025

ICOS Building ID: 13144
ASCE 41 Bldg Type: C2a
Enrollment: 556
Gross Sq. Ft. : 4,420
Year Built: 1955
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 246
Liquefaction
Potential: low to moderate

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Totem Middle School, Home Economics Building
1.1 Building Description

The Totem Middle School Home Economics Building is a single-story, 4,000 square foot concrete and steel

structure which was constructed in 1955. The building is located at a flat site on the southeast side of the

Totem Middle School complex and is rectangular in plan with a 83-ft by 54-ft footprint. It features two

partial-length clerestory spaces above the clothing and food preparation spaces. The building last was

renovated in 1988.

The roof framing primarily consists of wood decking supported by a combination of steel beams and

concrete bearing walls. The steel beams are supported by steel pipe columns. The lateral system consists of

tongue-and-groove wood deck diaphragms, reinforced concrete shear walls, and plywood-sheathed wood

shear walls.
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1.1.1 Building Use

The building serves as the home economics classroom for the middle school, including spaces for food

preparation, storage, laundry, and clothing work.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Totem Middle School
Structural System Description

Structural Roof

The roof structure consists of tongue-and-groove wood decking attached to steel

beams, wood bearing walls, and reinforced concrete bearing walls. The steel

beams are supported by steel pipe columns whereas the bearing walls are

supported by concrete stem walls at the foundation. The wood decking is

composed of 3”x6” tongue-and-groove lumber and is attached to 3”x6” wood

nailers which are connected to the steel beams with 5/8” diameter bolts spaced at

3’-0” on-center. Typical beam shapes are 5B16 while typical girder shapes range

from 8WF17 to 14WF34. At the northwest region the roof is supported by a

series of 12WF27 steel beams which are bent into a stepped frame with an

approximate step size of 5’-2”.

Structural Floor(s)
The main floor is a 3-1/2” thick concrete slab-on-grade which bears on 6” of

compacted gravel and is reinforced with 6x6x10/10 gage wire mesh.

Foundations

The exterior concrete walls and interior wood bearing walls are supported by

concrete stem walls on 16”-wide conventional strip footings founded a minimum

of 1’-4” below grade and reinforced with (2) #5 continuous reinforcing bars. All

steel columns are supported at the top of

the concrete stem walls.

Gravity System

The gravity system consists of wood decking supported by steel framing and

both concrete and wood bearing walls founded on conventional strip footings as

described above.

Lateral System

The lateral system consists of tongue-and-groove wood diaphragms supported by

reinforced concrete shear walls and plywood-sheathed wood-framed shear walls.

The concrete shear walls forms the exterior of the building while some interior

walls are the plywood-sheathed shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Totem Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Totem Middle School Home Economics Building
Deficiency Description
Load Path Existing drawings do not specify the connection between roof decking and concrete shear walls.

Adjacent

Buildings

The covered walkway attached to this structure is immediately adjacent to the covered walkway attached to the

adjacent structure.\nFurther investigation should be performed. Providing more clear distance between the

structures may be appropriate to mitigate seismic risk.

Wall Anchorage

at Flexible

Diaphragms

Details do not indicate connection of roof decking to shear walls. Further investigation should be performed.

Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Details do not indicate connection of roof decking to shear walls. Further investigation should be performed.

Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Diaphragm

Continuity
The diaphragm is not a continuous plane at the east and west areas where there is a clerestory roof.

Openings at Shear

Walls

Clerestory roofs create diaphragm openings along full length of some walls. Further investigation may be

appropriate. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Cross Ties

Continuous cross ties are not provided between chords at concrete shear walls to develop out-of-plane wall

forces. Further investigation may be appropriate. Diaphragm reinforcement may be appropriate to

mitigate\nseismic risk.

Spans

Maximum diaphragm span is approximately 54 feet. Diaphragm consists of tongue-and-groove decking with

no sheathing. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm consists of tongue-and-groove decking with no sheathing.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Totem Middle School Home Economics Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Totem Middle School Home Economics Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on the age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Maintenance and facility staff should verify that the

tops of the shelving units are braced or anchored to the nearest backing wall or provide overturning

base restraint. This item is commonly noncompliant for contents meeting the criteria. Brace tops of

shelves taller than 6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Maintenance and facility staff should verify that heavy

items on upper shelves are restrained by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Totem Middle School Home Economics Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

See comments above.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to\nmitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If so, verify mechanical and gas piping is seismically braced and anchored to

mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate\nseismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Based on our review of the existing drawings and site visit, this building did not appear to have

rigid cementitious partitions such as lath and plaster or stucco. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

suspended lath and plaster ceilings. It is unlikely that the ceiling is braced for seismic forces.

Further investigation should be performed. Bracing for ceilings may be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Based on the age of the building, it is likely that large areas of GWB ceilings are noncompliant if

they are not directly attached to the roof structure. Further investigation should be performed for

the GWB ceiling construction in occupied areas with large GWB ceiling areas, especially over

paths of egress. Supplemental bracing or reconstruction of these GWB areas may be appropriate to

mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Maintenance and facility staff should verify that each fixture is independently supported to the roof

structure from opposite corners and add wire supports as necessary. Based on the age of the

building, it is unlikely that they are independently supported by the structure. Further investigation

should be completed.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold.\nFurther investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Unknown how the canopies are connected to the structure. Further investigation should be

performed. Additional connection to the building may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Marysville, Totem Middle School, Home Economics Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Existing drawings do not

specify the connection

between roof decking and

concrete shear walls.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The covered walkway

attached to this structure is

immediately adjacent to the

covered walkway attached to

the adjacent structure.

Further investigation should

be performed. Providing

more clear distance between

the structures may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
The building does not

contain interior mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a single-story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Since this is a single-story

structure, this check does not

apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Both the distribution of mass

and seismic-force-resisting

elements appear to be

reasonably symmetric in

both orthogonal directions.

Also, the roof diaphragm is a

flexible wood roof

diaphragm with reinforced

concrete shear walls at the

exterior.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately 3.5. 0.6Sa =

0.41.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All foundation elements are

continuous around the

perimeter of the structure

and are interconnecting.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

X     

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Details do not indicate

connection of roof decking

to shear walls. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Details do not indicate

connection of roof decking

to shear walls. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  

This building does not have

concrete secondary

components.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  
This building does not have

concrete slabs.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X  
This building does not have

coupling beams.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

The diaphragm is not a

continuous plane at the east

and west areas where there is

a clerestory roof.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

Clerestory roofs create

diaphragm openings along

full length of some walls.

Further investigation may be

appropriate. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Continuous cross ties are not

provided between chords at

concrete shear walls to

develop out-of-plane wall

forces. Further investigation

may be appropriate.

Diaphragm reinforcement

may be appropriate to

mitigate

seismic risk.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Diaphragm consists of

tongue-and-groove decking

with no sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Maximum diaphragm span is

approximately 54 feet.

Diaphragm consists of

tongue-and-groove decking

with no sheathing. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm consists of

tongue-and-groove decking

with no sheathing.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  
The foundation does not

contain piles.
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Marysville, Totem Middle School, Home Economics Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on the age of the building,

it is likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X See comments above.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

so, verify mechanical and

gas piping is seismically

braced and anchored to

mitigate seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceilings. It

is unlikely that the ceiling

is braced for seismic

forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on the age of the

building, it is likely that

large areas of GWB

ceilings are noncompliant

if they are not directly

attached to the roof

structure. Further

investigation should be

performed for the GWB

ceiling construction in

occupied areas with large

GWB ceiling areas,

especially over paths of

egress. Supplemental

bracing or reconstruction

of these GWB areas may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Maintenance and facility

staff should verify that

each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.
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LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

any masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

any masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

any masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

any unreinforced masonry

backup.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

The building does not have

any coldformed steel stud

backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Unknown how the

canopies are connected to

the structure. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There does not appear to

be any hollow-clay tile or

unreinforced masonry

walls around stair

enclosures. As the

structure is one story, it is

unlikely that there are

stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

There does not appear to

be any concrete or

unreinforced masonry

around stair enclosures. As

the structure is one story, it

is unlikely that there are

stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. As the

structure is one story, it is

unlikely that there are

storage or pallet racks

more than 12 ft high.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation.

Maintenance and facility

staff should verify that the

tops of the shelving units

are braced or anchored to

the nearest backing wall or

provide overturning base

restraint. This item is

commonly noncompliant

for contents meeting the

criteria. Brace tops of

shelves taller than 6 feet to

nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation.

Maintenance and facility

staff should verify that

heavy items on upper

shelves are restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevators are part of the

structure.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevators are part of the

structure.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Totem Middle School
District Name: Marysville
ICOS Latitude: 48.055
ICOS Longitude: -122.174
ICOS
County/District ID: 31025

ICOS Building ID: 19455
ASCE 41 Bldg Type: RM1
Enrollment: 556
Gross Sq. Ft. : 22,384
Year Built: 1966
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 246
Liquefaction
Potential: low to moderate

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Totem Middle School, Main Building
1.1 Building Description

The Totem Middle School Main Building is a single-story, 22,000 square foot stack-bond concrete masonry

structure, most of which was constructed in 1966. The building is located on a flat site at the south central

area of the Totem Middle School complex, and is rectangular in plan with a 241ft x 97 ft footprint. The

building has a 14-ft wide corridor centered down length of the building with classroom and admin spaces on

each side. The building features multiple classrooms, a science lab, a library, and various administrative

spaces. 2,800 sf of the library at the northwest corner of the building was constructed in 1962. The main

building has a small 400 sf fan room above the middle corridor in the middle of the building. This building is

identified as “Unit H” on the existing drawings. The roof framing primarily consists of wood sheathing

supported by open-web wood joists with metal webs. The lateral system consists of plywood roof

diaphragms, CMU shear walls and plywood sheathed wood shear walls. In the library area, the roof framing

consists of 2x joists and glulam girders that span to steel columns embedded in the masonry walls.
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1.1.1 Building Use

The building contains classrooms, a science lab, a library, and various administrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Totem Middle School
Structural System Description

Structural Roof

The roof structure of the building except at the Library consists of plywood

sheathing supported by tapered open-web joists which are supported by concrete

masonry bearing walls and 2x8 @ 16” oc over the corridor. Existing drawings

indicate that plywood sheathing is 5/8” thick and ¾” thick on the north half and

south half respectively, and fully blocked, and is attached to the joists with 10d

nails spaced at 6” on-center around all panel edges and 12” on-center at the

panel interior. The open-web joists are spaced at 32” and 48” oc on the north

half and south half respectively, and have Douglas Fir wood chords and cold-

rolled steel tube web members. According to the existing drawings the joist

depth varies from 44” deep at exterior walls and slopes to the interior corridor

bearing walls with a slope of 1/4”:12”. The open-web joists are bottom chord

bearing at the interior corridor walls, on a 2x8 sill plate anchor bolted to the top

of the masonry wall with ½” AB @ 48” oc. The portion of Library built in 1962

is 1" diagonal sheathing lap over 2x12's @ 16" oc spanning to pitched and

arched glulam beams which bear on pipe columns embedded in concrete

masonry walls. The portion of library added on in 1966 is of similar construction

except it was sheathed with plywood instead of 1" diagonal sheathing. The

plywood is 5/8” thick, the joists are 2x12 spaced at 16” on-center, and the glue-

laminated timber beams are 9” wide and arched. The covered walkway is

constructed with tapered 2x @ 16" oc attached to the exterior wall and supported

along the perimeter with steel wide flange beams and partial height CMU

columns with tube steel king posts.

Structural Floor(s)

The main floor is a 4” thick concrete slab-on-grade reinforced with 6x6 wire

mesh. The fan room over the corridor is a 3-inch concrete slab over 12-inch deep

steel bar joists @ 24” oc that bears on the corridor masonry walls and steel W8

girders.

Foundations

The exterior and interior concrete masonry walls are supported by concrete stem

walls on 16” wide conventional strip footings founded a minimum of 1’-6”

below grade and reinforced with (2) #5 continuous reinforcing bars.

Gravity System
The gravity system consists of wood-framed roof supported by CMU masonry

bearing walls and conventional strip footings as described above.

Lateral System

The lateral system consists of plywood roof diaphragm supported by stack-bond

reinforced masonry shear walls along the exterior and interior corridor, and by

transverse plywood sheathed wood framed shear walls between the classrooms.

The masonry shear walls are the exterior walls of the building, the interior

corridor walls running down the length of the building, and an interior transverse

shear wall separating the library and the science lab.
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1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Totem Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Totem Middle School Main Building
Deficiency Description
Adjacent

Buildings

The covered walkway attached to this structure is immediately adjacent to the covered walkway attached to the

adjacent structure.

Reinforcing Steel

The minimum of 0.0007 in either of the two directions is not satisfied. Vertical reinforcing steel consists of #4

@ 48 inches, which produces a reinforcing ratio of 0.00055. Further investigation and a Tier 2 analysis should

be performed to determine if existing wall reinforcing has sufficient strength to achieve the desired

performance objective.

Wall Anchorage

Exterior and interior masonry bearing walls were not detailed to have anchorage hardware to the open-web roof

joists to resist out-of-plane loading. The masonry walls at the end of the building parallel to the open-web joists

are also not anchored or braced to the roof diaphragm.

Wood Ledgers

Roof structure primarily bears on 2x8 sill plates on top of wall and does not ledger off the side. However along

the masonry wall between the library and science lab, the lower roof with open-web joists frames into the side

of the masonry wall, that extends further up for the higher library roof. This condition is shown on the existing

drawings with a 3x ledger and anchor bolts without wall anchor ties directly attached to the diaphragm.

Cross Ties

Continuous cross ties are not present in longitudinal (east-west) direction. Clear spanning open-web joist can

serve as continuous cross ties assuming exterior and interior corridor masonry shear walls and continuous bond

beam at the top of the wall serve as chords.

Marysville, Totem Middle School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 36



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Totem Middle School Main Building
Unknown Item Description

Load Path

The drawings detail a load path from the roof diaphragm to the plywood sheathed pony walls to the sill plate

nailer on top of the CMU wall. However, this needs to be further investigated and will require selective

demolition of the exterior soffit finish to verify if the plywood wall sheathing extends to the sill plate nailer and

to verify the plywood panel nailing. Similar investigation needed in the interior corridor to verify plywood

sheathed pony wall connection to the interior corridor shear walls.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Transfer to Shear

Walls

The drawings detail a load path from the roof diaphragm to plywood sheathed 2x4 stud walls. However the

plywood panel edge nailing and nailing to the top and bottom plates is not specified. Also there are let in 2x

joists for the covered walkway at the bottom of the pony wall which may have interfered with the plywood to

sill plate connection at the top of the CMU wall. This is likely to be non-compliant and needs to be further

investigated at the exterior and interior masonry shear walls to verify if the plywood wall sheathing extends to

the sill plate nailer and to verify the plywood panel nailing. Note this will require selective demolition of the

exterior soffit finish to provide viewing access.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Totem Middle School Main Building
Deficiency Description
M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

The west, north, and south walls of the 1962 library are masonry cavity walls with a 4\ CMU

veneer (outer cavity) with no out -of-plane anchor ties specified.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Veneer out -of-plane anchor ties are not specified in the existing drawings.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

The 8 inch masonry backup wall does not have vertical reinforcing to span from the ground to the

roof diaphragm.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

The 8\ masonry backup wall does not have out-of-plane connections to the roof diaphragm on

either side of the wall.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Totem Middle School Main Building
Unknown Item Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

See comments above.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials and natural gas to mitigate seismic risk. If so, verify

mechanical and gas piping is seismically braced and anchored to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials and natural gas to mitigate seismic risk. If occurs, verify

mechanical and gas piping has flexible couplings.

P-4 Light Partitions Supported

by Ceilings. HR-not required;

LS-not required; PR-MH.

Although this is not required to be evaluated for the life safety performance level, it is

recommended that light-frame partition walls along paths of egress (exiting/egress corridor walls)

should be investigated and checked for proper seismic bracing at the top of the walls to mitigate the

risk of toppling and becoming obstructions in the paths of egress.
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C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Based on our review of the existing drawings and site visit, GWB ceilings occur in the restrooms

and the utility rooms. Based on the age of the building it is likely that large areas of GWB ceilings

are noncompliant if they are not directly attached to the roof structure. Most ceilings on the interior

of the building appear to be acoustic tile ceilings. Further investigation should be performed for the

GWB ceiling construction in the restrooms or other occupied areas with large GWB ceiling areas,

especially over paths of egress. Supplemental bracing or reconstruction of these GWB areas may

be appropriate to mitigate seismic risk.

C-3 Integrated Ceilings. HR-

not required; LS-not required;

PR-MH.

Although this is not required to be evaluated for the life safety performance level, it is

recommended that integrated suspended ceiling systems above paths of egress (exiting/egress

corridors) should be investigated and checked for proper seismic bracing and edge clearance

detailing to mitigate the risk of becoming fallen obstructions in the paths of egress.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

We observed that light fixtures in the main corridor are supported within an integrated ceiling

system, which is over a path of egress. Maintenance and facility staff should verify that each

fixture is independently supported to the roof structure from opposite corners and add wire

supports as necessary. Lighting observed in the classroom areas do not appear to be supported by a

suspended ceiling grid.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

The book shelves in the library are backed up to the walls of the library but it is unknown if these

shelving units are anchored to the backing walls. Maintenance and facility staff should verify that

the tops of the shelving units are braced or anchored to the nearest backing wall or provide

overturning base restraint.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Main Building, Southwest Entrance

Figure 1-2. Main Building, West Wall
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Figure 1-3. Main Building, Classroom Interior
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Figure 1-4. Main Building, Hallway Interior
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Figure 1-5. Main Building, Library Interior
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Figure 1-6. Main Building, Covered Entrance
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Figure 1-7. South Exterior Wall with Stack Bond Masonry and Exterior Covered Walkway

Figure 1-8. North Exterior Wall with Stack Bond Masonry
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Marysville, Totem Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

The drawings detail a load

path from the roof

diaphragm to the plywood

sheathed pony walls to the

sill plate nailer on top of the

CMU wall. However, this

needs to be further

investigated and will require

selective demolition of the

exterior soffit finish to verify

if the plywood wall

sheathing extends to the sill

plate nailer and to verify the

plywood panel nailing.

Similar investigation needed

in the interior corridor to

verify plywood sheathed

pony wall connection to the

interior corridor shear walls.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The covered walkway

attached to this structure is

immediately adjacent to the

covered walkway attached to

the adjacent structure.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

The fan room over the

corridor is detailed to be tied

in to the masonry corridor

walls and the main roof

diaphragm on each side.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a one story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a one story

structure, this check does not

apply.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Both the distribution of mass

and seismic-force-resisting

elements appear to be

reasonably symmetric in

both orthogonal directions.

Also the roof diaphragm is a

flexible wood roof

diaphragm with masonry

shear walls on all four sides.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately 6. 0.6Sa =

0.41

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All foundation elements are

continuous around the

perimeter of the structure

and are interconnecting.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

The minimum of 0.0007 in

either of the two directions

is not satisfied. Vertical

reinforcing steel consists of

#4 @ 48 inches, which

produces a reinforcing ratio

of 0.00055. Further

investigation and a Tier 2

analysis should be

performed to determine if

existing wall reinforcing has

sufficient strength to achieve

the desired performance

objective.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Exterior and interior

masonry bearing walls were

not detailed to have

anchorage hardware to the

open-web roof joists to resist

out-of-plane loading. The

masonry walls at the end of

the building parallel to the

open-web joists are also not

anchored or braced to the

roof diaphragm.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Roof structure primarily

bears on 2x8 sill plates on

top of wall and does not

ledger off the side. However

along the masonry wall

between the library and

science lab, the lower roof

with open-web joists frames

into the side of the masonry

wall, that extends further up

for the higher library roof.

This condition is shown on

the existing drawings with a

3x ledger and anchor bolts

without wall anchor ties

directly attached to the

diaphragm.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

The drawings detail a load

path from the roof

diaphragm to plywood

sheathed 2x4 stud walls.

However the plywood panel

edge nailing and nailing to

the top and bottom plates is

not specified. Also there are

let in 2x joists for the

covered walkway at the

bottom of the pony wall

which may have interfered

with the plywood to sill

plate connection at the top of

the CMU wall. This is likely

to be non-compliant and

needs to be further

investigated at the exterior

and interior masonry shear

walls to verify if the

plywood wall sheathing

extends to the sill plate

nailer and to verify the

plywood panel nailing. Note

this will require selective

demolition of the exterior

soffit finish to provide

viewing access.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Continuous cross ties are not

present in longitudinal (east-

west) direction. Clear

spanning open-web joist can

serve as continuous cross

ties assuming exterior and

interior corridor masonry

shear walls and continuous

bond beam at the top of the

wall serve as chords.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X    

This is likely compliant as

the existing drawings

indicate a blocked

diaphragm throughout,

however this should be

further investigated to

confirm. Diaphragm aspect

ratios are less than 2:1 but

there are a few transverse

diaphragms at the east and

west ends that are 74 ft and

84 ft respectively.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

Marysville, Totem Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 36



EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

N/A only because anchors to

the masonry walls have not

been detailed. See comments

for required wall anchorage

above.

Marysville, Totem Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 36



Marysville, Totem Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on age of the building, it is

likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X See comments above.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas to mitigate

seismic risk. If so, verify

mechanical and gas piping

is seismically braced and

anchored to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas and if so, verify

automatic shutoff valves

are provided to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas to mitigate

seismic risk. If occurs,

verify mechanical and gas

piping has flexible

couplings.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

   X

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceilings
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, GWB ceilings occur

in the restrooms and the

utility rooms. Based on the

age of the building it is

likely that large areas of

GWB ceilings are

noncompliant if they are

not directly attached to the

roof structure. Most

ceilings on the interior of

the building appear to be

acoustic tile ceilings.

Further investigation

should be performed for

the GWB ceiling

construction in the

restrooms or other

occupied areas with large

GWB ceiling areas,

especially over paths of

egress. Supplemental

bracing or reconstruction

of these GWB areas may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

   X

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

We observed that light

fixtures in the main

corridor are supported

within an integrated ceiling

system, which is over a

path of egress.

Maintenance and facility

staff should verify that

each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

Lighting observed in the

classroom areas do not

appear to be supported by

a suspended ceiling grid.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

Overhead glazing panes of

the Main Building appear

to be less than 16 sf.

However, based on the age

of the building, it is likely

that the glazing on the

windows are laminated or

detailed to remain in the

frame. Glazing film is

recommended on overhead

glazing panes to reduce

risk of glass shards

becoming an overhead

falling hazard.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

 X   

The west, north, and south

walls of the 1962 library

are masonry cavity walls

with a 4" CMU veneer

(outer cavity) with no out -

of-plane anchor ties

specified.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
This is a single-story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

 X   

Veneer out -of-plane

anchor ties are not

specified in the existing

drawings.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

 X   

The 8 inch masonry

backup wall does not have

vertical reinforcing to span

from the ground to the roof

diaphragm.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

 X   

The 8" masonry backup

wall does not have out-of-

plane connections to the

roof diaphragm on either

side of the wall.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

There are no canopies. The

covered walkway is

constructed with tapered

2x @ 16" oc attached to

the exterior wall.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs and other

ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

This is a one-story

building without a stair

enclosure.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This is a one-story

building without stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

We did not see industrial

storage racks in our site

visit.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

The book shelves in the

library are backed up to

the walls of the library but

it is unknown if these

shelving units are anchored

to the backing walls.

Maintenance and facility

staff should verify that the

tops of the shelving units

are braced or anchored to

the nearest backing wall or

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

We did not see

freestanding tall narrow

contents however,

maintenance and facility

staff should verify that

heavy items on upper

shelves are restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

The building does not

appear to have any

elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

The building does not

appear to have any

elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: School House Cafe
Facility Name: Totem Middle School
District Name: Marysville
ICOS Latitude: 48.055
ICOS Longitude: -122.174
ICOS
County/District ID: 31025

ICOS Building ID: 18479
ASCE 41 Bldg Type: C2a
Enrollment: 556
Gross Sq. Ft. : 7,252
Year Built: 1955
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 246
Liquefaction
Potential: Low to Moderate

Tsunami Risk: Moderate
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Totem Middle School, School House Cafe
1.1 Building Description

The Totem Middle School School House Cafe is a two-story, 7,000 square foot concrete structure. The

building is located on a flat site at the north center area of the Totem Middle School complex, and is

rectangular in plan. 

The structural roof presumably consists of solid sawn beams supporting wood sheathing. The roof is

supported by concrete bearing walls around the perimeter of the structure. 

Nonstructural systems consist of lights, HVAC systems, and partition walls.
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1.1.1 Building Use

The building currently serves as a community kitchen and learning space for culinary art instruction and

various other types of classes.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Totem Middle School
Structural System Description

Structural Roof
The structural roof presumably consists of solid sawn beams supporting wood

sheathing.

Structural Floor(s) Unknown

Foundations Unknown - likely shallow concrete strip footings.

Gravity System Wood roof construction supported by concrete concrete bearing walls

Lateral System Concrete shear walls

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Totem Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Totem Middle School School House Cafe
Deficiency Description

Adjacent

Buildings

This structure is immediately adjacent to the covered walkway which is attached to the adjacent structure.

Further investigation should be performed. Providing more clear distance between the structures may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Totem Middle School School House Cafe
Unknown Item Description
Load Path Structural drawings are not available.

Weak Story
Structural drawings are not available. Further investigation should be performed. Additional shear walls or

bracing may be appropriate to mitigate seismic risk.

Soft Story
Structural drawings are not available. Further investigation should be performed. Additional shear walls or

bracing may be appropriate to mitigate seismic risk.

Vertical

Irregularities

Structural drawings are not available. Further investigation should be performed. Additional shear walls or

bracing may be appropriate to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Structural drawings are not available. Further investigation should be performed. Additional foundation ties

may be appropriate to mitigate seismic risk.

Complete Frames
It is unknown if the structure has steel or concrete secondary components. Further investigation should be

completed. Gravity system strengthening may be appropriate to mitigate seismic risk.

Shear Stress

Check

There appears to be an adequate amount of shear walls. However, on the north side of the structure, there are

many openings that would reduce the amount of shear walls with the east-west direction and therefore increase

the stress in the shear walls. Further investigation should be completed. Lateral system strengthening or shear

wall addition may be appropriate to mitigate seismic risk.

Reinforcing Steel
Drawings of the School House Cafeteria were not found. Further investigation should be completed. Lateral

system strengthening or shear wall addition may be appropriate to mitigate seismic risk.

Wall Anchorage

at Flexible

Diaphragms

Wall anchorage was not observed and there does not appear to be drawings for the school house cafe. However,

other facilities at the school do have positive connections to the walls and it is therefore likely compliant. In

addition, the floors are more square with relatively short spans, which would lower the connection force

calculated. Further investigation should be performed. Additional diaphragm shear wall anchoring may be

appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Wall anchorage was not observed and there does not appear to be drawings for the school house cafe. However,

other facilities at the school do have positive connections to the walls and it is therefore likely compliant. In

addition, the floors are more square with relatively short spans, which would lower the connection force

calculated. Further investigation should be performed. Additional diaphragm shear wall anchoring may be

appropriate to mitigate seismic risk.

Foundation

Dowels

The wall anchorage to the foundation was not observed and there does not appear to be drawings for the school

house cafe. Further investigation should be performed. Additional foundation wall anchoring may be

appropriate to mitigate seismic risk.

Deflection

Compatibility

It is unknown if secondary components exist in the school house cafe. Further investigation should be

performed. Secondary component strengthening may be appropriate to mitigate seismic risk.

Openings at Shear

Walls

It is unlikely that there are large openings in the diaphragm. This is likely compliant. Further investigation may

be appropriate. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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Cross Ties
Building chord cross ties were not observed. Further investigation may be appropriate. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Spans

The diaphragm construction is unknown. It is likely to consist of wood structural panels. Additional review

should be performed. Plywood overlay, additional interior shear walls, or braced frames may be appropriate to

reduce unsupported spans and mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm construction is unknown. It is likely to be wood structural panels. The aspect ratios of the

diaphragms appear to be less than 4-to-1. However, the span lengths appear to be greater than 40 ft. Additional

analysis should be performed. Blocking may be appropriate to mitigate seismic risk.

Unknown Item Description
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Totem Middle School School House Cafe
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Totem Middle School School House Cafe
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. Further investigation

should be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It is unknown if there are heavy partitions supported by ceilings. Further investigation should be

performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the building. They are likely to be compliant.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The detail between the stairs and the structure is unknown. Further investigation should be

performed. Additional anchoring from stairs to the structure may be appropriate to mitigate seismic

risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

The building does not appear to have any elevators. However, it is a 2-story structure and there

may be an elevator. The elevator checklist items should be verified by an elevator designer or

supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

The building does not appear to have any elevators. However, it is a 2-story structure and there

may be an elevator. The elevator checklist items should be verified by an elevator designer or

supplier.

Unknown Item Description
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Figure 1-1. School House Cafe, Southwest Corner
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Figure 1-2. School House Cafe, West Wall

Marysville, Totem Middle School, School House Cafe ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 35



Figure 1-3. School House Cafe, First Floor Interior
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Figure 1-4. School House Cafe, First Floor Interior
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Figure 1-5. School House Cafe, East Wall
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Figure 1-6. School House Cafe, Exterior Stairs to Second Floor
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Marysville, Totem Middle School, School House Cafe

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
Structural drawings are not

available.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

This structure is immediately

adjacent to the covered

walkway which is attached

to the adjacent structure.

Further investigation should

be performed. Providing

more clear distance between

the structures may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

It is unlikely that the

structure contains an interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Structural drawings are not

available. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Structural drawings are not

available. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Structural drawings are not

available. Further

investigation should be

performed. Additional shear

walls or bracing may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X

There does not appear to be

any horizontal dimension

changes from one floor to

another based on visual

observation.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X

There does not appear to be

any stories that would have

more than a 50% changes in

mass from one story to the

next based on visual

observation.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Structure likely has a

flexible diaphragm.

Structural drawings are not

available. However, this

item is likely compliant as

there are shear walls at each

side of the building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately between 2.5

and 3.0. 0.6Sa = 0.41.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Structural drawings are not

available. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

   X

It is unknown if the structure

has steel or concrete

secondary components.

Further investigation should

be completed. Gravity

system strengthening may be

appropriate to mitigate

seismic risk.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

As the structure has a simple

square layout, it is likely that

there are two or more shear

walls in each principal

direction.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

   X

There appears to be an

adequate amount of shear

walls. However, on the north

side of the structure, there

are many openings that

would reduce the amount of

shear walls with the east-

west direction and therefore

increase the stress in the

shear walls. Further

investigation should be

completed. Lateral system

strengthening or shear wall

addition may be appropriate

to mitigate seismic risk.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

Drawings of the School

House Cafeteria were not

found. Further investigation

should be completed. Lateral

system strengthening or

shear wall addition may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Wall anchorage was not

observed and there does not

appear to be drawings for

the school house cafe.

However, other facilities at

the school do have positive

connections to the walls and

it is therefore likely

compliant. In addition, the

floors are more square with

relatively short spans, which

would lower the connection

force calculated. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

Wall anchorage was not

observed and there does not

appear to be drawings for

the school house cafe.

However, other facilities at

the school do have positive

connections to the walls and

it is therefore likely

compliant. In addition, the

floors are more square with

relatively short spans, which

would lower the connection

force calculated. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

   X

The wall anchorage to the

foundation was not observed

and there does not appear to

be drawings for the school

house cafe. Further

investigation should be

performed. Additional

foundation wall anchoring

may be appropriate to

mitigate seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

It is unknown if secondary

components exist in the

school house cafe. Further

investigation should be

performed. Secondary

component strengthening

may be appropriate to

mitigate seismic risk.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  

There does not appear to be

any plates or slabs that are

not part of the seismic force-

resisting system.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X  
There does not appear to be

any coupling beams.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

  X  

There does not appear to be

any expansion joints or split-

level floors.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

   X

It is unlikely that there are

large openings in the

diaphragm. This is likely

compliant. Further

investigation may be

appropriate. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Building chord cross ties

were not observed. Further

investigation may be

appropriate. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

X    

It appears that all

diaphragms have aspect

ratios less than 2-to-1.

However, it is unknown if

the diaphragms are straight-

sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

   X

The diaphragm construction

is unknown. It is likely to

consist of wood structural

panels. Additional review

should be performed.

Plywood overlay, additional

interior shear walls, or

braced frames may be

appropriate to reduce

unsupported spans and

mitigate seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

   X

The diaphragm construction

is unknown. It is likely to be

wood structural panels. The

aspect ratios of the

diaphragms appear to be less

than 4-to-1. However, the

span lengths appear to be

greater than 40 ft. Additional

analysis should be

performed. Blocking may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X    

It is unlikely that the

diaphragms consist of

materials other than wood,

steel, or concrete. This item

is likely to be compliant.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  

There does not appear to be

piles for other structures on

the site. Piles are not likely

to have been used and this

item is likely not applicable.
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Marysville, Totem Middle School, School House Cafe

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It is unknown if there are

heavy partitions supported

by ceilings. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

Marysville, Totem Middle School, School House Cafe ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 35



CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    

It is likely that the concrete

partition has vertical

reinforcement.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs, and

other ornamentation or

appendages other than the

concrete parapet, which

likely has vertical

reinforcement.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There is likely no hollow-

clay tile or unreinforced

masonry walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The detail between the

stairs and the structure is

unknown. Further

investigation should be

performed. Additional

anchoring from stairs to

the structure may be

appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

The building does not

appear to have any

elevators. However, it is a

2-story structure and there

may be an elevator. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

The building does not

appear to have any

elevators. However, it is a

2-story structure and there

may be an elevator. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Science Building
Facility Name: Totem Middle School
District Name: Marysville
ICOS Latitude: 48.055
ICOS Longitude: -122.174
ICOS
County/District ID: 31025

ICOS Building ID: 13931
ASCE 41 Bldg Type: RM1
Enrollment: 556
Gross Sq. Ft. : 5,280
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.568
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 246
Liquefaction
Potential: low to moderate

Tsunami Risk: Moderate
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Marysville, Totem Middle School, Science Building
1.1 Building Description

The Totem Middle School Science Building is a single-story, 5,000 square foot concrete masonry structure

which was constructed in 1962. The building is located on a flat site at the south central area of the Totem

Middle School complex and is rectangular in plan with a 131 ft by 40 ft footprint. The building has three

main classroom spaces separated in between by storage rooms. This building is identified as “Unit B” on the

existing drawings.

The roof framing primarily consists of wood sheathing supported by glulam beams which are supported by

steel pipe columns around the perimeter of the structure. The CMU walls on the east and west sides of the

building are non-bearing block cavity walls whereas the north and south walls are single-wythe bearing

walls. The existing drawings mention reinforcing for all CMU walls, but only specify reinforcing in the

cavity walls below windows which have one #3 vertical bar in every second block up to the sill.
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1.1.1 Building Use

The building contains science classrooms and storage space.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Totem Middle School
Structural System Description

Structural Roof

The roof structure consists of 4” tongue-and-groove wood decking supported by

arched glulam beams.. Decking is horizontally connected with 8” spikes spaced

30” on-center and vertically connected by a combination of 40d and 60d nails to

the supports. The glulam timber beams range from 7” to 9” wide and bear on 3”

standard steel pipe columns which are connected with 5/8”-diameter bolts to a

steel cap plate which is welded to the top of the column. Where the sheathing

bears on the CMU wall, it is connected as described above to a wood nailer plate

anchored to a bond beam at the top of the wall with 1/2"-diameter bolts spaced at

6 feet on-center.

Structural Floor(s)
The main floors is a 3-1/2” thick concrete slab-on- grade which bears on 6” of

compacted gravel and is reinforced with 6x6x10/10 gage wire mesh.

Foundations

The concrete masonry walls are supported by reinforced concrete stem walls

which bear on conventional strip footings founded a minimum of 1’-6” below

grade and reinforced with (2) #5 continuous reinforcing bars.

Gravity System

The gravity system consists of a wood-framed roof supported by both steel pipe

columns and CMU bearing walls and conventional strip footings as described

above.

Lateral System

The lateral system consists of tongue-and-groove deck diaphragms supported by

CMU shear walls and plywood-sheathed wood-framed shear walls between the

classrooms and storage rooms. The CMU shear walls are either bearing or non-

bearing, as described above.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Totem Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Marysville Totem Middle School Science Building
Deficiency Description

Load Path
Masonry walls are not positively attached to the foundation for lateral loads. Further investigation should be

performed. Additional shear walls or wall anchoring may be appropriate to mitigate seismic risk.

Adjacent

Buildings
The westernmost CMU wall is immediately adjacent to the covered walkway attached to the adjacent structure.

Reinforcing Steel
Vertical reinforcing is not specified in the existing drawings. Further investigation should be performed. Lateral

system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage
Exterior masonry shear walls are not connected with appropriate hardware for out-of-plane support to the

diaphragm.

Foundation

Dowels

Details do not indicate wall reinforcement extending into the foundation. Further investigation should be

performed. Additional shear wall anchoring may be appropriate to mitigate seismic risk.

Cross Ties

Diaphragm is vertically nailed directly to nailers at the top of shear walls with no dedicated cross ties. Further

investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Clear-spanning glulam beams may serve as continuous cross-ties assuming exterior masonry shear walls and

continuous bond beam at the top of the wall serve as chords.

Spans

Maximum diaphragm span is approximately 35 feet. Diaphragm consists of tongue-and-groove decking with

no sheathing. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Marysville Totem Middle School Science Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Marysville Totem Middle School Science Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

We did not see any fire suppression system during our site visit and did not see any fire

suppression systems in the existing drawings. School district to verify if the building contains a fire

suppression system. If the building does have a fire suppression system, based on the age of the

building, it is likely that the seismic bracing, coupling, and sprinkler head clearances of the fire

suppression piping does not comply with current NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

See comments above.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Marysville Totem Middle School Science Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Facility staff should

verify if this is being used to power or control Life Safety systems, and if so, further investigate to

see if this equipment is adequately anchored or braced.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.\n

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Maintenance and facility staff should

verify presence of hazardous materials to mitigate seismic risk. Restraining breakable containers

that hold hazardous material by latched doors, shelf lips, wires, or other methods may be

appropriate to mitigate seismic risk.\n

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. Bracing and anchoring of piping may be appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Maintenance and

facility staff should verify presence of hazardous materials and natural gas, and if so, verify

automatic shutoff valves are provided to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present.

Maintenance and facility staff should verify presence of hazardous materials and natural gas to

mitigate seismic risk. If occurs, verify mechanical and gas piping has flexible couplings. Flexible

coupling for piping and ductwork may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

URM or HCT partitions. Further investigation should be performed. Wall bracing may be

appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Based on our review of the existing drawings and site visit, this building did not appear to have

rigid cementitious partitions such as lath and plaster or stucco. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on our review of the existing drawings and site visit, this building did not appear to have

suspended lath and plaster ceiling. It is unlikely that the ceiling is braced for seismic forces. Further

investigation should be performed. Bracing for ceilings may be appropriate to mitigate seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Based on the age of the building, it is likely that large areas of GWB ceilings are noncompliant if

they are not directly attached to the roof structure. Most ceilings on the interior of the building

appear to be acoustic tile ceilings. Further investigation should be performed for the GWB ceiling

construction, especially over paths of egress. Supplemental bracing or reconstruction of these

GWB areas may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Maintenance and facility staff should verify

that each fixture is independently supported to the roof structure from opposite corners and add

wire supports as necessary. Adding wires for suspending the light fixtures may be appropriate to

mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the building. They are likely to be compliant.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior canopy at north side of building.

Figure 1-2. Exterior northeast side of building.
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Figure 1-3. Classroom interior.

Figure 1-4. Classroom interior.
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Marysville, Totem Middle School, Science Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Masonry walls are not

positively attached to the

foundation for lateral loads.

Further investigation should

be performed. Additional

shear walls or wall

anchoring may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The westernmost CMU wall

is immediately adjacent to

the covered walkway

attached to the adjacent

structure.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanine levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a single-story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a single-story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Since this is a single-story

structure, this check does not

apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Since this is a single-story

structure, this check does not

apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Both the distribution of mass

and seismic-force-resisting

elements appear to be

reasonably symmetric in

both orthogonal directions.

Also, the roof diaphragm is a

flexible wood diaphragm

with masonry shear walls on

all four sides.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Aspect ratio (base/height) is

approximately 4. 0.6Sa =

0.41

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All foundation elements are

continuous around the

perimeter of the structure

and are interconnecting.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The north shear wall has

approximately 7 times more

stiffness than the south shear

wall.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Vertical reinforcing is not

specified in the existing

drawings. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
The building does not have

precast concrete diaphragms.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Exterior masonry shear

walls are not connected with

appropriate hardware for

out-of-plane support to the

diaphragm.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

The diaphragm bears

directly on the wood nailer

at the top of each masonry

shear wall.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Each tongue-and-groove

deck board is blind- and

face-nailed to supports.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

The building does not have

reinforced concrete topping

slabs.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Details do not indicate wall

reinforcement extending into

the foundation. Further

investigation should be

performed. Additional shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

There are no significant

diaphragm openings

immediately adjacent to

shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

There are no significant

diaphragm openings

immediately adjacent to

exterior masonry shear

walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Diaphragm is vertically

nailed directly to nailers at

the top of shear walls with

no dedicated cross ties.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk. Clear-spanning

glulam beams may serve as

continuous cross-ties

assuming exterior masonry

shear walls and continuous

bond beam at the top of the

wall serve as chords.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

There are no significant

diaphragm openings

immediately adjacent to

exterior masonry shear

walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

There are no significant

diaphragm openings

immediately adjacent to

exterior masonry shear

walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Diaphragm consists of

tongue-and-groove decking

with no sheathing. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Maximum diaphragm span is

approximately 35 feet.

Diaphragm consists of

tongue-and-groove decking

with no sheathing. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Diaphragm consists of

tongue-and-groove decking

with no sheathing.
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X     
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Marysville, Totem Middle School, Science Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

We did not see any fire

suppression system during

our site visit and did not

see any fire suppression

systems in the existing

drawings. School district

to verify if the building

contains a fire suppression

system. If the building

does have a fire

suppression system, based

on the age of the building,

it is likely that the seismic

bracing, coupling, and

sprinkler head clearances

of the fire suppression

piping does not comply

with current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   See comments above.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Facility staff should

verify if this is being used

to power or control Life

Safety systems, and if so,

further investigate to see if

this equipment is

adequately anchored or

braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Maintenance and

facility staff should verify

presence of hazardous

materials to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials to

mitigate seismic risk.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk.

Bracing and anchoring of

piping may be appropriate

to mitigate seismic risk.

Marysville, Totem Middle School, Science Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 30



HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Maintenance

and facility staff should

verify presence of

hazardous materials and

natural gas, and if so,

verify automatic shutoff

valves are provided to

mitigate seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present.

Maintenance and facility

staff should verify

presence of hazardous

materials and natural gas

to mitigate seismic risk. If

occurs, verify mechanical

and gas piping has flexible

couplings. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have URM or

HCT partitions. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have rigid

cementitious partitions

such as lath and plaster or

stucco. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that light-

frame partition walls along

paths of egress

(exiting/egress corridor

walls) should be

investigated and checked

for proper seismic bracing

at the top of the walls to

mitigate the risk of

toppling and becoming

obstructions in the paths of

egress.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on our review of the

existing drawings and site

visit, this building did not

appear to have suspended

lath and plaster ceiling. It

is unlikely that the ceiling

is braced for seismic

forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on the age of the

building, it is likely that

large areas of GWB

ceilings are noncompliant

if they are not directly

attached to the roof

structure. Most ceilings on

the interior of the building

appear to be acoustic tile

ceilings. Further

investigation should be

performed for the GWB

ceiling construction,

especially over paths of

egress. Supplemental

bracing or reconstruction

of these GWB areas may

be appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Although this is not

required to be evaluated

for the life safety

performance level, it is

recommended that

integrated suspended

ceiling systems above

paths of egress

(exiting/egress corridors)

should be investigated and

checked for proper seismic

bracing and edge clearance

detailing to mitigate the

risk of becoming fallen

obstructions in the paths of

egress.
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Maintenance and facility

staff should verify that

each fixture is

independently supported to

the roof structure from

opposite corners and add

wire supports as necessary.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

The building does not have

an unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no cold-formed

steel stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs,

parapets, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

The structure 1-story. It is

unlikely that the structure

has stairs. In addition, it is

a reinforced masonry

structure.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

The structure 1-story. It is

unlikely that the structure

has stairs. In addition, it is

a reinforced masonry

structure.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevators in the

structure.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevators in the

structure.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building

Facility Name: Liberty Bell Junior Senior High
School

District Name: Methow Valley
ICOS Latitude: 48.443
ICOS Longitude: -120.17
ICOS
County/District ID: 24350

ICOS Building ID: 11424
ASCE 41 Bldg Type: RM1
Enrollment: 259
Gross Sq. Ft. : 94,000
Year Built: 1994
Number of Stories: 2
SXS BSE-2E: 0.536
SX1 BSE-2E: 0.309
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 333
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Methow Valley, Liberty Bell Junior Senior High School, Main Building
1.1 Building Description

The Methow Valley High School is the 7th-12th grade school for the Methow Valley School district. The

building was built in the mid-1990’s and consists of CMU bearing walls with a wood-framed partial second

floor and a pre-fabricated wood truss roof system. The building is “T” shaped with a 200-foot-wide by 366-

foot-long main portion with 80-foot-deep by 100-foot-long wings forming the cross of the “T”.
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1.1.1 Building Use

The two-story building serves approximately 265 7th-12th grade students and 22 teachers. The gymnasium

is used to house sporting events, physical education classes, and extra-curricular activities. Portions of the

building were used to house wildland firefighters that were serving on the area’s surrounding fires in the

summer of 2018.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Liberty Bell Junior Senior High School
Structural System Description

Structural Roof
The wood construction consists largely of pre-fabricated wood roof trusses with

structural panel sheathing.

Structural Floor(s)
The partial second floor is wood-framed with I-joists, structural panel sheathing

with gypcrete topping.

Foundations Shallow/Conventional footings.

Gravity System
The gravity system CMU bearing walls with floor and roof structures as

discussed above.

Lateral System The lateral system is CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Liberty Bell Junior Senior High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration

Foundations Good. No visible signs of corrosion, damage or deterioration

Gravity System Good. No visible signs of corrosion, damage or deterioration

Lateral System Good. No visible signs of corrosion, damage or deterioration
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Methow Valley Liberty Bell Junior Senior High School Main Building
Deficiency Description

Overturning
Incomplete existing drawings, however based on conservative checks the building is noncompliant on the south

facade.

Reinforcing Steel Ratios are compliant, however, spacing of steel is at 48 inches o.c. in places.

Wall Anchorage Ties do exist but they do not have the required capacity.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm appears to be unblocked based on existing drawings. The gymnasium diaphragm spans further than

40 feet.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Methow Valley Liberty Bell Junior Senior High School Main
Building
Unknown Item Description

Torsion
Incomplete drawings did not allow for full analysis. However building appears to be roughly symmetrical and

is assumed to be compliant.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Cross Ties
It appears there are sub diaphragms with cross ties between chords but unable to verify based on incomplete

existing drawings.

Stiffness of Wall

Anchors
Unable to visually verify if ties are installed taut.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Methow Valley Liberty Bell Junior Senior High School Main Building
Deficiency Description

Methow Valley, Liberty Bell Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project

The Tier 1 nonstructural seismic evaluation performed for this school building could not confirm nonstructural seismic deficiencies due to 
limited access for visual observation and/or lack of existing drawings available for review.  Please refer to the next page of this report for 
the list of nonstructural items marked as “unknown” and commentary indicating the need for further investigation or the likelihood of 
compliance or non-compliance based on the age of construction. 

5 of 28



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Methow Valley Liberty Bell Junior Senior High School Main
Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Unable to access entire system. Pipe braces were seen on sections visible.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Unable to see entire system. No flexible couplings were observed.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons were present at ceiling penetrations; based on building age they are assumed

to be compliant.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It appears from the drawings that all the CMU is tied into the diaphragms, but architectural

drawings are unavailable to verify how non-structural walls are braced.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
No cementitious partitions were observed.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No access to verify.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
No existing drawings or access to verify.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Front canopy connection to the structure is unknown.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

No existing drawings for stair connections or access to verify; likely not capable of

accommodating drift.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
No existing drawings or access to verify.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
No existing drawings or access to verify.
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Photos:

Figure 1-1. Vaulted ceiling in the cafeteria.

Figure 1-2. Corridor with drop-in acoustical ceiling, lighting, and fire suppression systems.
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Figure 1-3. Piping mounted to the CMU wall.

Figure 1-4. Mechanical unit mounted to the ceiling in the wood shop.

Methow Valley, Liberty Bell Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 28



Figure 1-5. Second floor framing visible from below.

Figure 1-6. Water heater base. No seismic strapping was observed on water heaters.
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Figure 1-7. Duct work routing.

Figure 1-8. CMU wall with glass block. Speaker mounted to an infill wall.

Methow Valley, Liberty Bell Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 28



Figure 1-9. Overhead mechanical unit/duct work in mechanical space.

Figure 1-10. Chemical storage in science room.
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Methow Valley, Liberty Bell Junior Senior High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
Compliant based on the

existing drawings.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
No mezzanine levels

observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Incomplete drawings did not

allow for full analysis.

However building appears to

be roughly symmetrical and

is assumed to be compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Incomplete existing

drawings, however based on

conservative checks the

building is noncompliant on

the south facade.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Ratios are compliant,

however, spacing of steel is

at 48 inches o.c. in places.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast diaphragms

present.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   
Ties do exist but they do not

have the required capacity.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    
Compliant based on existing

drawings.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    
Compliant based on existing

drawings.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    
Compliant based on existing

drawings.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Compliant based on existing

drawings.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    No large openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

It appears there are sub

diaphragms with cross ties

between chords but unable

to verify based on

incomplete existing

drawings.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
No straight sheathed

diaphragms present.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm appears to be

unblocked based on existing

drawings. The gymnasium

diaphragm spans further than

40 feet.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
Unable to visually verify if

ties are installed taut.
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Methow Valley, Liberty Bell Junior Senior High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Unable to access entire

system. Pipe braces were

seen on sections visible.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Unable to see entire

system. No flexible

couplings were observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X    
Generator is anchored to

exterior slab.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No seismic joints in

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons were

present at ceiling

penetrations; based on

building age they are

assumed to be compliant.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

present.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

present.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

present.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

present.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

present.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No unreinforced masonry

present.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It appears from the

drawings that all the CMU

is tied into the diaphragms,

but architectural drawings

are unavailable to verify

how non-structural walls

are braced.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X
No cementitious partitions

were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No lath and plaster

ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X No access to verify.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  No heavy fixtures present.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No heavy cladding present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X
No existing drawings or

access to verify.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

Methow Valley, Liberty Bell Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 28



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X
Front canopy connection to

the structure is unknown.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  None observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No existing drawings for

stair connections or access

to verify; likely not

capable of accommodating

drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X
No existing drawings or

access to verify.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X
No existing drawings or

access to verify.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Methow Valley Elementary
School

District Name: Methow Valley
ICOS Latitude: 48.441
ICOS Longitude: -120.167
ICOS
County/District ID: 24350

ICOS Building ID: 10546
ASCE 41 Bldg Type: RM1
Enrollment: 341
Gross Sq. Ft. : 62,640
Year Built: 1963
Number of Stories: 1
SXS BSE-2E: 0.536
SX1 BSE-2E: 0.309
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 333
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: Partial

Evaluating Firm: DCI Engineers - Spokane

1. Methow Valley, Methow Valley Elementary School, Main Building
1.1 Building Description

The Methow Valley Elementary School is the PK-6th grade school for the Methow Valley School district.

The building consists of the original, 1963 CMU building, with a CMU addition added in the late 1970’s.

The original building has three wings, with an overall dimension of approx. 290-feet in length and 140-feet

in width. The addition is rectangular in shape, measuring approximately 196-feet in depth and 222-feet in

width.
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1.1.1 Building Use

The single-story building serves approximately 333 PK-6th grade students and 24 teachers. The gymnasium

is used to house sporting events, physical education classes, and extra-curricular activities.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Methow Valley Elementary School
Structural System Description

Structural Roof
The roof construction of the original building is assumed to be wood-framed.

The roof of the addition is steel-framed.

Structural Floor(s)
The first floor appeared to be slab-on-grade for both the original building and the

addition.

Foundations Shallow/Conventional footings.

Gravity System
The gravity system is CMU bearing walls with roof structures as discussed

above.

Lateral System The lateral system appeared to be the CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Methow Valley Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Methow Valley Methow Valley Elementary School Main Building
Deficiency Description

Reinforcing Steel
Steel ratios are compliant for addition based on existing drawings, however, spacing of reinforcing is at 48

inches o.c. at times. Unable to confirm for original building.

Wall Anchorage Addition is noncompliant based on connections shown in drawings. Unable to verify original building.

Diagonally

Sheathed and

Unblocked

Diaphragms

The addition is non-compliant based on existing drawings. Unable to verify for the original building.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Methow Valley Methow Valley Elementary School Main Building
Unknown Item Description

Load Path
Drawings for the original building were not available. The drawings for the addition showed a complete load

path.

Torsion
No existing drawings of the original building. Unable to make proper assumptions to determine compliance due

to the geometry of the building.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning The addition is compliant based on existing drawings. Unable to verify the original building.

Shear Stress

Check

Compliant for addition. Unable to verify to original building due to no existing drawings. Based on visual

inspection the original building is compliant.

Wood Ledgers Compliant for addition based on existing drawings. Unable to confirm for original building.

Transfer to Shear

Walls
Compliant for addition based on existing drawings. Unable to confirm for original building.

Foundation

Dowels
Compliant for addition based on existing drawings. Unable to confirm for original building.

Girder-Column

Connection
Compliant for addition based on existing drawings. Unable to confirm for original building.

Cross Ties
From the existing drawings it appears there are continuous ties in the addition. Existing drawings were

unavailable for the original building to determine compliance.

Straight Sheathing The addition had wood structural panels for the diaphragm. Unable to determine for the original building.

Spans The addition had wood structural panels for the diaphragm. Unable to determine for the original building.

Stiffness of Wall

Anchors
Unable to visually inspect the anchors to determine if they were installed taut.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Methow Valley Methow Valley Elementary School Main Building
Deficiency Description
C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Vertical wires only observed.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
No bracing seen for mechanical units.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Methow Valley Methow Valley Elementary School Main
Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Most of the school had no sprinklers. The original building had sprinklers but were inaccessible to

verify.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Most of the school had no sprinklers. The original building had sprinklers but were inaccessible to

verify.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at ceiling penetrations; based on building age they are assumed to be

compliant.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

No hazardous materials observed; unknown if natural gas present.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

No existing drawings or access to verify.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawings or access to verify.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
No existing drawings or access to verify.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

No existing drawings or access to verify.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
No existing drawings or access to verify.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No existing drawings or access to verify.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

No existing drawings or access to verify.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
No existing drawings or access to verify.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
No existing drawings or access to verify

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

No existing drawings or access to verify.
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PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
Unable to verify.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.
No chimneys observed but unable to access roof to verify.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
No chimneys observed, but full extents of roof not visible.

Unknown Item Description
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Photos:

Figure 1-1. Ceiling in gymnasium.

Figure 1-2. Exterior view at gym.
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Figure 1-3. Overhead mechanical unit in gym.

Figure 1-4. Overhead mechanical unit.
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Figure 1-5. Overview of gymnasium.

Figure 1-6. Storage mezzanine in music classroom.
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Figure 1-7. Mechanical space between roof and ceiling in addition.

Figure 1-8. View of open web steel joists and metal deck roof structure in addition.
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Figure 1-9. North exterior wall at addition.

Figure 1-10. West exterior wall at addition.

Methow Valley, Methow Valley Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 29



Methow Valley, Methow Valley Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Drawings for the original

building were not available.

The drawings for the

addition showed a complete

load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single-story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Visually compliant based on

single-story construction.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single-story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single-story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

No existing drawings of the

original building. Unable to

make proper assumptions to

determine compliance due to

the geometry of the building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

The addition is compliant

based on existing drawings.

Unable to verify the original

building.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Slab-on-grade exists to tie

isolated footings together.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Compliant based on visual

assumptions.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Compliant for addition.

Unable to verify to original

building due to no existing

drawings. Based on visual

inspection the original

building is compliant.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Steel ratios are compliant for

addition based on existing

drawings, however, spacing

of reinforcing is at 48 inches

o.c. at times. Unable to

confirm for original

building.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast diaphragms

present.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Addition is noncompliant

based on connections shown

in drawings. Unable to

verify original building.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Compliant for addition

based on existing drawings.

Unable to confirm for

original building.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Compliant for addition

based on existing drawings.

Unable to confirm for

original building.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
No precast diaphragms

present.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Compliant for addition

based on existing drawings.

Unable to confirm for

original building.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Compliant for addition

based on existing drawings.

Unable to confirm for

original building.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No large openings in roof

observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No large openings in roof

observed

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

From the existing drawings

it appears there are

continuous ties in the

addition. Existing drawings

were unavailable for the

original building to

determine compliance.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

The addition had wood

structural panels for the

diaphragm. Unable to

determine for the original

building.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

The addition had wood

structural panels for the

diaphragm. Unable to

determine for the original

building.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The addition is non-

compliant based on existing

drawings. Unable to verify

for the original building.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    

Confirmed for the addition.

Assumed to be compliant for

the original building.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Unable to visually inspect

the anchors to determine if

they were installed taut.
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Methow Valley, Methow Valley Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Most of the school had no

sprinklers. The original

building had sprinklers but

were inaccessible to

verify.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Most of the school had no

sprinklers. The original

building had sprinklers but

were inaccessible to

verify.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No back up power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

present at ceiling

penetrations; based on

building age they are

assumed to be compliant.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

No hazardous materials

observed; unknown if

natural gas present.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X
No existing drawings or

access to verify.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X
No existing drawings or

access to verify.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X
No existing drawings or

access to verify.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
No existing drawings or

access to verify.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   
Vertical wires only

observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No cladding panels

observed.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X
No existing drawings or

access to verify.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  Single-story building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X
No existing drawings or

access to verify.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X
No existing drawings or

access to verify.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X
No existing drawings or

access to verify.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X
No existing drawings or

access to verify

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X
No existing drawings or

access to verify.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

     

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
Assumed no concrete

parapets are present.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X Unable to verify.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

No chimneys observed but

unable to access roof to

verify.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

No chimneys observed, but

full extents of roof not

visible.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  Single-story building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   
No bracing seen for

mechanical units.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gymnasium
Facility Name: Morton Elementary School
District Name: Morton
ICOS Latitude: 46.558
ICOS Longitude: -122.279
ICOS
County/District ID: 21214

ICOS Building ID: 13705
ASCE 41 Bldg Type: W2
Enrollment: 176
Gross Sq. Ft. : 8,982
Year Built: 1985
Number of Stories: 1
SXS BSE-2E: 0.848
SX1 BSE-2E: 0.456
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 455
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Morton, Morton Elementary School, Gymnasium
1.1 Building Description

The Morton Elementary School Gymnasium is a one-story wood stud wall structure with brick veneer and a

gabled roof. The 1985 building is constructed on level ground and is located in Morton, Washington. The

gymnasium is rectangular in plan, approximately 100 feet by 45 feet, with a maximum roof height of around

40 feet. There is a rectangular section attached to the north of the gymnasium, approximately 70 feet by 50

feet, with a roof height of roughly 15 feet. Building construction consists of wood stud walls. The

gymnasium roof system is a flexible diaphragm supported by timber trusses. The lower roof supports the

mechanical equipment. The building shares the site with Morton Elementary School and a covered play

shed.
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1.1.1 Building Use

The Morton Elementary School Gymnasium includes the gym, bleachers, locker rooms, restrooms, and

storage. The school has over 170 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Morton Elementary School
Structural System Description

Structural Roof
The roof system is composed of a flexible diaphragm over wood framing. The

gymnasium upper roof is supported by timber trusses.

Structural Floor(s) The floor is a concrete slab-on-grade.

Foundations The walls are supported by continuous wall footings.

Gravity System
The gravity system consists of wood trusses bearing on wood posts and wood

stud bearing walls.

Lateral System
Lateral forces are resisted by wood shear walls in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Morton Elementary School
Structural System Description
Structural Roof There is evidence of cracking in the ceiling finishes.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Evidence of water corrosion on exterior brick veneer.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Morton Morton Elementary School Gymnasium
Deficiency Description
Shear Stress

Check

Pseudo shear stress is greater than 100 lb/ft. The building likely needs wood shear wall strengthening or the

addition of new shear walls. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Morton Morton Elementary School Gymnasium
Unknown Item Description

Load Path
No drawings provided. This item requires further investigation to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

No drawings provided and foundation type could not be visually verified. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Wood Posts

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Wood Sills

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Wood Sill Bolts

This evaluation item is unknown due to lack of construction drawings and could not be visually verified. This

item requires further investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Straight Sheathing

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary. Installation of plywood sheathing

may be appropriate.

Spans

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary. Installation of plywood sheathing

may be appropriate.

Diagonally

Sheathed and

Unblocked

Diaphragms

Type of wood sheathing is unknown. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary. The addition of plywood shearing

and blocking may be appropriate.

Other Diaphragms
Type of wood sheathing is unknown. This item requires further investigation to determine the sheathing type.

Installation of plywood sheathing may be required.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Morton Morton Elementary School Gymnasium
Deficiency Description
ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Morton Morton Elementary School Gymnasium
Unknown Item Description
C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation is required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Parapets at lower roof. Further investigation is required to verify reinforcing/anchorage of

appendages extending above the main structural building system.
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Photos:

Figure 1-1. Morton Elementary School Gymnasium - South Exterior

Figure 1-2. Morton Elementary School Gymnasium - West Exterior
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Figure 1-3. Morton Elementary School Gymnasium - Northwest Exterior

Figure 1-4. Morton Elementary School Gymnasium - North Exterior
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Figure 1-5. Morton Elementary School Gymnasium - East Exterior

Figure 1-6. Morton Elementary School Gymnasium - North Exterior
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Figure 1-7. Typical Hallway
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Figure 1-8. Gymnasium
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Figure 1-9. Cracking in Ceiling Finishes
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Figure 1-10. Nonstructural Components Unbraced
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Morton, Morton Elementary School, Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No drawings provided. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

No drawings provided and

foundation type could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Morton, Morton Elementary School, Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 30



17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 100 lb/ft. The building

likely needs wood shear wall

strengthening or the addition

of new shear walls. Further

investigation is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to lack of

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary. Installation of

plywood sheathing may be

appropriate.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary. Installation of

plywood sheathing may be

appropriate.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

plywood shearing and

blocking may be appropriate.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X

Type of wood sheathing is

unknown. This item requires

further investigation to

determine the sheathing

type. Installation of plywood

sheathing may be required.
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Morton, Morton Elementary School, Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Morton, Morton Elementary School, Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 30



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Parapets at lower roof.

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building
Facility Name: Morton Elementary School
District Name: Morton
ICOS Latitude: 46.558
ICOS Longitude: -122.279
ICOS
County/District ID: 21214

ICOS Building ID: 19845
ASCE 41 Bldg Type: C2a
Enrollment: 176
Gross Sq. Ft. : 25,182
Year Built: 1930
Number of Stories: 2
SXS BSE-2E: 0.848
SX1 BSE-2E: 0.456
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 455
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: WRK Engineers

1. Morton, Morton Elementary School, Main Building
1.1 Building Description

The Morton Elementary School main building is a two-story concrete structure with brick veneer. The 1930

building is constructed on level ground and is located in Morton, Washington. The building is rectangular in

plan, 212 feet by 66 feet, with a maximum roof height of around 42 feet. Building construction consists of

concrete walls with brick veneer. The roof system is a flexible diaphragm composed of wood trusses. The

floor system is a flexible diaphragm composed of wood joists. The building shares the site with a

gymnasium building and two covered play sheds.

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 32



1.1.1 Building Use

The Morton Elementary School includes classrooms, a lunchroom, a kitchen, a library, and administrative

offices. The school has over 170 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Morton Elementary School
Structural System Description
Structural Roof The roof system is composed of built-up wood trusses and purlins.

Structural Floor(s) The floor system is composed of wood joists and straight sheathing.

Foundations The walls and columns are supported by spread footings.

Gravity System
The gravity system consists of steel beams and columns, wood joists, concrete

walls, and wood stud walls.

Lateral System
Concrete shear walls resist the forces in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Morton Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Cracking observed on interior wall at stairwell.

Lateral System Significant cracking of brick veneer along west exterior wall.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Morton Morton Elementary School Main Building
Deficiency Description
Wall Anchorage

at Flexible

Diaphragms

This evaluation item is likely non-compliant due to the building's age and could not be visually verified. This

item requires further investigation to make a final determination. The addition of tension ties, blocking,

strapping, and diaphragm nailing may be appropriate to mitigate seismic risk.

Foundation

Dowels

No wall reinforcement is doweled into the foundation. A direct, structural connection, such as FRP, between

the walls and the foundation should be provided to mitigate seismic risk.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.

Straight Sheathing
Straight-sheathed diaphragms have aspect ratios greater than 2-to-1. Diaphragm strengthening, such as the

addition of plywood sheathing, may be appropriate.

Spans Diaphragms are straight-sheathed. Installation of plywood sheathing may be appropriate.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Morton Morton Elementary School Main Building
Unknown Item Description

Load Path

Drawings provided are incomplete and a complete, viable load path could not be visually verified. This

evaluation item is likely non-compliant due to the building's age. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Complete Frames

This evaluation item is unknown and likely non-compliant due to the building's age and could not be visually

verified. This item requires further investigation to make a final determination and to develop a mitigation

recommendation, if necessary.

Reinforcing Steel

This evaluation item is unknown due to the incomplete construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to the incomplete construction drawings. This item requires further

investigation to make a final determination on its compliance. Direct, structural connections, such as post-

installed anchors, between the diaphragm and the concrete shear walls may be required.

Deflection

Compatibility

This evaluation item is unknown and likely non-compliant due to the building's age and could not be visually

verified. This item requires further investigation to make a final determination and to develop a mitigation

recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Morton Morton Elementary School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 32



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Morton Morton Elementary School Main Building
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Further investigation is required to verify detailing of masonry veneer ties. Installation of masonry

ties may be appropriate if non-existent.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify the method of support of masonry veneer at each floor

above grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 32



Photos:

Figure 1-1. Morton Elementary School - South Exterior

Figure 1-2. Morton Elementary School - West Exterior

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 32



Figure 1-3. Library Bookshelves Should Be Braced
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Figure 1-4. Kitchen - Tall Nonstructural Components Unbraced
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Figure 1-5. Mechanical Room with Unbraced Equipment
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Figure 1-6. Cracking at Interior Finishes
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Figure 1-7. Morton Elementary School - East Exterior

Figure 1-8. Morton Elementary School - North Exterior
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Figure 1-9. Typical Classroom with Unbraced Nonstructural Components
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Figure 1-10. Unknown Ceiling Finish Bracing, Typical
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Morton, Morton Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Drawings provided are

incomplete and a complete,

viable load path could not be

visually verified. This

evaluation item is likely

non-compliant due to the

building's age. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age and could not

be visually verified. This

item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

This evaluation item is

unknown due to the

incomplete construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

This evaluation item is likely

non-compliant due to the

building's age and could not

be visually verified. This

item requires further

investigation to make a final

determination. The addition

of tension ties, blocking,

strapping, and diaphragm

nailing may be appropriate

to mitigate seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to the

incomplete construction

drawings. This item requires

further investigation to make

a final determination on its

compliance. Direct,

structural connections, such

as post-installed anchors,

between the diaphragm and

the concrete shear walls may

be required.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

 X   

No wall reinforcement is

doweled into the foundation.

A direct, structural

connection, such as FRP,

between the walls and the

foundation should be

provided to mitigate seismic

risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

This evaluation item is

unknown and likely non-

compliant due to the

building's age and could not

be visually verified. This

item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   
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Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight-sheathed

diaphragms have aspect

ratios greater than 2-to-1.

Diaphragm strengthening,

such as the addition of

plywood sheathing, may be

appropriate.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Diaphragms are straight-

sheathed. Installation of

plywood sheathing may be

appropriate.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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Morton, Morton Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 32



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 32



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

Installation of masonry ties

may be appropriate if non-

existent.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation is

required to verify the

method of support of

masonry veneer at each

floor above grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Morton, Morton Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 32



Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Gymnasium

Facility Name: Morton Junior Senior High
School

District Name: Morton
ICOS Latitude: 46.552
ICOS Longitude: -122.273
ICOS
County/District ID: 21214

ICOS Building ID: 12392
ASCE 41 Bldg Type: W2
Enrollment: 152
Gross Sq. Ft. : 18,787
Year Built: 1957
Number of Stories: 1
SXS BSE-2E: 0.908
SX1 BSE-2E: 0.848
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 175
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: WRK Engineers

1. Morton, Morton Junior Senior High School, Gymnasium
1.1 Building Description

The Morton Junior Senior High School gymnasium building is a one-story wood-framed structure. The 1957

building is constructed on level ground and is located in Morton, Washington. The building is rectangular in

plan, roughly 166 feet by 155 feet, with a maximum roof height of about 20 feet. Building construction

consists of wood stud walls. The roof system is composed of straight sheathing over curved glulam arches.

There is a raised floor stage and a storage mezzanine on the west side of the gymnasium. The building shares

a site with two additional buildings that are a shop and the main school building.
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1.1.1 Building Use

The Morton Junior Senior High School gymnasium building consists of the gymnasium, a multi-purpose

room, locker rooms, and a classroom. The school has over 150 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Morton Junior Senior High School
Structural System Description
Structural Roof The roof system is composed of 2x decking and glulam beams.

Structural Floor(s)
The ground level is a concrete floor slab. There is a raised wood-framed floor

and a steel-framed mezzanine.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System
The gravity system consists of glulam beams and wood stud bearing walls.

Unreinforced masonry bearing wall at south end.

Lateral System Wood shear walls resist the forces in the longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Morton Junior Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Morton Morton Junior Senior High School Gymnasium
Deficiency Description
Shear Stress

Check

Pseudo shear stress is greater than 100 lb/ft. The building likely requires wood shear wall strengthening or the

addition of new shear walls. Further investigation is required.

Spans Diaphragms are straight-sheathed. Installation of plywood sheathing may be appropriate.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Morton Morton Junior Senior High School Gymnasium
Unknown Item Description

Load Path

No drawings provided. This item requires further investigation to make a final determination on compliance

and to develop a mitigation recommendation, if necessary. Further investigation into strengthening of exterior

URM bearing wall at north end is required. URM wall likely needs strengthening through strongbacks system.

Mezzanines

This evaluation item is unknown due to the lack of building drawings of the mezzanine infill and the original

building framing. Further investigation is required to make a final determination of this item's compliance and

to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sills

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Girder-Column

Connection

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sill Bolts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Roof Chord

Continuity

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Morton Morton Junior Senior High School Gymnasium
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Morton Morton Junior Senior High School Gymnasium
Unknown Item Description
C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.
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Photos:

Figure 1-1. Storage Mezzanine and Raised Multipurpose Room at West Side of Gym
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Figure 1-2. Raised Multipurpose Room at West Side of Gym
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Figure 1-3. Storage Space at East End
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Figure 1-4. Suspended Mechanical Equipment
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Figure 1-5. Straight Sheathing over Glulam Arches Roof Framing

Figure 1-6. Unreinforced Masonry Bearing Wall at North End
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Figure 1-7. Music Room

Figure 1-8. Morton Junior/Senior High School Gymnasium - North Exterior
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Figure 1-9. Exterior Unreinforced Masonry Bearing Wall
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Figure 1-10. Morton Junior/Senior High School Gym - West Exterior
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Morton, Morton Junior Senior High School, Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings provided. This

item requires further

investigation to make a final

determination on compliance

and to develop a mitigation

recommendation, if

necessary. Further

investigation into

strengthening of exterior

URM bearing wall at north

end is required. URM wall

likely needs strengthening

through strongbacks system.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

This evaluation item is

unknown due to the lack of

building drawings of the

mezzanine infill and the

original building framing.

Further investigation is

required to make a final

determination of this item's

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 100 lb/ft. The building

likely requires wood shear

wall strengthening or the

addition of new shear walls.

Further investigation is

required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Diaphragms are straight-

sheathed. Installation of

plywood sheathing may be

appropriate.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Morton, Morton Junior Senior High School, Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Main Building

Facility Name: Morton Junior Senior High
School

District Name: Morton
ICOS Latitude: 46.552
ICOS Longitude: -122.273
ICOS
County/District ID: 21214

ICOS Building ID: 10961
ASCE 41 Bldg Type: W2
Enrollment: 152
Gross Sq. Ft. : 34,955
Year Built: 1957
Number of Stories: 1
SXS BSE-2E: 0.908
SX1 BSE-2E: 0.848
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 175
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Morton, Morton Junior Senior High School, Main Building
1.1 Building Description

The Morton Junior Senior High School main building is a one-story wood-framed structure that consists of a

junior high school and a senior high school. The 1957 building is constructed on level ground and is located

in Morton, Washington. The building is mostly rectangular in plan, 432 feet by 74 feet, with a maximum

roof height of 27 feet. Building construction consists of wood stud walls with plywood sheathing. The roof

system is composed of an existing wood roof system and a new roof overbuild wood truss system. The

building shares a site with two additional buildings that are a gymnasium and a shop.
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1.1.1 Building Use

The Morton Junior Senior High School consists of classrooms, a library, administrative offices, and a lecture

hall. The school has over 150 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Morton Junior Senior High School
Structural System Description

Structural Roof

The roof system is composed of an existing roof and a new overbuild system.

The existing roof is composed of plywood over 2x decking and glulam beams.

The new roof is composed of plywood sheathing and wood trusses.

Structural Floor(s) The ground level is a concrete floor slab.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System
The gravity system consists of wood beams, wood columns, steel columns, and

wood stud bearing walls.

Lateral System
Wood shear walls with plywood roof sheathing resist the forces in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Morton Junior Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Morton Morton Junior Senior High School Main Building
Deficiency Description
Shear Stress

Check

Psuedo shear stress is greater than 100 lb/ft. This building likely requires wood shear wall strengthening or the

addition of new wood shear walls. Further investigation is required.

Diagonally

Sheathed and

Unblocked

Diaphragms

Large diaphragm spans are unblocked. Diaphragm strengthening through the addition of blocking and

additional diaphragm nailing may be appropriate to mitigate seismic risk. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Morton Morton Junior Senior High School Main Building
Unknown Item Description

Load Path
No drawings provided for junior high section. This evaluation item is unknown. This item requires further field

investigation to make a final determination and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts
No detail for existing glulam columns to foundation. This item requires further investigation to make a final

determination on its compliance and to develop a mitigation recommendation, if necessary.

Wood Sills
Unknown at junior high school. This item requires further investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.

Wood Sill Bolts
Unknown at junior high section. Compliant at senior high. This item requires further investigation to make a

final determination on its compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Morton Morton Junior Senior High School Main Building
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Science supplies. Inadequate restraints for breakable containers storing hazardous material. Provide

latched doors, shelf lips, or wires.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.

Morton, Morton Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 30



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Morton Morton Junior Senior High School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be anchored or braced.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment.
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Photos:

Figure 1-1. Unbraced Mechanical Piping

Figure 1-2. Morton Junior/Senior High School - West Exterior
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Figure 1-3. Library with Unbraced Bookshelves

Figure 1-4. Typical Classroom - Glulam Roof Beams and 2x Decking Typical
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Figure 1-5. Gap Between Ceiling and Wall
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Figure 1-6. Exterior Masonry Wall at North End

Figure 1-7. Morton Junior/Senior High School - North Exterior
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Figure 1-8. Typical Classroom in Original Construction with Unknown Light Fixture Bracing
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Figure 1-9. Unbraced Mechanical Units and Rusted Anchorage Typical
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Figure 1-10. Tall Nonstructural Components Unbraced, Typical Throughout
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Morton, Morton Junior Senior High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No drawings provided for

junior high section. This

evaluation item is unknown.

This item requires further

field investigation to make a

final determination and to

develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Psuedo shear stress is greater

than 100 lb/ft. This building

likely requires wood shear

wall strengthening or the

addition of new wood shear

walls. Further investigation

is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

No detail for existing glulam

columns to foundation. This

item requires further

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Unknown at junior high

school. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Unknown at junior high

section. Compliant at senior

high. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Large diaphragm spans are

unblocked. Diaphragm

strengthening through the

addition of blocking and

additional diaphragm nailing

may be appropriate to

mitigate seismic risk.

Further investigation is

required.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Morton, Morton Junior Senior High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

anchored or braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Science supplies.

Inadequate restraints for

breakable containers

storing hazardous material.

Provide latched doors,

shelf lips, or wires.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Shop

Facility Name: Morton Junior Senior High
School

District Name: Morton
ICOS Latitude: 46.552
ICOS Longitude: -122.273
ICOS
County/District ID: 21214

ICOS Building ID: 17363
ASCE 41 Bldg Type: W2
Enrollment: 152
Gross Sq. Ft. : 7,625
Year Built: 1957
Number of Stories: 1
SXS BSE-2E: 0.908
SX1 BSE-2E: 0.848
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 175
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
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1. Morton, Morton Junior Senior High School, Shop
1.1 Building Description

The Morton Junior Senior High School shop building is a one-story wood-framed structure. The 1957

building is constructed on level ground and is located in Morton, Washington. The building is mostly

rectangular in plan, roughly 160 feet by 50 feet, with a maximum roof height of about 16 feet. Building

construction consists of wood stud walls and a masonry fire wall. The roof system is composed of straight

sheathing. There is an attic mezzanine in the east portion of the building. The building shares a site with two

additional buildings that are a gymnasium and the main school building.
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1.1.1 Building Use

The Morton Junior Senior High School shop building consists of shop space, classrooms, a kitchen, and a

boiler room. The school has over 150 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Morton Junior Senior High School
Structural System Description
Structural Roof The roof system is composed of 2x decking and glulam beams.

Structural Floor(s)
The ground level is a concrete floor slab. The mezzanine is a wood-framed floor

system

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings.

Gravity System The gravity system consists of glulam beams and wood stud bearing walls.

Lateral System Wood shear walls resist the forces in the longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Morton Junior Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Morton Morton Junior Senior High School Shop
Deficiency Description

Load Path

No drawings provided. This evaluation item is likely non-compliant and could not be visually verified. This

item requires further investigation to make a final determination on compliance and to develop a mitigation

recommendation, if necessary. The addition of new shear walls and post-installed structural connections

between diaphragms and walls, and between walls and the foundation may be appropriate.

Mezzanines
No seismic-force-resisting system in the north-south direction. The addition of shear walls may be appropriate

to brace the mezzanine.

Shear Stress

Check

Pseudo shear stress is greater than 100 lb/ft. This building likely requires wood shear wall strengthening or the

addition of new wood shear walls. Further investigation is required.

Roof Chord

Continuity

Roof chord is not continuous through roof elevation changes. New shear walls at the location of roof chord

discontinuity may be appropriate.

Straight Sheathing
Straight-sheathed diaphragm has an aspect ratio greater than 2-to-1. Diaphragm strengthening is likely

required, such as installing plywood sheathing.

Spans Large diaphragm spans are straight-sheathed. Installation of plywood sheathing may be appropriate.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Morton Morton Junior Senior High School Shop
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Openings

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Posts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sills

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Girder-Column

Connection

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sill Bolts

This evaluation item is unknown due to lack of original building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Morton, Morton Junior Senior High School, Shop ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 30



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Morton Morton Junior Senior High School Shop
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Morton Morton Junior Senior High School Shop
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be anchored or braced.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to verify bracing of URM partitions. Unreinforced masonry

partition walls should be braced or demolished.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow contents. All tall narrow

contents should be braced.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Further investigation is required to review anchorage of fall-prone contents. All fall-prone contents

should be anchored to prevent falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be braced.
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Photos:

Figure 1-1. Morton Junior/Senior High School Shop - East Exterior

Figure 1-2. Boiler Room with Unbraced Piping
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Figure 1-3. URM Wall in Boiler Room Likely Unbraced

Figure 1-4. Classroom Space
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Figure 1-5. West Classroom

Figure 1-6. West Classroom - East Interior with Mezzanine in Back
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Figure 1-7. Suspended Mechanical Equipment
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Figure 1-8. Wood-Framed Attic Mezzanine

Figure 1-9. Morton Junior/Senior High School Shop - North Exterior
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Figure 1-10. Morton Junior/Senior High School Shop - Northeast Exterior
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Morton, Morton Junior Senior High School, Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings provided. This

evaluation item is likely

non-compliant and could not

be visually verified. This

item requires further

investigation to make a final

determination on compliance

and to develop a mitigation

recommendation, if

necessary. The addition of

new shear walls and post-

installed structural

connections between

diaphragms and walls, and

between walls and the

foundation may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

No seismic-force-resisting

system in the north-south

direction. The addition of

shear walls may be

appropriate to brace the

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 100 lb/ft. This building

likely requires wood shear

wall strengthening or the

addition of new wood shear

walls. Further investigation

is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to lack of

original building

construction drawings and

could not be visually

verified. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

Roof chord is not continuous

through roof elevation

changes. New shear walls at

the location of roof chord

discontinuity may be

appropriate.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight-sheathed diaphragm

has an aspect ratio greater

than 2-to-1. Diaphragm

strengthening is likely

required, such as installing

plywood sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Large diaphragm spans are

straight-sheathed.

Installation of plywood

sheathing may be

appropriate.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   
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Morton, Morton Junior Senior High School, Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

anchored or braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Further investigation is

required to verify bracing

of URM partitions.

Unreinforced masonry

partition walls should be

braced or demolished.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

Morton, Morton Junior Senior High School, Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 30



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Further investigation is

required to review

anchorage of tall narrow

contents. All tall narrow

contents should be braced.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Further investigation is

required to review

anchorage of fall-prone

contents. All fall-prone

contents should be

anchored to prevent falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Morton, Morton Junior Senior High School, Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 30



Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: 200 Building - JHS

Facility Name: Mount Baker Junior High
School

District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 12268
ASCE 41 Bldg Type: W2
Enrollment: 256
Gross Sq. Ft. : 36,425
Year Built: 1992
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248
Liquefaction

Potential:
Moderate to high

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Junior High School, 200 Building - JHS
1.1 Building Description

The 200 building is a 36,425 sf single-story building with a trussed roof built in 1992. The building footprint

is rectangular and approximately 300 ft by 150 ft. The building is located on a flat site in the west area of the

Mount Baker High School campus. The exterior walls are covered with a masonry veneer. 

The structural roof consists of plywood sheathing over pitched wood trusses. The gravity system consists of

plywood sheathed wooden trusses and the main lateral force resisting system is wood shear walls at various

locations throughout the floor plan. The building has an arched CMU entrance way with a precast concrete

lintel that faces the roadway side of the school.
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1.1.1 Building Use

This southern portion of this building is a multi-purposed building that acts as housing for offices for school

administration, science/health classrooms and has areas where students can study and do homework. The

northern portion of this building has both boy's and girl's locker rooms that are used to change and shower.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Junior High School
Structural System Description

Structural Roof

The structural roof consists of plywood sheathing over pitched wood trusses at

24 inches on-center (nominally), 2"x10" framing at 24 inches on-center, and

parallel chord wood trusses at 24 inches on-center.

Structural Floor(s) The structural floor is primarily a 4 inch thick reinforced concrete slab on grade.

Foundations
The foundation consists of primarily 2- and 4 pile caps driven deep into the

existing soil.

Gravity System

The gravity system consists of plywood sheathing roof over wooden trusses

spaced at 24 inches on-center, which are supported by TS 7"x 5"x 1/4" columns,

2"x 6" load bearing walls, and wall piers.

Lateral System The lateral force resisting system is primarily wood stud shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Junior High School
Structural System Description
Structural Roof Visibly satisfactory. No visible signs of deterioration or damage.

Structural Floor(s) Visibly satisfactory. No visible signs of deterioration or damage.

Foundations Not visible; however, assumed satisfactory unless otherwise noted.

Gravity System Visibly satisfactory. No visible signs of deterioration or damage.

Lateral System Visibly satisfactory. No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Junior High School 200 Building - JHS
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Junior High School 200 Building -
JHS
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Junior High School 200 Building - JHS
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Junior High School 200 Building
- JHS
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

No drawings to confirm how the masonry veneer on the building exterior is connected to the

backup. Further investigation should be completed. Adding connections for the veneer may be

appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

There are no drawings to confirm that the veneer is supported by shelf angles. Further investigation

should be completed. Adding connections for the veneer may be appropriate to mitigate seismic

risk.
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M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown if the veneer is anchored to the backup adjacent to weakened planes. Further

investigation should be completed. Adding connections for the veneer may be appropriate to

mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is backed up. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopy that connects from the 200's to the 300's buildings is anchored.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior east side of building. Building is closest to the top of the photograph on the campus side of
the road.

Figure 1-2. Exterior Elevation of the 200 Building from Inside the School
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Figure 1-3. Exterior Elevation of the 200 Building from Road Side

Figure 1-4. Exterior Elevation of the 200 Building from Road Side
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Mount Baker, Mount Baker Junior High School, 200 Building - JHS

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The single story building has

a clear, defined load path

from the roof down through

the structure and into the

foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Since this building and all

surrounding buildings are

single story and are

separated by a large

walkway, the pounding

effect should not be a

problem.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Detail C/2S2.1 show that the

interior mechanical

mezzanine is anchored to the

SFRS of the main structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Weak story does not apply

because it is a single story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Soft story does not apply

because it is a single story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
The lateral force system is

continuous in this structure.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Geometric irregularities do

not exist because it is a

single story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Mass irregularities do not

exist because it is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and the structure appears to

be symmetrical and

orthogonal. This is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Since this is a single story

structure, overturning is less

likely. This item is likely

compliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Drawings appear to show

the foundation piles with

ties.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are at least two lines

of shear walls in each

principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Through performing the

shear stress quick check per

ASCE 41-17, the shear walls

in the 200's building does

not appear to have a shear

stress issue.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

The shear walls in the 200's

building appear to all have

an aspect ratio less than 2:1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  This is a one story structure.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
This building is not on a

sloped site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
This building does not have

a basement level.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

None of the walls have

openings greater than 80%

of their length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

From the plans, there are no

wood posts are go directly

into the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Per detail A/S6.2, the wood

sills are bolted to the

foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Detail H/S5.2 shows that the

girders and columns are

bolted through a 1/2-inch

thick plate.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Detail A/S6.2 shows that the

sill bolts are spaced at 4 ft. 0

in. o.c.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

It does not appear that the

200 building has a split level

construction. The roof is

pitched.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

The framing plan on 2S.2.3

show the chord elements to

be continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There are no openings in the

diaphragm larger than 50%

of the building width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The diaphragm is plywood

sheathed.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
The diaphragm is plywood

sheathed structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

The diaphragm is plywood

structural panel sheathing

and blocked.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragm is made of

wood.
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Mount Baker, Mount Baker Junior High School, 200 Building - JHS

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

This building didn't have

equipment containing

hazardous material on

vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

It is unknown if the

structure contains

hazardous materials.

Further investigation

should be performed.

Flexible couplings or other

details accommodate the

relative seismic

displacements may be

appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

This building does not

have unreinforced masonry

or hollow-clay tile

partitions.
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P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

This building does not

have masonry or hollow-

clay tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

This building does not

have rigid, cementitious

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

The suspended light

fixtures appear to be

supported by two wires.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This is not a steel or

concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
This is not a multi-story

structure.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
There are no panel

connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
There are no cladding

panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
There are no bearing

connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
Concrete cladding is not

present for this building.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

No drawings to confirm

how the masonry veneer

on the building exterior is

connected to the backup.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

There are no drawings to

confirm that the veneer is

supported by shelf angles.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown if the veneer

is anchored to the backup

adjacent to weakened

planes. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
No unreinforced masonry

backup is present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is backed

up. Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets or

cornices on this building.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopy that connects from

the 200's to the 300's

buildings is anchored.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

This building does not

have cornices, parapets,

signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

This building does not

have unreinforced masonry

chimneys.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
This building does not

have masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This building does not

have stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This building does not

have stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

From the site visit, this

building did not appear to

have industrial storage or

pallet racks taller than 12

ft.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

From the site visit, there

did not appear to be any

contents that meet tall and

narrow requirements.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There is no elevator for

this building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
There is no elevator for

this building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Pro-Rate Portion of Commons -
Building 100

Facility Name: Mount Baker Junior High School
District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 24242
ASCE 41 Bldg Type: W2
Enrollment: 256
Gross Sq. Ft. : 8,364
Year Built: 1990
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248

Liquefaction
Potential:

Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Junior High School, Pro-Rate Portion of Commons -
Building 100
1.1 Building Description

The 100 building is a 8,364 sf one-story multi-purposed building constructed on a level grade in 1992. The

combined building 100 footprint is rectangular and approximately 245 feet by 170 feet. The building is

located on a flat site in the southwest area of the Mount Baker High School campus. The exterior walls are

covered with a masonry veneer. 

The structural roof consists of plywood sheathing over pitched wood trusses. The gravity system consists of

plywood sheathed wooden trusses and the main lateral force resisting system is wood shear walls at various

locations throughout the floor plan. The entrance way is a precast concrete lintel arch that consists of 4 piles

cast into 8" thick concrete masonry units.
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1.1.1 Building Use

The 100 building is primarily used for conference rooms, offices and a multi-use theater toward the back of

the building. This building acts as a main office for the entire school. It is worth noting that the junior high

and senior high schools have different entrances to the building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Junior High School
Structural System Description

Structural Roof
The structural roof consists of plywood sheathing over pitched wood trusses at

24 inches on-center, parallel chord trusses at 24 inches on-center.

Structural Floor(s) The structural floor is a 4 inch thick reinforced concrete slab on grade.

Foundations The foundation primarily consists 2- and 4 pile caps driven deep into the soil.

Gravity System

The gravity system consists of plywood sheathed wooden trusses, TS

5"x5"x3/16" columns, and 2" x 6" load bearing walls that help transfer lateral

loads into the foundation.

Lateral System
The main lateral force resisting system is wood shear walls at various locations

throughout the floor plan.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Junior High School
Structural System Description
Structural Roof No visible signs of deterioration or damage.

Structural Floor(s) No visible signs of deterioration or damage.

Foundations No visible signs of deterioration or damage.

Gravity System No visible signs of deterioration or damage.

Lateral System No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Junior High School Pro-Rate Portion of Commons -
Building 100
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Junior High School Pro-Rate Portion
of Commons - Building 100
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning
It appears that there are shear walls that may not meet the requirements. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Junior High School Pro-Rate Portion of
Commons - Building 100
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Junior High School Pro-Rate
Portion of Commons - Building 100
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopy at the building's exit is anchored. Further investigation should be

performed. Additional connection to the building may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. Plan View of Building 100- Pro-Rate Portion of Commons for the Mount Baker JHS

Figure 1-2. Exterior Elevation of Building 100- Pro-Rate Portion of Commons for the Mount Baker JHS from
Parking Lot
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Figure 1-3. Exterior Elevation of Building 100- Pro-Rate Portion of Commons for the Mount Baker JHS from
Road Side

Figure 1-4. Exterior Elevation of the Building 100- Pro-Rate Portion of Commons for the Mount Baker JHS from
the Road Side next to the 200 Building
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Figure 1-5. Exterior Elevation of Building 100- Pro-Rate Portion of Commons for the Mount Baker JHS from
Road Side
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Mount Baker, Mount Baker Junior High School, Pro-Rate Portion of Commons -

Building 100

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The single story building has

a clear, defined load path

from the roof down through

the structure and into the

foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
There are no immediately

adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There is no interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Weak story does not apply

because it is a single story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Soft story does not apply

because it is a single story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
The lateral force system is

continuous in this structure.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Geometric irregularities do

not exist because it is a

single story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Mass irregularities do not

exist because it is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and the structure appears to

be symmetrical and

orthogonal. This is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

It appears that there are

shear walls that may not

meet the requirements.

Further investigation should

be performed. Additional

shear walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Drawings appear to show

the foundation piles with

ties.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

From drawings, there are at

least two shear walls in each

principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Through performing the

ASCE 41-17 Shear Stress

Quick Check, this building is

compliant.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
From drawings, this check is

compliant.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  This is a one story structure.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  This site is not sloped.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There are no openings in the

walls greater than 80% of

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

The 100's building does not

appear to have any wood

posts that are directly

connected to the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Detail A/S6.2 show that the

sill plates are bolted to the

foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Drawings appear to show a

positive girder-column

connection using bolted

plates per detail H/S5.2

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Detail A/S6.2 show that the

sill bolts are spaced at 4 ft.

o.c.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

From drawings of the 100's

building roof framing plan,

roof chords are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

No diaphragm openings

larger than 50 percent of

building width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
This is not a straight-

sheathed diaphragm.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The wood framing

diaphragm is CDX plywood

panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

Diaphragm is called out as

blocked and plywood

sheathed on the plans.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragm is wood

framed.
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Mount Baker, Mount Baker Junior High School, Pro-Rate Portion of Commons -

Building 100

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

From the site visit, there is

no equipment mounted on

vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

It is unknown if the

structure contains

hazardous materials.

Further investigation

should be performed.

Flexible couplings or other

details accommodate the

relative seismic

displacements may be

appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There are no unreinforced

masonry or hollow-clay

tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
There are no masonry or

hollow-clay tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
There are no rigid

cementitious partitions.

Mount Baker, Mount Baker Junior High School, Pro-Rate Portion of Commons - Building 100 ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 28



P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceiling is suspended GWB

not suspended lath and

plaster

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

The suspended light

fixtures appeared to be

supported by two wires.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This building does not

have steel or concrete

moment frames.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
This is a one story

structure.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
There are no panel

connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
There are no cladding

panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
There are no bearing

connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
There is no concrete

cladding for this building.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Per detail E/1A4.1, the

masonry veneer is

anchored per UBC 30.06

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X    

Per detail E/1A4.1, the

masonry veneer is

anchored per UBC 30.06
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M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No unreinforced masonry

backup present in building

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Structure is wood framed,

not cold-formed steel.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

Walls consist of wood

studs, not concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopy at the building's

exit is anchored. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There are no cornices,

parapets, signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no unreinforced

masonry chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There are no stairs in this

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There are no stairs in this

building.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

From the site visit, there

was no industrial storage

or pallet racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    
From the site visit, tall,

narrow items are secured.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

No fall-prone contents

were visible from the site

visit.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
This building does not

have an elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
This building does not

have an elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: 300 North

Facility Name: Mount Baker Senior High
School

District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 15592
ASCE 41 Bldg Type: W2
Enrollment: 579
Gross Sq. Ft. : 8,079
Year Built: 1980
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Senior High School, 300 North
1.1 Building Description

The 300 North building is a one story wood-framed structure constructed in 1980. The building is located on

a flat site in the western area of the Mount Baker High School campus. The building is located close to the

field house and has corridor hallways that lead from it to the 300 south building. The combined north and

south 300 building is rectangular in plan and approximately 300 feet by 150 feet. The square footage of the

300 north building is approximately 8,079 square feet. The exterior walls are covered by a brick veneer. 

The structural roof consists of a pitched plywood sheathed roof supported by wooden trusses. This is

supported by studded bearing walls. The foundation consists of a reinforced concrete slab on grade

supported by a deep pile foundation. The lateral system consists of wood sheathed shear walls.
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1.1.1 Building Use

This building is primarily used for academic classrooms for the senior high school students. Various classes

like English, social studies, math, along with computer rooms and offices are located in the 300's north

building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Senior High School
Structural System Description

Structural Roof
The structural roof consists of a pitched plywood sheathed roof over a metal

deck with wooden trusses at 24 inches on-center and 2"x4" blocking.

Structural Floor(s)
The structural floor consists of a 6 inch thick reinforced concrete slab-on-grade

over existing grade beams.

Foundations
The foundation consists of grade beams supported by pile caps with two piles

per cap. The piles are driven deep into the soil.

Gravity System The gravity system consists of wood framed bearing walls.

Lateral System

The lateral system consists of wood shear walls with 1/2 inch plywood

sheathing, panel nailing, 5/8" inch anchor bolts at 4 feet on-center with holdowns

at each end.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Senior High School
Structural System Description
Structural Roof No visible signs of deterioration or damage.

Structural Floor(s) No visible signs of deterioration or damage.

Foundations No visible signs of deterioration or damage.

Gravity System No visible signs of deterioration or damage.

Lateral System No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 300 North
Deficiency Description

Narrow Wood

Shear Walls

In the 300 North Building Gridline 3A1, there is a shear wall between Gridlines 3AA-3AB that is roughly 34

feet long for a ceiling height of about 12 feet. Further investigation should be performed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 300 North
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 300 North
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 300 North
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

The brick masonry veneer around the exterior of the building is detailed in the architectural notes

as having anchors but does not call out the spacing. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

There are no specific details of how the masonry veneer is anchored to the backup, but the

anchoring is called out on the elevation.\n\nFurther investigation is warranted to ensure that the

veneer does not separate from the structural wall during an earthquake. This would create a falling

hazard to bystanders.
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PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The architectural and structural drawings do not show details for the canopies that lead from the

building exit. Further investigation should be performed. Additional connection to the building

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical/ Electrical equipment was not observed during the site visit and there are no MEP

drawings to confirm this information. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical/ Electrical equipment was not observed during the site visit and there are no MEP

drawings to confirm this information. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Mechanical/ Electrical equipment was not observed during the site visit and there are no MEP

drawings to confirm this information. Further investigation should be performed. Brace tops of

equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior overhead plan of building. See top of photograph.

Figure 1-2. Exterior south side of building.
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Figure 1-3. Aerial View of 300 North Building. See middle building of the three on the lower portion of the photo.

Figure 1-4. Exterior Elevation of 300 North Building from the Quad between the 300 North and 100 Building
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Figure 1-5. Exterior Elevation of 300 North Building from the Quad between the 300 North and 100 Building

Figure 1-6. Exterior Elevation of 300 North Building from the Quad between the 300 North and 100 Building
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Mount Baker, Mount Baker Senior High School, 300 North

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The single story building has

a clear, defined load path

from the roof down through

the structure and into the

foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

Since this building and all

surrounding buildings are

single story and are

separated by a large

walkway, the pounding

effect should not be a

problem.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  

Being a single story

building, there is no interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Weak story does not apply

because it is a single story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Soft story does not apply

because it is a single story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
The lateral force system is

continuous in this structure.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Geometric irregularities do

not exist because it is a

single story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Mass irregularities do not

exist because it is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

For this rectangular floor

plan and flexible diaphragm,

it is unlikely that there is a

torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Since this is a single story

structure with generally long

shear walls, excessive

overturning is not expected.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Drawings appear to show

the foundation piles with

ties.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

From the drawings, it is clear

that there are at least two

shear walls in each principal

direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Through performing the

ASCE 41-17 shear stress

quick check, there does not

appear to be a shear stress

issue in the shear walls.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This is a single story

structure, so this does not

apply.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This is a single story

structure, so this does not

apply.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

In the 300 North Building

Gridline 3A1, there is a

shear wall between Gridlines

3AA-3AB that is roughly 34

feet long for a ceiling height

of about 12 feet. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This is a one story structure

so this provision does not

apply.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  

This building is on level

grade, so this provision does

not apply.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There are no openings in the

walls greater than 80% of

their length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

300 North does not have

wood posts that go directly

into the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Per detail A/S6.2, the wood

sill plates are bolted.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

The drawings appear to

show a positive connection

between the girder and

column support.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
The sill bolts are spaced at 4

ft. 0 in. o.c. per detail A/S6.2

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
The diaphragm is continuous

from the drawings.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
The roof chords are

continuous per the drawings.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There are no diaphragm

openings.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

The diaphragm consists of

plywood structural panel

sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The diaphragm consists of

plywood structural panel

sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

The diaphragm is blocked

around its perimeter and is

plywood panel sheathed.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragm is wood

framed.
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Mount Baker, Mount Baker Senior High School, 300 North

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

It is unknown from the site

visit whether there are

breakable containers that

have hazardous material or

not; however, from the

floor plan, this building

consists of English,

Journalism, Social Studies,

and Math classrooms, all

of which should not have

breakable containers with

hazardous material. This

was assumed to be not

applicable.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

From the floor plans, it

was not clear that there

was a seismic joint present

in this building. Further

investigation should be

performed. Flexible

couplings or other details

accommodate the relative

seismic displacements may

be appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on drawings and site

investigation, this building

does not have unreinforced

masonry or hollow-clay

tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

This building does not

have masonry or hollow-

clay tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

This building does not

have rigid cementitious

partitions.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

This ceiling consists of

plastic laminate and

gypsum so this check does

not apply.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Mount Baker, Mount Baker Senior High School, 300 North ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 29



Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This is a wood framed

structure with wood shear

walls so this check does

not apply.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  There is no cladding.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

No cladding panels per

13.6.1.4. The structural

cladding is brick veneer so

this check does not apply.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

No cladding panels per

13.6.1.4. The structural

cladding is brick veneer so

this check does not apply.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

No cladding panels per

13.6.1.4. The structural

cladding is brick veneer so

this check does not apply.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
There are no concrete

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

The brick masonry veneer

around the exterior of the

building is detailed in the

architectural notes as

having anchors but does

not call out the spacing.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

There are no specific

details of how the masonry

veneer is anchored to the

backup, but the anchoring

is called out on the

elevation.

Further investigation is

warranted to ensure that

the veneer does not

separate from the

structural wall during an

earthquake. This would

create a falling hazard to

bystanders.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry back up.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  Wood 2x6 stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  Wood 2x6 stud backup

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The architectural and

structural drawings do not

show details for the

canopies that lead from the

building exit. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets for this building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

No appendages above the

highest point of anchoring

to the structure

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

This building does not

have unreinforced masonry

chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

This building does not

have unreinforced masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This building does not

have stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This building does not

have stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It was not clear from the

site visit that there was any

industrial storage racks or

pallet racks; however, it

can be assumed that these

would not be located inside

of a school building full of

classrooms and offices.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Mechanical/ Electrical

equipment was not

observed during the site

visit and there are no MEP

drawings to confirm this

information. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical/ Electrical

equipment was not

observed during the site

visit and there are no MEP

drawings to confirm this

information. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Mechanical/ Electrical

equipment was not

observed during the site

visit and there are no MEP

drawings to confirm this

information. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevator in this

building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevator in this

building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: 300 South

Facility Name: Mount Baker Senior High
School

District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 12454
ASCE 41 Bldg Type: W2
Enrollment: 579
Gross Sq. Ft. : 23,348
Year Built: 1980
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Senior High School, 300 South
1.1 Building Description

The 300 South building is a one story wood-framed structure constructed in 1980. The building is located on

a flat site in the western area of the Mount Baker High School campus. The building is located close to the

field house and has corridor hallways that lead from it to the 300 north building. The combined north and

south 300 building is rectangular in plan and approximately 300 feet by 150 feet. The square footage of the

300 north building is approximately 23,348 square feet. The exterior walls are covered by a brick veneer. 

The structural roof consists of a pitched plywood sheathed roof supported by wooden trusses. This is

supported by studded bearing walls. The foundation consists of a reinforced concrete slab on grade

supported by a deep pile foundation. The lateral system consists of wood sheathed shear walls.
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1.1.1 Building Use

This building is primarily used for academic classrooms for the senior high school students. Various classes

like health education, driver's ed, journalism, and social studies are held in the building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Senior High School
Structural System Description

Structural Roof
The structural roof consists of a pitched plywood sheathed roof over a metal

deck with wooden trusses at 24 inches on-center and 2"x4" blocking.

Structural Floor(s)
The structural floor consists of a 6 inch thick reinforced concrete slab on grade

over existing grade beams.

Foundations
The foundation consists of grade beams supported by pile caps with two piles

per cap. The piles are driven deep into the soil.

Gravity System The gravity system consists of wood framed bearing walls.

Lateral System

The lateral system consists of wood shear walls with 1/2 inch plywood

sheathing, panel nailing, 5/8" inch anchor bolts at 4 feet on-center with holdowns

at each end.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Senior High School
Structural System Description
Structural Roof No visible signs of deterioration or damage.

Structural Floor(s) No visible signs of deterioration or damage.

Foundations No visible signs of deterioration or damage.

Gravity System No visible signs of deterioration or damage.

Lateral System No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 300 South
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 300 South
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 300 South
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 300 South
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

The brick masonry veneer around the exterior of the building is detailed in the architectural notes

as having anchors but does not call out the spacing. Further investigation should be completed.

Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

There are no specific details of how the masonry veneer is anchored to the backup, but the

anchoring is called out on the elevation.\n\nFurther investigation is warranted to ensure that the

veneer does not separate from the structural wall during an earthquake. This would create a falling

hazard to bystanders.
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PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The architectural and structural drawings do not show details for the canopies that lead from the

building exit. Further investigation should be performed. Additional connection to the building

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical/ Electrical equipment was not observed during the site visit and there are no MEP

drawings to confirm this information. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical/ Electrical equipment was not observed during the site visit and there are no MEP

drawings to confirm this information. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Mechanical/ Electrical equipment was not observed during the site visit and there are no MEP

drawings to confirm this information. Further investigation should be performed. Brace tops of

equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior overhead plan of building. See top of photograph.

Figure 1-2. Exterior south side of building.
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Figure 1-3. Exterior Elevation of 300 South Building from the Quad between the 300 South and 100 Building

Figure 1-4. Exterior Elevation of 300 South Building from the Quad between the 300 South and 100 Building
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Figure 1-5. Exterior Elevation of 300 South Building from the Quad between the 300 South and 100 Building

Figure 1-6. Exterior Elevation of 300 South Building from the Quad between the 300 South and 100 Building
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Mount Baker, Mount Baker Senior High School, 300 South

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

From the drawings and site

visit, it appears like there is a

complete load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

For a campus that solely has

one story structures, the

pounding effect should not

be expected.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X This is a one story structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X This is a one story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X This is a one story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

All vertical elements are

continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  This is a one story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  This is a one story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

For this rectangular floor

plan and flexible diaphragm,

it is unlikely that there is a

torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Since this is a single story

structure with generally long

shear walls, excessive

overturning is not expected.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Foundation shows that the

pile cap reinforcement is

tied.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Building appears to be

positively connected to the

existing structure. More than

2 lines of shear walls in each

principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

From the quick check per

ASCE 41-17, there is not a

shear stress issue present.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story structure.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
None of the shear walls

exceed a 2-1 aspect ratio.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This is a one story structure

so this provision does not

apply.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  

This is a one story structure

so this provision does not

apply.

Mount Baker, Mount Baker Senior High School, 300 South ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 29



Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There are not openings in

the walls greater than 80%

their length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    
The existing pile caps show

a positive connection.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Per detail A/S6.2, the wood

sill plates are bolted.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

The drawings appear to

show a positive connection

between the girder and

column support.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
The sill bolts are spaced at 4

ft. 0 in. o.c. per detail A/S6.2

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
The diaphragm for this

building is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

The drawings show

continuous diaphragm chord

reinforcement.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There are no openings in the

diaphragm longer than 50%

of either of the floor plan

dimensions.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

The diaphragm consists of

plywood structural panel

sheathing.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The diaphragm consists of

plywood structural panel

sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X    

The diaphragm is blocked

and consists of plywood

structural panel sheathing.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragm is wood

framed.
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Mount Baker, Mount Baker Senior High School, 300 South

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

It is unknown from the site

visit whether there are

breakable containers that

have hazardous material or

not; however, from the

floor plan, this building

consists of English,

Journalism, Social Studies,

and Math classrooms, all

of which should not have

breakable containers with

hazardous material. This

was assumed to be not

applicable.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

From the floor plans, it

was not clear that there

was a seismic joint present

in this building. Further

investigation should be

performed. Flexible

couplings or other details

accommodate the relative

seismic displacements may

be appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on drawings and site

investigation, this building

does not have unreinforced

masonry or hollow-clay

tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

This building does not

have masonry or hollow-

clay tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

This building does not

have rigid cementitious

partitions.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

This ceiling consists of

plastic laminate and

gypsum so this check does

not apply.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This is a wood framed

structure with wood shear

walls so this check does

not apply.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  There is no cladding.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

No cladding panels per

13.6.1.4. The structural

cladding is brick veneer so

this check does not apply.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

No cladding panels per

13.6.1.4. The structural

cladding is brick veneer so

this check does not apply.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

No cladding panels per

13.6.1.4. The structural

cladding is brick veneer so

this check does not apply.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
There are no concrete

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

The brick masonry veneer

around the exterior of the

building is detailed in the

architectural notes as

having anchors but does

not call out the spacing.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

Mount Baker, Mount Baker Senior High School, 300 South ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 29



M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

There are no specific

details of how the masonry

veneer is anchored to the

backup, but the anchoring

is called out on the

elevation.

Further investigation is

warranted to ensure that

the veneer does not

separate from the

structural wall during an

earthquake. This would

create a falling hazard to

bystanders.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry back up.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  Wood 2x6 stud backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  Wood 2x6 stud backup

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No unreinforced masonry

parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The architectural and

structural drawings do not

show details for the

canopies that lead from the

building exit. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets for this building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

No appendages above the

highest point of anchoring

to the structure

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

This building does not

have unreinforced masonry

chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

This building does not

have unreinforced masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This building does not

have stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This building does not

have stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It was not clear from the

site visit that there was any

industrial storage racks or

pallet racks; however, it

can be assumed that these

would not be located inside

of a school building full of

classrooms and offices.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Mechanical/ Electrical

equipment was not

observed during the site

visit and there are no MEP

drawings to confirm this

information. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical/ Electrical

equipment was not

observed during the site

visit and there are no MEP

drawings to confirm this

information. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Mechanical/ Electrical

equipment was not

observed during the site

visit and there are no MEP

drawings to confirm this

information. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevator in this

building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevator in this

building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: 700 Building

Facility Name: Mount Baker Senior High
School

District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 14587
ASCE 41 Bldg Type: W2
Enrollment: 579
Gross Sq. Ft. : 15,710
Year Built: 1992
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248
Liquefaction

Potential:
moderate to high

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Senior High School, 700 Building
1.1 Building Description

The 700 Building is a one-story wood-framed structure constructed in 1992. The building is located on a flat

site at the southeast area side of the Mount Baker High School campus. The building is rectangular in plan

and approximately 140 feet by 130 feet. The exterior walls are covered in masonry veneer for about half the

distance from the ground to the roof. The structural roof consists of solid sawn beams supporting wood

sheathing. The solid sawn beams are supported by wood trusses. The wood trusses are supported by wood

shear walls around the exterior of the structure. Nonstructural systems consist of lights, masonry veneer, and

HVAC systems. In addition, it is likely that the structure contains fans, blowers, and welding equipment.
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1.1.1 Building Use

Building contains school shop. This includes storage, carpentry and shop equipment, and work space.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Senior High School
Structural System Description

Structural Roof
The structural roof consists of solid sawn beams supporting wood sheathing. The

solid sawn beams are supported by wood trusses.

Structural Floor(s) The ground floor consists of a 6-inch thick slab-on-grade.

Foundations The foundations consist of shallow concrete strip footing.

Gravity System
The wood structural roof is supported by wood bearing walls around the exterior

of the structure.

Lateral System The lateral system consists of wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 700 Building
Deficiency Description

Narrow Wood

Shear Walls

There are wood walls that are intended to resist seismic loading with an aspect ratio greater than 2-to-1. Further

investigation should be performed. Lateral system strengthening or additional shear walls may be appropriate

to mitigate seismic risk.

Openings

The garage entrance of the structure contains openings in the wall greater than 80% of the length that are braced

by the diaphragm and an adjacent shear wall. However, it is unknown if it is capable of transferring the seismic

forces. Further investigation should be completed. Lateral system strengthening may be appropriate to mitigate

seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 700 Building
Unknown Item Description

Liquefaction

The building is in an alluvial river valley. The liquefaction potential of site soils is unknown at this time given

available information. Moderate to high liquefaction potential is identified per ICOS based on state geologic

mapping. Requires further investigation by a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

There appears to be a continuous shear wall around the perimeter of the structure. This item is likely compliant.

Further investigation should be performed. Lateral system strengthening or addition of new shear walls may be

appropriate to mitigate seismic risk.

Roof Chord

Continuity

There appears to be chord elements that are likely continuous. However, it does not appear to be specified in

the drawings. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 700 Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Gas piping connections appear to be rigidly connected, not flexible. Flexible coupling for gas

piping connections may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 700 Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Unknown whether the gas piping has shutoff valves. Further investigation of mechanical piping

should be performed. Providing shutoff valves may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

No available record drawing information on exterior masonry veneer and unable to verify during

site investigation. It is unknown how the veneer is connected to the structure. Further investigation

should be completed. Adding connections for the veneer may be appropriate to mitigate seismic

risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No available record drawing information on exterior masonry veneer and unable to verify during

site investigation. It is unknown how the veneer is connected to the structure. Further investigation

should be completed. Adding connections for the veneer may be appropriate to mitigate seismic

risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Canopies at building exits appear to be stand-alone structures. It is unknown how they are

connected to the building. They are likely to be compliant. Further investigation should be

performed. Additional connection to the building may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior southeast corner of building.

Figure 1-2. Exterior south side of building.
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Figure 1-3. Exterior south side of building.

Figure 1-4. Exterior east side of building.
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Figure 1-5. Exterior Elevation of 700 Building from the Parking Lot
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Mount Baker, Mount Baker Senior High School, 700 Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Load path is clear on

original construction

drawings.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

There does not appear to be

any structures adjacent to the

building that clear distance

would be a concern.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is one story.

There are no stories above.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
The building is one story.

There are no stories above.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the walls are

continuous from the roof to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

The building is one story.

There are no adjacent

stories.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

The building is one story.

There are no adjacent

stories.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building appears to be

orthogonal with a flexible

diaphragm. This item is

likely compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The building is in an alluvial

river valley. The liquefaction

potential of site soils is

unknown at this time given

available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

The shear walls appear to

have base/height ratios that

are compliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

The foundation appears to be

restrained by concrete slab-

on-grade.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appear to be at least

two lines of shear walls in

each principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

There appears to be a

continuous shear wall

around the perimeter of the

structure. This item is likely

compliant. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
Structural walls do not

contain stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    
There is continuous wood

sheathing.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

There are wood walls that

are intended to resist seismic

loading with an aspect ratio

greater than 2-to-1. Further

investigation should be

performed. Lateral system

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

The structure is one story.

There are no locations

between stories to transfer

overturning and shear forces

through the floor.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The structure is not located

on a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

The garage entrance of the

structure contains openings

in the wall greater than 80%

of the length that are braced

by the diaphragm and an

adjacent shear wall.

However, it is unknown if it

is capable of transferring the

seismic forces. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

It appears that holdowns at

each end of each shear wall

are called out on the shear

wall schedule.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Wood sills appear to be

bolted to the foundation per

the grade beam details.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

There appears to be a

positive connection between

columns and horizontal

gravity elements.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Sill bolts appear to be spaced

less than 6 ft on center and

specified to be in the center

of the wood sill plate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

The diaphragm does not

appear to have split-level

floors or expansion joints.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

There appears to be chord

elements that are likely

continuous. However, it does

not appear to be specified in

the drawings. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

There does not appear to be

openings in the diaphragm

longer than a few feet.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Roof diaphragm consists of

wood panel sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Roof diaphragm consists of

wood panel sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X    

Structural panel diaphragms

appear to be blocked. at all

edges. Spans are greater than

40 ft and aspect ratios less

than 4-to-1.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of a

wood system.

Mount Baker, Mount Baker Senior High School, 700 Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 29



Mount Baker, Mount Baker Senior High School, 700 Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Unknown whether the gas

piping has shutoff valves.

Further investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Gas piping connections

appear to be rigidly

connected, not flexible.

Flexible coupling for gas

piping connections may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There does not appear to

be any unreinforced

masonry partitions in the

building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

There does not appear to

be any hollow-clay tile

partitions in the building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There does not appear to

be any rigid cementitious

partitions in the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
It is unlikely that the roof

has lath and plaster ceiling.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
There does not appear to

be any glazing panels.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

No available record

drawing information on

exterior masonry veneer

and unable to verify during

site investigation. It is

unknown how the veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

No available record

drawing information on

exterior masonry veneer

and unable to verify during

site investigation. It is

unknown how the veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no coldformed

steel stud backup.
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Canopies at building exits

appear to be stand-alone

structures. It is unknown

how they are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There does not appear to

be any hollow-clay tile or

unreinforced masonry

walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

There does not appear to

be any concrete or

unreinforced masonry

around stair enclosures. It

is unknown if there are

stairs in the structure.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

Mount Baker, Mount Baker Senior High School, 700 Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 29



ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevators are part of the

structure.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: 800 Building (Former Deming
Elem.)

Facility Name: Mount Baker Senior High
School

District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 11085
ASCE 41 Bldg Type: W2
Enrollment: 579
Gross Sq. Ft. : 21,425
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Senior High School, 800 Building (Former Deming
Elem.)
1.1 Building Description

The 800 building is a 21,425 sf one-story multi-purposed building constructed in 1970. The building is

formerly known as Deming Elementary School and is currently known as the 800 building of the senior high

school. The building footprint is rectangular and approximately 220 feet by 100 feet. The building is located

on a flat site in the southeast area of the Mount Baker High School campus adjacent to the district office and

special programs building. The exterior walls are covered with a masonry veneer. 

The structural roof, part pitched and part flat, is primarily plywood sheathing over wooden trusses. The

gravity system consists of a plywood sheathed roof, steel columns, and a 6-inch slab-on-grade. The lateral

system consists of wooden shear walls around the exterior building perimeter.
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1.1.1 Building Use

The 800 building is a multi-purpose room used for after school activities and also looks to act as classrooms

for high school classes. The older portion of this building has a gymnasium that serves athletic and theater

purposes.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Senior High School
Structural System Description

Structural Roof
The structural roof, part pitched and part flat, is primarily plywood sheathing

over wooden trusses spaced at 24 inches on-center.

Structural Floor(s)
The structural floor is primarily a 6 inch slab on grade with 2 layers of W1.4

meshing reinforcement.

Foundations
The foundation is primarily 2 pile caps with varying bearing capacities driven

deep into the soil.

Gravity System
The gravity system is a plywood sheathed roof, steel columns and a 6-inch slab

on grade.

Lateral System The lateral system consists of wood shear walls on the building perimeter.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Senior High School
Structural System Description
Structural Roof Satisfactory. No visible signs of deterioration or damage.

Structural Floor(s) Satisfactory. No visible signs of deterioration or damage.

Foundations Not visible; however, satisfactory unless otherwise noted.

Gravity System Satisfactory. No visible signs of deterioration or damage.

Lateral System Satisfactory. No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 800 Building (Former Deming
Elem.)
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 800 Building
(Former Deming Elem.)
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Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

There are no drawings for this 800's building so many assumptions were made to perform this check. The shear

wall length around the perimeter of the building was a very rough approximation based on the number of

parking stalls that were visible from the parking lot (@ 9' width per parking stall). From this the approximate

length of wall could be found. Furthermore, only the length of shear wall on the perimeter was used (assuming

there are no internal shear walls) to be conservative. The roof was assumed to be plywood structural sheathing

as the other Mt. Baker buildings were (giving a 1000 plf allowance in wall shear). The weight of the building

was also very approximate since there were no drawings. This check turned out to pass with about 800 plf

shear stress in the shear walls which is relatively close to the limit. Since there is very little shear wall length

around the perimeter due to the amount of window openings, a little further analysis should be done into if

there is actually enough shear wall or not for this building. Lateral system strengthening or addition of new

shear walls may be appropriate to mitigate seismic risk.

Openings

There are no drawings to verify the bracing of the perimeter walls that have openings greater than 80% of their

length. Further investigation should be completed. Lateral system strengthening may be appropriate to mitigate

seismic risk.

Wood Posts
There are no drawings to confirm whether or not this building has wood posts or not. Further investigation

should be performed. Additional anchoring may be appropriate to mitigate seismic risk.

Wood Sills

There are no drawings for this building to confirm that the wood wills are bolted to the foundation or not. This

building was also built about 10-15 years before the other buildings on the Mt. Baker campus were so the

typical detail that shows the wood sills being bolted may not apply. Further investigation should be performed.

Additional anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Same as the wood wills check, there are no drawings for this building to confirm that the girders are strapped to

the column. This building was also built about 10-15 years before the other buildings on the Mt. Baker campus

were so the typical detail that shows the column being bolted through a plate to the girder may not be

applicable to this building. Further investigation may be appropriate to determine the configuration of the wood

framing. Additional connection hardware between girders and column supports may be appropriate to mitigate

seismic risk.

Wood Sill Bolts
No drawings to confirm the spacing of the sill bolts. Further invetigation should be performed. Additional sill

bolts may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

There are no drawings to confirm the continuity of the roof chords. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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Diaphragm

Reinforcement at

Openings

There are no drawings to confirm the reinforcing of the diaphragm. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Straight Sheathing
No drawings to confirm the diaphragm span distances. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

No drawings to confirm the diaphragm span distances. Unknown if the diaphragm is unblocked. Further

investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Senior High School 800 Building (Former
Deming Elem.)
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

In the gymnasium, there are four natural gas heaters that are not laterally braced back to the wall

system. Bracing equipment may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School 800 Building
(Former Deming Elem.)
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-6 Bearing Connections.

HR-MH; LS-MH; PR-MH.
The building does not appear to have any cladding components.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

There are no drawings to confirm if the masonry veneer is tied to the backup. Further investigation

should be completed. Adding connections for the veneer may be appropriate to mitigate seismic

risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No drawings to confirm if the masonry veneer is anchored to the backup adjacent to weakened

planes. Further investigation should be completed. Adding connections for the veneer may be

appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

No drawings to confirm the spacing of the anchoring for the masonry backup. Further investigation

should be completed. Adding connections for the veneer may be appropriate to mitigate seismic

risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

There are no drawings to confirm the spacing for the anchoring of the canopy exiting the 800's

building. Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.
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MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

It is unknown whether or not the chimney for this building is reinforced. Further investigation

should be performed. Bracing or removal of chimney may be appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

Further investigation should be performed. Bracing or removal of chimney may be appropriate to

mitigate seismic risk. It is unknown how the chimney for this building is anchored.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Exterior west side of building.

Figure 1-2. Exterior east side of building.
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Figure 1-3. Exterior northeast side of building.

Figure 1-4. Exterior east side of building.
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Figure 1-5. Exterior southeast corner of building.

Figure 1-6. Exterior south side of building.
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Figure 1-7. Exterior south side of building.

Figure 1-8. Exterior south side of building at the main entrance.
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Figure 1-9. Exterior north side of building.

Figure 1-10. Exterior northeast side of building.
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Mount Baker, Mount Baker Senior High School, 800 Building (Former Deming

Elem.)

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The single story building has

a clear, defined load path

from the roof down through

the structure and into the

foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Since this building and all

surrounding buildings are

single story and are

separated by a large

walkway, the pounding

effect should not be a

problem.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Being a single story

building, there is no interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Weak story does not apply

because it is a single story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Soft story does not apply

because it is a single story

structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
The lateral force system is

continuous in this structure.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Geometric irregularities do

not exist because it is a

single story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Mass irregularities do not

exist because it is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

This is a fairly rectangular

floor with wood shear walls

on its perimeter. It is not

anticipated that torsion

would be an issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Since this is a single story

structure, overturning is not

expected.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

There are no drawings for

the 800's building; however,

the other buildings on the

Mount Baker campus have

foundations that are

adequately tied so it is

assumed that this building is

similar.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appeared to be at least

two shear walls in each

principal direction.
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Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

There are no drawings for

this 800's building so many

assumptions were made to

perform this check. The

shear wall length around the

perimeter of the building

was a very rough

approximation based on the

number of parking stalls that

were visible from the

parking lot (@ 9' width per

parking stall). From this the

approximate length of wall

could be found.

Furthermore, only the length

of shear wall on the

perimeter was used

(assuming there are no

internal shear walls) to be

conservative. The roof was

assumed to be plywood

structural sheathing as the

other Mt. Baker buildings

were (giving a 1000 plf

allowance in wall shear).

The weight of the building

was also very approximate

since there were no

drawings. This check turned

out to pass with about 800

plf shear stress in the shear

walls which is relatively

close to the limit. Since there

is very little shear wall

length around the perimeter

due to the amount of

window openings, a little

further analysis should be

done into if there is actually

enough shear wall or not for

this building. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story building.
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Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

With the same assumptions

made for the shear stress

check in order to get the

length of shear walls, there

should be no walls that have

this issue because the wall

piers are all relatively short

in length.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  This is a one story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
This building is on a level

grade.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

There are no drawings to

verify the bracing of the

perimeter walls that have

openings greater than 80%

of their length. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

There are no drawings to

confirm whether or not this

building has wood posts or

not. Further investigation

should be performed.

Additional anchoring may be

appropriate to mitigate

seismic risk.
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Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

There are no drawings for

this building to confirm that

the wood wills are bolted to

the foundation or not. This

building was also built about

10-15 years before the other

buildings on the Mt. Baker

campus were so the typical

detail that shows the wood

sills being bolted may not

apply. Further investigation

should be performed.

Additional anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Same as the wood wills

check, there are no drawings

for this building to confirm

that the girders are strapped

to the column. This building

was also built about 10-15

years before the other

buildings on the Mt. Baker

campus were so the typical

detail that shows the column

being bolted through a plate

to the girder may not be

applicable to this building.

Further investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

No drawings to confirm the

spacing of the sill bolts.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

There are no drawings to

confirm the continuity of the

roof chords. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X

There are no drawings to

confirm the reinforcing of

the diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

No drawings to confirm the

diaphragm span distances.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Based on the age of the

building, it is likely that the

diaphragms consist of wood

structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

No drawings to confirm the

diaphragm span distances.

Unknown if the diaphragm

is unblocked. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
This is strictly a wood

framed building.
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Mount Baker, Mount Baker Senior High School, 800 Building (Former Deming

Elem.)

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

There did not appear to be

any equipment mounted on

vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

These elementary school

buildings did not appear to

have any breakable

containers that contain

hazardous material.

Restraining breakable

containers that hold

hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There did not appear to be

unreinforced masonry nor

was there any hollow-clay

tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

There did not appear to be

masonry or hollow-clay

tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There did not appear to be

any cementitious

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
It is unlikely that the

ceiling is lath and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This is not a steel or

concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
This is a one story

building.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

   X

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
Concrete cladding is not

used for this building.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

There are no drawings to

confirm if the masonry

veneer is tied to the

backup. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
This is a one story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

No drawings to confirm if

the masonry veneer is

anchored to the backup

adjacent to weakened

planes. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.
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M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
It is unlikely that there is

unreinforced backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It is unlikely that there is a

cold formed steel backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

No drawings to confirm

the spacing of the

anchoring for the masonry

backup. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

There are no drawings to

confirm the spacing for the

anchoring of the canopy

exiting the 800's building.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets for this building.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

This building does not

have cornices, parapets,

signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

It is unknown whether or

not the chimney for this

building is reinforced.

Further investigation

should be performed.

Bracing or removal of

chimney may be

appropriate to mitigate

seismic risk.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Further investigation

should be performed.

Bracing or removal of

chimney may be

appropriate to mitigate

seismic risk. It is unknown

how the chimney for this

building is anchored.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a one story building

without stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This is a one story building

without stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There did not appear to be

any industrial storage

racks or pallet racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

There did not appear to be

any contents that would be

classified as tall and

narrow.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

There did not appear to be

any equipment suspended

more than 4 feet above the

floor weighing over 20 lbs.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

In the gymnasium, there

are four natural gas heaters

that are not laterally braced

back to the wall system.

Bracing equipment may be

appropriate to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There are no elevators in

this one story building.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
There are no elevators in

this one story building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Field House

Facility Name: Mount Baker Senior High
School

District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 15469
ASCE 41 Bldg Type: RM1
Enrollment: 579
Gross Sq. Ft. : 30,941
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Senior High School, Field House
1.1 Building Description

The Mount Baker Field House is 30,941 sf and was built in 1968. It is a single story spatial, membrane

trussed dome structure that is home to the Mountaineers. The gymnasium portion of the building is circular

in plan with a diameter of about 160 feet. The rest of the field house is rectangular in plan, intersecting the

circular portion with dimensions of approximately 160 feet by 110 feet. The building is located on a flat site

in the center of the Mount Baker High School complex. The exterior walls are not covered in cladding or

veneer. 

The structural roof is a wood framed membrane dome with a ring beam. The gravity system consists of

CMU walls with a ring beam at the top to resist axial loads from dome membrane. The lateral system system

consists of CMU walls that transfer load into the existing foundation.
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1.1.1 Building Use

The field house is primarily used for athletic sporting events and also a multi-purposed assembly area for

both the junior and senior high schools. Various other school activities are also held in it.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Senior High School
Structural System Description
Structural Roof The structural roof is a wood framed membrane dome with a ring beam.

Structural Floor(s) The structural floor is a reinforced concrete slab-on-grade.

Foundations
The foundation is primarily pile caps under a grade beam driven deep into the

soil.

Gravity System
The gravity system consists of CMU walls with a ring beam at the top to resist

axial loads from dome membrane.

Lateral System
The lateral system system consists of CMU walls that transfer load into the

existing foundation.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Senior High School
Structural System Description
Structural Roof Visibly satisfactory with no signs of deterioration.

Structural Floor(s) Visibly satisfactory with no signs of deterioration.

Foundations Not visible; however, satisfactory unless otherwise noted.

Gravity System Visibly satisfactory with no signs of deterioration.

Lateral System Visibly satisfactory with no signs of deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Senior High School Field House
Deficiency Description

Adjacent

Buildings

There are no drawings for the Field House. The adjacent locker room facility may create a pounding condition.

Further investigation needed to determine if a seismic gap exists between these two structures. Joining the

builidings at the joint may be appropriate to mitigate seismic risk.

Wall Anchorage

It is not likely that a building of this vintage has adequate roof to wall ties. There are no drawings available to

confirm how the wall is anchored to the roof diaphragm. Further investigation should be performed. Additional

diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers

Based on field observations, there appears to be a perimeter tension GLB that may have cross grain bending

from out of plane CMU wall connections. This condition may occur in the adjoining CMU locker room

building as well. This condition requires additional field investigation as there are no drawings available.

Additional blocking and strapping may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

From the site investigation, it appears that the roof trusses are likely anchored to the CMU bearing shear walls

at their base plate. There is a concern for this wall anchorage to be in adequate. Further investigation should be

performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

From the site investigation and experience with buildings of this vintage, it appears that the roof trusses are

likely anchored to the CMU bearing shear walls at their base plate, but it is not likely that an adequate load

transfer mechanism is present. Further investigation should be performed. Additional connection hardware may

be appropriate to mitigate seismic risk.

Openings at Shear

Walls

Considering the size of the wood framed domed roof, this needs to be investigated further where the HVAC

units penetrate the roof diaphragm. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Cross Ties

Field observations of the GLB space domed roof truss are not likely adequate to transfer tension loads fo the

roof diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Spans
The domed roof diaphragm is likely some type of wood decking. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The domed roof diaphragm is likely some type of wood decking without blocking. This needs to be

investigated and examined further to determine the adequacy of the wood diaphragm decking to transfer in-

plane diaphragm loads. Added blocking at panel edges or other diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Stiffness of Wall

Anchors

It is not likely that a building of this vintage has adequate roof to wall ties. This condition should be verified as

there are no drawings available to confirm how the wall is anchored to the roof diaphragm.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School Field House
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

There are no drawings available for this building. This needs to be field verified to ensure that there is adequate

reinforcing steel in the CMU bearing and shear walls and that the CMU wall is fully grouted. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Straight Sheathing
The domed roof diaphragm is likely some type of wood decking. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Senior High School Field House
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

The Field House was built in 1968 and as a result, fire systems are most likely not in accordance

with NFPA. Bracing for fire suppression piping may be appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Equipment in laundry room does not appear to be anchored or tied back to the wall. Brace tops of

equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School Field House
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

No drawings available, but this gymnasium most likely does not have hazardous material. Further

investigation may be appropriate to mitigate seismic risk. Restraining breakable containers that

hold hazardous material by latched doors, shelf lips, wires, or other methods may be appropriate to

mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

No drawings available, but this gymnasium most likely does not have piping or ductwork that has

hazardous material. Further investigation may be appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

There are no drawings to confirm the anchoring spacing of the canopy that leads from the Field

House to the 300 Buildings. Further investigation should be performed. Additional connection to

the building may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Equipment appears to use flexible connections. Equipment should be investigated further for

independent bracing. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.
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Photos:

Figure 1-1. Gymnasium interior.

Figure 1-2. Exterior south side of building.
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Figure 1-3. Gymnasium interior. Area is partitioned off from the rest of the gymnasium.

Figure 1-4. Exterior east side of building.
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Figure 1-5. Exterior overhead plan of building.

Figure 1-6. Exterior south side of building.
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Figure 1-7. Exterior south side of building.
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Mount Baker, Mount Baker Senior High School, Field House

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Long span roof system is

supported by perimeter

masonry walls.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There are no drawings for

the Field House. The

adjacent locker room facility

may create a pounding

condition. Further

investigation needed to

determine if a seismic gap

exists between these two

structures. Joining the

builidings at the joint may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
This gymnasium does not

have an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This gymnasium is one

story; therefore, weak story

does not apply.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This gymnasium is one

story; therefore, soft story

does not apply.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The CMU walls of the

gymnasium are continuous

from the roof to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This gymnasium is one

story; therefore, vertical

geometric irregularities do

not apply.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This gymnasium is one

story; therefore, mass

irregularities do not apply.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

There are no drawings for

this structure. Per field

investigation, it appeared

there are CMU walls on all

sides of the Field House.

Therefore, torsion is not

anticipated to be an issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

This is a relatively light one

story structure with a wide

building footprint.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

With no drawings for this

building, an assumption that

the foundation piles are

adequately tied like the other

buildings on this campus.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are at least two 16

foot long, single story

height, CMU shear wall

segments in addition to

angled CMU walls per

principal direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

The segmented CMU walls

in the short and long

directions of the Field House

provide enough shear stress

capacity to resist the lateral

load in all principal

directions.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

There are no drawings

available for this building.

This needs to be field

verified to ensure that there

is adequate reinforcing steel

in the CMU bearing and

shear walls and that the

CMU wall is fully grouted.

Lateral system strengthening

or additional shear walls

may be appropriate to

mitigate seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

This is a one story, wood

framed roof structure with a

reinforced concrete slab on

grade, so this does not apply.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

It is not likely that a building

of this vintage has adequate

roof to wall ties. There are

no drawings available to

confirm how the wall is

anchored to the roof

diaphragm. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Based on field observations,

there appears to be a

perimeter tension GLB that

may have cross grain

bending from out of plane

CMU wall connections. This

condition may occur in the

adjoining CMU locker room

building as well. This

condition requires additional

field investigation as there

are no drawings available.

Additional blocking and

strapping may be appropriate

to mitigate seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

From the site investigation,

it appears that the roof

trusses are likely anchored to

the CMU bearing shear

walls at their base plate.

There is a concern for this

wall anchorage to be in

adequate. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

This is a one story, wood

framed dome roof with a

slab on grade, so this does

not apply.
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Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

There are no drawings

specifically for the Field

House; however, in drawing

S5.1, Detail M, the typical

CMU Wall shows dowels

for all vertical, longitudinal

bars. It is assumed that the

walls for the Field House are

also doweled as such.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

From the site investigation

and experience with

buildings of this vintage, it

appears that the roof trusses

are likely anchored to the

CMU bearing shear walls at

their base plate, but it is not

likely that an adequate load

transfer mechanism is

present. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

Considering the size of the

wood framed domed roof,

this needs to be investigated

further where the HVAC

units penetrate the roof

diaphragm. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

It does not appear that there

are any openings adjacent to

shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Field observations of the

GLB space domed roof truss

are not likely adequate to

transfer tension loads fo the

roof diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

There are no significant

domed roof openings

immediately adjacent to the

shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

There are no significant

domed roof openings

immediately adjacent to the

shear walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

The domed roof diaphragm

is likely some type of wood

decking. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

The domed roof diaphragm

is likely some type of wood

decking. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The domed roof diaphragm

is likely some type of wood

decking without blocking.

This needs to be investigated

and examined further to

determine the adequacy of

the wood diaphragm decking

to transfer in-plane

diaphragm loads. Added

blocking at panel edges or

other diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The Field House roof

consists of wood decking.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

It is not likely that a building

of this vintage has adequate

roof to wall ties. This

condition should be verified

as there are no drawings

available to confirm how the

wall is anchored to the roof

diaphragm.
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Mount Baker, Mount Baker Senior High School, Field House

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

The Field House was built

in 1968 and as a result, fire

systems are most likely not

in accordance with NFPA.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

No drawings available, but

this gymnasium most

likely does not have

hazardous material.

Further investigation may

be appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

No drawings available, but

this gymnasium most

likely does not have piping

or ductwork that has

hazardous material.

Further investigation may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The Field House is

constructed with CMU

walls, which have

reinforcement.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

CMU partition walls are

not laterally supported by

an integrated ceiling

system.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

The Field House does not

appear to have rigid

cementitious partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended lath and

plaster ceilings are present

in the Field House

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended gypsum

board ceilings are present

in the Field House

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    
Light fixtures are

independently supported.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

Mount Baker, Mount Baker Senior High School, Field House ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 30



CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This building is neither a

steel or concrete moment

frame.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

This is a one story

structure; therefore, this

check does not apply.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
Building does not have

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
Building does not have

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
Building does not have

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
Building does not have

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There does not appear to

be any glazing panels that

meet the area criteria.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The Field House does not

have masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The Field House does not

have masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The Field House does not

have masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
The Field House does not

have masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The Field House does not

have masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The Field House does not

have masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
The Field House does not

have parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

There are no drawings to

confirm the anchoring

spacing of the canopy that

leads from the Field House

to the 300 Buildings.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The Field House does not

have parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

The Field House does not

have parapets, signs, or

cornices.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

The Field House does not

have unreinforced masonry

chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
The Field House does not

have masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The Field House does not

have stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
The Field House does not

have stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

The Field House does not

have industrial storage or

pallet racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

It does not appear there are

any tall, narrow hazards in

the Field House.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  
There did not appear to be

any applicable contents.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Equipment appears to use

flexible connections.

Equipment should be

investigated further for

independent bracing.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Equipment in laundry

room does not appear to be

anchored or tied back to

the wall. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

This is a one story

structure; therefore, this

check does not apply.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

This is a one story

structure; therefore, this

check does not apply.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Mount Baker, Mount Baker Senior High School, Field House ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 30 of 30



Building Name: Pro-rate Portion of Commons -
Bldg 100

Facility Name: Mount Baker Senior High School
District Name: Mount Baker
ICOS Latitude: 48.825
ICOS Longitude: -122.22
ICOS
County/District ID: 37507

ICOS Building ID: 15937
ASCE 41 Bldg Type: W2
Enrollment: 579
Gross Sq. Ft. : 24,858
Year Built: 1992
Number of Stories: 1
SXS BSE-2E: 0.842
SX1 BSE-2E: 0.486
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 248

Liquefaction
Potential:

Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Mount Baker, Mount Baker Senior High School, Pro-rate Portion of Commons -
Bldg 100
1.1 Building Description

The 100 building is a 24,858 sf one-story multi-purposed building constructed on a level grade in 1992. The

building footprint is rectangular and approximately 245 feet by 170 feet. The building is located on a flat site

in the southwest area of the Mount Baker High School campus. The exterior walls are covered with a

masonry veneer. 

The structural roof consists of plywood sheathing over pitched wood trusses. The gravity system consists of

plywood sheathed wooden trusses and the main lateral force resisting system is wood shear walls at various

locations throughout the floor plan. The entrance way is a precast concrete lintel arch that consists of 4 piles

cast into 8" thick concrete masonry units.
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1.1.1 Building Use

The 100 building is primarily used for conference rooms, offices and a multi-use theater toward the back of

the building. This building acts as a main office for the entire school. This building is shared by both the

junior high and high school students. The junior high and senior high schools have different entrances to the

building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Mount Baker Senior High School
Structural System Description

Structural Roof
The structural roof consists of plywood sheathing over pitched wood trusses at

24 inches on-center, parallel chord trusses at 24 inches on-center.

Structural Floor(s) The structural floor is a 4-inch thick reinforced concrete slab on grade.

Foundations The foundation primarily consists 2- and 4 pile caps driven deep into the soil.

Gravity System

The gravity system consists of plywood sheathed wooden trusses, TS 5" x 5"x

3/16" columns, and 2" x 6" load bearing walls that help transfer lateral loads into

the foundation.

Lateral System
The main lateral force resisting system is wood shear walls at various locations

throughout the floor plan.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Mount Baker Senior High School
Structural System Description
Structural Roof No visible signs of deterioration or damage.

Structural Floor(s) No visible signs of deterioration or damage.

Foundations No visible signs of deterioration or damage.

Gravity System No visible signs of deterioration or damage.

Lateral System No visible signs of deterioration or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Baker Mount Baker Senior High School Pro-rate Portion of Commons -
Bldg 100
Deficiency Description

Mount Baker, Mount Baker Senior High School, Pro-rate Portion of Commons - Bldg 100 ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project

The Tier 1 seismic evaluation performed for this school building could not confirm structural seismic deficiencies due to limited access for 
visual observation and/or lack of existing drawings available for review.  Please refer to the next page of this report for the list of structural 
items marked as “unknown” and commentary indicating the need for further investigation or the likelihood of compliance or non-
compliance based on the age of construction. 

3 of 28



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School Pro-rate Portion
of Commons - Bldg 100
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning
It appears that there are shear walls that may not meet the requirements. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Baker Mount Baker Senior High School Pro-rate Portion of
Commons - Bldg 100
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, emergency

power equipment is either nonexistence or noncompliant. Evaluation of emergency power

equipment may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Baker Mount Baker Senior High School Pro-rate
Portion of Commons - Bldg 100
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

From the site visit, there did not appear to be breakable containers containing hazardous material.

Further investigation may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

It is unknown which pipes or duct work contain hazardous material. Further investigation may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown which pipes contain hazardous material. Further investigation may be appropriate to

mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown which pipes or duct work contain hazardous material. Further investigation may be

appropriate to mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown that the gypsum board ceilings have attachments. Further investigation may be

appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopy at the building's exit is anchored. Further investigation may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

No mechanical equipment was visible from the site visit. Further investigation may be appropriate

to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No mechanical equipment was visible from the site visit. Further investigation may be appropriate

to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

No mechanical equipment was visible from the site visit. Further investigation may be appropriate

to mitigate seismic risk.
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Photos:

Figure 1-1. Exterior east side of building.

Figure 1-2. Exterior east side of building.
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Figure 1-3. Exterior overhead plan of building.

Figure 1-4. Exterior east side of building.
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Figure 1-5. Exterior south side of building.

Figure 1-6. Exterior northeast corner of building.
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Mount Baker, Mount Baker Senior High School, Pro-rate Portion of Commons -

Bldg 100

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The single story building has

a clear, defined load path

from the roof down through

the structure and into the

foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
There are no immediately

adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There is no interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Weak story does not apply

because it is a single story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Soft story does not apply

because it is a single story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
The lateral force system is

continuous in this structure.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

Geometric irregularities do

not exist because it is a

single story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

Mass irregularities do not

exist because it is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The diaphragm is flexible

and the structure appears to

be symmetrical and

orthogonal. This is likely

compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

It appears that there are

shear walls that may not

meet the requirements.

Further investigation should

be performed. Additional

shear walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Drawings appear to show

the foundation piles with

ties.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

From drawings, there are at

least two shear walls in each

principal direction

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Per the ASCE 41-17 Shear

Stress Quick Check, this

building is appears to be

compliant.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  This is a one story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  This is a one story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
From drawings, this check is

compliant.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  This is a one story structure.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
This building is not on a

sloped site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There are no openings in the

walls greater than 80% of

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

The 100's building does not

appear to have any wood

posts that are directly

connected to the foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Detail A/S6.2 show that the

sill plates are bolted to the

foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Drawings appear to show a

positive girder-column

connection using bolted

plates per detail H/S5.2

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Detail A/S6.2 show that the

sill bolts are spaced at 4 ft.

o.c.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

From drawings of the 100's

building roof framing plan,

roof chords are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

No diaphragm openings

larger than 50 percent of

building width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
This is not a straight-

sheathed diaphragm.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The wood framing

diaphragm is CDX plywood

panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

Diaphragm is called out as

blocked and plywood

sheathed on the plans.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
The diaphragm is wood

framed.
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Mount Baker, Mount Baker Senior High School, Pro-rate Portion of Commons -

Bldg 100

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

From the site visit, there is

no equipment mounted on

vibration isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

From the site visit, there

did not appear to be

breakable containers

containing hazardous

material. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

It is unknown if the

structure contains

hazardous materials.

Further investigation

should be performed.

Flexible couplings or other

details accommodate the

relative seismic

displacements may be

appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There are no unreinforced

masonry or hollow-clay

tile partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
There are no masonry or

hollow-clay tile partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
There are no rigid

cementitious partitions.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceiling is suspended GWB

not suspended lath and

plaster

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

The suspended light

fixtures appeared to be

supported by two wires.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This building does not

have steel or concrete

moment frames.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
This is a one story

structure.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
There are no panel

connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
There are no cladding

panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
There are no bearing

connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
There are no concrete

cladding for this building.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Per detail E/1A4.1, the

masonry veneer is

anchored per UBC 30.06

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer only on

ground floor.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X    

Per detail E/1A4.1, the

brick veneer cladding is

anchored per UBC 30.06

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
No unreinforced masonry

backup present in building
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Structure is wood framed,

not cold-formed steel.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

Walls consist of wood

studs, not concrete block

or masonry backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopy at the building's

exit is anchored. Further

investigation should be

performed. Additional

connection to the building

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There are no cornices,

parapets, signs, and other

ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no unreinforced

masonry chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There are no stairs in this

building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There are no stairs in this

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

From the site visit, there

was no industrial storage

or pallet racks.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    
From the site visit, tall,

narrow items are secured.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

No fall-prone contents

were visible from the site

visit.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
This building does not

have an elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
This building does not

have an elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Lincoln Elementary School
District Name: Mount Vernon
ICOS Latitude: 48.415
ICOS Longitude: -122.328
ICOS
County/District ID: 29320

ICOS Building ID: 12009
ASCE 41 Bldg Type: C2
Enrollment: 373
Gross Sq. Ft. : 40,002
Year Built: 1938
Number of Stories: 3
SXS BSE-2E: 0.835
SX1 BSE-2E: 0.452
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 463
Liquefaction
Potential: low to moderate

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Mount Vernon, Lincoln Elementary School, Main Building
1.1 Building Description

The main building is a three story daylight basement 1930s-era historic elementary school building. The

building has a rectangular floor plan with a ground floor gymnasium and performing arts space above the

gymnasium. The footprint of the building is approximately 219 feet by 85 feet with a total floor area of

40,002 square feet. 

The building is a non-ductile concrete structure constructed on a sloping site. The floor system consists of a

reinforced concrete slab supported by reinforced concrete beams. The roof system also consists of a

reinforced concrete slab supported by reinforced concrete beams. The lateral-force-resisting system is

concrete shear walls. The gymnasium at the first floor is open to the second floor, which creates a soft-story

irregularity. There are short piers at the exterior lower level of the structure. The exterior wall consists of

structural concrete and is not covered by veneer or cladding.
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1.1.1 Building Use

The school is a K-5 elementary school for over 370 students. The first floor consists of a cafeteria, storage,

mechanical rooms and two classrooms. The second and third floors consist of mainly classrooms, and there

is a library on the third floor. The school has an attached gymnasium that is the same height as the 3 story

school. The gymnasium has a study hall and performing arts space above it.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Lincoln Elementary School
Structural System Description

Structural Roof

The roof deck consists of 3-inch-thick cast-in-place reinforced concrete roof slab

supported by integral cast-in-place reinforced concrete beams at 12-feet

(nominal) on center.

Structural Floor(s)

Elevated floors consist of 3-inch to 4-inch thick cast-in-place reinforced concrete

floor slabs supported by integral cast-in-place reinforced concrete beams at 12-

feet (nominal) on center that span from exterior wall piers to interior bearing

walls and columns.

Foundations

Foundations consist of cast-in-place reinforced concrete spread footings

supporting wall piers and columns and concrete strip footings supporting

concrete bearing walls.

Gravity System

The gravity system consists of concrete roof and floors supported by concrete

roof and floor beams, supported by wall piers, bearing walls and columns. The

wall piers, columns and bearing walls, are supported on concrete spread

footings.

Lateral System

The lateral system consists of concrete roof and floor diaphragms, laterally

supported by concrete shear walls, wall piers, and columns. The sliding and

overturning forces from lateral loads are resisted by concrete spread footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Lincoln Elementary School
Structural System Description

Structural Roof
Good condition. No cracking was observed. Some peeled paint was observed at

the underside of the roof slab.

Structural Floor(s) Good condition. No cracking was observed.

Foundations
The foundation wall was observed in the ground level boiler room and it

appeared to be in good condition. No other foundations were observable.

Gravity System The condition of the gravity system appears functional and intact.

Lateral System The condition of the lateral system appears to be intact.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Mount Vernon Lincoln Elementary School Main Building
Deficiency Description

Load Path
1930s-era concrete construction has an unreliable load path through wall piers. Lateral system strengthening or

addition of new shear walls may be appropriate to mitigate seismic risk.

Weak Story

The main building appears to be compliant, however, the gymnasium has a first story that is approximately

twice as tall as the second story. Due to the year of original construction (1938) it is assumed that weak story

effects were not taken into account in the design of the gymnasium. Requires further investigation to determine

building behavior. Additional shear walls or bracing may be appropriate to mitigate seismic risk.

Soft Story

The gymnasium at the first floor is open to the second floor. Due to the year of original construction (1938) it is

assumed that soft story effects may not have taken into account in the design of the gymnasium. Requires

further investigation to determine building behavior. Additional shear walls or bracing may be appropriate to

mitigate seismic risk.

Shear Stress

Check

Shear stresses at first floor and second floor is greater than 100 psi. Building likely requires concrete shear wall

strengthening. Further investigation should be completed. Lateral system strengthening or shear wall addition

may be appropriate to mitigate seismic risk.

Reinforcing Steel

Reinforcing ratio for vertical direction is less than 0.0012 (#4 at 18 inches o.c.). Reinforcing ratio for horizontal

direction is less than 0.0020 (#3 at 18 inches o.c.). Further investigation should be completed. Lateral system

strengthening or shear wall addition may be appropriate to mitigate seismic risk.

Wall Anchorage

at Flexible

Diaphragms

Attic roof to exterior concrete wall anchorage is unknown. Based on the age of the building, it is assumed that

the wall anchorage is insufficient. Further investigation should be performed. Additional diaphragm shear wall

anchoring may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Attic roof diaphragm to exterior wall anchorage is insufficient to transfer roof diaphragm to concrete shear

walls. Further investigation should be performed. Additional diaphragm shear wall anchoring may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Mount Vernon Lincoln Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Mount Vernon Lincoln Elementary School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Gas piping connections appear to be welded, not flexible. Replacing gas piping connections with

flexible couplings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Tall shelving units are not anchored to floor or wall. Brace tops of shelves taller than 6 feet to

nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Projector that appears to weigh more than 20-lbs is not braced. Heavy items on upper shelves or

otherwise with a center of mass more than 4 ft above the adjacent floor should be restrained by

netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Some equipment in the mechanical room whose center of mass appears to be more than 4ft off the

ground is not braced. Bracing or anchoring of equipment may be appropriate to mitigate seismic

risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Mount Vernon Lincoln Elementary School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. East elevation concrete wall. Notice short wall piers at lowest level.

Figure 1-2. Typical interior main central corridor with suspended ceiling.
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Figure 1-3. Lunchroom. Note hard ceiling, surface mounted light fixtures, with exposed unbraced plumbing and
fire protection piping.

Figure 1-4. Basement level gymnasium with cast-in-place concrete walls and pilasters. The performing arts
space is on level 3 above the gym.
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Figure 1-5. Exterior non-ductile concrete wall. Deep spandrel beams and narrow non-ductile concrete wall piers.
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Figure 1-6. Exterior south side of building. Note concrete exterior walls and gently sloping site.

Figure 1-7. Exterior north side of building. Note high bay gymnasium with a performing arts space above the
gym.
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Figure 1-8. Exterior west side of building.

Figure 1-9. Exterior northwest corner of building.
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Figure 1-10. Exterior east side of building.
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Mount Vernon, Lincoln Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

1930s-era concrete

construction has an

unreliable load path through

wall piers. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  
There are no adjacent

buildings on the school site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanine levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

 X   

The main building appears

to be compliant, however,

the gymnasium has a first

story that is approximately

twice as tall as the second

story. Due to the year of

original construction (1938)

it is assumed that weak story

effects were not taken into

account in the design of the

gymnasium. Requires further

investigation to determine

building behavior.

Additional shear walls or

bracing may be appropriate

to mitigate seismic risk.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

 X   

The gymnasium at the first

floor is open to the second

floor. Due to the year of

original construction (1938)

it is assumed that soft story

effects may not have taken

into account in the design of

the gymnasium. Requires

further investigation to

determine building behavior.

Additional shear walls or

bracing may be appropriate

to mitigate seismic risk.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

All the shear walls are

continous from roof to

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

The building is rectangular

and the geometry is

consistent through all three

stories.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

The building is rectangular

with consistent geometry

through all three stories.

There does not appear to be

any changes in effective

mass from one story to the

next.
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Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

any torsion irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Base/height of building is

greater than 0.6Sa and the

seismic-force-resistance

system appears to be well

connected.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

X    

Secondary components

consisting of steel or

concrete frames form a

complete vertical-load-

carrying system.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are at least two lines

of shear walls in each

principal direction.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

 X   

Shear stresses at first floor

and second floor is greater

than 100 psi. Building likely

requires concrete shear wall

strengthening. Further

investigation should be

completed. Lateral system

strengthening or shear wall

addition may be appropriate

to mitigate seismic risk.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

 X   

Reinforcing ratio for vertical

direction is less than 0.0012

(#4 at 18 inches o.c.).

Reinforcing ratio for

horizontal direction is less

than 0.0020 (#3 at 18 inches

o.c.). Further investigation

should be completed. Lateral

system strengthening or

shear wall addition may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Attic roof to exterior

concrete wall anchorage is

unknown. Based on the age

of the building, it is assumed

that the wall anchorage is

insufficient. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Attic roof diaphragm to

exterior wall anchorage is

insufficient to transfer roof

diaphragm to concrete shear

walls. Further investigation

should be performed.

Additional diaphragm shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

X    

Wall reinforcement is

doweled into the foundation

with vertical wall reinforcing

with equal size and spacing

to the vertical wall.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  No secondary components.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

X    

Flat slabs have continuous

bottom steel through column

joints.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X  No coupling beam

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X    

There are not split-level

floors in the building. Based

on available drawings the

diaphragms do not appear to

have expansion joints.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X    

There are no diaphragm

openings immediately

adjacent to shear walls that

are greater than 25% of the

wall length.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

X    The roof is continually tied.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X  
There is no straight-sheathed

diaphragm.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

X    

Roof diaphragm likely

consists of wood structural

panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Attic diaphragm appears to

be concrete.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragm is concrete or

wood.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  
This building does not have

pile foundation.
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Mount Vernon, Lincoln Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment appears to

be mounted on vibration

isolators.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

Gas piping appears to have

a shutoff valve. This item

is likely compliant.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Gas piping connections

appear to be welded, not

flexible. Replacing gas

piping connections with

flexible couplings may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No unreinforced masonry

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay-tile partitions in the

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions in the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

any masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

any masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

any masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
The building does not have

any masonry veneer.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The building does not have

any masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The building does not have

any masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not

contain unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    
Canopies appear to be

connected to the structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    
Height to thickness ratio

for parapet is 1.5.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Parapet is cast integral

with building wall and

reinforcing steel is

continuous from wall

through parapet.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X    
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

Chimney is constructed of

reinforced concrete, no

masonry chimney exists in

the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a one story building

without stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This is a one story building

without stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage unit

in the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Tall shelving units are not

anchored to floor or wall.

Brace tops of shelves taller

than 6 feet to nearest

backing wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Projector that appears to

weigh more than 20-lbs is

not braced. Heavy items on

upper shelves or otherwise

with a center of mass more

than 4 ft above the

adjacent floor should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Some equipment in the

mechanical room whose

center of mass appears to

be more than 4ft off the

ground is not braced.

Bracing or anchoring of

equipment may be

appropriate to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X    

The equipment does not

appear to weigh more than

75lbs.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No tall and narrow

equipment in the building.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Gym Building
Facility Name: Naches Valley High School
District Name: Naches Valley
ICOS Latitude: 46.736
ICOS Longitude: -120.703
ICOS
County/District ID: 25116

ICOS Building ID:
ASCE 41 Bldg Type: PC1a
Enrollment: 453
Gross Sq. Ft. : 21,000
Year Built: 1979
Number of Stories: 1
SXS BSE-2E: 0.581
SX1 BSE-2E: 0.352
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 354
Liquefaction
Potential: very low to low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: BergerABAM/WSP

1. Naches Valley, Naches Valley High School, Gym Building
1.1 Building Description

Naches Valley High School is a complex of three buildings, the Gym (#1), the Main Building (#2) and the

Vocational-Technical Building (#3). The total square footage is 85,173 sf. The building was constructed in

1979 in accordance with the 1976 UBC code.

Naches Valley High School Gym (aka building #1) is a one story precast concrete structure with steel roof

trusses. The precast concrete wall panels are 12" thick and incorporate insulation. The roof structure is 20 ga

1.5" metal roof deck over metal roof joists at 6 ft on center. The locker room is constructed with reinforced

masonry walls. The site is sloping such that the north entrance is at the second floor. The building was

constructed in 1979 in accordance with the 1976 UBC code. 

Naches Valley school buildings were uniformly in excellent condition and extremely well maintained and

cared for. Structural drawings were available on site. Because the building was constructed in 1979 in
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accordance with the 1976 UBC code, there are likely deficiencies in the lateral force resisting system

although existing drawing details indicated strapping attaching the wood roof diaphragm directly to the walls

and avoiding cross grain bending in ledgers. Cross ties do not appeared to be detailed for the flexible wood

roof diaphragm fastened to masonry/concrete walls in the structural drawings. 

The gym building is very well maintained and in excellent condition. Being that it was constructed in 1979

to the 1976 UBC, there are likely seismic deficiencies that should be investigated. Non-structural elements

would also benefit from additional straps and/or bracing.
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1.1.1 Building Use

The Naches Valley High School Gym has the main gym space, an upper gym and locker rooms. The total

student population is about 450 students. The gym is roughly 21,000 sf.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Naches Valley High School
Structural System Description

Structural Roof
The structural roof over the gym space is metal roof deck over steel roof joists.

The structural roof over the wood framing is plywood sheathing.

Structural Floor(s) The structural floor is slab on grade.

Foundations The foundations are shallow, continuous footings.

Gravity System

The gravity system consists of steel framed roof joists over the gym with wood

framing (plywood web joists, open web joists and 2x6 joists) supported by

masonry and precast concrete bearing walls.

Lateral System

The lateral force resisting system consists of a flexible metal roof diaphragm

over the roof and a flexible plywood roof diaphragm over the locker room and

other wood framed spaced. The shear walls are masonry and precast concrete.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Naches Valley High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations Unknown

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System

No visible signs of corrosion, damage or deterioration. There may be locations

where additional straps, bracing or ties would be beneficial for lateral system

performance.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Naches Valley Naches Valley High School Gym Building
Deficiency Description
Cross Ties in

Flexible

Diaphragms

Building is well detailed including diaphragm nailing plans, but continuous cross ties are not detailed which is

not surprising due to the 1979 date of construction. Steel joists act as a continuous cross tie in the East-West

direction. Additional blocking, strapping and fastening to diaphragm are likely required.

Diagonally

Sheathed and

Unblocked

Diaphragms

Gym roof is unblocked and has horizontal span greater than 40 ft. Requires further field investigation and

calculation to make a final determination and mitigation recommendation.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Naches Valley Naches Valley High School Gym Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
According to the structural drawings, the precast walls were designed by others and the reinforcement is

unavailable. According to the structural drawings, the cmu wall reinforcement complies.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Naches Valley Naches Valley High School Gym Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Naches Valley Naches Valley High School Gym Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings or visually verified during site visit. Assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings or visually verified during site visit. Assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings or visually verified during site visit . Assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Not detailed on drawings and impossible to tell from photos if the correct clearance is being

provided.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment mounted on vibration isolators.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown if containers in mechanical room hold hazardous material or if they are breakable.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Not detailed on available drawings. Can’t tell from field visit photos, but assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but most likely compliant. Should be confirmed.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe but most likely compliant. Should be confirmed.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Much of Gym does not have a ceiling. Locker rooms and hallways have suspended ceilings and the

lights are just below. Unable to see how the lights are fastened and braced.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Canopies appeared to be well fastened to structure.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Photos do not indicate any industrial storage racks or pallet racks more than 12 feet high. District

to confirm. See Report documents (including Appendix) for bracing guidance.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe. District to confirm. Brace tops of shelving taller than 6 feet to nearest backing

wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe. District to confirm. Heavy items on upper shelves should be restrained by netting

or cabling to avoid becoming falling hazards.
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ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Did not observe any fall prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Did not observe in-line equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Did not observe. District to confirm. Brace tops of tall narrow equipment taller than 6 feet to

nearest backing wall, provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Naches Valley HS Gym

Figure 1-2. Naches Valley HS Gym
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Figure 1-3. Naches Valley Gym

Figure 1-4. Naches Valley HS Gym
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Figure 1-5. Naches Valley HS Gym cmu infill at door

Figure 1-6. Naches Valley HS Gym Roof
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Figure 1-7. Naches Valley HS Locker Room

Figure 1-8. Naches Valley HS interior brick wall
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Figure 1-9. Naches Valley HS Gym/Locker Room
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Naches Valley, Naches Valley High School, Gym Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The existing structural

drawings indicate well

designed and detailed

connections between the

structural elements.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

No seismic joint at

intersection with adjacent

main building constructed

with cmu walls. Gym walls

are doweled into the

intersecting main building

masonry walls with #4 x 24-

inch threaded rod and

expansion bolt insert per

detail 8/S5.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  No mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    One-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    One-story building.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    One-story building.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    One-story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    One-story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has flexible

diaphragms and a generous

layout of shear walls so

torsion should not be an

issue. The gym space is

roughly square so torsion

should not be an issue there

either.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

For the gym, base/height > 3

which is much greater than

0.6Sa = 0.35. For the

adjacent spaced, the

base/height ratio is even

greater.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Soil Site Class D and the

footings are restrained by

slabs.
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X

The precast gym walls are

anchored to the flexible

metal deck with a

continuous angle welded to

insert plates at 32 inches oc

(3/S8). The masonry walls at

the locker rooms and other

spaces are fastened to the

flexible plywood diaphragm

per details on sheet S13

(details 4, 5, 7, etc.) with

strap ties. The flexible wood

roof diaphragm is anchored

to the precast gym walls per

8/S13.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X

There are many shear walls

and the flexible diaphragms

will distribute the loads to

the shear walls on a tributary

area basis.

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X

The ASCE Quick check of

the shear stress in the

precast panel shear walls

indicated compliance.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

X

According to the structural

drawings, the precast walls

were designed by others and

the reinforcement is

unavailable. According to

the structural drawings, the

cmu wall reinforcement

complies.
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Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X

12-inch nominal panel

thickness is greater than 1/40

of the estimated 30 feet

unsupported height.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

X
No precast diaphragm

elements (or topping slab).

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X

Believed to be compliant but

should be further reviewed -

some details had ties and

some did not.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X

Existing connection capacity

unknown but the available

drawings indicated a well-

designed and detailed

building.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

X
No precast concrete

diaphragm elements.

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X

Do not appear to be any

girder-column connections

in the gym building.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

X No rigid diaphragms.

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

X
Wall piers do not have

aspect ratios less than 2 to 1.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Building is well detailed

including diaphragm nailing

plans, but continuous cross

ties are not detailed which is

not surprising due to the

1979 date of construction.

Steel joists act as a

continuous cross tie in the

East-West direction.

Additional blocking,

strapping and fastening to

diaphragm are likely

required.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
No straight sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Wood structural panels

provided.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Gym roof is unblocked and

has horizontal span greater

than 40 ft. Requires further

field investigation and

calculation to make a final

determination and mitigation

recommendation.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of metal

deck or wood sheathing.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

X    
Three minimum anchors per

panel, reference Detail 3/S8.

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

X    

Reference detail 2/S2,

indicating dowels to the

foundations.

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  No piles or pile caps.
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Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

X
No girders at the gym

building.
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Naches Valley, Naches Valley High School, Gym Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1979)

of the building, it is

assumed that seismic

bracing for fire

suppression piping does

not comply with NFPA 13.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.
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LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

X No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

investigation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

X
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

X

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
There are no URM

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Did not observe, but

drawings indicate masonry

partitions are reinforced

and braced. Diagonal

bracing provided at 12 ft

on center max per detail

6/S7, existing drawings.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
There are no suspended

gypsum board ceilings.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Much of Gym does not

have a ceiling. Locker

rooms and hallways have

suspended ceilings and the

lights are just below.

Unable to see how the

lights are fastened and

braced. Further

investigation may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
High school gym does not

have masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
High school gym does not

have masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
High school gym does not

have masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
High school gym does not

have masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
High school gym does not

have masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
High school gym does not

have masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    
Canopies appeared to be

well fastened to structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    
Concrete parapets are

reinforced.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No URM chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe. District to

confirm. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Did not observe any fall

prone equipment. Bracing

required for equipment

weighing more than 20 lb

located 4 feet or more

above the floor to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical room was

exceptionally clean and

well kept. Unable to

determine during site

investigation. Bracing for

heavy in-line equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Did not observe. District to

confirm. Brace tops of tall

narrow equipment taller

than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Naches Valley High School
District Name: Naches Valley
ICOS Latitude: 46.736
ICOS Longitude: -120.703
ICOS
County/District ID: 39003

ICOS Building ID: 17680
ASCE 41 Bldg Type: RM1
Enrollment: 453
Gross Sq. Ft. : 47,500
Year Built: 1979
Number of Stories: 2
SXS BSE-2E: 0.581
SX1 BSE-2E: 0.352
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 354
Liquefaction
Potential: very low to low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: BergerABAM/WSP

1. Naches Valley, Naches Valley High School, Main Building
1.1 Building Description

Naches Valley High School is a complex of three buildings, the Gym (#1), the Main building (#2) and the

Vocational-Technical Building (#3). The total square footage is 85,173 sf. The Main building (aka #2) is a

two-story building housing classrooms, offices and administration. The exterior wall construction varies,

with some walls wood stud + veneer and some walls reinforced masonry. The second floor and roof are

wood frame construction. There is a large two-story space for the library with the opening in the second floor

bounded by concrete beams supported by concrete columns. The site of the Main building (#2) is flat. The

building was constructed in 1979 in accordance with the 1976 UBC code.
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1.1.1 Building Use

The Main building (#2) is used to house classrooms, offices and administration. The school houses

approximately 450 students. The central library space is a unique two-story space that is open to the floor

above. The exterior concrete stair at the entrance is a cantilevered stair which appeared to be in excellent

condition.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Naches Valley High School
Structural System Description

Structural Roof

The roof framing consists of TJI wood joist framing with a plywood sheathed

diaphragm. Existing drawings indicate the roof diaphragm nailing plans and

schedule (Sheet S-19).

Structural Floor(s)

The floor framing consists of TJI wood joist framing with a plywood sheathed

diaphragm. Drawings indicated a blocked floor diaphragm and nailing schedule

(Sheet S-19). The second floor framing is supported by concrete beams at the

edges of the open library space which also functions as the handrail for the

second floor.

Foundations

The foundations consist of shallow continuous footings meeting frost depth

requirements. Stepped footings are provided as needed to account for the grade

change at the north entry.

Gravity System

The gravity system consists of a wood frame roof and floor supported by bearing

walls (wood frame, reinforced masonry) and concrete beams/walls all supported

by shallow foundations.

Lateral System
The lateral force resisting system consists of flexible plywood roof and floor

diaphragms with reinforced shear walls (concrete and masonry).

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Naches Valley High School
Structural System Description
Structural Roof Did not observe signs of corrosion, damage or deterioration.

Structural Floor(s) Did not observe signs of corrosion, damage or deterioration.

Foundations Unknown

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System Did not observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Naches Valley Naches Valley High School Main Building
Deficiency Description

Cross Ties

Building is well detailed including diaphragm nailing plans, but continuous cross ties are not detailed which is

not surprising due to the 1979 date of construction. Additional straps could be added as needed, additional

investigation required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Naches Valley Naches Valley High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Naches Valley Naches Valley High School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on year of construction (1979) of the building, it is assumed that seismic

bracing for fire suppression piping does not comply with NFPA 13. Further investigation may be

appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical room was exceptionally clean and well kept. Some equipment in the mechanical rooms

did not appear to be braced. Bracing required for equipment weighing more than 20 lb located 4

feet or more above the floor to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Naches Valley Naches Valley High School Main Building
Unknown Item Description

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, emergency

power equipment is either nonexistent or noncompliant. Evaluation of emergency power

equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkler head clearance and unable to verify during

site investigation. Further evaluation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if there are shutoff valves for piping containing hazardous materials. Further

investigation may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe flexible couplings. Further investigation may be apprpopriate to mitigate seismic

risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It appears the light fixtures are supported by the ceiling grid. Unknown what supports or bracing

may be hidden in the ceiling space. Further investigation may be appropriate to mitigate seismic

risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Details not provided in available structural drawings. Further investigation may be appropriate to

mitigate seismic risk.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Pictures and drawings do not indicate any industrial storage racks or pallet racks greater than 12 ft

high. Further investigation may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Drawings do not include details showing anchorage at tall narrow contents. Did not observe if the

book shelves in the library were anchored to the walls. District to confirm. Brace tops of shelving

taller than 6 feet to nearest backing wall, provide overturning base restraint.\n Brace tops of

shelving taller than 6 feet to nearest backing wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe. District to confirm. Heavy items on upper shelves should be restrained by netting

or cabling to avoid falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical room was exceptionally clean and well kept. Unclear if in-line equipment was braced

as required. Bracing for heavy in-line equipment may be appropriate to mitigate seismic risk.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Details not available. Further investigation may be appropriate to mitigate seismic risk.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Details not available. Further investigation may be appropriate to mitigate seismic risk.

Naches Valley, Naches Valley High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 33



Photos:

Figure 1-1. Naches Valley HS Classroom Bldg Main Entry

Figure 1-2. Naches Valley HS Classroom Bldg exterior entry stair
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Figure 1-3. Naches Valley HS Classroom Bldg SE corner

Figure 1-4. Naches Valley HS Classroom Bldg North wall
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Figure 1-5. Naches Valley HS Classroom Bldg Entry

Figure 1-6. Naches Valley HS Classroom Bldg two-story library space
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Figure 1-7. Naches Valley HS Classroom Bldg - new door opening exposes wall construction
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Figure 1-8. Naches Valley HS Classroom Bldg hallway (cmu construction)
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Figure 1-9. Two story construction - concrete beam supported on concrete column
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Figure 1-10. Classroom building mechanical space
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Naches Valley, Naches Valley High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The existing structural

drawings indicate well

designed and detailed

connections between the

structural elements.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

No seismic joint at

intersection with adjacent

gym constructed with

precast panels. Main

building masonry walls are

doweled into the intersecting

gym precast walls with #4 x

24-inch threaded rod and

expansion bolt insert per

detail 8/S5.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  No interior mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    No weak story identified.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    No soft story identified.

Naches Valley, Naches Valley High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 33



Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The vertical elements are

either continuous to the

foundation or they are one-

story at the first level.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

The existing drawings show

this to be a very well

designed and detailed

structure. The two-story

section of the building is

close to square and the

adjacent one-story sections

are well detailed.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

There is a two-story building

section adjacent to a tall

one-story section (they share

the same roof elevation) but

they are well detailed and

connected.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has flexible

diaphragms and a generous

layout of shear walls so

torsion should not be an

issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Base/height > 3 which is

much greater than 0.6Sa =

0.35.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Soil Site Class D and the

footings are restrained by

slabs.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The flexible diaphragm will

distribute the loads to the

many shear walls on a

tributary area basis.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

The ASCE Quick check of

the shear stress in the

reinforced masonry shear

walls indicated compliance.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X    

According to the structural

drawings, the wall

reinforcement complies.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast concrete

diaphragm elements.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X    

Existing connection capacity

unknown but the available

drawings indicated a well-

designed and detailed

building. Further analysis of

anchorage capacity

suggested.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    
Most details have ties.

Warrants further study.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Existing connection capacity

unknown but the available

drawings indicated a well-

designed and detailed

building.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
No precast concrete

diaphragm elements.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

The available drawings

indicated a well-designed

and detailed building with

wall dowels into the

foundations.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Exterior precast concrete

beams are connected to

concrete columns with #11

dowels grouted into the

columns (detail 1/S6).

Interior precast concrete

beams (at library space) are

slotted into the supporting

columns (Detail 8 & 9/S23).

Precast concrete beams

supported on masonry walls

are fastened with dowels.

These details bear further

study because they may not

meet code requirements

even though they are well

detailed.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

With the exception of stairs

and elevators, the only

diaphragm opening is the

large two-story library space

which is well tied into the

diaphragm.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

With the exception of stairs

and elevators, the only

diaphragm opening is the

large two-story library space

which is well tied into the

diaphragm and is not

adjacent to exterior shear

walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Building is well detailed

including diaphragm nailing

plans, but continuous cross

ties are not detailed which is

not surprising due to the

1979 date of construction.

Additional straps could be

added as needed, additional

investigation required.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

With the exception of stairs

and elevators, the only

diaphragm opening is the

large two-story library space

which is well tied into the

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

With the exception of stairs

and elevators, the only

diaphragm opening is the

large two-story library space

which is well tied into the

diaphragm and is not

adjacent to exterior shear

walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
No straight sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Wood unblocked

diaphragms comply.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X    

Roof diaphragm nailing plan

and schedule provided on

the structural drawings. Roof

diaphragm is unblocked, but

aspect ratios are less than

4:1. Floor framing

diaphragm is blocked.
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Wood frame roof and floor

diaphragms.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    

Structural drawings indicate

construction is well detailed,

anchorage is assumed

compliant.
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Naches Valley, Naches Valley High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1979)

of the building, it is

assumed that seismic

bracing for fire

suppression piping does

not comply with NFPA 13.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.
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LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe flexible

couplings. Further

investigation may be

apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
There are no URM

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Did not observe, but

drawings indicate masonry

partitions are reinforced

and braced. (Diagonal

bracing provided at 12 ft

on center max per detail

6/S7, existing drawings)

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
There are no suspended

gypsum board ceilings.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It appears the light fixtures

are supported by the

ceiling grid. Unknown

what supports or bracing

may be hidden in the

ceiling space. Further

investigation may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

The building does not have

glazing panes/curtain

walls.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Details provided in

available structural

drawings.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Details not provided in

available structural

drawings. Further

investigation may be

appropriate to mitigate

seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

Compliance expected

because well detailed

veneer anchorage details

are provided in available

structural drawings.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

Veneer backup is

reinforced masonry or stud

walls.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

There is no cold formed

steel stud backup for the

masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X    

Details provided in

available structural

drawings.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Existing drawings indicate

framing above entries are

well fastened to structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    

Drawings indicate concrete

parapet is reinforced.

Dimensions not provided,

but h/t does not appear to

exceed 2.5.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no masonry

chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

Interior stairs are bounded

by reinforced masonry

walls. Exterior stair at

main entry is bounded by

reinforced concrete walls.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X    

The interior stairs are

detailed with dowels to the

supporting masonry walls.

The exterior concrete stair

is detailed with dowels to

the supporting concrete

walls.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

   X

Pictures and drawings do

not indicate any industrial

storage racks or pallet

racks greater than 12 ft

high. Further investigation

may be appropriate to

mitigate seismic risk.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Drawings do not include

details showing anchorage

at tall narrow contents. Did

not observe if the book

shelves in the library were

anchored to the walls.

District to confirm. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

Brace tops of shelving

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Mechanical room was

exceptionally clean and

well kept. Some equipment

in the mechanical rooms

did not appear to be

braced. Bracing required

for equipment weighing

more than 20 lb located 4

feet or more above the

floor to mitigate seismic

risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical room was

exceptionally clean and

well kept. Unclear if in-

line equipment was braced

as required. Bracing for

heavy in-line equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Mechanical room was

exceptionally clean and

well kept. Did not observe

that any of the equipment

falls into this category,

district to confirm. Brace

tops of tall narrow

equipment taller than 6

feet to nearest backing

wall, provide overturning

base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Details not available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Details not available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Vocational Building
Facility Name: Naches Valley High School
District Name: Naches Valley
ICOS Latitude: 46.736
ICOS Longitude: -120.703
ICOS
County/District ID: 39003

ICOS Building ID: 15151
ASCE 41 Bldg Type: RM1
Enrollment: 453
Gross Sq. Ft. : 17,200
Year Built: 1979
Number of Stories: 2
SXS BSE-2E: 0.581
SX1 BSE-2E: 0.352
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 354
Liquefaction
Potential: very low to low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: BergerABAM/WSP

1. Naches Valley, Naches Valley High School, Vocational Building
1.1 Building Description

Naches Valley High School is a complex of three buildings, the Gym (#1), the Main Building (#2) and the

Vocational-Technical Building (#3). The total square footage is 85,173 sf. The building was constructed in

1979 in accordance with the 1976 UBC code.

The Naches Valley High School Vocational Building (#3) is one-story with a mezzanine space accessed by

an interior stair. The building is constructed on a relatively flat site and is irregular in plan. Building wall

construction consists of wood stud walls with brick veneer and reinforced masonry walls. Roof framing is

open web wood joists (TJL at 2 ft on center) and plywood sheathing. The mezzanine is wood frame

construction. There are interior 8" cmu bearing walls. 

Naches Valley school buildings were uniformly in excellent condition and extremely well maintained and

cared for. Structural drawings were available on site. Because the building was constructed in 1979 in
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accordance with the 1976 UBC code, there are likely deficiencies in the lateral force resisting system

although existing drawing details indicated strapping attaching the floor and roof diaphragm directly to the

walls and avoiding cross grain bending in ledgers. Cross ties do not appeared to be detailed for the

diaphragms fastened to masonry walls in the structural drawings. 

The vocational arts building was in excellent shape. The floor plan is irregular but the flexible roof

diaphragm is an excellent system to distribute seismic forces to the shear walls and no issues are expected.

Overhead ductwork did not appear to have bracing.
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1.1.1 Building Use

The vocational building houses the wood shop, home economics and agriculture classes. Class materials are

stored in the mezzanine space. The wood shop and industrial arts spaces are high bay. The main classrooms

have wood stud shear walls (with masonry veneer) while the high bay shop spaces have masonry shear walls

and partitions.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Naches Valley High School
Structural System Description

Structural Roof
The roof framing consists of wood frame open web trusses with plywood roof

sheathing supported on interior and exterior bearing walls.

Structural Floor(s)

The main floor is slab on grade. 

The mezzanine floor runs the length of the high bay space either side of the high

bay center wall and serves as classroom material storage. The mezzanine wood

floor joists are 2x10 with plywood sheathing. The mezzanine floor is supported

on the center wall and bearing walls near the long edge with a short cantilever

and handrail that overlooks the floor below.

Foundations
The foundations consist of shallow continuous footings meeting frost depth

requirements. There are stepped footings.

Gravity System
The gravity system consists of roof trusses, mezzanine floor joists and bearing

walls (wood stud, masonry) supported on shallow foundations.

Lateral System
The lateral force resisting system consists of plywood roof and mezzanine floor

diaphragm with wood frame (plywood sheathed) and masonry shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Naches Valley High School
Structural System Description

Structural Roof Did not observe signs of corrosion, damage or deterioration.

Structural Floor(s) Did not observe signs of corrosion, damage or deterioration.

Foundations Unknown

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System Did not observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Naches Valley Naches Valley High School Vocational Building
Deficiency Description

Cross Ties

Building is well detailed including diaphragm nailing plans, but continuous cross ties are not detailed which is

not surprising due to the 1979 date of construction. Additional blocking, strapping and fastening to diaphragm

are likely required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Naches Valley Naches Valley High School Vocational Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Naches Valley Naches Valley High School Vocational Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Naches Valley Naches Valley High School Vocational
Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings or visually verified during site visit. Assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings or visually verified during site visit. Assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings or visually verified during site visit. Assumed to be

noncompliant due to year of construction (1979). See Report documents (including Appendix) for

bracing guidance.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No panelized ceilings in the shop areas. Did not enter classrooms. Not detailed on drawings.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment containing hazardous materials mounted on vibration isolators. District

to confirm.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe breakable containers with hazardous materials. District to confirm.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe piping or ductwork conveying hazardous materials. District to confirm.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but most likely compliant. Should be confirmed.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe flexible couplings. Should be confirmed.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

High bay spaces did not have a ceiling. Did not enter classrooms.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.
Details not provided in available structural drawings.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Veneer anchorage details provided in available structural drawings.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Stair details are not available but based on the completeness of the structural drawing package,

connection between the stairs and structure is assumed compliant.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

The shop areas have racks that may not comply. District to confirm. See Report documents

(including Appendix) for bracing guidance.
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CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

There are quite a few shelves that may not be anchored to the structure. District to confirm. Brace

tops of shelving taller than 6 feet to nearest backing wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

The shop contained equipment that probably does not comply. The mezzanine space contained

shop project supplies (wood, leather, etc.) which should be properly restrained. There were also

overhead ducts and hoods and other equipment that would fall in this category. The district should

investigate. Heavy items on upper shelves should be restrained by netting or cabling to avoid

becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

The shop contained equipment that probably does not comply. District to confirm. See report

documents (including Appendix) for bracing guidance.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
District to confirm.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

There is heavy equipment in the shop that may need additional support or restraint. Brace tops of

tall narrow equipment taller than 6 feet to nearest backing wall, provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Naches Valley HS Voc Tech Bldg

Figure 1-2. Naches Valley HS Voc Tech Bldg
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Figure 1-3. Naches Valley HS Voc Tech Bldg
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Figure 1-4. Naches Valley HS Voc Tech cmu control joint
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Figure 1-5. Naches Valley HS Voc Tech shop

Figure 1-6. Naches Valley HS Voc Tech shop

Naches Valley, Naches Valley High School, Vocational Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 33



Figure 1-7. Naches Valley HS Voc Tech mezzanine

Figure 1-8. Naches Valley HS Voc Tech joint cmu to brick
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Figure 1-9. Naches Valley HS Voc Tech mezzanine

Figure 1-10. Naches Valley HS Voc Tech roof & suspended mechanical
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Naches Valley, Naches Valley High School, Vocational Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The existing structural

drawings indicate well

designed and detailed

connections between the

structural elements.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  
No adjacent buildings

nearby.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

The existing structural

drawings indicate well

designed and detailed

connections between the

mezzanine and the main

structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
One-story building (with

mezzanine).

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
One-story building (with

mezzanine).

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
One-story building (with

mezzanine).

Naches Valley, Naches Valley High School, Vocational Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 33



Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X
One-story building (with

mezzanine).

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
One-story building (with

mezzanine).

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

The building has flexible

diaphragms and a generous

layout of shear walls so

torsion should not be an

issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Base/height > 3 which is

much greater than 0.6Sa =

0.35.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Soil Site Class D and the

footings are restrained by

slabs.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X

The flexible diaphragm will

distribute the loads to the

many shear walls on a

tributary area basis.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X

The ASCE Quick check of

the shear stress in the

reinforced masonry shear

walls indicated compliance.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X

According to the structural

drawings, the wall

reinforcement complies.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

X
No precast concrete

diaphragm elements.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X

Details indicate anchorage at

wood roof to cmu walls

(Simpson PAM25 purlin

anchor at 8 ft on center).

These appear to have the

required capacity.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X Details should be verified.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X
Most details have ties.

Warrants further study.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

X
No precast concrete

diaphragm elements.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X

The available drawings

indicated a well-designed

and detailed building with

wall dowels into the

foundations.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X

Simpson beam seats

provided where beams are

supported by columns or

masonry walls.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X No diaphragms openings.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X No diaphragms openings.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X

Building is well detailed

including diaphragm nailing

plans, but continuous cross

ties are not detailed which is

not surprising due to the

1979 date of construction.

Additional blocking,

strapping and fastening to

diaphragm are likely

required.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X No diaphragms openings.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X No diaphragms openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X
No straight sheathed

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X
Wood diaphragms consist of

wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X

Roof diaphragm nailing plan

and schedule provided on

the structural drawings

(Sheet S-19). Roof

diaphragm is unblocked, but

aspect ratios are less than

4:1.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X Wood frame roof diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X

Structural drawings indicate

construction is well detailed,

anchorage is assumed

compliant.
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Naches Valley, Naches Valley High School, Vocational Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1979)

of the building, it is

assumed that seismic

bracing for fire

suppression piping does

not comply with NFPA 13.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

Naches Valley, Naches Valley High School, Vocational Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 33



LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No panelized ceilings in

the shop areas. Did not

enter classrooms. Not

detailed on drawings.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
There are no URM

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Did not observe, but

drawings indicate masonry

partitions are reinforced

and braced. (Diagonal

bracing provided at 12 ft

on center max per detail

6/S7 existing drawings)

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
There are no suspended

gypsum board ceilings.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

High bay spaces did not

have a ceiling. Did not

enter classrooms. Further

investigation may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Details provided in

available structural

drawings.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Details not provided in

available structural

drawings. Further

investigation may be

appropriate to mitigate

seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

Veneer anchorage details

provided in available

structural drawings.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
Veneer backup is wood

frame stud walls.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

There is no cold formed

steel stud backup for the

masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer at cmu walls.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Existing drawings indicate

framing above entries are

well fastened to structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no masonry

chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
Masonry walls at stairs are

reinforced.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X    

Stair details are not

available but based on the

completeness of the

structural drawing

package, connection

between the stairs and

structure is assumed

compliant.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

   X

The shop areas have racks

that may not comply.

Further investigation may

be appropriate to mitigate

seismic risk.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

There are quite a few

shelves that may not be

anchored to the structure.

District to confirm. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

The shop contained

equipment that probably

does not comply. The

mezzanine space contained

shop project supplies

(wood, leather, etc.) which

should be properly

restrained. There were also

overhead ducts and hoods

and other equipment that

would fall in this category.

The district should

investigate. Heavy items

on upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

The shop contained

equipment that probably

does not comply. Bracing

required for equipment

weighing more than 20 lb

located 4 feet or more

above the floor to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical room was

exceptionally clean and

well kept. Unable to

determine during site

investigation. Bracing for

heavy in-line equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

There is heavy equipment

in the shop that may need

additional support or

restraint. Brace tops of tall

narrow equipment taller

than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building

Facility Name: Naches Valley Middle
School

District Name: Naches Valley
ICOS Latitude: 46.728
ICOS Longitude: -120.695
ICOS
County/District ID: 39003

ICOS Building ID: 13843
ASCE 41 Bldg Type: RM1
Enrollment: 407
Gross Sq. Ft. : 65,803
Year Built: 1994
Number of Stories: 1
SXS BSE-2E: 0.467
SX1 BSE-2E: 0.267
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 587
Liquefaction

Potential:
moderate to high

Tsunami Risk: None
Structural Drawings
Available: Some

Evaluating Firm: BergerABAM/WSP

1. Naches Valley, Naches Valley Middle School, Main Building
1.1 Building Description

Naches Valley Middle School is a one-story masonry building located on a flat site. Constructed in 1994, the

building is in excellent condition and looks much newer. The building plan jogs in and out and houses

classrooms, administration and gym spaces. Walls are constructed with 10” reinforced masonry units (split

face) and the roof is constructed with pre-fabricated roof trusses spaced at 24” oc. Limited structural

drawings were available (foundation and roof plans only). The gym was an existing building that was

renovated in 1994 when the rest of the building was constructed. 

Naches Valley school buildings were uniformly in excellent condition and extremely well maintained and

cared for. Limited drawings were available, but the construction was in 1993 and was likely to the 1988 or

1991 UBC. 
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CMU control joints were observed at the exterior walls. There was not a seismic joint between the 1994

construction and the renovated gym building. 

The Naches Valley school facilities visited are all in exceptional shape. Every space (including mechanical

spaces) was super clean and obviously well cared for. This building appears to be in outstanding condition.
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1.1.1 Building Use

Naches Valley Middle School serves approximately 400 students and includes classrooms, administration

space and the gym.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Naches Valley Middle School
Structural System Description

Structural Roof
The main building roof is constructed with wood roof trusses with 5/8" plywood

sheathing. The Gym roof is constructed with open web steel roof trusses.

Structural Floor(s)
The floor is constructed with a 4" slab on grade with 6x6 W2.9 x W2.9 WWF

reinforcement.

Foundations The exterior walls are supported on 24" wide x 10" thick continuous footings.

Gravity System
The gravity system consists of roof trusses supported by masonry bearing walls

with some interior metal stud bearing walls.

Lateral System
The lateral force resisting system consists of a plywood roof diaphragm with

masonry shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Naches Valley Middle School
Structural System Description
Structural Roof Did not observe signs of corrosion, damage or deterioration.

Structural Floor(s) Did not observe signs of corrosion, damage or deterioration.

Foundations Unknown

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System Did not observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Naches Valley Naches Valley Middle School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Naches Valley Naches Valley Middle School Main Building
Unknown Item Description
Load Path Limited drawings were available.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel Limited structural drawings available.

Wall Anchorage Limited structural drawings available, unable to verify in field.

Wood Ledgers Limited structural drawings available, unable to verify in field.

Transfer to Shear

Walls
Limited structural drawings available, unable to verify in field.

Foundation

Dowels
Limited structural drawings available, unable to verify in field.

Girder-Column

Connection
Limited structural drawings available, unable to verify in field.

Cross Ties Limited structural drawings available, unable to verify in field. Unlikely to have been installed.

Stiffness of Wall

Anchors
Limited structural drawings available, unable to verify in field. Likely to have been installed.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Naches Valley Naches Valley Middle School Main Building
Deficiency Description

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical room was exceptionally clean and well kept. Some equipment in the mechanical rooms

did not appear to be braced. This should be further evaluated. See report documents (including

Appendix) for bracing guidance.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Naches Valley Naches Valley Middle School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance. Assumed to be noncompliant due to year of

construction (1979).

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance. Assumed to be noncompliant due to year of

construction (1979).

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance. Assumed to be noncompliant due to year of

construction (1979).

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Not detailed on drawings and unclear in photos if the correct clearance is being provided.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment containing hazardous materials mounted on vibration isolators. District

to confirm.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe breakable containers with hazardous materials. District to confirm.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe piping or ductwork conveying hazardous materials. District to confirm.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but most likely compliant. Should be confirmed.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe flexible couplings. Should be confirmed.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Unknown what supports or bracing may be hidden in the ceiling space.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
The building does not have any overhead glazing.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

According to the limited structural drawings available, the middle school building does not have

masonry veneer.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Did not observe racks more than 12 ft high. District to confirm. See Report documents (including

Appendix) for bracing guidance.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe, district to confirm. Brace tops of shelving taller than 6 feet to nearest backing

wall, provide overturning base restraint.
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CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe, district to confirm. Heavy items on upper shelves should be restrained by netting

or cabling to avoid becoming falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Mechanical room was exceptionally clean and well kept. Unclear if in-line equipment was braced

as required. This should be further evaluated.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Mechanical room was exceptionally clean and well kept. Did not observe that any of the equipment

falls into this category, but this should be confirmed. Brace tops of tall narrow equipment taller

than 6 feet to nearest backing wall, provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Naches Valley Middle School
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Figure 1-2. Naches Valley MS classroom wing
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Figure 1-3. control joint at masonry wall construction
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Figure 1-4. Naches Valley Middle School classroom

Figure 1-5. Naches Valley Middle School classroom/gym
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Figure 1-6. Naches Valley gym
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Figure 1-7. Naches Valley MS Gym/classroom joint
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Figure 1-8. Hairline cracks at gym column
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Figure 1-9. Naches Valley gym roof construction
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Naches Valley, Naches Valley Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
Limited drawings were

available.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

No seismic joint with

adjacent gym. Unknown

connection between gym

building and middle school

main building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No interior mezzanine level.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X One-story building

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X One-story building

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X One-story building
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  One story building

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  One-story building

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has flexible

diaphragms and a generous

layout of shear walls so

torsion is not expected to be

an issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X
0.6Sa = 0.48 which is less

than base/height ratio of 11.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X

Soil Site Class D and the

footings are restrained by

slabs.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X

The flexible diaphragm will

distribute the loads to the

many shear walls on a

tributary area basis.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X

The ASCE Quick Check of

the shear stress in the

reinforced masonry shear

walls indicated compliance.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X
Limited structural drawings

available.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

X

No precast concrete

diaphragm elements or

concrete topping slab.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X

Limited structural drawings

available, unable to verify in

field.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Limited structural drawings

available, unable to verify in

field.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Limited structural drawings

available, unable to verify in

field.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

No reinforced concrete

topping slab or precast

concrete diaphragm

elements.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Limited structural drawings

available, unable to verify in

field.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Limited structural drawings

available, unable to verify in

field.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  No stiff (or rigid) diaphragm

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  No stiff (or rigid) diaphragm

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Limited structural drawings

available, unable to verify in

field. Unlikely to have been

installed.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No diaphragm openings

adjacent to shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No diaphragm openings

adjacent to shear walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
No straight sheathed

diaphragms.

Naches Valley, Naches Valley Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 34



Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X
Wood diaphragms consist of

wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X

Limited structural drawings

indicate wood diaphragms

have spans less than 40 feet

and 4 to 1 aspect ratio limit

is not exceeded.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X
Wood frame roof and floor

diaphragms.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X

Limited structural drawings

available, unable to verify in

field. Likely to have been

installed.
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Naches Valley, Naches Valley Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1994)

of the building, it is

assumed that seismic

bracing for fire

suppression piping may be

compliant with NFPA 13.

District to confirm.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping comply

with NFPA 13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

No pictures/access to

determine if emergency

power system is anchored

or braced. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

investigation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

X
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

X

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

X

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
There are no URM

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Limited structural

drawings available do not

indicate interior masonry

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Limited structural

drawings available do not

indicate rigid cementitious

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

X    
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
There are no suspended

gypsum board ceilings.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Unknown what supports or

bracing may be hidden in

the ceiling space. Further

investigation may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

X
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

X
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

X

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

X

The building does not have

any exterior cladding

components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

X

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

X

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

X

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

X

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

X

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

X
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X

According to the limited

structural drawings

available, the middle

school building does not

have masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X

According to the limited

structural drawings

available, the middle

school building does not

have masonry veneer.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X

According to the limited

structural drawings

available, the middle

school building does not

have masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X

According to the limited

structural drawings

available, the middle

school building does not

have masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

X

According to the limited

structural drawings

available, the middle

school building does not

have masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X

According to the limited

structural drawings

available, the middle

school building does not

have masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

X
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

X
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X
Canopies appeared to be

well fastened to structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X No concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X No appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X
There are no masonry

chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

X
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

X No stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X No stairs.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe, district to

confirm. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe, district to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Mechanical room was

exceptionally clean and

well kept. Some equipment

in the mechanical rooms

did not appear to be

braced. Bracing required

for equipment weighing

more than 20 lb located 4

feet or more above the

floor to mitigate seismic

risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X

Mechanical room was

exceptionally clean and

well kept. Unable to

determine during site

investigation. Bracing for

heavy in-line equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X

Mechanical room was

exceptionally clean and

well kept. Did not observe

that any of the equipment

falls into this category, but

this should be confirmed.

Brace tops of tall narrow

equipment taller than 6

feet to nearest backing

wall, provide overturning

base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

X
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

X
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

X
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

X
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

X
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

X
Not required for life safety

performance level.
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

X
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

X
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

X
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

X
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

X
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

X
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

X
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

X No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

X No elevator in building.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

X
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

X
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

X
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

X
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

X
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

X
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

X
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Newport High School
District Name: Newport
ICOS Latitude: 48.177
ICOS Longitude: -117.062
ICOS
County/District ID: 26056

ICOS Building ID: 11366
ASCE 41 Bldg Type: PC1
Enrollment: 354
Gross Sq. Ft. : 78,838
Year Built: 1983
Number of Stories: 1
SXS BSE-2E: 0.270
SX1 BSE-2E: 0.133
ASCE 41 Level of
Seismicity: Low

Site Class: C
VS30(m/s): 427
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: DCI Engineers - Spokane

1. Newport, Newport High School, Main Building
1.1 Building Description

Newport High School is a nearly 80,000-square-foot, single-story, concrete tilt-panel building constructed in

1983. The building houses classrooms, shop space, locker rooms, a gymnasium, a multipurpose room, a

kitchen, a greenhouse, administrative offices, and mechanical space. The building is roughly "U" shaped,

with the gymnasium making up the north wing and classrooms in the south wing.
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1.1.1 Building Use

The building serves as a 9-12 high school for approximately 400 students in the Newport School district.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Newport High School
Structural System Description

Structural Roof
The roof is nonstructural roof panels on purlins spanning between open web

steel joists. Steel angles are used as bracing for diaphragm loads.

Structural Floor(s) Reinforced slab-on-grade.

Foundations Conventional shallow footings.

Gravity System Tilt panel bearing walls at the exterior and steel post-and-beam at the interior.

Lateral System Tilt panel walls along the exterior of the structure.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Newport High School
Structural System Description
Structural Roof Good. No signs of corrosion, damage or deterioration; limited access.

Structural Floor(s) Good. No signs of corrosion, damage or deterioration.

Foundations Unknown. No signs of corrosion, damage or deterioration.

Gravity System Good. No signs of corrosion, damage or deterioration.

Lateral System Good. No signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Newport Newport High School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Newport Newport High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Newport Newport High School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Newport Newport High School Main Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

No existing drawings available, but based on the age and type of construction, it is assumed the

partition walls are reinforced.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawings available, but based on the age and type of construction, it is assumed to be

compliant.
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Photos:

Figure 1-1. Clerestory windows in corridor.

Figure 1-2. Gymnasium.
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Figure 1-3. Multipurpose room/cafeteria.
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Figure 1-4. Wood-framed mezzanine in shop area. Mezzanine was properly attached to structure.
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Figure 1-5. Cracking visible in corridor; likely a seam between gypsum boards.
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Figure 1-6. Mechanical space.
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Figure 1-7. Greenhouse at southeast end of building
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Figure 1-8. Recessed entrance to gymnasium at east side of gym.
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Figure 1-9. South face of classroom wing.
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Newport, Newport High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not required for Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

  X  
Not required for Low

seismicity.

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

  X   

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

  X   

Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

  X   

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

  X   

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X   

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  
Not required for Low

seismicity.

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

  X   

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

  X   

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

  X   

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

  X   
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Newport, Newport High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    
Gas cylinders observed to

be restrained by fence.

Newport, Newport High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 31



HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

No existing drawings

available, but based on the

age and type of

construction, it is assumed

the partition walls are

reinforced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

No existing drawings

available, but based on the

age and type of

construction, it is assumed

to be compliant.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

NA due to LS - not

required for Low

seismicity .

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended lath and

plaster ceilings observed.

NA due to LS - not

required for Low

seismicity.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

NA due to LS - not

required for Low

seismicity.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

NA due to LS - not

required for Low

seismicity.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

NA due to LS - not

required for Low

seismicity. No cladding

weighing more than 10

lb/ft2 present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

NA due to LS - not

required for Low

seismicity.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No masonry veneer

present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No reinforced masonry

parapets.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    
All concrete assumed to be

reinforced.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs present.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

present.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS - not

required for Low

seismicity.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS - not

required for Low

seismicity.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS - not

required for Low

seismicity.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS - not

required for Low

seismicity.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS - not

required for Low

seismicity.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

No elevator present. NA

due to LS - not required

for Low seismicity.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gym/Lunchroom

Facility Name: Pacific Beach Elementary
School

District Name: North Beach
ICOS Latitude: 47.208
ICOS Longitude: -124.2
ICOS
County/District ID: 14064

ICOS Building ID: 20660
ASCE 41 Bldg Type: RM1
Enrollment: 150
Gross Sq. Ft. : 10,049
Year Built: 1956
Number of Stories: 1
SXS BSE-2E: 1.098
SX1 BSE-2E: 0.741
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 272
Liquefaction

Potential:
very low

Tsunami Risk: High or Very High
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. North Beach, Pacific Beach Elementary School, Gym/Lunchroom
1.1 Building Description

The Gymnasium Building at Pacific Beach Elementary covers a footprint of 105 feet x 90 feet and

approximately 9,500 square feet. The Gymnasium is a wood-framed roof structure with wood sheathing on

timber and heavy glulam beams spanning to brick masonry and wood bearing walls. Original drawings of

the building structure were not available, but the structural description is based on a brief walk through.

Foundations are probably conventional concrete spread footings. Lateral forces are resisted by a combination

of wood and brick masonry shear walls.
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1.1.1 Building Use

Gymnasium / Cafeteria

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pacific Beach Elementary School
Structural System Description

Structural Roof
Roof framing consists of wood sheathing (either decking or plywood) over

timber joists and heavy glulam beams.

Structural Floor(s)
The ground floor at Pacific Beach Elementary consists of a conventional slab-

on-grade.

Foundations

The building is probably supported on spread footings. Based on a brief walk

through and discussions with school staff we do not believe that the building is

supported on deep foundations.

Gravity System
The building frame consists of wood sheathing on timber joists, glulam beams

and bearing walls. Bearing walls are reinforced brick masonry and wood-frame.

Lateral System
Lateral loads are resisted by a combination of reinforced brick masonry walls

and wood-frame walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pacific Beach Elementary School
Structural System Description
Structural Roof Fair, obviously weathered but no major damage was observed

Structural Floor(s) Good. No major damage observed in the slab-on-grade

Foundations Good no settlement observed

Gravity System Roof structure appeared to be in good condition.

Lateral System Exterior brick walls are weathered, mortar is loose in many locations and several

cracks were observed. At a few locations the brick was missing or damaged.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for North Beach Pacific Beach Elementary School Gym/Lunchroom
Deficiency Description

Adjacent

Buildings

The Main building and walkway canopies do not appear to be adequately separated from the gymnasium.

Further investigation should be performed. Increasing clear distance between buildings or tying seismic joints

together may be appropriate to mitigate seismic risk.

Vertical

Irregularities

East Wall of Gym is discontinuous. Supported by transfer beam. Further investigation should be performed.

Transfer beam strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Straight Sheathing
It does not appear that the diaphragm meets the aspect ratio requirements. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Spans
It does not appear that the diaphragm meets the span requirements. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for North Beach Pacific Beach Elementary School Gym/Lunchroom
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

The foundations are assumed to be conventional spread footings tied into the slab on grade. Further

investigation should be performed. Additional foundation ties may be appropriate to mitigate seismic risk.

Reinforcing Steel

Brick masonry units of this vintage are sometimes reinforced with reinforcing steel. Further investigation

should be performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate

seismic risk.

Wall Anchorage
Many buildings of similar construction type and similar vintage are non compliant. Further investigation should

be performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Connection detail is unknown. Further investigation should be performed. Additional blocking and strapping

may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Buildings of this type and vintage are usually compliant for transfer of forces in the plane of the shear walls.

Further investigation should be performed. Additional diaphragm shear wall anchoring may be appropriate to

mitigate seismic risk.

Foundation

Dowels

Foundation detail is unknown. Further investigation should be performed. Additional shear wall anchoring may

be appropriate to mitigate seismic risk.

Cross Ties
Diaphragm chord details are unknown. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Anchor details are unknown. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for North Beach Pacific Beach Elementary School Gym/Lunchroom
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Large air handling units suspended from the walls and roof of the gymnasium are likely not braced

adequately for earthquake forces. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

North Beach, Pacific Beach Elementary School, Gym/Lunchroom ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 28



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for North Beach Pacific Beach Elementary School
Gym/Lunchroom
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

If natural gas is used, verify flexible couplings are installed.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units not exposed to view should be

verified to have adequate bracing. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.
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Photos:

Figure 1-1. Northeast Corner

Figure 1-2. Gym Roof Framing
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Figure 1-3. East Elevation

Figure 1-4. Transfer Beam at East Side of Gym
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Figure 1-5. South masonry wall and canopy

Figure 1-6. Gymnasium roof framing
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Figure 1-7. Brick masonry wall at south elevation

Figure 1-8. Brick walls at the North Elevation
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North Beach, Pacific Beach Elementary School, Gym/Lunchroom

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Wood-framed diaphragm

framed to brick masonry

walls

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The Main building and

walkway canopies do not

appear to be adequately

separated from the

gymnasium. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a one story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a one story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

East Wall of Gym is

discontinuous. Supported by

transfer beam. Further

investigation should be

performed. Transfer beam

strengthening or additional

shear walls may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

The foundations are

assumed to be conventional

spread footings tied into the

slab on grade. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Shear stress approximately =

20psi.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Brick masonry units of this

vintage are sometimes

reinforced with reinforcing

steel. Further investigation

should be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Many buildings of similar

construction type and similar

vintage are non compliant.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Connection detail is

unknown. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Buildings of this type and

vintage are usually

compliant for transfer of

forces in the plane of the

shear walls. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Foundation detail is

unknown. Further

investigation should be

performed. Additional shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Diaphragm chord details are

unknown. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

It does not appear that the

diaphragm meets the aspect

ratio requirements. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

It does not appear that the

diaphragm meets the span

requirements. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Anchor details are unknown.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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North Beach, Pacific Beach Elementary School, Gym/Lunchroom

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

Fire suppression piping

was not observed in the

Gymnasium

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  

Fire suppression piping

was not observed in the

Gymnasium

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  

Fire suppression piping

was not observed in the

Gymnasium.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment on vibration

isolators was not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

If natural gas is used,

verify flexible couplings

are installed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Unreinforced Partitions

were not observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

North Beach, Pacific Beach Elementary School, Gym/Lunchroom ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 28



P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Suspended ceilings are not

used in the Gymnasium
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There does not appear to

be any glazing panels that

meet the area criteria.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

Exterior walls are

constructed of reinforced

brick, not veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

Exterior walls are

constructed of reinforced

brick, not veneer.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

Exterior walls are

constructed of reinforced

brick, not veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

Exterior walls are

constructed of reinforced

brick, not veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

Exterior walls are

constructed of reinforced

brick, not veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

Exterior walls are

constructed of reinforced

brick, not veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not

contain unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There are no cornices,

parapets, signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a one story building

without stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This is a one story building

without stairs.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Large air handling units

suspended from the walls

and roof of the gymnasium

are likely not braced

adequately for earthquake

forces. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not all mechanical /

electrical equipment was

observed. Units not

exposed to view should be

verified to have adequate

bracing. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building

Facility Name: Pacific Beach Elementary
School

District Name: North Beach
ICOS Latitude: 47.208
ICOS Longitude: -124.2
ICOS
County/District ID: 14064

ICOS Building ID: 12004
ASCE 41 Bldg Type: W2
Enrollment: 150
Gross Sq. Ft. : 7,857
Year Built: 1956
Number of Stories: 1
SXS BSE-2E: 1.098
SX1 BSE-2E: 0.741
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 272
Liquefaction

Potential:
very low

Tsunami Risk: High or Very High
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. North Beach, Pacific Beach Elementary School, Main Building
1.1 Building Description

The Pacific Beach Elementary Main Building is a classroom building with a footprint of 140 feet by 70 feet

and approximately 9,000 square feet. The Main Building is a single-story building with wood sheathing

(decking of plywood) on timber roof joists and heavy glulam beams supported by wood-frame bearing walls.

The lateral force resisting system consists of wood-framed shear walls. Original drawings of the building

were not available, However, we believe the first floor is a concrete slab-on-grade, and the building is most-

likely supported on conventional spread footings.
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1.1.1 Building Use

Classrooms and Admin Offices

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pacific Beach Elementary School
Structural System Description

Structural Roof
Roof framing consists of wood sheathing (either decking or plywood) over

timber joists and heavy glulam beams.

Structural Floor(s)
The ground floor at Pacific Beach Elementary consists of a conventional slab-

on-grade.

Foundations

The building is probably supported on spread footings. Based on a brief walk

through and discussions with school staff we do not believe that the building is

supported on deep foundations.

Gravity System
The building frame consists of wood sheathing on timber joists, glulam beams

and bearing walls. Bearing walls are wood-framed stud walls.

Lateral System Lateral loads are resisted by interior and exterior wood-framed walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pacific Beach Elementary School
Structural System Description
Structural Roof Fair. Clearly weathered, and will require maintenance soon

Structural Floor(s) Good. Some cracking in the slab-on-grade

Foundations Good. No major Settlement observed.

Gravity System Fair. Roof structure is weathered, but no major damage observed.

Lateral System Good. No damage observed in walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for North Beach Pacific Beach Elementary School Main Building
Deficiency Description

Adjacent

Buildings

There does not appear to be a seismic joint between the main building and gymnasium. Further investigation

should be performed. Increasing clear distance between buildings or tying seismic joints together may be

appropriate to mitigate seismic risk.

Shear Stress

Check

Based on the vintage of construction and the decking used for the roof framing, the shear walls are likely lap

siding (straight sheathing). Further investigation should be performed. Lateral system strengthening or addition

of new shear walls may be appropriate to mitigate seismic risk.

Spans
Roof diaphragm consists of straight decking. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for North Beach Pacific Beach Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Many buildings on similar sites in similar areas are supported on pile foundations.

Wood Posts
Wood post connections were not observed. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.

Wood Sills
It is unknown if sills are bolted to the foundation. Further investigation should be performed. Additional

anchoring may be appropriate to mitigate seismic risk.

Wood Sill Bolts
Details of sill connection is unknown. Further invetigation should be performed. Additional sill bolts may be

appropriate to mitigate seismic risk.

Roof Chord

Continuity

It is unknown if diaphragm chords are continuous. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for North Beach Pacific Beach Elementary School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for North Beach Pacific Beach Elementary School Main
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

If natural gas is used, verify flexible couplings are installed.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. Further investigation

should be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Exterior Elevation at Typical Classroom

Figure 1-2. West Elevation at Main Building
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Figure 1-3. Main Entrance

Figure 1-4. Roof Framing at Classroom
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Figure 1-5. Corridor Walls at Main Building

Figure 1-6. Classroom Interior Wall
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Figure 1-7. Southwest elevation

Figure 1-8. Beam connection to post in wall

North Beach, Pacific Beach Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 30



Figure 1-9. Southeast Elevation
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North Beach, Pacific Beach Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Timber-framed roof with

straight decking on

diaphragm, light-framed

shear walls.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There does not appear to be

a seismic joint between the

main building and

gymnasium. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This building is a one story

building and is not

applicable to this section.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This building is a one story

building and is not

applicable to this section.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This building is a one story

building and is not

applicable to this section.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Many buildings on similar

sites in similar areas are

supported on pile

foundations.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Based on the vintage of

construction and the decking

used for the roof framing,

the shear walls are likely lap

siding (straight sheathing).

Further investigation should

be performed. Lateral

system strengthening or

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

North Beach, Pacific Beach Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 30



Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any openings greater than

80% of the immediately

adjacent shear wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Wood post connections were

not observed. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

It is unknown if sills are

bolted to the foundation.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Typical girder-to-column

connections appear to be

bolted with steel plates.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Details of sill connection is

unknown. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

It is unknown if diaphragm

chords are continuous.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

It appears that the diaphragm

meets the aspect ratio

requirement.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Roof diaphragm consists of

straight decking. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Diaphragm consists of

straight decking.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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North Beach, Pacific Beach Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment on vibration

isolators was not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

If natural gas is used,

verify flexible couplings

are installed.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

No masonry veneer

observed at the Main

Building

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

No masonry veneer

observed at the Main

Building

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

No masonry veneer

observed at the Main

Building

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

No masonry veneer

observed at the Main

Building

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

No masonry veneer

observed at the Main

Building

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

No masonry veneer

observed at the Main

Building

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not

contain unreinforced

masonry parapets or

cornices.

North Beach, Pacific Beach Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 30



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There are no cornices,

parapets, signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a one story building

without stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This is a one story building

without stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Quad Building

Facility Name: Pacific Beach Elementary
School

District Name: North Beach
ICOS Latitude: 47.208
ICOS Longitude: -124.2
ICOS
County/District ID: 14064

ICOS Building ID: 12053
ASCE 41 Bldg Type: RM1
Enrollment: 150
Gross Sq. Ft. : 4,884
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 1.098
SX1 BSE-2E: 0.741
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 272
Liquefaction

Potential:
very low

Tsunami Risk: High or Very High
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. North Beach, Pacific Beach Elementary School, Quad Building
1.1 Building Description

The Quad Building at the Pacific Beach Elementary is located on the southeast corner of the campus. The

single-story square building covers a footprint of 70 feet by 75 feet and approximately 5,000 square feet, and

contains four equal classrooms that are separated by operable partition walls. The roof structure likely

consists of timber framing spanning to the brick masonry bearing walls around the perimeter of the building.

Lateral loads are resisted by the brick masonry bearing walls. Original structural drawings were not available

for review, but based on a brief walk through we believe the building is supported on conventional spread

footings.
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1.1.1 Building Use

Classrooms

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pacific Beach Elementary School
Structural System Description

Structural Roof
Roof framing consists of wood sheathing (either decking or plywood) over

timber joists and heavy glulam beams.

Structural Floor(s)
The ground floor at Pacific Beach Elementary consists of a conventional slab-

on-grade.

Foundations

The building is probably supported on spread footings. Based on a brief walk

through and discussion s with school staff we do not believe the building is

supported on deep foundations.

Gravity System
The building frame consists of wood sheathing on timber joists, glulam beams

and bearing walls. Bearing walls are made of reinforced brick masonry.

Lateral System Lateral loads are resisted by reinforced brick masonry shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pacific Beach Elementary School
Structural System Description
Structural Roof Fair. Roof is clearly weathered, and will need maintenance soon

Structural Floor(s) Good. No damage observed in the slab-on-grade.

Foundations No major settlement observed

Gravity System Roof framing is in fair condition as noted above.

Lateral System Brick masonry walls are in good condition and no major damage was observed.

North Beach, Pacific Beach Elementary School, Quad Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 30



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for North Beach Pacific Beach Elementary School Quad Building
Deficiency Description

Adjacent

Buildings

The walkway canopy structure does not appear to have adequate seismic joint separation from the adjacent

buildings. Further investigation should be performed. Increasing clear distance between buildings or tying

seismic joints together may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm span = 64 ft. Detailed analysis should be performed to determine capacity. Added blocking at panel

edges may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for North Beach Pacific Beach Elementary School Quad Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

The foundations are presumed to be conventional spread footings restrained by the slab-on-grade. Further

investigation should be performed. Additional foundation ties may be appropriate to mitigate seismic risk.

Reinforcing Steel

Jumbo brick masonry units are typically reinforced with vertical and horizontal bars. However, the amount of

reinforcing steel must be verified by X-ray imaging or destructive testing. Lateral system strengthening or

additional shear walls may be appropriate to mitigate seismic risk.

Wall Anchorage

This is typically not compliant in buildings of this vintage. Ceiling finishes obscure the top of wall conditions.

Further investigation should be performed. Additional diaphragm shear wall anchoring may be appropriate to

mitigate seismic risk.

Wood Ledgers
Connection detail is unknown. Further investigation should be performed. Additional blocking and strapping

may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Buildings of this vintage are usually compliant for force transfer in the plane of the shear walls. Further

investigation should be performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate

seismic risk.

Foundation

Dowels

Vertical dowels are usually present in walls of this type. However, the condition must be verified by X-ray

imaging or destructive testing. Additional shear wall anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Connection detail is unknown. Further investigation should be performed. Additional connection hardware may

be appropriate to mitigate seismic risk.

Cross Ties Cross-ties are usually not present in this type of construction in this vintage.

Spans
Roof framing likely consists of straight decking. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

Likely non compliant based on the vintage. Further investigation should be performed. Additional anchoring

may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for North Beach Pacific Beach Elementary School Quad Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for North Beach Pacific Beach Elementary School Quad
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for heating was not verified with maintenance or facility staff. If gas is used,

verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

If natural gas is used, verify flexible couplings are installed.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there are unreinforced masonry or hollow-clay tile partitions. Further investigation

should be performed. Wall bracing may be appropriate to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

It is unknown if there are heavy partitions supported by ceilings. Further investigation should be

performed. Wall bracing may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified. Bracing for

ceilings may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Could not be visually observed. Light fixtures are within the ceiling and should be verified that

they are braced to the structure. Adding wires for suspending the light fixtures may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

North Beach, Pacific Beach Elementary School, Quad Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 30



ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not all mechanical / electrical equipment was observed. Units above the ceiling should be verified

to have bracing to the roof structure. Bracing or anchoring of equipment may be appropriate to

mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Elevator equipment was not observed. The elevator checklist items should be verified by an

elevator designer or supplier.

Unknown Item Description
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Photos:

Figure 1-1. Southeast Elevation

Figure 1-2. Brick Masonry Walls
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Figure 1-3. Interior Classroom

Figure 1-4. South Elevation

North Beach, Pacific Beach Elementary School, Quad Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 9 of 30



Figure 1-5. Interior Classroom

Figure 1-6. Supply and Cleaning Room
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Figure 1-7. Interior Masonry Walls
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North Beach, Pacific Beach Elementary School, Quad Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Wood-framed roof

diaphragm and brick

masonry shear walls

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The walkway canopy

structure does not appear to

have adequate seismic joint

separation from the adjacent

buildings. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

Since this is a one story

structure, this check does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

Since this is a one story

structure, this check does not

apply.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The building is a one story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
The building is a one story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

The foundations are

presumed to be conventional

spread footings restrained by

the slab-on-grade. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    
Approximate shear stress in

walls = 20psi.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Jumbo brick masonry units

are typically reinforced with

vertical and horizontal bars.

However, the amount of

reinforcing steel must be

verified by X-ray imaging or

destructive testing. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This is typically not

compliant in buildings of

this vintage. Ceiling finishes

obscure the top of wall

conditions. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Connection detail is

unknown. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Buildings of this vintage are

usually compliant for force

transfer in the plane of the

shear walls. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Vertical dowels are usually

present in walls of this type.

However, the condition must

be verified by X-ray imaging

or destructive testing.

Additional shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Connection detail is

unknown. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Cross-ties are usually not

present in this type of

construction in this vintage.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Roof framing likely consists

of straight decking. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm span = 64 ft.

Detailed analysis should be

performed to determine

capacity. Added blocking at

panel edges may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Likely non compliant based

on the vintage. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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North Beach, Pacific Beach Elementary School, Quad Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
Fire Suppression piping

was not observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
Fire Suppression piping

was not observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment on vibration

isolators was not observed.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Breakable containers with

hazardous contents were

not observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

heating was not verified

with maintenance or

facility staff. If gas is used,

verify that gas lines are

laterally braced and

anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

If natural gas is used,

verify flexible couplings

are installed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

If natural gas is used, the

path of the piping should

be verified or reviewed by

an engineer to ensure the

piping is protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

It is unknown if there are

unreinforced masonry or

hollow-clay tile partitions.

Further investigation

should be performed. Wall

bracing may be appropriate

to mitigate seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

It is unknown if there are

heavy partitions supported

by ceilings. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the age of the

original construction, the

building does not have lath

and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Could not be visually

observed. Light fixtures

are within the ceiling and

should be verified that they

are braced to the structure.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The bearing walls are

made of reinforced brick.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The bearing walls are

made of reinforced brick.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The bearing walls are

made of reinforced brick.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
The bearing walls are

made of reinforced brick.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The bearing walls are

made of reinforced brick.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The bearing walls are

made of reinforced brick.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not

contain unreinforced

masonry parapets or

cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There are no cornices,

parapets, signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a one story building

without stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
This is a one story building

without stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not all mechanical /

electrical equipment was

observed. Units above the

ceiling should be verified

to have bracing to the roof

structure. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

North Beach, Pacific Beach Elementary School, Quad Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 30



Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Elevator equipment was

not observed. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Auditorium

Facility Name: Ilwaco (Hilltop) Middle
School

District Name: Ocean Beach
ICOS Latitude: 46.311
ICOS Longitude: -124.039
ICOS
County/District ID: 25101

ICOS Building ID: 12706
ASCE 41 Bldg Type: C2a
Enrollment: 316
Gross Sq. Ft. : 7,369
Year Built: 1936
Number of Stories: 2
SXS BSE-2E: 1.037
SX1 BSE-2E: 0.721
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction

Potential:
None

Tsunami Risk: Very Low
Structural Drawings
Available: No

Evaluating Firm: WRK Engineers

1. Ocean Beach, Ilwaco (Hilltop) Middle School, Auditorium
1.1 Building Description

The Ilwaco Middle School Auditorium is a two-story wood-framed structure with a gallery between the

second floor and the roof. The 1936 building is constructed on sloping ground and is located in Ilwaco,

Washington. The auditorium is connected to the main Ilwaco Middle School building without a seismic joint.

The auditorium is rectangular in plan with overall dimensions of approximately 113 feet by 51 feet. The

building has a maximum roof height of around 42 feet at the downslope side of the building. The auditorium

consists of cast-in-place concrete walls with wood-framed interior gravity systems and plywood floor and

roof diaphragms.
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1.1.1 Building Use

The Ilwaco Middle School Auditorium includes a band room, a choral space, a stage, a platform, a gallery,

and storage spaces. Ilwaco Middle School has over 310 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ilwaco (Hilltop) Middle School
Structural System Description

Structural Roof
The roof system is composed of ½-inch plywood over wood trusses and/or wood

joists.

Structural Floor(s)

The floor system is a concrete slab-on-grade throughout all portions of the

building. Elevated floors consist of ½-inch plywood over wood joists and steel

beams.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings.

Gravity System
The gravity system consists of wood joists and steel beam framing supported by

steel posts and cast-in-place concrete walls.

Lateral System

Lateral forces are resisted by the plywood roof diaphragm, which transfers the

forces into concrete shear walls in both the longitudinal and transverse

directions. Some wood shear walls are also used at the classroom portion of the

structure.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ilwaco (Hilltop) Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocean Beach Ilwaco (Hilltop) Middle School Auditorium
Deficiency Description

Load Path
Missing drawings for original construction. Inadequate sill bolt spacing at wood walls. The addition of post-

installed sill bolts may be appropriate.

Overturning

Ratio of least horizontal dimension of seismic-force-resisting system to building height is greater than 0.6Sa.

Additional overturning resistance, such as new footings or shear walls, may be appropriate to mitigate seismic

risk. Further investigation is required.

Redundancy
There are not two or more lines of shear walls in each principal direction. The addition of new shear walls or

braced frames may be appropriate. Further investigation is required.

Shear Stress

Check

Pseudo shear stress is greater than 100 psi. The building likely requires concrete shear wall strengthening, such

as FRP, or new shear walls or braced frames. Further investigation is required.

Wall Anchorage

at Flexible

Diaphragms

This evaluation is likely non-compliant due to the building's age and could not be visually verified. This item

requires further investigation to make a final determination. The addition of out-of-plane wall anchors,

blocking, and strapping may be appropriate.

Diaphragm

Continuity
Diaphragm is not continuous. New shear walls at the location of diaphragm discontinuity may be appropriate.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocean Beach Ilwaco (Hilltop) Middle School Auditorium
Unknown Item Description

Mezzanines
No information for gallery mezzanine. This item requires further investigation to make a final determination on

its compliance and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Foundation

Dowels

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Deflection

Compatibility

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Flat Slabs

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Coupling Beams

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocean Beach Ilwaco (Hilltop) Middle School Auditorium
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocean Beach Ilwaco (Hilltop) Middle School Auditorium
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be anchored or braced.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow contents. All tall narrow

contents should be braced.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Further investigation is required to review anchorage of fall-prone contents. All fall-prone contents

should be braced to prevent falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Further investigation is required to review anchorage of fall-prone equipment. All fall-prone

equipment should be braced to prevent falling hazards.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be braced.
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Photos:

Figure 1-1. Ilwaco Middle School Auditorium - West Exterior

Figure 1-2. Ilwaco Middle School Auditorium - Northwest Exterior
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Figure 1-3. Ilwaco Middle School Auditorium - Interior
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Ocean Beach, Ilwaco (Hilltop) Middle School, Auditorium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Missing drawings for

original construction.

Inadequate sill bolt spacing

at wood walls. The addition

of post-installed sill bolts

may be appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

No information for gallery

mezzanine. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Ratio of least horizontal

dimension of seismic-force-

resisting system to building

height is greater than 0.6Sa.

Additional overturning

resistance, such as new

footings or shear walls, may

be appropriate to mitigate

seismic risk. Further

investigation is required.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

  X   

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

There are not two or more

lines of shear walls in each

principal direction. The

addition of new shear walls

or braced frames may be

appropriate. Further

investigation is required.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

 X   

Pseudo shear stress is greater

than 100 psi. The building

likely requires concrete

shear wall strengthening,

such as FRP, or new shear

walls or braced frames.

Further investigation is

required.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

This evaluation is likely

non-compliant due to the

building's age and could not

be visually verified. This

item requires further

investigation to make a final

determination. The addition

of out-of-plane wall anchors,

blocking, and strapping may

be appropriate.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Ocean Beach, Ilwaco (Hilltop) Middle School, Auditorium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 26



Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

Diaphragm is not

continuous. New shear walls

at the location of diaphragm

discontinuity may be

appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.
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Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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Ocean Beach, Ilwaco (Hilltop) Middle School, Auditorium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

anchored or braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Ocean Beach, Ilwaco (Hilltop) Middle School, Auditorium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 26



Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Further investigation is

required to review

anchorage of tall narrow

contents. All tall narrow

contents should be braced.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Further investigation is

required to review

anchorage of fall-prone

contents. All fall-prone

contents should be braced

to prevent falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review

anchorage of fall-prone

equipment. All fall-prone

equipment should be

braced to prevent falling

hazards.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Main Building

Facility Name: Ilwaco (Hilltop) Middle
School

District Name: Ocean Beach
ICOS Latitude: 46.311
ICOS Longitude: -124.039
ICOS
County/District ID: 25101

ICOS Building ID: 14919
ASCE 41 Bldg Type: C2a
Enrollment: 316
Gross Sq. Ft. : 46,330
Year Built: 1932
Number of Stories: 3
SXS BSE-2E: 1.037
SX1 BSE-2E: 0.721
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction

Potential:
None

Tsunami Risk: Very Low
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Ocean Beach, Ilwaco (Hilltop) Middle School, Main Building
1.1 Building Description

The Ilwaco Middle School main building is a two-story structure of varying construction types. The 1932

building is constructed on sloping ground and is located in Ilwaco, Washington. The building consists of

classrooms, administrative offices, a cafeteria, a gymnasium, and an auditorium, which share common walls

and diaphragms. There are no seismic joints between the various portions of the structure. The complete

building footprint is U-shaped in plan, with outside-to-outside dimensions of approximately 185 feet by 280

feet. The building has a maximum roof height of around 42 feet. The original classroom and auditorium

consist of cast-in-place concrete walls with wood-framed interior gravity systems and plywood floor and

roof diaphragms. A new gymnasium, added in 2005, consists of tilt-up concrete walls and a metal deck roof

diaphragm. New administrative offices and a common space joining two existing concrete structures, also

added in 2005, consist of wood stud walls and a plywood roof diaphragm.
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1.1.1 Building Use

The Ilwaco Middle School main building includes classrooms, administrative offices, a cafeteria, a

gymnasium, and an auditorium. The school has over 310 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ilwaco (Hilltop) Middle School
Structural System Description

Structural Roof
The roof system is composed of ½-inch plywood over wood trusses and/or wood

joists.

Structural Floor(s)

The floor system is a concrete slab-on-grade throughout all portions of the

building. Elevated floors consist of ½-inch plywood over wood joists and steel

beams.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings.

Gravity System
The gravity system consists of wood joists and steel beam framing supported by

steel posts and either cast-in-place or precast concrete walls.

Lateral System

Lateral forces are resisted by the plywood and light-gauge metal roof

diaphragms, which transfer the forces into concrete shear walls in both the

longitudinal and transverse directions. Some wood shear walls are also used at

the classroom portion of the structure.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ilwaco (Hilltop) Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocean Beach Ilwaco (Hilltop) Middle School Main Building
Deficiency Description

Load Path
Missing drawings for original construction. Wood shear walls not connected through floors. Inadequate sill bolt

spacing. The addition of post-installed sill bolts at wood shear walls may be appropriate.

Redundancy
No concrete walls in some directions, only skinny piers. The addition of new shear walls or braced frames may

be appropriate. Further investigation is required.

Shear Stress

Check

Pseudo shear stress is greater than 100 psi. The building will likely require concrete shear wall strengthening,

such as FRP, new shear walls, or new braced frames. Further investigation is required.

Wall Anchorage

at Flexible

Diaphragms

Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along all concrete walls.

Diaphragm

Continuity

The diaphragm is not continuous. New shear walls at the location of diaphragm discontinuity may be

appropriate.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing members together may be appropriate to

mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocean Beach Ilwaco (Hilltop) Middle School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning

This evaluation item is unknown due to missing original building construction drawings. This item requires

further field investigation to make a final determination and to develop mitigation recommendations, if

necessary.

Reinforcing Steel
Wall reinforcement is unknown. This item requires further field investigation to make a final determination and

to develop a mitigation recommendation, if necessary.

Transfer to Shear

Walls

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Foundation

Dowels

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Deflection

Compatibility

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Coupling Beams

This evaluation item is unknown due to the lack of original construction drawings. This item requires further

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocean Beach Ilwaco (Hilltop) Middle School Main Building
Deficiency Description
C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Inadequate attachments for suspended ceilings. Provide seismic attachments at twelve feet on

center in each direction.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Inadequate attachments for suspended ceilings. Provide seismic attachments at twelve feet on

center in each direction.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Inadequate independent attachments for light fixtures. Provide seismic bracing for each light

fixture.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing required for in-line equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocean Beach Ilwaco (Hilltop) Middle School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be anchored or braced.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to review breakable containers storing hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

PCOA-3 Concrete Parapets.

HR-H; LS-MH; PR-LMH.

Further investigation is required to verify vertical reinforcement of concrete parapets. The addition

of strongbacks and/or lateral bracing may be appropriate.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be braced.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Gymnasium Interior

Ocean Beach, Ilwaco (Hilltop) Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 31



Figure 1-2. Unbraced Nonstructural Equipment
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Figure 1-3. Unbraced Piping and Distribution Systems
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Figure 1-4. Cafeteria Interior
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Figure 1-5. Anchored HVAC Equipment
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Figure 1-6. Ilwaco Middle School - Southwest Corner of Exterior

Figure 1-7. Ilwaco Middle School - South Face of Exterior
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Figure 1-8. Ilwaco Middle School - Northeast Exterior at Gymnasium

Figure 1-9. Ilwaco Middle School - Northwest Exterior at Gymnasium
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Figure 1-10. Typical Classroom with Non-Compliant Light Fixture Bracing
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Ocean Beach, Ilwaco (Hilltop) Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Missing drawings for

original construction. Wood

shear walls not connected

through floors. Inadequate

sill bolt spacing. The

addition of post-installed sill

bolts at wood shear walls

may be appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

This evaluation item is

unknown due to missing

original building

construction drawings. This

item requires further field

investigation to make a final

determination and to

develop mitigation

recommendations, if

necessary.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

  X   

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

No concrete walls in some

directions, only skinny piers.

The addition of new shear

walls or braced frames may

be appropriate. Further

investigation is required.

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

 X   

Pseudo shear stress is greater

than 100 psi. The building

will likely require concrete

shear wall strengthening,

such as FRP, new shear

walls, or new braced frames.

Further investigation is

required.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

Wall reinforcement is

unknown. This item requires

further field investigation to

make a final determination

and to develop a mitigation

recommendation, if

necessary.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along all concrete

walls.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings. This item requires

further investigation to make

a final determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

 X   

The diaphragm is not

continuous. New shear walls

at the location of diaphragm

discontinuity may be

appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing members

together may be appropriate

to mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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Ocean Beach, Ilwaco (Hilltop) Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

anchored or braced.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Further investigation is

required to review

breakable containers

storing hazardous material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

Inadequate attachments for

suspended ceilings.

Provide seismic

attachments at twelve feet

on center in each direction.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

Inadequate attachments for

suspended ceilings.

Provide seismic

attachments at twelve feet

on center in each direction.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ocean Beach, Ilwaco (Hilltop) Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 31



C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Inadequate independent

attachments for light

fixtures. Provide seismic

bracing for each light

fixture.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X     

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

   X

Further investigation is

required to verify vertical

reinforcement of concrete

parapets. The addition of

strongbacks and/or lateral

bracing may be

appropriate.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Ilwaco High School
Facility Name: Ilwaco High School
District Name: Ocean Beach
ICOS Latitude: 46.313
ICOS Longitude: -124.04
ICOS
County/District ID: 25101

ICOS Building ID: 20728
ASCE 41 Bldg Type: W2
Enrollment: 286
Gross Sq. Ft. : 89,249
Year Built: 1971
Number of Stories: 1
SXS BSE-2E: 1.037
SX1 BSE-2E: 0.721
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction
Potential: None

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Ocean Beach, Ilwaco High School, Ilwaco High School
1.1 Building Description

The Ilwaco High School building is a one-story wood-framed structure with a concrete-framed basement at

the gymnasium. The 1971 building is constructed on sloping ground and is located in Ilwaco, Washington.

The building consists of five separate units that are connected by the roof, each rectangular in plan. The

complete building footprint is mostly rectangular in plan, approximately 450 feet by 250 feet. The building

has a maximum roof height of around 45 feet at the gymnasium at the downslope side of the building. The

lower roof height is around 15 feet. Building construction consists of wood stud walls throughout. The

gymnasium basement is constructed out of concrete bearing/shear walls and masonry non-bearing walls. The

roof system is a flexible diaphragm composed of glulam beam framing and 2x joist framing. The gymnasium

floor level is composed of a wood floor over a concrete slab supported by concrete beams and post-tensioned

concrete joists. The building shares the site with the Ilwaco Stadium Complex.
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1.1.1 Building Use

The Ilwaco High School building includes classrooms, a gymnasium, a library, a kitchen, and administrative

offices. The school has over 280 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ilwaco High School
Structural System Description

Structural Roof
The roof system is composed of ½-inch plywood over 2x8 roof framing and

glulam beams.

Structural Floor(s)

The floor system is a concrete slab-on-grade with a suspended concrete slab at

the northwest corner. The gymnasium floor system is a concrete slab over

concrete beams and post-tensioned concrete joists.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings. The gymnasium foundation is supported by piles.

Gravity System

The gravity system consists of glulam beam framing supported by the wood stud

bearing walls. The upper level of the gymnasium is supported by the concrete

beams and concrete bearing walls and columns.

Lateral System

Lateral forces are resisted by the plywood roof diaphragm, which transfers the

forces into wood shear walls in both the longitudinal and transverse directions.

The wood shear walls are typically sheathed with gypsum board at interior shear

walls and plywood sheathing at exterior shear walls. The lateral forces at the

gymnasium level are resisted by the concrete slab, which transfers the forces to

the concrete shear walls below.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ilwaco High School
Structural System Description

Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocean Beach Ilwaco High School Ilwaco High School
Deficiency Description

Vertical

Irregularities

Vertical elements resisting shear wall overturning are discontinuous at the west gymnasium wall. Wood shear

wall and diaphragm strengthening or the addition of new shear walls may be appropriate to mitigate seismic

risk.

Shear Stress

Check

Pseudo shear stress is greater than 1000 lb/ft. The building likely requires wood shear wall strengthening.

Adding new plywood shear walls and replacing gypsum sheathing with plywood sheathing may be appropriate.

Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocean Beach Ilwaco High School Ilwaco High School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocean Beach Ilwaco High School Ilwaco High School
Deficiency Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Inadequate anchoring/bracing of life-safety equipment. All life-safety equipment should be braced

or anchored.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The top of heavy partitions are supported by integrated ceiling systems. Independent bracing

should be provided at the tops of heavy partitions.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Inadequate independent attachments for light fixtures. All light fixtures in grid ceiling system

should be braced to the structure by a minimum of two wires at diagonally opposite corners of each

fixture.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocean Beach Ilwaco High School Ilwaco High School
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to review breakable containers storing hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.

PP-1 Flexible Couplings. HR-

not required; LS-not required;

PR-H.

Non-applicable due to ASCE 41 Performance Level: \Life Safety (LS)\

PP-2 Fluid and Gas Piping.

HR-not required; LS-not

required; PR-H.

Non-applicable due to ASCE 41 Performance Level: \Life Safety (LS)\
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Photos:

Figure 1-1. Ilwaco High School - South Exterior

Figure 1-2. Ilwaco High School - East Exterior
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Figure 1-3. Ilwaco High School - North Exterior

Figure 1-4. Typical Classroom with Tall Unbraced Cabinets

Ocean Beach, Ilwaco High School, Ilwaco High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 29



Figure 1-5. Library

Figure 1-6. Cafeteria Showing Glulam Beam Roof Framing
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Figure 1-7. Main Entrance

Figure 1-8. Gymnasium with Glulam Arches
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Figure 1-9. Unbraced Nonstructural Masonry Half-Walls in Locker Room
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Figure 1-10. Tall Unbraced Nonstructural Components, Typical Throughout
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Ocean Beach, Ilwaco High School, Ilwaco High School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Ocean Beach, Ilwaco High School, Ilwaco High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 29



Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Vertical elements resisting

shear wall overturning are

discontinuous at the west

gymnasium wall. Wood

shear wall and diaphragm

strengthening or the addition

of new shear walls may be

appropriate to mitigate

seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 1000 lb/ft. The building

likely requires wood shear

wall strengthening. Adding

new plywood shear walls

and replacing gypsum

sheathing with plywood

sheathing may be

appropriate. Further

investigation is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

X     
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Ocean Beach, Ilwaco High School, Ilwaco High School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Inadequate

anchoring/bracing of life-

safety equipment. All life-

safety equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Further investigation is

required to review

breakable containers

storing hazardous material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

 X   

The top of heavy partitions

are supported by integrated

ceiling systems.

Independent bracing

should be provided at the

tops of heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Inadequate independent

attachments for light

fixtures. All light fixtures

in grid ceiling system

should be braced to the

structure by a minimum of

two wires at diagonally

opposite corners of each

fixture.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X     

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained to

avoid becoming falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   
Anchorage is required for

tall narrow equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

   X

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

   X

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Stadium Complex
Facility Name: Ilwaco High School
District Name: Ocean Beach
ICOS Latitude: 46.313
ICOS Longitude: -124.04
ICOS
County/District ID: 25101

ICOS Building ID: 12323
ASCE 41 Bldg Type: RM2
Enrollment: 286
Gross Sq. Ft. : 11,568
Year Built: 1976
Number of Stories: 2
SXS BSE-2E: 1.037
SX1 BSE-2E: 0.721
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 184
Liquefaction
Potential: None

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. Ocean Beach, Ilwaco High School, Stadium Complex
1.1 Building Description

The Ilwaco High School Stadium Complex is a two-story grandstand that is composed out of a mixture of

steel truss framing and reinforced masonry. The 1976 building is constructed on level ground and is located

in Ilwaco, Washington. The building is mostly rectangular in plan, approximately 210 feet by 60 feet. The

building has a maximum roof height of around 40 feet. Building construction consists of reinforced masonry

walls. The roof system is a flexible diaphragm composed of plywood sheathing over wood joists that span

between steel beams. Steel truss members support the roof framing in the north-south direction. The second

level is a 5-inch minimum concrete slab over steel beams and columns. The stadium seating is constructed

out of precast concrete planks. The building shares the site with Ilwaco High School.
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1.1.1 Building Use

The Ilwaco High School Stadium Complex building includes stadium seating, a weight room, restrooms, a

concession stand, and a ticket counter. The school has over 280 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ilwaco High School
Structural System Description

Structural Roof

The roof system is composed of ¾-inch plywood sheathing over 2x wood joists

that span between steel roof beams. The steel beams span between steel truss

systems.

Structural Floor(s)

The second level structural floor system is a 5-inch minimum concrete slab with

varying thickness. The stadium seating is composed of 4-inch precast concrete

planks.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings. The gymnasium foundation is supported by piles.

Gravity System
The gravity system consists of steel beams and glulam beams supported by the

reinforced masonry bearing walls and steel columns.

Lateral System
Lateral forces are resisted by reinforced masonry walls in the transverse and

longitudinal directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ilwaco High School
Structural System Description
Structural Roof The roof sheathing shows sign of weather corrosion.

Structural Floor(s)
There is noticeable cracking and spalling at the underside of the level two

concrete slab.

Foundations Unknown.

Gravity System
Cracking is visible in the reinforced masonry wall at steel beam bearing points.

There are also multiple holes visible in the masonry wall.

Lateral System Cracking is visible in the reinforced masonry wall.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocean Beach Ilwaco High School Stadium Complex
Deficiency Description

Load Path
The building lacks a complete, well-defined load path between the diaphragm and the vertical-resisting

elements. Post-installed anchors to connect the diaphragm to the masonry shear walls may be appropriate.

Reinforcing Steel

The masonry walls are under-reinforced and likely need to be strengthened for in-plane and out-of-plane

seismic forces. The addition of FRP or vertical HSS strongbacks may be appropriate. Further investigation is

required.

Topping Slab
Precast concrete diaphragm elements are not interconnected. Post-installed elements, such as FRP, may be

appropriate to interconnect diaphragm elements. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along all masonry walls.

Transfer to Shear

Walls

No direct, structural connection between diaphragms and shear walls is present. Post-installed anchors or FRP

between diaphragm and masonry shear wall may be appropriate.

Topping Slab to

Walls or Frames

Topping slabs are not doweled into the shear walls. FRP at interface between topping slab and shear walls may

be appropriate.

Foundation

Dowels

Wall reinforcement is not doweled into the foundation. A direct, structural connection between walls and the

foundation, such as FRP, is required to mitigate seismic risk.

Girder-Column

Connection

Lack of positive connection between gulams and columns in the weight room. The addition of a positive

connection using plates, straps, or hardware between girders and columns is recommended.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocean Beach Ilwaco High School Stadium Complex
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocean Beach Ilwaco High School Stadium Complex
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression is not anchored and braced. All fire suppression piping should be braced in

accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Flexible couplings are not installed on fire suppression piping in accordance with NFPA-13. The

addition of flexible couplings may be appropriate.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocean Beach Ilwaco High School Stadium Complex
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be braced or anchored.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to verify bracing of URM partitions. Unreinforced masonry

partition walls should be braced at a spacing of six feet or demolished.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of in-line equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be braced.
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Photos:

Figure 1-1. Ilwaco High School Stadium Complex - North Exterior

Figure 1-2. Ilwaco High School Stadium Complex - West Exterior
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Figure 1-3. Ilwaco High School Stadium Complex - East Exterior
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Figure 1-4. Concrete Balconies at South Exterior

Figure 1-5. Cracking and Spalling of Concrete
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Figure 1-6. Underside of Precast Seating with Cracking in Masonry Wall at Steel Beam Bearing

Ocean Beach, Ilwaco High School, Stadium Complex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 30



Figure 1-7. Holes in Masonry Wall Typical.
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Figure 1-8. Interior Steel Beam Framing
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Figure 1-9. Weight Room

Figure 1-10. Glulam Beam Lacks Connection to Column
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Ocean Beach, Ilwaco High School, Stadium Complex

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

The building lacks a

complete, well-defined load

path between the diaphragm

and the vertical-resisting

elements. Post-installed

anchors to connect the

diaphragm to the masonry

shear walls may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

The masonry walls are

under-reinforced and likely

need to be strengthened for

in-plane and out-of-plane

seismic forces. The addition

of FRP or vertical HSS

strongbacks may be

appropriate. Further

investigation is required.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

 X   

Precast concrete diaphragm

elements are not

interconnected. Post-

installed elements, such as

FRP, may be appropriate to

interconnect diaphragm

elements. Further

investigation is required.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along all masonry

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

No direct, structural

connection between

diaphragms and shear walls

is present. Post-installed

anchors or FRP between

diaphragm and masonry

shear wall may be

appropriate.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

 X   

Topping slabs are not

doweled into the shear walls.

FRP at interface between

topping slab and shear walls

may be appropriate.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Wall reinforcement is not

doweled into the foundation.

A direct, structural

connection between walls

and the foundation, such as

FRP, is required to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

Lack of positive connection

between gulams and

columns in the weight room.

The addition of a positive

connection using plates,

straps, or hardware between

girders and columns is

recommended.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X   

Ocean Beach, Ilwaco High School, Stadium Complex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 30



Ocean Beach, Ilwaco High School, Stadium Complex

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression is not

anchored and braced. All

fire suppression piping

should be braced in

accordance with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

Flexible couplings are not

installed on fire

suppression piping in

accordance with NFPA-13.

The addition of flexible

couplings may be

appropriate.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Further investigation is

required to verify bracing

of URM partitions.

Unreinforced masonry

partition walls should be

braced at a spacing of six

feet or demolished.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ocean Beach, Ilwaco High School, Stadium Complex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 30



P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ocean Beach, Ilwaco High School, Stadium Complex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 30



C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review

anchorage of fall-prone

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of in-line equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator

Ocean Beach, Ilwaco High School, Stadium Complex ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 30 of 30



Building Name: Main Building

Facility Name: Long Beach Elementary
School

District Name: Ocean Beach
ICOS Latitude: 46.349
ICOS Longitude: -124.052
ICOS
County/District ID: 25101

ICOS Building ID: 19098
ASCE 41 Bldg Type: W2
Enrollment: 243
Gross Sq. Ft. : 36,213
Year Built: 1964
Number of Stories: 2
SXS BSE-2E: 1.040
SX1 BSE-2E: 0.723
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 212
Liquefaction

Potential:
Moderate to High

Tsunami Risk: High
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Ocean Beach, Long Beach Elementary School, Main Building
1.1 Building Description

The Long Beach Elementary School main building is a one-story wood-framed structure with a two-story

wood-framed addition added to the west side in 2005. The 1964 building is constructed on level ground and

is located in Long Beach, Washington. The building is mostly rectangular in plan, approximately 250 feet by

90 feet, in addition to a 60-foot by 90-foot gymnasium on the south side. The building has a maximum roof

height of around 40 feet at the two-story section. The lower roof height is around 12 feet. Building

construction consists of wood stud walls throughout. The roof system is a flexible diaphragm composed of a

mixture of TJI joists and premanufactured wood trusses and plywood sheathing. The second level floor

framing is composed of TJI joists and dimensional lumber joists with plywood sheathing and a 1.5-inch

concrete topping slab. The building is just north of the Ocean Beach School District administrative offices.
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1.1.1 Building Use

The Long Beach Elementary School building includes classrooms, a gymnasium, a library, a kitchen, and

administrative offices. The school has over 240 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Long Beach Elementary School
Structural System Description

Structural Roof

The roof system is composed of ¾-inch plywood over either TJI joists or

premanufactured wood trusses. The gymnasium roof is 4x6 decking over glulam

beam framing.

Structural Floor(s)

The second level floor system consists of a 1.5-inch concrete topping slab over

¾-inch plywood sheathing and either TJI joist framing or dimensional joist

framing.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings.

Gravity System

The gravity system consists of wood stud bearing walls supporting the truss and

joist framing. Beams are supported by built-up wood columns, wood posts, or

steel columns.

Lateral System

Lateral forces are resisted by the plywood roof diaphragm, which transfers the

forces into plywood shear walls in both the longitudinal and transverse

directions. The lateral forces at the gymnasium level are resisted by a straight

sheathing roof diaphragm, which transfers the forces to the plywood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Long Beach Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocean Beach Long Beach Elementary School Main Building
Deficiency Description
Vertical

Irregularities

Vertical elements resisting shear wall overturning are discontinuous. Shear wall and diaphragm strengthening

or the addition of new shear walls may be appropriate to mitigate seismic risk.

Shear Stress

Check

Pseudo shear stress is greater than 1000 lb/ft. This building likely requires wood shear wall strengthening or the

addition of new wood shear walls. Further investigation is required.

Walls Connected

Through Floors

Shear walls do not have apparent interconnection between stories to transfer overturning and shear forces

through the floor. Lateral system strengthening, such as strengthening the existing shear walls, adding new

shear walls, or adding strapping between floors, may be appropriate to mitigate seismic risk.

Spans
Gymnasium diaphragm consists of straight sheathing. Diaphragm strengthening may be appropriate to mitigate

seismic risk, such as adding plywood sheathing.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragms. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocean Beach Long Beach Elementary School Main Building
Unknown Item Description

Load Path

Compliant at 2005 addition. Unknown at original, existing conditions at east end and gymnasium. This item

requires further field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocean Beach Long Beach Elementary School Main Building
Deficiency Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Inadequate anchoring/bracing of life-safety equipment. All life-safety equipment should be braced

or anchored.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.

Ocean Beach, Long Beach Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 29



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocean Beach Long Beach Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to review breakable containers storing hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

This item requires further investigation to review the support system for light fixtures to make a

final determination on its compliance. All light fixtures should be braced.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Long Beach Elementary School - Southwest Exterior

Figure 1-2. Long Beach Elementary School - Northeast Exterior
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Figure 1-3. Long Beach Elementary School - Two-Story Addition

Figure 1-4. Typical Hallway with Unknown Light Fixture Bracing
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Figure 1-5. Gymnasium
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Figure 1-6. Gymnasium Showing Large Mechanical Ducts
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Figure 1-7. Typical Classroom with Unknown Light Fixture Bracing

Figure 1-8. Library with Unbraced Ducts/Piping Over Exit
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Figure 1-9. Computer Lab with Unbraced Ducts/Piping

Figure 1-10. Mechanical Room
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Ocean Beach, Long Beach Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Compliant at 2005 addition.

Unknown at original,

existing conditions at east

end and gymnasium. This

item requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Vertical elements resisting

shear wall overturning are

discontinuous. Shear wall

and diaphragm strengthening

or the addition of new shear

walls may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 1000 lb/ft. This

building likely requires

wood shear wall

strengthening or the addition

of new wood shear walls.

Further investigation is

required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Shear walls do not have

apparent interconnection

between stories to transfer

overturning and shear forces

through the floor. Lateral

system strengthening, such

as strengthening the existing

shear walls, adding new

shear walls, or adding

strapping between floors,

may be appropriate to

mitigate seismic risk.

Ocean Beach, Long Beach Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 29



Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

X     

Ocean Beach, Long Beach Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 29



Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Gymnasium diaphragm

consists of straight

sheathing. Diaphragm

strengthening may be

appropriate to mitigate

seismic risk, such as adding

plywood sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragms.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Ocean Beach, Long Beach Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Inadequate

anchoring/bracing of life-

safety equipment. All life-

safety equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Further investigation is

required to review

breakable containers

storing hazardous material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

This item requires further

investigation to review the

support system for light

fixtures to make a final

determination on its

compliance. All light

fixtures should be braced.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Main Building

Facility Name: Ocean Park Elementary
School

District Name: Ocean Beach
ICOS Latitude: 46.488
ICOS Longitude: -124.051
ICOS
County/District ID: 25101

ICOS Building ID: 11935
ASCE 41 Bldg Type: W2
Enrollment: 166
Gross Sq. Ft. : 35,593
Year Built: 2005
Number of Stories: 2
SXS BSE-2E: 1.051
SX1 BSE-2E: 0.725
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 250
Liquefaction

Potential:
Moderate to High

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Ocean Beach, Ocean Park Elementary School, Main Building
1.1 Building Description

The Ocean Park Elementary School main building is a two-story wood-framed structure. The building is

constructed on level ground and is located in Ocean Park, Washington. The 2005 building is U-shaped in

plan, 150 feet by 312 feet, with a maximum roof height of 45 feet. Building construction consists of wood

stud walls. The floor system is a concrete slab-on-grade and wood-framed elevated floors. The roof system

consists of wood joists, premanufactured wood trusses, and open-web steel joist with a plywood sheathing

diaphragm. The building shares the site with a playground, a parking lot, and various outbuildings.
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1.1.1 Building Use

The main building includes a gymnasium, classrooms, a kitchen, and storage. The elementary school have

over 160 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ocean Park Elementary School
Structural System Description

Structural Roof

The main school building is comprised of wood joists, premanufactured wood

trusses, and open-web steel joists with plywood sheathing. The gymnasium

building is comprised of premanufactured wood trusses with plywood sheathing.

Structural Floor(s)
The ground level is a 4-inch concrete floor slab. The elevated floors are

comprised of wood joists with plywood sheathing.

Foundations

The wood stud walls are supported by continuous concrete wall footings. Wood

and steel columns are supported by concrete spread footings. At the crawlspace,

wood joists are supported on concrete pier blocks.

Gravity System
The gravity system is composed of wood beams, wood-framed walls, wood

columns, and steel columns.

Lateral System The lateral system is wood shear walls with plywood sheathing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ocean Park Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocean Beach Ocean Park Elementary School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocean Beach Ocean Park Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocean Beach Ocean Park Elementary School Main Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Piping/ductwork not adequately protected from damage that could potentially allow release of

hazardous material. Natural gas piping should be adequately braced to the structure.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocean Beach Ocean Park Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be braced.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Typical Hallway with Unknown Light Fixture Bracing

Figure 1-2. Classroom Space
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Figure 1-3. Stairway with Unknown Seismic Detailing

Figure 1-4. Wood-Framed Attic
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Figure 1-5. Open-Web Steel Joist Roof in Kitchen

Figure 1-6. Gymnasium
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Figure 1-7. Ocean Park Elementary School - North Exterior

Figure 1-8. Ocean Park Elementary School - West Exterior
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Figure 1-9. Ocean Park Elementary School - East Exterior
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Figure 1-10. Unbraced Tall Narrow Contents, Typical Throughout
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Ocean Beach, Ocean Park Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X     

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Ocean Beach, Ocean Park Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X     

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Natural gas piping should

be adequately braced to the

structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Primary Addition
Facility Name: Ocosta Elementary School
District Name: Ocosta
ICOS Latitude: 46.862
ICOS Longitude: -124.1
ICOS
County/District ID: 14172

ICOS Building ID: 20357
ASCE 41 Bldg Type: RM1
Enrollment: 320
Gross Sq. Ft. : 15,530
Year Built: 1986
Number of Stories: 1
SXS BSE-2E: 1.089
SX1 BSE-2E: 0.738
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 220
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: BergerABAM/WSP

1. Ocosta, Ocosta Elementary School, Primary Addition
1.1 Building Description

The 1986 wing of the elementary school is a single story, 72 foot wide by 210 foot long, mixed reinforced

concrete masonry unit (CMU) and wood structure with a gable roof. The eaves are approximately 10 - 12

feet high. The layout is linear: one long corridor, off which the administrative and classroom facilities are

situated to the left and right. This wing is connected to the new addition (2015-2016) by an enclosed

hallway, which appears to have a seismic joint.
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1.1.1 Building Use

The original 1986 wing of the elementary school houses a number of administrative office spaces, small

janitorial room that is combined with a mechanical and electrical equipment space, a two kindergarten

classrooms and nine additional classrooms for first through third grade students.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ocosta Elementary School
Structural System Description

Structural Roof
The roof is an untopped metal deck on steel bar joist system. The bar joists are

supported by CMU bearing walls at the building exterior.

Structural Floor(s) This building is a single-story structure, there are no structural floors.

Foundations
Traditional shallow foundation system with continuous strip footings under the

bearing and shear walls. There appears to be a concrete slab on grade.

Gravity System

The roof appears to be untopped metal deck supported by steel bar joists which

likely span between the CMU walls at the interior corridor and exterior walls,

which serve as bearing walls.

Lateral System
The lateral system is comprised of reinforced concrete masonry units (CMU)

acting as shear walls in both principal directions of the structure.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ocosta Elementary School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) This building is a single-story structure, there are no structural floors.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocosta Ocosta Elementary School Primary Addition
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocosta Ocosta Elementary School Primary Addition
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Items could not be visually verified during site visit.

Reinforcing Steel Items could not visually verified during site visit.

Wall Anchorage Items could not visually verified during site visit.

Girder-Column

Connection

Items could not visually verified during site visit. It is unclear if there are girders used to support roof trusses,

or if the trusses span between two bearing wall supports.

Stiffness of Wall

Anchors
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocosta Ocosta Elementary School Primary Addition
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocosta Ocosta Elementary School Primary Addition
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping may comply with NFPA 13. Further investigation may be warranted.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, evaluation

of emergency power equipment may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Item not visually verified during site visit, but assumed to be noncompliant due to year of original

construction. Further investigation may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkler head clearance and unable to verify during

site investigation. Further evaluation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Items could not be visually verified during site visit. Bracing required for equipment weighing

more than 20 lb located 4 feet or more above the floor to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Items could not visually verified during site visit. Bracing for heavy in-line equipment may be

appropriate to mitigate seismic risk.
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Photos:

Figure 1-1. Typical exterior view

Figure 1-2. South elevation
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Figure 1-3. South elevation

Figure 1-4. East elevation

Figure 1-5. North elevation and mechanical yard
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Figure 1-6. Mechanical yard and corridor connecting to new building

Figure 1-7. Typical hallway
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Figure 1-8. Typical classroom where fall prone contents and shelves should be braced

Figure 1-9. Faculty room
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Figure 1-10. Example floor plan
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Ocosta, Ocosta Elementary School, Primary Addition

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The new addition is

separated from the 1986

structure by a seismic joint

at both the walls and roof of

the linking hallway

structure.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
No interior mezzanine

levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This building is a single

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This building is a single

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X
Items could not be visually

verified during site visit.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
Items could not visually

verified during site visit.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
Items could not visually

verified during site visit.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X  

It does not appear that wood

ledgers are used for the roof

joist support.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Items could not visually

verified during site visit, but

based on the time frame of

the construction, it's likely

the connections are present.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

Items could not visually

verified during site visit, but

based on the time frame of

the construction, it's likely

the connections are present.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Items could not visually

verified during site visit. It is

unclear if there are girders

used to support roof trusses,

or if the trusses span

between two bearing wall

supports.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X    

Items could not visually

verified during site visit, but

based on the time frame of

the construction, it's likely

the connections are present.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
Items could not visually

verified during site visit.
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Ocosta, Ocosta Elementary School, Primary Addition

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping may

comply with NFPA 13.

Further investigation may

be warranted.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Facility does not appear to

have hazardous materials

on the premises.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

Facility does not appear to

have hazardous materials

on the premises.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

Facility does not appear to

have hazardous materials

on the premises.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

Facility does not appear to

have hazardous materials

on the premises.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

It does not appear that

there are any unreinforced

masonry or hollow-clay

tile partitions on the

premises.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not have

any unreinforced masonry

parapets, cornices,

ornamentation or other

appendages.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Items could not be visually

verified during site visit,

but based on the timeframe

of the construction, it's

likely the connections at

the front canopy are

present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no masonry

chimneys at this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Items could not be visually

verified during site visit.

Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Items could not visually

verified during site visit.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Junior Senior High

Facility Name: Ocosta Junior Senior High
School

District Name: Ocosta
ICOS Latitude: 46.864
ICOS Longitude: -124.101
ICOS
County/District ID: 14172

ICOS Building ID: 13146
ASCE 41 Bldg Type: RM1
Enrollment: 285
Gross Sq. Ft. : 67,265
Year Built: 1986
Number of Stories: 1
SXS BSE-2E: 1.089
SX1 BSE-2E: 0.738
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 220
Liquefaction

Potential:
moderate to high

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Ocosta, Ocosta Junior Senior High School, Junior Senior High
1.1 Building Description

The Ocosta Junior / Senior High School building is a two-story facility with an footprint area of just 67,000

square feet, and was constructed in 1986. The facility is a mixture of CMU and cold form stud walls, with

hollow core planks at the structural floors and open web steel joists at the roof framing. The school is located

just south of Westport, Washington.
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1.1.1 Building Use

The facility serves as both a Junior and Senior High School, with an enrollment of 285 students. In addition

to classrooms, this facility also includes a gymnasium, large commons area with adjoining stage, a music

room, and wood and metal shops.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Ocosta Junior Senior High School
Structural System Description

Structural Roof
The roof is an untopped metal deck over steel open web joists. The joists are

supported by a mix of joist girders, steel beams and CMU bearing walls.

Structural Floor(s)
The second story structural floor is comprised of concrete hollow core planks,

supported by concrete girders. There is a 3/4" concrete topping slab.

Foundations The foundation is a traditional shallow spread footing system.

Gravity System
Gravity loads from the roof and the second floor are supported by CMU bearing

walls.

Lateral System
Lateral loads from the flexible untopped metal roof diaphragm or the rigid

hollow core plank second floor diaphragm are transferred to CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Ocosta Junior Senior High School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations No visible signs of damage or deterioration.

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ocosta Ocosta Junior Senior High School Junior Senior High
Deficiency Description

Wood Ledgers
The catwalk over the kitchen area, which is wood framed, does not appear to be compliant at the connections

along the CMU at grid 4.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ocosta Ocosta Junior Senior High School Junior Senior High
Unknown Item Description

Torsion

The upper floor is comprised of concrete hollow core planks with concrete topping. Such a system would

generally be idealized as a rigid diaphragm. The centroid of the upper floor and the centroid of the roof are not

coincident and may result in a torsional irregularity. There was insufficient information to be able to perform a

calculation during the site visit.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
Items could not visually verified during site visit, but based on the time frame of the construction, it's likely the

connections are present.

Transfer to Shear

Walls
Items could not visually verified during site visit.

Cross Ties Items could not visually verified during site visit.

Stiffness of Wall

Anchors
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ocosta Ocosta Junior Senior High School Junior Senior High
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ocosta Ocosta Junior Senior High School Junior Senior
High
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Presence of a fire suppression system could not be visually verified during time of the site visit.

Further investigation may be appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping may comply with NFPA 13. Further investigation may be warranted.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, evaluation

of emergency power equipment may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Items could not be visually verified during site visit. The only duct-work that could be visually

verified was that system in the Wood Shop. In the Wood Shop the duct-work only appears to be

supported to resist gravity. Assumed to be noncompliant due to year of construction. Further

investigation may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkler head clearance and unable to verify during

site investigation. Further evaluation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Items could not be visually verified during site visit. Further investigation may be warranted to

mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Items could not be visually verified during site visit. Further investigation may be warranted to

mitigate seismic risk.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Items could not be visually verified during site visit. Further investigation may be warranted to

mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Heavy items on upper shelves should be restrained by netting or cabling to avoid falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Items could not be visually verified during site visit. Bracing required for equipment weighing

more than 20 lb located 4 feet or more above the floor to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Items could not visually verified during site visit. Bracing for heavy in-line equipment may be

appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Items could not be visually verified during site visit. Brace tall narrow equipment to backwall or

provide overturning anchors to mitigate seismic risk.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Items could not be visually verified during site visit. Further investigation may be appropriate to

mitigate seismic risk.

Unknown Item Description
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Photos:

Figure 1-1. Dual purpose lunchroom and auditorium space

Figure 1-2. Typical classroom
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Figure 1-3. Ducting and equipment in shop should be braced

Figure 1-4. Gym
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Figure 1-5. Weightroom
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Figure 1-6. Piping in mechanical room

Figure 1-7. Kitchen
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Figure 1-8. Exterior elevation

Figure 1-9. Rear elevation
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Figure 1-10. Lunchroom
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Ocosta, Ocosta Junior Senior High School, Junior Senior High

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

The upper floor is comprised

of concrete hollow core

planks with concrete

topping. Such a system

would generally be idealized

as a rigid diaphragm. The

centroid of the upper floor

and the centroid of the roof

are not coincident and may

result in a torsional

irregularity. There was

insufficient information to

be able to perform a

calculation during the site

visit.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Items could not visually

verified during site visit, but

based on the time frame of

the construction, it's likely

the connections are present.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

The topping slab is only 3/4-

inch thick, not thick enough

to be reinforced. The details,

however, do seem to

indicate inter-connectivity

via reinforced connections

between the hollow core

planks themselves.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X

The catwalk over the kitchen

area, which is wood framed,

does not appear to be

compliant at the connections

along the CMU at grid 4.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X
Items could not visually

verified during site visit.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

X

The topping slab is only 3/4-

inch thick and does not

appear to be reinforced.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X
Items could not visually

verified during site visit.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X
Items could not visually

verified during site visit.
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Ocosta, Ocosta Junior Senior High School, Junior Senior High

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X

Presence of a fire

suppression system could

not be visually verified

during time of the site

visit. Further investigation

may be appropriate to

mitigate seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping may

comply with NFPA 13.

Further investigation may

be warranted.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

Ocosta, Ocosta Junior Senior High School, Junior Senior High ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 31



LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Items could not be visually

verified during site visit.

The only duct-work that

could be visually verified

was that system in the

Wood Shop. In the Wood

Shop the duct-work only

appears to be supported to

resist gravity. Assumed to

be noncompliant due to

year of construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X     
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

X

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

X

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

X

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

X

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

X

Items could not be visually

verified during site visit.

Further investigation may

be warranted to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X

General Notes of structural

drawings note that ties are

at 24 inches on center.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X

Items could not be visually

verified during site visit.

Further investigation may

be warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X

Items could not be visually

verified during site visit.

Further investigation may

be warranted to mitigate

seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

X

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

X
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

X
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

X

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

X

Structural drawings appear

to indicate that all CMU

walls are reinforced.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

X

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

X

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

X

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X

Items could not be visually

verified during site visit.

Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X

Items could not visually

verified during site visit.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Items could not be visually

verified during site visit.

Brace tall narrow

equipment to backwall or

provide overturning

anchors to mitigate seismic

risk.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Oroville Elementary School
District Name: Oroville
ICOS Latitude: 48.933
ICOS Longitude: -119.437
ICOS
County/District ID: 24410

ICOS Building ID: 18565
ASCE 41 Bldg Type: RM1
Enrollment: 323
Gross Sq. Ft. : 65,534
Year Built: 1954
Number of Stories: 1
SXS BSE-2E: 0.378
SX1 BSE-2E: 0.235
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 258
Liquefaction
Potential: Very Low to Low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Oroville, Oroville Elementary School, Main Building
1.1 Building Description

The Oroville Elementary School building consists of a small, original building constructed in 1954, with a

much larger addition with an unknown construction date. The original building is a concrete frame building.

The addition is CMU walls with a wood-framed roof structure. In plan, the building has many wings and

extensions. The building encompasses an area measuring 550-feet by 250-feet at its deepest/widest points.
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1.1.1 Building Use

The building serves approximately 320 PK-6th grade students and 21 teachers. It has a gymnasium and

multiple classroom wings.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Oroville Elementary School
Structural System Description

Structural Roof
The roof structure appears to be concrete framed in the original building and

wood-framed in the addition.

Structural Floor(s) The floor appeared to be concrete slab on grade.

Foundations Unknown - Assumed to be conventional/shallow

Gravity System

The gravity system of the original building appeared to be a concrete frame

system based on the access available. The addition used CMU walls with a wood

framed roof.

Lateral System
The lateral system appears to be concrete frames in the original building with the

CMU walls providing lateral resistance in the addition.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Oroville Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Oroville Oroville Elementary School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Oroville Oroville Elementary School Main Building
Unknown Item Description
Load Path No existing drawings or access to verify but the building appeared to have a lateral load path.

Mezzanines There was a mechanical mezzanine but all the connections were buried.

Torsion
There are no existing drawings to verify. Unable able to make proper assumptions based on the layout of the

building.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check
No existing drawings to verify.

Reinforcing Steel No existing drawings to verify.

Wall Anchorage No existing drawings or access to verify.

Wood Ledgers No existing drawings or access to verify.

Transfer to Shear

Walls
No existing drawings or access to verify.

Foundation

Dowels
No existing drawings or access to verify.

Girder-Column

Connection
No existing drawings or access to verify.

Cross Ties No large diaphragm openings observed.

Straight Sheathing No existing drawings or access to verify.

Spans No existing drawings or access to verify.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings or access to verify.

Stiffness of Wall

Anchors
No existing drawings or access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Oroville Oroville Elementary School Main Building
Deficiency Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Large panes of glazing observed in the addition hallways. No markings on glass to verify type, but

they were single panes and appeared to be brittle glass.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Hot water heaters not observed to be anchored to the structure.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Oroville Oroville Elementary School Main Building
Unknown Item Description
HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

No hazardous material observed, but presence unknown.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

No existing drawings or access to verify.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawings or access to verify

P-3 Drift. HR-not required;

LS-MH; PR-MH.
No existing drawings or access to verify.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No existing drawings or access to verify.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
No existing drawings or access to verify.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No existing drawings or access to verify.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

No existing drawings or access to verify.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
No existing drawings or access to verify

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
No existing drawings or access to verify.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Canopy connection to building could not be verified.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No existing drawings or access to verify.
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Photos:

Figure 1-1. Gymnasium with a CMU wall and CMU pilasters at far end.

Figure 1-2. Library shelves with positive attachment to wall visible.
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Figure 1-3. Corridor with CMU walls.

Figure 1-4. Corridor with skylight.
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Figure 1-5. Large overhead glazing panel.

Figure 1-6. Unrestrained water heaters.
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Figure 1-7. Cafeteria with painted glulam beams.

Figure 1-8. Large windows between corridor and classrooms.
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Figure 1-9. West exterior wall of the gymnasium.

Figure 1-10. Exterior view at west wall of north wing.
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Oroville, Oroville Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings or

access to verify but the

building appeared to have a

lateral load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

There was a mechanical

mezzanine but all the

connections were buried.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X Single story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

There are no existing

drawings to verify. Unable

able to make proper

assumptions based on the

layout of the building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade present
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X
No existing drawings to

verify.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
No existing drawings to

verify.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast diaphragms

present.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings or

access to verify.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings or

access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings or

access to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  Single-story building.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X
No existing drawings or

access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings or

access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No large diaphragm

openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No large diaphragm

openings observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
No large diaphragm

openings observed.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No large diaphragm

openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No large diaphragm

openings observed.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X
No existing drawings or

access to verify.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X
No existing drawings or

access to verify.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X
No existing drawings or

access to verify.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    

No existing drawings or

access to verify, but it is

assumed the diaphragms are

wood and concrete.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No existing drawings or

access to verify.
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Oroville, Oroville Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinklers observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinklers observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

No hazardous material

observed, but presence

unknown.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

present.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

present.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

present.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

present.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

present.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X
No existing drawings or

access to verify.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X
No existing drawings or

access to verify

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X
No existing drawings or

access to verify.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Oroville, Oroville Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 28



Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
No existing drawings or

access to verify.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No heavy cladding panels

observed.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

Large panes of glazing

observed in the addition

hallways. No markings on

glass to verify type, but

they were single panes and

appeared to be brittle glass.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X
No existing drawings or

access to verify.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  Single-story building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X
No existing drawings or

access to verify.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X
No existing drawings or

access to verify.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X
No existing drawings or

access to verify

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X
No existing drawings or

access to verify.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X    

No existing drawings or

access to verify. It is

assumed the reinforced

masonry walls continued

up with the masonry

parapet but there was no

access to the roof to verify.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Canopy connection to

building could not be

verified.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X
No existing drawings or

access to verify.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  None observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  Single-story building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    
Library bookshelves

anchored to the wall.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Hot water heaters not

observed to be anchored to

the structure.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  Single-story building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Grange Hall

Facility Name: Palisades Elementary
School

District Name: Palisades
ICOS Latitude: 47.416
ICOS Longitude: -119.916
ICOS
County/District ID: 9102

ICOS Building ID: 15495
ASCE 41 Bldg Type: W2
Enrollment: 32
Gross Sq. Ft. : 3,049
Year Built: 1930
Number of Stories: 1
SXS BSE-2E: 0.456
SX1 BSE-2E: 0.289
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 263
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Palisades, Palisades Elementary School, Grange Hall
1.1 Building Description

The Palisades Grange building is a one-story, wood-framed building with the primary purpose to serve as a

gymnasium for the elementary school located to the south. The building is rectangular in plan, with a 65-

foot-long by 45-foot-wide main structure a 15-feet-long by 45-feet-wide lower structure at the west end. The

building is located on a flat site.
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1.1.1 Building Use

The building is primarily a gymnasium for the Elementary School to the south. The taller portion houses the

gymnasium floor. The shorter portion houses the bathrooms and storage area.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Palisades Elementary School
Structural System Description

Structural Roof
The roof appeared to have wood girders framing to posts with wood joists

spanning between girders.

Structural Floor(s) The floor appeared to be slab-on-grade.

Foundations Unknown, shallow footings assumed.

Gravity System
The gravity system appeared to be similar to a pole building, with girders

framing to posts and joists infilling between the joists.

Lateral System

The lateral system is assumed to be wood sheathing underneath of the metal

panel siding. However, there was no access behind the metal panel to verify and

no existing drawings were available.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Palisades Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Palisades Palisades Elementary School Grange Hall
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Palisades Palisades Elementary School Grange Hall
Unknown Item Description
Load Path No existing drawings or access to verify, but connections are likely noncompliant based on current code.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts No existing drawings or access to verify.

Wood Sills No existing drawings or access to verify.

Girder-Column

Connection
No existing drawings or access to verify; likely noncompliant based on the age of the building.

Wood Sill Bolts No existing drawings or access to verify; likely noncompliant based on the age of the building.

Diaphragm

Continuity

There is a split level diaphragm but it appears a shear wall is present at the step. Unable to verify connection of

diaphragm to shear wall.

Roof Chord

Continuity

There is a split level diaphragm but it appears a shear wall is present at the step. Unable to verify connection of

diaphragm to shear wall.

Straight Sheathing No existing drawings or access to verify.

Spans No existing drawings or access to verify.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings or access to verify.

Other Diaphragms No existing drawings or access to verify; likely compliant.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Palisades Palisades Elementary School Grange Hall
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Palisades Palisades Elementary School Grange Hall
Unknown Item Description
MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Unable to access to verify

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Remaining portion of masonry chimney does not appear to be restrained.
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Photos:

Figure 1-1. Mechanical room.

Figure 1-2. Barrel roof of gymnasium
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Figure 1-3. Gym overall view.

Figure 1-4. East exterior view with main entrance pictured.
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Figure 1-5. North exterior wall.

Figure 1-6. Lower portion at west end.
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Figure 1-7. West end of building.

Figure 1-8. South side of building.
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Figure 1-9. Existing URM chimney not visible at exterior.
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Figure 1-10. Existing URM chimney above water heater. Chimney is not present at roof.
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Palisades, Palisades Elementary School, Grange Hall

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings or

access to verify, but

connections are likely

noncompliant based on

current code.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X None present.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X Single story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  Single-story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  Single-story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single-story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Building is on a flat site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  No crawl space observed.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  No large openings observed.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X
No existing drawings or

access to verify.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

No existing drawings or

access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No existing drawings or

access to verify; likely

noncompliant based on the

age of the building.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

No existing drawings or

access to verify; likely

noncompliant based on the

age of the building.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

   X

There is a split level

diaphragm but it appears a

shear wall is present at the

step. Unable to verify

connection of diaphragm to

shear wall.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

There is a split level

diaphragm but it appears a

shear wall is present at the

step. Unable to verify

connection of diaphragm to

shear wall.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No large diaphragm

openings observed.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X
No existing drawings or

access to verify.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X
No existing drawings or

access to verify.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X
No existing drawings or

access to verify.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X

No existing drawings or

access to verify; likely

compliant.

Palisades, Palisades Elementary School, Grange Hall ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 29



Palisades, Palisades Elementary School, Grange Hall

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers in building

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinklers in building

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No generator present

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No seismic joints in

building

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinklers in building

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

present

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

present

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

present
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

present

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

present

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

present

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  Partitions are wood framed

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  Partitions are wood framed

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  Partitions are wood framed

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No lathe and plaster

observed

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings observed

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No significant fixtures

observed

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
Building was clad in metal

panel (less than 10 psf)

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  Wood framed building
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  Single story

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
Building was clad in metal

panel

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
Building was clad in metal

panel

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
Building was clad in metal

panel

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
Building was clad in metal

panel

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
No significant panels

observed
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Building was clad in metal

panel

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Building was clad in metal

panel

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Building was clad in metal

panel

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Building was clad in metal

panel

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Building was clad in metal

panel

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Building was clad in metal

panel

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No masonry present
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No concrete parapet

present

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No masonry chimneys

extent past roof surface

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X Unable to access to verify

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs present
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  No racking observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
No contents taller than 6

feet observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Remaining portion of

masonry chimney does not

appear to be restrained.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator present

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

Palisades, Palisades Elementary School, Grange Hall ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 29



EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Palisades Elementary
School

District Name: Palisades
ICOS Latitude: 47.416
ICOS Longitude: -119.916
ICOS
County/District ID: 9102

ICOS Building ID: 15206
ASCE 41 Bldg Type: URM
Enrollment: 32
Gross Sq. Ft. : 5,084
Year Built: 1923
Number of Stories: 2
SXS BSE-2E: 0.456
SX1 BSE-2E: 0.289
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 263
Liquefaction

Potential:
moderate to high

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Palisades, Palisades Elementary School, Main Building
1.1 Building Description

The Palisades Elementary School is a one-story, URM framed building with a URM single-story

administration addition on the east end of the original building. The build site is flat. There is a large rock

hillside approximately 150-175 feet to the east. The building is rectangular in plan, approximately 75-feet-

long by 45-feet-wide. There is a partial basement under the original building. The basement walls are board-

formed concrete. The floor system appears to be wood joists with an interior wood dropped beam girder. The

roof is assumed to be stick-framed wood trusses (based on building age).
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1.1.1 Building Use

The school is an elementary school serving approximately 24 K-5th grade students and 3 teachers. The

school houses classroom space, a kitchen, and administrative areas.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Palisades Elementary School
Structural System Description
Structural Roof The roof is assumed to consist of stick-framed wood trusses and wood sheathing.

Structural Floor(s) The building appeared to have a wood-framed floor system.

Foundations Unknown, but shallow footings are assumed.

Gravity System

The gravity system appeared to consist of stick-framed wood trusses and wood

floor joists bearing on URM and concrete bearing walls. Existing drawings were

not available to verify systems.

Lateral System
The lateral system appeared to be URM shear walls. Existing drawings were not

available to verify systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Palisades Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Palisades Palisades Elementary School Main Building
Deficiency Description
Overturning Overturning ration is .178 which is less than 0.6Sa (.4134).

Proportions
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Palisades Palisades Elementary School Main Building
Unknown Item Description
Load Path No as-built drawings or access to verify diaphragm connection; likely noncomplaint based on age of building.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Site is near a rock slope. Requires further investigation by a licensed geotechnical engineer to determine

susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage No existing drawings or access to verify connections; likely noncomplaint based on age of building.

Wood Ledgers No existing drawings or access to verify connections.

Transfer to Shear

Walls
No existing drawings or access to verify connections; likely noncomplaint based on age of building.

Girder-Column

Connection
No existing drawings or access to verify connections; likely noncomplaint based on age of building.

Masonry Layup No existing drawings or access to verify.

Cross Ties No existing drawings or access to verify.

Straight Sheathing No existing drawings or access to verify.

Spans No existing drawings or access to verify diaphragm type.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings or access to verify diaphragm type.

Other Diaphragms Assumed to have a wood diaphragm.

Stiffness of Wall

Anchors
No existing drawings or access to verify connections.

Beam
Girder, and Truss Supports,No existing drawings or access to verify diaphragm type; likely noncompliant as

secondary columns were not observed.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Palisades Palisades Elementary School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Server rack not braced or anchored to structure.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Server rack not braced or anchored to structure.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Palisades Palisades Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Unable to access above ceiling to verify.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Unable to access above ceiling to verify.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

No existing drawings or access to verify.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawings or access to verify, but likely compliant based on the type of construction.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

No existing drawings or access to verify.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Unable to verify if gypsum ceiling is direct applied or suspended.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
No drawings or access to verify.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
No drawings or access to verify; likely not capable of accommodating drift.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Unable to verify if mechanical unit was anchored to the floor slab.
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Photos:

Figure 1-1. Corridor.

Figure 1-2. Exposed URM wall in the corridor.
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Figure 1-3. Classroom space with pendant lighting, and suspended fire suppression.

Figure 1-4. Classroom space in basement.
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Figure 1-5. Fire suppression in the basement.

Figure 1-6. Mechanical/electrical/ room in the basement.
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Figure 1-7. North exterior wall.

Figure 1-8. North exterior wall at addition.
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Figure 1-9. West end of building.

Figure 1-10. South exterior wall.
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Palisades, Palisades Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No as-built drawings or

access to verify diaphragm

connection; likely

noncomplaint based on age

of building.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  No mezzanines.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Site is near a rock slope.

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Overturning ration is .178

which is less than 0.6Sa

(.4134).

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Footings restrained by slab.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

X    

Approximately 17' of shear

wall required on each of the

4 bldg. sides.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

No existing drawings or

access to verify connections;

likely noncomplaint based

on age of building.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings or

access to verify connections.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

No existing drawings or

access to verify connections;

likely noncomplaint based

on age of building.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No existing drawings or

access to verify connections;

likely noncomplaint based

on age of building.

Palisades, Palisades Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 28



High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X    

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X
No existing drawings or

access to verify.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
No existing drawings or

access to verify.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X
No existing drawings or

access to verify.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

No existing drawings or

access to verify diaphragm

type.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

No existing drawings or

access to verify diaphragm

type.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X
Assumed to have a wood

diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No existing drawings or

access to verify connections.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

No existing drawings or

access to verify diaphragm

type; likely noncompliant as

secondary columns were not

observed.
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Palisades, Palisades Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X
Unable to access above

ceiling to verify.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X
Unable to access above

ceiling to verify.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup generator.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No panelized ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

observed.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X
No existing drawings or

access to verify.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

No existing drawings or

access to verify, but likely

compliant based on the

type of construction.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No cementitious partitions

believed to be present.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
No existing drawings or

access to verify.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Unable to verify if gypsum

ceiling is direct applied or

suspended.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    
No heavy fixtures

observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No cladding components

observed.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
No cladding components

observed.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
No cladding components

observed.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
No cladding components

observed.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
No cladding components

observed.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
No cladding components

observed.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
No cladding components

observed.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
No panes of significant

size observed.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer observed.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

No veneer observed. Steel

lintels were observed in

the URM walls at

openings.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer observed.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer observed.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer observed.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer observed.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No veneer observed

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No parapets or cornices

observed.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies observed.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No parapets or cornices

observed.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
No parapets or cornices

observed.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimneys observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X
No drawings or access to

verify.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No drawings or access to

verify; likely not capable

of accommodating drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  No racking observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   
Server rack not braced or

anchored to structure.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Unable to verify if

mechanical unit was

anchored to the floor slab.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   
Server rack not braced or

anchored to structure.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Edwin Markham Elementary
School

District Name: Pasco
ICOS Latitude: 46.43
ICOS Longitude: -119.198
ICOS
County/District ID: 11001

ICOS Building ID: 12049
ASCE 41 Bldg Type: W2
Enrollment: 371
Gross Sq. Ft. : 36,500
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.418
SX1 BSE-2E: 0.252
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 332
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Pasco, Edwin Markham Elementary School, Main Building
1.1 Building Description

Edwin Markham Elementary School is a 37,000-square-foot, single-story wood structure northwest of Pasco.

The building was originally built in 1962, with a substantial renovation and addition completed in 1984. The

footprint is "T" shaped, with the original structure making up the east wing, and the renovation adding wings

to the west and south; the building is approximately 275-feet-wide by 200-feet-long. During the renovation,

prefabricated wood trusses were added above the existing roof structure, creating a mechanical attic space

above the original building roof. The renovation added a new lateral system around the original building, but

it appears the original structure was largely abandon in place. The building houses classrooms, a

multipurpose room, a small gymnasium, and mechanical and administrative spaces.
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1.1.1 Building Use

The building serves as a K-6 school building for approximately 400 students within the Pasco School

District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Edwin Markham Elementary School
Structural System Description
Structural Roof The roof is prefabricated wood trusses with a wood structural panel diaphragm.

Structural Floor(s) Reinforced slab-on-grade floors.

Foundations Conventional shallow footings.

Gravity System
Steel stud bearing walls at exterior of addition, wood bearing walls at interior of

addition, some CMU and steel post-and beam at original structure.

Lateral System Steel stud walls with wood sheathing; wood stud walls with wood sheathing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Edwin Markham Elementary School
Structural System Description
Structural Roof Good. No signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No signs of corrosion, damage or deterioration.

Foundations Unknown. No signs of corrosion, damage or deterioration.

Gravity System

Good. No signs of corrosion, damage or deterioration. Exterior finish of

gymnasium shows signs of deterioration, possibly allowing water damage to the

structural walls of the gymnasium.

Lateral System

Good. No signs of corrosion, damage or deterioration. Exterior finish of

gymnasium shows signs of deterioration, possibly allowing water damage to the

structural walls of the gymnasium.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Pasco Edwin Markham Elementary School Main Building
Deficiency Description
Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm is unblocked and spans more than 40 feet.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Pasco Edwin Markham Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Pasco Edwin Markham Elementary School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Pasco Edwin Markham Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

A fire suppression system was observed in the cafeteria but full details of the system were

unavailable to determine compliance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

A fire suppression system was observed in the cafeteria but full details of the system were

unavailable to determine compliance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

A fire suppression system was observed in the cafeteria but full details of the system were

unavailable to determine compliance with NFPA-13.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

The details of the ceiling bracing were not available.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There are window panes greater than 16 ft2 at the entry, but it could not be determined if they are

laminated.
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Photos:

Figure 1-1. Gymnasium.

Figure 1-2. Multipurpose room.
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Figure 1-3. Vent hood in kitchen.

Figure 1-4. Mechanical attic on original roof structure and below new roof.
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Figure 1-5. Wood trusses over addition.

Figure 1-6. North face of east wing.
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Figure 1-7. North wall of west wing; EIFS exterior shows signs of deterioration and damage.
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Figure 1-8. Access to mechanical attic - a spiral staircase in a large mechanical room.
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Figure 1-9. Fire suppression piping mounted to a CMU wall within the mechanical room. The wall is part of the
original structure.
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Pasco, Edwin Markham Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
Mezzanine space is old roof

structure.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
The building is a single-

story structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Site is relatively flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  On-grade construction.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

No walls with openings

greater than 80% of the

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No large openings of this

nature.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   
The diaphragm is unblocked

and spans more than 40 feet.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Pasco, Edwin Markham Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

A fire suppression system

was observed in the

cafeteria but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

A fire suppression system

was observed in the

cafeteria but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No enclosed stairs are

present in this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

A fire suppression system

was observed in the

cafeteria but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Hazardous material

containers were not

observed to be present in

the building.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
URM partitions were not

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

The building drawings

show all masonry walls to

be tied into the roof

structure.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Suspended lath and plaster

ceilings were not observed

in the building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
The details of the ceiling

bracing were not available.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
The building does not have

cladding panels.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
The building does not have

cladding panels.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

cladding panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

cladding panels.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

cladding panels.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are window panes

greater than 16 ft2 at the

entry, but it could not be

determined if they are

laminated.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
URM parapets are not

present on this building.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
Concrete parapets are not

present on this building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

There are no masonry

chimneys present in this

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

There are no masonry

chimneys present in this

building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There are no stairs

surrounded by hollow-clay

tile or URM walls.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X    

The only stair in the

building is a center post

spiral stair leading to the

mechanical room.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X     

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X     

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

Pasco, Edwin Markham Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 29



EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   

Pasco, Edwin Markham Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 29



Building Name: Main Building
Facility Name: Pateros K-12 School
District Name: Pateros
ICOS Latitude: 48.052
ICOS Longitude: -119.906
ICOS
County/District ID: 24122

ICOS Building ID: 10003
ASCE 41 Bldg Type: RM1
Enrollment: 138
Gross Sq. Ft. : 51,157
Year Built: 1948
Number of Stories: 2
SXS BSE-2E: 0.517
SX1 BSE-2E: 0.300
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 327
Liquefaction
Potential: moderate to high

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Pateros, Pateros K-12 School, Main Building
1.1 Building Description

The Pateros Main building is the K-12 building for the Pateros School District. The original masonry

building was constructed in 1948, with a tilt-up concrete/CMU gymnasium addition to the northeast and a

CMU classroom addition to the southwest. The building is rectangular in plan, measuring approximately

120-feet in width and 250-feet in length for the original structure and gymnasium , and 75-feet-wide by 85-

foot-long at the classroom addition. The roof construction is assumed to be stick-framed wood at the original

structure and classroom addition; the gymnasium is open web wood joists spanning between concrete tilt-up

walls.
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1.1.1 Building Use

The building serves approximately 325 K-12 students with 30 teachers. The gymnasium is used to house

sporting events, physical education classes, and extra-curricular activities.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pateros K-12 School
Structural System Description

Structural Roof
The roof construction is wood framed with combination of (assumed) stick-

framed wood joists and open web wood joists.

Structural Floor(s)
The first floor appears to be slab-on-grade and the second floor was wood joists

with diagonal sheathing.

Foundations Unknown, but assumed shallow foundations.

Gravity System
The gravity system is wood floors/roofs and masonry/CMU and tilt-up-concrete

bearing walls.

Lateral System
The lateral system appeared to be the masonry/CMU/tilt-up-concrete bearing

walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pateros K-12 School
Structural System Description
Structural Roof Roof – Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Roof – Good. No visible signs of corrosion, damage or deterioration.

Foundations Roof – Good. No visible signs of corrosion, damage or deterioration.

Gravity System Roof – Good. No visible signs of corrosion, damage or deterioration.

Lateral System Roof – Good. No visible signs of corrosion, damage or deterioration.

Pateros, Pateros K-12 School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 30



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Pateros Pateros K-12 School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Main Building
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Unknown Item Description
Load Path No existing drawings or access to verify, likely compliant.

Weak Story
No existing drawings or access to verify. It did appear that lateral elements were continuous for the height of

the building.

Soft Story
No existing drawings or access to verify. It did appear that lateral elements were continuous for the height of

the building.

Vertical

Irregularities

No existing drawings or access to verify. It did appear that lateral elements were continuous for the height of

the building.

Geometry No existing drawings or access to verify. It appeared the stories were similar.

Mass No existing drawings or access to verify. It did not appear that there was a heavy story.

Torsion
No drawings of the building available. Unable to make proper assumptions to determine compliance due to the

geometry of the building.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Site was sloping. Requires further investigation by a licensed geotechnical engineer to determine susceptibility

to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Overturning
Compliant for the original main building and gym addition. Unable to verify for the classroom addition due to

no apparent exterior shear walls and unknown wall construction on the interior.

Redundancy
The addition on the south end did not have any exterior shear walls in the N/S direction. Unable to verify if the

interior walls were masonry or wood walls.

Shear Stress

Check

Based on scaling from aerials and weight assumptions, it appears the building has adequate shear walls to keep

the stress under 70 psi.

Reinforcing Steel No existing drawings or access to verify.

Wall Anchorage No existing drawings or access to verify.

Wood Ledgers No existing drawings or access to verify.

Transfer to Shear

Walls
No existing drawings or access to verify.

Topping Slab to

Walls or Frames

Visually observed second floor framing to be wood joist with diagonal diaphragm, but was unable to determine

if there was a slab on top of the sheathing.

Foundation

Dowels
No existing drawings or access to verify, likely compliant at addition.

Girder-Column

Connection
No existing drawings or access to verify.

Cross Ties No existing drawings or access to verify.
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No existing drawings or access to verify. There was no straight-sheathed diaphragms observed but the roof was

inaccessible.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings or access to verify spans to shear walls.

Stiffness of Wall

Anchors
No existing drawings or access to verify.
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Table 1-4. Identified Structural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Main Building

Unknown Item Description

Straight Sheathing
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Pateros Pateros K-12 School Main Building
Deficiency Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

None observed and additions did not have seismic joints.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Propane piping was not able to be observed, but likely noncompliant, as the piping is largely in

floor trench.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Water heaters were not braced.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Unbraced equipment was observed.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Unable to access mains in most places. Braces were observed in the gym.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No flexible couplings visible, but system not visible in most places.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Escutcheons were present, but due to age of the building and associated additions a reasonable

assumption cannot be made.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Not known if natural gas present.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

No existing drawings or access to verify.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawings or access to verify.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

No existing drawings or access to verify. No obvious lath and plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No existing drawings or access to verify.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

No access to verify lamination of large exterior panes; likely compliant as windows appeared to be

laminated.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Canopy connection unable to be verified.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No existing drawings or access to verify.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
No existing drawings or access to verify; likely not capable of accommodating drift.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
No existing drawings or access to verify.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
No existing drawings or access to verify.
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Photos:

Figure 1-1. Second floor framing with diagonal sheathing visible.

Figure 1-2. Corridor.
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Figure 1-3. Large water heater with no visible seismic restraint.

Figure 1-4. Classroom with suspended HVAC, fire suppression and pendant fluorescent lighting.
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Figure 1-5. Glulam beams visible at ceiling.

Figure 1-6. Clerestory windows with glulam beams framing into columns/wall.
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Figure 1-7. Open web steel joists at gymnasium.

Figure 1-8. Stick-framed partition at entrance to gym.
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Figure 1-9. Piping with lateral bracing at gym ceiling.
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Figure 1-10. Construction joint in exterior wall at locker rooms; building appears to transition from CMU to clay
block.
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Pateros, Pateros K-12 School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings or

access to verify, likely

compliant.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanines observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

No existing drawings or

access to verify. It did

appear that lateral elements

were continuous for the

height of the building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

No existing drawings or

access to verify. It did

appear that lateral elements

were continuous for the

height of the building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

No existing drawings or

access to verify. It did

appear that lateral elements

were continuous for the

height of the building.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

   X

No existing drawings or

access to verify. It appeared

the stories were similar.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

   X

No existing drawings or

access to verify. It did not

appear that there was a

heavy story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

No drawings of the building

available. Unable to make

proper assumptions to

determine compliance due to

the geometry of the building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Site was sloping. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

   X

Compliant for the original

main building and gym

addition. Unable to verify

for the classroom addition

due to no apparent exterior

shear walls and unknown

wall construction on the

interior.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab present to restrain.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X

The addition on the south

end did not have any

exterior shear walls in the

N/S direction. Unable to

verify if the interior walls

were masonry or wood

walls.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Based on scaling from

aerials and weight

assumptions, it appears the

building has adequate shear

walls to keep the stress

under 70 psi.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
No existing drawings or

access to verify.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast concrete

diaphragms present.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings or

access to verify.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings or

access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings or

access to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

   X

Visually observed second

floor framing to be wood

joist with diagonal

diaphragm, but was unable

to determine if there was a

slab on top of the sheathing.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No existing drawings or

access to verify, likely

compliant at addition.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings or

access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    No large openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    No large openings observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
No existing drawings or

access to verify.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    No large openings observed.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    No large openings observed.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

No existing drawings or

access to verify. There was

no straight-sheathed

diaphragms observed but the

roof was inaccessible.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

No existing drawings or

access to verify. However,

the second floor did have

diagonal sheathing which

makes it compliant for this

check. If the roof is assumed

to have the same, it is also

compliant.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

No existing drawings or

access to verify spans to

shear walls.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    

Unverified but the level two

floor had diagonal sheathing

and it is assumed something

similar exists at the roof

level.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No existing drawings or

access to verify.
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Pateros, Pateros K-12 School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Unable to access mains in

most places. Braces were

observed in the gym.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No flexible couplings

visible, but system not

visible in most places.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No back up power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

None observed and

additions did not have

seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Escutcheons were present,

but due to age of the

building and associated

additions a reasonable

assumption cannot be

made.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X
Not known if natural gas

present.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    
Chemistry lab had latched-

door cabinets.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

X    
Piping for propane was in

a floor trench.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    Shut off valve observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Propane piping was not

able to be observed, but

likely noncompliant, as the

piping is largely in floor

trench.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

Piping was in floor trench

and will not see significant

seismic movement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X
No existing drawings or

access to verify.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X
No existing drawings or

access to verify.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No existing drawings or

access to verify.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No existing drawings or

access to verify. No

obvious lath and plaster

ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X
No existing drawings or

access to verify.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No heavy cladding

observed

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

No access to verify

lamination of large

exterior panes; likely

compliant as windows

appeared to be laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
Parapets are assumed to be

reinforced.

Pateros, Pateros K-12 School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 30



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X
Canopy connection unable

to be verified.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X
No existing drawings or

access to verify.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  None observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  Assumed to be reinforced
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No existing drawings or

access to verify; likely not

capable of accommodating

drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   
Water heaters were not

braced.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   
Unbraced equipment was

observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X
No existing drawings or

access to verify.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X
No existing drawings or

access to verify.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Metal Shop
Facility Name: Pateros K-12 School
District Name: Pateros
ICOS Latitude: 48.052
ICOS Longitude: -119.906
ICOS
County/District ID: 24122

ICOS Building ID: 17712
ASCE 41 Bldg Type: S2a
Enrollment: 138
Gross Sq. Ft. : 4,000
Year Built: 1962
Number of Stories: 1
SXS BSE-2E: 0.517
SX1 BSE-2E: 0.300
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 327
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Pateros, Pateros K-12 School, Metal Shop
1.1 Building Description

The Pateros Metal Shop Building is a split-level steel-framed building. The building is rectangular in plan,

measuring approximately 50-feet in width and 80-feet in length. The roof construction is open web steel

girders with metal purlins framing between girders. The walls were similar to a pre-engineered metal

building, with wind girts framing between steel columns. The lower level serves as the shop area while the

upper portion on the north end serves as a classroom.
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1.1.1 Building Use

The building is located in the cluster of buildings that includes the music building, the metal shop and the

wood shop for the Pateros School District. It serves as the metal shop portion of the vocational curriculum.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pateros K-12 School
Structural System Description

Structural Roof
The roof construction is open web steel girders with metal purlins framing

between the girders.

Structural Floor(s) The floor appears to be slab-on-grade.

Foundations Unknown, but shallow footings are assumed.

Gravity System The gravity system is the steel roof system supported by steel columns.

Lateral System The lateral system is rod type braced frames on all four sides.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pateros K-12 School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Pateros Pateros K-12 School Metal Shop
Deficiency Description
Compact

Members
Rod bracing is not compact, though rods are tension-only members.

Concentrically

Braced Frame

Joints

Diagonal braces observed to have local eccentricities.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Metal Shop
Unknown Item Description
Load Path No existing drawings or access to verify.

Mezzanines No existing drawings or access to verify.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Building was on a sloping site. Requires further investigation by a licensed geotechnical engineer to determine

susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Column Axial

Stress Check
No existing drawings to determine column sizes.

Brace Axial Stress

Check
No existing drawings to determine rod sizes, likely noncompliant.

Column Splices No splices were observed but unable to access all of the columns.

Cross Ties No existing drawings or access to verify, likely compliant based on visual observation.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Pateros Pateros K-12 School Metal Shop
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Welding tanks were chained to a free standing cart.

Pateros, Pateros K-12 School, Metal Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 26



Photos:

Figure 1-1. Open web steel girders with steel purlins between girders.

Figure 1-2. Interior view of exterior wall showing wind girts between columns.
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Figure 1-3. Additional view of exterior wall.

Figure 1-4. Ramp to storage area/upper level visible.
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Figure 1-5. Overhead mechanical unit.

Figure 1-6. Ventilation and electrical panels near welding stalls.
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Figure 1-7. Classroom space with exposed ducting.

Pateros, Pateros K-12 School, Metal Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 9 of 26



Pateros, Pateros K-12 School, Metal Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X
No existing drawings or

access to verify.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X
No existing drawings or

access to verify.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Building was on a sloping

site. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Building has a slab-on-

grade.
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17-10 Collapse Prevention Structural Checklist for Building Types S2 and S2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of braced frames in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

X     

Column Axial Stress

Check

The axial stress caused by gravity loads in

columns subjected to overturning forces is less

than 0.10Fy. Alternatively, the axial stress

caused by overturning forces alone, calculated

using the Quick Check procedure of Section

4.4.3.6, is less than 0.30Fy. (Tier 2: Sec.

5.5.2.1.3; Commentary: Sec. A.3.1.3.2)

   X
No existing drawings to

determine column sizes.

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

   X

No existing drawings to

determine rod sizes, likely

noncompliant.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Steel

Frames

Diaphragms are connected for transfer of seismic

forces to the steel frames. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.2)

X    

Visually saw horizontal

diaphragm bracing

connected to frames.

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of braced bays in each line is greater

than 2. (Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

  X  
Single braced frame in each

line.

Connection Strength

All the brace connections develop the buckling

capacity of the diagonals. (Tier 2: Sec. 5.5.4.4;

Commentary: Sec. A.3.3.1.5)

X    
Diagonals are tension-only

members.

Compact Members

All brace elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.4; Commentary:

Sec. A.3.3.1.7)

 X   

Rod bracing is not compact,

though rods are tension-only

members.
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K-Bracing

The bracing system does not include K braced

bays. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Column Splices

All column splice details located in braced

frames develop 50% of the tensile strength of the

column. (Tier 2: Sec. 5.5.4.2; Commentary: Sec.

A.3.3.1.3)

   X

No splices were observed

but unable to access all of

the columns.

Slenderness of

Diagonals

All diagonal elements required to carry

compression have Kl/r ratios less than 200. (Tier

2: Sec. 5.5.4.3; Commentary: Sec. A.3.3.1.4)

  X  Tension-only rods.

Compact Members

All brace elements meet section requirements in

accordance with AISC 341, Table D1.1, for

moderately ductile members. (Tier 2: Sec. 5.5.4;

Commentary: Sec. A.3.3.1.7)

  X  Tension only.

Chevron Bracing

Beams in chevron, or V-braced, bays are capable

of resisting the vertical load resulting from the

simultaneous yielding and buckling of the brace

pairs. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.3)

  X  X-type braced frames.

Concentrically Braced

Frame Joints

All the diagonal braces frame into the beam–

column joints concentrically. (Tier 2: Sec.

5.5.4.8; Commentary: Sec. A.3.3.2.4)

 X   
Diagonal braces observed to

have local eccentricities.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Frames

Diaphragm openings immediately adjacent to the

braced frames extend less than 25% of the frame

length. (Tier 2: Sec. 5.6.1.3; Commentary: Sec.

A.4.1.5)

  X  
Diaphragm is braced with

rods.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

No existing drawings or

access to verify, likely

compliant based on visual

observation.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragm is braced with

rods.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Diaphragm is braced with

rods.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Diaphragm is braced with

rods.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Pateros, Pateros K-12 School, Metal Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinklers observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No seismic joints present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinklers observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

present in equipment.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Welding tanks were

chained to a free standing

cart.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials in

piping/ductwork present.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials in

piping/ductwork present.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials in

piping/ductwork present.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials in

piping/ductwork present

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  None observed

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  None observed

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  None observed

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  None observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  None observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  Cladding is metal panel.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  Cladding is metal panel.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  Cladding was metal panel.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  Cladding is metal panel.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  Cladding is metal panel.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  Cladding is metal panel.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  Cladding is metal panel.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No heavy panes observed.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer present.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer present.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer present.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer present.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No parapets present.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No parapets present.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimneys present.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
Stairs were open (no

enclosure).
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

Stairs provided access

between on-grade levels

and do not impact lateral

system.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator present.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

Pateros, Pateros K-12 School, Metal Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 26



EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Music Building
Facility Name: Pateros K-12 School
District Name: Pateros
ICOS Latitude: 48.052
ICOS Longitude: -119.906
ICOS
County/District ID: 24122

ICOS Building ID: 10259
ASCE 41 Bldg Type: RM1
Enrollment: 138
Gross Sq. Ft. : 1,680
Year Built: 1958
Number of Stories: 1
SXS BSE-2E: 0.517
SX1 BSE-2E: 0.300
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 327
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Pateros, Pateros K-12 School, Music Building
1.1 Building Description

The Pateros Music Building is a single-story concrete block building (CMU) located on the Pateros school

district site. The building is approximately square in plan at 40-feet by 40-feet. The roof consists of clear

spanning wood girders infilled with (assumed) wood joists. The building has no interior walls.
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1.1.1 Building Use

The building is the music building for the Pateros School District. It serves as the practice facility and

storage space for instruments and uniforms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pateros K-12 School
Structural System Description

Structural Roof
The roof appears to have wood girders framing to CMU pilasters with wood

joists spanning between girders.

Structural Floor(s) The floor appears to be slab-on-grade.

Foundations Unknown, but shallow footings are assumed.

Gravity System The gravity system is wood framing for the roof with CMU bearing walls.

Lateral System
The lateral system is CMU shear walls. No existing drawings were available to

confirm reinforcing.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pateros K-12 School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Pateros Pateros K-12 School Music Building
Deficiency Description
Overturning Minimum wall length required is 8 feet and based on counting block, walls are 6 ft. 8 in. long.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Music Building
Unknown Item Description
Load Path No existing drawings or access to verify, likely compliant.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Site was sloping. Requires further investigation by a licensed geotechnical engineer to determine susceptibility

to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel No existing drawings to verify reinforcement.

Wall Anchorage No existing drawings or access to verify.

Wood Ledgers No existing drawings or access to verify.

Transfer to Shear

Walls
No existing drawings or access to verify.

Foundation

Dowels
No existing drawings or access to verify.

Girder-Column

Connection
No existing drawings or access to verify.

Cross Ties No existing drawings or access to verify.

Spans No existing drawings to verify diaphragm type, but the span is greater than 24 ft.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings to verify span lengths. Based on satellite imaging, the building scales at 40-feet by 42-

feet.

Other Diaphragms No existing drawings to verify diaphragm type.

Stiffness of Wall

Anchors
No existing drawings or access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Pateros Pateros K-12 School Music Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Music Building
Unknown Item Description
PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No existing drawings available to verify.
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Photos:

Figure 1-1. Glulam beams framing into CMU pilasters.

Figure 1-2. Exposed ductwork.
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Figure 1-3. Small whiteboard attached to wall.

Figure 1-4. Instrument storage shelves.
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Pateros, Pateros K-12 School, Music Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings or

access to verify, likely

compliant.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X None present.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single Story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X Single Story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X Single Story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X Single Story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Site was sloping. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Minimum wall length

required is 8 feet and based

on counting block, walls are

6 ft. 8 in. long.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade present.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
No existing drawings to

verify reinforcement.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  No precast present

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings or

access to verify.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings or

access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings or

access to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X
No existing drawings or

access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings or

access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    No large openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    No large openings observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
No existing drawings or

access to verify.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    No large openings observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    No large openings observed.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

No existing drawings to

verify diaphragm type; ratio

is less than 2-to-1.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

No existing drawings to

verify diaphragm type, but

the span is greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

No existing drawings to

verify span lengths. Based

on satellite imaging, the

building scales at 40-feet by

42-feet.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

   X
No existing drawings to

verify diaphragm type.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No existing drawings or

access to verify.
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Pateros, Pateros K-12 School, Music Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No sprinklers observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  No sprinklers observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  No sprinklers observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous materials

present.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

present.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous materials

present.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous materials

present.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous materials

present.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous materials

present.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
The building had no

partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
The building had no

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
The building had no

partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Dropped ceiling was fiber

board.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Pateros, Pateros K-12 School, Music Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 25



Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No cladding present (bare

CMU).

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
No cladding present (bare

CMU).
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
No cladding present (bare

CMU).

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
No cladding present (bare

CMU).

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
No cladding present (bare

CMU).

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
No cladding present (bare

CMU).

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
No cladding present (bare

CMU).

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
No large panes of glass

observed.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer present.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer present.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer present.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer present.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
Parapets are assumed to be

reinforced masonry.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X
No existing drawings

available to verify.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimneys observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs present.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs present.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X     

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  None observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevator present (single

story building).

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevator present (single

story building).

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Wood Shop
Facility Name: Pateros K-12 School
District Name: Pateros
ICOS Latitude: 48.052
ICOS Longitude: -119.906
ICOS
County/District ID: 24122

ICOS Building ID: 12916
ASCE 41 Bldg Type: W2
Enrollment: 138
Gross Sq. Ft. : 3,420
Year Built: 1995
Number of Stories: 1
SXS BSE-2E: 0.517
SX1 BSE-2E: 0.300
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 327
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Pateros, Pateros K-12 School, Wood Shop
1.1 Building Description

The Pateros Wood Shop Building is a single-story, wood-framed building. The building is rectangular in

plan, measuring approximately 45-feet in width and 90-feet in length. The roof construction appears to be

similar to a pole building type of structure with girder trusses spanning between exterior walls with wood

joists infilling between them. The exterior and partition walls are wood-framed.

Pateros, Pateros K-12 School, Wood Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 1 of 26



1.1.1 Building Use

The building is located in the cluster of buildings that includes the music building, the ag shop and the wood

shop for the Pateros School District. It serves as the wood shop portion of the vocational curriculum.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Pateros K-12 School
Structural System Description

Structural Roof
The roof appears to have wood girder trusses framing to exterior wood walls

with wood joists spanning between girder trusses.

Structural Floor(s) The floor appears to be slab-on-grade.

Foundations Unknown, but shallow foundations are assumed.

Gravity System The gravity system is wood framing for the roof with wood bearing walls.

Lateral System
The lateral system is assumed to be wood sheathed shear walls. No existing

drawings were present to confirm

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Pateros K-12 School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Pateros Pateros K-12 School Wood Shop
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Wood Shop
Unknown Item Description
Load Path No existing drawings or access to verify.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts No existing drawings or access to verify.

Wood Sills No existing drawings or access to verify, likely compliant.

Girder-Column

Connection
No existing drawings or access to verify.

Wood Sill Bolts No existing drawings or access to verify, potentially noncompliant.

Roof Chord

Continuity
No existing drawings or access to verify.

Straight Sheathing Diaphragm construction is unknown. Would be non-compliant if it is straight sheathed.

Spans
Diaphragm construction is unknown, noncompliant in transverse direction if not wood structural panels or

diagonal sheathing.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm construction is unknown. Span in one direction is greater than 40' and would be noncompliant if it

is diagonally sheathed or unblocked wood structural panel.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Pateros Pateros K-12 School Wood Shop
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Pateros Pateros K-12 School Wood Shop
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No lines greater than 2 1/2\ observed, unable to verify main.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No lines greater than 2 1/2\ observed, unable to verify main.
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Photos:

Figure 1-1. Prefabricated wood girders with truss infill.

Figure 1-2. View looking southeast in shop, showing ductwork, electrial, and lighting.
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Figure 1-3. Additional view showing garage door on southeast end.

Figure 1-4. Fire suppression piping above truss bottom chords, with a wood-framed partition wall in
background.
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Figure 1-5. Southeast exterior wall.

Figure 1-6. Southwest exterior wall.
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Pateros, Pateros K-12 School, Wood Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
No existing drawings or

access to verify.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X None present.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X Single story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

No existing drawings or

access to verify, but

assumed to be compliant.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab on grade present.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  Single-story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  Single-story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single-story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building is the same height

all around.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  No cripple walls present.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  
Walls do not have large

openings.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X
No existing drawings or

access to verify.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

No existing drawings or

access to verify, likely

compliant.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings or

access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

No existing drawings or

access to verify, potentially

noncompliant.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    Single-plane diaphragm.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
No existing drawings or

access to verify.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

X    No large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Diaphragm construction is

unknown. Would be non-

compliant if it is straight

sheathed.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Diaphragm construction is

unknown, noncompliant in

transverse direction if not

wood structural panels or

diagonal sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

Diaphragm construction is

unknown. Span in one

direction is greater than 40'

and would be noncompliant

if it is diagonally sheathed or

unblocked wood structural

panel.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Assumed standard

construction
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Pateros, Pateros K-12 School, Wood Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

No lines greater than 2

1/2" observed, unable to

verify main.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No lines greater than 2

1/2" observed, unable to

verify main.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  

Sprinklers did not

penetrate panelized

ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material

present.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous material

present.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous material

present.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous material

present.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous material

present.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous material

present.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  None observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  None observed.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  None observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceilings present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceilings present.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  No ceilings present.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

X     

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  Cladding is metal panel.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  Cladding is metal panel.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  Cladding is metal panel.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  Cladding is metal panel.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  Cladding is metal panel.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  Cladding is metal panel.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  Cladding is metal panel.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
No large glazing panels

observed.

Pateros, Pateros K-12 School, Wood Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 26



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No veneer present.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No veneer present.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No veneer present.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No veneer present.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No veneer present.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No masonry parapets

present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  None observed.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  Single-story building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  None observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  None observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  None observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No such equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator present.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator present.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

Pateros, Pateros K-12 School, Wood Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 26



EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Paterson Elementary
School

District Name: Paterson
ICOS Latitude: 45.939
ICOS Longitude: -119.609
ICOS
County/District ID: 3050

ICOS Building ID: 11968
ASCE 41 Bldg Type: RM1
Enrollment: 145
Gross Sq. Ft. : 14,970
Year Built: 1968
Number of Stories: 1
SXS BSE-2E: 0.297
SX1 BSE-2E: 0.117
ASCE 41 Level of
Seismicity: Low

Site Class: B
VS30(m/s): 980
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Paterson, Paterson Elementary School, Main Building
1.1 Building Description

The Paterson Elementary School main building is a one-story building that includes an original building

constructed in 1968 and a 2003 addition. The original building is composed of a mix of reinforced CMU

walls and wood stud walls. The addition is a wood stud wall building. The school is constructed on level

ground and is located in Paterson, Washington. The building is rectangular in plan, 340 feet by 100 feet, with

an average roof height of 15 feet and a maximum roof height of 20 feet. Building construction consists of

reinforced CMU walls, wood stud walls, and brick veneer. The roof system consists of I-joists and pre-

engineered trusses with plywood sheathing. The building has a mechanical mezzanine.
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1.1.1 Building Use

The Paterson Elementary School consists of classrooms, a dining area, a library, administrative offices, and a

multi-purpose room. The school has over 140 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Paterson Elementary School
Structural System Description

Structural Roof
The roof system is composed of a mixture of I-joists and pre-engineered trusses

with plywood sheathing.

Structural Floor(s)
The ground level is a concrete floor slab. The mezzanine floor is plywood

sheathing over 2x10 joists.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System
The gravity system is composed of wood beams and posts, steel columns, CMU

walls, and wood stud walls.

Lateral System
Reinforced CMU shear walls and wood stud shear walls resist the forces in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Paterson Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown

Gravity System Some cracking of brick veneer observed in exterior walls.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Paterson Paterson Elementary School Main Building
Deficiency Description

Shear Stress

Check

Shear stress for masonry shear walls is compliant. However, corresponding shear stress for wood shear walls in

addition is non-complaint. The building likely requires wood shear wall strengthening or the addition of new

shear walls. Further investigation is required.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along CMU walls.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Paterson Paterson Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Paterson Paterson Elementary School Main Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Paterson Paterson Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Further investigation is required to review piping/ductwork for bracing or other protection to

prevent damage allowing release of hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Further investigation is required to verify anchorage of masonry veneer backup.
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Photos:

Figure 1-1. Glulam Beams and CMU Piers at Multipurpose Room
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Figure 1-2. Tall Nonstructural Components Unbraced, Typical Throughout
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Figure 1-3. Elevated Mechanical Equipment Unbraced
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Figure 1-4. Typical Classroom
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Figure 1-5. Cracks in Exterior Masonry
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Figure 1-6. Paterson Elementary School - Southeast Exterior

Figure 1-7. Paterson Elementary School - Northeast Exterior
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Figure 1-8. Paterson Elementary School - North Exterior

Figure 1-9. Gymnasium
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Figure 1-10. Typical Hallway with Unknown Light Fixture Bracing
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Paterson, Paterson Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Shear stress for masonry

shear walls is compliant.

However, corresponding

shear stress for wood shear

walls in addition is non-

complaint. The building

likely requires wood shear

wall strengthening or the

addition of new shear walls.

Further investigation is

required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along CMU walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Non-applicable due to

ASCE 41 Seismicity Level:

Low
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Paterson, Paterson Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Further investigation is

required to review

piping/ductwork for

bracing or other protection

to prevent damage

allowing release of

hazardous material.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X     

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Further investigation is

required to verify

anchorage of masonry

veneer backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

Non-applicable due to

ASCE 41 Seismicity

Level: "Low"

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator

Paterson, Paterson Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 31



Building Name: Main Building

Facility Name: Roosevelt Elementary
School

District Name: Port Angeles
ICOS Latitude: 48.103
ICOS Longitude: -123.39
ICOS
County/District ID: 5121

ICOS Building ID: 14120
ASCE 41 Bldg Type: W2
Enrollment: 502
Gross Sq. Ft. : 23,785
Year Built: 1978
Number of Stories: 1
SXS BSE-2E: 1.118
SX1 BSE-2E: 0.614
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 431
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Port Angeles, Roosevelt Elementary School, Main Building
1.1 Building Description

Roosevelt Elementary School is a one-story, 23,800 square foot school building that was originally

constructed in 1978. The building has brick cladding at most exterior locations. A central courtyard,

surrounded by windows, occurs between the building's main corridors. Originally constructed as a middle

school, the loading dock and shop spaces are the North end of the school have been converted to classrooms.

Framing consists primarily of engineered wood joists and glulam beams at the roof, with a plywood

diaphragm. Walls consist of brick-clad CMU at the two ends of the building and brick-clad wood framing in

the middle (classroom and office) areas. A newer gym addition occurs at the southwestern corner of the

building, constructed of tilt-up concrete walls and a steel joist and metal deck roof.
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1.1.1 Building Use

The building serves as an elementary school with approximately 500 students. A small playground occurs at

the northeastern corner, with larger playfields located South of the building. The building was originally

constructed as a middle school and has large flexible shop spaces are the North end which have been

converted to classrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Roosevelt Elementary School
Structural System Description

Structural Roof

The roof throughout the main school building consists of engineered wood

trusses (TJ) varying from 24-inches to 38-inches in depth. These are supported

by glulam beams at the interior and bearing walls and glulam beam headers at

the perimeter. 58 1/2-inch deep glulam beams and 13 1/2-inch glulam joists are

used at the main gym. A 3/4-inch plywood diaphragm is provided throughout.

The roof at the gym addition consists of custom steel trusses with metal deck.

Structural Floor(s)

The floor consists of a 4-inch concrete slab-on-grade with welded-wire

reinforcing. At the choir room, three large steps are provided to make a recessed

area.

Foundations

The foundation consists of continuous concrete footings at the wood and

masonry bearing walls and at the tilt-up concrete panels at the gym addition.

Concrete pad footings are provided at steel column locations.

Gravity System

Gravity system supporting the roof consists of CMU bearing walls and steel

posts through much of the original school building. Wood wall framing is used at

much of the northwestern face and the office area. Tilt-up concrete bearing walls

are used at the Gym Addition

Lateral System

The lateral system consists of the roof diaphragms supported by wood and CMU

shear walls at the original building and tilt-up concrete panels are the Gym

Addition. Brick walls are cladding only, supported by wood or CMU shear walls

along the perimeter.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Roosevelt Elementary School
Structural System Description
Structural Roof No visible deterioration or damage was observed.

Structural Floor(s) No visible deterioration or damage was observed.

Foundations No visible deterioration or damage was observed.

Gravity System No visible deterioration or damage was observed.

Lateral System No visible deterioration or damage was observed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Port Angeles Roosevelt Elementary School Main Building
Deficiency Description

Shear Stress

Check

The central portion of the building is large, but relies primarily on perimeter shear walls. Intermediate walls or

frames may be needed at the building interior. Further investigation should be performed. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

The center of the building appears to be unsupported, requiring the diaphragm to span most of the building's

width. Additional interior shear walls may be required. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Port Angeles Roosevelt Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure

A gully with reported slope stability issues exists behind the school, close to the gym addition and a portable.

The main building is roughly 75 feet or more away. Requires further investigation by a licensed geotechnical

engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Port Angeles Roosevelt Elementary School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Equipment room bottles stored on shelf with no restraint. Restraining breakable containers that

hold hazardous material by latched doors, shelf lips, wires, or other methods may be appropriate to

mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

No bracing on gas piping notes. Bracing and anchoring of gas piping may be appropriate to

mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Only hard couplings noted. Flexible couplings may be appropriate to mitigate seismic risk.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.
Tall racks adjacent to the locker rooms did not appear to be anchored.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Items on high shelving in mechanical room, classroom in former shop areas, janitors' closet, and in

storage room near lockers.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Mechanical room equipment generally not braced. Bracing or anchoring of equipment may be

appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Isolated non-braced ceiling hung equipment at mechanical room. Bracing or anchoring of

equipment may be appropriate to mitigate seismic risk.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Port Angeles Roosevelt Elementary School Main Building
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

No shut-off was observed. Further investigation of mechanical piping should be performed.

Providing shutoff valves may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Glazing type not known.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

No ties are indicated in the drawings, and this cannot be observed. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No ties are indicated in the drawings, and this cannot be observed. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

No ties are indicated in the drawings, and this cannot be observed. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Photos:

Figure 1-1. Elementary School, Northeast Side with Main Entry

Figure 1-2. Elementary School, North Corner Play Area and Small Retaining Wall
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Figure 1-3. Elementary School, North End with Original Shop Area

Figure 1-4. Elementary School, West Face (Gym Addition Beyond, Slope to Northeast)

Figure 1-5. Elementary School, Southeast Face with Maintenance Areas
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Figure 1-6. Elementary School, Main Entry Corridor and Courtyard

Figure 1-7. Elementary School, Large Gym

Figure 1-8. Elementary School, Typical Classroom
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Figure 1-9. Elementary School, Classroom in Former Shop Area

Figure 1-10. Elementary School, Gym Addition with Stage
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Port Angeles, Roosevelt Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Walls occur around the

major spaces.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    No other building on-site.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    
Isolated mezzanine areas are

wall-supported.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    Walls are continuous.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
Walls are well-distributed

around the perimeter.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

A gully with reported slope

stability issues exists behind

the school, close to the gym

addition and a portable. The

main building is roughly 75

feet or more away. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    
Walls are relatively short

and long in most zones.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Walls surround each major

space.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

The central portion of the

building is large, but relies

primarily on perimeter shear

walls. Intermediate walls or

frames may be needed at the

building interior. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    No stucco noted.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    
Walls appear to have

plywood at most locations.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Walls are generally long

segments.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Footprint of the building is

generally flat.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
Wall rest directly on

foundation.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

Segments between windows

are still quite long (30-foot

sections are common).

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  
Where posts are used,

connections a

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Bolts are indicated at typical

locations.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Bolted caps are called out

for interior posts.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
2-foot spacing is called out

in the record drawings.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
Most diaphragm elements

are at a single elevations.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    

Wall elements with beams at

openings appear to serve as

chords.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
Openings are generally

small.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  Plywood sheathing used.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    Plywood sheathing used.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

The center of the building

appears to be unsupported,

requiring the diaphragm to

span most of the building's

width. Additional interior

shear walls may be required.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Plywood shear walls are

typical.
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Port Angeles, Roosevelt Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
Emergency systems not

observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous material

equipment observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Equipment room bottles

stored on shelf with no

restraint. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

No bracing on gas piping

notes. Bracing and

anchoring of gas piping

may be appropriate to

mitigate seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

No shut-off was observed.

Further investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Only hard couplings noted.

Flexible couplings may be

appropriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No unreinforced masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  No cementitious partitions.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No lathe and plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypboard

noted.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding panels.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding panels.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding panels.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X Glazing type not known.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

No ties are indicated in the

drawings, and this cannot

be observed. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    
Shelf angles indicated at

high roof locations.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

No ties are indicated in the

drawings, and this cannot

be observed. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

No unreinforced masonry

present. Reinforced CMU

back-up typical.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

No light-gauge present.

Reinforced CMU back-up

typical.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

No ties are indicated in the

drawings, and this cannot

be observed. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X    
Parapets are minor per

record drawings.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.
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PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

No ornamentation not

covered in previous

comments.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimney.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No unreinforced masonry.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  

One-story building, only

mechanical loft access

above.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

 X   

Tall racks adjacent to the

locker rooms did not

appear to be anchored.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    
Shelving was generally

integral or anchored.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Items on high shelving in

mechanical room,

classroom in former shop

areas, janitors' closet, and

in storage room near

lockers.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Mechanical room

equipment generally not

braced. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Isolated non-braced ceiling

hung equipment at

mechanical room. Bracing

or anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

Port Angeles, Roosevelt Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 28



EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Gym

Facility Name: Port Townsend High
School

District Name: Port Townsend
ICOS Latitude: 48.118
ICOS Longitude: -122.768
ICOS
County/District ID: 16050

ICOS Building ID: 13775
ASCE 41 Bldg Type: URM
Enrollment: 366
Gross Sq. Ft. : 34,112
Year Built: 1941
Number of Stories: 1
SXS BSE-2E: 1.066
SX1 BSE-2E: 0.630
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 355
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Port Townsend, Port Townsend High School, Gym
1.1 Building Description

Port Townsend High School, in Jefferson County, is a public school that serves approximately 375 students

in grades 9-12. It is one of the oldest high schools in Washington State, graduating its first class in 1891. The

Port Townsend High School Gym/Shop building is a one-story building consisting primarily of wood

columns and wood bearing walls with a wood framed roof. It was originally constructed in 1941 with a

major renovation taking place in 1984.
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1.1.1 Building Use

The building consists of a multipurpose gymnasium floor with shops and locker rooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Port Townsend High School
Structural System Description

Structural Roof
The structural roof system consists of wood sheathing supported by timber roof

trusses and roof beams.

Structural Floor(s)

The structural floor system consists of a concrete slab-on-grade with the

exception of wood sheathing on timber floor beams over a partial reinforced

concrete basement.

Foundations
Foundations are not visible but appear to be shallow reinforced concrete

footings.

Gravity System
The gravity system consists of wood roof framing supported primarily by

unreinforced masonry bearing walls.

Lateral System
The lateral force-resisting system consists of unreinforced masonry shear walls

with a flexible diaphragm at the roof.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Port Townsend High School
Structural System Description
Structural Roof Roof appears to be in satisfactory condition.

Structural Floor(s) Floor system appears to be in satisfactory condition.

Foundations
Foundations are not visible but there are no visible indications of damage or

distress.

Gravity System Gravity system appears to be in satisfactory condition.

Lateral System Lateral system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Port Townsend Port Townsend High School Gym
Deficiency Description

Overturning

Elements of the seismic system are slender relative to the overall height of the structure. Further investigation

should be performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic

risk.

Shear Stress

Check

Wall shear stress per quick check does not appear to be compliant. Further investigation should be performed.

Lateral system strengthening or addition of shear walls may be appropriate to mitigate seismic risk.

Wood Ledgers
Connections induce cross-grain bending. Further investigation should be performed. Additional blocking and

strapping may be appropriate to mitigate seismic risk.

Proportions
URM walls assumed 13 inches in thickness. Further investigation should be performed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Cross Ties
It does not appear that diaphragm chords are continuously tied. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Horizontal spans are in excess of 40 feet. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.

Beam
Girder, and Truss Supports,No independent secondary columns observed. Further investigation should be

performed. Independent secondary columns for gravity system may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Gym
Unknown Item Description

Load Path

Likely non-compliant pertaining to structural elements and connections although the structure conveys a

reasonable amount of symmetry in the lateral force resisting elements in the north-south direction. Further

investigation should be performed to mitigate seismic risk.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage

Anchor rods with rosettes are visible at approximate 4 ft. 0 in. centers. Likely noncompliant relative to

calculated connection force. Further investigation should be performed. Additional out-of-plane anchoring may

be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Unknown, likely noncompliant based on standard of care at time of original construction. Further investigation

should be performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Unknown, likely noncompliant based on standard of care at time of original construction. Further investigation

should be performed. Additional connection hardware may be appropriate to mitigate seismic risk.

Masonry Layup
Collar joints not visible. Lateral system strengthening or additional shear walls may be appropriate to mitigate

seismic risk.

Stiffness of Wall

Anchors

The stiffness of the connections is unknown. Further investigation should be performed. Additional shear wall

anchoring may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Port Townsend Port Townsend High School Gym
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

The structure appears to be an unreinforced masonry structure with a masonry veneer.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

The unreinforced masonry parapets do not appear to meet the 1.5 height-to-thickness ratios.

Parapet reinforcement may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Gym
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.

It is unknown how much the cladding components weigh or how they are anchored to the structure.

Further investigation should be performed. Additional anchoring of cladding may be appropriate to

mitigate seismic risk.

CG-4 Threaded Rods. HR-not

required; LS-MH; PR-MH.

It is unknown how the cladding panels are connected to the structure. Further investigation should

be performed. Additional anchoring of cladding may be appropriate to mitigate seismic risk.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.

It is unknown how the cladding panels are connected to the structure. Further investigation should

be performed. Additional anchoring of cladding may be appropriate to mitigate seismic risk.

CG-6 Bearing Connections.

HR-MH; LS-MH; PR-MH.

It is unknown how the cladding panels are connected to the structure. Further investigation should

be performed. Additional anchoring of cladding may be appropriate to mitigate seismic risk.
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CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.
It is unknown how the masonry veneer is connected to the structure.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

It is unknown how the cladding is connected to the structure. The masonry parapets are likely

compliant as they would be extensions of the structural wall above the elevation of the roof

diaphragm. The cladding should be investigated further. Additional anchoring of the cladding may

be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Gym/Shop Building, North Elevation

Figure 1-2. Gym/Shop Building, North Elevation
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Figure 1-3. Gym/Shop Building, South Elevation

Figure 1-4. Gym/Shop Building, South Elevation
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Figure 1-5. Gym/Shop Building, Typical Roof Framing
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Figure 1-6. Gym/Shop Building, Roof Framing at Storage
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Figure 1-7. Gym/Shop Building, Typical Roof/Wall System
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Port Townsend, Port Townsend High School, Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Likely non-compliant

pertaining to structural

elements and connections

although the structure

conveys a reasonable

amount of symmetry in the

lateral force resisting

elements in the north-south

direction. Further

investigation should be

performed to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Elements of the seismic

system are slender relative to

the overall height of the

structure. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Likely compliant as restraint

is provided by ground floor

slab.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Wall shear stress per quick

check does not appear to be

compliant. Further

investigation should be

performed. Lateral system

strengthening or addition of

shear walls may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Anchor rods with rosettes

are visible at approximate 4

ft. 0 in. centers. Likely

noncompliant relative to

calculated connection force.

Further investigation should

be performed. Additional

out-of-plane anchoring may

be appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connections induce cross-

grain bending. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Unknown, likely

noncompliant based on

standard of care at time of

original construction.

Further investigation should

be performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Unknown, likely

noncompliant based on

standard of care at time of

original construction.

Further investigation should

be performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

URM walls assumed 13

inches in thickness. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

Collar joints not visible.

Lateral system strengthening

or additional shear walls

may be appropriate to

mitigate seismic risk.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
There does not appear to be

any openings at shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
There does not appear to be

any openings at shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

It does not appear that

diaphragm chords are

continuously tied. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms are diagonally

sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Horizontal spans are in

excess of 40 feet. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

The stiffness of the

connections is unknown.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

No independent secondary

columns observed. Further

investigation should be

performed. Independent

secondary columns for

gravity system may be

appropriate to mitigate

seismic risk.
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Port Townsend, Port Townsend High School, Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

It is unclear how much the

light fixtures weigh.

However, it appears that

the light fixtures are

suspended independently

from the ceiling.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

It is unknown how much

the cladding components

weigh or how they are

anchored to the structure.

Further investigation

should be performed.

Additional anchoring of

cladding may be

appropriate to mitigate

seismic risk.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

   X

It is unknown how the

cladding panels are

connected to the structure.

Further investigation

should be performed.

Additional anchoring of

cladding may be

appropriate to mitigate

seismic risk.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

It is unknown how the

cladding panels are

connected to the structure.

Further investigation

should be performed.

Additional anchoring of

cladding may be

appropriate to mitigate

seismic risk.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

   X

It is unknown how the

cladding panels are

connected to the structure.

Further investigation

should be performed.

Additional anchoring of

cladding may be

appropriate to mitigate

seismic risk.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
There are no concrete

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

masonry veneer is

connected to the structure.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

 X   

The structure appears to be

an unreinforced masonry

structure with a masonry

veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

It is unknown how the

masonry veneer is

connected to the structure.

However, the use of cold-

formed steel studs as a

backup is unlikely.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

 X   

The unreinforced masonry

parapets do not appear to

meet the 1.5 height-to-

thickness ratios. Parapet

reinforcement may be

appropriate to mitigate

seismic risk.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

There are no canopies

around the perimeter of the

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

It is unknown how the

cladding is connected to

the structure. The masonry

parapets are likely

compliant as they would

be extensions of the

structural wall above the

elevation of the roof

diaphragm. The cladding

should be investigated

further. Additional

anchoring of the cladding

may be appropriate to

mitigate seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be any masonry chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be any masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

Port Townsend, Port Townsend High School, Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 31



CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There does not appear to

be any elevators in the

structure.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

There does not appear to

be any elevators in the

structure.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building

Facility Name: Port Townsend High
School

District Name: Port Townsend
ICOS Latitude: 48.118
ICOS Longitude: -122.768
ICOS
County/District ID: 16050

ICOS Building ID: 18186
ASCE 41 Bldg Type: URM
Enrollment: 366
Gross Sq. Ft. : 45,578
Year Built: 1934
Number of Stories: 3
SXS BSE-2E: 1.066
SX1 BSE-2E: 0.630
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 355
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Port Townsend, Port Townsend High School, Main Building
1.1 Building Description

Port Townsend High School, in Jefferson County, is a public school that serves approximately 375 students

in grades 9-12. It is one of the oldest high schools in Washington State, graduating its first class in 1891. The

Main Building at Port Townsend High School is a 3-story building which includes a partial basement level

of reinforced concrete and two levels of unreinforced masonry (URM) supporting wood frame floors and

roof. The Main Building was originally constructed in 1934 and the last major renovation of the building was

performed in 1984.
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1.1.1 Building Use

The Main Building at Port Townsend High School consists of classrooms and administrative spaces, an

auditorium, and music rooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Port Townsend High School
Structural System Description
Structural Roof The roof system is a wood-framed roof supported on URM bearing walls.

Structural Floor(s)
The floor systems consist of wood-framed floors supported on URM and

reinforced concrete bearing walls.

Foundations Foundation system consists of shallow reinforced concrete footings.

Gravity System
The gravity system consists of wood framing supported by URM and reinforced

concrete bearing walls.

Lateral System
The lateral force resisting system consists of URM and reinforced concrete shear

walls with wood-framed diaphragms at the floor and roof levels.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Port Townsend High School
Structural System Description
Structural Roof The roof structure appears to be in satisfactory condition.

Structural Floor(s) The floor systems appear to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

apparent signs of damage or distress.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Port Townsend Port Townsend High School Main Building
Deficiency Description

Load Path

Structure appears to have a well defined load path but standard of care at time of original construction in 1934

indicates deficiencies in structural elements and connections necessary to transfer inertial forces to the

foundation. Further investigation should be performed. Additional shear walls and anchoring may be

appropriate to mitigate seismic risk.

Overturning

Elements of the seismic system appear to be slender relative to the overall height of the structure. Further

investigation should be performed. Additional shear walls or shear wall anchoring may be appropriate to

mitigate seismic risk.

Shear Stress

Check

Wall shear stress per quick check does not appear to be compliant. Further investigation should be performed.

Lateral system strengthening or addition of shear walls may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Likely noncompliant relative to the standard of care at time of original construction. Drawings do not indicate

any direct connection between diaphragms and shear walls. Further investigation should be performed.

Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

No positive connections observed. Further investigation should be performed. Additional connection hardware

may be appropriate to mitigate seismic risk.

Proportions
Masonry shear walls do not appear to meet this requirement. Further investigation should be performed. Lateral

system strengthening may be appropriate to mitigate seismic risk.

Cross Ties
It does not appear that diaphragm chords are continuously tied. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Straight Sheathing
Aspect ratios are greater than 2-to-1. Further investigation should be performed. Diaphragm reinforcement may

be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

No positive connections are indicated on drawings or visible in field. Further investigation should be

performed. Additional shear wall anchoring may be appropriate to mitigate seismic risk.

Beam

Girder, and Truss Supports,No independent secondary columns are indicated on drawings or visible in field.

Further investigation should be performed. Independent secondary columns for gravity system may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Likely noncompliant as drawings do not indicate if foundations are adequately restrained by slabs. Further

investigation should be performed. Additional foundation ties may be appropriate to mitigate seismic risk.

Wall Anchorage
Rosettes with anchors or straps are visible from exterior. Capacity unknown. Further investigation should be

performed. Additional out-of-plane anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Not visible. Drawings do indicate the presence of wood ledgers. Further investigation should be performed.

Additional blocking and strapping may be appropriate to mitigate seismic risk.

Masonry Layup
Collar joints not visible. Lateral system strengthening or additional shear walls may be appropriate to mitigate

seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Port Townsend Port Townsend High School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

It appears that the 12-to-1 height-to-thickness ratio is exceeded on the 2nd floor. Bracing for the

wall may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Unable to verify during site investigation. This item is typically noncompliant for contents more

than 6 ft high. It appears that many of the bookshelves are noncompliant. Brace tops of shelves

taller than 6 feet to nearest backing wall or provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.
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PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

It is unknown how the cladding is connected to the structure. The masonry parapets are likely

compliant as they would be extensions of the structural wall above the elevation of the roof

diaphragm. The cladding should be investigated further. Additional anchoring of the cladding may

be appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

It is unknown how the masonry chimney is connected to the structure. Further investigation should

be performed. Bracing or removal of chimney may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the stairs are connected to the structure. It is unlikely that there are post-

installed anchors or if the stair details are capable of accommodating the drift. Further investigation

should be performed. Additional anchoring from stairs to the structure may be appropriate to

mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

Unable to verify during site investigation. It does not appear that there are elevators per the original

drawings. The elevator checklist items should be verified by an elevator designer or supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

Unable to verify during site investigation. It does not appear that there are elevators per the original

drawings. The elevator checklist items should be verified by an elevator designer or supplier.

Unknown Item Description
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Figure 1-1. Main Building, East Entrance
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Figure 1-2. Main Building, Typical Exterior Wall System
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Figure 1-3. Main Building, North Wall
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Figure 1-4. Main Building, Partial West Elevation

Figure 1-5. Main Building, Auditorium
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Figure 1-6. Main Building, Library
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Figure 1-7. Main Building, Typical Electrical Equipment
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Port Townsend, Port Townsend High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Structure appears to have a

well defined load path but

standard of care at time of

original construction in 1934

indicates deficiencies in

structural elements and

connections necessary to

transfer inertial forces to the

foundation. Further

investigation should be

performed. Additional shear

walls and anchoring may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Elements of the seismic

system appear to be slender

relative to the overall height

of the structure. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Likely noncompliant as

drawings do not indicate if

foundations are adequately

restrained by slabs. Further

investigation should be

performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Wall shear stress per quick

check does not appear to be

compliant. Further

investigation should be

performed. Lateral system

strengthening or addition of

shear walls may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Rosettes with anchors or

straps are visible from

exterior. Capacity unknown.

Further investigation should

be performed. Additional

out-of-plane anchoring may

be appropriate to mitigate

seismic risk.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Not visible. Drawings do

indicate the presence of

wood ledgers. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Likely noncompliant relative

to the standard of care at

time of original construction.

Drawings do not indicate

any direct connection

between diaphragms and

shear walls. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

No positive connections

observed. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

Masonry shear walls do not

appear to meet this

requirement. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

Collar joints not visible.

Lateral system strengthening

or additional shear walls

may be appropriate to

mitigate seismic risk.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
There does not appear to be

any openings at shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
There does not appear to be

any openings at shear walls.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

It does not appear that

diaphragm chords are

continuously tied. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Aspect ratios are greater than

2-to-1. Further investigation

should be performed.

Diaphragm reinforcement

may be appropriate to

mitigate seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Diaphragms are assumed to

be straight-sheathed.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

No positive connections are

indicated on drawings or

visible in field. Further

investigation should be

performed. Additional shear

wall anchoring may be

appropriate to mitigate

seismic risk.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

No independent secondary

columns are indicated on

drawings or visible in field.

Further investigation should

be performed. Independent

secondary columns for

gravity system may be

appropriate to mitigate

seismic risk.
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Port Townsend, Port Townsend High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any multi-

story panels.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
There are no concrete

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
It does not appear that

there is a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
It does not appear that

there is a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
It does not appear that

there is a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
It does not appear that

there is a veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It does not appear that

there is a veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
It does not appear that

there is a veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X    

It appears that the masonry

parapets meet the 1.5

height-to-thickness ratios.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

There does not appear to

be any canopies around the

perimeter of the structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

It is unknown how the

cladding is connected to

the structure. The masonry

parapets are likely

compliant as they would

be extensions of the

structural wall above the

elevation of the roof

diaphragm. The cladding

should be investigated

further. Additional

anchoring of the cladding

may be appropriate to

mitigate seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X    

It appears that the masonry

chimney does not exceed 2

times its least dimension

above the roof surface.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

It is unknown how the

masonry chimney is

connected to the structure.

Further investigation

should be performed.

Bracing or removal of

chimney may be

appropriate to mitigate

seismic risk.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

 X   

It appears that the 12-to-1

height-to-thickness ratio is

exceeded on the 2nd floor.

Bracing for the wall may

be appropriate to mitigate

seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

It is unknown how the

stairs are connected to the

structure. It is unlikely that

there are post-installed

anchors or if the stair

details are capable of

accommodating the drift.

Further investigation

should be performed.

Additional anchoring from

stairs to the structure may

be appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Unable to verify during

site investigation. This

item is typically

noncompliant for contents

more than 6 ft high. It

appears that many of the

bookshelves are

noncompliant. Brace tops

of shelves taller than 6 feet

to nearest backing wall or

provide overturning base

restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Unable to verify during

site investigation. It does

not appear that there are

elevators per the original

drawings. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Unable to verify during

site investigation. It does

not appear that there are

elevators per the original

drawings. The elevator

checklist items should be

verified by an elevator

designer or supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Port Townsend, Port Townsend High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 33 of 33



Building Name: Math Science Annex

Facility Name: Port Townsend High
School

District Name: Port Townsend
ICOS Latitude: 48.118
ICOS Longitude: -122.768
ICOS
County/District ID: 16050

ICOS Building ID: 10330
ASCE 41 Bldg Type: URM
Enrollment: 366
Gross Sq. Ft. : 13,169
Year Built: 1928
Number of Stories: 2
SXS BSE-2E: 1.066
SX1 BSE-2E: 0.630
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 355
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Port Townsend, Port Townsend High School, Math Science Annex
1.1 Building Description

Port Townsend High School, in Jefferson County, is a public school that serves approximately 375 students

in grades 9-12. It is one of the oldest high schools in Washington State, graduating its first class in 1891. The

Math Science Annex at Port Townsend High School is a 3-story building with exterior unreinforced

masonry (brick/structural clay tile) bearing walls and wood frame floors and roof. The original building was

constructed in 1928 with the last major renovation taking place in 1996.
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1.1.1 Building Use

The Math Science Annex consists of classrooms and laboratory spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Port Townsend High School
Structural System Description
Structural Roof Roof framing consists of wood sheathing on wood beams.

Structural Floor(s) Floor framing consists of wood sheathing on wood beams.

Foundations Foundations consist of shallow cast-in-place concrete footings and stem walls.

Gravity System The gravity system is wood frame with unreinforced masonry bearing walls.

Lateral System
The lateral-force-resisting-system is unreinforced masonry (brick/structural clay

tile) bearing walls with wood frame diaphragms at floor and roof levels.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Port Townsend High School
Structural System Description
Structural Roof The roof structure appears to be in satisfactory condition.

Structural Floor(s) The structural floors appear to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

apparent issues.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Port Townsend Port Townsend High School Math Science Annex
Deficiency Description

Load Path

Likely non-compliant relative to original 1928 construction and 1958 renovation. Likely compliant for portion

of building added in 1996. Further investigation should be performed. Additional shear walls and anchoring

may be appropriate to mitigate seismic risk.

Overturning
Assumed URM wall piers used to resist lateral forces are non-compliant. Further investigation should be

performed. Additional shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Shear Stress

Check

Wall shear stress per quick check does not appear to be compliant. Walls appear to be brick backed by

structural clay tile. Further investigation should be performed. Lateral system strengthening or addition of shear

walls may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Likely non-compliant relative to original 1928 construction. Some anchors observed at floor/roof diaphragms,

capacity unknown. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Proportions
Masonry shear walls do not meet this requirement. Further investigation should be performed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Beam
Girder, and Truss Supports,No independent secondary columns exist in building. Further investigation should

be performed. Independent secondary columns for gravity system may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Math Science
Annex
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

No information available. Further investigation should be performed. Additional foundation ties may be

appropriate to mitigate seismic risk.

Wall Anchorage

Steel reinforcing steel dowels or anchors have been added at the 2nd floor and Roof levels of the building,

likely during the 1996 modernization but no information available to assess adequacy. Further investigation

should be performed. Additional out-of-plane anchoring may be appropriate to mitigate seismic risk.

Wood Ledgers
Likely non-compliant relative to original 1928 construction. Further investigation should be performed.

Additional blocking and strapping may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Likely non-compliant relative to original 1928 construction. Further investigation should be performed.

Additional connection hardware may be appropriate to mitigate seismic risk.

Masonry Layup
Collar joints not visible. Lateral system strengthening or additional shear walls may be appropriate to mitigate

seismic risk.

Cross Ties
No available information. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

No available information. Further investigation should be performed. Additional shear wall anchoring may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Port Townsend Port Townsend High School Math Science Annex
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unclear how much the light fixtures weigh. However, it appears that the light fixtures are not

suspended independently from the ceiling. Further investigation should be completed. Adding

wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Math Science
Annex
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

The unreinforced parapet details are unknown. Further investigation should be performed.

Reinforcement for the parapets may be appropriate to mitigate seismic risk.
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S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

The details of the stair enclosure are unclear. It is likely noncompliant. Further investigation should

be performed. Additional bracing for the wall around stair enclosures may be appropriate to

mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

The details of the stair enclosure are unclear. Further investigation should be performed. Additional

anchoring from stairs to the structure may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.

The building does not appear to have any elevators. However, it is a 2-story structure and there

may be an elevator. The elevator checklist items should be verified by an elevator designer or

supplier.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.

The building does not appear to have any elevators. However, it is a 2-story structure and there

may be an elevator. The elevator checklist items should be verified by an elevator designer or

supplier.

Unknown Item Description
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Photos:

Figure 1-1. Math/Science Annex, Southeast Corner

Figure 1-2. Math/Science Annex, South Elevation
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Figure 1-3. Math/Science Annex, South Elevation
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Figure 1-4. Math/Science Annex, West Elevation
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Figure 1-5. Math/Science Annex, North Entry
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Figure 1-6. Math /Science Annex, Typical Ceiling System
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Figure 1-7. Math/Science Annex, Typical Window/Ceiling System
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Figure 1-8. Math/Science Annex, Mechanical Room
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Figure 1-9. Math/Science Annex, Mechanical Room
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Port Townsend, Port Townsend High School, Math Science Annex

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Likely non-compliant

relative to original 1928

construction and 1958

renovation. Likely compliant

for portion of building added

in 1996. Further

investigation should be

performed. Additional shear

walls and anchoring may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Vertical elements appear to

be continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Assumed URM wall piers

used to resist lateral forces

are non-compliant. Further

investigation should be

performed. Additional shear

walls or shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

No information available.

Further investigation should

be performed. Additional

foundation ties may be

appropriate to mitigate

seismic risk.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Wall shear stress per quick

check does not appear to be

compliant. Walls appear to

be brick backed by structural

clay tile. Further

investigation should be

performed. Lateral system

strengthening or addition of

shear walls may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Steel reinforcing steel

dowels or anchors have been

added at the 2nd floor and

Roof levels of the building,

likely during the 1996

modernization but no

information available to

assess adequacy. Further

investigation should be

performed. Additional out-

of-plane anchoring may be

appropriate to mitigate

seismic risk.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Likely non-compliant

relative to original 1928

construction. Further

investigation should be

performed. Additional

blocking and strapping may

be appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Likely non-compliant

relative to original 1928

construction. Some anchors

observed at floor/roof

diaphragms, capacity

unknown. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Likely non-compliant

relative to original 1928

construction. Further

investigation should be

performed. Additional

connection hardware may be

appropriate to mitigate

seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

Masonry shear walls do not

meet this requirement.

Further investigation should

be performed. Lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

Collar joints not visible.

Lateral system strengthening

or additional shear walls

may be appropriate to

mitigate seismic risk.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

No available information.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Diaphragms are straight-

sheathed.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

No available information.

Further investigation should

be performed. Additional

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

No independent secondary

columns exist in building.

Further investigation should

be performed. Independent

secondary columns for

gravity system may be

appropriate to mitigate

seismic risk.
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Port Townsend, Port Townsend High School, Math Science Annex

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

It is unclear how much the

light fixtures weigh.

However, it appears that

the light fixtures are not

suspended independently

from the ceiling. Further

investigation should be

completed. Adding wires

for suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
It does not appear that

there is a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
It does not appear that

there is a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
It does not appear that

there is a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
It does not appear that

there is a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
It does not appear that

there is a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
It does not appear that

there is a masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

The unreinforced parapet

details are unknown.

Further investigation

should be performed.

Reinforcement for the

parapets may be

appropriate to mitigate

seismic risk.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

It does not appear that

there are any canopies

around the perimeter of the

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

The masonry parapets are

likely compliant as they

would be extensions of the

structural wall above the

elevation of the roof

diaphragm.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be any masonry chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be any masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

The details of the stair

enclosure are unclear. It is

likely noncompliant.

Further investigation

should be performed.

Additional bracing for the

wall around stair

enclosures may be

appropriate to mitigate

seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

The details of the stair

enclosure are unclear.

Further investigation

should be performed.

Additional anchoring from

stairs to the structure may

be appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.
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CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

The building does not

appear to have any

elevators. However, it is a

2-story structure and there

may be an elevator. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

The building does not

appear to have any

elevators. However, it is a

2-story structure and there

may be an elevator. The

elevator checklist items

should be verified by an

elevator designer or

supplier.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Stuart Building

Facility Name: Port Townsend High
School

District Name: Port Townsend
ICOS Latitude: 48.118
ICOS Longitude: -122.768
ICOS
County/District ID: 16050

ICOS Building ID: 14775
ASCE 41 Bldg Type: W2
Enrollment: 366
Gross Sq. Ft. : 17,912
Year Built: 1952
Number of Stories: 1
SXS BSE-2E: 1.066
SX1 BSE-2E: 0.630
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 355
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Port Townsend, Port Townsend High School, Stuart Building
1.1 Building Description

Port Townsend High School, in Jefferson County, is a public school that serves approximately 375 students

in grades 9-12. It is one of the oldest high schools in Washington State, graduating its first class in 1891. The

Gael Stuart building is a one-story wood framed building with a brick veneer and a partial concrete

basement. The building was originally constructed circa 1952 and renovated in 1984. The building has a

rectangular floor plan and is situated on a gradual sloping site.
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1.1.1 Building Use

The building consists of classrooms and administrative space including the Port Townsend School District

Office.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Port Townsend High School
Structural System Description

Structural Roof
The roof system consists of wood framing supported by interior and exterior

wood bearing walls.

Structural Floor(s) The floor system consists of wood framing.

Foundations
Foundations are not visible but appear to be shallow cast-in-place concrete

footings and stem walls.

Gravity System
The gravity system consists of wood floor and roof framing supported by interior

and exterior wood framed bearing walls and concrete foundations.

Lateral System
The lateral force resisting system consists of wood framed shear walls and a

wood frame diaphragm at the roof.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Port Townsend High School
Structural System Description
Structural Roof Roof appears to be in satisfactory condition.

Structural Floor(s) Floor appears to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

apparent issues.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Port Townsend Port Townsend High School Stuart Building
Deficiency Description
Shear Stress

Check

It does not appear that the walls meet the quick check requirement. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Openings
It appears that there are large openings. Further investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Stuart Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Narrow Wood

Shear Walls

Likely noncompliant based on visual observations. Further investigation should be performed. Lateral system

strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

No record drawings available. Likely noncompliant, no connections observed. Further investigation should be

performed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Wood Posts
Connection between wood posts and foundation not visible. No record drawings available. Further

investigation should be performed. Additional anchoring may be appropriate to mitigate seismic risk.

Wood Sills
Wood sills not visible. No record drawings available. Further investigation should be performed. Additional

anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

Connections not visible. No record drawings available. Further investigation may be appropriate to determine

the configuration of the wood framing. Additional connection hardware between girders and column supports

may be appropriate to mitigate seismic risk.

Wood Sill Bolts
Sill bolts not visible. No record drawings available. Further invetigation should be performed. Additional sill

bolts may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

Likely noncompliant based on field observation. No record drawings available. Further investigation should be

performed. Diaphragm reinforcement may be appropriate to mitigate seismic risk.

Diaphragm

Reinforcement at

Openings

Likely noncompliant based on standard of care at time of original construction. No record drawings available.

Further investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate seismic

risk.

Straight Sheathing
Assuming straight sheathing, likely noncompliant. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Port Townsend Port Townsend High School Stuart Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Port Townsend Port Townsend High School Stuart Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Stuart Building Entrance

Figure 1-2. Stuart Building, East Elevation
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Figure 1-3. Stuart Building, South Entrance

Figure 1-4. Stuart Building, North Elevation
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Figure 1-5. Stuart Building, Southwest Corner
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Figure 1-6. Stuart Building, West Elevation

Figure 1-7. Stuart Building, North Elevation
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Figure 1-8. Stuart Building, Main Lobby
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Figure 1-9. Stuart Building, Corridor
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Port Townsend, Port Townsend High School, Stuart Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Based on visual observations

only, no record drawings

available.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Assumed compliant relative

to standard construction

practice at time of original

construction.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Assumed compliant relative

to standard construction

practice at time of original

construction.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Assumed compliant based

on field observations and

symmetry in building.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

It does not appear that the

walls meet the quick check

requirement. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  No exterior stucco walls.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  Building is one story.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

Likely noncompliant based

on visual observations.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X

No record drawings

available. Likely

noncompliant, no

connections observed.

Further investigation should

be performed. Lateral

system strengthening may be

appropriate to mitigate

seismic risk.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

It appears that there are large

openings. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Connection between wood

posts and foundation not

visible. No record drawings

available. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Wood sills not visible. No

record drawings available.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Connections not visible. No

record drawings available.

Further investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Sill bolts not visible. No

record drawings available.

Further invetigation should

be performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
Compliant based on field

observation.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

Likely noncompliant based

on field observation. No

record drawings available.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X

Likely noncompliant based

on standard of care at time

of original construction. No

record drawings available.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

Assuming straight sheathing,

likely noncompliant. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Straight sheathing assumed

for original construction.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Straight sheathing assumed

for original construction.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Assumed compliant based

on visual observation.
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Port Townsend, Port Townsend High School, Stuart Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

There does not appear to

be any cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

There does not appear to

be any cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

There does not appear to

be any cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

There does not appear to

be any cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

There does not appear to

be a unreinforced masonry

backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

It is unknown how the

masonry veneer is

connected to the structure.

However, the use of cold-

formed steel studs as a

backup is unlikely.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

There does not appear to

be any canopies around the

perimeter of the structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

The parapets are likely

compliant as they would

be extensions of the

structural wall above the

elevation of the roof

diaphragm.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There does not appear to

be any masonry chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There does not appear to

be any masonry chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There does not appear to

be any elevators in the

structure.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

There does not appear to

be any elevators in the

structure.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building

Facility Name: Maplewood Elementary
School

District Name: Puyallup
ICOS Latitude: 47.19
ICOS Longitude: -122.309
ICOS
County/District ID: 27003

ICOS Building ID: 16592
ASCE 41 Bldg Type: URM
Enrollment: 434
Gross Sq. Ft. : 43,621
Year Built: 1934
Number of Stories: 1
SXS BSE-2E: 0.918
SX1 BSE-2E: 0.911
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 165
Liquefaction

Potential:
high

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Puyallup, Maplewood Elementary School, Main Building
1.1 Building Description

The main building is a one story elementary school building in the shape of an E. The first part of the

building was completed in 1935, a wing was added in 1947 and a second wing was added in 1951. In 1994

the exterior masonry walls were anchored to the roof/attic structure. The building underwent major

renovation in 1998, including the addition of a new gym and an extension of the east classroom wing. The

remodeling project also included a seismic upgrade to provide backing for the unreinforced masonry walls to

provide out of plane lateral support, additional shear walls and a plywood diaphragm was added at the attic

to comply with the UCBC Cross Wall Approach.
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1.1.1 Building Use

The building is a K-5 elementary school with an enrolment of 434 students. The building contains

classrooms, administration areas, library, a multi-purpose room, storage spaces, and a mechanical room.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Maplewood Elementary School
Structural System Description

Structural Roof

Wood framed roof with 2x8 rafters at 24 inches on center, wood decking and

asphalt shingles in the older portion of the building and 2x joists, TJL trusses,

and glulam beams in the 1998 addition.

Structural Floor(s)

Attic floor framing has 2x joists spanning from exterior walls to interior bearing

walls. Floor framing is constructed with post and beam framing with 2x8 joists

in the original portion of the building and slab-on-grade in the 1998 gym

addition.

Foundations
Spread footings in the original portion and grade beams and auger-cast-piles in

the 1998 gym addition.

Gravity System

Gravity system in the old portion consists of URM bearing walls along the

perimeter and interior wood framed bearing walls. The 1998 addition consists of

wood framed bearing walls and 2x joists, TJL trusses, and glulam beams

supported by CMU walls and HSS columns.

Lateral System

The original lateral system was URM walls and straight-sheathed roof

diaphragm. During the 1998 renovation, metal stud backup/shear walls were

added to the URM walls and plywood was added to the attic joists creating

diaphragms in the original portion of the building. 

The lateral system of the 1998 addition consists of plywood and CMU shear

walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Maplewood Elementary School
Structural System Description
Structural Roof Good condition, no distress observed.

Structural Floor(s) Good condition, no distress observed.

Foundations
The foundation walls were observed from the outside and they appeared to be in

good condition, no signs of settlement.

Gravity System The condition of the gravity systems appear functional and intact.

Lateral System

The condition of the lateral system appears intact, and the 1998 seismic upgrade

of the building addressed the typical problem areas in URM buildings. The

building might qualify as a Benchmark building.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Puyallup Maplewood Elementary School Main Building
Deficiency Description
Shear Stress

Check

Shear stress in the unreinforced masonry shear significantly exceeds 30 psi. It also appears that the shear in the

plywood shear walls, installed during the 1998 renovation, exceeds the limit of 1,000 plf.

Cross Ties None shown on the drawings from the 1998 remodeling.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Puyallup Maplewood Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Did not access crawl space.

Masonry Layup No drawings of original construction are available and could not tell from field visit observations.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Puyallup Maplewood Elementary School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of construction of latest remodeling.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of construction of latest remodeling.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of construction of latest remodeling.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of construction of latest remodeling.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Ties were added at a 48\ oc during the 1998 remodeling, but this spacing does not meet the current

requirements.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction, and no indication in the remodeling drawings

from 1998 that chimney were retrofitted. Height of chimney is approximately 8 feet

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Puyallup Maplewood Elementary School Main Building
Unknown Item Description
M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.
The building is one story.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

The building has three ornamental cupolas on top of the roof. Construction of the cupolas are

assumed to wood, anchorage to roof unknown.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe any contents more than 6 ft (1.8 m) high with a height-to-depth or height-to-width

ratio greater than 3-to-1. District to confirm. Brace tops of shelving taller than 6 feet to nearest

backing wall, provide overturning base restraint.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.
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Photos:

Figure 1-1. Partial North Facade

Figure 1-2. North East Corner
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Figure 1-3. East Facade

Figure 1-4. South Elevation - East Wing
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Figure 1-5. Area between Center and East Wing

Figure 1-6. South Façade of Gym
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Figure 1-7. South Elevation - West Wing

Figure 1-8. South West Corne
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Figure 1-9. Wes Facade

Figure 1-10. Interior Gym

Puyallup, Maplewood Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 29



Puyallup, Maplewood Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

As part of the 1998 building

renovation, the building was

seismically upgraded with

additional shear walls and

out of plane lateral support

for the URM walls.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  No adjacent building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
One-story building, no

mezzanines observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  One-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  One-story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X  One-story building.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  One-story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  One-story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has a wood

diaphragm, which typically

is not stiff enough to

develop torsional effects.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

One-story building, with

worst case base/height of

0.67, which is greater than

0.616, therefore overturning

should not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X Did not access crawl space.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

At least two lines of shear

walls in each principal

direction for each of the four

structures making up the

building.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Shear stress in the

unreinforced masonry shear

significantly exceeds 30 psi.

It also appears that the shear

in the plywood shear walls,

installed during the 1998

renovation, exceeds the limit

of 1,000 plf.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X    

Appears to have been

addressed as part of the 1998

renovation.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

Appears to have been

addressed as part of the 1998

renovation.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Appears to have been

addressed as part of the 1998

renovation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Appears to have been

addressed as part of the 1998

renovation.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

X    

The height-to-thickness ratio

of the URM shear walls are

greater than the limits for the

top story, but since the URM

shear walls have been

replaced by plywood shear

walls that also act as backup

walls, the walls are assumed

to be compliant.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No openings in the attic

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   
None shown on the drawings

from the 1998 remodeling.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Building has plywood

diaphragm.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Building has plywood

diaphragm.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Building has plywood

diaphragm.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Building has plywood

diaphragm.
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Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X     

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Beams, girders, and trusses

are supported wood or steel

stud bearing walls.
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Puyallup, Maplewood Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of construction of latest

remodeling. Further

investigation may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

Puyallup, Maplewood Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 29



HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed in

building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed in

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No gypsum board ceilings

observed in building.

Puyallup, Maplewood Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 29



C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of construction of latest

remodeling. Further

investigation may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment-frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

 X   

Ties were added at a 48

inches oc during the 1998

remodeling, but this

spacing does not meet the

current requirements.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  The building is one story.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
No weakened planes

observed.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

Ties and steel stud backup

walls were added during

the 1998 remodel.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

X    

The stud tracks are

fastened to the structure at

a spacing equal to 24

inches on center maximum

during the 1998 remodel.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

The steel stud wall is

considered the backup for

the veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not have

any laterally unsupported

URM parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Covered walkway

canopies are attached to

building but have

independent structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

any concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

The building has three

ornamental cupolas on top

of the roof. Construction of

the cupolas are assumed to

be wood, anchorage to roof

unknown. Further

investigation may be

appropriate to mitigate

seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction,

and no indication in the

remodeling drawings from

1998 that chimney were

retrofitted. Height of

chimney is approximately

8 feet. Further

investigation may be

appropriate to mitigate

seismic risk.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The building does not have

any stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
The building does not have

any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe any

contents more than 6 ft

(1.8 m) high with a height-

to-depth or height-to-width

ratio greater than 3-to-1.

District to confirm. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in-line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Did not observe any

equipment more than 6 ft

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1 in

mechanical room. District

to confirm. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

Puyallup, Maplewood Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 29



D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for Life

Safety Performance Level

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level
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Building Name: Gymnasium and Swimming Pool
Building

Facility Name: Puyallup High School
District Name: Puyallup
ICOS Latitude: 47.191
ICOS Longitude: -122.303
ICOS
County/District ID: 27003

ICOS Building ID: 16154
ASCE 41 Bldg Type: W2
Enrollment: 1752
Gross Sq. Ft. : 66,488
Year Built: 1958
Number of Stories: 2
SXS BSE-2E: 0.918
SX1 BSE-2E: 0.911
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 167
Liquefaction

Potential:
high

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Puyallup, Puyallup High School, Gymnasium and Swimming Pool Building
1.1 Building Description

The building is made up of two distinct structures, one housing the gymnasium and one housing the

swimming pool. The structure housing the gymnasium, built in 1958, has a high bay in the center and a two-

story structure along the perimeter. The gymnasium construction is a mix of wood, steel, and concrete. The

structure housing the swimming pool is a wood framed structure with CMU bearing/shear walls built in

1989. The swimming pool structure has a second level in the center with
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1.1.1 Building Use

The building is part of the high school campus for over 1,700 students. The portion of the building housing

the gymnasium also houses locker rooms, a weight room, bleachers, lobby, storage rooms, classrooms, and a

mechanical room. The portion of the building housing the pool also houses locker rooms, classrooms, and a

mechanical room.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Puyallup High School
Structural System Description

Structural Roof

Gymnasium:

The roof deck over the high bay is 3 inch Tectum deck supported by 4 1/4 x 8

1/8 glulam purlins supported by glulam girders. The roof deck over the low bays

has 1/2" plywood supported by 2x10 joists supported by 5 1/4 x 26 glulam

girders.

Swimming Pool:

The roof deck is 2x6 T&G decking supported by 5 1/8 glulam beams.

Structural Floor(s)

Gymnasium:

2x6 T&G deck supported by wide flange steel beams with wood nailers.

Swimming Pool:

3/4" plywood deck with 2x10 joists.

Foundations
Foundations consist of cast-in-place reinforced concrete spread footings

supporting columns and concrete strip footings supporting bearing walls.

Gravity System

The gravity systems consists of wood framed roof and floor supported by

bearing walls and columns. The bearing walls and columns are supported on

concrete spread footings.

Lateral System

Gymnasium:

The lateral system consists of wood roof and floor diaphragms which are

laterally supported by a plywood shear walls, with a mix of metal and wood

studs. Sliding and overturning forces from lateral loads are resisted by concrete

spread footings.

Swimming Pool:

The lateral system consists of wood roof and floor diaphragms, laterally

supported by CMU shear walls. Sliding and overturning forces from lateral loads

are resisted by concrete spread footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Puyallup High School
Structural System Description
Structural Roof Good condition, no cracking was observed.

Structural Floor(s) Good condition, no cracking was observed.

Foundations
The portion of the foundation walls above grade were observed from the outside

and appear to be in good condition. No other foundations were observed.

Gravity System The gravity system appears functional and intact.
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Lateral System
The lateral system appears functional and intact. The shear capacity of the

Tectum deck over the gymnasium is unknown. The gym portion of the building

underwent a voluntary seismic upgrade in 2015.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Puyallup Puyallup High School Gymnasium and Swimming Pool Building
Deficiency Description
Adjacent

Buildings
There is no joint between the gymnasium and the swimming pool structure.

Other Diaphragms The diaphragms at the high bay in the gymnasium is 3-inch Tectum (shear capacity unknown).

Puyallup, Puyallup High School, Gymnasium and Swimming Pool Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 30



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Puyallup Puyallup High School Gymnasium and Swimming
Pool Building
Unknown Item Description

Mezzanines
There is a mezzanine structure in the mechanical room in the swimming pool structure, no drawings available

for review.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts Could not tell from the few drawings of original construction available or from field visit observations.

Wood Sills Could not tell from the few drawings of original construction available or from field visit observations.

Wood Sill Bolts Could not tell from the few drawings of original construction available or from field visit observations.

Roof Chord

Continuity

Could not tell from the few drawings of original construction available or from field visit observations. Not

addressed in the recent voluntary seismic upgrade to the gymnasium.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Puyallup Puyallup High School Gymnasium and Swimming Pool Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Limited number of drawings available for original construction and could not tell from field visit

observations, but assumed to be noncompliant due to year of original construction.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Limited number of drawings available for original construction and could not tell from field visit

observations, but assumed to be noncompliant due to year of original construction.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Limited number of drawings available for original construction and could not tell from field visit

observations, but assumed to be noncompliant due to year of original construction.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Assumed to be noncompliant due to year of original construction.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Limited number of drawings available for original construction and could not tell from field visit

observations, but assumed to be non-compliant due to year of original construction.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Veneer only at lowest level.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.

No drawings available and could not tell from field visit observations, but assumed to be non-

compliant due to year of original construction.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

No drawings available and could not tell from field visit observations, but assumed to be non-

compliant due to year of original construction.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be non-

compliant due to year of original construction.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Puyallup Puyallup High School Gymnasium and Swimming
Pool Building
Unknown Item Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe any breakable containers that hold hazardous material.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe any piping or ductwork conveying hazardous materials.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe any piping conveying hazardous materials.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe any hazardous material ductwork and piping.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be non-

compliant due to year of original construction.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.
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Photos:

Figure 1-1. East façade swimming pool

Figure 1-2. North façade of swimming pool and east façade of gym
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Figure 1-3. North façade of gym

Figure 1-4. West façade of gym - looking south
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Figure 1-5. West façade of gym

Figure 1-6. South façade of gym
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Figure 1-7. Interior gym - high bay

Figure 1-8. Interior - upper gym
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Figure 1-9. Exposed glu-lam beams - mechanical room in swimming pool strucure

Figure 1-10. Seismic strengthening in gym
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Puyallup, Puyallup High School, Gymnasium and Swimming Pool Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The gym portion of the

building underwent a

voluntary seismic upgrade in

2015 correcting known load

path issues.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There is no joint between the

gymnasium and the

swimming pool structure.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

There is a mezzanine

structure in the mechanical

room in the swimming pool

structure, no drawings

available for review.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

Swimming pool structure is

a one-story structure, and the

lateral force resisting system

at the first floor of the

gymnasium appears to be

uniform from the second

level to the foundation.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

Swimming pool structure is

a one-story structure, and the

lateral force resisting system

at the first floor of the

gymnasium appears to be

uniform from the second

level to the foundation.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Swimming pool structure is

a one-story structure, and the

lateral force resisting system

at the first floor of the

gymnasium appears to be

uniform from the second

level to the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

Swimming pool structure is

a one-story structure, and the

lateral force resisting system

at the first floor of the

gymnasium appears to be

uniform from the second

level to the foundation.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

Swimming pool structure is

a one-story structure. The

area of the second floor of

the gymnasium is 65% of

the roof area, with a similar

weight of construction.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Drawings of original

construction not available

for review, but assumed

shear walls are

symmetrically located in

both structures.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Drawings of original

construction not available

for review, but assumed to

be compliant based on

observations of walls that

can act as shear walls. The

swimming pool structure has

a worst case base/height of

0.80 and the gymnasium

structure has a worst case

base/height of 0.75, which is

greater than 0.616, therefore

overturning should not be a

concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All column footings are

restrained by the slab-on-

grade.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Minimum of two lines of

shear walls in each principal

direction for both structures.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Appears to have been

addressed in the recent

voluntary seismic upgrade to

the gymnasium. Swimming

pool structure has CMU

shear walls, so N/A.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    
Building has structural panel

sheathing shear walls.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    
Building has structural panel

sheathing shear walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Assumed shear walls aspect

ratio is typically less than 1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

X    

Appears to have been

addressed in the recent

voluntary seismic upgrade to

the gymnasium.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building located on a flat

site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  First floor is slab-on-grade.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

No walls with openings

greater than 80% of the

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Could not tell from the few

drawings of original

construction available or

from field visit observations.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Could not tell from the few

drawings of original

construction available or

from field visit observations.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Appears to have been

addressed in the recent

voluntary seismic upgrade to

the gymnasium.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Could not tell from the few

drawings of original

construction available or

from field visit observations.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
No expansion joints in

diaphragm.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

Could not tell from the few

drawings of original

construction available or

from field visit observations.

Not addressed in the recent

voluntary seismic upgrade to

the gymnasium.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  No diaphragm openings.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

The T&G diaphragm at the

swimming pool has an

aspect ratio greater than 2-to-

1. The diaphragms at the

gymnasium are plywood or

Tectum (high bay).

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

The T&G diaphragm at the

swimming pool also has a

layer plywood sheathing on

top.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

The diaphragms at the high

bay in the gymnasium is 3-

inch Tectum (shear capacity

unknown).
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Puyallup, Puyallup High School, Gymnasium and Swimming Pool Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Limited number of

drawings available for

original construction and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Did not observe any piping

conveying hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions in building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay tile partitions

supported by an integrated

ceiling system observed in

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No gypsum board ceilings

observed in building.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Limited number of

drawings available for

original construction and

could not tell from field

visit observations, but

assumed to be non-

compliant due to year of

original construction.

Further investigation may

be appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any exterior cladding

components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Veneer only at lowest

level.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Veneer only at lowest

level.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    No URM in building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be non-

compliant due to year of

original construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be non-

compliant due to year of

original construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

No unsupported

unreinforced masonry

parapets or cornices

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.
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PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

No hollow-clay tile or

unreinforced masonry

walls in building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

Did not observe any

contents more than 6 feet

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1. District

to confirm. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in-line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Did not observe any

equipment more than 6 ft

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1 in

mechanical room. District

to confirm. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for Life

Safety Performance Level
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
No elevator observed in

building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
No elevator observed in

building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level
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Building Name: Library Science Building
Facility Name: Puyallup High School
District Name: Puyallup
ICOS Latitude: 47.191
ICOS Longitude: -122.303
ICOS
County/District ID: 27003

ICOS Building ID: 19196
ASCE 41 Bldg Type: W2
Enrollment: 1752
Gross Sq. Ft. : 25,262
Year Built: 1962
Number of Stories: 2
SXS BSE-2E: 0.918
SX1 BSE-2E: 0.911
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 167
Liquefaction
Potential: High

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: BergerABAM/WSP

1. Puyallup, Puyallup High School, Library Science Building
1.1 Building Description

The building, which was built in 1962, consists of a two-story building and a one-story library wing. The

building is a wood framed post and beam structure with plywood shear walls located on a level site. The

building underwent a major remodeling project in 1986 and recently (2017) underwent a partial seismic

upgrade to address the most severe structural deficiencies in the building; adding shear walls at the north end

of the library wing and straps to anchor the library wing to the main two story building.
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1.1.1 Building Use

The building is part of the high school campus for over 1,700 students. The upper floor houses science

classrooms, storage areas, restrooms and an office. The lower portion houses the high school's library,

computer room, career center, classroom, arts studio, sculpture/pottery studio, and storage space.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Puyallup High School
Structural System Description
Structural Roof The roof deck is plywood supported by 2x wood joists and glulam beams.

Structural Floor(s) The floor deck is plywood supported by 2x joists and glulam beams.

Foundations
Foundations consist of cast-in-place reinforced concrete spread footings

supporting columns and concrete strip footings supporting wood bearing walls.

Gravity System
The gravity system consists of wood post and beam construction supported on

concrete spread footings. The first floor is a cast-in-place concrete slab-on-grade.

Lateral System

The lateral system consists of roof and floor diaphragms, laterally supported by

wood shear walls. Sliding and overturning forces from lateral loads are resisted

by concrete spread footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Puyallup High School
Structural System Description
Structural Roof Good conditions, no cracking was observed.

Structural Floor(s) Good conditions, no cracking was observed.

Foundations
The portion of the foundation walls above grade were observed from the outside

and appear to be in good condition. No other foundations were observed.

Gravity System The gravity system appears functional and intact.

Lateral System

The lateral system appears functional and intact. The building has recently

undergone a partial seismic upgrade, to address the most severe structural

deficiencies in the building; adding shear walls at the north end of the library

wing and straps to anchor the library wing to the main two story building.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Puyallup Puyallup High School Library Science Building
Deficiency Description

Load Path
Drawings of original construction not available for review, but assumed to be noncompliant based on year of

construction.

Mass The area of the first level is 52% greater than the second level.

Walls Connected

Through Floors

No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Puyallup Puyallup High School Library Science Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts No drawings of original construction are available and could not tell from field visit observations.

Wood Sills No drawings of original construction are available and could not tell from field visit observations.

Girder-Column

Connection
No drawings of original construction are available and could not tell from field visit observations.

Wood Sill Bolts No drawings of original construction are available and could not tell from field visit observations.

Roof Chord

Continuity
No drawings of original construction are available and could not tell from field visit observations.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Puyallup Puyallup High School Library Science Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Puyallup Puyallup High School Library Science Building
Unknown Item Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe any breakable containers that hold hazardous material.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe any piping or ductwork conveying hazardous materials.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe any hazardous material ductwork and piping.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe if the book shelves in the library were anchored to the walls or not. District to

confirm. Brace tops of shelving taller than 6 feet to nearest backing wall, provide overturning base

restraint.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
No information available.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
No information available.
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Photos:

Figure 1-1. East façade - science portion

Figure 1-2. East façade - library portion
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Figure 1-3. North façade - library portion

Figure 1-4. North façade - science portion
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Figure 1-5. West façade - science portion

Figure 1-6. Science lab
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Figure 1-7. Science lab

Figure 1-8. Library
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Figure 1-9. Library
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Puyallup, Puyallup High School, Library Science Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Drawings of original

construction not available

for review, but assumed to

be noncompliant based on

year of construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Adjacent buildings are

several feet away.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
No interior mezzanines

observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

Drawings of original

construction not available

for review, but assumed to

be compliant based on

observations of walls that

can act as shear walls.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

Drawings of original

construction not available

for review, but assumed to

be compliant based on

observations of walls that

can act as shear walls.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Drawings of original

construction not available

for review, but assumed

shear walls are continuous

from roof level to

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

Drawings of original

construction not available

for review, but assumed

shear walls are continuous

from roof level to

foundation.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

 X   

The area of the first level is

52% greater than the second

level.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Drawings of original

construction not available

for review, but assumed to

be compliant due to the

symmetrical nature of the

building and the recent

addition of shear walls to the

north end of the library

wing.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Two-story building, with

worst case base/height of

1.50, which is greater than

0.616, therefore overturning

should not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All column footings are

restrained by the slab-on-

grade.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Two lines of shear walls in

each principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Details in original

construction documents not

available for review, but the

building appears to have

enough structural panel

sheathing shear walls to

keep the shear stress to less

than 1,000 lb/ft.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    
Building has structural panel

sheathing shear walls.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

Details in original

construction documents not

available for review, but the

building appears to have

structural panel sheathing

shear walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    
Shear walls aspect ratio is

typically less than 1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building located on a flat

site.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
No cripple walls below first-

floor-level shear walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    

Issue addressed with the

recent voluntary seismic

upgrade.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
No expansion joints in

building.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

X    No diaphragm openings.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Building has plywood

diaphragms.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Building has plywood

diaphragms.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Building has plywood

diaphragms.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Building has plywood

diaphragms.
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Puyallup, Puyallup High School, Library Science Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Did not observe any piping

conveying hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay tile partitions

supported by an integrated

ceiling system observed in

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No gypsum board ceilings

observed in building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment-frame

building.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

any masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

any masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

any masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
The building does not have

any masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The building does not have

any masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The building does not have

any masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

The building does not have

any laterally unsupported

URM parapets or cornices.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Covered walkway

canopies are attached to

building but have

independent structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

any concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

The building does not have

any cornices, parapets,

signs, and other

ornamentation or

appendages that extend

above the highest point of

anchorage to the structure.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

The building does not have

any unreinforced masonry

chimneys extend above the

roof surface.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
The building does not have

any masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

The building does not have

any hollow-clay tile or

unreinforced masonry

walls around stair

enclosures.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe if the book

shelves in the library were

anchored to the walls.

Brace tops of shelving

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in-line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Did not observe any

equipment more than 6 ft

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1 in

mechanical room. District

to confirm. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level
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ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for Life

Safety Performance Level
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

No information available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

No information available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level
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Building Name: Main Building
Facility Name: Puyallup High School
District Name: Puyallup
ICOS Latitude: 47.191
ICOS Longitude: -122.303
ICOS
County/District ID: 27003

ICOS Building ID: 15709
ASCE 41 Bldg Type: URM
Enrollment: 1752
Gross Sq. Ft. : 121,408
Year Built: 1927
Number of Stories: 3
SXS BSE-2E: 0.918
SX1 BSE-2E: 0.911
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 167
Liquefaction
Potential: high

Tsunami Risk: Low
Structural Drawings Available: Yes
Evaluating Firm: BergerABAM/WSP

1. Puyallup, Puyallup High School, Main Building
1.1 Building Description

The main building is a three story 1920s-era historic high school building. The building is made up of three

rectangular blocks creating a U-shaped building, with a commons area and administration functions on the

ground floor and an auditorium and classrooms on the upper two floors. The building consists primarily of

two types of structures, the original construction to the west is unreinforced masonry with wood roof and

floor diaphragms, and the addition to the east is reinforced concrete. The original portion of the building was

seismically upgraded in 1993-1994 with concrete shear walls as part of a major renovation of the building.
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1.1.1 Building Use

The building is part of the high school campus for over 1,700 students. The first floor consists of a common

area and admin functions the second and third consists of an auditorium and classrooms.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Puyallup High School
Structural System Description

Structural Roof

The roof structure over the auditorium consist of 3x6 T&G deck supported by

wood beams supported by steel trusses. The roof structure over the classrooms is

constructed of wood deck and 2x wood joists.

Structural Floor(s)
The floor structure for the auditorium is T&G deck supported by steel beams. 

The floor structure at the classrooms is wood deck supported 2x joists.

Foundations
Foundations consist of cast-in-place reinforced concrete spread footings

supporting columns and concrete strip footings supporting bearing walls.

Gravity System

The gravity system for the original construction consists of wood framed roof

and floor supported by bearing walls and columns. The bearing walls and

columns are supported on concrete spread footings. The gravity system for the

addition is reinforced concrete.

Lateral System

The lateral system for the original construction consists of plywood sheathed

roof diaphragms, diagonally wood sheathed floor diaphragms, laterally

supported by shotcrete shear walls. Sliding and overturning forces from lateral

loads are resisted by concrete spread footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Puyallup High School
Structural System Description
Structural Roof Good condition, no cracking was observed.

Structural Floor(s) Good condition, no cracking was observed.

Foundations
The portion of the foundation walls above grade were observed from the outside

and appear to be in good condition. No other foundations were observed.

Gravity System The gravity system appears functional and intact.

Lateral System
The lateral system appears functional and intact, but might not meet the lateral

load and detailing requirement current codes.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Puyallup Puyallup High School Main Building
Deficiency Description
Shear Stress

Check

Shear stress in the unreinforced masonry shear walls exceeds limits. Shear stress in the 4-inch shotcrete appears

to exceeds the limit of 100 psi for concrete shear walls too.

Proportions
Height-to-thickness ratio of the URM shear walls exceeds limits. Compliant if 4-inch shotcrete is included in

wall thickness.

Openings at Shear

Walls

Openings immediately adjacent to the shear walls along Line B make up more than 25% of the wall length at

level 2.

Openings at

Exterior Masonry

Shear Walls

Openings immediately adjacent to the shear walls along Line B are greater than 8 feet at level 2.

Cross Ties Appears NOT to have been addressed as part of the seismic upgrade in 1992-1993.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Puyallup Puyallup High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage Capacity of anchors installed as part of the seismic upgrade in 1992-1993 not known.

Masonry Layup No drawings of original construction are available and could not tell from field visit observations.

Diagonally

Sheathed and

Unblocked

Diaphragms

Based on notes on the seismic upgrade drawings from 1992-1993, the diagonally sheathed diaphragms have

concrete topping, thickness not known.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Puyallup Puyallup High School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Limited number of drawings available for latest remodeling project and could not tell from field

visit observations, but assumed to be noncompliant due to year of original construction.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Limited number of drawings available for latest remodeling project and could not tell from field

visit observations, but assumed to be noncompliant due to year of original construction.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Limited number of drawings available for latest remodeling project and could not tell from field

visit observations, but assumed to be noncompliant due to year of original construction.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Assumed to be noncompliant due to year of original construction.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Puyallup Puyallup High School Main Building
Unknown Item Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe any breakable containers that hold hazardous material.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe any piping or ductwork conveying hazardous materials.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe any hazardous material ductwork and piping.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
No unreinforced masonry or hollow-clay tile partitions observed in building.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Detailing unknown.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
No information available.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
No information available.
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Photos:

Figure 1-1. West façade - south wing

Figure 1-2. South façade - south wing
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Figure 1-3. West façade - north wing

Figure 1-4. North façade - north wing
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Figure 1-5. East façade - north wing

Figure 1-6. South façade - north wing
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Figure 1-7. East façade - south wing and center of building

Figure 1-8. Auditorium
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Figure 1-9. Corridor
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Puyallup, Puyallup High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The building underwent a

major seismic upgrade in

1992-1993 addressing many

of the known issues with

URM buildings. However,

the upgrade did not qualify

the building as a Benchmark

building.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
No adjacent structure within

several feet.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
No mezzanine structure

observed in the building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

The shear strengths of the

seismic-force-resisting

system appears consistent

between floor.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

The stiffness of the seismic-

force-resisting system

appears consistent between

floor.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The vertical elements in the

seismic-force-resisting

system are continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

There are no significant

changes in effective mass

from one story to the next.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

Due to the symmetric nature

of the building, the estimated

distance between the story

center of mass and the story

center of rigidity is less than

20% of the building width.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

The structure has a worst

case base/height ratio of

0.65, which is greater than

0.616, therefore overturning

should not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

All column footings are

restrained by the slab-on-

grade.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Minimum of two lines of

shear walls in each principal

direction.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Shear stress in the

unreinforced masonry shear

walls exceeds limits. Shear

stress in the 4-inch shotcrete

appears to exceeds the limit

of 100 psi for concrete shear

walls too.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Capacity of anchors installed

as part of the seismic

upgrade in 1992-1993 not

known.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

Appears to have been

addressed as part of the

seismic upgrade in 1992-

1993.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

Appears to have been

addressed as part of the

seismic upgrade in 1992-

1993.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Appears to have been

addressed as part of the

seismic upgrade in 1992-

1993.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

Height-to-thickness ratio of

the URM shear walls

exceeds limits. Compliant if

4-inch shotcrete is included

in wall thickness.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

Openings immediately

adjacent to the shear walls

along Line B make up more

than 25% of the wall length

at level 2.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

 X   

Openings immediately

adjacent to the shear walls

along Line B are greater than

8 feet at level 2.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Appears NOT to have been

addressed as part of the

seismic upgrade in 1992-

1993.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Based on notes on the

seismic upgrade drawings

from 1992-1993, no straight-

sheathed diaphragms in the

building.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    

Based on notes on the

seismic upgrade drawings

from 1992-1993, no straight-

sheathed diaphragms in the

building.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

Based on notes on the

seismic upgrade drawings

from 1992-1993, the

diagonally sheathed

diaphragms have concrete

topping, thickness not

known.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
No other types of

diaphragms used.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    

Appears to have been

addressed as part of the

seismic upgrade in 1992-

1993, 3/4-inch DIA. anchors

installed between masonry

walls and wood structural

elements.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

X    

Appears to have been

addressed as part of the

seismic upgrade in 1992-

1993.
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Puyallup, Puyallup High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Limited number of

drawings available for

latest remodeling project

and could not tell from

field visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Did not observe any piping

conveying hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions in building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay tile partitions

supported by an integrated

ceiling system observed in

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Detailing unknown.

Further investigation may

be appropriate to mitigate

seismic risk.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any exterior cladding

components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be warranted to mitigate

seismic risk.
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

Appears to have been

addressed in the 1992-

1993 seismic upgrade.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

No veneer with

coldformed steel stud

backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X    

Appears to have been

addressed in the 1992-

1993 seismic upgrade.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X    

Appears to have been

addressed in the 1992-

1993 seismic upgrade.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Covered walkway

canopies are attached to

building but have an

independent structural

system.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    

Concrete parapets are

assumed to be reinforced

since walls below are.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Appears to have been

addressed in the 1992-

1993 seismic upgrade.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No masonry chimneys

observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No masonry chimneys

observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

No hollow-clay tile or

unreinforced masonry

walls around stair

enclosures.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

Did not observe any

contents more than 6 feet

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1. District

to confirm. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in-line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Did not observe any

equipment more than 6 ft

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1 in

mechanical room. District

to confirm. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
No seismic joint in

building.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

No information available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

No information available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level
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Building Name: East, West, Special Education
Wings

Facility Name: Spinning Elementary School
District Name: Puyallup
ICOS Latitude: 47.18871
ICOS Longitude: -122.277
ICOS
County/District ID: 27003

ICOS Building ID:
ASCE 41 Bldg Type: W2
Enrollment: 318
Gross Sq. Ft. : 23,000 + 4,300
Year Built: 1960 & 1971
Number of Stories: 1
SXS BSE-2E: 1.022
SX1 BSE-2E: 0.593
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 200
Liquefaction

Potential:
High

Tsunami Risk: Low
Structural Drawings
Available: No

Evaluating Firm: BergerABAM/WSP

1. Puyallup, Spinning Elementary School, East, West, Special Education Wings
1.1 Building Description

The building is a one story elementary school built in 1960. The building has rectangular footprint with a

courtyard in the middle and a covered playground integrated with the building. The building is a mostly

wood framed structure with a few steel and masonry elements integrated. A 4,300 square feet special

education wing was added in 1971. The building underwent a major renovation in 1985 along with the Main

Building.
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1.1.1 Building Use

The school is a K-5 elementary school with an enrolment of 318 students. The building contains classrooms,

storage room, kitchen, a multi-purpose room, and a covered playground.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Spinning Elementary School
Structural System Description

Structural Roof

The roof consists of 1/2" plywood sheathing supported by wood trusses at 24

inches on center. At the multi-purpose room roof, the plywood is supported by

2x8 purlins at 16 inches on center, and the purlins are supported by 4x timber

trusses.

Structural Floor(s) The floors are concrete slabs-on-grade.

Foundations
Foundation consists of cast-in-place concrete spread footings supporting posts

and concrete strip footing supporting the bearing walls.

Gravity System

The gravity system consists of wood framed roof supported by CMU and wood

framed bearing walls and steel and wood posts. The bearing walls and posts are

supported on concrete spread footings.

Lateral System

The lateral system consists of wood roof, laterally supported by shear walls. The

sliding and overturning forces from lateral loads are resisted by concrete spread

footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Spinning Elementary School
Structural System Description
Structural Roof Good conditions. No damage was observed.

Structural Floor(s) Good conditions. No damage was observed.

Foundations
The foundation walls were observed from the outside and they appeared to be in

good condition, no signs of settlement.

Gravity System The condition of the gravity system appears functional and intact.

Lateral System The condition of the lateral system appears intact.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Puyallup Spinning Elementary School East, West, Special Education Wings
Deficiency Description

Load Path
1960's-era wood construction does not have all of the connections that serve to transfer the inertial forces

associated with the building mass to the foundation.

Adjacent

Buildings
No joint between the Main Building and the East, West, and Special Education Wings.

Wood Posts
Details in original construction documents not available for review (missing sheet). Wood post sitting on steel

pipe, but no positive connection of wood posts to the pipe base observed.

Roof Chord

Continuity
No details for making the chords continuous found on the provided drawings.

Diaphragm

Reinforcement at

Openings

No reinforcing around diaphragm opening.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Puyallup Spinning Elementary School East, West, Special
Education Wings
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills
Bolts observed below windows where mechanical units were being replaced. The available drawings for

original construction call for 1/2-inch diameter anchor bolts at 24 inches at base of all stud walls.

Puyallup, Spinning Elementary School, East, West, Special Education Wings ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 30



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Puyallup Spinning Elementary School East, West, Special Education Wings
Deficiency Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Anchorage of brick veneer not detailed on drawings, but assumed not to be compliant due to year

of construction.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Puyallup Spinning Elementary School East, West, Special
Education Wings
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not observed.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Anchorage of brick veneer not detailed on drawings, but assumed not to be compliant due to year

of construction.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Did not observe any equipment, stored items, or other contents weighing more than 20 lb whose

center of mass is more than 4 ft above the adjacent floor level.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.
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Photos:

Figure 1-1. Courtyard

Figure 1-2. West façade
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Figure 1-3. East façade

Figure 1-4. Courtyard and covered play area
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Figure 1-5. South façade

Figure 1-6. North-east corner
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Figure 1-7. North façade of
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Figure 1-8. Classroom
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Figure 1-9. Multi-purpose room

Figure 1-10. Bent plate in a janitor closet that looked like it could be part of a seismic upgrade.
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Puyallup, Spinning Elementary School, East, West, Special Education Wings

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

1960's-era wood

construction does not have

all of the connections that

serve to transfer the inertial

forces associated with the

building mass to the

foundation.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

No joint between the Main

Building and the East, West,

and Special Education

Wings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  No mezzanine in building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
One-story building, no

mezzanines observed.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  One-story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X  One-story building.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  One-story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  One-story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has a wood

diaphragm, which typically

is not stiff enough to

develop torsional effects.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

One-story building, with

worst case base/height of

1.07, which is greater than

0.613, therefore overturning

should not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
All footings are restrained

by the slab-on-grade.

Puyallup, Spinning Elementary School, East, West, Special Education Wings ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 30



17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

At least two lines of shear

walls in each principal

direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

The maximum shear stress

in the wood shear walls is

400 plf.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  One-story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

One-story building and shear

walls typically has plywood

sheathing.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

The wood shear walls in the

building have an aspect ratio

less than 1.0.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  One-story building.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
Building located on a level

site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  First floor is slab-on-grade.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

 X   

Details in original

construction documents not

available for review

(missing sheet). Wood post

sitting on steel pipe, but no

positive connection of wood

posts to the pipe base

observed.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Bolts observed below

windows where mechanical

units were being replaced.

The available drawings for

original construction call for

1/2-inch diameter anchor

bolts at 24 inches at base of

all stud walls.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Details in original

construction documents

show straps between the

girder and the column

support.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Bolts observed below

windows where mechanical

units were being replaced.

The available drawings call

for 1/2-inch diameter anchor

bolts at 24 inches at base of

all stud walls.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    No joints in diaphragms.
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

No details for making the

chords continuous found on

the provided drawings.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

 X   
No reinforcing around

diaphragm opening.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Building has plywood

diaphragm.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Building has plywood

diaphragm.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Building has plywood

diaphragm.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Building has plywood

diaphragm.
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Puyallup, Spinning Elementary School, East, West, Special Education Wings

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No sprinkler heads

observed in the ceilings.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No sprinkler heads

observed in the ceilings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  One-story building

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No sprinkler heads

observed in the ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

The main gas line to the

building had just been

updated summer 2018. No

other piping for hazardous

materials.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

X    

The main gas line to the

building had just been

updated summer 2018. No

other piping for hazardous

materials.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay tile partitions

supported by an integrated

ceiling system observed in

building.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended gypsum

board ceilings observed in

building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment-frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building is a one story

building and does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Anchorage of brick veneer

not detailed on drawings,

but assumed noncompliant

due to year of construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Not required for one-story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Anchorage of brick veneer

not detailed on drawings,

but assumed noncompliant

due to year of construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

The building's wood

framing is backup for the

brick veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

The building's wood

framing is backup for the

brick veneer.
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

The building's wood

framing is backup for the

brick veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
The building does not have

any canopies at exits.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

any concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
The building does not have

any appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No URM chimneys in the

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

No URM chimneys in the

building, and the building

is one story.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stair in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stair in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

Did not observe any

contents more than 6 ft

(1.8 m) high with a height-

to-depth or height-to-width

ratio greater than 3-to-1.

District to confirm. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in-line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Did not observe any

equipment more than 6 ft

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1 in

mechanical room. District

to confirm. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for Life

Safety Performance Level

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level
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Building Name: Main Building

Facility Name: Spinning Elementary
School

District Name: Puyallup
ICOS Latitude: 47.18871
ICOS Longitude: -122.277
ICOS
County/District ID: 27003

ICOS Building ID: 14564
ASCE 41 Bldg Type: URM
Enrollment: 318
Gross Sq. Ft. : 11,480
Year Built: 1923
Number of Stories: 1
SXS BSE-2E: 1.022
SX1 BSE-2E: 0.593
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 200
Liquefaction

Potential:
High

Tsunami Risk: Low
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Puyallup, Spinning Elementary School, Main Building
1.1 Building Description

The main building is a one-story elementary school building made up of different sections built in 1923,

1926, 1934 and 1935. The building has a V-shaped footprint and is constructed on a level site. The building

was remodeled in 1985.
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1.1.1 Building Use

The building is a K-5 elementary school with an enrollment of 318 students. The building contains

classrooms, offices, a gymnasium, a music room, and a mechanical room.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Spinning Elementary School
Structural System Description

Structural Roof
The roof consists of wood deck supported by 2x6 wood joists at 24 inches on

center.

Structural Floor(s)

The floor in most of the building consists of a wood floor supported by 2x wood

joists and wood beams. The floor in the gym, music room, and mechanical room

is slab-on-grade.

Foundations
Foundation consists of cast-in-place concrete spread footings supporting posts

and concrete strip footings supporting the bearing walls.

Gravity System

The gravity system consists of a wood framed roof and floor supported by wood

framed bearing walls and posts. The bearing walls and posts are supported on

concrete spread footings.

Lateral System

The lateral system consists of wood roof and floor diaphragms, laterally

supported by different types of shear walls (URM walls, wood framed walls

with plywood sheathing, CMU walls). The sliding and overturning forces from

lateral loads are resisted by concrete spread footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Spinning Elementary School
Structural System Description
Structural Roof Good conditions. No damage was observed.

Structural Floor(s) Good conditions. No damage was observed.

Foundations
The foundation walls were observed from the outside and they appeared to be in

good condition, with no signs of settlement.

Gravity System The condition of the gravity system appears functional and intact.

Lateral System

The condition of the lateral system appears intact. There are concerns about

lateral system performance considering the building's age, era of construction

and building configuration.

Puyallup, Spinning Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 31



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Puyallup Spinning Elementary School Main Building
Deficiency Description

Load Path
Drawings of original construction not available for review, but assumed to be noncompliant based on year of

construction.

Adjacent

Buildings
No joint between the Main Building and the East, West, and Special Education Wings.

Shear Stress

Check
The shear stress in the unreinforced masonry shear walls in the building exceeds 30 psi.

Wall Anchorage
No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Transfer to Shear

Walls

No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Cross Ties
No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Straight Sheathing Aspect ratios greater than 2-to-1.

Spans Straight-sheathed diaphragms span 45 feet.

Stiffness of Wall

Anchors

No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Puyallup Spinning Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. High liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Did not access crawl space.

Wood Ledgers No drawings of original construction are available and could not tell from field visit observations.

Girder-Column

Connection

No drawings of original construction are available and could not tell from field visit observations if timber

trusses in gymnasium are connected to columns.

Masonry Layup No drawings of original construction are available and could not tell from field visit observations.

Beam

Girder, and Truss Supports,No drawings of original construction are available and could not tell from field visit

observations if the building has any beams, girders, or trusses supported by unreinforced masonry walls or

pilasters.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Puyallup Spinning Elementary School Main Building
Deficiency Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Anchorage of brick veneer not detailed on drawings, but assumed noncompliant due to year of

construction.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Anchorage of brick veneer not detailed on drawings, but assumed noncompliant due to year of

construction.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Puyallup Spinning Elementary School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not observed.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

No unreinforced masonry or hollow-clay tile partitions observed.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.
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Photos:

Figure 1-1. Former main entry

Figure 1-2. North-west corner
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Figure 1-3. East façade, multi-purpose portion of building in the back ground.

Figure 1-4. South façade multi-purpose area
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Figure 1-5. Corridor
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Figure 1-6. Classroom
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Figure 1-7. Multipurpose room

Figure 1-8. Exterior of mechanical room and connection to 1971 strucure
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Figure 1-9. Attic area showing typical framing
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Figure 1-10. Mechanical room
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Puyallup, Spinning Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Drawings of original

construction not available

for review, but assumed to

be noncompliant based on

year of construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

No joint between the Main

Building and the East, West,

and Special Education

Wings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
One-story building, no

mezzanines observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  One-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  One-story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X  One-story building.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  One-story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  One-story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has a wood

diaphragm, which typically

is not stiff enough to

develop torsional effects.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. High

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

One-story building with a

worst case base/height of 1.0

which is greater than 0.613,

therefore overturning should

not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X Did not access crawl space.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

At least two lines of shear

walls in each principal

direction for each of the

three wings making up the

building.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

The shear stress in the

unreinforced masonry shear

walls in the building exceeds

30 psi.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No drawings of original

construction are available

and could not tell from field

visit observations if timber

trusses in gymnasium are

connected to columns.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

X    

The height-to-thickness ratio

of the URM shear walls is

less than 13.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No openings in roof

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  One-story building.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   
Aspect ratios greater than 2-

to-1.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   
Straight-sheathed

diaphragms span 45 feet.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Building has straight-

sheathed diaphragms.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Building has straight-

sheathed diaphragms.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

No drawings of original

construction are available

and could not tell from field

visit observations if the

building has any beams,

girders, or trusses supported

by unreinforced masonry

walls or pilasters.
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Puyallup, Spinning Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

No sprinkler heads

observed in the ceilings,

but some sprinkler pipes

were observed in the attic.

The sprinkler pipes appear

unused.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No sprinkler heads

observed in the ceilings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  One-story building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No sprinkler heads

observed in the ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level
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Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

The main gas line to the

building had just been

updated summer 2018. No

other piping for hazardous

materials.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

X    

The main gas line to the

building had just been

updated summer 2018. No

other piping for hazardous

materials.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay tile partitions

supported by an integrated

ceiling system observed in

building.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

No suspended gypsum

board ceilings observed in

building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment-frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building is a one story

building and does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Anchorage of brick veneer

not detailed on drawings,

but assumed noncompliant

due to year of construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Not required for one-story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Anchorage of brick veneer

not detailed on drawings,

but assumed noncompliant

due to year of construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

The building's wood

framing is backup for the

brick veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

The building's wood

framing is backup for the

brick veneer.
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

The building's wood

framing is backup for the

brick veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
The building does not have

any canopies at exits.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
The building does not have

any concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
The building does not have

any appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No URM chimneys in the

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

No URM chimneys in the

building, and the building

is one story.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stair in the building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stair in the building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

Did not observe any

contents more than 6 ft

(1.8 m) high with a height-

to-depth or height-to-width

ratio greater than 3-to-1.

District to confirm. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Did not observe any

equipment, stored items, or

other contents weighing

more than 20 lb whose

center of mass is more than

4 ft above the adjacent

floor level.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in-line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Did not observe any

equipment more than 6 ft

high with a height-to-depth

or height-to-width ratio

greater than 3-to-1 in

mechanical room. District

to confirm. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for Life

Safety Performance Level

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level
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Building Name: Elementary

Facility Name: Quilcene High And Elementary
School

District Name: Quilcene
ICOS Latitude: 47.823
ICOS Longitude: -122.875
ICOS
County/District ID: 16048

ICOS Building ID: 15294
ASCE 41 Bldg Type: W2
Enrollment: 206
Gross Sq. Ft. : 10,500
Year Built: 1952
Number of Stories: 1
SXS BSE-2E: 0.966
SX1 BSE-2E: 0.551
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 514
Liquefaction

Potential:
low

Tsunami Risk: Moderate
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. Quilcene, Quilcene High And Elementary School, Elementary
1.1 Building Description

The Quilcene School District, in Jefferson County, serves approximately 650 students from K-12. Quilcene

Elementary School serves grades K-6 and is a 10,500 sf one-story wood frame structure with brick veneer.
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1.1.1 Building Use

Quilcene Elementary School consists of classrooms and administrative space.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Quilcene High And Elementary School
Structural System Description

Structural Roof
Roof framing consists of 1x8 straight sheathing (shiplap) on wood beams and

wood bearing walls.

Structural Floor(s)
Ground floor consists of maple flooring over 1x8 wood sheathing and 2x10

wood floor joists.

Foundations Foundations consist of shallow concrete footings and stem walls.

Gravity System
The gravity roof and floor systems consist of wood sheathing over wood joists

and supported by wood bearing walls and concrete footings.

Lateral System The lateral-force-resisting-system consists of wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Quilcene High And Elementary School
Structural System Description

Structural Roof

Roof framing system appears to be in satisfactory condition. Drawings were

provided for a new structural roof system overlaying the existing roof but it does

not appear that it was ever constructed.

Structural Floor(s) Floor framing system appears to be in satisfactory condition.

Foundations

Foundations are not visible but appear to be in satisfactory condition with no

indications of damage or distress. Minor spalling in the concrete stem walls was

observed at a few locations.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Quilcene Quilcene High And Elementary School Elementary
Deficiency Description

Load Path

Likely noncompliant relative to the standard of care for construction in the 1950s at which time provisions for

seismic detailing was not considered. Further investigation should be performed. Additional shear walls and

anchoring may be appropriate to mitigate seismic risk.

Shear Stress

Check

It does not appear that the walls meet the quick check requirement. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

Not shown on available architectural drawings, likely noncompliant. Further investigation should be performed.

Lateral system strengthening may be appropriate to mitigate seismic risk.

Openings
It appears that there are large openings. Further investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Wood Sills
Not visible, likely noncompliant. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.

Girder-Column

Connection

Not visible, likely noncompliant. Further investigation may be appropriate to determine the configuration of the

wood framing. Additional connection hardware between girders and column supports may be appropriate to

mitigate seismic risk.

Wood Sill Bolts
Not visible, likely noncompliant. Further invetigation should be performed. Additional sill bolts may be

appropriate to mitigate seismic risk.

Spans
Diaphragms consist of straight sheathing. Further investigation should be performed. Diaphragm reinforcement

may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Quilcene Quilcene High And Elementary School Elementary
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Cripple Walls
It does not appear that cripple walls are braced to the foundation with wood structural panels. Further

investigation should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Quilcene Quilcene High And Elementary School Elementary
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Quilcene Quilcene High And Elementary School Elementary
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the veneer is connected to the building. Further investigation should be

completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.
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M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

It is unknown how the masonry veneer is connected to the structure.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

It is unknown how the masonry veneer is connected to the structure. Further investigation should

be completed. Adding connections for the veneer may be appropriate to mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the building. They are likely to be compliant.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

There is a masonry chimney. It is unknown what material it is, but it appears to at least have a

masonry veneer. It does not meet the 2 times the least dimension of the chimney and it is therefore

likely noncompliant. Further investigation should be performed. Bracing or removal of the

chimney may be appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

There is a masonry chimney. It is unknown what material it is, but it appears to at least have a

masonry veneer. It is unknown how it is connected to the roof diaphragm. Further investigation

should be performed. Bracing or removal of chimney may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Elementary School, West Covered Walkway
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Figure 1-2. Elementary School, Minor Damage at Concrete Stem Wall
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Figure 1-3. Elementary School, South Wall at Covered Walkway
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Figure 1-4. Elementary School, West Elevation
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Figure 1-5. Elementary School, East Elevation

Figure 1-6. Elementary School, East Elevation
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Quilcene, Quilcene High And Elementary School, Elementary

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Likely noncompliant relative

to the standard of care for

construction in the 1950s at

which time provisions for

seismic detailing was not

considered. Further

investigation should be

performed. Additional shear

walls and anchoring may be

appropriate to mitigate

seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This building is a one story

building and is not

applicable to this section.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.

Quilcene, Quilcene High And Elementary School, Elementary ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 31



17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

It does not appear that the

walls meet the quick check

requirement. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    
Plaster is present in the one

story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Not shown on available

architectural drawings, likely

noncompliant. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

   X

It does not appear that

cripple walls are braced to

the foundation with wood

structural panels. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

It appears that there are large

openings. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  

It does not appear that wood

posts are present at the

foundation.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
 X   

Not visible, likely

noncompliant. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

Not visible, likely

noncompliant. Further

investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

 X   

Not visible, likely

noncompliant. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

Compliant assuming

transverse shear walls are

effective in reducing aspect

ratios.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Diaphragms consist of

straight sheathing. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Diaphragms consist of

straight sheathing.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Quilcene, Quilcene High And Elementary School, Elementary

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

Quilcene, Quilcene High And Elementary School, Elementary ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 31



LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Partitions do not appear to

consist of rigid

cementitious material.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceilings do not appear to

consist of suspended lath

or plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

It is unknown how the

veneer is connected to the

building. Further

investigation should be

completed. Adding

connections for the veneer

may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.
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M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

It is unknown how the

masonry veneer is

connected to the structure.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

It is unknown how the

masonry veneer is

connected to the structure.

However, the use of cold-

formed steel studs as a

backup is unlikely.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

It is unknown how the

masonry veneer is

connected to the structure.

Further investigation

should be completed.

Adding connections for the

veneer may be appropriate

to mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

There is a masonry

chimney. It is unknown

what material it is, but it

appears to at least have a

masonry veneer. It does

not meet the 2 times the

least dimension of the

chimney and it is therefore

likely noncompliant.

Further investigation

should be performed.

Bracing or removal of the

chimney may be

appropriate to mitigate

seismic risk.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

There is a masonry

chimney. It is unknown

what material it is, but it

appears to at least have a

masonry veneer. It is

unknown how it is

connected to the roof

diaphragm. Further

investigation should be

performed. Bracing or

removal of chimney may

be appropriate to mitigate

seismic risk.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
It does not appear that

there are stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
It does not appear that

there are stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There does not appear to

be elevators in the

structure.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

There does not appear to

be elevators in the

structure.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: High School

Facility Name: Quilcene High And Elementary
School

District Name: Quilcene
ICOS Latitude: 47.823
ICOS Longitude: -122.875
ICOS
County/District ID: 16048

ICOS Building ID: 15982
ASCE 41 Bldg Type: C2a
Enrollment: 206
Gross Sq. Ft. : 7,856
Year Built: 1935
Number of Stories: 2
SXS BSE-2E: 0.966
SX1 BSE-2E: 0.551
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 514
Liquefaction

Potential:
low

Tsunami Risk: Moderate
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Quilcene, Quilcene High And Elementary School, High School
1.1 Building Description

The Quilcene School District, in Jefferson County, serves approximately 650 students from K-12.

Constructed in 1935, Quilcene High School serves grades 9-12 and is a 2-story, 7,856 square foot reinforced

concrete building with wood frame floors and roof.
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1.1.1 Building Use

Quilcene High School contains classrooms and administrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Quilcene High And Elementary School
Structural System Description
Structural Roof The structural roof system consists of wood sheathing on wood framing,

Structural Floor(s) The first and second floors consist of wood sheathing on wood framing.

Foundations Foundations are not visible but appear to be shallow concrete footings.

Gravity System
The gravity system consists of wood frame construction supported on interior

wood columns and exterior reinforced concrete bearing walls.

Lateral System
The lateral-force-resisting-system consists of reinforced concrete exterior shear

walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Quilcene High And Elementary School
Structural System Description

Structural Roof

The structural roof system appears to be in satisfactory condition with some

evidence of deterioration of roof decking per discussion with maintenance

personnel.

Structural Floor(s) The structural floor system appears to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

visible indications of damage or distress.

Gravity System The gravity system appears to be in satisfactory condition.

Lateral System The lateral force resisting system appears to be in satisfactory condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Quilcene Quilcene High And Elementary School High School
Deficiency Description
Shear Stress

Check

This does not appear to be compliant. Further investigation should be completed. Lateral system strengthening

or shear wall addition may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

Likely non compliant in pre-benchmark reinforced concrete building. Further investigation should be

performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Quilcene Quilcene High And Elementary School High School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
The reinforcement ratio is unknown. Further investigation should be completed. Lateral system strengthening

or shear wall addition may be appropriate to mitigate seismic risk.

Wall Anchorage

at Flexible

Diaphragms

Likely noncompliant in pre-benchmark reinforced concrete building. Further investigation should be

performed. Additional diaphragm shear wall anchoring may be appropriate to mitigate seismic risk.

Foundation

Dowels

The foundation detail is unknown. Further investigation should be performed. Additional foundation wall

anchoring may be appropriate to mitigate seismic risk.

Deflection

Compatibility

Secondary component details are unknown. Further investigation should be performed. Secondary component

strengthening may be appropriate to mitigate seismic risk.

Cross Ties
Likely non-compliant in pre-benchmark reinforced concrete building. Further investigation may be appropriate.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Quilcene Quilcene High And Elementary School High School
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Quilcene Quilcene High And Elementary School High
School
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
There does not appear to be a masonry veneer.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

It is unknown how the canopies are connected to the building. They are likely to be compliant.

Further investigation should be performed. Additional connection to the building may be

appropriate to mitigate seismic risk.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

There appears to be a connection from the exterior stairs to the structure. It is unknown if they are

post-installed. In addition, it is unknown if they are capable of accommodating the drift. Further

investigation should be performed. Additional anchoring from stairs to the structure may be

appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Unable to verify during site investigation.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Unable to verify during site investigation.

Unknown Item Description
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Photos:

Figure 1-1. High School, Partial West Elevation
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Figure 1-2. High School, North Elevation
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Figure 1-3. High School, East Elevation
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Figure 1-4. High School, South Elevation
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Figure 1-5. High School, Main Entry
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Figure 1-6. High School, Typical Concrete Framing

Figure 1-7. High School, Typical Classroom
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Figure 1-8. High School, Typical Framing Above Ceiling
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Quilcene, Quilcene High And Elementary School, High School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Compliant to extent visible

and standard construction

practice at time of original

construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There are no interior

mezzanine levels.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Compliant based on visual

observations.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

any torsion irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

  X   

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

 X   

This does not appear to be

compliant. Further

investigation should be

completed. Lateral system

strengthening or shear wall

addition may be appropriate

to mitigate seismic risk.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

The reinforcement ratio is

unknown. Further

investigation should be

completed. Lateral system

strengthening or shear wall

addition may be appropriate

to mitigate seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Likely noncompliant in pre-

benchmark reinforced

concrete building. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.
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Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Likely non compliant in pre-

benchmark reinforced

concrete building. Further

investigation should be

performed. Additional

diaphragm shear wall

anchoring may be

appropriate to mitigate

seismic risk.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

   X

The foundation detail is

unknown. Further

investigation should be

performed. Additional

foundation wall anchoring

may be appropriate to

mitigate seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

Secondary component

details are unknown. Further

investigation should be

performed. Secondary

component strengthening

may be appropriate to

mitigate seismic risk.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Quilcene, Quilcene High And Elementary School, High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 33



Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Likely non-compliant in pre-

benchmark reinforced

concrete building. Further

investigation may be

appropriate. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Likely straight sheathing at

floors and roof.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X    Wood diaphragms only.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  
Assumed shallow

foundations.

Quilcene, Quilcene High And Elementary School, High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 33



Quilcene, Quilcene High And Elementary School, High School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Partitions do not appear to

consist of rigid

cementitious material.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Ceilings do not appear to

consist of suspended lath

or plaster.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.
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C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.
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LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

It is unknown how the

masonry veneer is

connected to the structure.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There does not appear to

be any unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

It is unknown how the

canopies are connected to

the building. They are

likely to be compliant.

Further investigation

should be performed.

Additional connection to

the building may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

X    

It is unknown if the

concrete parapets have

vertical reinforcement.

However, they are likely to

be compliant.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

There does not appear to

be any cornices, signs and

other ornamentation or

appendages. There appears

to be concrete parapets.

However, the concrete

parapets are likely to have

vertical reinforcement.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There does not appear to

be any hollow-clay or

unreinforced masonry

walls around stair

enclosures.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

There appears to be a

connection from the

exterior stairs to the

structure. It is unknown if

they are post-installed. In

addition, it is unknown if

they are capable of

accommodating the drift.

Further investigation

should be performed.

Additional anchoring from

stairs to the structure may

be appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X
Unable to verify during

site investigation.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X
Unable to verify during

site investigation.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Middle School

Facility Name: Quilcene High And Elementary
School

District Name: Quilcene
ICOS Latitude: 47.823
ICOS Longitude: -122.875
ICOS
County/District ID: 16048

ICOS Building ID: 12798
ASCE 41 Bldg Type: W2
Enrollment: 206
Gross Sq. Ft. : 9,438
Year Built: 1964
Number of Stories: 1
SXS BSE-2E: 0.966
SX1 BSE-2E: 0.551
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 514
Liquefaction

Potential:
low

Tsunami Risk: Moderate
Structural Drawings
Available: No

Evaluating Firm: Reid Middleton, Inc.

1. Quilcene, Quilcene High And Elementary School, Middle School
1.1 Building Description

The Quilcene School District, in Jefferson County, serves approximately 650 students from K-12. Quilcene

Middle School serves grades 7-8 and is a one-story wood frame structure with wood decking supported on

wood beams and bearing walls.
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1.1.1 Building Use

Quilcene Middle School contains classrooms and administrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Quilcene High And Elementary School
Structural System Description
Structural Roof The roof system consists of 1x8 wood decking (shiplap) on wood beams.

Structural Floor(s) The ground floor system is a concrete slab-on-grade.

Foundations Foundations are shallow reinforced concrete footings.

Gravity System
The gravity system is wood frame decking on wood beams and wood bearing

walls.

Lateral System The lateral-force-resisting-system is wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Quilcene High And Elementary School
Structural System Description
Structural Roof Roof appears to be in satisfactory condition.

Structural Floor(s) Floor appears to be in satisfactory condition.

Foundations
Foundations are not visible but appear to be in satisfactory condition with no

indications of damage or distress.

Gravity System
The gravity system appears to be in satisfactory condition with some

deterioration due to age.

Lateral System The lateral force resisting system appears to be in satisfactory condition.

Quilcene, Quilcene High And Elementary School, Middle School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 32



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Quilcene Quilcene High And Elementary School Middle School
Deficiency Description

Redundancy

Only one line of shear wall in north-south (longitudinal) direction, interior of building. Further investigation

should be performed. Additional shear walls, shear wall reinforcement, or diaphragm ties may be appropriate to

mitigate seismic risk.

Shear Stress

Check

It does not appear that the walls meet the quick check requirement. Further investigation should be performed.

Lateral system strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Walls Connected

Through Floors

Likely non-compliant relative to construction standards at time of original construction. Further investigation

should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Straight Sheathing
Aspect ratio greater than 2-to-1 in east-west direction. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Spans
Straight sheathing throughout. Further investigation should be performed. Diaphragm reinforcement may be

appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Quilcene Quilcene High And Elementary School Middle School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection

Likely non-compliant. Further investigation may be appropriate to determine the configuration of the wood

framing. Additional connection hardware between girders and column supports may be appropriate to mitigate

seismic risk.

Roof Chord

Continuity

It is unknown if diaphragm chords are continuous. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Quilcene Quilcene High And Elementary School Middle School
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Quilcene Quilcene High And Elementary School Middle
School
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkle head clearance and unable to verify during

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Middle School, East Entry

Figure 1-2. Middle School, Partial West Elevation

Quilcene, Quilcene High And Elementary School, Middle School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 32



Figure 1-3. Middle School, North Elevation
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Figure 1-4. Middle School, Covered Breezeway
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Figure 1-5. Middle School, South Wall
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Figure 1-6. Middle School, Interior Shelving
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Figure 1-7. Middle School, Typical Classroom

Figure 1-8. Middle School, Typical Interior Framing
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Quilcene, Quilcene High And Elementary School, Middle School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Assumed compliant relative

to the detailing conducted

for a pre-benchmark wood

frame building

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    
There does not appear to be

a weak story irregularity.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  
There does not appear to be

a soft story irregularity.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

There does not appear to be

any changes to the

horizontal dimension of the

seismic force-resisting

system.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    
There does not appear to be

a mass irregularity.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

Only one line of shear wall

in north-south (longitudinal)

direction, interior of

building. Further

investigation should be

performed. Additional shear

walls, shear wall

reinforcement, or diaphragm

ties may be appropriate to

mitigate seismic risk.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

It does not appear that the

walls meet the quick check

requirement. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

It does not appear that the

walls of the structure contain

stucco.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

It does not appear that the

building uses gypsum

wallboard or plaster shear

walls.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Likely non-compliant

relative to construction

standards at time of original

construction. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any openings greater than

80% of the immediately

adjacent shear wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  Wood posts not used.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

In accordance with standard

construction practice at time

of original construction.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Likely non-compliant.

Further investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Likely compliant relative to

standard construction

practice at time of original

construction.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

It is unknown if diaphragm

chords are continuous.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Aspect ratio greater than 2-

to-1 in east-west direction.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Straight sheathing

throughout. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Straight sheathing

throughout

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Quilcene, Quilcene High And Elementary School, Middle School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkle head clearance

and unable to verify during

site investigation.

Evaluation of penetrations

may be appropriate to

mitigate seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Partitions do not appear to

consist of masonry or

hollow-clay tile.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Partitions do not appear to

consist of rigid

cementitious material.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.
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M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs and

other ornamentation or

appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Unable to verify during

site investigation. It is

unlikely that there are 12 ft

high storage racks in the

building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There does not appear to

be any elevators in the

building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

There does not appear to

be any elevators in the

building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Raymond elementary

Facility Name: Raymond Elementary
School

District Name: Raymond
ICOS Latitude: 46.686
ICOS Longitude: -123.726
ICOS
County/District ID: 25116

ICOS Building ID: 14323
ASCE 41 Bldg Type: C2a
Enrollment: 325
Gross Sq. Ft. : Unknown
Year Built: 1955
Number of Stories: 1
SXS BSE-2E: 1.056
SX1 BSE-2E: 0.704
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 305
Liquefaction

Potential:
Moderate to High

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Raymond, Raymond Elementary School, Raymond elementary
1.1 Building Description

The Raymond Elementary School building is a one-story concrete structure with a one-story wood-framed

addition. The building is constructed on level ground and is located in Raymond, Washington. The 1955

building is L-shaped in plan with a roof height of approximately 15 feet. Building construction consists of 8-

inch concrete walls with masonry veneer and wood-framed walls. The roof system is a wood-framed system

with plywood sheathing.
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1.1.1 Building Use

The elementary school building includes classrooms, a commons, a library, a gymnasium, and administrative

offices. The elementary school has over 300 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Raymond Elementary School
Structural System Description

Structural Roof
The roof system is composed of wood beams, purlins, and plywood sheathing.

At the gymnasium, the roof system is composed of a metal deck and steel joists.

Structural Floor(s) The floor is a 6-inch two-way concrete slab.

Foundations
Continuous wall footings support the load bearing walls and shear walls. There

are concrete drop panels and piles under the slab.

Gravity System
The gravity system consists of steel columns, concrete exterior walls, wood

beams, wood columns, and stud walls.

Lateral System
8-inch concrete walls at the original building and wood shear walls at the

addition resist the lateral forces in the longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Raymond Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Raymond Raymond Elementary School Raymond elementary
Deficiency Description
Shear Stress

Check

Pseudo shear stress is greater than 100 psi. The building likely requires concrete shear wall strengthening, such

as FRP, or new shear walls or braced frames. Further investigation is required.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing members together may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Raymond Raymond Elementary School Raymond elementary
Unknown Item Description

Load Path

Drawings provided are for modernization and are incomplete. The load path is unknown at the concrete section

and it is unclear if there is a connection between the wood posts and the foundation. This item requires further

field investigation to make a final determination on its compliance.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Complete Frames
No drawings available. This item requires further investigation to make a final determination and to develop a

mitigation recommendation, if necessary.

Reinforcing Steel
No drawings available for the concrete section. Wall reinforcement is unknown. This item requires further

investigation to make a final determination and to develop a mitigation recommendation, if necessary.

Wall Anchorage

at Flexible

Diaphragms

This evaluation item is unknown and is likely non-compliant due to the building's age. This item requires

further field investigation to make a final determination on its compliance and to develop a mitigation

recommendation, if necessary.

Transfer to Shear

Walls

No drawings available for the concrete section. This evaluation item is unknown and requires further

investigation to make a final determination and to develop a mitigation recommendation, if necessary.

Foundation

Dowels

No drawings available for the concrete section. This evaluation item is unknown and requires further

investigation to make a final determination and to develop a mitigation recommendation, if necessary.

Deflection

Compatibility

No drawings available for the concrete section. This evaluation item is unknown and requires further

investigation to make a final determination and to develop a mitigation recommendation, if necessary.

Diaphragm

Continuity

No drawings available for the concrete section. This evaluation item is unknown and requires further

investigation to make a final determination and to develop a mitigation recommendation, if necessary.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unknown if diaphragm is blocked. Further investigation is required to make a final determination on

compliance and to develop a mitigation recommendation, if necessary. The addition of blocking and additional

diaphragm nailing may be appropriate.

Uplift at Pile Caps
No drawings available for the concrete section. This evaluation item is unknown and requires further

investigation to make a final determination and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Raymond Raymond Elementary School Raymond elementary
Deficiency Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Inadequate independent attachments for light fixtures. Provide seismic bracing for each light

fixture in grid ceiling system.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Raymond Raymond Elementary School Raymond
elementary
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Further investigation is required to review fire suppression anchorage and bracing. All fire

suppression piping should be braced in accordance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be braced or anchored.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Further investigation is required to review detailing of isolators at equipment containing hazardous

material.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to review breakable containers storing hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Further investigation is required to verify height-to-thickness ratios of URM parapets/cornices.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify anchorage of canopies at building exits to the main

structure.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Further investigation is required to verify reinforcing/anchorage of appendages extending above

the main structural building system.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be braced.
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Photos:

Figure 1-1. Raymond Elementary School - South Exterior

Figure 1-2. Unbraced Mechanical Equipment
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Figure 1-3. Typical Hallway with Unknown Light Fixture Bracing

Figure 1-4. Library with Unbraced Bookshelves
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Figure 1-5. Storage Room
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Figure 1-6. Fire Riser and Fire Piping has Unknown Bracing
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Figure 1-7. Gymnasium with Steel Joists and Metal Roof Deck
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Figure 1-8. Exterior Covered Play Area at North End of Gym
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Figure 1-9. Raymond Elementary School - West Exterior

Figure 1-10. Raymond Elementary School - Southwest Exterior
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Raymond, Raymond Elementary School, Raymond elementary

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Drawings provided are for

modernization and are

incomplete. The load path is

unknown at the concrete

section and it is unclear if

there is a connection

between the wood posts and

the foundation. This item

requires further field

investigation to make a final

determination on its

compliance.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X   

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

   X

No drawings available. This

item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

 X   

Pseudo shear stress is greater

than 100 psi. The building

likely requires concrete

shear wall strengthening,

such as FRP, or new shear

walls or braced frames.

Further investigation is

required.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

No drawings available for

the concrete section. Wall

reinforcement is unknown.

This item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

   X

This evaluation item is

unknown and is likely non-

compliant due to the

building's age. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

No drawings available for

the concrete section. This

evaluation item is unknown

and requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

   X

No drawings available for

the concrete section. This

evaluation item is unknown

and requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

   X

No drawings available for

the concrete section. This

evaluation item is unknown

and requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X   
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Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

   X

No drawings available for

the concrete section. This

evaluation item is unknown

and requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing members

together may be appropriate

to mitigate seismic risk.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

   X

Unknown if diaphragm is

blocked. Further

investigation is required to

make a final determination

on compliance and to

develop a mitigation

recommendation, if

necessary. The addition of

blocking and additional

diaphragm nailing may be

appropriate.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

   X

No drawings available for

the concrete section. This

evaluation item is unknown

and requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.
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Raymond, Raymond Elementary School, Raymond elementary

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Further investigation is

required to review fire

suppression anchorage and

bracing. All fire

suppression piping should

be braced in accordance

with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

Further investigation is

required to review

detailing of isolators at

equipment containing

hazardous material.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Further investigation is

required to review

breakable containers

storing hazardous material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Inadequate independent

attachments for light

fixtures. Provide seismic

bracing for each light

fixture in grid ceiling

system.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X     

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Further investigation is

required to verify height-

to-thickness ratios of URM

parapets/cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Further investigation is

required to verify

anchorage of canopies at

building exits to the main

structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation is

required to verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

braced.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  No elevators

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Main Building

Facility Name: Raymond Junior Senior High
School

District Name: Raymond
ICOS Latitude: 46.685
ICOS Longitude: -123.726
ICOS
County/District ID: 25116

ICOS Building ID: 15212
ASCE 41 Bldg Type: W2
Enrollment: 251
Gross Sq. Ft. : Unknown
Year Built: 1925
Number of Stories: 2
SXS BSE-2E: 1.056
SX1 BSE-2E: 0.704
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 305
Liquefaction

Potential:
Moderate to High

Tsunami Risk: High or Very High
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Raymond, Raymond Junior Senior High School, Main Building
1.1 Building Description

The Raymond Junior Senior High School building is a one-story wood-framed structure with a two-story

wood-framed addition. The building is constructed on level ground and is located in Raymond, Washington

near the Willapa River. The two-story addition is rectangular in plan and is 75 feet by 154 feet. Building

construction consists of wood stud walls and exterior CMU veneer. The roof system is a wood-framed

system with plywood sheathing. The 1925 building roof system is a wood-framed system with T&G decking

and glulam arches in the gymnasium. The high school shares a site with a portable building.
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1.1.1 Building Use

The Raymond Junior Senior High School building includes classrooms, a commons, a library, a gymnasium,

and administrative offices. The school has over 250 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Raymond Junior Senior High School
Structural System Description

Structural Roof
The roof system is composed of wood I-joists, open-web wood trusses, and

glulam joists with plywood sheathing.

Structural Floor(s) The ground level is a 6-inch concrete slab.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings and grade beams. Columns are supported by piles.

Gravity System
The gravity system is composed of wood joists, wood trusses, and wood beams

with wood shear walls and steel columns.

Lateral System
Wood shear walls with a flexible plywood-sheathed diaphragm resist the forces

in the longitudinal and transverse direction.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Raymond Junior Senior High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Raymond Raymond Junior Senior High School Main Building
Deficiency Description
Vertical

Irregularities

Shear wall vertical offset between second and first floors. Wood shear wall and diaphragm strengthening or the

addition of new shear walls may be appropriate to mitigate seismic risk. Further investigation is required.

Shear Stress

Check

Pseudo shear stress is greater than 1000 lb/ft. The building likely requires wood shear wall strengthening or the

addition of new shear walls. Further investigation is required.

Walls Connected

Through Floors

No interconnection between offset shear walls. See detail 3/S5.02 in Phase 1 drawings. Lateral system

strengthening, such as strengthening the existing shear walls, adding new shear walls, or adding strapping

between floors, may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

Roof chord is discontinuous along Gridline I north of the gym building. New shear walls at the location of roof

chord discontinuity may be appropriate.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Raymond Raymond Junior Senior High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Raymond Raymond Junior Senior High School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression is not anchored and braced. All fire suppression piping should be braced in

accordance with NFPA-13.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Inadequate restraints/snubbers for isolators at equipment containing hazardous material. The

addition of restraints/snubbers is required.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Hydraulic oil piping, propane gas. Piping/ductwork not adequately protected from damage that

could potentially allow release of hazardous material. Hazardous material piping should be

adequately braced to the structure.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Flexible couplings not noted on hazardous material piping/ductwork. The addition of flexible

couplings may be appropriate.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Inadequate independent attachments for light fixtures. Provide seismic bracing for each light

fixture.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Inadequate anchorage of canopies at building exits to the main structure. Additional post-installed

anchors may be appropriate to ensure six feet maximum anchor spacing.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone contents. Heavy items on upper shelves should be restrained

by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Raymond Raymond Junior Senior High School Main
Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be braced or anchored.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review stair and smoke ducts for bracing and flexible

connections at seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Further investigation is required to review penetration clearances at panelized ceilings for fire

suppression devices.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to review breakable containers storing hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Further investigation is required to locate shutoff valves or spill/leak protection for hazardous

material piping.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.
Further investigation is required to verify cladding connection detailing.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Further investigation is required to verify cladding connections.

CG-6 Bearing Connections.

HR-MH; LS-MH; PR-MH.
Further investigation is required to verify cladding connections.

CG-7 Inserts. HR-MH; LS-

MH; PR-MH.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.
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EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.

Unknown Item Description
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Photos:

Figure 1-1. Library
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Figure 1-2. Wood Shop with Suspended Equipment and Piping Over Exit
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Figure 1-3. Mechanical Attic Mezzanine
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Figure 1-4. Gymnasium with Glulam Arches

Figure 1-5. Mechanical Mezzanine
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Figure 1-6. Raymond Junior/Senior High School - Northeast Exterior
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Figure 1-7. Raymond Junior/Senior High School - West Exterior

Raymond, Raymond Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 32



Figure 1-8. Raymond Junior/Senior High School - Northwest Exterior

Figure 1-9. Typical Classroom with Inadequate Light Fixture Bracing
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Figure 1-10. Unbraced Tall Narrow Contents, Typical

Raymond, Raymond Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 32



Raymond, Raymond Junior Senior High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Shear wall vertical offset

between second and first

floors. Wood shear wall and

diaphragm strengthening or

the addition of new shear

walls may be appropriate to

mitigate seismic risk.

Further investigation is

required.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 1000 lb/ft. The building

likely requires wood shear

wall strengthening or the

addition of new shear walls.

Further investigation is

required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X     

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X     

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

No interconnection between

offset shear walls. See detail

3/S5.02 in Phase 1 drawings.

Lateral system

strengthening, such as

strengthening the existing

shear walls, adding new

shear walls, or adding

strapping between floors,

may be appropriate to

mitigate seismic risk.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

Roof chord is discontinuous

along Gridline I north of the

gym building. New shear

walls at the location of roof

chord discontinuity may be

appropriate.
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Raymond, Raymond Junior Senior High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression is not

anchored and braced. All

fire suppression piping

should be braced in

accordance with NFPA-13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Further investigation is

required to review stair

and smoke ducts for

bracing and flexible

connections at seismic

joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to review

penetration clearances at

panelized ceilings for fire

suppression devices.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

 X   

Inadequate

restraints/snubbers for

isolators at equipment

containing hazardous

material. The addition of

restraints/snubbers is

required.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Further investigation is

required to review

breakable containers

storing hazardous material.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Hydraulic oil piping,

propane gas.

Piping/ductwork not

adequately protected from

damage that could

potentially allow release of

hazardous material.

Hazardous material piping

should be adequately

braced to the structure.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Further investigation is

required to locate shutoff

valves or spill/leak

protection for hazardous

material piping.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Flexible couplings not

noted on hazardous

material piping/ductwork.

The addition of flexible

couplings may be

appropriate.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Inadequate independent

attachments for light

fixtures. Provide seismic

bracing for each light

fixture.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

Further investigation is

required to verify cladding

connection detailing.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Further investigation is

required to verify cladding

connections.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

   X

Further investigation is

required to verify cladding

connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

   X

Further investigation is

required to verify cladding

connections.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

 X   

Inadequate anchorage of

canopies at building exits

to the main structure.

Additional post-installed

anchors may be

appropriate to ensure six

feet maximum anchor

spacing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment

weighing more than 20

pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Covered Play Area

Facility Name: Union Ridge Elementary
School

District Name: Ridgefield
ICOS Latitude: 45.817
ICOS Longitude: -122.742
ICOS
County/District ID: 6122

ICOS Building ID:
ASCE 41 Bldg Type: W2
Enrollment: 777
Gross Sq. Ft. : 2,217
Year Built: 1993
Number of Stories: 1
SXS BSE-2E: 0.846
SX1 BSE-2E: 0.539
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 268
Liquefaction

Potential:
Very Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Ridgefield, Union Ridge Elementary School, Covered Play Area
1.1 Building Description

The Union Ridge Elementary School Covered Play Area is a one-story wood-framed structure. The building

is constructed on level ground and is located in Ridgefield, Washington. The 1993 building is rectangular in

plan, roughly 34 feet by 64 feet, with a roof height of approximately 20 feet. The covered play area was

included in the 1993 modernization of the elementary school. The roof system is composed of 5/8-inch T&G

plywood sheathing over wood joists and glulam beams. The lateral system in the transverse direction is

wood shear walls with plywood sheathing. There is no building type available in ASCE 41-17 for the lateral

system in the longitudinal direction, which is composed of HSS columns. The HSS columns are spaced at

30’-0” on center. The structure shares the site with the main elementary school building to the south and

another covered play area. The second covered play area’s lateral system is HSS columns as well.
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1.1.1 Building Use

The covered play area includes a basketball court with basketball hoops attached to the wood shear walls.

The elementary school has over 770 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Union Ridge Elementary School
Structural System Description

Structural Roof
The roof system consists of 5/8-inch T&G plywood sheathing over TJI wood

joists. The wood joists span between 5 1/8-inch by 22 ½-inch glulam beams.

Structural Floor(s) The floor is a concrete slab-on-grade.

Foundations
The foundation is a conventional shallow foundation with a continuous wall

footing under the wood shear walls and spread footings under the HSS columns.

Gravity System
The roof system spans between glulam beams. The glulam beams span between

the 2x8 wood stud walls.

Lateral System

The lateral forces are resisted by the plywood roof sheathing and transferred to

the plywood shear walls in the transverse direction. The longitudinal direction

consists only of HSS columns bolted to the foundation and is not included in

ASCE 41-17 as a building type.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Union Ridge Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System
Corrosion of plywood sheathing at base of plywood shear walls is evident due to

water damage and infiltration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ridgefield Union Ridge Elementary School Covered Play Area
Deficiency Description

Load Path

Non-complaint in longitudinal direction. No seismic-force-resisting system in longitudinal direction to transfer

seismic forces from the diaphragm to the foundation. The addition of lateral force resisting elements, such as

cantilevered steel columns or frames, in the longitudinal direction may be appropriate.

Redundancy
No shear walls in the longitudinal direction. The addition of lateral force resisting elements, such as

cantilevered steel columns or frames, in the longitudinal direction may be appropriate.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ridgefield Union Ridge Elementary School Covered Play Area
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ridgefield Union Ridge Elementary School Covered Play Area
Deficiency Description
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Photos:

Figure 1-1. Union Ridge Elementary School Covered Play Area - Plywood Shear Walls in Transverse Direction

Figure 1-2. Union Ridge Elementary School Covered Play Area - HSS Columns in Longitudinal Direction
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Ridgefield, Union Ridge Elementary School, Covered Play Area

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Non-complaint in

longitudinal direction. No

seismic-force-resisting

system in longitudinal

direction to transfer seismic

forces from the diaphragm to

the foundation. The addition

of lateral force resisting

elements, such as

cantilevered steel columns

or frames, in the longitudinal

direction may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Ridgefield, Union Ridge Elementary School, Covered Play Area ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 23



Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

No shear walls in the

longitudinal direction. The

addition of lateral force

resisting elements, such as

cantilevered steel columns

or frames, in the longitudinal

direction may be

appropriate.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Ridgefield, Union Ridge Elementary School, Covered Play Area ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 23



Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X   

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Ridgefield, Union Ridge Elementary School, Covered Play Area

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ridgefield, Union Ridge Elementary School, Covered Play Area ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 23



Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Union Ridge Elementary
School

District Name: Ridgefield
ICOS Latitude: 45.817
ICOS Longitude: -122.742
ICOS
County/District ID: 6122

ICOS Building ID: 18602
ASCE 41 Bldg Type: W2
Enrollment: 777
Gross Sq. Ft. : 46,178
Year Built: 1952
Number of Stories: 1
SXS BSE-2E: 0.846
SX1 BSE-2E: 0.539
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 268
Liquefaction

Potential:
Very Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Ridgefield, Union Ridge Elementary School, Main Building
1.1 Building Description

The Union Ridge Elementary School building is a one-story concrete and wood-framed structure. The

building is constructed on level ground and is located in Ridgefield, Washington. The 1952 building is L-

shaped in plan, roughly 340 feet by 340 feet, with a roof height of approximately 14 feet. The elementary

school underwent a modernization in 1993. Original building construction consists of 8-inch concrete walls

and wall piers. Wood-framed walls were added in the 1993 modernization. The multipurpose room is wood-

framed and rectangular in plan, 94 feet by 60 feet, with a maximum roof height of 28 feet. The exterior walls

on the north and west sides contain mostly windows for the entire length. The roof system is a mixture of

diagonal sheathing and Tectum roof panels over wood framing. The building shares the site with Valley

Ridge Middle School to the south, a covered play shed, and a playground to the east.
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1.1.1 Building Use

The elementary school building includes classrooms, a media room, a computer lab, a kitchen, storage

rooms, a multipurpose room, and administrative offices. The elementary school has over 770 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Union Ridge Elementary School
Structural System Description

Structural Roof

The roof system consists of Tectum roof panels over glulam beams and wood

purlins at the multipurpose room and the choral room. The roof system

elsewhere is diagonal sheathing over wood framing.

Structural Floor(s) The floor is a concrete slab-on-grade.

Foundations
The foundation is a conventional shallow foundation with continuous wall

footings and spread footings.

Gravity System

The roof system spans between concrete and wood-framed bearing walls. Steel

columns support glulam beam framing at the multipurpose room and at locations

where beams frame into walls above windows.

Lateral System
A mixture of concrete walls and wood shear walls resist the lateral forces in the

longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Union Ridge Elementary School
Structural System Description
Structural Roof Minor damage and corrosion of ceiling finishes evident.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Cracking evident in wood beams.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Ridgefield Union Ridge Elementary School Main Building
Deficiency Description

Torsion

Building has eccentric stiffness. Further investigation is required to determine torsional effects on the lateral

system. Strengthening of the lateral system through the addition of new shear walls may be appropriate to

mitigate seismic risk.

Overturning

Ratio of least horizontal dimension of seismic-force-resisting system to building height is greater than 0.6Sa.

Additional overturning resistance, such as additional footings, hold-downs, and shear walls, may be appropriate

to mitigate seismic risk. Further investigation is required.

Shear Stress

Check

Pseudo shear stress is greater than 1000 lb/ft. The building likely requires wood shear wall strengthening or the

addition of new wood shear walls. Further investigation is required.

Other Diaphragms
Tectum roof deck at gym. Diaphragm strengthening at gym may be appropriate to mitigate seismic risk, such as

installing plywood sheathing.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Ridgefield Union Ridge Elementary School Main Building
Unknown Item Description

Load Path

No original drawings. Unknown load path from roof to original concrete shear walls to footing. Unknown if

out-of-plane detailing exists at original concrete exterior walls. This item requires further investigation to make

a final determination and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sills

Compliant at walls added in 1993 renovation. Unknown at original. Further field investigation is required at the

original building to make a final determination and to develop a mitigation recommendation, if necessary. The

addition of post-installed sill anchors may be appropriate.

Wood Sill Bolts

Compliant at walls added in 1993 renovation. Unknown at original. Further field investigation is required at the

original building to make a final determination and to develop a mitigation recommendation, if necessary. The

addition of post-installed sill anchors may be appropriate.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Ridgefield Union Ridge Elementary School Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Ridgefield Union Ridge Elementary School Main Building
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation required to verify detailing of rigid cementitious partitions for drift.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Further investigation is required to review suspended ceiling attachments.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.
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Photos:

Figure 1-1. Union Ridge Elementary School - West Exterior

Figure 1-2. Union Ridge Elementary School - Southeast Exterior
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Figure 1-3. Union Ridge Elementary School - West Exterior at North Wing

Figure 1-4. Union Ridge Elementary School - North Exterior
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Figure 1-5. Covered Walkway at North Wing

Figure 1-6. Gymnasium with Tectum Roof Panels and Glulam Beam Framing
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Figure 1-7. Library with Unknown Light Fixture Bracing

Figure 1-8. Classroom in North Wing
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Figure 1-9. Classroom with Tectum Roof Panels and Glulam Beam Framing

Figure 1-10. Tall, Narrow Contents Unbraced - Typical Throughout
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Ridgefield, Union Ridge Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No original drawings.

Unknown load path from

roof to original concrete

shear walls to footing.

Unknown if out-of-plane

detailing exists at original

concrete exterior walls. This

item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is required to

determine torsional effects

on the lateral system.

Strengthening of the lateral

system through the addition

of new shear walls may be

appropriate to mitigate

seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Ratio of least horizontal

dimension of seismic-force-

resisting system to building

height is greater than 0.6Sa.

Additional overturning

resistance, such as additional

footings, hold-downs, and

shear walls, may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Compliant. However, no

shear line at exterior north

wall at east wing.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 1000 lb/ft. The building

likely requires wood shear

wall strengthening or the

addition of new wood shear

walls. Further investigation

is required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Compliant at walls added in

1993 renovation. Unknown

at original. Further field

investigation is required at

the original building to make

a final determination and to

develop a mitigation

recommendation, if

necessary. The addition of

post-installed sill anchors

may be appropriate.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Compliant at walls added in

1993 renovation. Unknown

at original. Further field

investigation is required at

the original building to make

a final determination and to

develop a mitigation

recommendation, if

necessary. The addition of

post-installed sill anchors

may be appropriate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     
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Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X     

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Tectum roof deck at gym.

Diaphragm strengthening at

gym may be appropriate to

mitigate seismic risk, such

as installing plywood

sheathing.
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Ridgefield, Union Ridge Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire suppression

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ridgefield, Union Ridge Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 28



Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No cladding
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  None observed

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  None observed

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  None observed

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: 35 Wing Building

Facility Name: Chattaroy Elementary
School

District Name: Riverside
ICOS Latitude: 47.892
ICOS Longitude: -117.358
ICOS
County/District ID: 32416

ICOS Building ID: 20113
ASCE 41 Bldg Type: URM
Enrollment: 289
Gross Sq. Ft. : 13,956
Year Built: 1934
Number of Stories: 2
SXS BSE-2E: 0.360
SX1 BSE-2E: 0.194
ASCE 41 Level of
Seismicity: Moderate

Site Class: D
VS30(m/s): 291
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Riverside, Chattaroy Elementary School, 35 Wing Building
1.1 Building Description

The Chattaroy Elementary School is a 14,000-square-foot, single-story URM building constructed in 1935.

The "35" wing is "T" shaped, with classrooms in the east and west wings and a gymnasium to the north. The

building has a gymnasium and classrooms. The 1934 building drawings indicate a mixture of concrete, brick,

and "framed partition" walls. The drawings also indicate "Existing concrete and wood walls," implying the

1934 construction was an addition/renovation of an earlier structure. The mix of materials makes

determining the overall lateral system difficult, but it is assumed the main lateral system is URM. The roof

structure is wood joists and trusses with a wood diaphragm.
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1.1.1 Building Use

The building is part of a K-4 elementary school for approximately 220 students in the Riverside School

District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Chattaroy Elementary School
Structural System Description
Structural Roof Wood sheathing over wood joists and trusses.

Structural Floor(s)

West wing is structural concrete elevated slab over a mechanical basement; east

wing is 2x10 wood joists over crawlspace; gymnasium 2x10 joists over

crawlspace.

Foundations Conventional shallow footings.

Gravity System Combination of concrete, masonry, and wood bearing walls.

Lateral System URM shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Chattaroy Elementary School
Structural System Description
Structural Roof Unknown. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Fair. Some signs of cracking and deterioration at exterior walls.

Lateral System
Fair. Some signs of cracking at exterior walls. It is recommended the

deterioration and cracking be evaluated by a licensed structural engineer.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Riverside Chattaroy Elementary School 35 Wing Building
Deficiency Description
Adjacent

Buildings
No gap between building and adjacent addition.

Transfer to Shear

Walls

Unable to determine from existing drawings. Drawings do not show clear lateral load path. Based on age and

type of construction, likely noncompliant.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Riverside Chattaroy Elementary School 35 Wing Building
Unknown Item Description

Load Path
Existing drawings appear to show well-defined load path but do not adequately show details at diaphragm-to-

wall connection.

Torsion
Unable to determine from existing drawings. The drawings indicate the presence of existing walls of concrete

and wood construction, but the drawings do not differentiate.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Unable to determine from the existing drawings, but the stress is likely less than 30 psi based on the length of

walls observed. The drawings indicate a mix of concrete, masonry, and wood walls but do not adequately

define the lateral load path.

Wall Anchorage
Existing drawings are inadequately detailed to determine if all walls are anchored. Drawings show anchors at

one portion of building, but do not indicate size or spacing of said anchorage.

Wood Ledgers Unable to determine from existing drawings.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Riverside Chattaroy Elementary School 35 Wing Building
Deficiency Description
MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

The height to width ratio of the chimney extension above the roof could not be measured due to

limitations in access, but it appeared to exceed the limit noted.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Riverside Chattaroy Elementary School 35 Wing Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.
Anchorage of cladding component over main entrance unknown.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Anchorage of cladding component over main entrance unknown.

CG-7 Inserts. HR-MH; LS-

MH; PR-MH.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Large window panes observed, but lamination could not be verified.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Masonry veneer ratios could not be verified.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
This condition could not be observed.
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Photos:

Figure 1-1. Overhead glazing at front entry.
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Figure 1-2. Cracking visible in the south face of the building.

Riverside, Chattaroy Elementary School, 35 Wing Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 31



Figure 1-3. A glimpse of the roof structure through an access hole in the mechanical room.
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Figure 1-4. Stairway leading to covered walkway to main building.
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Figure 1-5. Unbraced water heater in basement mechanical room.
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Figure 1-6. Boiler room in west wing basement near gymnasium. Ceiling shows board-formed concrete slab.

Figure 1-7. West end of building.
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Figure 1-8. South wall of west wing and west wall of gymnasium. Large URM chimney visible.
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Figure 1-9. North wall of gym. Some signs of deterioration visible near sidewalk.
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Riverside, Chattaroy Elementary School, 35 Wing Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Existing drawings appear to

show well-defined load path

but do not adequately show

details at diaphragm-to-wall

connection.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   
No gap between building

and adjacent addition.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Unable to determine from

existing drawings. The

drawings indicate the

presence of existing walls of

concrete and wood

construction, but the

drawings do not

differentiate.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade present.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Unable to determine from

the existing drawings, but

the stress is likely less than

30 psi based on the length of

walls observed. The

drawings indicate a mix of

concrete, masonry, and

wood walls but do not

adequately define the lateral

load path.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Existing drawings are

inadequately detailed to

determine if all walls are

anchored. Drawings show

anchors at one portion of

building, but do not indicate

size or spacing of said

anchorage.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
Unable to determine from

existing drawings.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Unable to determine from

existing drawings. Drawings

do not show clear lateral

load path. Based on age and

type of construction, likely

noncompliant.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Drawings show positive

connection.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  
Not required for Moderate

seismicity.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Riverside, Chattaroy Elementary School, 35 Wing Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 31



Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X   

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X   
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Riverside, Chattaroy Elementary School, 35 Wing Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material in

breakable containers was

observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on construction type

and visual observation,

there do not appear to be

cementitious partitions in

the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

Anchorage of cladding

component over main

entrance unknown.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Anchorage of cladding

component over main

entrance unknown.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

   X

Anchorage of cladding

component over main

entrance unknown.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Large window panes

observed, but lamination

could not be verified.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No masonry veneer

present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Riverside, Chattaroy Elementary School, 35 Wing Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 31



Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X
Masonry veneer ratios

could not be verified.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

The height to width ratio

of the chimney extension

above the roof could not be

measured due to

limitations in access, but it

appeared to exceed the

limit noted.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X
This condition could not

be observed.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

No elevator present. NA

due to LS-not required for

Low and Moderate

seismicity.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Chattaroy Elementary
School

District Name: Riverside
ICOS Latitude: 47.892
ICOS Longitude: -117.358
ICOS
County/District ID: 32416

ICOS Building ID: 14703
ASCE 41 Bldg Type: RM1
Enrollment: 289
Gross Sq. Ft. : 27,953
Year Built: 1987
Number of Stories: 1
SXS BSE-2E: 0.360
SX1 BSE-2E: 0.194
ASCE 41 Level of
Seismicity: Moderate

Site Class: D
VS30(m/s): 291
Liquefaction

Potential:
Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Riverside, Chattaroy Elementary School, Main Building
1.1 Building Description

The Chattaroy Elementary School main building is a 28,000-square-foot, single-story, reinforced CMU

building constructed in 1987. An addition added to the building in 1993. The 1987 structure was built as a

pseudo-addition to the original 1935 school, but only connects via covered walkway at the south end of the

main building. The 1993 addition nearly doubled the square footage of the structure, adding a long wing to

the north. The building houses classrooms, a gymnasium, a multipurpose room, a kitchen, some

administrative offices and mechanical space.
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1.1.1 Building Use

The building is part of a K-4 elementary school for approximately 220 students in the Riverside School

District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Chattaroy Elementary School
Structural System Description
Structural Roof Prefabricated wood trusses with wood structural panel sheathing.

Structural Floor(s) Reinforced slab-on-grade.

Foundations Conventional shallow footings.

Gravity System Masonry bearing walls

Lateral System Reinforced masonry shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Chattaroy Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.

Riverside, Chattaroy Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 30



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Riverside Chattaroy Elementary School Main Building
Deficiency Description
Adjacent

Buildings
No seismic joint between building being evaluated and original wing.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Riverside Chattaroy Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Stiffness of Wall

Anchors
No access to verify, likely compliant.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Riverside Chattaroy Elementary School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Riverside Chattaroy Elementary School Main Building
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Number of cladding anchors could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Window panes more than 16ft2 were observed, but lamination could not be verified.
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Photos:

Figure 1-1. Gymnasium in east wing of building.

Figure 1-2. Covered walkway between '35 wing and main building.
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Figure 1-3. Entry at covered walkway.

Riverside, Chattaroy Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 30



Figure 1-4. Elevated water heater in mechanical room.

Riverside, Chattaroy Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 9 of 30



Figure 1-5. Corridor looking down north wing.
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Figure 1-6. East elevation of north wing.
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Figure 1-7. Entrance at east end of east wing.
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Figure 1-8. Covered patio at southeast corner of building.
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Riverside, Chattaroy Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

No seismic joint between

building being evaluated and

original wing.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not required for Moderate

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  Flexible diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X     
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X     

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No access to verify, likely

compliant.
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Riverside, Chattaroy Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material in

breakable containers was

observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No such partitions

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
No such partitions

observed.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No such partitions

observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

No cladding weighing

more than 10 lb/ft2

present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Number of cladding

anchors could not be

verified.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Window panes more than

16ft2 were observed, but

lamination could not be

verified.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present.

Riverside, Chattaroy Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 30



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

No elevator present. NA

due to LS-not required for

Low and Moderate

seismicity.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Red Rock Elementary
School

District Name: Royal
ICOS Latitude: 46.911
ICOS Longitude: -119.624
ICOS
County/District ID: 13160

ICOS Building ID: 12448
ASCE 41 Bldg Type: W2
Enrollment: 596
Gross Sq. Ft. : 57,631
Year Built: 1992
Number of Stories: 2
SXS BSE-2E: 0.344
SX1 BSE-2E: 0.200
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 391
Liquefaction

Potential:
Bedrock

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Royal, Red Rock Elementary School, Main Building
1.1 Building Description

Red Rock Elementary School is a wood-framed building with two, two-story classroom areas located on

either side of a central gymnasium. The building is located on a flat site on the northwest side of Royal City.

The building is rectangular in plan, approximately 330-feet long by 140-feet wide. The structure appears to

be framed with prefabricated wood trusses, wood floor joists and wood bearing walls. The gym area is

framed with CMU bearing walls. The building is currently undergoing renovations. Per ASCE 41-17 Table

3.2, this building is considered a benchmark building based on the construction date and building type.
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1.1.1 Building Use

The school is a K-3 elementary school serving approximately 600 students and 40 staff members. The

school houses classroom space, a multi-purpose room, a gymnasium, and administrative spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Red Rock Elementary School
Structural System Description
Structural Roof The roof consisted of wood trusses and wood sheathing.

Structural Floor(s)
The building appeared to have a concrete slab-on-grade floor at the main level

and wood floor joists at the second story.

Foundations
Unknown but based on site class and visual observations it is assumed

conventional foundations are in place.

Gravity System

The building has prefabricated wood trusses and wood floor joists supported on

wood stud walls at the classrooms and prefabricated wood trusses on CMU

bearing walls at the gym.

Lateral System

The lateral system appeared to be CMU shear walls (reinforcing unknown) and

wood framed shear walls. Existing drawings were not available to verify

systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Red Rock Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. Currently undergoing a renovation.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. Currently undergoing a renovation.

Lateral System Good. Currently undergoing a renovation.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Royal Red Rock Elementary School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Royal Red Rock Elementary School Main Building
Unknown Item Description
Vertical

Irregularities
Unknown but assumed to be compliant based on configuration of building.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Redundancy No existing drawings to confirm shear walls,but assumed to be compliant.

Shear Stress

Check

No existing drawings to confirm, but shear walls assumed to be structural panel sheathing and assumed to be

compliant.

Gypsum

Wallboard or

Plaster Shear

Walls

No existing drawings to confirm, but assumed to be compliant.

Narrow Wood

Shear Walls
No existing drawings to confirm shear walls.

Walls Connected

Through Floors
No existing drawings to confirm.

Wood Posts Unknown, assumed compliant based on the age of the building.

Wood Sills Unknown, assumed compliant based on the age of the building.

Girder-Column

Connection
Unknown, assumed compliant based on the age of the building.

Wood Sill Bolts Unknown, assumed compliant based on the age of the building.

Roof Chord

Continuity
No existing drawings to verify.

Diagonally

Sheathed and

Unblocked

Diaphragms

No existing drawings to confirm shear walls; diaphragm is unblocked wood structural panels.

Royal, Red Rock Elementary School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 28



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Royal Red Rock Elementary School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No bracing was present in the visible areas of the system.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
No bracing was seen in the mechanical room.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

The water heater was not strapped back or braced. No bracing was seen in the mechanical room.

Royal, Red Rock Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 5 of 28



1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Royal Red Rock Elementary School Main Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Due to limited access, it was not possible to verify if flexible couplings were installed.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Based on staff comments, there are no generators to provide emergency power.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Due to limited access, it was not possible to verify if flexible connections were installed.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons at ceiling penetrations.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Due to limited access, the bracing of the light fixtures is unknown.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There were no apparent markings on the glazing to verify if it was laminated annealed or laminated

heat-strengthened glass.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
There are no available existing drawings to verify tie properties or spacing.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.
There are no available existing drawings to verify tie properties or spacing.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

There are no available existing drawings to verify tie properties or spacing.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

One set of stairs appear to be wood framed and the other appear to be steel. Due to finishes,

connections were not visible to verify if they allowed for drift.
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Photos:

Figure 1-1. Exterior view of the south entrance.

Figure 1-2. Mechanical attic with duct work and piping visible.
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Figure 1-3. Gymnasium with CMU walls.

Figure 1-4. Typical classroom.
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Figure 1-5. Cafeteria/multipurpose room with folding tables stored against wall.

Figure 1-6. Lighting and rigging in the cafeteria/multipurpose room.
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Figure 1-7. Water heater with no visible lateral bracing.

Figure 1-8. Glycol tank with unknown lateral bracing.
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Figure 1-9. Fire riser equipment.

Royal, Red Rock Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 28



Royal, Red Rock Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
Stories are similar in

configuration.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
Stories are similar in

configuration.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Unknown but assumed to be

compliant based on

configuration of building.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

No drawings to confirm, but

assumed to be compliant

based on building

configuration.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X

No existing drawings to

confirm shear walls,but

assumed to be compliant.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

No existing drawings to

confirm, but shear walls

assumed to be structural

panel sheathing and assumed

to be compliant.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X     

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

   X

No existing drawings to

confirm, but assumed to be

compliant.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X
No existing drawings to

confirm shear walls.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X
No existing drawings to

confirm.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Not on a hill.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  Slab-on-grade observed.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

X    No large openings observed.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Unknown, assumed

compliant based on the age

of the building.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Unknown, assumed

compliant based on the age

of the building.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Unknown, assumed

compliant based on the age

of the building.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Unknown, assumed

compliant based on the age

of the building.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

No expansion joints

observed; no split-level

floors.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
No existing drawings to

verify.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No diaphragm openings of

this size.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Sheathing observed to be

wood structural panel.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

No existing drawings to

confirm shear walls;

diaphragm is unblocked

wood structural panels.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Royal, Red Rock Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No bracing was present in

the visible areas of the

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Due to limited access, it

was not possible to verify

if flexible couplings were

installed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Based on staff comments,

there are no generators to

provide emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Due to limited access, it

was not possible to verify

if flexible connections

were installed.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X
Standard escutcheons at

ceiling penetrations.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There are no masonry

partition walls located in

the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

There are no masonry

partition walls located in

the building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no

cementitious partitions in

this building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There were no lath and

plaster ceilings in this

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There were no suspended

gypsum board ceilings in

this building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Due to limited access, the

bracing of the light fixtures

is unknown.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building is clad in

masonry veneer and EIFS.

There is no cladding on the

building weighing more

than 10 psf.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There were no apparent

markings on the glazing to

verify if it was laminated

annealed or laminated

heat-strengthened glass.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

There are no available

existing drawings to verify

tie properties or spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

There are no available

existing drawings to verify

tie properties or spacing.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

There are no available

existing drawings to verify

tie properties or spacing.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

Based on visual

observations, the exterior

walls appear to be wood.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

Based on visual

observations, the exterior

walls appear to be wood.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

Based on visual

observations, the exterior

walls appear to be wood.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets in this

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies

present on the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on this building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on this building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys in

this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There is no unreinforced

masonry around the stair.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

One set of stairs appear to

be wood framed and the

other appear to be steel.

Due to finishes,

connections were not

visible to verify if they

allowed for drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There was no industrial

storage located in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

All bookshelves that were

checked where anchored to

the wall with a screwed

attachment.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

All overhead equipment,

such as TV's, were

anchored with appropriate

hardware.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X     
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   
No bracing was seen in the

mechanical room.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

The water heater was not

strapped back or braced.

No bracing was seen in the

mechanical room.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There are no elevators in

this building but there is a

space for a future elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: A Gymnasium
Facility Name: Royal High School
District Name: Royal
ICOS Latitude: 46.912
ICOS Longitude: -119.628
ICOS
County/District ID: 13160

ICOS Building ID: 15534
ASCE 41 Bldg Type: C3
Enrollment: 492
Gross Sq. Ft. : 31,320
Year Built: 1965
Number of Stories: 1
SXS BSE-2E: 0.344
SX1 BSE-2E: 0.200
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 391
Liquefaction
Potential: bedrock

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Royal, Royal High School, A Gymnasium
1.1 Building Description

The gymnasium building is single-story wood, concrete and CMU structure. The building houses the gym,

concessions area, locker rooms, and the wrestling and weight rooms. There have been multiple additions to

the main building over the years, but it has remained rectangular in shape and is approximately 207-feet-long

by 145-feet-wide. It is unknown when the original gym and additions were built.
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1.1.1 Building Use

The gym is primarily used by the high school students. It is used to host sporting events and other after-

school activities.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Royal High School
Structural System Description

Structural Roof
The high gym roof consists of concrete t-beams. The low portions of the roof are

framed with wood joists and wood sheathing.

Structural Floor(s)
The single-story building appears to have a concrete slab-on-grade floor. It is

unknown if the floor is reinforced.

Foundations
Unknown, but based on site class and visual observations it is assumed

conventional foundations are in place.

Gravity System

The gym portion of the building appears to be framed with concrete t-beams

spanning to concrete columns with CMU infill walls. The lower portions of the

building are framed will wood joist roofs supported by glulam beams and CMU

walls.

Lateral System

The lateral system appears to be CMU infill shear walls at the upper gym portion

and CMU shear walls the lower areas. Existing drawings were not available to

verify systems and if reinforcing in the CMU is present.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Royal High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Unknown. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Royal Royal High School A Gymnasium
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Royal Royal High School A Gymnasium
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Assuming that 85% of the exterior wall length is designated a shear wall, shear stress is 62 psi which is less

than the 70 psi criteria.

Shear Stress

Check

Assuming that 85% of the exterior wall length is designated a shear wall, shear stress is 62 psi which is less

than the 70 psi criteria.

Transfer to Shear

Walls
Existing drawings were not available so the diaphragm connection to the masonry walls is unknown.

Concrete Columns Existing drawings were not available so the column to foundation connection is unknown.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Royal Royal High School A Gymnasium
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Royal Royal High School A Gymnasium
Unknown Item Description
HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
It was unknown if natural gas was present in the building and if there was a shutoff valve installed.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on limited visual observation, there did not appear to be masonry partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on limited visual observation, there did not appear to be masonry partitions in the building.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Based on limited access, it is unknown if there are suspended gypsum ceilings in the building.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Based on limited access, it is unknown how the lights are braced within the ceiling grid.
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Photos:

Figure 1-1. North end of building.

Figure 1-2. West side of the gymnasium with concrete columns, CMU infill walls, and a large vent.
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Figure 1-3. Main entrance.

Figure 1-4. Gymnasium with visible t-beams
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Figure 1-5. Wrestling room.

Figure 1-6. Locker room.
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Figure 1-7. Mechanical room/storage room.

Figure 1-8. Weight room.
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Figure 1-9. Piping anchored to wall.

Figure 1-10. Gymnasium with large mechanical unit mounted on wall.
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Royal, Royal High School, A Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Based on visual observation,

the building has a complete

load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

There are no buildings on

the site that are located close

to the gym.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

There are no interior

mezzanines located in the

building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This is a single-story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This is a single-story

building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
The walls are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This is a single-story

building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a single-story

building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is fairly

symmetrical; the center of

mass should be relatively

similar to the center of

rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
The site is classified as

Moderate Seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
The site is classified as

Moderate Seismicity.

Royal, Royal High School, A Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 28



17-26 Collapse Prevention Structural Checklist for Building Types C3 and C3a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than 2 shear

walls present in each

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec.5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Assuming that 85% of the

exterior wall length is

designated a shear wall,

shear stress is 62 psi which

is less than the 70 psi

criteria.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. Bays with

openings greater than 25% of the wall area shall

not be included in Aw of Eq. (4-8). (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Assuming that 85% of the

exterior wall length is

designated a shear wall,

shear stress is 62 psi which

is less than the 70 psi

criteria.

Infill Wall Connections

Masonry is in full contact with frame. (Tier 2:

Sec.5.5.3.5.1, 5.5.3.5.3; Commentary: Sec.

A.3.2.6.1)

X    

The joint between the CMU

infill and frame is fully

grouted.

Conncections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Shear Walls

Diaphragms are connected for transfer of loads

to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

Existing drawings were not

available so the diaphragm

connection to the masonry

walls is unknown.

Concrete Columns

All concrete columns are doweled into the

foundation with a minimum of four bars. (Tier 2:

Sec.5.7.3.1; Commentary: Sec. A.5.3.2)

   X

Existing drawings were not

available so the column to

foundation connection is

unknown.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  
The site is classified as

Moderate Seismicity.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  
The site is classified as

Moderate Seismicity.

Proportions

The height-to-thickness ratio of the unreinforced

infill walls at each story is less than 9. (Tier 2:

Sec.5.5.3.1.2; Commentary: Sec. A.3.2.6.2)

  X  
The site is classified as

Moderate Seismicity.

Cavity Walls

The infill walls are not of cavity construction.

(Tier 2: Sec.5.5.3.5.2; Commentary: Sec.

A.3.2.6.3)

  X  
The site is classified as

Moderate Seismicity.

Infill Walls

The infill walls are continuous to the soffits of

the frame beams and to the columns to either

side. (Tier 2: Sec.5.5.3.5.3; Commentary: Sec.

A.3.2.6.4)

  X  
The site is classified as

Moderate Seismicity.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1)

  X  
The site is classified as

Moderate Seismicity.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
The site is classified as

Moderate Seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec.5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
The site is classified as

Moderate Seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
The site is classified as

Moderate Seismicity.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The site is classified as

Moderate Seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

  X  
The site is classified as

Moderate Seismicity.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X  
The site is classified as

Moderate Seismicity.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

  X  
The site is classified as

Moderate Seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  
The site is classified as

Moderate Seismicity.

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec.5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
The site is classified as

Moderate Seismicity.
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Royal, Royal High School, A Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

There did not appear to be

a fire suppression system

in the building.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  

There did not appear to be

a fire suppression system

in the building.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

Based on staff comments,

there is no generator to

provide emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
This is a single-story

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  

There did not appear to be

a fire suppression system

in the building.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

X    

Exit signs appeared to be

adequately anchored to the

walls.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

There did not appear to be

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

There did not appear to be

hazardous materials stored

in the building.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

There did not appear to be

hazardous materials in the

building.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It was unknown if natural

gas was present in the

building and if there was a

shutoff valve installed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

There did not appear to be

hazardous materials in the

building.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on limited visual

observation, there did not

appear to be masonry

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on limited visual

observation, there did not

appear to be masonry

partitions in the building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on construction type

and visual observation,

there did not appear to be

cementitious partitions in

the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  .

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no lath and

plaster ceilings in the

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on limited access, it

is unknown if there are

suspended gypsum ceilings

in the building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Based on limited access, it

is unknown how the lights

are braced within the

ceiling grid.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

There is no cladding

present on the building.

The building finish is

exposed CMU.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

The overhead glazing

panels have areas less than

16 ft2.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There is no masonry

veneer present on the

building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no URM

parapets on the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys on

the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a single story

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
There was no industrial

storage in the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
N/A due to LS- Moderate

not required.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  
N/A due to LS- Moderate

not required.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
N/A due to LS- Moderate

not required.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
N/A due to LS- Moderate

not required.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
N/A due to LS- Moderate

not required.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There are no elevators in

the building, it is single

story.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
N/A due to LS- Moderate

not required.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: B Main Building
Facility Name: Royal High School
District Name: Royal
ICOS Latitude: 46.912
ICOS Longitude: -119.628
ICOS
County/District ID: 13160

ICOS Building ID: 16484
ASCE 41 Bldg Type: RM1
Enrollment: 492
Gross Sq. Ft. : 28,636
Year Built: 1965
Number of Stories: 1
SXS BSE-2E: 0.344
SX1 BSE-2E: 0.200
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 391
Liquefaction
Potential: Bedrock

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Royal, Royal High School, B Main Building
1.1 Building Description

Royal High School is a single-story building. The building is located on a flat site on the northwest side of

Royal City. The building is rectangular in plan, approximately 415-feet-long by 70-feet-wide. The original

structure is framed with prefabricated wood roof trusses bearing on CMU exterior- and corridor walls. The

classroom addition on the west end of the building is framed with prefabricated wood trusses and wood

bearing walls. The building is north of the gymnasium, cafeteria, and administrative buildings.
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1.1.1 Building Use

The school is a 9-12 high school serving approximately 530 students and staff members. The school consists

of mainly classroom space and administrative areas.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Royal High School
Structural System Description
Structural Roof The roof consisted of wood trusses and wood sheathing.

Structural Floor(s) The building appears to have a slab-on-grade floor.

Foundations
Unknown, but based on site information the are most likely shallow

conventional foundations.

Gravity System

The gravity system appears to consist of prefabricated wood trusses bearing on

CMU bearing walls and wood stud walls. Existing drawings were not available

to verify systems.

Lateral System

The lateral system appears to be CMU shear walls (reinforcing unknown) and

wood framed shear walls on the west end. Existing drawings were not available

to verify systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Royal High School
Structural System Description
Structural Roof No visible signs of corrosion, damage or deterioration.

Structural Floor(s) No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System No visible signs of corrosion, damage or deterioration.

Lateral System Unknown. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Royal Royal High School B Main Building
Deficiency Description

Royal, Royal High School, B Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project

The Tier 1 seismic evaluation performed for this school building could not confirm structural seismic deficiencies due to limited access for 
visual observation and/or lack of existing drawings available for review.  Please refer to the next page of this report for the list of structural 
items marked as “unknown” and commentary indicating the need for further investigation or the likelihood of compliance or non-
compliance based on the age of construction. 

3 of 27



1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Royal Royal High School B Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Due to lack of existing drawings the shearwall lengths are unknown but based on visual observation, there is

adequate wall length to maintain a shear stress of less than 70 psi.

Reinforcing Steel Existing drawings were not available so the reinforcing in the walls is unknown.

Wall Anchorage Diaphragm connections to the CMU were not visible and existing drawings for the structure were not available.

Wood Ledgers Ledger connections to the CMU were not visible and existing drawings for the structure were not available.

Transfer to Shear

Walls
Connections for the the building were not visible to verify and existing drawings were not available.

Foundation

Dowels
Foundation dowels were not visible and existing drawings for the structure were not available.

Girder-Column

Connection

It is unknown if there are any girders in this building. Based on visual observation, connections were not

present and existing drawings for the structure were not available.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Royal Royal High School B Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

There were a few bookshelves that were not anchored to the walls or each other.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Royal Royal High School B Main Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Due to limited visual access, it is unknown if flexible couplers were used throughout the system.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at ceiling penetrations.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on limited access and that existing drawings are not available, it is unknown if there are

unreinforced masonry partitions located in the building.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on limited access and that existing drawings are not available, it is unknown how the tops of

the masonry partitions are braced.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Based on limited access, ceiling bracing is unknown.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Based on limited access, it is unknown how the lights are braced within the ceiling grid.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Existing drawings were not available, therefore the anchor attachment is unknown.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Existing drawings were not available, therefore the anchor attachment is unknown.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Existing drawings were not available, therefore the anchor attachment is unknown.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Existing drawings were not available, therefore the anchor attachment is unknown.

Royal, Royal High School, B Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 27



Photos:

Figure 1-1. Mechanical room with ducting and pipework visible.

Figure 1-2. Fire line at wall.
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Figure 1-3. Pipe penetrating slab-on-grade.

Figure 1-4. Computer lab.
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Figure 1-5. Shelving and storage cabinets in a classroom.

Figure 1-6. CMU corridor wall at construction joint.
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Figure 1-7. Southwest exterior wall.

Figure 1-8. Typical classroom.
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Royal, Royal High School, B Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Based on visual observation,

the building has a complete

load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The nearest building is

located approximately 20

feet away at the closest

point.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

There are no interior

mezzanines located in the

building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This is a single-story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This is a single-story

building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
The walls are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This is a single-story

building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a single-story

building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is fairly

symmetrical; the center of

mass should be relatively

similar to the center of

rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
The site is classified as

Moderate Seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
The site is classified as

Moderate Seismicity.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than 2 shear

walls present in each

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Due to lack of existing

drawings the shearwall

lengths are unknown but

based on visual observation,

there is adequate wall length

to maintain a shear stress of

less than 70 psi.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Existing drawings were not

available so the reinforcing

in the walls is unknown.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
There are no stiff

diaphragms in this building.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Diaphragm connections to

the CMU were not visible

and existing drawings for the

structure were not available.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Ledger connections to the

CMU were not visible and

existing drawings for the

structure were not available.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Connections for the the

building were not visible to

verify and existing drawings

were not available.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

There are no concrete

topping slabs in this

building.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Foundation dowels were not

visible and existing

drawings for the structure

were not available.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

It is unknown if there are

any girders in this building.

Based on visual observation,

connections were not present

and existing drawings for the

structure were not available.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
The site is classified as

Moderate Seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
The site is classified as

Moderate Seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
The site is classified as

Moderate Seismicity.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
The site is classified as

Moderate Seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
The site is classified as

Moderate Seismicity.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The site is classified as

Moderate Seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
The site is classified as

Moderate Seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
The site is classified as

Moderate Seismicity.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
The site is classified as

Moderate Seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
The site is classified as

Moderate Seismicity.
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Royal, Royal High School, B Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X    
Braces were installed at the

fire suppression piping.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Due to limited visual

access, it is unknown if

flexible couplers were used

throughout the system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

Based on staff comments,

there are no generators that

power the building in case

of an emergency.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

There are no stairs present.

This is a single-story

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

present at ceiling

penetrations.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on staff comments,

there is no equipment that

contains hazardous

materials in this building.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in this building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on limited access

and that existing drawings

are not available, it is

unknown if there are

unreinforced masonry

partitions located in the

building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on limited access

and that existing drawings

are not available, it is

unknown how the tops of

the masonry partitions are

braced.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
There are no cementitious

partitions in this building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no lath and

plaster ceilings in the

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on limited access,

ceiling bracing is

unknown.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Based on limited access, it

is unknown how the lights

are braced within the

ceiling grid.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The exterior of the

building is clad in EIFS

and brick wainscoting.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There is no overhead

glazing greater than 16 ft2

in this building.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Existing drawings were not

available, therefore the

anchor attachment is

unknown.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
This is a single story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Existing drawings were not

available, therefore the

anchor attachment is

unknown.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

Existing drawings were not

available, therefore the

anchor attachment is

unknown.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There are no steel stud

walls in this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Existing drawings were not

available, therefore the

anchor attachment is

unknown.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no URM

parapets on the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys in

the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There are no stairs in the

building. It is a single-

story building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There was no industrial

storage area in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

There were a few

bookshelves that were not

anchored to the walls or

each other.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

All fall prone contents

appeared to be adequately

restrained.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS- not

required for moderate

seismic zones.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS- not

required for moderate

seismic zones.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS- not

required for moderate

seismic zones.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There are no elevators in

the building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS- not

required for moderate

seismic zones.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Royal Middle School
District Name: Royal
ICOS Latitude: 46.91117
ICOS Longitude: -119.627
ICOS
County/District ID: 13160

ICOS Building ID: 12746
ASCE 41 Bldg Type: RM1
Enrollment: 248
Gross Sq. Ft. :
Year Built: 1991
Number of Stories:
SXS BSE-2E: 0.344
SX1 BSE-2E: 0.200
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 391
Liquefaction
Potential: Bedrock

Tsunami Risk:
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Royal, Royal Middle School, Main Building
1.1 Building Description

The Royal Middle School is a single-story building. The building is located on a flat site on the northwest

side of Royal City. The building is L-shaped in plan, approximately 280-feet-long by 145-feet-wide at the

widest point. The original structure is framed with flat wood roof joists spanning between glulam girder-

beams, with CMU exterior- and corridor walls. The building was originally completed in 1991, with a

renovation in the late 1990’s. During the renovation, a new prefabricated wood truss roof was installed over

the existing roof framing, creating a mechanical mezzanine space above the existing flat wood roof.
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1.1.1 Building Use

The school is a 7th and 8th grade middle school serving approximately 250 students and 20 staff members.

The school houses classroom space, a multi-purpose room, a gymnasium, and administrative offices.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Royal Middle School
Structural System Description
Structural Roof The roof consists of wood trusses and wood sheathing.

Structural Floor(s)

The single-story building appears to have a concrete slab-on-grade floor. The

mechanical mezzanine was framed with wood joists bearing on glulam beams

and CMU walls.

Foundations
The foundations are unknown but appear to be conventional concrete

foundations.

Gravity System
The gravity system consists of prefabricated wood trusses bearing on CMU

corridor- and exterior walls.

Lateral System

The lateral system appears to be CMU shear walls (reinforcing unknown) and

wood-framed shear walls on the west end. Existing drawings were not available

to verify systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Royal Middle School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration

Lateral System Unknown. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Royal Royal Middle School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Royal Royal Middle School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel Existing drawings were not available so the reinforcing in the walls is unknown.

Wall Anchorage Diaphragm connections to the CMU were not visible and existing drawings for the structure were not available.

Wood Ledgers Ledger connections to the CMU were not visible and existing drawings for the structure were not available.

Transfer to Shear

Walls
Connections for the the building were not visible to verify and existing drawings were not available.

Foundation

Dowels

Foundation dowels were not visible and existing drawings for the structure were not available, but assumed to

be compliant based on age of the building.

Girder-Column

Connection
Connections were not visible to verify and existing drawings for the structure were not available.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Royal Royal Middle School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Royal Royal Middle School Main Building
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons provided at penetrations through ceilings.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the walls were not visible, unable to verify if bracing is present.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the walls were not visible, unable to verify if bracing is present.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Due to limited visibility, it is unknown if the gypsum ceilings are suspended and how they are

braced.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Due to limited access, the bracing of the light fixtures is unknown.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
The mechancial systems are located in the attic and not visible.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
The mechancial systems are located in the attic and not visible.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

The mechancial systems are located in the attic and not visible.
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Figure 1-1. North exterior wall.

Figure 1-2. Gymnasium.
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Figure 1-3. Main school entrance.

Figure 1-4. Computer lab with pendant lighting. The beam visible is a glulam beam-girder.
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Figure 1-5. Plaque showing the completion date of the original building.

Figure 1-6. Classroom with tall storage cabinets.
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Figure 1-7. View of exterior column at main entrance.

Figure 1-8. Corridor with lockers.
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Royal, Royal Middle School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Based on visual observation,

the building has a complete

load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
There are no buildings

around the middle school.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

There are no interior

mezzanines located in the

building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This is a single-story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This is a single-story

building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
The walls are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This is a single-story

building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a single-story

building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is fairly

symmetrical; the center of

mass should be relatively

similar to the center of

rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

base/height of the building

(1.33) is greater that .6Sa

(0.572) so overturning

should not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

since the site is categorized

as Site Class D, the

foundations are considered

restrained by the soils.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than two

shear walls present in each

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Assuming that 30% of the

exterior wall length is

designated a shear wall,

shear stress is 32 psi which

is less than the 70 psi

criteria.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Existing drawings were not

available so the reinforcing

in the walls is unknown.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
There are no stiff

diaphragms in this building.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Diaphragm connections to

the CMU were not visible

and existing drawings for the

structure were not available.

Royal, Royal Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 27



Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Ledger connections to the

CMU were not visible and

existing drawings for the

structure were not available.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Connections for the the

building were not visible to

verify and existing drawings

were not available.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

There are no concrete

topping slabs in this

building.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Foundation dowels were not

visible and existing

drawings for the structure

were not available, but

assumed to be compliant

based on age of the building.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Connections were not visible

to verify and existing

drawings for the structure

were not available.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

based on exterior roof

layout, there are no openings

in the diaphragms that

exceed 25% of the wall

length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to

Moderate seismicity. Also,

based on exterior roof

layout, there are no openings

in the diaphragms that

exceed 8-feet long.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicity. In

addition, diaphragm cross

ties could not be verified.
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Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

based on exterior roof layout

there are no openings in the

diaphragms that exceed 25%

of the wall length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to

Moderate seismicity. Also,

based on exterior roof layout

there are no openings in the

diaphragms that exceed 8'

long.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity. Also, it

is unknown if the roof is

straight-sheathed, but based

on the age and construction

type is is assumed that is is

not. The largest diaphragm

ratio is 1.62:1, which

complies regardless.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to

Moderate seismicity. Also, it

is unknown if the roof is

sheathed with wood

structural panels but based

on the age and construction

type, it is assumed that is it.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicity. Also,

due to lack of existing

drawings, it is unknown how

the roof is sheathed and if

there are interior shear walls

to verify if diaphragms span

less than 40 feet.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Not applicable due to

Moderate seismicity. Also,

the roof diaphragms appear

to be wood based on field

observations.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

limited visible connections

were present to determine

connectivity and stiffness.
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Royal, Royal Middle School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

There is no fire

suppression system in this

building.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

This is a single-story

building, there are no stairs

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

provided at penetrations

through ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the walls were

not visible, unable to

verify if bracing is present.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the walls were

not visible, unable to

verify if bracing is present.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no

cementitious partitions in

this building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There were no lath and

plaster ceilings in this

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Due to limited visibility, it

is unknown if the gypsum

ceilings are suspended and

how they are braced.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Due to limited access, the

bracing of the light fixtures

is unknown.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

There is no cladding on

this building. The exterior

walls are exposed CMU.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There is no overhead

glazing present in the

building.

Royal, Royal Middle School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 27



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There is no masonry

veneer located on this

building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets on this

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

this building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on this building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on this building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys in

this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There are no stairs in this

building. It is a single story

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There was no industrial

storage areas located in

this building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

All bookshelves that were

checked where anchored to

the wall with a screwed

attachment.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

All overhead equipment,

such as TV's, were

anchored with appropriate

hardware.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

The mechancial systems

are located in the attic and

not visible.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

The mechancial systems

are located in the attic and

not visible.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

The mechancial systems

are located in the attic and

not visible.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There are no elevators in

this building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Admin/RR Building
Facility Name: Shaw Island School
District Name: Shaw Island
ICOS Latitude: 48.572
ICOS Longitude: -122.962
ICOS
County/District ID: 28010

ICOS Building ID: 17116
ASCE 41 Bldg Type: W2
Enrollment: 16
Gross Sq. Ft. : 1,096
Year Built: 1952
Number of Stories: 1
SXS BSE-2E: 0.796
SX1 BSE-2E: 0.324
ASCE 41 Level of
Seismicity: High

Site Class: B
VS30(m/s): 1674
Liquefaction
Potential: bedrock

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Shaw Island, Shaw Island School, Admin/RR Building
1.1 Building Description

The Administration Building at the Shaw Island is a one-story 1096 square foot building built in 1952. The

building is of wood frame construction with wood interior and exterior walls and a wood framed roof. The

building is founded on conventional spread footings. The building has a cedar shake roof that is supported

by 1X framing members that are gapped and span to the wood roof framing, this limits that ability of the roof

structure to function as a roof diaphragms.
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1.1.1 Building Use

The building is used for the district and school administration.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Shaw Island School
Structural System Description

Structural Roof

The roof system is comprised of cedar shake roofing supported by 1x wood

members spanning between the roof framing members. The roof framing

members are typically supported by exterior wood bearing walls. The

construction of the roof does not provide consistent roof diaphragm to resist

lateral loads.

Structural Floor(s) The floor system of the building is 4" slab on grade.

Foundations The building is supported by perimeter concrete strip foundations.

Gravity System
Wood framed roof and floor system supported by exterior wood framed bearing

walls on concrete strip foundations.

Lateral System

The buildings lateral system is comprised of a wood-framed roof with a flexible

roof diaphragm that spans between the exterior wood shear walls. The wood

framed roof is constructed of cedar shingles over 1x framing that runs transverse

to the main roof joists. The 1x wood framing that supports the shingles is gaped

and thus will provide limited lateral stiffness and capacity.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Shaw Island School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Shaw Island Shaw Island School Admin/RR Building
Deficiency Description
Shear Stress

Check

Non compliant in the transverse direction. Further investigation should be performed. Lateral system

strengthening or addition of new shear walls may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls

It does not appear that all of the shear walls meet the aspect ratio requirement. Further investigation should be

performed. Lateral system strengthening or additional shear walls may be appropriate to mitigate seismic risk.

Straight Sheathing

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Spans

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Shaw Island Shaw Island School Admin/RR Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Openings
It is unknown how openings are configured. Further investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Wood Posts
Connection between wood posts and foundation unknown. Further investigation should be performed.

Additional anchoring may be appropriate to mitigate seismic risk.

Wood Sills
It is unknown if sills are bolted to the foundation. Further investigation should be performed. Additional

anchoring may be appropriate to mitigate seismic risk.

Wood Sill Bolts
Details of sill connection is unknown. Further invetigation should be performed. Additional sill bolts may be

appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Shaw Island Shaw Island School Admin/RR Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Shaw Island Shaw Island School Admin/RR Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Figure 1-1. Building exterior showing outside flag pole and covered walkway.

Shaw Island, Shaw Island School, Admin/RR Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 30



Figure 1-2. Building exterior showing exterior awning and walkway.
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Figure 1-3. Building exterior.
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Figure 1-4. Building interior.
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Figure 1-5. Under side of roof, note the 1X framing members that support the shingles above and that these
members are gapped.
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Shaw Island, Shaw Island School, Admin/RR Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

It does not appear that there

are any immediately

adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class B.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Non compliant in the

transverse direction. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  Single story building.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  Single story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

It does not appear that all of

the shear walls meet the

aspect ratio requirement.

Further investigation should

be performed. Lateral

system strengthening or

additional shear walls may

be appropriate to mitigate

seismic risk.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single story building.
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

It is unknown how openings

are configured. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Connection between wood

posts and foundation

unknown. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

It is unknown if sills are

bolted to the foundation.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X  

Building does not appear to

have girder-column

connections.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Details of sill connection is

unknown. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms
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EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Shaw Island, Shaw Island School, Admin/RR Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

It does not appear that the

partitions consists of

cementitious material.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a masonry veneer.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs and

other ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Intermediate Classroom
Building

Facility Name: Shaw Island School
District Name: Shaw Island
ICOS Latitude: 48.572
ICOS Longitude: -122.962
ICOS
County/District ID: 28010

ICOS Building ID: 18914
ASCE 41 Bldg Type: W2
Enrollment: 16
Gross Sq. Ft. : 1,009
Year Built: 1992
Number of Stories: 1
SXS BSE-2E: 0.796
SX1 BSE-2E: 0.324
ASCE 41 Level of
Seismicity: High

Site Class: B
VS30(m/s): 1674
Liquefaction

Potential:
bedrock

Tsunami Risk: Extremely Low
Structural Drawings
Available: Yes

Evaluating Firm: Reidmiddleton

1. Shaw Island, Shaw Island School, Intermediate Classroom Building
1.1 Building Description

The Intermediate Building at the Shaw Island is a one-story 1,009 square foot building built in 1992. The

building is of wood frame construction with wood interior and exterior walls and a wood framed roof. The

building is founded on conventional spread footings. The building has a cedar shake roof that is supported

by 1x framing members that are gapped and span to the wood trusses, this limits that ability of the roof

structure to function as a roof diaphragm.
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1.1.1 Building Use

The building functions as an intermediate classroom and kitchen for the Shaw Island School District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Shaw Island School
Structural System Description

Structural Roof

The roof system is comprised of cedar shake roofing supported by 1x wood

members spanning between the roof trusses. The roof framing members are

typically supported by exterior wood bearing walls. The construction of the roof

does not provide consistent roof diaphragm to resist lateral loads.

Structural Floor(s)
The floor system is constructed of 3/4" plywood over TJI floor joists and is

supported by wood framed bearing walls.

Foundations
The building perimeter foundations are concrete wall foundation elements, the

interior of the building is supported by a concrete strip foundation.

Gravity System
Wood framed roof and floor system supported by exterior wood framed bearing

walls on concrete strip foundations.

Lateral System

The building's lateral system is comprised of a wood framed roof with a flexible

roof diaphragm that spans between the exterior wood shear walls. The first floor

is a wood framed floor over a crawl space, the flexible floor diaphragm spans to

the perimeter wood shear walls in both the transverse and longitudinal directions

of the building. The wood framed roof is constructed of cedar shingles over 1x

framing that runs transverse to the main roof joist, the 1x wood framing that

supports the shingles is gaped and thus will provide limited lateral stiffness and

capacity.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Shaw Island School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition

Gravity System No visible signs of damage or deterioration.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Shaw Island Shaw Island School Intermediate Classroom Building
Deficiency Description

Adjacent

Buildings

There is an existing covered walk way that is connected to the building to the adjacent buildings. Further

investigation should be performed. Increasing clear distance between buildings or tying seismic joints together

may be appropriate to mitigate seismic risk.

Straight Sheathing

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Spans

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Shaw Island Shaw Island School Intermediate Classroom
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Openings
It is unknown how openings are configured. Further investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Shaw Island Shaw Island School Intermediate Classroom Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Shaw Island Shaw Island School Intermediate Classroom
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Shaw Island, Shaw Island School, Intermediate Classroom Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 29



Photos:

Figure 1-1. Building exterior
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Figure 1-2. Building exterior, note the entrance to the partial basement and crawl space.
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Figure 1-3. Building exterior
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Figure 1-4. Building crawl space
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Figure 1-5. Building interior

Shaw Island, Shaw Island School, Intermediate Classroom Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 29



Shaw Island, Shaw Island School, Intermediate Classroom Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There is an existing covered

walk way that is connected

to the building to the

adjacent buildings. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This building is a one story

building and is not

applicable to this section.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This building is a one story

building and is not

applicable to this section.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This building is a one story

building and is not

applicable to this section.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class B.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

It appears that there is a

sufficient amount of shear

walls to meet the quick

check requirements.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

X    
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

X    
Floors are tied to perimeter

concrete foundation walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

It is unknown how openings

are configured. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

  X  It does not appear that

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X  

Building does not appear to

have girder-column

connections.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    
It appears that the sill bolt

spacing is adequate.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X    
It appears that chord

elements are continuous.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Shaw Island, Shaw Island School, Intermediate Classroom Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

It does not appear that the

partitions consists of

cementitious material.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There does not appear to

be any glazing panels that

meet the area criteria.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs and

other ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Primary Classroom Building
Facility Name: Shaw Island School
District Name: Shaw Island
ICOS Latitude: 48.572
ICOS Longitude: -122.962
ICOS
County/District ID: 28010

ICOS Building ID: 16507
ASCE 41 Bldg Type: W2
Enrollment: 16
Gross Sq. Ft. : 892
Year Built: 1902
Number of Stories: 1
SXS BSE-2E: 0.796
SX1 BSE-2E: 0.324
ASCE 41 Level of
Seismicity: High

Site Class: B
VS30(m/s): 1674
Liquefaction
Potential: Bed rock

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Shaw Island, Shaw Island School, Primary Classroom Building
1.1 Building Description

The Primary Building at the Shaw Island is a one-story 892 square foot building built in 1902. The building

is of wood frame construction with wood interior and exterior walls and a wood framed roof. The building is

founded on conventional spread footings. The building has a cedar shake roof that is supported by 1x

framing members that are gapped and span to the wood roof framing, this limits that ability of the roof

structure to function as a roof diaphragms.
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1.1.1 Building Use

The building serves as the primary level instructional building for the Shaw Island School District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Shaw Island School
Structural System Description

Structural Roof

The roof system is comprised of cedar shake roofing supported by 1x wood

members spanning between the roof framing members. The roof framing

members are typically supported by exterior wood bearing walls. The

construction of the roof does not provide consistent roof diaphragm to resist

lateral loads.

Structural Floor(s)
Wood framed floor system with wood joists supported by wood beams, posts

and exterior bearing walls.

Foundations
Concrete wall foundations at the building perimeter and interior concrete spread

footings.

Gravity System
Wood framed roof and floor system supported by exterior wood framed bearing

walls on concrete strip foundations.

Lateral System

The buildings lateral system is comprised of a wood framed roof with a flexible

roof diaphragm that spans between the exterior wood shear walls. The first floor

is a wood framed floor over a crawl space, the flexible floor diaphragm spans to

the perimeter wood shear walls in both the transverse and longitudinal directions

of the building. The wood framed roof is constructed of cedar shingles over 1x

framing that runs transverse to the main roof joist, the 1x wood framing that

supports the shingles is gaped and thus will provide limited lateral stiffness and

capacity.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Shaw Island School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) No visible signs of damage or deterioration.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition

Gravity System The gravity framing system shows not signs of obvious deterioration.

Lateral System The lateral framing system shows not signs of obvious deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Shaw Island Shaw Island School Primary Classroom Building
Deficiency Description

Adjacent

Buildings

There is an existing covered walk way that is connected to the building to the adjacent buildings. Further

investigation should be performed. Increasing clear distance between buildings or tying seismic joints together

may be appropriate to mitigate seismic risk.

Shear Stress

Check

Noncompliant in the transverse direction of the building. Straight sheathing assumed based on vintage of

building. Further investigation should be performed. Lateral system strengthening or addition of new shear

walls may be appropriate to mitigate seismic risk.

Narrow Wood

Shear Walls
Exterior end wall is non compliant.

Wood Posts
Wood posts in the crawl space do not have connections at the base. Further investigation should be performed.

Additional anchoring may be appropriate to mitigate seismic risk.

Girder-Column

Connection

It does not appear that this item is compliant. Further investigation may be appropriate to determine the

configuration of the wood framing. Additional connection hardware between girders and column supports may

be appropriate to mitigate seismic risk.

Spans

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Roof is constructed of cedar shingles over 1X framing members that are gapped and do not provide a true

diaphragm. Further investigation should be performed. Diaphragm reinforcement may be appropriate to

mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Shaw Island Shaw Island School Primary Classroom Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Openings
It is unknown how openings are configured. Further investigation should be completed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Wood Sills
Sill bolts could not be observed. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.

Wood Sill Bolts
Sill bolts could not be observed. Further invetigation should be performed. Additional sill bolts may be

appropriate to mitigate seismic risk.

Roof Chord

Continuity

It is unknown if diaphragm chords are continuous. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Shaw Island Shaw Island School Primary Classroom Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Shaw Island Shaw Island School Primary Classroom
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Bracing and anchoring of piping may be

appropriate to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if the structure contains natural gas or other hazardous materials. Further

investigation of mechanical piping should be performed. Providing shutoff valves may be

appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unknown whether the building has hazardous materials. There may be gas lines present. Further

investigation of mechanical piping should be performed. Flexible coupling for piping and

ductwork may be appropriate to mitigate seismic risk.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

It is unknown if the building has a lath and plaster ceiling. It is unlikely that the ceiling is braced

for seismic forces. Further investigation should be performed. Bracing for ceilings may be

appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unknown if the building has a gypsum board ceiling. It is unlikely that the ceiling is braced for

seismic forces. Further investigation should be performed. Bracing for ceilings may be appropriate

to mitigate seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Glazing information is unknown. Based on the age of the building, it is likely that the glazing on

the windows are laminated or detailed to remain in the frame. Many individual panes are likely to

be below this threshold. Further investigation should be completed. Replacing applicable glazing

planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.
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Figure 1-1. Building exterior
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Figure 1-2. Building exterior
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Figure 1-3. Building exterior showing covered walkway
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Figure 1-4. Building exterior, entrance to partial basement and crawl space
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Figure 1-5. Building crawl space, note that plywood has been installed at the perimeter basement walls and that
the plywood is attached to the wood framing with staples.
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Figure 1-6. Building interior classroom.
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Shaw Island, Shaw Island School, Primary Classroom Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

The structure appears to

have a well defined load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There is an existing covered

walk way that is connected

to the building to the

adjacent buildings. Further

investigation should be

performed. Increasing clear

distance between buildings

or tying seismic joints

together may be appropriate

to mitigate seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This building is a one story

building and is not

applicable to this section.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This building is a one story

building and is not

applicable to this section.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This building is a one story

building and is not

applicable to this section.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class B.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Noncompliant in the

transverse direction of the

building. Straight sheathing

assumed based on vintage of

building. Further

investigation should be

performed. Lateral system

strengthening or addition of

new shear walls may be

appropriate to mitigate

seismic risk.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   
Exterior end wall is non

compliant.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  

This building is a one story

building and is not

applicable to this section.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

X    
The site appears to be

generally flat.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

X    
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X

It is unknown how openings

are configured. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

 X   

Wood posts in the crawl

space do not have

connections at the base.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

Sill bolts could not be

observed. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

It does not appear that this

item is compliant. Further

investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Sill bolts could not be

observed. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.
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Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

It is unknown if diaphragm

chords are continuous.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    

It appears that the diaphragm

meets the aspect ratio

requirement.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Roof is constructed of cedar

shingles over 1X framing

members that are gapped

and do not provide a true

diaphragm. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Shaw Island, Shaw Island School, Primary Classroom Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Bracing and

anchoring of piping may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if the

structure contains natural

gas or other hazardous

materials. Further

investigation of

mechanical piping should

be performed. Providing

shutoff valves may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Unknown whether the

building has hazardous

materials. There may be

gas lines present. Further

investigation of

mechanical piping should

be performed. Flexible

coupling for piping and

ductwork may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

The building does not

appear to contain seismic

joints, isolation planes, or

independent structures.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Partitions do not appear to

consist of unreinforced

masonry or hollow-clay

tile.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  
Does not appear that there

are heavy partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

It does not appear that the

partitions consists of

cementitious material.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a lath and

plaster ceiling. It is

unlikely that the ceiling is

braced for seismic forces.

Further investigation

should be performed.

Bracing for ceilings may

be appropriate to mitigate

seismic risk.
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C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unknown if the

building has a gypsum

board ceiling. It is unlikely

that the ceiling is braced

for seismic forces. Further

investigation should be

performed. Bracing for

ceilings may be

appropriate to mitigate

seismic risk.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing information is

unknown. Based on the

age of the building, it is

likely that the glazing on

the windows are laminated

or detailed to remain in the

frame. Many individual

panes are likely to be

below this threshold.

Further investigation

should be completed.

Replacing applicable

glazing planes may be

appropriate to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a masonry veneer.
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no unreinforced

masonry parapets.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm and framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs and

other ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
There are no masonry

chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

Shaw Island, Shaw Island School, Primary Classroom Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 31



CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Skykomish School
District Name: Skykomish
ICOS Latitude: 47.709
ICOS Longitude: -121.362
ICOS
County/District ID: 17404

ICOS Building ID: 21304
ASCE 41 Bldg Type: C2
Enrollment: 16
Gross Sq. Ft. : 39,433
Year Built: 1938
Number of Stories: 3
SXS BSE-2E: 0.816
SX1 BSE-2E: 0.461
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 347
Liquefaction
Potential: Moderate to High

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: Reid Middleton, Inc.

1. Skykomish, Skykomish School, Main Building
1.1 Building Description

The Skykomish School is a three-story building of concrete and wood frame construction that was built in

1938. The elevated floor and roof framing systems are wood framing consisting of shiplap sheathing over

dimensional lumber joists and heavy timber girders and posts. The ground floor is a concrete slab on grade.

The exterior walls of the building are concrete bearing walls, 14 - 16 inches thick, that also act as shear walls

for the lateral force resisting system. The floor and roof framing likely rely on select interior wood framed

walls for bearing. The Northern and Southern sides of the school have larger concrete wall piers while the

Eastern and Western walls consist of shorter concrete wall piers with bands of windows on all three stories.

Existing architectural and structural drawings are not available, however it is assumed that this building is

founded on conventional spread footings.
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1.1.1 Building Use

This building holds most, if not all the services need to operate this K-12 school. The ground floor consists

of locker rooms, weight rooms, classrooms, shop areas, and electrical and mechanical spaces. The first

elevated floor (referred to as the First Floor) consists of administrative and classroom spaces, and the

gymnasium/auditorium for the school and the community. The second floor is primarily used for classroom

and library spaces.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Skykomish School
Structural System Description

Structural Roof

Existing drawings were not available, however based on site observations, the

roof over the classrooms spaces are assumed to be wood framing similar to the

floors below with shiplap sheathing over dimensional joists and heavy timber

girders spanning to exterior concrete bearing walls and heavy timber posts. The

roof over the gym /auditorium is framed with structural steel trusses at

approximately 10 feet on center that are supported by two steel girder trusses

that clear span the gym/auditorium in the east-west direction.

Structural Floor(s)

The floor framing of the 1st floor gym was exposed from the wood shop area in

the ground floor, and consisted of diagonal shiplap over 2x joists at 16 inches on

center supported by 9x14 heavy timber beams and 9x9 timber posts. The floor

framing for the rest of the 1st and 2nd floors could not be observed due to

existing lath and plaster ceiling finishes, however in talking to maintenance staff,

is of similar dimensional lumber and heavy timber construction. The elevated

floor above the boiler room is a concrete slab supported by concrete girders. The

gymnasium/auditorium is a 2-story tall space at the south east corner of the

building which means the the uppermost 2nd floor has a large opening in the

south east corner.

Foundations
Existing architectural and structural drawings are not available, however it is

assumed that this building is founded on conventional spread footings.

Gravity System

The gravity system consists of wood framed roof and floors, and a steel framed

roof over the gym/auditorium supported by the exterior concrete walls, interior

heavy timber posts, and interior wood framed and concrete bearing walls. The

exterior concrete bearing walls are 14-16 inches thick with reveals around the

window openings.

Lateral System

The lateral system primarily consists shiplap diaphragms and exterior concrete

shear walls. Interior concrete shear walls also occur on the ground floor that is

the east wall of the boiler room and music room, and possible the north wall of

the ground floor boys bathroom. 

The northern and southern exterior concrete shear walls appear to have longer

wall lengths while the eastern and western exterior walls have shorter wall piers

with more window openings.

1.1.3 Structural System Visual Condition
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Table 1.1-2. Structural System Condition Description of Skykomish School
Structural System Description

Structural Roof
The structural condition of the roof is fair, with no visible signs of corrosion,

damage or deterioration.

Structural Floor(s)

While most of the structural floors were not observable due to existing ceiling

and wall finishes, the heavy timber beams in the ground floor wood shop (room

B40) appear to show minor separation from the bearing walls and have long

longitudinal cracks that should be investigated further. Various heavy timber 9x9

wood posts in the same room on the ground floor also appear to show

longitudinal cracks. The structural floors for the rest of the building, appeared to

be in fair condition with no visible signs for deterioration.

Foundations
The foundation was not visible; however, we did not observe any signs of

significant differential settlement.

Gravity System
The gravity system condition is fair, with no visible signs of deterioration or

settlement.

Lateral System
The lateral system condition is fair from with no visible signs of deterioration or

cracks in the exterior shear walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Skykomish Skykomish School Main Building
Deficiency Description

Load Path

Existing drawings of the original construction are not available for review. Also connections of the diaphragms

to the shear walls, floor and roof framing to bearing walls and columns, and shear walls to the foundation are

not visible. Based on vintage of construction, load path is likely non-compliant.

Mezzanines

The framing for the mezzanine seating in the gymnasium is hung from the roof framing above. Connections of

the mezzanine framing to the walls of the gym were not visible and due to the vintage of construction, are

assumed to be noncompliant for seismic bracing and anchorage.

Weak Story

On the eastern side of the south exterior wall of the building, there is almost double the amount of window

openings in the ground floor level of wall compared to the 1st and 2nd floor level portion of wall. The 1st and

2nd floor portion of wall has a long length of continuous shear wall which is a lot stronger and stiffer than the

level of shear wall below it. Further analysis and investigation is recommended to determine seismic behavior

due to this weak story deficiency.

Soft Story

On the eastern side of the south exterior wall of the building, there is almost double the amount of window

openings in the ground floor level of wall compared to the 1st and 2nd floor level portion of wall. The 1st and

2nd floor portion of wall has a long length of continuous shear wall which is a lot stronger and stiffer than the

level of shear wall below it. Further analysis and investigation is recommended to determine seismic behavior

due to this soft story deficiency.

Vertical

Irregularities

The building consists of an out-of-plane setback that is not continuous to the foundation. Further investigation

should be performed. Additional vertical elements supporting the out-of-plane set back and added shear walls

continuous (stacked) to the foundation, may be appropriate to mitigate seismic risk.

Mass

The large opening in the second floor due to the 2-story space of the gym/auditorium is close to half of the

floor area. This should be further investigated to verify that that the mass irregularity due to large floor opening

does not lead to unexpected higher demands at the roof and the 2nd floor.

Torsion

The exterior shear wall support for the 1st floor and roof diaphragms is compliant for this torsion evaluation

statement. The large opening of the 2nd floor diaphragm however effectively severs the norther portion of the

2nd floor diaphragm from the south exterior shear wall. Further investigation should be performed to determine

if interior shear walls occur near the north wall of the gym to laterally brace the 2nd floor above. Additional

shear walls may be appropriate to mitigate seismic risk due to torsion.

Wall Anchorage

at Flexible

Diaphragms

Existing drawings of the original construction are not available and connections could not be observed due to

wall and ceiling finishes. Due to the vintage of the construction, it is unlikely that adequate out of plane wall

anchorage exists to tie the heavy concrete walls to the diaphragms.

Deflection

Compatibility

Based on vintage of construction, the secondary components such as non-ductile concrete columns or beams,

are likely non-compliant due to not having seismic detailing requirements at the time. Further analysis and

investigation is recommended to determine anticipated seismic drifts and the resulting shear demands on the

secondary vertical load carrying elements.

Openings at Shear

Walls

This statement is noncompliant at the opening in the 2nd floor diaphragm due 2-story gym/auditorium space

where the 2nd floor diaphragm connection to the east exterior and south exterior shear walls is greatly reduced.

This statement is compliant for the first floor and roof diaphragms.

Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm span lengths to the exterior concrete shear walls in each direction exceed 40 feet. Further

analysis recommended to determine existing sheathing type and seismic demands on the diaphragms.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Skykomish Skykomish School Main Building
Unknown Item Description

Liquefaction

Skykomish resides just south of the South Fork Skykomish River which increases the chance for liquefaction.

Moderate to high liquefaction potential is identified per ICOS based on state geologic mapping. Requires

further investigation by a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Ties Between

Foundation

Elements

Existing drawings are not available for review. However the footings may be tied together or restrained by the

existing ground floor slab on grade.

Reinforcing Steel

Existing drawings of the original construction are not available, therefore the presence or ratio of reinforcing

cannot be determined. Further investigation and radiographic scanning of exterior walls is recommended to

determine reinforcing size and location in the exterior walls.

Transfer to Shear

Walls

Existing drawings of the original construction are not available and connections could not be observed due to

wall and ceiling finishes. Further investigation of the existing ledger connections to the exterior concrete walls

is recommended.

Foundation

Dowels

Existing drawings of the original construction are not available. Further investigation and radiographic

scanning of exterior walls is recommended to determine if foundation dowels exist and extend into the concrete

shear walls and wall piers.

Flat Slabs
There is one elevated concrete slab with concrete beams above the boiler room on the Northwestern portion of

the building that should be investigated whether or not there is continuous bottom steel through the columns.

Cross Ties

Existing drawings of the original construction are not available and connections could not be observed due to

wall and ceiling finishes. Due to the vintage of the construction, it is unlikely continuous cross ties exist

between the diaphragm chords (i.e. exterior walls).

Straight Sheathing
N/S direction is compliant due to aspect ration, E/W direction is close to a 2:1 aspect ratio and the floor and

roof sheathing types are unknown. Further investigation is recommended.

Spans
The first floor at the gym has diagonal shiplap, however further investigation should be performed to determine

if diagonal or wood structural panel sheathing exists for the other floor and roof diaphragms.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Skykomish Skykomish School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression piping is visible in many areas and was observed to have long lengths of unbraced

branch and cross main lines. Recommend bracing the fire suppression piping to meet current

NFPA 13 requirements.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Based on age of the fire suppression system, it is assumed the flexible couplings on the fire

suppression piping does not comply with NFPA 13. Further investigation by a fire protection

engineer is recommended.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Tall narrow shelving units in the wood shop appear to be unbraced. Recommend maintenance staff

verify presence of tall and narrow contents in other occupied spaces, such as the library, as

described in the evaluation statement and brace them to each other or to backing walls where

possible.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Skykomish Skykomish School Main Building
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

most sprinkler piping and heads are exposed below the ceilings, except in the gym. Further

investigation recommended to verify if adequate clearance is provided around vertical pipe leading

to the sprinkler head.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

It is unlikely that the ceilings are braced for seismic forces. Further investigation should be

performed. Bracing ceilings or replacing heavy ceiling plaster is recommended, especially in the

main paths of egress.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Large panes of glazing occur at the north stair and at the interior walls of the admin office. The

glass is unlikely to be laminated glazing. Recommend applying a glazing film to the inside surface

of large glazing panes to reduce the risk of them breaking during an earthquake and becoming

falling shards, especially in paths of egress.

PCOA-3 Concrete Parapets.

HR-H; LS-MH; PR-LMH.

The height of the concrete parapets are unknown. Assuming the exterior concrete walls are at least

12 inches thick, as long as the height of the parapet is less than 2.5 feet tall, it would be compliant

for this statement.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

The height and width of the URM chimney was not measured but is likely non-compliant based

what could be seen from the ground. Recommend maintenance staff measure the height of the

chimney above the roof structure and if it is higher than 2 times the smallest width dimension of

the chimney, recommend diagonally bracing the top of the chimney in two directions to the roof

framing, or consider reducing the height of the URM chimney to be less than 2 times the width.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

Due to the vintage of the design (1938) it is unlikely that the masonry chimney is adequately

anchored/braced to the roof and floor diaphragms. Recommend further investigation.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Unable to determine details on stair enclosures from site investigation. Further investigation should

be performed. Additional anchorage of stair framing to the elevated floor structures may be

appropriate to mitigate seismic risk.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe heavy falling hazards during our site visit. Recommend maintenance staff verify

presence of fall prone contents in the occupied spaces as described in the evaluation statement and

restrain them from falling off its support or move them lower to the floor.
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Photos:

Figure 1-1. Out-of-plane setback irregularity (West Exterior)
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Figure 1-2. Gymnasium interior
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Figure 1-3. Checked Heavy Timber Girders below Gym Floor
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Figure 1-4. 1st Floor Plan (first elevated wood floor)
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Figure 1-5. 2nd Floor Plan
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Figure 1-6. Ground Floor Plan
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Figure 1-7. Existing Plumbing Drawing (only original 1938 drawing available)
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Figure 1-8. Steel Roof trusses in the Gym
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Figure 1-9. Partial East Exterior Wall
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Figure 1-10. South Exterior Wall
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Skykomish, Skykomish School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Existing drawings of the

original construction are not

available for review. Also

connections of the

diaphragms to the shear

walls, floor and roof framing

to bearing walls and

columns, and shear walls to

the foundation are not

visible. Based on vintage of

construction, load path is

likely non-compliant.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

 X   

The framing for the

mezzanine seating in the

gymnasium is hung from the

roof framing above.

Connections of the

mezzanine framing to the

walls of the gym were not

visible and due to the

vintage of construction, are

assumed to be noncompliant

for seismic bracing and

anchorage.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

 X   

On the eastern side of the

south exterior wall of the

building, there is almost

double the amount of

window openings in the

ground floor level of wall

compared to the 1st and 2nd

floor level portion of wall.

The 1st and 2nd floor

portion of wall has a long

length of continuous shear

wall which is a lot stronger

and stiffer than the level of

shear wall below it. Further

analysis and investigation is

recommended to determine

seismic behavior due to this

weak story deficiency.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

 X   

On the eastern side of the

south exterior wall of the

building, there is almost

double the amount of

window openings in the

ground floor level of wall

compared to the 1st and 2nd

floor level portion of wall.

The 1st and 2nd floor

portion of wall has a long

length of continuous shear

wall which is a lot stronger

and stiffer than the level of

shear wall below it. Further

analysis and investigation is

recommended to determine

seismic behavior due to this

soft story deficiency.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

The building consists of an

out-of-plane setback that is

not continuous to the

foundation. Further

investigation should be

performed. Additional

vertical elements supporting

the out-of-plane set back and

added shear walls

continuous (stacked) to the

foundation, may be

appropriate to mitigate

seismic risk.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

 X   

The large opening in the

second floor due to the 2-

story space of the

gym/auditorium is close to

half of the floor area. This

should be further

investigated to verify that

that the mass irregularity due

to large floor opening does

not lead to unexpected

higher demands at the roof

and the 2nd floor.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

The exterior shear wall

support for the 1st floor and

roof diaphragms is

compliant for this torsion

evaluation statement. The

large opening of the 2nd

floor diaphragm however

effectively severs the norther

portion of the 2nd floor

diaphragm from the south

exterior shear wall. Further

investigation should be

performed to determine if

interior shear walls occur

near the north wall of the

gym to laterally brace the

2nd floor above. Additional

shear walls may be

appropriate to mitigate

seismic risk due to torsion.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Skykomish resides just

south of the South Fork

Skykomish River which

increases the chance for

liquefaction. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

60% of the spectral

acceleration for this site is

0.6(0.61) = 0.37. The

building is about 30-40 feet

tall with a width on the north

end of about 60 feet, which

results in a ratio of 1.5>0.37.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

   X

Existing drawings are not

available for review.

However the footings may

be tied together or restrained

by the existing ground floor

slab on grade.
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

  X  

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X    

The shear stress calculated

assumes a 12-inch wall

thickness (to account for the

reveals in the 14 to 16-inch

thick walls) and does not

exceed 100 psi.

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

   X

Existing drawings of the

original construction are not

available, therefore the

presence or ratio of

reinforcing cannot be

determined. Further

investigation and

radiographic scanning of

exterior walls is

recommended to determine

reinforcing size and location

in the exterior walls.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Existing drawings of the

original construction are not

available and connections

could not be observed due to

wall and ceiling finishes.

Due to the vintage of the

construction, it is unlikely

that adequate out of plane

wall anchorage exists to tie

the heavy concrete walls to

the diaphragms.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

Existing drawings of the

original construction are not

available and connections

could not be observed due to

wall and ceiling finishes.

Further investigation of the

existing ledger connections

to the exterior concrete walls

is recommended.

Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

   X

Existing drawings of the

original construction are not

available. Further

investigation and

radiographic scanning of

exterior walls is

recommended to determine

if foundation dowels exist

and extend into the concrete

shear walls and wall piers.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

 X   

Based on vintage of

construction, the secondary

components such as non-

ductile concrete columns or

beams, are likely non-

compliant due to not having

seismic detailing

requirements at the time.

Further analysis and

investigation is

recommended to determine

anticipated seismic drifts

and the resulting shear

demands on the secondary

vertical load carrying

elements.
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Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

   X

There is one elevated

concrete slab with concrete

beams above the boiler room

on the Northwestern portion

of the building that should

be investigated whether or

not there is continuous

bottom steel through the

columns.

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

  X   

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

This statement is

noncompliant at the opening

in the 2nd floor diaphragm

due 2-story gym/auditorium

space where the 2nd floor

diaphragm connection to the

east exterior and south

exterior shear walls is

greatly reduced. This

statement is compliant for

the first floor and roof

diaphragms.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Existing drawings of the

original construction are not

available and connections

could not be observed due to

wall and ceiling finishes.

Due to the vintage of the

construction, it is unlikely

continuous cross ties exist

between the diaphragm

chords (i.e. exterior walls).
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

   X

N/S direction is compliant

due to aspect ration, E/W

direction is close to a 2:1

aspect ratio and the floor and

roof sheathing types are

unknown. Further

investigation is

recommended.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

   X

The first floor at the gym has

diagonal shiplap, however

further investigation should

be performed to determine if

diagonal or wood structural

panel sheathing exists for the

other floor and roof

diaphragms.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The diaphragm span lengths

to the exterior concrete shear

walls in each direction

exceed 40 feet. Further

analysis recommended to

determine existing sheathing

type and seismic demands

on the diaphragms.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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Skykomish, Skykomish School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Fire suppression piping is

visible in many areas and

was observed to have long

lengths of unbraced branch

and cross main lines.

Recommend bracing the

fire suppression piping to

meet current NFPA 13

requirements.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

Based on age of the fire

suppression system, it is

assumed the flexible

couplings on the fire

suppression piping does

not comply with NFPA 13.

Further investigation by a

fire protection engineer is

recommended.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

most sprinkler piping and

heads are exposed below

the ceilings, except in the

gym. Further investigation

recommended to verify if

adequate clearance is

provided around vertical

pipe leading to the

sprinkler head.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Skykomish, Skykomish School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
26 of 37



Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

According to maintenance

staff, this building does not

store hazardous materials.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

According to maintenance

staff, this building does not

convey hazardous

materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

According to maintenance

staff, this building does not

convey hazardous

materials.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

According to maintenance

staff, this building does not

convey hazardous

materials.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

According to maintenance

staff, this building does not

convey hazardous

materials. Also this

building does not have a

seismic joint.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

There were no URM or

hollow clay tile partitions

observed in our walk-

through.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

There were no URM or

hollow clay tile partitions

observed in our walk-

through.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The plaster appears to be

flush with the structural

roof above per school

foundation drawing (2)

section B-B

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

It is unlikely that the

ceilings are braced for

seismic forces. Further

investigation should be

performed. Bracing

ceilings or replacing heavy

ceiling plaster is

recommended, especially

in the main paths of egress.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

ceiling appears to be

directly applied to the

underside of the floor and

roof framing above, same

with the light fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is of concrete

shear wall. not moment-

frame.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any bearing connections.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Large panes of glazing

occur at the north stair and

at the interior walls of the

admin office. The glass is

unlikely to be laminated

glazing. Recommend

applying a glazing film to

the inside surface of large

glazing panes to reduce the

risk of them breaking

during an earthquake and

becoming falling shards,

especially in paths of

egress.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
The building does not have

masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
The building does not have

masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
The building does not have

masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
The building does not have

masonry veneer.

Skykomish, Skykomish School, Main Building ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
31 of 37



M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
The building does not have

masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
The building does not have

masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
The building does not have

masonry veneer.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
The building does not have

masonry veneer.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no URM

parapets or cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X     

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

   X

The height of the concrete

parapets are unknown.

Assuming the exterior

concrete walls are at least

12 inches thick, as long as

the height of the parapet is

less than 2.5 feet tall, it

would be compliant for

this statement.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, signs and

other ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

The height and width of

the URM chimney was not

measured but is likely non-

compliant based what

could be seen from the

ground. Recommend

maintenance staff measure

the height of the chimney

above the roof structure

and if it is higher than 2

times the smallest width

dimension of the chimney,

recommend diagonally

bracing the top of the

chimney in two directions

to the roof framing, or

consider reducing the

height of the URM

chimney to be less than 2

times the width.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Due to the vintage of the

design (1938) it is unlikely

that the masonry chimney

is adequately

anchored/braced to the

roof and floor diaphragms.

Recommend further

investigation.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

hollow-clay tile or

unreinforced masonry

walls were not observed.

Original 1938 plumbing

drawing indicates wood

walls at stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Unable to determine

details on stair enclosures

from site investigation.

Further investigation

should be performed.

Additional anchorage of

stair framing to the

elevated floor structures

may be appropriate to

mitigate seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

No industrial storage or

pallet racks greater than 12

feet high were observed

during the site visit.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Tall narrow shelving units

in the wood shop appear to

be unbraced. Recommend

maintenance staff verify

presence of tall and narrow

contents in other occupied

spaces, such as the library,

as described in the

evaluation statement and

brace them to each other or

to backing walls where

possible.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe heavy

falling hazards during our

site visit. Recommend

maintenance staff verify

presence of fall prone

contents in the occupied

spaces as described in the

evaluation statement and

restrain them from falling

off its support or move

them lower to the floor.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

There did not appear to be

any items that were

noncompliant.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X    
Nothing visible appeared

to be noncompliant.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

It does not appear that

there is tall narrow

equipment

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.
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ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.
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D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Koplitz Field House

Facility Name: South Bend Jr/Sr High
School

District Name: South Bend
ICOS Latitude: 46.662
ICOS Longitude: -123.792
ICOS
County/District ID: 25118

ICOS Building ID: 11955
ASCE 41 Bldg Type: RM1
Enrollment: 225
Gross Sq. Ft. : 16254
Year Built: 1950
Number of Stories: 1
SXS BSE-2E: 0.914
SX1 BSE-2E: 1.106
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 109
Liquefaction

Potential:
Moderate to High

Tsunami Risk: Very High
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. South Bend, South Bend Jr/Sr High School, Koplitz Field House
1.1 Building Description

The South Bend Junior Senior High School Koplitz Field House is a one-story reinforced masonry structure

with a one-story wood-framed addition at the south end of the building. The building is constructed on level

ground and is located in South Bend, Washington. The 1953 building is rectangular in plan, 90 feet by 148

feet, with a maximum roof height of around 24 feet. Building construction consists of reinforced expanded

shale block walls. The roof system is a wood-framed system with 2x decking and plywood sheathing. The

roof system in the addition is TJI framing with plywood sheathing. The glulam arches of the gymnasium are

supported by concrete buttresses. There is a wood-framed balcony in the gymnasium. Concrete braces were

added along the east and west walls. The building shares a site with the junior senior high school music

building.
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1.1.1 Building Use

The Koplitz Field House includes a gymnasium, locker rooms, and a seating balcony. The junior senior high

school has over 220 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of South Bend Jr/Sr High School
Structural System Description

Structural Roof

The roof system is composed of glulam arches, wood purlins, and plywood

sheathing. In the new building addition, TJI joists are used with plywood

sheathing.

Structural Floor(s) The ground level is a concrete floor slab.

Foundations
The load bearing walls are supported by continuous wall footings. Columns are

supported by spread footings. Glulam arches are supported by concrete piles.

Gravity System

The gravity system is composed of glulam arches and concrete buttresses at the

arched roof as well as reinforced masonry walls, steel columns, and wood beams

and columns. The new addition consists of wood stud bearing walls.

Lateral System

Masonry walls resist the forces in the longitudinal and transverse directions. The

new addition at the south uses wood shear walls. The concrete buttresses help to

resist forces in the east-west direction.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of South Bend Jr/Sr High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for South Bend South Bend Jr/Sr High School Koplitz Field House
Deficiency Description

Load Path

There is no clear connection between the diaphragm and the reinforced masonry shear walls. There is not a

well-defined load path between the locker room roof diaphragm and the masonry walls due to the presence of

windows running the length of the wall. The addition of post-installed structural connections, infill of windows

in the locker room, or the addition of a shotcrete shear wall may be appropriate to provide a complete load path.

Shear Stress

Check

Shear stress in masonry shear walls is compliant. However, corresponding shear stress check in wood shear

wall addition is non-compliant. The building will likely need wood shear wall strengthening or the addition of

new shear walls. Further investigation is required.

Reinforcing Steel

The masonry wall is under-reinforced and likely will need to be strengthened for in-plane and out-of-plane

seismic forces. The reinforcement in the concrete buttresses is unknown. Further investigation is required. The

addition of FRP to strengthen in-plane capacity or the addition of new shear walls to reduce demand may be

appropriate. The addition of a steel strongback system may be appropriate to strengthen out-of-plane capacity.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along masonry walls.

Wood Ledgers
Connections that induce cross-grain bending in wood ledgers are present. Strengthening of connections through

the addition of blocking and anchor straps may be appropriate to mitigate seismic risk.

Transfer to Shear

Walls

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further field investigation to make a final determination on its compliance and to develop a

mitigation recommendation, if necessary. The addition of post-installed anchors between diaphragm and shear

walls may be appropriate.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm is unblocked. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further investigation to make a final determination and to develop a mitigation recommendation,

if necessary. Replacement of anchors or the addition of new post-installed anchors may be appropriate.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for South Bend South Bend Jr/Sr High School Koplitz Field House
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for South Bend South Bend Jr/Sr High School Koplitz Field House
Deficiency Description
ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Anchorage is required for fall-prone equipment. Equipment unbraced on top of roof at new

addition and on west side of gym.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for South Bend South Bend Jr/Sr High School Koplitz Field
House
Unknown Item Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.
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Photos:

Figure 1-1. South Bend Field House - South Exterior
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Figure 1-2. South Bend Field House - West Exterior
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Figure 1-3. South Bend Field House - Northeast Exterior

Figure 1-4. Mechanical Equipment on North Roof
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Figure 1-5. Concrete Braced Frame with No Connection to Diaphragm or Shear Walls
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Figure 1-6. Lower Roof at East Entrance

Figure 1-7. Gymnasium with Glulam Arches
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Figure 1-8. CMU Wall at North End of Gymnasium with Wood-Framed Wall Above

Figure 1-9. Mezzanine at South End of Gymnasium
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South Bend, South Bend Jr/Sr High School, Koplitz Field House

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

There is no clear connection

between the diaphragm and

the reinforced masonry shear

walls. There is not a well-

defined load path between

the locker room roof

diaphragm and the masonry

walls due to the presence of

windows running the length

of the wall. The addition of

post-installed structural

connections, infill of

windows in the locker room,

or the addition of a shotcrete

shear wall may be

appropriate to provide a

complete load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Shear stress in masonry

shear walls is compliant.

However, corresponding

shear stress check in wood

shear wall addition is non-

compliant. The building will

likely need wood shear wall

strengthening or the addition

of new shear walls. Further

investigation is required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

The masonry wall is under-

reinforced and likely will

need to be strengthened for

in-plane and out-of-plane

seismic forces. The

reinforcement in the

concrete buttresses is

unknown. Further

investigation is required. The

addition of FRP to

strengthen in-plane capacity

or the addition of new shear

walls to reduce demand may

be appropriate. The addition

of a steel strongback system

may be appropriate to

strengthen out-of-plane

capacity.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   
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Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along masonry

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connections that induce

cross-grain bending in wood

ledgers are present.

Strengthening of

connections through the

addition of blocking and

anchor straps may be

appropriate to mitigate

seismic risk.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary. The addition of

post-installed anchors

between diaphragm and

shear walls may be

appropriate.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm is unblocked.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary. Replacement of

anchors or the addition of

new post-installed anchors

may be appropriate.
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South Bend, South Bend Jr/Sr High School, Koplitz Field House

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  None observed

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Anchorage is required for

fall-prone equipment.

Equipment unbraced on

top of roof at new addition

and on west side of gym.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

South Bend, South Bend Jr/Sr High School, Koplitz Field House ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 29 of 30



EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Vocational Building

Facility Name: South Bend Jr/Sr High
School

District Name: South Bend
ICOS Latitude: 46.662
ICOS Longitude: -123.792
ICOS
County/District ID: 25118

ICOS Building ID: 16963
ASCE 41 Bldg Type: RM1
Enrollment: 225
Gross Sq. Ft. : 6542
Year Built: 1954
Number of Stories: 1
SXS BSE-2E: 0.914
SX1 BSE-2E: 1.106
ASCE 41 Level of
Seismicity: High

Site Class: E
VS30(m/s): 109
Liquefaction

Potential:
Moderate to High

Tsunami Risk: Very High
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. South Bend, South Bend Jr/Sr High School, Vocational Building
1.1 Building Description

The South Bend Junior Senior High School Vocational Building is a one-story masonry structure. The

building is constructed on level ground and is located in South Bend, Washington. The 1954 building is L-

shaped in plan, 86 feet by 100 feet, with a maximum roof height of 15 feet. Building construction consists of

pumice block walls. The roof system in the southern section of the building is an arched wood-framed

system with an acoustical roof slab. The roof system in the northern section is a wood-framed system with

diagonal sheathing. The building shares a site with the main junior senior high school building and a parking

lot.
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1.1.1 Building Use

The vocational building includes classrooms, a shop space, and storage. The junior senior high school has

over 220 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of South Bend Jr/Sr High School
Structural System Description

Structural Roof

The roof system is composed of glulam arches, wood purlins, and an acoustical

roof slab in the southern section and wood joist framing with diagonal sheathing

in the northern section.

Structural Floor(s) The ground level is a 6-inch concrete floor slab.

Foundations The masonry walls are supported by continuous concrete perimeter beams.

Gravity System
The gravity system is composed of wood beams, reinforced masonry walls, and

masonry pilasters filled with concrete. Steel columns are used at window walls.

Lateral System
8-inch pumice masonry block shear walls and a flexible diagonal sheathing

diaphragm.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of South Bend Jr/Sr High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Deterioration, separation, and cracking observed in masonry walls.

Lateral System Deterioration, separation, and cracking observed in masonry walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for South Bend South Bend Jr/Sr High School Vocational Building
Deficiency Description

Load Path

The building lacks a complete load path from the diaphragm to the vertical-resisting elements and to the

foundation. The addition of post-installed structural connections between the diaphragm and vertical elements,

and between vertical elements and the foundation may be appropriate.

Torsion

Building has eccentric stiffness. Further investigation is required to determine torsional effects on the lateral

system. The addition of new shear walls may be appropriate to resist torsional effects and to mitigate seismic

risk.

Redundancy
Lower roof has only one line of shear walls. Lateral system strengthening or the addition of new shear walls

may be appropriate to mitigate seismic risk.

Reinforcing Steel

The masonry walls are under-reinforced and will likely need to be strengthened for in-plane and out-of-plane

seismic loads. Further investigation is required. FRP or new shear walls may be appropriate to reduce in-plane

demand. Steel strongbacks may be appropriate to strengthen out-of-plane capacity.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along masonry walls.

Transfer to Shear

Walls

There is no connection between diaphragms and shear walls to transfer seismic forces. Direct, structural

connections, such as post-installed anchors, are required between diaphragms and all shear walls.

Foundation

Dowels

Wall reinforcement is not doweled into the foundation. Direct, structural connections, such as FRP, between

walls and the foundation are required to transfer seismic forces.

Cross Ties
There are no continuous cross ties between diaphragm chords. The addition of cross ties between diaphragm

chords or the addition of strap plates to connect existing framing members together may be appropriate.

Diagonally

Sheathed and

Unblocked

Diaphragms

The diaphragm is unblocked. Diaphragm strengthening through the addition of blocking and additional

diaphragm nailing may be appropriate to mitigate seismic risk.

Other Diaphragms
The diaphragm consists of an acoustical roof slab. Diaphragm strengthening, such as installing plywood

sheathing, may be appropriate to mitigate seismic risk.

Stiffness of Wall

Anchors

This evaluation item is likely non-compliant due to the building's age, but could not be visually verified. This

item requires further investigation to make a final determination and to develop a mitigation recommendation,

if necessary. Replacement of anchors or the addition of new post-installed anchors may be appropriate.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for South Bend South Bend Jr/Sr High School Vocational Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for South Bend South Bend Jr/Sr High School Vocational Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for South Bend South Bend Jr/Sr High School Vocational
Building
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Further investigation is required to review anchorage of tall narrow equipment. All tall narrow

equipment should be anchored.
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Photos:

Figure 1-1. South Bend Vocational Building - Northeast Exterior

Figure 1-2. Classroom with Arched Glulam Beams and Acoustical Roof Slab
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Figure 1-3. Damage to Exterior CMU Wall at Entry

Figure 1-4. Wood Shop
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Figure 1-5. Cracking in Masonry Walls
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Figure 1-6. Unbraced Propane Tank at Exterior
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Figure 1-7. Damaged Wall at West Exterior

Figure 1-8. Roof Framing with No Connection to Masonry Wall
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Figure 1-9. Separation at Mortar Joint Over Door

Figure 1-10. South Bend Vocational Building - East Exterior
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South Bend, South Bend Jr/Sr High School, Vocational Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

The building lacks a

complete load path from the

diaphragm to the vertical-

resisting elements and to the

foundation. The addition of

post-installed structural

connections between the

diaphragm and vertical

elements, and between

vertical elements and the

foundation may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is required to

determine torsional effects

on the lateral system. The

addition of new shear walls

may be appropriate to resist

torsional effects and to

mitigate seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

Lower roof has only one line

of shear walls. Lateral

system strengthening or the

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

The masonry walls are

under-reinforced and will

likely need to be

strengthened for in-plane

and out-of-plane seismic

loads. Further investigation

is required. FRP or new

shear walls may be

appropriate to reduce in-

plane demand. Steel

strongbacks may be

appropriate to strengthen

out-of-plane capacity.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along masonry

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

There is no connection

between diaphragms and

shear walls to transfer

seismic forces. Direct,

structural connections, such

as post-installed anchors, are

required between

diaphragms and all shear

walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

 X   

Wall reinforcement is not

doweled into the foundation.

Direct, structural

connections, such as FRP,

between walls and the

foundation are required to

transfer seismic forces.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   
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Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

The diaphragm is unblocked.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

The diaphragm consists of

an acoustical roof slab.

Diaphragm strengthening,

such as installing plywood

sheathing, may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

This evaluation item is likely

non-compliant due to the

building's age, but could not

be visually verified. This

item requires further

investigation to make a final

determination and to

develop a mitigation

recommendation, if

necessary. Replacement of

anchors or the addition of

new post-installed anchors

may be appropriate.
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South Bend, South Bend Jr/Sr High School, Vocational Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review

anchorage of fall-prone

equipment.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Further investigation is

required to review

anchorage of tall narrow

equipment. All tall narrow

equipment should be

anchored.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building

Facility Name: South Whidbey Elementary
School

District Name: South Whidbey
ICOS Latitude: 48.01425
ICOS Longitude: -122.4114
ICOS
County/District ID: 15206

ICOS Building ID: 13428
ASCE 41 Bldg Type: W2
Enrollment: 510
Gross Sq. Ft. : 51000
Year Built: 1988
Number of Stories: 1.5
SXS BSE-2E: 1.019
SX1 BSE-2E: 0.564
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 456
Liquefaction

Potential:
Tsunami Risk:
Structural Drawings
Available: Yes

Evaluating Firm: Reid Middleton, Inc.

1. South Whidbey, South Whidbey Elementary School, Main Building
1.1 Building Description

The main building is a one-story wood-framed structure. The building is located on a flat site at the South

Whidbey Elementary School complex. The building is rectangular in plan. 

The structural roof consists of solid sawn beams supporting wood sheathing. The solid sawn beams are

supported by wood frame bearing walls around the exterior and interior of the structure. 

Nonstructural systems consist of lights, HVAC systems, brick veneer, and partitions.
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1.1.1 Building Use

The building contains classrooms, gym, theater stage, and administration offices.

1.1.2 Structural System

Table 1.1-1. Structural System Description of South Whidbey Elementary School
Structural System Description

Structural Roof
Untopped wood sheathed diaphragm (3/4" with 10d @ 4")over pre-engineered

wood trusses.

Structural Floor(s)
The building is generally one story, however, the mechanical mezzanine has 1/2"

sheathing with 8d @ 6" at edges.

Foundations The foundations consist of shallow strip footings and individual spread footings.

Gravity System
Light-frame wood bearing walls throughout, gymnasium is masonry bearing

wall.

Lateral System
Light-frame wood shear walls throughout, gymnasium is masonry shear wall.

Diaphragms are flexible.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of South Whidbey Elementary School
Structural System Description

Structural Roof
Not able to directly access roof, condition appeared OK when viewed from

ground level. Recommend accessing roof for direct assessment.

Structural Floor(s) Good. Diaphragm in good condition, no nail popping witnessed.

Foundations Good. No differential settlement or cracking witnessed during visit.

Gravity System Good.

Lateral System Good.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for South Whidbey South Whidbey Elementary School Main Building
Deficiency Description

Adjacent

Buildings

The school is comprised of two separate building wings conjoined at a central location. Due to the offset of

each building at their connection, it is possible that both buildings could move out of phase during a seismic

event and overstress this connection. Recommend further investigation (dynamic analysis) to understand stress

levels at this location to determine if retrofit necessary. Possible retrofit outcomes are seismic joint or

incorporation of a tie element.

Walls Connected

Through Floors

Most walls compliant (single story). Interior walls that support high roof area in both buildings contain shear

walls with discontinuous studs; shear transfer is accommodated though overturning forces are not. Proposed

retrofit: add holddown straps between levels. Further investigation should be performed. Lateral system

strengthening may be appropriate to mitigate seismic risk.

Wood Posts No holddowns are noted on drawings. Retrofit: Add holddowns at all endposts.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for South Whidbey South Whidbey Elementary School Main
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Roof Chord

Continuity

Double top plates are present in details (ref. 5/S2.6 and 1/S2.7), however no top plate splice detail is provided.

Recommend field verification of top plate splices. Diaphragm reinforcement may be appropriate to mitigate

seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for South Whidbey South Whidbey Elementary School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No 4-way braces observed. Recommend having NFPA professional review system and determine

upgrades.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No flexible fittings provided between floor penetrations. Recommend NFPA professional conduct

further review.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on stair pressurization and smoke duct and unable to

verify during site investigation. Based on age of the building, it is assumed that the duct bracings

are nonexistent. Evaluation of duct bracing may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No clearance provided. It is possible that pipe is strong enough that clearances are adequate.

Typically, larger escutcheons are used in drop ceilings to provide clearance. Recommended NFPA

professional conduct review or installation of new escutcheons to provide clearance.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for South Whidbey South Whidbey Elementary School Main
Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Based on the age of the building, it is likely that the glazing on the windows are laminated and

detailed to remain in the frame. Further investigation should be completed. Replacing applicable

glazing planes may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Inline equipment (blowers) were not braced. Weight of equipment is unknown. Recommend

review by mechanical engineer to determine if equipment requires bracing for compliance.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

No noncompliant conditions were observed. Recommend facility staff conduct systematic review

of all rooms for contents (shelves, cabinets, etc.) 6ft or greater in height that are unanchored;

remove or anchor items to walls as necessary.
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Photos:

Figure 1-1. School library. No shelving or unanchored elements exceeding 6ft in height observed.
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Figure 1-2. Typical classroom. No unanchored shelving or items exceeding 6ft in height observed.
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Figure 1-3. Typical drop ceiling support as seen from mechanical catwalk.
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Figure 1-4. Typical fire sprinkler penetration through drop ceiling. Recommend providing larger escutcheon
through ceiling to provide required clearance.
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Figure 1-5. Mechanical unit featuring flexible connections. Recommend upgrading all connections to flexible
pipe.
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Figure 1-6. Gymnasium featuring fluted acoustical block. Recommend further study in Tier 2 analysis to
evaluate capacity of shear walls with fluted block.
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Figure 1-7. View of gymnasium masonry walls from mechanical catwalk.
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Figure 1-8. Building interior above the ceiling level.
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Figure 1-9. Out-of-plane bracing for masonry wall to light-frame wood diaphragm.
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Figure 1-10. Typical exterior view of school. Brick veneer is not original to building.
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South Whidbey, South Whidbey Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Load path is clear on

original construction

drawings and visible

elements witnessed during

site visit.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

The school is comprised of

two separate building wings

conjoined at a central

location. Due to the offset of

each building at their

connection, it is possible that

both buildings could move

out of phase during a

seismic event and overstress

this connection. Recommend

further investigation

(dynamic analysis) to

understand stress levels at

this location to determine if

retrofit necessary. Possible

retrofit outcomes are seismic

joint or incorporation of a tie

element.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

Mechanical

mezzanine/catwalk is

attached to interior shear

walls and lower level roof

truss/diaphragm.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  N/A - Single story building
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  N/A - Single story building

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Elements of the seismic

force-resisting system are

continuous to the

foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  N/A - Single story building

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  N/A - Single story building

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

The shear walls appear to

have base/height ratios that

are compliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  Site Class C.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There appear to be at least

two lines of shear walls in

each principal direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

There appears to be a

continuous shear wall

around the perimeter of the

structure. This item is likely

compliant.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  No exterior stucco walls.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    

Building plans note only

plywood sheathed shear

walls. Inclusion of gypsum

walls may help reduce wall

shear stress throughout

building, recommend review

with Tier 2 Analysis.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

Building plans reveal shear

wall aspect ratios of 2-to-1

or better.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Most walls compliant (single

story). Interior walls that

support high roof area in

both buildings contain shear

walls with discontinuous

studs; shear transfer is

accommodated though

overturning forces are not.

Proposed retrofit: add

holddown straps between

levels. Further investigation

should be performed. Lateral

system strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The structure is not located

on a sloping site.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
The structure does not

consist of any cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

It does not appear that there

are any openings adjacent to

walls that are greater than

80% of the wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

 X   

No holddowns are noted on

drawings. Retrofit: Add

holddowns at all endposts.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Sill bolts noted 4 ft. O.C.,

typ. and at 2 ft. O.C. at

double sheathed wall

locations.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

There appears to be a

positive connection between

columns and horizontal

gravity elements. Further

investigation may be

appropriate to determine the

configuration of the wood

framing. Additional

connection hardware

between girders and column

supports may be appropriate

to mitigate seismic risk.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Sill bolts noted 4 ft. O.C.,

typ. and at 2 ft. O.C. at

double sheathed wall

locations.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

The diaphragm does not

appear to have split-level

floors or expansion joints.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

Double top plates are present

in details (ref. 5/S2.6 and

1/S2.7), however no top

plate splice detail is

provided. Recommend field

verification of top plate

splices. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No observed diaphragm

openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Roof diaphragm consists of

wood panel sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Noted on plan and general

notes of drawings.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Structural panel diaphragms

appear to be blocked.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Wood diaphragms only

observed.
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South Whidbey, South Whidbey Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No 4-way braces observed.

Recommend having NFPA

professional review system

and determine upgrades.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No flexible fittings

provided between floor

penetrations. Recommend

NFPA professional

conduct further review.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

 X   

No available record

drawing information on

stair pressurization and

smoke duct and unable to

verify during site

investigation. Based on

age of the building, it is

assumed that the duct

bracings are nonexistent.

Evaluation of duct bracing

may be appropriate to

mitigate seismic risk.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

No clearance provided. It

is possible that pipe is

strong enough that

clearances are adequate.

Typically, larger

escutcheons are used in

drop ceilings to provide

clearance. Recommended

NFPA professional

conduct review or

installation of new

escutcheons to provide

clearance.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
No hazardous chemicals

stored on site.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous chemicals

stored on site.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous chemicals

stored on site.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous chemicals

stored on site.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous chemicals

stored on site.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous chemicals

stored on site.
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Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
No unreinforced masonry

present in construction.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Interior masonry walls are

shear walls, not partition

walls.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Interior masonry walls are

shear walls, not partition

walls.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath or

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

Light fixtures are

supported independent of

the grid ceiling suspension

system.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

any cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

any cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

any concrete cladding.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Based on the age of the

building, it is likely that

the glazing on the

windows are laminated

and detailed to remain in

the frame. Further

investigation should be

completed. Replacing

applicable glazing planes

may be appropriate to

mitigate seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There is no masonry

veneer.
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There is no masonry

veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There is no masonry

veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There is no masonry

veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no masonry

veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no masonry

veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies at

building exits.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

No noncompliant

conditions were observed.

Recommend facility staff

conduct systematic review

of all rooms for contents

(shelves, cabinets, etc.) 6ft

or greater in height that are

unanchored; remove or

anchor items to walls as

necessary.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

No noncompliant

conditions were observed.

Recommend facility staff

conduct systematic review

of all rooms for such

contents (atop shelves,

cabinets); remove or

anchor items to walls as

necessary.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

No unbraced

mechanical/electrical

equipment observed.

Recommend facility staff

conduct systematic review

of all mechanical areas for

such contents; remove or

brace items to walls as

necessary.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Inline equipment (blowers)

were not braced. Weight of

equipment is unknown.

Recommend review by

mechanical engineer to

determine if equipment

requires bracing for

compliance.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

No noncompliant

conditions were observed.

Recommend facility staff

conduct systematic review

of all rooms for contents

(shelves, cabinets, etc.) 6ft

or greater in height that are

unanchored; remove or

anchor items to walls as

necessary.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

South Whidbey, South Whidbey Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 33 of 35



ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators on site.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators on site.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Gym and Cafeteria Building
Facility Name: Adams Elementary School
District Name: Spokane
ICOS Latitude: 47.62126
ICOS Longitude: -117.368
ICOS
County/District ID: 32081

ICOS Building ID: 19951
ASCE 41 Bldg Type: URM
Enrollment: 334
Gross Sq. Ft. : 7200
Year Built: 1950
Number of Stories: 1
SXS BSE-2E: 0.265
SX1 BSE-2E: 0.136
ASCE 41 Level of
Seismicity: Low

Site Class: C
VS30(m/s): 553
Liquefaction
Potential: Bedrock

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Spokane, Adams Elementary School, Gym and Cafeteria Building
1.1 Building Description

This building is a single-story masonry and wood framed structure adjacent to the main building at Adams

Elementary in Spokane, Washington. It is unclear when the building was constructed, but based on the type

of construction and some of the detailing, it appears to have been built at about the same time as the "1950"

addition to the main building. The building is rectangular in shape and has multiple roof levels, with a high

roof in the center portion of the building and lower roofs on the north and south portions of the building.
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1.1.1 Building Use

The building is an ancillary structure to the main building which contains a large area that serves as the

gymnasium, cafeteria, and auditorium. There is also a music room, teachers' lounge, and storage areas.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Adams Elementary School
Structural System Description

Structural Roof

Existing building drawings were unavailable and due to access restrictions the

roof structure could not be observed, but the custodian that toured the building

with us indicated he believes it is wood framed.

Structural Floor(s) The floor appears to be concrete slab on grade.

Foundations

Existing building drawings were unavailable and the foundations could not be

observed, but based on drawings available for the adjacent building it is assumed

that the foundations are conventional concrete footings.

Gravity System

Based on the building configuration it appeared that the roof consists of joists

spanning between girders (or trusses) that are supported on masonry

bearing/shear walls.

Lateral System
Horizontal diaphragms, likely of wood sheathing, span between interior and

exterior masonry bearing/shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Adams Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations
No foundations were exposed to observe, but there were no signs of settlement

or other distress to the foundation system.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Spokane Adams Elementary School Gym and Cafeteria Building
Deficiency Description
Adjacent

Buildings
There was no joint observed between this building and the main building.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Spokane Adams Elementary School Gym and Cafeteria
Building
Unknown Item Description

Load Path
No existing drawings were available. There appears to be wood framed diaphragms and URM shearwalls on all

sides that provide a complete load path, but the connections between them were unable to be observed.

Shear Stress

Check

Due to a lack drawings the extents of the shear walls isn't fully clear. It appears that there is adequate wall to

limit the shear stress to 30psi, but a more detailed investigation of the building would need to be performed to

confirm this.

Wall Anchorage Existing drawings were not available and access limitations prevented verification of these conditions.

Wood Ledgers Existing drawings were not available and access limitations prevented verification of these conditions.

Transfer to Shear

Walls
Existing drawings were not available and access limitations prevented verification of these conditions.

Girder-Column

Connection
Existing drawings were not available and access limitations prevented verification of these conditions.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Spokane Adams Elementary School Gym and Cafeteria Building
Deficiency Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There are window elements greater than 16 ft2 in size that appear to be made up of unreinforced

glass block.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Spokane Adams Elementary School Gym and Cafeteria
Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Building drawings were not available and this configuration could not be observed.

Spokane, Adams Elementary School, Gym and Cafeteria Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 28



Photos:

Figure 1-1. Interior space at gymnasium with stage area to the right in the photo.
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Figure 1-2. Upper corner of doorway between stage and music room. Steel lintel can be seen supporting brick at
head of opening.

Figure 1-3. North entryway.
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Figure 1-4. Northeast exit from teachers' lounge.
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Figure 1-5. View from northeast corner of building with exterior pilasters visible at high roof area over the stage.
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Figure 1-6. View from southwest corner. The various roof elevations can be seen here as well as the exterior
pilasters at the west wall of the gymnasium.

Figure 1-7. View looking west at the south portion of the building where it abuts the main school building (to the
right).

Spokane, Adams Elementary School, Gym and Cafeteria Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 28



Spokane, Adams Elementary School, Gym and Cafeteria Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No existing drawings were

available. There appears to

be wood framed diaphragms

and URM shearwalls on all

sides that provide a complete

load path, but the

connections between them

were unable to be observed.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

There was no joint observed

between this building and

the main building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
No mezzanines were

present.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  This is a one story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  This is a one story building.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Bedrock liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Spokane, Adams Elementary School, Gym and Cafeteria Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 28



Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
Not applicable due to Low

seismicity.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Due to a lack drawings the

extents of the shear walls

isn't fully clear. It appears

that there is adequate wall to

limit the shear stress to

30psi, but a more detailed

investigation of the building

would need to be performed

to confirm this.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Existing drawings were not

available and access

limitations prevented

verification of these

conditions.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Existing drawings were not

available and access

limitations prevented

verification of these

conditions.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Existing drawings were not

available and access

limitations prevented

verification of these

conditions.

Spokane, Adams Elementary School, Gym and Cafeteria Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 28



Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Existing drawings were not

available and access

limitations prevented

verification of these

conditions.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  
Not applicable due to Low

seismicity.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  
Not applicable due to Low

seismicity.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Not applicable due to Low

seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to Low

seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
Not applicable due to Low

seismicity.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Not applicable due to Low

seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Not applicable due to Low

seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Not applicable due to Low

seismicity.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
Not applicable due to Low

seismicity.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  
Not appicable due to Low

seismicity.
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Spokane, Adams Elementary School, Gym and Cafeteria Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
The building does not have

stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material was

observed in breakable

containers.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

Light fixtures that weigh

more per square foot than

the ceiling they penetrate

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Heavy cladding

components were not

observed on the building.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any steel or concrete

moment-frames.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

There are window

elements greater than 16

ft2 in size that appear to be

made up of unreinforced

glass block.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Building drawings were

not available and this

configuration could not be

observed.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
No canopies were

observed.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  

Based on the building type

it is unlikely that there are

concrete parapets on this

building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
A chimney is not present

in this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
A chimney is not present

in this building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There are no stairs in this

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There are no stairs in this

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS-not required

for moderate and low

seismic zones.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

Spokane, Adams Elementary School, Gym and Cafeteria Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 26 of 28



PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Adams Elementary School
District Name: Spokane
ICOS Latitude: 47.62126
ICOS Longitude: -117.368
ICOS
County/District ID: 32081

ICOS Building ID: 19951
ASCE 41 Bldg Type: URM
Enrollment: 334
Gross Sq. Ft. : 27300
Year Built: 1910
Number of Stories: 3
SXS BSE-2E: 0.265
SX1 BSE-2E: 0.136
ASCE 41 Level of
Seismicity: Low

Site Class: C
VS30(m/s): 553
Liquefaction
Potential: Bedrock

Tsunami Risk: None
Structural Drawings Available: Partial
Evaluating Firm: DCI Engineers - Spokane

1. Spokane, Adams Elementary School, Main Building
1.1 Building Description

The building is a three-story structure consisting primarily of Unreinforced Masonry (URM) bearing and

shear walls with wood-framed floors and roof. The building was completed in three "phases" with the

original, easternmost portion of the building being constructed in 1910, followed by an additions to the west

in 1917 and around 1950. All three additions are three stories and appear similar in construction type,

although there is some evidence of steel/concrete floor framing being used in the 1950 addition.
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1.1.1 Building Use

An elementary school building with approximately 336 students and 35 staff. The basement consists of a

mechanical room and several classrooms. The main floor contains the office, library and a few classrooms.

The upper floor is mostly classroom space with some small storage areas.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Adams Elementary School
Structural System Description

Structural Roof

Based on the drawings provided for the 1917 addition, the roof in that area is

comprised of a wood sheathing supported by 2x8 rafters spanning over 2x4

cripple walls that bear on 2x12 wood joists at the ceiling level. The roof system

in the 1910 portion of the building is assumed to be of similar construction. The

roof system in the 1950 addition is unknown.

Structural Floor(s)

In the 1917 addition, the floor is comprised of wood sheathing supported by

wood joists. The floor system in the 1910 portion of the building is assumed to

be of similar construction while the floor system in the 1950 addition is

generally unknown. There was an exposed area of floor in the southwest corner

of the the 1950 addition that was comprised of a concrete slab supported by open

web steel joists, but the extents of that floor assembly could not be confirmed.

Foundations

In the 1917 addition the foundation system consisted of concrete basement walls

supported by continuous concrete footings. The foundations in the 1910 and

1950 portions of the building could not be observed, but are assumed to be of

similar construction type.

Gravity System The roof and floor systems are supported by interior and exterior URM walls.

Lateral System

The lateral system generally consists of wood diaphragms and URM

bearing/shear walls. In a portion of the 1950 addition a portion of the floor was

observed to be concrete, but the majority of the structure was hidden by finishes.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Adams Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration

Foundations Good. No visible signs of corrosion, damage or deterioration

Gravity System

Generally good although there were a few isolated areas of the URM walls

where the mortar was deteriorating. There is also a substantial amount of ivy

growing on the east wall of the building. The condition of the wall could not be

assessed, but ivy has been known to cause damage to URM walls by infiltrating

and widening cracks.

Lateral System

Generally good although there were a few isolated areas of the URM walls

where the mortar was deteriorating. There is also a substantial amount of ivy

growing on the east wall of the building. The condition of the wall could not be

assessed, but ivy has been known to cause damage to URM walls by infiltrating
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Spokane Adams Elementary School Main Building
Deficiency Description
Adjacent

Buildings
There was no joint observed between this building and the adjacent gymnasium/cafeteria building.

Transfer to Shear

Walls

This condition could not be observed due to access limitations, but it is assumed to be Noncompliant based on

the drawings that are available. In those drawings there is no clear connection between the diaphragms and

walls for the transfer of in-plane forces.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Spokane Adams Elementary School Main Building
Unknown Item Description

Load Path

The existing drawings we received are show only a portion of the building. There does appear to be wood

framed diaphragms and URM shearwalls on all sides that provide a complete load path, but the connections

between them are not clearly defined in the drawings and were unable to be observed.

Shear Stress

Check

Due to a lack of complete as-built drawings the extents of the URM shear walls isn't fully clear. Based on a

check of the portion of the building where drawings were available it appears that there is adequate wall to

limit the shear stress to 30psi, but a more detailed investigation of the whole building would need to be

performed to confirm this.

Wall Anchorage

Drawings were only available for a portion of the building. For that portion, there are anchors shown that

anchor the walls perpendicular to the joists to the diaphragms, but none were shown at the walls parallel to the

joists. The as-built conditions could not be observed in the field due to access limitations, thus the anchor sizes

and their adequacy to resist the prescribed forces could not be evaluated.

Wood Ledgers
Ledgers were not shown in the drawings provided, but this condition could not be observed in the field due to

access limitations.

Girder-Column

Connection

The drawings were not clear on the connection between girders and columns and this condition could not be

observed in the field.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Spokane Adams Elementary School Main Building
Deficiency Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

The natural gas piping observed in the mechanical room is suspended by metal straps or hanger

rods, but lateral bracing was not observed.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Flexible couplings were not observed on the gas piping.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2 that do not appear to be laminated.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

The height to width ratio of the chimney extension above the roof could not be measured due to

limitations in access, but it appeared to exceed the limit noted.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Spokane Adams Elementary School Main Building
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

The ceiling details could not be observed, but the ceiling appeared to be direct applied.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

The ceiling details could not be observed, but the ceiling appeared to be direct applied.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Some building drawings were available, but this configuration could not be observed and our

understanding is that the parapets were modified at some point in time.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
This condition could not be observed.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Building drawings were unavailable and this condition could not be observed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Building drawings were unavailable and this condition could not be observed; likely not capable of

accommodating drift.
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Photos:

Figure 1-1. Interior exposed URM wall.
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Figure 1-2. Mech Room - gas piping is painted yellow
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Figure 1-3. Mech Room - gas piping is painted yellow
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Figure 1-4. Deteriorated mortar in masonry column at east entry
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Figure 1-5. Deteriorated mortar in masonry column at east entry
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Figure 1-6. Ivy growth on east wall of building
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Figure 1-7. Gas meter at northwest corner of building
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Figure 1-8. View from northwest corner of building, URM chimney can be seen
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Figure 1-9. West elevation/entry showing infill glass block above windows
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Figure 1-10. Original photo from SE corner of building showing original taller parapet configuration.
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Spokane, Adams Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The existing drawings we

received are show only a

portion of the building.

There does appear to be

wood framed diaphragms

and URM shearwalls on all

sides that provide a complete

load path, but the

connections between them

are not clearly defined in the

drawings and were unable to

be observed.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

There was no joint observed

between this building and

the adjacent

gymnasium/cafeteria

building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
No mezzanines were

present.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information.

Bedrock liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Spokane, Adams Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 33



Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
Not applicable due to Low

seismicity.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Due to a lack of complete

as-built drawings the extents

of the URM shear walls isn't

fully clear. Based on a check

of the portion of the building

where drawings were

available it appears that

there is adequate wall to

limit the shear stress to

30psi, but a more detailed

investigation of the whole

building would need to be

performed to confirm this.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Drawings were only

available for a portion of the

building. For that portion,

there are anchors shown that

anchor the walls

perpendicular to the joists to

the diaphragms, but none

were shown at the walls

parallel to the joists. The as-

built conditions could not be

observed in the field due to

access limitations, thus the

anchor sizes and their

adequacy to resist the

prescribed forces could not

be evaluated.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Ledgers were not shown in

the drawings provided, but

this condition could not be

observed in the field due to

access limitations.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

This condition could not be

observed due to access

limitations, but it is assumed

to be Noncompliant based on

the drawings that are

available. In those drawings

there is no clear connection

between the diaphragms and

walls for the transfer of in-

plane forces.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

The drawings were not clear

on the connection between

girders and columns and this

condition could not be

observed in the field.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  
Not applicable due to Low

seismicity.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  
Not applicable due to Low

seismicity.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Not applicable due to Low

seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to Low

seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
Not applicable due to Low

seismicity.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Not applicable due to Low

seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Not applicable due to Low

seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Not applicable due to Low

seismicity.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
Not applicable due to Low

seismicity.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  
Not appicable due to Low

seismicity.
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Spokane, Adams Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are enclosed, but

pressurization and smoke

duct controls were not

observed to be present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material was

observed in breakable

containers.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

The natural gas piping

observed in the mechanical

room is suspended by

metal straps or hanger

rods, but lateral bracing

was not observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    

A shutoff valve for the

natural gas piping was

observed in the mechanical

room.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   

Flexible couplings were

not observed on the gas

piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Piping of this type was not

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

The ceiling details could

not be observed, but the

ceiling appeared to be

direct applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

The ceiling details could

not be observed, but the

ceiling appeared to be

direct applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

Light fixtures that weigh

more per square foot than

the ceiling they penetrate

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Heavy cladding

components were not

observed on the building.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any steel or concrete

moment-frames.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

concrete cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

There are window panes

greater than 16 ft2 that do

not appear to be laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Some building drawings

were available, but this

configuration could not be

observed and our

understanding is that the

parapets were modified at

some point in time.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
No canopies were

observed.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  

Based on the building type,

it is unlikely that there are

concrete parapets on this

building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

The height to width ratio

of the chimney extension

above the roof could not be

measured due to

limitations in access, but it

appeared to exceed the

limit noted.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X
This condition could not

be observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Building drawings were

unavailable and this

condition could not be

observed.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Building drawings were

unavailable and this

condition could not be

observed; likely not

capable of accommodating

drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS-not required

for moderate and low

seismic zones.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS-not required

for moderate and low

seismic zones.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Audubon Elementary
School

District Name: Spokane
ICOS Latitude: 47.67979
ICOS Longitude: -117.442
ICOS
County/District ID: 32081

ICOS Building ID: 19568
ASCE 41 Bldg Type: S2a
Enrollment: 427
Gross Sq. Ft. : 51653
Year Built: 1980
Number of Stories: 2
SXS BSE-2E: 0.265
SX1 BSE-2E: 0.136
ASCE 41 Level of
Seismicity: Low

Site Class: C
VS30(m/s): 422
Liquefaction

Potential:
Very low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Spokane, Audubon Elementary School, Main Building
1.1 Building Description

Audubon Elementary School is a K-5 school on the northwest side of Spokane, Washington. The 51,000-

square-foot building is relatively square in shape, 250-feet-long by 200-feet-wide, and was built in 1980.

The building has classrooms, a gymnasium, locker rooms, multi-purpose area, and administrative offices on

the first floor, and classrooms and mechanical space on the second floor. The building is a mix of steel brace

frames at the interior, concrete moment frames at the periphery, and tilt-up concrete panels at the

gymnasium. Rod bracing in the roof structure transfers loads to the lateral system.
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1.1.1 Building Use

The building is used as an elementary school for the Spokane School District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Audubon Elementary School
Structural System Description

Structural Roof
Non-structural roof panels over Z-girts bearing on open web steel joists. Rod

bracing is responsible for lateral loads.

Structural Floor(s) Reinforced slab-on-grade at first floor. Concrete on metal deck at second story.

Foundations Shallow continuous footings and shallow spread footings.

Gravity System
Open web steel joists bearing on joist girders and wide flange beams and HSS

columns.

Lateral System
Lateral systems are reacted by concrete moment frames at the perimeter, steel

brace frames at the the interior and tilt panels at the gymnasium.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Audubon Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System
Unknown. No visible signs of corrosion or damage; limited access to interior

lateral system. Some minor cracking observed in exterior concrete frames.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Spokane Audubon Elementary School Main Building
Deficiency Description
Redundancy Second story has one braced frame in E/W direction.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Spokane Audubon Elementary School Main Building
Unknown Item Description
Torsion Unable to make accurate assumptions based on building geometry and brace frame layout.

Column Axial

Stress Check
Likely compliant, difficult to track loads to brace frames based on mixed lateral system.

Brace Axial Stress

Check

Difficult to track loads to brace frames based on mixed lateral system. Likely noncompliant as diagonals

generally designed to- or near 1.00Fy.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Spokane Audubon Elementary School Main Building
Deficiency Description
S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Stairs are cast-in-place and no specifically detailed to allow drift.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Spokane Audubon Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

A fire suppression system was observed, but full details of the system were unavailable to

determine compliance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

A fire suppression system was observed, but full details of the system were unavailable to

determine compliance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at penetrations through ceilings.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Flexible couplings were not observed.
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Photos:

Figure 1-1. Schematic floor plan of school.

Spokane, Audubon Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 7 of 32



Figure 1-2. Precast frames and exterior walls at perimeter of classrooms. One of these elements is assumed to
be the lateral system at the exterior walls.
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Figure 1-3. Concrete overhang at southwest entrance. Precast frames can be seen in the background.
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Figure 1-4. Gas meter at exterior of building. No flexible joints were observed.
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Figure 1-5. First floor corridor looking east. Classrooms are to the left; bathrooms and locker rooms to the right.
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Figure 1-6. Mechanical units on isolating pads.

Figure 1-7. Gymnasium with open web steel joist roof structure visible.
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Figure 1-8. Exposed open web steel joists in the multipurpose room.
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Figure 1-9. Minor cracking at exterior frame.
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Figure 1-10. Additional cracking seen at exterior frame. It is unclear if the frame members or the wall elements
are the lateral system.
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Spokane, Audubon Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Unable to make accurate

assumptions based on

building geometry and brace

frame layout.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

  X  

Not applicable due to Low

seismicity. The liquefaction

potential of site soils is

unknown at this time given

available information. Very

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

  X  

Not applicable due to Low

seismicity. If it were to

evaluated in the future it

would require further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

  X  

Not applicable due to Low

seismicity. If it were to be

evaulated in the future it

would requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

Spokane, Audubon Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 32



High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
Not applicable due to Low

seismicity.
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17-10 Collapse Prevention Structural Checklist for Building Types S2 and S2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of braced frames in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

 X   
Second story has one braced

frame in E/W direction.

Column Axial Stress

Check

The axial stress caused by gravity loads in

columns subjected to overturning forces is less

than 0.10Fy. Alternatively, the axial stress

caused by overturning forces alone, calculated

using the Quick Check procedure of Section

4.4.3.6, is less than 0.30Fy. (Tier 2: Sec.

5.5.2.1.3; Commentary: Sec. A.3.1.3.2)

   X

Likely compliant, difficult to

track loads to brace frames

based on mixed lateral

system.

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

   X

Difficult to track loads to

brace frames based on mixed

lateral system. Likely

noncompliant as diagonals

generally designed to- or

near 1.00Fy.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Steel

Frames

Diaphragms are connected for transfer of seismic

forces to the steel frames. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.2)

X    

Rod bracing in lieu of

diaphragm at roof; concrete

diaphragm at second story

connected to transfer seismic

forces.

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of braced bays in each line is greater

than 2. (Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

  X  

Not applicable due to Low

seismicity. However, many

lines have a single braced

bay.
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Connection Strength

All the brace connections develop the buckling

capacity of the diagonals. (Tier 2: Sec. 5.5.4.4;

Commentary: Sec. A.3.3.1.5)

  X  

Not applicable due to Low

seismicity. Difficult to track

loads to brace frames based

on mixed lateral system. If

this were to be evaluated it

would likely be compliant.

Compact Members

All brace elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.4; Commentary:

Sec. A.3.3.1.7)

  X  
Not applicable due to Low

seismicity.

K-Bracing

The bracing system does not include K braced

bays. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.1)

  X  
Not applicable due to Low

seismicity.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Column Splices

All column splice details located in braced

frames develop 50% of the tensile strength of the

column. (Tier 2: Sec. 5.5.4.2; Commentary: Sec.

A.3.3.1.3)

  X  
Not applicable due to Low

seismicity.

Slenderness of

Diagonals

All diagonal elements required to carry

compression have Kl/r ratios less than 200. (Tier

2: Sec. 5.5.4.3; Commentary: Sec. A.3.3.1.4)

  X  
Not applicable due to Low

seismicity.

Compact Members

All brace elements meet section requirements in

accordance with AISC 341, Table D1.1, for

moderately ductile members. (Tier 2: Sec. 5.5.4;

Commentary: Sec. A.3.3.1.7)

  X  
Not applicable due to Low

seismicity.

Chevron Bracing

Beams in chevron, or V-braced, bays are capable

of resisting the vertical load resulting from the

simultaneous yielding and buckling of the brace

pairs. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.3)

  X  
Not applicable due to Low

seismicity.

Concentrically Braced

Frame Joints

All the diagonal braces frame into the beam–

column joints concentrically. (Tier 2: Sec.

5.5.4.8; Commentary: Sec. A.3.3.2.4)

  X  
Not applicable due to Low

seismicity.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Frames

Diaphragm openings immediately adjacent to the

braced frames extend less than 25% of the frame

length. (Tier 2: Sec. 5.6.1.3; Commentary: Sec.

A.4.1.5)

  X  
Not applicable due to Low

seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
Not applicable due to Low

seismicity.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Not applicable due to Low

seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Not applicable due to Low

seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
Not applicable due to Low

seismicity.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to Low

seismicity.
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Spokane, Audubon Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

A fire suppression system

was observed, but full

details of the system were

unavailable to determine

compliance with NFPA-

13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

A fire suppression system

was observed, but full

details of the system were

unavailable to determine

compliance with NFPA-

13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are open,

pressurization and smoke

duct controls are not

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

present at penetrations

through ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

X     

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material in

breakable containers was

observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

NA due to LS - not

required for Low

seismicity.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

NA due to LS - not

required for Low

seismicity.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X
Flexible couplings were

not observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

NA due to LS - not

required for Low

seismicity.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
Masonry partitions are

reinforced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Existing drawings show

masonry walls supported

by roof/second floor

diaphragm.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

NA due to LS - not

required for Low

seismicity.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

NA due to LS - not

required for Low

seismicity.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

NA due to LS - not

required for Low

seismicity.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

NA due to LS - not

required for Low

seismicity.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

NA due to LS - not

required for Low

seismicity.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

NA due to LS - not

required for Low

seismicity.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

NA due to LS - not

required for Low

seismicity.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer not

present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No chimneys present.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

Stairs are cast-in-place and

no specifically detailed to

allow drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

NA due to LS - not

required for Low

seismicity.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS - not

required for Low

seismicity.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

Spokane, Audubon Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 32



EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building
Facility Name: Libby Center
District Name: Spokane
ICOS Latitude: 47.656
ICOS Longitude: -117.368
ICOS
County/District ID: 32081

ICOS Building ID: 20029
ASCE 41 Bldg Type: URMa
Enrollment: 278
Gross Sq. Ft. : 66,393
Year Built: 1928
Number of Stories: 2
SXS BSE-2E: 0.266
SX1 BSE-2E: 0.136
ASCE 41 Level of
Seismicity: Low

Site Class: C
VS30(m/s): 385
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Partial
Evaluating Firm: DCI Engineers - Spokane

1. Spokane, Libby Center, Main Building
1.1 Building Description

The Libby Center is a 66,000-square-foot, URM building on the east side of Spokane. The building was

originally built in 1928 and had at least one major addition. The building underwent an architectural

renovation in 1995. The building has a north wing, a central wing, and a south wing; the wings are connected

by corridors. The north wing is two stories, the other two wings are single-story structures. The north wing,

the south wing, and the west portion of the central wing are the original building, with the other east portion

of the central wing representing one- or multiple additions.
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1.1.1 Building Use

The building is used for a 50-student kindergarten program and accelerated learning programs for

approximately 300 3-8 grade students.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Libby Center
Structural System Description

Structural Roof
Built-up wood roof structure over monolithic-cast concrete beam and slab

structure.

Structural Floor(s)
Reinforced monolithic concrete beam and slab floor over crawlspace at the first

floor; similar structure at second floor.

Foundations Conventional shallow foundations.

Gravity System
Concrete slab spanning between concrete beams; concrete beams spanning

between URM bearing walls at exterior and concrete columns at interior.

Lateral System URM shear walls at exterior.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Libby Center
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration; limited access.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. Some signs of cracking and deterioration at grade level.

Gravity System Fair. Some signs of cracking and deterioration.

Lateral System Fair. Some signs of cracking and deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Spokane Libby Center Main Building
Deficiency Description

Wall Anchorage
Existing drawings incomplete; drawings show floor and roof slabs with thickened slab edges at URM walls.

Connection capacity likely noncomplaint based on age and type of building.

Transfer to Shear

Walls
Existing drawings incomplete; drawings do not show positive connection between diaphragms and walls.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Spokane Libby Center Main Building
Unknown Item Description

Load Path
Existing drawings are only for one portion of building; drawings appear to show complete load path but are

inadequately detailed at the diaphragm-to-wall connections.

Weak Story
Existing drawings are incomplete, but two-story portions of building appear to be largely the same between

floors.

Soft Story
Existing drawings are incomplete, but two-story portions of building appear to be largely the same between

floors.

Vertical

Irregularities
Existing drawings are incomplete, but elements shown on drawings are continuous to foundation.

Geometry
Existing drawings are incomplete, but two-story portions of building appear to be largely the same between

floors. Likely noncompliant as the building only has a partial second story.

Mass Unknown but likely noncompliant as the building only has a partial second story.

Torsion Unable to determine from existing drawings.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Existing drawings incomplete; likely noncompliant based on post-and-beam construction of interior structure

and large windows at exterior.

Wood Ledgers Existing drawings incomplete, but diaphragms in drawings are concrete.

Girder-Column

Connection

Existing drawings incomplete, but likely compliant. Drawings show girder and column reinforcement as

continuous at intersection.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Spokane Libby Center Main Building
Deficiency Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No flexible couplings were observed.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

Tall chimney observed; reinforcement unknown, assumed noncompliant based on age and type of

building.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Chimney detailing unknown, assumed noncompliant.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Masonry walls have a height-to-thickness ratio greater than listed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Stairs are cast-in-place and not specifically detailed to allow drift.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Spokane Libby Center Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Bracing of the system was observed, but compliance with NFPA-13 could not be confirmed.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons provided at penetrations through ceilings.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the interior walls could not be observed, based on the existing drawings, it is assumed

to be non-compliant.

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Not all parapets accessible, but those measured are compliant.
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Photos:

Figure 1-1. Gymnasium

Figure 1-2. Large glazing panel at entry. Deteriorating ceiling finishes can be seen above piping.
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Figure 1-3. Piping in corridor; all fire suppression piping braced as shown in picture.
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Figure 1-4. Picture of roof, looking southeast. URM chimney stand prominently.
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Figure 1-5. Single-pane windows; a good representation of the majority of windows in the structure.

Figure 1-6. Southeast corner of north wing.
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Figure 1-7. East face of center wing. Addition of an unknown date.

Figure 1-8. South face of south wing.
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Figure 1-9. Southwest corner of central wing.
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Spokane, Libby Center, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Existing drawings are only

for one portion of building;

drawings appear to show

complete load path but are

inadequately detailed at the

diaphragm-to-wall

connections.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

   X

Existing drawings are

incomplete, but two-story

portions of building appear

to be largely the same

between floors.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

   X

Existing drawings are

incomplete, but two-story

portions of building appear

to be largely the same

between floors.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

   X

Existing drawings are

incomplete, but elements

shown on drawings are

continuous to foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

   X

Existing drawings are

incomplete, but two-story

portions of building appear

to be largely the same

between floors. Likely

noncompliant as the building

only has a partial second

story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

   X

Unknown but likely

noncompliant as the building

only has a partial second

story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X
Unable to determine from

existing drawings.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not required for Low

seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
Not required for Low

seismicity.

Spokane, Libby Center, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 29



17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Existing drawings

incomplete; likely

noncompliant based on post-

and-beam construction of

interior structure and large

windows at exterior.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Existing drawings

incomplete; drawings show

floor and roof slabs with

thickened slab edges at

URM walls. Connection

capacity likely noncomplaint

based on age and type of

building.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Existing drawings

incomplete, but diaphragms

in drawings are concrete.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Existing drawings

incomplete; drawings do not

show positive connection

between diaphragms and

walls.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Existing drawings

incomplete, but likely

compliant. Drawings show

girder and column

reinforcement as continuous

at intersection.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  
Not required for Low

seismicity.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X   

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X   

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X   
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Spokane, Libby Center, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Bracing of the system was

observed, but compliance

with NFPA-13 could not

be confirmed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   
No flexible couplings were

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are open,

pressurization and smoke

duct controls are not

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

provided at penetrations

through ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material in

breakable containers was

observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the interior

walls could not be

observed, based on the

existing drawings, it is

assumed to be non-

compliant.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

The tops of the interior

walls could not be

observed, based on the

existing drawings, it is

assumed to be compliant.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

NA due to LS - not

required for Low

seismicity.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

NA due to LS - not

required for Low

seismicity.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

NA due to LS - not

required for Low

seismicity.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

NA due to LS - not

required for Low

seismicity.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

NA due to LS - not

required for Low

seismicity. Large glazing

panels observed that were

not laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Building is URM, no

masonry veneer present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Not all parapets accessible,

but those measured are

compliant.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No concrete parapets

present.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

Tall chimney observed;

reinforcement unknown,

assumed noncompliant

based on age and type of

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

 X   

Chimney detailing

unknown, assumed

noncompliant.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

 X   

Masonry walls have a

height-to-thickness ratio

greater than listed.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

Stairs are cast-in-place and

not specifically detailed to

allow drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS - not

required for Low

seismicity.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS - not

required for Low

seismicity.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

No elevator present. NA

due to LS - not required

for Low seismicity.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Outlook Elementary Main
Building

Facility Name: Outlook Elementary School
District Name: Sunnyside
ICOS Latitude: 46.345
ICOS Longitude: -120.097
ICOS
County/District ID: 39201

ICOS Building ID: 18506
ASCE 41 Bldg Type: W2
Enrollment: 646
Gross Sq. Ft. : 57,084
Year Built: 1932
Number of Stories: 1
SXS BSE-2E: 0.499
SX1 BSE-2E: 0.302
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 279
Liquefaction

Potential:
Low to Moderate

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Sunnyside, Outlook Elementary School, Outlook Elementary Main Building
1.1 Building Description

The Outlook Elementary School main building is a one-story building that is primarily steel stud wall

construction. The school is constructed on level ground and is located in Sunnyside, Washington. The

building has three wings (100, 200, and 300), a gym, and a multipurpose room, which are all rectangular in

plan. The maximum roof height is 32 feet. The entire building is F-shaped in plan. The oldest wing is the

100-wing, built in 1932, which is a wood stud wall structure. The 200-wing and 300-wing are both steel stud

wall buildings that were added in 1999 and 2002, respectively. The multipurpose room is constructed out of

reinforced masonry. The roof system consists of wood trusses and a flexible wood diaphragm at the original

100-wing, and steel joists and a metal roof deck throughout the remainder of the structure. The building

shares the site with three portables.
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1.1.1 Building Use

The Outlook Elementary School consists of classrooms, a dining area, a library, administrative offices, a

gymnasium, and a multi-purpose room. The school has over 640 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Outlook Elementary School
Structural System Description

Structural Roof

The roof system consists of wood trusses and a flexible wood diaphragm at the

original 100-wing, and steel joists and a metal roof deck throughout the

remainder of the structure.

Structural Floor(s) The ground level is a concrete floor slab.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System
The gravity system is composed of steel beams and columns, CMU walls, steel

stud walls, and wood stud walls.

Lateral System

A mixture of reinforced CMU shear walls (gymnasium), wood shear walls (100-

wing) and steel stud with plywood sheathing shear walls (200-wing and 300-

wing) resist the forces in the longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Outlook Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Sunnyside Outlook Elementary School Outlook Elementary Main Building
Deficiency Description

Torsion

Building has eccentric stiffness. Further investigation is required to determine torsional effects on the lateral

system. The addition of new shear walls may be appropriate to resist torsional effects and to mitigate seismic

risk.

Shear Stress

Check

Pseudo shear stress is greater than 1000 lb/ft. The building likely requires wood shear wall strengthening or the

addition of new shear walls. Further investigation is required. The cold-formed steel shear walls in the 200-

wing and the 300-wing are also non-compliant in corresponding shear stress checks and likely need to be

strengthened.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Sunnyside Outlook Elementary School Outlook Elementary
Main Building
Unknown Item Description

Load Path
No structural drawings at original 100-wing. Load path unknown. This item requires further field investigation

to make a final determination and to develop a mitigation recommendation, if necessary.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

This evaluation item is unknown due to lack of 100-wing building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sills

This evaluation item is unknown due to lack of 100-wing building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Girder-Column

Connection

This evaluation item is unknown due to lack of 100-wing building construction drawings and could not be

visually verified. This item requires further investigation to make a final determination on its compliance and to

develop a mitigation recommendation, if necessary.

Wood Sill Bolts

This evaluation item is unknown due to the lack of original construction drawings for the 100-wing and could

not be visually verified. Further field investigation is required to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Diaphragm

Reinforcement at

Openings

This evaluation item is unknown due to the lack of original construction drawings for the 100-wing and could

not be visually verified. This item is compliant at the metal roof deck diaphragms. Further field investigation is

required to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.

Straight Sheathing

This evaluation item is unknown due to the lack of original construction drawings for the 100-wing and could

not be visually verified. Further field investigation is required to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Spans

This evaluation item is unknown due to the lack of original construction drawings for the 100-wing and could

not be visually verified. Further field investigation is required to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.

Diagonally

Sheathed and

Unblocked

Diaphragms

This evaluation item is unknown due to the lack of original construction drawings for the 100-wing and could

not be visually verified. Further field investigation is required to make a final determination on its compliance

and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Sunnyside Outlook Elementary School Outlook Elementary Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Sunnyside Outlook Elementary School Outlook Elementary
Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify method of support of masonry veneer at each floor above

grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation required to verify anchorage of masonry veneer at weakened planes.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

This evaluation could not be visually verified. Further investigation is required to review vertical

support and lateral bracing of equipment.
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Photos:

Figure 1-1. Main Entry in 200-Wing with Overhead Skylight
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Figure 1-2. Typical Classroom with Unknown Light Fixture Bracing
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Figure 1-3. Unbraced MEP Equipment, Typical Throughout
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Figure 1-4. Unbraced Nonstructural Components, Typical Throughout
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Figure 1-5. Mechanical Room
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Figure 1-6. Multipurpose Room

Figure 1-7. Gymnasium with Steel Joists and Metal Roof Deck
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Figure 1-8. Outlook Elementary School - Southeast Exterior at Gymnasium

Figure 1-9. Outlook Elementary School - East Exterior
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Figure 1-10. Outlook Elementary School - West Exterior
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Sunnyside, Outlook Elementary School, Outlook Elementary Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

No structural drawings at

original 100-wing. Load path

unknown. This item requires

further field investigation to

make a final determination

and to develop a mitigation

recommendation, if

necessary.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is required to

determine torsional effects

on the lateral system. The

addition of new shear walls

may be appropriate to resist

torsional effects and to

mitigate seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

Pseudo shear stress is greater

than 1000 lb/ft. The building

likely requires wood shear

wall strengthening or the

addition of new shear walls.

Further investigation is

required. The cold-formed

steel shear walls in the 200-

wing and the 300-wing are

also non-compliant in

corresponding shear stress

checks and likely need to be

strengthened.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This evaluation item is

unknown due to lack of 100-

wing building construction

drawings and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This evaluation item is

unknown due to lack of 100-

wing building construction

drawings and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This evaluation item is

unknown due to lack of 100-

wing building construction

drawings and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings for the 100-wing

and could not be visually

verified. Further field

investigation is required to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings for the 100-wing

and could not be visually

verified. This item is

compliant at the metal roof

deck diaphragms. Further

field investigation is

required to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings for the 100-wing

and could not be visually

verified. Further field

investigation is required to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings for the 100-wing

and could not be visually

verified. Further field

investigation is required to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

This evaluation item is

unknown due to the lack of

original construction

drawings for the 100-wing

and could not be visually

verified. Further field

investigation is required to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Sunnyside, Outlook Elementary School, Outlook Elementary Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation is

required to verify method

of support of masonry

veneer at each floor above

grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X     

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

This evaluation could not

be visually verified.

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

Sunnyside, Outlook Elementary School, Outlook Elementary Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 32



EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building

Facility Name: Fern Hill Elementary
School

District Name: Tacoma
ICOS Latitude: 47.179
ICOS Longitude: -122.443
ICOS
County/District ID: 27010

ICOS Building ID: 15423
ASCE 41 Bldg Type: URM
Enrollment: 324
Gross Sq. Ft. : 60,159
Year Built: 1911
Number of Stories: 3
SXS BSE-2E: 0.949
SX1 BSE-2E: 0.522
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 535
Liquefaction

Potential:
very low

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: BergerABAM/WSP

1. Tacoma, Fern Hill Elementary School, Main Building
1.1 Building Description

Fern Hill Elementary is a three-story building with exterior masonry walls, wood frame floors and a wood

frame roof. The original building was constructed in 1911 with additions in 1919, 1925 and 2006 to expand

the footprint as the student population increased. Originally the first level was partially below grade but the

grade has been subsequently lowered revealing a portion of the exterior foundation wall. According to school

district personnel, the original building had classrooms on the lower level with a high bay gym above. The

two-story gym was later infilled with floor framing, creating three stories of classrooms. The exterior walls

are two-wythe masonry construction. The 2006 addition included seismic upgrades to the earlier structures.

Visible seismic upgrades included new three-story steel braced frames (interior) and exterior “rosettes”

which tied the exterior masonry walls to the floors and roof. According to the 2006 documents, additional

masonry wall anchorages were added to the inside structural framing that are not visible. 
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1.1.1 Building Use

Fern Hill Elementary School houses approximately 325 students. The older portions of the building house

classrooms. Administration and other functions are in the 2006 addition. The building is composed of 1911

original construction and additions and upgrades in 1919, 1925 and 2006.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Fern Hill Elementary School
Structural System Description

Structural Roof
The original 1911 construction is wood frame composed of heavy timber beams

with wood joists. The joists span east- west without interior bearing.

Structural Floor(s)
The second and third floor construction is wood frame, the first floor is a

concrete slab.

Foundations
The original foundation walls were partially exposed when the grade was

lowered.

Gravity System

The gravity system is wood frame with unreinforced, two-wythe masonry

exterior walls. Interior supports are wood beams supported on wood or steel

columns.

Lateral System

The lateral-force-resisting system is composed of unreinforced masonry walls

with wood frame diaphragms at the floor and roof levels. New steel braced

frames were added in 2006. Additional masonry wall ties were also added in

2006.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Fern Hill Elementary School
Structural System Description
Structural Roof Unknown, district personnel did not report any leaks.

Structural Floor(s) Did not observe signs of corrosion, damage or deterioration.

Foundations Unknown.

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System
The lateral force resisting system was upgraded in the 2006 construction. Did not

observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tacoma Fern Hill Elementary School Main Building
Deficiency Description

Adjacent

Buildings

Calculated minimum clear distance of 26.5 ft height x 1.5% = 4.8 inches, which is close to the gap provided.

(North side two inch seismic joint and south side four inch seismic joint between 2006 construction and earlier

construction.) Exact height of 2006 roof unknown.

Shear Stress

Check

Quick Check procedure indicated that west cmu walls may be overstressed. Further study is recommended.

May require cmu wall strengthening such as braced frames or shotcrete.

Proportions A quick calculation indicates the first and second stories comply, but the top story does not.

Cross Ties
Cross ties between diaphragm chords for the 1911 building were not observed in the field or detailed in the

2006 structural drawings. Additional straps may be required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tacoma Fern Hill Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection

Existing 2006 structural drawings indicate a well-designed and detailed addition and seismic upgrade, but

existing beam/column details from 1911 construction are not addressed.

Masonry Layup Did not observe.

Openings at Shear

Walls

This requirement may not be met at end stairs but steel frames and other measures were added to upgrade the

lateral force resisting system.

Openings at

Exterior Masonry

Shear Walls

This requirement may not be met at end stairs but steel frames and other measures were added to upgrade the

lateral force resisting system.

Stiffness of Wall

Anchors

Ties were added in the 2006 addition. Assume they were installed in accordance with manufacturer

recommendations.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tacoma Fern Hill Elementary School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tacoma Fern Hill Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No enclosed stair.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Not detailed on available drawings.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment containing hazardous materials mounted on vibration isolators. District

to confirm. See Report documents (including Appendix) for bracing guidance.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe breakable containers with hazardous materials. District to confirm. See Report

documents (including Appendix) for bracing guidance.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe piping or ductwork conveying hazardous materials. District to confirm. See Report

documents (including Appendix) for bracing guidance.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but likely compliant. District to confirm.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe. District to confirm.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Supports hidden by ceiling, unable to confirm light fixture supports. Further investigation required.

See Report documents (including Appendix) for bracing guidance.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Did not observe large glazing panels. District to confirm.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Exterior walls appear to be double wythe masonry walls (not veneer). Reinforcement between the

wythes is unknown.
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PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
Canopies appeared to be well attached to the building.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Rooftop bell tower was reconstructed and existing masonry parapets were braced in the 2006

construction project.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

The photos indicate a chimney that appears to be part of the 1925 construction. It is likely to be

unreinforced, but height and dimensions are unknown. Further investigation required.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Details not available.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Did not observe unbraced storage greater than 12 ft high. District to confirm. See Report

documents (including Appendix) for bracing guidance.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe. District to confirm. Brace tops of shelving taller than 6 feet to nearest backing

wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe. District to confirm. Heavy items on upper shelves should be restrained by netting

or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Did not observe. District to confirm.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Did not observe. District to confirm.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Did not observe. District to confirm. Brace tops of tall narrow equipment taller than 6 feet to

nearest backing wall, provide overturning base restraint.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Not detailed on drawings and did not observe. District to confirm.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Not detailed on drawings and did not observe. District to confirm.

Unknown Item Description
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Figure 1-1. Fern Hill East Entry
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Figure 1-2. Fern Hill East Side - Rosettes tying unreinforced masonry wythes together
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Figure 1-3. Fern Hill seismic joint between 1911 construction and later addition
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Figure 1-4. Fern Hill east side - exposed foundation wall

Figure 1-5. Fern Hill West Elevation
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Figure 1-6. Fern Hill Seismic Joint - inside building
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Figure 1-7. Fern Hill Braced Frame
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Figure 1-8. Fern Hill braced frame connection
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Figure 1-9. Fern Hill lower level classroom windows
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Figure 1-10. Fern Hill crack in interior wall
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Tacoma, Fern Hill Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The seismic upgrades made

in 2006 included installation

of interior braced frames in

each direction, as well as

anchoring the unreinforced

masonry walls to the roof

and floor diaphragms.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Calculated minimum clear

distance of 26.5 ft height x

1.5% = 4.8 inches, which is

close to the gap provided.

(North side two inch seismic

joint and south side four inch

seismic joint between 2006

construction and earlier

construction.) Exact height

of 2006 roof unknown.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
There is no interior

mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

The lateral force resisting

system stacks and is similar

at each level.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

The lateral force resisting

system stacks and is similar

at each level.

Tacoma, Fern Hill Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 34



Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The lateral force resisting

system stacks and is similar

at each level.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

The lateral force resisting

system stacks and is similar

at each level.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The school has flexible roof

and floor diaphragms which

will distribute the lateral

forces to the exterior shear

walls and interior braced

frames by tributary area.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

0.6Sa = 0.57 is significantly

less than base/height ratio of

1.6.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Footings are restrained by

slab on grade.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    
Multiple shear walls/frames

in each direction provided.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Quick Check procedure

indicated that west cmu

walls may be overstressed.

Further study is

recommended. May require

cmu wall strengthening such

as braced frames or

shotcrete.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X    
Wall anchorage added in the

2006 construction project.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X    

2006 construction details

indicate straps were added to

tie masonry walls to

diaphragms and attention

was paid to avoid cross grain

bending of ledgers.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X    

2006 drawing details

indicate there are ties

between diaphragms and

walls.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Existing 2006 structural

drawings indicate a well-

designed and detailed

addition and seismic

upgrade, but existing

beam/column details from

1911 construction are not

addressed.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

A quick calculation indicates

the first and second stories

comply, but the top story

does not.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X Did not observe.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

   X

This requirement may not be

met at end stairs but steel

frames and other measures

were added to upgrade the

lateral force resisting system.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

   X

This requirement may not be

met at end stairs but steel

frames and other measures

were added to upgrade the

lateral force resisting system.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Cross ties between

diaphragm chords for the

1911 building were not

observed in the field or

detailed in the 2006

structural drawings.

Additional straps may be

required.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Plywood sheathed

diaphragm.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
1/2 sheathing was applied to

floors in the 2006 remodel.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X    

Unblocked structural

diaphragm has horizontal

spans less than 40 ft and

aspect ratios less than or

equal to 4 to 1.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Wood diaphragms are

provided.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Ties were added in the 2006

addition. Assume they were

installed in accordance with

manufacturer

recommendations.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

X    
Supports added in the 2006

construction project.
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Tacoma, Fern Hill Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of latest construction

(2006) of the building, it is

assumed that seismic

bracing for fire

suppression piping may be

compliant with NFPA 13.

District to confirm.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

date of the most recent

seismic upgrade, it is

assumed the flexible

couplings on the fire

suppression piping comply

with NFPA 13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on

recent seismic upgrade,

may be compliant but

evaluation of emergency

power equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

Did not observe. District to

confirm. Further

investigation may be

appropriate to mitigate

seismic risk.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

According to available

2006 drawings, interior

partitions are not masonry.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

According to available

2006 drawings, interior

partitions are not masonry.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended gypsum

board ceilings.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Supports hidden by

ceiling, unable to confirm

light fixture supports.

Further investigation may

be appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Exterior wall appears to be

double wythe masonry, not

cladding.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  
The building does not have

exterior cladding.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Did not observe large

glazing panels. Further

investigation may be

warranted to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

Exterior walls appear to be

double wythe masonry

walls (not veneer).

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

Exterior walls appear to be

double wythe masonry

walls (not veneer).

Tacoma, Fern Hill Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 34



M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  

Exterior walls appear to be

double wythe masonry

walls (not veneer).

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

Exterior walls appear to be

double wythe masonry

walls (not veneer).

Reinforcement between

the wythes is unknown.

Further investigation may

be warranted to mitigate

seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No cold formed steel stud

backup at veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

Exterior walls appear to be

double wythe masonry

walls (not veneer).

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

X    

2005 drawings indicate

anchorage between

existing masonry walls and

the roof framing and to the

stud wall back-up.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopies appeared to be

well attached to the

building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

X    

Rooftop bell tower was

reconstructed and existing

masonry parapets were

braced in the 2006

construction project.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

The photos indicate a

chimney that appears to be

part of the 1925

construction. It is likely to

be unreinforced, but height

and dimensions are

unknown. Further

investigation required.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Details not available.

Further investigation may

be appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

X    

Wall anchors were added

during the 2006

construction/seismic

upgrade.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X    

2006 construction moved

the stairs to the end walls.

Wood frame stairs are

supported on wood frame

walls and masonry walls

are tied back to the wood

structure with epoxy

anchors.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe. District to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Did not observe. District to

confirm. Bracing required

for equipment weighing

more than 20 lb located 4

feet or more above the

floor to mitigate seismic

risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Did not observe. Bracing

for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Did not observe. District to

confirm. Brace tops of tall

narrow equipment taller

than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Not detailed on drawings

and did not observe.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Not detailed on drawings

and did not observe.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.

Tacoma, Fern Hill Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 34 of 34



Building Name: Main Building
Facility Name: Oakland High School
District Name: Tacoma
ICOS Latitude: 47.23
ICOS Longitude: -122.486
ICOS
County/District ID: 27010

ICOS Building ID: 18694
ASCE 41 Bldg Type: URM
Enrollment: 203
Gross Sq. Ft. : 41,575
Year Built: 1911
Number of Stories: 3
SXS BSE-2E: 0.960
SX1 BSE-2E: 0.529
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 458
Liquefaction
Potential: very low

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: BergerABAM/WSP

1. Tacoma, Oakland High School, Main Building
1.1 Building Description

Oakland High School is a three-story daylight basement concrete and unreinforced masonry building

constructed in 1911. Adjacent is an attached one-story (over basement) space constructed later (possibly in

1957). The approximate dimensions of the 1911 building are 98 feet x 62 feet. The walls above the basement

are unreinforced masonry. The upper floor and roof construction is wood framing. Basement walls and the

first floor are concrete construction.
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1.1.1 Building Use

The school houses 203 students in a three-story masonry structure constructed in 1911 with a one-story

annex structure (over basement) for Headstart, offices and other non-classroom space. The three-story

section has a basement with a small gym space and mechanical rooms, the second and third floors are

classrooms and offices.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Oakland High School
Structural System Description
Structural Roof T&G decking supported on 2x wood rafters

Structural Floor(s)
Attic floor and second floor are constructed of wood framing with 2x joists. The

floor over the basement consists of concrete slab and concrete beams.

Foundations Shallow spread footings.

Gravity System Masonry walls along the perimeter. Interior wood beams and columns.

Lateral System URM shear walls with flexible wood diaphragms.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Oakland High School
Structural System Description
Structural Roof Good

Structural Floor(s) Good

Foundations Unknown

Gravity System Appears good

Lateral System
Building condition is okay but lateral force resisting system upgrades are likely

needed.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tacoma Oakland High School Main Building
Deficiency Description

Load Path
Drawings of original construction not available for review, but assumed to be noncompliant based on year of

construction.

Adjacent

Buildings
No joint between 1912 building and the newer building located north of the original building.

Overturning With worst case base/height of 0.4, which is less than 0.632, overturning is a concern.

Shear Stress

Check
Shear stress in the unreinforced masonry shear significantly exceeds 30 psi.

Wall Anchorage
No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Transfer to Shear

Walls

No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Proportions
The height-to-thickness ratio of the shear walls are greater than the limits for both top story and the second

story.

Openings at Shear

Walls
Opening along the shear walls in the east-west direction is 40% of the shear walls at each end of the building.

Openings at

Exterior Masonry

Shear Walls

Opening along the shear walls in the east-west direction are 20 feet long at each end of the building.

Cross Ties
No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Spans
Attic floor has structural panels and is compliant. Roof diaphragm has straight sheathed diaphragm with 93 ft

span and is non-compliant.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tacoma Oakland High School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
The building is located on a sloping site. Requires further investigation by a licensed geotechnical engineer to

determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Ledgers No drawings of original construction are available and could not tell from field visit observations.

Girder-Column

Connection

No drawings of original construction are available and could not tell from field visit observations if wood

girders are used in the building.

Masonry Layup No drawings of original construction are available and could not tell from field visit observations.

Stiffness of Wall

Anchors

No drawings of original construction are available and could not tell from field visit observations, but assumed

to be noncompliant due to year of original construction.

Beam
Girder, and Truss Supports,No drawings of original construction are available and could not tell from field visit

observations, but assumed to be noncompliant due to year of original construction.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tacoma Oakland High School Main Building
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of construction. Further investigation may be appropriate to mitigate

seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, emergency

power equipment is either nonexistent or noncompliant. Evaluation of emergency power

equipment may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction. Further investigation may be warranted to

mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Observed some shelving and lockers in lower gym area that were not braced back to wall. Brace

tops of shelving taller than 6 feet to nearest backing wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not see ties to wall for miscellaneous equipment in mechanical/boiler room. Water heater did

have straps. Heavy items on upper shelves should be restrained by netting or cabling to avoid

becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Did not see ties to wall for miscellaneous equipment in mechanical/boiler room. Water heater did

have straps. Bracing required for equipment weighing more than 20 lb located 4 feet or more above

the floor to mitigate seismic risk.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Did not see ties to wall for miscellaneous equipment in mechanical/boiler room. District to

confirm. Brace tops of tall narrow equipment taller than 6 feet to nearest backing wall, provide

overturning base restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tacoma Oakland High School Main Building
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkler head clearance and unable to verify during

site investigation. Further evaluation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if there are shutoff valves for piping containing hazardous materials. Further

investigation may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Unable to identify partition construction. Further investigation may be appropriate to mitigate

seismic risk.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Unable to identify partition construction. Further investigation may be appropriate to mitigate

seismic risk.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of construction of latest remodeling. Further investigation may be

appropriate to mitigate seismic risk.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction. Further investigation may be appropriate to

mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction. Further investigation may be warranted to

mitigate seismic risk.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

No drawings available and could not tell from field visit observations, but assumed to be

noncompliant due to year of original construction. Further investigation may be warranted to

mitigate seismic risk.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

Details of the canopy connection at entrances could not be visual verified during site visit. Further

investigation may be appropriate to mitigate seismic risk.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
Further investigation may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

No drawings available and could not tell from field visit observations if any equipment installed in

line with a duct or piping system, with an operating weight more than 75 lb exist in the building.

Bracing for heavy in line equipment may be appropriate to mitigate seismic risk.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
No information available. Further investigation may be appropriate to mitigate seismic risk.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
No information available. Further investigation may be appropriate to mitigate seismic risk.

Tacoma, Oakland High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 33



Photos:

Figure 1-1. South elevation

Figure 1-2. South-west corner of building
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Figure 1-3. East elevation

Figure 1-4. North elevation
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Figure 1-5. Strapping of chimney
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Figure 1-6. North east corner of roof
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Figure 1-7. Interior face of north-east wall gable

Tacoma, Oakland High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 11 of 33



Figure 1-8. Boiler room - concrete floor above
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Figure 1-9. Attic - sill plate anchorage
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Figure 1-10. Stairway - north-west corner
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Tacoma, Oakland High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Drawings of original

construction not available

for review, but assumed to

be noncompliant based on

year of construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

No joint between 1912

building and the newer

building located north of the

original building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
No mezzanine observed in

building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

Shear strength of walls

above the basement level are

similar.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

The stiffness of the shear

walls above the basement

level are similar.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The shear walls are

continuous from foundation

to the roof.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    
The shear walls fixed width

from foundation to the roof.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

The building is rectangular

with consistent geometry

through all three stories.

Does not appear to be any

change in effective mass

from one story to the next

above the basement level.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

It is assumed that due to the

symmetric nature of the

building that the center of

mass and the center of

rigidity are similar to one

another.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The building is located on a

sloping site. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

With worst case base/height

of 0.4, which is less than

0.632, overturning is a

concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
All footings are restrained

by the slab-on-grade.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

At least two lines of shear

walls in each principal

direction.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Shear stress in the

unreinforced masonry shear

significantly exceeds 30 psi.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No drawings of original

construction are available

and could not tell from field

visit observations if wood

girders are used in the

building.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

The height-to-thickness ratio

of the shear walls are greater

than the limits for both top

story and the second story.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

No drawings of original

construction are available

and could not tell from field

visit observations.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

 X   

Opening along the shear

walls in the east-west

direction is 40% of the shear

walls at each end of the

building.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

 X   

Opening along the shear

walls in the east-west

direction are 20 feet long at

each end of the building.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Roof diaphragm has aspect

ratio of 1.5
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Attic floor has structural

panels and is compliant.

Roof diaphragm has straight

sheathed diaphragm with 93

ft span and is non-compliant.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

No drawings of original

construction are available

and could not tell from field

visit observations, but

assumed to be noncompliant

due to year of original

construction.
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Tacoma, Oakland High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of construction. Further

investigation may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

 X   

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.
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LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials .
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials .

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Unable to identify partition

construction. Further

investigation may be

appropriate to mitigate

seismic risk.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Unable to identify partition

construction. Further

investigation may be

appropriate to mitigate

seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

No unreinforced masonry

or hollow-clay tile

partitions observed in

building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for Life

Safety Performance Level

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for Life

Safety Performance Level

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No gypsum board ceilings

observed in building.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for Life

Safety Performance Level

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for Life

Safety Performance Level

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for Life

Safety Performance Level

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for Life

Safety Performance Level

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of construction of latest

remodeling. Further

investigation may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for Life

Safety Performance Level

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building is not a steel

or concrete moment-frame

building.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be warranted to mitigate

seismic risk.
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be warranted to mitigate

seismic risk.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

No steel stud backup in

building based on year of

construction.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

No concrete block or

masonry backup in

building based on year of

construction.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

Parapet walls appear to be

relatively short.

Measurements were not

done

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

Details of the canopy

connection at entrances

could not be visual verified

during site visit. Further

investigation may be

appropriate to mitigate

seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
No concrete parapets

observed.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Further investigation may

be appropriate to mitigate

seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X    
Aspect ratio estimated to

be 1-to-1.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

 X   

No drawings available and

could not tell from field

visit observations, but

assumed to be

noncompliant due to year

of original construction.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Observed some shelving

and lockers in lower gym

area that were not braced

back to wall. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Did not see ties to wall for

miscellaneous equipment

in mechanical/boiler room.

Water heater did have

straps. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid becoming

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for Life

Safety Performance Level
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for Life

Safety Performance Level

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for Life

Safety Performance Level

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Did not see ties to wall for

miscellaneous equipment

in mechanical/boiler room.

Water heater did have

straps. Bracing required

for equipment weighing

more than 20 lb located 4

feet or more above the

floor to mitigate seismic

risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

No drawings available and

could not tell from field

visit observations if any

equipment installed in line

with a duct or piping

system, with an operating

weight more than 75 lb

exist in the building.

Bracing for heavy in line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Did not see ties to wall for

miscellaneous equipment

in mechanical/boiler room.

District to confirm. Brace

tops of tall narrow

equipment taller than 6

feet to nearest backing

wall, provide overturning

base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for Life

Safety Performance Level
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for Life

Safety Performance Level

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for Life

Safety Performance Level

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for Life

Safety Performance Level

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for Life

Safety Performance Level

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for Life

Safety Performance Level

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for Life

Safety Performance Level

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for Life

Safety Performance Level

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for Life

Safety Performance Level
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for Life

Safety Performance Level

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

No information available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

No information available.

Further investigation may

be appropriate to mitigate

seismic risk.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for Life

Safety Performance Level

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for Life

Safety Performance Level

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for Life

Safety Performance Level
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for Life

Safety Performance Level

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for Life

Safety Performance Level

Tacoma, Oakland High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 33 of 33



Building Name: Covered Court
Facility Name: Taholah School
District Name: Taholah
ICOS Latitude: 47.344
ICOS Longitude: -124.288
ICOS
County/District ID: 14077

ICOS Building ID: 15170
ASCE 41 Bldg Type: W2
Enrollment: 187
Gross Sq. Ft. : 3,600
Year Built: 1991
Number of Stories: 1
SXS BSE-2E: 1.086
SX1 BSE-2E: 0.738
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 278
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Taholah, Taholah School, Covered Court
1.1 Building Description

The Covered Court structure at the Taholah School is located on the northwest corner of the main building. It

has a foot print of 33 feet by 33 feet with an area of 1,090 square feet. The Covered Court includes

basketball hoops mounted to the roof framing, which consists of of metal roof deck on structural steel and

concrete columns. Original drawings of the structure were not available for review, but the foundations are

most likely supported on timber piles.
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1.1.1 Building Use

Covered play area

1.1.2 Structural System

Table 1.1-1. Structural System Description of Taholah School
Structural System Description

Structural Roof
Roof framing consists of metal decking over steel beams and open-web steel

joists.

Structural Floor(s) The ground floor of the covered court consists of conventional paving.

Foundations
Taholah School is supported on concrete pile caps and piles. The original

building is supported on timber piles.

Gravity System
Gravity loads are supported on steel framing and a combination of steel and

concrete columns.

Lateral System Lateral loads are resisted by cantilevered concrete columns

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Taholah School
Structural System Description
Structural Roof Fair. No leaks observed, but steel beams and connections clearly corroded

Structural Floor(s) Floor consists of asphalt on grade.

Foundations Good. No settlement observed.

Gravity System Fair. Steel corroded, and siding is clearly weathered.

Lateral System Good. concrete columns appear to be in good condition.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Taholah Taholah School Covered Court
Deficiency Description

Load Path

The Covered Court structure appears to be braced on one side by a light-framed shear wall shared with the

main building, and on two sides by a light-framed discontinuous walls that frame into the main building. On the

side opposite the main building, the roof is supported on concrete-encased steel columns cantilevered from the

base. Column base connections were not visibly observed. Further investigation should be performed.

Additional shear walls and anchoring may be appropriate to mitigate seismic risk.

Torsion

cantilevered columns on one side of the court roof structure are significantly less rigid than the exterior wall on

the opposite side. Further investigation should be performed. Additional shear walls or bracing may be

appropriate to mitigate seismic risk.

Overturning
Columns appear to be supported on isolated pile caps. Further investigation should be performed. Additional

shear walls or shear wall anchoring may be appropriate to mitigate seismic risk.

Ties Between

Foundation

Elements

Based on the reviewed structural drawings, the pile caps are not tied in both directions.

Redundancy

It does not appear that there are more than two shear wall lines in each direction. Further investigation should

be performed. Additional shear walls, shear wall reinforcement, or diaphragm ties may be appropriate to

mitigate seismic risk.

Walls Connected

Through Floors

Connections were not observed for the discontinuous walls on two sides of the court roof. It is assumed that

these connections are not adequate to transfer overturning and shear forces to the adjacent building. Further

investigation should be performed. Lateral system strengthening may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Taholah Taholah School Covered Court
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Posts

The primary columns of the Covered Court are concrete encased structural steel columns. Connections were

not visually observed. Further investigation should be performed. Additional anchoring may be appropriate to

mitigate seismic risk.

Wood Sills

It is assumed based on the vintage of construction that the light-framed walls are bolted to the foundations, but

this was not visually observed. Further investigation should be performed. Additional anchoring may be

appropriate to mitigate seismic risk.

Wood Sill Bolts
Details of sill connection is unknown. Further invetigation should be performed. Additional sill bolts may be

appropriate to mitigate seismic risk.

Roof Chord

Continuity

Roof diaphragms consists of metal deck, and chords are presumed to be structural steel beams and girders. It is

unkown if the chords of the Covered Court diaphragm are positively connected to the Main Buidling roof

structure. Further investigation should be performed. Diaphragm reinforcement may be appropriate to mitigate

seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Taholah Taholah School Covered Court
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Lighting for the Covered Court area does not appear to be laterally braced. The adequacy of

bracing and anchoring of the basketball hoops should be verified.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Taholah Taholah School Covered Court
Unknown Item Description
HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Soffit framing under roof overhang was not visually observed.
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Photos:

Figure 1-1. Southwest Elevation

Figure 1-2. North Elevation
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Figure 1-3. Roof Framing and Basketball Hoop

Figure 1-4. Covered Court and Play Area
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Figure 1-5. Covered Court Roof Framing
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Taholah, Taholah School, Covered Court

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

The Covered Court structure

appears to be braced on one

side by a light-framed shear

wall shared with the main

building, and on two sides

by a light-framed

discontinuous walls that

frame into the main building.

On the side opposite the

main building, the roof is

supported on concrete-

encased steel columns

cantilevered from the base.

Column base connections

were not visibly observed.

Further investigation should

be performed. Additional

shear walls and anchoring

may be appropriate to

mitigate seismic risk.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  

It appears that the covered

court roof is designed to be

supported off the main

building structure.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
There does not appear to be

an interior mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  

This building is a one story

building and is not

applicable to this section.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  

This building is a one story

building and is not

applicable to this section.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  

This building is a one story

building and is not

applicable to this section.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  

This building is a one story

building and is not

applicable to this section.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

cantilevered columns on one

side of the court roof

structure are significantly

less rigid than the exterior

wall on the opposite side.

Further investigation should

be performed. Additional

shear walls or bracing may

be appropriate to mitigate

seismic risk.
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Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

Columns appear to be

supported on isolated pile

caps. Further investigation

should be performed.

Additional shear walls or

shear wall anchoring may be

appropriate to mitigate

seismic risk.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Based on the reviewed

structural drawings, the pile

caps are not tied in both

directions.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

 X   

It does not appear that there

are more than two shear wall

lines in each direction.

Further investigation should

be performed. Additional

shear walls, shear wall

reinforcement, or diaphragm

ties may be appropriate to

mitigate seismic risk.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Shear wall stresses are

relatively low. However, the

columns on the open side of

the court are likely over-

stressed in bending. Column

sizes and connections were

not visually observed.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  

This building is a one story

building and is not

applicable to this section.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X  

This building is a one story

building and is not

applicable to this section.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

  X  
Structure does not have

shear walls.
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Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

 X   

Connections were not

observed for the

discontinuous walls on two

sides of the court roof. It is

assumed that these

connections are not adequate

to transfer overturning and

shear forces to the adjacent

building. Further

investigation should be

performed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  
The site appears to be

generally flat.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  
It does not appear that there

are cripple walls.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

There does not appear to be

any openings greater than

80% of the immediately

adjacent shear wall length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

The primary columns of the

Covered Court are concrete

encased structural steel

columns. Connections were

not visually observed.

Further investigation should

be performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.
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Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

It is assumed based on the

vintage of construction that

the light-framed walls are

bolted to the foundations,

but this was not visually

observed. Further

investigation should be

performed. Additional

anchoring may be

appropriate to mitigate

seismic risk.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

  X  

Steel roof framing columns,

beams and girders are

probably bolted connections.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Details of sill connection is

unknown. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

Roof diaphragms consists of

metal deck, and chords are

presumed to be structural

steel beams and girders. It is

unkown if the chords of the

Covered Court diaphragm

are positively connected to

the Main Buidling roof

structure. Further

investigation should be

performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
There does not appear to be

large openings.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
Diaphragms do not appear to

be straight sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Diaphragm consists of metal

decking.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  
Diaphragm consists of metal

decking.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragm consists of metal

decking.
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Taholah, Taholah School, Covered Court

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

observed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
Emergency systems not

observed.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

observed.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No hazardous chemicals

stored on site.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No hazardous chemicals

stored on site.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No hazardous chemicals

stored on site.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No hazardous chemicals

stored on site.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  There are no partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  There are no partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  There are no partitions.

Taholah, Taholah School, Covered Court ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 18 of 27



P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath or

plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Soffit framing under roof

overhang was not visually

observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Suspended ceilings are not

used in the covered court.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
There does not appear to

be any glazing panels.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Lighting for the Covered

Court area does not appear

to be laterally braced. The

adequacy of bracing and

anchoring of the basketball

hoops should be verified.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  No applicable equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  No applicable equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  No applicable equipment.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Main Building
Facility Name: Taholah School
District Name: Taholah
ICOS Latitude: 47.344
ICOS Longitude: -124.288
ICOS
County/District ID: 14077

ICOS Building ID: 13517
ASCE 41 Bldg Type: W2
Enrollment: 187
Gross Sq. Ft. : 68,105
Year Built: 1973
Number of Stories: 1
SXS BSE-2E: 1.086
SX1 BSE-2E: 0.738
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 278
Liquefaction
Potential: moderate to high

Tsunami Risk: High or Very High
Structural Drawings Available: Yes
Evaluating Firm: Reid Middleton, Inc.

1. Taholah, Taholah School, Main Building
1.1 Building Description

The Taholah School Main Building houses the library, cafeteria and several of the classrooms for the

Taholah School. The building is supported on pile foundations with a crawl space below the ground floor

framing. The original building, built around 1980 is comprised of structural steel framing and the 1991

addition is primarily wood framing with plywood roof deck and floor deck. The lateral system for the

original building is likely plywood shear walls, and the addition lateral system is plywood shear walls.
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1.1.1 Building Use

The building includes spaces for classrooms, a library and cafeteria.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Taholah School
Structural System Description

Structural Roof

Original construction roof consists of primarily structural steel framing. The

1991 addition framing consists of mostly wood framing, glulam beams and

engineered wood joists.

Structural Floor(s)

Structural steel framing and wood joists. Floor deck is concrete or gypcrete

topping over plywood sheathing at the addition, and concrete topping over metal

deck and steel framing at the original construction.

Foundations
Pile cap foundations. The original piles are likely timber. The piles added in the

1991 addition are concrete augercast piles.

Gravity System

Original construction consists of primarily structural steel framing, The 1991

addition framing consists of mostly wood framing, glulam beams and engineered

wood joists.

Lateral System The lateral system consists of plywood shearwalls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Taholah School
Structural System Description
Structural Roof Good. no damage or leaks observed.

Structural Floor(s) Good. some cracking in the slab-on-grade.

Foundations Good. no major settlement observed,

Gravity System Good.

Lateral System Good. No damage observed in the walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Taholah Taholah School Main Building
Deficiency Description

Adjacent

Buildings

Based on mean roof height of 16' the buildings require a 3-inch separation. Seismic joint is 2 inches wide.

Further investigation should be performed. Increasing clear distance between buildings or tying seismic joints

together may be appropriate to mitigate seismic risk.

Ties Between

Foundation

Elements

Pile caps are restrained at girder lines, but not restrained in both directions.

Openings
Several wall segments between windows and doors have aspect ratios greater than 1.5-to-1. Further

investigation should be completed. Lateral system strengthening may be appropriate to mitigate seismic risk.

Roof Chord

Continuity

Interface between the original and addition structure consists of several severe elevation changes. Continuous

struts and ties do not appear to be provided. Further investigation should be performed. Diaphragm

reinforcement may be appropriate to mitigate seismic risk.

Diagonally

Sheathed and

Unblocked

Diaphragms

Structural panel diaphragms do not appear to be blocked. Further investigation should be performed.

Diaphragm reinforcement may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Taholah Taholah School Main Building
Unknown Item Description

Liquefaction

Original foundations are supported on piles (probably timber piles). The liquefaction potential of site soils is

unknown at this time given available information. Moderate to high liquefaction potential is identified per

ICOS based on state geologic mapping. Requires further investigation by a licensed geotechnical engineer to

determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Sill Bolts
Shear walls in the original structures may not be compliant. Further invetigation should be performed.

Additional sill bolts may be appropriate to mitigate seismic risk.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Taholah Taholah School Main Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to

mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Glazed block walls along grid 4 (east of the main gym) likely require bracing unless it was braced

to the 1992 concrete pilasters.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

There does not appear to be any cornices, parapets, signs, and other ornamentation or appendages

attached to the building. There is a tall ornamentation on the school grounds that may be a hazard

of falling over during a wind or seismic event. Bracing or anchoring of the ornamentation may be

appropriate to mitigate seismic risk.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. This item is commonly noncompliant for contents

meeting the criteria. Brace tops of shelves taller than 6 feet to nearest backing wall or provide

overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. This item is commonly not compliant for contents

meeting the criteria. Heavy items on upper shelves should be restrained by netting or cabling to

avoid becoming falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Taholah Taholah School Main Building
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Use of emergency power was not verified with maintenance or facility staff. Evaluation of

emergency power equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Dropped panel ceiling penetration clearances could not be observed. This should be verified for

sprinkler heads in dropped acoustical ceilings and GWB/plaster ceilings or entry soffits. Flexible

hoses from sprinkler branch line to sprinkler head does not require penetration clearances.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

It is unknown if equipment is mounted on vibration isolators. Further investigation may be

appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk. Restraining breakable containers that hold hazardous material by latched

doors, shelf lips, wires, or other methods may be appropriate to mitigate seismic risk.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Use of natural gas for boilers was not verified with maintenance or facility staff. If gas is used to

fire the boilers, verify that gas lines are laterally braced and anchored.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Use of natural gas for boilers was not verified with maintenance or facility staff. If gas is used to

fire the boilers, presence of shutoff valves should be verified.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Use of gas for boilers was not verified with maintenance or facility staff. If gas is used to fire the

boilers, presence of flexible couplings should be verified. Flexible couplings may be appropriate to

mitigate seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

It is unknown if there are cementitious partitions in the building. However, it is unlikely. Further

investigation should be performed. Detailing to allow cementitious partitions to drift an adequate

amount during a seismic event may be appropriate to mitigate seismic risk.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Dropped ceilings and soffits occur in some areas, but drawings of these elements were not

available for review. The construction of the ceilings and soffits should be verified.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely

that they are independently supported by the structure. Further investigation should be completed.

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Based on the age of the building, it is likely that the glazing on the windows are laminated and

detailed to remain in the frame. Further investigation should be completed. Replacing applicable

glazing planes may be appropriate to mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Not able to verify during site investigation. Further investigation should be performed. Bracing or

anchoring of equipment may be appropriate to mitigate seismic risk.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Not able to verify during site investigation. Further investigation should be performed. Brace tops

of equipment taller than 6 feet to nearest backing wall or provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Main Entrance, West Elevation

Figure 1-2. West Elevation, Cafeteria
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Figure 1-3. South Elevation, Cafeteria

Figure 1-4. Interior Framing, Cafeteria
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Figure 1-5. Interior Framing at Library

Figure 1-6. Interior Framing at original construction, classroom
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Taholah, Taholah School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    
Conventional plywood shear

walls, plywood diaphragms

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

Based on mean roof height

of 16' the buildings require a

3-inch separation. Seismic

joint is 2 inches wide.

Further investigation should

be performed. Increasing

clear distance between

buildings or tying seismic

joints together may be

appropriate to mitigate

seismic risk.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X  
No mezzanine levels

observed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single story structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

It appears that the vertical

elements are continuous to

the foundation.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    
There does not appear to be

a torsional irregularity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

Original foundations are

supported on piles (probably

timber piles). The

liquefaction potential of site

soils is unknown at this time

given available information.

Moderate to high

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

Building does not appear to

have elements of the seismic

force-resisting system that

would be a concern for

excessive overturning.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

Pile caps are restrained at

girder lines, but not

restrained in both directions.

Taholah, Taholah School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 29



17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

It appears that there are more

than or equal to two shear

wall lines in each direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

Drawings of the original

buildings were not available

for review. Shear walls in

the original portions of

buildings have been

estimated based on the 1990

renovation drawings and

brief on-site review.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    
Shear walls consist of

structural panel sheathing.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    
Shear walls consist of

structural panel sheathing.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

It appears that shear walls

have an aspect ratio greater

than 2-to-1.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  Single story structure

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Level site

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  

The crawl space below the

ground floor is braced by

reinforced concrete walls.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

Several wall segments

between windows and doors

have aspect ratios greater

than 1.5-to-1. Further

investigation should be

completed. Lateral system

strengthening may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X    

Wood posts appear to have a

bolted connection to the

structure below.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

It appears that sills are

bolted to the foundation.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

It appears that girders and

columns are positively

connected.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

Shear walls in the original

structures may not be

compliant. Further

invetigation should be

performed. Additional sill

bolts may be appropriate to

mitigate seismic risk.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    
It appears that the diaphragm

is continuous.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

 X   

Interface between the

original and addition

structure consists of several

severe elevation changes.

Continuous struts and ties do

not appear to be provided.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Taholah, Taholah School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 15 of 29



Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No openings larger than

50% of the building width.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Addition diaphragms

consists of structural panel

sheathing. Original

diaphragms consist of metal

decking.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
It does not appear that spans

are greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Structural panel diaphragms

do not appear to be blocked.

Further investigation should

be performed. Diaphragm

reinforcement may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Diaphragms consist of

wood.
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Taholah, Taholah School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed that seismic

bracing for fire

suppression piping do not

comply with NFPA 13.

Bracing for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

age of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Use of emergency power

was not verified with

maintenance or facility

staff. Evaluation of

emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
Building is a one-story

structure.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Dropped panel ceiling

penetration clearances

could not be observed.

This should be verified for

sprinkler heads in dropped

acoustical ceilings and

GWB/plaster ceilings or

entry soffits. Flexible

hoses from sprinkler

branch line to sprinkler

head does not require

penetration clearances.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for life safety

performance level.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

It is unknown if equipment

is mounted on vibration

isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk. Restraining

breakable containers that

hold hazardous material by

latched doors, shelf lips,

wires, or other methods

may be appropriate to

mitigate seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Use of natural gas for

boilers was not verified

with maintenance or

facility staff. If gas is used

to fire the boilers, verify

that gas lines are laterally

braced and anchored.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Use of natural gas for

boilers was not verified

with maintenance or

facility staff. If gas is used

to fire the boilers, presence

of shutoff valves should be

verified.
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HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Use of gas for boilers was

not verified with

maintenance or facility

staff. If gas is used to fire

the boilers, presence of

flexible couplings should

be verified. Flexible

couplings may be

appropriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

Use of gas for boilers was

not verified with

maintenance or facility

staff. If gas is used to fire

the boilers, path of gas

piping should be verified

or reviewed by an engineer

to ensure the piping is

protected against

differential seismic

displacement.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Glazed block walls along

grid 4 (east of the main

gym) likely require bracing

unless it was braced to the

1992 concrete pilasters.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

It is unknown if there are

heavy partitions supported

by ceilings. Further

investigation should be

performed. Wall bracing

may be appropriate to

mitigate seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

It is unknown if there are

cementitious partitions in

the building. However, it is

unlikely. Further

investigation should be

performed. Detailing to

allow cementitious

partitions to drift an

adequate amount during a

seismic event may be

appropriate to mitigate

seismic risk.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for life safety

performance level.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Based on the vintage of the

original construction, the

structure does not have

lath and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Dropped ceilings and

soffits occur in some areas,

but drawings of these

elements were not

available for review. The

construction of the ceilings

and soffits should be

verified.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.
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C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for life safety

performance level.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

It is unknown how much

the light fixtures weigh.

Based on the age of the

building, it is unlikely that

they are independently

supported by the structure.

Further investigation

should be completed.

Adding wires for

suspending the light

fixtures may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for life safety

performance level.
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Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not

appear to have any

cladding components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not

appear to have any

cladding components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not

appear to have any

cladding components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not

appear to have any

cladding components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not

appear to have any

cladding components.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not

appear to have any

cladding components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not

appear to have any

cladding components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Based on the age of the

building, it is likely that

the glazing on the

windows are laminated

and detailed to remain in

the frame. Further

investigation should be

completed. Replacing

applicable glazing planes

may be appropriate to

mitigate seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There does not appear to

be a masonry veneer.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
There does not appear to

be a masonry veneer.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
There does not appear to

be a masonry veneer.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
There does not appear to

be a masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There does not appear to

be a masonry veneer.
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M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There does not appear to

be a masonry veneer.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for life safety

performance level.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for life safety

performance level.

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  

Canopies appear to be

extensions of the roof

diaphragm.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

 X   

There does not appear to

be any cornices, parapets,

signs, and other

ornamentation or

appendages attached to the

building. There is a tall

ornamentation on the

school grounds that may

be a hazard of falling over

during a wind or seismic

event. Bracing or

anchoring of the

ornamentation may be

appropriate to mitigate

seismic risk.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
No unreinforced masonry

chimney in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
No unreinforced masonry

chimney in the building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There does not appear to

be any stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There does not appear to

be any stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

It is unlikely that there are

12 ft high storage racks in

the building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Not able to verify during

site investigation. This

item is commonly

noncompliant for contents

meeting the criteria. Brace

tops of shelves taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Not able to verify during

site investigation. This

item is commonly not

compliant for contents

meeting the criteria. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

becoming falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Bracing or

anchoring of equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Not able to verify during

site investigation. Further

investigation should be

performed. Brace tops of

equipment taller than 6

feet to nearest backing

wall or provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for life safety

performance level.
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PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for life safety

performance level.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for life safety

performance level.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for life safety

performance level.
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for life safety

performance level.

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Brick Building

Facility Name: Thorp Elementary and Junior
Senior High School

District Name: Thorp
ICOS Latitude: 47.07
ICOS Longitude: -120.676
ICOS
County/District ID: 19400

ICOS Building ID: 21839
ASCE 41 Bldg Type: URMa
Enrollment: 158
Gross Sq. Ft. : 16,303
Year Built: 1935
Number of Stories: 1
SXS BSE-2E: 0.472
SX1 BSE-2E: 0.271
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 532
Liquefaction

Potential:
moderate to high

Tsunami Risk: None
Structural Drawings
Available: Some

Evaluating Firm: BergerABAM/WSP

1. Thorp, Thorp Elementary and Junior Senior High School, Brick Building
1.1 Building Description

Constructed in the mid 1930s, the Thorp Middle School building is a one-story brick structure (approximate

dimensions are 100 ft x 150 ft) with mechanical and storage in a small basement level space. The building

has a wood frame floor with a crawl space below. The wood roof trusses were exposed in the gym. Interior

faces of walls are "sheathed" in lath and plaster, both the interior face of the exterior masonry walls and each

side of interior walls. The ceiling panels are fastened directly to the underside of the wood roof trusses over

the classrooms. The building shares the site with the newer 1950 Thorp Elementary School space and the

1991 Thorp High School addition to the 1950 building.
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1.1.1 Building Use

The "brick" building constructed in 1935 houses the middle school classrooms and gym. The basement level

houses the boiler room/mechanical space and the old locker room space which now serves as storage space.

The building is rectangular in plan with the classrooms arranged in a U-shape around a central gym.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Thorp Elementary and Junior Senior High School
Structural System Description

Structural Roof

According to the limited structural drawing information available, the structural

roof over the classrooms and corridors is constructed from 2x rafters over 2x

joists, both at 16" on center, with plywood sheathing added in a recent re-roofing

project. The structural roof over the middle school gym is constructed with wood

trusses at approximately 18 ft on center with 2x10 joists at 16" oc (with plywood

sheathing added in a recent re-roofing project). The wood trusses are supported

by 10x10 wood posts.

Structural Floor(s)

The structural floor under the classroom and corridors is 2x8 at 16" on center

and the structural floor under the gym is 2x10 at 16" on center over a crawl

space. The floor joists are supported by beams and posts.

Foundations

The crawl space was not entered on our site visit, but according to the limited

drawings available, the foundations at the exterior walls and interior bearing

walls are shallow continuous footings. Isolated footings support the beam/post

supports for the interior floor framing.

Gravity System

Roof joists are supported on exterior and interior bearing walls and the wood

roof trusses are supported on wood posts. The gym walls are masonry with brick

veneer and the classrooms "wrap" around the gym and appear to have wood

frame walls with brick veneer.

Lateral System

The lateral force resisting system consists of a flexible wood sheathed diaphragm

with unreinforced masonry exterior walls, some wood frame exterior walls, and

wood frame interior shear walls. Exterior walls have a lath and plaster interior

finish and interior wood frame walls have lath and plaster both sides.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Thorp Elementary and Junior Senior High School
Structural System Description
Structural Roof Did not observe signs of corrosion, damage or deterioration.

Structural Floor(s) Did not enter crawl space, condition unknown of structural floor unknown.

Foundations Unknown

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System Did not observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Thorp Thorp Elementary and Junior Senior High School Brick Building
Deficiency Description
Ties Between

Foundation

Elements

The footings are not restrained by slabs, further investigation required.

Wall Anchorage
Assumed non-compliant. Further investigation required. Existing drawings were minimal and was unable to

verify in the field.

Wood Ledgers
Assumed non-compliant. Further investigation required. Existing drawings were minimal and was unable to

verify in the field.

Transfer to Shear

Walls

Assumed non-compliant. Further investigation required. Existing drawings were minimal and was unable to

verify in the field.

Proportions Field verification required, estimate h/t = 16 which exceeds 13 maximum for one-story building.

Cross Ties A building of this age is not expected to have cross-ties between diaphragm chords.

Stiffness of Wall

Anchors
If wall anchorage is provided, a building of this age is not expected to have taut anchors.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Thorp Thorp Elementary and Junior Senior High School Brick
Building
Unknown Item Description

Load Path
Due to building age and fact that limited drawings were available, viable load path between diaphragm, shear

walls & foundations is not apparent. Further investigation required.

Soft Story
One-story structure (with small basement area). Crawl space under classrooms and gym should be further

investigated.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Girder-Column

Connection
Further investigation required. Existing drawings were minimal and was unable to verify in the field.

Masonry Layup Unable to verify, further investigation required.

Beam
Girder, and Truss Supports,Limited existing drawings indicate 10x10 wood post supports at Gym trusses, but

connection was not field verified.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Thorp Thorp Elementary and Junior Senior High School Brick Building
Deficiency Description

LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on year of construction (1930) of the building, it is assumed that seismic

bracing for fire suppression piping does not comply with NFPA 13. Further investigation may be

appropriate to mitigate seismic risk.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No available record drawing information on fire suppression piping and unable to verify during site

investigation. Based on age of the building, it is assumed the flexible couplings on the fire

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping

may be appropriate to mitigate seismic risk.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Limited drawings available due to the age of the building, it is likely the backup masonry wall is

not reinforced.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

Due to the age of the building it is assumed the masonry backup wall is unreinforced and the

veneer is not positively anchored to the backup wall.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Basement storage area did not appear to have proper anchorage at cabinets and shelves. Unsecured

storage in classroom (prior to start of school) was unbraced and unanchored. Brace tops of

shelving taller than 6 feet to nearest backing wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Basement storage area did not appear to have proper anchorage at cabinets and shelves. Unsecured

storage in classroom (prior to start of school) was unbraced and unanchored. Heavy items on upper

shelves should be restrained by netting or cabling to avoid falling hazards.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Thorp Thorp Elementary and Junior Senior High School
Brick Building
Unknown Item Description

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Available record drawings do not have information on anchorage or bracing for emergency power

equipment and could not verify during site investigation. Based on age of the building, emergency

power equipment is either nonexistent or noncompliant. Evaluation of emergency power

equipment may be appropriate to mitigate seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No available record drawing information on sprinkler head clearance and unable to verify during

site investigation. Further evaluation may be appropriate to mitigate seismic risk.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Unknown whether the building has hazardous materials. Further investigation may be appropriate

to mitigate seismic risk.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

It is unknown if there are shutoff valves for piping containing hazardous materials. Further

investigation may be appropriate to mitigate seismic risk.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe any hazardous material ductwork and piping. Further investigation may be

apprpopriate to mitigate seismic risk.

P-3 Drift. HR-not required;

LS-MH; PR-MH.

Limited drawings available, but do not believe there are rigid cementitious partitions. Further

investigation may be appropriate to mitigate seismic risk.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Limited drawings do not indicate connection between veneer and back up studs. Further

investigation may be warranted to mitigate seismic risk.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Limited drawings do not include veneer details. Further investigation may be warranted to mitigate

seismic risk.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No appendages observed. Further investigation may be appropriate to mitigate seismic risk.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.

Chimney reinforcement unknown, likely unreinforced. Chimney dimensions and height are

unknown. Further investigation may be appropriate to mitigate seismic risk.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.

Available drawings do not indicate anchorage at chimney. Further investigation may be appropriate

to mitigate seismic risk.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

Concrete walls indicated at stairs to basement. Unclear if wall reinforcement provided. Further

investigation may be appropriate to mitigate seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.

Stair detailing unknown for stair down to basement. Further investigation may be appropriate to

mitigate seismic risk.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Mechanical room equipment appeared to be well stabilized, district should confirm.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Mechanical room equipment appeared to be well stabilized, district should confirm.
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ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Mechanical room equipment appeared to be well stabilized, district should confirm. Brace tops of

tall narrow equipment taller than 6 feet to nearest backing wall, provide overturning base restraint.

Unknown Item Description
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Photos:

Figure 1-1. Thorp MS gym - west elevation

Figure 1-2. Thorp MS south elevation
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Figure 1-3. Thorp MS hall
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Figure 1-4. Thorp MS gym
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Figure 1-5. Thorp MS classroom
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Figure 1-6. Thorp MS mech'l room
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Figure 1-7. Thorp MS storage (old locker room)
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Figure 1-8. Thorp MS hazardous storage (old locker room)
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Figure 1-9. Thorp MS supply storage (temporary according to district personnel
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Figure 1-10. Thorp School Floor Plan
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Thorp, Thorp Elementary and Junior Senior High School, Brick Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Due to building age and fact

that limited drawings were

available, viable load path

between diaphragm, shear

walls & foundations is not

apparent. Further

investigation required.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    
Adjacent building is

approximately 50 feet away.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

   X

One-story structure (with

small basement area). Crawl

space under classrooms and

gym should be further

investigated.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
One-story structure (with

small basement area).

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
One-story structure (with

small basement area).

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building has flexible

diaphragms and a generous

layout of shear walls so

torsion is not expected to be

an issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

The ratio of the least

horizontal dimension of the

seismic force resisting

system is 4 which is

significantly greater than

0.6Sa = 0.28.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

 X   

The footings are not

restrained by slabs, further

investigation required.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The flexible diaphragm will

distribute the loads to

multiple shear walls in each

direction on a tributary area

basis.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

X    

Calculated shear stress in the

unreinforced masonry shear

walls is approximately 15 psi

which is significantly less

than 70 psi according to the

Quick Check procedure.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Assumed non-compliant.

Further investigation

required. Existing drawings

were minimal and was

unable to verify in the field.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Assumed non-compliant.

Further investigation

required. Existing drawings

were minimal and was

unable to verify in the field.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Assumed non-compliant.

Further investigation

required. Existing drawings

were minimal and was

unable to verify in the field.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Further investigation

required. Existing drawings

were minimal and was

unable to verify in the field.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

Field verification required,

estimate h/t = 16 which

exceeds 13 maximum for

one-story building.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X
Unable to verify, further

investigation required.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  One-story building

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  One-story building

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

A building of this age is not

expected to have cross-ties

between diaphragm chords.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X    
Re-roofing project installed

plywood sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Re-roofing project installed

plywood sheathing.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

X     

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    Wood sheathed diaphragm

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

 X   

If wall anchorage is

provided, a building of this

age is not expected to have

taut anchors.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

   X

Limited existing drawings

indicate 10x10 wood post

supports at Gym trusses, but

connection was not field

verified.
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Thorp, Thorp Elementary and Junior Senior High School, Brick Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1930)

of the building, it is

assumed that seismic

bracing for fire

suppression piping does

not comply with NFPA 13.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.
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LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Limited drawings

available, but do not

believe there are URM

partitions. Exterior walls

are likely URM.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Limited structural

drawings available do not

indicate interior masonry

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Limited drawings

available, but do not

believe there are rigid

cementitious partitions.

Further investigation may

be appropriate to mitigate

seismic risk.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Gypsum board ceilings are

fastened directly to the

underside of the wood

joists/trusses.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  Lights are pendant style.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any exterior cladding

components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Limited drawings do not

indicate connection

between veneer and back

up studs. Further

investigation may be

warranted to mitigate

seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

One-story building.

Limited drawings do not

include details for veneer

over window and door

openings.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Limited drawings do not

include veneer details.

Further investigation may

be warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

 X   

Limited drawings available

due to the age of the

building, it is likely the

backup masonry wall is

not reinforced.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No cold formed steel stud

backup at veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

 X   

Due to the age of the

building it is assumed the

masonry backup wall is

unreinforced and the

veneer is not positively

anchored to the backup

wall.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    
Canopies appear to be well

anchored.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

No appendages observed.

Further investigation may

be appropriate to mitigate

seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

   X

Chimney reinforcement

unknown, likely

unreinforced. Chimney

dimensions and height are

unknown. Further

investigation may be

appropriate to mitigate

seismic risk.
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Available drawings do not

indicate anchorage at

chimney. Further

investigation may be

appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Concrete walls indicated at

stairs to basement. Unclear

if wall reinforcement

provided. Further

investigation may be

appropriate to mitigate

seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Stair detailing unknown

for stair down to basement.

Further investigation may

be appropriate to mitigate

seismic risk.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Basement storage area did

not appear to have proper

anchorage at cabinets and

shelves. Unsecured storage

in classroom (prior to start

of school) was unbraced

and unanchored. Brace

tops of shelving taller than

6 feet to nearest backing

wall, provide overturning

base restraint.
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Basement storage area did

not appear to have proper

anchorage at cabinets and

shelves. Unsecured storage

in classroom (prior to start

of school) was unbraced

and unanchored. Heavy

items on upper shelves

should be restrained by

netting or cabling to avoid

falling hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Mechanical room

equipment appeared to be

well stabilized, district

should confirm.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Mechanical room

equipment appeared to be

well stabilized, district

should confirm.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Mechanical room

equipment appeared to be

well stabilized, district

should confirm. Brace tops

of tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.
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EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Thorp Elem/Jr/Sr High School

Facility Name: Thorp Elementary and Junior
Senior High School

District Name: Thorp
ICOS Latitude: 47.07
ICOS Longitude: -120.676
ICOS
County/District ID: 19400

ICOS Building ID: 21838
ASCE 41 Bldg Type: RM1
Enrollment: 158
Gross Sq. Ft. : 38,975
Year Built: 1991
Number of Stories: 1
SXS BSE-2E: 0.472
SX1 BSE-2E: 0.271
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 532

Liquefaction
Potential:

moderate to high

Tsunami Risk: None
Structural Drawings
Available: Some

Evaluating Firm: BergerABAM/WSP

1. Thorp, Thorp Elementary and Junior Senior High School, Thorp Elem/Jr/Sr High
School
1.1 Building Description

Thorp Senior High School was constructed in 1991 and is a rectangular building addition (approximately

170 ft x 124 ft) to the elementary school constructed in 1950. The high school/elementary school building

shares the site with the 1935 brick Middle School building. 

The high school building is wood frame with masonry veneer and the gym is reinforced masonry

construction. The roof framing over the classroom/commons/office space is constructed with prefabricated

wood roof trusses at 24" oc with 5/8" sheathing. The shear walls extend up to the roof. The gym roof framing

is constructed with wood TJG trusses at 7'-9" oc with 2x10 at 24" oc joists and 5/8" sheathing (blocked at

perimeter) supported on reinforced masonry walls. There is a wood frame second floor upper

gym/mechanical space over the locker rooms. The upper gym/mechanical space is framed with metal joists.
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The floor sheathing is unclear from the available drawings and may be 3/8" sheathing over 3" T&G decking.

Five pages of general notes, plans and typical details were made available, but the balance of details were

unavailable.

The wood frame portion of the building meets benchmark standards (constructed post 1976 UBC) and does

not need to be evaluated for collapse prevention. The reinforced masonry gym does not meet benchmark

building standards and will be evaluated for collapse prevention.
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1.1.1 Building Use

The 1991 addition is the high school space which includes classrooms, offices/administration, a commons,

gym, and locker rooms. Above the locker rooms is a gym mezzanine including an upper gym area and

mechanical room. According to the drawings, a second floor stage constructed of 2x12 @ 12" oc with

plywood sheathing is located over the music room, however according to district personnel, this area does

not exist. District to confirm.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Thorp Elementary and Junior Senior High School
Structural System Description

Structural Roof

The structural roof at the classrooms, commons and offices is constructed with

prefabricated wood roof trusses at 24" oc with 5/8" sheathing. The gym roof is

constructed with 2x10 at 24" oc joists with 5/8" sheathing supported by TJG

trusses at 6'-9" oc .

Structural Floor(s)

The structural first floor is 4" slab on grade reinforced with 6x6 W2.9 x W2.9

WWF. The mechanical room/upper gym space is constructed with steel joists at

36" oc. The floor is unclear from the available drawings - either consisting of

metal deck or 3x decking with 3/8" sheathing.

Foundations Continuous footings support the exterior and interior bearing walls.

Gravity System
The gravity system consists of wood frame joist/roof truss supported by bearing

walls supported on continuous footings.

Lateral System

The lateral force resisting system consists of wood sheathed roof diaphragms

with wood sheathed shear walls at the classroom, commons, and offices and

reinforced masonry shear walls at the gym.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Thorp Elementary and Junior Senior High School
Structural System Description
Structural Roof Did not observe signs of corrosion, damage or deterioration.

Structural Floor(s) Did not observe signs of corrosion, damage or deterioration.

Foundations Unknown

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System Did not observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Thorp Thorp Elementary and Junior Senior High School Thorp Elem/Jr/Sr High
School
Deficiency Description

Load Path
Limited drawings were available. The gym walls should be further investigated to confirm running bond

construction. One wall section appeared to be stack bond construction.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Thorp Thorp Elementary and Junior Senior High School Thorp
Elem/Jr/Sr High School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage Details unavailable on limited structural drawings.

Wood Ledgers Details unavailable on limited structural drawings.

Transfer to Shear

Walls
Details unavailable on limited structural drawings.

Cross Ties Limited structural drawings available, unable to verify in field. Trusses act as cross ties running east-west.

Diagonally

Sheathed and

Unblocked

Diaphragms

Limited structural drawings available, most of the roof complies.\nGym roof diaphragm exceeds 40 ft, blocking

unknown.

Stiffness of Wall

Anchors
Limited structural drawings available, unable to verify in field. Likely to have been installed.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Thorp Thorp Elementary and Junior Senior High School Thorp Elem/Jr/Sr
High School
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Thorp Thorp Elementary and Junior Senior High School
Thorp Elem/Jr/Sr High School
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Not detailed on available drawings.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment containing hazardous materials mounted on vibration isolators. District

to confirm.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe breakable containers with hazardous materials. District to confirm.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe piping or ductwork conveying hazardous materials. District to confirm.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but most likely compliant. Should be confirmed.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe flexible couplings. Should be confirmed.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Unknown what supports or bracing may be hidden in the ceiling space.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Limited drawings available, but most likely complies.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No appendages.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Limited drawings available do not indicate gap between steel stair stringer and masonry walls.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Did not observe racks more than 12 ft high. District to confirm. See Report documents (including

Appendix) for bracing guidance.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe, district to confirm. Brace tops of shelving taller than 6 feet to nearest backing

wall, provide overturning base restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe, district to confirm. Heavy items on upper shelves should be restrained by netting

or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Did not enter mechanical room in gym mezzanine level. District to confirm fall prone equipment is

braced.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Did not enter mechanical room in gym mezzanine level. District to confirm in-line equipment is

braced.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Did not enter mechanical room in gym mezzanine level. District to confirm tall narrow equipment

is braced to nearest backing wall, provide overturning base restraint. See Report document &

appendix for bracing guidance.

Unknown Item Description
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Photos:

Figure 1-1. Thorp HS west elevation

Figure 1-2. Thorp HS Gym north wall
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Figure 1-3. Thorp HS Commons
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Figure 1-4. Thorp HS Commons -Band area ceiling
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Figure 1-5. Thorp HS hallway
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Figure 1-6. Thorp HS classroom

Figure 1-7. Thorp HS gym & mezzanine
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Figure 1-8. Thorp HS North wall (stack bond?)

Figure 1-9. Thorp HS addition to 1950 construction
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Figure 1-10. Floor plan received from district
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Thorp, Thorp Elementary and Junior Senior High School, Thorp Elem/Jr/Sr High

School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Limited drawings were

available. The gym walls

should be further

investigated to confirm

running bond construction.

One wall section appeared to

be stack bond construction.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

No seismic joint where the

1991 building meets the

adjacent 1950s building. No

seismic joint between

reinforced masonry gym

walls and wood frame

classroom walls.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Limited drawings were

available but details

available suggest mezzanine

spaces are well constructed.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
One-story building (with

mezzanine).

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
One-story building (with

mezzanine).
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X
One-story building (with

mezzanine).

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
One-story building (with

mezzanine).

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

The building has flexible

diaphragms and a generous

layout of shear walls so

torsion is not expected to be

an issue.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

0.6Sa = 0.48 which is less

than gym base/height ration

of 2.7.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
The footings are restrained

by slabs. Soil Site Class E
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The flexible diaphragm will

distribute the loads to

multiple shear walls in each

direction on a tributary area

basis.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

The ASCE Quick Check of

the shear stress in the

reinforced masonry shear

walls indicated compliance.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X    

12-inch cmu reinforcement

as indicated on available

structural drawings meets

minimums required.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

No precast concrete

diaphragm elements or

concrete topping slab.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
Details unavailable on

limited structural drawings.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
Details unavailable on

limited structural drawings.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
Details unavailable on

limited structural drawings.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

No precast concrete

diaphragm elements or

concrete topping slab.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

Limited structural drawings

available do not indicate

footing details. Likely to

have been installed.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Available drawings indicate

beams positively connected

to columns.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    No stiff (or rigid) diaphragm

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    No stiff (or rigid) diaphragm

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Limited structural drawings

available, unable to verify in

field. Trusses act as cross

ties running east-west.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No diaphragm openings

adjacent to shear walls.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No diaphragm openings

adjacent to shear walls.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
No straight sheathed

diaphragms.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Wood diaphragms consist of

wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

Limited structural drawings

available, most of the roof

complies.

Gym roof diaphragm

exceeds 40 ft, blocking

unknown.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Wood frame roof and floor

diaphragms.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Limited structural drawings

available, unable to verify in

field. Likely to have been

installed.
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Thorp, Thorp Elementary and Junior Senior High School, Thorp Elem/Jr/Sr High

School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1991)

of the building, it is

assumed that seismic

bracing for fire

suppression piping may be

compliant with NFPA 13.

District to confirm.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping comply

with NFPA 13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.
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LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No available record

drawing information on

sprinkler head clearance

and unable to verify during

site investigation. Further

evaluation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.
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HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
There are no URM

partitions in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Limited structural

drawings available do not

indicate interior masonry

partitions.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
There are no suspended

gypsum board ceilings.
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C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Unknown what supports or

bracing may be hidden in

the ceiling space. Further

investigation may be

appropriate to mitigate

seismic risk.
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LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any exterior cladding

components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.
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CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Structural notes on

available drawings indicate

veneer ties to wood studs

are provided.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    

Available drawings

indicate masonry veneer is

supported by shelf angles

over openings.
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M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Limited drawings

available. Further

investigation may be

warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    No URM backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No cold-formed steel stud

backup.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No veneer at concrete

block gym walls.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Limited structural

drawings available, but

canopies appear to be well

anchored.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

No appendages observed.

Further investigation may

be appropriate to mitigate

seismic risk.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  No URM chimneys.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No masonry chimneys.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Item not visually verified

during site visit. Further

investigation may be

appropriate to mitigate

seismic risk.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Limited drawings available

do not indicate gap

between steel stair stringer

and masonry walls. Further

investigation may be

appropriate to mitigate

seismic risk.
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Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe, district to

confirm. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe, district to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Did not enter mechanical

room in gym mezzanine

level. District to confirm

fall prone equipment is

braced. Bracing required

for equipment weighing

more than 20 lb located 4

feet or more above the

floor to mitigate seismic

risk.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Did not enter mechanical

room in gym mezzanine

level. Bracing for heavy

in-line equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Did not enter mechanical

room in gym mezzanine

level. District to confirm

tall narrow equipment is

braced to nearest backing

wall, provide overturning

base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

Thorp, Thorp Elementary and Junior Senior High School, Thorp Elem/Jr/Sr High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 31 of 33



PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Greenhouse

Facility Name: Tonasket Elementary
School

District Name: Tonasket
ICOS Latitude: 48.702
ICOS Longitude: -119.432
ICOS
County/District ID: 24404

ICOS Building ID: 18140
ASCE 41 Bldg Type: S2a
Enrollment: 593
Gross Sq. Ft. : 400
Year Built: 1995
Number of Stories: 1
SXS BSE-2E: 0.421
SX1 BSE-2E: 0.250
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 313
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Tonasket, Tonasket Elementary School, Greenhouse
1.1 Building Description

The Tonasket Green House building is a steel framed, plexiglass-clad building located northwest of Tonasket

High School. The building measures approximately 50-feet-long by 25-feet-wide.
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1.1.1 Building Use

The building serves as the greenhouse for the Tonasket Middle/High School building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Tonasket Elementary School
Structural System Description

Structural Roof
The roof structure is steel framed with horizontal rod bracing providing

diaphragm resistance.

Structural Floor(s) The floor is concrete slab-on-grade.

Foundations Conventional/Shallow footings.

Gravity System The gravity system is steel columns supporting the steel framed roof.

Lateral System The lateral system is rod braced frames.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Tonasket Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tonasket Tonasket Elementary School Greenhouse
Deficiency Description
Redundancy One braced frame in each line.

Compact

Members
Tension only.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tonasket Tonasket Elementary School Greenhouse
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Site was sloping. Requires further investigation by a licensed geotechnical engineer to determine susceptibility

to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Column Axial

Stress Check
No existing drawings present to show column sizes.

Brace Axial Stress

Check
No existing drawings present to show column sizes.

Connection

Strength
No existing drawings available to verify.

Compact

Members
No existing drawings available.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tonasket Tonasket Elementary School Greenhouse
Deficiency Description
CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Hanging unit heater observed with no lateral bracing.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Hanging unit heater observed with no lateral bracing.
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Photos:

Figure 1-1. Interior view of north wall with overhead water lines visible.

Figure 1-2. Interior looking northeast.

Tonasket, Tonasket Elementary School, Greenhouse ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 26



Figure 1-3. Interior looking east with a suspended heater visible.

Figure 1-4. Interior looking west with a large fan visible.
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Figure 1-5. South exterior wall.

Figure 1-6. Southeast corner.
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Figure 1-7. Additional view of southeast corner.
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Tonasket, Tonasket Elementary School, Greenhouse

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Site was sloping. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade is present.
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17-10 Collapse Prevention Structural Checklist for Building Types S2 and S2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of braced frames in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

X     

Column Axial Stress

Check

The axial stress caused by gravity loads in

columns subjected to overturning forces is less

than 0.10Fy. Alternatively, the axial stress

caused by overturning forces alone, calculated

using the Quick Check procedure of Section

4.4.3.6, is less than 0.30Fy. (Tier 2: Sec.

5.5.2.1.3; Commentary: Sec. A.3.1.3.2)

   X

No existing drawings

present to show column

sizes.

Brace Axial Stress

Check

The axial stress in the diagonals, calculated

using the Quick Check procedure of Section

4.4.3.4, is less than 0.50Fy. (Tier 2: Sec. 5.5.4.1;

Commentary: Sec. A.3.3.1.2)

   X

No existing drawings

present to show column

sizes.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Steel

Frames

Diaphragms are connected for transfer of seismic

forces to the steel frames. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.2)

X     

Steel Columns

The columns in seismic-force-resisting frames

are anchored to the building foundation. (Tier 2:

Sec. 5.7.3.1; Commentary: Sec. A.5.3.1)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of braced bays in each line is greater

than 2. (Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.3.1.1)

 X   
One braced frame in each

line.

Connection Strength

All the brace connections develop the buckling

capacity of the diagonals. (Tier 2: Sec. 5.5.4.4;

Commentary: Sec. A.3.3.1.5)

   X
No existing drawings

available to verify.

Compact Members

All brace elements meet compact section

requirements in accordance with AISC 360,

Table B4.1. (Tier 2: Sec. 5.5.4; Commentary:

Sec. A.3.3.1.7)

 X   Tension only.
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K-Bracing

The bracing system does not include K braced

bays. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Column Splices

All column splice details located in braced

frames develop 50% of the tensile strength of the

column. (Tier 2: Sec. 5.5.4.2; Commentary: Sec.

A.3.3.1.3)

  X  No column splices.

Slenderness of

Diagonals

All diagonal elements required to carry

compression have Kl/r ratios less than 200. (Tier

2: Sec. 5.5.4.3; Commentary: Sec. A.3.3.1.4)

  X  Tension rods only.

Compact Members

All brace elements meet section requirements in

accordance with AISC 341, Table D1.1, for

moderately ductile members. (Tier 2: Sec. 5.5.4;

Commentary: Sec. A.3.3.1.7)

   X
No existing drawings

available.

Chevron Bracing

Beams in chevron, or V-braced, bays are capable

of resisting the vertical load resulting from the

simultaneous yielding and buckling of the brace

pairs. (Tier 2: Sec. 5.5.4.6; Commentary: Sec.

A.3.3.2.3)

  X   

Concentrically Braced

Frame Joints

All the diagonal braces frame into the beam–

column joints concentrically. (Tier 2: Sec.

5.5.4.8; Commentary: Sec. A.3.3.2.4)

X     

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Frames

Diaphragm openings immediately adjacent to the

braced frames extend less than 25% of the frame

length. (Tier 2: Sec. 5.6.1.3; Commentary: Sec.

A.4.1.5)

  X  Diaphragm is rod bracing.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Tonasket, Tonasket Elementary School, Greenhouse

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

present.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  No ceilings present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  Plexiglass cladding only.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

Tonasket, Tonasket Elementary School, Greenhouse ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 26



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Hanging unit heater

observed with no lateral

bracing.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

 X   

Hanging unit heater

observed with no lateral

bracing.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Tonasket Elementary

Facility Name: Tonasket Elementary
School

District Name: Tonasket
ICOS Latitude: 48.702
ICOS Longitude: -119.432
ICOS
County/District ID: 24404

ICOS Building ID: 21131
ASCE 41 Bldg Type: RM1
Enrollment: 593
Gross Sq. Ft. : 60,825
Year Built: 1995
Number of Stories: 1
SXS BSE-2E: 0.421
SX1 BSE-2E: 0.250
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 313
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Tonasket, Tonasket Elementary School, Tonasket Elementary
1.1 Building Description

The Tonasket Elementary School building, built in the mid-1990's, is a reinforced masonry building with a

partial mechanical mezzanine and an open web steel joist framed roof system. The building is located on the

same site as the Tonasket Middle/High School. The building is “t” shaped with the main portion measuring

approximately 420-feet-long and 100-feet in width. A small classroom wing at the edge of the gym portion

forms the cross of the “t”.
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1.1.1 Building Use

The building serves approximately 560 PK-5th grade students and 37 teachers. It has a gymnasium and

multiple classroom wings.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Tonasket Elementary School
Structural System Description
Structural Roof The roof structure consists of open web steel joists and metal deck

Structural Floor(s)
The first floor is concrete slab-on-grade. The mechanical mezzanine is framed

with cold formed steel joists with plywood sheathing.

Foundations Conventional/shallow foundations.

Gravity System
The gravity system is reinforced CMU bearing walls with steel framed

mezzanine and roof systems.

Lateral System The lateral system is CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Tonasket Elementary School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tonasket Tonasket Elementary School Tonasket Elementary
Deficiency Description
Reinforcing Steel The ratios are compliant, but the spacing is at 48 inches o.c.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tonasket Tonasket Elementary School Tonasket Elementary
Unknown Item Description

Mezzanines
No existing details to show connection details, however, it is appears from floor plans that the diaphragm is

connected to the shear walls.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage No existing details or access to verify

Wood Ledgers No existing details or access to verify

Transfer to Shear

Walls
No existing details or access to verify

Girder-Column

Connection
No existing details or access to verify

Cross Ties No existing details or access to verify.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm blocking could not be verified.

Stiffness of Wall

Anchors
No existing details or access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tonasket Tonasket Elementary School Tonasket Elementary
Deficiency Description
ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Fan coils did not appear to be lateral braced to structure.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tonasket Tonasket Elementary School Tonasket
Elementary
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Unable to verify entire system (lack of access). Where the system was observed there were braces

present. However braces were terminated at bottom chords of OWSJ. It was suggested they be

moved to the top chords of joists.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons were present.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawing details available or access to verify.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No existing drawing details available or access to verify.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
No existing drawing details available or access to verify.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No existing drawing details available or access to verify.
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Photos:

Figure 1-1. Typical corridor looking southeast.

Figure 1-2. Pendant light in cafeteria.
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Figure 1-3. Open web steel joists with metal deck at gymnasium.

Figure 1-4. CMU wall in gym.
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Figure 1-5. Braced fire piping penetrating a CMU wall in mechanical space at the gym.

Figure 1-6. Joist seats on CMU wall. A bearing plate is visible.
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Figure 1-7. Library shelving with positive connection to structure visible.

Figure 1-8. A view of the main entrance at the southwest side of the building.
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Figure 1-9. Southeast end of building.
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Tonasket, Tonasket Elementary School, Tonasket Elementary

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

No existing details to show

connection details, however,

it is appears from floor plans

that the diaphragm is

connected to the shear walls.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  Single Story.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X  Single Story.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  Single Story.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  Single Story.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade present.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

The ratios are compliant, but

the spacing is at 48 inches

o.c.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast diaphragm

elements present

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing details or access

to verify
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing details or access

to verify

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing details or access

to verify

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
No precast concrete

diaphragm elements exist

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

Assumed the wall

reinforcing is doweled into

the foundation

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing details or access

to verify

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

No diaphragm openings

immediately adjacent to

shear walls observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

No diaphragm openings

immediately adjacent to

shear walls observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
No existing details or access

to verify.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

No diaphragm openings

immediately adjacent to

shear walls observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    

No diaphragm openings

immediately adjacent to

shear walls observed.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X
Diaphragm blocking could

not be verified.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
No existing details or access

to verify.
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Tonasket, Tonasket Elementary School, Tonasket Elementary

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Unable to verify entire

system (lack of access).

Where the system was

observed there were braces

present. However braces

were terminated at bottom

chords of OWSJ. It was

suggested they be moved

to the top chords of joists.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X  

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No backup power present

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  Single-story building

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X
Standard escutcheons were

present.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  
No hazardous materials

present.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

No existing drawing

details available or access

to verify.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No lath and plaster

present.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No existing drawing

details available or access

to verify.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  No heavy fixture observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
Building skin is reinforced

masonry.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  None observed
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

No existing drawing

details available or access

to verify.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

No existing drawing

details available or access

to verify.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    
Library shelves anchored

to walls.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

Tonasket, Tonasket Elementary School, Tonasket Elementary ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 28



ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Fan coils did not appear to

be lateral braced to

structure.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: High School/Middle School

Facility Name: Tonasket Middle-High
School

District Name: Tonasket
ICOS Latitude: 48.702
ICOS Longitude: -119.434
ICOS
County/District ID: 24404

ICOS Building ID: 21196
ASCE 41 Bldg Type: RM2
Enrollment: 569
Gross Sq. Ft. : 106,398
Year Built: 1995
Number of Stories: 2
SXS BSE-2E: 0.421
SX1 BSE-2E: 0.250
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 313
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: DCI Engineers - Spokane

1. Tonasket, Tonasket Middle-High School, High School/Middle School
1.1 Building Description

The Tonasket Middle/High School building, built in the mid-1990's, is a two-story reinforced masonry

building with an open web steel joist framed second floor and roof system. The drawings available show the

building was built around what appears to be an existing CMU gym. The building is located on the same site

as the Tonasket Elementary School. The building is rectangular in plan, measuring approximately 265-feet-

wide and 290-feet-long.
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1.1.1 Building Use

The building serves approximately 615 6th-12th grade students and 40 teachers. It has a gymnasium,

multiple classroom wings, and a metals/ag shop.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Tonasket Middle-High School
Structural System Description
Structural Roof The roof structure consists of open web steel joists and metal deck.

Structural Floor(s)
The first floor is concrete slab-on-grade. The second floor consists of concrete

over metal deck supported on open webbed steel joists.

Foundations Conventional shallow footings.

Gravity System
The gravity system is reinforced CMU bearing walls with steel framed second

floor and roof systems.

Lateral System The lateral system is CMU shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Tonasket Middle-High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Good. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tonasket Tonasket Middle-High School High School/Middle School
Deficiency Description
Reinforcing Steel Ratios are compliant but the spacing is at 48 inches o.c.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tonasket Tonasket Middle-High School High School/Middle
School
Unknown Item Description
Mezzanines Existing drawings only include floor plans. It is assumed connections do exist.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
The site was sloping. Requires further investigation by a licensed geotechnical engineer to determine

susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage Existing drawings only included floor plans and there was no access to verify connections

Wood Ledgers Existing drawings only included floor plans and there was no access to verify connections

Transfer to Shear

Walls
Existing drawings only included floor plans and there was no access to verify connections

Foundation

Dowels
Assumed wall reinforcement is doweled into the foundation but unable to verify without structural details

Girder-Column

Connection
Existing drawings only included floor plans and there was no access to verify connections

Cross Ties Existing drawings were incomplete; not visible to verify in field.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tonasket Tonasket Middle-High School High School/Middle School
Deficiency Description
HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

No flexible couplings on acetylene piping.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

There was a tall free standing bookshelf in the library.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tonasket Tonasket Middle-High School High School/Middle
School
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Unable to verify entire system (lack of access), but where the system was visible there were braces

present

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Unable to verify entire system (lack of access).

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at penetrations.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

No existing drawing details available or access to verify

P-3 Drift. HR-not required;

LS-MH; PR-MH.
No existing drawing details available or access to verify

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No existing drawing details available or access to verify

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.
No existing drawing details available or access to verify

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.
No existing drawing details available or access to verify. Assumed that it would be complian

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
No existing drawing details available or access to verify

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
None observed, but access was limited.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
None observed, but access was limited.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

None observed, but access was limited.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
No existing drawing details available or access to verify

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
No existing drawing details available or access to verify
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Figure 1-1. Exterior generator anchored to a concrete slab.
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Figure 1-2. Open web steel joists and metal decking in the gymnasium. Pendant lights, ductwork, fire
suppression piping and speakers are visible in the joist space.

Figure 1-3. Gas canisters stored with chain retaining straps.
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Figure 1-4. Oxygen and acetylene gas shut off valves in the welding shop.

Figure 1-5. A view of the welding stations under a large vent hood in the shop area.
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Figure 1-6. Braced fire suppression piping in the gym.

Figure 1-7. Fire suppression sprinkler penetrating a drop-in acoustic ceiling.
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Figure 1-8. Library shelving that appears to be free-standing.

Figure 1-9. Braced fire suppression piping in storage area.
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Figure 1-10. Braced fire suppression piping in storage area.
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Tonasket, Tonasket Middle-High School, High School/Middle School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Existing drawings only

include floor plans. It is

assumed connections do

exist.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The site was sloping.

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Slab-on-grade present.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   
Ratios are compliant but the

spacing is at 48 inches o.c.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  
No precast diaphragm

elements present

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Existing drawings only

included floor plans and

there was no access to verify

connections
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Existing drawings only

included floor plans and

there was no access to verify

connections

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Existing drawings only

included floor plans and

there was no access to verify

connections

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  
No precast elements

observed

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Assumed wall reinforcement

is doweled into the

foundation but unable to

verify without structural

details

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Existing drawings only

included floor plans and

there was no access to verify

connections

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No large diaphragm

openings present.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No large diaphragm

openings present.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Existing drawings were

incomplete; not visible to

verify in field.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No large diaphragm

openings present.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No large diaphragm

openings present.

Tonasket, Tonasket Middle-High School, High School/Middle School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 29



Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  Metal deck diaphragm.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X   
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Tonasket, Tonasket Middle-High School, High School/Middle School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Unable to verify entire

system (lack of access),

but where the system was

visible there were braces

present

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X
Unable to verify entire

system (lack of access).

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X    
Backup generator is anchor

to the slab

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No seismic joints present

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X
Standard escutcheons

present at penetrations.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    

Welding tanks are chained

to the wall, no other

hazardous material

observed
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

X    
Welding piping was braced

to structure

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X    
Welding piping shutoff

valve observed

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

 X   
No flexible couplings on

acetylene piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

No existing drawing

details available or access

to verify

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

No existing drawing

details available or access

to verify

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No lath and plaster

observed

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No existing drawing

details available or access

to verify

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
No heavy fixtures

observed

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
No cladding panels

observed

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  None observed
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

No veneer present

(Reinforced masonry as

building skin)

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

No existing drawing

details available or access

to verify

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

No existing drawing

details available or access

to verify. Assumed that it

would be complian

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No existing drawing

details available or access

to verify

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

There was a tall free

standing bookshelf in the

library.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X
None observed, but access

was limited.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X
None observed, but access

was limited.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X
None observed, but access

was limited.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

No existing drawing

details available or access

to verify

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

No existing drawing

details available or access

to verify

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: CTE Building

Facility Name: Touchet Elementary and High
School

District Name: Touchet
ICOS Latitude: 46.043
ICOS Longitude: -118.672
ICOS
County/District ID: 36300

ICOS Building ID: 20924
ASCE 41 Bldg Type: RM1
Enrollment: 226
Gross Sq. Ft. : 3,440
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.301
SX1 BSE-2E: 0.165
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 427
Liquefaction

Potential:
Moderate to high

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Touchet, Touchet Elementary and High School, CTE Building
1.1 Building Description

The Touchet Elementary and High School CTE building is a single-story structure on the west side of the

Touchet Elementary and High School campus in Touchet, Washington. The building was built around 1960,

and is rectangular in shape, with a footprint of approximately 40-feet by 80-feet. The structure is comprised

of a wood diaphragm supported joists spanning between large glulam beams. The beams span between CMU

pilasters with CMU walls between the pilasters. It is assumed the foundation is comprised of conventional

shallow footings. The west two-thirds of the structure is a high-roof shop area, with a single large roll-up

door in both the north- and west walls; the east third of the building is a classroom, with a lower roof.
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1.1.1 Building Use

The building is used as a welding shop and vocational education classroom for high school students.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Touchet Elementary and High School
Structural System Description

Structural Roof
The roof structure is a wood diaphragm over unknown joists spanning between

large glulam beams.

Structural Floor(s) The floor is slab-on-grade; it is not know if reinforcement is present.

Foundations
The foundations are unknown, but it is assumed the foundations are conventional

shallow footings.

Gravity System
The gravity system is glulam beam-girders resting on CMU pilasters in the high-

roof section and on CMU walls in the low section.

Lateral System The lateral system is CMU walls of unknown reinforcement.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Touchet Elementary and High School
Structural System Description
Structural Roof Unknown. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System
Fair. A few cracks were visible on the north wall over openings, at the southwest

corner of the building, and in a window lintel on the south face.

Lateral System Fair. A few cracks were visible on the north side of the building.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Touchet Touchet Elementary and High School CTE Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Touchet Touchet Elementary and High School CTE Building
Unknown Item Description
Load Path No existing drawings and inadequate access to verify.

Torsion
No existing drawings, but the building is fairly symmetrical. The center of mass should be relatively similar to

the center of rigidity.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel No existing drawings and inadequate access to verify.

Wall Anchorage No existing drawings and inadequate access to verify.

Wood Ledgers No existing drawings and inadequate access to verify.

Transfer to Shear

Walls
No existing drawings and inadequate access to verify.

Foundation

Dowels
No existing drawings and inadequate access to verify.

Girder-Column

Connection

No existing drawings and inadequate access to verify. Apparent connection visible at girder, but no way access

to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Touchet Touchet Elementary and High School CTE Building
Deficiency Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

The window panes above the entry appeared to be greater than 16 ft2 and did not appear to be

laminated.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Suspended mechanical equipment that did not have independent lateral bracing was observed in

the shop.
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Figure 1-1. Glulam beam pocketing to wall in classroom area.
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Figure 1-2. Demising wall between shop and classroom.

Figure 1-3. Welding vent hoods and equipment.
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Figure 1-4. North wall with cracking visible over doorway.

Figure 1-5. Overhead mechanical unit.
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Figure 1-6. North wall exterior.
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Touchet, Touchet Elementary and High School, CTE Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
No existing drawings and

inadequate access to verify.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent structures.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
The building is a

single=story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

No existing drawings, but

the building is fairly

symmetrical. The center of

mass should be relatively

similar to the center of

rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to

Moderate seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

slab-on-grade present.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Compliant based on

estimated dimensions and

cells grouted at 48 inches

OC.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
No existing drawings and

inadequate access to verify.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings and

inadequate access to verify.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings and

inadequate access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

inadequate access to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X
No existing drawings and

inadequate access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No existing drawings and

inadequate access to verify.

Apparent connection visible

at girder, but no way access

to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Not applicable due to

Moderate seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to

Moderate seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicity. In

addition, no existing

drawings and inadequate

access to verify.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Not applicable due to

Moderate seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to

Moderate seismicity.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to

Moderate seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.
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Touchet, Touchet Elementary and High School, CTE Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No stairs are present in

this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    
Gas cylinders observed to

be restrained by chains.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

No piping of this type

observed that was still in

use.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  

No piping of this type

observed that was still in

use.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

No piping of this type

observed that was still in

use.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
URM partitions were not

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

Masonry or hollow-clay

tile partitions supported by

an integrated ceiling

system were not observed.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Light fixtures of this type

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Heavy cladding

components were not

observed on the building.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any steel or concrete

moment-frames.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

concrete cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

The window panes above

the entry appeared to be

greater than 16 ft2 and did

not appear to be laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

There is no unreinforced

masonry backup in this

building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
A chimney is not present

in this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  
A chimney is not present

in this building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There are no stairs in this

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There are no stairs in this

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  
Items of this nature were

not observed.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  
Items of this nature were

not observed.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Suspended mechanical

equipment that did not

have independent lateral

bracing was observed in

the shop.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

Touchet, Touchet Elementary and High School, CTE Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 26



PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Elementary - Main Building

Facility Name: Touchet Elementary and High
School

District Name: Touchet
ICOS Latitude: 46.043
ICOS Longitude: -118.672
ICOS
County/District ID: 36300

ICOS Building ID: 20922
ASCE 41 Bldg Type: RM1
Enrollment: 226
Gross Sq. Ft. : 40,250
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.301
SX1 BSE-2E: 0.165
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 427
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Touchet, Touchet Elementary and High School, Elementary - Main Building
1.1 Building Description

The Touchet Elementary and High School Main Building is a 40,000-square-foot, single-story, reinforced

masonry building. The original building was built in 1960, with the most recent addition added in 1996. The

structure is south of the secondary facility. The building is "U" shaped in plan, with the east and west wings

connected by a central portion to the north. The west wing and central portion are reinforced masonry; the

east wing is a metal-building structure with masonry infill walls. The east and west wings were independent

structures prior to the 1996 addition, which connected the two into one structure. The building houses

classrooms, two gymnasiums, locker rooms, a weight room, a multipurpose room and administrative offices.
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1.1.1 Building Use

The building serves as an elementary school for an unknown number of the 202 K-12 students at the Touchet

Elementary and High school, as well as a gymnasium and locker room facility for the secondary facility.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Touchet Elementary and High School
Structural System Description

Structural Roof

Wood trusses with wood sheathing at the west wing; open web steel joists at the

central portion; presumed Z-girts spanning between metal building members in

the west wing.

Structural Floor(s) Reinforced slab-on-grade.

Foundations Conventional shallow footings.

Gravity System Masonry bearing walls, masonry pilasters, and steel metal building columns.

Lateral System Reinforced masonry shear walls and metal building frames.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Touchet Elementary and High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System
Fair. Some substantial cracking observed in block on the east wing. It is

recommended cracking be evaluated by a licensed structural engineer.

Lateral System
Fair. Some substantial cracking observed in block on the east wing.It is

recommended cracking be evaluated by a licensed structural engineer.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Touchet Touchet Elementary and High School Elementary - Main Building
Deficiency Description
Adjacent

Buildings
Building built in phases with no apparent regard for differential seismic deflections.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Touchet Touchet Elementary and High School Elementary -
Main Building
Unknown Item Description
Load Path

Torsion
Incomplete existing drawings, varying lateral systems, and geometry of the building do not allow for proper

assumptions.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check
No existing drawings, but likely compliant in CMU portion of building.

Reinforcing Steel No existing drawings and inadequate access to verify.

Wall Anchorage
No existing drawings and inadequate access to verify. Connections observed in visible locations; likely

compliant based on age of structure.

Wood Ledgers No existing drawings and inadequate access to verify.

Transfer to Shear

Walls

No existing drawings and inadequate access to verify. Connections observed in visible locations; likely

compliant based on age of structure.

Foundation

Dowels
No existing drawings and inadequate access to verify, but likely compliant based on age of structure.

Girder-Column

Connection
No existing drawings and inadequate access to verify; connections observed at visible locations.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Touchet Touchet Elementary and High School Elementary - Main Building
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Some bookshelves and cabinets exceeding this height-to-width ratio were observed and did not

appear to be anchored to the structure.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Touchet Touchet Elementary and High School Elementary -
Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

A fire suppression system was observed in multiple locations but full details of the system were

unavailable to determine compliance with NFPA-13.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Rigid couplings were generally observed but full details of the system were unavailable to

determine compliance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Full details of the system were unavailable to determine compliance with NFPA-13. Standard

escutcheons were present at ceiling penetrations.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Hazardous material containers were not observed to be present in the building, but based on

experience may be present in the chemistry labs.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Gypsum board ceilings were observed, but support and bracing conditions could not be verified

due to access restrictions. Existing drawings show the majority of them as being direct applied.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2, but it could not be determined if they are laminated.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Some contents were observed stored on top of cabinets, but their weights are unknown.
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Photos:

Figure 1-1. Plaque in 1996 addition.
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Figure 1-2. Stage in 1996 gymnasium.
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Figure 1-3. Open web steel trusses in 1996 addition. A positive connection is visible between the trusses and
the CMU pilasters.

Figure 1-4. South entrance to east wing.
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Figure 1-5. Interior of metal building gymnasium; east wing of the building.
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Figure 1-6. Three large unbraced water tanks.
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Figure 1-7. Cracking visible on east side of west wing. Likely due to water infiltration and freeze/thaw

Figure 1-8. East face of east wing. Transition from metal building to CMU structure visible on left of picture.
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Figure 1-9. Transition from 1996 gymnasium to lower west classroom wing.

Figure 1-10. 1996 addition on right of picture; older structure on left of picture.
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Touchet, Touchet Elementary and High School, Elementary - Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X  

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   

Building built in phases with

no apparent regard for

differential seismic

deflections.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X     

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X   
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Incomplete existing

drawings, varying lateral

systems, and geometry of

the building do not allow for

proper assumptions.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to

Moderate seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

slab-on-grade present.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

No existing drawings, but

likely compliant in CMU

portion of building.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
No existing drawings and

inadequate access to verify.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  Flexible diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

No existing drawings and

inadequate access to verify.

Connections observed in

visible locations; likely

compliant based on age of

structure.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings and

inadequate access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

No existing drawings and

inadequate access to verify.

Connections observed in

visible locations; likely

compliant based on age of

structure.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No existing drawings and

inadequate access to verify,

but likely compliant based

on age of structure.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No existing drawings and

inadequate access to verify;

connections observed at

visible locations.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

the building has a flexible

diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to

Moderate seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicity. In

addition, no existing

drawings and inadequate

access to verify.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

no large diaphragm openings

observed.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to

Moderate seismicity.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify;

diaphragm likely wood

structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to

Moderate seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

inadequate access to verify.
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Touchet, Touchet Elementary and High School, Elementary - Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

A fire suppression system

was observed in multiple

locations but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Rigid couplings were

generally observed but full

details of the system were

unavailable to determine

compliance with NFPA-

13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No stairs are present in

this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Full details of the system

were unavailable to

determine compliance with

NFPA-13. Standard

escutcheons were present

at ceiling penetrations.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

Touchet, Touchet Elementary and High School, Elementary - Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 30



HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Hazardous material

containers were not

observed to be present in

the building, but based on

experience may be present

in the chemistry labs.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  
URM partitions were not

observed.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Based on the available

building drawings, the

masonry partition walls are

supported by the roof

framing system.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Suspended lath and plaster

ceilings were not observed

in the building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Gypsum board ceilings

were observed, but support

and bracing conditions

could not be verified due

to access restrictions.

Existing drawings show

the majority of them as

being direct applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The exterior precast panels

are bearing/shear walls

that are tied into the roof

structure.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The exterior precast panels

are bearing/shear walls

that are tied into the roof

structure.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The exterior precast panels

are bearing/shear walls

that are tied into the roof

structure.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The exterior precast panels

are bearing/shear walls

that are tied into the roof

structure.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The exterior precast panels

are bearing/shear walls

that are tied into the roof

structure.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The exterior precast panels

are bearing/shear walls

that are tied into the roof

structure.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There are window panes

greater than 16 ft2, but it

could not be determined if

they are laminated.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  
Masonry veneer is not

present at this building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

The beams that support the

canopies are framed

integrally with the corridor

columns and braced by the

roof structure.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

There are no masonry

chimneys present in this

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

There are no masonry

chimneys present in this

building.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
No stairs are present in

this building.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
No stairs are present in

this building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Some bookshelves and

cabinets exceeding this

height-to-width ratio were

observed and did not

appear to be anchored to

the structure.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Some contents were

observed stored on top of

cabinets, but their weights

are unknown.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
Equipment of this type was

not observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Equipment of this type was

observed to be attached to

adjacent walls.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Secondary Facility

Facility Name: Touchet Elementary and High
School

District Name: Touchet
ICOS Latitude: 46.043
ICOS Longitude: -118.672
ICOS
County/District ID: 36300

ICOS Building ID: 20926
ASCE 41 Bldg Type: PC1
Enrollment: 226
Gross Sq. Ft. : 29,478
Year Built: 1975
Number of Stories: 1
SXS BSE-2E: 0.301
SX1 BSE-2E: 0.165
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 427
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: Partial

Evaluating Firm: DCI Engineers - Spokane

1. Touchet, Touchet Elementary and High School, Secondary Facility
1.1 Building Description

The Touchet Secondary School building is a 29,000-square-foot, single-story, concrete tilt-panel building

constructed in 1979. The building had an architectural renovation in 2014. The building is "L" shaped in

plan, with nearly equal legs extending north and west. The building contains classrooms, a library, district

offices, and mechanical space.
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1.1.1 Building Use

The Secondary Facility serves as a classroom space for an unknown number of the 202 K-12 students at the

Touchet Elementary and High School, the only school in the Touchet School District. The building is also

used for district offices.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Touchet Elementary and High School
Structural System Description
Structural Roof The roof is prefabricated wood trusses with a wood diaphragm.

Structural Floor(s) Reinforced slab-on-grade.

Foundations Conventional shallow footings.

Gravity System Concrete tilt-up panels at exterior; post-and-beam structure at corridor.

Lateral System Concrete tilt-up shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Touchet Elementary and High School
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Touchet Touchet Elementary and High School Secondary Facility
Deficiency Description
Wood Ledgers Connection at walls parallel to trusses appears to induce cross-grain bending.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Touchet Touchet Elementary and High School Secondary
Facility
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Touchet Touchet Elementary and High School Secondary Facility
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Limited or no bracing of fire suppression system observed.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Touchet Touchet Elementary and High School Secondary
Facility
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No flexible couplings were observed, but full details of the system were unavailable to determine

compliance with NFPA-13.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons provided at penetrations through ceilings.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Masonry partition walls are present, but the reinforcing and bracing details are unknown.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Masonry partition walls are present, but the reinforcing and bracing details are unknown.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

No existing drawings or access to verify ceiling detailing.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Window panes more than 16ft2 were observed, but lamination could not be verified.
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Photos:

Figure 1-1. Braced fire suppression line. Wood roof structure visible.
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Figure 1-2. Water tank with seismic strap.
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Figure 1-3. Exposed wood trusses in the multipurpose room outside the library.
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Figure 1-4. Connection of wood truss to CMU pilaster.
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Figure 1-5. North wing corridor.
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Figure 1-6. Exterior door at end of north wing.
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Figure 1-7. North face of west wing.

Figure 1-8. West face of north wing.
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Figure 1-9. West end of west wing.
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Touchet, Touchet Elementary and High School, Secondary Facility

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to

Moderate seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Slab-

on-grade present.
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

X     

Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  No topping slab.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

 X   

Connection at walls parallel

to trusses appears to induce

cross-grain bending.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  
Not applicable due to

Moderate seismicity.

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

  X  
Not applicable due to

Moderate seismicity.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
Not applicable due to

Moderate seismicity.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

sheathing is indicated as

woods structural panels.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Not applicable due to

Moderate seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicity. Also,

roof framing plan page

missing from drawings;

unknown if roof is blocked.

Horizontal span greater than

40-feet in some directions.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to

Moderate seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

  X  
Not applicable due to

Moderate seismicity.

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

  X  
Not applicable due to

Moderate seismicity.

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  

Not applicable due to

Moderate seismicity. Also,

no piles.

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

  X  
Not applicable due to

Moderate seismicity.
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Touchet, Touchet Elementary and High School, Secondary Facility

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

Limited or no bracing of

fire suppression system

observed.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

No flexible couplings were

observed, but full details of

the system were

unavailable to determine

compliance with NFPA-

13.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No stairs are present in

this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

provided at penetrations

through ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

No hazardous material in

breakable containers was

observed.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Masonry partition walls

are present, but the

reinforcing and bracing

details are unknown.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Masonry partition walls

are present, but the

reinforcing and bracing

details are unknown.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on construction type

and visual observation,

there do not appear to be

cementitious partitions in

the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
No suspended lath and

plaster ceilings observed.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

No existing drawings or

access to verify ceiling

detailing.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

No cladding weighing

more than 10 lb/ft2

present.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

X     

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Window panes more than

16ft2 were observed, but

lamination could not be

verified.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
No masonry veneer

present.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  No parapets present.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies present.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS-not required

for Low and Moderate

seismicity.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

No elevator present. NA

due to LS-not required for

Low and Moderate

seismicity.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Building A

Facility Name: Black Lake Elementary
School

District Name: Tumwater
ICOS Latitude: 46.991
ICOS Longitude: -122.967
ICOS
County/District ID: 34033

ICOS Building ID: 14369
ASCE 41 Bldg Type: W2
Enrollment: 504
Gross Sq. Ft. : 22,494
Year Built: 1982
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.558
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 394
Liquefaction

Potential:
Low to Moderate

Tsunami Risk: Extremely Low
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Tumwater, Black Lake Elementary School, Building A
1.1 Building Description

Building A is a single story wood framed building, measuring nearly 195 feet by 175 feet, with a total

footprint of 22,400 square feet. The building is approximately 10 feet high at the eaves, with a hip and gable

roof with consistent 3:12 slopes. There is a concrete sidewalk around the perimeter of the structure, which is

covered by a generously wide soffit. The exterior walls are clad with marblecrete panels. The structure was

original built in 1981 and had a modernization renovation in 2004. There are two breezeways connecting

Buildings A and B. It does not appear that there is a seismic joint anywhere in the breezeway to

accommodate differential drifts of the two structures during a seismic event. Also, there is no fire

suppression system in the structure.
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1.1.1 Building Use

Building A houses the school's administrative facilities and library. It also includes a large auditorium and

music room, which can be combined into a single-room performance area. The school kitchen/cafeteria,

special education facilities, mechanical and electrical facilities are part of Building A. There are four

mechanical mezzanines, which are located in the taller portions of the roof attic space. After the 2004

modernization renovation, these mechanical spaces are no longer accessed by stairs, but by ladder access

ports.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Black Lake Elementary School
Structural System Description

Structural Roof
The roof is a hip and beam system with a 3:12 slope. Glulam beams support

engineered plywood web (TJI) joists.

Structural Floor(s) The structure is a single story building, with concrete slabs on grade.

Foundations

The foundation is a traditional shallow system constiting of spread strip footings

under the bearing and shear walls and isolated pads supporting structural

columns. The slab on grade appears to brace the strip and isolated footings.

Gravity System

The roof is essentially stick framed with TJI joists, supported by girders and

columns at the building interior and wood bearing walls at the building exterior.

There are a few interior bearing walls, however.

Lateral System

A flexible wood diaphragm roof delivers building lateral loads to a series of

wood shear walls. The majority of the exterior walls serve as shear walls,

however it appears there are a handful of interior shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Black Lake Elementary School
Structural System Description

Structural Roof No visible signs of damage or deterioration.

Structural Floor(s)

Not applicable as the structure is a single-story building. The ground level is

comprised of concrete slabs on grade, which are not visible as they are covered

with various finishes.

Foundations Foundations were not visible.

Gravity System

No visible signs of damage or deterioration at the time of the current site visit. A

number of deteriorated and distressed gravity system items were addressed

during the 2004 modernization renovation efforts.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tumwater Black Lake Elementary School Building A
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tumwater Black Lake Elementary School Building A
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Narrow Wood

Shear Walls

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Openings

Wood Posts
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Wood Sills
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Girder-Column

Connection

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Wood Sill Bolts
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Roof Chord

Continuity

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Spans
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Diagonally

Sheathed and

Unblocked

Diaphragms

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tumwater Black Lake Elementary School Building A
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tumwater Black Lake Elementary School Building A
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Smoke control duct system not visually verified.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

It appears the kitchen does have natural gas or propane appliances, however the piping was not

readily accessible during the site visit.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Access into the ceiling space to verify was not possible during site visit.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.
Marblecrete cladding panel anchorage details could not be located during site visit.

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Marblecrete siding panel anchorage details could not be located during site visit.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The details for the breezeway framing between Buildings A and B were not readily avaliable

during the site visit.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Large rack in the electrical room, adjacent to the kitchen and attached covered play area (which is

no longer accessible to the public), is anchored at the slab on grade, but it is unclear if the

anchorage meets the requirements of noted above.
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Tumwater, Black Lake Elementary School, Building A

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This building is a single

story structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X  
This building is a single-

story structure.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X  
This building is a single-

story structure.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

   X  

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Tumwater, Black Lake Elementary School, Building A

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X    

Emergency power

generators are outside

Building A to the

northwest. They are

enclosed with fencing.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

It appears the kitchen does

have natural gas or

propane appliances,

however the piping was

not readily accessible

during the site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Did not observe any piping

conveying hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   
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P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   
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C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Access into the ceiling

space to verify was not

possible during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Tumwater, Black Lake Elementary School, Building A ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 20 of 27



Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

Marblecrete panel

anchorage details not

available at time of site

visit. Further investigation

may be warranted to

mitigate seismic risk.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Marblecrete siding panel

anchorage details could not

be located during site visit.

Further investigation may

be warranted to mitigate

seismic risk.
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CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   
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M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The details for the

breezeway framing

between Buildings A and

B were not readily

avaliable during the site

visit. Further investigation

may be appropriate to

mitigate seismic risk.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   
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MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

   X

Large rack in the electrical

room, adjacent to the

kitchen and attached

covered play area (which is

no longer accessible to the

public), is anchored at the

slab on grade, but it is

unclear if the anchorage

meets the requirements of

noted above. Further

investigation may be

appropriate to mitigate

seismic risk.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X     
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CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X     

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Building B

Facility Name: Black Lake Elementary
School

District Name: Tumwater
ICOS Latitude: 46.991
ICOS Longitude: -122.967
ICOS
County/District ID: 34033

ICOS Building ID: 11452
ASCE 41 Bldg Type: W2
Enrollment: 504
Gross Sq. Ft. : 21,314
Year Built: 1982
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.558
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 394
Liquefaction

Potential:
Low to Moderate

Tsunami Risk: Extremely Low
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Tumwater, Black Lake Elementary School, Building B
1.1 Building Description

Built in 1982, Building B is a 179 foot by 179 foot C-shaped classroom building that has an open interior

courtyard. The total footprint area is 21,361 square feet. It is a single story building with a hip and gable roof

with slopes of 3:12. There building is a wood framed structure. There are two wood framed breezeways that

connect Building A and B together. It does not appear that there are any seismic joints that would allow

differential drift of the two structures during a seismic event. There was a modernization renovation in 2004,

which addressed a number of gravity framing issues, however the building does not have a fire suppression

system.
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1.1.1 Building Use

The building is the classroom building, arranged into three pods with six classrooms each.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Black Lake Elementary School
Structural System Description

Structural Roof
The roof is a hip and beam system with a 3:12 slope. Glulam beams support

engineered plywood web (TJI) joists.

Structural Floor(s) The structure is a single story building, with concrete slabs on grade.

Foundations Spread footings.

Gravity System

The foundation is a traditional shallow system consisting of spread strip footings

under the bearing and shear walls and isolated pads supporting structural

columns. The slab on grade appears to brace the strip and isolated footings.

Lateral System

A flexible wood diaphragm roof delivers building lateral loads to a series of

wood shear walls. The majority of the exterior walls serve as shear walls,

however it appears there are a handful of interior shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Black Lake Elementary School
Structural System Description
Structural Roof No signs of damage or deterioration.

Structural Floor(s)
The building is a single story building with concrete slabs on grade. The slabs on

grade are covered with various finishes and are not visible.

Foundations

The foundations are currently not visible as they are buried in the ground. There

did not appear to be any signs of differential settlement or distress in the

structure to indicate any issues with the foundation.

Gravity System

No visible signs of damage or deterioration at the time of the current site visit. A

number of deteriorated and distressed gravity system items were addressed

during the 2004 modernization renovation efforts.

Lateral System No visible signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tumwater Black Lake Elementary School Building B
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tumwater Black Lake Elementary School Building B
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Narrow Wood

Shear Walls

There are a number of narrow piers exceeding an aspect ratio of 2:1 between windows that may be part of the

lateral force resisting system. Further investigation is required to determine if there is a deficiency.

Wood Posts
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Wood Sills
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Girder-Column

Connection

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Wood Sill Bolts
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Roof Chord

Continuity

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Diaphragm

Reinforcement at

Openings

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Spans
This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.

Diagonally

Sheathed and

Unblocked

Diaphragms

This structure is compliant with the Collapse Prevention performance level for a BSE-2E event requirements as

a Benchmark building per ASCE 41-17, Sec. 3.3 and Table 3-2.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tumwater Black Lake Elementary School Building B
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tumwater Black Lake Elementary School Building B
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Smoke control duct system not visually verified.

C-3 Integrated Ceilings. HR-

not required; LS-not required;

PR-MH.

Ceiling space not readily accessible during site visit.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Ceiling space not readily accessible during site visit.

CG-1 Cladding Anchors. HR-

MH; LS-MH; PR-MH.
Marblecrete panel anchorage details not available at time of site visit

CG-5 Panel Connections. HR-

MH; LS-MH; PR-MH.
Marblecrete panel anchorage details not available at time of site visit.

CG-6 Bearing Connections.

HR-MH; LS-MH; PR-MH.
Marblecrete panel anchorage details not available at time of site visit.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
Marblecrete is supported by metal lath, but connection details not found at time of visit.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Marblecrete panel anchorage details not available at time of site visit.
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Photos:

Figure 1-1. Typical Exterior Walls of Building B

Figure 1-2. East Elevation
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Figure 1-3. West Elevation of Building

Figure 1-4. View of Breezeway between Building A & B

Figure 1-5. View of Breezeway between Building A & B
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Figure 1-6. View of Breezeway between Building A & B

Figure 1-7. Typical Classroom

Figure 1-8. Typical Classroom
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Figure 1-9. Exterior view of Building

Figure 1-10. Minor Damage at Breezeway Connection to Building B
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Tumwater, Black Lake Elementary School, Building B

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This building is a single

story structure.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X
This building is a single

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

There are a number of

narrow piers exceeding an

aspect ratio of 2:1 between

windows that may be part of

the lateral force resisting

system. Further investigation

is required to determine if

there is a deficiency.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Tumwater, Black Lake Elementary School, Building B ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 28



Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.
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High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

   X

This structure is compliant

with the Collapse Prevention

performance level for a

BSE-2E event requirements

as a Benchmark building per

ASCE 41-17, Sec. 3.3 and

Table 3-2.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Tumwater, Black Lake Elementary School, Building B

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

It would appear that all the

equipment used to power

emergency lights, etc., is

housed in Building A.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

   X
Ceiling space not readily

accessible during site visit.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Ceiling space not readily

accessible during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

   X

Marblecrete panel

anchorage details not

available at time of site

visit. Further investigation

may be warranted to

mitigate seismic risk.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

   X

Marblecrete panel

anchorage details not

available at time of site

visit. Further investigation

may be warranted to

mitigate seismic risk.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

   X

Marblecrete panel

anchorage details not

available at time of site

visit. Further investigation

may be warranted to

mitigate seismic risk.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X

Marblecrete is supported

by metal lath, but

connection details not

found at time of visit.

Further investigation may

be warranted to mitigate

seismic risk.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

Marblecrete panel

anchorage details not

available at time of site

visit. Further investigation

may be warranted to

mitigate seismic risk.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X     

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X     

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Building C

Facility Name: Black Lake Elementary
School

District Name: Tumwater
ICOS Latitude: 46.991
ICOS Longitude: -122.967
ICOS
County/District ID: 34033

ICOS Building ID: 20813
ASCE 41 Bldg Type: RM1
Enrollment: 504
Gross Sq. Ft. : 4,018
Year Built: 1984
Number of Stories: 1
SXS BSE-2E: 0.969
SX1 BSE-2E: 0.558
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 394
Liquefaction

Potential:
Low to Moderate

Tsunami Risk: Extremely Low
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. Tumwater, Black Lake Elementary School, Building C
1.1 Building Description

Building C is a detached 4,018 square foot covered play area, constructed in 1984, shortly after the

completion of Buildings A and B. The structure has a plan area of 82 feet by 49 feet and is approximately 16

feet high at the eaves and 24 feet high at the center ridge. The roof is constructed of wood framed joists

supported by three glulam girders that span the long axis of the building. The walls are reinforced concrete

masonry units (CMU), and are supported by traditional shallow footings.
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1.1.1 Building Use

Building C is used as a covered play area. It appears to have been built to replace the previous covered play

area that is attached to Building A, adjacent to the auditorium. As this covered area is adjacent to the bus

pick-up and drop-off location, it is also possible that it serves as a covered waiting area for students.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Black Lake Elementary School
Structural System Description

Structural Roof

The structural roof is a flexible wood diaphragm comprised of 5/8 inch sheathing

over 2x10 joists at 24 inches on center. The roof is gabled and appears to have a

4:12 slope. The joists are supported at the ridge and approximately 14 feet away

from the ridge on either sides by three long span glu lam beams. The roof joists

cantilever over the lower eaves to support a built-out soffit, similar to those on

Buildings A and B.

Structural Floor(s) No structural floors. The ground floor appears to be a concrete slab on grade.

Foundations The foundation is a traditional shallow spread footing system.

Gravity System

Gravity loads are supported by a sheathing on joist system at the roof, which in

turn is supported by three long span glulam beams. These beams and the lower

eave portions of the roof joists are supported by CMU bearing walls.

Lateral System

The roof diaphragm is a flexible wood diaphragm that transfers lateral loads to

the CMU shearwalls. It should be noted that the CMU walls serve as both

bearing and shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Black Lake Elementary School
Structural System Description
Structural Roof No visible signs of damage or deterioration.

Structural Floor(s) Not applicable.

Foundations

The foundation elements were not directly visible, as they are buried in the

ground. In general, the building appears to be level, with no signs of distress

from differential settlement, likely suggesting the foundations appear to be in

good condition.

Gravity System No visible signs of damage or deterioration.

Lateral System
No visible signs of damage or deterioration. The joints at the CMU walls appear

to be in good condition, with no signs of cracking.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Tumwater Black Lake Elementary School Building C
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tumwater Black Lake Elementary School Building C
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel
Details of existing wall reinforcement not found during site visit. Detail 9/S104 of 2004 modernization

drawings seems to indicate existing vertical reinforcement may be spaced at 48 inches on center.

Wall Anchorage Items could not visually verified during site visit.

Transfer to Shear

Walls
Items could not visually verified during site visit.

Foundation

Dowels
Items could not visually verified during site visit.

Cross Ties Items could not visually verified during site visit.

Diagonally

Sheathed and

Unblocked

Diaphragms

Roof is sheathed with wood structural panels and the aspect ratios are less than 4-to-1, but the horizontal spans

spans are greater than 40 feet between force resisting elements and it is unknown if the diaphragm is blocked.

Stiffness of Wall

Anchors
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tumwater Black Lake Elementary School Building C
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tumwater Black Lake Elementary School Building C
Unknown Item Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Glazing panels in transverse gable walls are present, but could not be verified during site visit
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Photos:

Figure 1-1. North elevation

Figure 1-2. West elevation
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Figure 1-3. Interior view looking westward

Figure 1-4. Interior view looking westward
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Figure 1-5. Interior view at basketball hoop
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Figure 1-6. Typical roof girder to pilaster connection

Figure 1-7. Plan view of Building C drawings
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Figure 1-8. Exterior view of Transverse Walls

Figure 1-9. South Elevation of Building
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Figure 1-10. Interior View of Gable Wall
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Tumwater, Black Lake Elementary School, Building C

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This building is a single

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This building is a single

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This building is a single

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    Footings restrained by slabs.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

Details of existing wall

reinforcement not found

during site visit. Detail

9/S104 of 2004

modernization drawings

seems to indicate existing

vertical reinforcement may

be spaced at 48 inches on

center.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
Items could not visually

verified during site visit.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
Items could not visually

verified during site visit.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X
Items could not visually

verified during site visit.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Girder connections are

visible.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X
Items could not visually

verified during site visit.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Diaphragm is sheathed with

wood structural panels rated

for shear.
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

Roof is sheathed with wood

structural panels and the

aspect ratios are less than 4-

to-1, but the horizontal spans

spans are greater than 40 feet

between force resisting

elements and it is unknown

if the diaphragm is blocked.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
Items could not visually

verified during site visit.
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Tumwater, Black Lake Elementary School, Building C

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
No fire suppression

system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
No fire suppression

system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
No fire suppression

system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Glazing panels in

transverse gable walls are

present, but could not be

verified during site visit.

Further investigation may

be warranted to mitigate

seismic risk.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Exterior soffits appears to

be attached to CMU at a

maximum of 48" on center

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X   

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Building D - Gymnasium
Facility Name: Vashon Island High School
District Name: Vashon Island
ICOS Latitude: 47.423
ICOS Longitude: -122.457
ICOS
County/District ID: 17402

ICOS Building ID: 20350
ASCE 41 Bldg Type: RM1
Enrollment: 596
Gross Sq. Ft. : 23,744
Year Built: 1961
Number of Stories: 3
SXS BSE-2E: 1.049
SX1 BSE-2E: 0.565
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 377
Liquefaction
Potential: very low

Tsunami Risk: Extremely Low
Structural Drawings Available: some
Evaluating Firm: BergerABAM/WSP

1. Vashon Island, Vashon Island High School, Building D - Gymnasium
1.1 Building Description

The Vashon HS Gym and associated spaces are constructed from reinforced masonry with brick veneer. The

roof framing is wood. The on grade floors are 5 inch reinforced concrete slab on grade. The floors above

grade (first floor boys locker room and upper gym) are reinforced concrete floor joists with integral concrete

beams supported by precast concrete columns. The locker rooms and upper gym are stacked, forming a

three-story space. The bearing/shear walls are supported on continuous footings. The structural floors are

supported on concrete columns and cmu bearing walls. The gym is roughly 100 ft x 100 ft and the stacked

locker rooms/upper gym space is roughly 100 ft x 37 ft. The one-story classroom/foyer space is 44 ft x 59 ft.
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1.1.1 Building Use

The gym building (Bldg D) includes the main gym, locker rooms for girls (lower level) and boys (main

level), an upper gym and an adjacent one-story foyer and classroom space. The gym is constructed on a

sloping site so the three story portion takes advantage of the grade change (reference photo of east wall).

1.1.2 Structural System

Table 1.1-1. Structural System Description of Vashon Island High School
Structural System Description

Structural Roof

The structural roof consists of large (12-1/4" wide) glulam beams at 16'-8" on

center with 2x6 tongue and groove diagonal decking. 

The structural roof at the one-story classroom/foyer space is 7" wide glulam

beams at 9'-10" oc and 3" tongue and groove decking perpendicular to the

beams.

Structural Floor(s)

The gym, girls locker room, and classroom/foyer floors are 5" thick slab on

grade reinforced with 6x6 10/10 welded wire mesh.

The boys locker room floor (level with gym floor) and the upper gym activities

area are reinforced concrete floor joists with integral concrete beams.

Foundations

Foundations consist of continuous footings under the exterior walls and the

retaining walls (girls locker room at grade change) and spread footings under the

precast concrete columns and the gym pilasters.

Gravity System

The gravity framing system consists of a wood frame roof and reinforced

concrete floor joist/beams at elevated floors. Walls consist of reinforced masonry

walls at gym and reinforced concrete retaining walls at the grade change.

Lateral System

The lateral force resisting system consists of a wood frame roof diaphragm,

concrete diaphragms at the mezzanine space with reinforced masonry and

reinforced concrete shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Vashon Island High School
Structural System Description
Structural Roof Did not observe signs of corrosion, damage or deterioration.

Structural Floor(s) Did not observe signs of corrosion, damage or deterioration.

Foundations Unknown

Gravity System Did not observe signs of corrosion, damage or deterioration.

Lateral System Did not observe signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Vashon Island Vashon Island High School Building D - Gymnasium
Deficiency Description

Mezzanines

Details at the upper gym floor (wrestling) to the supporting masonry wall are not indicated on the structural

drawings but are included on the existing architectural drawings. Appears to be a bearing detail (pocketed into

wall) without a direct tie between the wall and the floor diaphragm.

Reinforcing Steel

Steel reinforcement ratio does not meet requirements. Vertical plus horizontal reinforcement ratio equals

0.0015 which is less than required ratio of 0.002. Vert reinforcement ratio is 0.0004 (#3 at 4 ft oc) which is less

than required 0.0007 ratio. Measures such as adding shotcrete at wall may be required. Requires further

investigation. Vertical reinforcement does extend to top of wall.

Wall Anchorage

Details on the existing drawings do not indicate dowels between the upper gym (wrestling) space and the

masonry walls. The tie between the masonry walls and the roof diaphragm is unclear on the existing drawings.

Further investigation required.

Transfer to Shear

Walls

Existing drawings do not indicate load path between roof diaphragm and masonry shear walls. Further field

investigation recommended.

Cross Ties
Existing drawings do not indicate cross ties between the roof diaphragm chords. Added straps likely required.

Further investigation recommended.

Diagonally

Sheathed and

Unblocked

Diaphragms

Main Gym roof is roughly 100 ft x 100 ft with no interior shear resistance lines. Additional sheathing may be

required at roof diaphragm.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Vashon Island Vashon Island High School Building D -
Gymnasium
Unknown Item Description

Torsion

The earthquake forces from the upper gym (wrestling) are distributed to the three perimeter walls as the fourth

wall is shown on the existing drawings as open to the gym below. This wall has been infilled at some point but

is not a shear wall. The three-sided configuration of the shear walls layout will induce torsion, however the

perimeter walls will resist both the direct shear as well as the torsional shear. The stair openings at each end

interrupt the shear transfer and torsion should be further studied.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure

The site is a sloping site with a grade change equal to a story. Earthquake-induced slope failures or rockfalls

may be an issue. Requires further investigation by a licensed geotechnical engineer to determine susceptibility

to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wood Ledgers The tie between the masonry walls and the roof diaphragm is unclear on the existing drawings.

Openings at

Exterior Masonry

Shear Walls

The second floor stair openings adjacent to the shear walls are greater than 8 feet long in the east-west

direction. Considering the overall wall length of 133 feet, the 10 ft. 9 in. opening is not expected to be a

problem.

Spans The gym roof is diagonal sheathed. The classroom wing is not and has a span greater than 24 ft.

Stiffness of Wall

Anchors
Existing drawings did not indicate anchorage, further investigation recommended.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Vashon Island Vashon Island High School Building D - Gymnasium
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Vashon Island Vashon Island High School Building D -
Gymnasium
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings (dated 1961) or visually verified during site visit. See Report

documents (including Appendix) for bracing guidance. Assumed to be noncompliant.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings (dated 1961) or visually verified during site visit. See Report

documents (including Appendix) for bracing guidance. Assumed to be noncompliant.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings (dated 1961) or visually verified during site visit. See Report

documents (including Appendix) for bracing guidance. Assumed to be noncompliant.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No seismic joints.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Not detailed on drawings. Did not enter classroom wing but none of the other spaces had panelized

ceilings.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment containing hazardous materials mounted on vibration isolators. District

to confirm.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe breakable containers with hazardous materials. District to confirm.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe piping or ductwork conveying hazardous materials. District to confirm.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but most likely compliant. District to confirm.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe flexible couplings. District to confirm.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Limited details available on existing drawings. Unclear if partitions are reinforced (an example is

detail 7/A7). Investigate further.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
No details available.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Did not enter classroom wing. Gym building did not have suspended ceilings.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
According to existing drawings, obscure wire glass is provided at clerestory windows.
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M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Expected that veneer is anchored to the backup at weakened planes since veneer anchorage is

indicated on the existing drawings.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

The condition at floors and roof is not specifically detailed on the existing drawings, but general

veneer anchorage is indicated.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Existing drawings do not indicate how masonry stack is anchored at the first and second floors.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Did not observe racks more than 12 ft high. District to confirm. See Report documents (including

Appendix) for bracing guidance.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Did not observe, district to confirm. Brace tops of shelving taller than 6 feet to nearest backing

wall, provide overturning base restraint. See Report documents (including Appendix) for bracing

guidance.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Did not observe, district to confirm. Heavy items on upper shelves should be restrained by netting

or cabling to avoid becoming falling hazards. See Report documents (including Appendix) for

bracing guidance.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

Some equipment in the mechanical rooms did not appear to be braced. This should be further

evaluated. See Report documents (including Appendix) for bracing guidance.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

Unclear if in-line equipment was braced as required. This should be further evaluated. See Report

documents (including Appendix) for bracing guidance.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Did not observe that any of the equipment falls into this category, but this should be confirmed.

Brace tops of tall narrow equipment taller than 6 feet to nearest backing wall, provide overturning

base restraint. See Report documents (including Appendix) for bracing guidance.

Unknown Item Description
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Photos:

Figure 1-1. Vashon HS Gym South wall
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Figure 1-2. Vashon HS Gym West wall
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Figure 1-3. Vashon HS Gym East wall (three-story)

Figure 1-4. Vashon HS North Gym wall
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Figure 1-5. Overhead AHU

Figure 1-6. Gym roof with wood beams, 4x10 purlins and diagonal shiplap sheathing
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Figure 1-7. Clerestory with windows and louvers
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Figure 1-8. Main floor framing (concrete floor joists and beams)

Vashon Island, Vashon Island High School, Building D - Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 35



Figure 1-9. Mechanical room

Figure 1-10. Recent HVAC upgrade with bracing
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Vashon Island, Vashon Island High School, Building D - Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
Limited drawings dated

1961 were available.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent building.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Details at the upper gym

floor (wrestling) to the

supporting masonry wall are

not indicated on the

structural drawings but are

included on the existing

architectural drawings.

Appears to be a bearing

detail (pocketed into wall)

without a direct tie between

the wall and the floor

diaphragm.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

While the site slopes and the

building configuration is a

combination of a three-story

stack, a tall one-story gym

and a short one-story

classroom/foyer, the lateral

force resisting system is well

distributed and stacked

where applicable. The weak

story classification does not

apply.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

While the site slopes and the

building configuration is a

combination of a three-story

stack, a tall one-story gym

and a short one-story

classroom/foyer, the lateral

force resisting system is well

distributed and stacked

where applicable. The soft

story classification does not

apply.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

The masonry shear walls are

stacked, well distributed and

continuous to the

foundations.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

The masonry shear walls are

stacked, well distributed and

continuous to the

foundations.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

While the site slopes and the

building configuration is a

combination of a three-story

stack, a tall one-story gym

and a short one-story

classroom/foyer, the mass is

distributed via tributary area

to the adjacent shear walls.

Concerns about a change in

effective mass do not apply.
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Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

The earthquake forces from

the upper gym (wrestling)

are distributed to the three

perimeter walls as the fourth

wall is shown on the existing

drawings as open to the gym

below. This wall has been

infilled at some point but is

not a shear wall. The three-

sided configuration of the

shear walls layout will

induce torsion, however the

perimeter walls will resist

both the direct shear as well

as the torsional shear. The

stair openings at each end

interrupt the shear transfer

and torsion should be further

studied.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The site is a sloping site with

a grade change equal to a

story. Earthquake-induced

slope failures or rockfalls

may be an issue. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

0.6Sa = 1.049 which is much

less than the base/height

ratio of 5.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    
Footings restrained by slab

on grade. Site Class C soils.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

Masonry shear walls are

well distributed at the

perimeter.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

Per the ASCE Quick Check

procedure, the shear stress

check is compliant. 

It should be noted that the

existing 6-inch masonry

walls are reinforced with #3

verts at 48 inches oc per

existing drawings. This does

not meet current code.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

 X   

Steel reinforcement ratio

does not meet requirements.

Vertical plus horizontal

reinforcement ratio equals

0.0015 which is less than

required ratio of 0.002. Vert

reinforcement ratio is 0.0004

(#3 at 4 ft oc) which is less

than required 0.0007 ratio.

Measures such as adding

shotcrete at wall may be

required. Requires further

investigation. Vertical

reinforcement does extend to

top of wall.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X  

No precast concrete

diaphragm elements. No

structural concrete topping

slab.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Details on the existing

drawings do not indicate

dowels between the upper

gym (wrestling) space and

the masonry walls. The tie

between the masonry walls

and the roof diaphragm is

unclear on the existing

drawings. Further

investigation required.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

The tie between the masonry

walls and the roof

diaphragm is unclear on the

existing drawings.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

Existing drawings do not

indicate load path between

roof diaphragm and masonry

shear walls. Further field

investigation recommended.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

No precast concrete

diaphragm elements. No

structural concrete topping

slab.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X    

Footing dowels indicated on

the existing architectural

wall sections and in the

general structural notes.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X    

Existing structural drawings

indicate positive connection

between the roof beams and

the supporting columns.

(Reference details 3/S-4 and

5A/S-4).

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    

The second floor stair

openings adjacent to the

shear walls are much less

than 25% of the wall length.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

   X

The second floor stair

openings adjacent to the

shear walls are greater than 8

feet long in the east-west

direction. Considering the

overall wall length of 133

feet, the 10 ft. 9 in. opening

is not expected to be a

problem.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

Existing drawings do not

indicate cross ties between

the roof diaphragm chords.

Added straps likely required.

Further investigation

recommended.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X    
No openings at the flexible

roof diaphragm.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X    
No openings at the flexible

roof diaphragm.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

The classroom wing roof

diaphragm is straight-

sheathed with an aspect

ration less than 2 to 1 in

each direction.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

The gym roof is diagonal

sheathed. The classroom

wing is not and has a span

greater than 24 ft.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Main Gym roof is roughly

100 ft x 100 ft with no

interior shear resistance

lines. Additional sheathing

may be required at roof

diaphragm.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
All diaphragms are either

wood (decking) or concrete.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

Existing drawings did not

indicate anchorage, further

investigation recommended.
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Vashon Island, Vashon Island High School, Building D - Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1961)

of the building, it is

assumed that seismic

bracing for fire

suppression piping does

not comply with NFPA 13.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.
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LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Not detailed on drawings.

Did not enter classroom

wing but none of the other

spaces had panelized

ceilings. Further

investigation may be

appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Limited details available

on existing drawings.

Unclear if partitions are

reinforced (an example is

detail 7/A7). Investigate

further.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

No integrated ceiling

system. Unclear how

partitions are laterally

supported. Further

investigation may be

appropriate to mitigate

seismic risk.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

No details available.

Further investigation may

be appropriate to mitigate

seismic risk.
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Did not enter classroom

wing. Gym building did

not have suspended

ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Did not enter classroom

wing. Gym building did

not have suspended

ceilings.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Did not enter classroom

wing. Gym building did

not have suspended

ceilings. Further

investigation may be

appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any exterior cladding

components.

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

X    

According to existing

drawings, obscure wire

glass is provided at

clerestory windows.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

According to existing

drawing wall sections

(Sheet A5), horizontal ties

provided back to masonry

backup at every third

masonry block course (24"

on center vertical).

Horizontal spacing

unknown.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

X    

According to existing

drawings (Sheet A-7),

veneer support angles are

provided over openings.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

X    

Expected that veneer is

anchored to the backup at

weakened planes since

veneer anchorage is

indicated on the existing

drawings.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    

Reinforced masonry walls

are indicated as veneer

backup on the existing

drawings.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No cold formed steel stud

backup at veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  

The condition at floors and

roof is not specifically

detailed on the existing

drawings, but general

veneer anchorage is

indicated.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level
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M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

The exterior covered

walkway at the gym is

separated from the

building wall. The exterior

covered walkway becomes

a canopy at the gym

entrance and is attached

directly to the building.

The classroom wing has a

cantilevered roof which

creates a covered

walkway.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  No appendages.
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Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X    

A masonry "stack" is

detailed on the existing

drawings (12/A-6). The

stack consists of 4"

concrete block with 4"

brick veneer. It is 3 ft x 3 ft

and is approximately 45"

above the roof so the stack

complies with this

requirement.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Existing drawings do not

indicate how masonry

stack is anchored at the

first and second floors.

Further investigation may

be appropriate to mitigate

seismic risk.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
Masonry walls at stair

enclosure are reinforced.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

X    

Concrete stairs appear to

be directly tied to the

surrounding walls

(reference existing

drawings, Sheet A-6).

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Did not observe, district to

confirm. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Did not observe, district to

confirm. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Some equipment in the

mechanical rooms did not

appear to be braced.

Bracing required for

equipment weighing more

than 20 lb located 4 feet or

more above the floor to

mitigate seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Unclear if in-line

equipment was braced as

required. Bracing for

heavy in-line equipment

may be appropriate to

mitigate seismic risk.
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ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Did not observe that any of

the equipment falls into

this category, but this

should be confirmed.

Brace tops of tall narrow

equipment taller than 6

feet to nearest backing

wall, provide overturning

base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

Vashon Island, Vashon Island High School, Building D - Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 33 of 35



PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level
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EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Building K - Annex
Facility Name: Vashon Island High School
District Name: Vashon Island
ICOS Latitude: 47.423
ICOS Longitude: -122.457
ICOS
County/District ID: 17402

ICOS Building ID: 20352
ASCE 41 Bldg Type: W2
Enrollment: 596
Gross Sq. Ft. : 4,677
Year Built: 1963
Number of Stories: 1
SXS BSE-2E: 1.049
SX1 BSE-2E: 0.565
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 377
Liquefaction
Potential: very low

Tsunami Risk: Extremely Low
Structural Drawings Available: No
Evaluating Firm: BergerABAM/WSP

1. Vashon Island, Vashon Island High School, Building K - Annex
1.1 Building Description

Building K is a one-story wood frame building that serves as an annex with several classrooms. The wood

frame roof consists of 5/8" thick plywood over 2x6 at 16" oc joists over 5-1/4x14-1/2" wood beams at 8 ft on

center. The glulam beams are supported by 5-1/4 x 5-1/2 glulam posts. The exterior walls are 2x6 studs with

plywood sheathing and brick veneer. The floor framing is 1-1/8" plywood over 3x8 at 32" oc floor joists.

There is a section of floor framing that has 4x8 at 16" oc joists. There is a crawl space under the floor with

posts down to continuous footings. The footing steps as required for the grade change.
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1.1.1 Building Use

Building K is a one-story annex with several classrooms. Vashon High School houses roughly 600 students,

grades 9-12. The campus includes multiple separate use buildings including the main

classroom/administration building (completed in 2015), a gym (Building D), a storage space (Building F)

and the annex (Building K). The K building was under construction/refurbishment while we were there.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Vashon Island High School
Structural System Description

Structural Roof
The structural roof framing consists of 5/8" plywood sheathing over wood joists

over glulam beams.

Structural Floor(s)
The structural floor consists of 1-1/8" plywood sheathing over wood joists

supported by posts.

Foundations
The foundations are continuous footings at both exterior and interior bearing

lines.

Gravity System The gravity system consists of wood framing (joists/beams/posts/bearing walls).

Lateral System
The lateral force resisting system consists of plywood roof and floor diaphragms

with plywood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Vashon Island High School
Structural System Description

Structural Roof
Overall roof condition unknown. Plywood sheathing exposed at roof overhangs

showed effects of exposure to weather.

Structural Floor(s)

No visible signs of corrosion damage or deterioration. From our drawing review

and crawl space investigation, it appears the joist/support connections could be

upgraded to meet current codes.

Foundations Unknown

Gravity System
No visible signs of corrosion damage or deterioration. Connections could be

improved to better meet modern day code.

Lateral System
No visible signs of corrosion damage or deterioration. Lateral system at east and

west walls (mostly windows) is unclear.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Vashon Island Vashon Island High School Building K - Annex
Deficiency Description

Overturning
0.6Sa = 0.63 which is much less than the ratio of base to height (approximately 6). Recommend further

investigation.

Shear Stress

Check

The Quick Check procedure shear stress calculation indicates the structural panel sheathed shear walls are just

over 1,000 lb/ft. Further investigation is recommended.

Cripple Walls
Center wall acts as a shear wall. Some X bracing installed at crawl space, but not full length. Further upgrade of

lateral force resisting system load path recommended.

Openings

Exterior east and west walls are primarily windows. The center spine wall resists the lateral forces. Limited

structural drawings do not show a clear load path from roof to center spine wall. Recommend further

investigation. The wood sheathed roof diaphragm transfers lateral loads to the center spine wall.

Girder-Column

Connection

Structural drawings (Sheet S2) indicate pipe dowels provided for roof beam to column at exterior wall.

Recommend upgrade with additional straps or plates.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Vashon Island Vashon Island High School Building K - Annex
Unknown Item Description

Load Path
The available drawings indicate a load path that could be improved with the addition of ties or straps at

member connections. According to the drawings, there is limited bracing in the crawl space for load transfer.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure

Site slopes away (down) to the east, therefore it is assumed that earthquake-induced slope failures or rockfalls

could be an issue for this building. Requires further investigation by a licensed geotechnical engineer to

determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Walls Connected

Through Floors

One-story building with crawl space. Lateral force resisting strength at the crawl space should be further

investigated.

Wood Posts Limited structural drawings available indicate these connections could be improved with plates or straps

Roof Chord

Continuity
Structural drawings do not indicate this level of detail.

Vashon Island, Vashon Island High School, Building K - Annex ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 31



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Vashon Island Vashon Island High School Building K - Annex
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Vashon Island Vashon Island High School Building K -
Annex
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance. Assumed to be noncompliant due to year of

construction (1963).

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance. Assumed to be noncompliant due to year of

construction (1963).

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Not detailed on available drawings or visually verified during site visit. See Report documents

(including Appendix) for bracing guidance. Assumed to be noncompliant due to year of

construction (1963).

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

No stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

No panelized ceilings. Not detailed on drawings.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Did not observe equipment mounted on vibration isolators and containing hazardous material.

District to confirm. See Report documents (including Appendix) for bracing guidance.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Did not observe breakable containers with hazardous materials. District to confirm. See Report

documents (including Appendix) for bracing guidance.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Did not observe piping or ductwork conveying hazardous materials. District to confirm. See Report

documents (including Appendix) for bracing guidance.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Did not observe but most likely compliant. District to confirm.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Did not observe flexible couplings. District to confirm. See Report documents (including

Appendix) for bracing guidance.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Available drawings did not include brick veneer anchorage detail. Recommend further

investigation.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Available drawings did not include brick veneer anchorage detail. Recommend further

investigation.

CF-1 Industrial Storage Racks.

HR-LMH; LS-MH; PR-MH.

Building under construction/renovation, regular contents not observed. See Report documents

(including Appendix) for bracing guidance.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Building under construction/renovation, regular contents not observed. Brace tops of shelving

taller than 6 feet to nearest backing wall, provide overturning base restraint.
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CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

Building under construction/renovation, regular contents not observed. Heavy items on upper

shelves should be restrained by netting or cabling to avoid becoming falling hazards.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Building under construction/renovation, mechanical and electrical equipment not observed.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Building under construction/renovation, mechanical and electrical equipment not observed.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Building under construction/renovation, mechanical and electrical equipment not observed. Brace

tops of tall narrow equipment taller than 6 feet to nearest backing wall, provide overturning base

restraint.

Unknown Item Description
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Photos:

Figure 1-1. Building K - West face

Figure 1-2. West wall exterior
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Figure 1-3. Covered exterior sidewalk

Figure 1-4. East wall - grade slopes away from building
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Figure 1-5. Crawl space floor framing support on continuous footing
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Figure 1-6. Crawl space joist support at interior bearing
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Figure 1-7. Floor framing support column and footing
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Figure 1-8. Crawl space pipe support

Figure 1-9. Roof framing - (classroom under construction)
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Vashon Island, Vashon Island High School, Building K - Annex

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

The available drawings

indicate a load path that

could be improved with the

addition of ties or straps at

member connections.

According to the drawings,

there is limited bracing in

the crawl space for load

transfer.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X One-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X One-story building.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    
Load path in the crawl space

could be improved.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  One-story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  One-story building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The wood frame building

flexible diaphragm will

transfer lateral loads to

wood shear walls by

tributary area. Unclear if the

center shear wall takes all of

the lateral load in the north-

south direction since the east

and west walls are mostly

windows.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Site slopes away (down) to

the east, therefore it is

assumed that earthquake-

induced slope failures or

rockfalls could be an issue

for this building. Requires

further investigation by a

licensed geotechnical

engineer to determine

susceptibility to slope

failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

 X   

0.6Sa = 0.63 which is much

less than the ratio of base to

height (approximately 6).

Recommend further

investigation.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Foundations in the crawl

space are restrained by soils

classified as Site Class C.

Further investigation is

warranted to confirm

foundations are buried and

not sitting on top of the soil.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

The flexible diaphragm will

distribute the loads to the

shear walls on a tributary

area basis. There is one long

central spine shear wall in

the north-south direction.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

 X   

The Quick Check procedure

shear stress calculation

indicates the structural panel

sheathed shear walls are just

over 1,000 lb/ft. Further

investigation is

recommended.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X    
Wood sheathed shear walls

provided.

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

X    One-story building.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X    

Central spine wall runs

north-south direction. North

and South walls resist lateral

forces in the east-west

direction.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X

One-story building with

crawl space. Lateral force

resisting strength at the

crawl space should be

further investigated.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  

Building on flat site, slopes

down to the east outside the

building footprint.
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Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

 X   

Center wall acts as a shear

wall. Some X bracing

installed at crawl space, but

not full length. Further

upgrade of lateral force

resisting system load path

recommended.

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

 X   

Exterior east and west walls

are primarily windows. The

center spine wall resists the

lateral forces. Limited

structural drawings do not

show a clear load path from

roof to center spine wall.

Recommend further

investigation. The wood

sheathed roof diaphragm

transfers lateral loads to the

center spine wall.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X

Limited structural drawings

available indicate these

connections could be

improved with plates or

straps

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Structural drawings indicate

2x wood plate with 5/8-inch

diameter anchor bolt at 36

inches on center spacing.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

 X   

Structural drawings (Sheet

S2) indicate pipe dowels

provided for roof beam to

column at exterior wall.

Recommend upgrade with

additional straps or plates.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X    

Structural drawings indicate

2x wood plate with 5/8-inch

diameter anchor bolt at 36

inches on center spacing.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X    

One-story building, no split-

level floors or expansion

joints.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

   X
Structural drawings do not

indicate this level of detail.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  
No large diaphragm

openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  No straight sheathing.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X    
Wood diaphragms consists

of wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

X    

Transfer of lateral forces

from the roof diaphragm to

the center spine wall in the

north-south direction is

unclear from the available

structural drawings. Further

investigation recommended.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    
Wood frame roof and floor

diaphragm provided.
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Vashon Island, Vashon Island High School, Building K - Annex

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on

year of construction (1957)

of the building, it is

assumed that seismic

bracing for fire

suppression piping does

not comply with NFPA 13.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

No available record

drawing information on

fire suppression piping and

unable to verify during site

investigation. Based on age

of the building, it is

assumed the flexible

couplings on the fire

suppression piping do not

comply with NFPA 13.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.
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LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Available record drawings

do not have information on

anchorage or bracing for

emergency power

equipment and could not

verify during site

investigation. Based on age

of the building, emergency

power equipment is either

nonexistent or

noncompliant. Evaluation

of emergency power

equipment may be

appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

No panelized ceilings. Not

detailed on drawings.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Did not observe equipment

containing hazardous

materials mounted on

vibration isolators. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

Did not observe any piping

or ductwork conveying

hazardous materials.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Did not observe any

hazardous material

ductwork and piping.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  No URM partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X  

No masonry or hollow-

clay tile partitions

supported by an integrated

ceiling system observed in

building.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no rigid

cementitious partitions

observed in building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  
Not required for life safety

performance level.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  
Not required for life safety

performance level.
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
There are no suspended

lath and plaster ceilings.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

Gypsum board ceilings are

attached directly to the

underside of the roof

joists.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Not required for life safety

performance level.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Not required for life safety

performance level.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Not required for life safety

performance level.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
Not required for life safety

performance level.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

Light fixtures are

suspended and do not

penetrate the ceiling.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  
Not required for life safety

performance level.

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

any exterior cladding

components.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any exterior cladding

components.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

The building does not have

any exterior cladding

components.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

The building does not have

any exterior cladding

components.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

The building does not have

any exterior cladding

components.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

The building does not have

any exterior cladding

components.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

The building does not have

any exterior cladding

components.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
The building does not have

any glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Available drawings did not

include brick veneer

anchorage detail. Further

investigation may be

warranted to mitigate

seismic risk.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
One-story building. No

brick over openings.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Available drawings did not

include brick veneer

anchorage detail. Further

investigation may be

warranted to mitigate

seismic risk.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no unreinforced

masonry backup.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
No cold-formed steel stud

backup at masonry veneer.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
No veneer with masonry

backup.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
No URM parapets or

cornices.

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  No canopies.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  No concrete parapets.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
No appendages (beyond

vents).

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

1963 drawings indicate

brick chimney, none

observed.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  No chimney observed.
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

   X

Building under

construction/renovation,

regular contents not

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

Building under

construction/renovation,

regular contents not

observed. Brace tops of

shelving taller than 6 feet

to nearest backing wall,

provide overturning base

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Building under

construction/renovation,

regular contents not

observed. Heavy items on

upper shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
Not required for life safety

performance level.
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CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  
Not required for life safety

performance level.

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  
Not required for life safety

performance level.

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Building under

construction/renovation,

mechanical and electrical

equipment not observed.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Building under

construction/renovation,

mechanical and electrical

equipment not observed.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

Building under

construction/renovation,

mechanical and electrical

equipment not observed.

Brace tops of tall narrow

equipment taller than 6

feet to nearest backing

wall, provide overturning

base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  
Not required for life safety

performance level.

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  
Not required for life safety

performance level.

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  
Not required for life safety

performance level.
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  
Not required for life safety

performance level.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  
Not required for life safety

performance level.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  
Not required for life safety

performance level.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  
Not required for life safety

performance level.

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  
Not required for life safety

performance level.

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  
Not required for life safety

performance level.

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  
Not required for life safety

performance level.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator in building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator in building.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  
Not required for life safety

performance level.

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  
Not required for life safety

performance level.

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  
Not required for life safety

performance level.

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  
Not required for life safety

performance level.

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  
Not required for life safety

performance level.
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Building Name: Cafeteria
Facility Name: Warden K-12
District Name: Warden
ICOS Latitude: 46.961
ICOS Longitude: -119.042
ICOS
County/District ID: 13146

ICOS Building ID: 24208
ASCE 41 Bldg Type: RM1
Enrollment: 326
Gross Sq. Ft. : 10,312
Year Built: 1965
Number of Stories: 1
SXS BSE-2E: 0.316
SX1 BSE-2E: 0.176
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 503
Liquefaction
Potential: Low

Tsunami Risk: None
Structural Drawings Available: Partial
Evaluating Firm: DCI Engineers - Spokane

1. Warden, Warden K-12, Cafeteria
1.1 Building Description

The cafeteria building is a CMU- and wood-framed structure, it appears to have been built in the 1960's or

1970's. The roof appears to be framed with tongue-and groove-decking spanning between glulam girder-

beams. The southern addition, added in 2011, is framed with wood I-joists and wood-framed stud walls. The

building was modernized in 2011 and additional wood-shear walls were added, along with a self-supporting,

exterior steel-framed mechanical mezzanine. The building is just east of Middle/High School building and

north of the shop building.
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1.1.1 Building Use

The Cafeteria building services grades K-12. It also houses the administrative office spaces. The cafeteria

will house approximately 990 students throughout the day and 62 full-time staff members.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Warden K-12
Structural System Description

Structural Roof
The roof consists of tongue-and-groove decking and glulam girder-beams, with

the addition roof framed with I-joists.

Structural Floor(s) There are no elevated floors, the slab-on-grade is 4” concrete.

Foundations Conventional concrete foundations.

Gravity System

The gravity system consists tongue-and-groove wood decking supported by

glulam beams. The addition to the south is framed with wood I-joists. The

tongue-and-groove decking and glulam beams are supported by wood columns

and CMU bearing walls. The addition is wood-stud walls. The walls are

supported by conventional continuous footings and the columns are supported by

concrete spread footings. The exterior mechanical mezzanine to the east is steel

framed.

Lateral System

The lateral system consists of flexible wood-sheathed diaphragms and a mix of

CMU- and wood-sheathed shear walls. The sliding and overturning forces from

lateral loads are resisted by concrete footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Warden K-12
Structural System Description
Structural Roof Good condition.

Structural Floor(s) Good condition.

Foundations No foundations were exposed to observe.

Gravity System The condition of the gravity system appears functional and intact.

Lateral System
The condition of the lateral system appears to be intact and additional lateral

elements added in the 2011 modernization.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Warden Warden K-12 Cafeteria
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Warden Warden K-12 Cafeteria
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel The reinforcing in the gym walls is unknown. The reinforcing ratio at the addition is .0053.

Wall Anchorage
Diaphragm connections to the CMU were not visible and existing drawings for the entire structure were not

accessible.

Wood Ledgers

Only existing drawings for the 2011 addition were available for the building. The drawings for the 2011

addition show connections that do not induce cross grain bending but the connections for the other portions of

the building were not visible to verify.

Transfer to Shear

Walls

Only existing drawings for the 2011 addition were available for the building. The drawings for the 2011

addition show connections between the diaphragm and shear walls but the connections for the other portions of

the building were not visible to verify.

Foundation

Dowels

Only existing drawings for the 2011 addition were available for the building. The drawings for the 2011

addition show dowels between the CMU and the foundation, but the connections for the other portions of the

building were not visible to verify.

Girder-Column

Connection
Truss to column connections were not visible to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Warden Warden K-12 Cafeteria
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Kitchen storage racks appear to be noncompliant.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Warden Warden K-12 Cafeteria
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Fire suppression system covered by the ceiling and not visible to verify bracing.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Fire suppression system covered by the ceiling and not visible to verify couplings.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at penetrations through ceilings.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the walls were not visible, unable to verify if bracing is present.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the walls were not visible, unable to verify if bracing is present.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There were no apparent markings on the glazing to verify if it was laminated annealed or laminated

heat-strengthened glass.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
The existing drawings provided cannot verify tie properties or spacing.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

The existing drawings provided cannot verify tie locations.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

No existing drawings were available for the original structure.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
The existing drawings provided cannot verify tie properties or spacing.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Weight of items stored on kitchen racks unknown.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Kitchen equipment bracing was not visible.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Overhead kitchen equipment bracing was not visible.
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Figure 1-1. Water heater with seismic strapping.

Figure 1-2. Entrance at the southwest corner of the building.
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Figure 1-3. Kitchen storage area.

Figure 1-4. Main cafeteria room with large windows.

Warden, Warden K-12, Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 28



Figure 1-5. Kitchen hood vent.

Figure 1-6. Exterior mechanical platform, located east of the main structure.
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Figure 1-7. Main entrance at northwest corner of building.

Figure 1-8. Mechanical platform.
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Warden, Warden K-12, Cafeteria

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Based on limited visual

observations and existing

drawings, it appears that the

building has a complete load

path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The nearest building on site

is located approximately 32

feet away at the closest

point.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

There are no interior

mezzanines located in this

building.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This is a single-story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This is a single-story

building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
All walls are continuous to

the foundations.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This is a single-story

building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a single-story

building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is fairly

symmetrical; based on

existing drawings and

assumptions, the center of

mass should be relatively

similar to the center of

rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

base/height of the building

(1.29) is greater that .6Sa

(0.93) so overturning should

not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

since the site is categorized

as Site Class D, the

foundations are considered

restrained by the soils.

Warden, Warden K-12, Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 28



17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than 2 shear

walls present in each

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X    

The shear stress in the worst

case wall is 39 psi which is

less than the 70 psi criteria.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

The reinforcing in the gym

walls is unknown. The

reinforcing ratio at the

addition is .0053.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Diaphragm connections to

the CMU were not visible

and existing drawings for the

entire structure were not

accessible.

Warden, Warden K-12, Cafeteria ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 14 of 28



Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Only existing drawings for

the 2011 addition were

available for the building.

The drawings for the 2011

addition show connections

that do not induce cross

grain bending but the

connections for the other

portions of the building were

not visible to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Only existing drawings for

the 2011 addition were

available for the building.

The drawings for the 2011

addition show connections

between the diaphragm and

shear walls but the

connections for the other

portions of the building were

not visible to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

There are no concrete

topping slabs present in this

building.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

Only existing drawings for

the 2011 addition were

available for the building.

The drawings for the 2011

addition show dowels

between the CMU and the

foundation, but the

connections for the other

portions of the building were

not visible to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Truss to column connections

were not visible to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

based on exterior roof

layout, there are no openings

in the diaphragms that

exceed 25% of the wall

length.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to

Moderate seismicity. Also,

based on exterior roof

layout, there are no openings

in the diaphragms that

exceed 8-feet long.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicity. Also,

ties between diaphragm

chords could not be verified.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

there are no diaphragm

openings shown that exceed

25% of the shear wall

length.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to

Moderate seismicity. Also,

there are no diaphragm

openings shown that exceed

8-feet.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity. Also, it

is unknown if the roofs is

straight sheathed, but the

aspect ratio of the majority

of the roofs are less than the

2:1 ratio. There is one

section of the roof that does

not meet this requirement: 

the diaphragm on the south

side of the building has an

aspect ration of 3:1.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to

Moderate seismicity.

However, the majority of the

roof appears to utilize

tongue and groove decking

for the roof diaphragm. It is

unknown is sheathing was

installed over the top.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicity.

However, the 2011 addition

calls out for unblocked wood

structural panel diaphragms.

The aspect ratio of this area

is 2.8:1, which falls within

the criteria.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Not applicable due to

Moderate seismicity. Also,

the roof diaphragms appear

to be wood based on the

existing drawings of the

addition and field

observations.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to

Moderate seismicity. Also,

limited visible connections

were present to determine

connectivity and stiffness.
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Warden, Warden K-12, Cafeteria

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Fire suppression system

covered by the ceiling and

not visible to verify

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Fire suppression system

covered by the ceiling and

not visible to verify

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator

present to provide

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

This is a single-story

building, there are no stairs

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

present at penetrations

through ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, the building

does not have any

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the walls were

not visible, unable to

verify if bracing is present.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the walls were

not visible, unable to

verify if bracing is present.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no

cementitious partitions in

this building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There were no lath and

plaster ceilings in this

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There were no suspended

gypsum board ceilings in

this building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

X    

All light fixtures within the

ceiling grid appeared to

weigh less than the grid

ceiling.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building did not have

cladding weighing more

than 10 psf. The building

facade is brick veneer and

EIFS.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There were no apparent

markings on the glazing to

verify if it was laminated

annealed or laminated

heat-strengthened glass.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

The existing drawings

provided cannot verify tie

properties or spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
This is a single-story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

The existing drawings

provided cannot verify tie

locations.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

No existing drawings were

available for the original

structure.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There is no cold-formed

steel walls in this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

The existing drawings

provided cannot verify tie

properties or spacing.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets in this

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

Canopies are an extension

of the main roof system

and are adequately

anchored.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on this building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on this building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys in

this building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There are no stairs in this

building. It is a single story

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   
Kitchen storage racks

appear to be noncompliant.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X
Weight of items stored on

kitchen racks unknown.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X
Kitchen equipment bracing

was not visible.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Overhead kitchen

equipment bracing was not

visible.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There are no elevators in

this building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gymnasium
Facility Name: Warden K-12
District Name: Warden
ICOS Latitude: 46.961
ICOS Longitude: -119.042
ICOS
County/District ID: 13146

ICOS Building ID: 24207
ASCE 41 Bldg Type: C3a
Enrollment: 326
Gross Sq. Ft. : 22,453
Year Built: 1900
Number of Stories: 1
SXS BSE-2E: 0.316
SX1 BSE-2E: 0.176
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 503
Liquefaction
Potential: Low

Tsunami Risk: None
Structural Drawings Available: Partial
Evaluating Firm: DCI Engineers - Spokane

1. Warden, Warden K-12, Gymnasium
1.1 Building Description

The gymnasium building is single-story steel, concrete, and CMU structure. The building houses the gym,

concessions area, locker rooms, and wrestling and weight rooms. There have been multiple additions to the

main building over the years, but the structure has remained square in shape. It is unknown when the original

portion of the gym was built, but the northern addition was part of a 2010 modernization.
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1.1.1 Building Use

The gym is used by the entire school district. It is used to host sporting events and other after-school

activities.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Warden K-12
Structural System Description

Structural Roof

The high gym roof consists of steel clear-span trusses and wood purlins with

wood sheathing. The low portions of the roof are framed with wood I-joists and

wood sheathing.

Structural Floor(s)
There are no elevated floors; the 2010 addition has a 4" concrete slab-on-grade

with fibrous reinforcement. It is unknown if the gym floor is reinforced.

Foundations Conventional concrete foundations were used.

Gravity System

The gym portion of the building is framed with steel trusses spanning to concrete

columns with CMU infill walls. The lower portions of the building are framed

will wood I-joist and prefabricated roof trusses. The northern portion, added in

2010, has CMU bearing walls. The western addition is constructed of concrete

walls.

Lateral System

The lateral system consists of flexible wood-sheathed diaphragms with both

concrete- and CMU shear walls. The sliding and overturning forces from lateral

loads are resisted by concrete footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Warden K-12
Structural System Description
Structural Roof Fair condition.

Structural Floor(s) Good condition. No cracking was observed.

Foundations No foundations were visible to observe.

Gravity System The condition of the gravity system appears functional and intact.

Lateral System
The condition of the lateral system appears to be intact and additional lateral

elements added in the modernization.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Warden Warden K-12 Gymnasium
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Warden Warden K-12 Gymnasium
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

Assuming that the exterior wall length is designated a shear wall, shear stress is 67 psi which is less than the 70

psi criteria.

Shear Stress

Check

Assuming that the exterior wall length is designated a shear wall, shear stress is 67 psi which is less than the 70

psi criteria.

Transfer to Shear

Walls

Existing drawings were not available for the main gym area, so the diaphragm connection to the masonry walls

is unknown.

Concrete Columns
Existing drawings were not available for the entire building, so the diaphragm connection to the masonry walls

is unknown.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Warden Warden K-12 Gymnasium
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

The 2010 addition appears to have adequate bracing to the added system, but the original system

did not appear to have adequate bracing.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Warden Warden K-12 Gymnasium
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Due to limited access, it was not possible to verify if flexible couplings were installed.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at penetrations through ceilings.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Based on limited access, it is unknown how the tops of the partitions are braced.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Based on limited access, it is unknown how the tops of the partitions are braced.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Due to limited access, it is unknown how the areas of gypsum ceiling is braced.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Due to limited access, the bracing of the light fixtures is unknown.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
The existing drawings provided cannot verify tie properties or spacing.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

The existing drawings provided cannot verify tie locations.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

The reinforcement of the original masonry structure is unknown due to lack of drawings.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
The existing drawings provided cannot verify tie properties or spacing

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The entry canopy is an extension of the main roof system. The existing drawings show only

anchorage at the glulam beams. The anchorage of the roof framing to the existing building is

unknown.

PCOA-3 Concrete Parapets.

HR-H; LS-MH; PR-LMH.
The reinforcing in the concrete panels is unknown.
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Photos:

Figure 1-1. Main gymnasium.

Figure 1-2. Water heater with seismic strapping
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Figure 1-3. Fire riser equipment.

Figure 1-4. Exterior CMU wall at northwest corner of the building.
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Figure 1-5. Large lateral brace for duct work in the ceiling space above the gymnasium.

Figure 1-6. Wrestling room. The ledger supporting the roof structure is visible along the top of the wall.
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Figure 1-7. Concessions area.
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Warden, Warden K-12, Gymnasium

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Based on limited visual

observations and limited

existing drawings, it appears

that the building has a

complete load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The nearest building on site

is located approximately 35

feet away at the closest

point.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

The interior mechanical

platform is framed to the

CMU gym and exterior

walls.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This is a single-story

building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This is a single-story

building.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
All walls are continuous to

the foundations.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
This is a single-story

building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X  
This is a single-story

building.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is fairly

symmetrical, and based on

existing drawings and

assumptions made at the

gym walls, the center of

mass should be relatively

similar to the center of

rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

base/height of the building

(0.852) is greater that .6Sa

(0.628) so overturning

should not be a concern.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

since the site is categorized

as Site Class D, the

foundations are considered

restrained by the soils.
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17-26 Collapse Prevention Structural Checklist for Building Types C3 and C3a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than 2 shear

walls present in each

direction.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec.5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

Assuming that the exterior

wall length is designated a

shear wall, shear stress is 67

psi which is less than the 70

psi criteria.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. Bays with

openings greater than 25% of the wall area shall

not be included in Aw of Eq. (4-8). (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Assuming that the exterior

wall length is designated a

shear wall, shear stress is 67

psi which is less than the 70

psi criteria.

Infill Wall Connections

Masonry is in full contact with frame. (Tier 2:

Sec.5.5.3.5.1, 5.5.3.5.3; Commentary: Sec.

A.3.2.6.1)

X    

The joint between the CMU

infill and frame is fully

grouted.

Conncections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Transfer to Shear Walls

Diaphragms are connected for transfer of loads

to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

   X

Existing drawings were not

available for the main gym

area, so the diaphragm

connection to the masonry

walls is unknown.

Concrete Columns

All concrete columns are doweled into the

foundation with a minimum of four bars. (Tier 2:

Sec.5.7.3.1; Commentary: Sec. A.5.3.2)

   X

Existing drawings were not

available for the entire

building, so the diaphragm

connection to the masonry

walls is unknown.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X  

Not applicable due to

Moderate seismicty. Also,

existing drawings were not

available for the entire

building, so the secondary

components shear capacity is

unknown.

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X  

Not applicable due to

Moderate seismicty. Also,

there are no flat plates in this

building.

Proportions

The height-to-thickness ratio of the unreinforced

infill walls at each story is less than 9. (Tier 2:

Sec.5.5.3.1.2; Commentary: Sec. A.3.2.6.2)

  X  

Not applicable due to

Moderate seismicty. Also,

existing drawings were not

available for the entire

building, so the

reinforcement of the CMU

infill walls is unknown. The

height to thickness ratio of

the exterior infill walls is 27.

Cavity Walls

The infill walls are not of cavity construction.

(Tier 2: Sec.5.5.3.5.2; Commentary: Sec.

A.3.2.6.3)

  X  

Not applicable due to

Moderate seismicty. Also,

the infill walls are full-width

CMU.

Infill Walls

The infill walls are continuous to the soffits of

the frame beams and to the columns to either

side. (Tier 2: Sec.5.5.3.5.3; Commentary: Sec.

A.3.2.6.4)

  X  

Not applicable due to

Moderate seismicty. Also,

the infill walls are full-

height in the gym area.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1)

  X  

Not applicable due to

Moderate seismicty. Also,

there are not multiple levels

in this building.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicty. Also,

based on visual observation,

there are no openings in the

roof diaphragm adjacent to

the walls that are more than

25% of the wall length.
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Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec.5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to

Moderate seismicty. Also,

based on visual observation,

there are no large openings

in the roof diaphragm

adjacent to an exterior wall.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicty. The

trusses clear span the roof

and create the cross-tie.

Connections are unknown.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicty.

However, based on visual

observations and existing

drawings, the roof is not

straight-sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to

Moderate seismicty.

However, based on visual

observations and existing

drawings, the roof consists

of wood structural panels.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicty. Also,

existing drawings were not

provided for the entire

building, so it is unknown if

the diaphragm is blocked.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Not applicable due to

Moderate seismicty. Also,

the roof diaphragm consists

of wood.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X  

Not applicable due to

Moderate seismicty. Also,

the building utilizes

conventional foundations.
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Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec.5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to

Moderate seismicty. Also,

existing drawings were not

provided for the entire

building, so it is unknown

how the diaphragm is

attached to the masonry

walls.
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Warden, Warden K-12, Gymnasium

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

The 2010 addition appears

to have adequate bracing

to the added system, but

the original system did not

appear to have adequate

bracing.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Due to limited access, it

was not possible to verify

if flexible couplings were

installed.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

Based on staff comments,

there are no generators to

provide emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
There are no stairs in this

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X

Standard escutcheons

present at penetrations

through ceilings.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on visual

observation and staff

comments, there is no

equipment containing

hazardous materials.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

Based on visual

observation and staff

comments, there is no

hazardous materials

located in the building.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

located in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Based on limited access, it

is unknown how the tops

of the partitions are braced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Based on limited access, it

is unknown how the tops

of the partitions are braced.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There are no cementitious

partitions located in the

building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no lath and

plaster ceilings present in

this building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Due to limited access, it is

unknown how the areas of

gypsum ceiling is braced.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Due to limited access, the

bracing of the light fixtures

is unknown.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The panel cladding on the

building does not weigh

more than 10 psf.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

Warden, Warden K-12, Gymnasium ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 28



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There is no overhead

glazing present in the

building.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

The existing drawings

provided cannot verify tie

properties or spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
This is a single-story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

The existing drawings

provided cannot verify tie

locations.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X

The reinforcement of the

original masonry structure

is unknown due to lack of

drawings.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

There are no steel stud

walls located in the

building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

The existing drawings

provided cannot verify tie

properties or spacing

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no unreinforced

masonry parapets in this

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The entry canopy is an

extension of the main roof

system. The existing

drawings show only

anchorage at the glulam

beams. The anchorage of

the roof framing to the

existing building is

unknown.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

   X

The reinforcing in the

concrete panels is

unknown.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
No such ornamentation

present.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys

located in the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There are no stairs in this

building. It is a single story

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There is no industrial

storage located within the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    
All shelving was secured

to the walls.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    
All observed equipment

was braced.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

X     

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

The water heater was

adequately strapped to the

wall.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
There is no elevator

located in this building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Middle School/High School
Facility Name: Warden K-12
District Name: Warden
ICOS Latitude: 46.961
ICOS Longitude: -119.042
ICOS
County/District ID: 13146

ICOS Building ID: 21956
ASCE 41 Bldg Type: W2
Enrollment: 326
Gross Sq. Ft. : 50,570
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.316
SX1 BSE-2E: 0.176
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 503
Liquefaction
Potential: Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: DCI Engineers - Spokane

1. Warden, Warden K-12, Middle School/High School
1.1 Building Description

The building is a single-story structure, housing students grade 7-12. The structure was originally two

separate buildings, with two separate construction types. In 1997, the two buildings were connected by a

wood infill addition. It is unknown when the original buildings were constructed; the northern portion

appears to have been built after 1960, with southern building constructed later. A new wood truss roof was

constructed over the existing buildings' flat roofs at the time the infill was constructed. The building is

approximately 350-feet long by 130-feet wide. Per ASCE 41-17 Table 3.2, this building is considered a

benchmark building based on the seismic retrofit date and the retrofit type.
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1.1.1 Building Use

The building is a serves as a middle school and a high school. It houses a library, classrooms, and

administrative offices. The school has over 500 students and 45 staff occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Warden K-12
Structural System Description

Structural Roof

The roof consists of wood trusses over existing open-web steel joists and deck

on the south end; 3x tongue and groove decking and glulam girder beams on the

north end; and prefabricated wood trusses at the infill addition.

Structural Floor(s) There are no elevated floors, the slab-on-grade is 4” fibrous reinforced concrete.

Foundations Conventional concrete foundations.

Gravity System

The gravity system consists of prefabricated wood trusses over a mechanical

attic, which is supported by the original roofs. The existing roof on the south end

is framed with open-web steel joists. The existing roof on the north end is 3x

tongue-and-groove and glulam beams at approximately 12-feet on center. The

south roof system is supported by steel girder beams and columns. The north

roof system is supported by wood stud walls and concrete masonry unit walls.

The 1997 addition is framed with prefabricated wood trusses and wood stud

walls. The walls are supported by conventional continuous footings and the

columns are supported by concrete spread footings.

Lateral System

The lateral system consists of flexible wood-sheathed diaphragms and wood-

sheathed shear walls added in 1997. The sliding and overturning forces from

lateral loads are resisted by concrete footings.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Warden K-12
Structural System Description
Structural Roof Fair condition.

Structural Floor(s) Good condition. No cracking was observed.

Foundations No foundations were visible to observe.

Gravity System The condition of the gravity system appears functional and intact.

Lateral System
The condition of the lateral system appears to be intact and additional lateral

elements added in the 1997 modernization.

Warden, Warden K-12, Middle School/High School ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 27



1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Warden Warden K-12 Middle School/High School
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Warden Warden K-12 Middle School/High School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low liquefaction

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed

geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Warden Warden K-12 Middle School/High School
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

There was no visible bracing supporting the fire suppression piping.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

There were no flexible couplers at the piping locations the were visible.

LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Fire suppression devices did not appear to have adequate clearance at ceiling penetrations.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

There was a small area of gypsum board ceiling that was visible. There were no signs of lateral

bracing.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Where visible, there was no bracing for the larger light fixtures.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Warden Warden K-12 Middle School/High School
Unknown Item Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

There were no markings to verify glazing was laminated annealed or laminated heat strengthened

glass.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Unable to verify connectivity.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Unable to verify connectivity.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

Unable to verify structure behind masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-MH.
Unable to verify connectivity.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
Unable to verify connectivity.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

All visible mechanical equipment was mounted to the floor on the mechanical attic, but the

connections were not visible.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

The mechanical equipment connections could not be verified.
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Photos:

Figure 1-1. Internal skylights and pendant lighting.

Figure 1-2. Typical classroom with drop-in acoustical ceiling tiles.
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Figure 1-3. Computer lab with monitors and towers stored above cabinets.

Figure 1-4. Mechanical attic in southern portion of building.
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Figure 1-5. South entrance.

Figure 1-6. Entrance at northwest corner of building.
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Figure 1-7. Fire riser.

Figure 1-8. Corridor in 1997 infill.
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Warden, Warden K-12, Middle School/High School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X No adjacent buildings

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not applicable due to

Moderate seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
Not applicable due to

Moderate seismicity.
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

  X  
Not applicable due to

Moderate seismicity.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

  X  
Not applicable due to

Moderate seismicity.

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

  X  
Not applicable due to

Moderate seismicity.

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X  

Not applicable due to

Moderate seismicity. Also,

no large openings.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity.

However, sheathing is wood

structural panel.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
Not applicable due to

Moderate seismicity.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X  

Not applicable due to

Moderate seismicity.

However, wood structural

panel diaphragm is not

indicated as being blocked

and has a horizontal span of

greater than 40-feet. If

seismicity were revised in

future, this item would be

noncompliant.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to

Moderate seismicity.
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Warden, Warden K-12, Middle School/High School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

There was no visible

bracing supporting the fire

suppression piping.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

There were no flexible

couplers at the piping

locations the were visible.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

The building does not have

a generator for emergency

power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

There are no stairs or

seismic joints in this

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Fire suppression devices

did not appear to have

adequate clearance at

ceiling penetrations.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on conversations

with staff and visual

observation, there was no

hazardous material on site.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

X    

Existing masonry was

braced during seismic

retrofit; original CMU

assumed to be reinforced.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X    

Assumed to be compliant

based on existing

drawings.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

There were no

cementitious partitions

present in the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

X     

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Assumed to be compliant

based on age of building.
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The were no lath and

plaster ceilings present in

the building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

 X   

There was a small area of

gypsum board ceiling that

was visible. There were no

signs of lateral bracing.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  
Ceiling bracing could not

be verified.

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  
Ceiling edges could not be

verified.

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  
Compliant as no seismic

joints are present.

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Ceiling edges could not be

verified.

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

No acoustical tile or lay-in

panel ceiling over 2500

square feet was observed.
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

 X   

Where visible, there was

no bracing for the larger

light fixtures.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The EIFS cladding is not

assumed to weigh more

than 10 psf.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

This structure is a wood

and CMU framed building

with EIFS and brick veneer

wainscoting.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
This is a single-story

building.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

There were no markings to

verify glazing was

laminated annealed or

laminated heat

strengthened glass.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X
Unable to verify

connectivity.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
This is a single-story

building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X
Unable to verify

connectivity.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

   X
Unable to verify structure

behind masonry veneer.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

   X
Unable to verify

connectivity.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X
Unable to verify

connectivity.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  

There are no parapets or

cornices present on the

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies

present on the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  

There are no concrete

parapets present on the

building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

present on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys

present on the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

There are no stairs present

in the building. It is a

single-story building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
There were not industrial

storage racks observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X    

Tall storage that was

visible was anchored to the

wall with screwed

attachments.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X    

All equipment, such as

TVs, were attached with

suitable support and

anchorage.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

All visible mechanical

equipment was mounted to

the floor on the mechanical

attic.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

All visible mechanical

equipment was mounted to

the floor on the mechanical

attic, but the connections

were not visible.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

The mechanical equipment

connections could not be

verified.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

There are no elevators

present in the building.

This is a single-story

building.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Hathaway Elementary
School

District Name: Washougal
ICOS Latitude: 45.582
ICOS Longitude: -122.346
ICOS
County/District ID: 6112

ICOS Building ID: 23054
ASCE 41 Bldg Type: W2
Enrollment: 422
Gross Sq. Ft. : 48,901
Year Built: 1935
Number of Stories: 1
SXS BSE-2E: 0.704
SX1 BSE-2E: 0.404
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 531
Liquefaction

Potential:
Low to Moderate

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. Washougal, Hathaway Elementary School, Main Building
1.1 Building Description

The Hathaway Elementary School main building is a one-story wood-framed structure. The building

underwent a 2001 addition and modernization. The 1935 building is constructed on level ground and is

located in Washougal, Washington. Building construction consists of wood-framed walls with plywood

sheathing. The roof system is a flexible diaphragm composed of wood framing and unblocked plywood

sheathing at the new roof and plywood sheathing over shiplap decking at the original roof. The structure has

a basement below the gymnasium. The building shares the site with portable buildings, parking lots, and a

playground.
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1.1.1 Building Use

The elementary school includes classrooms, a gymnasium, a library, a cafeteria, and administrative offices.

The school has over 420 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Hathaway Elementary School
Structural System Description

Structural Roof

The roof system is composed of wood joists, wood trusses, and unblocked

plywood sheathing. The original roof structure has plywood sheathing over

shiplap decking.

Structural Floor(s)

The floor system in part of the structure is a concrete slab-on-grade. The floor

system in the rest of the structure is plywood sheathing over wood beam

framing.

Foundations
The walls are supported by continuous wall footings. Columns are supported by

spread footings.

Gravity System
The gravity system consists of wood beams, wood and steel columns, and wood

stud bearing walls.

Lateral System Wood shear walls resist the forces in the longitudinal and transverse directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Hathaway Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Washougal Hathaway Elementary School Main Building
Deficiency Description

Narrow Wood

Shear Walls

Tall narrow walls at the gym with aspect ratios greater than 2-to-1 are used as shear walls. Shear wall

strengthening or the addition of new shear walls may be appropriate to mitigate seismic risk. Further

investigation is required.

Diagonally

Sheathed and

Unblocked

Diaphragms

Unblocked diaphragm. Diaphragm strengthening through the addition of blocking and additional diaphragm

nailing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Washougal Hathaway Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Low to moderate

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Washougal Hathaway Elementary School Main Building
Deficiency Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Inadequate penetration clearances at panelized ceilings for fire suppression devices. Provide

clearance around sprinkler head or provide flexible lines between horizontal piping and sprinkler

heads.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.

Insufficient protection (shutoff valves or other devices) to limit spills/leaks from piping containing

hazardous materials. Installation of shutoff valves may be appropriate.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Washougal Hathaway Elementary School Main Building
Unknown Item Description
LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Further investigation is required to review fire suppression for flexible couplings.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

Further investigation is required to review detailing of isolators at equipment containing hazardous

material.

HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Further investigation is required to review breakable containers storing hazardous material.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Further investigation is required to review piping/ductwork for bracing or other protection to

prevent damage allowing release of hazardous material. All hazardous material piping should be

braced.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Further investigation is required to review anchorage of fall-prone equipment.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Further investigation is required to review vertical support and lateral bracing of equipment.
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Photos:

Figure 1-1. Hathaway Elementary School - West Exterior

Figure 1-2. Hathaway Elementary School - South Exterior
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Figure 1-3. Hathaway Elementary School - Southeast Exterior

Figure 1-4. Gymnasium
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Figure 1-5. Library with Unknown Light Fixture Bracing

Figure 1-6. Typical Classroom
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Figure 1-7. Typical Kindergarten Classroom with Unbraced Nonstructural Components
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Figure 1-8. Kitchen with Unbraced Nonstructural Components
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Figure 1-9. Tall Moveable Cabinets Unbraced, Typical Throughout
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Figure 1-10. Example of Previous Strengthening in Basement
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Washougal, Hathaway Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Low to

moderate liquefaction

potential is identified per

ICOS based on state

geologic mapping. Requires

further investigation by a

licensed geotechnical

engineer to determine

liquefaction potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X     

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

 X   

Tall narrow walls at the gym

with aspect ratios greater

than 2-to-1 are used as shear

walls. Shear wall

strengthening or the addition

of new shear walls may be

appropriate to mitigate

seismic risk. Further

investigation is required.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   
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Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

X     

Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

X     

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

 X   

Unblocked diaphragm.

Diaphragm strengthening

through the addition of

blocking and additional

diaphragm nailing may be

appropriate to mitigate

seismic risk.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     
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Washougal, Hathaway Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

X     

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

X     

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

 X   

Inadequate penetration

clearances at panelized

ceilings for fire

suppression devices.

Provide clearance around

sprinkler head or provide

flexible lines between

horizontal piping and

sprinkler heads.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

Further investigation is

required to review

detailing of isolators at

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Further investigation is

required to review

breakable containers

storing hazardous material.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Further investigation is

required to review

piping/ductwork for

bracing or other protection

to prevent damage

allowing release of

hazardous material. All

hazardous material piping

should be braced.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

 X   

Insufficient protection

(shutoff valves or other

devices) to limit

spills/leaks from piping

containing hazardous

materials. Installation of

shutoff valves may be

appropriate.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

X     

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Further investigation is

required to review

anchorage of fall-prone

equipment.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X     

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevators

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevators
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EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevators

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevators

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevators

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevators

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevators

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevators

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevators
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Building Name: Ag Shop/ Music Room

Facility Name: Washtucna Elementary High
School

District Name: Washtucna
ICOS Latitude: 46.752
ICOS Longitude: -118.31
ICOS
County/District ID: 1109

ICOS Building ID: 22085
ASCE 41 Bldg Type: URM
Enrollment: 46
Gross Sq. Ft. : 8,375
Year Built: 1920
Number of Stories: 2
SXS BSE-2E: 0.259
SX1 BSE-2E: 0.148
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 511
Liquefaction

Potential:
Moderate to High

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Washtucna, Washtucna Elementary High School, Ag Shop/ Music Room
1.1 Building Description

The Ag Shop and Music Room is a URM building northwest of the Washtucna Elementary & High School.

The structure is rectangular in shape, approximately 150-feet-long by 65-feet-wide. The building was built in

the 1920's as a classroom building; it was later renovated into its current configuration, housing a classroom

on the east end, an ag shop in the middle portion, and a band room on the west side. There is a small

maintenance room in a partial-daylight basement under the band room. The roof is wood trusses bearing on

URM walls.
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1.1.1 Building Use

The building is used as a classroom, ag shop and band room by the high school students. The maintenance

shop in the basement is used by the school staff.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Washtucna Elementary High School
Structural System Description
Structural Roof Wood trusses spanning between exterior bearing walls with a wood diaphragm.

Structural Floor(s) Slab-on-grade floor in shop. Unknown floor construction in the band room.

Foundations Unknown; assumed to be conventional shallow footings.

Gravity System

Roof structure above bearing on URM walls. Concrete masonry blocks visible at

grade on some portions of the building. A rock foundation wall visible inside the

building along the south wall.

Lateral System The lateral system is assumed to be URM.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Washtucna Elementary High School
Structural System Description
Structural Roof Fair. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations

Unknown. Exterior shows no signs of corrosion, damage or deterioration. The

interior rock foundation wall shows signs of damage or deterioration. It is

recommended the structure be evaluated by a licensed structural engineer.

Gravity System

Fair. Some portions of grout are showing signs of deterioration. Cracks in some

exterior walls. It is recommended the structure be evaluated by a licensed

structural engineer.

Lateral System

Fair. Some portions of grout are showing signs of deterioration. Cracks in some

exterior walls. It is recommended the structure be evaluated by a licensed

structural engineer.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Washtucna Washtucna Elementary High School Ag Shop/ Music Room
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Washtucna Washtucna Elementary High School Ag Shop/
Music Room
Unknown Item Description
Load Path No existing drawings and inadequate access to verify.

Torsion
The building is fairly symmetrical; the center of mass is assumed to be relatively similar to the center of

rigidity.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check
No existing drawings available, but likely compliant based on wall lengths.

Wall Anchorage No existing drawings to confirm. Likely noncompliant based on age of building.

Wood Ledgers No existing drawings and limited access to confirm.

Transfer to Shear

Walls
No existing drawings and limited access to confirm.

Girder-Column

Connection
No existing drawings and limited access to confirm.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Washtucna Washtucna Elementary High School Ag Shop/ Music Room
Deficiency Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2 that do not appear to be laminated.

MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.
The height to width ratio of the chimney extension above the roof exceeds the limit noted.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Storage racks of this type were observed in the band room and were not anchored to the walls.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

The weights of the equipment on the top shelf in the band room are not known, but some appeared

to be greater than 20 lb and were unrestrained.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Washtucna Washtucna Elementary High School Ag Shop/
Music Room
Unknown Item Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

The tops of the interior walls could not be observed although, based on the building type it is

assumed that all of the URM walls are bearing and/or tied into the floor/roof framing.

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

The ceiling details could not be observed, but the lath and plaster ceilings appeared to be direct

applied.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Lay-in light fixtures in suspended ceiling systems were observed, but the bracing details of those

fixtures could not be verified.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
This condition could not be observed.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.
Building drawings were unavailable and this condition could not be observed.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Building drawings were unavailable and this condition could not be observed.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.
Equipment of this type was not observed.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Equipment of this type was not observed.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Equipment of this type was not observed.
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Photos:

Figure 1-1. West and north walls of classroom.
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Figure 1-2. South wall of ag shop.

Figure 1-3. North wall of ag shop.
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Figure 1-4. South wall in basement of building. Rock foundation wall visible.
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Figure 1-5. Band room.
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Figure 1-6. Band room entrance at southwest corner.
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Figure 1-7. West face of building. Large URM chimney visible in background.

Figure 1-8. Northeast corner of building. Small door just south of the building corner is the entrance to the
maintenance shop.
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Figure 1-9. South face of building.

Figure 1-10. Southeast corner of building.
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Washtucna, Washtucna Elementary High School, Ag Shop/ Music Room

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X
No existing drawings and

inadequate access to verify.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X  
The structure is a single-

story building.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

The building is fairly

symmetrical; the center of

mass is assumed to be

relatively similar to the

center of rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to

Moderate seismicity. No

existing drawings to verify.

If it were evaluated it is

likely compliant.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

slab-on-grade present.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

No existing drawings

available, but likely

compliant based on wall

lengths.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

No existing drawings to

confirm. Likely

noncompliant based on age

of building.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
No existing drawings and

limited access to confirm.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

limited access to confirm.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings and

limited access to confirm.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  

Not applicable due to

Moderate seismicity.

However, no existing

drawings and limited access

to confirm.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

limited access to confirm.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity.

However, no large

diaphragm openings

observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  

Not applicable due to

Moderate seismicity. Also,

no large diaphragm openings

observed.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicity. Also,

no existing drawings and

limited access to confirm.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity.

Composition of diaphragm

unknown. If it were to be

evaluated in future it would

be noncompliant if

diaphragm is straight-

sheathed.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to Low

seismicity. However,

composition of diaphragm

unknown. If seismicity

revised in the future, this

items would be

noncompliant if not wood

structural panels or diagonal

sheathing.
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. However,

composition of diaphragm

unknown; no existing

drawings available to

confirm dimension between

shear walls.

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  

Not applicable due to

Moderate seismicity. The

diaphragm is assumed to be

a wood diaphragm.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, no existing

drawings and limited access

to confirm.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Not appicable due to

Moderate seismicity. Also,

no secondary columns

present.

Washtucna, Washtucna Elementary High School, Ag Shop/ Music Room ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 19 of 30



Washtucna, Washtucna Elementary High School, Ag Shop/ Music Room

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are open,

pressurization and smoke

duct controls are not

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X    
Gas cylinders observed to

be chained to work table.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

The tops of the interior

walls could not be

observed although, based

on the building type it is

assumed that all of the

URM walls are bearing

and/or tied into the

floor/roof framing.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

The ceiling details could

not be observed, but the

lath and plaster ceilings

appeared to be direct

applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  
Suspended gypsum board

ceilings were not observed.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Washtucna, Washtucna Elementary High School, Ag Shop/ Music Room ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 30



Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Lay-in light fixtures in

suspended ceiling systems

were observed, but the

bracing details of those

fixtures could not be

verified.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Heavy cladding

components were not

observed on the building.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

The building does not have

any steel or concrete

moment-frames.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
The building does not have

any multi-story panels.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
The building does not have

any panel connections.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  
The building does not have

cladding panels.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  
The building does not have

cladding panels.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  
The building does not have

concrete cladding panels.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

There are window panes

greater than 16 ft2 that do

not appear to be laminated.

Washtucna, Washtucna Elementary High School, Ag Shop/ Music Room ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 24 of 30



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
Masonry veneer is not

present at this building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  
Masonry veneer is not

present at this building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  
Masonry veneer is not

present at this building.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  

There is no unreinforced

masonry backup in this

building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
Masonry veneer is not

present at this building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
Masonry veneer is not

present at this building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

The height to width ratio

of the chimney extension

above the roof exceeds the

limit noted.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X
This condition could not

be observed.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Building drawings were

unavailable and this

condition could not be

observed.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Building drawings were

unavailable and this

condition could not be

observed.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Storage racks of this type

were observed in the band

room and were not

anchored to the walls.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

The weights of the

equipment on the top shelf

in the band room are not

known, but some appeared

to be greater than 20 lb and

were unrestrained.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X
Equipment of this type was

not observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X
Equipment of this type was

not observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: Washtucna Elementary High
School

District Name: Washtucna
ICOS Latitude: 46.752
ICOS Longitude: -118.31
ICOS
County/District ID: 1109

ICOS Building ID: 22084
ASCE 41 Bldg Type: URM
Enrollment: 46
Gross Sq. Ft. : 37,873
Year Built: 1956
Number of Stories: 1
SXS BSE-2E: 0.259
SX1 BSE-2E: 0.148
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 511
Liquefaction

Potential:
moderate to high

Tsunami Risk: None
Structural Drawings
Available: Partial

Evaluating Firm: DCI Engineers - Spokane

1. Washtucna, Washtucna Elementary High School, Main Building
1.1 Building Description

The Washtucna Elementary and High School main building is a 38,000-square-foot, single-story, URM

building. The building was constructed in 1956. It is comprised of two rectangular segments: a smaller

classroom segment to the west and a larger segment to the east. The building contains classrooms, a

gymnasium, a library, a multipurpose room, administration and mechanical spaces. The roof structure is 4x

tongue-and-groove decking that spans between glulam beams; the beams span from the exterior wall to

columns at the corridor. The lateral system is questionable, especially in the west wing of the building. The

south wall of the structure is all windows; the corridor walls are partial-height with clerestory windows

between the top of the walls and the roof structure. The floor plan is a spit-level, with crawlspace under

various portions of the building.
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1.1.1 Building Use

The building is used as the K-12 school for approximately 50 students in the Washtucna School District.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Washtucna Elementary High School
Structural System Description

Structural Roof
4x tongue-and-groove spanning between glulam beam girders with a flexible

diaphragm; tongue-and-groove over open web steel joists at the gymnasium.

Structural Floor(s)

Slab-on-grade at the classrooms, tongue-and-groove over open web steel joists at

the gymnasium, and concrete on metal deck at the locker rooms adjacent to the

gym.

Foundations Conventional shallow foundations.

Gravity System URM bearing walls, wood posts, and steel columns.

Lateral System URM shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Washtucna Elementary High School
Structural System Description

Structural Roof
Fair. Large rectangular sections of T&G missing in classroom area; missing

areas have been filled in with 2x joists.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Fair. Some signs of deterioration; no signs of corrosion or damage.

Lateral System Fair. Some signs of deterioration; no signs of corrosion or damage.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Washtucna Washtucna Elementary High School Main Building
Deficiency Description
Adjacent

Buildings
No seismic joints observed at change in roof elevations.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Washtucna Washtucna Elementary High School Main Building
Unknown Item Description

Load Path
Incomplete existing drawings and inadequate access to verify. Existing drawings do not show a well-defined

load path from the roof diaphragm to the structure.

Mezzanines Incomplete existing drawings and inadequate access to verify.

Vertical

Irregularities
Incomplete existing drawings and inadequate access to verify.

Torsion Unable to make proper assumptions based on existing drawings.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Moderate to high

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Redundancy Unknown lateral load path.

Shear Stress

Check
Incomplete existing drawings and no clear lateral load path.

Wall Anchorage Incomplete existing drawings and inadequate access to verify.

Wood Ledgers Incomplete existing drawings and inadequate access to verify.

Transfer to Shear

Walls
Incomplete existing drawings and inadequate access to verify.

Girder-Column

Connection
Drawings do not show positive connection at beam-to-column joints.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Washtucna Washtucna Elementary High School Main Building
Deficiency Description
CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
There are window panes greater than 16 ft2 that did not appear to be laminated.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

The building drawings do show unreinforced masonry backup

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Some cabinets exceeding this height-to-width ratio were observed that were not anchored to the

structure. It was noted that the bookshelves in the library that were adjacent to perimeter walls

were anchored to the walls.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Washtucna Washtucna Elementary High School Main
Building
Unknown Item Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Hazardous material containers were not observed to be present in the building, but based on

experience may be present in the chemistry labs.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

There are masonry partition walls, but the reinforcing and bracing details are unknown.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

There are masonry partition walls, but the reinforcing and bracing details are unknown.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
The details of the veneer anchorage were not visible.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

The details of the veneer anchorage were not visible.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.
The anchorage details of the masonry backup are not clear in the building drawings.
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Photos:

Figure 1-1. Corridor, looking west. Glulam beams and clerestory windows visible.

Figure 1-2. Steel beams with tongue-and-groove in multipurpose room.
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Figure 1-3. Gymnasium with tongue and groove over open web steel joists. Large steel girder supported by steel
beams visible running the length of the gym. A second beam is hidden behind the vent to the right of the

picture.

Washtucna, Washtucna Elementary High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 8 of 31



Figure 1-4. View inside broken block shows mortar-joint reinforcement. Vertical reinforcement is not present.
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Figure 1-5. Wood floor over open web steel joists bearing on steel beams under gymnasium floor.

Figure 1-6. Corridor, looking east, shows the split-level layout of the building.

Washtucna, Washtucna Elementary High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 31



Figure 1-7. Holes in tongue-and-groove roof structure at classroom wing.
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Figure 1-8. End of large beams girders in gymnasium. The structure looks very similar to a moment frame.
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Figure 1-9. Concrete on metal deck floor system at locker rooms.
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Figure 1-10. Northeast corner of gymnasium structure. Some deterioration can be seen at mortar joints and near
grade. Other portions of the building showed similar deterioration at mortar joints.
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Washtucna, Washtucna Elementary High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

   X

Incomplete existing

drawings and inadequate

access to verify. Existing

drawings do not show a

well-defined load path from

the roof diaphragm to the

structure.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

 X   
No seismic joints observed

at change in roof elevations.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

   X

Incomplete existing

drawings and inadequate

access to verify.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X  
The building is a single-

story structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

   X

Incomplete existing

drawings and inadequate

access to verify.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

Unable to make proper

assumptions based on

existing drawings.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Moderate to

high liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  

Not applicable due to

Moderate seismicity. Also,

incomplete existing

drawings and inadequate

access to verify.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  

Not applicable due to

Moderate seismicity. Also,

crawl space present under

portions of building.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

   X Unknown lateral load path.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

   X

Incomplete existing

drawings and no clear lateral

load path.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Incomplete existing

drawings and inadequate

access to verify.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Incomplete existing

drawings and inadequate

access to verify.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Incomplete existing

drawings and inadequate

access to verify.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Drawings do not show

positive connection at beam-

to-column joints.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  

Not applicable due to

Moderate seismicity. If

seismicity were revised later,

this item would be

noncompliant. Interior

corridor walls have a height-

to-thickness ratio of greater

than 13.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  

Not applicable due to

Moderate seismicity. Also,

no collar joints shown on

plans.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  

Not applicable due to

Moderate seismicity.

However, no large

diaphragm openings

observed.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
Not applicable due to

Moderate seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  

Not applicable due to

Moderate seismicity. Also,

incomplete existing

drawings and inadequate

access to verify.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  

Not applicable due to

Moderate seismicity. Lateral

load path is unknown.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  

Not applicable due to Low

seismicity. Lateral load path

is unknown.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  

Not applicable due to Low

seismicity. However,

unknown lateral load path.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
Not applicable due to

Moderate seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  

Not applicable due to Low

seismicity. Also, incomplete

existing drawings and

inadequate access to verify.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  

Not appicable due to

Moderate seismicity.

However, incomplete

existing drawings and

inadequate access to verify;

most beams supported by

posts rather than URM.
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Washtucna, Washtucna Elementary High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  
The building does not have

a fire suppression system.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X  
The building does not have

a fire suppression system.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
The building does not have

emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
No enclosed stairs are

present in this building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X  
The building does not have

a fire suppression system.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  
Equipment of this type was

not observed.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Hazardous material

containers were not

observed to be present in

the building, but based on

experience may be present

in the chemistry labs.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  
No piping of this type was

observed.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X  
No piping of this type was

observed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  
No piping of this type was

observed.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
No piping of this type was

observed.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

There are masonry

partition walls, but the

reinforcing and bracing

details are unknown.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

There are masonry

partition walls, but the

reinforcing and bracing

details are unknown.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
No rigid cementitious

partitions were observed.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

The ceilings observed

appeared to be direct

applied.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  
Light fixtures of this type

were not observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

Heavy cladding

components were not

observed on the building.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  

Heavy cladding

components were not

observed on the building.
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  

Heavy cladding

components were not

observed on the building.

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  

Heavy cladding

components were not

observed on the building.

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  

Heavy cladding

components were not

observed on the building.

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  

Heavy cladding

components were not

observed on the building.

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  

Heavy cladding

components were not

observed on the building.

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

 X   

There are window panes

greater than 16 ft2 that did

not appear to be laminated.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X
The details of the veneer

anchorage were not visible.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  

This is a single story

building, veneer is

supported at the

foundation.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X
The details of the veneer

anchorage were not visible.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

 X   

The building drawings do

show unreinforced

masonry backup

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  

The building drawings do

not show the use of cold

formed steel studs.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

   X

The anchorage details of

the masonry backup are

not clear in the building

drawings.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    
All canopies are integral

with the roof framing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  

These types of elements

were not observed on this

building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  

There are no masonry

chimneys present in this

building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X  

There are no masonry

chimneys present in this

building.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
There are no stairs in this

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  
There are no stairs in this

building.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
No industrial storage racks

of this type were observed.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Some cabinets exceeding

this height-to-width ratio

were observed that were

not anchored to the

structure. It was noted that

the bookshelves in the

library that were adjacent

to perimeter walls were

anchored to the walls.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

Some contents were

observed stored on top of

cabinets, but their weights

appeared to be less than

20lb.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

X    

Mechanical equipment of

this sort appeared to be

braced.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  
Equipment of this type was

not observed.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

X    

Mechanical equipment of

this sort appeared to be

anchored.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   
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PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  
The building does not have

any elevators.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  
The building does not have

any elevators.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   
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EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: White Pass Elementary
School

District Name: White Pass
ICOS Latitude: 46.536
ICOS Longitude: -121.928
ICOS
County/District ID: 21303

ICOS Building ID: 17591
ASCE 41 Bldg Type: RM1
Enrollment: 231
Gross Sq. Ft. : 30,659
Year Built: 1964
Number of Stories: 1
SXS BSE-2E: 0.887
SX1 BSE-2E: 0.510
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 304
Liquefaction

Potential:
Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. White Pass, White Pass Elementary School, Main Building
1.1 Building Description

This building is a single story elementary school facility with a wood framed classroom and administrative

office wing attached to a reinforced CMU auditorium/gymnasium structure. The building was originally

constructed in 1964, however, during the 2010-2011 modernization retrofit all of the interior and exterior

walls of the classroom wing were completely demolished and replaced. The existing roof, supported by posts

and beams, remained in place during the modernization as it was deemed not to need additional updates.

There are a number of HVAC units on the rooftop of both the classroom wing and gymnasium portions,

however, these do not appear to be potential fall hazards as there are none located near any exits. There is a

large covered play area at the back side of the structure. This structure had gravity system upgrades during

the 2010-2011 modernization renovation and was tied into the roof lateral system of the classroom wing.
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1.1.1 Building Use

The building is an elementary school that contains approximately 12 classrooms, a library, administrative

offices, a kitchen, and a gymnasium/auditorium.

1.1.2 Structural System

Table 1.1-1. Structural System Description of White Pass Elementary School
Structural System Description

Structural Roof

The roof structure of the classroom wing is constructed of engineered wood

joists supported by glulam beams, which are supported by post framing. The

auditorium roof, similarly, is framed with wood purlins supported by long span

glulam beams.

Structural Floor(s)
The building is a single story, so there are no structural floors, per se. The

ground floor is a concrete slab on grade.

Foundations

During the 2010-2011 modernization, the existing foundation and slab on grade

were not modified. Drawings of the existing foundations were not available at

the time of the site visit. It it appears that the foundation is a traditional shallow

system consisting of continuous strip footings under the CMU walls, and

isolated spread footings supporting structural columns. The slab on grade

appears to brace these various foundation elements throughout the building.

Gravity System

The roof of the existing 1964 CMU auditorium/gymnasium portion is a wood

framed purlin-on-girder roof system, supported by reinforced concrete masonry

unit (CMU) bearing walls.

Lateral System

The modernized classroom wing of the building has a shear wall lateral system

with flexible roof diaphragm (Type W2). The original 1964

auditorium/gymnasium portion has a reinforced CMU shear wall with flexible

roof diaphragm system (Type RM1).

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of White Pass Elementary School
Structural System Description
Structural Roof No signs of damage or deterioration.

Structural Floor(s)

The building is a single-story structure. The ground floor is concrete slab on

grade, however because it is covered with various finishes it is not visible. There

do not appear to be any signs of damage or deterioration.

Foundations No visible signs of damage or deterioration.

Gravity System

The gravity framing system of the classroom wing appears to be the post and

beam framework noted previously. While access was limited to these elements,

there did not appear to be visible signs of damage or deterioration. At the CMU

auditorium/gymnasium, there were no visible cracks or other signs of damage or

deterioration.

Lateral System

The lateral system of the classroom wing is new and was constructed during the

2010-2011 modernization efforts and complies as a "benchmark building." The

CMU shear walls of the existing auditorium/gymnasium portion of the structure

White Pass, White Pass Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 2 of 29



did not show signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Pass White Pass Elementary School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Pass White Pass Elementary School Main Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

The structure appears to be located on a relatively flat site.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel Items could not visually verified during site visit.

Wall Anchorage Items could not visually verified during site visit.

Wood Ledgers Items could not visually verified during site visit.

Transfer to Shear

Walls
Items could not visually verified during site visit.

Foundation

Dowels
Items could not visually verified during site visit.

Girder-Column

Connection
Items could not visually verified during site visit.

Cross Ties
Large beams appear to act as chord ties in the east-west direction, however the framing details in the north-

south direction could not be visually verified at the time of the site visit.

Diagonally

Sheathed and

Unblocked

Diaphragms

The horizontal spans, however do appear to exceed 40 feet and the aspect ratio is less than 4-to-1, but it is

unknown if the diaphragm is blocked.

Stiffness of Wall

Anchors
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Pass White Pass Elementary School Main Building
Deficiency Description

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The breezeway at the front entrance is detached from the main structure and is not separated by the

distance required. As part of the modernization renovation efforts in 2010, the canopy to the rear of

the school was modified to increase the gravity load capacity. This canopy is considered compliant.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Pass White Pass Elementary School Main Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Roof diaphragm was completely replaced in 2009-2010 renovation.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Roof diaphragm was completely replaced in 2009-2010 renovation.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Roof diaphragm was completely replaced in 2009-2010 renovation.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Roof diaphragm was completely replaced in 2009-2010 renovation.

HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Piping from propane tank at southwest face of building not visible.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Shut off switch for propane tank to southwest face of building not located.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Piping from propane tank at southwest face of building not visible.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Items could not be visually verified during site visit.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Size and lamination of glazing in gymnasium/auditorium could not be readily confirmed during

site visit.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

The anchorage of some of the kitchen equipment could not verified during the site visit.
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Photos:

Figure 1-1. Breezeway at main entrance

Figure 1-2. Rear elevation at gym
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Figure 1-3. Cover play area

Figure 1-4. Typical classroom wing exterior elevation
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Figure 1-5. Hallway

Figure 1-6. Typical classroom
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Figure 1-7. Gym and auditorium

Figure 1-8. Loading dock

Figure 1-9. Roof at gym
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Figure 1-10. Front entrance
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White Pass, White Pass Elementary School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

The lobby and

administrative area are infill

construction, subsequent to

the original 1964

construction. These areas

appear to have been tied into

the walls of the higher

auditorium CMU walls, i.e.

there does not appear to be a

seismic joint. The front

lobby and west half of the

administration area were

added sometime between

1964 and 2010. he roof

construction details are

unknown.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X
This building is a single

story structure.
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X
This building is a single

story structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X
This building is a single

story structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X
This building is a single

story structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure. The structure

appears to be located on a

relatively flat site.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X

The CMU walls in the

original

auditorium/gymnasium

structure appear to be braced

by an existing concrete slab

on grade.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
Items could not visually

verified during site visit.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
Items could not visually

verified during site visit.

White Pass, White Pass Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 29



Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X
Items could not visually

verified during site visit.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
Items could not visually

verified during site visit.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X
Items could not visually

verified during site visit.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
Items could not visually

verified during site visit.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

   X

Large beams appear to act as

chord ties in the east-west

direction, however the

framing details in the north-

south direction could not be

visually verified at the time

of the site visit.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

The horizontal spans,

however do appear to exceed

40 feet and the aspect ratio

is less than 4-to-1, but it is

unknown if the diaphragm is

blocked.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X
Items could not visually

verified during site visit.
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White Pass, White Pass Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Items could not be visually

verified during site visit.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No enclosed stairs.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

   X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

   X

Piping from propane tank

at southwest face of

building not visible.

Further investigation may

be appropriate to mitigate

seismic risk.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

Shut off switch for

propane tank to southwest

face of building not

located. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Piping from propane tank

at southwest face of

building not visible.

Further investigation may

be apprpopriate to mitigate

seismic risk.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Size and lamination of

glazing in

gymnasium/auditorium

could not be readily

confirmed during site visit.

Further investigation may

be warranted to mitigate

seismic risk.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

X    

The breezeway at the front

entrance is detached from

the main structure and is

not separated by the

distance required. As part

of the modernization

renovation efforts in 2010,

the canopy to the rear of

the school was modified to

increase the gravity load

capacity. This canopy is

considered compliant.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

X     

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

Did not observe any fall

prone equipment. Bracing

required for equipment

weighing more than 20 lb

located 4 feet or more

above the floor to mitigate

seismic risk.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

Items could not visually

verified during site visit.

Bracing for heavy in-line

equipment may be

appropriate to mitigate

seismic risk.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

The anchorage of some of

the kitchen equipment

could not verified during

the site visit. Brace tops of

tall narrow equipment

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   
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EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main Building

Facility Name: White Pass Junior Senior High
School

District Name: White Pass
ICOS Latitude: 46.537
ICOS Longitude: -121.93
ICOS
County/District ID: 21303

ICOS Building ID: 11003
ASCE 41 Bldg Type: RM1
Enrollment: 227
Gross Sq. Ft. : 62,005

Year Built: 1964 (Main Gym), 2010 (All other
structure)

Number of Stories: 1
SXS BSE-2E: 0.887
SX1 BSE-2E: 0.510
ASCE 41 Level of
Seismicity: High

Site Class: D
VS30(m/s): 304

Liquefaction
Potential:

Very Low to Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: BergerABAM/WSP

1. White Pass, White Pass Junior Senior High School, Main Building
1.1 Building Description

The original 1964 school was largely demolished, except for the 102 foot by 90 foot (9,180 square foot plan

area) main gymnasium. This reinforced, stack-bond CMU structure is positioned at the heart of the 2009-

2010 new wood framed single story 52,825 square foot school structure. This new portion of the school is

compliant with ASCE 41 as a "benchmark building" per Sec. 3.3. The roof of the original 1964 portion was

removed and replaced with new steel open-web bar-joists, which are supported by a structural shape steel

truss. The structural roof section is untopped metal deck, which is considered flexible. While the new

structure is a single story wood frame structure with hip and gable roofs, there is an extensive network of

mechanical mezzanines located directly above the first story hallways, throughout the building.
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1.1.1 Building Use

The building serves as the combined facilities for a junior and senior high school. There are two gymnasiums

or auditoriums, a commercial kitchen, numerous classrooms, and administrative offices. The east wing of the

new structure appears to house both classrooms as well as the district office.

1.1.2 Structural System

Table 1.1-1. Structural System Description of White Pass Junior Senior High School
Structural System Description

Structural Roof

Untopped metal deck on steel open web joists framing to both a structural steel

truss and the existing 1964 CMU walls of the main gymnasium/auditorium

structure. The balance of the roof at the new portions of the structure is

comprised of wood framed joists and trusses supported by a mixture of posts,

beams and bearing walls.

Structural Floor(s)

The ground floor of the building is a concrete slab on grade. There is no

basement. The mezzanines, located over the first story hallways are wood framed

joists, supported by wood bearing walls. The mechanical room with the boilers

and other equipment is located in the mezzzanine, near the stairs, this area also

appears to be wood framed but with a curb and topping slab.

Foundations

The foundation appears to be a traditional shallow system consisting of

continuous strip footings at bearing and shear walls, with isolated pad footings at

structural columns and pilaster locations. The concrete slab on grade apppears to

brace these foundation elements throughout the structure.

Gravity System

The 1964 main gymnasium structure has a new steel open web joist with steel

truss roof system, supported by existing CMU bearing walls. The CMU walls are

stack-bond. The balance of the structure, the new 2009-2010 construction, is

constructed of wood framed roof trusses, purlins and girder beams, supported by

a mixture of columns and wood bearing walls.

Lateral System

Both the new and old portions have flexible roof diaphragms; wood or untopped

metal deck, respectively. The main gymnasium (1964 portion) appears to use

CMU shear walls to resist it's own lateral loads, while the 2009 portion of the

structure consists of wood framed shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of White Pass Junior Senior High School
Structural System Description

Structural Roof
All roofs are relatively recently installed (2009-2010). There are no signs of

damage or deterioration.

Structural Floor(s)

The ground floor is concrete slab on grade covered with finishes, but is relatively

new. The mezzanine floors are wood framed, but are generally exposed from the

top side. There are no visible signs of damage or deterioration.

Foundations

Foundations were not visible during the site visit, however, at the 1964

gymnasium portion of the structure, there are no signs of distress in the above

grade elements that would typically signal damage or deterioration of the
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foundation.

Gravity System No signs of damage or deterioration.

Lateral System No signs of damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Pass White Pass Junior Senior High School Main Building
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Pass White Pass Junior Senior High School Main
Building
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low to low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure

The school building is located approximately 100 feet or more from the slope of an adjacent hill. The stability

of the slope and the extent to which a slope failure would affect the new portion of the school is unknown.

Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Reinforcing Steel Items could not visually verified during site visit.

Foundation

Dowels
Items could not visually verified during site visit.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Pass White Pass Junior Senior High School Main Building
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Pass White Pass Junior Senior High School Main
Building
Unknown Item Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

Items could not be visually verified during site visit.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

Items could not be visually verified during site visit.

LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Items could not be visually verified during site visit.

LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

Items could not be visually verified during site visit.
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Photos:

Figure 1-1. Interior view

Figure 1-2. High school gym
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Figure 1-3. New roof on existing walls

Figure 1-4. High school gym

Figure 1-5. Junior high gym
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Figure 1-6. Typical classroom where fall prone contents and shelves need to be braced

Figure 1-7. Storage area in mezzanine level
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Figure 1-8. Condition of CMU walls at original structure

Figure 1-9. South elevation

Figure 1-10. East elevation
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White Pass, White Pass Junior Senior High School, Main Building

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

In 2009 the entire Jr/Sr High

School building was directly

attached to the 1961 original

gymnasium building walls.

There are no seismic joints.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

Only the gymnasium is

being reviewed as the new

structure is compliant. The

gymnasium is a single story

structure.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Only the gymnasium is

being reviewed as the new

structure is compliant. The

gymnasium is a single story

structure.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X

Only the gymnasium is

being reviewed as the new

structure is compliant. The

gymnasium is a single story

structure.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X

Only the gymnasium is

being reviewed as the new

structure is compliant. The

gymnasium is a single story

structure.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low to

low liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

X

The school building is

located approximately 100

feet or more from the slope

of an adjacent hill. The

stability of the slope and the

extent to which a slope

failure would affect the new

portion of the school is

unknown. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X

Gymnasium concrete slab on

grade appears to restrain the

foundations at the 1961

CMU walls.
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

X     

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X
Items could not visually

verified during site visit.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

X    

Roof diaphragm was

completely replaced in 2009-

2010 renovation.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X

Roof diaphragm was

completely replaced in 2009-

2010 renovation.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

X

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X
Items could not visually

verified during site visit.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X

Roof support was

completely replaced in 2009-

2010 renovation.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X

Roof support was

completely replaced in 2009-

2010 renovation.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

X

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

X

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X    

Roof support was

completely replaced in 2009-

2010 renovation.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

X    

Roof support was

completely replaced in 2009-

2010 renovation.
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White Pass, White Pass Junior Senior High School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Items could not be visually

verified during site visit.

Flexible coupling for fire

suppression piping may be

appropriate to mitigate

seismic risk.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Items could not be visually

verified during site visit.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

Item not visually verified

during site visit, but

assumed to be

noncompliant due to year

of original construction.

Further investigation may

be appropriate to mitigate

seismic risk.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  
Not required for Life

Safety Performance Level

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

No equipment containing

hazardous materials found

during site visit.
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HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

X

Unknown whether the

building has hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

X

Did not observe any piping

or ductwork conveying

hazardous materials.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X

It is unknown if there are

shutoff valves for piping

containing hazardous

materials. Further

investigation may be

appropriate to mitigate

seismic risk.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

X

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

X
Building has no seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

X

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

X
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P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  
Not required for Life

Safety Performance Level

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  
Not required for Life

Safety Performance Level
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C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

X     

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  
Not required for Life

Safety Performance Level

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   
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CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   
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CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

X    

The size and lamination of

gable wall glazing was not

readily verifiable during

site visit, however it was

added during the 2009-

2010 renovation and is

therefore likely to be

compliant.

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X   

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  
Not required for Life

Safety Performance Level

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  
Not required for Life

Safety Performance Level
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

Does not appear that there

are any industrial storage

racks taller than 12 feet in

the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

Brace tops of shelving

taller than 6 feet to nearest

backing wall, provide

overturning base restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

Heavy items on upper

shelves should be

restrained by netting or

cabling to avoid falling

hazards.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  
Not required for Life

Safety Performance Level

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  
Not required for Life

Safety Performance Level

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  
Not required for Life

Safety Performance Level

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X   

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X   

White Pass, White Pass Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 28



EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  
Not required for Life

Safety Performance Level

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  
Not required for Life

Safety Performance Level

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   

White Pass, White Pass Junior Senior High School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 28 of 28



Building Name: C Court - Gym
Facility Name: Columbia High School
District Name: White Salmon Valley
ICOS Latitude: 45.742
ICOS Longitude: -121.494
ICOS
County/District ID: 20405

ICOS Building ID: 22348
ASCE 41 Bldg Type: PC1a
Enrollment: 387
Gross Sq. Ft. : 33,246
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 0.466
SX1 BSE-2E: 0.292
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 380
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. White Salmon Valley, Columbia High School, C Court - Gym
1.1 Building Description

The Columbia High School gymnasium building is a one-story concrete tilt-up structure with four buildings

under one roof system. There is a lower basement level beneath the gym building that is below grade on one

side. The 1970 building is constructed on sloping ground and is located in White Salmon, Washington. The

complete structure is rectangular in plan, 181 feet by 116 feet, with a maximum roof height of around 30 feet

at the gym. Building construction consists of precast concrete tilt-up walls. The upper roof system at the gym

building is composed of Tectum panels over glulam framing. The lower roof system is a flexible diaphragm

composed of a mixture of T&G decking and plywood sheathing. The floor system over the gymnasium

basement is composed of a concrete slab over concrete beams and joists. The building shares the site with

three other buildings that compose Columbia High School.
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1.1.1 Building Use

The gymnasium building includes the gymnasium, classrooms, and a cafeteria. There is a central courtyard

in the middle of the structure. The school has over 380 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Columbia High School
Structural System Description

Structural Roof

The upper roof system is composed of Tectum roof panels over glulam framing.

The lower roof system is a mixture of T&G decking and plywood sheathing over

wood framing.

Structural Floor(s)
The ground floor is a concrete slab-on-grade. The floor system over the

basement is a concrete slab over concrete beams and joists.

Foundations The walls are supported by continuous wall footings.

Gravity System
The gravity system consists of glulam beam framing supported by concrete

pilasters and the concrete tilt-up walls.

Lateral System
Concrete tilt-up shear walls resist the forces in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Columbia High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Salmon Valley Columbia High School C Court - Gym
Deficiency Description

Load Path

No out-of-plane resistance. No connection between tilt-up panels between floors. Roof diaphragms inadequate.

Post-installed out-of-plane connections, the addition of a new diaphragm, and panel base connection

strengthening may be appropriate.

Geometry

The basement level has more than a 30% net change in horizontal dimension of structural-force-resisting

system from the main level. Further investigation is required to determine geometric irregularity effects on the

lateral system. The addition of new shear walls may be appropriate to resist geometric irregularity effects.

Torsion

Building has eccentric stiffness. Further investigation is required to determine torsional effects on the lateral

system. The addition of new shear walls may be appropriate to resist torsional irregularity effects and to

mitigate seismic risk.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along precast concrete wall.

Spans
Wood diaphragms do not consist of wood structural panels or diagonal sheathing at gymnasium roof

diaphragm. Installation of wood structural panels may be appropriate to mitigate seismic risk.

Other Diaphragms
Diaphragm consists of Tectum roof deck at gymnasium. Installation of plywood sheathing may be appropriate

to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Salmon Valley Columbia High School C Court - Gym
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Salmon Valley Columbia High School C Court - Gym
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone contents weighting more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.
Independent vertical support and lateral bracing is required for in-line equipment.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Salmon Valley Columbia High School C Court - Gym
Unknown Item Description
LSS-3 Emergency Power. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to review the life-safety system anchorage and bracing. All life-

safety equipment should be braced or anchored.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Wood parapets. Further investigation is required to verify reinforcing/anchorage of appendages

extending above the main structural building system.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
No details at stairs provided. Further investigation is required to verify stair connections.
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Photos:

Figure 1-1. Columbia High School Gym - South Exterior

Figure 1-2. Columbia High School Gym - West Exterior
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Figure 1-3. Northwest Classroom with Glulam Beam Roof Framing and Fall-Prone Contents

Figure 1-4. Typical Classroom with Moveable Partition
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Figure 1-5. Central Commons

Figure 1-6. Gymnasium with Glulam Arches and Tectum Roof Panels
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Figure 1-7. Weight Room at Lower Level with Suspended Mechanical Equipment

Figure 1-8. West Hallway
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Figure 1-9. Suspended Mechanical Equipment at Lower Level

Figure 1-10. Unbraced Nonstructural Components, Typical Throughout
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White Salmon Valley, Columbia High School, C Court - Gym

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

No out-of-plane resistance.

No connection between tilt-

up panels between floors.

Roof diaphragms

inadequate. Post-installed

out-of-plane connections, the

addition of a new

diaphragm, and panel base

connection strengthening

may be appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

 X   

The basement level has more

than a 30% net change in

horizontal dimension of

structural-force-resisting

system from the main level.

Further investigation is

required to determine

geometric irregularity effects

on the lateral system. The

addition of new shear walls

may be appropriate to resist

geometric irregularity

effects.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is required to

determine torsional effects

on the lateral system. The

addition of new shear walls

may be appropriate to resist

torsional irregularity effects

and to mitigate seismic risk.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along precast

concrete wall.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

X     

Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

X     

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panels or diagonal sheathing

at gymnasium roof

diaphragm. Installation of

wood structural panels may

be appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

 X   

Diaphragm consists of

Tectum roof deck at

gymnasium. Installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

X     

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

X     

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

X     
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White Salmon Valley, Columbia High School, C Court - Gym

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

   X

Further investigation is

required to review the life-

safety system anchorage

and bracing. All life-safety

equipment should be

braced or anchored.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

White Salmon Valley, Columbia High School, C Court - Gym ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 23 of 28



PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Wood parapets. Further

investigation is required to

verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No details at stairs

provided. Further

investigation is required to

verify stair connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required for

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents

weighting more than 20

pounds.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  
No fall-prone equipment

observed.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

 X   

Independent vertical

support and lateral bracing

is required for in-line

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  
No tall narrow equipment

observed.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Libray
Facility Name: Columbia High School
District Name: White Salmon Valley
ICOS Latitude: 45.742
ICOS Longitude: -121.494
ICOS
County/District ID: 20405

ICOS Building ID: 22351
ASCE 41 Bldg Type: PC1
Enrollment: 387
Gross Sq. Ft. : 5,225
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 0.466
SX1 BSE-2E: 0.292
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 380
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. White Salmon Valley, Columbia High School, Libray
1.1 Building Description

The Columbia High School library building is a one-story concrete tilt-up structure. The 1970 building is

constructed on level ground and is located in White Salmon, Washington. The building is hexagonal in plan,

80 feet across, with a maximum roof height of around 22 feet. Building construction consists of precast

concrete tilt-up walls. The roof system is a flexible diaphragm composed of glulam beam framing and 2x

decking. The building shares the site with three other buildings that compose Columbia High School.
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1.1.1 Building Use

The library building includes the library and administrative offices. The school has over 380 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Columbia High School
Structural System Description
Structural Roof The roof system is composed of glulam beam framing and 2x decking

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations The walls are supported by continuous wall footings.

Gravity System
The gravity system consists of glulam beam framing supported by concrete

pilasters and the concrete tilt-up walls.

Lateral System The lateral system is composed of 6-inch concrete tilt-up walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Columbia High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Salmon Valley Columbia High School Libray
Deficiency Description

Load Path

The building lacks a complete load path between the roof diaphragm and the shear walls and between the shear

walls and the foundation. The addition of post-installed anchors and connections between the diaphragm and

the shear walls, and between the shear walls and the foundation may be appropriate.

Wall Anchorage
No out-of-plane wall anchorage. Tension ties, blocking, strapping, and diaphragm nailing are required along

precast concrete walls.

Wall Thickness
Six-inch wall is less than l/40 requirement. The building likely requires wall strengthening. The addition of a

steel strongback system may be appropriate. Further investigation is required.

Transfer to Shear

Walls

No structural connection between the roof diaphragm and the shear walls to transfer seismic forces. Post-

installed anchors may be appropriate to connect the roof diaphragm to the shear walls.

Precast Wall

Panels

Precast wall panels are not directly connected to the foundation. The addition of post-installed connections,

such as FRP, may be appropriate. Further investigation is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Salmon Valley Columbia High School Libray
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Minimum

Number of Wall

Anchors Per Panel

This evaluation item is unknown due to the quality and completeness of the building drawings provided and

could not be visually verified. This item requires further field investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.

Girders

This evaluation item is unknown due to the quality and completeness of the building drawings provided and

could not be visually verified. This item requires further field investigation to make a final determination on its

compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Salmon Valley Columbia High School Libray
Deficiency Description
CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required at tall narrow contents more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Salmon Valley Columbia High School Libray
Unknown Item Description
LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Wood parapets. Further investigation is required to verify reinforcing/anchorage of appendages

extending above the main structural building system.
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Figure 1-1. Columbia High School Library - South Exterior
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Figure 1-2. Columbia High School Library - North Exterior
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White Salmon Valley, Columbia High School, Libray

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

The building lacks a

complete load path between

the roof diaphragm and the

shear walls and between the

shear walls and the

foundation. The addition of

post-installed anchors and

connections between the

diaphragm and the shear

walls, and between the shear

walls and the foundation

may be appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

No out-of-plane wall

anchorage. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along precast

concrete walls.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

X     

Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

 X   

Six-inch wall is less than

l/40 requirement. The

building likely requires wall

strengthening. The addition

of a steel strongback system

may be appropriate. Further

investigation is required.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

X     

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

No structural connection

between the roof diaphragm

and the shear walls to

transfer seismic forces. Post-

installed anchors may be

appropriate to connect the

roof diaphragm to the shear

walls.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

  X   

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

   X

This evaluation item is

unknown due to the quality

and completeness of the

building drawings provided

and could not be visually

verified. This item requires

further field investigation to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

 X   

Precast wall panels are not

directly connected to the

foundation. The addition of

post-installed connections,

such as FRP, may be

appropriate. Further

investigation is required.

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

   X

This evaluation item is

unknown due to the quality

and completeness of the

building drawings provided

and could not be visually

verified. This item requires

further field investigation to

make a final determination

on its compliance and to

develop a mitigation

recommendation, if

necessary.
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White Salmon Valley, Columbia High School, Libray

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
No emergency power

observed

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  No stairs

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  None observed
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Wood parapets. Further

investigation is required to

verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required at

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X   

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Metal /Wood Shop
Facility Name: Columbia High School
District Name: White Salmon Valley
ICOS Latitude: 45.742
ICOS Longitude: -121.494
ICOS
County/District ID: 20405

ICOS Building ID: 22349
ASCE 41 Bldg Type: PC1
Enrollment: 387
Gross Sq. Ft. : 7,560
Year Built: 1970
Number of Stories: 1
SXS BSE-2E: 0.466
SX1 BSE-2E: 0.292
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 380
Liquefaction
Potential: Very Low

Tsunami Risk: None
Structural Drawings Available: Yes
Evaluating Firm: WRK Engineers

1. White Salmon Valley, Columbia High School, Metal /Wood Shop
1.1 Building Description

The Columbia High School shop building is a one-story concrete tilt-up structure. The 1970 building is

constructed on level ground and is located in White Salmon, Washington. The building is rectangular in

plan, 126 feet by 60 feet, with a maximum roof height of around 17 feet. Building construction consists of

precast concrete tilt-up walls. There are reinforced masonry walls in the interior of the building. The roof

system is a flexible diaphragm composed of glulam beam framing and 2x decking. The structure has an attic

mezzanine above the office space. The building shares the site with three other buildings that compose

Columbia High School.
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1.1.1 Building Use

The shop building includes shop space, storage, and administrative offices. The school has over 380 student

occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Columbia High School
Structural System Description
Structural Roof The roof system is composed of glulam beam framing and 2x decking.

Structural Floor(s) The floor system is a concrete slab-on-grade.

Foundations The walls are supported by continuous wall footings.

Gravity System
The gravity system consists of glulam beam framing supported by concrete

pilasters and the concrete tilt-up walls.

Lateral System
Concrete tilt-up shear walls resist the forces in the longitudinal and transverse

directions.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Columbia High School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System No visible signs of corrosion, damage, or deterioration.

Lateral System No visible signs of corrosion, damage, or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Salmon Valley Columbia High School Metal /Wood Shop
Deficiency Description

Load Path

Interior masonry walls are not connected to diaphragms or doweled into the foundation. Lack of out-of-plane

anchorage. Addition of post-installed connection to the diaphragm for in-plane and out-of-plane forces and of

connection to the foundation may be appropriate.

Mezzanines
No clear anchorage to the interior masonry walls. Post-installed anchorage of mezzanine diaphragm to masonry

walls likely required.

Wall Anchorage
No out-of-plane wall anchorage. Tension ties, blocking, strapping, and diaphragm nailing are required along

precast concrete walls.

Reinforcing Steel

Precast concrete walls are compliant. However, interior masonry walls are under-reinforced and will likely

need to be strengthened for in-plane and out-of-plane seismic forces. The addition of FRP and steel

strongbacks at existing masonry walls or the addition of new shear walls may be appropriate. Further

investigation is required.

Straight Sheathing
Straight-sheathed diaphragm has an aspect ratio greater than 2-to-1. Installation of plywood sheathing may be

appropriate to mitigate seismic risk.

Precast Wall

Panels

Precast wall panels are not directly connected to the foundation. The addition of post-installed connections,

such as FRP, between wall panels and the foundation may be appropriate. Further investigation is required.

Girders
Girders supported by walls or pilasters do not have at least two ties securing the anchor bolts. Strengthening of

the connection through the addition of post-installed anchors may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Salmon Valley Columbia High School Metal /Wood Shop
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Spans

Drawings show alternate roof framing with plywood sheathing over straight sheathing. The roof framing that

was used could not be visually verified. Further investigation is required to make a final determination on

compliance and to develop a mitigation recommendation, if necessary.

Diagonally

Sheathed and

Unblocked

Diaphragms

Drawings show alternate roof framing with plywood sheathing over straight sheathing. The roof framing that

was used could not be visually verified. Further investigation is required to make a final determination on

compliance and to develop a mitigation recommendation, if necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Salmon Valley Columbia High School Metal /Wood Shop
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Salmon Valley Columbia High School Metal /Wood
Shop
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

PCOA-4 Appendages. HR-

MH; LS-MH; PR-LMH.

Wood parapets. Further investigation is required to verify reinforcing/anchorage of appendages

extending above the main structural building system.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

This evaluation item is likely non-compliant, but could not be visually verified. Further field

investigation is required to make a final determination on compliance. Anchorage is required for

all tall narrow contents more than six feet high.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.

This evaluation item is likely non-compliant, but could not be visually verified. Further field

investigation is required to make a final determination on compliance. Anchorage is required for

fall-prone contents weighing more than 20 pounds.

ME-1 Fall-Prone Equipment.

HR-not required; LS-H; PR-H.

This evaluation item is likely non-compliant, but could not be visually verified. Further field

investigation is required to make a final determination on compliance. Anchorage is required for

fall-prone equipment weighing more than 20 pounds.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

This evaluation item is unknown and could not be visually verified. Further investigation is

required to review vertical support and lateral bracing of equipment.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

This evaluation item is likely non-compliant, but could not be visually verified. Further field

investigation is required to make a final determination on compliance. Anchorage is required for

all tall narrow equipment more than six feet high.

White Salmon Valley, Columbia High School, Metal /Wood Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 6 of 27



Photos:

Figure 1-1. Columbia High School Shop - Northwest Exterior
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Figure 1-2. Columbia High School Shop - Northeast Exterior

Figure 1-3. Columbia High School Shop - South Exterior
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Figure 1-4. Columbia High School Shop - Southeast Exterior
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White Salmon Valley, Columbia High School, Metal /Wood Shop

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

Interior masonry walls are

not connected to diaphragms

or doweled into the

foundation. Lack of out-of-

plane anchorage. Addition of

post-installed connection to

the diaphragm for in-plane

and out-of-plane forces and

of connection to the

foundation may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

No clear anchorage to the

interior masonry walls. Post-

installed anchorage of

mezzanine diaphragm to

masonry walls likely

required.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

White Salmon Valley, Columbia High School, Metal /Wood Shop ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 27



Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.
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Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-28 Collapse Prevention Structural Checklist for Building Types PC1 and PC1a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

No out-of-plane wall

anchorage. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along precast

concrete walls.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low
Seimicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Wall Shear Stress

Check

The shear stress in the precast panels, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the greater of 100 lb/in.2

(0.69 MPa) or 2√f′c. (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.3.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec. 5.5.3.1.3; Commentary:

Sec. A.3.2.3.2)

 X   

Precast concrete walls are

compliant. However, interior

masonry walls are under-

reinforced and will likely

need to be strengthened for

in-plane and out-of-plane

seismic forces. The addition

of FRP and steel

strongbacks at existing

masonry walls or the

addition of new shear walls

may be appropriate. Further

investigation is required.
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Wall Thickness

Thicknesses of bearing walls are not less than

1/40 the unsupported height or length, whichever

is shorter, nor less than 4 in. (101 mm). (Tier 2:

Sec. 5.5.3.1.2; Commentary: Sec. A.3.2.3.5)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab with a minimum thickness

of 2 in. (51 mm). (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

X     

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.3)

  X   

Girder-Column

Conncection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility for Rigid

Diaphragms

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec. 5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

X     

Wall Openings

The total width of openings along any perimeter

wall line constitutes less than 75% of the length

of any perimeter wall when the wall piers have

aspect ratios of less than 2-to-1. (Tier 2: Sec.

5.5.3.3.1; Commentary: Sec. A.3.2.3.3)

X     

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties in Flexible

Diaphragms

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

X     
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

 X   

Straight-sheathed diaphragm

has an aspect ratio greater

than 2-to-1. Installation of

plywood sheathing may be

appropriate to mitigate

seismic risk.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

   X

Drawings show alternate

roof framing with plywood

sheathing over straight

sheathing. The roof framing

that was used could not be

visually verified. Further

investigation is required to

make a final determination

on compliance and to

develop a mitigation

recommendation, if

necessary.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

   X

Drawings show alternate

roof framing with plywood

sheathing over straight

sheathing. The roof framing

that was used could not be

visually verified. Further

investigation is required to

make a final determination

on compliance and to

develop a mitigation

recommendation, if

necessary.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Minimum Number of

Wall Anchors Per

Panel

There are at least two anchors connecting each

precast wall panel to the diaphragm elements.

(Tier 2: Sec. 5.7.1.4; Commentary: Sec. A.5.1.3)

X     

Precast Wall Panels

Precast wall panels are connected to the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.6)

 X   

Precast wall panels are not

directly connected to the

foundation. The addition of

post-installed connections,

such as FRP, between wall

panels and the foundation

may be appropriate. Further

investigation is required.
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Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec. 5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   

Girders

Girders supported by walls or pilasters have at

least two ties securing the anchor bolts unless

provided with independent stiff wall anchors

with strength to resist the connection force

calculated in the Quick Check procedure of

Section 4.4.3.7. (Tier 2: Sec. 5.7.4.2;

Commentary: Sec. A.5.4.2)

 X   

Girders supported by walls

or pilasters do not have at

least two ties securing the

anchor bolts. Strengthening

of the connection through

the addition of post-installed

anchors may be appropriate

to mitigate seismic risk.
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White Salmon Valley, Columbia High School, Metal /Wood Shop

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  No cladding

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X  No cladding
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  No cladding

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  No cladding

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X  No cladding

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X  No cladding

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X  No cladding

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  No cladding
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  No masonry veneer

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  No masonry veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X  No masonry veneer

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X  No masonry veneer

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  No masonry veneer

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  No masonry veneer

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  No masonry veneer

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  No masonry veneer

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

   X

Wood parapets. Further

investigation is required to

verify

reinforcing/anchorage of

appendages extending

above the main structural

building system.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

   X

This evaluation item is

likely non-compliant, but

could not be visually

verified. Further field

investigation is required to

make a final determination

on compliance. Anchorage

is required for all tall

narrow contents more than

six feet high.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

   X

This evaluation item is

likely non-compliant, but

could not be visually

verified. Further field

investigation is required to

make a final determination

on compliance. Anchorage

is required for fall-prone

contents weighing more

than 20 pounds.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

   X

This evaluation item is

likely non-compliant, but

could not be visually

verified. Further field

investigation is required to

make a final determination

on compliance. Anchorage

is required for fall-prone

equipment weighing more

than 20 pounds.

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

This evaluation item is

unknown and could not be

visually verified. Further

investigation is required to

review vertical support and

lateral bracing of

equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

   X

This evaluation item is

likely non-compliant, but

could not be visually

verified. Further field

investigation is required to

make a final determination

on compliance. Anchorage

is required for all tall

narrow equipment more

than six feet high.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Main Building

Facility Name: Hulan L. Whitson Elementary
School

District Name: White Salmon Valley
ICOS Latitude: 45.731
ICOS Longitude: -121.487
ICOS
County/District ID: 20405

ICOS Building ID: 14661
ASCE 41 Bldg Type: C2/URM
Enrollment: 427
Gross Sq. Ft. : 47,190
Year Built: 1956
Number of Stories: 2
SXS BSE-2E: 0.463
SX1 BSE-2E: 0.290
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 464
Liquefaction

Potential:
None

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. White Salmon Valley, Hulan L. Whitson Elementary School, Main Building
1.1 Building Description

The Hulan L. Whitson Elementary School main building consists of a one-story unreinforced masonry

multi-purpose room and original building, a two-story concrete addition, and a two-story wood-framed

addition. The 1956 building is constructed on sloping ground and is located in White Salmon, Washington.

The entire main building is L-shaped in plan. The multi-purpose room is rectangular, 60 feet by 106 feet,

with a maximum roof height of 22 feet. The original section is L-shaped with a roof height of around 12 feet.

The concrete addition is rectangular in plan, 130 feet by 66 feet, with a maximum roof height of 25 feet. The

wood addition is rectangular in plan, 66 feet by 39 feet, with a maximum roof height of 25 feet. Building

construction includes unreinforced masonry, concrete walls and slabs, and wood-framed walls. The roof

system is a mix of TJI joists and dimensional lumber joists. Roof sheathing is a mixture of diagonal

sheathing, T&G roof decks, and structural plywood.
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1.1.1 Building Use

The Hulan L. Whitson Elementary School main building consists of classrooms, a cafeteria, a library,

administrative offices, an all-purpose room, and a gymnasium. There are over 420 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Hulan L. Whitson Elementary School
Structural System Description

Structural Roof

The roof system is composed of plywood sheathing and TJI joists in the wood

addition, dimensional lumber joists and T&G decking in the concrete addition

and the original building, and dimensional lumber joists and diagonal sheathing

at the multi-purpose room.

Structural Floor(s)

The second level structural floor in the concrete addition is composed of

concrete joists and a topping slab. The second level structural floor in the wood

addition is TJI joists with T&G plywood sheathing and a concrete topping slab.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System

The multi-purpose room gravity system consists of glulam beams, URM walls,

and reinforced pilasters. The wood addition consists of wood beams, walls, and

columns. The rest of the building consists of concrete beams and columns, steel

columns, and concrete and URM walls.

Lateral System
URM shear walls in the multi-purpose room and original building. Concrete

shear walls in the concrete addition. Wood shear walls in the wood addition.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Hulan L. Whitson Elementary School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Some deterioration observed on concrete columns.

Lateral System Cracking observed in gymnasium masonry walls.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Salmon Valley Hulan L. Whitson Elementary School Main Building -
Concrete
Deficiency Description

Load Path

At wood addition, there is no connection of shear walls between floors. Wood post to foundation connection is

unknown. The addition of strapping may be appropriate to connect shear walls between floors. Post-installed

wood post base connections may be appropriate.

Vertical

Irregularities

Vertical elements resisting shear wall overturning are discontinuous. Lateral system strengthening or the

addition of new shear walls may be appropriate to mitigate seismic risk.

Torsion
Building has eccentric stiffness. Further investigation is is required to determine torsional effects on the lateral

system. The addition of new shear walls may be appropriate to resist torsional effects.

Complete Frames
Concrete frames do not form a complete vertical-load-carrying system. The addition of secondary gravity load

columns may be appropriate. Further investigation is required.

Wall Anchorage

at Flexible

Diaphragms

Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along concrete walls.

Transfer to Shear

Walls

No connection to existing concrete wall. The addition of post-installed anchors to connect the diaphragm to the

concrete shear walls may be appropriate.

Foundation

Dowels

Wall reinforcement is not doweled into the foundation. A direct, structural connection, such as FRP, between

walls and the foundation is required.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate.

Spans
Wood diaphragms do not consist of wood structural panel or diagonal sheathing. Installation of plywood

sheathing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Salmon Valley Hulan L. Whitson Elementary School Main
Building - Concrete
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Salmon Valley Hulan L. Whitson Elementary School Main Building -
Masonry
Deficiency Description

Load Path

At wood addition, there is no connection of shear walls between floors. Wood post to foundation connection is

unknown. The addition of strapping may be appropriate to connect shear walls between floors. Post-installed

wood post base connections may be appropriate.

Vertical

Irregularities

Vertical elements resisting shear wall overturning are discontinuous. Lateral system strengthening or the

addition of new shear walls may be appropriate to mitigate seismic risk.

Torsion
Building has eccentric stiffness. Further investigation is required to determine torsional effects on the lateral

system. The addition of new shear walls may be appropriate to resist torsional effects.

Wall Anchorage
Out-of-plane wall anchorage is not present. Tension ties, blocking, strapping, and diaphragm nailing are

required along all URM walls.

Transfer to Shear

Walls

There is no direct, structural connection between the diaphragm and the URM shear walls. The addition of

post-installed anchors to connect the diaphragm to the URM shear walls or the addition of new shear walls may

be appropriate.

Proportions

The height-to-thickness ratio of the URM shear walls is greater than thirteen (13 ft. height and 6-inch

thickness). URM out-of-plane strengthening, such as a steel strongback system, is likely required. Further

investigation is required.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate.

Spans
Wood diaphragms do not consist of wood structural panel or diagonal sheathing. Installation of plywood

sheathing may be appropriate to mitigate seismic risk.

Beam
Girder, and Truss Supports,Beams, girders, and trusses supported by URM walls or pilasters do not have

independent secondary columns for support of vertical loads. The addition of secondary supports is required.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Salmon Valley Hulan L. Whitson Elementary School Main
Building - Masonry
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Bedrock

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Masonry Layup
This evaluation item is unknown and cannot be visually verified. This item requires further field investigation

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further field

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if

necessary.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Salmon Valley Hulan L. Whitson Elementary School Main Building
Deficiency Description
HM-3 Hazardous Material

Distribution. HR-MH; LS-

MH; PR-MH.

Piping/ductwork is not adequately protected from damage that could potentially allow release of

hazardous material. All hazardous material piping should be braced.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Inadequate bracing for URM partitions. Unreinforced masonry partition walls should be braced or

demolished.

M-4 Unreinforced Masonry

Backup. HR-LMH; LS-LMH;

PR-LMH.

URM backup is present. Further investigation is required to determine the state of the URM

backup and to develop a mitigation recommendation, if necessary.

M-6 Anchorage. HR-not

required; LS-MH; PR-MH.

Inadequate anchorage of backup to the main structure. Installation of additional backup anchorage

may be necessary. Further investigation is required.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required at tall narrow contents more than six feet high to provide overturning

restraint.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required at tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Salmon Valley Hulan L. Whitson Elementary School
Main Building
Unknown Item Description
HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Further investigation is required to locate flexible couplings on hazardous material

ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints. HR-

MH; LS-MH; PR-MH.

P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

Further investigation is required to review acoustical tile/panel ceilings for proper seismic joint

layout.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.

Ties are present, but spacing is unknown. Further investigation is required to verify detailing of

masonry veneer ties.

M-2 Shelf Angles. HR-not

required; LS-LMH; PR-LMH.

Further investigation is required to verify method of support of masonry veneer at each floor above

grade.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
Further investigation is required to verify masonry chimney anchorage.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Further investigation is required to verify stair connections.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

This evaluation item could not be visually verified. Further investigation is required to review

vertical support and lateral bracing of equipment.

EL-1 Retainer Guards. HR-not

required; LS-H; PR-H.
Further investigation is required to verify elevator sheaves and drums have cable retainer guards.

EL-2 Retainer Plate. HR-not

required; LS-H; PR-H.
Further investigation is required to verify proper installation of retainer plates.
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Photos:

Figure 1-1. Deterioration of Concrete Columns in Boiler Room
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Figure 1-2. Unbraced MEP Equipment in Boiler Room
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Figure 1-3. Unbraced MEP Equipment
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Figure 1-4. Damaged Ceiling Tile Track
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Figure 1-5. Lack of Connection Between Wood Framing and Concrete Wall

White Salmon Valley, Hulan L. Whitson Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 13 of 40



Figure 1-6. Gymnasium with Glulam Beams
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Figure 1-7. HSS Strongbacks at Gymnasium Walls
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Figure 1-8. Gas Lines at Exterior
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Figure 1-9. Hulan L. Whitson Elementary School - Southwest Exterior

Figure 1-10. Hulan L. Whitson Elementary School - East Exterior
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White Salmon Valley, Hulan L. Whitson Elementary School, Main Building -

Concrete

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

At wood addition, there is no

connection of shear walls

between floors. Wood post

to foundation connection is

unknown. The addition of

strapping may be appropriate

to connect shear walls

between floors. Post-

installed wood post base

connections may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Vertical elements resisting

shear wall overturning are

discontinuous. Lateral

system strengthening or the

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is is required to

determine torsional effects

on the lateral system. The

addition of new shear walls

may be appropriate to resist

torsional effects.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.
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Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-24 Collapse Prevention Structural Checklist for Building Types C2 and C2a

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Complete Frames

Steel or concrete frames classified as secondary

components form a complete vertical-load-

carrying system. (Tier 2: Sec. 5.5.2.5.1;

Commentary: Sec. A.3.1.6.1)

 X   

Concrete frames do not form

a complete vertical-load-

carrying system. The

addition of secondary

gravity load columns may be

appropriate. Further

investigation is required.

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec.5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the concrete shear walls,

calculated using the Quick Check procedure of

Section 4.4.3.3, is less than the greater of 100

lb/in.2 (0.69 MPa) or 2√f′c. (Tier 2:

Sec.5.5.3.1.1; Commentary: Sec. A.3.2.2.1)

X     

Reinforcing Steel

The ratio of reinforcing steel area to gross

concrete area is not less than 0.0012 in the

vertical direction and 0.0020 in the horizontal

direction. (Tier 2: Sec.5.5.3.1.3; Commentary:

Sec. A.3.2.2.2)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage at

Flexible Diaphragms

Exterior concrete or masonry walls that are

dependent on flexible diaphragms for lateral

support are anchored for out-of-plane forces at

each diaphragm level with steel anchors,

reinforcing dowels, or straps that are developed

into the diaphragm. Connections have strength to

resist the connection force calculated in the

Quick Check procedure of Section 4.4.3.7. (Tier

2: Sec.5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along concrete

walls.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec.5.7.2;

Commentary: Sec. A.5.2.1)

 X   

No connection to existing

concrete wall. The addition

of post-installed anchors to

connect the diaphragm to the

concrete shear walls may be

appropriate.
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Foundation Dowels

Wall reinforcement is doweled into the

foundation with vertical bars equal in size and

spacing to the vertical wall reinforcing directly

above the foundation. (Tier 2: Sec.5.7.3.4;

Commentary: Sec. A.5.3.5)

 X   

Wall reinforcement is not

doweled into the foundation.

A direct, structural

connection, such as FRP,

between walls and the

foundation is required.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deflection

Compatibility

Secondary components have the shear capacity

to develop the flexural strength of the

components. (Tier 2: Sec.5.5.2.5.2;

Commentary: Sec. A.3.1.6.2)

X     

Flat Slabs

Flat slabs or plates not part of the seismic-force-

resisting system have continuous bottom steel

through the column joints. (Tier 2: Sec.5.5.2.5.3;

Commentary: Sec. A.3.1.6.3)

  X   

Coupling Beams

The ends of both walls to which the coupling

beam is attached are supported at each end to

resist vertical loads caused by overturning. (Tier

2: Sec.5.5.3.2.1; Commentary: Sec. A.3.2.2.3)

X     

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec.5.6.1.1; Commentary: Sec. A.4.1.1)

X     

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec.5.6.1.3; Commentary: Sec. A.4.1.4)

X     

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec.5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec.5.6.2; Commentary:

Sec. A.4.2.1)

X     
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panel or diagonal sheathing.

Installation of plywood

sheathing may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec.5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec.5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Uplift at Pile Caps

Pile caps have top reinforcement, and piles are

anchored to the pile caps. (Tier 2: Sec.5.7.3.5;

Commentary: Sec. A.5.3.8)

  X   
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White Salmon Valley, Hulan L. Whitson Elementary School, Main Building -

Masonry

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

At wood addition, there is no

connection of shear walls

between floors. Wood post

to foundation connection is

unknown. The addition of

strapping may be appropriate

to connect shear walls

between floors. Post-

installed wood post base

connections may be

appropriate.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X     
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Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X     

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

 X   

Vertical elements resisting

shear wall overturning are

discontinuous. Lateral

system strengthening or the

addition of new shear walls

may be appropriate to

mitigate seismic risk.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X     

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

 X   

Building has eccentric

stiffness. Further

investigation is required to

determine torsional effects

on the lateral system. The

addition of new shear walls

may be appropriate to resist

torsional effects.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Bedrock

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

White Salmon Valley, Hulan L. Whitson Elementary School, Main Building - Masonry ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 25 of 40



Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

Out-of-plane wall anchorage

is not present. Tension ties,

blocking, strapping, and

diaphragm nailing are

required along all URM

walls.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

 X   

There is no direct, structural

connection between the

diaphragm and the URM

shear walls. The addition of

post-installed anchors to

connect the diaphragm to the

URM shear walls or the

addition of new shear walls

may be appropriate.

White Salmon Valley, Hulan L. Whitson Elementary School, Main Building - Masonry ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 27 of 40



Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

 X   

The height-to-thickness ratio

of the URM shear walls is

greater than thirteen (13 ft.

height and 6-inch thickness).

URM out-of-plane

strengthening, such as a

steel strongback system, is

likely required. Further

investigation is required.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

   X

This evaluation item is

unknown and cannot be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate.
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Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

X     

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

 X   

Wood diaphragms do not

consist of wood structural

panel or diagonal sheathing.

Installation of plywood

sheathing may be

appropriate to mitigate

seismic risk.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further field

investigation to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

 X   

Beams, girders, and trusses

supported by URM walls or

pilasters do not have

independent secondary

columns for support of

vertical loads. The addition

of secondary supports is

required.
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White Salmon Valley, Hulan L. Whitson Elementary School, Main Building

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  No fire sprinklers

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  No emergency generator

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

 X   

Piping/ductwork is not

adequately protected from

damage that could

potentially allow release of

hazardous material. All

hazardous material piping

should be braced.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

X     

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate flexible

couplings on hazardous

material ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

   X

Further investigation is

required to verify detailing

of hazardous material

piping/ductwork at seismic

joints.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Inadequate bracing for

URM partitions.

Unreinforced masonry

partition walls should be

braced or demolished.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X   

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to review

acoustical tile/panel

ceilings for proper seismic

joint layout.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Ties are present, but

spacing is unknown.

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

   X

Further investigation is

required to verify method

of support of masonry

veneer at each floor above

grade.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

 X   

URM backup is present.

Further investigation is

required to determine the

state of the URM backup

and to develop a

mitigation

recommendation, if

necessary.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

 X   

Inadequate anchorage of

backup to the main

structure. Installation of

additional backup

anchorage may be

necessary. Further

investigation is required.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

X     

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X

Further investigation is

required to verify masonry

chimney anchorage.

White Salmon Valley, Hulan L. Whitson Elementary School, Main Building ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 36 of 40



Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  Concrete walls at stairs

S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Further investigation is

required to verify stair

connections.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required at

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X   

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

This evaluation item could

not be visually verified.

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required at

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

   X

Further investigation is

required to verify elevator

sheaves and drums have

cable retainer guards.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

   X

Further investigation is

required to verify proper

installation of retainer

plates.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Building Name: Middle School

Facility Name: Wayne M. Henkle Middle
School

District Name: White Salmon Valley
ICOS Latitude: 45.74
ICOS Longitude: -121.494
ICOS
County/District ID: 20405

ICOS Building ID: 22355
ASCE 41 Bldg Type: RM1
Enrollment: 195
Gross Sq. Ft. : 36,587
Year Built: 1960
Number of Stories: 1
SXS BSE-2E: 0.466
SX1 BSE-2E: 0.292
ASCE 41 Level of
Seismicity: High

Site Class: C
VS30(m/s): 380
Liquefaction

Potential:
Very Low

Tsunami Risk: None
Structural Drawings
Available: Yes

Evaluating Firm: WRK Engineers

1. White Salmon Valley, Wayne M. Henkle Middle School, Middle School
1.1 Building Description

The Wayne M. Henkle Middle School building is a one-story building with a mixture of masonry and wood-

framed construction. Additions and alterations to the building were constructed in 1990. The gymnasium is

constructed out of reinforced CMU. The upper half of the gymnasium walls are wood stud walls. The multi-

purpose room is constructed out of unreinforced masonry walls and reinforced masonry walls. The 1960

building is constructed on level ground and is located in White Salmon, Washington. The building is L-

shaped in plan, 342 feet by 347 feet, with a maximum roof height of 26 feet at the gymnasium and 16 feet at

the lower roof. Building construction consists of reinforced CMU walls, wood stud walls, and brick veneer.

The roof system is TJI joists and plywood sheathing. The gymnasium roof system is glulam arches,

dimensional lumber joists, and plywood sheathing.
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1.1.1 Building Use

The Wayne M. Henkle Middle School building consists of classrooms, a multi-purpose room, a library,

administrative offices, and a gymnasium. The middle school has over 190 student occupants.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Wayne M. Henkle Middle School
Structural System Description

Structural Roof
The roof system is composed of TJI joists and plywood sheathing at the addition

and dimensional lumber joists at the existing roofing.

Structural Floor(s) The ground level is a concrete floor slab.

Foundations
The load bearing walls and shear walls are supported by continuous wall

footings. Columns are supported by spread footings.

Gravity System
The gravity system is composed of wood beams and columns, steel columns,

reinforced masonry bearing walls, URM walls, and wood stud bearing walls.

Lateral System
The lateral system is a mixture of 8-inch reinforced CMU walls, double wythe

URM walls, and 2x6 wood shear walls.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Wayne M. Henkle Middle School
Structural System Description
Structural Roof No visible signs of corrosion, damage, or deterioration.

Structural Floor(s) No visible signs of corrosion, damage, or deterioration.

Foundations Unknown.

Gravity System Some cracking observed in masonry walls and exterior brick.

Lateral System Some cracking observed in masonry walls and exterior brick.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for White Salmon Valley Wayne M. Henkle Middle School Middle School
Deficiency Description

Load Path

Lack of connection between the diaphragm, the CMU shear walls, and the out-of-plane wall anchorage

connections. The addition of post-installed structural connections for in-plane and out-of-plane resistance is

required.

Shear Stress

Check

Shear stress in RM1 walls is compliant. However, corresponding shear stress in wood shear walls and URM

walls is non-compliant. The building will likely require wood and URM shear wall strengthening or the

addition of new shear walls. Further investigation is required.

Wall Anchorage

CMU walls at gymnasium are only CMU partial-height. Therefore, there is no anchorage to the roof

diaphragm. No wall anchorage at URM walls exists. Tension ties, blocking, strapping, and diaphragm nailing

required along CMU and URM walls to connect the walls to the diaphragm for out-of-plane forces.

Cross Ties

There are no continuous cross ties between diaphragm chords. The addition of new cross ties between

diaphragm chords or the addition of strap plates to connect existing framing members together may be

appropriate.

Diagonally

Sheathed and

Unblocked

Diaphragms

Diaphragm is unblocked with spans greater than 40 feet in locations. Diaphragm strengthening through the

addition of blocking and additional diaphragm nailing may be appropriate to mitigate seismic risk.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for White Salmon Valley Wayne M. Henkle Middle School Middle
School
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Transfer to Shear

Walls

No verified connection of diaphragm to CMU at Gridlines C and K between Gridlines 3 and 4. URM wall

along Gridlines S and T does not have connection detail verified. The addition of post-installed anchors may be

appropriate.

Stiffness of Wall

Anchors

This evaluation item is unknown and could not be visually verified. This item requires further investigation to

make a final determination on its compliance and to develop a mitigation recommendation, if necessary.

White Salmon Valley, Wayne M. Henkle Middle School, Middle School ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
Washington State School Seismic Safety Assessments Project 4 of 30



1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for White Salmon Valley Wayne M. Henkle Middle School Middle School
Deficiency Description
P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Inadequate bracing for URM partitions. Unreinforced masonry partition walls should be braced or

demolished.

CF-2 Tall Narrow Contents.

HR-not required; LS-H; PR-

MH.

Anchorage is required at tall narrow contents more than six feet high to provide overturning

restraint.

CF-3 Fall-Prone Contents.

HR-not required; LS-H; PR-H.
Anchorage is required for fall-prone contents weighing more than 20 pounds.

ME-3 Tall Narrow Equipment.

HR-not required; LS-H; PR-

MH.

Anchorage is required for tall narrow equipment more than six feet high to provide overturning

restraint.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for White Salmon Valley Wayne M. Henkle Middle School
Middle School
Unknown Item Description
P-3 Drift. HR-not required;

LS-MH; PR-MH.
Further investigation is required to verify detailing of rigid cementitious partitions for drift.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Further investigation is required to review suspended ceiling attachments.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Further investigation is required to review the support system for light fixtures. All light fixtures in

grid ceiling system should have seismic bracing.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.
Further investigation is required to verify detailing of glazing panes.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Further investigation is required to verify detailing of masonry veneer ties.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Further investigation is required to verify anchorage of masonry veneer at weakened planes.

ME-2 In-Line Equipment. HR-

not required; LS-H; PR-H.

This evaluation item could not be visually verified. Further investigation is required to review

vertical support and lateral bracing of equipment.
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Photos:

Figure 1-1. Learning Center - Glulam Roof Beams Typical
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Figure 1-2. Unbraced Mechanical Equipment, Typical Throughout
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Figure 1-3. Multipurpose Room with Glulam Arches

Figure 1-4. Damage to Interior CMU Walls
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Figure 1-5. Typical Corridor with Unknown Light Fixture Bracing

Figure 1-6. Library
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Figure 1-7. Wayne M. Henkle Middle School - South Exterior

Figure 1-8. Cracking in Exterior Masonry
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Figure 1-9. Gas Lines at South Exterior
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Figure 1-10. Wayne M. Henkle Middle School - West Exterior
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White Salmon Valley, Wayne M. Henkle Middle School, Middle School

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

 X   

Lack of connection between

the diaphragm, the CMU

shear walls, and the out-of-

plane wall anchorage

connections. The addition of

post-installed structural

connections for in-plane and

out-of-plane resistance is

required.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X     

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

  X   

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X     

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

 X   

Shear stress in RM1 walls is

compliant. However,

corresponding shear stress in

wood shear walls and URM

walls is non-compliant. The

building will likely require

wood and URM shear wall

strengthening or the addition

of new shear walls. Further

investigation is required.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

X     

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT
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Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

 X   

CMU walls at gymnasium

are only CMU partial-

height. Therefore, there is no

anchorage to the roof

diaphragm. No wall

anchorage at URM walls

exists. Tension ties,

blocking, strapping, and

diaphragm nailing required

along CMU and URM walls

to connect the walls to the

diaphragm for out-of-plane

forces.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X   

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

No verified connection of

diaphragm to CMU at

Gridlines C and K between

Gridlines 3 and 4. URM wall

along Gridlines S and T does

not have connection detail

verified. The addition of

post-installed anchors may

be appropriate.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X   

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

X     

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

X     

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   
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Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

 X   

There are no continuous

cross ties between

diaphragm chords. The

addition of new cross ties

between diaphragm chords

or the addition of strap plates

to connect existing framing

members together may be

appropriate.

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

 X   

Diaphragm is unblocked

with spans greater than 40

feet in locations. Diaphragm

strengthening through the

addition of blocking and

additional diaphragm nailing

may be appropriate to

mitigate seismic risk.

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

   X

This evaluation item is

unknown and could not be

visually verified. This item

requires further investigation

to make a final

determination on its

compliance and to develop a

mitigation recommendation,

if necessary.
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White Salmon Valley, Wayne M. Henkle Middle School, Middle School

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X   

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X   

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X   

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X   

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

 X   

Inadequate bracing for

URM partitions.

Unreinforced masonry

partition walls should be

braced or demolished.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

X     

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

   X

Further investigation is

required to verify detailing

of rigid cementitious

partitions for drift.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Further investigation is

required to review

suspended ceiling

attachments.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures. All light fixtures

in grid ceiling system

should have seismic

bracing.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

Further investigation is

required to verify detailing

of glazing panes.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Further investigation is

required to verify detailing

of masonry veneer ties.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  One story

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Further investigation is

required to verify

anchorage of masonry

veneer at weakened planes.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X     

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

X    
16 inches on center each

way

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X   
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X   

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X   

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X   
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X   

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

 X   

Anchorage is required at

tall narrow contents more

than six feet high to

provide overturning

restraint.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

 X   

Anchorage is required for

fall-prone contents

weighing more than 20

pounds.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X   
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

   X

This evaluation item could

not be visually verified.

Further investigation is

required to review vertical

support and lateral bracing

of equipment.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

 X   

Anchorage is required for

tall narrow equipment

more than six feet high to

provide overturning

restraint.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X  

Non-applicable due to

ASCE 41 Performance

Level: "Life Safety (LS)"

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  No elevator

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  No elevator"

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator"
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X  No elevator

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X  No elevator

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X  No elevator
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Building Name: Business Building/Home
Ec.

Facility Name: Wilson Creek K-12
District Name: Wilson Creek
ICOS Latitude: 47.426
ICOS Longitude: -119.121
ICOS
County/District ID: 13167

ICOS Building ID: 10998
ASCE 41 Bldg Type: W2
Enrollment: 92
Gross Sq. Ft. : 2,272
Year Built: 1984
Number of Stories: 1
SXS BSE-2E: 0.305
SX1 BSE-2E: 0.175
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 374
Liquefaction

Potential:
very low

Tsunami Risk: None
Structural Drawings
Available: No

Evaluating Firm: DCI Engineers - Spokane

1. Wilson Creek, Wilson Creek K-12, Business Building/Home Ec.
1.1 Building Description

The Business/Home Economics building is a wood-framed, single-story building set into the hillside on the

west side of the campus. The building was built in 1984 and is rectangular in plan, approximately 75-feet

long by 30-feet wide. Per ASCE 41-17 Table 3.2, this building is a benchmark building based on

construction date and building type; because the structure is located on a sloped site, a benchmark

designation is not allowed per footnote b.
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1.1.1 Building Use

The building houses two classrooms and a bathroom. One classroom is for home economics, the other is a

computer lab. It is assumed that entire district uses the building.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Wilson Creek K-12
Structural System Description
Structural Roof The roof consists of wood trusses and wood sheathing.

Structural Floor(s) The building appeared to have a concrete slab-on-grade floor.

Foundations
Unknown, but based on site class and visual observations it is assumed

conventional foundations are in place.

Gravity System

The gravity system appeared to consist of prefabricated wood trusses and wood

stud walls on the southern side and concrete retaining walls on the remaining

three sides. Existing drawings were not available to verify systems.

Lateral System
The lateral system appeared to be wood framed shear walls. Existing drawings

were not available to verify systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Wilson Creek K-12
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s)
Fair. A staff member pointed out a crack in the floor that was attributed to the

last earthquake in that region.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Business Building/Home Ec.
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Business Building/Home Ec.
Unknown Item Description
Load Path No existing drawings or access to verify; assumed compliant based on building age.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Narrow Wood

Shear Walls
No drawings to confirm, but likely compliant.

Wood Posts No existing drawings and limited access to verify.

Wood Sills No existing drawings and limited access to verify, but likely compliant.

Girder-Column

Connection
No existing drawings and limited access to verify. Unknown if girders are present in building.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Business Building/Home Ec.
Deficiency Description
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Business Building/Home
Ec.
Unknown Item Description
HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
Unable to determine if the building has natural gas.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

Unable to determine if the building has natural gas.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Due to limited access, it is unknown how the light fixtures are braced.

M-1 Ties. HR-not required;

LS-LMH; PR-LMH.
Existing drawings were not available to verify ties and spacing.

M-3 Weakened Planes. HR-

not required; LS-LMH; PR-

LMH.

Existing drawings were not available to verify tie locations.
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Photos:

Figure 1-1. Water heater for the building.

Figure 1-2. Shelves and storage cabinets in the computer lab.
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Figure 1-3. Southwest corner of the building.

Figure 1-4. North side of building.
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Figure 1-5. West side of building.

Figure 1-6. Home economics classroom.
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Wilson Creek, Wilson Creek K-12, Business Building/Home Ec.

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings or

access to verify; assumed

compliant based on building

age.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X
Adjacent buildings are

several feet away.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X No mezzanine.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X     

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

X    

No existing drawings to

verify; compliant based on

assumption that exterior

walls are used for shear

resistance.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

X     
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

No drawings to confirm, but

assumed complaint based on

number of walls.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

X    

No drawings to confirm

shear wall length or

sheathing, but compliant

assuming structural panel

sheathing and two shear

walls on south face of

building.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X
No drawings to confirm, but

likely compliant.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

  X  Building is same elevation.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  No cripple walls present.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

No walls with openings

greater than 80% of the

length.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X
No existing drawings and

limited access to verify.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

No existing drawings and

limited access to verify, but

likely compliant.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No existing drawings and

limited access to verify.

Unknown if girders are

present in building.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

  X  
Not required for Moderate

Seismicity.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

  X   

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

  X   

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   
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Wilson Creek, Wilson Creek K-12, Business Building/Home Ec.

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

There is no fire

suppression system in the

building.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

There is no generator to

power the building in case

of an emergency.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  
This is a single story

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

There is no equipment in

the building that contains

hazardous materials.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   

Wilson Creek, Wilson Creek K-12, Business Building/Home Ec. ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 16 of 26



HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X
Unable to determine if the

building has natural gas.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X
Unable to determine if the

building has natural gas.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The building is wood

framed. There is no

unreinforced masonry in

the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   

Wilson Creek, Wilson Creek K-12, Business Building/Home Ec. ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 17 of 26



Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no lath and

plaster ceilings in the

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no suspended

gypsum board ceilings in

the building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Due to limited access, it is

unknown how the light

fixtures are braced.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

There is no cladding on the

building weighing more

than 10 psf.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

There is no overhead

glazing exceeding 16 sf2

in the building.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

   X

Existing drawings were not

available to verify ties and

spacing.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X  It is a single story building.

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

   X

Existing drawings were not

available to verify tie

locations.

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

X    
There is no masonry in the

building.

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X  
There are no steel studs in

the building.

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X  
There is no masonry back

up in the building.

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are parapets on the

building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no chimneys in

the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
This is a single story

building.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X   

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There are no industrial

storage racks in the

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS- not

required for moderate

seismic levels.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS- not

required for moderate

seismic levels.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS- not

required for moderate

seismic levels.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS- not

required for moderate

seismic levels.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS- not

required for moderate

seismic levels.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS- not

required for moderate

seismic levels.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS- not

required for moderate

seismic levels.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Gym/Commons
Facility Name: Wilson Creek K-12
District Name: Wilson Creek
ICOS Latitude: 47.426
ICOS Longitude: -119.121
ICOS
County/District ID: 13167

ICOS Building ID: 24318
ASCE 41 Bldg Type: RM1
Enrollment: 92
Gross Sq. Ft. : 17,335
Year Built: 1997
Number of Stories: 1
SXS BSE-2E: 0.305
SX1 BSE-2E: 0.175
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 374
Liquefaction
Potential: very low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Wilson Creek, Wilson Creek K-12, Gym/Commons
1.1 Building Description

The gymnasium building is single-story steel and CMU structure. The building houses the gym, concessions

area, locker rooms, cafeteria, and stage. The weight room is located on a mezzanine area overlooking the

gym floor. The building is rectangular in shape and is approximately 160-feet long by 110-feet wide. Per

ASCE 41-17 Table 3.2, this structure is considered a benchmark building based on the construction date and

building type; because the building is located on a sloped site, the benchmark designation is not allowed per

footnote b.
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1.1.1 Building Use

The gym is used by the entire school district: approximately 150 students and over 20 staff members. It is

used daily by the entire student body for music and gym classes, as well as the cafeteria. It is used to host

sporting events and other after-school activities.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Wilson Creek K-12
Structural System Description
Structural Roof The roof appears to be constructed with open-web steel joists and metal decking.

Structural Floor(s)

The single-story building appeared to have a concrete slab-on-grade floor. It is

unknown if the floor is reinforced. The mezzanine in the gym area is assumed to

be framed with concrete on metal deck over steel beams.

Foundations
Unknown, but based on site class and visual observations it is assumed

conventional foundations are in place.

Gravity System

The building appeared to be framed with open-web steel joists and metal

decking supported by CMU bearing walls. The mezzanine is assumed to be

framed with concrete on metal deck over steel beams supported by CMU. Based

on the age of the building, the walls are assumed to be reinforced.

Lateral System

The lateral system appeared to be CMU shear walls. Existing drawings were not

available to verify systems or if reinforcing is present in the CMU; based on the

age of the building, the walls are assumed to be reinforced.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Wilson Creek K-12
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Gym/Commons
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Gym/Commons
Unknown Item Description
Load Path No existing drawings and limited access to verify, but likely compliant.

Mezzanines No existing drawings and limited access to verify, but likely compliant.

Torsion No existing drawings and limited access to verify, but likely compliant.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check
No existing drawings, but likely compliant based on length of wall present.

Reinforcing Steel No existing drawings and limited access to verify, but likely compliant based on age of structure.

Wall Anchorage No existing drawings and limited access to verify.

Transfer to Shear

Walls
No existing drawings and limited access to verify.

Foundation

Dowels
No existing drawings and limited access to verify, likely compliant based on age of building.

Girder-Column

Connection
No existing drawings and limited access to verify.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Gym/Commons
Deficiency Description
LSS-1 Fire Suppression

Piping. HR-not required; LS-

LMH; PR-LMH.

No bracing of the sprinkler lines were visible upon inspection.

LSS-2 Flexible Couplings.

HR-not required; LS-LMH;

PR-LMH.

No flexible couplings were visible upon inspection.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Gym/Commons
Unknown Item Description
LSS-5 Sprinkler Ceiling

Clearance. HR-not required;

LS-MH; PR-MH.

Standard escutcheons present at penetrations.

HM-1 Hazardous Material

Equipment. HR-LMH; LS-

LMH; PR-LMH.

There did not appear to be equipment containing hazardous material.

HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
It was unknown if natural gas was present in the building and if there was a shutoff valve installed.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Connections not visible, but it is assumed partitions are not laterally supported by an integrated

ceiling system.

LF-1 Independent Support.

HR-not required; LS-MH; PR-

MH.

Based on limited access, it is unknown how the lights are braced within the ceiling grid.

PCOA-2 Canopies. HR-not

required; LS-LMH; PR-LMH.

The canopies are supported by CMU columns and connected to the side of the building. It is

unknown the connection spacing.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Due to finishes, the stair connection was not visible.
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Photos:

Figure 1-1. East side of bridge connecting gym to main building

Figure 1-2. East side of building.
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Figure 1-3. North side of building.

Figure 1-4. South side of building.
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Figure 1-5. Cafeteria kitchen.

Figure 1-6. Storage room in kitchen area with tall shelves.
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Figure 1-7. Gymnasium with visible open-web steel joist roof construction.

Figure 1-8. Connection of basketball hoops and pendant light in gymnasium.
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Wilson Creek, Wilson Creek K-12, Gym/Commons

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No existing drawings and

limited access to verify, but

likely compliant.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X

No existing drawings and

limited access to verify, but

likely compliant.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X Single-story building.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

  X   

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

   X

No existing drawings and

limited access to verify, but

likely compliant.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not required for Moderate

Seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-34 Collapse Prevention Structural Checklist for Building Types RM1 and RM2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

No existing drawings, but

assumed compliant based on

number of walls observed.

Shear Stress Check

The shear stress in the reinforced masonry shear

walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 70

lb/in.2 (0.48 MPa). (Tier 2: Sec. 5.5.3.1.1;

Commentary: Sec. A.3.2.4.1)

   X

No existing drawings, but

likely compliant based on

length of wall present.

Reinforcing Steel

The total vertical and horizontal reinforcing steel

ratio in reinforced masonry walls is greater than

0.002 of the wall with the minimum of 0.0007 in

either of the two directions; the spacing of

reinforcing steel is less than 48 in. (1220 mm),

and all vertical bars extend to the top of the

walls. (Tier 2: Sec. 5.5.3.1.3; Commentary: Sec.

A.3.2.4.2)

   X

No existing drawings and

limited access to verify, but

likely compliant based on

age of structure.

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Topping Slab

Precast concrete diaphragm elements are

interconnected by a continuous reinforced

concrete topping slab. (Tier 2: Sec. 5.6.4;

Commentary: Sec. A.4.5.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X
No existing drawings and

limited access to verify.
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Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

  X  

Assumed not applicable

based on visible metal roof

deck.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X
No existing drawings and

limited access to verify.

Topping Slab to Walls

or Frames

Reinforced concrete topping slabs that

interconnect the precast concrete diaphragm

elements are doweled for transfer of forces into

the shear wall or frame elements. (Tier 2: Sec.

5.7.2; Commentary: Sec. A.5.2.)

  X  

No existing drawings and

limited access to verify, but

it is assumed no topping slab

is present at roof.

Foundation Dowels

Wall reinforcement is doweled into the

foundation. (Tier 2: Sec. 5.7.3.4; Commentary:

Sec. A.5.3.5)

   X

No existing drawings and

limited access to verify,

likely compliant based on

age of building.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X
No existing drawings and

limited access to verify.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Stiff Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
Not required for Moderate

Seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X   

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X   

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   
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Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

Diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. (3 mm) before engagement of the anchors.

(Tier 2: Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X   
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Wilson Creek, Wilson Creek K-12, Gym/Commons

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

 X   

No bracing of the sprinkler

lines were visible upon

inspection.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   
No flexible couplings were

visible upon inspection.

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  

Based on staff comments,

there is no generator to

provide emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

There are no enclosed

stairs present in the

building.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

   X
Standard escutcheons

present at penetrations.

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

   X

There did not appear to be

equipment containing

hazardous material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X  

There did not appear to be

hazardous materials stored

in the building.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X  

There did not appear to be

hazardous materials in the

building.
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It was unknown if natural

gas was present in the

building and if there was a

shutoff valve installed.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X  

There did not appear to be

hazardous materials in the

building.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

Based on the year

constructed, there should

not be any unreinforced

masonry partitions.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Connections not visible,

but it is assumed partitions

are not laterally supported

by an integrated ceiling

system.

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  

Based on construction type

and visual observation,

there did not appear to be

cementitious partitions in

the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no lath and

plaster ceilings in the

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There does not appear to

be suspended gypsum

ceilings in the building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Based on limited access, it

is unknown how the lights

are braced within the

ceiling grid.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

There is no cladding on the

building. The exterior

walls are exposed CMU.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  

The overhead glazing

panels have areas less than

16 ft2.
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There is no brick veneer on

the building. The exterior

walls are exposed CMU.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no URM

parapets on the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

   X

The canopies are

supported by CMU

columns and connected to

the side of the building. It

is unknown the connection

spacing.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no URM

chimneys on the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The walls around the stairs

are reinforced masonry.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X
Due to finishes, the stair

connection was not visible.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  
There was no industrial

storage in the building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS - not

required in moderate

seismic levels.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS - not

required in moderate

seismic levels.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS - not

required in moderate

seismic levels.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS - not

required in moderate

seismic levels.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS - not

required in moderate

seismic levels.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS - not

required in moderate

seismic levels.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS - not

required in moderate

seismic levels.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Main - Gym & Classrooms
Facility Name: Wilson Creek K-12
District Name: Wilson Creek
ICOS Latitude: 47.426
ICOS Longitude: -119.121
ICOS
County/District ID: 13167

ICOS Building ID: 24204
ASCE 41 Bldg Type: URM
Enrollment: 92
Gross Sq. Ft. : 18,944
Year Built: 1932
Number of Stories: 2
SXS BSE-2E: 0.305
SX1 BSE-2E: 0.175
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 374
Liquefaction
Potential: very low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Wilson Creek, Wilson Creek K-12, Main - Gym & Classrooms
1.1 Building Description

The K-12 Classroom building is two-story unreinforced masonry building built in 1932. The building is

rectangular in plan; approximately 140-feet long by 80-feet wide. A steel-framed handicapped ramp for

second floor access is located on the west side of the building. A bridge extends from the upper level to

access the gym to the north. The lower level of the building is day-lighted into the hill.
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1.1.1 Building Use

The school serves Kindergarten through the 12th grade. There are approximately 150 students and 20 staff

members that use the facility. The upper floor of the school consists of the junior high and high school

classrooms, administrative areas, and a small gymnasium. The lower level serves the elementary classrooms

and mechanical areas.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Wilson Creek K-12
Structural System Description
Structural Roof The roof appears to consist of wood trusses and wood sheathing.

Structural Floor(s)
The building appears to have a concrete slab-on-grade floor and elevated wood

framed floors.

Foundations
Unknown but based on age of the building and visual observations it is assumed

conventional foundations are in place.

Gravity System

The gravity system appears to consist of wood trusses or joists supported by

exterior URM walls and interior wood stud walls. The north wall at the lower

level appears to be a concrete retaining wall. Existing drawings were not

available to verify systems.

Lateral System
The lateral system appears to be URM exterior walls. Existing drawings were

not available to verify systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Wilson Creek K-12
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Main - Gym & Classrooms
Deficiency Description

Shear Stress

Check

Due to lack of existing drawings the shear wall lengths are unknown but based on visual observation, assuming

that 30% of the overall wall exterior wall length provides lateral resistance, the shear stress in the wall is

approximately 40 psi. It is unknown if interior shear wall provide lateral support.
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Main - Gym & Classrooms
Unknown Item Description

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure
The building is located on wide shelf cut into the hillside. Requires further investigation by a licensed

geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Wall Anchorage

Diaphragm connections to the URM were not visible and existing drawings for the structure were not available.

Based on the type of construction, it is assumed all walls are bearing or tied into diaphragm; the strength of the

connections is likely noncompliant.

Wood Ledgers Ledger connections to the URM were not visible and existing drawings for the structure were not available.

Transfer to Shear

Walls
Connections for the the building were not visible to verify and existing drawings were not available.

Girder-Column

Connection
Connections for the the building were not visible to verify and existing drawings were not available.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Main - Gym & Classrooms
Deficiency Description
MC-1 URM Chimneys. HR-

LMH; LS-LMH; PR-LMH.
The URM chimney extends above the roof well above the 3:1 ratio.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Main - Gym & Classrooms
Unknown Item Description
HM-4 Shutoff Valves. HR-

MH; LS-MH; PR-MH.
It is unknown if there is natural gas or a shutoff valve for it in the building.

HM-5 Flexible Couplings.

HR-LMH; LS-LMH; PR-

LMH.

It is unknown if there is natural gas piping in the building.

P-1 Unreinforced Masonry.

HR-LMH; LS-LMH; PR-

LMH.

Due to limited access, unable to verify how URM partitions are anchored.

P-2 Heavy Partitions

Supported by Ceilings. HR-

LMH; LS-LMH; PR-LMH.

Due to limited access, unable to verify how partitions are supported

C-1 Suspended Lath and

Plaster. HR-H; LS-MH; PR-

LMH.

Based on limited visual, it is unknown if there are suspended lath and plaster ceilings in the

building.

C-2 Suspended Gypsum

Board. HR-not required; LS-

MH; PR-LMH.

Based on limited visual, it is unknown if there are suspended lath and plaster ceilings in the

building.

CG-8 Overhead Glazing. HR-

not required; LS-MH; PR-MH.

No markings were visible to verify if the glass is laminated annealed or laminated heat-

strengthened

PCOA-1 URM Parapets or

Cornices. HR-LMH; LS-

LMH; PR-LMH.

Due to limited access and existing drawing not available, the height-to-thickness ratio of the

parapets is unknown.

MC-2 Anchorage. HR-LMH;

LS-LMH; PR-LMH.
It is unknown how the chimney is anchored.

S-1 Stair Enclosures. HR-not

required; LS-LMH; PR-LMH.

Based on limited access, unable to verify wall connectivity to floor diaphragm and height-to-

thickness ratio at stairs.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Due to finishes the wood stair connections were not visible to verify if they can accommodate drift.
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Photos:

Figure 1-1. Library with tall shelving.

Figure 1-2. Second floor gymnasium.
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Figure 1-3. First floor mechanical room.

Figure 1-4. Typical classroom with fluorescent light fixtures and drop-in acoustical tiles.
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Figure 1-5. Large overhead glazing at the main entrance.
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Figure 1-6. Southeast face of the building.

Figure 1-7. East side of building.

Wilson Creek, Wilson Creek K-12, Main - Gym & Classrooms ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 10 of 29



Figure 1-8. Chimney on north side of building (east end); appears to be of light-gauge steel construction.

Figure 1-9. Tall URM chimney on northwest corner of building.
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Figure 1-10. Steel-framed access ramp to second story.
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Wilson Creek, Wilson Creek K-12, Main - Gym & Classrooms

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Based on visual observation,

the building has a complete

load path.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X    

The nearest building is

located approximately 20

feet away at the closest

point.

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X    

The mezzanine around the

gym area is completely tied

into the main walls of they

gym.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X    

There appears to be equal, if

not more, shear wall on the

lower level than the upper

level.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

There appears to be equal, if

not more, shear wall on the

lower level than the upper

level.

Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

X    

Based on visual observation,

the exterior walls stack and

are continuous to the

foundation.
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Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

X    

Based on visual observation,

the exterior walls stack and

are continuous to the

foundation.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X    

The floors are very similar

so the mass at each level will

be similar.

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

The building is symmetrical,

therefore, the center of mass

should be relatively similar

to the center of rigidity.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

The building is located on

wide shelf cut into the

hillside. Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.
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High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
The site is classified as

Moderate Seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X  
The site is classified as

Moderate Seismicity.
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17-36 Collapse Prevention Structural Checklist for Building Types URM and

URMa

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

There are more than two

lines of shear walls present

in each direction.

Shear Stress Check

The shear stress in the unreinforced masonry

shear walls, calculated using the Quick Check

procedure of Section 4.4.3.3, is less than 30

lb/in.2 (0.21 MPa) for clay units and 70 lb/in.2

(0.48 MPa) for concrete units. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.5.1)

 X   

Due to lack of existing

drawings the shear wall

lengths are unknown but

based on visual observation,

assuming that 30% of the

overall wall exterior wall

length provides lateral

resistance, the shear stress in

the wall is approximately 40

psi. It is unknown if interior

shear wall provide lateral

support.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wall Anchorage

Exterior concrete or masonry walls that are

dependent on the diaphragm for lateral support

are anchored for out-of-plane forces at each

diaphragm level with steel anchors, reinforcing

dowels, or straps that are developed into the

diaphragm. Connections have strength to resist

the connection force calculated in the Quick

Check procedure of Section 4.4.3.7. (Tier 2: Sec.

5.7.1.1; Commentary: Sec. A.5.1.1)

   X

Diaphragm connections to

the URM were not visible

and existing drawings for the

structure were not available.

Based on the type of

construction, it is assumed

all walls are bearing or tied

into diaphragm; the strength

of the connections is likely

noncompliant.

Wood Ledgers

The connection between the wall panels and the

diaphragm does not induce cross-grain bending

or tension in the wood ledgers. (Tier 2: Sec.

5.7.1.3; Commentary: Sec. A.5.1.2)

   X

Ledger connections to the

URM were not visible and

existing drawings for the

structure were not available.

Transfer to Shear Walls

Diaphragms are connected for transfer of seismic

forces to the shear walls. (Tier 2: Sec. 5.7.2;

Commentary: Sec. A.5.2.1)

   X

Connections for the the

building were not visible to

verify and existing drawings

were not available.
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Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

Connections for the the

building were not visible to

verify and existing drawings

were not available.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Proportions

The height-to-thickness ratio of the shear walls

at each story is less than the following: Top story

of multi-story building – 9; First story of multi-

story building – 15; All other conditions – 13.

(Tier 2: Sec. 5.5.3.1.2; Commentary: Sec.

A.3.2.5.2)

  X  
The site is classified as

Moderate Seismicity.

Masonry Layup

Filled collar joints of multi-wythe masonry walls

have negligible voids. (Tier 2: Sec. 5.5.3.4.1;

Commentary: Sec. A.3.2.5.3)

  X  
The site is classified as

Moderate Seismicity.

Diaphragms (Stiff or Flexible)

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Openings at Shear

Walls

Diaphragm openings immediately adjacent to the

shear walls are less than 25% of the wall length.

(Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4)

  X  
The site is classified as

Moderate Seismicity.

Openings at Exterior

Masonry Shear Walls

Diaphragm openings immediately adjacent to

exterior masonry shear walls are not greater than

8 ft (2.4 m) long. (Tier 2: Sec. 5.6.1.3;

Commentary: Sec. A.4.1.6)

  X  
The site is classified as

Moderate Seismicity.

Flexible Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Cross Ties

There are continuous cross ties between

diaphragm chords. (Tier 2: Sec. 5.6.1.2;

Commentary: Sec. A.4.1.2)

  X  
The site is classified as

Moderate Seismicity.

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X  
The site is classified as

Moderate Seismicity.

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X  
The site is classified as

Moderate Seismicity.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and aspect ratios

less than or equal to 4 to-1. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.3)

  X  
The site is classified as

Moderate Seismicity.
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Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X  
The site is classified as

Moderate Seismicity.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Stiffness of Wall

Anchors

Anchors of concrete or masonry walls to wood

structural elements are installed taut and are stiff

enough to limit the relative movement between

the wall and the diaphragm to no greater than 1/8

in. before engagement of the anchors. (Tier 2:

Sec. 5.7.1.2; Commentary: Sec. A.5.1.4)

  X  
The site is classified as

Moderate Seismicity.

Beam, Girder, and

Truss Supports

Beams, girders, and trusses supported by

unreinforced masonry walls or pilasters have

independent secondary columns for support of

vertical loads. (Tier 2: Sec. 5.7.4.4;

Commentary: Sec. A.5.4.5)

  X  
The site is classified as

Moderate Seismicity.
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Wilson Creek, Wilson Creek K-12, Main - Gym & Classrooms

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

There is no fire

suppression system in the

building.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
There is no generator to

provide emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

  X  

The stairs are open,

pressurization and smoke

duct controls are not

present.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on staff comments,

there is no equipment

containing hazardous

material.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

  X   

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

   X

It is unknown if there is

natural gas or a shutoff

valve for it in the building.

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

   X

It is unknown if there is

natural gas piping in the

building.

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

   X

Due to limited access,

unable to verify how URM

partitions are anchored.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

   X

Due to limited access,

unable to verify how

partitions are supported

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
There are no cementitious

partitions in the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on limited visual, it

is unknown if there are

suspended lath and plaster

ceilings in the building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

   X

Based on limited visual, it

is unknown if there are

suspended lath and plaster

ceilings in the building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

No light fixtures weighing

more per square foot than

the ceiling they penetrate

were observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  

The building does not have

cladding on it. It is

exposed URM walls.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   

Wilson Creek, Wilson Creek K-12, Main - Gym & Classrooms ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 22 of 29



CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

   X

No markings were visible

to verify if the glass is

laminated annealed or

laminated heat-

strengthened
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Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  

There is no masonry

veneer on the building.

The exterior walls are

exposed URM walls

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

   X

Due to limited access and

existing drawing not

available, the height-to-

thickness ratio of the

parapets is unknown.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no concrete

parapets on the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

 X   

The URM chimney

extends above the roof

well above the 3:1 ratio.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

   X
It is unknown how the

chimney is anchored.

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

   X

Based on limited access,

unable to verify wall

connectivity to floor

diaphragm and height-to-

thickness ratio at stairs.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Due to finishes the wood

stair connections were not

visible to verify if they can

accommodate drift.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

There is no industrial

storage areas in this

building.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS - not

required at moderate

seismic levels.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS - not

required at moderate

seismic levels.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS - not

required at moderate

seismic levels.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS - not

required at moderate

seismic levels.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS - not

required at moderate

seismic levels.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS - not

required at moderate

seismic levels.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS - not

required at moderate

seismic levels.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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Building Name: Vo-Ag / Science Bldg
Facility Name: Wilson Creek K-12
District Name: Wilson Creek
ICOS Latitude: 47.426
ICOS Longitude: -119.121
ICOS
County/District ID: 13167

ICOS Building ID: 22654
ASCE 41 Bldg Type: W2
Enrollment: 92
Gross Sq. Ft. : 7,950
Year Built: 1989
Number of Stories: 2
SXS BSE-2E: 0.305
SX1 BSE-2E: 0.175
ASCE 41 Level of
Seismicity: Moderate

Site Class: C
VS30(m/s): 374
Liquefaction
Potential: very low

Tsunami Risk: None
Structural Drawings Available: No
Evaluating Firm: DCI Engineers - Spokane

1. Wilson Creek, Wilson Creek K-12, Vo-Ag / Science Bldg
1.1 Building Description

The Vo-Ag/Science building is a wood-framed building with a two-story classroom area located in the north-

eastern portion of the building. The building is located on a sloped site on the north side of Wilson Creek

across the street from the main campus. The building is rectangular in plan, approximately 88-feet long by

60-feet wide. The shell of the building was built in 1989, and the two-story classroom area was community-

built soon after. The structure appears to be framed with prefabricated wood trusses, wood joist floor framing

and wood bearing walls. This structure is considered a benchmark building by the ASCE 41-17 (Table 3-2)

based on the age and building type; because the structure is located on a sloping site, the benchmark

designation is not allowed per footnote b.
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1.1.1 Building Use

The building houses classroom space for math and science, a wood shop, and a welding shop. It is unknown

if the entire district uses the building, but is assumed that it is primarily used by students 7th grade and

above.

1.1.2 Structural System

Table 1.1-1. Structural System Description of Wilson Creek K-12
Structural System Description
Structural Roof The roof consisted of wood trusses and wood sheathing.

Structural Floor(s)
The building appears to have a concrete slab-on-grade floor and wood joist

framed floors in the second story area.

Foundations
Unknown, but based on site class and visual observations it is assumed

conventional foundations are in place.

Gravity System

The gravity system appears to consist of prefabricated wood trusses and wood

floor joists bearing on wood stud walls. Existing drawings were not available to

verify systems.

Lateral System
The lateral system appears to be wood framed shear walls. Existing drawings

were not available to verify systems.

1.1.3 Structural System Visual Condition

Table 1.1-2. Structural System Condition Description of Wilson Creek K-12
Structural System Description
Structural Roof Good. No visible signs of corrosion, damage or deterioration.

Structural Floor(s) Good. No visible signs of corrosion, damage or deterioration.

Foundations Unknown. No visible signs of corrosion, damage or deterioration.

Gravity System Good. No visible signs of corrosion, damage or deterioration.

Lateral System Good. No visible signs of corrosion, damage or deterioration.
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1.2 Seismic Evaluation Findings
1.2.1 Structural Seismic Deficiencies

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency

is also provided based on this evaluation.

Table 1-3. Identified Structural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Vo-Ag / Science Bldg
Deficiency Description
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1.2.2 Structural Checklist Items Marked as 'U'nknown

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation,

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are

summarized below. Commentary for each unknown item is also provided based on the evaluation.

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Vo-Ag / Science Bldg
Unknown Item Description

Load Path
No drawings available and limited access to verify. Likely compliant based on age of the building, but shell-

infill construction phasing raises connection questions.

Mezzanines No drawings available and limited access to verify.

Vertical

Irregularities
No drawings available and limited access to verify, but likely compliant.

Geometry No drawings available and limited access to verify, but likely compliant.

Liquefaction

The liquefaction potential of site soils is unknown at this time given available information. Very low

liquefaction potential is identified per ICOS based on state geologic mapping. Requires further investigation by

a licensed geotechnical engineer to determine liquefaction potential.

Slope Failure Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure.

Surface Fault

Rupture

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of

expected surface fault ruptures.

Shear Stress

Check

No drawings available and limited access to verify, but likely compliant based on light nature of building and

long wall lengths.

Gypsum

Wallboard or

Plaster Shear

Walls

No drawings available and limited access to verify, but likely compliant.

Narrow Wood

Shear Walls
No drawings available and limited access to verify, but likely compliant.

Walls Connected

Through Floors
No drawings available and limited access to verify.

Wood Posts No drawings available and limited access to verify.

Wood Sills No drawings available and limited access to verify, but likely compliant.

Girder-Column

Connection
No drawings available and limited access to verify, but likely compliant.
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1.3.1 Nonstructural Seismic Deficiencies

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the

FEMA E-74 Excerpts appendix.

Table 1-5. Identified Nonstructural Seismic Deficiencies for Wilson Creek Wilson Creek K-12 Vo-Ag / Science Bldg
Deficiency Description
HM-2 Hazardous Material

Storage. HR-LMH; LS-LMH;

PR-LMH.

Gas cylinders on wheeled carts are stored free-standing in the welding shop.
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation.

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix.

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Wilson Creek Wilson Creek K-12 Vo-Ag / Science Bldg
Unknown Item Description
LSS-4 Stair and Smoke Ducts.

HR-not required; LS-LMH;

PR-LMH.

There doesn't appear to be smoke control ducts or pressurization in the stairwell.

S-2 Stair Details. HR-not

required; LS-LMH; PR-LMH.
Due to finishes, it is unknown how the stairs are attached.
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Photos:

Figure 1-1. Welding shop area.

Figure 1-2. Wood shop area.
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Figure 1-3. Welding shop.

Figure 1-4. North side of building; access bridge to second floor visible.
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Figure 1-5. Stairs to second floor classrooms.

Figure 1-6. Example of classroom.
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Figure 1-7. East side of building with main entrance door open.

Figure 1-8. Welding shop with storage mezzanine visible.
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Wilson Creek, Wilson Creek K-12, Vo-Ag / Science Bldg

17-2 Collapse Prevention Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined

load path, including structural elements and

connections, that serves to transfer the inertial

forces associated with the mass of all elements

of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X

No drawings available and

limited access to verify.

Likely compliant based on

age of the building, but

shell-infill construction

phasing raises connection

questions.

Adjacent Buildings

The clear distance between the building being

evaluated and any adjacent building is greater

than 0.25% of the height of the shorter building

in low seismicity, 0.5% in moderate seismicity,

and 1.5% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

X

Mezzanines

Interior mezzanine levels are braced

independently from the main structure or are

anchored to the seismic-force-resisting elements

of the main structure. (Tier 2: Sec. 5.4.1.3;

Commentary: Sec. A.2.1.3)

X
No drawings available and

limited access to verify.

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-

force-resisting system in any story in each

direction is not less than 80% of the strength in

the adjacent story above. (Tier 2: Sec. 5.4.2.1;

Commentary: Sec. A.2.2.2)

X

No drawings available and

limited access to verify, but

assumed to be compliant

based on presence of more

walls on the first floor than

the second.

Soft Story

The stiffness of the seismic-force-resisting

system in any story is not less than 70% of the

seismic-force-resisting system stiffness in an

adjacent story above or less than 80% of the

average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X

No drawings available and

limited access to verify, but

assumed to be compliant

based on presence of more

walls on the first floor than

the second.
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Vertical Irregularities

All vertical elements in the seismic-force-

resisting system are continuous to the

foundation. (Tier 2: Sec. 5.4.2.3; Commentary:

Sec. A.2.2.4)

   X

No drawings available and

limited access to verify, but

likely compliant.

Geometry

There are no changes in the net horizontal

dimension of the seismic-force-resisting system

of more than 30% in a story relative to adjacent

stories, excluding one-story penthouses and

mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary:

Sec. A.2.2.5)

   X

No drawings available and

limited access to verify, but

likely compliant.

Mass

There is no change in effective mass of more

than 50% from one story to the next. Light roofs,

penthouses, and mezzanines need not be

considered. (Tier 2: Sec. 5.4.2.5; Commentary:

Sec. A.2.2.6)

X     

Torsion

The estimated distance between the story center

of mass and the story center of rigidity is less

than 20% of the building width in either plan

dimension. (Tier 2: Sec. 5.4.2.6; Commentary:

Sec. A.2.2.7)

X    

No drawings available but

assumed compliant based on

symmetry of building.

Moderate Seismicity (Complete the Following Items in Addition to the Items for Low Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose

granular soils that could jeopardize the

building’s seismic performance do not exist in

the foundation soils at depths within 50 ft (15.2

m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

The liquefaction potential of

site soils is unknown at this

time given available

information. Very low

liquefaction potential is

identified per ICOS based on

state geologic mapping.

Requires further

investigation by a licensed

geotechnical engineer to

determine liquefaction

potential.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so

that it is unaffected by such failures or is capable

of accommodating any predicted movements

without failure. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.2)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine susceptibility to

slope failure.

Surface Fault Rupture

Surface fault rupture and surface displacement at

the building site are not anticipated. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.3)

   X

Requires further

investigation by a licensed

geotechnical engineer to

determine whether site is

near locations of expected

surface fault ruptures.

Wilson Creek, Wilson Creek K-12, Vo-Ag / Science Bldg ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 12 of 27



High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the

seismic-force-resisting system at the foundation

level to the building height (base/height) is

greater than 0.6Sa. (Tier 2: Sec. 5.4.3.3;

Commentary: Sec. A.6.2.1)

  X  
Not required for Moderate

Seismicity.

Ties Between

Foundation Elements

The foundation has ties adequate to resist

seismic forces where footings, piles, and piers

are not restrained by beams, slabs, or soils

classified as Site Class A, B, or C. (Tier 2: Sec.

5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-6 Collapse Prevention Structural Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Low and Moderate Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each

principal direction is greater than or equal to 2.

(Tier 2: Sec. 5.5.1.1; Commentary: Sec.

A.3.2.1.1)

X    

No drawings available, but

assumed compliant based on

walls observed.

Shear Stress Check

The shear stress in the shear walls, calculated

using the Quick Check procedure of Section

4.4.3.3, is less than the following values:

Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight

sheathing – 100 lb/ft; All other conditions – 100

lb/ft. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec.

A.3.2.7.1)

   X

No drawings available and

limited access to verify, but

likely compliant based on

light nature of building and

long wall lengths.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior

stucco walls as the primary seismic-force-

resisting system. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.2)

X     

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used

for shear walls on buildings more than one story

high with the exception of the uppermost level of

a multi-story building. (Tier 2: Sec. 5.5.3.6.1;

Commentary: Sec. A.3.2.7.3)

   X

No drawings available and

limited access to verify, but

likely compliant.

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio

greater than 2-to-1 are not used to resist seismic

forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec.

A.3.2.7.4)

   X

No drawings available and

limited access to verify, but

likely compliant.

Walls Connected

Through Floors

Shear walls have an interconnection between

stories to transfer overturning and shear forces

through the floor. (Tier 2: Sec. 5.5.3.6.2;

Commentary: Sec. A.3.2.7.5)

   X
No drawings available and

limited access to verify.

Hillside Site

For structures that are taller on at least one side

by more than one-half story because of a sloping

site, all shear walls on the downhill slope have

an aspect ratio less than 1-to-1. (Tier 2: Sec.

5.5.3.6.3; Commentary: Sec. A.3.2.7.6)

X    
Building is not taller on one

side.

Cripple Walls

Cripple walls below first-floor-level shear walls

are braced to the foundation with wood

structural panels. (Tier 2: Sec. 5.5.3.6.4;

Commentary: Sec. A.3.2.7.7)

  X  No cripple walls present.
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Openings

Walls with openings greater than 80% of the

length are braced with wood structural panel

shear walls with aspect ratios of not more than

1.5-to-1 or are supported by adjacent

construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec.

5.5.3.6.5; Commentary: Sec. A.3.2.7.8)

  X  

No walls with openings

greater than 80% of the

length are present.

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to

the foundation. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.3)

   X
No drawings available and

limited access to verify.

Wood Sills
All wood sills are bolted to the foundation. (Tier

2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4)
   X

No drawings available and

limited access to verify, but

likely compliant.

Girder-Column

Connection

There is a positive connection using plates,

connection hardware, or straps between the

girder and the column support. (Tier 2: Sec.

5.7.4.1; Commentary: Sec. A.5.4.1)

   X

No drawings available and

limited access to verify, but

likely compliant.

High Seismicity (Complete the Following Items in Addition to the Items for Low & Moderate Seismicity)

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 6 ft (1.8 m) or less with

acceptable edge and end distance provided for

wood and concrete. (Tier 2: Sec. 5.7.3.3;

Commentary: Sec. A.5.3.7)

  X  
Not required for Moderate

Seismicity.

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level

floors and do not have expansion joints. (Tier 2:

Sec. 5.6.1.1; Commentary: Sec. A.4.1.1)

  X   

Roof Chord Continuity

All chord elements are continuous, regardless of

changes in roof elevation. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.3)

  X   

Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm

openings larger than 50% of the building width

in either major plan dimension. (Tier 2: Sec.

5.6.1.5; Commentary: Sec. A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect

ratios less than 2-to-1 in the direction being

considered. (Tier 2: Sec. 5.6.2; Commentary:

Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 24

ft (7.3 m) consist of wood structural panels or

diagonal sheathing. (Tier 2: Sec. 5.6.2;

Commentary: Sec. A.4.2.2)

  X   
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Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood

structural panel diaphragms have horizontal

spans less than 40 ft (12.2 m) and have aspect

ratios less than or equal to 4-to-1. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.3)

  X   

Other Diaphragms

The diaphragms do not consist of a system other

than wood, metal deck, concrete, or horizontal

bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec.

A.4.7.1)

  X   
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Wilson Creek, Wilson Creek K-12, Vo-Ag / Science Bldg

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire Suppression

Piping. HR-not required;

LS-LMH; PR-LMH.

Fire suppression piping is anchored and braced

in accordance with NFPA-13. (Tier 2: Sec.

13.7.4; Commentary: Sec. A.7.13.1)

  X  

There is no fire

suppression system in the

building.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH; PR-

LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

  X   

LSS-3 Emergency

Power. HR-not required;

LS-LMH; PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec.

13.7.7; Commentary: Sec. A.7.12.1)

  X  
There is no generator to

provide emergency power.

LSS-4 Stair and Smoke

Ducts. HR-not required;

LS-LMH; PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic

joints. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.1)

   X

There doesn't appear to be

smoke control ducts or

pressurization in the

stairwell.

LSS-5 Sprinkler Ceiling

Clearance. HR-not

required; LS-MH; PR-

MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.3)

  X   

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is

anchored or braced. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.1)

  X   

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment. HR-

LMH; LS-LMH; PR-

LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  

Based on staff comments,

there is no equipment

containing hazardous

materials.

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous

material, including gas cylinders, are restrained

by latched doors, shelf lips, wires, or other

methods. (Tier 2: Sec. 13.8.3; Commentary:

Sec. A.7.15.1)

 X   

Gas cylinders on wheeled

carts are stored free-

standing in the welding

shop.

HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous

materials is braced or otherwise protected from

damage that would allow hazardous material

release. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.4)

  X   
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HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices

to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.3)

  X   

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping,

including natural gas piping, have flexible

couplings. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.15.4)

  X   

HM-6 Piping or Ducts

Crossing Seismic Joints.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork carrying hazardous material

that either crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5, 13.7.6; Commentary: Sec.

A.7.13.6)

  X  
There are no seismic joints

present in the building.

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH; LS-

LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile

partitions are braced at a spacing of at most 10 ft

(3.0 m) in Low or Moderate Seismicity, or at

most 6 ft (1.8 m) in High Seismicity. (Tier 2:

Sec. 13.6.2; Commentary: Sec. A.7.1.1)

  X  

The building is wood

framed, there is no

masonry in the building.

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH; PR-

LMH.

The tops of masonry or hollow-clay tile

partitions are not laterally supported by an

integrated ceiling system. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and

wood frame buildings, 0.02; in other buildings,

0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.2)

  X  
There are no cementitious

partitions in the building.

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-not

required; PR-MH.

The tops of gypsum board partitions are not

laterally supported by an integrated ceiling

system. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.2.1)

  X   

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have

seismic or control joints. (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.3)

  X   

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized

partitions have lateral bracing to the structure at

a spacing equal to or less than 6 ft (1.8 m). (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.4)

  X   
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath and

Plaster. HR-H; LS-MH;

PR-LMH.

Suspended lath and plaster ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no lath and

plaster ceilings in the

building.

C-2 Suspended Gypsum

Board. HR-not required;

LS-MH; PR-LMH.

Suspended gypsum board ceilings have

attachments that resist seismic forces for every

12 ft2 (1.1 m2) of area. (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.3)

  X  

There are no suspended

gypsum ceilings in the

building.

C-3 Integrated Ceilings.

HR-not required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous

areas greater than 144 ft2 (13.4 m2) and ceilings

of smaller areas that are not surrounded by

restraining partitions are laterally restrained at a

spacing no greater than 12 ft (3.6 m) with

members attached to the structure above. Each

restraint location has a minimum of four

diagonal wires and compression struts, or

diagonal members capable of resisting

compression. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.2)

  X   

C-4 Edge Clearance. HR-

not required; LS-not

required; PR-MH.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) have clearances from the enclosing wall or

partition of at least the following: in Moderate

Seismicity, 1/2 in. (13 mm); in High Seismicity,

3/4 in. (19 mm). (Tier 2: Sec. 13.6.4;

Commentary: Sec. A.7.2.4)

  X   

C-5 Continuity Across

Structure Joints. HR-not

required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic

joint and is not attached to multiple independent

structures. (Tier 2: Sec. 13.6.4; Commentary:

Sec. A.7.2.5)

  X   

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings

with continuous areas greater than 144 ft2 (13.4

m2) are supported by closure angles or channels

not less than 2 in. (51 mm) wide. (Tier 2: Sec.

13.6.4 ; Commentary: Sec. A.7.2.6)

  X   

C-7 Seismic Joints. HR-

not required; LS-not

required; PR-H.

Acoustical tile or lay-in panel ceilings have

seismic separation joints such that each

continuous portion of the ceiling is no more than

2,500 ft2 (232.3 m2) and has a ratio of long-to-

short dimension no more than 4-to-1. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot

than the ceiling they penetrate are supported

independent of the grid ceiling suspension

system by a minimum of two wires at

diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

  X  

No light fixtures weighing

more per square foot than

the ceiling they penetrate

were observed.

LF-2 Pendant Supports.

HR-not required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached

at a spacing equal to or less than 6 ft. Unbraced

suspended fixtures are free to allow a 360-

degree range of motion at an angle not less than

45 degrees from horizontal without contacting

adjacent components. Alternatively, if rigidly

supported and/or braced, they are free to move

with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is

capable of accommodating the movement

without failure. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.3)

  X   

LF-3 Lens Covers. HR-

not required; LS-not

required; PR-H.

Lens covers on light fixtures are attached with

safety devices. (Tier 2: Sec. 13.7.9;

Commentary: Sec. A.7.3.4)

  X   

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding Anchors.

HR-MH; LS-MH; PR-

MH.

Cladding components weighing more than 10

lb/ft2 (0.48 kN/m2) are mechanically anchored

to the structure at a spacing equal to or less than

the following: for Life Safety in Moderate

Seismicity, 6 ft (1.8 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 4 ft (1.2 m) (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.1)

  X  
The building is clad in

metal siding.

CG-2 Cladding Isolation.

HR-not required; LS-

MH; PR-MH.

For steel or concrete moment-frame buildings,

panel connections are detailed to accommodate

a story drift ratio by the use of rods attached to

framing with oversize holes or slotted holes of

at least the following: for Life Safety in

Moderate Seismicity, 0.01; for Life Safety in

High Seismicity and for Position Retention in

any seismicity, 0.02, and the rods have a length-

to-diameter ratio of 4.0 or less. (Tier 2: Sec.

13.6.1; Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story Panels.

HR-MH; LS-MH; PR-

MH.

For multi-story panels attached at more than one

floor level, panel connections are detailed to

accommodate a story drift ratio by the use of

rods attached to framing with oversize holes or

slotted holes of at least the following: for Life

Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less.

(Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

CG-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times

the story height in inches for Life Safety in

Moderate Seismicity and 0.12 times the story

height in inches for Life Safety in High

Seismicity and Position Retention in any

seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel Connections.

HR-MH; LS-MH; PR-

MH.

Cladding panels are anchored out of plane with

a minimum number of connections for each

wall panel, as follows: for Life Safety in

Moderate Seismicity, 2 connections; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec.

A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4;

Commentary: Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use

inserts, the inserts have positive anchorage or

are anchored to reinforcing steel. (Tier 2: Sec.

13.6.1.4; Commentary: Sec. A.7.4.7)

  X   

CG-8 Overhead Glazing.

HR-not required; LS-

MH; PR-MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than

16 ft2 (1.5 m2) in area are laminated annealed

or laminated heat-strengthened glass and are

detailed to remain in the frame when cracked.

(Tier 2: Sec. 13.6.1.5; Commentary: Sec.

A.7.4.8)

  X  
There is no overhead

glazing in the building.

Wilson Creek, Wilson Creek K-12, Vo-Ag / Science Bldg ASCE 41 Tier 1 Summary
DNR School Seismic Safety Assessment Project

June 2019
Washington State School Seismic Safety Assessments Project 21 of 27



Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH; PR-

LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of

one tie for every 2-2/3 ft2 (0.25 m2), and the

ties have spacing no greater than the following:

for Life Safety in Low or Moderate Seismicity,

36 in. (914 mm); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

  X  
There is no brick veneer on

the building.

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or

other elements at each floor above the ground

floor. (Tier 2: Sec. 13.6.1.2; Commentary: Sec.

A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup

adjacent to weakened planes, such as at the

locations of flashing. (Tier 2: Sec. 13.6.1.2;

Commentary: Sec. A.7.5.3)

  X   

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier

2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec.

A.7.7.2)

  X   

M-5 Stud Tracks. HR-not

required; LS-MH; PR-

MH.

For veneer with coldformed steel stud backup,

stud tracks are fastened to the structure at a

spacing equal to or less than 24 in. (610 mm) on

center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-not

required; LS-MH; PR-

MH.

For veneer with concrete block or masonry

backup, the backup is positively anchored to the

structure at a horizontal spacing equal to or less

than 4 ft along the floors and roof. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-not

required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier

2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.6)

  X   

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup,

steel studs frame window and door openings.

(Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary:

Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM Parapets

or Cornices. HR-LMH;

LS-LMH; PR-LMH.

Laterally unsupported unreinforced masonry

parapets or cornices have height-tothickness

ratios no greater than the following: for Life

Safety in Low or Moderate Seismicity, 2.5; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 1.5. (Tier 2: Sec.

13.6.5; Commentary: Sec. A.7.8.1)

  X  
There are no parapets on

the building.
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PCOA-2 Canopies. HR-

not required; LS-LMH;

PR-LMH.

Canopies at building exits are anchored to the

structure at a spacing no greater than the

following: for Life Safety in Low or Moderate

Seismicity, 10 ft (3.0 m); for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 6 ft (1.8 m). (Tier 2: Sec. 13.6.6;

Commentary: Sec. A.7.8.2)

  X  
There are no canopies on

the building.

PCOA-3 Concrete

Parapets. HR-H; LS-MH;

PR-LMH.

Concrete parapets with height-to-thickness

ratios greater than 2.5 have vertical

reinforcement. (Tier 2: Sec. 13.6.5;

Commentary: Sec. A.7.8.3)

  X  
There are no parapets on

the building.

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other

ornamentation or appendages that extend above

the highest point of anchorage to the structure

or cantilever from components are reinforced

and anchored to the structural system at a

spacing equal to or less than 6 ft (1.8 m). This

evaluation statement item does not apply to

parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary:

Sec. A.7.8.4)

  X  
There are no appendages

on the building.

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM Chimneys.

HR-LMH; LS-LMH; PR-

LMH.

Unreinforced masonry chimneys extend above

the roof surface no more than the following: for

Life Safety in Low or Moderate Seismicity, 3

times the least dimension of the chimney; for

Life Safety in High Seismicity and for Position

Retention in any seismicity, 2 times the least

dimension of the chimney. (Tier 2: Sec. 13.6.7;

Commentary: Sec. A.7.9.1)

  X  
There are no URM

chimneys on the building.

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor

level, at the topmost ceiling level, and at the

roof. (Tier 2: Sec. 13.6.7; Commentary: Sec.

A.7.9.2)

  X   

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls

around stair enclosures are restrained out of

plane and have height-to-thickness ratios not

greater than the following: for Life Safety in

Low or Moderate Seismicity, 15-to-1; for Life

Safety in High Seismicity and for Position

Retention in any seismicity, 12-to-1. (Tier 2:

Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  
The stairs are wood

framed.
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S-2 Stair Details. HR-not

required; LS-LMH; PR-

LMH.

The connection between the stairs and the

structure does not rely on post-installed anchors

in concrete or masonry, and the stair details are

capable of accommodating the drift calculated

using the Quick Check procedure of Section

4.4.3.1 for moment-frame structures or 0.5 in.

for all other structures without including any

lateral stiffness contribution from the stairs.

(Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

Due to finishes, it is

unknown how the stairs

are attached.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial Storage

Racks. HR-LMH; LS-

MH; PR-MH.

Industrial storage racks or pallet racks more

than 12 ft high meet the requirements of

ANSI/RMI MH 16.1 as modified by ASCE 7,

Chapter 15. (Tier 2: Sec. 13.8.1; Commentary:

Sec. A.7.11.1)

  X  

The large steel storage

rack was not anchored to

the floor.

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-MH.

Contents more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 are anchored to the structure or to

each other. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.2)

  X  

NA due to LS- not

required in moderate

seismic levels.

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents

weighing more than 20 lb (9.1 kg) whose center

of mass is more than 4 ft (1.2 m) above the

adjacent floor level are braced or otherwise

restrained. (Tier 2: Sec. 13.8.2; Commentary:

Sec. A.7.11.3)

  X  

NA due to LS- not

required in moderate

seismic levels.

CF-4 Access Floors. HR-

not required; LS-not

required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by

access floor systems are anchored or braced to

the structure independent of the access floor.

(Tier 2: Sec. 13.7.7 13.6.10; Commentary: Sec.

A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free

to swing from or move with the structure from

which they are suspended without damaging

themselves or adjoining components. (Tier 2:

Sec. 13.8.2; Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg)

whose center of mass is more than 4 ft (1.2 m)

above the adjacent floor level, and which is not

in-line equipment, is braced. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.4)

  X  

NA due to LS- not

required in moderate

seismic levels.
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ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75

lb (34.0 kg), is supported and laterally braced

independent of the duct or piping system. (Tier

2: Sec. 13.7.1; Commentary: Sec. A.7.12.5)

  X  

NA due to LS- not

required in moderate

seismic levels.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-MH.

Equipment more than 6 ft (1.8 m) high with a

height-to-depth or height-to-width ratio greater

than 3-to-1 is anchored to the floor slab or

adjacent structural walls. (Tier 2: Sec. 13.7.1

13.7.7; Commentary: Sec. A.7.12.6)

  X  

NA due to LS- not

required in moderate

seismic levels.

ME-4 Mechanical Doors.

HR-not required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to

operate at a story drift ratio of 0.01. (Tier 2:

Sec. 13.6.9; Commentary: Sec. A.7.12.7)

  X   

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is

free to swing from or move with the structure

from which it is suspended without damaging

itself or adjoining components. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.8)

  X   

ME-6 Vibration Isolators.

HR-not required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is

equipped with horizontal restraints or snubbers

and with vertical restraints to resist overturning.

(Tier 2: Sec. 13.7.1; Commentary: Sec.

A.7.12.9)

  X   

ME-7 Heavy Equipment.

HR-not required; LS-not

required; PR-H.

Floor supported or platform-supported

equipment weighing more than 400 lb (181.4

kg) is anchored to the structure. (Tier 2: Sec.

13.7.1, 13.7.7; Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the

structure. (Tier 2: Sec. 13.7.7; Commentary:

Sec. A.7.12.11)

  X   

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size

that is attached to panels, cabinets, or other

equipment and is subject to relative seismic

displacement has flexible couplings or

connections. (Tier 2: Sec. 13.7.8; Commentary:

Sec. A.7.12.12)

  X   

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible Couplings.

HR-not required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.2)

  X   

PP-2 Fluid and Gas

Piping. HR-not required;

LS-not required; PR-H.

Fluid and gas piping is anchored and braced to

the structure to limit spills or leaks. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.4)

  X   
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PP-3 C-Clamps. HR-not

required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger

than 2.5 in. (64 mm) in diameter are restrained.

(Tier 2: Sec. 13.7.3, 13.7.5; Commentary: Sec.

A.7.13.5)

  X   

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation

planes or is connected to independent structures

has couplings or other details to accommodate

the relative seismic displacements. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.6)

  X   

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56

m2) in cross-sectional area and round ducts

larger than 28 in. (711 mm) in diameter are

braced. The maximum spacing of transverse

bracing does not exceed 30 ft (9.2 m). The

maximum spacing of longitudinal bracing does

not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

  X   

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical

conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.3)

  X   

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation

planes or are connected to independent

structures have couplings or other details to

accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.4)

  X   

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-H;

PR-H.

Sheaves and drums have cable retainer guards.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.1)

  X  

NA due to LS- not

required in moderate

seismic levels.

EL-2 Retainer Plate. HR-

not required; LS-H; PR-

H.

A retainer plate is present at the top and bottom

of both car and counterweight. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.2)

  X  

NA due to LS- not

required in moderate

seismic levels.

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that

are part of the elevator system are anchored.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.3)

  X   

EL-4 Seismic Switch.

HR-not required; LS-not

required; PR-H.

Elevators capable of operating at speeds of 150

ft/min or faster are equipped with seismic

switches that meet the requirements of ASME

A17.1 or have trigger levels set to 20% of the

acceleration of gravity at the base of the

structure and 50% of the acceleration of gravity

in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X   
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EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced

to prevent toppling into the shaft during strong

shaking. (Tier 2: Sec. 13.7.11; Commentary:

Sec. A.7.16.5)

  X   

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are

sized in accordance with ASME A17.1. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.6)

  X   

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.7)

  X   

EL-8 Spreader Bracket.

HR-not required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic

forces. (Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.8)

  X   

EL-9 Go-Slow Elevators.

HR-not required; LS-not

required; PR-H.

The building has a go-slow elevator system.

(Tier 2: Sec. 13.7.11; Commentary: Sec.

A.7.16.9)

  X   
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1. Everett Fire Department, Station 2  

1.1 Building Description 
 

Fire District: Everett Fire Department 

Facility Name: Station 2 

Latitude: 47.997 

Longitude: -122.199 

ASCE 41 Bldg Type: C2a  

Gross Sq. Ft.: 4,225 

Year Built: 1969 

Number of Stories: 1 

SXS BSE-1E: 0.518 

SX1 BSE-1E: 0.261 

ASCE 41 Level of 

Seismicity: 
High 

Site Class: C 

VS30(m/s): 475 

Structural Drawings Yes 

Evaluating Firm: Reid Middleton, Inc. 

 
 

 

 

 

 

 

The building is a one-story 1970s-era fire station. The building has a square floor plan with an apparatus bay 

along at the middle of the floor, and office spaces and living quarters along east and west sides of the 

apparatus bay. The building has foot print of 65-feet by 65-feet with attached generator room at northeast end.  

The structural system consists of a cast-in-place concrete walls along exterior walls and hose tower and wood 

framed stud walls at the interior walls along apparatus bay. The gravity systems of the building consists of 

2x6 roof joist spanning between glulam hip beams, interior wood stud walls, and exterior concrete walls 

forming a pyramid hip roof. The glulam hip beams are supported by 5-inch square steel tubes and exterior 

concrete walls. The lateral force resisting system of the building appears to be exterior concrete shear walls 

with plywood diaphragm the roof level. 
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1.1.1 Building Use 
 

The building is use as a fire station to provide fire truck maintenance and to provide the living quarters for the 

department personnel.  

1.1.2 Structural System 
 

Table 1.1-1. Structural System Description of Everett Fire Station 2 

Structural System Description 

Structural Roof The roof system consists of a 5/8-inch-thick plywood over 2x6 wood joists 

spanning between glulam hip beams, interior wood stud walls and exterior 

concrete walls. 

Foundations Foundations consist of shallow continuous wall footings under exterior concrete 

walls and interior wood stud walls, and shallow spread footings below steel 

columns and concrete pilasters supporting apparatus overhead doors. 

Gravity System 
The gravity systems of the building consists of 2x6 roof joist spanning between 

glulam hip beams, interior wood stud walls, and exterior concrete walls forming 

a pyramid hip roof. 

Lateral System 
The lateral force resisting system of the building appears to be exterior concrete 

shear walls with plywood diaphragm the roof level. 

 

1.1.3 Structural System Visual Condition 
 

Table 1.1-2. Structural System Condition Description of Everett Fire Station 2 

Structural System Description 

 
Structural Roof 

The structural roof system appears to be in good condition. No deterioration was 
observed.  However, some water stain on the ceiling were observed inside the 

one of the room along west end of the building. 

Foundations 
Foundations are not visible but appear to be in satisfactory condition with no 

visible indications of damage or distress. 

Gravity System The gravity system appears to be in satisfactory condition. 

Lateral System The lateral force resisting system appears to be in satisfactory condition. 

However, it should be noted that the lateral system consisting of exterior 

concrete wall pier have large height to width ration and are not reliable.  Also, 

considering the age of the building and construction era, there are concerns about 

lateral system performance. 
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1.2 Seismic Evaluation Findings 

1.2.1 Structural Seismic Deficiencies 
 

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency 

is also provided based on this evaluation. 

Table 1-3. Identified Structural Seismic Deficiencies for Everett Fire Station 2 

Deficiency Description 

Shear Stress 

Check 

The shear stress check does not appear to be compliant. Further investigation should be completed. Lateral 

system strengthening or shear wall addition may be appropriate to mitigate seismic risk. 

Overturning The overturning check does not appear to be compliant. Further investigation should be completed.  

Confinement 

Reinforcing 

Based on the age of the building, it is unlikely the presence of boundary confinement reinforcements. Further 

investigation should be completed. Lateral system strengthening may be appropriate to mitigate seismic risk. 

 

1.2.2 Structural Checklist Items Marked as 'U'nknown 
 

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation, 

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of 

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are 

summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Everett Fire Station 2 

Unknown Item Description 

 

Liquefaction 
The liquefaction potential of site soils is unknown at this time given available information. \low\ liquefaction 

potential is identified per ICOS based on state geologic mapping. Requires further investigation by a licensed 

geotechnical engineer to determine liquefaction potential. 

Surface Fault 

Rupture 

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of 

expected surface fault ruptures. 

Transfer to Shear 

Walls 

The available record drawings have limited information on diaphragm connections to concrete shear walls. 

Further investigation should be completed. 

Deflection 

Compatibility 

Secondary component details are unknown. Further investigation should be performed. Secondary component 

strengthening may be appropriate to mitigate seismic risk. 
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1.3.1 Nonstructural Seismic Deficiencies 
 

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each 

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district 

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term 

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the  

FEMA E-74 Excerpts appendix. 

Table 1-5. Identified Nonstructural Seismic Deficiencies for Everett Fire Station 2 

Deficiency Description 

LSS-1 Fire Suppression 

Piping. HR-not required; LS- 

LMH; PR-LMH. 

No available record drawing information on fire suppression piping and unable to verify during site 

investigation. Based on age of the building, it is assumed that seismic bracing for fire suppression 

piping do not comply with NFPA 13. Bracing for fire suppression piping may be appropriate to 

mitigate seismic risk. 

LSS-2 Flexible Couplings. 

HR-not required; LS-LMH; 

PR-LMH. 

No available record drawing information on fire suppression piping and unable to verify during site 

investigation. Based on age of the building, it is assumed the flexible couplings on the fire 

suppression piping do not comply with NFPA 13. Flexible coupling for fire suppression piping 

may be appropriate to mitigate seismic risk. 
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown 
 

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited 

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive 

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1 

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require 

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual 

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix. 

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Everett Fire Station 2 

Unknown Item Description 

LSS-5 Sprinkler Ceiling 

Clearance. HR-not required; 

LS-MH; PR-MH. 

No available record drawing information on sprinkle head clearance and unable to verify during 

site investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk. 

HM-5 Flexible Couplings. 

HR-LMH; LS-LMH; PR- 

LMH. 

Flexible couplings for natural gas piping is unknown. Further investigation of mechanical piping 

should be performed. Flexible coupling for piping may be appropriate to mitigate seismic risk. 

P-1 Light Partition Supported 

by ceiling. HR-not required; 

LS-MH; PR-LMH. 

Partition wall support is known. Further investigation should be performed. The top of the partition 

wall may need to be laterally supported to mitigate seismic risk.  

C-1 Suspended Lath and 

Plaster. HR-not required; LS- 

MH; PR-LMH. 

The lath and plaster ceiling attachment is unknown. Further investigation should be performed. 

Appropriate ceiling attachment may need to be provided to mitigate seismic risk. 

C-2 Suspended Gypsum 

Board. HR-not required; LS- 

MH; PR-LMH. 

The gypsum ceiling is bracing is unknown. Further investigation should be performed. Bracing for 

ceilings may be appropriate to mitigate seismic risk. 

LF-1 Independent Support. 

HR-not required; LS-MH; PR- 

MH. 

It is unknown how much the light fixtures weigh. Based on the age of the building, it is unlikely 

that they are independently supported by the structure. Further investigation should be completed. 

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk. 

P-3 C-Clamps. HR-not 

required; LS-not required; PR-

H. 

The use of one-sided C-clamps are unknown. Further investigation should be performed.  

D-2 Duct Support. HR-not 

required; LS-no required; PR-

H. 

The duct supports are unobservable. Further investigation should be performed.  
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Photos: 

 

 
 

Figure 1-1. Everett Fire Station 2, Northwest Façade 
 

 

 
 

Figure 1-2. Everett Fire Station 2, Partial Northeast Façade 
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Figure 1-3. Everett Fire Station 2, Inside Hose Tower (Looking Up) 
 
 

 
 

Figure 1-4. Everett Fire Station 2, Multi-Purpose Room 
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Figure 1-5. Everett Fire Station 2, Ductwork at Apparatus Bay Ceiling 
 
 

 
 

Figure 1-6. Everett Fire Station 2, Apparatus Bay Overhead Door Support 
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17-3 Immediate Occupancy Basic Configuration Checklist   

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Very Low Seismicity  

Building System - General 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    LOAD PATH: The structure contains a complete, well-defined 
load path, including structural elements and connections, that 
serves to transfer the inertial forces associated with the mass of 
all elements of the building to the foundation. (Tier 2: Sec. 
5.4.1.1; Commentary: Sec. A.2.1.1) 

 

  X  ADJACENT BUILDINGS: The clear distance between the 
building being evaluated and any adjacent building is greater 
than 0.5% of the height of the shorter building in low seismicity, 
1.0% in moderate seismici ty, and 3.0% in high seismicity. (Tier 
2: Sec. 5.4.1.2; Commentary: Sec. A.2.1.2) 

No adjacent building. 

  X  MEZZANINES: Interior mezzanine levels are braced 
independently from the main structure or are anchored to the 
seismic-force-resisting elements of the main structure. (Tier 2: 
Sec. 5.4.1.3; Commentary: Sec. A.2.1.3) 

No mezzanine. 

Building System – Building Configuration 

C NC N/A U EVALUATION STATEMENT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

COMMENT 

 
 

 X  WEAK STORY: The sum of the shear strengths of the seismic-
force-resisting system in any story in each direction is not less 
than 80% of the strength in the adjacent story above. (Tier 2: 
Sec. 5.4.2.1; Commentary: Sec. A.2.2.2) 

 

1-story building. 

  X  SOFT STORY: The stiffness of the seismic-force-resisting 
system in any story is not less than 70% of the seismic-force-
resisting system stiffness in an adjacent story above or less than 
80% of the average seismic-force-resisting system stiffness of 
the three stories above. (Tier 2: Sec. 5.4.2.2; Commentary: Sec. 
A.2.2.3) 

 

 

1-story building. 

  X  VERTICAL IRREGULARITIES: All vertical elements in the 
seismic-force- resisting system are continuous to the foundation. 
(Tier 2: Sec. 5.4.2.3; Commentary: Sec. A.2.2.4) 

 

 

1-story building. 
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C NC N/A U EVALUATION STATEMENT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

COMMENT 

  X  GEOMETRY: There are no changes in the net horizontal 
dimension of the seismic-force-resisting system of more than 
30% in a story relative to adjacent stories, excluding one-story 
penthouses and mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary: 
Sec. A.2.2.5) 

 

 

 

 

 

  X  MASS: There is no change in effective mass of more than 50% 
from one story to the next. Light roofs, penthouses, and 
mezzanines need not be considered. (Tier 2: Sec. 5.4.2.5; 
Commentary: Sec. A.2.2.6) 

 

  X  TORSION: The estimated distance between the story center of 
mass and the story center of rigidity is less than 20% of the 
building width in either plan dimension. (Tier 2: Sec. 5.4.2.6; 
Commentary: Sec. A.2.2.7) 

Square building, no torsion. 
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Low Seismicity  
(Complete the Following Items in Addition to the Items for Very Low Seismicity)  

Geologic Site Hazards 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X LIQUEFACTION: Liquefaction-susceptible, saturated, loose 
granular soils that could jeopardize the building’s seismic 
performance do not exist in the foundation soils at depths within 
50 ft (15.2 m) under the building. (Tier 2: Sec. 5.4.3.1; 
Commentary: Sec. A.6.1.1) 

Geotechnical report not available 
for review. 

  X  SLOPE FAILURE: The building site is located away from 
potential earthquake-induced slope failures or rockfalls so that it 
is unaffected by such failures or is capable of accommodating 
any predicted movements without failure. (Tier 2: Sec. 5.4.3.1; 
Commentary: Sec. A.6.1.2) 

Building is founded on flat 
ground. 

   X SURFACE FAULT RUPTURE: Surface fault rupture and 
surface displacement at the building site are not anticipated. 
(Tier 2: Sec. 5.4.3.1 ; Commentary: Sec.A.6.1.3) 

Geotechnical report not available 
for review. 

Moderate and High Seismicity  
(Complete the Following Items in Addition to the Items for Low Seismicity)  

Foundation Configuration 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    OVERTURNING: The ratio of the least horizontal dimension of 
the seismic-force- resisting system at the foundation level to the 
building height (base/height) is greater than 0.6Sa. (Tier 2: Sec. 
5.4.3.3; Commentary: Sec. A.6.2.1) 

 

X    TIES BETWEEN FOUNDATION ELEMENTS: The 
foundation has ties adequate to resist seismic forces where 
footings, piles, and piers are not restrained by beams, slabs, or 
soils classified as Site Class A, B, or C. (Tier 2: Sec. 5.4.3.4; 
Commentary: Sec. A.6.2.2) 

Shallow foundation is tied by 
concrete slab-on-grade. 

 

Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.       
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17-25. Immediate Occupancy Structural Checklist for Building Types 
C2 and C2a 

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Very Low Seismicity 

Seismic-Force-Resisting System 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    
COMPLETE FRAMES: Steel or concrete frames classified as 
secondary components form a complete vertical-load-carrying 
system. (Tier 2: Sec. 5.5.2.5.1; Commentary: Sec. A.3.1.6.1) 

 

X    
REDUNDANCY: The number of lines of shear walls in each 
principal direction is greater than or equal to 2. (Tier 2: 
Sec. 5.5.1.1; Commentary: Sec. A.3.2.1.1) 

Two lines of shear walls each 
directions. 

 X   

SHEAR STRESS CHECK: The shear stress in the concrete 
shear walls, calculated using the Quick Check procedure of 
Section 4.4.3.3, is less than the greater of 100 lb/in.2 (0.69 MPa) 
or 2√f′c. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec. A.3.2.2.1) 

The shear stress in the concrete 
walls is greater than 100psi. 

X    

REINFORCING STEEL: The ratio of reinforcing steel area to 
gross concrete area is not less than 0.0012 in the vertical 
direction and 0.0020 in the horizontal direction. The spacing of 
reinforcing steel is equal to or less than 18 in. (457 mm). (Tier 2: 
Sec. 5.5.3.1.3; Commentary: Sec. A.3.2.2.2) 

 

Connections 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    WALL ANCHORAGE AT FLEXIBLE DIAPHRAGMS: 
Exterior concrete or masonry walls that are dependent on 
flexible diaphragms for lateral support are anchored for out-of-
plane forces at each diaphragm level with steel anchors, 
reinforcing dowels, or straps that are developed into the 
diaphragm. Connections have strength to resist the connection 
force calculated in the Quick Check procedure of 
Section 4.4.3.7. (Tier 2: Sec. 5.7.1.1; Commentary: Sec. A.5.1.1) 

 

   X TRANSFER TO SHEAR WALLS: Diaphragms are connected 
for transfer of loads to the shear walls, and the connections are 
able to develop the lesser of the shear strength of the walls or 
diaphragms. (Tier 2: Sec. 5.7.2; Commentary: Sec. A.5.2.1) 

Diaphragm connections are 
unknown.  Available record 
drawings do not have information 
on diaphragm connections to 
concrete walls. 

X    FOUNDATION DOWELS: Wall reinforcement is doweled into 
the foundation, and the dowels are able to develop the lesser of 
the strength of the walls or the uplift capacity of the foundation. 
(Tier 2: Sec. 5.7.3.4; Commentary: Sec. A.5.3.5) 
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Foundation System 

C NC N/A U EVALUATION STATEMENT COMMENT 

  X  DEEP FOUNDATIONS: Piles and piers are capable of 
transferring the lateral forces between the structure and the soil. 
(Commentary: Sec.A.6.2.3) 

No deep foundation. 

  X  SLOPING SITES: The difference in foundation embedment 
depth from one side of the building to another does not exceed 
one story. (Commentary: Sec. A.6.2.4) 

Building is founded on relatively 
flat grade. 
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Low, Moderate, and High Seismicity  
(Complete the Following Items in Addition to the Items for Very Low Seismicity) 

Seismic-Force-Resisting System 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X DEFLECTION COMPATIBILITY: Secondary components 
have the shear capacity to develop the flexural strength of the 
components and are compliant with the following items in Table 
17-23: COLUMN-BAR SPLICES, BEAM-BAR SPLICES, 
COLUMN-TIE SPACING, STIRRUP SPACING, and 
STIRRUP AND TIE HOOKS. (Tier 2: Sec. 5.5.2.5.2; 
Commentary: Sec. A.3.1.6.2) 

 

  X  FLAT SLABS: Flat slabs or plates not part of seismic-force-
resisting system have continuous bottom steel through the 
column joints. (Tier 2: Sec. 5.5.2.5.3; Commentary: 
Sec. A.3.1.6.3) 

 

  X  COUPLING BEAMS: The ends of both walls to which the 
coupling beam is attached are supported at each end to resist 
vertical loads caused by overturning. Coupling beams have the 
capacity in shear to develop the uplift capacity of the adjacent 
wall. (Tier 2: Sec. 5.5.3.2.1; Commentary: Sec. A.3.2.2.3) 

No coupling beams. 

 X   OVERTURNING: All shear walls have aspect ratios less than 
4-to-1. Wall piers need not be considered. (Tier 2: Sec. 5.5.3.1.4; 
Commentary: Sec. A.3.2.2.4) 

Concrete walls appear to have 
aspect ratio greater than 4-to-1. 

 X   CONFINEMENT REINFORCING: For shear walls with aspect 
ratios greater than 2-to-1, the boundary elements are confined 
with spirals or ties with spacing less than 8db. (Tier 2: 
Sec. 5.5.3.2.2; Commentary: Sec. A.3.2.2.5) 

Available record drawings do not 
have information on boundary 
reinforcements.  However, based 
on the age of the building, it is 
unlikely the presence of boundary 
reinforcements. 

   X WALL REINFORCING AT OPENINGS: There is added trim 
reinforcement around all wall openings with a dimension greater 
than three times the thickness of the wall. (Tier 2: Sec. 5.5.3.1.5; 
Commentary: Sec. A.3.2.2.6) 

Available record drawings do not 
have information on trim 
reinforcements. 

X    WALL THICKNESS: Thicknesses of bearing walls are not less 
than 1/25 the unsupported height or length, whichever is shorter, 
nor less than 4 in. (101 mm). (Tier 2: Sec. 5.5.3.1.2; 
Commentary: Sec. A.3.2.2.7) 

8-inch concrete walls. 

Diapghragms (Stiff or Flexible) 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    DIAPHRAGM CONTINUITY: The diaphragms are not 
composed of split-level floors and do not have expansion joints. 
(Tier 2: Sec. 5.6.1.1; Commentary: Sec. A.4.1.1) 

 

X    OPENINGS AT SHEAR WALLS: Diaphragm openings 
immediately adjacent to the shear walls are less than 15% of the 
wall length. (Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4) 

 

X    PLAN IRREGULARITIES: There is tensile capacity to develop 
the strength of the diaphragm at reentrant corners or other 
locations of plan irregularities. (Tier 2: Sec. 5.6.1.4; 
Commentary: Sec. A.4.1.7) 

No irregularity, square building. 
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C NC N/A U EVALUATION STATEMENT COMMENT 

  X  DIAPHRAGM REINFORCEMENT AT OPENINGS: There is 
reinforcing around all diaphragm openings larger than 50% of 
the building width in either major plan dimension. (Tier 2: 
Sec. 5.6.1.5; Commentary: Sec. A.4.1.8) 

No openings at roof diaphragm. 

Flexible Diapghragms  

C NC N/A U EVALUATION STATEMENT COMMENT 

X    CROSS TIES: There are continuous cross ties between 
diaphragm chords. (Tier 2: Sec. 5.6.1.2; Commentary: 
Sec. A.4.1.2) 

 

X    STRAIGHT SHEATHING: All straight-sheathed diaphragms 
have aspect ratios less than 1-to-1 in the direction being 
considered. (Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.1) 

 

X    SPANS: All wood diaphragms with spans greater than 12 ft 
(3.6 m) consist of wood structural panels or diagonal sheathing. 
(Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.2) 

 

  X  DIAGONALLY SHEATHED AND UNBLOCKED 
DIAPHRAGMS: All diagonally sheathed or unblocked wood 
structural panel diaphragms have horizontal spans less than 30 ft 
(9.2 m) and aspect ratios less than or equal to 3-to-1. (Tier 2: 
Sec. 5.6.2; Commentary: Sec. A.4.2.3) 

Straight sheathing 

  X  NONCONCRETE FILLED DIAPHRAGMS: Untopped metal 
deck diaphragms or metal deck diaphragms with fill other than 
concrete consist of horizontal spans of less than 40 ft (12.2 m) 
and have aspect ratios less than 4-to-1. (Tier 2: Sec. 5.6.3; 
Commentary: Sec. A.4.3.1) 

Plywood sheathing 

X    OTHER DIAPHRAGMS: Diaphragms do not consist of a 
system other than wood, metal deck, concrete, or horizontal 
bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec. A.4.7.1) 

 

Connections 

C NC N/A U EVALUATION STATEMENT COMMENT 

  X  UPLIFT AT PILE CAPS: Pile caps have top reinforcement, and 
piles are anchored to the pile caps; the pile cap reinforcement 
and pile anchorage are able to develop the tensile capacity of the 
piles. (Tier 2: Sec. 5.7.3.5; Commentary: Sec. A.5.3.8) 

No pile foundation. 

 
Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown. 
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17-38. Nonstructural Checklist 
 

Notes: 

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown. 

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = 

Position Retention. Level of Seismicity: L = Low, M = Moderate, and H = High 

 

Life Safety Systems 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—LMH; PR—LMH. FIRE 
SUPPRESSION PIPING: Fire suppression piping is anchored 
and braced in accordance with NFPA-13. (Tier 2: Sec. 13.7.4; 
Commentary: Sec. A.7.13.1) 

Bracing at sprinkler piping is 
nonexistent. 

 X   HR—not required; LS—LMH; PR—LMH. FLEXIBLE 
COUPLINGS: Fire suppression piping has flexible couplings in 
accordance with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: 
Sec. A.7.13.2) 

 

  X  HR—not required; LS—LMH; PR—LMH. EMERGENCY 
POWER: Equipment used to power or control Life Safety 
systems is anchored or braced. (Tier 2: Sec. 13.7.7; 
Commentary: Sec. A.7.12.1) 

No Emergency power generator. 

  X  HR—not required; LS—LMH; PR—LMH. STAIR AND 
SMOKE DUCTS: Stair pressurization and smoke control ducts 
are braced and have flexible connections at seismic joints. (Tier 
2: Sec. 13.7.6; Commentary: Sec. A.7.14.1) 

No stair in the building. 

   X HR—not required; LS—MH; PR—MH. SPRINKLER 
CEILING CLEARANCE: Penetrations through panelized 
ceilings for fire suppression devices provide clearances in 
accordance with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: 
Sec. A.7.13.3) 

Sprinkler system is below the 
ceiling.  

X    HR—not required; LS—not required; PR—LMH. 
EMERGENCY LIGHTING: Emergency and egress lighting 
equipment is anchored or braced. (Tier 2: Sec. 13.7.9; 
Commentary: Sec. A.7.3.1) 

 

Hazardous Materials 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X 

 

 

 

 

 

 HR—LMH; LS—LMH; PR—LMH. HAZARDOUS 
MATERIAL EQUIPMENT: Equipment mounted on vibration 
isolators and containing hazardous material is equipped with 
restraints or snubbers. (Tier 2: Sec. 13.7.1; Commentary: Sec. 
A.7.12.2) 

No hazardous material equipment 
on vibration isolator. 

  X 

 

 
 

 

 HR—LMH; LS—LMH; PR—LMH. HAZARDOUS 
MATERIAL STORAGE: Breakable containers that hold 
hazardous material, including gas cylinders, are restrained by 
latched doors, shelf lips, wires, or other methods. (Tier 2: Sec. 
13.8.3; Commentary: Sec. A.7.15.1) 

No hazardous material in the 
building. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. HAZARDOUS MATERIAL 
DISTRIBUTION: Piping or ductwork conveying hazardous 
materials is braced or otherwise protected from damage that 
would allow hazardous material release. (Tier 2: Sec. 13.7.3, 
13.7.5; Commentary: Sec. A.7.13.4) 

 

X    HR—MH; LS—MH; PR—MH. SHUTOFF VALVES: Piping 
containing hazardous material, including natural gas, has shutoff 
valves or other devices to limit spills or leaks. (Tier 2: Sec. 
13.7.3, 13.7.5; Commentary: Sec. A.7.13.3) 

Natural gas shutoff valve in 
kitchen 

   X HR—LMH; LS—LMH; PR—LMH. FLEXIBLE COUPLINGS: 
Hazardous material ductwork and piping, including natural gas 
piping, have flexible couplings. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.15.4) 

Natural gas piping unknown. 

  X  HR—MH; LS—MH; PR—MH. PIPING OR DUCTS 
CROSSING SEISMIC JOINTS: Piping or ductwork carrying 
hazardous material that either crosses seismic joints or isolation 
planes or is connected to independent structures has couplings or 
other details to accommodate the relative seismic displacements. 
(Tier 2: Sec. 13.7.3, 13.7.5, 13.7.6; Commentary: Sec. A.7.13.6) 

No seismic joint exists. 

Partitions 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. UNREINFORCED 
MASONRY: Unreinforced masonry or hollow-clay tile 
partitions are braced at a spacing of at most 10 ft (3.0 m) in Low 
or Moderate Seismicity, or at most 6 ft (1.8 m) in High 
Seismicity. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.1) 

No URM partition walls. 

  X  HR—LMH; LS—LMH; PR—LMH. HEAVY PARTITIONS 
SUPPORTED BY CEILINGS: The tops of masonry or hollow-
clay tile partitions are not laterally supported by an integrated 
ceiling system. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.2.1) 

No URM partition walls. 

  X  HR—not required; LS—MH; PR—MH. DRIFT: Rigid 
cementitious partitions are detailed to accommodate the 
following drift ratios: in steel moment frame, concrete moment 
frame, and wood frame buildings, 0.02; in other buildings, 
0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.2) 

 

   X HR—not required; LS—not required; PR—MH. LIGHT 
PARTITIONS SUPPORTED BY CEILINGS: The tops of 
gypsum board partitions are not laterally supported by an 
integrated ceiling system. (Tier 2: Sec. 13.6.2; Commentary: 
Sec. A.7.2.1) 

Partition walls support unknown. 

  X  HR—not required; LS—not required; PR—MH. 
STRUCTURAL SEPARATIONS: Partitions that cross structural 
separations have seismic or control joints. (Tier 2: Sec. 13.6.2; 
Commentary: Sec. A.7.1.3) 

No structural separation exist. 

  X  HR—not required; LS—not required; PR—MH. TOPS: The 
tops of ceiling-high framed or panelized partitions have lateral 
bracing to the structure at a spacing equal to or less than 6 ft 
(1.8 m). (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.4) 
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Ceilings 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—H; LS—MH; PR—LMH. SUSPENDED LATH AND 
PLASTER: Suspended lath and plaster ceilings have 
attachments that resist seismic forces for every 12 ft2 (1.1 m2) of 
area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3) 

Available record drawings do not 
have information on suspended 
ceiling supports. 

   X HR—not required; LS—MH; PR—LMH. SUSPENDED 
GYPSUM BOARD: Suspended gypsum board ceilings have 
attachments that resist seismic forces for every 12 ft2 (1.1 m2) of 
area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3) 

Available record drawing do not 
have information on suspended 
ceiling support. 

   X HR—not required; LS—not required; PR—MH. INTEGRATED 
CEILINGS: Integrated suspended ceilings with continuous areas 
greater than 144 ft2 (13.4 m2) and ceilings of smaller areas that 
are not surrounded by restraining partitions are laterally 
restrained at a spacing no greater than 12 ft (3.6 m) with 
members attached to the structure above. Each restraint location 
has a minimum of four diagonal wires and compression struts, or 
diagonal members capable of resisting compression. (Tier 2: 
Sec. 13.6.4; Commentary: Sec. A.7.2.2) 

 

   X HR—not required; LS—not required; PR—MH. EDGE 
CLEARANCE: The free edges of integrated suspended ceilings 
with continuous areas greater than 144 ft2 (13.4 m2) have 
clearances from the enclosing wall or partition of at least the 
following: in Moderate Seismicity, 1/2 in. (13 mm); in High 
Seismicity, 3/4 in. (19 mm). (Tier 2: Sec. 13.6.4; Commentary: 
Sec. A.7.2.4) 

Available record drawing do not 
have information on suspended 
ceiling support. 

  X  HR—not required; LS—not required; PR—MH. CONTINUITY 
ACROSS STRUCTURE JOINTS: The ceiling system does not 
cross any seismic joint and is not attached to multiple 
independent structures. (Tier 2: Sec. 13.6.4; Commentary: Sec. 
A.7.2.5) 

No seismic joint exists. 

   X HR—not required; LS—not required; PR—H. EDGE 
SUPPORT: The free edges of integrated suspended ceilings with 
continuous areas greater than 144 ft2 (13.4 m2) are supported by 
closure angles or channels not less than 2 in. (51 mm) wide. 
(Tier 2: Sec. 13.6.4 ; Commentary: Sec. A.7.2.6) 

Available record drawing do not 
have information on suspended 
ceiling support. 

  X  HR—not required; LS—not required; PR—H. SEISMIC 
JOINTS: Acoustical tile or lay-in panel ceilings have seismic 
separation joints such that each continuous portion of the ceiling 
is no more than 2,500 ft2 (232.3 m2) and has a ratio of long-to-
short dimension no more than 4-to-1. (Tier 2: Sec. 13.6.4; 
Commentary: Sec. A.7.2.7) 

No seismic joint exists. 

Light Fixtures 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—MH; PR—MH. INDEPENDENT 
SUPPORT: Light fixtures that weigh more per square foot than 
the ceiling they penetrate are supported independent of the grid 
ceiling suspension system by a minimum of two wires at 
diagonally opposite corners of each fixture. (Tier 2: Sec. 13.6.4, 
13.7.9; Commentary: Sec. A.7.3.2) 

Available record drawing do not 
have information on light 
supports. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

X    HR—not required; LS—not required; PR—H. PENDANT 
SUPPORTS: Light fixtures on pendant supports are attached  
at a spacing equal to or less than 6 ft. Unbraced suspended 
fixtures are free to allow a 360-degree range of motion at an 
angle not less than 45 degrees from horizontal without contacting 
adjacent components. Alternatively, if rigidly supported and/or 
braced, they are free to move with the structure to which they are 
attached without damaging adjoining components. Additionally, 
the connection to the structure is capable of accommodating the 
movement without failure. (Tier 2: Sec. 13.7.9; Commentary: 
Sec. A.7.3.3) 

 

X    HR—not required; LS—not required; PR—H. LENS COVERS: 
Lens covers on light fixtures are attached with safety devices. 
(Tier 2: Sec. 13.7.9; Commentary: Sec. A.7.3.4) 

 

Cladding and Glazing 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. CLADDING ANCHORS: 
Cladding components weighing more than 10 lb/ft2 (0.48 kN/m2) 
are mechanically anchored to the structure at a spacing equal to 
or less than the following: for Life Safety in Moderate 
Seismicity, 6 ft (1.8 m); for Life Safety in High Seismicity and 
for Position Retention in any seismicity, 4 ft (1.2 m) (Tier 2: 
Sec. 13.6.1; Commentary: Sec. A.7.4.1) 

No cladding in the building. 

  X  HR—not required; LS—MH; PR—MH. CLADDING 
ISOLATION: For steel or concrete moment-frame buildings, 
panel connections are detailed to accommodate a story drift ratio 
by the use of rods attached to framing with oversize holes or 
slotted holes of at least the following: for Life Safety in 
Moderate Seismicity, 0.01; for Life Safety in High Seismicity 
and for Position Retention in any seismicity, 0.02, and the rods 
have a length-to-diameter ratio of 4.0 or less. (Tier 2: Sec. 
13.6.1; Commentary: Sec. A.7.4.3) 

 

  X  HR—MH; LS—MH; PR—MH. MULTI-STORY PANELS: For 
multi-story panels attached at more than one floor level, panel 
connections are detailed to accommodate a story drift ratio by 
the use of rods attached to framing with oversize holes or slotted 
holes of at least the following: for Life Safety in Moderate 
Seismicity, 0.01; for Life Safety in High Seismicity and for 
Position Retention in any seismicity, 0.02, and the rods have a 
length-to-diameter ratio of 4.0 or less. (Tier 2: Sec. 13.6.1; 
Commentary: Sec. A.7.4.4) 

 

  X  HR—not required; LS—MH; PR—MH. THREADED RODS: 
Threaded rods for panel connections detailed to accommodate 
drift by bending of the rod have a length-to-diameter ratio 
greater than 0.06 times the story height in inches for Life Safety 
in Moderate Seismicity and 0.12 times the story height in inches 
for Life Safety in High Seismicity and Position Retention in any 
seismicity. (Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.9) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. PANEL CONNECTIONS: 
Cladding panels are anchored out of plane with a minimum 
number of connections for each wall panel, as follows: for Life 
Safety in Moderate Seismicity, 2 connections; for Life Safety in 
High Seismicity and for Position Retention in any seismicity, 4 
connections. (Tier 2: Sec. 13.6.1.4; Commentary: Sec. A.7.4.5) 

 

  X  HR—MH; LS—MH; PR—MH. BEARING CONNECTIONS: 
Where bearing connections are used, there is a minimum of two 
bearing connections for each cladding panel. (Tier 2: Sec. 
13.6.1.4; Commentary: Sec. A.7.4.6) 

 

  X  HR—MH; LS—MH; PR—MH. INSERTS: Where concrete 
cladding components use inserts, the inserts have positive 
anchorage or are anchored to reinforcing steel. (Tier 2: Sec. 
13.6.1.4; Commentary: Sec. A.7.4.7) 

 

  X  HR—not required; LS—MH; PR—MH. OVERHEAD 
GLAZING: Glazing panes of any size in curtain walls and 
individual interior or exterior panes more than 16 ft2 (1.5 m2) in 
area are laminated annealed or laminated heat-strengthened glass 
and are detailed to remain in the frame when cracked. (Tier 2: 
Sec. 13.6.1.5; Commentary: Sec. A.7.4.8) 

No curtain walls. 

Masonry Veneer 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—LMH; PR—LMH. TIES: Masonry 
veneer is connected to the backup with corrosion-resistant ties. 
There is a minimum of one tie for every 2-2/3 ft2 (0.25 m2), and 
the ties have spacing no greater than the following: for Life 
Safety in Low or Moderate Seismicity, 36 in. (914 mm); for Life 
Safety in High Seismicity and for Position Retention in any 
seismicity, 24 in. (610 mm). (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.1) 

No masonry veneer. 

  X  HR—not required; LS—LMH; PR—LMH. SHELF ANGLES: 
Masonry veneer is supported by shelf angles or other elements at 
each floor above the ground floor. (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.2) 

No masonry veneer. 

  X  HR—not required; LS—LMH; PR—LMH. WEAKENED 
PLANES: Masonry veneer is anchored to the backup adjacent to 
weakened planes, such as at the locations of flashing. (Tier 2: 
Sec. 13.6.1.2; Commentary: Sec. A.7.5.3) 

No masonry veneer. 

  X  HR—LMH; LS—LMH; PR—LMH. UNREINFORCED 
MASONRY BACKUP: There is no unreinforced masonry 
backup. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec. 
A.7.7.2) 

No masonry veneer. 

  X  HR—not required; LS—MH; PR—MH. STUD TRACKS: For 
veneer with coldformed steel stud backup, stud tracks are 
fastened to the structure at a spacing equal to or less than 24 in. 
(610 mm) on center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; 
Commentary: Sec. A.7.6.) 

No masonry veneer. 
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  X  HR—not required; LS—MH; PR—MH. ANCHORAGE: For 
veneer with concrete block or masonry backup, the backup is 
positively anchored to the structure at a horizontal spacing equal 
to or less than 4 ft along the floors and roof. (Tier 2: Sec. 
13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1) 

No masonry veneer. 

  X  HR—not required; LS—not required; PR—MH. WEEP 
HOLES: In veneer anchored to stud walls, the veneer has 
functioning weep holes and base flashing. (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.6) 

No masonry veneer. 

    HR—not required; LS—not required; PR—MH. OPENINGS: 
For veneer with cold-formed-steel stud backup, steel studs frame 
window and door openings. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; 
Commentary: Sec. A.7.6.2) 

 

Parapets, Cornices, Ornamentation, and Appendages 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. URM PARAPETS OR 
CORNICES: Laterally unsupported unreinforced masonry 
parapets or cornices have height-tothickness ratios no greater 
than the following: for Life Safety in Low or Moderate 
Seismicity, 2.5; for Life Safety in High Seismicity and for 
Position Retention in any seismicity, 1.5. (Tier 2: Sec. 13.6.5; 
Commentary: Sec. A.7.8.1) 

No parapet. 

  X  HR—not required; LS—LMH; PR—LMH. CANOPIES: 
Canopies at building exits are anchored to the structure at a 
spacing no greater than the following: for Life Safety in Low or 
Moderate Seismicity, 10 ft (3.0 m); for Life Safety in High 
Seismicity and for Position Retention in any seismicity, 6 ft (1.8 
m). (Tier 2: Sec. 13.6.6; Commentary: Sec. A.7.8.2) 

No canopy. 

  X  HR—H; LS—MH; PR—LMH. CONCRETE PARAPETS: 
Concrete parapets with height-to-thickness ratios greater than 
2.5 have vertical reinforcement. (Tier 2: Sec. 13.6.5; 
Commentary: Sec. A.7.8.3) 

 

  X  HR—MH; LS—MH; PR—LMH. APPENDAGES: Cornices, 
parapets, signs, and other ornamentation or appendages that 
extend above the highest point of anchorage to the structure or 
cantilever from components are reinforced and anchored to the 
structural system at a spacing equal to or less than 6 ft (1.8 m). 
This evaluation statement item does not apply to parapets or 
cornices covered by other evaluation statements. (Tier 2: Sec. 
13.6.6; Commentary: Sec. A.7.8.4) 

 

Masonry Chimneys 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. URM CHIMNEYS: 
Unreinforced masonry chimneys extend above the roof surface 
no more than the following: for Life Safety in Low or Moderate 
Seismicity, 3 times the least dimension of the chimney; for Life 
Safety in High Seismicity and for Position Retention in any 
seismicity, 2 times the least dimension of the chimney. (Tier 2: 
Sec. 13.6.7; Commentary: Sec. A.7.9.1) 

NO masonry chimney in the 
building. 
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  X  HR—LMH; LS—LMH; PR—LMH. ANCHORAGE: Masonry 
chimneys are anchored at each floor level, at the topmost ceiling 
level, and at the roof. (Tier 2: Sec. 13.6.7; Commentary: Sec. 
A.7.9.2) 
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Stairs 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—LMH; PR—LMH. STAIR 
ENCLOSURES: Hollow-clay tile or unreinforced masonry walls 
around stair enclosures are restrained out of plane and have 
height-to-thickness ratios not greater than the following: for Life 
Safety in Low or Moderate Seismicity, 15-to-1; for Life Safety 
in High Seismicity and for Position Retention in any seismicity, 
12-to-1. (Tier 2: Sec. 13.6.2, 13.6.8; Commentary: Sec. 
A.7.10.1) 

 

  X  HR—not required; LS—LMH; PR—LMH. STAIR DETAILS: 
The connection between the stairs and the structure does not rely 
on post-installed anchors in concrete or masonry, and the stair 
details are capable of accommodating the drift calculated using 
the Quick Check procedure of Section 4.4.3.1 for moment-frame 
structures or 0.5 in. for all other structures without including any 
lateral stiffness contribution from the stairs. (Tier 2: Sec. 13.6.8; 
Commentary: Sec. A.7.10.2) 

 

Contents and Furnishings 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—MH; PR—MH. INDUSTRIAL STORAGE 
RACKS: Industrial storage racks or pallet racks more than 12 ft 
high meet the requirements of ANSI/RMI MH 16.1 as modified 
by ASCE 7, Chapter 15. (Tier 2: Sec. 13.8.1; Commentary: Sec. 
A.7.11.1) 

No industrial storage racks. 

  X  HR—not required; LS—H; PR—MH. TALL NARROW 
CONTENTS: Contents more than 6 ft (1.8 m) high with a 
height-to-depth or height-to-width ratio greater than 3-to-1 are 
anchored to the structure or to each other. (Tier 2: Sec. 13.8.2; 
Commentary: Sec. A.7.11.2) 

 

  X  HR—not required; LS—H; PR—H. FALL-PRONE 
CONTENTS: Equipment, stored items, or other contents 
weighing more than 20 lb (9.1 kg) whose center of mass is more 
than 4 ft (1.2 m) above the adjacent floor level are braced or 
otherwise restrained. (Tier 2: Sec. 13.8.2; Commentary: Sec. 
A.7.11.3) 

 

  X  HR—not required; LS—not required; PR—MH. ACCESS 
FLOORS: Access floors more than 9 in. (229 mm) high are 
braced. (Tier 2: Sec. 13.6.10; Commentary: Sec. A.7.11.4) 

No access floor. 

  X  HR—not required; LS—not required; PR—MH. EQUIPMENT 
ON ACCESS FLOORS: Equipment and other contents 
supported by access floor systems are anchored or braced to the 
structure independent of the access floor. (Tier 2: Sec. 13.7.7 
13.6.10; Commentary: Sec. A.7.11.5) 

No access floor. 

X    HR—not required; LS—not required; PR—H. SUSPENDED 
CONTENTS: Items suspended without lateral bracing are free to 
swing from or move with the structure from which they are 
suspended without damaging themselves or adjoining 
components. (Tier 2: Sec. 13.8.2; Commentary: Sec. A.7.11.6) 

 

 

23



Everett Fire Department, Station 2   
 

 

Everett Fire Department, Station 2 ASCE 41 Tier 1 Summary  June 2019 
Washington State School Seismic Safety Assessments Project   

Mechanical and Electrical Equipment 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—H; PR—H. FALL-PRONE 
EQUIPMENT: Equipment weighing more than 20 lb (9.1 kg) 
whose center of mass is more than 4 ft (1.2 m) above the 
adjacent floor level, and which is not in-line equipment, is 
braced. (Tier 2: Sec. 13.7.1 13.7.7; Commentary: Sec. A.7.12.4) 

Air compressor in generator room 
do not appear to be braced. 

 X   HR—not required; LS—H; PR—H. IN-LINE EQUIPMENT: 
Equipment installed in line with a duct or piping system, with an 
operating weight more than 75 lb (34.0 kg), is supported and 
laterally braced independent of the duct or piping system. (Tier 
2: Sec. 13.7.1; Commentary: Sec. A.7.12.5) 

 

X    HR—not required; LS—H; PR—MH. TALL NARROW 
EQUIPMENT: Equipment more than 6 ft (1.8 m) high with a 
height-to-depth or height-to-width ratio greater than 3-to-1 is 
anchored to the floor slab or adjacent structural walls. (Tier 2: 
Sec. 13.7.1 13.7.7; Commentary: Sec. A.7.12.6) 

 

   X HR—not required; LS—not required; PR—MH. 
MECHANICAL DOORS: Mechanically operated doors are 
detailed to operate at a story drift ratio of 0.01. (Tier 2: Sec. 
13.6.9; Commentary: Sec. A.7.12.7) 

 

X    HR—not required; LS—not required; PR—H. SUSPENDED 
EQUIPMENT: Equipment suspended without lateral bracing is 
free to swing from or move with the structure from which it is 
suspended without damaging itself or adjoining components. 
(Tier 2: Sec. 13.7.1, 13.7.7; Commentary: Sec. A.7.12.8) 

 

  X  HR—not required; LS—not required; PR—H. VIBRATION 
ISOLATORS: Equipment mounted on vibration isolators is 
equipped with horizontal restraints or snubbers and with vertical 
restraints to resist overturning. (Tier 2: Sec. 13.7.1; 
Commentary: Sec. A.7.12.9) 

No equipment on vibrator 
isolators. 

  X  HR—not required; LS—not required; PR—H. HEAVY 
EQUIPMENT: Floor supported or platform-supported 
equipment weighing more than 400 lb (181.4 kg) is anchored to 
the structure. (Tier 2: Sec. 13.7.1, 13.7.7; Commentary: Sec. 
A.7.12.10) 

No heavy equipment. 

X    HR—not required; LS—not required; PR—H. ELECTRICAL 
EQUIPMENT: Electrical equipment is laterally braced to the 
structure. (Tier 2: Sec. 13.7.7; Commentary: Sec. A.7.12.11) 

Electrical equipment appears to 
be mounted on wall or floor. 

 X   HR—not required; LS—not required; PR—H. CONDUIT 
COUPLINGS: Conduit greater than 2.5 in. (64 mm) trade size 
that is attached to panels, cabinets, or other equipment and is 
subject to relative seismic displacement has flexible couplings or 
connections. (Tier 2: Sec. 13.7.8; Commentary: Sec. A.7.12.12) 

Conduits do not appear to have 
flexible couplings. 

Piping 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. FLEXIBLE 
COUPLINGS: Fluid and gas piping has flexible couplings. (Tier 
2: Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.13.2) 

Piping does not appear to have 
flexible coupling. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. FLUID AND 
GAS PIPING: Fluid and gas piping is anchored and braced to 
the structure to limit spills or leaks. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.4) 

No bracing at pipes. 

   X HR—not required; LS—not required; PR—H. C-CLAMPS: 
One-sided C-clamps that support piping larger than 2.5 in. (64 
mm) in diameter are restrained. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.5) 

Not observable during site visit.  

  X  HR—not required; LS—not required; PR—H. PIPING 
CROSSING SEISMIC JOINTS: Piping that crosses seismic 
joints or isolation planes or is connected to independent 
structures has couplings or other details to accommodate the 
relative seismic displacements. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.6) 

No seismic joints. 

Ducts 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. DUCT 
BRACING: Rectangular ductwork larger than 6 ft2 (0.56 m2) in 
cross-sectional area and round ducts larger than 28 in. (711 mm) 
in diameter are braced. The maximum spacing of transverse 
bracing does not exceed 30 ft (9.2 m). The maximum spacing of 
longitudinal bracing does not exceed 60 ft (18.3 m). (Tier 2: Sec. 
13.7.6; Commentary: Sec. A.7.14.2) 

No duct bracing present. 

   X HR—not required; LS—not required; PR—H. DUCT 
SUPPORT: Ducts are not supported by piping or electrical 
conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.3) 

Not observable during site visit. 

  X  HR—not required; LS—not required; PR—H. DUCTS 
CROSSING SEISMIC JOINTS: Ducts that cross seismic joints 
or isolation planes or are connected to independent structures 
have couplings or other details to accommodate the relative 
seismic displacements. (Tier 2: Sec. 13.7.6; Commentary: Sec. 
A.7.14.4) 

No seismic joints.  

Elevators 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—H; PR—H. RETAINER GUARDS: 
Sheaves and drums have cable retainer guards. (Tier 2: Sec. 
13.7.11; Commentary: Sec. A.7.16.1) 

No elevator in the building. 

  X  HR—not required; LS—H; PR—H. RETAINER PLATE: A 
retainer plate is present at the top and bottom of both car and 
counterweight. (Tier 2: Sec. 13.7.11; Commentary: Sec. 
A.7.16.2) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. ELEVATOR 
EQUIPMENT: Equipment, piping, and other components that 
are part of the elevator system are anchored. (Tier 2: Sec. 
13.7.11; Commentary: Sec. A.7.16.3) 

No elevator in the building. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—not required; PR—H. SEISMIC 
SWITCH: Elevators capable of operating at speeds of 150 ft/min 
(0.30 m/min) or faster are equipped with seismic switches that 
meet the requirements of ASME A17.1 or have trigger levels set 
to 20% of the acceleration of gravity at the base of the structure 
and 50% of the acceleration of gravity in other locations. (Tier 
2: Sec. 13.7.11; Commentary: Sec. A.7.16.4) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. SHAFT WALLS: 
Elevator shaft walls are anchored and reinforced to prevent 
toppling into the shaft during strong shaking. (Tier 2: Sec. 
13.7.11; Commentary: Sec.  A.7.16.5) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. 
COUNTERWEIGHT RAILS: All counterweight rails and 
divider beams are sized in accordance with ASME A17.1. (Tier 
2: Sec. 13.7.11; Commentary: Sec. A.7.16.6) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. BRACKETS: 
The brackets that tie the car rails and the counterweight rail to 
the structure are sized in accordance with ASME A17.1. (Tier 2: 
Sec. 13.7.11; Commentary: Sec. A.7.16.7) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. SPREADER 
BRACKET: Spreader brackets are not used to resist seismic 
forces. (Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.8) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. GO-SLOW 
ELEVATORS: The building has a go-slow elevator system. 
(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.9) 

No elevator in the building. 

 
Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.  
a Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.  
b Level of Seismicity: L = Low, M = Moderate, and H = High 
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1. Raymond Fire Department, Fire Station  

1.1 Building Description 
 

Fire District: Raymond Fire Department 

Facility Name: Fire Station 

Latitude: 46.685 

Longitude: -123.734 

ASCE 41 Bldg Type: C2a  

Gross Sq. Ft.: Unknown 

Year Built: Unknown 

Number of Stories: 2 

SXS BSE-1E: 0.756 

SX1 BSE-1E: 0.470 

ASCE 41 Level of 

Seismicity: 
High 

Site Class: E 

VS30 (m/s): 171 

Structural Drawings No 

Evaluating Firm: WRK Engineers 

 
 

 

 

 

 

 

Raymond Fire Station is a two-story reinforced concrete structure constructed on level ground and located in 

Raymond, Washington. The building is mostly rectangular in plan, roughly 55 feet by 90 feet, with a 

maximum roof height of around 26 feet. There is a rectangular wood-framed garage bay addition at the south 

end, roughly 30 feet by 60 feet. The building construction consists of concrete exterior walls with a mixture 

of concrete and wood-framed interior walls. The second level floor system is a flexible diaphragm composed 

of diagonal sheathing over wood joists and beams. The ground floor is a concrete slab-on-grade. The roof 

system is assumed to be diagonal sheathing over wood framing. The garage bay addition is composed of 

exterior wood shear walls with metal siding and a flexible wood-framed roof system. The building is in 

downtown Raymond across from the Raymond City Hall and Willapa Heritage Park. 

. 
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1.1.1 Building Use 
 

The Raymond Fire Station building includes garage bays and storage space on the lower level. The upper 

level includes a kitchen, a bathroom, offices, and living spaces. The Raymond Police Department is attached 
to the building on the west side. 

1.1.2 Structural System 
 

Table 1.1-1. Structural System Description of Raymond Fire Station 

Structural System Description 

Structural Roof 

The roof system of the original building is assumed to be flexible with diagonal 

sheathing over wood joists and beams. The roof system of the garage bay addition is 

assumed to be plywood sheathing over wood joists. 

Structural Floor(s) 
The second level floor system is flexible with diagonal sheathing supported by wood 

floor joists and wood beams. The ground floor is a concrete slab-on-grade. 

Foundations 
The foundation is assumed to be a conventional shallow foundation with continuous 

wall footings and spread footings. 

Gravity System 
The roof and floor framing spans between exterior concrete walls and wood beams. 

Wood beams are supported by concrete columns in the original building and wood 

posts in the garage bay addition. 

Lateral System 
Lateral forces are resisted by the exterior concrete shear walls in both the 

longitudinal and transverse directions. 

 

1.1.3 Structural System Visual Condition 
 

Table 1.1-2. Structural System Condition Description of Raymond Fire Station 

Structural System Description 

Structural Roof 
No visible signs of corrosion, damage, or deterioration. 

Structural Floor(s) 
No visible signs of corrosion, damage, or deterioration. 

Foundations 
Unknown. 

Gravity System 
Spalling and cracks observed in interior concrete walls. Minor cracking in observed 

in wood beams and posts. 

Lateral System No visible signs of corrosion, damage, or deterioration. 
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1.2 Seismic Evaluation Findings 

1.2.1 Structural Seismic Deficiencies 
 

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency 

is also provided based on this evaluation. 

Table 1-3. Identified Structural Seismic Deficiencies for Raymond Fire Station 

Deficiency Description 

Vertical 

Irregularities 

Vertical elements resisting shear wall overturning are discontinuous. Lateral system strengthening or the addition 

of new shear walls may be appropriate to mitigate seismic risk. 

Torsion Eccentricity in stiffness due to walls with mostly openings at north and south ends. Further investigation is 

required to determine torsional effects on the lateral system. Strengthening may be appropriate to mitigate 

seismic risk. 

Redundancy Only one line at second level in east-west direction. Three-sided diaphragm at south garage. 

Diagonally 

Sheathed and 

Unblocked 

Diaphragms 

Diagonally sheathed, unblocked. Diaphragm strengthening may be appropriate to mitigate seismic risk. 

Overturning Some concrete walls appear to have aspect ratio greater than 4-to-1. 

 

1.2.2 Structural Checklist Items Marked as 'U'nknown 
 

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation, 

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of 

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are 

summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Raymond Fire Station 

Unknown Item Description 

Load Path No drawings available. This item requires further investigation to make a final determination on its compliance 

and to develop a mitigation recommendation, if necessary. 

Liquefaction Geotechnical report not available for review.  Additional investigation recommended if definitive determination 

is desired. 

Slope Failure Geotechnical report not available for review.  Additional investigation recommended if definitive determination 

is desired. 

Reinforcing Steel No drawings. Masonry wall reinforcement is unknown. This evaluation item requires further field investigation 

to make a final determination on its compliance and to develop a mitigation recommendation, if necessary. 

Wall Anchorage at 

Flexible 

Diaphragms 

This evaluation item is unknown and is likely non-compliant due to the building's age. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Transfer to Shear 

Walls 

This evaluation item is unknown and is likely non-compliant due to the building's age. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Foundation 

Dowels 

This evaluation item is unknown due to lack of original construction drawings. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Deep Foundations Foundation conditions are unknown.  Further evaluation is recommended if determination is desired. 

Deflection 

Compatibility 

This evaluation item is unknown due to lack of original construction drawings. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Coupling Beams This evaluation item is unknown due to lack of original construction drawings. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

3



Raymond Fire Department, Fire Station ASCE 41 Tier 1 Summary  

Washington State School Seismic Safety Assessments Project 

June 2019 
 

Confinement 

Reinforcing 

This evaluation item is unknown due to lack of original construction drawings. However, based on the age of the 

building, it is unlikely there is a presence of boundary reinforcements. 

Wall Reinforcing 

at Openings 

This evaluation item is unknown due to lack of original construction drawings. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Wall Thickness This evaluation item is unknown due to lack of original construction drawings. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Plan Irregularities This evaluation item is unknown due to lack of original construction drawings. This item requires further 

investigation to make a final determination on its compliance and to develop a mitigation recommendation, if 

necessary. 

Cross Ties There are no continuous cross ties between diaphragm chords. Diaphragm strengthening may be appropriate to 

mitigate seismic risk. 

Uplift at Pile Caps Foundation conditions are unknown.  Further evaluation is recommended if determination is desired. 
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1.3.1 Nonstructural Seismic Deficiencies 
 

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each 

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district 

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term 

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the  

FEMA E-74 Excerpts appendix. 

Table 1-5. Identified Nonstructural Seismic Deficiencies for Raymond Fire Station 

Deficiency Description 

LSS-1 Fire Suppression Piping No fire sprinklers. 

CG-8 Overhead Glazing Further investigation is required to verify detailing of glazing panes. 

MC-1 URM Chimneys Concrete chimney. 

CF-2 Tall Narrow Contents Anchorage is required for tall narrow contents more than six feet high to provide overturning 

restraint. 
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown 
 

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited 

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive 

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1 

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require 

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual 

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix. 

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Raymond Fire Station 

Unknown Item Description 

LS-6 Emergency Lighting Bracing of emergency and egress lighting equipment is unknown.  Further investigation is 

recommended to determine if mitigation is recommended. 

HM-3 Hazardous Material 

Distribution 

Further investigation is required to review piping/ductwork for bracing or other protection to 

prevent damage allowing release of hazardous material. 

HM-4 Shutoff Valves Further investigation is required to locate shutoff valves or spill/leak protection for hazardous 

material piping. 

HM-5 Flexible Couplings Further investigation is required to locate flexible couplings on hazardous material ductwork/piping. 

P-4 Light Partitions Supported 

by Ceilings 

Partition walls support unknown. 

LF-1 Independent Support Further investigation is required to review the support system for light fixtures. 

CG-8 Overhead Glazing Further investigation is required to verify detailing of glazing panes. 

S-2 Stair Details Further investigation is required to verify stair connections. 

PP-3 Clamps Not observable during site visit. 

D-2 Duct Support Not observable during site visit. 
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Photos: 

 

 
 

Figure 1-1. North West Exterior 
 

 
 

Figure 1-2. South Exterior 
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Figure 1-3. East Exterior 
 

 
 

Figure 1-4. Typical Garage Bay 
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Figure 1-5. Original South Exterior Wall at Wood-Framed Garage Bay Addition 
 

 
 

Figure 1-6. Interior Showing Spalling Concrete 
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Figure 1-7. Flexible Floor Diaphragm with Diagonal Sheathing and Wood Framing 
 

 
 

Figure 1-8. Second Level Interior 
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Figure 1-9. Upstairs Hallway with Unbraced Tall, Narrow Contents – Typical Throughout 
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17-3 Immediate Occupancy Basic Configuration Checklist   

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Very Low Seismicity  

Building System - General 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X LOAD PATH: The structure contains a complete, well-defined 
load path, including structural elements and connections, that 
serves to transfer the inertial forces associated with the mass of 
all elements of the building to the foundation. (Tier 2: Sec. 
5.4.1.1; Commentary: Sec. A.2.1.1) 

No drawings available. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

X    ADJACENT BUILDINGS: The clear distance between the 
building being evaluated and any adjacent building is greater 
than 0.5% of the height of the shorter building in low seismicity, 
1.0% in moderate seismici ty, and 3.0% in high seismicity. (Tier 
2: Sec. 5.4.1.2; Commentary: Sec. A.2.1.2) 

 

  X  MEZZANINES: Interior mezzanine levels are braced 
independently from the main structure or are anchored to the 
seismic-force-resisting elements of the main structure. (Tier 2: 
Sec. 5.4.1.3; Commentary: Sec. A.2.1.3) 

 

Building System – Building Configuration 

C NC N/A U EVALUATION STATEMENT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

COMMENT 

X    WEAK STORY: The sum of the shear strengths of the seismic-
force-resisting system in any story in each direction is not less 
than 80% of the strength in the adjacent story above. (Tier 2: 
Sec. 5.4.2.1; Commentary: Sec. A.2.2.2) 

 

 

X    SOFT STORY: The stiffness of the seismic-force-resisting 
system in any story is not less than 70% of the seismic-force-
resisting system stiffness in an adjacent story above or less than 
80% of the average seismic-force-resisting system stiffness of 
the three stories above. (Tier 2: Sec. 5.4.2.2; Commentary: Sec. 
A.2.2.3) 

 

 

 

 X   VERTICAL IRREGULARITIES: All vertical elements in the 
seismic-force- resisting system are continuous to the foundation. 
(Tier 2: Sec. 5.4.2.3; Commentary: Sec. A.2.2.4) 

 

 

Vertical elements resisting shear 
wall overturning are 
discontinuous. Lateral system 
strengthening or the addition of 
new shear walls may be 
appropriate to mitigate seismic 
risk. 
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C NC N/A U EVALUATION STATEMENT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

COMMENT 

X    GEOMETRY: There are no changes in the net horizontal 
dimension of the seismic-force-resisting system of more than 
30% in a story relative to adjacent stories, excluding one-story 
penthouses and mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary: 
Sec. A.2.2.5) 

 

 

 

 

 

X    MASS: There is no change in effective mass of more than 50% 
from one story to the next. Light roofs, penthouses, and 
mezzanines need not be considered. (Tier 2: Sec. 5.4.2.5; 
Commentary: Sec. A.2.2.6) 

 

 X   TORSION: The estimated distance between the story center of 
mass and the story center of rigidity is less than 20% of the 
building width in either plan dimension. (Tier 2: Sec. 5.4.2.6; 
Commentary: Sec. A.2.2.7) 

Eccentricity in stiffness due to 
walls with mostly openings at 
north and south ends. Further 
investigation is required to 
determine torsional effects on the 
lateral system. Strengthening may 
be appropriate to mitigate seismic 
risk. 
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Low Seismicity  
(Complete the Following Items in Addition to the Items for Very Low Seismicity)  

Geologic Site Hazards 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X LIQUEFACTION: Liquefaction-susceptible, saturated, loose 
granular soils that could jeopardize the building’s seismic 
performance do not exist in the foundation soils at depths within 
50 ft (15.2 m) under the building. (Tier 2: Sec. 5.4.3.1; 
Commentary: Sec. A.6.1.1) 

Geotechnical report not available 
for review.  Additional 
investigation recommended if 
definitive determination is 
desired. 

   X SLOPE FAILURE: The building site is located away from 
potential earthquake-induced slope failures or rockfalls so that it 
is unaffected by such failures or is capable of accommodating 
any predicted movements without failure. (Tier 2: Sec. 5.4.3.1; 
Commentary: Sec. A.6.1.2) 

Geotechnical report not available 
for review.  Additional 
investigation recommended if 
definitive determination is 
desired. 

X    SURFACE FAULT RUPTURE: Surface fault rupture and 
surface displacement at the building site are not anticipated. 
(Tier 2: Sec. 5.4.3.1 ; Commentary: Sec.A.6.1.3) 

Geotechnical report not available 
for review. 

Moderate and High Seismicity  
(Complete the Following Items in Addition to the Items for Low Seismicity)  

Foundation Configuration 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    OVERTURNING: The ratio of the least horizontal dimension of 
the seismic-force- resisting system at the foundation level to the 
building height (base/height) is greater than 0.6Sa. (Tier 2: Sec. 
5.4.3.3; Commentary: Sec. A.6.2.1) 

 

  X  TIES BETWEEN FOUNDATION ELEMENTS: The 
foundation has ties adequate to resist seismic forces where 
footings, piles, and piers are not restrained by beams, slabs, or 
soils classified as Site Class A, B, or C. (Tier 2: Sec. 5.4.3.4; 
Commentary: Sec. A.6.2.2) 

 

 

Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.       
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17-25. Immediate Occupancy Structural Checklist for Building Types 
C2 and C2a 

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Very Low Seismicity 

Seismic-Force-Resisting System 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    
COMPLETE FRAMES: Steel or concrete frames classified as 
secondary components form a complete vertical-load-carrying 
system. (Tier 2: Sec. 5.5.2.5.1; Commentary: Sec. A.3.1.6.1) 

 

 X   
REDUNDANCY: The number of lines of shear walls in each 
principal direction is greater than or equal to 2. (Tier 2: 
Sec. 5.5.1.1; Commentary: Sec. A.3.2.1.1) 

Only one line at second level in 
east-west direction. Three-sided 
diaphragm at south garage. 

X    

SHEAR STRESS CHECK: The shear stress in the concrete 
shear walls, calculated using the Quick Check procedure of 
Section 4.4.3.3, is less than the greater of 100 lb/in.2 (0.69 MPa) 
or 2√f′c. (Tier 2: Sec. 5.5.3.1.1; Commentary: Sec. A.3.2.2.1) 

 

   X 

REINFORCING STEEL: The ratio of reinforcing steel area to 
gross concrete area is not less than 0.0012 in the vertical 
direction and 0.0020 in the horizontal direction. The spacing of 
reinforcing steel is equal to or less than 18 in. (457 mm). (Tier 2: 
Sec. 5.5.3.1.3; Commentary: Sec. A.3.2.2.2) 

No drawings. Wall reinforcement 
is unknown. This evaluation item 
requires further field investigation 
to make a final determination on 
its compliance and to develop a 
mitigation recommendation, if 
necessary. 

Connections 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X WALL ANCHORAGE AT FLEXIBLE DIAPHRAGMS: 
Exterior concrete or masonry walls that are dependent on 
flexible diaphragms for lateral support are anchored for out-of-
plane forces at each diaphragm level with steel anchors, 
reinforcing dowels, or straps that are developed into the 
diaphragm. Connections have strength to resist the connection 
force calculated in the Quick Check procedure of 
Section 4.4.3.7. (Tier 2: Sec. 5.7.1.1; Commentary: Sec. A.5.1.1) 

This evaluation item is unknown 
and is likely non-compliant due to 
the building's age. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

   X TRANSFER TO SHEAR WALLS: Diaphragms are connected 
for transfer of loads to the shear walls, and the connections are 
able to develop the lesser of the shear strength of the walls or 
diaphragms. (Tier 2: Sec. 5.7.2; Commentary: Sec. A.5.2.1) 

This evaluation item is unknown 
and is likely non-compliant due to 
the building's age. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 
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   X FOUNDATION DOWELS: Wall reinforcement is doweled into 
the foundation, and the dowels are able to develop the lesser of 
the strength of the walls or the uplift capacity of the foundation. 
(Tier 2: Sec. 5.7.3.4; Commentary: Sec. A.5.3.5) 

This evaluation item is unknown 
due to lack of original 
construction drawings. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

Foundation System 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X DEEP FOUNDATIONS: Piles and piers are capable of 
transferring the lateral forces between the structure and the soil. 
(Commentary: Sec.A.6.2.3) 

Foundation conditions are 
unknown.  Further evaluation is 
recommended if determination is 
desired. 

X    SLOPING SITES: The difference in foundation embedment 
depth from one side of the building to another does not exceed 
one story. (Commentary: Sec. A.6.2.4) 
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Low, Moderate, and High Seismicity  
(Complete the Following Items in Addition to the Items for Very Low Seismicity) 

Seismic-Force-Resisting System 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X DEFLECTION COMPATIBILITY: Secondary components 
have the shear capacity to develop the flexural strength of the 
components and are compliant with the following items in Table 
17-23: COLUMN-BAR SPLICES, BEAM-BAR SPLICES, 
COLUMN-TIE SPACING, STIRRUP SPACING, and 
STIRRUP AND TIE HOOKS. (Tier 2: Sec. 5.5.2.5.2; 
Commentary: Sec. A.3.1.6.2) 

This evaluation item is unknown 
due to lack of original 
construction drawings. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

  X  FLAT SLABS: Flat slabs or plates not part of seismic-force-
resisting system have continuous bottom steel through the 
column joints. (Tier 2: Sec. 5.5.2.5.3; Commentary: 
Sec. A.3.1.6.3) 

 

   X COUPLING BEAMS: The ends of both walls to which the 
coupling beam is attached are supported at each end to resist 
vertical loads caused by overturning. Coupling beams have the 
capacity in shear to develop the uplift capacity of the adjacent 
wall. (Tier 2: Sec. 5.5.3.2.1; Commentary: Sec. A.3.2.2.3) 

This evaluation item is unknown 
due to lack of original 
construction drawings. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

 X   OVERTURNING: All shear walls have aspect ratios less than 
4-to-1. Wall piers need not be considered. (Tier 2: Sec. 5.5.3.1.4; 
Commentary: Sec. A.3.2.2.4) 

Some concrete walls appear to 
have aspect ratio greater than 4-
to-1. 

   X CONFINEMENT REINFORCING: For shear walls with aspect 
ratios greater than 2-to-1, the boundary elements are confined 
with spirals or ties with spacing less than 8db. (Tier 2: 
Sec. 5.5.3.2.2; Commentary: Sec. A.3.2.2.5) 

This evaluation item is unknown 
due to lack of original 
construction drawings. However, 
based on the age of the building, it 
is unlikely there is a presence of 
boundary reinforcements. 

   X WALL REINFORCING AT OPENINGS: There is added trim 
reinforcement around all wall openings with a dimension greater 
than three times the thickness of the wall. (Tier 2: Sec. 5.5.3.1.5; 
Commentary: Sec. A.3.2.2.6) 

This evaluation item is unknown 
due to lack of original 
construction drawings. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

   X WALL THICKNESS: Thicknesses of bearing walls are not less 
than 1/25 the unsupported height or length, whichever is shorter, 
nor less than 4 in. (101 mm). (Tier 2: Sec. 5.5.3.1.2; 
Commentary: Sec. A.3.2.2.7) 

This evaluation item is unknown 
due to lack of original 
construction drawings. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 
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Diapghragms (Stiff or Flexible) 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    DIAPHRAGM CONTINUITY: The diaphragms are not 
composed of split-level floors and do not have expansion joints. 
(Tier 2: Sec. 5.6.1.1; Commentary: Sec. A.4.1.1) 

 

  X  OPENINGS AT SHEAR WALLS: Diaphragm openings 
immediately adjacent to the shear walls are less than 15% of the 
wall length. (Tier 2: Sec. 5.6.1.3; Commentary: Sec. A.4.1.4) 

 

   X PLAN IRREGULARITIES: There is tensile capacity to develop 
the strength of the diaphragm at reentrant corners or other 
locations of plan irregularities. (Tier 2: Sec. 5.6.1.4; 
Commentary: Sec. A.4.1.7) 

This evaluation item is unknown 
due to lack of original 
construction drawings. This item 
requires further investigation to 
make a final determination on its 
compliance and to develop a 
mitigation recommendation, if 
necessary. 

  X  DIAPHRAGM REINFORCEMENT AT OPENINGS: There is 
reinforcing around all diaphragm openings larger than 50% of 
the building width in either major plan dimension. (Tier 2: 
Sec. 5.6.1.5; Commentary: Sec. A.4.1.8) 

No openings at roof diaphragm. 

Flexible Diapghragms  

C NC N/A U EVALUATION STATEMENT COMMENT 

   X CROSS TIES: There are continuous cross ties between 
diaphragm chords. (Tier 2: Sec. 5.6.1.2; Commentary: 
Sec. A.4.1.2) 

There are no continuous cross ties 
between diaphragm chords. 
Diaphragm strengthening may be 
appropriate to mitigate seismic 
risk. 

  X  STRAIGHT SHEATHING: All straight-sheathed diaphragms 
have aspect ratios less than 1-to-1 in the direction being 
considered. (Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.1) 

 

X    SPANS: All wood diaphragms with spans greater than 12 ft 
(3.6 m) consist of wood structural panels or diagonal sheathing. 
(Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.2) 

 

 X   DIAGONALLY SHEATHED AND UNBLOCKED 
DIAPHRAGMS: All diagonally sheathed or unblocked wood 
structural panel diaphragms have horizontal spans less than 30 ft 
(9.2 m) and aspect ratios less than or equal to 3-to-1. (Tier 2: 
Sec. 5.6.2; Commentary: Sec. A.4.2.3) 

Diagonally sheathed, unblocked. 
Diaphragm strengthening may be 
appropriate to mitigate seismic 
risk. 

  X  NONCONCRETE FILLED DIAPHRAGMS: Untopped metal 
deck diaphragms or metal deck diaphragms with fill other than 
concrete consist of horizontal spans of less than 40 ft (12.2 m) 
and have aspect ratios less than 4-to-1. (Tier 2: Sec. 5.6.3; 
Commentary: Sec. A.4.3.1) 

No metal deck diaphragms. 

X    OTHER DIAPHRAGMS: Diaphragms do not consist of a 
system other than wood, metal deck, concrete, or horizontal 
bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec. A.4.7.1) 
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Connections 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X UPLIFT AT PILE CAPS: Pile caps have top reinforcement, and 
piles are anchored to the pile caps; the pile cap reinforcement 
and pile anchorage are able to develop the tensile capacity of the 
piles. (Tier 2: Sec. 5.7.3.5; Commentary: Sec. A.5.3.8) 

Foundation conditions are 
unknown.  Further evaluation is 
recommended if determination is 
desired. 

 
Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown. 
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17-38. Nonstructural Checklist 
 

Notes: 

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown. 

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = 

Position Retention. Level of Seismicity: L = Low, M = Moderate, and H = High 

 

Life Safety Systems 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—LMH; PR—LMH. FIRE 
SUPPRESSION PIPING: Fire suppression piping is anchored 
and braced in accordance with NFPA-13. (Tier 2: Sec. 13.7.4; 
Commentary: Sec. A.7.13.1) 

No fire sprinklers. 

  X  HR—not required; LS—LMH; PR—LMH. FLEXIBLE 
COUPLINGS: Fire suppression piping has flexible couplings in 
accordance with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: 
Sec. A.7.13.2) 

 

X    HR—not required; LS—LMH; PR—LMH. EMERGENCY 
POWER: Equipment used to power or control Life Safety 
systems is anchored or braced. (Tier 2: Sec. 13.7.7; 
Commentary: Sec. A.7.12.1) 

 

  X  HR—not required; LS—LMH; PR—LMH. STAIR AND 
SMOKE DUCTS: Stair pressurization and smoke control ducts 
are braced and have flexible connections at seismic joints. (Tier 
2: Sec. 13.7.6; Commentary: Sec. A.7.14.1) 

 

  X  HR—not required; LS—MH; PR—MH. SPRINKLER 
CEILING CLEARANCE: Penetrations through panelized 
ceilings for fire suppression devices provide clearances in 
accordance with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: 
Sec. A.7.13.3) 

 

   X HR—not required; LS—not required; PR—LMH. 
EMERGENCY LIGHTING: Emergency and egress lighting 
equipment is anchored or braced. (Tier 2: Sec. 13.7.9; 
Commentary: Sec. A.7.3.1) 

Bracing of emergency and egress 
lighting equipment is unknown.  
Further investigation is 
recommended to determine if 
mitigation is recommended.   

Hazardous Materials 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X 

 

 

 

 

 

 HR—LMH; LS—LMH; PR—LMH. HAZARDOUS 
MATERIAL EQUIPMENT: Equipment mounted on vibration 
isolators and containing hazardous material is equipped with 
restraints or snubbers. (Tier 2: Sec. 13.7.1; Commentary: Sec. 
A.7.12.2) 

No hazardous material equipment 
on vibration isolator. 

X    HR—LMH; LS—LMH; PR—LMH. HAZARDOUS 
MATERIAL STORAGE: Breakable containers that hold 
hazardous material, including gas cylinders, are restrained by 
latched doors, shelf lips, wires, or other methods. (Tier 2: Sec. 
13.8.3; Commentary: Sec. A.7.15.1) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—MH; LS—MH; PR—MH. HAZARDOUS MATERIAL 
DISTRIBUTION: Piping or ductwork conveying hazardous 
materials is braced or otherwise protected from damage that 
would allow hazardous material release. (Tier 2: Sec. 13.7.3, 
13.7.5; Commentary: Sec. A.7.13.4) 

Further investigation is required 
to review piping/ductwork for 
bracing or other protection to 
prevent damage allowing release 
of hazardous material. 

   X HR—MH; LS—MH; PR—MH. SHUTOFF VALVES: Piping 
containing hazardous material, including natural gas, has shutoff 
valves or other devices to limit spills or leaks. (Tier 2: Sec. 
13.7.3, 13.7.5; Commentary: Sec. A.7.13.3) 

Further investigation is required 
to locate shutoff valves or 
spill/leak protection for hazardous 
material piping. 

   X HR—LMH; LS—LMH; PR—LMH. FLEXIBLE COUPLINGS: 
Hazardous material ductwork and piping, including natural gas 
piping, have flexible couplings. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.15.4) 

Further investigation is required 
to locate flexible couplings on 
hazardous material 
ductwork/piping. 

  X  HR—MH; LS—MH; PR—MH. PIPING OR DUCTS 
CROSSING SEISMIC JOINTS: Piping or ductwork carrying 
hazardous material that either crosses seismic joints or isolation 
planes or is connected to independent structures has couplings or 
other details to accommodate the relative seismic displacements. 
(Tier 2: Sec. 13.7.3, 13.7.5, 13.7.6; Commentary: Sec. A.7.13.6) 

 

Partitions 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. UNREINFORCED 
MASONRY: Unreinforced masonry or hollow-clay tile 
partitions are braced at a spacing of at most 10 ft (3.0 m) in Low 
or Moderate Seismicity, or at most 6 ft (1.8 m) in High 
Seismicity. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.1) 

No URM partition walls. 

  X  HR—LMH; LS—LMH; PR—LMH. HEAVY PARTITIONS 
SUPPORTED BY CEILINGS: The tops of masonry or hollow-
clay tile partitions are not laterally supported by an integrated 
ceiling system. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.2.1) 

No URM partition walls. 

  X  HR—not required; LS—MH; PR—MH. DRIFT: Rigid 
cementitious partitions are detailed to accommodate the 
following drift ratios: in steel moment frame, concrete moment 
frame, and wood frame buildings, 0.02; in other buildings, 
0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.2) 

 

   X HR—not required; LS—not required; PR—MH. LIGHT 
PARTITIONS SUPPORTED BY CEILINGS: The tops of 
gypsum board partitions are not laterally supported by an 
integrated ceiling system. (Tier 2: Sec. 13.6.2; Commentary: 
Sec. A.7.2.1) 

Partition walls support unknown. 

  X  HR—not required; LS—not required; PR—MH. 
STRUCTURAL SEPARATIONS: Partitions that cross structural 
separations have seismic or control joints. (Tier 2: Sec. 13.6.2; 
Commentary: Sec. A.7.1.3) 

No structural separation exist. 

  X  HR—not required; LS—not required; PR—MH. TOPS: The 
tops of ceiling-high framed or panelized partitions have lateral 
bracing to the structure at a spacing equal to or less than 6 ft 
(1.8 m). (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.4) 
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Ceilings 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—H; LS—MH; PR—LMH. SUSPENDED LATH AND 
PLASTER: Suspended lath and plaster ceilings have 
attachments that resist seismic forces for every 12 ft2 (1.1 m2) of 
area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3) 

 

  X  HR—not required; LS—MH; PR—LMH. SUSPENDED 
GYPSUM BOARD: Suspended gypsum board ceilings have 
attachments that resist seismic forces for every 12 ft2 (1.1 m2) of 
area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3) 

 

   X HR—not required; LS—not required; PR—MH. INTEGRATED 
CEILINGS: Integrated suspended ceilings with continuous areas 
greater than 144 ft2 (13.4 m2) and ceilings of smaller areas that 
are not surrounded by restraining partitions are laterally 
restrained at a spacing no greater than 12 ft (3.6 m) with 
members attached to the structure above. Each restraint location 
has a minimum of four diagonal wires and compression struts, or 
diagonal members capable of resisting compression. (Tier 2: 
Sec. 13.6.4; Commentary: Sec. A.7.2.2) 

 

   X HR—not required; LS—not required; PR—MH. EDGE 
CLEARANCE: The free edges of integrated suspended ceilings 
with continuous areas greater than 144 ft2 (13.4 m2) have 
clearances from the enclosing wall or partition of at least the 
following: in Moderate Seismicity, 1/2 in. (13 mm); in High 
Seismicity, 3/4 in. (19 mm). (Tier 2: Sec. 13.6.4; Commentary: 
Sec. A.7.2.4) 

 

  X  HR—not required; LS—not required; PR—MH. CONTINUITY 
ACROSS STRUCTURE JOINTS: The ceiling system does not 
cross any seismic joint and is not attached to multiple 
independent structures. (Tier 2: Sec. 13.6.4; Commentary: Sec. 
A.7.2.5) 

No seismic joint exists. 

   X HR—not required; LS—not required; PR—H. EDGE 
SUPPORT: The free edges of integrated suspended ceilings with 
continuous areas greater than 144 ft2 (13.4 m2) are supported by 
closure angles or channels not less than 2 in. (51 mm) wide. 
(Tier 2: Sec. 13.6.4 ; Commentary: Sec. A.7.2.6) 

 

  X  HR—not required; LS—not required; PR—H. SEISMIC 
JOINTS: Acoustical tile or lay-in panel ceilings have seismic 
separation joints such that each continuous portion of the ceiling 
is no more than 2,500 ft2 (232.3 m2) and has a ratio of long-to-
short dimension no more than 4-to-1. (Tier 2: Sec. 13.6.4; 
Commentary: Sec. A.7.2.7) 

No seismic joint exists. 

Light Fixtures 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—MH; PR—MH. INDEPENDENT 
SUPPORT: Light fixtures that weigh more per square foot than 
the ceiling they penetrate are supported independent of the grid 
ceiling suspension system by a minimum of two wires at 
diagonally opposite corners of each fixture. (Tier 2: Sec. 13.6.4, 
13.7.9; Commentary: Sec. A.7.3.2) 

Further investigation is required to 
review the support system for 
light fixtures. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—not required; PR—H. PENDANT 
SUPPORTS: Light fixtures on pendant supports are attached  
at a spacing equal to or less than 6 ft. Unbraced suspended 
fixtures are free to allow a 360-degree range of motion at an 
angle not less than 45 degrees from horizontal without contacting 
adjacent components. Alternatively, if rigidly supported and/or 
braced, they are free to move with the structure to which they are 
attached without damaging adjoining components. Additionally, 
the connection to the structure is capable of accommodating the 
movement without failure. (Tier 2: Sec. 13.7.9; Commentary: 
Sec. A.7.3.3) 

 

   X HR—not required; LS—not required; PR—H. LENS COVERS: 
Lens covers on light fixtures are attached with safety devices. 
(Tier 2: Sec. 13.7.9; Commentary: Sec. A.7.3.4) 

 

Cladding and Glazing 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. CLADDING ANCHORS: 
Cladding components weighing more than 10 lb/ft2 (0.48 kN/m2) 
are mechanically anchored to the structure at a spacing equal to 
or less than the following: for Life Safety in Moderate 
Seismicity, 6 ft (1.8 m); for Life Safety in High Seismicity and 
for Position Retention in any seismicity, 4 ft (1.2 m) (Tier 2: 
Sec. 13.6.1; Commentary: Sec. A.7.4.1) 

 

  X  HR—not required; LS—MH; PR—MH. CLADDING 
ISOLATION: For steel or concrete moment-frame buildings, 
panel connections are detailed to accommodate a story drift ratio 
by the use of rods attached to framing with oversize holes or 
slotted holes of at least the following: for Life Safety in 
Moderate Seismicity, 0.01; for Life Safety in High Seismicity 
and for Position Retention in any seismicity, 0.02, and the rods 
have a length-to-diameter ratio of 4.0 or less. (Tier 2: Sec. 
13.6.1; Commentary: Sec. A.7.4.3) 

 

  X  HR—MH; LS—MH; PR—MH. MULTI-STORY PANELS: For 
multi-story panels attached at more than one floor level, panel 
connections are detailed to accommodate a story drift ratio by 
the use of rods attached to framing with oversize holes or slotted 
holes of at least the following: for Life Safety in Moderate 
Seismicity, 0.01; for Life Safety in High Seismicity and for 
Position Retention in any seismicity, 0.02, and the rods have a 
length-to-diameter ratio of 4.0 or less. (Tier 2: Sec. 13.6.1; 
Commentary: Sec. A.7.4.4) 

 

  X  HR—not required; LS—MH; PR—MH. THREADED RODS: 
Threaded rods for panel connections detailed to accommodate 
drift by bending of the rod have a length-to-diameter ratio 
greater than 0.06 times the story height in inches for Life Safety 
in Moderate Seismicity and 0.12 times the story height in inches 
for Life Safety in High Seismicity and Position Retention in any 
seismicity. (Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.9) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. PANEL CONNECTIONS: 
Cladding panels are anchored out of plane with a minimum 
number of connections for each wall panel, as follows: for Life 
Safety in Moderate Seismicity, 2 connections; for Life Safety in 
High Seismicity and for Position Retention in any seismicity, 4 
connections. (Tier 2: Sec. 13.6.1.4; Commentary: Sec. A.7.4.5) 

 

  X  HR—MH; LS—MH; PR—MH. BEARING CONNECTIONS: 
Where bearing connections are used, there is a minimum of two 
bearing connections for each cladding panel. (Tier 2: Sec. 
13.6.1.4; Commentary: Sec. A.7.4.6) 

 

  X  HR—MH; LS—MH; PR—MH. INSERTS: Where concrete 
cladding components use inserts, the inserts have positive 
anchorage or are anchored to reinforcing steel. (Tier 2: Sec. 
13.6.1.4; Commentary: Sec. A.7.4.7) 

 

   X HR—not required; LS—MH; PR—MH. OVERHEAD 
GLAZING: Glazing panes of any size in curtain walls and 
individual interior or exterior panes more than 16 ft2 (1.5 m2) in 
area are laminated annealed or laminated heat-strengthened glass 
and are detailed to remain in the frame when cracked. (Tier 2: 
Sec. 13.6.1.5; Commentary: Sec. A.7.4.8) 

Further investigation is required 
to verify detailing of glazing 
panes. 

Masonry Veneer 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—LMH; PR—LMH. TIES: Masonry 
veneer is connected to the backup with corrosion-resistant ties. 
There is a minimum of one tie for every 2-2/3 ft2 (0.25 m2), and 
the ties have spacing no greater than the following: for Life 
Safety in Low or Moderate Seismicity, 36 in. (914 mm); for Life 
Safety in High Seismicity and for Position Retention in any 
seismicity, 24 in. (610 mm). (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.1) 

No masonry veneer. 

  X  HR—not required; LS—LMH; PR—LMH. SHELF ANGLES: 
Masonry veneer is supported by shelf angles or other elements at 
each floor above the ground floor. (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.2) 

No masonry veneer. 

  X  HR—not required; LS—LMH; PR—LMH. WEAKENED 
PLANES: Masonry veneer is anchored to the backup adjacent to 
weakened planes, such as at the locations of flashing. (Tier 2: 
Sec. 13.6.1.2; Commentary: Sec. A.7.5.3) 

No masonry veneer. 

  X  HR—LMH; LS—LMH; PR—LMH. UNREINFORCED 
MASONRY BACKUP: There is no unreinforced masonry 
backup. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec. 
A.7.7.2) 

No masonry veneer. 

  X  HR—not required; LS—MH; PR—MH. STUD TRACKS: For 
veneer with coldformed steel stud backup, stud tracks are 
fastened to the structure at a spacing equal to or less than 24 in. 
(610 mm) on center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; 
Commentary: Sec. A.7.6.) 

No masonry veneer. 
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  X  HR—not required; LS—MH; PR—MH. ANCHORAGE: For 
veneer with concrete block or masonry backup, the backup is 
positively anchored to the structure at a horizontal spacing equal 
to or less than 4 ft along the floors and roof. (Tier 2: Sec. 
13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1) 

No masonry veneer. 

  X  HR—not required; LS—not required; PR—MH. WEEP 
HOLES: In veneer anchored to stud walls, the veneer has 
functioning weep holes and base flashing. (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.6) 

No masonry veneer. 

    HR—not required; LS—not required; PR—MH. OPENINGS: 
For veneer with cold-formed-steel stud backup, steel studs frame 
window and door openings. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; 
Commentary: Sec. A.7.6.2) 

 

Parapets, Cornices, Ornamentation, and Appendages 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. URM PARAPETS OR 
CORNICES: Laterally unsupported unreinforced masonry 
parapets or cornices have height-tothickness ratios no greater 
than the following: for Life Safety in Low or Moderate 
Seismicity, 2.5; for Life Safety in High Seismicity and for 
Position Retention in any seismicity, 1.5. (Tier 2: Sec. 13.6.5; 
Commentary: Sec. A.7.8.1) 

No parapet. 

  X  HR—not required; LS—LMH; PR—LMH. CANOPIES: 
Canopies at building exits are anchored to the structure at a 
spacing no greater than the following: for Life Safety in Low or 
Moderate Seismicity, 10 ft (3.0 m); for Life Safety in High 
Seismicity and for Position Retention in any seismicity, 6 ft (1.8 
m). (Tier 2: Sec. 13.6.6; Commentary: Sec. A.7.8.2) 

No canopy. 

  X  HR—H; LS—MH; PR—LMH. CONCRETE PARAPETS: 
Concrete parapets with height-to-thickness ratios greater than 
2.5 have vertical reinforcement. (Tier 2: Sec. 13.6.5; 
Commentary: Sec. A.7.8.3) 

 

  X  HR—MH; LS—MH; PR—LMH. APPENDAGES: Cornices, 
parapets, signs, and other ornamentation or appendages that 
extend above the highest point of anchorage to the structure or 
cantilever from components are reinforced and anchored to the 
structural system at a spacing equal to or less than 6 ft (1.8 m). 
This evaluation statement item does not apply to parapets or 
cornices covered by other evaluation statements. (Tier 2: Sec. 
13.6.6; Commentary: Sec. A.7.8.4) 

 

Masonry Chimneys 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. URM CHIMNEYS: 
Unreinforced masonry chimneys extend above the roof surface 
no more than the following: for Life Safety in Low or Moderate 
Seismicity, 3 times the least dimension of the chimney; for Life 
Safety in High Seismicity and for Position Retention in any 
seismicity, 2 times the least dimension of the chimney. (Tier 2: 
Sec. 13.6.7; Commentary: Sec. A.7.9.1) 

Concrete chimney. 
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  X  HR—LMH; LS—LMH; PR—LMH. ANCHORAGE: Masonry 
chimneys are anchored at each floor level, at the topmost ceiling 
level, and at the roof. (Tier 2: Sec. 13.6.7; Commentary: Sec. 
A.7.9.2) 
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Stairs 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—LMH; PR—LMH. STAIR 
ENCLOSURES: Hollow-clay tile or unreinforced masonry walls 
around stair enclosures are restrained out of plane and have 
height-to-thickness ratios not greater than the following: for Life 
Safety in Low or Moderate Seismicity, 15-to-1; for Life Safety 
in High Seismicity and for Position Retention in any seismicity, 
12-to-1. (Tier 2: Sec. 13.6.2, 13.6.8; Commentary: Sec. 
A.7.10.1) 

 

   X HR—not required; LS—LMH; PR—LMH. STAIR DETAILS: 
The connection between the stairs and the structure does not rely 
on post-installed anchors in concrete or masonry, and the stair 
details are capable of accommodating the drift calculated using 
the Quick Check procedure of Section 4.4.3.1 for moment-frame 
structures or 0.5 in. for all other structures without including any 
lateral stiffness contribution from the stairs. (Tier 2: Sec. 13.6.8; 
Commentary: Sec. A.7.10.2) 

Further investigation is required 
to verify stair connections. 

Contents and Furnishings 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—MH; PR—MH. INDUSTRIAL STORAGE 
RACKS: Industrial storage racks or pallet racks more than 12 ft 
high meet the requirements of ANSI/RMI MH 16.1 as modified 
by ASCE 7, Chapter 15. (Tier 2: Sec. 13.8.1; Commentary: Sec. 
A.7.11.1) 

 

 X   HR—not required; LS—H; PR—MH. TALL NARROW 
CONTENTS: Contents more than 6 ft (1.8 m) high with a 
height-to-depth or height-to-width ratio greater than 3-to-1 are 
anchored to the structure or to each other. (Tier 2: Sec. 13.8.2; 
Commentary: Sec. A.7.11.2) 

Anchorage is required for tall 
narrow contents more than six 
feet high to provide overturning 
restraint. 

  X  HR—not required; LS—H; PR—H. FALL-PRONE 
CONTENTS: Equipment, stored items, or other contents 
weighing more than 20 lb (9.1 kg) whose center of mass is more 
than 4 ft (1.2 m) above the adjacent floor level are braced or 
otherwise restrained. (Tier 2: Sec. 13.8.2; Commentary: Sec. 
A.7.11.3) 

 

  X  HR—not required; LS—not required; PR—MH. ACCESS 
FLOORS: Access floors more than 9 in. (229 mm) high are 
braced. (Tier 2: Sec. 13.6.10; Commentary: Sec. A.7.11.4) 

 

  X  HR—not required; LS—not required; PR—MH. EQUIPMENT 
ON ACCESS FLOORS: Equipment and other contents 
supported by access floor systems are anchored or braced to the 
structure independent of the access floor. (Tier 2: Sec. 13.7.7 
13.6.10; Commentary: Sec. A.7.11.5) 

 

   X HR—not required; LS—not required; PR—H. SUSPENDED 
CONTENTS: Items suspended without lateral bracing are free to 
swing from or move with the structure from which they are 
suspended without damaging themselves or adjoining 
components. (Tier 2: Sec. 13.8.2; Commentary: Sec. A.7.11.6) 
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Mechanical and Electrical Equipment 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—H; PR—H. FALL-PRONE 
EQUIPMENT: Equipment weighing more than 20 lb (9.1 kg) 
whose center of mass is more than 4 ft (1.2 m) above the 
adjacent floor level, and which is not in-line equipment, is 
braced. (Tier 2: Sec. 13.7.1 13.7.7; Commentary: Sec. A.7.12.4) 

 

  X  HR—not required; LS—H; PR—H. IN-LINE EQUIPMENT: 
Equipment installed in line with a duct or piping system, with an 
operating weight more than 75 lb (34.0 kg), is supported and 
laterally braced independent of the duct or piping system. (Tier 
2: Sec. 13.7.1; Commentary: Sec. A.7.12.5) 

 

  X  HR—not required; LS—H; PR—MH. TALL NARROW 
EQUIPMENT: Equipment more than 6 ft (1.8 m) high with a 
height-to-depth or height-to-width ratio greater than 3-to-1 is 
anchored to the floor slab or adjacent structural walls. (Tier 2: 
Sec. 13.7.1 13.7.7; Commentary: Sec. A.7.12.6) 

 

   X HR—not required; LS—not required; PR—MH. 
MECHANICAL DOORS: Mechanically operated doors are 
detailed to operate at a story drift ratio of 0.01. (Tier 2: Sec. 
13.6.9; Commentary: Sec. A.7.12.7) 

 

   X HR—not required; LS—not required; PR—H. SUSPENDED 
EQUIPMENT: Equipment suspended without lateral bracing is 
free to swing from or move with the structure from which it is 
suspended without damaging itself or adjoining components. 
(Tier 2: Sec. 13.7.1, 13.7.7; Commentary: Sec. A.7.12.8) 

 

  X  HR—not required; LS—not required; PR—H. VIBRATION 
ISOLATORS: Equipment mounted on vibration isolators is 
equipped with horizontal restraints or snubbers and with vertical 
restraints to resist overturning. (Tier 2: Sec. 13.7.1; 
Commentary: Sec. A.7.12.9) 

No equipment on vibrator 
isolators. 

  X  HR—not required; LS—not required; PR—H. HEAVY 
EQUIPMENT: Floor supported or platform-supported 
equipment weighing more than 400 lb (181.4 kg) is anchored to 
the structure. (Tier 2: Sec. 13.7.1, 13.7.7; Commentary: Sec. 
A.7.12.10) 

 

  X  HR—not required; LS—not required; PR—H. ELECTRICAL 
EQUIPMENT: Electrical equipment is laterally braced to the 
structure. (Tier 2: Sec. 13.7.7; Commentary: Sec. A.7.12.11) 

 

  X  HR—not required; LS—not required; PR—H. CONDUIT 
COUPLINGS: Conduit greater than 2.5 in. (64 mm) trade size 
that is attached to panels, cabinets, or other equipment and is 
subject to relative seismic displacement has flexible couplings or 
connections. (Tier 2: Sec. 13.7.8; Commentary: Sec. A.7.12.12) 

 

Piping 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—not required; PR—H. FLEXIBLE 
COUPLINGS: Fluid and gas piping has flexible couplings. (Tier 
2: Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.13.2) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—not required; PR—H. FLUID AND 
GAS PIPING: Fluid and gas piping is anchored and braced to 
the structure to limit spills or leaks. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.4) 

 

   X HR—not required; LS—not required; PR—H. C-CLAMPS: 
One-sided C-clamps that support piping larger than 2.5 in. (64 
mm) in diameter are restrained. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.5) 

Not observable during site visit.  

  X  HR—not required; LS—not required; PR—H. PIPING 
CROSSING SEISMIC JOINTS: Piping that crosses seismic 
joints or isolation planes or is connected to independent 
structures has couplings or other details to accommodate the 
relative seismic displacements. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.6) 

No seismic joints. 

Ducts 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. DUCT 
BRACING: Rectangular ductwork larger than 6 ft2 (0.56 m2) in 
cross-sectional area and round ducts larger than 28 in. (711 mm) 
in diameter are braced. The maximum spacing of transverse 
bracing does not exceed 30 ft (9.2 m). The maximum spacing of 
longitudinal bracing does not exceed 60 ft (18.3 m). (Tier 2: Sec. 
13.7.6; Commentary: Sec. A.7.14.2) 

No duct bracing present. 

   X HR—not required; LS—not required; PR—H. DUCT 
SUPPORT: Ducts are not supported by piping or electrical 
conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.3) 

Not observable during site visit. 

  X  HR—not required; LS—not required; PR—H. DUCTS 
CROSSING SEISMIC JOINTS: Ducts that cross seismic joints 
or isolation planes or are connected to independent structures 
have couplings or other details to accommodate the relative 
seismic displacements. (Tier 2: Sec. 13.7.6; Commentary: Sec. 
A.7.14.4) 

No seismic joints.  

Elevators 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—H; PR—H. RETAINER GUARDS: 
Sheaves and drums have cable retainer guards. (Tier 2: Sec. 
13.7.11; Commentary: Sec. A.7.16.1) 

No elevator in the building. 

  X  HR—not required; LS—H; PR—H. RETAINER PLATE: A 
retainer plate is present at the top and bottom of both car and 
counterweight. (Tier 2: Sec. 13.7.11; Commentary: Sec. 
A.7.16.2) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. ELEVATOR 
EQUIPMENT: Equipment, piping, and other components that 
are part of the elevator system are anchored. (Tier 2: Sec. 
13.7.11; Commentary: Sec. A.7.16.3) 

No elevator in the building. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—not required; PR—H. SEISMIC 
SWITCH: Elevators capable of operating at speeds of 150 ft/min 
(0.30 m/min) or faster are equipped with seismic switches that 
meet the requirements of ASME A17.1 or have trigger levels set 
to 20% of the acceleration of gravity at the base of the structure 
and 50% of the acceleration of gravity in other locations. (Tier 
2: Sec. 13.7.11; Commentary: Sec. A.7.16.4) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. SHAFT WALLS: 
Elevator shaft walls are anchored and reinforced to prevent 
toppling into the shaft during strong shaking. (Tier 2: Sec. 
13.7.11; Commentary: Sec.  A.7.16.5) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. 
COUNTERWEIGHT RAILS: All counterweight rails and 
divider beams are sized in accordance with ASME A17.1. (Tier 
2: Sec. 13.7.11; Commentary: Sec. A.7.16.6) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. BRACKETS: 
The brackets that tie the car rails and the counterweight rail to 
the structure are sized in accordance with ASME A17.1. (Tier 2: 
Sec. 13.7.11; Commentary: Sec. A.7.16.7) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. SPREADER 
BRACKET: Spreader brackets are not used to resist seismic 
forces. (Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.8) 

No elevator in the building. 

  X  HR—not required; LS—not required; PR—H. GO-SLOW 
ELEVATORS: The building has a go-slow elevator system. 
(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.9) 

No elevator in the building. 

 
Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.  
a Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.  
b Level of Seismicity: L = Low, M = Moderate, and H = High 

                        

30



Tumwater Fire Department, Department Headquarters ASCE 41 Tier 1 Summary  

Washington State School Seismic Safety Assessments Project 

June 2019 
 

1. Tumwater Fire Department, Department Headquarters  

1.1 Building Description 
 

Fire District: Tumwater Fire Department 

Facility Name: Department Headquarters 

Latitude: 46.985 

Longitude: -122.910 

ASCE 41 Bldg Type: W2  

Gross Sq. Ft.: 19,000 

Year Built: 2000 

Number of Stories: 2 

SXS BSE-1E: 0.676 

SX1 BSE-1E: 0.373 

ASCE 41 Level of 

Seismicity: 
High 

Site Class: D 

VS30 (m/s): 357 

Structural Drawings Yes 

Evaluating Firm: BergerABAM/WSP 

 
 

 

 

 

 

 

The Tumwater Fire Station is made up of two parts; a 2-story wood framed structure and a single-story 

highbay pre-engineered metal building structure housing the fire vehicles and various equipment. The fire 

station measure approximately 180 feet by 100 feet. The first story is approximately 11.5 feet tall, with the 

total building height, including the roof, being around 29 feet. The building has brick veneer below the 

windows and full height at the hose tower. The building is surrounded on three sides by a parking lot/asphalt 

area for visitors, truck washing and emergency vehicle access. The structure was built in 2000. According to 

Jim McGarva, the assistant fire chief, the building showed no apparent damage after the Nisqually 

earthquake. The original metal roofing was removed in 2015/16 due to water leakage into the building and 

replaced with a new standing seam metal deck. 

1
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1.1.1 Building Use 
 

The building is divided into 3 areas: the vehicle bay, the lower public floor, and the upper semi-residential 

floor. The vehicle bay houses the various vehicles and some of the equipment of the facility. There is also a 

cordoned-off area for a workout gym for the staff. Additionally there are several smaller attached rooms for 

equipment storage and usage. The lower floor house the public office of the station, including a lobby and 

training/conference room. The upper floor houses dorm rooms for the staff on duty, a small kitchen, a home 
theatre room, and the mechanical/electrical room. 

1.1.2 Structural System 
 

Table 1.1-1. Structural System Description of Tumwater Fire Station 

Structural System Description 

Roof 

 

The vehicle bay is a standing seam metal roof on z-purlins supported by the pre-

engineered metal building moment frames. The 2-story portion is covered by a 

standing seam metal roof supported by plywood and wood trusses. 

Floor The first floor is slab-on-grade. The second floor is 2" of concrete over plywood 

supported by wooden I-joists and PSL beams. 

Foundation Foundations consist of cast-in-place reinforced concrete spread footings supporting 

columns and concrete strip footings supporting wood bearing walls. 

Gravity System The vehicle bay is pre-engineered metal building frames and the two story has wood 

bearing walls and metal posts take roof loads directly to the foundations in select 

locations. In all other locations, the roof and floor transfer loads to connected wooden 

walls to the foundation. 

Lateral System The vehicle bay is pre-engineered metal building moment frames in one direction and 

tension braces in the other direction. The 2-story portion has flexible floor and roof 

diaphragms transfer the inertial loads to the attached wooden shear walls. Both 

interior and exterior walls act as shear walls. Sliding and overturning forces from 

lateral loads are resisted by concrete spread footings. 

 

1.1.3 Structural System Visual Condition 
 

Table 1.1-2. Structural System Condition Description of Tumwater Fire Station 

Structural System Description 

Roof No visible signs of damage, recent construction. 

Floor No apparent damage in select locations, but architectural finishes prevent an 

inspection of entire structure. 

Foundations  Slab in vehicle bay shows no apparent damage. Isolated slabs for HVAC units 

outside appear undamaged. Unable to verify for rest of structure. 

Gravity System  No apparent damage, unable to verify condition of walls under architectural finishes. 

High bay shows no apparent damage 

Lateral System  In high bay, no apparent damage to steel members. In rest of building, structure that 

was visible in select spots, (storage, mechanical rooms) appeared in good condition. 

Unable to verify in some location of known water damage from roof leak. 
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1.2 Seismic Evaluation Findings 

1.2.1 Structural Seismic Deficiencies 
 

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency 

is also provided based on this evaluation. 

Table 1-3. Identified Structural Seismic Deficiencies for Tumwater Fire Station 

Deficiency Description 

The Tier 1 seismic evaluation performed for this building did not confirm structural seismic deficiencies due to limited access for 

visual observation or because they did not exist.  Please refer to the next section of this report for the list of structural items marked 

as “unknown” and commentary indicating the need for further investigation. 

 

1.2.2 Structural Checklist Items Marked as 'U'nknown 
 

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation, 

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of 

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are 

summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Tumwater Fire Station 

Unknown Item Description 

Liquefaction 

 

No geotechnical report available for the site. 

Surface Fault 

Rupture 

No geotechnical report available for the site. 

Roof Chord 

Continuity 

Could not verify during visit. 
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1.3.1 Nonstructural Seismic Deficiencies 
 

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each 

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district 

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term 

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the  

FEMA E-74 Excerpts appendix. 

Table 1-5. Identified Nonstructural Seismic Deficiencies for Tumwater Fire Station 

Deficiency Description 

LSS-1 Fire Suppression Piping Unable to inspect in two-story portion of building. Vehicle bay piping does not appear braced at 

adequate lengths. 

LSS-2 Flexible Couplings Unable to inspect in two-story portion of building. Vehicle bay piping appears to use rigid 

couplings. 

C-4 Edge Clearance Panels are flush with walls in numerous locations. 

C-6 Edge Support No closure angle observed. 

LF-2 Pendant Supports Lights in vehicle bay are not braced, nor do they have free range of movement, and could impact 

piping. 

CF-2 Tall Narrow Contents Several lockers on second floor and closets in personal rooms are unattached. 

CF-3 Fall-Prone Contents See CF-2. Additionally equipment racks in high bay are unmounted and on rollers. 
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown 
 

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited 

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive 

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1 

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require 

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual 

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix. 

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Tumwater Fire Station 

Unknown Item Description 

LSS-3 Emergency Power Unable to visually observe. 

LSS-5 Sprinkler Ceiling 

Clearance 

Unable to visually observe entire system. 

HM-2 Hazardous Material 

Storage 

Unknown if station stores any for use in decontamination room. 

HM-3 Hazardous Material 

Distribution 

Natural gas lines not visually observed. 

HM-5 Flexible Couplings Natural gas lines not visually observed. 

LF-1 Independent Support Did not visually observe lights. 

LF-3 Lens Covers Did not visually observe lights. 

M-2 Shelf Angles None shown on drawings, unable to inspect behind veneer. 

S-2 Stair Details No details for structural connection of stairs is present in the drawings. Unable to inspect in field. 

ME-2 In-Line Equipment Unable to determine from observations or plans if any equipment is above 75lb in-line with piping 

systems. 

ME-7 Heavy Equipment Some heavy-looking equipment in the decontamination room was not mounted. Unable to verify 

weight of equipment from drawings. 

PP-1 Flexible Couplings Piping not visually observed. 

PP-2 Fluid and Gas Piping Piping not visually observed. 

PP-3 C-Clamps Piping not visually observed. 

EL-1 Retainer Guards Did not visually observe elevator in building. 

EL-2 Retainer Plate Did not visually observe elevator in building. 

EL-3 Elevator Equipment Did not visually observe elevator in building. 

EL-4 Seismic Switch Did not visually observe elevator in building. 

EL-5 Shaft Walls Did not visually observe elevator in building. 

EL-6 Counterweight Rails Did not visually observe elevator in building. 
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Photos: 
 

 
 

Figure 1-1. Apparent Water Damage from Roof Leak 
 

 
 

Figure 1-2. Structure of Vehicle Bay 
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Figure 1-3. Structure of Second Floor 
 

 
 

Figure 1-4. Vehicle Bay Bracing 
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Figure 1-5. IT Equipment Secured 
 

 
 

Figure 1-6. Interior Contents Unattached 
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Figure 1-7. Truck Washing Bay Structure 
 

 
 

Figure 1-8. New Roof Structure 
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Figure 1-9. Visible Wooden Shear Walls in Storage Closet 
 

 
 

Figure 1-10. Vehicle Bay Exterior 
 

10



, Tumwater Fire Department,

17-3 Immediate Occupancy Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Very Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined load path,

including structural elements and connections, that serves

to transfer the inertial forces associated with the mass of all

elements of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X    

Drawings show a

complete and

defined load path

Adjacent Buildings

The clear distance between the building being evaluated

and any adjacent building is greater than 0.5% of the height

of the shorter building in low seismicity, 1.0% in moderate

seismicity, and 3.0% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X  
No adjacent

buildings

Mezzanines

Interior mezzanine levels are braced independently from

the main structure or are anchored to the seismic-force-

resisting elements of the main structure. (Tier 2: Sec.

5.4.1.3; Commentary: Sec. A.2.1.3)

  X  
No interior

mezzanines

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-force-

resisting system in any story in each direction is not less

than 80% of the strength in the adjacent story above. (Tier

2: Sec. 5.4.2.1; Commentary: Sec. A.2.2.2)

X    

First and second

floor are

structurally similar

Soft Story

The stiffness of the seismic-force-resisting system in any

story is not less than 70% of the seismic-force-resisting

system stiffness in an adjacent story above or less than

80% of the average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

X    

First and second

floor are

structurally similar

Vertical Irregularities

All vertical elements in the seismic-force-resisting system

are continuous to the foundation. (Tier 2: Sec. 5.4.2.3;

Commentary: Sec. A.2.2.4)

X    

Walls are

continuous or

transfer

appropriately

trhough floor

diaphragm
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Geometry

There are no changes in the net horizontal dimension of the

seismic-force-resisting system of more than 30% in a story

relative to adjacent stories, excluding one-story penthouses

and mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary: Sec.

A.2.2.5)

X    

Accounting for the

vehicle bay in

east-west shaking,

the building is

compliant

Mass

There is no change in effective mass of more than 50%

from one story to the next. Light roofs, penthouses, and

mezzanines need not be considered. (Tier 2: Sec. 5.4.2.5;

Commentary: Sec. A.2.2.6)

  X  

Light roof need

not be considered,

therefore only 1

analytical story

Torsion

The estimated distance between the story center of mass

and the story center of rigidity is less than 20% of the

building width in either plan dimension. (Tier 2: Sec.

5.4.2.6; Commentary: Sec. A.2.2.7)

X    

Compliant due to

the symmetrical

nature of the

building

Low Seismicity (Complete the Following Items in Addition to the Items for Very Low
Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose granular soils

that could jeopardize the building’s seismic performance

do not exist in the foundation soils at depths within 50 ft

(15.2 m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

No geotechnical

report available

for the site

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so that it is

unaffected by such failures or is capable of accommodating

any predicted movements without failure. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.2)

X    Site is flat

Surface Fault Rupture

Surface fault rupture and surface displacement at the

building site are not anticipated. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.3)

   X

No geotechnical

report available

for the site

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the seismic-

force-resisting system at the foundation level to the

building height (base/height) is greater than 0.6Sa. (Tier 2:

Sec. 5.4.3.3; Commentary: Sec. A.6.2.1)

X    
W/H = 0.655 >

0.565 = 0.6*Sa

Ties Between

Foundation Elements

The foundation has ties adequate to resist seismic forces

where footings, piles, and piers are not restrained by

beams, slabs, or soils classified as Site Class A, B, or C.

(Tier 2: Sec. 5.4.3.4; Commentary: Sec. A.6.2.2)

X    

Column footings

resisted by slab-

on-grade
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17-7 Immediate Occupancy Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Very Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each principal

direction is greater than or equal to 2. (Tier 2: Sec. 5.5.1.1;

Commentary: Sec. A.3.2.1.1)

X    

There are multiple

lines in each

direction.

Shear Stress Check

The shear stress in the shear walls, calculated using the

Quick Check procedure of Section 4.4.3.3, is less than the

following values: Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight sheathing – 100

lb/ft; All other conditions – 100 lb/ft. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.7.1)

X    
Maximum value is

<900plf.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior stucco walls

as the primary seismic-force-resisting system. (Tier 2: Sec.

5.5.3.6.1; Commentary: Sec. A.3.2.7.2)

X    

Structural

sheathing shear

walls exist in each

direction

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used for shear

walls on buildings more than one story high with the

exception of the uppermost level of a multi-story building.

(Tier 2: Sec. 5.5.3.6.1; Commentary: Sec. A.3.2.7.3)

X    

Structural

sheathing shear

walls exist in each

direction

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio greater than

2-to-1 are not used to resist seismic forces. (Tier 2: Sec.

5.5.3.6.1; Commentary: Sec. A.3.2.7.4)

X    
1.5:1 ratio controls

for high seismicity

Walls Connected

Through Floors

Shear walls have an interconnection between stories to

transfer overturning and shear forces through the floor.

(Tier 2: Sec. 5.5.3.6.2; Commentary: Sec. A.3.2.7.5)

X    

Shear walls uses

appropriate

hardware and

nailing, or are able

to transfer through

the diaphragm

Hillside Site

For structures that are taller on at least one side by more

than one-half story because of a sloping site, all shear

walls on the downhill slope have an aspect ratio less than

1-to-2. (Tier 2: Sec. 5.5.3.6.3; Commentary: Sec.

A.3.2.7.6)

  X  Site is flat

Cripple Walls

Cripple walls below first-floor-level shear walls are braced

to the foundation with wood structural panels. (Tier 2: Sec.

5.5.3.6.4; Commentary: Sec. A.3.2.7.7)

  X  
Foundation is on

grade
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Openings

Walls with openings greater than 80% of the length are

braced with wood structural panel shear walls with aspect

ratios of not more than 1.5-to-1 or are supported by

adjacent construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec. 5.5.3.6.5;

Commentary: Sec. A.3.2.7.8)

  X  

No walls have

openings <80%

length.

Hold Down Anchors

All shear walls have hold-down anchors attached to the

end studs constructed in accordance with acceptable

construction practices. (Tier 2: Sec. 5.5.3.6.6;

Commentary: Sec. A.3.2.7.9)

X    Anchor bolts used

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to the

foundation. (Tier 2: Sec. 5.7.3.3; Commentary: Sec.

A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier 2: Sec.

5.7.3.3; Commentary: Sec. A.5.3.4)
X    

Sills are bolted at

48" o.c. per plans

Girder-Column

Connection

There is a positive connection using plates, connection

hardware, or straps between the girder and the column

support. (Tier 2: Sec. 5.7.4.1; Commentary: Sec. A.5.4.1)

X    
Connection

hardware is used

Foundation System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deep Foundations

Piles and piers are capable of transferring the lateral forces

between the structure and the soil. (Commentary: Sec.

A.6.2.3)

  X  

Building has a

shallow

foundation

Sloping Sites

The difference in foundation embedment depth from one

side of the building to another does not exceed one story.

(Commentary: A.6.2.4)

  X  Site is flat

Low, Moderate, and High Seismicity (Complete the Following Items in Addition to the
Items for Very Low Seismicity)

Seismic-Force-Resisting-System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio greater than

1.5-to-1 are not used to resist seismic forces. (Tier 2: Sec.

5.5.3.6.1; Commentary: Sec. A.3.2.7.4)

X    

Walls used in

shear stress quick-

check all meet the

aspect ratio

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level floors and

do not have expansion joints. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.1)

X    
Single elevated

floor

Roof Chord Continuity

All chord elements are continuous, regardless of changes

in roof elevation. (Tier 2: Sec. 5.6.1.1; Commentary: Sec.

A.4.1.3)

   X
Could not verify

during visit
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm openings larger

than 50% of the building width in either major plan

dimension. (Tier 2: Sec. 5.6.1.5; Commentary: Sec.

A.4.1.8)

  X  

No openings

greater than 50%

of plan dimension

Straight Sheathing

All straight-sheathed diaphragms have aspect ratios less

than 1-to-1 in the direction being considered. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.1)

X    

Ratio is

approximately 1:1

at worst case

Spans

All wood diaphragms with spans greater than 12 ft (3.6 m)

consist of wood structural panels or diagonal sheathing.

(Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.2)

X    

Structural

sheathing is used

on 2nd floor and

for shear walls.

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood structural

panel diaphragms have horizontal spans less than 30 ft (9.2

m) and have aspect ratios less than or equal to 3-to-1. (Tier

2: Sec. 5.6.2; Commentary: Sec. A.4.2.3)

X    
No spans greater

than 30ft

Other Diaphragms

The diaphragms do not consist of a system other than

wood, metal deck, concrete, or horizontal bracing. (Tier 2:

Sec. 5.6.5; Commentary: Sec. A.4.7.1)

X    

Plywood with

concrete topping

used

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 4 ft or less with acceptable edge and

end distance provided for wood and concrete. (Tier 2: Sec.

5.7.3.3; Commentary: Sec. A.5.3.7)

X    
Sills are bolted at

48" o.c. per plans
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, Tumwater Fire Department,

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire

Suppression Piping.

HR-not required; LS-

LMH; PR-LMH.

Fire suppression piping is anchored and braced in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.1)

 X   

Unable to inspect in

two-story portion of

building. Vehicle bay

piping does not appear

braced at adequate

lengths

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH;

PR-LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

 X   

Unable to inspect in

two-story portion of

building. Vehicle bay

piping appears to use

rigid couplings.

LSS-3 Emergency

Power. HR-not

required; LS-LMH;

PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec. 13.7.7;

Commentary: Sec. A.7.12.1)

   X Unable to inspect

LSS-4 Stair and

Smoke Ducts. HR-not

required; LS-LMH;

PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic joints.

(Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.1)

  X  No enclosed stairs

LSS-5 Sprinkler

Ceiling Clearance. HR-

not required; LS-MH;

PR-MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in accordance

with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: Sec.

A.7.13.3)

   X
Unable to inspect entire

system

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is anchored

or braced. (Tier 2: Sec. 13.7.9; Commentary: Sec.

A.7.3.1)

X     

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment.

HR-LMH; LS-LMH;

PR-LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

  X  None observed

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous material,

including gas cylinders, are restrained by latched

doors, shelf lips, wires, or other methods. (Tier 2: Sec.

13.8.3; Commentary: Sec. A.7.15.1)

   X

Unknown if station

stores any for use in

decontamination room
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous materials is

braced or otherwise protected from damage that would

allow hazardous material release. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.4)

   X
Natural gas lines not

inspected

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices to limit

spills or leaks. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.3)

X    
Emergency shutoff/on

for deployment

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping, including

natural gas piping, have flexible couplings. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.15.4)

   X
Natural gas lines not

inspected

HM-6 Piping or Ducts

Crossing Seismic

Joints. HR-MH; LS-

MH; PR-MH.

Piping or ductwork carrying hazardous material that

either crosses seismic joints or isolation planes or is

connected to independent structures has couplings or

other details to accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.3, 13.7.5, 13.7.6;

Commentary: Sec. A.7.13.6)

  X  
No seismic joints in

building

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH;

LS-LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile partitions

are braced at a spacing of at most 10 ft (3.0 m) in Low

or Moderate Seismicity, or at most 6 ft (1.8 m) in High

Seismicity. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.1)

  X  

No partitions of this

type observed in

building

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH;

PR-LMH.

The tops of masonry or hollow-clay tile partitions are

not laterally supported by an integrated ceiling system.

(Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.2.1)

  X  

No partitions of this

type observed in

building

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and wood

frame buildings, 0.02; in other buildings, 0.005. (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.2)

  X  

No partitions of this

type observed in

building

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-

not required; PR-MH.

The tops of gypsum board partitions are not laterally

supported by an integrated ceiling system. (Tier 2: Sec.

13.6.2; Commentary: Sec. A.7.2.1)

X    
Gym partitions have no

ceiling

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have seismic

or control joints. (Tier 2: Sec. 13.6.2; Commentary:

Sec. A.7.1.3)

  X  
No seismic joints or

seperations observed

P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized partitions

have lateral bracing to the structure at a spacing equal

to or less than 6 ft (1.8 m). (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.4)

  X  

No partitions of this

type observed in

building, all walls are

wooden shear walls
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Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath

and Plaster. HR-H; LS-

MH; PR-LMH.

Suspended lath and plaster ceilings have attachments

that resist seismic forces for every 12 ft2 (1.1 m2) of

area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3)

  X  
No ceilings of this type

observed

C-2 Suspended

Gypsum Board. HR-

not required; LS-MH;

PR-LMH.

Suspended gypsum board ceilings have attachments

that resist seismic forces for every 12 ft2 (1.1 m2) of

area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3)

  X  
No ceilings of this type

observed

C-3 Integrated

Ceilings. HR-not

required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous areas

greater than 144 ft2 (13.4 m2) and ceilings of smaller

areas that are not surrounded by restraining partitions

are laterally restrained at a spacing no greater than 12

ft (3.6 m) with members attached to the structure

above. Each restraint location has a minimum of four

diagonal wires and compression struts, or diagonal

members capable of resisting compression. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.2)

X    

Ceilings not inspected,

however drawings call

for this type of bracing.

C-4 Edge Clearance.

HR-not required; LS-

not required; PR-MH.

The free edges of integrated suspended ceilings with

continuous areas greater than 144 ft2 (13.4 m2) have

clearances from the enclosing wall or partition of at

least the following: in Moderate Seismicity, 1/2 in. (13

mm); in High Seismicity, 3/4 in. (19 mm). (Tier 2: Sec.

13.6.4; Commentary: Sec. A.7.2.4)

 X   

Panels are flush with

walls in numerous

locations

C-5 Continuity Across

Structure Joints. HR-

not required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic joint

and is not attached to multiple independent structures.

(Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.5)

  X  
No seismic joint in

building

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings with

continuous areas greater than 144 ft2 (13.4 m2) are

supported by closure angles or channels not less than 2

in. (51 mm) wide. (Tier 2: Sec. 13.6.4 ; Commentary:

Sec. A.7.2.6)

 X   
No closure angle

observed

C-7 Seismic Joints.

HR-not required; LS-

not required; PR-H.

Acoustical tile or lay-in panel ceilings have seismic

separation joints such that each continuous portion of

the ceiling is no more than 2,500 ft2 (232.3 m2) and

has a ratio of long-to-short dimension no more than 4-

to-1. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X  
No ceiling above

2500ft^2

Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot than the

ceiling they penetrate are supported independent of the

grid ceiling suspension system by a minimum of two

wires at diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X Did not inspect lights
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LF-2 Pendant

Supports. HR-not

required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached at a

spacing equal to or less than 6 ft. Unbraced suspended

fixtures are free to allow a 360-degree range of motion

at an angle not less than 45 degrees from horizontal

without contacting adjacent components. Alternatively,

if rigidly supported and/or braced, they are free to

move with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is capable

of accommodating the movement without failure. (Tier

2: Sec. 13.7.9; Commentary: Sec. A.7.3.3)

 X   

Lights in vehicle bay

are not braced, nor do

they have free range of

movement, and could

impact piping.

LF-3 Lens Covers.

HR-not required; LS-

not required; PR-H.

Lens covers on light fixtures are attached with safety

devices. (Tier 2: Sec. 13.7.9; Commentary: Sec.

A.7.3.4)

   X Did not inspect lights

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding

Anchors. HR-MH; LS-

MH; PR-MH.

Cladding components weighing more than 10 lb/ft2

(0.48 kN/m2) are mechanically anchored to the

structure at a spacing equal to or less than the

following: for Life Safety in Moderate Seismicity, 6 ft

(1.8 m); for Life Safety in High Seismicity and for

Position Retention in any seismicity, 4 ft (1.2 m) (Tier

2: Sec. 13.6.1; Commentary: Sec. A.7.4.1)

  X  
No cladding on the

building exterior

CG-2 Cladding

Isolation. HR-not

required; LS-MH; PR-

MH.

For steel or concrete moment-frame buildings, panel

connections are detailed to accommodate a story drift

ratio by the use of rods attached to framing with

oversize holes or slotted holes of at least the following:

for Life Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position Retention

in any seismicity, 0.02, and the rods have a length-to-

diameter ratio of 4.0 or less. (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.3)

  X  
Building is wooden

shear wall

CG-3 Multi-Story

Panels. HR-MH; LS-

MH; PR-MH.

For multi-story panels attached at more than one floor

level, panel connections are detailed to accommodate a

story drift ratio by the use of rods attached to framing

with oversize holes or slotted holes of at least the

following: for Life Safety in Moderate Seismicity,

0.01; for Life Safety in High Seismicity and for

Position Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less. (Tier 2:

Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X  
No cladding on the

building exterior

C-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times the

story height in inches for Life Safety in Moderate

Seismicity and 0.12 times the story height in inches for

Life Safety in High Seismicity and Position Retention

in any seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X  
No cladding on the

building exterior

Tumwater Fire Department ASCE 41 Tier 1 Summary
DNR School Seismic Assessment Project

September 2018Tumwater Fire Department, Department Headquarters ASCE 41 Tier 1 Summary
Washington State School Seismic Safety Assessments Project

June 2019
19



CG-5 Panel

Connections. HR-MH;

LS-MH; PR-MH.

Cladding panels are anchored out of plane with a

minimum number of connections for each wall panel,

as follows: for Life Safety in Moderate Seismicity, 2

connections; for Life Safety in High Seismicity and for

Position Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec. A.7.4.5)

  X  
No cladding on the

building exterior

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4; Commentary:

Sec. A.7.4.6)

  X  
No cladding on the

building exterior

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use inserts, the

inserts have positive anchorage or are anchored to

reinforcing steel. (Tier 2: Sec. 13.6.1.4; Commentary:

Sec. A.7.4.7)

  X  
No cladding on the

building exterior

CG-8 Overhead

Glazing. HR-not

required; LS-MH; PR-

MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than 16 ft2

(1.5 m2) in area are laminated annealed or laminated

heat-strengthened glass and are detailed to remain in

the frame when cracked. (Tier 2: Sec. 13.6.1.5;

Commentary: Sec. A.7.4.8)

  X  
No cladding on the

building exterior

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH;

PR-LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of one tie

for every 2-2/3 ft2 (0.25 m2), and the ties have spacing

no greater than the following: for Life Safety in Low

or Moderate Seismicity, 36 in. (914 mm); for Life

Safety in High Seismicity and for Position Retention

in any seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X    

Anchorage of brick

veneer @ 16" o.c.

horizontal and vertical

per drawings

M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or other

elements at each floor above the ground floor. (Tier 2:

Sec. 13.6.1.2; Commentary: Sec. A.7.5.2)

   X

None shown on

drawings, unable to

inspect behind veneer

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup adjacent to

weakened planes, such as at the locations of flashing.

(Tier 2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.3)

  X  
No weakened plane

shown on drawings

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.2)
  X  No masonry backup.

M-5 Stud Tracks. HR-

not required; LS-MH;

PR-MH.

For veneer with coldformed steel stud backup, stud

tracks are fastened to the structure at a spacing equal to

or less than 24 in. (610 mm) on center. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.6.)

X    16" o.c. per drawings

M-6 Anchorage. HR-

not required; LS-MH;

PR-MH.

For veneer with concrete block or masonry backup, the

backup is positively anchored to the structure at a

horizontal spacing equal to or less than 4 ft along the

floors and roof. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.7.1)

  X  No backup
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M-7 Weep Holes. HR-

not required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.6)

X    
Weep holes observed

along base

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup, steel

studs frame window and door openings. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.6.2)

  X  

Steel stud backup

portions have no

openings

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM

Parapets or Cornices.

HR-LMH; LS-LMH;

PR-LMH.

Laterally unsupported unreinforced masonry parapets

or cornices have height-tothickness ratios no greater

than the following: for Life Safety in Low or Moderate

Seismicity, 2.5; for Life Safety in High Seismicity and

for Position Retention in any seismicity, 1.5. (Tier 2:

Sec. 13.6.5; Commentary: Sec. A.7.8.1)

  X  
Building does not have

parapets or cornices

PCOA-2 Canopies.

HR-not required; LS-

LMH; PR-LMH.

Canopies at building exits are anchored to the structure

at a spacing no greater than the following: for Life

Safety in Low or Moderate Seismicity, 10 ft (3.0 m);

for Life Safety in High Seismicity and for Position

Retention in any seismicity, 6 ft (1.8 m). (Tier 2: Sec.

13.6.6; Commentary: Sec. A.7.8.2)

X    
Canopy at entrance has

2' to 4' spacing

PCOA-3 Concrete

Parapets. HR-H; LS-

MH; PR-LMH.

Concrete parapets with height-to-thickness ratios

greater than 2.5 have vertical reinforcement. (Tier 2:

Sec. 13.6.5; Commentary: Sec. A.7.8.3)

  X  
Building does not have

parapets or cornices

PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other ornamentation or

appendages that extend above the highest point of

anchorage to the structure or cantilever from

components are reinforced and anchored to the

structural system at a spacing equal to or less than 6 ft

(1.8 m). This evaluation statement item does not apply

to parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary: Sec.

A.7.8.4)

  X  
Building does not have

parapets or cornices

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM

Chimneys. HR-LMH;

LS-LMH; PR-LMH.

Unreinforced masonry chimneys extend above the roof

surface no more than the following: for Life Safety in

Low or Moderate Seismicity, 3 times the least

dimension of the chimney; for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 2 times the least dimension of the chimney.

(Tier 2: Sec. 13.6.7; Commentary: Sec. A.7.9.1)

  X  
Building does not have

a chimney

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor level, at

the topmost ceiling level, and at the roof. (Tier 2: Sec.

13.6.7; Commentary: Sec. A.7.9.2)

  X  
Building does not have

a chimney
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Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls around

stair enclosures are restrained out of plane and have

height-to-thickness ratios not greater than the

following: for Life Safety in Low or Moderate

Seismicity, 15-to-1; for Life Safety in High Seismicity

and for Position Retention in any seismicity, 12-to-1.

(Tier 2: Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  

No stairs are enclosed

by masonry or hollow-

clay tiles.

S-2 Stair Details. HR-

not required; LS-LMH;

PR-LMH.

The connection between the stairs and the structure

does not rely on post-installed anchors in concrete or

masonry, and the stair details are capable of

accommodating the drift calculated using the Quick

Check procedure of Section 4.4.3.1 for moment-frame

structures or 0.5 in. for all other structures without

including any lateral stiffness contribution from the

stairs. (Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

   X

No details for structural

connection of stairs is

present in the drawings.

unable to inspect in

field.

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial

Storage Racks. HR-

LMH; LS-MH; PR-

MH.

Industrial storage racks or pallet racks more than 12 ft

high meet the requirements of ANSI/RMI MH 16.1 as

modified by ASCE 7, Chapter 15. (Tier 2: Sec. 13.8.1;

Commentary: Sec. A.7.11.1)

  X  No racks observed

CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-

MH.

Contents more than 6 ft (1.8 m) high with a height-to-

depth or height-to-width ratio greater than 3-to-1 are

anchored to the structure or to each other. (Tier 2: Sec.

13.8.2; Commentary: Sec. A.7.11.2)

 X   

Several lockers on

second floor and closets

in personal rooms are

unattached

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents weighing

more than 20 lb (9.1 kg) whose center of mass is more

than 4 ft (1.2 m) above the adjacent floor level are

braced or otherwise restrained. (Tier 2: Sec. 13.8.2;

Commentary: Sec. A.7.11.3)

 X   

See CF-2. Additionally

equipment racks in high

bay are unmounted and

on rollers.

CF-4 Access Floors.

HR-not required; LS-

not required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X  
No access floors in this

building

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by access

floor systems are anchored or braced to the structure

independent of the access floor. (Tier 2: Sec. 13.7.7

13.6.10; Commentary: Sec. A.7.11.5)

  X  
No access floors in this

building

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free to

swing from or move with the structure from which

they are suspended without damaging themselves or

adjoining components. (Tier 2: Sec. 13.8.2;

Commentary: Sec. A.7.11.6)

  X  
No suspended items

observed
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Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg) whose

center of mass is more than 4 ft (1.2 m) above the

adjacent floor level, and which is not in-line

equipment, is braced. (Tier 2: Sec. 13.7.1 13.7.7;

Commentary: Sec. A.7.12.4)

X    

Inspected equipment in

mechanical room is

anchored

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75 lb (34.0

kg), is supported and laterally braced independent of

the duct or piping system. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.5)

   X

Unable to determine

from observations or

plans if any equipment

is above 75lb in-line

with piping systems.

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-

MH.

Equipment more than 6 ft (1.8 m) high with a height-

to-depth or height-to-width ratio greater than 3-to-1 is

anchored to the floor slab or adjacent structural walls.

(Tier 2: Sec. 13.7.1 13.7.7; Commentary: Sec.

A.7.12.6)

X    

Equipment is under 6

foot, or anchored to

slab/wall anyway

ME-4 Mechanical

Doors. HR-not

required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to operate at

a story drift ratio of 0.01. (Tier 2: Sec. 13.6.9;

Commentary: Sec. A.7.12.7)

  X  

No mechanically

operated doors are

present in the building

ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is free to

swing from or move with the structure from which it is

suspended without damaging itself or adjoining

components. (Tier 2: Sec. 13.7.1, 13.7.7; Commentary:

Sec. A.7.12.8)

  X  No equipment observed

ME-6 Vibration

Isolators. HR-not

required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is equipped

with horizontal restraints or snubbers and with vertical

restraints to resist overturning. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.9)

  X  
No equipment observed

on isolators

ME-7 Heavy

Equipment. HR-not

required; LS-not

required; PR-H.

Floor supported or platform-supported equipment

weighing more than 400 lb (181.4 kg) is anchored to

the structure. (Tier 2: Sec. 13.7.1, 13.7.7;

Commentary: Sec. A.7.12.10)

   X

Some heavy-looking

equipment in the

decontamination room

was not mounted.

Unable to verify weight

of equipment from

drawings.

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the structure.

(Tier 2: Sec. 13.7.7; Commentary: Sec. A.7.12.11)
X    

IT equipment was

braced in two directions,

electric panels were

mounted to structure.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size that is

attached to panels, cabinets, or other equipment and is

subject to relative seismic displacement has flexible

couplings or connections. (Tier 2: Sec. 13.7.8;

Commentary: Sec. A.7.12.12)

X    

No conduits above this

size observed in the

building.
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Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible

Couplings. HR-not

required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.13.2)
   X Piping not inspected

PP-2 Fluid and Gas

Piping. HR-not

required; LS-not

required; PR-H.

Fluid and gas piping is anchored and braced to the

structure to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.4)

   X Piping not inspected

PP-3 C-Clamps. HR-

not required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger than 2.5

in. (64 mm) in diameter are restrained. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.5)

   X Piping not inspected

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation planes or

is connected to independent structures has couplings or

other details to accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.6)

  X  
There is no seismic joint

in the building

Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56 m2) in

cross-sectional area and round ducts larger than 28 in.

(711 mm) in diameter are braced. The maximum

spacing of transverse bracing does not exceed 30 ft

(9.2 m). The maximum spacing of longitudinal bracing

does not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

X    
Ductwork in vehicle bay

is braced

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical conduit.

(Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.3)
X    

Ducts are supported by

additional structural

members

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation planes or

are connected to independent structures have couplings

or other details to accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.4)

  X  
There is no seismic joint

in the building

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-

H; PR-H.

Sheaves and drums have cable retainer guards. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.1)
   X

Did not inspect elevator

in building

EL-2 Retainer Plate.

HR-not required; LS-

H; PR-H.

A retainer plate is present at the top and bottom of both

car and counterweight. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.2)

   X
Did not inspect elevator

in building

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that are part

of the elevator system are anchored. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.3)

   X
Did not inspect elevator

in building
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EL-4 Seismic Switch.

HR-not required; LS-

not required; PR-H.

Elevators capable of operating at speeds of 150 ft/min

or faster are equipped with seismic switches that meet

the requirements of ASME A17.1 or have trigger

levels set to 20% of the acceleration of gravity at the

base of the structure and 50% of the acceleration of

gravity in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

   X
Did not inspect elevator

in building

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced to

prevent toppling into the shaft during strong shaking.

(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.5)

   X
Did not inspect elevator

in building

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are sized in

accordance with ASME A17.1. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.6)

   X
Did not inspect elevator

in building

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.7)

   X
Did not inspect elevator

in building

EL-8 Spreader

Bracket. HR-not

required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic forces.

(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.8)
   X

Did not inspect elevator

in building

EL-9 Go-Slow

Elevators. HR-not

required; LS-not

required; PR-H.

The building has a go-slow elevator system. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.9)
   X

Did not inspect elevator

in building
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Vancouver Fire Department, Fire Station #9 ASCE 41 Tier 1 Summary  

Washington State School Seismic Safety Assessments Project 

June 2019 
 

1. Vancouver Fire Department, Fire Station #9  

1.1 Building Description 
 

Fire District: Vancouver Fire Department 

Facility Name: Fire Station #9 

Latitude: 45.611 

Longitude: -122.493 

ASCE 41 Bldg Type: W2  

Gross Sq. Ft.: 7,490 

Year Built: 1991 

Number of Stories: 2 

SXS BSE-1E: 0.344 

SX1 BSE-1E: 0.184 

ASCE 41 Level of 

Seismicity: 
High 

Site Class: C 

VS30(m/s): 455 

Structural Drawings Yes 

Evaluating Firm: WRK Engineers 

 
 

 

 

 

 

 

Vancouver Fire Department Station 9 is a one-story wood-framed structure constructed on level ground and 

located in Vancouver, Washington. The building is mostly rectangular in plan, roughly 62 feet by 130 feet, 

with a maximum roof height of around 26 feet at the garage bays and 18 feet at the lower roof. The building 

construction consists of wood stud walls with brick veneer on the exterior walls. The ground floor is a 

concrete slab-on-grade. The hip roof is a flexible diaphragm constructed out of plywood sheathing and 

gangnail trusses. The building is in east Vancouver directly to the west of the Clark Public Utilities 

Substation. 

. 
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1.1.1 Building Use 
 

Vancouver Fire Department Station 9 has the truck bay on the east side of the building for two fire trucks. 

The west side includes three dorm rooms, offices, an electrical room, a classroom, a kitchen, restrooms, and 
storage space. Vancouver Fire District #9 serves southeast Vancouver, Washington. 

1.1.2 Structural System 
 

Table 1.1-1. Structural System Description of Vancouver Fire Station #9 

Structural System Description 

Structural Roof 
The structural roof is a flexible diaphragm composed of 5/8-inch plywood 

sheathing over gangnail trusses. 

Structural Floor(s) 
The interior main floor is a 4-inch concrete slab-on-grade. The floor at the truck 

bay is a 6-inch concrete slab-on-grade with #4 at 16 inches on center. 

Foundations 
The foundation is a conventional shallow foundation with continuous wall 

footings under bearing and shear walls and spread footings under columns. 

Gravity System Roof framing spans between wood-framed bearing walls with wood headers over 

openings. The wood header beams are supported by wood posts. 

Lateral System 
The lateral forces are resisted by the plywood roof diaphragm and transferred to 

the plywood shear walls in both the longitudinal and transverse directions. 

 

1.1.3 Structural System Visual Condition 
 

Table 1.1-2. Structural System Condition Description of Vancouver Fire Station #9 

Structural System Description 

Structural Roof Ceiling finishes show evidence of water damage. 

Structural Floor(s) No visible signs of corrosion, damage, or deterioration. 

Foundations Unknown. 

Gravity System No visible signs of corrosion, damage, or deterioration. 

Lateral System No visible signs of corrosion, damage, or deterioration. 
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1.2 Seismic Evaluation Findings 

1.2.1 Structural Seismic Deficiencies 
 

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency 

is also provided based on this evaluation. 

Table 1-3. Identified Structural Seismic Deficiencies for Vancouver Fire Station #9 

Deficiency Description 

Shear Stress 

Check 

Pseudo shear stress is greater than 1000 lb/ft. The building will likely require wood shear wall strengthening. 

Further investigation is required. 

Deep Foundations No deep foundations. 

Overturning The overturning check does not appear to be compliant. Further investigation should be completed.  

Diagonally 

Sheathed and 

Unblocked 

Diaphragms 

Unblocked diaphragm. Diaphragm strengthening may be appropriate to mitigate seismic risk. 

 

1.2.2 Structural Checklist Items Marked as 'U'nknown 
 

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation, 

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of 

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are 

summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Vancouver Fire Station #9 

Unknown Item Description 

 

Liquefaction 
The liquefaction potential of site soils is unknown at this time given available information. Requires further 

investigation by a licensed geotechnical engineer to determine liquefaction potential. 

 

Slope Failure 
No geotechnical report available for review. Additional investigation recommended if definitive determination is 

desired. 

Surface Fault 

Rupture 

Requires further investigation by a licensed geotechnical engineer to determine whether site is near locations of 

expected surface fault ruptures. 
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1.3.1 Nonstructural Seismic Deficiencies 
 

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each 

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district 

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term 

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the  

FEMA E-74 Excerpts appendix. 

Table 1-5. Identified Nonstructural Seismic Deficiencies for Vancouver Fire Station #9 

Deficiency Description 

LSS-1 Fire Suppression Piping Fire suppression is not anchored and braced in accordance with NFPA-13. 

LSS-3 Emergency Power Inadequate anchoring/bracing of life-safety equipment. 

HM-2 Hazardous Material 

Storage 

Inadequate restraints for breakable containers storing hazardous material. 

HM-3 Hazardous Material 

Distribution 

Piping/ductwork not adequately protected from damage that could potentially allow the release of 

hazardous material. 
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown 
 

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited 

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive 

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1 

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require 

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual 

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix. 

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Vancouver Fire Station 2 

Unknown Item Description 

LSS-2 Flexible Couplings Further investigation is required to review fire suppression for flexible couplings. 

LSS-6 Emergency Lighting Further investigation required in order to determine compliance or noncompliance. 

HM-5 Flexible Couplings Further investigation is required to locate flexible couplings on hazardous material ductwork/piping. 

P-4 Light Partitions Supported 

by Ceilings 

Support at tops of gypsum board partitions are unknown. Further investigation is recommended if 

definitive determination is desired. 

P-5 Structural Separations Further investigation is recommended if definitive determination is desired. 

P-6 Tops Not observable during site visit. Further investigation is recommended if definitive determination is 

desired. 

C-3 Integrated Ceilings Not observable during site visit. Further investigation is recommended if definitive determination is 

desired. 

C-4 Edge Clearance Further investigation is recommended if definitive determination is desired. 

C-6 Edge Support Further investigation is recommended if definitive determination is desired. 

LF-1 Independent 

Support 

Further investigation is required to review the support system for light fixtures. 

LLF-2 Pendant Supports Further investigation is recommended if definitive determination is desired. 

LF-3 Lens Covers Light fixture attachments are unknown. Further investigation is recommended if definitive 

determination is desired. 

M-7 Weep Holes It is unknown if the veneer has functioning weep holes. Further investigation is recommended if 

definitive determination is desired. 

ME-4 Mechanical Doors Detailing of mechanically operated doors is unknown. Further investigation is recommended if 

definitive determination is desired. 

ME-6 Vibration Isolators Some equipment appears to be unrestrained. 

ME-8 Electrical Equipment Bracing of electrical equipment is unknown. Further investigation is recommended if definitive 

determination is desired. 

ME-9 Conduit Couplings Presence of flexible coupling is unknown. Further investigation is recommended if definitive 

determination is desired. 

PP-1 Flexile Couplings Further investigation is recommended if definitive determination is desired. 

PP-2 Fluid and Gas Piping Further investigation is recommended if definitive determination is desired. 

PP-3 Clamps Further investigation is recommended if definitive determination is desired. 

PP-4 Piping Crossing Seismic 

Joints 

Further investigation is recommended if definitive determination is desired. 
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D-1 Duct Bracing Further investigation is recommended if definitive determination is desired. 

D-2 Duct Support Further investigation is recommended if definitive determination is desired. 
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Photos: 

 

 
 

Figure 1-1. South Exterior 
 

 
 

Figure 1-2. North Exterior 
 

 
 

Figure 1-3. West Exterior 
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Figure 1-4. Dayroom 
 

 
 

Figure 1-5. Classroom 
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Figure 1-6. Truck Bay 
 

 
 

Figure 1-7. Truck Bay 2 
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Figure 1-8. Hazardous Material Storage 
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Figure 1-9. Fuel Tanks 
 

 
 

Figure 1-10. Unbraced Mechanical Equipment 
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, Vancouver Fire Department,

17-3 Immediate Occupancy Basic Configuration Checklist

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Very Low Seismicity

Building System - General

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Load Path

The structure contains a complete, well-defined load path,

including structural elements and connections, that serves

to transfer the inertial forces associated with the mass of all

elements of the building to the foundation. (Tier 2: Sec.

5.4.1.1; Commentary: Sec. A.2.1.10)

X     

Adjacent Buildings

The clear distance between the building being evaluated

and any adjacent building is greater than 0.5% of the height

of the shorter building in low seismicity, 1.0% in moderate

seismicity, and 3.0% in high seismicity. (Tier 2: Sec.

5.4.1.2; Commentary: Sec. A.2.1.2)

  X   

Mezzanines

Interior mezzanine levels are braced independently from

the main structure or are anchored to the seismic-force-

resisting elements of the main structure. (Tier 2: Sec.

5.4.1.3; Commentary: Sec. A.2.1.3)

  X   

Building System - Building Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Weak Story

The sum of the shear strengths of the seismic-force-

resisting system in any story in each direction is not less

than 80% of the strength in the adjacent story above. (Tier

2: Sec. 5.4.2.1; Commentary: Sec. A.2.2.2)

  X   

Soft Story

The stiffness of the seismic-force-resisting system in any

story is not less than 70% of the seismic-force-resisting

system stiffness in an adjacent story above or less than

80% of the average seismic-force-resisting system stiffness

of the three stories above. (Tier 2: Sec. 5.4.2.2;

Commentary: Sec. A.2.2.3)

  X   

Vertical Irregularities

All vertical elements in the seismic-force-resisting system

are continuous to the foundation. (Tier 2: Sec. 5.4.2.3;

Commentary: Sec. A.2.2.4)

X     

Geometry

There are no changes in the net horizontal dimension of the

seismic-force-resisting system of more than 30% in a story

relative to adjacent stories, excluding one-story penthouses

and mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary: Sec.

A.2.2.5)

  X   
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Mass

There is no change in effective mass of more than 50%

from one story to the next. Light roofs, penthouses, and

mezzanines need not be considered. (Tier 2: Sec. 5.4.2.5;

Commentary: Sec. A.2.2.6)

  X   

Torsion

The estimated distance between the story center of mass

and the story center of rigidity is less than 20% of the

building width in either plan dimension. (Tier 2: Sec.

5.4.2.6; Commentary: Sec. A.2.2.7)

X     

Low Seismicity (Complete the Following Items in Addition to the Items for Very Low
Seismicity)

Geologic Site Hazards

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Liquefaction

Liquefaction-susceptible, saturated, loose granular soils

that could jeopardize the building’s seismic performance

do not exist in the foundation soils at depths within 50 ft

(15.2 m) under the building. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.1)

   X

No geotechnical

report available

for review.

Additional

investigation

recommended if

definitive

determination is

desired.

Slope Failure

The building site is located away from potential

earthquake-induced slope failures or rockfalls so that it is

unaffected by such failures or is capable of accommodating

any predicted movements without failure. (Tier 2: Sec.

5.4.3.1; Commentary: Sec. A.6.1.2)

   X

No geotechnical

report available

for review.

Additional

investigation

recommended if

definitive

determination is

desired.

Surface Fault Rupture

Surface fault rupture and surface displacement at the

building site are not anticipated. (Tier 2: Sec. 5.4.3.1;

Commentary: Sec. A.6.1.3)

   X

No geotechnical

report available

for review.

Additional

investigation

recommended if

definitive

determination is

desired.

High Seismicity (Complete the Following Items in Addition to the Items for Low and Moderate Seismicity)

Foundation Configuration

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Overturning

The ratio of the least horizontal dimension of the seismic-

force-resisting system at the foundation level to the

building height (base/height) is greater than 0.6Sa. (Tier 2:

Sec. 5.4.3.3; Commentary: Sec. A.6.2.1)

X     
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Ties Between

Foundation Elements

The foundation has ties adequate to resist seismic forces

where footings, piles, and piers are not restrained by

beams, slabs, or soils classified as Site Class A, B, or C.

(Tier 2: Sec. 5.4.3.4; Commentary: Sec. A.6.2.2)

  X   
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17-7 Immediate Occupancy Checklist for Building Type W2

Building record drawings have been reviewed, when available, and a non-destructive field investigation has been performed

for the subject building. Each of the required checklist items are marked Compliant (C), Noncompliant (NC), Not

Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that satisfy the performance objective,

whereas items marked Noncompliant or Unknown indicate conditions that do not. Certain statements might not apply to the

building being evaluated.

Very Low Seismicity

Seismic-Force-Resisting System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Redundancy

The number of lines of shear walls in each principal

direction is greater than or equal to 2. (Tier 2: Sec. 5.5.1.1;

Commentary: Sec. A.3.2.1.1)

X     

Shear Stress Check

The shear stress in the shear walls, calculated using the

Quick Check procedure of Section 4.4.3.3, is less than the

following values: Structural panel sheathing – 1,000 lb/ft;

Diagonal sheathing – 700 lb/ft; Straight sheathing – 100

lb/ft; All other conditions – 100 lb/ft. (Tier 2: Sec.

5.5.3.1.1; Commentary: Sec. A.3.2.7.1)

 X   

Pseudo shear

stress is greater

than 1000 lb/ft.

The building will

likely require

wood shear wall

strengthening.

Further

investigation is

required.

Stucco (Exterior

Plaster) Shear Walls

Multi-story buildings do not rely on exterior stucco walls

as the primary seismic-force-resisting system. (Tier 2: Sec.

5.5.3.6.1; Commentary: Sec. A.3.2.7.2)

  X   

Gypsum Wallboard or

Plaster Shear Walls

Interior plaster or gypsum wallboard is not used for shear

walls on buildings more than one story high with the

exception of the uppermost level of a multi-story building.

(Tier 2: Sec. 5.5.3.6.1; Commentary: Sec. A.3.2.7.3)

  X   

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio greater than

2-to-1 are not used to resist seismic forces. (Tier 2: Sec.

5.5.3.6.1; Commentary: Sec. A.3.2.7.4)

X     

Walls Connected

Through Floors

Shear walls have an interconnection between stories to

transfer overturning and shear forces through the floor.

(Tier 2: Sec. 5.5.3.6.2; Commentary: Sec. A.3.2.7.5)

  X   

Hillside Site

For structures that are taller on at least one side by more

than one-half story because of a sloping site, all shear

walls on the downhill slope have an aspect ratio less than

1-to-2. (Tier 2: Sec. 5.5.3.6.3; Commentary: Sec.

A.3.2.7.6)

  X   

Cripple Walls

Cripple walls below first-floor-level shear walls are braced

to the foundation with wood structural panels. (Tier 2: Sec.

5.5.3.6.4; Commentary: Sec. A.3.2.7.7)

  X   
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Openings

Walls with openings greater than 80% of the length are

braced with wood structural panel shear walls with aspect

ratios of not more than 1.5-to-1 or are supported by

adjacent construction through positive ties capable of

transferring the seismic forces. (Tier 2: Sec. 5.5.3.6.5;

Commentary: Sec. A.3.2.7.8)

  X   

Hold Down Anchors

All shear walls have hold-down anchors attached to the

end studs constructed in accordance with acceptable

construction practices. (Tier 2: Sec. 5.5.3.6.6;

Commentary: Sec. A.3.2.7.9)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Posts

There is a positive connection of wood posts to the

foundation. (Tier 2: Sec. 5.7.3.3; Commentary: Sec.

A.5.3.3)

X     

Wood Sills
All wood sills are bolted to the foundation. (Tier 2: Sec.

5.7.3.3; Commentary: Sec. A.5.3.4)
X     

Girder-Column

Connection

There is a positive connection using plates, connection

hardware, or straps between the girder and the column

support. (Tier 2: Sec. 5.7.4.1; Commentary: Sec. A.5.4.1)

X     

Foundation System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Deep Foundations

Piles and piers are capable of transferring the lateral forces

between the structure and the soil. (Commentary: Sec.

A.6.2.3)

  X  
No deep

foundations.

Sloping Sites

The difference in foundation embedment depth from one

side of the building to another does not exceed one story.

(Commentary: A.6.2.4)

X     

Low, Moderate, and High Seismicity (Complete the Following Items in Addition to the
Items for Very Low Seismicity)

Seismic-Force-Resisting-System

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Narrow Wood Shear

Walls

Narrow wood shear walls with an aspect ratio greater than

1.5-to-1 are not used to resist seismic forces. (Tier 2: Sec.

5.5.3.6.1; Commentary: Sec. A.3.2.7.4)

   X  

Diaphragms

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Diaphragm Continuity

The diaphragms are not composed of split-level floors and

do not have expansion joints. (Tier 2: Sec. 5.6.1.1;

Commentary: Sec. A.4.1.1)

X     

Roof Chord Continuity

All chord elements are continuous, regardless of changes

in roof elevation. (Tier 2: Sec. 5.6.1.1; Commentary: Sec.

A.4.1.3)

X     
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Diaphragm

Reinforcement at

Openings

There is reinforcing around all diaphragm openings larger

than 50% of the building width in either major plan

dimension. (Tier 2: Sec. 5.6.1.5; Commentary: Sec.

A.4.1.8)

  X   

Straight Sheathing

All straight-sheathed diaphragms have aspect ratios less

than 1-to-1 in the direction being considered. (Tier 2: Sec.

5.6.2; Commentary: Sec. A.4.2.1)

  X   

Spans

All wood diaphragms with spans greater than 12 ft (3.6 m)

consist of wood structural panels or diagonal sheathing.

(Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.2)

X     

Diagonally Sheathed

and Unblocked

Diaphragms

All diagonally sheathed or unblocked wood structural

panel diaphragms have horizontal spans less than 30 ft (9.2

m) and have aspect ratios less than or equal to 3-to-1. (Tier

2: Sec. 5.6.2; Commentary: Sec. A.4.2.3)

 X   

Unblocked

diaphragm.

Diaphragm

strengthening may

be appropriate to

mitigate seismic

risk.

Other Diaphragms

The diaphragms do not consist of a system other than

wood, metal deck, concrete, or horizontal bracing. (Tier 2:

Sec. 5.6.5; Commentary: Sec. A.4.7.1)

X     

Connections

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

Wood Sill Bolts

Sill bolts are spaced at 4 ft or less with acceptable edge and

end distance provided for wood and concrete. (Tier 2: Sec.

5.7.3.3; Commentary: Sec. A.5.3.7)

X     
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, Vancouver Fire Department,

17-38 Nonstructural Checklist

Notes:

C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.

Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.

Level of Seismicity: L = Low, M = Moderate, and H = High

Life Safety Systems

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LSS-1 Fire

Suppression Piping.

HR-not required; LS-

LMH; PR-LMH.

Fire suppression piping is anchored and braced in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.1)

 X   

Fire suppression is not

anchored and braced in

accordance with NFPA-

13.

LSS-2 Flexible

Couplings. HR-not

required; LS-LMH;

PR-LMH.

Fire suppression piping has flexible couplings in

accordance with NFPA-13. (Tier 2: Sec. 13.7.4;

Commentary: Sec. A.7.13.2)

   X

Further investigation is

required to review fire

suppression for flexible

couplings.

LSS-3 Emergency

Power. HR-not

required; LS-LMH;

PR-LMH.

Equipment used to power or control Life Safety

systems is anchored or braced. (Tier 2: Sec. 13.7.7;

Commentary: Sec. A.7.12.1)

 X   

Inadequate

anchoring/bracing of

life-safety equipment.

LSS-4 Stair and

Smoke Ducts. HR-not

required; LS-LMH;

PR-LMH.

Stair pressurization and smoke control ducts are

braced and have flexible connections at seismic joints.

(Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.1)

  X  No stairs

LSS-5 Sprinkler

Ceiling Clearance. HR-

not required; LS-MH;

PR-MH.

Penetrations through panelized ceilings for fire

suppression devices provide clearances in accordance

with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: Sec.

A.7.13.3)

X     

LSS-6 Emergency

Lighting. HR-not

required; LS-not

required; PR-LMH

Emergency and egress lighting equipment is anchored

or braced. (Tier 2: Sec. 13.7.9; Commentary: Sec.

A.7.3.1)

   X

Further investigation

required in order to

determine compliance

or noncompliance.

Hazardous Materials

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

HM-1 Hazardous

Material Equipment.

HR-LMH; LS-LMH;

PR-LMH.

Equipment mounted on vibration isolators and

containing hazardous material is equipped with

restraints or snubbers. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.2)

X     

HM-2 Hazardous

Material Storage. HR-

LMH; LS-LMH; PR-

LMH.

Breakable containers that hold hazardous material,

including gas cylinders, are restrained by latched

doors, shelf lips, wires, or other methods. (Tier 2: Sec.

13.8.3; Commentary: Sec. A.7.15.1)

 X   

Inadequate restraints for

breakable containers

storing hazardous

material.
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HM-3 Hazardous

Material Distribution.

HR-MH; LS-MH; PR-

MH.

Piping or ductwork conveying hazardous materials is

braced or otherwise protected from damage that would

allow hazardous material release. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.4)

 X   

Piping/ductwork not

adequately protected

from damage that could

potentially allow the

release of hazardous

material.

HM-4 Shutoff Valves.

HR-MH; LS-MH; PR-

MH.

Piping containing hazardous material, including

natural gas, has shutoff valves or other devices to limit

spills or leaks. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.3)

X     

HM-5 Flexible

Couplings. HR-LMH;

LS-LMH; PR-LMH.

Hazardous material ductwork and piping, including

natural gas piping, have flexible couplings. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.15.4)

   X

Further investigation is

required to locate

flexible couplings on

hazardous material

ductwork/piping.

HM-6 Piping or Ducts

Crossing Seismic

Joints. HR-MH; LS-

MH; PR-MH.

Piping or ductwork carrying hazardous material that

either crosses seismic joints or isolation planes or is

connected to independent structures has couplings or

other details to accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.3, 13.7.5, 13.7.6;

Commentary: Sec. A.7.13.6)

  X   

Partitions

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

P-1 Unreinforced

Masonry. HR-LMH;

LS-LMH; PR-LMH.

Unreinforced masonry or hollow-clay tile partitions

are braced at a spacing of at most 10 ft (3.0 m) in Low

or Moderate Seismicity, or at most 6 ft (1.8 m) in High

Seismicity. (Tier 2: Sec. 13.6.2; Commentary: Sec.

A.7.1.1)

  X   

P-2 Heavy Partitions

Supported by Ceilings.

HR-LMH; LS-LMH;

PR-LMH.

The tops of masonry or hollow-clay tile partitions are

not laterally supported by an integrated ceiling system.

(Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.2.1)

  X   

P-3 Drift. HR-not

required; LS-MH; PR-

MH.

Rigid cementitious partitions are detailed to

accommodate the following drift ratios: in steel

moment frame, concrete moment frame, and wood

frame buildings, 0.02; in other buildings, 0.005. (Tier

2: Sec. 13.6.2; Commentary: Sec. A.7.1.2)

  X   

P-4 Light Partitions

Supported by Ceilings.

HR-not required; LS-

not required; PR-MH.

The tops of gypsum board partitions are not laterally

supported by an integrated ceiling system. (Tier 2: Sec.

13.6.2; Commentary: Sec. A.7.2.1)

   X

Support at tops of

gypsum board partitions

are unknown. Further

investigation is

recommended if

definitive determination

is desired.

P-5 Structural

Separations. HR-not

required; LS-not

required; PR-MH.

Partitions that cross structural separations have seismic

or control joints. (Tier 2: Sec. 13.6.2; Commentary:

Sec. A.7.1.3)

   X

Further investigation is

recommended if

definitive determination

is desired.
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P-6 Tops. HR-not

required; LS-not

required; PR-MH.

The tops of ceiling-high framed or panelized partitions

have lateral bracing to the structure at a spacing equal

to or less than 6 ft (1.8 m). (Tier 2: Sec. 13.6.2;

Commentary: Sec. A.7.1.4)

   X

Not observable during

site visit. Further

investigation is

recommended if

definitive determination

is desired.

Ceilings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

C-1 Suspended Lath

and Plaster. HR-H; LS-

MH; PR-LMH.

Suspended lath and plaster ceilings have attachments

that resist seismic forces for every 12 ft2 (1.1 m2) of

area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3)

  X   

C-2 Suspended

Gypsum Board. HR-

not required; LS-MH;

PR-LMH.

Suspended gypsum board ceilings have attachments

that resist seismic forces for every 12 ft2 (1.1 m2) of

area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3)

  X   

C-3 Integrated

Ceilings. HR-not

required; LS-not

required; PR-MH.

Integrated suspended ceilings with continuous areas

greater than 144 ft2 (13.4 m2) and ceilings of smaller

areas that are not surrounded by restraining partitions

are laterally restrained at a spacing no greater than 12

ft (3.6 m) with members attached to the structure

above. Each restraint location has a minimum of four

diagonal wires and compression struts, or diagonal

members capable of resisting compression. (Tier 2:

Sec. 13.6.4; Commentary: Sec. A.7.2.2)

   X

Not observable during

site visit. Further

investigation is

recommended if

definitive determination

is desired.

C-4 Edge Clearance.

HR-not required; LS-

not required; PR-MH.

The free edges of integrated suspended ceilings with

continuous areas greater than 144 ft2 (13.4 m2) have

clearances from the enclosing wall or partition of at

least the following: in Moderate Seismicity, 1/2 in. (13

mm); in High Seismicity, 3/4 in. (19 mm). (Tier 2: Sec.

13.6.4; Commentary: Sec. A.7.2.4)

   X

Further investigation is

recommended if

definitive determination

is desired.

C-5 Continuity Across

Structure Joints. HR-

not required; LS-not

required; PR-MH.

The ceiling system does not cross any seismic joint

and is not attached to multiple independent structures.

(Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.5)

X     

C-6 Edge Support. HR-

not required; LS-not

required; PR-H.

The free edges of integrated suspended ceilings with

continuous areas greater than 144 ft2 (13.4 m2) are

supported by closure angles or channels not less than 2

in. (51 mm) wide. (Tier 2: Sec. 13.6.4 ; Commentary:

Sec. A.7.2.6)

   X

Further investigation is

recommended if

definitive determination

is desired.

C-7 Seismic Joints.

HR-not required; LS-

not required; PR-H.

Acoustical tile or lay-in panel ceilings have seismic

separation joints such that each continuous portion of

the ceiling is no more than 2,500 ft2 (232.3 m2) and

has a ratio of long-to-short dimension no more than 4-

to-1. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.7)

  X   
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Light Fixtures

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

LF-1 Independent

Support. HR-not

required; LS-MH; PR-

MH.

Light fixtures that weigh more per square foot than the

ceiling they penetrate are supported independent of the

grid ceiling suspension system by a minimum of two

wires at diagonally opposite corners of each fixture.

(Tier 2: Sec. 13.6.4, 13.7.9; Commentary: Sec.

A.7.3.2)

   X

Further investigation is

required to review the

support system for light

fixtures.

LF-2 Pendant

Supports. HR-not

required; LS-not

required; PR-H.

Light fixtures on pendant supports are attached at a

spacing equal to or less than 6 ft. Unbraced suspended

fixtures are free to allow a 360-degree range of motion

at an angle not less than 45 degrees from horizontal

without contacting adjacent components. Alternatively,

if rigidly supported and/or braced, they are free to

move with the structure to which they are attached

without damaging adjoining components.

Additionally, the connection to the structure is capable

of accommodating the movement without failure. (Tier

2: Sec. 13.7.9; Commentary: Sec. A.7.3.3)

   X

Further investigation is

recommended if

definitive determination

is desired.

LF-3 Lens Covers.

HR-not required; LS-

not required; PR-H.

Lens covers on light fixtures are attached with safety

devices. (Tier 2: Sec. 13.7.9; Commentary: Sec.

A.7.3.4)

   X

Light fixture

attachments are

unknown. Further

investigation is

recommended if

definitive determination

is desired.

Cladding and Glazing

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CG-1 Cladding

Anchors. HR-MH; LS-

MH; PR-MH.

Cladding components weighing more than 10 lb/ft2

(0.48 kN/m2) are mechanically anchored to the

structure at a spacing equal to or less than the

following: for Life Safety in Moderate Seismicity, 6 ft

(1.8 m); for Life Safety in High Seismicity and for

Position Retention in any seismicity, 4 ft (1.2 m) (Tier

2: Sec. 13.6.1; Commentary: Sec. A.7.4.1)

  X   

CG-2 Cladding

Isolation. HR-not

required; LS-MH; PR-

MH.

For steel or concrete moment-frame buildings, panel

connections are detailed to accommodate a story drift

ratio by the use of rods attached to framing with

oversize holes or slotted holes of at least the following:

for Life Safety in Moderate Seismicity, 0.01; for Life

Safety in High Seismicity and for Position Retention

in any seismicity, 0.02, and the rods have a length-to-

diameter ratio of 4.0 or less. (Tier 2: Sec. 13.6.1;

Commentary: Sec. A.7.4.3)

  X   
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CG-3 Multi-Story

Panels. HR-MH; LS-

MH; PR-MH.

For multi-story panels attached at more than one floor

level, panel connections are detailed to accommodate a

story drift ratio by the use of rods attached to framing

with oversize holes or slotted holes of at least the

following: for Life Safety in Moderate Seismicity,

0.01; for Life Safety in High Seismicity and for

Position Retention in any seismicity, 0.02, and the rods

have a length-to-diameter ratio of 4.0 or less. (Tier 2:

Sec. 13.6.1; Commentary: Sec. A.7.4.4)

  X   

C-4 Threaded Rods.

HR-not required; LS-

MH; PR-MH.

Threaded rods for panel connections detailed to

accommodate drift by bending of the rod have a

length-to-diameter ratio greater than 0.06 times the

story height in inches for Life Safety in Moderate

Seismicity and 0.12 times the story height in inches for

Life Safety in High Seismicity and Position Retention

in any seismicity. (Tier 2: Sec. 13.6.1; Commentary:

Sec. A.7.4.9)

  X   

CG-5 Panel

Connections. HR-MH;

LS-MH; PR-MH.

Cladding panels are anchored out of plane with a

minimum number of connections for each wall panel,

as follows: for Life Safety in Moderate Seismicity, 2

connections; for Life Safety in High Seismicity and for

Position Retention in any seismicity, 4 connections.

(Tier 2: Sec. 13.6.1.4; Commentary: Sec. A.7.4.5)

  X   

CG-6 Bearing

Connections. HR-MH;

LS-MH; PR-MH.

Where bearing connections are used, there is a

minimum of two bearing connections for each

cladding panel. (Tier 2: Sec. 13.6.1.4; Commentary:

Sec. A.7.4.6)

  X   

CG-7 Inserts. HR-MH;

LS-MH; PR-MH.

Where concrete cladding components use inserts, the

inserts have positive anchorage or are anchored to

reinforcing steel. (Tier 2: Sec. 13.6.1.4; Commentary:

Sec. A.7.4.7)

  X   

CG-8 Overhead

Glazing. HR-not

required; LS-MH; PR-

MH.

Glazing panes of any size in curtain walls and

individual interior or exterior panes more than 16 ft2

(1.5 m2) in area are laminated annealed or laminated

heat-strengthened glass and are detailed to remain in

the frame when cracked. (Tier 2: Sec. 13.6.1.5;

Commentary: Sec. A.7.4.8)

  X   

Masonry Veneer

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

M-1 Ties. HR-not

required; LS-LMH;

PR-LMH.

Masonry veneer is connected to the backup with

corrosion-resistant ties. There is a minimum of one tie

for every 2-2/3 ft2 (0.25 m2), and the ties have spacing

no greater than the following: for Life Safety in Low

or Moderate Seismicity, 36 in. (914 mm); for Life

Safety in High Seismicity and for Position Retention

in any seismicity, 24 in. (610 mm). (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.1)

X     
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M-2 Shelf Angles. HR-

not required; LS-LMH;

PR-LMH.

Masonry veneer is supported by shelf angles or other

elements at each floor above the ground floor. (Tier 2:

Sec. 13.6.1.2; Commentary: Sec. A.7.5.2)

  X   

M-3 Weakened Planes.

HR-not required; LS-

LMH; PR-LMH.

Masonry veneer is anchored to the backup adjacent to

weakened planes, such as at the locations of flashing.

(Tier 2: Sec. 13.6.1.2; Commentary: Sec. A.7.5.3)

X     

M-4 Unreinforced

Masonry Backup. HR-

LMH; LS-LMH; PR-

LMH.

There is no unreinforced masonry backup. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.2)
X     

M-5 Stud Tracks. HR-

not required; LS-MH;

PR-MH.

For veneer with coldformed steel stud backup, stud

tracks are fastened to the structure at a spacing equal to

or less than 24 in. (610 mm) on center. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.6.)

  X   

M-6 Anchorage. HR-

not required; LS-MH;

PR-MH.

For veneer with concrete block or masonry backup, the

backup is positively anchored to the structure at a

horizontal spacing equal to or less than 4 ft along the

floors and roof. (Tier 2: Sec. 13.6.1.1, 13.6.1.2;

Commentary: Sec. A.7.7.1)

  X   

M-7 Weep Holes. HR-

not required; LS-not

required; PR-MH.

In veneer anchored to stud walls, the veneer has

functioning weep holes and base flashing. (Tier 2: Sec.

13.6.1.2; Commentary: Sec. A.7.5.6)

   X

It is unknown if the

veneer has functioning

weep holes. Further

investigation is

recommended if

definitive determination

is desired.

M-8 Openings. HR-not

required; LS-not

required; PR-MH.

For veneer with cold-formed-steel stud backup, steel

studs frame window and door openings. (Tier 2: Sec.

13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.6.2)

  X   

Parapets, Cornices, Ornamentation, and Appendages

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PCOA-1 URM

Parapets or Cornices.

HR-LMH; LS-LMH;

PR-LMH.

Laterally unsupported unreinforced masonry parapets

or cornices have height-tothickness ratios no greater

than the following: for Life Safety in Low or Moderate

Seismicity, 2.5; for Life Safety in High Seismicity and

for Position Retention in any seismicity, 1.5. (Tier 2:

Sec. 13.6.5; Commentary: Sec. A.7.8.1)

  X   

PCOA-2 Canopies.

HR-not required; LS-

LMH; PR-LMH.

Canopies at building exits are anchored to the structure

at a spacing no greater than the following: for Life

Safety in Low or Moderate Seismicity, 10 ft (3.0 m);

for Life Safety in High Seismicity and for Position

Retention in any seismicity, 6 ft (1.8 m). (Tier 2: Sec.

13.6.6; Commentary: Sec. A.7.8.2)

  X   

PCOA-3 Concrete

Parapets. HR-H; LS-

MH; PR-LMH.

Concrete parapets with height-to-thickness ratios

greater than 2.5 have vertical reinforcement. (Tier 2:

Sec. 13.6.5; Commentary: Sec. A.7.8.3)

  X   
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PCOA-4 Appendages.

HR-MH; LS-MH; PR-

LMH.

Cornices, parapets, signs, and other ornamentation or

appendages that extend above the highest point of

anchorage to the structure or cantilever from

components are reinforced and anchored to the

structural system at a spacing equal to or less than 6 ft

(1.8 m). This evaluation statement item does not apply

to parapets or cornices covered by other evaluation

statements. (Tier 2: Sec. 13.6.6; Commentary: Sec.

A.7.8.4)

  X   

Masonry Chimneys

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

MC-1 URM

Chimneys. HR-LMH;

LS-LMH; PR-LMH.

Unreinforced masonry chimneys extend above the roof

surface no more than the following: for Life Safety in

Low or Moderate Seismicity, 3 times the least

dimension of the chimney; for Life Safety in High

Seismicity and for Position Retention in any

seismicity, 2 times the least dimension of the chimney.

(Tier 2: Sec. 13.6.7; Commentary: Sec. A.7.9.1)

  X  No chimney

MC-2 Anchorage. HR-

LMH; LS-LMH; PR-

LMH.

Masonry chimneys are anchored at each floor level, at

the topmost ceiling level, and at the roof. (Tier 2: Sec.

13.6.7; Commentary: Sec. A.7.9.2)

  X  No chimney

Stairs

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

S-1 Stair Enclosures.

HR-not required; LS-

LMH; PR-LMH.

Hollow-clay tile or unreinforced masonry walls around

stair enclosures are restrained out of plane and have

height-to-thickness ratios not greater than the

following: for Life Safety in Low or Moderate

Seismicity, 15-to-1; for Life Safety in High Seismicity

and for Position Retention in any seismicity, 12-to-1.

(Tier 2: Sec. 13.6.2, 13.6.8; Commentary: Sec.

A.7.10.1)

  X  No stairs

S-2 Stair Details. HR-

not required; LS-LMH;

PR-LMH.

The connection between the stairs and the structure

does not rely on post-installed anchors in concrete or

masonry, and the stair details are capable of

accommodating the drift calculated using the Quick

Check procedure of Section 4.4.3.1 for moment-frame

structures or 0.5 in. for all other structures without

including any lateral stiffness contribution from the

stairs. (Tier 2: Sec. 13.6.8; Commentary: Sec.

A.7.10.2)

  X  No stairs

Contents and Furnishings

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

CF-1 Industrial

Storage Racks. HR-

LMH; LS-MH; PR-

MH.

Industrial storage racks or pallet racks more than 12 ft

high meet the requirements of ANSI/RMI MH 16.1 as

modified by ASCE 7, Chapter 15. (Tier 2: Sec. 13.8.1;

Commentary: Sec. A.7.11.1)

  X   
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CF-2 Tall Narrow

Contents. HR-not

required; LS-H; PR-

MH.

Contents more than 6 ft (1.8 m) high with a height-to-

depth or height-to-width ratio greater than 3-to-1 are

anchored to the structure or to each other. (Tier 2: Sec.

13.8.2; Commentary: Sec. A.7.11.2)

X     

CF-3 Fall-Prone

Contents. HR-not

required; LS-H; PR-H.

Equipment, stored items, or other contents weighing

more than 20 lb (9.1 kg) whose center of mass is more

than 4 ft (1.2 m) above the adjacent floor level are

braced or otherwise restrained. (Tier 2: Sec. 13.8.2;

Commentary: Sec. A.7.11.3)

  X   

CF-4 Access Floors.

HR-not required; LS-

not required; PR-MH.

Access floors more than 9 in. (229 mm) high are

braced. (Tier 2: Sec. 13.6.10; Commentary: Sec.

A.7.11.4)

  X   

CF-5 Equipment on

Access Floors. HR-not

required; LS-not

required; PR-MH.

Equipment and other contents supported by access

floor systems are anchored or braced to the structure

independent of the access floor. (Tier 2: Sec. 13.7.7

13.6.10; Commentary: Sec. A.7.11.5)

  X   

CF-6 Suspended

Contents. HR-not

required; LS-not

required; PR-H.

Items suspended without lateral bracing are free to

swing from or move with the structure from which

they are suspended without damaging themselves or

adjoining components. (Tier 2: Sec. 13.8.2;

Commentary: Sec. A.7.11.6)

  X   

Mechanical and Electrical Equipment

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

ME-1 Fall-Prone

Equipment. HR-not

required; LS-H; PR-H.

Equipment weighing more than 20 lb (9.1 kg) whose

center of mass is more than 4 ft (1.2 m) above the

adjacent floor level, and which is not in-line

equipment, is braced. (Tier 2: Sec. 13.7.1 13.7.7;

Commentary: Sec. A.7.12.4)

  X   

ME-2 In-Line

Equipment. HR-not

required; LS-H; PR-H.

Equipment installed in line with a duct or piping

system, with an operating weight more than 75 lb (34.0

kg), is supported and laterally braced independent of

the duct or piping system. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.5)

  X   

ME-3 Tall Narrow

Equipment. HR-not

required; LS-H; PR-

MH.

Equipment more than 6 ft (1.8 m) high with a height-

to-depth or height-to-width ratio greater than 3-to-1 is

anchored to the floor slab or adjacent structural walls.

(Tier 2: Sec. 13.7.1 13.7.7; Commentary: Sec.

A.7.12.6)

  X   

ME-4 Mechanical

Doors. HR-not

required; LS-not

required; PR-MH.

Mechanically operated doors are detailed to operate at

a story drift ratio of 0.01. (Tier 2: Sec. 13.6.9;

Commentary: Sec. A.7.12.7)

   X

Detailing of

mechanically operated

doors is unknown.

Further investigation is

recommended if

definitive determination

is desired.
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ME-5 Suspended

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment suspended without lateral bracing is free to

swing from or move with the structure from which it is

suspended without damaging itself or adjoining

components. (Tier 2: Sec. 13.7.1, 13.7.7; Commentary:

Sec. A.7.12.8)

  X   

ME-6 Vibration

Isolators. HR-not

required; LS-not

required; PR-H.

Equipment mounted on vibration isolators is equipped

with horizontal restraints or snubbers and with vertical

restraints to resist overturning. (Tier 2: Sec. 13.7.1;

Commentary: Sec. A.7.12.9)

 X   

Some equipment

appears to be

unrestrained.

ME-7 Heavy

Equipment. HR-not

required; LS-not

required; PR-H.

Floor supported or platform-supported equipment

weighing more than 400 lb (181.4 kg) is anchored to

the structure. (Tier 2: Sec. 13.7.1, 13.7.7;

Commentary: Sec. A.7.12.10)

  X   

ME-8 Electrical

Equipment. HR-not

required; LS-not

required; PR-H.

Electrical equipment is laterally braced to the structure.

(Tier 2: Sec. 13.7.7; Commentary: Sec. A.7.12.11)
   X

Bracing of electrical

equipment is unknown.

Further investigation is

recommended if

definitive determination

is desired.

ME-9 Conduit

Couplings. HR-not

required; LS-not

required; PR-H.

Conduit greater than 2.5 in. (64 mm) trade size that is

attached to panels, cabinets, or other equipment and is

subject to relative seismic displacement has flexible

couplings or connections. (Tier 2: Sec. 13.7.8;

Commentary: Sec. A.7.12.12)

   X

Presence of flexible

coupling is unknown.

Further investigation is

recommended if

definitive determination

is desired.

Piping

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

PP-1 Flexible

Couplings. HR-not

required; LS-not

required; PR-H.

Fluid and gas piping has flexible couplings. (Tier 2:

Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.13.2)
   X

Further investigation is

recommended if

definitive determination

is desired.

PP-2 Fluid and Gas

Piping. HR-not

required; LS-not

required; PR-H.

Fluid and gas piping is anchored and braced to the

structure to limit spills or leaks. (Tier 2: Sec. 13.7.3,

13.7.5; Commentary: Sec. A.7.13.4)

   X

Further investigation is

recommended if

definitive determination

is desired.

PP-3 C-Clamps. HR-

not required; LS-not

required; PR-H.

One-sided C-clamps that support piping larger than 2.5

in. (64 mm) in diameter are restrained. (Tier 2: Sec.

13.7.3, 13.7.5; Commentary: Sec. A.7.13.5)

   X

Further investigation is

recommended if

definitive determination

is desired.

PP-4 Piping Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Piping that crosses seismic joints or isolation planes or

is connected to independent structures has couplings or

other details to accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.3, 13.7.5;

Commentary: Sec. A.7.13.6)

   X

Further investigation is

recommended if

definitive determination

is desired.
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Ducts

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

D-1 Duct Bracing. HR-

not required; LS-not

required; PR-H.

Rectangular ductwork larger than 6 ft2 (0.56 m2) in

cross-sectional area and round ducts larger than 28 in.

(711 mm) in diameter are braced. The maximum

spacing of transverse bracing does not exceed 30 ft

(9.2 m). The maximum spacing of longitudinal bracing

does not exceed 60 ft (18.3 m). (Tier 2: Sec. 13.7.6;

Commentary: Sec. A.7.14.2)

   X

Further investigation is

recommended if

definitive determination

is desired.

D-2 Duct Support. HR-

not required; LS-not

required; PR-H.

Ducts are not supported by piping or electrical conduit.

(Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.3)
   X

Further investigation is

recommended if

definitive determination

is desired.

D-3 Ducts Crossing

Seismic Joints. HR-not

required; LS-not

required; PR-H.

Ducts that cross seismic joints or isolation planes or

are connected to independent structures have couplings

or other details to accommodate the relative seismic

displacements. (Tier 2: Sec. 13.7.6; Commentary: Sec.

A.7.14.4)

  X  No seismic joints.

Elevators

EVALUATION ITEM EVALUATION STATEMENT C NC N/A U COMMENT

EL-1 Retainer Guards.

HR-not required; LS-

H; PR-H.

Sheaves and drums have cable retainer guards. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.1)
  X  No elevator

EL-2 Retainer Plate.

HR-not required; LS-

H; PR-H.

A retainer plate is present at the top and bottom of both

car and counterweight. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.2)

  X  No elevator

EL-3 Elevator

Equipment. HR-not

required; LS-not

required; PR-H.

Equipment, piping, and other components that are part

of the elevator system are anchored. (Tier 2: Sec.

13.7.11; Commentary: Sec. A.7.16.3)

  X  No elevator

EL-4 Seismic Switch.

HR-not required; LS-

not required; PR-H.

Elevators capable of operating at speeds of 150 ft/min

or faster are equipped with seismic switches that meet

the requirements of ASME A17.1 or have trigger

levels set to 20% of the acceleration of gravity at the

base of the structure and 50% of the acceleration of

gravity in other locations. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.4)

  X  No elevator

EL-5 Shaft Walls. HR-

not required; LS-not

required; PR-H.

Elevator shaft walls are anchored and reinforced to

prevent toppling into the shaft during strong shaking.

(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.5)

  X  No elevator

EL-6 Counterweight

Rails. HR-not required;

LS-not required; PR-H.

All counterweight rails and divider beams are sized in

accordance with ASME A17.1. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.6)

  X  No elevator

EL-7 Brackets. HR-not

required; LS-not

required; PR-H.

The brackets that tie the car rails and the

counterweight rail to the structure are sized in

accordance with ASME A17.1. (Tier 2: Sec. 13.7.11;

Commentary: Sec. A.7.16.7)

  X  No elevator
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EL-8 Spreader

Bracket. HR-not

required; LS-not

required; PR-H.

Spreader brackets are not used to resist seismic forces.

(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.8)
  X  No elevator

EL-9 Go-Slow

Elevators. HR-not

required; LS-not

required; PR-H.

The building has a go-slow elevator system. (Tier 2:

Sec. 13.7.11; Commentary: Sec. A.7.16.9)
  X  No elevator
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Walla Wall Fire District 4, Station 41 ASCE 41 Tier 1 Summary  

Washington State School Seismic Safety Assessments Project 

June 2019 
 

1. Walla Walla Fire District 4, Station 41  

1.1 Building Description 
 

Fire District: Walla Walla Fire District 4 

Facility Name: Station 41 

Latitude: 46.044 

Longitude: -118.325 

ASCE 41 Bldg Type: W2  

Gross Sq. Ft.: 15,190 

Year Built: 1996 

Number of Stories: 1 

SXS BSE-1E: 0.122 

SX1 BSE-1E: 0.066 

ASCE 41 Level of 

Seismicity: 
Moderate 

Site Class: C 

VS30 (m/s): 450 

Structural Drawings Yes 

Evaluating Firm: Reid Middleton, Inc. 

 
 

 

 

 

 

 

The building is a partial two-story fire station building with one room mechanical mezzanine at the second 

floor.  The building has maintenance bay, apparatus bay, offices and living quarters. The building was 

constructed around 1996. The structural system consists of wood frame construction built on a relatively flat 

grade. The roof system consists of plywood sheathing over wood roof trusses. The framings systems for 

mechanical mezzanine consists of plywood sheathing over 2x12 floor joists. The gravity system of the 

building consists of prefabricated wood roof trusses spanning between glulam beams, supported by tube steel 

posts. The lateral force resisting system of the building is wood frame shear walls with plywood diaphragm at 

mezzanine and the roof level. 

. 
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1.1.1 Building Use 
 

The building is use as a fire station to provide fire truck maintenance and the living quarters for the fire 

district personnel.  

1.1.2 Structural System 
 

Table 1.1-1. Structural System Description of Walla Walla Fire Station #41 

Structural System Description 

Structural Roof 
The roof system consists of a 5/8-inch-thick plywood over prefabricated metal plate 

connected wood trusses spanning between glulam beams and steel posts. 

Foundations 
Foundations consist of cast-in-place reinforced concrete shallow spread footings 

supporting steel columns and concrete strip footings supporting wood stud walls. 

Gravity System 
The gravity systems of the building is wood roof trusses spanning between glulam 

beams, supported by tube steel posts. 

Lateral System 
The lateral system consists of plywood roof and mechanical mezzanine floor 

diaphragms, laterally supported by wood frame shear walls.  Sliding and overturning 

forces from lateral loads are resisted by concrete spread footings. 

 

1.1.3 Structural System Visual Condition 
 

Table 1.1-2. Structural System Condition Description of Walla Walla Fire Station #41 

Structural System Description 

Structural Roof 
The roof appeared to be in good condition. No visible signs of damage or 

deterioration was observed. 

Structural Floor(s) 
The mechanical mezzanine floor appeared to be in a good condition. 

Foundations 
The foundation elements were not directly visible, as they are buried in the ground. 

In general, the building appears to be level, with no signs of distress from differential 

settlement, likely suggesting the foundations appear to be in good condition. 

Gravity System 
The condition of the gravity system appears to be good condition.  No visible signs of 

damage or deterioration. 

Lateral System 
The condition of the lateral system appeared to be good condition. No visible signs of 

damage or deterioration.  
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1.2 Seismic Evaluation Findings 

1.2.1 Structural Seismic Deficiencies 
 

The structural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each deficiency 

is also provided based on this evaluation. 

Table 1-3. Identified Structural Seismic Deficiencies for Walla Walla Fire Station #41 

Deficiency Description 

Narrow Wood 

Shear Walls 

The wood shear walls along Apparatus Bay overhead door openings have aspect ratio greater than 2-to-1. 

Further investigation should be performed. Lateral system strengthening by providing seismic straps along the 

openings at the shear walls may be appropriate to mitigate seismic risk. 

Narrow Wood 

Shear Walls 

The wood shear walls along south and east facades have aspect ratio greater than 1.5-to-1. Further investigation 

should be performed. Lateral system strengthening by providing seismic straps along the openings or additional 

shear walls may be appropriate to mitigate seismic risk. 

 

1.2.2 Structural Checklist Items Marked as 'U'nknown 
 

Where building structural component seismic adequacy was unknown due to lack of available information or limited observation, 

the structural checklist items were marked as “unknown”. These items require further investigation if definitive determination of 

compliance or noncompliance is desired. The unknown structural checklist items identified during the Tier 1 evaluation are 

summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Table 1-4. Identified Structural Checklist Items Marked as Unknown for Walla Walla Fire Station #41 

Unknown Item Description 

Liquefaction The liquefaction potential of site soils is unknown at this time given available information. High liquefaction 

potential is identified per the Department of Natural Resources based on state geologic mapping. Requires 

further investigation by a licensed geotechnical engineer to determine liquefaction potential. 

Surface Fault 

Rupture 

Requires further investigation by a licensed geotechnical engineer to determine susceptibility to slope failure. 

The structure appears to be located on a relatively flat site. 
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1.3.1 Nonstructural Seismic Deficiencies 
 

The nonstructural seismic deficiencies identified during the Tier 1 evaluation are summarized below. Commentary for each 

deficiency is also provided based on this evaluation. Some nonstructural deficiencies may be able to be mitigated by school district 

staff. Other nonstructural components that require more substantial mitigation may be more appropriately included in a long-term 

mitigation strategy. Some typical conceptual details for the seismic upgrade of nonstructural components can be found in the  

FEMA E-74 Excerpts appendix. 

Table 1-5. Identified Nonstructural Seismic Deficiencies for Walla Walla Fire Station #41 

Deficiency Description 

LSS-1 Fire Suppression Piping No bracing was observed during the site investigation. Bracing for fire suppression piping may be 

appropriate to mitigate seismic risk. 

LSS-2 Flexible Couplings Flexible couplings do not appear to be provided at fire suppression piping bends. Flexible coupling 

for fire suppression piping may be appropriate to mitigate seismic risk. 

HM-2 Hazardous Material 

Storage 

Cabinets containing flammable materials in the apparatus bay do not appear to be restrained. 

Cabinet can be anchored to floor to provide overturning base restraint. 

HM-3 Hazardous Material 

Distribution 

Pipeline carrying natural gas is not braced.  Bracing for natural gas piping may be appropriate to 

mitigate seismic risk. 

HM-4 Hazardous Flexible 

Coupling 

Natural gas piping does not appear to have flexible couplings.  Providing flexible couplings at bends 

and turns of natural gas piping may be appropriate to mitigate seismic risk. 

PT-4 Light Partitions 

Supported by Ceilings 

Available record drawings appear to indicate that partition walls are supported by ceiling systems.  

Bracing the partition wall may be appropriate to mitigate seismic risk. 

PT-4 Light Partitions 

Supported by Ceilings 

The partition walls do not appear to have lateral bracing.  Bracing the partition wall may be 

appropriate to mitigate seismic risk. 

C-1 Suspended Lath and 

Plaster 

Suspended lath and plaster ceilings have attachments do not comply with the requirement.  

Providing additional ceiling attachment may be appropriate to mitigate seismic risk. 

CG-8 Overhead Glazing No information available on glazing. However, it is unlikely that the glazing panes are laminated. 

Laminating overhead glazing may be appropriate to mitigate seismic risk. 

ME-1 Fall-Prone Equipment Hot water heater in mechanical room do not appear to be braced. Proving bracing may be 

appropriate to mitigate seismic risk. 

P-1 Flexible Couplings Flexible couplings do not appear to be provided natural gas piping bends. Flexible coupling for fire 

suppression piping may be appropriate to mitigate seismic risk. 

P-2 Fluid and Gas Piping No bracing was observed on natural gas pipeline during the site investigation. Bracing natural gas 

piping may be appropriate to mitigate seismic risk. 

D-1 Duct Bracing No bracing provided on the ductwork.  Bracing to ductwork may be appropriate to mitigate seismic 

risk. 
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1.3.2 Nonstructural Checklist Items Marked as 'U'nknown 
 

Where building nonstructural component seismic adequacy was unknown due to lack of available information or limited 

observation, the nonstructural checklist items were marked as “unknown”. These items require further investigation if definitive 

determination of compliance or noncompliance is desired. The unknown nonstructural checklist items identified during the Tier 1 

evaluation are summarized below. Commentary for each unknown item is also provided based on the evaluation. 

Some nonstructural deficiencies may be able to be mitigated by school district staff. Other nonstructural components that require 

more substantial mitigation may be more appropriately included in a long-term mitigation strategy. Some typical conceptual 

details for the seismic upgrade of nonstructural components can be found in the FEMA E-74 Excerpts appendix. 

Table 1-6. Identified Nonstructural Checklist Items Marked as Unknown for Walla Walla Fire Station #41 

Unknown Item Description 

LSS-5 Sprinkler Ceiling 

Clearance 

No available record drawing information on sprinkle head clearance and unable to verify during site 

investigation. Evaluation of penetrations may be appropriate to mitigate seismic risk. 

C-4 Edge Clearance The available record drawings do not have information on the integrated ceilings free edges. The 

condition could not be verified on site. 

C-6 Edge Support The available record drawings do not have information on the integrated ceilings edge supports. The 

condition could not be verified on site. 

LF-1 Independent Support It is unknown how much the light fixtures weigh. Further investigation should be completed. 

Adding wires for suspending the light fixtures may be appropriate to mitigate seismic risk. 

M-1 Ties Available record drawings do not have information on masonry veneer ties and could not observed 

on site. Further investigation should be performed to ensure that the veneer ties are corrosion 

resistant. Adding connections for the veneer may be appropriate to mitigate seismic risk. 

M-3 Weakened Planes Available record drawings do not have information on masonry veneer anchorage locations and 

could not observed on site. Further investigation should be completed to avoid falling hazards. 

Adding connections for the veneer may be appropriate to mitigate seismic risk. 

M-6 Anchorage Available record drawings do not have information on masonry veneer anchors and could not 

observed on site. Further investigation should be performed to ensure that the masonry veneer is 

positively anchored to the structural framing. Adding connections for the veneer may be appropriate 

to mitigate seismic risk. 

ME-4 Mechanical Doors Not able to verify during site investigation. Further investigation should be performed. Bracing for 

mechanical door supports may be appropriate to mitigate seismic risk. 

P-3 C-Clamps The use of one-sided C-clamps are unknown. Further investigation should be performed. 

D-2 Duct Support The duct supports are unobservable. Further investigation should be performed. 
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Photos: 

 

 
 

Figure 1-1. Walla Walla Station 41, West Facade 
 

 
 

Figure 1-2. Walla Walla Station 41, South Facade 
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Figure 1-3. Walla Walla Station 41, Partial Southeast Facade 
 

 
 

Figure 1-4. Walla Walla Station 41, South Facade 
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Figure 1-5. Walla Walla Station 41, Apparatus Bay 
 

 
 

Figure 1-6. Walla Walla Station 41, Mechanical Room 
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Figure 1-7. Walla Walla Station 41, Overhead Ductwork 
 

 
 

Figure 1-8. Walla Walla Station 41, Air Compressor inside Mechanical Room 
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Figure 1-9. Walla Walla Station 41, Electrical Room 
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17-3 Immediate Occupancy Basic Configuration Checklist   

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Very Low Seismicity  

Building System - General 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    LOAD PATH: The structure contains a complete, well-defined 
load path, including structural elements and connections, that 
serves to transfer the inertial forces associated with the mass of 
all elements of the building to the foundation. (Tier 2: Sec. 
5.4.1.1; Commentary: Sec. A.2.1.1) 

 

  X  ADJACENT BUILDINGS: The clear distance between the 
building being evaluated and any adjacent building is greater 
than 0.5% of the height of the shorter building in low seismicity, 
1.0% in moderate seismici ty, and 3.0% in high seismicity. (Tier 
2: Sec. 5.4.1.2; Commentary: Sec. A.2.1.2) 

No adjacent building. 

X    MEZZANINES: Interior mezzanine levels are braced 
independently from the main structure or are anchored to the 
seismic-force-resisting elements of the main structure. (Tier 2: 
Sec. 5.4.1.3; Commentary: Sec. A.2.1.3) 

 

Building System – Building Configuration 

C NC N/A U EVALUATION STATEMENT COMMENT 

 
 

 X  WEAK STORY: The sum of the shear strengths of the seismic-
force-resisting system in any story in each direction is not less 
than 80% of the strength in the adjacent story above. (Tier 2: 
Sec. 5.4.2.1; Commentary: Sec. A.2.2.2) 

 

1-story building. 

  X  SOFT STORY: The stiffness of the seismic-force-resisting 
system in any story is not less than 70% of the seismic-force-
resisting system stiffness in an adjacent story above or less than 
80% of the average seismic-force-resisting system stiffness of 
the three stories above. (Tier 2: Sec. 5.4.2.2; Commentary: Sec. 
A.2.2.3) 

 

 

X    VERTICAL IRREGULARITIES: All vertical elements in the 
seismic-force- resisting system are continuous to the foundation. 
(Tier 2: Sec. 5.4.2.3; Commentary: Sec. A.2.2.4) 
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C NC N/A U EVALUATION STATEMENT COMMENT 

  X  GEOMETRY: There are no changes in the net horizontal 
dimension of the seismic-force-resisting system of more than 
30% in a story relative to adjacent stories, excluding one-story 
penthouses and mezzanines. (Tier 2: Sec. 5.4.2.4; Commentary: 
Sec. A.2.2.5) 

 

 

  X  MASS: There is no change in effective mass of more than 50% 
from one story to the next. Light roofs, penthouses, and 
mezzanines need not be considered. (Tier 2: Sec. 5.4.2.5; 
Commentary: Sec. A.2.2.6) 

 

X    TORSION: The estimated distance between the story center of 
mass and the story center of rigidity is less than 20% of the 
building width in either plan dimension. (Tier 2: Sec. 5.4.2.6; 
Commentary: Sec. A.2.2.7) 
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Low Seismicity  
(Complete the Following Items in Addition to the Items for Very Low Seismicity)  

Geologic Site Hazards 

C NC N/A U EVALUATION STATEMENT COMMENT 

   X LIQUEFACTION: Liquefaction-susceptible, saturated, loose 
granular soils that could jeopardize the building’s seismic 
performance do not exist in the foundation soils at depths within 
50 ft (15.2 m) under the building. (Tier 2: Sec. 5.4.3.1; 
Commentary: Sec. A.6.1.1) 

Geotechnical report not available 
for review. 

  X  SLOPE FAILURE: The building site is located away from 
potential earthquake-induced slope failures or rockfalls so that it 
is unaffected by such failures or is capable of accommodating 
any predicted movements without failure. (Tier 2: Sec. 5.4.3.1; 
Commentary: Sec. A.6.1.2) 

Building is founded on flat 
ground. 

   X SURFACE FAULT RUPTURE: Surface fault rupture and 
surface displacement at the building site are not anticipated. 
(Tier 2: Sec. 5.4.3.1 ; Commentary: Sec.A.6.1.3) 

Geotechnical report not available 
for review. 

Moderate and High Seismicity  
(Complete the Following Items in Addition to the Items for Low Seismicity)  

Foundation Configuration 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    OVERTURNING: The ratio of the least horizontal dimension of 
the seismic-force- resisting system at the foundation level to the 
building height (base/height) is greater than 0.6Sa. (Tier 2: Sec. 
5.4.3.3; Commentary: Sec. A.6.2.1) 

 

X    TIES BETWEEN FOUNDATION ELEMENTS: The 
foundation has ties adequate to resist seismic forces where 
footings, piles, and piers are not restrained by beams, slabs, or 
soils classified as Site Class A, B, or C. (Tier 2: Sec. 5.4.3.4; 
Commentary: Sec. A.6.2.2) 

Shallow foundation is tied by 
concrete slab-on-grade. 

 

Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.       
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17-7. Immediate Occupancy Checklist for Building Type W2 

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Very Low Seismicity 

Seismic-Force-Resisting System 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    REDUNDANCY: The number of lines of shear walls in each 
principal direction is greater than or equal to 2. (Tier 2: Sec. 
5.5.1.1; Commentary: Sec. A.3.2.1.1) 

 

X    SHEAR STRESS CHECK: The shear stress in the shear walls, 
calculated using the Quick Check procedure of Section 4.4.3.3, 
is less than the following values: Structural panel sheathing, 
1,000 lb/ft (14.6 kN/m); Diagonal sheathing, 700 lb/ft 
(10.2 kN/m); Straight sheathing, 100 lb/ft (1.5 kN/m); All other 
conditions, 100 lb/ft (1.5 kN/m). (Tier 2: Sec. 5.5.3.1.1 ; 
Commentary: Sec.A.3.2.7.1) 

 

  X  STUCCO (EXTERIOR PLASTER) SHEAR WALLS: Multi-
story buildings do not rely on exterior stucco walls as the 
primary seismic-force-resisting system. (Tier 2: Sec. 5.5.3.6.1; 
Commentary: Sec. A.3.2.7.2) 

No stucco on exterior walls. 

  X  GYPSUM WALLBOARD OR PLASTER SHEAR WALLS: 
Interior plaster or gypsum wallboard is not used for shear walls 
on buildings more than one story high with the exception of the 
uppermost level of a multi-story building. (Tier 2: Sec. 5.5.3.6.1; 
Commentary: Sec. A.3.2.7.3) 

Single story building. 

 X   NARROW WOOD SHEAR WALLS: Narrow wood shear walls 
with an aspect ratio greater than 2-to-1 are not used to resist 
seismic forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: Sec. 
A.3.2.7.4) 

The wood shear walls along 
apparatus bay overhead doors 
appear to have aspect ratio greater 
than 2-to-1. 

X    WALLS CONNECTED THROUGH FLOORS: Shear walls 
have an interconnection between stories to transfer overturning 
and shear forces through the floor. (Tier 2: Sec. 5.5.3.6.2; 
Commentary: Sec. A.3.2.7.5) 

 

  X  HILLSIDE SITE: For structures that are taller on at least one 
side by more than one-half story because of a sloping site, all 
shear walls on the downhill slope have an aspect ratio less than 
1-to-2. (Tier 2: Sec. 5.5.3.6.3; Commentary: Sec. A.3.2.7.6) 

Building is built on flat grade. 

  X  CRIPPLE WALLS: Cripple walls below first-floor-level shear 
walls are braced to the foundation with wood structural panels. 
(Tier 2: Sec. 5.5.3.6.4; Commentary: Sec. A.3.2.7.7) 

No cripple walls. 
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X    OPENINGS: Walls with openings greater than 80% of the 
length are braced with wood structural panel shear walls with 
aspect ratios of not more than 1.5-to-1 or are supported by 
adjacent construction through positive ties capable of 
transferring the seismic forces. (Tier 2: Sec. 5.5.3.6.5; 
Commentary: Sec. A.3.2.7.8) 

 

X    HOLD-DOWN ANCHORS: All shear walls have hold-down 
anchors attached to the end studs constructed in accordance with 
acceptable construction practices. (Tier 2: Sec. 5.5.3.6.6; 
Commentary: Sec. A.3.2.7.9) 

 

Connections 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    WOOD POSTS: There is a positive connection of wood posts to 
the foundation. (Tier 2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.3) 

 

X    WOOD SILLS: All wood sills are bolted to the foundation. 
(Tier 2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.4) 

 

X    GIRDER–COLUMN CONNECTION: There is a positive 
connection using plates, connection hardware, or straps between 
the girder and the column support. (Tier 2: Sec. 5.7.4.1; 
Commentary: Sec. A.5.4.1) 

 

Foundation System 

C NC N/A U EVALUATION STATEMENT COMMENT 

  X  DEEP FOUNDATIONS: Piles and piers are capable of 
transferring the lateral forces between the structure and the soil. 
(Commentary: Sec. A.6.2.3) 

No deep foundation. 

  X  SLOPING SITES: The difference in foundation embedment 
depth from one side of the building to another does not exceed 
one story. (Commentary: A.6.2.4) 

No sloping sites. 

Low, Moderate, and High Seismicity  
(Complete the Following Items in Addition to the Items for Very Low Seismicity) 

Seismic-Force-Resisting System 

C NC N/A U EVALUATION STATEMENT COMMENT 

 X   NARROW WOOD SHEAR WALLS: Narrow wood shear walls 
with an aspect ratio greater than 1.5-to-1 are not used to resist 
seismic forces. (Tier 2: Sec. 5.5.3.6.1; Commentary: 
Sec. A.3.2.7.4) 

Shear walls along south and east 
elevations have aspect ratio 
greater than 1.5-to-1. 

Diaphragms 

C NC N/A U EVALUATION STATEMENT COMMENT 

  X  DIAPHRAGM CONTINUITY: The diaphragms are not 
composed of split-level floors and do not have expansion joints. 
(Tier 2: Sec. 5.6.1.1; Commentary: Sec. A.4.1.1) 
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C NC N/A U EVALUATION STATEMENT COMMENT 

X    ROOF CHORD CONTINUITY: All chord elements are 
continuous, regardless of changes in roof elevation. (Tier 2: 
Sec. 5.6.1.1; Commentary: Sec. A.4.1.3) 

 

X    DIAPHRAGM REINFORCEMENT AT OPENINGS: There is 
reinforcing around all diaphragm openings larger than 50% of 
the building width in either major plan dimension. (Tier 2: 
Sec. 5.6.1.5; Commentary: Sec. A.4.1.8) 

 

X    STRAIGHT SHEATHING: All straight-sheathed diaphragms 
have aspect ratios less than 1-to-1 in the direction being 
considered. (Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.1) 

 

X    SPANS: All wood diaphragms with spans greater than 12 ft 
(3.6 m) consist of wood structural panels or diagonal sheathing. 
(Tier 2: Sec. 5.6.2; Commentary: Sec. A.4.2.2) 

 

  X  DIAGONALLY SHEATHED AND UNBLOCKED 
DIAPHRAGMS: All diagonally sheathed or unblocked wood 
structural panel diaphragms have horizontal spans less than 30 ft 
(9.1 m) and aspect ratios less than or equal to 3-to-1. (Tier 2: 
Sec. 5.6.2; Commentary: Sec. A.4.2.3) 

 

X    OTHER DIAPHRAGMS: The diaphragms do not consist of a 
system other than wood, metal deck, concrete, or horizontal 
bracing. (Tier 2: Sec. 5.6.5; Commentary: Sec. A.4.7.1) 

Plywood diaphragm. 

Connections 

C NC N/A U EVALUATION STATEMENT COMMENT 

X    WOOD SILL BOLTS: Sill bolts are spaced at 4 ft or less with 
acceptable edge and end distance provided for wood and 
concrete. (Tier 2: Sec. 5.7.3.3; Commentary: Sec. A.5.3.7) 

 

 
Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown. 
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17-38. Nonstructural Checklist 

Building record drawings have been reviewed, when available, and a non-destructive field investigation has 

been performed for the subject building. Each of the required checklist items are marked Compliant (C), 

Noncompliant (NC), Not Applicable (N/A), or Unknown (U). Items marked Compliant indicate conditions that 

satisfy the performance objective, whereas items marked Noncompliant or Unknown indicate conditions that do 

not. Certain statements might not apply to the building being evaluated. 

 

Life Safety Systems 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—LMH; PR—LMH. FIRE 
SUPPRESSION PIPING: Fire suppression piping is anchored 
and braced in accordance with NFPA-13. (Tier 2: Sec. 13.7.4; 
Commentary: Sec. A.7.13.1) 

Bracing at sprinkler piping is 
nonexistent. 

 X   HR—not required; LS—LMH; PR—LMH. FLEXIBLE 
COUPLINGS: Fire suppression piping has flexible couplings in 
accordance with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: 
Sec. A.7.13.2) 

 

X    HR—not required; LS—LMH; PR—LMH. EMERGENCY 
POWER: Equipment used to power or control Life Safety 
systems is anchored or braced. (Tier 2: Sec. 13.7.7; 
Commentary: Sec. A.7.12.1) 

Emergency power generator in 
mechanical room. 

  X  HR—not required; LS—LMH; PR—LMH. STAIR AND 
SMOKE DUCTS: Stair pressurization and smoke control ducts 
are braced and have flexible connections at seismic joints. (Tier 
2: Sec. 13.7.6; Commentary: Sec. A.7.14.1) 

 

   X HR—not required; LS—MH; PR—MH. SPRINKLER 
CEILING CLEARANCE: Penetrations through panelized 
ceilings for fire suppression devices provide clearances in 
accordance with NFPA-13. (Tier 2: Sec. 13.7.4; Commentary: 
Sec. A.7.13.3) 

Ceiling clearance unknown. 

X    HR—not required; LS—not required; PR—LMH. 
EMERGENCY LIGHTING: Emergency and egress lighting 
equipment is anchored or braced. (Tier 2: Sec. 13.7.9; 
Commentary: Sec. A.7.3.1) 

 

Hazardous Materials 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. HAZARDOUS 
MATERIAL EQUIPMENT: Equipment mounted on vibration 
isolators and containing hazardous material is equipped with 
restraints or snubbers. (Tier 2: Sec. 13.7.1; Commentary: Sec. 
A.7.12.2) 

No hazardous material equipment 
on vibration isolator. 

 X   HR—LMH; LS—LMH; PR—LMH. HAZARDOUS 
MATERIAL STORAGE: Breakable containers that hold 
hazardous material, including gas cylinders, are restrained by 
latched doors, shelf lips, wires, or other methods. (Tier 2: Sec. 
13.8.3; Commentary: Sec. A.7.15.1) 

Cabinets containing flammable 
materials are not retrained or 
anchored. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—MH; LS—MH; PR—MH. HAZARDOUS MATERIAL 
DISTRIBUTION: Piping or ductwork conveying hazardous 
materials is braced or otherwise protected from damage that 
would allow hazardous material release. (Tier 2: Sec. 13.7.3, 
13.7.5; Commentary: Sec. A.7.13.4) 

Natural gas piping not braced. 

X    HR—MH; LS—MH; PR—MH. SHUTOFF VALVES: Piping 
containing hazardous material, including natural gas, has shutoff 
valves or other devices to limit spills or leaks. (Tier 2: Sec. 
13.7.3, 13.7.5; Commentary: Sec. A.7.13.3) 

Natural gas shutoff valve in 
kitchen 

 X   HR—LMH; LS—LMH; PR—LMH. FLEXIBLE COUPLINGS: 
Hazardous material ductwork and piping, including natural gas 
piping, have flexible couplings. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.15.4) 

Natural gas piping does not 
appear to have flexible coupling 
at some location. 

  X  HR—MH; LS—MH; PR—MH. PIPING OR DUCTS 
CROSSING SEISMIC JOINTS: Piping or ductwork carrying 
hazardous material that either crosses seismic joints or isolation 
planes or is connected to independent structures has couplings or 
other details to accommodate the relative seismic displacements. 
(Tier 2: Sec. 13.7.3, 13.7.5, 13.7.6; Commentary: Sec. A.7.13.6) 

No seismic joint exists. 

Partitions 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. UNREINFORCED 
MASONRY: Unreinforced masonry or hollow-clay tile 
partitions are braced at a spacing of at most 10 ft (3.0 m) in Low 
or Moderate Seismicity, or at most 6 ft (1.8 m) in High 
Seismicity. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.1) 

No URM partition walls. 

  X  HR—LMH; LS—LMH; PR—LMH. HEAVY PARTITIONS 
SUPPORTED BY CEILINGS: The tops of masonry or hollow-
clay tile partitions are not laterally supported by an integrated 
ceiling system. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.2.1) 

 

  X  HR—not required; LS—MH; PR—MH. DRIFT: Rigid 
cementitious partitions are detailed to accommodate the 
following drift ratios: in steel moment frame, concrete moment 
frame, and wood frame buildings, 0.02; in other buildings, 
0.005. (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.2) 

 

 X   HR—not required; LS—not required; PR—MH. LIGHT 
PARTITIONS SUPPORTED BY CEILINGS: The tops of 
gypsum board partitions are not laterally supported by an 
integrated ceiling system. (Tier 2: Sec. 13.6.2; Commentary: 
Sec. A.7.2.1) 

Partition walls appear to be 
supported by ceiling systems per 
record drawing Detail 18/A9. 

  X  HR—not required; LS—not required; PR—MH. 
STRUCTURAL SEPARATIONS: Partitions that cross structural 
separations have seismic or control joints. (Tier 2: Sec. 13.6.2; 
Commentary: Sec. A.7.1.3) 

No structural separation exist. 

 X   HR—not required; LS—not required; PR—MH. TOPS: The 
tops of ceiling-high framed or panelized partitions have lateral 
bracing to the structure at a spacing equal to or less than 6 ft 
(1.8 m). (Tier 2: Sec. 13.6.2; Commentary: Sec. A.7.1.4) 

No lateral bracings at partition 
walls. 
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Ceilings 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—H; LS—MH; PR—LMH. SUSPENDED LATH AND 
PLASTER: Suspended lath and plaster ceilings have 
attachments that resist seismic forces for every 12 ft2 (1.1 m2) of 
area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3) 

Ceiling bracing at 4-feet spacing 
per Detail 16/A9. 

 X   HR—not required; LS—MH; PR—LMH. SUSPENDED 
GYPSUM BOARD: Suspended gypsum board ceilings have 
attachments that resist seismic forces for every 12 ft2 (1.1 m2) of 
area. (Tier 2: Sec. 13.6.4; Commentary: Sec. A.7.2.3) 

 

X    HR—not required; LS—not required; PR—MH. INTEGRATED 
CEILINGS: Integrated suspended ceilings with continuous areas 
greater than 144 ft2 (13.4 m2) and ceilings of smaller areas that 
are not surrounded by restraining partitions are laterally 
restrained at a spacing no greater than 12 ft (3.6 m) with 
members attached to the structure above. Each restraint location 
has a minimum of four diagonal wires and compression struts, or 
diagonal members capable of resisting compression. (Tier 2: 
Sec. 13.6.4; Commentary: Sec. A.7.2.2) 

 

   X HR—not required; LS—not required; PR—MH. EDGE 
CLEARANCE: The free edges of integrated suspended ceilings 
with continuous areas greater than 144 ft2 (13.4 m2) have 
clearances from the enclosing wall or partition of at least the 
following: in Moderate Seismicity, 1/2 in. (13 mm); in High 
Seismicity, 3/4 in. (19 mm). (Tier 2: Sec. 13.6.4; Commentary: 
Sec. A.7.2.4) 

 

  X  HR—not required; LS—not required; PR—MH. CONTINUITY 
ACROSS STRUCTURE JOINTS: The ceiling system does not 
cross any seismic joint and is not attached to multiple 
independent structures. (Tier 2: Sec. 13.6.4; Commentary: Sec. 
A.7.2.5) 

No seismic joint exists. 

   X HR—not required; LS—not required; PR—H. EDGE 
SUPPORT: The free edges of integrated suspended ceilings with 
continuous areas greater than 144 ft2 (13.4 m2) are supported by 
closure angles or channels not less than 2 in. (51 mm) wide. 
(Tier 2: Sec. 13.6.4 ; Commentary: Sec. A.7.2.6) 

 

  X  HR—not required; LS—not required; PR—H. SEISMIC 
JOINTS: Acoustical tile or lay-in panel ceilings have seismic 
separation joints such that each continuous portion of the ceiling 
is no more than 2,500 ft2 (232.3 m2) and has a ratio of long-to-
short dimension no more than 4-to-1. (Tier 2: Sec. 13.6.4; 
Commentary: Sec. A.7.2.7) 

 

Light Fixtures 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—MH; PR—MH. INDEPENDENT 
SUPPORT: Light fixtures that weigh more per square foot than 
the ceiling they penetrate are supported independent of the grid 
ceiling suspension system by a minimum of two wires at 
diagonally opposite corners of each fixture. (Tier 2: Sec. 13.6.4, 
13.7.9; Commentary: Sec. A.7.3.2) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

X    HR—not required; LS—not required; PR—H. PENDANT 
SUPPORTS: Light fixtures on pendant supports are attached  
at a spacing equal to or less than 6 ft. Unbraced suspended 
fixtures are free to allow a 360-degree range of motion at an 
angle not less than 45 degrees from horizontal without contacting 
adjacent components. Alternatively, if rigidly supported and/or 
braced, they are free to move with the structure to which they are 
attached without damaging adjoining components. Additionally, 
the connection to the structure is capable of accommodating the 
movement without failure. (Tier 2: Sec. 13.7.9; Commentary: 
Sec. A.7.3.3) 

 

X    HR—not required; LS—not required; PR—H. LENS COVERS: 
Lens covers on light fixtures are attached with safety devices. 
(Tier 2: Sec. 13.7.9; Commentary: Sec. A.7.3.4) 

 

Cladding and Glazing 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. CLADDING ANCHORS: 
Cladding components weighing more than 10 lb/ft2 (0.48 kN/m2) 
are mechanically anchored to the structure at a spacing equal to 
or less than the following: for Life Safety in Moderate 
Seismicity, 6 ft (1.8 m); for Life Safety in High Seismicity and 
for Position Retention in any seismicity, 4 ft (1.2 m) (Tier 2: 
Sec. 13.6.1; Commentary: Sec. A.7.4.1) 

No cladding in the building. 

  X  HR—not required; LS—MH; PR—MH. CLADDING 
ISOLATION: For steel or concrete moment-frame buildings, 
panel connections are detailed to accommodate a story drift ratio 
by the use of rods attached to framing with oversize holes or 
slotted holes of at least the following: for Life Safety in 
Moderate Seismicity, 0.01; for Life Safety in High Seismicity 
and for Position Retention in any seismicity, 0.02, and the rods 
have a length-to-diameter ratio of 4.0 or less. (Tier 2: Sec. 
13.6.1; Commentary: Sec. A.7.4.3) 

 

  X  HR—MH; LS—MH; PR—MH. MULTI-STORY PANELS: For 
multi-story panels attached at more than one floor level, panel 
connections are detailed to accommodate a story drift ratio by 
the use of rods attached to framing with oversize holes or slotted 
holes of at least the following: for Life Safety in Moderate 
Seismicity, 0.01; for Life Safety in High Seismicity and for 
Position Retention in any seismicity, 0.02, and the rods have a 
length-to-diameter ratio of 4.0 or less. (Tier 2: Sec. 13.6.1; 
Commentary: Sec. A.7.4.4) 

 

  X  HR—not required; LS—MH; PR—MH. THREADED RODS: 
Threaded rods for panel connections detailed to accommodate 
drift by bending of the rod have a length-to-diameter ratio 
greater than 0.06 times the story height in inches for Life Safety 
in Moderate Seismicity and 0.12 times the story height in inches 
for Life Safety in High Seismicity and Position Retention in any 
seismicity. (Tier 2: Sec. 13.6.1; Commentary: Sec. A.7.4.9) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—MH; LS—MH; PR—MH. PANEL CONNECTIONS: 
Cladding panels are anchored out of plane with a minimum 
number of connections for each wall panel, as follows: for Life 
Safety in Moderate Seismicity, 2 connections; for Life Safety in 
High Seismicity and for Position Retention in any seismicity, 4 
connections. (Tier 2: Sec. 13.6.1.4; Commentary: Sec. A.7.4.5) 

 

  X  HR—MH; LS—MH; PR—MH. BEARING CONNECTIONS: 
Where bearing connections are used, there is a minimum of two 
bearing connections for each cladding panel. (Tier 2: Sec. 
13.6.1.4; Commentary: Sec. A.7.4.6) 

 

  X  HR—MH; LS—MH; PR—MH. INSERTS: Where concrete 
cladding components use inserts, the inserts have positive 
anchorage or are anchored to reinforcing steel. (Tier 2: Sec. 
13.6.1.4; Commentary: Sec. A.7.4.7) 

 

 X   HR—not required; LS—MH; PR—MH. OVERHEAD 
GLAZING: Glazing panes of any size in curtain walls and 
individual interior or exterior panes more than 16 ft2 (1.5 m2) in 
area are laminated annealed or laminated heat-strengthened glass 
and are detailed to remain in the frame when cracked. (Tier 2: 
Sec. 13.6.1.5; Commentary: Sec. A.7.4.8) 

No information available on 
glazing. However, it is unlikely 
that the glazing panes are 
laminated. 

Masonry Veneer 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

   X HR—not required; LS—LMH; PR—LMH. TIES: Masonry 
veneer is connected to the backup with corrosion-resistant ties. 
There is a minimum of one tie for every 2-2/3 ft2 (0.25 m2), and 
the ties have spacing no greater than the following: for Life 
Safety in Low or Moderate Seismicity, 36 in. (914 mm); for Life 
Safety in High Seismicity and for Position Retention in any 
seismicity, 24 in. (610 mm). (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.1) 

 

X    HR—not required; LS—LMH; PR—LMH. SHELF ANGLES: 
Masonry veneer is supported by shelf angles or other elements at 
each floor above the ground floor. (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.2) 

 

   X HR—not required; LS—LMH; PR—LMH. WEAKENED 
PLANES: Masonry veneer is anchored to the backup adjacent to 
weakened planes, such as at the locations of flashing. (Tier 2: 
Sec. 13.6.1.2; Commentary: Sec. A.7.5.3) 

Information not provided on 
available record drawings. 

  X  HR—LMH; LS—LMH; PR—LMH. UNREINFORCED 
MASONRY BACKUP: There is no unreinforced masonry 
backup. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; Commentary: Sec. 
A.7.7.2) 

No URM walls. 

  X  HR—not required; LS—MH; PR—MH. STUD TRACKS: For 
veneer with coldformed steel stud backup, stud tracks are 
fastened to the structure at a spacing equal to or less than 24 in. 
(610 mm) on center. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; 
Commentary: Sec. A.7.6.) 

No metal stud walls. 
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   X HR—not required; LS—MH; PR—MH. ANCHORAGE: For 
veneer with concrete block or masonry backup, the backup is 
positively anchored to the structure at a horizontal spacing equal 
to or less than 4 ft along the floors and roof. (Tier 2: Sec. 
13.6.1.1, 13.6.1.2; Commentary: Sec. A.7.7.1) 

Information not provided on 
available record drawings. 

X    HR—not required; LS—not required; PR—MH. WEEP 
HOLES: In veneer anchored to stud walls, the veneer has 
functioning weep holes and base flashing. (Tier 2: Sec. 13.6.1.2; 
Commentary: Sec. A.7.5.6) 

 

    HR—not required; LS—not required; PR—MH. OPENINGS: 
For veneer with cold-formed-steel stud backup, steel studs frame 
window and door openings. (Tier 2: Sec. 13.6.1.1, 13.6.1.2; 
Commentary: Sec. A.7.6.2) 

 

Parapets, Cornices, Ornamentation, and Appendages 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. URM PARAPETS OR 
CORNICES: Laterally unsupported unreinforced masonry 
parapets or cornices have height-tothickness ratios no greater 
than the following: for Life Safety in Low or Moderate 
Seismicity, 2.5; for Life Safety in High Seismicity and for 
Position Retention in any seismicity, 1.5. (Tier 2: Sec. 13.6.5; 
Commentary: Sec. A.7.8.1) 

 

X    HR—not required; LS—LMH; PR—LMH. CANOPIES: 
Canopies at building exits are anchored to the structure at a 
spacing no greater than the following: for Life Safety in Low or 
Moderate Seismicity, 10 ft (3.0 m); for Life Safety in High 
Seismicity and for Position Retention in any seismicity, 6 ft (1.8 
m). (Tier 2: Sec. 13.6.6; Commentary: Sec. A.7.8.2) 

 

  X  HR—H; LS—MH; PR—LMH. CONCRETE PARAPETS: 
Concrete parapets with height-to-thickness ratios greater than 
2.5 have vertical reinforcement. (Tier 2: Sec. 13.6.5; 
Commentary: Sec. A.7.8.3) 

 

X    HR—MH; LS—MH; PR—LMH. APPENDAGES: Cornices, 
parapets, signs, and other ornamentation or appendages that 
extend above the highest point of anchorage to the structure or 
cantilever from components are reinforced and anchored to the 
structural system at a spacing equal to or less than 6 ft (1.8 m). 
This evaluation statement item does not apply to parapets or 
cornices covered by other evaluation statements. (Tier 2: Sec. 
13.6.6; Commentary: Sec. A.7.8.4) 

 

Masonry Chimneys 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—LMH; PR—LMH. URM CHIMNEYS: 
Unreinforced masonry chimneys extend above the roof surface 
no more than the following: for Life Safety in Low or Moderate 
Seismicity, 3 times the least dimension of the chimney; for Life 
Safety in High Seismicity and for Position Retention in any 
seismicity, 2 times the least dimension of the chimney. (Tier 2: 
Sec. 13.6.7; Commentary: Sec. A.7.9.1) 

No masonry chimney in the 
building. 
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  X  HR—LMH; LS—LMH; PR—LMH. ANCHORAGE: Masonry 
chimneys are anchored at each floor level, at the topmost ceiling 
level, and at the roof. (Tier 2: Sec. 13.6.7; Commentary: Sec. 
A.7.9.2) 
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Stairs 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—LMH; PR—LMH. STAIR 
ENCLOSURES: Hollow-clay tile or unreinforced masonry walls 
around stair enclosures are restrained out of plane and have 
height-to-thickness ratios not greater than the following: for Life 
Safety in Low or Moderate Seismicity, 15-to-1; for Life Safety 
in High Seismicity and for Position Retention in any seismicity, 
12-to-1. (Tier 2: Sec. 13.6.2, 13.6.8; Commentary: Sec. 
A.7.10.1) 

 

  X  HR—not required; LS—LMH; PR—LMH. STAIR DETAILS: 
The connection between the stairs and the structure does not rely 
on post-installed anchors in concrete or masonry, and the stair 
details are capable of accommodating the drift calculated using 
the Quick Check procedure of Section 4.4.3.1 for moment-frame 
structures or 0.5 in. for all other structures without including any 
lateral stiffness contribution from the stairs. (Tier 2: Sec. 13.6.8; 
Commentary: Sec. A.7.10.2) 

 

Contents and Furnishings 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—LMH; LS—MH; PR—MH. INDUSTRIAL STORAGE 
RACKS: Industrial storage racks or pallet racks more than 12 ft 
high meet the requirements of ANSI/RMI MH 16.1 as modified 
by ASCE 7, Chapter 15. (Tier 2: Sec. 13.8.1; Commentary: Sec. 
A.7.11.1) 

No industrial storage racks. 

  X  HR—not required; LS—H; PR—MH. TALL NARROW 
CONTENTS: Contents more than 6 ft (1.8 m) high with a 
height-to-depth or height-to-width ratio greater than 3-to-1 are 
anchored to the structure or to each other. (Tier 2: Sec. 13.8.2; 
Commentary: Sec. A.7.11.2) 

 

  X  HR—not required; LS—H; PR—H. FALL-PRONE 
CONTENTS: Equipment, stored items, or other contents 
weighing more than 20 lb (9.1 kg) whose center of mass is more 
than 4 ft (1.2 m) above the adjacent floor level are braced or 
otherwise restrained. (Tier 2: Sec. 13.8.2; Commentary: Sec. 
A.7.11.3) 

 

  X  HR—not required; LS—not required; PR—MH. ACCESS 
FLOORS: Access floors more than 9 in. (229 mm) high are 
braced. (Tier 2: Sec. 13.6.10; Commentary: Sec. A.7.11.4) 

No access floor. 

  X  HR—not required; LS—not required; PR—MH. EQUIPMENT 
ON ACCESS FLOORS: Equipment and other contents 
supported by access floor systems are anchored or braced to the 
structure independent of the access floor. (Tier 2: Sec. 13.7.7 
13.6.10; Commentary: Sec. A.7.11.5) 

No access floor. 

  X  HR—not required; LS—not required; PR—H. SUSPENDED 
CONTENTS: Items suspended without lateral bracing are free to 
swing from or move with the structure from which they are 
suspended without damaging themselves or adjoining 
components. (Tier 2: Sec. 13.8.2; Commentary: Sec. A.7.11.6) 
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Mechanical and Electrical Equipment 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—H; PR—H. FALL-PRONE 
EQUIPMENT: Equipment weighing more than 20 lb (9.1 kg) 
whose center of mass is more than 4 ft (1.2 m) above the 
adjacent floor level, and which is not in-line equipment, is 
braced. (Tier 2: Sec. 13.7.1 13.7.7; Commentary: Sec. A.7.12.4) 

Hot water heater in mechanical 
room do not appear to be braced. 

  X  HR—not required; LS—H; PR—H. IN-LINE EQUIPMENT: 
Equipment installed in line with a duct or piping system, with an 
operating weight more than 75 lb (34.0 kg), is supported and 
laterally braced independent of the duct or piping system. (Tier 
2: Sec. 13.7.1; Commentary: Sec. A.7.12.5) 

 

X    HR—not required; LS—H; PR—MH. TALL NARROW 
EQUIPMENT: Equipment more than 6 ft (1.8 m) high with a 
height-to-depth or height-to-width ratio greater than 3-to-1 is 
anchored to the floor slab or adjacent structural walls. (Tier 2: 
Sec. 13.7.1 13.7.7; Commentary: Sec. A.7.12.6) 

 

   X HR—not required; LS—not required; PR—MH. 
MECHANICAL DOORS: Mechanically operated doors are 
detailed to operate at a story drift ratio of 0.01. (Tier 2: Sec. 
13.6.9; Commentary: Sec. A.7.12.7) 

 

  X  HR—not required; LS—not required; PR—H. SUSPENDED 
EQUIPMENT: Equipment suspended without lateral bracing is 
free to swing from or move with the structure from which it is 
suspended without damaging itself or adjoining components. 
(Tier 2: Sec. 13.7.1, 13.7.7; Commentary: Sec. A.7.12.8) 

 

X    HR—not required; LS—not required; PR—H. VIBRATION 
ISOLATORS: Equipment mounted on vibration isolators is 
equipped with horizontal restraints or snubbers and with vertical 
restraints to resist overturning. (Tier 2: Sec. 13.7.1; 
Commentary: Sec. A.7.12.9) 

 

X    HR—not required; LS—not required; PR—H. HEAVY 
EQUIPMENT: Floor supported or platform-supported 
equipment weighing more than 400 lb (181.4 kg) is anchored to 
the structure. (Tier 2: Sec. 13.7.1, 13.7.7; Commentary: Sec. 
A.7.12.10) 

Equipment in mechanical room 
and apparatus bay area appear to 
be anchored to the floor. 

X    HR—not required; LS—not required; PR—H. ELECTRICAL 
EQUIPMENT: Electrical equipment is laterally braced to the 
structure. (Tier 2: Sec. 13.7.7; Commentary: Sec. A.7.12.11) 

Electrical equipment appears to 
be mounted on wall or floor. 

 X   HR—not required; LS—not required; PR—H. CONDUIT 
COUPLINGS: Conduit greater than 2.5 in. (64 mm) trade size 
that is attached to panels, cabinets, or other equipment and is 
subject to relative seismic displacement has flexible couplings or 
connections. (Tier 2: Sec. 13.7.8; Commentary: Sec. A.7.12.12) 

Conduits do not appear to have 
flexible couplings. 

Piping 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. FLEXIBLE 
COUPLINGS: Fluid and gas piping has flexible couplings. (Tier 
2: Sec. 13.7.3, 13.7.5; Commentary: Sec. A.7.13.2) 

Piping does not appear to have 
flexible coupling. 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. FLUID AND 
GAS PIPING: Fluid and gas piping is anchored and braced to 
the structure to limit spills or leaks. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.4) 

No bracing at pipes. 

   X HR—not required; LS—not required; PR—H. C-CLAMPS: 
One-sided C-clamps that support piping larger than 2.5 in. (64 
mm) in diameter are restrained. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.5) 

Not observable during site visit.  

  X  HR—not required; LS—not required; PR—H. PIPING 
CROSSING SEISMIC JOINTS: Piping that crosses seismic 
joints or isolation planes or is connected to independent 
structures has couplings or other details to accommodate the 
relative seismic displacements. (Tier 2: Sec. 13.7.3, 13.7.5; 
Commentary: Sec. A.7.13.6) 

No seismic joints. 

Ducts 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

 X   HR—not required; LS—not required; PR—H. DUCT 
BRACING: Rectangular ductwork larger than 6 ft2 (0.56 m2) in 
cross-sectional area and round ducts larger than 28 in. (711 mm) 
in diameter are braced. The maximum spacing of transverse 
bracing does not exceed 30 ft (9.2 m). The maximum spacing of 
longitudinal bracing does not exceed 60 ft (18.3 m). (Tier 2: Sec. 
13.7.6; Commentary: Sec. A.7.14.2) 

No duct bracing present. 

   X HR—not required; LS—not required; PR—H. DUCT 
SUPPORT: Ducts are not supported by piping or electrical 
conduit. (Tier 2: Sec. 13.7.6; Commentary: Sec. A.7.14.3) 

Not observable during site visit. 

    HR—not required; LS—not required; PR—H. DUCTS 
CROSSING SEISMIC JOINTS: Ducts that cross seismic joints 
or isolation planes or are connected to independent structures 
have couplings or other details to accommodate the relative 
seismic displacements. (Tier 2: Sec. 13.7.6; Commentary: Sec. 
A.7.14.4) 

No seismic joints.  

Elevators 

C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—H; PR—H. RETAINER GUARDS: 
Sheaves and drums have cable retainer guards. (Tier 2: Sec. 
13.7.11; Commentary: Sec. A.7.16.1) 

No elevator in the building. 

  X  HR—not required; LS—H; PR—H. RETAINER PLATE: A 
retainer plate is present at the top and bottom of both car and 
counterweight. (Tier 2: Sec. 13.7.11; Commentary: Sec. 
A.7.16.2) 

 

  X  HR—not required; LS—not required; PR—H. ELEVATOR 
EQUIPMENT: Equipment, piping, and other components that 
are part of the elevator system are anchored. (Tier 2: Sec. 
13.7.11; Commentary: Sec. A.7.16.3) 
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C NC N/A U EVALUATION STATEMENTa,b COMMENT 

  X  HR—not required; LS—not required; PR—H. SEISMIC 
SWITCH: Elevators capable of operating at speeds of 150 ft/min 
(0.30 m/min) or faster are equipped with seismic switches that 
meet the requirements of ASME A17.1 or have trigger levels set 
to 20% of the acceleration of gravity at the base of the structure 
and 50% of the acceleration of gravity in other locations. (Tier 
2: Sec. 13.7.11; Commentary: Sec. A.7.16.4) 

 

  X  HR—not required; LS—not required; PR—H. SHAFT WALLS: 
Elevator shaft walls are anchored and reinforced to prevent 
toppling into the shaft during strong shaking. (Tier 2: Sec. 
13.7.11; Commentary: Sec.  A.7.16.5) 

 

  X  HR—not required; LS—not required; PR—H. 
COUNTERWEIGHT RAILS: All counterweight rails and 
divider beams are sized in accordance with ASME A17.1. (Tier 
2: Sec. 13.7.11; Commentary: Sec. A.7.16.6) 

 

  X  HR—not required; LS—not required; PR—H. BRACKETS: 
The brackets that tie the car rails and the counterweight rail to 
the structure are sized in accordance with ASME A17.1. (Tier 2: 
Sec. 13.7.11; Commentary: Sec. A.7.16.7) 

 

  X  HR—not required; LS—not required; PR—H. SPREADER 
BRACKET: Spreader brackets are not used to resist seismic 
forces. (Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.8) 

 

  X  HR—not required; LS—not required; PR—H. GO-SLOW 
ELEVATORS: The building has a go-slow elevator system. 
(Tier 2: Sec. 13.7.11; Commentary: Sec. A.7.16.9) 

 

 
Note: C = Compliant, NC = Noncompliant, N/A = Not Applicable, and U = Unknown.  
a Performance Level: HR = Hazards Reduced, LS = Life Safety, and PR = Position Retention.  
b Level of Seismicity: L = Low, M = Moderate, and H = High 

                        

27



728 – 134th St SW 
Suite 200 
Everett, WA 98204

Tel 425-741-3800 
Fax 425-741-3900

www.reidmiddleton.com 
File No. 262018.063


	Appendix H - School District Tier 1 Reports Transmittal Letters Divider Page
	Appendix H - School District Tier 1 Reports Transmittal Letters
	Battle Ground SD Report Cover Letter
	Bickleton SD Report Cover Letter
	Boistfort SD Report Cover Letter
	Burlington-Edison SD Report Cover Letter
	Camas SD Report Cover Letter
	Cape Flattery SD Report Cover Letter
	Carbonado SD Report Cover Letter
	Centerville SD Report Cover Letter
	Centrailia SD Report Cover Letter
	Central Kitsap SD Report Cover Letter
	Concrete SD Report Cover Letter
	Cosmopolis SD Report Cover Letter
	Coupeville SD Report Cover Letter
	Creston SD Report Cover Letter
	Darrington SD Report Cover Letter
	Dayton SD Report Cover Letter
	Dixie SD Report Cover Letter
	East Valley (Yakima) SD Report Cover Letter
	Evaline SD Report Cover Letter
	Ferndale SD Report Cover Letter
	Fife SD Report Cover Letter
	Glenwood SD Report Cover Letter
	Grand Coulee Dam SD Report Cover Letter
	Green Mountain SD Report Cover Letter
	Harrington SD Report Cover Letter
	Highline SD Report Cover Letter
	Hoquiam SD Report Cover Letter
	Index SD Report Cover Letter
	Kelso SD Report Cover Letter
	La Conner SD Report Cover Letter
	Longview SD Report Cover Letter
	Mabton SD Report Cover Letter
	Mansfield SD Report Cover Letter
	Marysville SD Report Cover Letter
	Methow Valley SD Report Cover Letter
	Morton SD Report Cover Letter
	Mount Baker SD Report Cover Letter
	Mount Vernon SD Report Cover Letter
	Naches Valley SD Report Cover Letter
	Newport SD Report Cover Letter
	North Beach SD Report Cover Letter
	Ocean Beach SD Report Cover Letter
	Ocosta SD Report Cover Letter
	Oroville SD Report Cover Letter
	Palisades SD Report Cover Letter
	Pasco SD Report Cover Letter
	Pateros SD Report Cover Letter
	Paterson SD Report Cover Letter
	Port Angeles SD Report Cover Letter
	Port Townsend SD Report Cover Letter
	Puyallup SD Report Cover Letter
	Quilcene SD Report Cover Letter
	Raymond SD Report Cover Letter
	Ridgefield SD Report Cover Letter
	Riverside SD Report Cover Letter
	Royal SD Report Cover Letter
	Shaw Island SD Report Cover Letter
	Skykomish SD Report Cover Letter
	South Bend SD Report Cover Letter
	South Whidbey SD Report Cover Letter
	Spokane SD Report Cover Letter
	Sunnyside SD Report Cover Letter
	Tacoma SD Report Cover Letter
	Taholah SD Report Cover Letter
	Thorp SD Report Cover Letter
	Tonasket SD Report Cover Letter
	Touchet SD Report Cover Letter
	Tumwater SD Report Cover Letter
	Vashon Island SD Report Cover Letter
	Warden SD Report Cover Letter
	Washougal SD Report Cover Letter
	Washtucna SD Report Cover Letter
	White Pass SD Report Cover Letter
	White Salmon Valley SD Report Cover Letter
	Wilson Creek SD Report Cover Letter

	Appendix I - ASCE 41-17 Tier 1 Reports - 222 Buildings Divider Page
	Appendix I - ASCE 41-17 Tier 1 Reports - 222 School Buildings
	Battle_Ground_Maple_Grove_K-8_Gym_Report
	Battle_Ground_Maple_Grove_K-8_Main_Building_Report
	Battle_Ground_Praire_High_School_400_Building_Report
	Battle_Ground_Praire_High_School_500_Building_Report
	Battle_Ground_Praire_High_School_600_Building_Report
	Battle_Ground_River_Homelink_Main_Building_Report
	Bickleton_Bickleton_Elementary_and_High_School_Bldg_B_-_Vocational-Transportation_Report
	Bickleton_Bickleton_Elementary_and_High_School_Main_Building_Report
	Boistfort_Boistfort_Elementary_Gymnasium_Building_Report
	Boistfort_Boistfort_Elementary_Main_Building_Report
	Burlington-Edison_Edison_Elementary_School_Original_Building_Report
	Camas_Lacamas_Heights_Elementary_School_100_Pod_Report
	Camas_Lacamas_Heights_Elementary_School_Multipurpose_Report
	Camas_Liberty_Middle_School_Main_Building_Report
	Camas_Liberty_Middle_School_Music_Building_Report
	Camas_Skyridge_Middle_School_Main_Building_Report
	Cape_Flattery_Clallam_Bay_High_and_Elementary_School_Big_Gym_Report
	Cape_Flattery_Clallam_Bay_High_and_Elementary_School_Elementary_Building_Report
	Cape_Flattery_Clallam_Bay_High_and_Elementary_School_Elementary_Gym_Report
	Cape_Flattery_Clallam_Bay_High_and_Elementary_School_High_School_Building_Report
	Cape_Flattery_Clallam_Bay_High_and_Elementary_School_Shop_and_Art_Building_Report
	Cape_Flattery_Neah_Bay_Elementary_School_Elementary_School_Report
	Cape_Flattery_Neah_Bay_Junior-_Senior_High_School_Neah_Bay_High_School_Classroom_Building_Report
	Cape_Flattery_Neah_Bay_Junior-_Senior_High_School_Neah_Bay_High_School_Gym_Report
	Cape_Flattery_Neah_Bay_Junior-_Senior_High_School_Neah_Bay_High_School_Shop_Building_Report
	Cape_Flattery_Neah_Bay_Junior-_Senior_High_School_Neah_Bay_Middle_School_and_Gym_Report
	Carbonado_Carbonado_Historical_School_19_1st_and_2nd_Grade_and_Special_Education_Building_Report
	Carbonado_Carbonado_Historical_School_19_A_-_Main_Building_Report
	Carbonado_Carbonado_Historical_School_19_B_-_Community_Gym_Report
	Carbonado_Carbonado_Historical_School_19_Computer_Lab_and_Library_Report
	Centerville_Centerville_Elementary_School_Main_Building_Report
	Central_Kitsap_Ridgetop_Junior_High_Main_Report
	Central_Kitsap_Silver_Ridge_Elementary_Main_Report
	Centralia_Edison_Elementary_School_Main_Building_Report
	Concrete_Concrete_High_School_Main_Building_Report
	Concrete_Concrete_High_School_Tech_Building_Report
	Concrete_Concrete_K-6_School_Gym_Report
	Concrete_Concrete_K-6_School_Main_Building_Report
	Cosmopolis_Cosmopolis_Elementary_School_Auditorium_Building_Report
	Cosmopolis_Cosmopolis_Elementary_School_Gymnasium_Building_Report
	Cosmopolis_Cosmopolis_Elementary_School_Main_Building_Report
	Cosmopolis_Cosmopolis_Elementary_School_Multipurpose_Building_Report
	Coupeville_Coupeville_Elementary_School_Cedar_Pod_Report
	Coupeville_Coupeville_Elementary_School_Main_Report
	Coupeville_Coupeville_Elementary_School_Multipurpose_Report
	Coupeville_Coupeville_High_School_Annex_Report
	Coupeville_Coupeville_High_School_Gymnasium_Report
	Coupeville_Coupeville_Middle_School_Middle_and_High_School_Building_Report
	Creston_Creston_Junior_Senior_High_School_Creston_K-12_School_Building_Report
	Darrington_Darrington_Elementary_School_Main_Elementary_School_Report
	Darrington_Darrington_Senior_High_School_Darrington_High_School_Report
	Darrington_Darrington_Senior_High_School_Woodshop_Report
	Dayton_Dayton_High_School_Ag_Shop_Report
	Dayton_Dayton_High_School_Gymnasium_Report
	Dayton_Dayton_High_School_High_School_Building_Report
	Dayton_Dayton_High_School_Wood_Shop_Report
	Dayton_Dayton_K-8_School_Elementary_and_Middle_School_Building_Report
	Dixie_Dixie_Elementary_School_Main_Building_Report
	East_Valley_(Yakima)_East_Valley_Central_Middle_School_6th_Grade_Building_Report
	East_Valley_(Yakima)_East_Valley_Central_Middle_School_7th_-_8th_Grade_Building_Report
	East_Valley_(Yakima)_East_Valley_Central_Middle_School_Computer_Lab_Building_Report
	East_Valley_(Yakima)_East_Valley_Central_Middle_School_Gymnasium_Building_Report
	East_Valley_(Yakima)_East_Valley_Elementary_School_Main_Building_Report
	Evaline_Evaline_Elementary_School_Main_Building_Report
	Ferndale_Beach_Elementary_Main_Building_Report
	Fife_Columbia_Junior_High_School_Main_Building_Report
	1. Fife, Columbia Junior High School, Main Building
	Fife_Fife_High_School_Building_IV_400_Library_Report
	Fife_Fife_High_School_Building_IX_900_Science_Report
	Fife_Fife_High_School_Building_V_500_Main_Report
	Fife_Fife_High_School_Building_VI_600_Gyms_Report
	Fife_Fife_High_School_Building_VII_700_Cafeteria_Report
	Fife_Fife_High_School_Building_VIII_800_Shop_Report
	Glenwood_Glenwood_School_Main_Building_Report
	Grand_Coulee_Dam_Lake_Roosevelt_K-12_CTE_Building_Report
	Grand_Coulee_Dam_Lake_Roosevelt_K-12_Wood_Shop_Report
	Green_Mountain_Green_Mountain_School_Gymnasium_Report
	Green_Mountain_Green_Mountain_School_Main_Building_Report
	Harrington_Harrington_Elementary_and_High_School_Main_Building_Report
	Highline_Woodside_Site_Annex_Report
	Highline_Woodside_Site_Main_Building_Report
	Hoquiam_Hoquiam_High_School_A-Administration_Report
	Hoquiam_Hoquiam_High_School_B-Science_Report
	Hoquiam_Hoquiam_High_School_E-Library_Report
	Hoquiam_Hoquiam_High_School_H-Gymnasium_Report
	Hoquiam_Lincoln_Elementary_School_Administrative_and_Library_Building_Report
	Hoquiam_Lincoln_Elementary_School_East_Wing_Report
	Hoquiam_Lincoln_Elementary_School_Multipurpose_Building_Report
	Hoquiam_Lincoln_Elementary_School_West_Wing_Report
	Index_Index_Elementary_School_Enclosed_Covered_Play_Report
	Index_Index_Elementary_School_Main_Building_Report
	Kelso_Carrolls_Elementary_School_Main_Building_Report
	La_Conner_La_Conner_High_School_High_School_Auditorium_Report
	La_Conner_La_Conner_High_School_High_School_Main_Building_Report
	La_Conner_La_Conner_Middle_School_(form._Elem.)_Old_Auditorium-Cafeteria_Bldg_Report
	Longview_R._A._Long_High_School_Gym_Report
	Longview_R._A._Long_High_School_Main_Building_Report
	Longview_R._A._Long_High_School_RA_Long_Annex_Report
	Longview_R._A._Long_High_School_Science_Wing_Report
	Longview_R._A._Long_High_School_Shop_Bldg_Report
	Mabton_Mabton_Jr-Sr_High_School_Main_Building_Report
	Mabton_Mabton_Jr-Sr_High_School_Shop-Ag_Building_Report
	Mansfield_Mansfield_Elem_and_High_School_Main_Building_Report
	Marysville_Liberty_Elementary_School_Main_Building_Report
	Marysville_Marysville_Middle_School_Building_B_Report
	Marysville_Marysville_Middle_School_Building_C_-_Shop_Classrooms_Report
	Marysville_Marysville_Middle_School_Main_Building_Report
	Marysville_Totem_Middle_School_Cafeteria_Gym_Building_Report
	Marysville_Totem_Middle_School_Home_Economics_Building_Report
	Marysville_Totem_Middle_School_Main_Building_Report
	Marysville_Totem_Middle_School_School_House_Cafe_Report
	Marysville_Totem_Middle_School_Science_Building_Report
	Methow_Valley_Liberty_Bell_Junior_Senior_High_School_Main_Building_Report
	Methow_Valley_Methow_Valley_Elementary_School_Main_Building_Report
	Morton_Morton_Elementary_School_Gymnasium_Report
	Morton_Morton_Elementary_School_Main_Building_Report
	Morton_Morton_Junior_Senior_High_School_Gymnasium_Report
	Morton_Morton_Junior_Senior_High_School_Main_Building_Report
	Morton_Morton_Junior_Senior_High_School_Shop_Report
	Mount_Baker_Mount_Baker_Junior_High_School_200_Building_-_JHS_Report
	Mount_Baker_Mount_Baker_Junior_High_School_Pro-Rate_Portion_of_Commons_-_Building_100_Report
	Mount_Baker_Mount_Baker_Senior_High_School_300_North_Report
	Mount_Baker_Mount_Baker_Senior_High_School_300_South_Report
	Mount_Baker_Mount_Baker_Senior_High_School_700_Building_Report
	Mount_Baker_Mount_Baker_Senior_High_School_800_Building_(Former_Deming_Elem.)_Report
	Mount_Baker_Mount_Baker_Senior_High_School_Field_House_Report
	Mount_Baker_Mount_Baker_Senior_High_School_Pro-rate_Portion_of_Commons_-_Bldg_100_Report
	Mount_Vernon_Lincoln_Elementary_School_Main_Building_Report
	Naches_Valley_Naches_Valley_High_School_Gym_Building_Report
	Naches_Valley_Naches_Valley_High_School_Main_Building_Report
	Naches_Valley_Naches_Valley_High_School_Vocational_Building_Report
	Naches_Valley_Naches_Valley_Middle_School_Main_Building_Report
	Newport_Newport_High_School_Main_Building_Report
	North_Beach_Pacific_Beach_Elementary_School_Gym-Lunchroom_Report
	North_Beach_Pacific_Beach_Elementary_School_Main_Building_Report
	North_Beach_Pacific_Beach_Elementary_School_Quad_Building_Report
	Ocean_Beach_Ilwaco_(Hilltop)_Middle_School_Auditorium_Report
	Ocean_Beach_Ilwaco_(Hilltop)_Middle_School_Main_Building_Report
	Ocean_Beach_Ilwaco_High_School_Ilwaco_High_School_Report
	Ocean_Beach_Ilwaco_High_School_Stadium_Complex_Report
	Ocean_Beach_Long_Beach_Elementary_School_Main_Building_Report
	Ocean_Beach_Ocean_Park_Elementary_School_Main_Building_Report
	Ocosta_Ocosta_Elementary_School_Primary_Addition_Report
	Ocosta_Ocosta_Junior_Senior_High_School_Junior_Senior_High_Report
	Oroville_Oroville_Elementary_School_Main_Building_Report
	Palisades_Palisades_Elementary_School_Grange_Hall_Report
	Palisades_Palisades_Elementary_School_Main_Building_Report
	Pasco_Edwin_Markham_Elementary_School_Main_Building_Report
	Pateros_Pateros_K-12_School_Main_Building_Report
	Pateros_Pateros_K-12_School_Metal_Shop_Report
	Pateros_Pateros_K-12_School_Music_Building_Report
	Pateros_Pateros_K-12_School_Wood_Shop_Report
	Paterson_Paterson_Elementary_School_Main_Building_Report
	Port_Angeles_Roosevelt_Elementary_School_Main_Building_Report
	Port_Townsend_Port_Townsend_High_School_Gym_Report
	Port_Townsend_Port_Townsend_High_School_Main_Building_Report
	Port_Townsend_Port_Townsend_High_School_Math_Science_Annex_Report
	Port_Townsend_Port_Townsend_High_School_Stuart_Building_Report
	Puyallup_Maplewood_Elementary_School_Main_Building_Report
	Puyallup_Puyallup_High_School_Gymnasium_and_Swimming_Pool_Building_Report
	Puyallup_Puyallup_High_School_Library_Science_Building_Report
	Puyallup_Puyallup_High_School_Main_Building_Report
	Puyallup_Spinning_Elementary_School_East_West_Special_Education_Wings_Report
	Puyallup_Spinning_Elementary_School_Main_Building_Report
	Quilcene_Quilcene_High_And_Elementary_School_Elementary_Report
	Quilcene_Quilcene_High_And_Elementary_School_High_School_Report
	Quilcene_Quilcene_High_And_Elementary_School_Middle_School_Report
	Raymond_Raymond_Elementary_School_Raymond_elementary_Report
	Raymond_Raymond_Junior_Senior_High_School_Main_Building_Report
	Ridgefield_Union_Ridge_Elementary_School_Covered_Play_Area_Report
	Ridgefield_Union_Ridge_Elementary_School_Main_Building_Report
	Riverside_Chattaroy_Elementary_School_35_Wing_Building_Report
	Riverside_Chattaroy_Elementary_School_Main_Building_Report
	Royal_Red_Rock_Elementary_School_Main_Building_Report
	Royal_Royal_High_School_A_Gymnasium_Report
	Royal_Royal_High_School_B_Main_Building_Report
	Royal_Royal_Middle_School_Main_Building_Report
	Shaw_Island_Shaw_Island_School_Admin-RR_Building_Report
	Shaw_Island_Shaw_Island_School_Intermediate_Classroom_Building_Report
	Shaw_Island_Shaw_Island_School_Primary_Classroom_Building_Report
	Skykomish_Skykomish_School_Main_Building_Report
	South_Bend_South_Bend_Jr-Sr_High_School_Koplitz_Field_House_Report
	South_Bend_South_Bend_Jr-Sr_High_School_Vocational_Building_Report
	South_Whidbey_South_Whidbey_Elementary_School_Main_Building_Report
	Spokane_Adams_Elementary_School_Gym_and_Cafeteria_Building_Report
	Spokane_Adams_Elementary_School_Main_Building_Report
	Spokane_Audubon_Elementary_School_Main_Building_Report
	Spokane_Libby_Center_Main_Building_Report
	Sunnyside_Outlook_Elementary_School_Outlook_Elementary_Main_Building_Report
	Tacoma_Fern_Hill_Elementary_School_Main_Building_Report
	Tacoma_Oakland_High_School_Main_Building_Report
	Taholah_Taholah_School_Covered_Court_Report
	Taholah_Taholah_School_Main_Building_Report
	Thorp_Thorp_Elementary_and_Junior_Senior_High_School_Brick_Building_Report
	Thorp_Thorp_Elementary_and_Junior_Senior_High_School_Thorp_Elem-Jr-Sr_High_School_Report
	Tonasket_Tonasket_Elementary_School_Greenhouse_Report
	Tonasket_Tonasket_Elementary_School_Tonasket_Elementary_Report
	Tonasket_Tonasket_Middle-High_School_High_School-Middle_School_Report
	Touchet_Touchet_Elementary_and_High_School_CTE_Building_Report
	Touchet_Touchet_Elementary_and_High_School_Elementary_-_Main_Building_Report
	Touchet_Touchet_Elementary_and_High_School_Secondary_Facility_Report
	Tumwater_Black_Lake_Elementary_School_Building_A_Report
	Tumwater_Black_Lake_Elementary_School_Building_B_Report
	Tumwater_Black_Lake_Elementary_School_Building_C_Report
	Vashon_Island_Vashon_Island_High_School_Building_D_-_Gymnasium_Report
	Vashon_Island_Vashon_Island_High_School_Building_K_-_Annex_Report
	Warden_Warden_K-12_Cafeteria_Report
	Warden_Warden_K-12_Gymnasium_Report
	Warden_Warden_K-12_Middle_School-High_School_Report
	Washougal_Hathaway_Elementary_School_Main_Building_Report
	Washtucna_Washtucna_Elementary_High_School_Ag_Shop-_Music_Room_Report
	Washtucna_Washtucna_Elementary_High_School_Main_Building_Report
	White_Pass_White_Pass_Elementary_School_Main_Building_Report
	White_Pass_White_Pass_Junior_Senior_High_School_Main_Building_Report
	White_Salmon_Valley_Columbia_High_School_C_Court_-_Gym_Report
	White_Salmon_Valley_Columbia_High_School_Libray_Report
	White_Salmon_Valley_Columbia_High_School_Metal_-Wood_Shop_Report
	White_Salmon_Valley_Hulan_L._Whitson_Elementary_School_Main_Building_Building_Report
	White_Salmon_Valley_Wayne_M._Henkle_Middle_School_Middle_School_Report
	Wilson_Creek_Wilson_Creek_K-12_Business_Building-Home_Ec._Report
	Wilson_Creek_Wilson_Creek_K-12_Gym-Commons_Report
	Wilson_Creek_Wilson_Creek_K-12_Main_-_Gym_and_Classrooms_Report
	Wilson_Creek_Wilson_Creek_K-12_Vo-Ag_-_Science_Bldg_Report

	Appendix J - ASCE 41-17 Tier 1 Reports - 5 Fire Stations Divider Page
	Appendix J - ASCE 41-17 Tier 1 Reports - 5 Fire Stations
	Everett Fire Station 2 Tier 1 Bldg Report
	Raymond Fire Department Tier 1 Bldg Report
	Tumwater Fire Department Tier 1 Bldg Report
	Vancouver Fire Department Tier 1 Bldg Report
	Walla Walla Fire Station Tier 1 Bldg Report


